NVAX CPU Chip 
Functional Specification 

The NVAX CPU Chip is a high-performance, single-chip implementation of the VAX Architecture for use in 
low-end and mid-range systems. 


Revision/Update Information: This is Revision 1 2 of this specification, which supersedes Revision 1.1 re- 
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the NVAX CPU chip. Only the Electrical CharacteristicsChapter was updated 
from Re vision - 1.1 to Revision 1.2. 
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Chapter 1 
Introduction 


The NVAX CPU is a high-performance, single-chip implementation of the VAX architecture. It 
is partitioned into multiple sections which cooperate to execute the VAX base instruction group. 
The CPU chip includes the first levels of the memory subsystem hierarchy in an on-chip virtual 
instruction cache and an on-chip physical instruction and data cache, as well as the controller 
for a large second-level cache implemented in static RAMs on the CPU module. 

1 .1 Scope and Organization of this Specification 

This specification describes the operation of the NVAX CPU chip. It contains a description of the 
interface to the chip, an overview of the operation of the instruction pipeline, and extensive detail 
about the functional operation of each section of the chip. In addition, the specification contains 
discussions of error handling, chip initialization, and testability features. 

1 .2 Related Documents 

The following documents are related to or were used in the preparation of this document: 

• DEC Standard 032 VAX Architecture Standard. 

• NVAX CPU Chip Design Methodology. 

1 .3 Terminology and Conventions 

1 .3.1 Numbering 

All numbers are decimal unless otherwise indicated. Where there is ambiguity, numbers other 
than decimal are indicated with the name of the base following the number in parentheses, e.g., 
FF (hex). 

1.3.2 UNPREDICTABLE and UNDEFINED 

RESULTS specified as UNPREDICTABLE may vary from moment to moment, implementation 
to implementation, and instruction to instruction within implementations. Software can never 
depend on results specified as UNPREDICTABLE. 
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OPERATIONS specified as UNDEFINED may vary from moment to moment, implementation to 
implementation, and instruction to instruction 'within implementations. The operation may vary 
in effect from nothing, to stopping system operation. UNDEFINED operations must not cause 
the processor to hang., i.e., reach a state from which there is no transition to a normal state in 
which the machine executes instructions. 

Note the distinction between result and operation. Non-privileged software can not invoke 
UNDEFINED operations. 

1.3.3 Ranges and Extents 

Ranges are specified by a pair of numbers separated by a and are inclusive, e.g., a range of 
integers 0..4 includes the integers 0, 1, 2, 3, and 4. 

Extents are specified by a pair of numbers in angle brackets separated by a colon and are inclusive, 
e.g., bits <7:3> specify an extent of bits including bits 7, 6, 5, 4, and 3. 

1.3.4 Must be Zero (MBZ) 

Fields specified as Must Be Zero (MBZ) must never be filled by software with a non-zero value. 
If the processor encounters a non-zero value in a field specified as MBZ, a Reserved Operand 
exception occurs. 

1.3.5 Should be Zero (SBZ) 

Fields specified as Should Be Zero (SBZ) should be filled by software with a zero value. These 
fields may be used at some future time. Non-zero values in SBZ fields produce UNPREDICTABLE 
results. 


1.3.6 Register Format Notation 

This specification contains a number of figures that show the format of various registers, followed 
by a description of each field. In general, the fields on the register are labeled with either a name 
or a mnemonic. The description of each field includes the name or mnemonic, the bit extent, 
and the type. An example of a register is shown in Figure 1—1. Table 1—1 is an example of the 
description of the fields in this register. 
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Figure 1-1 : Register Format Example 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08|07 06 05 04 | 03 02 01 00 

4 b f— + f— 4 4 H 4 4 H I 4 H b 4 I— — t H b H 4 b—+ 

11000000 0| FAUXT_CMD |xxxx|l£|0 0 0 0 0 0 0 0| I | | 

+— + + 4-— H 4~4 4— H 4— -4— -4- — 4 4— < 4—4 — -4 4— -4 * — 4 H b 4— -4— >4-- 4— -H 4—4- 4— ~ 4 

I I I 

TRAP 4 | | 

INTERRUPT -4 | 

BUS ERROR 4 


Table 1-1: Register Field Description Example 


Name 

Extent 

Type 

Description 

BUS_ERROR 

0 

WC,0 

The BUS_ERROR bit is set when a bus error is detected. 

INTERRUPT 

1 

WC,0 

The INTERRUPT bit is set when an error that is reported as an 
interrupt is detected. 

TRAP 

2 

WC,0 

The TRAP bit is set when an error that is reported as a trap is detected. 

IE 

11 

RW.O 

The IE bit enables error reporting interrupts. When IE is 0, interrupts 
are disabled. When IE is a 1, interrupts are enabled. 

FAULT.CMD 

23:16 

RO 

The FAULT_CMD field latches the command that was in progress when 
an error is detected. 


The ‘Type” column in the field description includes both the actual type of the field, and an 
optional initialized value, separated from the type by a comma. The type denotes the functional 
operation of the field, and may be one of the values shown in Table 1—2. If present, the initialized 
value indicates that the field is initialized by hardware or microcode to the specified value at 
powerup. If the initialized value is not present, the field is not initialized at powerup. 

Table 1-2: Register Field Type Notation 

Notation Description 

RW 

RO 

WO 

WZ 

WC 

RC 


A read-write bit or field. The value may be read and written by software, microcode, 
or hardware. 

A read-only bit or field. The value may be read by software, microcode, or hardware. 
It is written by hardware; software or microcode writes are ignored. 

A write-only bit or field. The value may be written by software or microcode. It is read 
by hardware and reads by software or microcode return an UNPREDICTABLE result. 

A write-only bit or field. The value may be written by software or microcode. It is read 
by hardware and reads by software or microcode return a 0. 

A write-one-to-clear bit. The value may be read by software or microcode. Software or 
microcode writes of a 1 cause the bit to be cleared by hardware. Software or microcode 
writes of a 0 do not modify the state of the bit. 

A read-to-dear field. The value is written by hardware and remains unchanged until 
read. The value may be read by software or microcode, at which point, hardware may 
write a new value into the field. 
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In addition to named fields in registers, other bits of the register may be labeled with one of the 
three symbols listed in Table 1—3. These symbols denote the type of the unnamed fields in the 
register. 

Table 1-3: Register Reid Notation 

Notation 
0 
1 
x 


Description 

A “0” in a bit position denotes a register bit that is read as a 0 and ignored on write. 
A “ 1 ” in a bit position denotes a register bit that is read as a 1 and ignored on write. 

An Y in a bit position denotes a register bit that does not exist in hardware. The 
value is UNPREDICTABLE when read, and ignored on write. 
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1.3.7 Timing Diagram Notation 

This specification contains a number of tuning diagrams that show the timing of various signals, 
including NDAL signals. The notation used in these timing diagrams is shown in Figure 1—2. 

Figure 1-2: Timing Diagram Notation 


HIGH 

LOW 

INTERMEDIATE 

VAL I D_H I GH_OR_LOW 

CHANGING 

INVAL ID__3UT_N0T_CHANGING 
KIGH_TO_LOW 
HI GH_TO__VAL ID 
HI GH_TO_ INVALID 
INTERMED I ATE_TO__LOW 
H I GH_T0__ INTERMEDIATE 
LOW_TO_HIGH 
LOW_TO_VALID 
LOW_TO_INVAL ID 
INTERMED I ATE_TO_HIGH 
LOW_TO_ INTERMED I ATE 
VALID_TO_INTERMEDIATE 
INVALID_TO_ INTERMED I ATE 
INTERMED I AT£_TO__VAL ID 
INTERMEDIATE TO INVALID 


>oooooooa 
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1.4 Revision History 


Table 1-4: 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

06-Mar- 1989 

Release for external review. 

Mike Uhler 

15-Dec- 1989 

Update for second-pass release. 
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Chapter 2 

Architectural Summary 


2.1 Overview 

This chapter provides a summary of the VAX architectural features of the NVAX CPU Chip. It is 
not intended as a complete reference but rather to give an overview of the user- visible features. 
For a complete description of the architecture, consult the VAX Architecture Standard (DEC 
Standard 032). 

2.2 Visible State 

The visible state of the processor consists of memory, both virtual and physical, the general 
registers, the processor status longword (PSL), and the privileged internal processor registers 
(IPRs). 

2.2.1 Virtual Address Space 

The virtual address space is four gigabytes (2**32), separated into three accessable regions (P0, 
PI, and SO) and one reserved page , as shown in Figure 2-1. 
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Figure 2-1: Virtual Address Space Layout 
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| Region 

1 

1 

1 

1 

1 

length of System Region 
in pages (SLR) 


1 

1 

1 

System Region growth 


1 

1 

1 

1 

1 

1 

direction 


I 

1 

1 

V 

1 

1 


rrrrrrrr 

| Reserved 
I Page 

— 

+ 

1 

1 



NOTE 

NVAX CPU chips at revision 1 implement the original VAX memory management 
architecture in which any reference to a virtual address above BFFFFFFF (hex) causes 
a length violation. NVAX CPU chips at revision 2 or later implement the extended SO 
space addressing described above. 

2.2.2 Physical Address Space 

The NVAX CPU naturally generates 32-bit physical addresses. This corresponds to a four gigabyte 
physical address space as shown in Figure 2-2. Memory space occupies the first seven-eighths 
(3.5GB) of the physical address space. I/O space occupies the last one-eighth (512MB) of the 
physical address space and can be distinguished from memory space by the fact that bits <31:29> 
of the physical address are all ones. 
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Figure 2-2: 32-bit Physical Address Space Layout 


00000000 

1 

1 

1 

1 

1 

+- 

i 

1 

1 

Memory 

Space 

1 

! 

1 

1 

1 

-+ 

1 

1 

1 


1 

1 

+- 

1 

1 


1 

I 3.5 GB 
-+ 

1 

1 


1 

1 

+- 


1 

1 

-+ 

DFFFFFFF 

1 

1 


1 

E0000000 

FFFFFFFF 

1 

1 

I/O 

Space 

I 512 MB 
1 


In addition to the natural 32-bit physical address, the CPU may be configured to generate 30-bit 
physical addresses. In this mode, only 512MB of memory space can be referenced, as shown in 
Figure 2-3. 


Figure 2-3: 30-bit Physical Address Space Layout 


00000000 

1FFFFFFF 

20000000 


DFFFFFFF 

E0000000 

FFFFFFFF 



512 MB 


+ 3.0 GB 


512 MB 


The translation from 30-bit addresses to 32-bit addresses is accomplished by sign-extending 
PA<29> to PA<31:30>. In this mode, the programmer sees a 1GB address space, split evenly 
between memory and I/O space, which is mapped to the actual 32-bit physical address space as 
shown in Table 2—1. Unless explicitly stated otherwise, addresses that are given in the remainder 
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of this specification are the full 32-bit addresses (which, of course, may have been generated from 
a 30-bit program address via the mapping shown). 

Table 2-1 : 30-bit Mapping of Program Addresses to 32-bit Hardware Addresses 


Program Address 

Hardware Address 

OOOOOOOO.. 1FFFFFFF 

00000000.. 1FFFFFFF 

20000000..3FFFFFFF 

EOOOOOOO..FFFFFFFF 


2.2.2.1 Physical Address Control Registers 

During powerup, microcode configures the CPU to generate 30-bit physical addresses. Console 
firmware may then reconfigure the CPU and optional vector unit to generate either 30-bit or 
32-bit physical addresses by writing to the MODE bit in the PAMODE register. The PAMODE 
register is shown in Figure 2—4. 

Figure 2-4: IPR E7 (hex), PAMODE 


31 30 29 28127 26 25 24123 22 21 20119 18 17 16 { 15 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + (. — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

100000000000000000000000000000001 I : PAMODE 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — +— + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I 

MODE — + 


The PAMODE register also determines how PTEs are to be interpreted. In 30-bit mode, PTEs 
are interpreted in 21-bit PFN format. In 32-bit mode, PTEs are interpreted in 25-bit PFN format 
(although the two upper bits of the PFN field are ignored). The different PTE formats are 
described in Section 2.6.4. 

The PAMODE register is described in more detail in Chapter 12. 

2.2.3 Registers 

There are 16 32-bit General Purpose Registers (GPRs). The format is shown in Figure 2-5, and 
the use of each GPR is shown in Table 2—2. 
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Figure 2-5: General Purpose Registers 


31 30 29 28127 26 25 24|23 22 21 20119 18 17 16115 14 13 12 | 11 10 09 08107 06 05 04 | 03 02 01 00 

4 + + 4 4 4 1 1 4. 4 4 4 4. 4—4-— 4- 4—+—+ 4 4 4—4 4—4- 4—4—4- 4—4 4-— 4 + 

I I :Rn 

4 4- 4—4—4 4 (■ + h 4— 4— 4—— 4- 4 4- (■ 4—4- 4—4—4- 4—4 t-— 4- 4 (—4—4 4- (— + + 


Table 2-2: 

General Purpose Register Usage 

GPR 

Synonym 

Use 

RO-R11 


General Purpose 

R12 

AP 

Argument Pointer 

R13 

FP 

Frame Pointer 

R14 

SP 

Stack Pointer 

R15 

PC 

Program Counter 


The Processor Status Longword (PSL) is a 32-bit register which contains processor state. The 
PSL format is shown in Figure 2-6, and the fields of the PSL are shown in Table 2—3. 

Figure 2-6: Processor Status Longword Fields 


31 30 29 28|27 26 25 24|23 22 21 20119 IS 17 16(15 14 13 12111 10 09 08107 06 05 04 | 03 02 01 00 

4- 4. 4—4—4- 4—— 4— 4 4— 4— 4— 4— 4— 4— 4 4— “4 4—4- 4—4—4- 4—4 f— 4— 4 4— 4— 4— 4— 4 

! I I IMBIFPI | CUR | PRV (MB | i I I I I I I I I I 

I CM I TP | VM | Z ID I IS | MOD | MOD |2 I IPL I MBZ |DV|FU|XV| T| N| Z| V| C| :PSL 

4- f 4- 4- 4- 4 (—4 b 4—4 4—4— 4— 4 4 4 4—4 (—4—4 4—4 4—4 4 4—4 4—4 1— 4 


Table 2-3: 

Processor Status Longword 

Name 

Bit(s) 

Description 

CM 

31 

Comparability Mode 1 

TP 

30 

Trace Pending 

VM 

29 

Virtual Machine Mode 1 

FPD 

27 

First Part Done 

IS 

26 

Interrupt Stack 

CUR.MOD 

25:24 

Current Mode 

PKV_MOD 

23:22 

Previous Mode 

IPL 

20:16 

Interrupt Priority Level 

DV 

7 

Decimal Overflow Trap Enable 

FU 

6 

Floating Underflow Fault Enable 

IV 

5 

Integer Overflow Trap Enable 

T 

4 

Trace Trap Enable 


1 MBZ in current implementation 
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Table 2-3 (Cont): Processor Status Longword 


Name 

Bit(s) 

Description 

N 

3 

Negative Condition Code 

Z 

2 

Zero Condition Code 

V 

1 

Overflow Condition Code 

c 

0 

Cany Condition Code 


2.3 Data Types 

The NVAX CPU supports nine data types: byte, word, longword, quadword, character string, 
variable length bit field, F_floating, D_floating, and G_fioating. These are summarized in 
Figure 2—7. 

Figure 2-7: Data Types 


07 06 05 04|03 02 01 00 


I I :A 

■i — + — +— +--+ 

Data Type: Byte 
Length: 8 bits 

Use: Signed or unsigned integer 


15 14 13 12111 10 09 08107 06 05 04|03 02 01 00 

+ -r 4- H + | H * + -I H y 4 (- + + 

I I :A 

+ + H -I + + h + 1 + + -I + I + I + 

Data Type: Word 
Length: 16 bits 

Use: Signed or unsigned integer 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08 | 07 06 05 04 | 03 02 01 00 

+ + H I- H I ^ -< -i I I- — i + -! i f -i i -i I I I I ^ \ h 

I I :A 

•4 + ( I ! i I i H I + +~ +~ +~ •+-— +— - +-“ +~ ■+— +~ + +-“+ + H ( 1 (■ 1- + H + 

Data Type: Longword 
Length: 32 bits 

Use: Signed or unsigned integer 


Figure 2-7 Cont’d on next page 
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Figure 2-7 (Cont.): Data Types 


31 30 29 28127 26 25 24123 22 21 20|19 18 17 16|15 14 13 12111 10 09 08 | 07 06 05 04 | 03 02 01 00 

4 1 4—4 4 4 + 1 1 4 + b + + 4 + 4— 4 4 4 — 4 4 4 (- 4 — 4—4 t— 4 4 4 I 4 

I I :A 


- + 

1 

1 

+ 

1 

1 

+ 

1 

1 

+ 


-+ — 4- 

— f— -f- 



-4—4— 

-4- 

-4 4- 

-4 — 

-4- 

~4~4 

4 — + — — 4« 


-4—4— 

— 

~ 4— 

-4- 

-4—4 — 


-4 4- 

-4—* 

»4" 

— h"4 

Data Type: 

Quadword 











Length : 

64 bits 











Use: 

Signed integer 











07 06 05 i 

04103 02 01 00 











+ 

i 

1 

+ 

1 

1 

+ 

1 
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t- 
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1 

1 

+ 

1 

1 

4 

1 

1 

4 

1 

1 

4 

1 

■ 
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1 :A 











+ 

1 

l 

+ 

l 

1 

+ 

1 

l 

4 












i 

1 :A-rl 











4 4 4 + ■ 

4 

1 

I 

i 

i 

4 

1 

1 

4 

1 

1 

4 • 
1 
I 











H 4~4~ 4« 












1 

! :At length-1 























Data Type: 

Character String 











Length : 

0-64K byres 











Use: 

Byte string 











21 

P4S rr-S-1 ? P-1 










00 

I 

i /////////////////////// 1 










i 

+ 

i 

i 

+ 

i 

i 

4 

1 

1 

4 







-4—4— 

-4- 

-4-— 4- 

-H 


-4 4 


Data Type: Variable length bit field 
Length : 0-32 bits 

Use: Bit string 


15 14 13 12111 10 09 08107 06 05 04103 02 01 00 
— +— —4— +* •4* — • +— 4— — 4— 4— — 4«— 4— — 4""*4**— • 4 

I s ] exponent I fraction I :A 

4 4—4 t- b 4—4 4- 4—4 4 i 4 4 (■ 1- + 

I fraction I :A42 

+-- + — -i — 4— 4—4— 4~4~4~4 — 4— 4— 4— 4—4— 4— 4 
31 30 29 28|27 26 25 24|23 22 21 20119 18 17 16 

Data Type: F_floating 

Length: 32 bits 

Use: Floating point 

15 14 13 12111 10 09 08|07 06 05 04103 02 01 00 


4- 

— +- 

-4— 

-4- 

--4 4- 


-4 4- 4 

-4- 

-4 4- 

-4 4- 

-4- 

-4 


1 

S | 



exponent 

1 


fraction 


1 

:A 

4" 

1 

-4- 

-4 

-4" 

—4 4- 

-4- 

-4 4 4 

fraction 

-4- 

-4—4- 

-4—4- 

-4- 

-4 

I 

:A42 

+- 

1 

-4- 

~-i 

-4« 

—4 4- 

-4- 

-4- 4—4 

fraction 

-4- 

-4—4- 

-4 4- 

-4- 

-4 

1 

:A44 

4- 

-4- 

-4 — 

-4- 

—4 4- 

-4- 

-4—4 4 

-4- 

-4 4- 

-4—4- 

-4- 

-4 



| fraction I :A+6 

4 4 — + — + — + — + — + — 4 + — 4 + — 4—4—) 4—4 — + 

63 62 61 60|59 58 57 56|55 54 53 52151 50 49 48 

Data Type: D_floating 
Length: 64 bits 

Use: Floating point 


Figure 2-7 Cont’d on next page 
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Figure 2-7 (Cont.): Data Types 


15 14 13 12111 10 09 08107 06 05 04|03 02 01 00 


4— 

-H i 

•4- — 

■+ — 

•4— 

•4- 

■+— 

H + — 

•4- — 

•+— 


— +~+ — 

■4— 

■+ 


1 

S 1 




exponent- 



1 

fraction 

1 

:A 

+- 


■■4 

'4— 

■+ — 

•+— 

■+— 

•4 +--+ — 

-+— 
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■+■ 


•+— 

•+ 
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fraction 






1 

:A+2 

4— 

-+ — 

•4- — 

■4— 

■+— 

•4“ 

-4-— 

.4 — + — 4 — 

■+ — 

■+— 


— +-- + — 

+— 

•+ 


i 







fraction 






1 

:A+4 

4— 

— 1 — 

■4- — 

>4- — 

■•I — 

•4-“ 

■4— 

*4"~“ , ’4-— 4— “ 


■+— 


— + — f— 

•4~ 

■+ 


i 







fraction 






1 

:A+6 


-+ — 

■4— 

•4- 

' 4 —- 

■+-- 

■4 

■4“+“ 4-— 

•4- 

■4— 



+— 

■+ 


63 62 

61 

60 

159 

58 

5* 

' 56155 54 

53 

52|51 50 49 

48 




Data Type: G_floating 
Length : 64 bits 

Use: Floating point 


2.4 Instruction Formats and Addressing Modes 

VAX instructions consist of a one- or two-byte opcode, followed by zero to six operand specifiers. 

2.4.1 Opcode Formats 

An opcode may be either one or two contiguous bytes. The two-byte format begins with an FD 
(hex) byte and is followed by a second opcode byte. The one-byte format is indicated by an opcode 
byte whose value is anything other than FD (hex). The one- or two-byte opcode format is shown 
in Figure 2-8. 

Figure 2-8: Opcode Formats 


07 06 05 04103 02 01 00 
— t- — h — i — + — i y 

One-byte opcode: I opcode i : A 

I— 4- 

15 14 13 12111 10 09 08107 06 05 04|03 02 01 00 

4 + 4 — — t 1— H 4 I 4 4 I Y~ — 4- — t- 

Two- byte opcode: | opcode I FD I :A 


2.4.2 Addressing Modes 

An operand specifier starts with a specifier byte and may be followed by a specifier extension. 
Bits <3:0> of the specifier byte contain a GPR number and bits <7:4> of the specifier byte indicate 
the addressing mode of the specifier. If the register number in the specifier byte does not contain 
15, the addressing mode is a general register addressing mode. If the register number in the 
specifier byte does contain 15, the addressing mode is a PC-relative addressing mode. The 
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different addressing modes are shown graphically in Figure 2-9. General register addressing 
modes are listed in Table 2—4 and PC-relative addressing modes are listed in Table 2-5. 

Figure 2-9: Addressing Modes 


General register 
addressing mode: 


PC-relative 
addressing mode: 


07 06 05 04|03 02 01 00 

+— 4 — — — 4 — «»« 4 — — ■+— — + 

I mode I register I 

+ — 

07 06 05 04103 02 01 00 

+ — + — +~ ■+ f— + < h 

i mode II 1 1 1| 
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Table 2-4: General Register Addressing Modes 

Access 


Mode 

Name 

Assembler 

r m w a v 

PC 

SP 

Indexable? 

0-3 

literal 

S A #literal 

yffff 

X 

X 

f 

4 

index 

i[Rx] 

y y y yy 

u 

y 

f 

5 

register 

Rn 

y y y fy 

u 

uq 

f 

6 

register deferred 

(Rn) 

yyy yy 

u 

y 

y 

7 

autodecrement 

-(Rn) 

y yy yy 

u 

y 

ux 

8 

autoincrement 

(Rn)+ 

y y y yy 

p 

y 

ux 

9 

autoincrement deferred 

@(Rn)+ 

y yy yy 

p 

y 

ux 

A 

byte displacement 

B A d(Rn) 

y y y y y 

p 

y 

y 

B 

byte displacement deferred 

@B A d(Rn) 

y y y yy 

p 

y 

y 

C 

word displacement 

W A d(Rn) 

y y y yy 

p 

y 

y 

D 

word displacement 

deferred 

@W A d(Rn) 

y yy yy 

p 

y 

y 

E 

longwoTd displacement 

L A d(Rn) 

y yy yy 

p 

y 

y 

F 

longword displacement 

deferred 

@L A d(Rn) 

y yyyy 

p 

y 

y 


Access Types 


r = read 
xn = modify 
w = write 
a = address 
v = variable bit field 

Syntax 

i = any indexable address mode 
d = displacement 
Rn = general register, n = 0 to 15 
Rx = general register, n = 0 to 14 

Results 

y = yes, always valid address mode 
f = reserved addressing mode fault 
x = logically impossible 
p = program counter addressing 
u = unpredictable 

ud = unpredictable for destination of CALLG, CALLS, JMP and JSB 
uq = unpredictable far quad, D/G_floating and field if pos+size > 32 
ux s unpredictable if index register = base register 
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Table 2-5: PC-Relative Addressing Modes 


Mode 

Name 

Assembler 

Access 
r m w a v 

PC SP Indexable 

8 

immediate 

I A #constant 

y u u y ud 

u 

9 

absolute 

@#address 

yyyyy 

y 

A 

byte relative 

B A address 

yyyyy 

y 

B 

byte relative deferred 

@B A address 

yyyyy 

y 

C 

word relative 

W A address 

yyyyy 

y 

D 

word relative deferred 

@W A address 

yyyyy 

y 

E 

longword relative 

L A address 

yyyyy 

y 

F 

longword relative deferred 

@L A address 

yyyyy 

y 

For notation, refer to the key in Table 2—4 


2.4.3 Branch Displacements 

Branch instructions contain a one- or two-byte signed branch displacement after the final specifier 
(if any). The branch displacement is shown in Figure 2-10. 

Figure 2-10: Branch Displacements 


Signed byte 
displacement : 


Signed word 
di sp 1 a cement : 


07 06 05 04103 02 01 00 
I displacement I 

H (- r -i I- — H I I h 


15 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 

+ I I K + + -t-— — H H H + 

I displacement I 

A I i I h t- I H h h ^ I I I H K + 


2.5 Instruction Set 

The NVAX CPU supports the VAX Base Instruction Group as defined in DEC Standard 032. 
These instructions are listed in Table 2-6. 
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Table 2-0: NVAX Instruction Set 


Opcode 

Instruction 

N 

z 

V 

c 

Exceptions 

Integer, Arithmetic and Logical Instructions 

58 

ADAWI add.rw, sum.mw 

* 

4c 

4c 

4c 

iov 

80 

ADDB2 add.rb, sum.mb 

* 

4c 

4c 

4C 

iov 

CO 

ADDL2 add.rl, sum .ml 

* 

He 

4c 

He 

iov 

AO 

ADDW2 add.rw, Bum.mw 

* 

H« 

4c 

4c 

iov 

81 

ADDB3 addl.rb, add2.rb, sum.wb 

* 

* 

4c 

4c 

iov 

Cl 

ADDL3 addl.rl, add2.rl, sum.wl 

* 

He 

He 

He 

iov 

A1 

ADDW3 addl.rw, add2.rw, sum.ww 

* 

He 

* 

He 

iov 

D8 

ADWC aad.rl, sum.ml 

* 

4c 

He 

4c 

iov 

78 

ASHL cnt.rb, src.rl, dst.wl 

* 

He 

He 

0 

iov 

79 

ASHQ cnt.rb, src.rq, dst.wq 

* 

4c 

4t 

0 

iov 

8A 

BICB2 mask.rb, dst.mb 

* 

* 

0 

— 


CA 

BICL2 mask.rl, dst.ml 

* 

He 

0 

- 


AA 

BICW2 mask-rw, dst.mw 

He 

He 

0 

- 


8B 

BICB3 mask.rb, src.rb, dst.wb 

* 

4c 

0 

— 


CB 

BICL3 mask.rl, src.rl, dstwl 

4c 

He 

0 

- 


AB 

BICW 3 mask-rw, sre.rw, dst-ww 

4c 

4c 

0 

- 


88 

B1SB2 mask.rb, dsLmb 

4c 

4c 

0 

_ 


C8 

BISL2 mask.rl, dst.ml 

* 

He 

0 

- 


A8 

BISW2 mask-rw, dst.mw 

4c 

4c 

0 

- 


89 

BISB3 mask.rb, src.rb, dst.wb 

4c 

4c 

0 

_ 


C9 

BISL3 mask.rl, src.rl, dst.wl 

4c 

4c 

0 

- 


A9 

BISW3 muk-rw, src.rw, dst.ww 

* 

4c 

0 

- 


93 

BITB maskrb, src.ri> 

* 

4c 

0 

— 


D3 

BITL mask.rl, src.rl 

♦ 

4c 

0 

- 


B3 

B1TW mask.rw, src.rw 

4c 

He 

0 

- 
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Table 2-6 (Cont.): NVAX Instruction Set 



94 

CLRB dst-wb 

0 

1 

0 

_ 


D4 

CLRL{=F} dst.wl 

0 

1 

0 

- 


7C 

CLRQ{=D=G} dst.wq 

0 

1 

0 

- 


B4 

CLEW dst.ww 

0 

1 

0 

- 


91 

CMPB srcl.rb, src2.rb 

* 

* 

0 

* 


Dl 

CMPL srcl.rl, src2.rl 

* 

♦ 

0 

* 


B1 

CMPW srcl.rw, src2.rw 

* 

* 

0 

* 


98 

CVTBL src.rb, dst.wl 

* 

* 

0 

0 


99 

CVTBW src.rb, dst.ww 

* 

* 

0 

0 


F6 

CVTLB src.rl, dst.wb 

* 

* 

* 

0 

iov 

F7 

CVTLW src.rl, dst.ww 

* 

* 

* 

0 

iov 

33 

CVTWB src.rw, dst.wb 

* 

* 

* 

0 

iov 

32 

CVTWL src.rw, dst.wl 

* 

* 

0 

0 


97 

DECB dif.mb 

* 

* 

* 

* 

iov 

D7 

DECL dif.ml 

* 

* 

* 

* 

iov 

B7 

DECW dif.mw 

* 

♦ 

* 

* 

iov 

86 

DIVB2 divr.rb, quo.mb 

* 

* 

* 

0 

iov, idvz 

C6 

DIVL2 divr.rl, quo.ml 

* 

* 

* 

0 

iov, idvz 

A6 

DIVW2 divr.rw, quo.mw 

* 

* 

* 

0 

iov, idvz 

87 

DIVB3 divr.rb, divcLib, quo.wb 

* 

* 

♦ 

0 

iov, idvz 

C7 

DIVL3 divr.rl, divd.rl, quo.wl 

* 

* 

* 

0 

iov, idvz 

A7 

DIVW3 divr.rw, divd.rw, quo.ww 

* 

* 

* 

0 

iov, idvz 

7B 

EDIV divr.rl, divd.rq, quo.wl, rem.wl 

* 

* 

* 

0 

iov, idvz 

7A 

EMUL mulr.rl, muld.rl, add.rl, prod.wq 

* 

* 

0 

0 


96 

INCB sum. mb 

* 

* 

* 

* 

iov 

D6 

IN CL sum.ml 

* 

* 

* 

* 

iov 
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Table 2-6 (Cont.): NVAX Instruction Set 



B6 

ENCW sum.mw 

* 

4c 

4c 

4c 

iov 

92 

MCOMB src.rb, dst.wb 

* 

4t 

0 

— 


D2 

MCOML src.rl, dst.wl 

* 

4c 

0 

- 


B2 

MCOMW src.rw, dst.ww 

* 

4c 

0 

- 


8E 

MNEGB src.rb, dst.wb 

* 

4c 

4c 

* 

iov 

CE 

MNEGL src.rl, dst.wl 

* 

♦ 

* 

4c 

iov 

AE 

MNEGW src.rw, dst.ww 

* 

* 

♦ 

4c 

iov 

90 

MOVB src.rb, dst.wb 

* 

* 

0 

— 


DO 

MOVL src.rl, dst.wl 

* 

* 

0 

- 


7D 

MOVQ src.rq, dst.wq 

* 

* 

0 



BO 

MOVW src.rw, dst.ww 

* 

4* 

0 

- 


9A 

MOVZBW src.rb, dst.wb 

0 

4c 

0 

— 


9B 

MOVZBL src.rb, dst.wl 

0 

4c 

0 

- 


3C 

MOVZWL src.rw, dst.wl 

0 

4c 

0 

- 


84 

MULB2 mulr.rb. prod.mb 

♦ 

4c 

4c 

0 

iov 

C4 

MULL2 mulr.rl, prod.ml 

* 

4c 

* 

0 

iov 

A4 

MULW2 mulr.rw, proclmw 

* 

4c 

* 

0 

iov 

85 

MULB3 mulr.rb, muld.rb, prod.wb 

* 

4c 

4C 

0 

iov 

C5 

MULL3 mulr.rl, muld.rl, prod.wl 

* 

4c 

4c 

0 

iov 

A5 

MULW3 mulr.rw, muld.rw, prod.ww 

* 

4c 

* 

0 

iov 

DD 

PUSHL src.rl, {-(SP).wlJ 

4c 

4c 

0 

- 


9C 

ROTL cnt.rb, src.rl, dst-wl 

4c 

4< 

0 

- 


D9 

SBWC sub.rl, dif.ml 

* 

4c 

4c 

* 

iov 

82 

SUBB2 sub.rb, dif.mb 

♦ 

4c 

4c 

4c 

iov 
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Table 2-6 (Cont.): NVAX Instruction Set 


Opcode 

Instruction 

N 

Z 

V 

c 

Exceptions 

Integer, Arithmetic and Logical Instructions 

C2 

SUBL2 sub.rl, dif.ml 

* 

* 

* 

* 

iov 

A2 

SUBW2 sub.rw, dif.mw 

* 

* 

4c 

* 

iov 

83 

SUBB3 sub.rb, min.rb, dif.wb 

* 

* 

* 

* 

iov 

C3 

SUBL3 sub.rl, mircrl, dif.wl 

* 

* 

* 

* 

iov 

A3 

SUBW3 sub.rw, min.rw, dif.ww 

* 

* 

4c 

* 

iov 

95 

TSTB src.rb 

* 

* 

0 

0 


D5 

TSTL src.rl 

* 

* 

0 

0 


B5 

TSTW src.rw 

* 

♦ 

0 

0 


8C 

XORB2 mask.rb, dst.mb 

* 

* 

0 

— 


CC 

XORL2 mask.rl, dst.ml 

* 

♦ 

0 

- 


AC 

XORW2 mask.rw, dst-iaw 

* 

* 

0 

- 


8D 

XORB3 mask.rb, src.rb, dst.wb 

* 

* 

0 

— 


CD 

XORL3 mask-rl, src.rl, dst.wl 

* 

* 

0 

- 


AD 

XORW3 mask.rw, src.rw, dstww 

* 

* 

0 

— 


Address Instructions 

9E 

MOVAB src.ab, dst.wl 

* 

* 

0 

- 


DE 

MOVAL{=F} src.al, dst.wl 

* 

* 

0 

- 


7E 

MCTVAQ {=D=G} src.aq, dst.wl 

* 

* 

0 

- 


3E 

MOVAW src.aw, dst.wl 

* 

* 

0 

- 


9F 

FUSHAB src.ab, {-(SP).wl} 

* 

* 

0 

_ 


DF 

PUSHAL{=F} src.al, {-(SP).wl} 

* 

* 

0 

- 


7F 

PUSHAQ{=D=G} src.aq, {-(SP).wl) 

* 

* 

0 

- 


3F 

PUSHAW src.aw, {-(SP).wl) 

* 

* 

0 

— 


Variable-Length Bit Field Instructions 

EC 

CMPV pos.rl, size.rb, base.vb, {field.rv}, src.rl 

* 

4c 

0 

* 

rsv 

ED 

CMPZV pos.rl, size.rb, base.vb, |field.rv}, src.rl 

* 

* 

0 

* 

rsv 
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Opcode 

Instruction 

N 

z 

V 

c 

Exceptions 

Variable- Length Bit Field Instructions 

EE 

EXTV pos.rl, size. it, base.vb, {field.rv}, dst.wl 

* 

* 

0 

- 

rsv 

EF 

EXTZV pos.rl, size.rb, base.vb, {fielcLrv}, dst.wl 

* 

* 

0 

- 

rsv 

FO 

INSV sre.rl, pos.rl, size.rb, base.vb, {field, wv) 

- 

- 

- 

- 

rsv 

EB 

FFC startpos.rl, size.rb, base.vb, {field.rv}, 
findpos.wl 

0 

* 

0 

0 

rsv 

EA 

FFS startpos.rl, size.rb, base.vb, {fielcLrv}, 
findpos.wl 

0 

* 

0 

0 

rsv 

Control Instructions 

9D 

ACBB Iimit.rb, add.rb, index.mb, displ.bw 

# 

* 

* 

- 

iov 

FI 

ACBL limit.rl, add.rl, index.ml, displ.bw 

* 

* 

* 

- 

iov 

3D 

ACBW limit.rw, add.rw, index, xnw, displ.bw 

* 

* 

* 

- 

iov 

F3 

AOBLEQ limit.rl, index.ml, displ.bb 

* 

* 

* 

— 

iov 

F2 

AOBLSS liznit.rl, index.ml, displ.bb 

* 

* 

* 

- 

iov 

IE 

BCCjsrBGEQU} dispLbb 

— 

_ 

— 

— 


IF 

BCS{=BLSSU} displ.bb 

- 

- 

- 

- 


13 

BEQL{=BEQLU} displ-bb 

- 

- 

- 

- 


18 

BGEQ displ.bb 

- 

- 

- 

- 


14 

BGTR displ.bb 

- . 

- 

- 

- 


1A 

BGTRU displ.bb 

- 

- 

- 

- 


15 

BLEQ displ.bb 

- 

- 

- 

- 


IB 

BLEQU displ.bb 

- 

- 

- 

- 


19 

BLSS displ.bb 

- 

- 

- 

- 


12 

BNEQ{=BNEQU} dispLbb 

- 

- 

- 

- 


1C 

BVC displ.bb 

- 

- 

- 

- 


ID 

BVS dispLbb 

- 

- 

- 

- 


El 

BBC pos.rl, base.vb, dispLbb, {field.rv} 

— 

— 

— 

— 

rsv 

EO 

BBS pos.rl, base.vb, displ-bb, {field-rv} 

- 

- 

- 

- 

rsv 
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Table 2-6 (Cont.): NVAX Instruction Set 


Opcode 

Instruction 

N 

Z 

V 

c 

Exceptions 

Control Instructions 

E5 

BBCC pos.rl, base.vb, displ.bb, {field.mv} 





rsv 

E3 

BBCS pos.rl, base.vb, displ.bb, {fielcLmv} 

- 

- 

- 

- 

rsv 

E4 

BBSC pos.rl, base.vb, displ.bb, {field.mv} 

- 

- 

- 

- 

rsv 

E2 

BBSS pos.rl, base.vb, displ.bb, {field.mv} 

- 

- 

- 

- 

rsv 

E7 

BBCCI pos.rl, base.vb, displ.bb, {field.mv} 

_ 

_ 

_ 

_ 

rsv 

E6 

BBSSI pos.rl, base.vb, displ.bb, {field.mv} 

- 

- 

- 

- 

rsv 

E9 

BLBC src.rl, displ.bb 

— 

— 

— 

— 


E8 

BLBS src.rl, displ.bb 

- 

- 

- 

- 


11 

BRB displ.bb 

- 

— 

— 

— 


31 

BRW displ.bw 

- 

- 

- 

- 


10 

BSBB displ.bb, {-(SP).wl| 

_ 

_ 

— 

— 


30 

BSBW displ.bw, {-(SP).wl} 

- 

- 

- 

- 


8F 

CASEB selector.rb, base.rb, limit. rb, 

displ.bw-list 

* 

* 

0 

* 


CF 

CASEL selector.rl, base.rl, limit.rl, 

displ.bw-list 

* 

* 

0 

* 


AF 

CASEW selector.rw, base.rw, limit.rw, 
displ.bw-list 

* 

♦ 

0 

* 


17 

JMP dst.ab 

- 

- 

- 

- 


16 

JSB dst.ab, {-(SP).wl) 

- 

- 

- 

- 


05 

RSB {(SPH-rll 

- 

- 

- 

- 


F4 

SOBGEQ index.ml, displ.bb 

* 

* 

* 

_ 

iov 

F5 

SOBGTR index-ml, displ.bb 

♦ 

* 

* 

- 

iov 
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Opcode 

Instruction 

N 

z 

V 

c 

Exceptions 

Procedure Call Instructions 

FA 

CALLG arglist.ab, dst.ab, {-(SP).w*} 

0 

0 

0 

0 

rsv 

FB 

CALLS numarg.rl, dst.ab, KSP).w*} 

0 

0 

0 

0 

rsv 

04 

RET |(SP)+.r*} 

* 

* 

* 

* 

rsv 

Miscellaneous Instructions 

B9 

BICPSW mask.rw 

* 

* 

* 

* 

rsv 

B8 

BISPSW mask.rw 

* 

* 

* 

* 

rsv 

03 

BPT {-(KSP).w*} 

0 

0 

0 

0 


00 

HALT {-(KSP).w*} 

- 

- 

- 

- 

prv 

0A 

INDEX subscxipt.rl, low.rl, high.rl, size.rl, 
indexin.rl, indexout.wl 

* 

* 

0 

0 

sub 

DC 

MOVPSL dst.wl 

- 

- 

- 

- 


01 

NOP 

- 

- 

- 

- 


BA 

POPE mask.rw, {(SP)+.r*} 









BB 

PUSHR mask-rw, {-(SP).w*} 

- 

- 

- 

- 


FC 

XFC {unspecified operands} 

0 

0 

0 

0 


Queue Instructions 

5C 

INSQHI entry.ab, header. aq 

0 

* 

0 

* 

rsv 

5D 

INSQTT entry.ab, header. aq 

0 

* 

0 

* 

rsv 

0E 

INSQUE entry.ab, pred.ab 

* 

* 

0 

* 


5E 

REMQHI header.aq, addr.wl 

0 

* 

* 

* 

rsv 

5F 

REMQTI header.aq, addr.wl 

0 

* 

* 

* 

rsv 

OF 

REMQUE entry.ab, addr.wl 

* 

* 

* 

* 
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Opcode 

Instruction 

N 

z 

V 

c 

Exceptions 

Operating System Support Instructions 

BD 

CHME param.rw, {-(ySP).w*} 

0 

0 

0 

0 


BC 

CHMK param.rw, {-(ySP).w*} 

0 

0 

0 

0 


BE 

CHMS param.rw, {-(ySP).w*} 

0 

0 

0 

0 


BF 

CHMU param.rw, {-(ySP).w*} 

0 

0 

0 

0 


06 

LDPCTX {PCB.r*, -(KSP).w*} 

- 

- 

- 

- 

rsv, prv 

DB 

MFPR procreg.rl, dstwl 

* 

* 

0 

— 

rev, prv 

DA 

MTPR src.rl, procreg.rl 

* 

* 

0 

- 

rev, prv 

OC 

PROBER mode.rb, len.rw, base.ab 

0 

* 

0 

— 


0D 

PROBEW mode.rb, lernrw, base.ab 

0 

* 

0 

- 


02 

REI i(SP)+.r*} 

* 

* 

* 

* 

rev 

07 

SVPCTX {(SP)+.r*, PCB.w*} 

- 

- 

- 

- 

prv 

Character String Instructions 

29 

CMPC3 len.rw, srcladdr.ab, src2addr.ab 

* 

* 

0 

* 


2D 

CMPC5 srcllen.rw, srcladdr.ab, 

fill.rb,src21en.rw, src2addr.ab 

* 

* 

0 

* 


3A 

LOCC char.ib, len.rw, addr.ab 

0 

* 

0 

0 


28 

MOVC3 len.rw, srcaddr.ab, dstaddr.ab, 
{R0-5.wl} 

0 

1 

0 

0 


2C 

MOVC5 srclen.rw, srcaddr.ab , fill.rb, dstlen.rw, 
dstaddr.ab, {R0-5.wl} 

* 

* 

0 

* 


2A 

SCANC len.rw, addr.ab, tbladdr.ab, mask.rb 

0 

* 

0 

0 
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Opcode 

Instruction 

N 

z 

V 

c 

Exceptions 

Character String Instructions 

3B 

SKPC char.rb, len.rw, addr.ab 

0 

* 

0 

0 


2B 

SPANC len.rw, addr.ab, tbladdr.ab, mask.rb 

0 

* 

0 

0 


Floating Point Instructions 

60 

ADDD2 add.rd, surn.md 

* 

* 

0 

0 

rsv, fov, fuv 

40 

ADDF2 add.rf, sum.mf 

* 

♦ 

0 

0 

rsv, fov, fuv 

40FD 

ADDG2 add.rg, sum.mg 

* 

* 

0 

0 

rsv, fov, fuv 

61 

ADDD3 addl.rd, add2.rd, sum.wd 

* 

* 

0 

0 

rsv, fov, fuv 

41 

ADDF3 addl.rf, add2.rf, sum.wf 

* 

* 

0 

0 

rsv, fov, fuv 

41FD 

ADDG3 addl.rg, add2.rg, Bum.wg 

* 

* 

0 

0 

rsv, fov, fuv 

71 

CMPD srcl.rd, src2.rd 

* 

* 

0 

0 

rsv 

51 

CMPF srcl.rf, src2.rf 

* 

* 

0 

0 

rsv 

51FD 

CMPG srcl.rg, src2.rg 

* 

* 

0 

0 

rsv 

6C 

CVTBD src.rb, dst.wd 

* 

* 

0 

0 


4C 

CVTBF src.rb, dst.wf 

* 

* 

0 

0 


4CFD 

CVTBG src.rb, dst.wg 

* 

* 

0 

0 


68 

CVTDB src.rd, dstwb 

* 

* 

♦ 

0 

rsv, iov 

76 

CVTDF src.rd, dstwf 

* 

* 

0 

0 

rsv, fov 

6A 

CVTDL src.rd, dst.wl 

* 

* 

* 

0 

rsv, iov 

69 

CVTDW srard, dst.ww 

* 

* 

* 

0 

rsv, iov 

48 

CVTFB src-Tf, dst.wb 

* 

* 

* 

0 

rsv, iov 

56 

CVTFD src.rf, dst-wd 

* 

* 

0 

0 

rsv 

99FD 

CVTFG src.rf, dst-wg 

* 

* 

0 

0 

rsv 

4A 

CVTFL src.rf, dst.wl 

* 

* 

* 

0 

rsv, iov 

49 

CVTFW src.rf, dst.ww 

* 

* 

* 

0 

rsv, iov 

48FD 

CVTGB src.rg, dst.wb 

* 

* 

* 

0 

tsv, iov 

33FD 

CVTGF src.rg, dst.wf 

* 

* 

0 

0 

rsv, fov, fuv 

4AFD 

CVTGL src.rg, dst.wl 

* 

* 

* 

0 

rsv, iov 
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Opcode 

Instruction 

N 

z 

V 

C 

Exceptions 

Floating Point Instructions 






49FD 

CVTGW src.rg, dst.ww 

♦ 

* 

* 

0 

rsv, iov 

6E 

CVTLD src.rl, dst.wd 

* 

* 

0 

0 


4E 

CVTLF src.rl, dst.wf 

* 

>k 

0 

0 


4EFD 

CVTLG src.rl, dst.wg 

* 

3k 

0 

0 


6D 

CVTWD src.rw, dst.wd 

* 

* 

0 

0 


4D 

CVTWF src.rw, dst.wf 

* 

* 

0 

0 


4DFD 

CVTWG src.rw, dst.wg 

♦ 

>k 

0 

0 


6B 

CVTRDL src.rd, dst.wl 

ak 

3k 

* 

0 

rsv, iov 

4B 

CVTRFL src.rf, dstwl 

* 

* 

ak 

0 

rsv, iov 

4BFD 

CVTRGL src.rg, dst.wl 

* 

* 

ak 

0 

rsv, iov 

66 

DIVD2 divr.rd, quo.md 

>jc 

* 

0 

0 

rsv, fov, fuv, fdvz 

46 

DIVF2 divr.rf, quo.mf 

* 

* 

0 

0 

rsv, fov, fuv, fdvz 

46FD 

DIVG2 divr.rg, quo.mg 

* 

>k 

0 

0 

rsv, fov, fuv, fdvz 

67 

DIVD3 divr.rd, divd.rd, quo.wd 

★ 

3k 

0 

0 

rsv, fov, fuv, fdvz 

47 

DIVF3 divr.rf, divd.rf, quo.wf 

«k 

3k 

0 

0 

rsv, fov, fuv, fdvz 

47FD 

DIVG3 divr.rg, divd.rg, quo.wg 

>k 

ak 

0 

0 

rsv, fov, fuv, fdvz 

72 

MNEGD src.rd, dst.wd 

>k 

3k 

0 

0 

rsv 

52 

MNEGF src.rf, dst.wf 

3k 

* 

0 

0 

rsv 

52FD 

MNEGG src.rg, dst.wg 

* 

3k 

0 

0 

rsv 

70 

MOVD src.rd, dst.wd 

* 

* 

0 

- 

rsv 

50 

MOVF src.rf, dst.wf 

* 

* 

0 

- 

rsv 

50FD 

MOVG src.rg, dst.wg 

* 

* 

0 

- 

rsv 

64 

MULD2 mulr.rd, prod.md 

* 

* 

0 

0 

rsv, fov, fuv 

44 

MULF2 mulr.rf, proclmf 

* 

ak 

0 

0 

rsv, fov, fuv 

44FD 

MULG2 mulr.rg, procLmg 

* 

* 

0 

0 

rsv, fov, fuv 

65 

MULD3 mulr.rd, muld.rd, prod.wd 

* 

* 

0 

0 

rsv, fov, fuv 

45 

MULF3 mulr.rf, muld-if, prod.wf 

* 

* 

0 

0 

rsv, fov, fuv 

45 FD MULG3 mulr.rg, muld.rg, prod.wg 
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Opcode 

Instruction 

N 

Z 

V 

c 

Exceptions 

Floating Point Instructions 

62 

SUBD2 sub.rd, dif.md 

* 

* 

0 

0 

rsv, fov, fuv 

42 

SUBF2 sub.rf, dif.mf 

* 

* 

0 

0 

rsv, fov, fuv 

42FD 

SUBG2 sub.rg, dif.mg 

* 

* 

0 

0 

rsv, fov, fuv 

63 

SUBD3 sub.rd, min.rd, dif.wd 

* 

* 

0 

0 

rsv, fov, fuv 

43 , 

SUBF3 sub.rf, min.rf, dif.wf 

* 

* 

0 

0 

rsv, fov, fuv 

43FD 

SUBG3 sub.rg, min.rg, dif.wg 

* 

* 

0 

0 

rsv, fov, fuv 

73 

TSTD src.rd 

* 

♦ 

0 

0 

rsv 

53 

TSTF src.rf 

* 

* 

0 

0 

rsv 

53FD 

TSTG src.rg 

* 

* 

0 

0 

rsv 

Microcode* Assisted Emulated Instructions 

20 

ADDP4 addlen.rw, addaddr.ab, sumlen.rw, 
sumaddr.ab 

* 

* 

* 

0 

rsv, dov 

21 

ADDP6 addllen.rw, addladdr.ab, add21en.rw, 
add2addr.ab, sumlerurw, sumaddr.ab 

* 

* 

* 

0 

rsv, dov 

F8 

ASHP cnt.rb, srden.rw, srcaddr.ab, round.rb, 
dstlen.rw, dstaddr.ab 

* 

* 

* 

0 

rsv, dov 

35 

CMPP3 lerurw, srcladdr.ab, src2addr.ab 

* 

* 

0 

0 


37 

CMPP4 srcllen.rw, srcladdr.ab, src21en.rw, 
src2addr.ab 

* 

* 

0 

0 


OB 

CEC tbl.ab, inicrc.rl, strlen.rw, stream.ab 

* 

* 

0 

0 


F9 

CVTLP src.rl, dstlen.rw, dstaddr-ab 

* 

* 

* 

0 

rsv, dov 

36 

CVTPL srden.rw, srcaddr.ab, dst.wl 

* 

* 

* 

0 

rsv, iov 

08 

CVTPS Brclen.rw, srcaddr.ab, dstlerurw, 
dstaddr.ab 

* 

* 

* 

0 

rsv, dov 

09 

CVTSP srclen-rw, srcaddr.ab, dstlen.rw, 

* 

* 

* 

0 

rsv, dov 


dstaddr.ab 
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Opcode 

Instruction 

N 

z 

V 

C 

Exceptions 

Microcode-Assisted Emulated Instructions 

24 

CVTPT srclen.rw, srcaddr.ab, tbladdr.ab, 
dstlen.rw, dstaddr.ab 

* 

* 

♦ 

0 

rsv, dov 

26 

CVTTP srclen.rw, srcaddr.ab, tbladdr.ab, 
dstlen.rw, dstaddr.ab 

* 

* 

4c 

0 

rsv, dov 

27 

DIVP divrlen.rw, divraddr.ab, divdlen.rw, 
divdaddr.ab, quolen.rw, quoaddr.ab 

* 

4c 

* 

0 

rsv, dov, ddvz 

38 

EDITPC srclen.rw, srcaddr.ab, pattem.ab, 
dstaddr.ab 

* 

* 

4c 

* 

rsv, dov 

39 

MA.TCHC objlen.rw, objaddr.ab, srclen.rw, 
srcaddr.ab 

0 

♦ 

0 

0 


34 

MO VP len.rw, srcaddr.ab, dstaddr.ab 

* 

* 

0 

0 


2E 

MOVTC srclen.rw, srcaddr.ab, fill.rb, 

tbladdr.ab, dstlen.rw, dstaddr.ab 

* 

* 

0 

* 


2F 

MOVTUC srclen.rw, srcaddr.ab, esc.rb, 
tbladdr.ab, dstlen.rw, dstaddr.ab 

4c 

* 

* 

4C 


25 

MULP mulrlen.rw, mulraddr.ab, muldlen.rw, 
muldaddr.ab, prodlen.rw, prodaddr.ab 

* 

* 

4c 

0 

rsv, dov 

22 

SUBP4 sublen.rw, subaddr.ab, difierurw, 
difaddr.ab 

* 

* 

* 

0 

rsv, dov 

23 

SUBP6 sublen.rw, subaddr.ab, minlen.rw, 
minaddr-ab. drflen.rw difaddr.ab 

* 

* 

♦ 

0 

rsv, dov 
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Table 2-6 (Cont.): NVAX Instruction Set 


The notation used for operand specifiers is <name>.<access typexdata typo. Implied operands (those locations that are 
referenced by the instruction but not specified by an operand) are denoted by curly braces {}. 

Access Type 

a = address operand 
b = branch displacement 
m = modified operand (both read and written) 
r = read only operand 

v = if not ’Hn”, same as a, otherwise R[n+l]Tl[n] 
w = write only operand 

Data Type 

b = byte 
d = D_fioating 
f = x_floating 
g = G_fioating 
1 = longword 
q = quadword 

v = field (used only in implied operands) 
w = word 

* = multiple longwords (used only in implied operands) 

Condition Codes Modification 

* = conditionally set/cleared 
— = not affected 

0 = cleared 

1 = set 

Exceptions 

rsv = reserved operand fault 
iov = integer overflow trap 
idvz = integer divide by zero trap 
fov = floating overflow fault 
fuv = floating underflow fault 
fdvz = floating divide by zero fault 
dov = decimal overflow trap 
ddvz = decimal divide by zero trap 
sub = subscript range trap 
prv = privileged instruction fault 
vec = vector unit disabled fault 
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2.6 Memory Management 

The NVAX CPU Chip supports a four gigabyte (2**32) virtual address space, divided into two 
sections, system space and process space. Process space is further subdivided into the PO region 
and the PI region. 

2.6.1 Memory Management Control Registers 

Memory management is controlled by three processor registers: Memoiy Management Enable 
(MAPEN), Translation Buffer Invalidate Single (TBIS), and Translation Buffer Invalidate All 
(TBIA). 

Bit <0> of the MAPEN register enables memory management if written with a 1 and disables 
memory management if written with a 0. The MAPEN register is shown in Figure 2-11. 

Figure 2-11: IPR 38 (hex), MAPEN 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16 1 15 14 13 12 1 11 10 09 08 1 07 06 05 04 1 03 02 01 00 

+ + — + + + + — + — + + + h + + — + + — + — + + + + + + + — + — + — + + + + — + + 

100000000000000000000000000000001 | : MAPEN 

+ + — + + + + — + — + — + h + + + — + + + + + — + + + H H + — + + + + + — + + + + 

I 

MME — —+ 


The TBIS register controls translation buffer invalidation. Writing a virtual address into TBIS 
invalidates any entry which maps that virtual address. The TBIS format is shown in Figure 2—12. 


Figure 2-12: IPR 3A (hex), TBIS 


31 30 29 28|27 26 25 24 |23 22 21 20|19 18 17 16 | 15 14 13 12111 10 09 08 | 07 06 05 04 | 03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I Virtual Address I :TBIS 

— -f — —4-——+—— 4 1 f — — +— — — +— — +— — H i 1 H 1 1- 


The TBIA register also controls translation buffer invalidation. Writing a zero into TBIA 
invalidates the entire translation buffer. The TBIA format is shown in Figure 2-13. 
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Figure 2-13: IPR 39 (hex), TBIA 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 

+ + + + + + + + n + + — + + + + — + — + + — + + h + f + — + + + — + + — + + + + 

1000000000000000000000000000000001 : TBIA 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + (. — + — + — + — + — + — + — + — + — + — + 


2.6.2 System Space Address Translation 

A virtual address with bit <31> = 1 is an address in the system virtual address space. 

System virtual address space is mapped by the System Page Table (SPT), which is defined by 
the System Base Register (SBR) and the System Length Register (SLR). The SBR contains the 
page-aligned physical address of the the System Page Table. The SLR contains the size of the 
SPT in longwords, that is, the number of Page Table Entries. The Page Table Entry addressed 
by the System Base Register maps the first page of system virtual address space, that is, virtual 
byte address 80000000 (hex). These registers are shown in Figure 2—14. 

With a 22-bit SLR width, 2 22 - 1 pages in system space may be addressed. As a result, the last 
page of system space (beginning at virtual address FFFFFE00 (hex)) is not addressable. As a 
result, this page is reserved and a reference to any address in that page will result in a length 
violation. 


NOTE 

NVAX CPU chips at revision 1 implement the original VAX memory management 
architecture in which any reference to a virtual address above BFFFFFFF (hex) causes 
a length violation. NVAX CPU chips at revision 2 or later implement the extended SO 
space addressing described above. 


NOTE 

When the CPU is configured to generate 30-bit physical addresses, SBR<31:30> are 
ignored. 
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Figure 2-14: IPR OC (hex), SBR and IPR OD (hex), SLR 


31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16115 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + 1. — + — + — + — + — -i — + — + — + — + — + — + — + — + — + — + h — + 1- k 

| Physical Page Address of SPT 100000000 0| :SBR 

+ — + — + — + — + — + — + — + — + — +. — + — +■ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16115 14 13 12111 10 09 08107 06 05 04|03 02 01 00 

+ + + + + H + + + + + — + + + + — + — + + — + + + + — + + + — + + + + — + + + + 

100000 000001 Length of SPT in Longwords I : SLR 

— 4 — — 4 -—— +— — +— — 4 —— +— — 


The system space translation algorithm is shown graphically in Figure 2-15. 
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system-space 
virtual address: 


1 1 1 virtual page number | byte | 

+-+ + + 

I l\ \ 

I extract VPN, t \ \ 

I check length, | \ 

2|2 and add I \ 

4 | 3 2|1 0 \ 

+ + + \ 

physical address of SPT base | \ 


sign-extend PA<29> to PA<31:30>| 
if in 30-bit mode | 


physical address of SPTE 


| page frame number j 

+ + 

I check access in current | 

| mode, | 

I sign-extend PTE<20> to | 

I PTE<22 :21> if in 30-bit | 

| mode | 

I merge I / 

13 I / 

II 91/8 


physical address: 


page frame number I byte 


2.6.3 Process Space Address Translation 

A virtual address with bit <31> = 0 is an address in the process virtual address space. Process 
space is divided into two equal sized, separately mapped regions. If virtual address bit <30> = 0, 
the address is in region PO. If virtual address bit <30> = 1, the address is in region PI. 

2.6.3.1 PO Region Address Translation 

The PO region of the address space is mapped by the PO Page Table (POPT), which is defined by 
the PO Base Register (POBR) and the PO Length Register (POLR). The POBR contains the system 
page-aligned virtual address of the PO Page Table. The POLR contains the size of the POPT in 
longwords, that is, the number of Page Table Entries. The Page Table Entry addressed by the PO 
Base Register maps the first page of the PO region of the virtual address space, that is, virtual 
byte address 0. The PO base and length registers are shown in Figure 2-16. 
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The PO space translation algorithm is shown graphically in Figure 2-17. 

Figure 2-16: IPR 08 (hex), POBR and iPR 09 (hex), POLR 


31 30 29 28127 26 25 24|23 22 21 20 | 19 18 17 16115 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + + + + + + + — + + 1- + + — + + — + + + + + + — + + + — + + h + + + 

|1 0| System Virtual Page Address of P0PT |000000000|: POBR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + h — + — + — + — + — + 

31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 

+ — + — 4 — + — + — + — + — + — + — + — + — + — + — + — + — + — + — 4 — + — + — + — + — + — + — + — + — + — 4 — + — + — + — 4 — + 

100000000001 Length of P0PT In Longwords | :P0LR 

+ 4 — + 4 + 4 — 4 — 4 + + 4 — 4 4 4 + 4 + + — + 4 + 4 — 4 4 — + 4 4 — 4 + — 4 4 4 4 


Figure 2-17: PO Space Translation Algorithm 


process-space 
virtual address: 


POBR: 


P0PTE: 


3 3 2 

1 0 9 9 8 0 

4 4 4 4 

I 0 | virtual page number | byte | 

4 4 4 4 

I l\ \ 

| extract VPN, | \ \ 

| check length, | \ 

3 2 1 2 and add I \ 

1 3|2 2|1 0 \ 

+ + 4 4 \ 

| virtual address of P0PT base | \ 

4 4 


I 

I 

|3 3 2 
|1 0 9 


virtual address 
of P0PTE: 


yields 

9 8 0 

4 

virtual page number | byte | 


fetch using system-space translation 
algorithm, including length check, 
but without access check 
3 2 2 

13 2 0 

4 4 4 

| | page frame number I 

+ 4 4 

check access in current | 

mode, I 

sign-extend PTE<20> to | 
PTE<22 :21> if in 30-bit I 

mode ! 

merge I / 

13 ! / 

II 91/8 


/ 


physical address: 


page frame number 


0 / 

4 

byte | 


2.6.3. 2 Pi Region Address Translation 

The PI region of the address space is mapped by the PI Page Table (P1PT), which is defined by the 
PI Base Register (P1BR) and the PI Length Register (P1LR). Because PI space grows towards 
smaller addresses, and because a consistent hardware interpretation of the base and length 
registers is desirable, P1BR and P1LR describe the portion of PI space that is NOT accessible. 
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Note that P1LR contains the number of nonexistent PTEs. P1BR contains the page-aligned 
virtual address of what would be the PTE for the first page of PI, that is, virtual byte address 
40000000 (hex). The address in P1BR is not necessarily an address in system space,but all the 
addresses of PTEs must be in system space. 

The PI space translation algorithm is shown graphically in Figure 2—19. 

Figure 2-18: IPR 0A (hex), PI BR and IPR 0B (hex), PI LR 


31 30 29 28127 26 25 24 |23 22 21 20|19 18 17 16|15 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| Virtual Page Address of P1PT |000000000|: P1BR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08 | 07 06 05 04 | 03 02 01 00 

+ — + — + — + — + — + — + — + (■ — + — + — + — + — + — + — + — + — + — + — + — + ¥ — + — + — + — + — + — + — + — + — + — + — + 

| 0 0 0 0 0 0 0 0 0 0| (2 ** 21) - Length of P1PT in Longwords I :P1LR 

+ — + — + — + — + — + — + — + ¥ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


Figure 2-19: PI Space Translation Algorithm 


proces s- space 
virtual address: 


P1BR: 


virtual address 
of P1PTE: 


3 3 2 

1 0 9 9 8 0 

+ + + + 

I 0 | virtual page number | byte | 

+ + + + 

I l\ \ 

I extract VPN, | \ \ 

| check length, | \ \ 

3 2 |2 and add I \ \ 

1 3 | 2 211 0 \ \ 

H ¥ -+ \ \ 

I virtual address of P1PT base | \ \ 

+ + I 


| yields I | 

13 3 2 II 

|1 0 9 98 0 | | 

+ + + I 

I | virtual page number | byte | | 

+ + + | 

fetch using system-space translation | 
algorithm, including length check, | 
but without access check I 

3 2 2 I 

1 3 2 0| 


+ + + 

P1PTE: -I I page frame number I 



-+ 



| check access in current 

1 



I mode. 

1 



I sign-extend PTE<20> to 

1 



I PTE<22: 21> if in 30-bit 

1 



| mode 

1 



| merge 

1 / 


/ 

13 

1 / 


/ 

11 

+ 

91/8 


0 / 
— + 


physical address: I page frame number 

+ 


I byte | 
•+ + 
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2.6.4 Page Table Entry 

If the CPU is configured to generate 30-bit physical addresses, it interprets PTEs in the 21-bit 
PEN format shown in Figure 2—20. Conversely, if the CPU is configured to generate 32-bit 
physical addresses, it interprets PTEs in the 25-bit PFN format shown in Figure 2-21. Note that 
bits <24:23> of the 25-bit PFN format are ignored by the NVAX CPU chip, which implements only 
32-bit physical addresses. The PTE formats shown below are described both in DEC Standard 
032, and in Chapter 12. 

Figure 2-20: PTE Format (21-blt PFN) 


21 30 29 28127 26 25 24123 22 21 20|19 18 17 16115 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 

4 1- r 4- f + + 4 4* 4 K f b 1- + 4- t- + 4 4 b 1 4- b — — r 4—4* i b 4-4- 1- 4- 

! V| PROT I Ml 21 OWN | S| S| Page Frame Number I :PTE 

4 4- + b t- 4 4 b 4 r— ~ 4- 4—4—4- 1 4- 4—4 4- ♦—4—4—* ♦— 4— 4—4- 4 4—4 4- 


Figure 2-21 : PTE Format (25-bit PFN) 


31 30 29 28127 26 25 24|23 22 21 20119 18 17 16115 14 13 12111 10 09 06107 06 05 04103 02 Cl 00 
i v: PP.07 1 Kj Si SI SI Pare Frame Number i 
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Table 2-7: PTE Protection Code Access Matrix 

Code 

Decimal Binary 

Mnemonic 

E 

Current Mode 
E S 

U 

Comment 

0 

0000 

NA 

- 

- 

- 

- 

no access 

1 

0001 



unpredictable 


reserved 

2 

0010 

KW 

RW 

- 

- 

- 


3 

0011 

KR 

R 

- 

- 

- 


4 

0100 

UW 

RW 

RW 

RW 

RW 

all access 

5 

0101 

EW 

RW 

RW 

- 

- 


6 

0110 

ERKW 

RW 

R 

- 

- 


7 

0111 

ER 

R 

R 

- 

- 


8 

1000 

SW 

RW 

RW 

RW 

- 


9 

1001 

SREW 

RW 

RW 

R 

- 


10 

1010 

SRKW 

RW 

R 

R 

- 


11 

1011 

SR 

R 

R 

R 

- 


12 

1100 

URSW 

RW 

RW 

RW 

R 


13 

1101 

UREW 

RW 

RW 

R 

R 


14 

1110 

URKW 

RW 

R 

R 

R 


15 

ini 

UR 

R 

R 

R 

R 



Access Modes 

K = Kernel 
E = Executive 
S = Supervisor 
U = User 

Access Types 

R = Read 
W = Write 
— = No access 


2.6.5 Translation Buffer 

In order to save actual memory references when repeatedly referencing pages, the NVAX CPU 
Chip uses a translation buffer to remember successful virtual address translations and page 
status. The translation buffer contains 96 fully associative entries. Both system and process 
references share these entries. 

Translation buffer entries are replaced using a not-last-used (NLU) algorithm. This algorithm 
guarantees that the replacement pointer is not pointing at the last translation buffer entry to be 
used. This is accomplished by rotating the replacement pointer to the next sequential translation 
buffer entry if it is pointing to an entry that has just been accessed. Both D-stream and I-stream 
references can cause the NLU to cycle. When the translation buffer does not contain a reference’s 
virtual address and page status, the machine updates the translation buffer by replacing the 
entry that is selected by the replacement pointer. 


2-32 Architectural Summary 


DIGITAL CONFIDENTIAL 






NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


2.7 Exceptions and interrupts 

At certain times dining the operation of a system, events within the system require the execution 
of software routines outside the explicit flow of control of instruction execution. An exception is 
an event that is relevant primarily to the currently executing process and normally invokes a 
software routine in the context of the current process. An interrupt is an event which is usually 
due to some activity outside the current process and invokes a software routine outside the context 
of the current process. 

Exceptions and interrupts are reported by constructing a frame on the stack and then dispatching 
to the service routine through an event-specific vector in the System Control Block (SCB). The 
minimum stack frame for any interrupt or exception is a PC/PSL pair as shown in Figure 2-22. 

Figure 2-22: Minimum Exception Stack Frame 


31 30 29 28 127 26 25 24123 22 21 2011$ IS 


14 13 12; 11 10 09 08IC7 06 C5 04103 02 Cl 00 


I : (SP) 


This minimum stack frame is used for all interrupts. Certain exceptions expand the stack frame 
by pushing additional parameters on the stack above the PC/PSL pair as shown in Figure 2—23. 

Figure 2-23: General Exception Stack Frame 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08107 06 05 04103 02 01 00 

4 1 < (■ 1 4- 4 I 4 I I- 4— -4- + h 1 4 4 h 4 - 4- I b 4 I — — (—-+—+—+—+—+ 

| Parameter n I : (SP) 
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What parameters, if any, are pushed on the stack above the PC/PSL pair is a function of the 
specific exception being reported. 

2.7.1 Interrupts 

DEC Standard 032 defines 31 interrupt priority levels, a subset of which is implemented by 
the NVAX CPU. When an interrupt request is generated, the hardware compares the request 
with the current IPL of the CPU. If the new request is of higher priority an internal request is 
generated. At the completion of the current instruction (or at selected points during the execution 
of interruptible instructions), a microcode interrupt handler is invoked to process the request. 
With hardware assistance, the microcode handler determines the highest priority interrupt, 
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updates the IPL, pushes a PC/PSL pair on the stack, and dispatches to a macrocode interrupt 
handler through the appropriate location in the SCB. 

Of the 31 interrupt priority levels defined by DEC Standard 032, the NVAX CPU makes use of 
24 of them, as shown in Table 2-8. 


Table 2-8: Interrupt Priority Levels 


IPL (hex) 

IPL (decimal) 

Interrupt Condition 

IF 

31 

HALTJL asserted (non maskable) 

IE 

30 

PWKFLJL asserted 

ID 

29 

HJERRJL asserted (or internal hard error detected) 

1C 

28 

Unused 

IB 

27 

Performance monitoring interrupt (internally handled by 
microcode) 

1A 

26 

SJEKRJL asserted (or internal soft error detected) 

18-19 

24-25 

Unused 

17 

23 

IRQ_L<3> asserted 

16 

22 

IRQ_L<2> or INT_TTM_L asserted (ERQ_L<2> takes priority) 

15 

21 

IRQ_L<1> asserted 

14 

20 

IRQ_L<0> asserted 

10-13 

16-19 

Unused 

01-0F 

01-15 

Software interrupt asserted 


Interrupts are discussed in more detail in Chapter 10. 

2.7.1 .1 Interrupt Control Registers 

The interrupt system is controlled by three processor registers: the Interrupt Priority Level 
Register (IPL), the Software Interrupt Request Register (SIRR), and the Software Interrupt 
Summary Register (SISR). 

A new interrupt priority level may be loaded into PSL<20:16> by writing the new value to 
IPL<4:0>. The IPL register is shown in Figure 2-24. 
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Figure 2-24: IPR 12 (hex), IPL 


31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16 | 15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ + — + — + + + H — + + + + + + + — + + — + + + — + + + + + + + + — + + + + + — + 

10000000000000000000000000001 PSL<20 : 16> | :IPL 

+ — + — + — + — + — -t + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


A software interrupt may be requested by writing the desired level to SIRR<3:0>. The SIRR 
register is shown in Figure 2-25. 

Figure 2-25: IPR 14 (hex), SIRR 


31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16 1 15 14 13 12111 10 09 08 1 07 06 05 04 1 03 02 01 00 

+ — + — + — + — + — + — + — 4 + — + — + — + — + + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

1000000000000000000000000000 OIRequest IPL | :SIRR 

+ + — + — + + — + + — + + + + + + + + + — + + + 4 + — + — + + + — + + + f + + + — + 


The SISR register records pending software interrupt requests at levels 01 through OF (hex). The 
SISR register is shown in Figure 2—26. 

Figure 2-26: IPR 15 (hex), SISR 


31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16|15 14 13 12111 10 09 08)07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + (- — + — + — + — + — + — + — + — + — + — + 

100000000000000001 | | | ! | | | | i | | | | | | 0| :SISR 

+ + — + — + + — + + — + + + — + + + + — + + 4 + + + + + — + + + — + + — + + + + + + 

II II 

IPL 15 request — + | ... IPL 2 request — + | 

IPL 14 request — + IPL 1 request — + 


2.7.2 Exceptions 

The VAX architecture recognizes six classes of exceptions. Table 2-9 lists instances of exceptions 
in each class. 


Table 2-9: Exception Classes 

Exception Class Instances 

Arithmetic traps/faults Integer overflow trap 

Integer divide-by-zero trap 
Subscript range trap 
Floating overflow fault 
Floating divide-by-zero fault 
Floating underflow fault 
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Table 2-9 (Cont.): Exception Classes 


Exception Class 

Instances 

Memory management exceptions 

Access control violation fault 
Translation not valid fault 
M=0 fault 

Operand reference exceptions 

Reserved addressing mode fault 
Reserved operand fault or abort 

Instruction execution exceptions 

Reserved/privileged instruction fault 
Emulated instruction faults. 

XFC fault 
Change-mode trap 
Breakpoint fault 
Vector disabled fault 

Tracing exceptions 

Trace fault 

System failure exceptions 

Kemel-stack-not-valid abort 
Interrupt-stack-not-valid halt 
Console error halt 


Machine check abort 


A trap is an exception that occurs at the end of the instruction that caused the exception. 
Therefore, the PC saved on the stack is the address of the next instruction that would normally 
have been executed. 

A fault is an exception that occurs during an instruction and that leaves the registers and memory 
in a consistent state such that elimination of the fault condition and restarting the instruction 
will give correct results. After the instruction faults, the PC saved on the stack points to the 
instruction that faulted. 

An abort is an exception that occurs during an instruction. An abort leaves the value of registers 
and memory UNPREDICTABLE such that the instruction cannot necessarily be correctly 
restarted, completed, simulated, or undone. In most instances, the NVAX microcode attempts to 
convert an abort into a fault by restoring the state that was present at the start of the instruction 
which caused the abort. 

The following sections describe only those exceptions which are unique to the NVAX CPU, or 
where DEC Standard 032 is not clear about the implementation. 

2.7.2.1 Arithmetic Exceptions 

Arithmetic exceptions are detected during the execution of instructions that perform integer or 
floating point arithmetic manipulations. Whether the exception is reported as a trap or a fault 
is a function of the specific event. In any case, the exception is reported through SCB vector 34 
(hex) with the stack frame shown in Figure 2-27. Table 2—10 fists the exceptions reported by 
this mechanism. 
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Figure 2-27: Arithmetic Exception Stack Frame 
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Table 2-10: Arithmetic Exceptions 


Type Code 
Decimal Hex 

Type 

Exception 

1 

1 

Trap 

Integer overflow 

2 

2 

Trap 

Integer divide-by-zero 

7 

7 

Trap 

Subscript range 

8 

8 

Fault 

Floating overflow 

9 

9 

Fault 

Floating divide-by-zero 

10 

A 

Fault 

Floating underflow 


2.7.2.2 Memory Management Exceptions 

Memory management exceptions are detected during a memory reference and are always reported 
as faults. The three memory management exceptions are listed in Table 2-11. All three exceptions 
push the same frame on the stack, as shown in Figure 2-28. The top longword of the stack frame 
contains a fault parameter whose bits are described in Table 2-12. 


Table 2-11: 

Memory Management Exceptions 

SCB Vector 

Exception 

20 (hex) 

Access control violation 

24 (hex) 

Translation not valid 

3C (hex) 

Modify fault 
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Figure 2-28: Memory Management Exception Stack Frame 
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Table 2-12: Memory Management Exception Fauit Parameter 


Bit 

Mnemonic 

Meaning 

0 

L 

Length violation 

1 

P 

PTE reference 

2 

M 

Modify or write intent 


2.7.2.3 Emulated instruction Exceptions 

The NVAX CPU implements the VAX base instruction group. For certain instructions outside 
that group, the NVAX microcode provides support for the macrocode emulation of instructions. 
There are two types of emulation exceptions, depending on whether PSL<FPD> is set at the 
beginning of the instruction. 

If PSL<FPD>=0 at the beginning of the instruction, the exception is reported through SCB vector 
C8 (hex) as a trap with the stack frame shown in Figure 2-29. The longwords in the stack frame 
are described in Table 2-13. 
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Figure 2-29: Instruction Emulation Trap Stack Frame 
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Table 2-13: Instruction Emulation Trap Stack Frame 

Location Use 


Opcode 
Old PC 
Specifiers 


New PC 
PSL 


Zero-extended opcode of the emulated instruction 
PC of the opcode of the emulated instruction 

Address of the specified operand for specifiers of access type write (.wx) or address 
(.ax). Operand value for specifiers of access type read (.rx). For read-type operands 
whose size is smaller than a longword, the remaining bits are UNPREDICTABLE. 
For those instructions that don’t have 8 specifiers, the remaining specifier longwords 
contain UNPREDICTABLE values 

PC of the instruction following the emulated instruction 
PSL 6aved at the time of the trap 


If PSL<FPD>=1 at the beginning of the instruction, the exception is reported through SCB vector 
CC (hex) as a fault with the stack frame shown in Figure 2-30. In this case, PC is that of the 
opcode of the emulated instruction. 
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Figure 2-30: Suspended Emulation Fault Stack Frame 
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2.7.2.4 Vector Unit Disabled Fault 

When the NVAX CPU attempts to issue a vector instruction to the optional vector processor, it 
may discover that the vector unit is disabled. In this case, a vector unit disabled fault is initiated 
through SCB vector 68 (hex). There are no parameters for this exception (besides the usual 
PC/PSL pair), and the reason for the exception must be determined by reading the appropriate 
vector unit registers. 

2.7.2.5 Machine Check Exceptions 

A machine check exception is reported through SCB vector 04 (hex) when the NVAX CPU detects 
an error condition. The frame pushed on the stack for a machine check indicates the type of error 
and provides internal state information that may help identify the cause of the error. The generic 
machine check stack frame is shown in Figure 2-31. Machine checks are discussed at length in 
Chapter 15. 

Figure 2-31 : Generic Machine Check Stack Frame 
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2.7.2.6 Console Halts 

In certain microcode flows, the NVAX microcode may detect an inconsistency in internal state, 
a kernel-mode HALT, or a system reset. In these instances, the microcode initiates a hardware 
restart sequence which passes control to the console program. 

When a hardware restart sequence is initiated, the NVAX microcode saves the current CPU 
state, partially initializes the CPU, and passes control to the console program at physical address 
E0040000 (hex). 

During a hardware restart sequence, the stack pointer is saved in the appropriate stack pointer 
IPR (0 through 4), the current PC is saved in IPR 42 (SAVPC), and the current PSL, halt code, 
and validity flag are saved in IPR 43 (SAVPSL). The format of SAVPC and SAVPSL are shown 
in Figure 2-32. 
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Figure 2-32: IPR 2A (hex), SAVPC and IPR 2B (hex), SAVPSL 
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Console halts are discusssed in detail in Chapter 15. 


2.8 System Control Block 

The System Control Block (SCB) is a page containing the vectors for servicing interrupts and 
exceptions. The SCB is pointed to by the System Control Block Base Register (SCBB), whose 
format is shown in Figure 2—33. For best performance, SCBB should contain a page-aligned 
address. Microcode forces a longword-aligned SCBB by clearing bits <1:0> of the new value 
before loading the register. 


NOTE 

When the CPU is configured to generate 30-bit physical addresses, SCBB<31:30> are 
ignored. 

Figure 2-33: IPR 11 (hex), SCBB 
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2.8.1 System Control Block Vectors 

An SCB vector is an aligned longword in the SCB through which the NVAX microcode dispatches 
interrupts and exceptions. Each SCB vector has the format shown in Figure 2-34. The fields of 
the vector are described in Table 2-14. 
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Figure 2-34: System Control Block Vector 
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Table 2-14: System Control Block Vector 

Bits Contents 

31:2 Virtual address of the service routine for the interrupt or exception. The routine must be 

longword aligned, as the microcode forces the lower two bits of the address to 00 

IK) Code, interpreted as follows: 

Value Meaning 

00 The event is to be serviced on the kernel stack unless the CPU is already on the 
interrupt stack, in which case the event is serviced on the interrupt stack 

01 The event is to be serviced on the interrupt stack. If the event is an exception, the 
IPL is raised to IF (hex) 

10 Unimplemented, results in a console error halt 

11 Unimplemented, results in a console error halt 


2.8.2 System Control Block Layout 

The System Control Block layout is shown in Table 2-15. 


Table 2-15: System Control Block Layout 


Vector 

Name 

Type 

Par am 

Notes 

00 

passive release 

interrupt 

0 

IPL is raised to request IPL 

04 

machine check 

abort 

6 

parameters reflect 

machine state; must be serviced 
on interrupt stack 

08 

kernel stack not valid 

abort 

0 

must be serviced on interrupt 
stack 

OC 

power fail 

interrupt 

0 

IPL is raised to IE (hex) 

10 

reserved/privileged 

instruction 

fault 

0 


14 

customer reserved instruction 

fault 

0 

XFC instruction 

18 

reserved operand 

fault/abort 

0 

not always recoverable 

1C 

reserved addressing mode 

fault 

0 


20 

access control violation/vector 
alignment fault 

fault 

2 

parameters are virtual address, 
status code 
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Table 2- 

-15 (Cont.): System Control Block Layout 



Vector 

Name 

Type 

Par am 

Notes 

24 

translation not valid 

fault 

2 

parameters are virtual address, 
status code 

28 

trace pending 

fault 

0 


2C 

breakpoint instruction 

fault 

0 


30 

unused 

- 

— 

compatibility mode in other 
VAXes 

34 

arithmetic trap/fault 

trap/fault 

1 

parameter is type code 

38-3C 

unused 

- 

- 

- 

40 

CHMK 

trap 

1 

parameter is sign-extended 
operand word 

44 

CHME 

trap 

1 

parameter is sign-extended 
operand word 

48 

CHMS 

trap 

1 

parameter is sign-extended 
operand word 

4C 

CHMU 

trap 

1 

parameter is sign-extended 
operand word 

50 

unused 

- 

- 

- 

54 

soft error notification 

interrupt 

0 

IPL is 1A (hex) 

58 

Performance monitoring 

counter overflow 

interrupt 


Internal interrupt at IPL IB 
(hex). This vector supplies 

the physical base address of 
the block of performance 
monitoring counts in memory. 
See Chapter 18 for details. 

5C 

unused 

- 

- 

- 

60 

hard error notification 

interrupt 

0 

IPL is ID (hex) 

64 

unused 

- 

- 

- 

68 

vector unit disabled 

fault 

0 

vector instructions 

6C-7C 

unused 

- 

- 

- 

80 

interprocessor interrupt 

interrupt 

0 

IPL is 16 (hex) 

84 

software level 1 

interrupt 

0 


88 

software level 2 

interrupt 

0 

ordinarily used for AST delivery 

8C 

software level 3 

interrupt 

0 

ordinarily used for process 
scheduling 

90-BC 

software levels 4-15 

interrupt 

0 


CO 

interval timer 

interrupt 

0 

IPL is 16 (hex) 

C4 unused 
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Table 2-15 (Cont.): System Control Block Layout 


Vector 

Name 

Type 

Par am 

Notes 

C8 

emulation start 

fault 

10 

same mode exception, 

FPD=0; parameters are opcode, 
PC, specifiers 

CC 

emulation continue 

fault 

0 

same mode exception, FPD=1; no 
parameters 

DO-F4 

unused 

- 

- 

- 

F8 

console receiver 

interrupt 

0 

IPL is 15 (hex) 

FC 

console transmitter 

interrupt 

0 

IPL is 15 (hex) 

100-FFFC 

device vectors 

interrupt 

0 

Device interrupt vectors 


2.9 CPU Identification 

Software may quickly determine on which CPU it is executing in a multi-processor system by 
reading the CPUID processor register. The format of this register is shown in Figure 2-35. 

Figure 2-35: IPR OE (hex), CPUID 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08107 06 05 04|03 02 01 00 

+ + — + + + + + + + — + + + + + + + — +--+ — + + + + + H H H + + + — + H + + 

10000000000000000000000001 CPU Identification ! :CPUID 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


The CPUID processor register is implemented internally as an 8-bit read-write register. The 
source of the CPU ID information is system-specific, and it is the responsibility of the console 
firmware at powerup to determine the CPU ID from the system-specific source, and write the 
CPU ID register to the correct value. 


2.10 System Identification 

The System Identification Register (SID) is a read-only register which includes the the system 
(actually the CPU) type, and the microcode revision number. The format of the SID register is 
shown in Figure 2-36. 
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Figure 2-36: IPR 3E (hex), SID 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 1 15 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 

+ + +. + +--H + +--+ — H + + + + + + — + + — + + + + — + + H + + + + + + + + 

| CPU Type 1000000000 OlPatch Revision |NS| Microcode Revision | :SXD 

+ + H + +--+ + H +■ — +~ + + +--+ + + + + — + +— ( + + + + + + + + 1 + + + 
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Table 2-16: SID Field Descriptions 


Name 

Extent 

Type 

Description 

Microcode Revision 

7:0 

RO 

This field contains the microcode (chip) revision number. 
This number is incremented for each pass of the chip. 

NS 

8 

RO,0 

If this bit is a zero, there is either no microcode patch 
loaded, or the patch is a standard patch. If this bit 
is a one, a non-standard microcode patch is loaded. A 
non-standard patch is one which goes beyond the formally 
released patches, such as a patch used for performance 
analysis. This bit is cleared on chip reset. 

Patch Revision 

13:9 

RO,0 

If this field is zero, no microcode patch is loaded. If this 
field is non-zero, a microcode patch is loaded and this field 
indicates the patch number. This field is cleared on chip 
reset. 

CPU Type 

31:24 

RO 

This field contains 19 (decimal), indicating that this is an 
NVAX CPU. 


NOTE 

The patch revision and non-standard patch fields (SID<13:8>) were added in pass 2 of 
the NVAX chip. 


2.11 Process Structure 

A process is a single thread of execution. The context of the current process is contained in the 
Process Control Block (PCB). The PCB is pointed to by the Process Control Block Base register 
(PCBB), which is shown in Figure 2-37. The format of the process control block is shown in 
Figure 2-38. Microcode forces a longword-aligned PCBB by clearing bits <1:0> of the new value 
before loading the register. 


NOTE 

When the CPU is configured to generate 30-bit physical addresses, PCBB<31:30> are 
ignored. 
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Figure 2-37: IPR 10 (hex), PCBB 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 1 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — -t + — ^ + — + 1 + 1 + — + + — H + — + — + — + — + — + — + — + — H + — + — + + — + — + — ■+ — + — + + 

| Physical Longword Address of the PCB i 0 0 1 :PCBB 

+ — + — ^ — | + — — + — + — + — + — H + — +— + — -I + — + + — +--+ + — + — + — + + — + + 
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Figure 2-38: Process Control Block 

31 30 29 28|27 26 25 24)23 22 21 20)19 18 17 16)15 14 13 12 | 11 10 09 08107 06 05 04 | 03 02 01 00 
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2.12 Processor Registers 

The processor registers that are implemented by the NVAX CPU chip, and those that are required 

of the system environment, are logically divided into five groups, as follows: 

• Normal — Those IPRs that address individual registers in the NVAX CPU chip or system 
environment. 

• Bcache tag EPRs — The read-write block of IPRs that allow direct access to the Bcache tags. 

• Bcache deallocate IPRs — The write-only block of IPRs by which a Bcache block may be 
deallocated. 

• Pcache tag IPRs — The read- write block of IPRs that allow direct access to the Pcache tags. 

• Pcache data parity IPRs — The read-write block of IPRs that allow direct access to the Pcache 
data parity bits. 

Each group of IPRs is distinguished by a particular pattern of bits in the IPR address, as shown 

in Figure 2—39. 

Figure 2-39: IPR Address Space Decoding 


31 30 29 25127 26 23 24|23 22 21 20(19 16 17 16115 14 13 12111 10 09 06107 06 03 04103 02 01 00 


I £32 I 01 £32 | 13?. Number ! 

+ 4- 1 4- f- 4- 4- 4 -t I I 4- 4—4- )- + + 1 I i ( (- 4 I t- + 4 4—4 + 

Bcache Tag IPR Address 

31 30 29 28127 26 25 24|23 22 21 20 i 1 9 18 17 16|15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ 4 . 1—4—4 !- r !- h 4 — 4— 4— 4— 4— 4— 4- 4-4- 1— 4— 4— 4— 4— 4— -4— 4— 4— 4 (—4 4- 1— 4- 

1 £32 I 1| 0 | 0 | x I Bcache Tag Index I SBZ I 

4. 4. 4. 4—4- f— 4- 4- + 4 4- 4— 4— 4— 4— 4- 4- t— — 4- 4- 4 4—4—4- 4— 4— 4— 4— 4— -4 4 4 + 
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31 30 29 28)27 26 25 24123 22 21 20|19 18 17 16|15 14 13 12111 10 09 08107 06 05 04 | 03 02 01 00 

+ 4- (—4—4- 4—4- 4- 4- 4— I— 4— 4— 4— 4- 4 4—4—4- 4— — (—4—4 I— — I I 1- 4 4— 4— -4—4— 4- 
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The numeric range for each of the four groups is shown in Table 2-17. 


Table 2-17: IPR Address Space Decoding 


IPR Group 

Mnemonic 2 

IPR Address 

Range (hex) 

Contents 

Normal 


00000000. .000000FF 1 

256 individual IPRs. 

Bcache Tag 

BCTA.G 

01000000..011FFFE0 1 

64k Bcache tag IPRs, each separated by 20(hex) 
from the previous one. 

Bcache Deallocate 

BCFLUSH 

01400000..015FFFE0 1 

64k Bcache tag deallocate IPRs, each separated 
by 20(hex) from the previous one. 

Pcache Tag 

PCTAG 

0 1800000. .0180 1FE0 1 

256 Pcache tag IPRs, 128 for each Pcache set, 
each separated by 20(hex) from the previous 
one. 

Pcache Data Parity 

PCDAP 

01C00000..01C01FF8 1 

1024 Pcache data parity IPRs, 512 for each 
Pcache set, each separated by 8(hex) from the 


previous one. 


■'Unused fields in the IPE, addresses for these groups should be zero. Neither hardware nor microcode detects and faults on 
an address in which these bits are non-zero. Although non-contiguous address ranges are shown for these groups, the entire 
IPR address space maps into one of the these groups. If these fields are non-zero, the operation of the CPU is UNDEFINED. 

2 The mnemonic is for the first IPR in the block 


NOTE 

The address ranges shown above are those used by the programmer. When processing 
normal IPRs, the microcode shifts the IPR number left by 2 bits for use as an IPR 
command address. This positions the IPR number to bits <9:2> and modifies the 
address range as seen by the hardware to 0..3FC, with bits <1:0>=00. No shifting 
is performed for the other groups of IPR addresses. 

Because of the sparse addressing used for IPRs in groups other than the normal group, valid IPR 
addresses are not separated by one. Rather, valid IPR addresses are separated by either 8 or 
20(hex). For example, the IPR address for Bcache tag 0 is 01000000 (hex), and the IPR address 
for Bcache tag 1 is 01000020 (hex). In this group, bits <4:0> of the IPR address are ignored, so 
IPR numbers 01000001 through 010000 IF all address Bcache tag 0. Similarly, the IPR address 
for the first subblock of Pcache data parity is 01C00000 (hex), and the IPR address for the second 
subblock of Pcache data parity is 01C00008 (hex). 

Processor registers in all groups except the normal group are processed entirely by the NVAX 
CPU chip and will never appear on the NDAL. This is also true for a number of the IPRs in 
the normal group. IPRs in the normal group that are not processed by the NVAX CPU chip are 
converted into I/O space references and passed to the system environment via a read or write 
command on the NDAL. 

Each of the 256 possible IPRs in the normal group are of longword length, so a 1KB block of I/O 
space is required to convert each possible IPR to a unique I/O space longword. This block starts 
at address E 1000000 (hex). Conversion of an IPR address to an I/O space address in this block 
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is done by shifting the IPR address left into bits <9:2>, filling bits <1:0> with zeros, and merging 
in the base address of the block. This can be expressed by the equation 

10 ADDRESS = £1000000 + (IPR NUMBER * 4) 

The actual hardware implementation of this is different in that the IPR number is shifted left by 
2 bits, and bits <31:30,24> are set. There is no multiply or add done as one might conclude from 
the equation. 

Because many of the 256 possible IPRs in the normal group are processed entirely by the NVAX 
CPU chip, the corresponding I/O space location in the 1KB block is never referenced as a result of 
an MTPR/MFPR to or from these IPRs. However, note that a programmer can indeed reference 
these locations via an explicit I/O space reference with, e.g., MOVL. References to this block of I/O 
space locations with instructions other than MTPR/MFPR may result in UNDEFINED behavior. 

The processor registers implemented by the NVAX CPU are are shown in Table 2-18. 

NOTE 

Many of the processor registers listed in Table 2-18 are used internally by the 
microcode during normal operation of the CPU, and are not intended to be referenced 
by software except during test or diagnosis of the system. These registers are flagged 
with the notation “Testability and diagnostic use only; not for software use in normal 
operation”. References by software to these registers during normal operation can 
cause UNDEFINED behavior of the CPU. 
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Table 2-18: Processor Registers 

Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Im.pl 

Cat 

I/O Addi 

Kernel Stack Pointer 

KSP 

0 

0 

RW 

NVAX 

1-1 


Executive Stack Pointer 

ESP 

1 

1 

RW 

NVAX 

1-1 


Supervisor Stack Pointer 

SSP 

2 

2 

RW 

NVAX 

1-1 


User Stack Pointer 

USP 

3 

3 

RW 

NVAX 

1-1 


Interrupt Stack Pointer 

ISP 

4 

4 

RW 

NVAX 

1-1 


Reserved 


5 

5 



3 

E10000L 

Reserved 


6 

6 



3 

E 10000 1J 

Reserved 


7 

7 



3 

E10000K 

PO Base Register 

POBR 

8 

8 

RW 

NVAX 

1-2 


PO Length Register 

POLR 

9 

9 

RW 

NVAX 

1-2 


PI Base Register 

P1BR 

10 

A 

RW 

NVAX 

1-2 


PI Length Register 

P1LR 

11 

B 

RW 

NVAX 

1-2 


System Base Register 

SBR 

12 

C 

RW 

NVAX 

1-2 


System Length Register 

SLR 

13 

D 

RW 

NVAX 

1-2 


CPU Identification 1 

CPUID 

14 

E 

RW 

NVAX 

2-1 


Reserved 


15 

F 



3 

E100003C 

Process Control Block Base 

PCBB 

16 

10 

RW 

NVAX 

1-1 


System Control Block Base 

SCBB 

17 

11 

RW 

NVAX 

1-1 


Interrupt Priority Level 1 

IPL 

18 

12 

RW 

NVAX 

1-1 


AST Level 1 

ASTLVL 

19 

13 

RW 

NVAX 

1-1 


Software Interrupt Request Register 

SIRR 

20 

14 

W 

NVAX 

1-1 


Software Interrupt Summary Register 1 

SISR 

21 

15 

RW 

NVAX 

1-1 


Reserved 


22 

16 



3 

E 1000058 

Reserved 


23 

17 



3 

E100005C 

Interval Counter Control/Status 1,2 

ICCS 

24 

18 

RW 

NVAX 

2-7 

E 1000060 

Next Interval Count 

NICR 

25 

19 

W 

System 

3-7 

E 1000064 

Interval Count 

ICR 

26 

1A 

R 

System 

3-7 

E 1000068 

Time of Year Register 

TODR 

27 

IB 

RW 

System 

2-3 

E100006C 

Console Storage Receiver Status 

CSRS 

28 

1C 

RW 

System 

2-3 

E1000070 

Console Storage Receiver Data 

CSRD 

29 

ID 

R 

System 

2-3 

E 1000074 

Console Storage Transmitter Status 

CSTS 

30 

IE 

RW 

System 

2-3 

E1000078 

Console Storage Transmitter Data 

CSTD 

31 

IF 

W 

System 

2-3 

E100007C 

Console Receiver Control/Status 

RXCS 

32 

20 

RW 

System 

2-3 

E 1000080 


1 Initialized on reset 

2 Subset or full implementation depending on ECR control bit 
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Table 2-18 (Cont.): Processor Registers 

Number 


Register Name 

I 

1 

I 

I 

(Hex) 

Type 

Impl 

Cat 

I/O Address 

Console Receiver Data Buffer 

RXDB 

33 

21 

R 

System 

2-3 

E1000084 

Console Transmitter Control/Status 

TXCS 

34 

22 

RW 

System 

2-3 

E1000088 

Console Transmitter Data Buffer 

TXDB 

35 

23 

W 

System 

2-3 

E100008C 

Reserved 


36 

24 



3 

E1000090 

Reserved 


37 

25 



3 

E1000094 

Machine Check Error Register 

MCESR 

38 

26 

w 

NVAX 

2-1 


Reserved 


39 

27 



3 

E100009C 

Reserved 


40 

28 



3 

E10000AO 

Reserved 


41 

29 



3 

E10000A4 

Console Saved PC 

SAVPC 

42 

2A 

R 

NVAX 

2-1 


Console Saved PSL 

SAVPSL 

43 

2B 

R 

NVAX 

2-1 


Reserved 


44 

2C 



3 

E10000BO 

Reserved 


45 

2D 



3 

E10000B4 

Reserved 


46 

2E 



3 

E10000B8 

Reserved 


47 

2F 



3 

E10000BC 

Reserved 


48 

30 



3 

E10000CO 

Reserved 


49 

31 



3 

E10000C4 

Reserved 


50 

32 



3 

E10000C8 

Reserved 


51 

33 



3 

E10000CC 

Reserved 


52 

34 



3 

E10000DO 

Reserved 


53 

35 



3 

E10000D4 

Reserved 


54 

36 



3 

E10000D8 

I/O System Reset Register 

IORESET 

55 

37 

W 

System 

2-3 

E10000DC 

Memory Management Enable 1 

MAPEN 

56 

38 

RW 

NVAX 

1-2 


Translation Buffer Invalidate All 

TBIA 

57 

39 

W 

NVAX 

1-1 


Translation Buffer Invalidate Single 

TBIS 

58 

3A 

W 

NVAX 

1-1 


Reserved 


59 

3B 



3 

E10000EC 

Reserved 


60 

3C 



3 

ElOOOOFO 

Performance Monitor Enable 1 

PME 

61 

3D 

RW 

NVAX 

2-1 


System Identification 

SID 

62 

3E 

R 

NVAX 

2-1 


Translation Buffer Check 

TBCHK 

63 

3F 

W 

NVAX 

1-1 



1 Initialized on reset 
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Table 2-18 (Cont.): Processor Registers 

Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Impl 

Cat 

I/O Add re 

IPL 14 Interrupt ACK 8 

IAK14 

64 

40 

R 

System 

2-3 

E1000100 

IPL 15 Interrupt ACK 8 

IAK15 

65 

41 

R 

System 

2-3 

E1000104 

IPL 16 Interrupt ACK 8 

IAK16 

66 

42 

R 

System 

2-3 

E1000108 

IPL 17 Interrupt ACK 8 

IAK17 

67 

43 

R 

System 

2-3 

E100010C 

Clear Write Buffer 3 

CWB 

68 

44 

RW 

System 

2-3 

E1000110 

Reserved 


69 

45 



3 

E1000114 

Reserved 


70 

46 



3 

E1000118 

Reserved 


71 

47 



3 

E100011C 

Reserved 


72 

48 



3 

E1000120 

Reserved 


73 

49 



3 

El 000 124 

Reserved 


74 

4A 



3 

E1000128 

Reserved 


75 

4B 



3 

E100012C 

Reserved 


76 

4C 



3 

E1000130 

Reserved 


77 

4D 



3 

E1000134 

Reserved 


78 

4E 



3 

E1000138 

Reserved 


79 

4F 



3 

E100013C 

Reserved 


80 

50 



3 

E1000140 

Reserved 


81 

51 



3 

E1000144 

Reserved 


82 

52 



3 

E 1000 148 

Reserved 


83 

53 



3 

E100014C 

Reserved 


84 

54 



3 

E1000150 

Reserved 


85 

55 



3 

E1000154 

Reserved 


86 

56 



3 

E1000158 

Reserved 


87 

57 



3 

E100015C 

Reserved 


88 

58 



3 

E1000160 

Reserved 


89 

59 



3 

E1000164 

Reserved 


90 

5A 



3 

E1000168 

Reserved 


91 

5B 



3 

E100016C 

Reserved 


92 

5C 



3 

E1000170 

Reserved 


93 

5D 



3 

E1000174 

Reserved 


94 

5E 



3 

E1000178 

Reserved 


95 

5F 



3 

E100017C 


3 Testability and diagnostic use only; not for software use in normal operation 
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Table 2-18 (Cont.): Processor Registers 

Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Impl 

Cat 

I/O Address 

Reserved 


96 

60 



3 

E1000180 

Reserved 


97 

61 



3 

E1000184 

Reserved 


98 

62 



3 

E1000188 

Reserved 


99 

63 



3 

E100018C 

Reserved for VM 


100 

64 



3 

E1000190 

Reserved for VM 


101 

65 



3 

E 1000 194 

Reserved for VM 


102 

66 



3 

E1000198 

Reserved 


103 

67 



3 

E100019C 

Reserved 


104 

68 



3 

E10001A0 

Reserved 


105 

69 



3 

E10001A4 

Reserved 


106 

6A 



3 

E10001A8 

Reserved 


107 

6B 



3 

E10001AC 

Reserved 


108 

6C 



3 

E10001B0 

Reserved 


109 

6D 



3 

E10001B4 

Reserved 


110 

6E 



3 

E10001B8 

Reserved 


111 

6F 



3 

E10001BC 

Reserved 


112 

70 



3 

E10001C0 

Reserved 


113 

71 



3 

E10001C4 

Reserved 


114 

72 



3 

E10001C8 

Reserved 


115 

73 



3 

E10001CC 

Reserved 


116 

74 



3 

E10001D0 

Reserved 


117 

75 



3 

E10001D4 

Reserved 


118 

76 



3 

E10001D8 

Reserved 


119 

77 



3 

E10001DC 

Reserved for Ebox 


120 

78 



2-6 

E10001E0 

Reserved for Ebox 


121 

79 



2-6 

E10001E4 

Interrupt System Status Register 3 * 

INTSYS 

122 

7A 

RW 

NVAX 

2-1 


Performance Monitoring Facility Count 

PMFCNT. 

123 

7B 

RW 

NVAX 

2-1 


Patchable Control Store Control Register 8 

PCSCR 

124 

7C 

RW 

NVAX 

2-1 


Ebox Control Register 

ECR 

125 

7D 

RW 

NVAX 

2-1 


Mbox TB Tag Fill 8 

MTBTAG. 

126 

7E 

W 

NVAX 

2-1 


Mbox TB PTE Fill 8 

MTBPTE 

127 

7F 

W 

NVAX 

2-1 



3 Testability and diagnostic use only; not for software use in normal operation 
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Table 2-18 (Cont.): Processor Registers 

Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Impl 

Cat 

I/O Addre 

Reserved for Vectors 


128 

80 



3 

E 1000230 

Reserved for Vectors 


129 

81 



3 

E1000230 

Reserved for Vectors 


130 

82 



3 

E1000230 

Reserved for Vectors 


131 

83 



3 

E1000230 

Reserved for Vectors 


132 

84 



3 

E 1000230 

Reserved for Vectors 


133 

85 



3 

E1000230 

Reserved for Vectors 


134 

86 



3 

E1000230 

Reserved for Vectors 


135 

87 



3 

E1000230 

Reserved for Vectors 


136 

88 



3 

E1000230 

Reserved for Vectors 


137 

89 



3 

E 1000230 

Reserved for Vectors 


138 

8A 



3 

E1000230 

Reserved for Vectors 


139 

SB 



3 

E1000230 

Reserved for Vectors 


140 

8C 



3 

E 1000230 

Reserved for Vectors 


141 

8D 



3 

E 1000234 

Reserved for Vectors 


142 

8E 



3 

E1000238 

Reserved for Vectors 


143 

8F 



3 

E100023C 

Vector Processor Status Register 

VPSR 

144 

90 

RW 

Vector 

3 

E 1000240 

Vector Arithmetic Exception Register 

VAER 

145 

91 

R 

Vector 

3 

E1000244 

Vector Memory Activity Register 

VMAC 

146 

92 

R 

Vector 

3 

E 1000248 

Vector Trans. Buffer Invalidate All 

VTBIA 

147 

93 

W 

Vector 

3 

E100024C 

Reserved for Vectors 


148 

94 



3 

E 1000250 

Reserved for Vectors 


149 

95 



3 

E1000254 

Reserved for Vectors 


150 

96 



3 

E1000258 

Reserved for Vectors 


151 

97 



3 

E100025C 

Reserved for Vectors 


152 

98 



3 

E1000260 

Reserved for Vectors 


153 

99 



3 

E 1000264 

Reserved for Vectors 


154 

9A 



3 

E1000268 

Reserved for Vectors 


155 

9B 



3 

E100026C 

Reserved for Vectors 


156 

9C 



3 

E1000270 

Reserved for Vectors 


157 

9D 



3 

E1000274 

Reserved for Vectors 


158 

9E 



3 

E1000278 

Reserved for Vectors 


159 

9F 



3 

E100027C 
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Table 2-18 (Cont.): Processor Registers 

Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Impl 

Cat 

Cbox Control Register 

CCTL 

160 

A0 

RW 

NVAX 

2-5 

Reserved for Cbox 


161 

A1 


NVAX 

2-6 

Bcache Data ECC 

BCDECC 

162 

A2 

W 

NVAX 

2-5 

B cache Error Tag Status 

BCETSTS 

163 

A3 

RW 

NVAX 

2-5 

Bcache Error Tag Index 

BCETIDX 

164 

A4 

R 

NVAX 

2-5 

Bcache Error Tag 

BCETAG 

165 

A5 

R 

NVAX 

2-5 

Bcache Error Data Status 

BCEDSTS 

166 

A6 

RW 

NVAX 

2-5 

Bcache Error Data Index 

BCEDIDX 

167 

A7 

R 

NVAX 

2-5 

Bcache Error ECC 

BCEDECC 

168 

A8 

R 

NVAX 

2-5 

Reserved for Cbox 


169 

A9 


NVAX 

2-6 

Reserved for Cbox 


170 

AA 


NVAX 

2-6 

Fill Error Address 

CEFADR 

171 

AB 

R 

NVAX 

2-5 

Fill Error Status 

CEFSTS 

172 

AC 

RW 

NVAX 

2-5 

Reserved for Cbox 


173 

AD 


NVAX 

2-6 

NDAL Error Status 

NESTS 

174 

AE 

RW 

NVAX 

2-5 

Reserved for Cbox 


175 

AF 


NVAX 

2-6 

NDAL Error Output Address 

NEOADR 

176 

B0 

R 

NVAX 

2-5 

Reserved for Cbox 


177 

B1 


NVAX 

2-6 

NDAL Error Output Command 

NEOCMD 

178 

B2 

R 

NVAX 

2-5 

Reserved for Cbox 


179 

B3 


NVAX 

2-6 

NDAL Error Data High 

NEDATHI 

180 

B4 

R 

NVAX 

2-5 

Reserved for Cbox 


181 

B5 


NVAX 

2-6 

NDAL Error Data Low 

NEDATLO 

182 

B6 

R 

NVAX 

2-5 

Reserved for Cbox 


183 

B7 


NVAX 

2-6 

NDAL Error Input Command 

NEICMD 

184 

B8 

R 

NVAX 

2-5 

Reserved for Cbox 


185 

B9 


NVAX 

2-6 

Reserved for Cbox 


186 

BA 


NVAX 

2-6 

Reserved for Cbox 


187 

BB 


NVAX 

2-6 

Reserved for Cbox 


188 

BC 


NVAX 

2-6 

Reserved for Cbox 


189 

BD 


NVAX 

2-6 

Reserved for Cbox 


190 

BE 


NVAX 

2-6 

Reserved for Cbox 


191 

BF 


NVAX 

2-6 
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Number 


Register Name 

Mnemonic (Dec) 

(Hex) 

Type 

Ixnpl 

Cat 

I/O Add « 

Reserved 


192 

CO 



3 

E1000300 

Reserved 


193 

Cl 



3 

E1000304 

Reserved 


194 

C2 



3 

E 1000308 

Reserved 


195 

C3 



3 

E100030C 

Reserved 


196 

C4 



3 

E1000310 

Reserved 


197 

C5 



3 

E1000314 

Reserved 


198 

C6 



3 

E1000318 

Reserved 


199 

C7 



3 

E 10003 1C 

Reserved 


200 

C8 



3 

E 1000320 

Reserved 


201 

C9 



3 

E 1000324 

Reserved 


202 

CA 



3 

E1000328 

Reserved 


203 

CB 



3 

E100032C 

Reserved 


204 

CC 



3 

E1000330 

Reserved 


205 

CD 



3 

E1000334 

Reserved 


206 

CE 



3 

E 1000338 

Reserved 


207 

CF 



3 

E100033C 

VIC Memory Address Register 

VMAR 

208 

DO 

RW 

NVAX 

2-5 


VIC Tag Register 

VTAG 

209 

D1 

RW 

NVAX 

2-5 


VIC Data Register 

VDATA 

210 

D2 

RW 

NVAX 

2-5 


Ibox Control and Status Register 

ICSR 

211 

D3 

RW 

NVAX 

2-5 


Ibox Branch Prediction Control Register 5 

BPCR 

212 

D4 

RW 

NVAX 

2-5 


Reserved for Ibox 


213 

D5 


NVAX 

2-6 


Ibox Backup PC 4 

BPC 

214 

D6 

R 

NVAX 

2-5 


Ibox Backup PC with RLOG Unwind 4 

BPCUNW 

215 

D7 

R 

NVAX 

2-5 


Reserved for Ibox 


216 

D8 


NVAX 

2-6 


Reserved for Ibox 


217 

D9 


NVAX 

2-6 


Reserved for Ibox 


218 

DA 


NVAX 

2-6 


Reserved for Ibox 


219 

DB 


NVAX 

2-6 


Reserved for Ibox 


220 

DC 


NVAX 

2-6 


Reserved for Ibox 


221 

DD 


NVAX 

2-6 


Reserved for Ibox 


222 

DE 


NVAX 

2-6 


Reserved for Ibox 


223 

DF 


NVAX 

2-6 



3 Testability and diagnostic use only, not for software use in normal operation 

4 Chip test use only; not for software use 
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Table 2-18 (Cont.): Processor Registers 

Number 

Register Name Mnemonic (Dec) (Hex) Type Impl Cat I/O Address 


Mbox P0 Base Register 8 

MPOBR 

224 

E0 

RW 

NVAX 

2-5 

Mbox P0 Length Register 8 

MPOLR 

225 

El 

RW 

NVAX 

2-5 

Mbox PI Base Register 8 

MP1BR 

226 

E2 

RW 

NVAX 

2-5 

Mbox PI Length Register 8 

MP1LR 

227 

E3 

RW 

NVAX 

2-5 

Mbox System Base Register 3 v 

MSBR 

228 

E4 

RW 

NVAX 

2-5 

Mbox System Length Register 8 

MSLR 

229 

E5 

RW 

NVAX 

2-5 

Mbox Memory Management Enable 3 

MMAPEN 

230 

E6 

RW 

NVAX 

2-5 

Mbox Physical Address Mode 

PAMODE 

231 

E7 

RW 

NVAX 

2-5 

Mbox MME Address 

MMEADR 

232 

E8 

R 

NVAX 

2-5 

Mbox MME PTE Address 

MMEPTE 

233 

E9 

R 

NVAX 

2-5 

Mbox MME Status 

MMESTS 

234 

EA 

R 

NVAX 

2-5 

Reserved for Mbox 


235 

EB 


NVAX 

2-6 

Mbox TB Parity Address 

TBADR 

236 

EC 

R 

NVAX 

2-5 

Mbox TB Parity Status 

TBSTS 

237 

ED 

RW 

NVAX 

2-5 

Reserved for Mbox 


238 

EE 


NVAX 

2-6 

Reserved for Mbox 


239 

EF 


NVAX 

2-6 

Reserved for Mbox 


240 

F0 


NVAX 

2-6 

Reserved for Mbox 


241 

FI 


NVAX 

2-6 

Mbox Pcache Parity Address 

PCADR 

242 

F2 

R 

NVAX 

2-5 

Reserved for Mbox 


243 

F3 


NVAX 

2-6 

Mbox Pcache Status 

POSTS 

244 

F4 

RW 

NVAX 

2-5 

Reserved for Mbox 


245 

F5 


NVAX 

2-6 

Reserved for Mbox 


246 

F6 


NVAX 

2-6 

Reserved for Mbox 


247 

F7 


NVAX 

2-6 

Mbox Pcache Control 

PCCTL 

248 

F8 

RW 

NVAX 

2-5 

Reserved for Mbox 


249 

F9 


NVAX 

2-6 

Reserved for Mbox 


250 

FA 


NVAX 

2-6 

Reserved for Mbox 


251 

FB 


NVAX 

2-6 

Reserved for Mbox 


252 

FC 


NVAX 

2-6 

Reserved for Mbox 


253 

FD 


NVAX 

2-6 

Reserved for Mbox 


254 

FE 


NVAX 

2-6 

Reserved for Mbox 


255 

FF 


NVAX 

2-6 


3 Testability and diagnostic use only; not for software use in normal operation 
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Table 2-18 (Cont.): Processor Registers 


Register Name 

Number 

Mnemonic (Dec) (Hex) Type Impl 

Cat 

I/O Addrc 

Unimplemented 

100- 

3 



00FFFFFF 



See Table 2-17 

01000000- 

2 



FFFFFFFF 




Type: 

R = Read-only register 
RW = Read-write register 
W = Write-only register 

Impl(emented): 

NVAX = Implemented in the NVAX CPU chip 

System = Implemented in the system environment 

Vector = Implemented in the optional vector unit or its NDAL interface 

C at (e gory), class-subclass, where: 
class is one of: 

1 = Implemented as per DEC standard 032 

2 = NVAX-spedfic implementation which is unique or different from the DEC standard 032 implementation 

3 = Not implemented internally; converted to I/O space read or write and passed to system environment 

subclass is one of: 

1 = Processed as appropriate by Ebox microcode 

2 = Converted to Mbox IPR number and processed via internal IPR command 

3 = Processed by internal IPR command, then converted to I/O space read or write and passed to system environment 

4 = If virtual machine option is implemented, processed as in 1, otherwise as in 3 

5 = Processed by internal IPR command 

6 = May be block decoded; reference causes UNDEFINED behavior 

7 = Full interval timer may be implemented in the system environment Subset ICCS is implemented in NVAX CPU chip 
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2.13 I/O space Addresses 

As noted above, processor registers that are not implemented on the NVAX CPU chip are 
converted to I/O space reads or writes. Most of these IPRs are optional and may be implemented 
or not, as dictated by the needs of the system environment. The I/O space registers that must be 
implemented by the system environment are shown in Table 2-19. 


Table 2-19: I/O Space Registers 


I/O Space 
Address 



(Hex) 

Type 

Definition 

E0040000 

RO 

Powerup boot ROM address from which the first instruction is fetched. 

E1000100 

RO 

Interrupt acknowledge for an IPL 14 (hex) interrupt requested via the 
IRQ_L<0> pin. 

E 1000104 

RO 

Interrupt acknowledge for an IPL 15 (hex) interrupt requested via the 
IRQ_L<1> pin. 

E 1000108 

RO 

Interrupt acknowledge for an IPL 16 (hex) interrupt requested via the 
IRQ_L<2> pin. 

E100010C 

RO 

Interrupt acknowledge for an IPL 17 (hex) interrupt requested via the 
IRQ_L<3> pin. 

E1000110 

RW 

Location which invokes a write buffer flush in the system environment. 
When this location is read, the CPU is waiting for confirmation that the 
flush has completed. The returned data is ignored. 
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2.14 Revision History 


Table 2-20: 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

06-Mar-1989 

Release for external review. 

Mike Uhler 

15-Dec-1989 

Update for second-pass release. 

Mike Uhler 

20-Jul-1990 

Update to reflect implementation. 

Mike Uhler 

04-Dec- 1990 

Update after pass 1 PG. 
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Chapter 3 

NVAX Chip Interface 


3.1 Introduction 

The NVAX chip communicates through five interfaces: the NDAL (NVAX data-address lines), the I 
backup cache interface, the interrupt lines, the clocking interface, and the test interface. I 

This chapter begins by listing all the NVAX pins and giving a brief description of each. The rest of 
the chapter describes the NDAL protocol in detail. The other interfaces are described as follows: 
the backup cache interfaces in Chapter 13, the interrupt lines in Chapter 10, the test interface 
in Chapter 19, and the clocking interface in Chapter 17. I 

The NDAL is a 64-bit pended bidirectional bus which is used by the NVAX CPU to communicate 
with the system environment. The NDAL cycle time is three times longer than the NVAX CPU 
cycle time. The NVAX CPU cycle time is targeted to 14ns, making the NDAL cycle time 42 
ns. Binned CPU parts may run at 10ns, resulting in an NDAL cycle time of 30ns. The NDAL 
supports up to four (4) nodes with a maximum of one (1) NVAX CPU. In this spec, these four 
nodes are referred to as CPU (NVAX), I01_N0DE, I02_N0DE, and the memory interface. 

The NVAX CPU contains a writethrough primary cache and a writeback backup cache. The NDAL 
is designed to support the writeback cache and cache coherency in a multiprocessor system. 

NOTE 

IMPORTANT INFORMATION REGARDING THE NVAX CHIP INTERFACE IS ALSO 
CONTAINED IN Chapter 10 (The Interrupt Section), Chapter 13 (The Cbox), Chapter 17 
(Chip Clocking), AND Chapter 19 (Testability Micro-Architecture). THE READER 
MUST CONSULT THOSE CHAPTERS IN ORDER TO OBTAIN COMPLETE INFORMATION. 

3.2 NVAX CPU pinout 

The NVAX CPU chip contains the pins listed in Table 3—1. Following the table, each pin is 
described in more detail. 
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Table 3-1 : NVAX CPU pinout 

Pin 

I/O 1 

Type* 

Function 

Number 

Running 

Total 

NDAL SIGNALS (80 total) 8 

P%CPU_REQ_L 

O 

SS,1D1R 

NVAX Request 

1 

1 

P%CPU_HOLD_L 

O 

SS,1D1R 

NVAX Hold 

1 

2 

P%CPU_SUPPRESSJL 

O 

SS,1D1R 

NVAX Suppress 

1 

3 

P%CPU_GRANT_L 

I 

SS,1D1R 

NVAX Grant 

1 

4 

P%CPU_WB_ONLY_L 

I 

SS,1D1R 

Writeback Only 

1 

5 

P%ND AL_H<63 *)> 

IO 

T,4D4R 

Data/Addre86 Lines 

64 

69 

P%CMD_H<3:0> 

IO 

T,4D4R 

Command 

4 

73 

P%ID_H<2K)> 

IO 

T,4D4R 

Node Identification Lines 

3 

76 

P9cPAKITY_H<2 K)> 

IO 

T.4D4R 

NDAL Parity 

3 

79 

P9cACK_L 

IO 

OD.4D4R 

Acknowledge 

1 

80 


CLOCKS (15 total) 4 


P%OSCJH 

I 

SS,1D1R 

Oscillator, High. Asserted 

1 

81 

P%OSC_L 

I 

SS.1D1R 

Oscillator, Low Asserted 

1 

82 

P%OSC_TCl_H 

I 

SS,1D1R 

Test Clock/Timeout Clock 

1 

83 

P%OSC_TC2_H 

I 

SS.1D1R 

Test Clock 

1 

84 

P%OSC_TEST_H 

I 

SS,1D1R 

Test Clock Control 

1 

85 

P%PHI12_OUT_H 

0 

SS,1D4R 

NDAL PHI 12, Driven 

1 

86 

P%PHI23_OUT_H 

O 

SS,1D4R 

NDAL PHI23, Driven 

1 

87 

P%PHl34_OUT_H 

O 

SS,1D4R 

NDAL PHI 34, Driven 

1 

88 

P%PHl41_OUT_H 

0 

SS,1D4R 

NDAL PHI41, Driven 

1 

89 

P%PHI12_IN_H 

I 

SS,1D4R 

NDAL PHI 12, Received 

1 

90 

P%PHI23_IN_H 

I 

SS,1D4R 

NDAL PHI23, Received 

1 

91 

P%PHI34_IN_H 

I 

SS,1D4R 

NDAL PHI 34, Received 

1 

92 

P%PHI41_IN_H 

I 

SS,1D4R 

NDAL PHI41, Received 

1 

93 

P%ASYNC_RESET_L 

I 

SS,1D1R 

Reset Input to NVAX 

1 

94 

P%SYS_RESET_L 

o 

SS,1D3R 

Reset Output to System 

1 

95 

INTERRUPT AND ERROR SIGNALS (10 total) 

s 



P%MACHINE_CHECK_H 

o 

SS,1D1R 

Machine Check 

1 

96 

P%IRQ_L<3 K)> 

I 

OD,3DlR 

Interrupt Request Lines 

4 

100 

P%H_ERR_L 

I 

0D,3D1R 

Hard (unrecoverable) Error 

1 

101 

P%S_ERR_L 

I 

OD,3DlR 

Soft (recoverable) Error 

1 

102 

P%INT_TIM_L 

I 

SS,1D1R 

Interval Timer Request 

1 

103 

P%PWRFL_L 

I 

SS,1D1R 

Power Fail 

1 

104 

P%HALT_L 

I 

SS,1D1R 

Halt 

1 

105 
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Pin 

I/O 

T^pe 

Function 

Number 

Running 

Total 

BACKUP CACHE SIGNALS (133 total) 6 

P%TS_INDEX_H<20:5> 

o 

SS,1D6R 

Tag Store Index Lines 

16 

121 

P%TS_OE_L 

o 

SS,1D6R 

Tag Store Output Enable 

1 

122 

P%TS_WE_L 

o 

SS,1D6R 

Tag Store Write Enable 

1 

123 

P%TS_TAG_H<31:17> 

IO 

T,7D7R 

Tag Store Tag 

15 

138 

P%TS_ECC_H<5:0> 

IO 

T,7D7R 

Tag Store ECC 

6 

144 

P%TS_OWNED_H 

IO 

T,7D7R 

Tag Store Owned Bit 

1 

145 

P%TS_VALID_H 

IO 

T,7D7R 

Tag Store Valid Bit 

1 

146 

P%DR_INDEX_H<20:3> 

o 

SS,1D18R 

Data RAM Index Lines 

18 

164 

P%DR_OE_L 

o 

SS,1D18R 

Data RAM Output Enable 

1 

165 

P%DR_WE_L 

0 

SS,1D18R 

Data RAM Write Enable 

1 

166 

P9cD R_D ATA_H <6 3 :0> 

IO 

T,19D19R 

Data RAM Data Lines 

64 

230 

P%DR_ECC_H<7:0> 

IO 

T,19D19R 

Data RAM ECC 

8 

238 


TEST SIGNALS (23 total) 7 


P%TEST_DATA_H 

I 

SS,1D1R 

Test data input for microcode 
use. 

1 

239 

P%TEST_STROBE_H 

I 

SS,1D1R 

Test strobe for microcode use. 

1 

240 

P%DISABLE_OUT_L 

I 

SS,1D1R 

Disable NVAX Outputs 

1 

241 

P%TEMP_H 

0 

SS,1D1R 

NVAX Temperature Output 

1 

242 

P%TMS_H 

I 

SS,1D1R 

JTAG Test Mode Select 

1 

243 

P%TCK_H 

I 

SS,1D1R 

JTAG Test Clock 

1 

244 

P%TDI_H 

I 

SS,1D1R 

JTAG Serial Test Data Input 

1 

245 

P%TDO_H 

o 

SS,1D2R 

JTAG Serial Test Data Output 

1 

246 

P%PP_CMD_H<2 rf) > 

I 

SS,1D1R 

Parallel Test Port Command 

3 

249 

P%PP_D ATA_H<11 K>> 

o 

T,2D2R 

Parallel Test Port Data 

12 

261 


1 Indicates whether the pin is an NVAX CPU Input, Output, or Input/Output pin. 

2 Single Source is denoted by SS, Tristate by T, Open Drain by OD; #D indicates the maximum number of drivers and #R 
indicates the muTimnm number of receivers expected on the board. 


3 These pins are discussed in detail in this chapter. 

4 These pins are discussed in detail in Chapter 17 

5 These pins are discussed in detail in Chapter 10 

6 These pins are discussed in detail in Chapter 13 

7 These pins are discussed in detail in Chapter 19 
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3.2.1 NDAL Signals and Timing 

The functionality of the NDAL pins is described in detail in Section 3.3. The timing of the pins 
is shown in Figure 3-1, and the AC specs are given in Table 3—2. 

NOTE 

The timing of the NDAL signals is given relative to the NDAL clocks which are received 
by NVAX: P%PHI12_IN_H, P%PHI23_IN_H, P%PHI34JN_H, and P%PHI41_IN_ 

H. NVAX drivers were designed to meet this timing, taking the NDAL dock skew into 
account. (NDAL clock skew is covered in Chapter 17.) NVAX expects to receive signals 
which have been designed taking the clock skew into account; NVAX receivers account 
for no clock skew. 
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Figure 3-1: NDAL Pin Timing Relative to the NDAL CLOCKS 


-NDAL CYCLE- 
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P4 

PI 
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P4 

PI 

| P2 

1 P3 ! 

I I I I l l 


P%PHX12_IN_H 
P%PHI23_IN_H 
P%PHI34_IN_H 
P%PHI41 IN H 


P%ID H<2 : 0> 
P%PARITY H<2 : 0> 
P%NDAX H<63 : 0> 
P%CMD H<3 : 0> 


P%ID_H<2 : 0> 
P%PARITY_H<2:0> 
P%NE>AL H<€3 : 0> 
P%CMD H<3 : 0> 


As driven by NVAX CPU : 

Driven from P%PHI12_IN_H rising edge 
Released with P%PHX41_XN_H rising edge 


As received by NVAX CPU s | : : : 

Latch closes with P%PHX41_XN_H rising edge (latch open during phi23) 


As nulled low by NVAX CPU i nulled high uhrouerh board nullun resistor : 

NVAX pulls low w/?%?EI23_IN_E rising; NVAX releases with P%PEX23_IN_E falling 

yoooccocoooooocccodoooocoooocni^izk 

: As required by NVAX CPU 

: : Latch closes with P%PEI34_XN_S rising edgs 

: (latch open during phil2)~ :~ 


P%CPU_HOLD_L 
P%CPU SUPPRESS_L 
P%CPU REQ L 


P%CPU_WB ONLY L 
P%CPU GRANT L 


As driven by NVAX CPU : | 

Driven with P%PHX12_XN_H rising edgs 


As required by NVAX CPU : | : 
Latch closes with P%PHX41_XN_H rising edge 
(latch open during phi23) — I : 
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Table 3-2: NDAL AC timing specs 


Input Pin 

Setup Time 1 

Hold Time 

P%NDAL_H<63K)> 
P%CMD_H<3:0> 
P%ID_H<2:0> 
P%PARETY_H<2 H)> 

1 phase to P%PHI41_IN_H R 

P%PHI41_IN_H R + 2ns 2 

P%ACK_L 

0 ns to P%PHI34_INH R 

P%PHI34_IN_H R + 1 phase 

P%CPU_WB_ONXY_L 

P%CPU_GRANT_L 

0 ns to P%PHI41_IN_H R 

♦» 

P%PHI41_IN_H R + 1 phase 

»! 


Output Pin 

Drive Time 

Tristate Time 

P9cND AL_H<63 :0> 

P%PHI12 JN_H R + 2 phases 

P%PHI41_IN_H R + 1 phase 

P%CMD_H<3:0> 



PTcED_H<2K)> 

" 

ft 

P9cPARITY_H<2 :0 > 



P%ACK_L 

P%PHI23_INH R + 1 phase flow 
transition), P%PHI23_IN_H F + 3 
phases(high transition) 3 

- 

P%CPU_HOLD_L 

P%PHL12_IN_H R + 1 phase 

- 

P%CPU_SUPPRESS_L 

" 

- 

P%CPU_REQ_L 

tf 

- 

means the rising edge of the dock is used; F means the falling edge of the dock is used. 

2 The 2ns hold time requirement on the NDAL is as follows: the data does not have to be actively driven for this amount 
of time if the driver ensures that the values will be capacitively held on the bus for 2ns past the phi4 rising edge. 

8 P%ACK_L is pulled up through a resistor in the system; the same must be done on the test load board. 


3.2.1 .1 P%CPU_REQ_L 

NVAX asserts P%CPU_REQ_L to request the NDAL for the following cycle. P%CPU_REQ_L 
is a unidirectional signal from NVAX to the arbiter. 
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3.2.1 .2 P%CPU_HOLD_L 

The NVAX CPU asserts P%CPU_HOL*D_L in order to drive the NDAL on consecutive cycles. 

3.2.1 .3 P%CPU_SUPPRESS_L 

NVAX asserts P%CPU_SUPPRE SS_L in order to suppress new NDAL transactions. While 
P%CPU_SUPPKESS_L is asserted, only fills and writebacks are allowed to proceed from non- 
CPU nodes. 

3.2.1 .4 P%CPU_GRANT_L 

P%CPU_GRANT_L is asserted to notify NVAX that it must drive the NDAL during the following 
cycle. 


3.2.1 .5 P%CPU_WB_ONLY_L 

When the system asserts P%CPU_WB_0 NLY_L, NVAX only issues WDISOWN or NOP commands. I 

3.2.1 .6 P%NDAL_H<63:0> 

NVAX uses P9cNDAL_H<63:0> to transfer address and data information to and from the system. 

3.2.1 .7 P%CMD__H<3:0> 

The P%CMD_H<3:0> lines contain the NDAL command during any given cycle. NVAX drives 
and receives these lines. 

3.2.1 .8 P%ID_H<2:Q> 

NVAX drives and receives P%LD_H <2 :0> , which contain the node identification number for every 
cycle. These lines identify which node is driving the NDAL or which node is to receive the NDAL, 
depending upon the current command. 

3.2.1 .9 P%PARITY_H<2:0> 

NVAX drives and receives P%PARITY_H<2:0>, which contains parity computed over P%NDAL_ 
H<63:0>, P%CMD_H<3:0> and P%ID_H<2K)> during every NDAL cycle. 

3.2.1.10 P%ACK_L 

NVAX asserts P%ACK_L when it has received a fill data cycle. NVAX receives P%ACK_L as an 
acknowledgement that its outgoing cycle was successfully received. It also receives P%ACK_L 
for cycles which it did not drive on the NDAL, as a way of detecting inconsistent parity errors. 

An inconsistent parity error is where NVAX detects a parity error on the NDAL and also notices 
that P%ACK_L was asserted for that cycle. 

P%ACK_L is an open drain signal which is pulled high (deasserted) by an external resistor on 
the board. 
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3.2.2 Clocking signals 

The NVAX CPU chip generates four two-phase clocks which are distributed to the system. These 
clocks are also distributed back to itself, which minimizes skew between NVAX and the other 
chips on the NDAL. Each NDAL cycle is three CPU cycles long. 

The clocking signals are described in detail in Chapter 17. 

3.2.2.1 P%OSC_H, P%OSC_L 

P%OSC_H and P%OSCJL are complementary oscillator inputs to NVAX. They are used to gen- 
erate on-chip clocks and system docks. When P%OSC_TEST_H is deasserted, P%OSC_H and 
P%OSC_L are used to generate NVAX docks. 

3.2.2.2 P%OSC_TC1_H, P%OSC_TC2_H 

P%OSC_TCl_H and P%0 SC_TC2_H are oscillator inputs to NVAX for use during testing only. 
When P9cOSC_TEST_H is asserted, P%OSC_TCl_H and P%OSC_TC2_H are used to generate 
NVA£ clocks. 

P%OSC_TCl_H and P%OSC_TC2_H are 90 degrees out of phase with each other, and areXOR’d 
internally to produce an internal clock which runs at twice the speed. This allows NVAX to run 
at full speed while the input docks are running at half speed. 

P9cOSC_TCl_H is also used as an input to the Ebox base timeout counter as an alternate dock 
for the timeout counter. Normally, the base counter is run from the internal NVAX clock; if the 
system designer wants to lengthen the timeout values used by NVAX, the base counter may be 
configured to run from P%0 SC_TC 1_H instead. P9cO SC_TC 1_H is synchronized to the internal 
NVAX clocks in order to be used for this purpose. 

3.2.2.3 P%OSC_TEST_H 

P%0 SCJTE ST_H is a control pin which determines which oscillator inputs are used by the dock 
generators. When P%OSC_TEST_H is deasserted, P%OSC_H and P%OSC_L are used; when 
P%0 SCJTE ST_H is asserted, P%OSC JTC 1_H and P%OSC_TC2_H are used. 

3.2.2.4 P%PHI12__OUT_H, P%PHl23_OUT_H, P%PH134_0UT_H, P%PHI41_OUT_H 

These two-phase overlapping docks are driven from the NVAX chip to all nodes on the NDAL, 
including back to NVAX itself. 

3.2.2.5 P%PHI12JN_H, P%PHI23JN_H, P%PHI34JN_H, P%PHI41_IN_H 

These NVAX pins are used to receive the NDAL clocks, which are driven from P%PHI12_OUT_ 
H, P%PHI23_OUT_H, P%PHI34_OUT_H, and P%Pffl41_OUT_H. 

3. 2.2. 6 P%ASYNC_RESET_L 

P%ASYNCJELESET_L is an asynchronous input to NVAX which is used to generate an internal 
reset signal as well as P%SYS_RESET_L. 
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Z.2.2.7 P%SYS_RESET_L 

NVAX drives P%SYS_RESET_L to notify all NDAL receivers to reset. It is deasserted syn- 
chronously with the NDAL docks. 

3.2.3 Interrupt and Error Signals 

The interrupt and error signals are described in detail in Chapter 10. 

3.2.3.1 P%MACHINE_CHECK_H 

The assertion of P%MACHXNE_CHECK_H indicates that the CPU is in a machine check se- 
quence. This signal may be wired to an LED on the board. (The pin is not able to drive the LED 
directly.) It will flicker during a normal machine check. If the CPU never comes out of machine 
check, the LED will stay lit and indicates to Field Service that the board needs to be replaced. 

3.2.3.2 P%IRQ_L<3:0> 

The P9bIRQ_L<3 :0 > lines provide a general-purpose interrupt request facility to interrupt the 
NVAX CPU. These four external interrupt request lines correspond to interrupt requests at IPLs 
17, 16, 15, and 14 (hex). P9bIRQ_L<3> corresponds to IPL 17, P9cERQ_L<2> corresponds to IPL 
16, P%ntQ_L<l> corresponds to IPL 15, and P%IRQ_L<0> corresponds to IPL 14. These lines 
are level-sensitive, NOT edge sensitive. Once a node asserts its interrupt line, it should keep it 
asserted until NVAX services the request. 

P%IRQ_L<3:0> are asynchronous inputs to NVAX and are not expected to operate with any fixed 
relationship to the NDAL timing. 

3.2.3.3 P%H_ERR_L 

P%H_ERR_L is used to notify NVAX of an error condition in the system which has corrupted 
machine state. These errors usually cannot be corrected by any retry mechanism. 

If at all possible, NDAL errors should be reported using the transaction level error reporting 
mechanisms (not asserting P%ACK_L or using the Read Data Error command). If this is not 
possible, P%H_EKR_L or P%S_ERR_L may be used. When P%HJERR_L is asserted, NVAX 
will take a Hard Error Interrupt at IPL ID (hex). 

P%H_ERR_L is an asynchronous input to NVAX and is not expected to operate with any fixed 
relationship to the NDAL timing. 

3.2.3.4 P%S_ERR_L 

The assertion of P%S_ERJEt_L indicates that an error which did not affect instruction execu- 
tion has been detected in the system environment. For example, if an NDAL node uses the 
BADWDATA because of an uncorrectable error in its cache, it would also assert P%S_ERR_L to 
notify NVAX of the event. When it recognizes the assertion of P%S_ERR_L, NVAX takes a Soft 
Error Interrupt at IPL 1A (hex). 

P%S_ERR_L is an asynchronous input to NVAX and is not expected to operate with any fixed 
relationship to the NDAL timing. 
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3. 2.3.5 P%INT_TIM_L 

The assertion of P%INTJilMJL indicates that the interval timer period has expired. 

P%INT_TIM__L is an asynchronous input to NVAX and is not expected to operate with any fixed 
relationship to the NDAL timing. 

3.2.3.6 P%PWRFL_L 

The assertion of P%PWKFL_L informs the CPU of an impending power failure. 

P%PWKFL_L is an asynchronous input to NVAX and is not expected to operate with any fixed 
relationship to the NDAL timing. 

3.2.3.7 P%HALT_L 

The assertion of P%HALTJL causes the CPU to enter the console at IPL IF (hex) at the next 
macroinstruction boundary. 

P%HALTJL is an asynchronous input to NVAX and is not expected to operate with any fixed 
relationship to the NDAL timing. 

3.2.4 Cache interface signals 

These pins are described in detail in Chapter 13. The timing of the pins is shown in Figure 3—2. 

NOTE 

The timing of the Bcache interface signals is given relative to the INTERNAL NVAX 
clocks. 

3.2.4.1 P%TSJNDEX_H<20:5> 

P%TS_INDEX_H<20:5> drive the address lines of the backup cache tag RAMs, thus indexing 
into one row of the tag store. 

3.2.4 .2 P%TS_OE_L 

This pin is connected to the output enable pins of the backup cache tag store RAMs. When NVAX 
asserts P%TS_OE_L, the RAMs are enabled to drive P%TS_TAG_H<31:17>, P%TS_VALTT)_H, 
P%TS_OWNED_H, and P%TS_ECC_H<5:0>. 


3.2.4 .3 P%TS_WE_L 

This pin is connected to the write enable pins of the backup cache tag store RAMs. When 
NVAX asserts P%TS_WE_JL, the RAMs are enabled to write the information on P9©TS_TAG_ 
H<31:17>, P%TS_VALrD_H, P%TS_OWNED_H, and P%TS_ECC_H<5:0>, which NVAX drives 
when P%TS_WE_L is asserted. 
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Figure 3-2: Bcache Pin Timing Relative to INTERNAL NVAX Clocks (14ns system) 
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z m m umzn m. mi mu d mmp - — 


Tristate at beginning of phi4 
to allow NVAX to drive 



P%DR INDEX H<20:3> 


P%DR OE L 


P%DR_WE_L 
P%DR WE L 


P%DR_ECC_H<7 : 0> 
P%DR DATA H<63:0> 


)oooooooooooooooooc>oo(xz=: 

j c 8 . Ons 

Driven by NVAX at the beginning of phi3 


8 . Ons 


As driven by NVAX : 

Asserted at beginning of phil, 


/rmmrrnjrrmmr 

pe 8 . Ons 


de asserted at beginning of phi4 




-8 . 0ns- 


As driven by NVAX : : 

Asserted at beginning of phi3, 


/7777/77/777/7/777777T 


-8 . 0ns- 

de asserted at beginning of phil 


As driven by NVAX : 

Driven at beginning of phi4 ; 


X>OOOOOOOOOOOOOOOOOOOOC 

— — 8 . 5ns ' H 


write ■ ■ 

: 1 . 5ns - i » | }«e- 


P %DR_ECC_B<7 : o> )OOOOOOOOOOOOOOOOCZ read data 

P%DR_DATA_B<63 : 0> As required by NVAX : 

Valid at beginning of phi2 


Tristated at beginning of phi4 


Tristate at beginning of phi 4 
to allow NVAX to drive : 


NOTE: All drive times are shown as simulated in the XNP board environment with typical (14ns) NVAX 
parts; drive times in other environments and with non-typical NVAX parts will differ. The diagram 
assumes a 14 -ns NVAX cycle. 
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3.2.4.4 P%TS_TAG_H<31 :17> 

P%TS_TAG_H<31 : 1 7> carry the tag which is written to and read from the backup cache tag 
store. Each of these pads is built with an internal resistor so that if the tag bit is not used in a 
particular system, the pin value as seen by the Cbox is 0. For example, a machine which runs 
only in 30-bit mode does not need to connect P%TS_TAG_H<31:29> to the backup cache. 

3.2.4 .5 P%TS_ECC_H<5 :0> 

P%TS JECC_H<5:0 > carry the error correcting code which is written to and read from the backup 
cache tag store. 

3.2.4.6 P%TS_0 WNED_H 

P%TS_OWNED_H carries the OWNED bit which is written to and read from the backup cache 
tag store. 

3.2.4.7 P%TS_VALID_H 

P%TSJVALED_H carries the VALID bit which is written to and read from the backup cache tag 
store. 


3.2.4.8 P%DRJNDEX_H<20:3> 

P%DR_INDEX_H<2©:3> drive the address lines of the backup cache data RAMs, thus indexing 
into one row (one quadword) of the cache. 

3.2.4 .9 P%DR_OE_L 

This pin is connected to the output enable pins of the backup cache data RAMs. When NVAX 
asserts P%DR_OE_L, the RAMs are enabled to drive P%DR_DATA_H<63:0> and P%DR_ECC_ 
H<7:0>. 

3.2.4.10 P%DR_WE_L 

This pin is connected to the write enable pins of the backup cache data RAMs. When NVAX asserts 
P%DR_WE_L, the RAMs are enabled to write the information on P%DR_DATA_H<63:0> and 
P%DR_ECC__H<7 :0>, which NVAX drives when P%DR_WE_L is asserted. 

3.2.4.11 P%DR__DATA_H<63:0> 

P%DRJDATA_H<63 :0> carry the cache data which is written to and read from the backup cache. 

3.2.4.1 2 P%DR_ECC_H<7:0> 

P%DRJECC_H<7 :0 > carry the error correcting code which is written to and read from the 
backup cache data RAMs. 
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3.2.5 Test Pins 

These pins are covered in more detail in Chapter 19. 

3.2.5.1 P%TEST_DATA_H 

TEST_DATA_H is an asynchronous input pin which may be used by microcode. It is pulled high 
internally so that if it is not used, it does not have to be connected on the board. 

3.2.5 .2 P%TEST_STRO BE_H 

TEST_STROBE_H is an asynchronous input pin which may be used by microcode. It is pulled 
high internally so that if it is not used, it does not have to be connected on the board. 

3.2.5.3 P%Dl S A B LE_0 UT_L 

When P%DISABLE_OUT_L is asserted, NVAX does not drive any of its Input/Output or Output 
pins, including the NDAL clock outputs (P%PHI12_OUT_H, P%PHI23_OUT_H. P%PHI34_ 
OUT_H and PVcPHI41_OUT_H). 

This functionality is used only during test. 

3 .2.5 .4 P%TEMP_H 

P%TEMP_H is an output pin to be used in test to determine when the NVAX CPU chip is at 
thermal equilibrium. The voltage on this pin will vary between VDD_I and VSS_I, depending on 
chip temperature, but the temperature to voltage transfer function will not be specified. 

As the chip heats up the voltage on the pin will fall, and once the chip is at thermal equilibrium 
the voltage will remain at some value below VDD_I. This voltage will be monitored by the tester, 
and testing will commence only when the voltage stops changing, indicating that the chip is at 
thermal equilibrium. 

3.2.5 .5 P%TMS_H 

P%TMS_H is the JTAG test mode select input. It is pulled high by an on-chip resistor when it 
is not being driven externally. 

3.2.5 .6 P%TCK_H 

P%TCK_H is the JTAG test dock. It is pulled low by an on-chip resistor when it is not being 
driven externally. 

3.2.5 .7 P%TDI_H 

P%TDI_H is the JTAG serial test data input. It is pulled high by an on-chip resistor when it is 
not being driven externally. 


DIGITAL CONFIDENTIAL 


NVAX Chip Interface 3-13 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


3.2.5.8 P%TDO_H 

P%TDO_H is the JTAG serial test data output. 

3.2.5.9 P% P P_CM D_H<2 :0> 

P%PP_CMD_H<2:0> provides the NVAX parallel port a command indicating the current function 
of the parallel port. 

3.2.5.10 P%PP_DATA_H<1 1 :0> 

P%PP_DATA_H<11:0> are output pins for reading test data from NVAX. 
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3.3 TheNDAL 

The NDAL is a 64-bit limited length, pended, synchronous bus -with centralized arbitration. 
Several transactions can be in progress at a given time, allowing highly efficient use of bus 
bandwidth. Arbitration and data transfers occur simultaneously. The bus uses multiplexed data 
and address lines. The NDAL supports quadword, octaword and hexaword reads and writes to 
memory and I/O space. 

The NDAL supports up to four (4) nodes with a maximum of one (1) NVAX CPU. In this spec, these 
four nodes are referred to as CPU (NVAX), I01_N0DE, I02_NODE, and the memory interface. 

Thirty nanoseconds is the minimum NDAL cycle time being considered for a binned CPU. 
Operating at 30ns, the NDAL has a raw bandwidth of 267 Mbytes/second. At 42ns, the NDAL 
has a raw bandwidth of 190 Mbytes/second. The usable bandwidth, which depends on transaction 
length, is shown in Table 3—3 and Table 3—4. 


Table 3-3: NVAX DAL Bandwidth at 30ns 


Operation 

Bandwidth 

Quadword Read 

133.0 Mbytes/sec 

Octaword Read 

178.0 Mbytes/sec 

Hexaword Read 

213.0 Mbytes/sec 

Quadword Write 

133.0 Mbytes/sec 

Octaword Write 

178.0 Mbytes/sec 

Hexaword Write 

213.0 Mbytes/sec 

Table 3 - 4 : NVAX DAL Bandwidth at 42ns 

Operation 

Bandwidth 

Quadword Read 

95.0 Mbytes/sec 

Octaword Read 

127.0 Mbytes/sec 

Hexaword Read 

152.0 Mbytes/sec 

Quadword Write 

95.0 Mbytes/sec 

Octaword Write 

127.0 Mbytes/sec 

Hexaword Write 

152.0 Mbytes/sec 


Table 3-5 details each NDAL signal. Where All is indicated for Drivers and Receivers, all four 
possible NDAL nodes drive or receive the signal. 
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Table 3-5: NPAL Signals 


Signal 

Type 1 

Drivers 

Receivers 

Function 

Arbitration signals 

P%CPU_REQ_L 

SS 

NVAX 

Arbiter 

NVAX requests the bus. 

I01_REQ_L 

SS 

I01_N0DE 

Arbiter 

I01_N0DE requests the bus. 

I02_REQ_L 

SS 

I02.N0DE 

Arbiter 

I02_N0DE requests the bus. 

P%CPU_HOLD_L 

SS 

NVAX 

Arbiter 

Extends P%CPU_GRANT_L. 

I01_HOLD_L 

SS 

IOl.NODE 

Arbiter 

Extends 10 1_ GRANT. 

I02_H0LD_L 

SS 

I02_N0DE 

Arbiter 

Extends I02_GRANT. 

P%CPU_GRANT_L 

SS 

Arbiter 

NVAX 

Grants NVAX the bus. 

IO!_GRANT_L 

SS 

Arbiter 

I01_N0DE 

Grants I01_N0DE the bus. 

I02.GRANTJL 

SS 

Arbiter 

I02.NODE 

Grants I02_N0DE the bus. 

P9cCPU_ SUPPRE S S_L 

SS 

NVAX 

Arbiter 

Suppresses all but writebacks and fills. 

P%CPU_WB_ONLY_L 

SS 

Arbiter 

NVAX 

Limits NVAX to doing only Disown Writes 
or NOPs. 

I01_SUPPRESS_L 

SS 

I01_N0DE 

Arbiter 

Suppresses all but writebacks and fills. 

I01_WB_0NLY_L 

SS 

Arbiter 

IOl.NODE 

I01_N0DE may only do Disown Writes 
and fills. 

I02_SUPPRESS_L 

SS 

I02.N0DE 

Arbiter 

Suppresses all but writebacks and fills. 

I02_WB_ONLY_L 

SS 

Arbiter 

I02.N0DE 

I02_NODE may only do Disown Writes 
and fills. 


Data, address, and command signals 


P%NDAL_H<63 K)> 

T 

All 

All 

Multiplexed data and address lines. 

P%CMD_H<3:0> 

T 

All 

All 

Command being performed this cycle. 

P%ID_H<2K)> 

T 

All 

All 

Commander identification for the transac- 
tion. 

P%PARITY_H<2K)> 

T 

All 

All 

Parity for P%NDAL__H, P%CMD_H, and 
P%IDJH. 

P%ACK_L 

OD 

All 

All 

NDAL acknowledgement of receipt. 


Clock signals 


P%SYS_RESET_L 

SS 

NVAX 

All but NVAX Resets all nodes. 

PHtl2_H 


SS 

NVAX 

All 

PHI12 clock for all bus residents. 

PHI23_H 


SS 

NVAX 

All 

PHI23 clock for all bus residents. 

PHI34_H 


SS 

NVAX 

All 

PHI34 clock for all bus residents. 

PHI41.H 


SS 

NVAX 

All 

PHI41 clock for all bus residents. 


1 indicates whether the pin is Single Source (SS), THstate (T), or Open Drain (OD) 
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3.3.1 Terms 

In order to clearly describe the transactions which occur on the NDAL, the following terms are 

used: 

• Node - A node is a hardware device that connects to the NDAL. The largest NDAL system 
configuration will support 4 nodes. 

• Transfer - A transfer is the smallest quantum of work that occurs on the NDAL. Typical 
examples of transfers are the address cycle of a read, the address cycle of a write, and each 
data cycle of a write. 

• Transaction - A transaction is composed of one or more transfers. Transaction is the name 
given to the logical task being performed (e.g., read); in the case of the read specifically, the 
transaction consists of a command transfer followed some time later by a return data transfer. 
See Commander, Responder, Transmitter, and Receiver below. 

• Commander - The commander is the node that initiated the transaction in progress. In 
any 7 write transaction, the commander is the node that requested the write; for reads, the 
commander is the one who requested the data. The distinction of being the commander in a 
transaction holds for the duration of the transaction in spite of the fact that in some cases it 
might appear that the commander changes. A case in point is where the commander initiates 
a read transaction. It is the responder (data source) that initiates the return data transfer, 
but the node that requested the data is still the commander. 

• Responder - The responder is the complement to the commander in a transaction. 

• Transmitter - The transmitter during an NDAL cycle is the node that is driving the in- 
formation on the NDAL. Using the read transaction as an example, the commander is the 
transmitter during the command transfer; during the return data transfer the commander is 
the receiver. 

• Receiver - The receiver receives the data being moved during a transfer. 

• Naturally Aligned - Refers to a data quantity whose address could be specified as an offset, 
from the beginning of memory, of an integral number of data elements of the same size. The 
lower address bits of a piece of naturally aligned data are zero. 

• ETM - Error Transition Mode. The backup cache enters Error Transition Mode when an error 
occurs. While in ETM, the state of the backup cache is preserved as much as possible. It 
continues to service requests to blocks which it owns, since those contain the only valid copy 
of data in the system. ETM is described completely in Chapter 13. 

• Address cycle - The cycle during which the address of the transaction is transmitted on the 
NDAL. This is the first cycle of a read or write. 

• Data cycle - A cycle during which the NDAL transfers data. These include data cycles of a 
write and fill data cycles. 

• Read Data Return - This is the command used during a cycle in which a responder is returning 
read data to a commander. These cycles are also referred to as fills. 


DIGITAL CONFIDENTIAL 


NVAX Chip interface 3-17 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


3.3.2 NDAL Clocking 

The NDAL is a four-phase bus. NVAX drives four two-phase overlapping docks to the other chips 
on the NDAL as well as back to itself, as shown in Table 3—6. 


Table 3-6: NDAL clocks 


NVAX output pin 

NDAL dock 

NVAX input pin 

P%PHLL2_OUT_H 

PHI12_H 

P%PHH2_IN_H 

P%Pffl23_OUT_H 

PHI23_H 

P%Pffl23_EN_H 

P%PHl34_OUT_H 

PHI34_H 

P%PHI34_IN_H 

P%PHl41_OUT_H 

PHI41JH 

P%PHI41JN_H 


See Chapter 17 for more details. 

3.3.3 NDAL Arbitration 

The NDAL protocol can architecturally support up to 4 nodes, which consist of one NVAX CPU 
and three interfaces to memory or I/O. This spec assumes one interface to memory and two 
interfaces to I/O. The I/O interfaces are referred to as I01_N0DE and I02_N0DE. The non-CPU 
nodes may or may not contain caches. 

At a given time, any or all of the nodes may desire the use of the NDAL. Arbitration cydes occur 
in parallel with data transfer cydes using a set of lines dedicated specifically for arbitration. 

Figure 3-3 shows the connection of the arbitration signals on the fully-configured NDAL. This 
arbitration scheme assumes that the arbiter is built into the memory interface. If the arbiter 
were built as a separate chip, the memory interface would need its own request, hold, grant, 
suppress, and wb_only lines. When the arbiter is built into the memory interface, the memory 
interface can withhold grant if its input queues are filling up. 
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Figure 3-3: NDAL Arbitration Block Diagram 
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The following sections describe the NDAL arbitration signals. 

3.3.3.1 NDAL Arbitration Signals 

3.3.3.1 .1 P%CPU_REQJL 

NVAX asserts P%CPU_REQ_L to request the NDAL for the following cycle. P%CPUJKEQJL 
is a unidirectional signal from NVAX to the arbiter. 

3.3.3.1.2 !01_REQ_L 

I01_N0DE, an interface node, asserts I01JREQJL when it wants to drive the NDAL. IOIJREQJL 
is a unidirectional signal from I01_N0DE to the arbiter. 
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3.3.3.1.3 I02_REQ_L 

I02_N0DE, an interface node, asserts I02_REQ_L when it wants to drive the NDAL. I02_REQ_L 
is a unidirectional signal from I02JNODE to the arbiter. 

3.3.3.1 .4 P%CPU_HOLD_L 

The NVAX CPU asserts P%CPU_HOL2)JL in order to gain access to the NDAL for consecutive 
cycles. The NVAX CPU only asserts P%CPU_HOLD_L when P%CPU_GRANTJL is asserted; 
it never asserts P%CPU_HOLD_L unless P%CPU_GRANT_L is asserted. Assertion of 
P%CPU JHOLD_L guarantees that NVAX may retain ownership of the NDAL in the next cycle, 
independent of the value of any other outstanding requests. The arbiter must grant the bus to 
the CPU if the CPU asserts P%CPU_HOLD_L. 

P%CPU_HOLD_L is used for multicycle transfers, allowing NVAX to acquire consecutive cycles. 
NVAX asserts P9cCPU_HOLD_L for hexaword Disown Write transactions, in order to transfer 
the four quadwords of data consecutively and directly after the address cycle; and for quadword 
Write or Disown W’rite transactions, in order to transfer the one quadword of data directly after 
the address cycle. NVAX never asserts P%CPU_HOLD_L for more than four contiguous cycles. 

3.3.3.1.5 I01_H0LD_L 

I01_H0LD_L is analogous to P%CPU_HOLD_L. It performs HOLD functionality for 
IOl.NODE. 

I01_N0DE may not assert I01_H0LD_L unless 1 0 1_GRANT_L is asserted during the current 
NDAL cycle. Assertion of I01_H0LD_L guarantees that I01_N0DE may retain ownership of the 
NDAL in the next cycle, independent of the value of any other outstanding requests. The arbiter 
must grant the bus to I01_N0DE if it asserts I01_H0LD_L. 

I01_H0LD_L signal is used for multicycle transfers, allowing I01_N0DE to acquire consecutive 
cycles. In a hexaword write transaction, for instance, I01_NODE asserts I01_H0LD_L in order 
to transfer the four quadwords of data consecutively. I01_H0LD_L may also be used to transfer 
Fill data in consecutive cycles. I01_HOLD_L may be asserted for a maximum of four contiguous 
cycles. 


3.3.3.1 .6 I02_H0LD_L 

I02_H0LD_L is analogous to IOIJHOLDJL. It performs HOLD functionality for I02_N0DE. 

3.3.3.1 .7 P%CPU_SUPPRESS_L 

NVAX asserts P%CPU_SUPPKESS_L in order to suppress new NDAL transactions which NVAX 
treats as cache coherency requests. It does this when its two-entry cache coherency queue (the 
NDAL_IN_QUEUE ) is in danger of overflowing. 

During the cycle when P%CPU_SUPPRESS_L is asserted, NVAX will accept a new transaction. 
NVAX requires transactions in the following cycle to be suppressed. 
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While P%CPU_SUPPRESS_L is asserted, only fills and writebacks are allowed to proceed 
from non-CPU nodes. The CPU may continue to put all transactions onto the bus (as long 
as p%CPU_WB_ONLY_L is not asserted). Because the NDAL_EN_QUEUE is full and takes the 
highest priority within the Cbox, NVAX is mostly working on cache coherency transactions while 
P%CPU_SUPPRESS_L is asserted, which may cause NVAX to issue WDISOWNs on the NDAL. 
However, NVAX may and does issue any type of transaction while P%CPU_SUPPRESS_L is 
asserted. 

3.3.3.1.8 I01_SUPPRESS_L 

I01_N0DE can suppress new transactions on the NDAL by asserting I01_SUPPRESS_L. Fills 
and writebacks will proceed as usual. 

3.3.3.1 .9 I02_SUPPRESS _L 

I02_N0DE can suppress new transactions on the NDAL by asserting I02_SUPPRESS_L. Fills 
and writebacks will proceed as usual. 

3.3.3.1 .1 0 P%CPU_G R ANT_L 

P%CPU_GRANT_L is asserted to notify NVAX that it must drive the NDAL during the following 
cycle. When P9eCPU_GRANT_L is asserted, NVAX must drive the bus with a valid command 
and correct parity. If NVAX did not request the NDAL, it drives the bus with a NOP. It only 
drives a non-NOP command if it actually requested the NDAL in the previous cycle. 

If NVAX asserts P%CPU_HOLDJL, P%CPU_GRANT_L must be asserted in the next cycle. 

3.3.3.1.11 I01_GRANT_L 

The arbiter asserts 1 0 1_GRANT_L when I01_N0DE is permitted to drive the bus. When 
1 0 1_GRANT_L is asserted, I01_N0DE must drive the bus with a valid command and correct 
parity. If I01_H0LD_L is asserted, 1 0 1_GRANT_L must be asserted in the next cycle. 

3.3.3.1.12 I02__GRANT_L 

I02_GRANT_L is analogous to 1 0 1_GRANT_L . It grants the bus to I02_N0DE. 

3.3.3.1 .1 3 P%CPU_WB_ONLY_L 

When P%CPU_WB_ONLY__L is asserted, NVAX will only issue Write Disown or NOP commands, 
including Write Disowns due to Write Unlocks when the cache is off or in ETM. Otherwise, NVAX 
will not issue any new requests. During the cycle in which P%CPU_WB_ONLY_L is asserted, 
the system must be prepared to accept one more non-writeback command from the CPU. Starting 
with the cycle following the assertion of P%CPU_WB_ONLY_L, NVAX will only issue writeback 
commands. 
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3.3.3.1.14 101 _WB_ONLY_L 

I01_WB_0NLY_L is driven by the arbiter and received by I01_N0DE. When I01_WB_0NLY_L 
is asserted, IOX_NODE only arbs for the bus in order to return fills or disown writes. It does not 
initiate any new transactions. 

3.3.3.1 .1 5 1 02_WB_0 N LY_L 

1 02_WB_0NLY_L is driven by the arbiter and received by I02_N0DE. When 1 02_ WB_ ONLY_L 
is asserted, I02_N0DE only arbs for the bus in order to return fills or disown writes. It does not 
initiate any new transactions. 


3.3.3.2 NDAL Arbitration Timing 

The timing for NDAL arbitration is shown in Figure 3—4. There are several critical spots to note 
in the diagram. The arbiter receives the request lines by the end of PI. It must drive the grant 
lines to valid values by the end of P3. It has two phases to calculate arbitration and to drive the 
grant lines across the board. 

In the fastest system (10ns NVAX), the arbiter has 15ns after receiving the request lines to 
arbitrate and to drive the grant lines. Board simulations for one system show that driving the 
grant lines will take about half that time. 

From the time a bus driver receives its grant line, it has three phases to drive P9cND AL_H<63:0> , 
P%CMD_H<3 :0>, P%ID_H<2:0>, and P9cPARITY_H<2:0> to valid levels. 

From the time the NDAL is valid on its pins, the receiver has four phases to compute parity and 
to assert P%ACKJL. 
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3.3.3.3 NDAL Suppress and Its Timing 

When any node asserts its suppress line, no transactions other than writebacks or fills must be 
driven onto the bus, starting in the following cycle. For example, when P%CPUJSUPPRESSJL 
is asserted, the arbiter can accomplish this in the following way if P%CPU_SUPPRESS_L is 
asserted during cycle 0, the arbiter does not grant the bus to any node, with the possible exception 
of the CPU, in cycle 0. At the same time it asserts IO l_WB_ONLY and 1 02_WB_0NLY. In cycle 
1, the arbiter continues to perform bus arbitration as it normally would, but now IO!_NODE and 
I02_N0DE recognize the assertion of their respective WB_ONLY lines, and they do not request 
the bus except for fills and writebacks. 

From this, it may be seen that the assertion of P%CPU_SUPPRESS_L causes the arbiter 
to assert I O l_WB_ONLY_L and I02_WB_0NLY_L; the assertion of I01J3UPPRESSJL causes 
the arbiter to assert P%CPU_WB_0 NLY_L and 1 02_ WB_ONLY_L ; and the assertion of 
1 02_SUPPRESS_L causes the arbiter to assert P%CPU_WB_ONLY_L and I O l_WB_ONLY_L. 

The timing for suppression of the bus is shown in Figure 3-5. In this example, the CPU suppresses 
the bus by asserting P%CPU_SUPPRESS_L, which is valid at the end of PI in NDAL cycle 0. 
The arbiter immediately asserts IO l_WB_ONLY_L and 1 02_ WB_ONLY_L, which are valid by 
the end of P3 in the same cycle. This notifies I01_N0DE and I02_N0DE that they should not 
arbitrate for the bus for new transactions, only for writebacks and fills. (If the IO chip cannot 
suppress its request line quickly enough, it may drive NOPs onto the NDAL if it gets GRANT, 
instead of withdrawing its request in the first cycle.) Accordingly, in NDAL CYCLE 1 as shown 
in the diagram, I01_REQ_L is deasserted by I01_N0DE, since it has a read or a write request 
to do. I02_REQ_L remains asserted because I02_N0DE has a fill to do. 

During the cycle in which P%CPU_SUPPRESS_L is asserted, the arbiter does not grant to any 
node with the exception of the CPU. Since it is the one suppressing the bus it should be allowed 
to continue issuing transactions on the bus. 

If a node had its HOLD line asserted and it had been granted the bus in the cycle before, it 
WOULD get grant under suppress. The rules for HOLD override the rules for SUPPRESS. 

In NDAL CYCLE 1, the bus is granted to I02_N0DE which has arb’d to do its fill. The fill is 
driven in NDAL cycle 2. 

3.3.3 .4 NDAL Arbitration Rules 

The rules of arbitration are as follows: 

1. Any node may assert its request line during any cycle. 

2. A node’s grant line must be asserted before that node drives the NDAL. 

3. An NDAL driver may only assert its HOLD_L line if it has been granted the bus for the 
current cycle. 

4. If a node has been granted the bus, and it asserts HOLD, it is guaranteed to be granted the 
bus in the following cycle. 

5. HOLD may only be used in two cases: (a) to hold the bus for the data cycles of a write; (b) to 
send consecutive fill cycles. 
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6. HOLD must be used to retain the bus for the data cycles of a write, as the data cycles must 
be contiguous with the write address cycle. 

7. HOLD must not be used to retain the bus for new transactions, as arbitration fairness would 
not be maintained. 

8. If a node requests the bus and is granted the bus, it must drive the NDAL during the granted 
cycle with a valid command. NOP is a valid command. NVAX takes this a step further and 
drives NOP if it is granted the bus when it did not request it. 

9. Any node which issues a read must be able to accept the corresponding fills as they cannot 
be suppressed or slowed. 

10. If a node’s WB_ONLY line is asserted, it may only drive the NDAL with NOP, RDE, RDRn, 
WDISOWN, WDATA, or BADWDATA. 

11. If a node asserts its SUPPRESS line, the arbiter must not grant the bus to any node 
except that one in the next cycle. At the same time the arbiter must assert the appropriate 
WB_ONLY lines. In the following cycle, the arbiter must grant the bus normally. 

12. The rules for HOLD override the rules for SUPPRESS. 

13. The bus must be actively driven during every cycle. 

Specifics on arbitration algorithms may be found in the system specs for each NVAX system. 
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3.3.4 NDAL information Transfer 

3.3.4.1 P%NDAL_H<63:0> 

The use of this field is multiplexed between address and data information. On data cycles the 
lines represent 64 bits of read or write data; on address cycles the lines represent address, byte 
enable, and length information. 

There are four types of data cycles: Write Data, Bad Write Data, Read Data Return, and 
Read Data Error. During write data cycles the commander drives its Commander ID on 
P%ID_H<2K)> and drives data on P%NDAL_H<63:0>. The full 64 bits of data are written 
dining hexaword writes. For octaword and quadword length writes, the data bytes which are 
written correspond to the byte enable bits which were asserted during the address cycle which 
initiated the transaction. During Read Data Return and Read Data Error cycles the responder 
drives the original commander ID. 

The NDAL address cycle is used by a commander to initiate an NDAL transaction. On address 
cycles the address is driven in the lower longword of the bus, and the byte enable and transaction 
length are in the upper longword, as shown in Figure 3-6. 

Figure 3-6: Address Cycle Format 
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Each field shown in the diagram is described in the sections which follow. 

3.3.4.1.1 Address Field 

The address space supported by the NDAL is divided into memory space and I/O space. 

The lower 32 bits of the address cycle P%NDAL_H<31:0> define the address of an NDAL read 
or write transaction. The NDAL supports a 4 Gigabyte (2**32 byte) address space. The most 
significant bits of this address (corresponding to lines P%NDAL_H<31:29>) select 512 Mb I/O 
space (P%NDAL_H<31:29> = 111) or 3.5 Gb memory space (P%NDAL_H<31£29> = 000..110). 

Figure 3-7 illustrates the division of the address space into memory space and I/O space. 

The division of the NDAL address space in the I/O region is further defined to accommodate the 
need for NDAL node and I/O node address space. More information about the division of I/O 
space may be found in Chapter 2. 
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Figure 3-7: Physical Address Space Layout 
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Address bits <31:0> are all significant bits in an address to I/O space. Although the length field 
on the NDAL is always quadword for I/O space reads and writes, the actual amount of data 
read or written may be less than a quadword. The byte enable is used to read or write the 
requested bytes only. If the byte enable indicates a 1-byte read or write, every bit of the address 
is significant. The lower bits of the address are provided so that the I/O adapters do not have to 
deduce the address from the byte enable. 

The number of significant bits in an address to MEMORY depends on the transaction type and 
length as shown in Figure 3-8. 
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Figure 3-8: NDAL Memory Address Interpretation 
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It can be seen from the figure that bits A<4:3> are significant address bits or don’t care, depending 
on the function being requested. 

All reads have significant bits down to the quadword. Although fills may be returned in any order, 
there is a performance advantage if memory returns the requested quadword first. The NDAL 
protocol identifies each quadword using one of the four Read Data Return commands, so that 
auadwords can be placed in correct locations regardless of the order in which they are returned. 

Quadword, octaword and hexaword writes are always naturally aligned and driven on the NDAL 
in order from the lowest-addressed quadword to the highest. 

3.3.4.1 .2 Byte Enable Field 

The Byte Enable field is located in P%NDAL_H<55:40> during the address cycle. It is used to 
supply byte-level enable information for quadword-length OREADs, IREADs, DREADs, WRITES, 
and WDISOWNs and octaword-length WRITEs and WDISOWNs. Of these transactions, NVAX 
generates only quadword IREADs and DREADs to I/O space, quadword WRITEs to I/O space, 
and quadword WRITEs and WDISOWNs to memory space. 

If the byte enable is a "1", the byte is to be read or written. If it is a "0", the byte is not read or 
written. 


A<i>, 

Read quadword, octaword, hexaword 
Write quadword 
Write octaword 
Write hexaword 


NOTE 

During quadword-length transactions the high portion of the byte enable field, located 
in P%NDALJEI<55:48>, is ignored. Commanders may drive any data pattern they 
wish in this field as long as it has correct parity. Responders must not depend on a 
certain defined pattern (such as all zeros). 

During hexaword-length transactions the entire byte enable field is ignored. During 
hexaword transactions, commanders are permitted to drive any data pattern they wish 
in this field as long as it has correct parity. Responders must not depend on a certain 
defined pattern (such as all zeros). 

During octaword-length transactions, the byte enable located in P%ND AL_H<47 :40> 
always corresponds to the low-order quadword of the octaword. The byte enable 
located in P%NDAL_H<55:48> always corresponds to the high-order quadword of the 
octaword. 

The correspondence between bits in the enable and bytes of the data is shown in Table 3-7 and 
Table 3-8. 
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Table 3-7: Byte Enable for Quadword Reads and Writes 


Address cycle 
Byte Enable 

Data cycle 
Data Byte 

P%NDAL_H<47> 

P%NDAL_H<63:5€> 

P%NDAL_H<46> 

P%NDAL_H<55:48> 

P%ND AL_H<45 > 

P%ND AL_H<47 :40> 

P%NDAL_H<44> 

P%NDAL_H<39:32> 

P%NDAL_H<43> 

P%NDAL_H<31:24> 

P%NDAL_H<42> 

P%NDAL_H<23:16> 

P%NDAL_H<41> 

P%NDAL_H<15:08> 

P%NDAL_H<40> 

P%ND AL_H<07 :00> 


Table 3-8: Byte Enable for Octaword Writes 


Address cycle 
Byte Enable Bit 

First data cycle 
Quadword 0 Data Byte 

Second data cycle 
Quadword 1 Data Byte 

P9cNDAL_H<47> 

P%NDAL_H<63:56> 


P%NDAL_H<46> 

P%NDAL_H<55:48> 


P9cNDAL_H<45 > 

P%NDAL_H<47:40> 


P%NDAL_H<44> 

P%NDAL_H<39:32> 


P9cND AL_H<43 > 

P%NDAL_H<31:24> 


P%NDAL_H<42> 

P%NDAL_H<23:16> 


P%NDAL_H<41> 

P%NDAL_H<15:08> 


P%NDAL_H<40> 

P%NDAL_H<07:00> 


P%NDAL_H<55> 


P%NDAL_H<63:56> 

P%NDAL_H<54> 


P%NDAL_H<55:48> 

P%NDAL_H<53> 


P%NDAL_H<47^0> 

P%NDAL_H<52> 


P%NDAL_H<39:32> 

P%NDAL_H<51> 


P%NDAL_H<31^4> 

P%NDAL_H<50> 


P%NDAL_H<23:16> 

P%NDAL_H<49> 


P%NDAL_H<15.-08> 

P%ND AL_H<48 > 


P%NDAL_H<07K)0> 
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Table 3—9 illustrates possible bit patterns in the byte enable for transactions which NVAX 
generates. Only transactions in which the byte enable is valid are listed. 

NVAX will generate every possible byte enable for every possible address for quadword WRITEs 
and WDISOWNs to memory space, as shown by the table. IREADs to I/O space will always 
request a full quadword of data by asserting all the byte enable bits. 

DREADs and WRITEs to I/O space are issued using the quadword length NDAL encoding, but 
the requests are for only a byte, word, or longword at a time, as indicated by the byte enable 
given in the command cycle of a transaction. References that are unaligned across a naturally 
aligned quadword are decomposed into two separate requests for the bytes in each quadword; 
where this is the case, Table 3—9 shows the byte enable values for both references generated. In 
the cases where a second request is generated, the address is incremented by 8, which addresses 
the next quadword in I/O space, but address bits <2:0> are OOO(BIN). 

When the NVAX CPU does an I/O space read for an interrupt acknowledge (IAK read), it always 
generates a longword-aligned word-length read request. In other words, the byte enable which 
NVAX uses for an IAK read is either 0000 0011 (binary) or 0011 0000 (binary). 

Table 3—9 reflects what NDAL requests the NVAX CPU will generate, depending on the software 
written. Software must take care only to generate requests which make sense in the system 
environment. Specifically, unaligned requests are forbidden by DEC Standard 032. 
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Table 3-9: Possible Byte Enables for NVAX-generated transactions 


NDAL 

Transaction 

Software 

Addr<2:0> 

NDAL# 

Req.# 

NDAL 

Addr<2:0> 




Software 
Byte Req. 

Software 
Word Req. 

Software 
LW Req. 

Software 
QW Req. 

QW WRITE, 

any 

1st 

same as 

unrestricted 

unrestricted 

unrestricted 

unrestricted 

WDISOWN 

addr 


SW 





(memory space) 








QW IREAD (I/O 

000 

1st 


— 

— 

— 

mi nil 

space) 








QW DREAD, 

000 

1st 

000 

0000 0001 

0000 0011 

oooo nil 

oooo mi 

QW WRITE 


2nd 

100 

— 

— 

— 

1U1 oooo 

(I/O space) 









001 

1st 

001 

0000 0010 

oooo ono 

oooi mo 

oooi mo 



2nd 

101 

— 

— 

— 

mo oooo 



3rd 

000 

— 

— 

— 

oooo 0001 


010 

1st 

010 

0000 0100 

0000 1100 

oon noo 

0011 1100 



2nd 

no 

— 

— 

— 

1100 oooo 



3rd 

000 

— 

— 

— 

OOOO 0011 


Oil 

1st 

on 

0000 1000 

0001 1000 

om iooo 

om iooo 



2nd 

m 

— 

— 

— 

1000 oooo 



3rd 

000 

— 

— 

— 

0000 0111 


100 

1st 

100 

0001 0000 

0011 0000 

nil oooo 

mi oooo 



2nd 

000 

— 

— 

— 

oooo nn 


101 

1st 

101 

0010 0000 

ono oooo 

1110 oooo 

mo oooo 



2nd 

000 

— 

— 

0000 0001 

oooo 0001 



3rd 

001 

— 

— 

— 

oooi mo 


no 

1st 

no 

0100 0000 

1100 oooo 

1100 0000 

noo oooo 



2nd 

000 

— 

— 

oooo oon 

oooo oon 



3rd 

010 

— 

— 

— 

oon noo 


in 

1st 

m 

1000 0000 

1000 oooo 

1000 oooo 

1000 0000 



2nd 

000 

— 

0000 0001 

oooo om 

oooo 0111 



3rd 

on 

— 

— 

— 

om iooo 
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3.3.4.1.2.1 I/O space writes 

When the NVAX CPU issues an I/O space write, it always replicates the data identically on the 
high longword and the low longword of the NDAL, although the byte enable indicates that the 
data is only valid in one longword or the other. A system device may take advantage of this fact 
to avoid rotating the data. 

3.3.4.1 .3 Length Reid 

The length field is used to indicate the amount of data to be read or written for the current 
transaction. Table 3—10 shows how the length values correspond to transaction lengths. 


Table 3-10; NDAL Length Reid 


P%NDAL_H<63:62> 

length 

00 

hexaword 

01 

unused 

10 

quadword 

11 

o eta word (not used by NVAX CPU) 


3.3.4 .2 P%CMD_H<3:0> 

The P%CMD_H<3:0> lines specify the current bus transaction during any given cycle. The 
interpretation of the four bits is shown in Table 3—11. 
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Table 3-11 : NDAL Command Encodings and Definitions 


Levels 

Abbrev. 

Bus Transaction 

Type 

Function 

0000 

NOP 

No Operation 

Nop 

No Operation 

0001 

Reserved 




0010 

WRITE 

Write 

Addr 

Write to memory with byte enable if 
quadword or octaword 

0011 

WDISOWN 

Write Disown 

Addr 

Write memory; cache disowns block 
and returns ownership to memory 

0100 

IREAD 

Instruction Stream Read 

Addr 

Instruction-stream read 

0101 

DREAD 

Data Stream Read 

Addr 

Data -stream read (without ownership) 

0110 

OREAD 

D-Stream Read Ownership 

Addr 

Data-stream read claiming ownership 
for the cache 

0111 

Reserved 




1000 

Reserved 




1001 

RDE 

Read Data Error 

Data 

Used instead of Read Data Return in 
the case of an error. 

1010 

WDATA 

Write Data Cycle 

Data 

Write data is being transferred 

1011 

BADWDATA 

Bad Write Data 

Data 

Write data with errors is being 
transferred 

1100 

RDR0 

Read DataO Return (fill) 

Data 

Read data is returning corresponding 
to QW 0 of a hexaword. 

1101 

RDR1 

Read Datal Return (fill) 

Data 

Read data is returning corresponding 
to QW 1 of a hexaword. 

1110 

RDR2 

Read Data2 Return (fill) 

Data 

Read data is returning corresponding 
to QW 2 of a hexaword. 

1111 

RDR3 

Read Data3 Return (fill) 

Data 

Read data is returning corresponding 
to QW 3 of a hexaword. 


The NVAX CPU does not implement all transaction lengths with all commands. The commands 
and lengths which it uses are in the table which follows. If NVAX implements the command in 
memory space, MEM is indicated in the table; if it implements the command in I/O space, I/O is 
indicated in the table. 


Table 3-12: NDAL Address Cycle Commands as used by the NVAX CPU 


COMMAND 

QUADWORD 

OCTAWORD 

HEXAWORD 

IREAD 

I/O 

— 

MEM 

DREAD 

I/O 

— 

MEM 

OREAD 

— 

— 

MEM 

WRITE 

MEM 1 ,1/0 

— 

— 

WDISOWN 

MEM 1 

— 

MEM 

1 NVAX uses these transactions only when the backup cache is disabled or in Error Transition Mode. 
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When the cache is off, the NVAX CPU issues OREAD commands of hexaword length, 
and corresponding Disown Write commands of quadword length. These correspond to the 
CPU-internal commands of Read Lock and Write Unlock. The lock/ownership granularity in 
memory must not be less than a hexaword. Otherwise, when the CPU did a hexaword OREAD 
followed by a quadword Disown Write, the other three quadwords would be in limbo. The CPU 
would assume that it didn’t own them, and memoiy would believe that they were still owned by 
the cache. 

3.3.4.3 P%ID_H<2:0> 

During the address cycle and return data cycles, P%ED_H<2 :0> contain the commander’s ID. This 
ID is used to identify the source of the request on the address cycle and to associate returning 
data with the commander who issued the request on return data cycles. 

The commander ID codes available for use by a node are shown in Table 3-13. P%ID_H<2:1> 
indicate which node originated the transaction, and P%ED_H<0> indicates which of two 
outstanding reads per node. 


Table 3-13: Commander P%ID_H Assignments 


Node Name 

P9cID_H<2:0> 

NVAX 

oox 

memory interface 

01X 

IOl.NODE 

10X 

I02_N0DE 

11X 


During write command and data cycles, P%ID_H<2:0> is driven with the ID of the commander. 
P%ID_H<2:1> is driven with the bits identifying the commander, and P%ED_H<0> may be driven 
with any value. P%ED_H<0> is not necessarily driven with the same value during the command 
cycle of a write and the corresponding data cycles of that write. 

Each commander node on the NDAL may have two read transactions outstanding. 

The memory interface is not a commander node, but it has been assigned a commander ID which 
may be used in some NVAX systems. For example, in the XMI2 system, the memory interface 
reflects XMI2 read and write commands into the NDAL for cache coherency reasons. These reads 
and writes are not taken up by any node on the NDAL except to enforce cache coherency. The 
memory interface uses its own ID when driving these reads and writes onto the NDAL. If a write 
is reflected onto the NDAL merely to enforce cache coherency, the WDATA cycles may be omitted. 

3.3.4.4 P%PARITY_H<2:0> 

P%PARITY_H<2> is computed over P%CMD_H<3:0> and P%ID_H<2:0>. Even parity is used, 
where the "exclusive OR" of all bits including the parity bit is a "0". (All bits, including the parity 
bit, have an even number of "l"’s.) 

P%PARITY_H<2> is inverted, forcing an NDAL parity error, when 
CCTL<FORCE_NDAL_PERR> is set. This is described in Chapter 13. 
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P%PARITYJ0<1> is computed over the high longword of the NDAL, P%NDAL_H<63:32>. Odd 
parity is used, where the "exclusive OR" of all bits including the parity bit is a "1". (All bits, 
including the parity bit, have an odd number of "l"’s.) 

P%PARITY_H<0> is computed over the low longword of the NDAL, P%ND AJL_H<3 1 :0> . Even 
parity is used. 

Using a combination of odd and even parity means that neither all "l"’s nor all "0”’s is a legal 
bus pattern. 

If a device requests the bus and is granted it, but chooses not to use it during a given 
cycle, it is responsible for driving the NOP command on P%CMD_H<3:0>. It must drive 
P%NDAL_H<63:0>, P%ID_H<2:0>, and P%PARXTY_H<2:0> with correct parity. 

If NVAX did not request the bus, and it is granted the NDAL anyway, it will drive the NDAL 
with a NOP. 

When the bus is idle, the arbiter ensures that the NDAL is driven with correct parity. Tb do this, 
the arbiter may take advantage of the fact that NVAX will drive the NDAL with NOP if it is 
unexpectedly granted the bus. 

The NVAX BIU checks the NDAL for correct parity in every cycle, regardless of the contents 
of the bus. It does not distinguish between errors on the command lines or the data lines; it 
computes the three parity bits, and if any fail, it responds to the error according to Table 3—21. 


Table 3-14; NDAL Parity Coverage 


Parity bit 

protected data 

parity type 

P%PARITY_H<2> 

P%CMD_H<3 K)> P%ID_H<2:0> 

even parity 

P%PARITY_H<1> 

P%NDAL_H<63;32> 

odd parity 

P%PARITY_H<0> 

P%ND AL_H<3 1 :0> 

even parity 


3. 3. 4. 5 P%ACK_L 

P%ACK_L is an open drain signal which is pulled high (deasserted) by an external resistor on 
the board. The resistor is able to pull the node high during the time allotted without assistance 
from any other P%ACKJL driver. Thus, an P%ACKJL driver only has to pull the signal low at 
the appropriate time. 

The receiver for a particular NDAL cycle is responsible for pulling P%ACKJL low (asserted) if it 
receives the cycle without parity errors. If another receiver detects a parity error on the cycle, it 
reports it by asserting P%HJERRJL or P%S_ERRJL. 

If P%ACKJL is asserted in response to an NDAL cycle, it indicates that the receiving node has 
accepted an address cycle or a data cycle. P%ACK_L being asserted for a read address cycle 
indicates that the responder will return a read response cycle at a later time. If it is asserted 
for a write address cycle, the transfer of the write address is assumed successful. If a cycle is 
accompanied by a NOP command, the cycle may or may not be acknowledged by the assertion of 
P%ACK_L; NOPs do not have to be acknowledged but they may be. 

P%ACK_L is always asserted by the NDAL receiver unless there was a parity error on the bus. 
It is NOT used for flow control. 
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P%ACK_L is also not asserted when there is no node on the NDAL which recognizes the 
address space addressed, i.e., transactions to non-existent memory and I/O space will not receive 
P%ACKJL assertion. 

See Table 3-21 for NVAX response when P%ACK_L is not asserted. 

The timing of ACK_L relative to the data or address cycle is shown in Figure 3—9. For a given 
transfer, ACK_L is asserted one cycle later. In cycle 0 a read is driven, so ACK_L is asserted in 
cycle 1. In cycle 4 a NOP is driven, and in cycle 5 ACK_L is not asserted because NOP’s do not 
have to be acknowledged. 

Figure 3-9: P%ACK_L Timing 
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3.3.5 NDAL Transactions 

The following sections describe the entire set of NDAL transactions. 

Table 3—15 shows the entire set of NDAL commands and how they are used by NVAX. 

In memory space, NVAX issues all reads with hexaword length. Normal writes to memory space 
are always quadword length, and Disown Writes are quadword or hexaword. When the cache 
is operating normally, Disown Writes are only issued in hexaword length. When the cache is in 
ETM, NVAX issues Disown Writes of both hexaword and quadword length. When the cache is 
off, NVAX issues only quadword Disown Writes. NVAX issues quadword Disown Writes only as 
the result of an interlock operation. 

In I/O space, the ownership commands (OREAD and Disown Write) are not defined at all. NVAX 
issues only quadword operations in I/O space. NVAX never uses the BADWDATA command in 
I/O space. 
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Table 3-15: NDAL Command Usage by NVAX 


Address 

Space 

Command 

Used by 
NVAX 

Length 

QW 

Length 

OW 

Length 

HW 

N/A 

Nop 

yes 

- 

- 

- 

N/A 

Reserved 

no 

• 

- 

- 

Memory 

WRITE 

yes 

yes 

no 

no 

Memoiy 

WDISOWN 

yes 

yes 

no 

yes 

Memoiy 

IREAD 

yes 

no 

no 

yes 

Memory 

DREAD 

yes 

no 

no 

yes 

Memoiy 

OREAD 

yes 

no 

no 

yes 

Memory 

RDE 

no 

- 

* 

- 

Memory 

WDATA 

yes 

- 

• 

- 

Memoiy 

BADWDATA 

yes 

- 

- 

- 

Memory 

RDRO 

no 

- 

- 

- 

Memoiy 

RDR1 

no 

- 

- 

- 

Memory’ 

RDR2 

no 

- 

- 

- 

Memoiy 

RDR3 

no 

* 

* 

- 

I/O 

WRITE 

yes 

yes 

no 

no 

I/O 

WDISOWN 

no 

no 

no 

no 

I/O 

IREAD 

yes 

yes 

no 

no 

I/O 

DREAD 

yes 

yes 

no 

no 

I/O 

OREAD 

no 

no 

no 

no 

I/O 

RDE 

no 

- 



I/O 

WDATA 

yes 

- 



I/O 

BADWDATA 

no 

- 



I/O 

RDRO 

no 

- 



I/O 

RDR1 

no 

- 



I/O 

RDR2 

no 

- 



I/O 

RDR3 

no 

- 
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Table 3—16 shows the usage of NDAL commands by NDAL devices other than NVAX. The 
ownership commands (OREAD and WDISOWN) are not defined at all in I/O space. Although 
nodes may use OREAD and WDISOWN of lengths other than hexaword, they must be aware 
of the memory coherency problems connected with using lengths other than hexaword for these 
operations. Memory defines ownership along hexaword boundaries. 


Table 3-16: NDAL Command Usage by NDAL nodes besides NVAX 


Address 

Space 

Command 

Used 

by NDAL 
nodes 

Length 

QW 

Length 

OW 

Length 

HW 

N/A 

Nop 

yes 

- 

• 

- 

N/A 

Reserved 

no 

- 

- 

- 

Memory 

WRITE 

yes 

yes 

yes 

yes 

Memory 

WDISOWN 

yes 

yes 

yes 

yes 

Memory 

IREAD 

yes 

yes 

yes 

yes 

Memory 

DREAD 

yes 

yes 

yes 

yes 

Memory 

OREAD 

yes 

yes 

yes 

yes 

Memory 

RDE 

yes 

- 

- 


Memory 

WDATA 

yes 


- 


Memory 

BADWDATA 

yes 


- 


Memory 

RDRO 

yes 


- 


Memory 

RDR1 

yes 


- 


Memory 

RDR2 

yes 


- 


Memory 

RDR3 

yes 


- 


I/O 

WRITE 

yes 

yes 

yes 

yes 

I/O 

WDISOWN 

no 

no 

no 

no 

I/O 

IREAD 

yes 

yes 

yes 

yes 

I/O 

DREAD 

yes 

yes 

yes 

yes 

I/O 

OREAD 

no 

no 

no 

no 

I/O 

RDE 

yes 

- 

- 


I/O 

WDATA 

yes 

- 

- 


I/O 

BADWDATA 

yes 

- 

- 


I/O 

RDRO 

yes 

- 

- 


I/O 

RDR1 

yes 

- 

- 


I/O 

RDR2 

yes 

- 

- 

- 

I/O 

RDR3 

yes 

- 

- 

- 
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3.3.5.1 Reads and Fills 

The read address cycle, which is recognized by one of the three read commands (DREAD, IREAD, 
or OREAD) is decoded by the interfaces in the system, and the one which recognizes the address 
latches that address and command. This device is the responder. The responder uses Read Data 
Return or Read Data Error cycles to return the data. Reads and fills are described in the sections 
which follow. 


3.3.5.1.1 Dstream Read Requests (DREAD) 

An NDAL commander uses the DREAD command to request Data Stream data from a responder, 
either memory or an I/O device. 

3.3.5.1.2 Istream Read Requests (IREAD) 

The IREAD command is used to request Instruction-Stream data from a responder, either memory 
or an I/O device. 

The separate I-stream read command is used in implementing halt protection for the CPU. When 
a system device which asserts P9cHALT_L recognizes an I-stream read in halt-protected space, 
it prevents P9eHALT_L from being asserted to the CPU. In the meantime, DREADs outside of 
halt-protected space may occur. When an IREAD outside of halt-protected space happens, the 
system device resumes asserting P%HALT_L to the CPU. 

When NVAX issues the IREAD command in I/O space, it expects a full quadword of data in 
return. The responding device may decode the IREAD command instead of the byte enable field 
to detect the need to return a full quadword of data- 

in addition, the separate IREAD command may be helpful in analysis during system debug or 
for performance analysis. 

3.3.5.1.3 Ownership Read Requests (OREAD) 

A node uses the OREAD command to gain ownership of a hexaword block of memory. Whereas 
previous systems implemented an Interlock read as well, the NDAL defines only the Ownership 
read. Interlocks can be accomplished using OREADs. 

OREADs are only defined for memory space; they are not used in I/O space. 

When memory receives an ownership read, an "owned" bit is set in memory and the read data 
is returned. Each hexaword in memory has an owned bit. The NVAX backup cache is organized 
by hexawords also, with an owned bit for each hexaword. Memory clears the owned bit when a 
Disown Write of any length is received to the same block. 
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3.3.5.1 .4 How memory handles reads to Owned blocks 

If the ownership bit is already set in memory when the OREAD arrives, data is not returned 
immediately to the commander. Once the node which owns the data Disown Writes the block, the 
Ownership bit is set in memory and the data is returned to the commander. The feet that the 
ownership bit was set at the beginning of the reference is transparent to the commander on the 
NDAL. Once an OREAD is issued on the NDAL, the data must be returned to the commander 
without requiring any retry sequence. 

The analogous statement is true for an IREAD or a DREAD: If the ownership bit is already 
set in memory when the IREAD or DREAD arrives, data is not returned immediately to the 
commander. Once the node which owns the data Disown Writes the block, the the data is returned 
to the commander. The fact that the ownership bit was set at the beginning of the reference is 
transparent to the commander on the NDAL. Once an IREAD or DREAD is issued on the NDAL, 
the data must be returned to the commander without requiring any retry sequence. 

In certain error-handling situations, NVAX itself may issue a read to a block which it already 
owns. In this case the memory controller should handle the read as it normally would: wait until 
NVAX completes the WDISOWN, then return the read data to NVAX and set the ownership bit 
if the read was an OREAD. 

3.3.5 .1.5 Read cycle description and timing 

A read command cycle consists of a commander driving an address cycle on P9cNDAL_H<63:0>, 
as shown in Section 3.3.4. The commander drives P9bCMD_H<3:0> with DREAD, IREAD, or 
OREAD. It drives its own identification code on P%ID_H<2:0>, and it drives correct parity on 
PVcPAKITY_H<2:0>. 

The timing for a read cycle is shown in Figure 3-10. In this example, NVAX is doing a read. In 
Cycle 0, NVAX asserts P%CPU_REQ_L to request the NDAL. It is granted the bus immediately, 
as shown by the assertion of P%CPU_GRANT_L in cycle 0. (This example assumes that no 
other device was requesting the NDAL during this cycle.) 

The assertion of P%CPU_GRANT_L in phase 3 of cycle 0 means that NVAX is obligated to drive 
the NDAL in phase 1 of Cycle 1. It drives the read address out at that time. In this example, it 
deasserts its request line at the same time as it has no other requests to make. (It is not obligated 
to deassert request if it does have other requests to make.) 

The device receiving the read recognizes it in phase 3 of cycle 1, and computes parity across the 
data it received. In this example, it recognizes no parity error, and asserts P%ACK_L so that 
it is valid in phase 3 of cycle 2. The CPU receives P%ACKJL and knows that the read address 
cycle completed successfully. 

If there had been a parity error and P%ACK_L had not been asserted, NVAX would have 
responded with an error condition as described in Section 3.3.10.3. 
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3.3.5.1.6 Read Data Return cycles (RDRO, RDR1, RDR2, RDR3) 

The Read Data Return command is used in response to any read request, whether IRE AD, 
DREAD, or OREAD. Multiple cycles are necessary to transfer all of the quadwords in a given 
hexaword transaction, and the cycles are not required to be consecutive. The commander, which 
has been monitoring the bus traffic waiting for its return data, latches the information. The 
responder returns the commander ID with the returned read data so the commander can recognize 
the returned read data it requested. 

For a hexaword read, the four fill quadwords may be returned in any order. The NDAL Read 
Data Return command identifies the location of each quadword within the natural boundary as 
it is returned so that it can be placed in the correct location regardless of the return order. The 
data which is returned is naturally aligned within each quadword. 

In I/O space, only one cycle’s worth of data is returned. The actual amount of valid data 
returned depends upon the byte enable which was issued with the read request, as described 
in Section 3.3.4.I.2. The Read Data Return command corresponding to the requested I/O space 
address is used in returning the data. 

Read Data Return cycles do not have to occur in adjacent cycles. The requested quadword should 
be returned as soon as possible, for performance reasons, even if the remaining quadwords are 
not yet available. The remaining quadwords may be sent as they become available. 

Because the NDAL is a pended bus, multiple reads may be outstanding at a time. Because Read 
Data Return cycles do not have to occur contiguously, it is possible for Read Data Return cycles 
resulting from different read requests to take place in an interleaved fashion. 

Table 3—17 shows the correspondence between address bits <4:3> and the RDR command used in 
returning data at that address. (Bits <4:3 > indicate the alignment of a quadword of data within 
a hexaword.) The RDR command must correspond to the address of the data being returned for 
transactions of all lengths, whether quadword, octaword or hexaword. The correct RDR command 
must be used for both memory space and I/O space. 


Table 3-17: RDR usage for ALL fill cycles 

Address 

bits <4:3> Command used for fill cycle 


00 

RDRO 

01 

RDR1 

10 

RDR2 

11 

RDR3 


3.3.5.1.7 Read data error cycles (RDE) 

RDE is used to notify a commander of a problem with read data which is being returned. For 
example, the memory interface may use this command when it encounters an uncorrectable read 
error. 
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Once a Read Data Error cycle is sent for a particular read, no further read responses may be 
sent for that transaction. The following sequence illustrates the series of events during a return 
data of hexaword length containing an uncorrectable read error. In this example, HOLD is used 
to return the data in consecutive cycles. 

Figure 9-11 : RDE example 



0 1 

2 3 4 

5 

Arb 

IresplHOLD 

HOLD | | 


CMD_H 

1 IRDRO 

RDP.i | RDE | 


KDAL_K 

1 1 data 

data | | 


IE_K 

1 I cmdr 

cmdr | cmdr | 


ACK_I 

1 1 

ACK | ACK I ACK 



3.3.5. 1.8 Read data cycle description and timing 

During a read data cycle, P%CMD_H<3:0> is driven to the value representing RDRO, RDR1, 
RDR2, RDR3, or RDE. P%NDAL_H<63:0> is driven with the quadword of read data being 
returned. P9eID_H<2:0> is driven with the ID which was issued with the original read request. 
Correct parity is driven on P%PARITY_H<2:0>. 

The timing for a Read Data Return cycle is shown in Figure 3-12. In this example, I01_N0DE 
has fill data to return. In cycle 0, 101_REQ_L is asserted to request the bus, and I01_GRANT_L 
is asserted in response. Since I01_GRANT_L was asserted in cycle 0, 101_N0DE is obligated to 
drive the NDAL in cycle 1. It does so and returns the fill data. The original requestor of the data 
receives the data at the beginning of phase 3 of cycle 1, and since it detects no parity errors, it 
asserts P%ACK_L so that it is valid in phi3 of cycle 2, as shown. 

3.3.5.1.9 Read Transaction Examples 
3.3.5.1.9.1 Quadword Read and Fill 

A quadword read consists of a command transfer followed by a return data transfer as shown 
below: 
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Figure 3-13: Quad word Read and Fill 



0 1 

2 3 

4 

5 

6 7 

Arb 

1 cmdr | | 

1 1 

I resp 

1 

1 1 

CMD H 

1 I read | 

1 1 

1 

RDR2 | 

1 1 

NDAX H 

I i adar | 

1 1 

1 

data | 

1 1 

ID H 

1 1 cmdr | 

1 1 

I 

cmdr | 

1 1 

ACK_L 

1 1 1 

ACK| I 

1 

1 

ACK| | 


The two transfers are the read command and the Read Data Return. The CPU commander 
arbitrates for the NDAL in cycle 0, and wins. In cycle 1 it drives the command and address of 
the read, and its own ID (for use later to identify the returning data). In cycle 2 the receiver for 
that cycle asserts P%ACK_L if no parity error was detected on the bus. 

Sometime later (call it cycle 4) the return data transfer begins with the responder arbitrating for 
the NDAL. Having won it, in cycle 5 it drives the command, the data, and the commander’s ID. 
The status of the returning data is specified in the read response code: either Read Data Return 
or Read Data Error. In this example, the quadword requested was to quadword 2 of a hexaword, 
so the RDR2 command is used in returning the data. 

The commander monitors the NDAL and checks for an ID match during Read Data Return cycles. 
An ID match indicates that the read data is meant for that commander. In cycle 6, the commander 
asserts P%ACK_L if it detected no parity error during the previous NDAL cycle. 

3.3.5.1 .9.2 Multiple Quadword Reads 

The only type of multiple quadword read which is used by NVAX is the hexaword read. Octaword 
reads are also supported by the NDAL protocol but are not issued by the NVAX CPU. These 
read transactions move multiple quadwords of data from the responder to the commander. The 
command transfer of the transaction is shown below. 

Figure 3-14: Read command on the NDAL 


0 12 3 


Arb 

I cmdr | | | 


CMD H 

1 1 read | | 


NDAL_H 

1 1 addr | | 


ID_H 

1 I cmdr | | 


ACK_L 

1 1 | ACK| 



The following sequence illustrates the response to a hexaword read. In this example, quadword 
1 of the hexaword was the requested quadword, so Read Data Return 1 is the command 
accompanying the first data to return. The requested quadword is returned first for performance 
reasons, although that is not required by NVAX or the NDAL. 


DIGITAL CONFIDENTIAL 


NVAX Chip Interface 3-47 








NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Figure 3-15: Read data return without using HOLD 


01234567 

Arb 
CMD_H 
NDAL_K 
ID_.K 
ACK L 


The transfer above moves four quadwords of data. The command field of the NDAL in cycle 1, 
3, 5, and 7 says Read Data Return with the P%ID_H field identifying the intended receiver (the 
transaction commander). Each cycle provides a new quadword of read data and the P%ID JH 
remains unchanged. 

The example shows no transactions interleaved with the Read Data Return cycles, but it is 
entirely possible for non-related transfers to be taking place in the cycles between the fill cycles 
for one read. 

Read data may be returned in continuous cycles, if desired, through the use of the hold arbitration 
signals (see example below). The transmitter asserts its hold line in the first cycle to ensure that 
it maintains use of the NDAL long enough to complete the transfer. The hold lines are the highest 
priority arbitration lines and thus guarantee access. An interface is constrained to a maximum 
of four consecutive cycles in which it can assert its hold line. 

Figure 3-16: Read data return using HOLD 


resp | i resp | I resp | I resp | ! I 

IRDR1I IRDRO I IRDR3 | |RDR2| | 

I data I I data! I data I I data) I 

I cmdr I I cmdr ! I cmdr | I cmdr | I 

I | ACK I I ACK I | ACK I IACK I 


0 12 3 4 

Arc | resp Ihcid ihold jhold I I 

CKD_H ! | RCR2 IRDR3 I RDRO I RDR1 | 

NEAL_H ! I data I data | data i data I 
IE_H I I cmdr I cmdr I cmdr I cmdr I 

ACK L I | IACK IACK SACK |ACK 
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3. 3. 5.2 Writes 

3.3.5.2.1 Normal Write Transactions (WRITE) 

These transactions are used to move a pattern of bytes from an NDAL commander to one of 
the responders. The byte enable functionality is only used for quadword and octaword length 
transactions. In any hexaword write, all bytes are written regardless of the byte enable values. 

Parity must be correct for all bytes sent from any node, as NVAX checks parity across the entire 
NDAL during every cycle. 

If NVAX sees a write on the NDAL, it treats it as an invalidate request. A block invalidate is 
done if it is valid in the cache. A writeback is done if the block is owned. 

3.3.5.2.2 Disown Write Transactions (WDISOWN) 

The Disown Write transaction is the complement to the Ownership Read. After NVAX successfully 
gains ownership of a block in memory, it must relinquish ownership when another node wants 
ownership of the block or when the Bcache needs to do a deallocate. NVAX accomplishes this by 
performing a Disown Write to the memory with the latest copy of the data. The memory’ which 
has been monitoring the bus traffic, notices that the transaction requested is a Disown Write. 
This condition allows it to clear the ownership bit in memory and to write the data as requested. 

NVAX uses the Disown Write command of hexaword length to perform writebacks from the backup 
cache. When the cache is off, it uses quadword Disown Writes to achieve the effect of a Write 
Unlock. 

3.3.5.2.3 Write Data and Bad Write Data ( WDATA, B ADWD ATA) 

The Write Data command is used during the data cycles of a write if the data is good. If the data 
has been corrupted in some way, for instance, there were un correctable errors in a cache which 
was storing the data, the command used is Bad Write Data. 

When one quadword of a hexaword Write Disown is bad, the Bad Write Data command is only 
used for that quadword. The Write Data command is used for the good quadwords. The memory 
can use this information to distinguish which quadword of a hexaword block is bad. In addition, 
P%S_ERR_L may be asserted when the Bad Write Data command is used, to notify NVAX of 
the error. 

3.3.5.2.4 Write transaction description and timing 

In a Write transaction, a commander gains the NDAL and sends an address cycle. In this 
cycle, P%CMD_H<3:0> is driven to the value for WRITE. P%NDAL_H<63:0> is driven with the 
address, the transaction length, and byte enable. P%U>_H<2:1> is driven with the commander’s 
identification code, and P%ID_H<0> is driven with any value. 

The commander immediately follows this cycle with one to four consecutive cycles of write data, 
depending on the length specified. In these cycles, P%CMD_H<3:0> is driven with either the 
WDATA command or the BAD WDATA command. P%NDAL_H<63f)> is driven with the write 
data. P%ID_H<2:1> is driven with the commander’s identification code, and P%ED_H<0> must 
be driven, but may be driven with any value, as long as the parity is correct. 
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All interfaces on the NDAL decode the address, and the one that recognizes the address becomes 
the responder and asserts P%ACK_L. The responder accepts the command, address, and data 
and performs the requested write. 

For quadword and octaword length transactions to memory space, the byte enable field that 
accompanies each command and address is completely unrestricted. Each bit in the 16-bit byte 
enable field corresponds to a byte of data in the associated quadword or octaword. If the bit is 
0, that byte must not be written; if the bit is 1, that byte must be written. For hexaword write 
transactions, the responder ignores the byte enable and writes all 32 bytes. 

For I/O space transactions, the byte enable is used as indicated in Section 3.3.4. 1.2. 

The timing for a quadword write on the NDAL is shown in Figure 3-17. In cycle 0, NVAX 
requests the bus for the write by asserting P%CPUJEU3QJL In this example, no higher priority 
request is pending, so NVAX is granted the bus right away, in cycle 0. NVAX then drives the 
write command and address in cycle 1, and asserts P%CPU_HOLD_L at the same time in order 
to retain the bus. In cycle 2 the write data is driven. 

Assuming there are no parity errors, P%ACK_L is asserted by the receiver in cycle 2. This is in 
response to the address cycle of cycle 1. In cycle 3, which is not shown, P%ACK_L is asserted 
for the data cycle, cycle 2. 

3.3. 5.2.5 Write Transaction Examples 
3.3.5.2.5.1 Quadword Writes 

Quadword writes move some number of bytes from the commander to the responder as specified 
by the byte enable field. The commander arbitrates as usual and upon winning the NDAL, drives 
the appropriate write command, the intended address, the data byte enable, and its own ID and 
asserts its hold line to signal that it will need the next cycle also. In cycle two, it identifies the 
cycle as a Write Data Cycle and provides the write data. If an NDAL parity error is detected on 
cycle 1 or 2, it is signaled in cycle 2 or 3 by withholding the assertion of P%ACK_L. 

The cycle timing for a quadword write is shown in Figure 3-18. 
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Rgure 3-18: Quad word write on the NDAL 
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3.3.5.2.S.2 Multiple Quadword Writes 

The only multiple-data-cycle write issued by the NVAX CPU is the Hexaword Disown Write. 
Hexaword writes are similar to quadword writes except for the amount of data moved. The byte 
enable must be ignored in hexaword write transactions and all the bytes of the hexaword must 
be written. 

The first cycle of a hexaword write is identified with the length desired; successive cycles are 
identified as write data cycles. The hold line remains asserted, maintaining use of the NDAL for 
the commander. 

The four quadwords of data within the hexaword must be issued in order from lowest address to 
highest address. The order then is quadword 0, quadword 1, quadword 2, quadword 3. (Address 
bits <4:3> determine the position of a quadword within a hexaword.) Unlike fill data cycles, the 
same command, WDATA, is issued for every write data cycle, so the order in which the data is 
issued is essential so that it is written to the correct address in memory. 

A hexaword write is shown in Figure 3-19. 

Figure 3-19: Hexaword write on the NDAL 


0 1 2 3 4 5 

Arb | cindr I ho Id | hold I hold I hold | I 

CMD_H | I wrt I wdat I wdat | wdat | wdat | 

NDAL_H | I addr I dat 0 | datl j dat2 I a at 3 | 

ID_H~ | I cmdr ! I I I I 

ACK_L | I | ACK | ACK |ACK |ACK |ACK 


NOTE 

The write data must always immediately follow the write address cycle with no NULL 
cycles in between. 

The NDAL protocol also allows for octaword writes. The NVAX CPU does not use these, but they 
may be used by other nodes. 

The two quadwords of data within the octaword must be issued in order from lowest address to 
highest address. The order then is quadword 0, quadword 1. (Address bit <3> determines the 
position of a quadword within an octaword.) 
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An octaword write is shown in Figure 3—20. 


Figure 3-20: Octaword write on the NDAL 
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3. 3.5.3 NOPs 

For implementation reasons, occasionally NVAX will arbitrate for the NDAL and, if the bus is 
granted, it will drive a NOP. This only happens when NVAX has just driven out two back-to-back 
transactions. This happens rarely, and since NVAX has the lowest priority of the NDAL nodes, 
it is not a performance problem. 
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3.3.6 Cache Coherency 

Ownership Reads and Disown Writes on the NDAL are intended to support writeback caches by 
attaching an owner status to each block in physical memory. A block in memory is defined as 
a hexaword, or 32 bytes. A node which owns a block may write it repeatedly without accessing 
memory. Only one node owns a given block. Ownership is passed from memory to a non-memory 
node through an Ownership Read command. Ownership is passed from non-memory nodes to 
memory through a Disown Write co mman d. 

The ownership bits in the caches and in memory indicate that a cache owns the block. The 
ownership bit in the writeback cache is set when the cache owns the block and is dear when the 
cache does not own the block. The ownership bit in memory is set when some cache owns the 
block and clear when memory owns the block. 

Shared read-only access to a block is permitted only when memory owns it. Otherwise the block 
can only be read by the node which owns the block. 

NVAX nodes with writeback caches can gain ownership and retain it for a very long time. NVAX 
monitors the bus continuously for memory space read-type and write commands to memory space 
by other nodes. When NVAX detects a request for a block that it owns, it will perform the disown 
write to memory, allowing the original command to complete successfully. 

Table 3—18 shows what action is performed in the backup cache based upon the state of the block 
in the cache when a particular command is received. 


Table 3-18: NVAX Backup Cache invalidates and Writebacks 


NDAL Command 

Invalid block 

Valid & Unowned 

Valid & Owned 

IREAD, DREAD 

- 

- 

Writeback, set Bcache to 
valid-unowned state 

OREAD 

- 

Invalidate 

Writeback, Invalidate 

WRITE 

- 

Invalidate 

Writeback, Invalidate 

WDISOWN 

- 

- 

- 


Some devices other than NVAX will access memory directly over the NDAL. As these commands 
go to memory, NVAX recognizes the command and performs the appropriate cache coherency 
action. NVAX does not acknowledge the commands as the memory interface is the receiver for 
the transaction. NVAX distinguishes cycles driven by devices other than itself by decoding the 
value driven on P%ED_H<2 :0> for the cycle, and recognizes those as cache coherency transactions. 

In some systems, such as the XMI2 system, there is a system bus to which multiple NVAX CPUs 
are interfaced. In these systems, memory commands which occur on the system bus must be 
driven into the NDAL so that NVAX can respond to them as necessary with cache coherency 
actions. 

For example, if an OREAD happens on the XMI2, an OREAD must be driven onto the NDAL 
to trigger NVAX to write back the block if it owns it. However, there is no node on the NDAL 
which becomes a responder to a memory access transaction which is driven FROM the memory 
interface. The result is that P%ACK_L is not asserted to acknowledge such a transaction. This 
is not an error condition. 
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For more detail on the specific cache coherency requirements in the XMI2 system, refer to 
Section 3.4.1. 

3.3.7 Interrupts 

The P%HtQ_L<3 :0> lines provide a general-purpose interrupt request facility to interrupt the 
NVAX CPU. These lines are level-sensitive, NOT edge sensitive. Once a node asserts its interrupt 
line, it should keep it asserted until NVAX services the request. 

When NVAX receives an interrupt, it issues a read on the NDAL to one of four specified I/O space 
addresses. There is one address specified for each Interrupt Priority Level. This mechanism 
replaces the specific command, Read Interrupt Vector, which was used in previous systems. 

Read cycles to these specified I/O space addresses are monitored by all nodes which have an 
interrupt outstanding. The node which responds first with a Read Data Return transaction will 
deassert its interrupt request. 

Interrupting nodes on the NDAL do not have to deassert and reissue their interrupts after one 
node is serviced. The remaining nodes monitoring the bus see the return vector cycle and maintain 
their interrupt requests in anticipation of another NVAX I/O space read for an Interrupt Vector. 
If the common interrupt line remains asserted, NVAX will initiate another such cycle to be fielded 
by another first responder. 

Chapter 10 describes interrupts in detail. 

3.3.8 Clear Write Buffer 

Clear Write Buffer is used to force all writes in the processor to be delivered to memory. In 
previous systems, an explicit Clear Write Buffer command on the pin bus was used. The NDAL 
uses an I/O space address which may be read or written to indicate that write buffers should be 
cleared. 

The I/O space read is used when the CPU wishes an acknowledgement of the request. The CPU 
waits for the "read data" to return before continuing operation. The actual read data which is 
returned is meaningless except to allow the CPU to proceed. The I/O space read does not complete 
until all previous writes are complete. This mechanism may be used during a process context 
switch to force any errors associated with previous writes to happen in the context of the current 
process before the process context switch actually occurs. 

The device which responds with read data to the Clear Write Buffer is system dependent. In 
theory it would be memory, since memory responding would indicate that all buffers before 
memory had been cleared. 

The I/O space write which serves as Clear Write Buffer is used when the process mode changes 
but the process is not being switched. Here the purpose is to flush the writes as fast as possible 
when the mode changes, and to flush them ahead of any subsequent reads. Because the mode is 
changed often, it would be a performance hit to use the CWB read and to have to wait for the 
read data to return. Therefore the Clear Write Buffer is done as a write. 

When the Cbox receives the clear write buffer command from the Mbox, it flushes its write queue. 
The writes are delivered to the backup cache, since it is writeback, rather than directly to memory. 
The I/O space dear write buffer command, whether a read or a write, is then issued on the NDAL. 
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3.3.9 VAX architecturally-defined interlocks 

A VAX interlocked instruction causes the generation of a Read-Lock and a Write-Unlock which are 
guaranteed to happen back-to-back. The NDAL does not explicitly define interlocked transactions. 
Instead, the Ownership Read command is used in place of Read Lock and the Disown Write 
command is used in place of Unlock Write. 

If the interlocked location is already owned in the backup cache when the Cbox receives the read 
lock from the Mbox, the command is never seen on the NDAL as it is serviced directly on the 
cache. Writeback of the block is prevented until the write unlock is issued from the Ebox. 

3.3.9 .1 Ownership and Interlock transactions 

If NVAX has a read lock in progress and P9eCPU_WB_ONLY_L is asserted, the CBOX issues 
the write unlock regardless of the assertion of P%CPU_WB_ONLY_L. Otherwise, deadlock might 
occur if P%CPU_WB_ONLYJL were asserted and a device in the system was waiting for NVAX 
to do a Write Unlock before deasserting P9eCPU_WB_ONLY_L. For example, memory would not 
return Read Lock data to an I/O device if the ownership bit were set. 

The NYAX CPU does not support interlocks to I/O space. If the Cbox receives an interlock to I/O 
space, it converts it to a normal read on the NDAL. 
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3.3.10 Errors 

The NDAL supports the detection of all single-bit and some multiple-bit transmission related error 
conditions on the P%NDAL_H, P%CMD _H, P%ID JEL, and P%PARITY_H lines by implementing 
parity across those lines. Additionally, the NDAL allows commanders to recover from some 
memory and I/O-space read/write class errors. 

3.3.1 0.1 Transaction Timeout 

Each NDAL node must implement a timeout counter for each read which it may have outstanding. 
The NVAX Cbox implements two timeout counters, one for each possible outstanding read. If a 
read request times out, it is aborted by the Cbox. Any missing Read Data Return cycles will 
eventually cause that read to timeout in the Cbox. See Table 3-21 for details on how timeout is 
handled. 

The NVAX BIU starts its read timeout counter when it receives P%ACK_L assertion for the read. 
The counter is an 8-bit counter which, in normal operation, is clocked with a signal from the Ebox, 
Er c TTMEOUT_ENABLE_H. The base counter in the Ebox is 16 bits wide. This implementation results 
in the timeout values shown in Table 3—19. 


Table 3-19: NVAX Read Timeout Values in Normal Mode 


NVAX chip speed 

Timeout Granularity 

Read timeout 

10- ns NVAX 

655 microseconds 

167 milliseconds 

12-ns NVAX 

786 microseconds 

200 milliseconds 

14-ns NVAX 

917 microseconds 

234 milliseconds 


A test mode for the NVAX read timeout counters is provided, and is described in detail in 
Chapter 13. In test mode, the read timeout counters are run directly from the internal NVAX 
clock, rather than from E%TIMEOUT_ENABLE_H. The test mode timeout values are shown in 
Table 3-20. 


Table 3-20: NVAX Read Timeout Values in Test Mode 


NVAX chip speed 

Timeout Granularity 

Read timeout 

10-ns NVAX 

10 nanoseconds 

2.5 microseconds 

12-ns NVAX 

12 nanoseconds 

3.0 microseconds 

14-ns NVAX 

14 nanoseconds 

3.5 microseconds 


The occurrence of transaction timeout is not normal and is expected to happen only when the 
system is broken. 

More information on timeout may be found in Chapter 13. 
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3.3.1 0.2 Non-existent memory and i/O 

An address which is not implemented in memory on a particular system is known as non-existent 
memory. An I/O address of a device which is not present on a particular system is known as 
non-existent I/O. 

Devices on the NDAL must acknowledge any transactions to address space which they recognize 
by asserting P%ACK_L (except when there is a parity error). An address which is not recognized 
by any NDAL device is not acknowledged. 

If P%ACK_L is not asserted in response to an NVAX request, the Cbox records the error by 
saving state in its error registers. (This error case is covered in Table 3-21). Software can read 
the error registers in the other NDAL nodes and find that the absence of P%ACKJL was not 
due to a parity error on the NDAL. From that information it can deduce that the problem was 
non-existent memory or I/O. 

If an interface between the NDAL and another bus recognizes a read to some address and ACK’s 
it, then finds that the address is not implemented on the other bus, the interface must use RDE 
to terminate the READ on the NDAL. It must not simply let the read time out, as this method 
of terminating the transaction takes much longer. 

If an NDAL device ACK’s a write, then determines that it was to non-existent memory or VO 
space, it should notify the CPU appropriately. One possibility is to assert P%H_ERR_L. 


3.3.10.3 Error Handling 

This section describes the required behavior of NDAL commanders and responders in reaction to 
error conditions. 

In general, NDAL errors are handled as follows: 


• Null cycles have correct parity but are not acknowledged. The absence of P%ACK_L assertion 
for these cycles is not an error condition. 

• Any NDAL receiver detecting bad parity in any field on a non-NULL cycle must ignore the 
cycle. P%ACK_L must not be asserted and no action should be taken in response to the NDAL 
command. The receiver may log the error. The device which drove the NDAL cycle must log 
the error (the absence of P%ACK_L assertion) and notify NVAX in some way, depending on 
the exact situation. 

• If an NDAL responder returns Read Data Error for one quadword of return data, it must not 
send any further quadwords of data for that request. If any further fills are received, the 
Cbox treats them as unexpected fills as described in Table 3—21. 

• On an ownership read, the memory should set the ownership bit as soon as it starts sending 
data back to the requestor. The NVAX backup cache does not set its ownership bit until it 
receives all the data for the block, so if any fill data is lost, the block will appear not to be 
owned by any element in the system. This simplifies error handling if NVAX did the OREAD 
because of a write, and the write data has already been written into the cache when the error 
occurs. No other device can get access to the block while the error is being handled. 
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• An NDAL memory node may not clear its ownership bit unless all write data cycles associated 
with the Disown Write transaction are properly received. If write data is sent with the 
BADWDATA command, it is considered to be properly received. 

The NVAX BIU does not retiy failed commands on the NDAL. 

If the Cbox recognizes that data has been lost, it asserts C%CBOX_H_ERR_H to the Ebox. (In some 
cases, the data may be recoverable by software.) When C%CBOX w HJEER_H is asserted, the Cbox 
always puts the Bcache into Error Transition Mode. 

The Cbox asserts C%CBOX_S_EBR_H when it recognizes a soft error. A soft error does not 
necessarily interfere with code running on the machine. In some cases, the Cbox enters ETM 
upon recognizing a soft error. 

Table 3—21 shows the response of the NVAX CPU for every error situation. 
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Table 3-21 : NDAL Errors and NVAX CPU Error Responses 

General Problem Specific situation and action taken by NVAX CPU 


NVAX detects 
parity error on any 
NDAL cycle 


P%ACK_L not 

asserted for 

NVAX-originated 
command 


Read timeout 

or Read Data Error 
before requested 
quadword is 

received 


P9bACK_L asserted 
(inconsistent parity 
error) 

P%ACK_L 

not asserted (parity 

error) 


Cbox asserts os-cbox^s jerb_h, puts backup cache into Error 
Transition Mode. An invalidate or writeback request may 
have been missed. 

Cbox asserts c%cbox_s_krr_h, puts backup cache into Error 
Transition Mode. An invalidate or writeback request may 
have been missed. 1 


IREAD, DREAD (to 
memory or I/O) 

OREAD 


WRITE or 

WDISOWN, 

address 

cycle or data cycle 
(to memory or I/O) 


Cbox aborts the read in the Cbox and the Mbox 2 , asserts 

C%CBOX_S_ERR_H. 

Cbox aborts the read in the Cbox and the Mbox, enters 
Error Transition Mode, and asserts c<scbox_s_err_h. If the 
OREAD was done because of a write miss, the write will 
now be done straight to memory since the cache is in ETM. 

Cbox asserts c<*cbox w h_err_e . enters Error Transition Mode. 
Data which should have been written to memory has been 
lost. If the error was on the data cycle and, in the system 
implementation, memory marks the data bad, software 
may choose to ignore the hard error response since the error 
will be detected when/if the data is read. NVAX continues 
to send the WDATA cycles even if the address cycle or one 
of the WDATA cycles is NAK'd. 


IREAD, 

DREAD (memory or 
I/O space) 

OREAD 


Cbox aborts the read in the Cbox and the Mbox, asserts 

C%CBOX_S_KRR_H . 

Cbox aborts the read in the Cbox and the Mbox, asserts 
c%cbox w s_kre w .h , enters Error Transition Mode. The Cbox 
does not set the ownership bit in the cache. If memory has 
set its ownership bit, there is no record of ownership for 
the block in the system; however, software can analyze and 
clean up the problem by reading the Cbox error registers. 
If the OREAD was done because of a write miss, the write 
will now be done straight to memory since the cache is in 
ETM. 


1 In some systems, such as the NVAX XMI-2 system, commands may be sent on the NDAL purely to notify NVAX of an 
invalidate request; these commands are not acknowledged. 

2 The Cbox aborts the read in the Cbox by clearing valid bit in the FELL_CAM; it aborts the read in the Mbox by asserting 
c%cbox_hakd_krblH with the I_CF or D_CF command. 
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Table 3-21 (Cont.): NDAL Errors and NVAX CPU Error Responses 

General Problem Specific situation and action taken by NVAX CPU 


Read timeout 

or Read Data Error 
after requested 

quadword 
successfully 
received 


Read timeout 

or RDE on OREAD 
with pending 

writeback request 


IREAD, DREAD Cbox aborts the read in the Cbox and the Mbox, asserts 

c%cbox_sjerrjb, does not validate cache entry. 

OREAD Cbox aborts the read in the Cbox and the Mbox, asserts 

for a read-modify or CfltCBOX w s_KRR_H , enters Error Transition Mode. The block 
a read-lock is not validated or marked owned in the backup cache. 

Depending on system implementation, the ownership bit 
may be set in memory. If the OREAD was for a 
read-modify, software can analyze and correct the potential 
inconsistency in ownership information by reading the 
Cbox error registers. If the OREAD was for a read-lock, 
the write-unlock will follow to memory (as a quadword 
disown write) after the Cbox handles the error. If the 
memory subsystem has set its ownership bit, this write 
unlock preserves consistency in ownership in the memory 
subsystem; if not, the write unlock location appears to 
be owned by memory and will be handled as an error by 
memory. 

OREAD for a write Cbox aborts the read in the Cbox, asserts c^cbox^h_erh_h , 
enters Error Transition Mode. The write was previously 
done into the cache when the requested quadword returned, 
since the Cbox merges the write data with the fill data. 
Since the read did not complete, the ownership bit is not set 
in the cache even though the new write data is in the cache. 
Software can recover the write data if it is non-shared data. 
The backup cache must be flushed of owned data using the 
deallocate register, then put into force hit mode. The data 
can then be read and written to memory. If the data is 
shared, writes to memory may have been done out of order 
by the Cbox, and system integrity is in question. 


A pending writeback request is entered in the FTLL_CAM 
when a writeback request arrives for an outstanding 
OREAD. If the OREAD does not complete successfully for 
any reason, the writeback request is aborted. The Cbox has 
not received the entire block, so it does not claim ownership 
for the block. Therefore, it does not write back the block as 
was requested. 
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Table 3-21 (Cont.): NDAL Errors and NVAX CPU Error Responses 

General Problem Specific situation and action taken by NVAX CPU 
Unexpected fill 

or unexpected RDE If there i6 no corresponding FILL_CAM entry for a 

received returning fill or RDE, the Cbox ignores the fill data. 

c%cbox_h_krr_h is asserted. The data is not placed in the 
Bcache and not sent to the Mbox. s CEFSTS is loaded and 
locked; the UNEXPECTED_FILL bit is set since the fill or 
RDE was unexpected. 


3 It is possible to create a scenario where an unexpected fill is received and is recognized by the Cbox because there is an 
entry in the FILL.CAM which apparently corresponds to the fill. For example, suppose the Cbox starts READ A. READ 
A times out, so the Cbox aborts it and the corresponding FTLL_CAM entry is cleared. Now the Cbox starts READ B using 
the same ID as the aborted READ A. Now, if memory returns read data for A, it apparently corresponds to the fill cam 
entry for READ B. The data is accepted and NVAX is unknowingly operating with incorrect data. This behavior may 
cascade into READ C, READ D, etc., if the Cbox always has a new read outstanding by the time some unexpected data 
arrives. Eventually, however, the fill cam entry will be empty when read data is returned, and the Cbox will recognize 
the error. Before the Cbox recognizes the condition, NVAX may have been behaving very strangely, as it has probably 
been operating with either wrong Dstream or wrong Istream data. 
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Each system which uses the NVAX CPU chip will develop its own error strategy. In general, 
enough information should be logged so that software can understand the problem. Table 3—22 
addresses system errors which the system designer should take into account. 


Table 3-22: NDAL Errors and Error Responses by System Components 


General Problem 

Specific situation and considerations to be made 

NDAL parity error 
and P%ACK_L 

asserted 

Node has cache 

Assert P%S_ERR_L and disable the cache. The node may 
have missed an invalidate. 


Node has no cache 

Assert P%S_ERR_L. 

NDAL parity error 
and P%ACK_L not 
asserted 


The lack of assertion of P%ACK_L is sufficient to notify 
the transmitter of the cycle; that transmitter is responsible 
for notifying the CPU of the error. If the transmitter lost a 
write, it should assert P9cH_ERR_L. 


Any write or 

WDATA 

The memory interface should not assert P%H_ERR_L 
because it cannot tell who sent the write. It should log 
the parity error. The transmitter which sent the write 
asserts P%HJEKR_L or takes other actions to initiate 



error recovery. 


WDATA for a 
Disown Write 

The memory should not clear its OBIT; this way, reads from 
other CPUs will fail until software corrects the problem. 

WDISOWN 
to memory location 
which memory owns 


Response is system dependent. Memory should probably 
perform the write and log the error. 


3.3.10.4 Error Recovery 

In most cases an NDAL commander is permitted to reissue a failing transaction in order to 
recover from transient bus errors. Should the recovery fail (recovery may involve one or more 
reattempts of the failed transaction), then the commander logs a hard error. Implementation 
of error recovery is a system-dependent decision. This section contains guidelines on when a 
transaction may be retried. 

• All transactions which do not receive P%ACK_L assertion for the address cycle may be 
retried. 

• Any failing NDAL Write transaction may be retried. 

• Any failing Read to memory space may be retried. 

• Any failing I/O space Write transaction may be retried. 

• It is unsafe to retry any I/O space Read transaction receiving a response timeout since some 
I/O devices may have read side effects. 

The NVAX CPU will not implement retry on any NDAL transactions. 
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3.3.11 NDAL Initialization 

When the NVAX CPU chip enters the reset state, the BIU does the following: 

• Tristates P%NDAL_H<63K)>, P%CMD_H<3:0>, P%ED_H<2:0>, and P%PARTTY_H<2:0> . 
This occurs when internal reset is asserted, and is not qualified with any dock. 

• Releases P%ACK_L. This occurs when internal reset is asserted, and is not qualified with 
any clock. 

• Deasserts P%CPU_REQJL, P%CPUJHOLD_L, and P%CPU_SUPPKESS_L. This occurs 
when internal reset is asserted, and is not qualified with any clock. 

• P%CPU_GRANT_L and P%CPU_ WB_0 NLY _L are sampled during reset. 

While NVAX is asserting P%SY S_RE SETJL, the NDAL clocks are running. P%SYS_RESET_L 
is deasserted relative to NDAL PHI 12. 

During reset, some NDAL node must drive the NDAL so that it is driven with a NOP and good 
parity by the time P^c SY S_RE SETJL is deasserted. NVAX receives the NDAL during reset. The 
NDAL must be driven to valid levels with good parity by the time reset is deasserted, to prevent 
NVAX from detecting a parity error. The following is an example of how to drive the NDAL with 
a NOP, while putting valid parity on the bus: 

• Drive P%CMD_H<3:0> low (this is the NOP command). 

• Drive P%NDAL_H<63:0> low. 

• Drive P9cID_H<2:0> low. 

• Drive P%PARITY_.H<2> low. 

• Drive P%PARITY_H< 1 > high. 

• Drive P%PAR1TY_H<0> low. 

The NVAX CPU does not assert P%CPUJREQ_L until at least 4 NDAL cycles after 
P%SYS_RESET_L is deasserted. 

P%CPU_GRANTJL should be deasserted during system reset. NVAX will not drive the NDAL 
if granted during reset. 
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3.4 The XMI-2 NVAX System 

A block diagram of the XMI-2 system is shown in Figure 3—21. Everything in the picture except 
memory, I/O, other CPUs, and the XMI-2 is contained on one module. 

The XMI-2 system is being developed by MSB and is a follow-on to the Mari ah XMI-2 system. 
Figure 3-21 : NVAX XMI-2 System Block Diagram 
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3.4.1 Cache coherency in the XMI2 system 

Commands on the XMI2 must be forwarded to the CPU in order to maintain cache coherency. 
Table 3-23 shows the XMI2 commands and the corresponding command which must be forwarded 
on the NDAL to NVAX The actions which Nvax takes as a result of the NDAL commands are 
shown in Section 3.3.6. 


Table 3-23: XMi2-NVAX Coherency requirements 


YMT2 Command 

Resulting NDAL Command 

Read 

D stream read 

Interlock Read, Ownership Read 

Ownership Read 

Unlock Write, Write Masked 

Write 1 

Disown Write, Tag Bad Data 

none 

1 WDATA cycles for the write may be omitted since the write is driven onto the NDAL for cache coherency reasons only. 
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Unlock Writes must be forwarded to the NDAL for the following case. Assume an I/O device does 
a Read Lock, Write Unlock to memory location A. Assume that the CPU wants to do a normal 
read to location A, and that it does not have A in its cache. Assume the following timing on the 
XMI: 

Figure 3-22: XM12 Unlock Write example 


time I/O device CPU 

I 

! Interlock Read A 


Read A 


Unlock Write A 


If the CPU reads A between the Read Lock and the Write Unlock the data the CPU caches should 
be invalidated after the write unlock. Otherwise, the CPU has stale data in its cache. This is 
because normal reads get data from XMI2 memory even if the location is interlocked. When 
writes are forwarded from the XMI2 to the NDAL, only the write address cycle must be driven. 
The write data cycles may be omitted. 
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3.5 The Lowend NVAX System - OMEGA 


A block diagram of the lowend system, called Omega, is shown in Figure 3—23. The lowend system 
is being developed in Maynard, in ESB, the Entry Systems Business Group (formerly MVB). 

Figure 3-23: NVAX Lowend System Block Diagram 
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The Lowend System implements an ownership bit in memory which is used to indicate that 
the NVAX CPU owns the block in its backup cache. This bit is covered by ECC. If an I/O 
interface issues a read or a write to a location which is owned by the NVAX backup cache, the 
memory interface holds the request until the writeback completes. It then completes the original 
transaction. The same applies to ownership transactions which may arrive from the NCA for an 
owned block of memory. 

The NCA uses the NDAL ownership transactions in order to perform interlocked transactions. 

One key problem in the Lowend System is the latency of a Qbus transaction. Once a device 
successfully issues a transaction on the Qbus, a timeout counter starts which will time out after 
8 microseconds. This timing is difficult to meet in an NVAX system because of the writeback 
cache. 

The analysis of the problem may be found in the specs for the Omega system. 


DIGITAL CONFIDENTIAL 


NVAX Chip Interface 3-67 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


3.6 Resolved issues 


1. Issue: Should we implement Force Bad Parity on the NDAL for testing purposes, or can 
we get away without it? Solution: We are implementing a way to force bad parity on the 
command field of the ndal. 

2. Issue: The arbitration signals are not parity protected. Solution: This is not a problem 
because they are acknowledged by grant. The commander can always detect a problem by 
observing grant. If a request line is broken, the CPU will eventually timeout. 

3. Issue: Should the Cbox do retiy on parity errors? Solution: No. The XMI has never seen 
a parity error and it is a much longer bus with big connectors which we don’t have. Retry 
would add unnecessary complexity. 

4. Issue from Supnik: Allow space for extended addressing by moving byte enable over. Solution: 
Byte enable moved over. 

5. Issue: Should parity be even or odd or a combination of both? Solution: Use even parity 
across the command, even parity across the lower longword of the NDAL, and odd parity 
across the upper longword of the NDAL. The combination helps for package reasons - all pins 
can’t drive the same way at once. (Steve Thierauf) 

6. Issue : Should the NDAL cycle time equal 2 or 3 CPU cycles? Solution: It will be much easier 
to design to 3 cycles so well do this in the interest of the schedule. 3 cycles may cost us 3% 
performance but it is worth it for ease of design. 

7. Issue: Should NVAX drive the lower three bits of address for I/O space transactions? Solution: 
Yes. It is in the critical path of I/O devices to deduce the address from the byte enable. 

8. Issue: If an Unlock Write transaction is directed to a location not currently locked, should 
the responder perform the write operation? Solution: This is a system-dependent issue. 
Recommendation added to the Errors section. 

9. Issue: Should we have an acknowledged I/O space write? This would preserve write ordering 
between memory writes and I/O space writes. Solution: Historically this problem has not 
been addressed so our solving it is no value added. Software can be written which avoids the 
problem. 

10. Issue: Do the lowend systems need byte parity? Solution: If a system is built without a 
backup cache, the performance is going to be poor so doing the read-modify-write for masked 
writes to memory is OK. The Lowend System will need to do read-modify-writes when the 
cache is in Error Transition Mode, but this is very rare. As long as there is time to compute 
longword parity it seems sufficient. Adding byte parity would increase the number of pins on 
the CPU and on all NDAL interfaces by 6. 

11. Issue: There was not enough time for the arbiter if HOLD was a single open-drain signal. 
Solution: Have three hold signals, one for each commander, each of which is point-to-point. 

12. Is parity enable necessary? If not, we get rid of a pin. Solution: Parity enable is not necessary. 
Every planned NVAX system is able to generate parity on every ndal cycle. 

13. An additional command is under consideration. It would be called Disown Without Writeback 
(DISWOWB). It would be driven from the CPU to the memory interface after the CPU received 
a hexaword write to an owned block. DISWOWB indicates that the backup cache has given 
up ownership and invalidated the block, but is returning no data to memory. If a hexaword 
write is done in the system, memory has no use for the old data so it would be a waste of 
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time for the CPU to return it. Solution: This command does not appear to be useful enough 
to warrant the complexity. 

14. Can the CPU chip remove the internal resistors on the NDAL? If we do, some chip in the 
system would have to pull the bus to valid levels during reset. Resolution: Yes, NVAX has 
removed the internal resistors. Another component in every NVAX system will pull the NDAL 
to valid levels during reset. 


DIGITAL CONFIDENTIAL 


NVAX Chip Interface 3-69 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


3.7 NVAX Chip Interface Signal Name Cross-Reference 

All NVAX signal names and pin names referenced in this chapter have appeared in bold and reflect 
the actual name appearing in the NVAX schematic set. For each signal and pin appearing in this 
chapter, the table below lists the corresponding name which exists in the behavioral model. 


Table 3-24: Cross-reference of all names appearing In the NVAX chip Interface chapter 

Schematic Name Behavioral Model Name 


C%CB03LBJERR_H 

C%CBOXJS.JERB_H 

C**CBOXJKARD_KKR_H 

E%TIMEOtrT_KNABLE_H 

P%ACK_L 

P9cASYNC_RESET_L 

P%CMD_H<3:0> 

P%CPU_GRANT_L 

P%CPU_HOLD_L 

P%CPU_REQ_L 

P9cCPU_SUPPRESS_L 

P%CPU_WB_ONLY_L 

P9cDISABLE_OUT_L 

P%DR_DATA_H<63:0> 

P9cDR_ECC_H<7K)> 

P%DR_INDEX_H<20:3> 

P%DR_OEJL 

P%DR_WE_L 

P%HALTJL 

P%H_ERR_L 

P%ID_H<2K)> 

P%3NT_T1M_L 

P%ERQ_L<3 K) > 

P%MACHINE_CHECK_H 

P%NDAL_H<63K)> 

P%OSC_H 

P%OSC_L 

P%OSC_TCl_H 

P%OSC_TC2_H 

P%OSC TEST H 


C%CBOX w H_KHR_H 

C9eCBOX_S_EBR_H 

C%CBOX_HARD_KHE_H 

E^TtMEOUT_ENABLE_E 

P9cACK_L 

P%ASYNC_RESET_L 

P%CMD_H<3:0> 

P%CPU_GRANT_L 

P%CPU_HOLD_L 

P%CPU_REQ_L 

P%CPU_ SUPPRES S_L 

P%CPU_WB_ONLY_L 

P%DISABLE_OUT_L 

P%DR_D ATA_H<63 :0> 

P9cDR_ECC_H<7K)> 

P%DR_INDEX_H<20:3 > 

P%DR_OE_L 

P%DR_WE_L 

P%HALT_L 

P%H_ERR_L 

P%ID_H<2K)> 

P%INT_TTM_L 

P%IRQ_L<3:0> 

P%MACBRNE_CHECK_H 

P%NDAL_H<63K)> 

P%OSC_H 

P%OSC_L 

P%OSC_TCl_H 

P%OSC_TC2_H 

P%OSC_TEST_H 
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Table 3-24 (Cont.): Cross-reference of all names appearing in the NVAX chip interface chapter 


Schematic Name 

Behavioral Model Name 

P%PARITY_H<2K» 

P%PARITY_H<2.-0> 

P%PHI12_IN_H 

P%PHI1 2_IN_H 

P%PHI12_OUT_H 

P%PHI12_OUT_H 

P%PHI23_IN_H 

P%PHI23_IN_H 

P%PHI23_OUT_H 

P%PHl23_OUT_H 

P%PHI34_IN_H 

P%PHI34_IN_H 

P%Pffl34_OUT_H 

P%PHl34_OUTH 

P%PED41_IN_H 

P%PHI41_IN_H 

P9cPHl41_OUT_H 

P%PHl41_OUT_H 

P%PP_CMD_H<2:0> 

P9bPP_CMD_H<2:0> 

P%PP_D ATA_H<11 :0> 

P%PP_DATA_H<11 :0> 

P%PWRFL_L 

P%PWKFL_L 

P%SYS_RESET_L 

P%SYS_RESET_L 

P9cS_ERR_L 

P9cS_ERR_L 

PTcTCK.H 

P9cTCK_H 

P^cTDI.H 

P9eTDI_H 

P%TDO_H 

P%TDO_H 

P%TEMP_H 

P%TEMP_H 

P%TEST_DATA_H 

P%TEST_DATA_H 

P9cTEST_STROBE_H 

P%TEST_STROBE_H 

P%TMS_H 

P%TMS_H 

P%TS_ECC_H<5.*0> 

P%TS_ECC_H<5:0> 

P%TS_INDEX_H<20:5> 

P%TS_INDEX_H<20:5> 

P%TS_OE_L 

P%TS_OE_L 

P%TS_OWNED_H 

P%TS_OWNED_H 

P%TS_TAG_H<3 1 :1 7 > 

P%TS_TAG_H<3 1:17> 

P%TS_VAUD_H 

P%TS_VAUD_H 

P%TS_WEL 

P%TS_WE_L 
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3.8 Revision History 


Table 3-25: Revision History 

Who When Description of change 


Rebecca Stamm 

Rebecca Stamm 
Rebecca Stamm 

Rebecca Stamm 
Rebecca Stamm 

Rebecca St amm 

Rebecca Stamm 
Rebecca Sta mm 
Rebecca Stamm 


20-Feb-1991 


7-Nov-1990 

4-Jul-1990 

17-May-1990 

20-Feb-1990 

3-Feb-1990 

30-Jan-1990 

Ol-Dec-1989 

06-Mar-1989 


Update after NVAX first pass. Clarified ACK timing. Added signal 
name cross-reference. Added NDAL timing AC spec. Corrected Byte 
Enable table. Updated B cache pin timing. B%iiMEOt3T_KNABLE_H clocks 
the Cbox timeout counter, not k%tdokodt_kase_h . Added P% prefix to 
all pin names. 

PP_DATA are output only. Clarify NACK’d write handling. 
Correction: NVAX DOES receive the NDAL I/O signals during 
power-up. 

Update initialization description. Assert Herr on unexpected fill. 
Update ndal pin timing. NVAX may drive NOPs under WB_ONLY. 
P9eID_H<0> not driven with same value during command and data 
cycles of a write. Close force_bad_parity issue. 

Take out vector pins, add two new test pins, update description of 
unexpected fill handling by setting CEFSTS<UyEXPSCTED_FILL>. 

Add unexpected RDE handling. Clarified byte enables and 
octaword-length transactions. Corrected running total for NVAX 
pins. Add detailed timeout description. Added timeout functionality 
to P%OSC_TCl_H. 

External release. Updates from internal review. Address<2:0> is sent 
out as zeros for the second half of an unaligned I/O space reference. 
NVAX does not implement internal resistors to pull the NDAL to 
valid levels during reset; a system device must drive the bus during 
reset. 

Reorganized chapter. Clarified byte enable section. NVAX issues 
identical data on both halves of the bus during I/O space writes. 
Released for internal review. 

Revision 1.0 release. Clarified byte enable table. Added error 
handling for unexpected fills. Added error handling for requested 
writebacks whose OREADs do not complete. 

Release for external review. 


3—72 NVAX Chip interface 


DIGITAL CONFIDENTIAL 




NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Table 3-25 (Cont.): Revision History 


Who 

When 

Description of change 

Rebecca Stamm 

24-Oct-1989 

Several NVAX pins were added, deleted, or changed in either 
name or functionality. The terminology byte mask is changed 
to byte enable. I01_WB_0NLY, I02_WB_ONLY, IOl.SUPPRESS, 
and I02_SUPPRESS were added, and NDAL arbitration was 
changed, giving the arbiter responsibility for asserted the appropriate 
WB_ONLY lines when a SUPPRESS line is asserted. Addition 
of BADWDATA command. New command encodings. Elimination 
of Read Lock and Write Unlock commands on the NDAL. Add 



better explanation of Clear Write Buffer. Update error section. 
Remove PARITY_ENABLE_L pin. Removed Qbus latency problem 
description. Assigned an ID to the memory interface. Read data 
may be returned in any order: NVAX does not require the requested 
quadword first, although it is a performance advantage to return the 
requested qw first. 
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Chapter 4 
Chip Overview 


4.1 NVAX CPU Chip Box and Section Overview 

The NVAX CPU Chip is a single-chip CMOS-4 macropipelined implementation of the base in- 
struction group, and the optional vector instruction group of the VAX architecture. Included in 
the chip are: 

• CPU: Instruction fetch and decode, microsequencer, and execution unit 

• Control Store: 1600, 61-bit microwords 

• Primary Cache: 8 KB, 2-way set associative, physically-addressed, write through, mixed 
instruction and data stream 

• Instruction Cache: 2 KB, direct-mapped , virtually addressed, instruction stream only I 

• Translation Buffer: 96 entries, fully associative 

• Floating Point: 4 stage, pipelined, integrated floating point unit with selective stage 4 1 

bypass I 

• Backup Cache Interface: Support for four cache sizes (2MB, 512KB, 256KB, 128KB), two 
tag RAM speeds and three data RAM speeds. 

• NDAL Interface: Memory subsystem interface. Supports an ownership coherence protocol 

on the Backup Cache I 

The NVAX chip is designed in CMOS-4 with a typical cycle time of 14 ns, and with the option of 
running chips at a slower or faster cycle time. The chip can be incorporated into many different 
system environments, ranging from the desktop to the midrange, and from single processor to 
multiprocessor systems. 

The NVAX is a macropipelined design: it pipelines macrodnstruction decode and operand fetch 
with macroinstruction execution. Pipeline efficiency is increased by queuing up instruction infor- 
mation and operand values for later use by the execution unit. Thus, when the macropipeline is 
running smoothly, the Ibox (instruction parser/operand fetcher) is running several macroinstruc- 
tions ahead of the Ebox (execution unit). Outstanding writes to registers or memory locations are 
kept in a scoreboard to ensure that data is not read before it has been written. See Chapter 5 
for a more in-depth discussion of the macropipeline. 
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This chapter gives an overview of the different sections, or "boxes", that comprise the NVAX 
CPU. For more information on any of the boxes, please see the appropriate chapters within this 
specification. Figure 4—1 is a block diagram of the boxes, and the major buses that run between 
them. 

Figure 4-1 : NVAX CPU Block Diagram 



4.1.1 The Ibox 

The Ibox decodes VAX instructions and parses operand specifiers. Instruction control, such as 
the control store dispatch address, is then placed in the instruction queue for later use by the 
Microsequencer and Ebox. The Ibox processes the operand specifiers at a rate of one specifier per 
cycle and, as necessary, initiates specifier memory read operations. All the information needed 
to access the specifiers is queued in the source queue and destination queue in the Ebox. 

The Ibox prefetches instruction stream data into the prefetch queue (PFQ), which can hold 16 
bytes. The Ibox has a dedicated instruction-stream-only cache, called the virtual instruction cache 
(VIC). The VIC is a 2 KB, direct-mapped cache, with a block and fill size of 32 bytes. 
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The Ibox has both read and write ports to the GPR and MD portions of the Ebox register file 
which are used to process the operand specifiers. The Ibox maintains a scoreboard to ensure that 
reads and writes to the register file are always performed in synchronization with the Ebox. The 
Ibox stops processing instructions and operands upon issuing certain complex instructions (for 
example, CALL, RET, and character string instructions). This is done to maintain read/write 
ordering when the Ebox will be altering large amounts of VAX state. 

Since the Ibox is often parsing several macroinstructions ahead of the Ebox, the correct value 
for the PSL condition codes is not known at the time the Ibox executes a conditional branch 
instruction. Rather than emptying the pipe, the Ibox predicts which direction the branch will 
take, and passes this information on to the Ebox via the branch queue. The Ebox later signals 
if there was a misprediction, and the hardware backs out of the path. The branch prediction 
algorithm utilizes a 512-entry RAM, which caches four bits of branch history per entry. 

4.1.2 The Ebox and Microsequencer 

The Ebox and Microsequencer work together to perform the actual “work” of the VAX instructions. 
Together they implement a four stage micropipelined unit, which has the ability to stall and to 
microtrap. The Ebox and Microsequencer dequeue instruction and operand information provided 
by the Ibox via the instruction queue, the source queue, and the destination queue. For literal type 
operands, the source queue contains the actual operand value. In the case of register, memory, 
and immediate type operands, the source queue holds a pointer to the data in the Ebox register 
file. The contents of memory operands are provided by the Mbox based on earlier requests from 
the Ibox. GPR results are written directly back to the register file. Memory results are sent to 
the Mbox, where the data will be matched with the appropriate specifier address previously sent 
by the Ibox. At times, the Ebox initiates its own memory reads and writes using E%VA W BUS_L 
and E%WBUS_H. 

The Microsequencer determines the next microword to be fetched from the control store. It 
then provides this cycle-by-cycle control to the Ebox. The Microsequencer allows for eight-way 
microbranches, and for microsubroutines to a depth of six. 

The Ebox contains a five-port register file, which holds the VAX GPRs, six Memory Data Registers 
(MDs), six microcode working registers, and ten miscellaneous CPU state registers. It also con- 
tains an ALU, a shifter, and the VAX PSL. The Ebox uses the RMUX, controlled by the retire 
queue, to order the completion of Ebox and Fbox instructions. As the Ebox and the Fbox are 
distinct hardware resources, there is some amount of execution overlap allowed between the two 
units. 

The Ebox implements specialized hardware features in order to speed the execution of certain 
VAX instructions: the population counter (CALLx, PUSHR, POPR), and the mask processing unit 
(CALLx, RET, FFx, PUSHR, POPR). The Ebox also has logic to gather hardware and software 
interrupt requests, and to notify the Microsequencer of pending interrupts. 

4.1.3 The Fbox 

The Fbox implements a four stage pipelined execution unit with selective stage 4 bypass for the 
floating point and integer multiply instructions. Operands are supplied by the Ebox up to 64 
bits per cycle on E%ABUS_H and E%BBUS_H. Results are returned to the Ebox 32 bits per cycle on 
F%FBOX_RESULTJH. The Ebox is responsible for storing the Fbox result in memory or the GPRs. 
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4.1.4 TheMbox 

The Mb ox receives read requests from the Ibox (both instruction stream and data stream) and 
from the Ebox (data stream only). It receives write/store requests from the Ebox. Also, the Cbox 
sends the Mbox fill data and invalidates for the Pcache. The Mbox arbitrates between these 
requesters, and queues requests which cannot currently be handled. Once a request is started, 
the Mbox performs address translation and cache lookup in two cycles, assuming there are no 
misses or other delays. The two-cycle Mbox operation is pipelined. 

The Mbox uses the translation buffer (96 fully associative entries) to map virtual to physical 
addresses. In the case of a TB miss, the memory management hardware in the Mbox will read 
the page table entry and fill the TB. The Mbox is also responsible for all access checks, TNV 
checks, M-bit checks, and quadword unaligned data processing. 

The Mbox houses the Primary Cache (Pcache). The Pcache is 8KB, 2-way set associative and 
writethrough, with a block and fill size of 32 bytes. The Pcache state is maintained as a subset 
of the Backup Cache. 

The Mbox ensures that Ibox specifier reads are ordered correctly with respect to Ebox specifier 
stores. This memory "scoreboarding" is accomplished by using the PA queue, a small list of 
physical addresses which have a pending Ebox store. 

4.1.5 The Cbox 

The Cbox is the controller for the second level cache (the Backup Cache, or Bcache). Both the 
tags and data for the Bcache are stored in off-chip RAMs. The size and access time of the Bcache 
RAMs can be configured as needed by different system environments. The Bcache sizes supported 
are 2 MB, 512 KB, 256 KB, and 128 KB. In addition, a system with no Bcache RAMs is supported, 
although significant performance degradation occurs without a Bcache. The Bcache is a direct 
mapped writeback cache with block and fill sizes of 32 bytes. The Cbox packs sequential writes 
to the same quadword in order to minimize Bcache write accesses. Multiple write commands are 
held in the eight-entry WRITE_QUEUE . 

The Cbox is also the interface to the NDAL, which is the NVAX connection to the memory subsys- 
tem. The NDAL_EN_QUEUE loads fill data and writeback requests from the NDAL to the CPU. 
The N ON_WRITEBACK_QUEUE and WR1TEBACK_QUEUE hold read requests and writeback 
data to be sent to the memory subsystem over the NDAL. 

4.1.6 Major Interna! Buses 

This is a list of the major interbox buses: 

• B%S6_DAIA V _H: 

This bidirectional bus between the Cbox and MBox is used to transfer write data to the backup 
cache, to to transfer fill data to the primary cache. 

• C%CBOX_ AD DR_H : 

This bus is used to transfer the physical address of a Pcache invalidate from the Cbox to the 
MB ox. 

• E%ABUS_H, E%BBUS_H: 

These two 32-bit buses contain the A- and B-port operands for the Ebox, and are also used 
to transfer operand data to the Fbox. 
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• E%mOX_IAJSUSJL: 

This bus is used by the Ibox to read the Ebox Register File in order to perform an operand 
access. An example is to read a register’s contents for a register deferred type specifier. 

• E%DQ_RETTRE_H, E%DQ_RETIRE_EMODE_H, E%DQ_EETIRE_EN_H : 

This collection of related buses transfers information from the Ebox to the Ibox when a des- 
tination queue entry is retired. 

• E%SQ_EETTRE_H, E%SQ_EETEKE_MD_E, E%SQ_RETIRE_RMODE_H, E%SQ_RETERE_EN1_H, 
E%SQ_EETIRE_EN2_H: 

This collection of related buses transfers information from the Ebox to the Ibox when a source 
queue entry is retired. 

• E%VA W BUS_L: 

This bus transfers an address from the Ebox to the MBox. 

• E%WBUS_H: 

This 32-bit bus transfers write data from the RMUX to the register file and the Mbox. 

• E_U SQ9cMIB_H : 

This bus carries Control Store data from the Microsequencer to the Ebox. 

• E_BUS%UTEST_L: 

This 3-bit bus transfers microbranch conditions from the Ebox to the microsequencer. 

• F%FBOX_RESULT_H : 

This bus is used to transfer results from the Fbox to the Ebox. 

• I%IBOX_ADDR_H: 

This bus transmits the virtual address of an Ibox memory reference to the Mbox. The address 
may be for instruction prefetch or an operand access. 

• I%IQ_BUS_H: 

This bus carries instruction information from the Ibox to the Instruction Queue in the 
Microsequencer. 

• I%IBOX_IW_BUS_H: 

This bus is used by the Ibox to write the Ebox Register File for autoincrement/decrement type 
specifiers and to deliver immediate operands to the Register File. 

• I%OPERAND_BUS_H: 

This bus transfers information from the Ibox to the source and destination queues in the 
Ebox. 

• M%MD_BUS_H: 

The bus returns right-justified memory read data from the Mbox to either the Ibox (64 bits) 
or the Ebox (32 bits). 

• M%S6_PA_H: 

This bus transfers the address for a backup cache reference from the MBox to the Cbox. 

• NDAL: 

The NDAL are bidirectional off-chip multiplexed address and data lines used by the Cbox to 
communicate with the memory subsystem. The NDAL carries fill data and writeback requests 
to the CPU, and writeback data and read requests from the CPU to memory. 
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4.2 Revision History 


Table 4-1: Revision History 


Who 

When 

Description of change 

Debra Bernstein 

06-Mar-1989 

Release for external review. 

Mike Uhler 

18-Dec- 1989 

Update for second-pass release. 

Mike Uhler 

04-Dec- 1990 

Update after pass 1 PG. 
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Chapter 5 

Macroinstruction and Microinstruction Pipelines 


5.1 Introduction 

This chapter discusses the architecture of the NVAX CPU macroinstruction and microinstruction 
pipeline. It includes a section of general pipeline fundamentals to set the stage for the specific 
NVAX CPU implementation of the pipeline. This is followed by an overview of the NVAX CPU 
pipeline, an examination of macroinstruction execution, and a discussion of stall and exception 
handling from the viewpoint of the Ebox. 

5.2 Pipeline Fundamentals 

This section discusses the fundamentals of instruction pipelining in a general manner that is 
independent of the NVAX CPU implementation. It is intended as a primer for those readers who 
do not understand the concept and implications of instruction pipelining. Readers familiar with 
this material are encouraged to skip (or at most skim) this section. 

5.2.1 The Concept of a Pipeline 

The execution of a VAX macroinstruction involves a sequence of steps which are carried out 
in order to complete the macroinstruction operation. Among these steps are: instruction fetch, 
instruction decode, specifier evaluation and operand fetch, instruction execution, and result store. 
On the simplest machines, these steps are carried out sequentially, with no overlap of the steps, 
as shown in Figure 5—1. 
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Figure 5-1 : Non -Pipelined Instruction Execution 


Tine 


Instruction 1 


Instruction 2 


Instruction 3 


I SO | SI I S2 | S3 I S4 | £5 | S6 | 



I SO | 51 I S2 | 53 1 54 | £5 I S6 | 



I SO | SI 1 52 |53 | S4 |S5 I 56 | 


In this diagram, “SO", “S2”, ...» “S6” denote particular steps in the execution of an instruction. 
For this simple scheme, all of the steps for one instruction are performed, and the instruction is 
completed, before any of the steps for the next instruction are started. 

In more complex machines, one or more steps of the execution process are carried out in parallel 
with other steps. For example, consider Figure 5—2. 

Figure 5-2: Partially-Pipelined instruction Execution 


Instruction 1 | SO I SI 152 | S3 1 54 I £5 | Sf ; 

+ 


+ 


Instruction 2 


I SO ; SI ! S2 I S3 | S4 1 55 ] 56 | 


Instruction 3 


I SO |S1 |S2 | S3 |S4 155 156 | 


In this example, step S6 of each instruction is overlapped in time (or executed in parallel) with 
step SO of the next instruction. In doing so, the number of instructions executed per unit time 
(instruction throughput) goes up because an instruction appears to take less time to complete. 

In the most complex machines, most (or all) of the steps are executed in parallel as indicated in 
Figure 5-3. 
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Figure 5-3: Fully-Pipelined Instruction Execution 


Time 


Instruction 1 I SO | SI I S2 I S3 I S4 I S5 1 S6 I 

+ — 4 


Instruction 2 


Instruction 3 


I SO I SI IS2 IS3IS4 |S5|S6 | 

t- 4 

4 I 

I SO | SI I S2 I S3 | S4 | S5 | S6 | 
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In this example every step of instruction execution is performed in parallel with every other 
step. This means that a new instruction is started as soon as step SO is completed for the 
previous instruction. If each step, S0..S6, took the same amount of time, the apparent instruction 
throughput would be seven times greater than that of Figure 5-1 above, even though each 
instruction takes the same amount of time to execute in both cases. 

Figures 5—2 and 5—3 are examples of the concept of instruction pipelining, in which one or 
more steps necessary to execute an instruction are performed in parallel with steps for other 
instructions. 

5.2.2 Pipeline Fiow 

A real-world form of a pipeline is an automobile assembly line. At each station of the assembly 
line (called segments of the pipeline in our case), a task is performed on the partially completed 
automobile and the result is passed on to the next station. At the end of the assembly line, the 
automobile is complete. 

In an instruction pipeline, as in an assembly line, each segment is responsible for performing a 
task and passing the completed result to the next segment. The exact task to be performed in 
each pipeline segment is a function of the degree of pipelining implemented and the complexity 
of the instruction set. 

One attribute of an automobile assembly line is equally important to an instruction pipeline: 
smooth and continuous fiow. An automobile assembly line works well because the tasks to be 
performed at each station take about the same amount of time. This keeps the line moving at a 
constant pace, with no starts and stops which would reduce the number of completed automobiles 
per unit time. 

An analogous situation exists in an instruction pipeline. In order to achieve real efficiency in 
an instruction pipeline, information must flow smoothly and continuously from the start of the 
pipeline to the end. If a pipeline segment somewhere in the middle is not able to supply results 
to the next segment of the pipeline, the entire pipeline after the offending segment must stop, or 
stall, until the segment can supply a result. 

In the general case, a pipeline stall results when a pipeline segment can not supply a result to 
the next segment, or when it can not accept a new result from a previous segment. 
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This is a fundamental problem with most instruction pipelines because they occasionally (or not 
so occasionally) stall. Stalls result in decreased instruction throughput because the smooth flow 
of the pipeline is broken. 

A typical example of a pipeline stall involves memory reads. A simple three-segment pipeline 
might fetch operands in segment 1, use the operands to compute results in segment 2, and make 
memory references or store results in segment 3, as shown in Figure 5—4. 

Figure 5-4: Simple Three-Segment Pipeline 


+—————+ H + 

I Operand | -> (Computation I ->| Memory | 

! Access || II Read I 

+ T H -+ + + 


Figure 5—5 illustrates what happens when the pipeline control wants to use the result of the 
memory read as an operand. 

Figure 5-5: information Flow Against the Pipeline 


I Operand ■-> [Computation I -> | Memory i— -+ 

I Access I II Read I I 


] 

12 >| Operand | -> | Computation | -> | Result | 

| Access || II Store | 

H + + + -I + 


In this case, the operand access segment of 12 can not supply an operand to the computation 
segment because the memory read done by II has not yet completed. As a result, the pipeline 
must stall until the memory read has completed. This is shown in Figure 5-6. 
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Figure 5-6: Stalls Introduced by Backward Pipeline Flow 
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In this diagram, the memory read data from II is not available until the read request passes 
through segment 3 of the pipeline. But the operand access segment for 12 wants the data 
immediately. The result is that the operand access segment of 12 has to stall twice waiting for 
the memory read data to become available. This, in turn, stalls the rest of the pipeline segments 
after the operand access segment. 

This situation is an excellent example of an age-old problem with instruction pipelining. The 
natural and desired direction of information flow in a pipeline is from left to right in the above 
diagrams. In this case, information must flow from the output of the memory read segment into 
the operand access segment. This requires a right-to-left movement of information from a later 
pipeline segment to an earlier one. In general, any information transfer which goes against the 
normal flow of the pipeline has the potential for causing pipeline stalls. 

5.2.3 Stalls and Exceptions in an Instruction Pipeline 

Even the best pipeline design must be prepared to deal with stalls and exceptions created in the 
pipeline. As mentioned above, a stall is a condition in which a pipeline segment can not accept 
a new result from a previous segment, or can not send a result to a new segment. An exception 
occurs when a pipeline segment detects an abnormal condition which must stop, and then drain 
the pipeline. Examples of exceptions are: memory management faults, reserved operand faults, 
and arithmetic overflows. One of the inherent costs of a pipelined implementation is the extra 
logic necessary to deal with stalls and exceptions. 

There are two primary considerations concerning stalls: what action to take when one occurs, 
and how to minimize them in the first place. The design of most instruction pipelines assumes 
that the pipeline will not stall, and handles the stall condition as a special case, rather them 
the other way around. This means that each segment of the pipeline performs its function and 
produces a result each cycle. If a stall occurs just before the end of the cycle, the segment must 
block global state updates and repeat the same operation during the next cycle. The design of 
the pipeline control must take this into account and be prepared to handle the condition. 

A common stall condition occurs when each pipeline segment has the same average speed, but 
different peak speeds. For example, a pipeline segment whose task is to perform both memory 
references and register result stores may take longer to perform memory references than result 
stores. This can cause earlier segments of the pipeline to stall because the segment can not 
take new inputs as fast if it is doing a memory reference rather than a result store. A common 
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technique to minimize this problem is to place buffers between pipeline segments, as shown in 
Figure 5-7. 

Figure 5-7: Buffers Between Pipeline Segments 
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By placing a buffer of sufficient depth between each segment of the pipeline, segments of differing 
peak speeds can avoid stalls caused if the next segment is unable to accept a new result. Instead, 
the result goes into the inter-segment buffer and the next segment removes it from the buffer 
when it needs it. Unfortunately, adding such buffers means that additional logic must also be 
added to handle the buffer full/buffer empty conditions. 

The performance advantage of an instruction pipeline comes from the parallelism built into the 
pipeline. If the parallelism is defeated by, for example, a stall, the advantage starts to drop. One 
problem associated with pipelines is that they can provide ‘‘lumpy” performance. That is, two 
similar programs may experience radically different performance if one causes many more stalls 
(which defeat the parallelism of the pipeline) than the other. 

Pipeline exceptions are different from stalls in that exceptions cause the pipeline to empty 
or drain. Usually, everything that entered the pipeline before the point of error is allowed 
to complete. Everything that entered the pipeline after the point of error is prevented from 
completing. This can add considerable complexity to the pipeline control. 

A larger problem occurs when the designer wants exceptions to be recoverable. Consider an 
exception caused by a memory management fault. On the VAX, this condition can occur because 
of a TB miss. The correct response to this fault is to read a PTE from memory, refill the TB, and 
restart the request that caused the fault. This can add considerable complexity to the design. 

5.3 NVAX CPU Pipeline Overview 

The remainder of this chapter discusses the NVAX CPU pipeline, which is shown as a block 
diagram in Figure 5—8. This is a high-level view of the CPU and abstracts many of the details. 
For a more detailed view of the pipeline, users are encouraged to refer to the individual box 
chapters in this specification. 

The pipeline is divided into seven segments denoted as “SO” through “S6”. In Figure 5—8, the 
components of each section of the CPU are shown in the segment of the pipeline in which they 
operate. 

The NVAX CPU is fully pipelined and, as such, is most similar to the abstract example 
shown in Figure 5-3. In addition to the overall macroinstruction pipeline, in which multiple 
macroinstructions are processed in the various segments of the pipeline, most of the sections 
also micropipeline operations. That is, if more than one operation is required to process a 
macroinstruction, the multiple operations are also pipelined within a section. 
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5.3.1 Normal Macroinstruction Execution 

Execution of macroinstructions in the NVAX pipeline is decomposed into many smaller steps 
which are the distributed responsibility of the various sections of the chip. Because the NVAX 
CPU implements a macroinstruction pipeline, each section is relatively autonomous, with queues 
inserted between the sections to normalize the processing rates of each section. 

5.3.1 .1 The Ibox 

The Ibox is responsible for fetching instruction stream data for the next instruction, decomposing 
the data into opcode and specifiers, and evaluating the specifiers with the goal of prefetching 
operands to support Ebox execution of the instruction. 

The Ibox is distributed across segments SO through S3 of the pipeline, with most of the work 
being done in SI. In SO, instruction stream data is fetched from the virtual instruction cache 
(VIC) using the address contained in the virtual instruction buffer address register (VIBA). The 
data is written into the prefetch queue (PFQ) and VIBA is incremented to the next location. 

In segment SI, the PFQ is read and the burst unit uses internal state and the contents of 
the IROM to select the next instruction stream component— either an opcode or specifier. This 
decoding processing is known as bursting. Some instruction components take multiple cycles to 
burst. For example, FD opcodes require two burst cycles: one for the FD byte, and one for the 
second opcode byte. Similarly, indexed specifiers require at least two burst cycles: one for the 
index byte, and one or more for the base specifier. 

When an opcode is decoded, the information is passed to the issue unit, which consults the IROM 
for the initial Ebox control store address of the routine which will process the instruction. The 
issue unit sends the address and other instruction-related information to the instruction queue 
where it is held until the Ebox reaches the instruction. 

When a specifier is decoded, the information is passed to the source and destination queue 
allocation logic and, potentially, to the complex specifier pipeline. The source and destination 
queue allocation logic allocates the appropriate number of entries for the specifier in the source 
and destination queues in the Ebox. These queues contain pointers to operands and results, and 
are discussed in more detail below. 

If the specifier is not a short literal or register specifier, which are collectively known as 
simple specifiers, it is considered to be a complex specifier and is processed by the small 
microcode-controlled complex specifier unit (CSU), which is distributed in segments Si (control 
store access), S2 (operand access, including register file read), and S3 (ALU operation, Mbox 
request, GPR write) of the pipeline. The CSU pipeline computes all specifier memoiy addresses, 
and makes the appropriate request to the Mbox for the specifier type. Tb avoid reading or writing 
a GPR which is interlocked by a pending Ebox reference, the CSU pipeline includes a register 
scoreboard which detects data dependencies. The CSU pipeline also provides additional help to 
the Ebox by supplying operand information that is not an explicit part of the instruction stream. 
For example, the PC is supplied as an implicit operand for instructions that require it (such as 
BSBB). 

The branch prediction unit (BPU) watches each opcode that is decoded looking for conditional 
and unconditional branches. For unconditional branches, the BPU calculates the target PC and 
redirects PC and VIBA to the new path. For conditional branches, the BPU predicts whether 
the instruction will branch or not based on previous history. If the prediction indicates that the 
branch will be taken, PC and VIBA are redirected to the new path. The BPU writes the conditional 
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branch prediction flag into the branch queue in the Ebox, to be used by the Ebox in the execution 
of the instruction. The BPU maintains enough state to restore the correct instruction PC if the 
prediction turns out to be incorrect. 

5.3.1 SL The Microsequencer 

The microsequencer operates in segment S2 of the pipeline and is responsible for supplying to 
the Ebox the next microinstruction to execute. If a macroinstruction requires the execution of 
more than one microinstruction, the microsequencer supplies each microinstruction in sequence 
based on directives included in the previous microinstruction. 

At macroinstruction boundaries, the microsequencer removes the next entry from the instruction 
queue, which includes the initial microinstruction address for the macroinstruction. If the 
instruction queue is empty, the microsequencer supplies the address of a special no-op 
microinstruction. 

The microsequencer is also responsible for evaluating all exception requests, and for providing 
a pipeline flush control signal to the Ebox. For certain exceptions and interrupts, the 
microsequencer injects the address of a special microinstruction handler that is used to respond 
to the event. 


5.3.1 .3 The Ebox 

The Ebox is responsible for executing all of the non-floating point instructions, for delivery of 
operands to and receipt of results from the Fbox, and for handling non-instruction events such 
as interrupts and exceptions. The Ebox is distributed through segments S3 (operand access, 
including register file read), S4 (ALU and shifter operation, Rmux request), and S5 (Rmux 
completion, register write, completion of Mbox request) of the pipeline. 

For the most part, instruction operands are prefetched by the Ibox, and addressed indirectly 
through the source queue. The source queue contains the operand itself for short literal specifiers, 
and a pointer to an entry in the register file for other operand types. 

An entry in the field queue is made when a field-type specifier entry is made into the source queue. 
The field queue provides microbranch conditions that allow the Ebox microcode to determine if 
a field-type specifier addresses either a GPR or memory. A microbranch on a valid field queue 
entry retires the entry from the queue. 

The register file is divided into four parts: the GPRs, memory data (MD) registers, working 
registers, and CPU state registers. For register-mode specifiers, the source queue points to the 
appropriate GPR in the register file. For other non-short literal specifier modes, the source queue 
points to an MD register. The MD register is either written directly by the Ibox, or by the Mbox 
as the result of a memory read generated by the Ibox. 

The S3 segment of the Ebox pipeline is responsible for selecting the appropriate operands for the 
Ebox and Fbox execution of instructions. Operands are selected onto E%ABUS_H and E%BBUS_H 
for use in both the Ebox and Fbox. In most instances, these operands come from the register file, 
although there are other data path sources of non-instruction operands (such as the PSL). 

Ebox computation is done by the ALU and the shifter in the S4 segment of the pipeline on 
operands supplied by the S3 segment. Control for these units is supplied by the microinstruction 
which was originally supplied to the S3 segment by the microsequencer, and then subsequently 
moved forward in the pipeline. 
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The S4 segment also contains the RMUX, whose responsibility is to select results from either 
the Ebox or Fbox and perform the appropriate register or memory operation. The RMUX inputs 
come from the ALU, shifter, and F%FBO^RESULT_H at the end of the cycle. The RMUX actually 
spans the S4/S5 boundary such that its outputs are valid at the beginning of the S5 segment. 
The RMUX is controlled by the retire queue, which specifies the source (either Ebox or Fbox) of 
the result to be processed (or retired) next. Non-selected RMUX sources are delayed until the 
retire queue indicates that they should be processed. 

As the source queue paints to instruction operands, so the destination queue points to the 
destination for instruction results. If the result is to be stored in a GPR, the destination queue 
contains a pointer to the appropriate GPR. If the result is to be stored in memory, the destination 
queue indicates that a request is to be made to the Mbox, which contains the physical address of 
the result in the PA queue (which is described below). This information is supplied as a control 
input to the RMUX logic. 

Once the RMUX selects the appropriate source of result information, it either requests Mbox 
service, or sends the result onto E%WBUS_H to be written back to the register file or to other data 
path registers in the S5 segment of the pipeline. The interface between the Ebox and Mbox for 
all memory requests is the EM_LATCH, which contains control information and may contain an 
address, data, or both, depending on the type of request. In addition to operands and results that 
are prefetched by the Ibox, the Ebox can also make explicit memory requests to the Mbox to read 
or write data. 

5.3.1 .4 The Fbox 

The Fbox is responsible for executing all of the floating point instructions in the VAX base 
instruction group, as well as the longword-length integer multiply instructions. 

For each instruction that the Fbox is to execute, it receives from the microsequencer the opcode 
and other instruction-related information. The Fbox receives operand data from the Ebox on 
E%ABUS_H and E%BBUS_H. 

Execution of instructions is performed in a dedicated Fbox pipeline that appears in segment S4 
of Figure 5—8, but is actually a minimum of three cycles in length. Certain instructions, such 
as integer multiply, may require multiple passes through some segments of the Fbox pipeline. 
Other instructions, such as divide, are not pipelined at all. 

Fbox results and status are returned via F%FBOX_RESULT_H to the RMUX in the Ebox for 
retirement. When the instruction is next to retire, the RMUX hardware, as directed by the 
destination queue, sends the results to either the GPRs for register destinations, or to the Mbox 
for memory destinations. 

5.3.1 .5 The Mbox 

The Mbox operates in the S5 and S6 segments of the pipeline, and is responsible for all memory 
references initiated by the other sections of the chip. Mbox requests can come from the Ibox 
(for VIC fills and for specifier references), the Ebox or Fbox via the RMUX and the EMJLATCH 
(for instruction result stores and for explicit Ebox memory requests), from the Mbox itself (for 
translation buffer fills and PTE reads), and from the Cbox (for invalidates and cache fills). 


5-10 Macroinstruction and Microinstruction Pipelines 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


All virtual references are translated to a physical address by the translation buffer (TB), which 
operates in the S5 segment of the pipeline. For instruction result references generated by the 
Ibox, the translated address is stored in the physical address queue (PA queue). These addresses 
are later matched with data from the Ebox or Fbox, when the result is calculated. 

For memory references, the physical address from either the TB or the PA queue is used to 
address the primary cache (Pcache) starting in the S5 segment of the pipeline and continuing 
into the S6 segment. Read data is available in the middle of the S6 segment, right-justified and 
returned to the requester on M%MD_BUS_H by the end of the cycle. Writes are also completed by 
the end of the cycle. Although the Pcache access spans the S5 and S6 segments of the pipeline, 
a new access can be started each cycle in the absence of a TB or cache miss. 

5.3.1 .6 The Cbox 

The Cbox is responsible for maintaining and accessing the backup cache (Bcache), and for control 
of the off-chip bus (the NDAL). The Cbox receives input from the Mbox in the S6 segment of the 
pipeline, and usually takes multiple cycles to complete a request. For this reason, the Cbox is 
not shown in specific pipeline segments. 

If a memory read misses in the Pcache, the request is sent to the Cbox for processing. The 
Cbox first looks for the data in the Bcache and fills the Pcache from the Bcache if the data is 
present. If the data is not present in the Bcache, the Cbox requests a cache fill on the NDAL 
from memory. When memory returns the data, it is written to both the Bcache and to the Pcache 
(and potentially to the VIC). Although Pcache fills are done by making a request to the Mbox 
pipeline, data is returned to the original requester as quickly as possible by driving data directly 
onto B%S6_DATA w H, and from there onto M9eMD_BUS_H as soon as the bus is free. 

Because the Pcache operates as a write-through cache, all memory writes are passed to the Cbox. 
Tb avoid multiple writes to the same Bcache block, the Cbox contains a write buffer in which 
multiple writes to the same quadwords are packed together before the Bcache is actually written. 
To maintain cache coherence with other system components, the Cbox acquires ownership of any 
data that is written to the cache. 


5.3.2 Stalls in the Pipeline 

Despite our best attempts at keeping the pipeline flowing smoothly, there are conditions which 
cause segments of the pipeline to stall. Conceptually, each segment of the pipeline can be 
considered as a black box which performs three steps every cycle: 

1. The task appropriate to the pipeline segment is performed, using control and inputs from the 
previous pipeline segment. The segment then updates local state (within the segment), but 
not global state (outside of the segment). 

2. Just before the end of the cycle, all segments send stall conditions to the appropriate state 
sequencer for that segment, which evaluates the conditions and determines which, if any, 
pipeline segments must stall. 

3. If no stall conditions exist for a pipeline segment, the state sequencer allows it to pass results 
to the next segment and accept results from the previous segment. This is accomplished by 
updating global state. 
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This sequence of steps maximizes throughput by allowing each pipeline segment to assume that 
a stall will not occur (which should be the common case). If a stall does occur at the end of 
the cycle, global state updates are blocked, and the stalled segment repeats the same task (with 
potentially different inputs) in the next cycle (and the next, and the next) until the stall condition 
is removed. 

This description is over-simplified in some cases because some global state must be updated by a 
segment before the stall condition is known. Also, some tasks must be performed by a segment 
once and only once. These are treated specially on a case-by-case basis in each segment. 

Within a particular section of the chip, a stall in one pipeline segment also causes stalls in all 
upstream segments (those that occur earlier in the pipeline) of the pipeline. Unlike Rigel, stalls 
in one segment of the pipeline do not cause stalls in downstream segments of the pipeline. For 
example, a memory data stall in Rigel also caused a stall of the downstream ALU segment. In 
NVAX, a memory data stall does not stall the ALU segment (a no-op is inserted into the S4 
segment when S4 advances to S5). 

There are a number of stall conditions in the chip which result in a pipeline stall. Each is 
discussed briefly below and in much more detail in the appropriate chapter of this specification. 

5.3.2.1 SO Stalls 

Stalls that occur in the SO segment of the pipeline are as follows: 

Ibox: 

• PFQ full: In normal operation, the VIC is accessed using the address in VIBA, the data is 
sent to the prefetch queue, and VIBA is incremented. If the PFQ is full, the increment of 
VIBA is blocked, and the data is re-referenced in the VIC until there is room for it in the 
PFQ. At that point, prefetch resumes. 

5.3.2.2 SI Stalls 

Stalls that occur in the SI segment of the pipeline are as follows: 

Ibox: 

• Insufficient PFQ data: The burst unit attempts to decode the next instruction component 
each cycle. If there are insufficient PFQ bytes valid to decode the entire component, the burst 
unit stalls until the required bytes are delivered from the VIC. 

• Source queue or destination queue full: During specifier decoding, the source and destination 
queue allocation logic must allocate enough entries in each queue to satisfy the requirements 
of the specifier being parsed. 7b guarantee that there will be sufficient resources available, 
there must be at least 2 free source queue entries and 2 free destination queue entries to 
complete the burst of the specifier. If there are insufficient free entries in either queue, the 
burst unit stalls until free entries became available. 

• MD file full: When a complex specifier is decoded, the source queue allocation logic must 
allocate enough memory data registers in the register file to satisfy the requirements of the 
specifier being parsed. 7b guarantee that there will be sufficient resources available, there 
must be at least 2 free memory data registers available to complete the burst of the specifier. 
If there are insufficient free registers, the burst unit stalls until enough memory data registers 
becomes available. 
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• Second conditional branch decoded: The branch prediction unit predicts the path that each 
conditional branch will take and redirects the instruction stream based on that prediction. It 
retains sufficient state to restore the alternate path if the prediction was wrong. If a second 
conditional branch is decoded before the first is resolved by the Ebox, the branch prediction 
unit has nowhere to store the state, so the burst unit stalls until the Ebox resolves the actual 
direction of the first branch. 

• Instruction queue full: When a new opcode is decoded by the burst unit, the issue unit 
attempts to add an entry for the instruction to the instruction queue. If there are no free 
entries in the instruction queue, the burst unit stalls until a free entry becomes available, 
which occurs when an instruction is retired through the RMUX. 

• Complex specifier unit busy: If the burst unit decodes an instruction component that must 
be processed by the CSU pipeline, it makes a request for service by the CSU through an SI 
request latch. If this latch is still valid from a previous request for service (either due to a 
multi-cycle flow or a CSU stall), the burst unit stalls until the valid bit in the request latch 
is cleared. 

• Immediate data length not available: The length of the specifier extension for immediate 
specifiers is dependent on the data length of the specifier for that specific instruction. The 
data length information comes from one of the Ibox instruction PLAs which is accessed based 
on the opcode of the instruction. If the PLA access is not complete before an immediate 
specifier is decoded (which would have to be the first specifier of the instruction), the burst 
unit stalls for one cycle. 

5. 3.2.3 S2 Stalls 

Stalls that occur in the S2 segment of the pipeline are as follows: 

Ibox: 

• Outstanding Ebox or Fbox GPR write: In order to calculate certain specifier memory 
addresses, the CSU must read the contents of a GPR from the register file. If there is a 
pending Ebox or Fbox write to the register, the Ibox GPR scoreboard prevents the GPR read 
by stalling the S2 segment of the CSU pipeline. The stall continues until the GPR write 
completes. 

• Memory data not valid: For certain operations, the Ibox makes an Mb ox request to return 
data which is used to complete the operation (e.g., the read done for the indirect address of a 
displacement deferred specifier). The Ibox MD register contains a valid bit which is cleared 
when a request is made, and set when data returns in response to the request. If the Ibox 
references the Ibox MD register when the valid bit is off, the S2 segment of the CSU pipeline 
stalls until the data is returned by the Mbox. 

Microsequencer: 

• Instruction queue empty: The final microinstruction of a macroinstruction execution flow 
in the Ebox is indicated when a SEQMUX/LAST. CYCLE* microinstruction is decoded 
by the microsequencer. In response to this event, the Ebox expects to receive the first 
microinstruction of the next macroinstruction flow based on the initial address in the 
instruction queue. If the instruction queue is empty, the Microsequencer supplies the 
instruction queue stall microinstruction in place of the next macroinstruction flow. In effect, 
this stalls the microsequencer for one cycle. 
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5.3.2.4 S3 Stalls 

Stalls that occur in the S3 segment of the pipeline are as follows: 

Ibox: 

• Outstanding Ebox GPR read: In order to complete the processing for auto-increment, 
auto-decrement, and auto-increment deferred specifiers, the CSU must update the GPR with 
the new value. If there is a pending Ebox read to the register through the source queue, the 
Ibox scoreboard prevents the GPR write by stalling the S3 segment of the CSU pipeline. The 
stall continues until the Ebox reads the GPR. 

• Specifier queue full: For most complex specifiers, the CSU makes a request for Mbox service 
for the memory request required by the specifier. If there are no free entries in the specifier 
queue, the S3 segment of the CSU pipeline stalls until a free entry becomes available. 

• RLOG full: Auto-increment, auto-decrement, and auto-increment deferred specifiers require 
a free RLOG entry in which to log the change to the GPR. If there are no free RLOG entries 
when such a specifier is decoded, the S3 segment of the CSU pipeline stalls until a free entry 
becomes available. 

Ebox: 

• Memory read data not valid: In some instances, the Ebox may make an explicit read request 
to the Mbox to return data in one of the 6 Ebox working registers in the register file. When 
the request is made, the valid bit on the register is cleared. When the data is written to the 
register, the valid bit is set. If the Ebox references the working register when the valid bit is 
clear, the S3 segment of the Ebox pipeline stalls until the entry becomes valid. 

• Field queue not valid: For each macroinstruction that indudes a field-type specifier, the 
microcode microbranches on the first entry in the field queue to determine whether the field 
spedfier addresses a GPR or memory. If the field queue is empty (indicating that the Ibox 
has not yet parsed the field specifier), the result of the next address calculation repeats the 
microbranch the next cyde. Although this is not a ta-ue stall, the effects are the same in that 
a microinstruction is repeated until the field queue becomes valid. 

• Outstanding Fbox GPR write: Because the Fbox computation pipeline is multiple cycles long, 
the Ebox may start to process subsequent instructions before the Fbox completes the first. 
If the Fbox instruction result is destined for a GPR that is referenced by a subsequent Ebox 
microword, the S3 segment of the Ebox pipeline stalls until the Fbox GPR write occurs. 

• Fbox instruction queue full: When an instruction is issued to the Fbox, an entry is added to 
the Fbox instruction queue. If there are no free entries in the queue, the S3 segment of the 
Ebox pipeline stalls until a free entry becomes available. 

Ebox/Fbox: 

• Source queue empty: Most instruction operands are prefetched by the Ibox, which writes 
a pointer to the operand value into the source queue. The Ebox then references up to two 
operands per cycle indirectly through the source queue for delivery to the Ebox or Fbox. If 
either of the source queue entries referenced is not valid, the S3 segment of the Ebox pipeline 
stalls until the entry becomes valid. 
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• Memory operand not valid: Memory operands are prefetched by the Ibox, and the data is 
written by the either the Mbox or Ibox into the memory data registers in the register file. If 
a referenced source queue entry points to a memory data register which is not valid, the S3 
segment of the Ebox pipeline stalls until the entry becomes valid. 

5.3.2.5 S4 Stalls 

Stalls that occur in the S4 segment of the pipeline are as follows: 

Ebox: 

• Branch queue empty: When a conditional or unconditional branch is decoded by the Ibox, an 
entry is added to the branch queue. For conditional branch instructions, the entry indicates 
the Ibox prediction of the branch direction. The branch queue is referenced by the Ebox to 
verify that the branch displacement was valid, and to compare the actual branch direction 
with the prediction. If the branch queue entry has not yet been made by the Ibox, the S4 
segment of the Ebox pipeline stalls until the entry is made. 

• Fbox GPR operand scoreboard full: The Ebox implements a register scoreboard to prevent 
the Ebox from reading a GPR to which there is an outstanding write by the Fbox For each 
Fbox instruction which will write a GPR result, the Ebox adds an entry to the Fbox GPR 
scoreboard. If the scoreboard is full when the Ebox attempts to add an entry, the S4 segment 
of the Ebox pipeline stalls until a free entry becomes available. 

Fbox: 

• Fbox operand not valid: Instructions are issued to the Fbox when the opcode is removed 
from the instruction queue by the microsequencer. Operands for the instruction may not 
arrive until some time later. If the Fbox attempts to start the instruction execution when the 
operands are not yet valid, the Fbox pipeline stalls until the operands become valid. 

Ebox/Fbox: 

• Destination queue empty: Destination specifiers for instructions are processed by the Ibox, 
which writes a pointer to the destination (either GPR or memory) into the destination queue. 
The destination queue is referenced in two cases: when the Ebox or Fbox store instruction 
results via the RMUX, and when the Ebox tries to add the destination of Fbox instructions to 
the Ebox GPR scoreboard. If the destination queue entry is not valid (as would be the case if 
the Ibox has not completed processing the destination specifier), a stall occurs until the entry 
becomes valid. 

• PA queue empty: For memory destination specifiers, the Ibox sends the virtual address of the 
destination to the Mbox, which translates it and adds the physical address to the PA queue. 
If the destination queue indicates that an instruction result is in memory, a store request is 
made to the Mbox which supplies the data for the result. The Mbox matches the data with 
the first address in the PA queue and performs the write. If the PA queue is not valid when 
the Ebox or Fbox has a memory result ready, the RMUX stalls until the entry becomes valid. 
As a result, the source of the RMUX input (Ebox or Fbox) also stalls. 

• EMJLATCH full: All implicit and explicit memory requests made by the Ebox or Fbox pass 
through the EMJLATCH to the Mbox. If the Mbox is still processing the previous request 
when a new request is made, the RMUX stalls until the previous request is completed. As a 
result, the source of the RMUX input (Ebox or Fbox) also stalls. 
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• RMUX selected to other source: Macroinstructions must be completed in the order in which 
they appear in the instruction stream. The Ebox retire queue determines whether the next 
instruction to complete comes from the Ebox or the Fbox. If the next instruction should come 
from one source and the other makes an RMUX request, the other source stalls until the 
retire queue indicates that the next instruction should come from that source. 

5.3.3 Exception Handling 

A pipeline exception occurs when a segment of the pipeline detects an event which requires that 
the normal flow of the pipeline be stopped in favor of another flow. There are two fundamental 
types of pipeline exceptions: those that resume the original pipeline flow once the exception is 
corrected, and those that require the intervention of the operating system. A TB miss on a 
memory reference is an example of the first type, and an access control violation is an example 
of the second type. M=0 faults are handled specially, as described below. 

Restartable exceptions are handled entirely within the confines of the section that detected the 
event. Other exceptions must be reported to the Ebox for processing. Because the NVAX CPU is 
macropipelined, exceptions can be detected by sections of the pipeline long before the instruction 
which caused the exception is actually executed by the Ebox or Fbox. However, the reporting of 
the exception is deferred until the instruction is executed by the Ebox or Fbox. At that point, an 
Ebox handler is invoked to process the event. 

Because the Ebox and Fbox are micropipelined, the point at which an exception handler is 
invoked must be carefully controlled. For example, three macroinstructions may be in execution in 
segments S3, S4, and S5 of the Ebox pipeline. If an exception is reported for the macroinstructdon 
in the S3 segment, the two macroinstructions that are in the S4 and S5 segments must be allowed 
to complete before the exception handler is invoked. 

Ib accomplish this, the S4/S5 boundary in the Ebox is defined to be the commit point for a 
microinstruction. Architectural state is not modified before the S5 segment of the pipeline, unless 
there is some mechanism for restoring the original state if an exception is detected (the Ibox RLOG 
is an example of such a mechanism). Exception reporting is deferred until the microinstruction 
to which the event belongs attempts to cross the S4/S5 boundary. At that point, the exception 
is reported and an exception handler is invoked. By deferring exception reporting to this point, 
the previous microinstruction (which may belong to the previous macroinstruction) is allowed to 
complete. 

Most exceptions are reported by requesting a microtrap from the Microsequencer. When the 
Microsequencer receives a microtrap request, it causes the Ebox to break all its stalls, aborts 
the Ebox pipeline (by asserting E_USQ%PE _ABORT_L), and injects the address of a handler for 
the event into the control store address latch. This starts an Ebox microcode routine which will 
process the exception as appropriate. Certain other kinds of exceptions are reported by simply 
injecting the appropriate handler address into the control store at the appropriate point. 

The VAX architecture categorizes exceptions into two types: faults and traps. For both types, the 
microcode handler for the exception causes the Ibox to back out all GPR modifications that are 
in the RLOG, and retrieves the PC from the PC queue. For faults, the PC returned is the PC of 
the opcode of the instruction which caused the exception. For traps, the PC returned is the PC 
of the opcode of the next instruction to execute. The microcode then constructs the appropriate 
exception frame on the stack, and dispatches to the operating system through the appropriate 
SCB vector. 
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There are a number of exceptions detected by the NVAX CPU pipeline, each of which is discussed 
briefly below, and in much more detail in the appropriate chapter of this specification. 

5.3.3.1 Interrupts 

The CPU services interrupt requests from various sources between macroinstructions, and at 
selected points within the string instructions. Interrupt requests are received by the interrupt 
section and compared with the current IPL in the PSL. If the interrupt request is for an IPL 
that is higher than the current value in the PSL, a request is posted to the microsequencer. At 
the next macroinstruction boundary, the microsequencer substitutes the address of the microcode 
interrupt service routine for the instruction execution flow. 

The microcode handler then determines if there is actually an interrupt pending. If there is, it 
is dispatched to the operating system through the appropriate SCB vector. 

5.3.3.2 Integer Arithmetic Exceptions 

There are three integer arithmetic exceptions detected by the CPU, all of which are categorized 
as traps by the VAX architecture. This is significant because the event is not reported until after 
the commit point of the instruction, which allows that instruction to complete. 

Integer Overflow Trap 

An integer overflow is detected by the RMUX at the end of the S4 segment of the Ebox 
pipeline. If PSL<TV> is set and overflow traps are enabled by the microcode, the event is 
reported in segment S5 of the pipeline via a microtrap request. 

Integer Divide-By-Zero Trap 

An integer divide-by-zero is detected by the Ebox microcode routine for the instruction. It 
is reported by explicitly retiring the instruction and then jumping directly to the microcode 
handler for the event. 

Subscript Range Trap 

A subscript range trap is detected by the Ebox microcode routine for the INDEX instruction. 
It is reported by explicitly retiring the instruction and then jumping directly to the microcode 
handler for the event. 


5.3.3.3 Floating Point Arithmetic Exceptions 

All floating point arithmetic exceptions are detected by the Fbox pipeline during the execution of 
the instruction. The event is reported by the RMUX when it selects the Fbox as the source of the 
next instruction to process. At that point, a microtrap is requested. 
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5.3.3.4 Memory Management Exceptions 

Memory management exceptions are detected by the Mb ox when it processes a virtual read or 
write. This section covers actual memory management exceptions such as access control violation, 
translation not valid, and M=0 faults. Translation buffer misses are discussed separately in the 
next section. Because the reporting of memory management exceptions is specific to the operation 
that caused the exception, each case is discussed separately. 

• I-Stream Faults 

While the Ibox is decoding instructions, it may access a page which is not accessible due 
to a memory management exception. This may occur on the opcode, a specifier or specifier 
extension, or on a branch displacement. Should this occur, the Ibox sets a global MME 
fault flag and stops. Memory management exceptions detected on intermediate operations 
during specifier evaluation (such as a read for the indirect address of a displacement deferred 
specifier) are converted by the Ibox into source or destination faults, as described below. 

If the Ebox reaches the instruction which caused the exception (which may not happen due to, 
for example, interrupt, exception, or branch), it will reference one of the queues, which does 
not have a valid entry because the Ibox stopped when the error was detected. The particular 
queue depends on the instruction component on which the error was detected. If the Ibox 
global MIME flag is set when an empty queue entry is referenced, the error is reported in one 
of four ways. 

If the Ibox global MME flag is set when the microsequencer references an invalid instruction 
queue entry, it inserts the instruction queue stall into the pipeline and the Ebox qualifies it 
with the fault flag. When this flag reaches the S4 segment of the pipeline and is selected by 
the RMUX, a microtrap is requested. 

If the Ibox global MME flag is set when the Ebox references an invalid source queue entry, 
a fault flag is injected into either the Ebox or Fbox pipelines, depending on the type of 
instruction. To avoid a deadlock, S3 stalls do not prevent forward prgress of the flag in 
the pipeline. When the flag reaches the S4 segment of the pipeline and is selected by the 
RMUX, a microtrap is requested. 

If the Ibox globed MME flag is set when the Ebox microcode microbranches on an invalid field 
queue entiy, a fault flag is injected into the Ebox pipeline. When the flag reaches the S4 
segment of the pipeline and is selected by the RMUX, a microtrap is requested. 

If the Ibox global MME flag is set when the Ebox references an invalid branch queue entry, 
and the RMUX selects the Ebox, a microtrap is requested. 

If the Ibox global MME flag is set when the RMUX references an invalid destination queue 
entiy for a store request, a microtrap is requested. 

• Source Operand Faults 

If the Mbox detects a memory management exception during the translation for a source 
specifier, it qualifies the data returned to the MD file with a fault flag which is written into 
the MD file. When this entry is referenced by the Ebox, a fault flag is injected into the 
pipeline. Tb avoid a deadlock, S3 stalls do not prevent forward prgress of the flag in the 
pipeline. When the flag reaches the S4 segment of the pipeline and is selected by the RMUX, 
a microtrap is requested. 
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• Destination Address Faults 

If the Mbox detects a memory management exception during the translation for a destination 
specifier, it sets a fault flag in the PA queue entry for the address. When this entry is 
referenced by the RMUX, a microtrap is requested,. 

• Faults on Explicit Ebox Memory Requests 

Explicit Ebox reads and writes are, by definition, performed in the context of the instruction 
which the Ebox is currently executing. If the Mbox detects a memory management exception 
that was the result of an explicit Ebox read or write, it requests an immediate microtrap to 
the memory management fault handler. 

• M=0 faults 

M=0 faults occur when the Mbox finds the M-bit clear in the PTE which is used to translate 
write-type references. The event is reported to the Ebox in one of the three ways described 
above: via the MD file or PA queue fault flags, or via an immediate microtrap for explicit 
Ebox writes. 

Unlike other memory management exceptions, which are dispatched to the operating system, 
M=0 faults are completely processed by the Ebox microcode handler. For normal instructions, 
the handler causes the Ibox to back out all GPR modifications that are in the RLOG and 
retrieves the PC from the PC queue. For string instructions, any RLOG entries that belong 
to the string instructions are not processed, and PSL<FPD> is set. Using the PTE address 
supplied by the Mbox, the Ebox microcode reads the PTE, sets the M-bit, and writes the 
PTE back to memory. The instruction stream is then restarted at the interrupted instruction 
(which may result in special FPD handling, as described below). 

5.3.3.5 Translation Buffer Miss 

Translation buffer misses are handled by the Mbox transparently to the rest of the CPU. When 
a reference misses in the translation buffer, the Mbox aborts the current reference and invokes 
the services of the memory management exception sequencer in the Mbox, which fetches the 
appropriate PTE from memory and loads it into the translation buffer. The original reference is 
then restarted. 

5.3.3.6 Reserved Addressing Mode Faults 

Reserved addressing mode faults are detected by the Ibox for certain illegal combinations of 
specifier addressing modes and registers. When one of these combinations is detected, the Ibox 
sets a global addressing mode fault flag that indicates that the condition was detected and stops. 

If the Ibox global addressing mode fault flag is set when the Ebox references an invalid source 
queue entry, a fault flag is injected into either the Ebox or Fbox pipelines, depending on the type 
of instruction. Tb avoid a deadlock, S3 stalls do not prevent forward prgress of the flag in the 
pipeline. The fault flag is carried along the Ebox or Fbox pipeline and passed to the RMUX, 
which reports the event by requesting a microtrap when that source is selected. 
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If the Ibox global addressing mode fault flag is set when the Ebox microcode microbranches on 
an invalid field queue entry, a fault flag is injected into the Ebox pipeline. When the flag reaches 
the S4 segment of the pipeline and is selected by the RMUX, a microtrap is requested. 

Similarly, if the Ibox global addressing mode fault flag is set when the RMUX, in response to 
a request by the Ebox or Fbox, references an invalid destination queue entry, a microtrap is 
requested. 

5.3.3.7 Reserved Operand Faults 

Reserved operand faults for floating point operands are detected by the Fbox, and reported in the 
same manner as the floating point arithmetic exceptions described above. 

Other reserved operand faults are detected by Ebox microcode as part of macroinstruction 
execution flows and are reported by jumping directly to the fault handler. 

5.3.3.8 Exceptions Occurring as the Consequence of an Instruction 

Opcode-specific exceptions such as reserved instruction faults, breakpoint faults, etc., are 
dispatched directly to handlers by placing the address of the handler in the instruction PLA 
for each instruction. 

Other instruction-related faults, such as privileged instruction faults, are detected in execution 
flows by the Ebox microcode and are reported by jumping directly to the fault handler. 

For testability, the Fbox may be disabled. If this is the case, integer multiply instructions 
are executed by the Ebox microcode and floating point instructions are converted into reserved 
instruction faults for emulation by software. When the first Ebox microinstruction of an Fbox 
operand flow for a floating point macroinstruction reaches the S4 segment of the pipeline, a 
microtrap is requested. The handler for this microtrap then jumps directly to the reserved 
instruction fault handler. 

5.3.3.9 Trace Fault 

Trace faults are detected by the microsequencer with some help from the Ebox. The 
microsequencer maintains a duplicate copy of PSL<TP>, which it updates as required to track 
the state of the PSL copy as it would exist when the instruction is executed by the Ebox. At 
the end of a macroinstruction, the microsequencer logically ORs its local copy of the TP bit with 
PSL<TP>. If either is set, the microsequencer substitutes the address of the microcode trace fault 
handler for the address of the next macroinstruction. 

5.3.3.10 Conditional Branch Mispredict 

When the Ibox decodes a conditional branch, it predicts the path that the branch will take and 
places its prediction into the branch queue. When the Ebox reaches the instruction, it evaluates 
the actual path that the branch took and compares it in the S5 segment of the Ebox pipeline with 
the Ibox prediction. If the two are different, the Ibox is notified that the branch was mispredicted 
and a microtrap request is made to abort the Ebox and Fbox pipelines. The Ibox flushes itself, 
backs out any GPR modifications that are in the RLOG, and redirects the instruction stream to 
the alternate path. The Ebox microcode handler for this event cleans up certain machine state 
and waits for the first instruction from the alternate path. 
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5.3.3.11 First Part Done Handling 

During the execution of one of the 8 string instructions that are implemented by the CPU, an 
exception or an interrupt may be detected. In that event, the Ebox microcode saves all state 
necessary to resume the instruction in the GPRs, backs up PC to point to the opcode of the string 
instruction, sets PSL<FPD> in the saved PSL, and dispatches to the handler for the interrupt or 
exception. 

When the interrupt or exception is resolved, the software handler terminates with an REI back to 
the instruction. When the Ibox decodes an instruction with PSL<FPD> set, it stops parsing the 
instruction immediately after the opcode. In particular, it does not parse the specifiers. When the 
microsequencer finds PSL<FPD> set at a macroinstruction boundary, it substitutes the address 
of a special FPD handler for the instruction execution flow. 

The FPD handler determines which instruction is being resumed from the opcode, unpacks the 
state saved in the GPRs, clears PSL<FPD>, advances PC to the end of the string instruction (by 
adding the opcode PC to the length of the instruction, which was part of the saved state), and 
jumps back to the middle of the interrupted instruction. 

5.3.3.12 Cache and Memory Hardware Errors 

Cache and memory hardware errors are detected by the Mbox or Cbox, depending on the type 
of error. If the error is recoverable (e.g., a Pcache tag parity error on a write simply disables 
the Pcache), it is reported via a soft error interrupt request and is dispatched to the operating 
system. 

In some instances, write errors that are not recoverable by hardware are reported via a hard 
error interrupt request, which results in the invocation of the operating system. 

Read errors that are not recoverable by hardware are reported via the assertion of a soft error 
interrupt, and also in a manner that is similar to that used for memory management exceptions, 
as described above. In fact, the MD file, PA queue, and the Ibox all contain a hardware error flag 
in parallel with the memory management fault flag. With the exception of TB parity errors, which 
cause an immediate microtrap request, the event is reported to the Ebox in exactly the same way 
as the equivalent memory management exception would be, but the microcode exception handler 
is different. For example, an unrecoverable error on a specifier read would set the hardware error 
flag in the MD file. When the flag is referenced, the error flag is injected into the pipeline. When 
the flag advances to the S4 segment and is selected by the RMUX, it causes a microtrap request 
which invokes a hardware error handler rather than a memory management handler. 

Note that certain other errors are reported in the same way. For example, if the memory 
management sequencer in the Mbox receives an unrecoverable error trying to read a PTE 
necessary to translate a destination specifier, it sets the hardware error flag in the PA queue 
for the entxy corresponding to the specifier. This results in a microtrap to the hardware error 
handler when the entry is referenced. PTE read errors for read references are also reported via 
the original reference. 
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5.4 Revision History 


Table 5-1 : 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

06-Mar-1989 

Release for external review. 

Mike Uhler 

19-Dec- 1989 

Update for second-pass release. 

Mike Uhler 

02-Feb-1991 

Update after pass 1 PG. 
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Chapter 6 

Microinstruction Formats 


6.1 Ebox Microcode 

The NVAX microword consists of 61 bits divided into two major sections. Bits <60:15> control 
the Ebox Data Path and are encoded into two formats. Bits <14:0> control the Microsequencer 
and are also encoded into two formats. 

6.1.1 Data Path Control 

The Data Path Control Microword specifies all the information needed to control the Ebox Data 
Path. The two formats, Standard and Special, are selected by bit <60>, the FORMAT bit. In 
addition, bit <45>, the LIT bit, selects the constant generation format of the microword, which 
may be either an 8-bit constant or a 10-bit constant, depending on a decode in the MISC held. 
Pictures of the microword formats are in Figure 6—1 and Figure 6—2. A brief description of each 
field is given in Table 6-1 and Table 6—2. 

Figure 6-1 : Ebox Data Path Control, Standard Format 


615 5 5 515 5 5 5 ! 5 5 4 4 1 4 4 4 4 1 4 4 4 4 1 3 3 3 3|3 3 3 3 1 3 3 2 2|2 2 2 2 12 2 2 2 f 1 1 1 111 
0 1 9 8 7 6 1 5 4 3 2|1 0 9 8|7 6 5 4|3 2 1 0|S 8 7 6|5 4 3 2|1 0 9 8|7 6 5 4|3 2 1 0|9 8 7 6|5 

|0 | ALU | MRQ |Q| SHF |0| VAI | B |L|W|V| DST | A | MISC | 

——H 1- 1--+- H H ►— +-+ +— — +— + 

II IPOS | CONST I MISC not equal CONST. 10 

+-+ f— ■ — + 

III CONST. 10 | MISC equal CONST. 10 


Table 6-1 : EBOX Data Path Control Microword Fields, Standard Format 

Microword 

Bit Position Microword Field Format Description 

60 FORMAT — Microword format-Standard or Special 

59:55 ALU Both ALU function select 
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Table 6-1 (Cont.): EBOX Data Path Control Microword Fields, Standard Format 


Bit Position 

Microword Field 

Microword 

Format 

Description 

54:50 

MRQ 

Both 

Mbox request select 

49 

Q 

Standard 

Q register load control 

48:46 

SHF 

Standard 

Shifter function select 

45 

LIT 

Both 

ALU/shifter B port control-register or literal 

44:40 

VAL 

Standard 1 

Constant shift amount 

39:35 

B 

Both 1 

ALU/shifter B port select 

44:43 

POS 

Both 2 

Constant position 

42:35 

CONST 

Both 2 

8-bit constant value 

44:35 

CONST.10 

Both 8 

10-bit constant value 

34 

L 

Both 

Length control 

33 

W 

Both 

Wbus driver control 

32 

V 

Both 

VA write enable 

31:26 

DST 

Both 

WBUS destination select 

25:20 

A 

Both 

ALU/shifter A port select 

19:15 

MISC 

Both 

Miscellaneous function select, group 0 


a NOT Constant generation microwocrd variant 

2 8-Bit Constant generation microword variant, when MISC field not equal CONST.10 
3 10-Bit Constant generation microword variant, when MISC field equal CONST.10 


Figure 6-2: Ebox Data Path Control, Special Format 


6 ( 5 5 5 5|5 5 5 5 | 5 5 4 4 1 4 4 4 4|4 4 4 4|3 3 3 3|3 3 3 3 13 3 2 2|2 2 2 2|2 2 2 2|1 1 1 1 | 1 
0 1 9 8 7 €|5 4 3 2 1 1 0 9 8 1 7 6 5 4|3 2 1 0|9 8 7 6|5 4 3 2|1 0 9 8 ! 7 6 5 4 ] 3 2 1 0|8 8 7 6|5 

111 ALU | MRQ | MISC1 1 0 1 MISC2 |D| B |L|W|V| DST | A | MISC I 

II IPOS | CONST I MISC not equal CONST.10 

III CONST.10 I MISC equal CONST.10 


Table 6-2: EBOX Data Path Control Microword Fields, Special Format 

Microword 

Bit Position Microword Field Format Description 

60 FORMAT — Microword format-Standard or Special 
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Table 6-2 (Cont.): EBOX Data Path Control Microword Fields, Special Format 


Bit Position 

Microword Field 

Microword 

Format 

Description 

69:55 

ALU 

Both 

ALU function select 

54:50 

MRQ 

Both 

Mbox request select 

49:46 

MISC1 

Special 

Miscellaneous function select, group 1 

45 

LIT 

Both 

ALU/shifter B port control-register or literal 

44:41 

MISC2 

Special 1 

Miscellaneous function select, group 2 

40 

DISABLE. RETIRE 

Special 1 

Instruction retire disable 

39:35 

B 

Both 1 

ALU/shifter B port select 

44:43 

POS 

Both 2 

Constant position 

42:35 

CONST 

Both 2 

8-bit constant value 

44:35 

CONST. 10 

Both 8 

10-bit constant value 

34 

L 

Both 

Length control 

33 

W 

Both 

Wbus driver control 

32 

V 

Both 

VA write enable 

31:26 

DST 

Both 

WBUS destination select 

25:20 

A 

Both 

ALU/shifter A port select 

19:15 

MISC 

Both 

Miscellaneous function select, group 0 


1 NOT Constant generation microword variant 

2 8-Bit Constant generation microword variant, when MISC field not equal CONST. 10 
3 10-Bit Constant generation microword variant, when MISC field equal CONST.10 


6.1.2 Microsequencer Control 

The Microsequencer Control Microword supplies the information necessary for the 
Microsequencer to calculate the address of the nest microinstruction. The basic computation 
done by the Microsequencer involves selecting a base address from one of several sources, and 
then optionally modifying three bits of the base address to get the final nest address. 

Bit <14>, SEQ.FMT, selects between Jump and Branch formats. Figure 6—3 and Figure 6—4 show 
the two formats. Table 6-3 and Table 6-4 describe each of the fields. 
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Figure 6-3: Ebox Microsequencer Control, Jump Format 
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Table 6-3: Ebox Microsequencer Control Microword Fields, Jump Format 


Bit Position 

Microword Field 

Microword 

Format 

Description 

14 

SEQ.FMT 

— 

Microsequencer format-Jump or Branch 

13 

SEQ.CALL 

Both 

Subroutine call 

12:11 

SEQ.MUX 

Jump 

Next address select 

10:0 

J 

Jump 

Next address 

Figure 6-4: Ebox Microsequencer Control, Branch Format 
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Table 6—4: 

Ebox Microsequencer Control Microword Fields, Branch Format 

Bit Position. 

Microword Field 

Microword 

Format 

Description 

14 

SEQ.FMT 

— 

Microsequencer format-Jump or Branch 

13 

SEQ.CALL 

Both 

Subroutine call 

12:8 

SEQ.COND 

Branch 

Microbranch condition select 

70 

BR.OFF 

Branch 

. Page offset of next address 


6.2 Ibox CSU Microcode 

The Ibox complex specifier unit is controlled by a 29-bit microword, as shown in Figure 6-5. A 
brief description of each field is given in Table 6-5. 
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Figure 6-5: Ibox CSU Format 
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Table 6-5: 

Ibox CSU Microword Fields 


Bit Position 

Microword Field 

Description 

28:26 

ALU 

ALU function select 

25 

DL 

Data length control 


A 

ALU A port select 

21:19 

£ 

ALU £ port select 

18:16 

DST 

Wbus destination 

15:13 

MISC 

Miscellaneous function select 

12:9 

MREQ 

Mbox request select 

8:7 

MUXCNT 

Next address mux select 

6:0 

NXT 

Next address 


6.3 Ibox Instruction ROM and Control PLAs 

The Ibox instruction decode is controlled by several ROMs and PLAs that are generated from a 
single source file whose format is shown in Figure 6-6. A brief description of each field is given 
in Table 6-6. A more detailed description of the control information as it is actually found in the 
hardware is given in Table 7—12. 
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Figure 6-6: Ibox Instruction ROM Format 
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Table 6-6: Ibox Instruction ROM Fields 


Bit Position 

Microword Field 

Description 

64:56 

EXEC.DISP 

Bits <9:1> of the instruction entry point address in the Ebox 
control store 

55 

VS 

Determines whether a Vfield specifier occupies 1 or 2 source 
queue entries 

54:53 

ST.SPCQ 

Determines whether the parser is stopped at the end of the 
instruction, when the next PC queue entry is made, and when 
the parser is restarted 

52 

DS 

Specifies the length Gbyte or word) of a branch displacement for 
the instruction 

51 

B 

Specifies whether the instruction has a branch displacement 

50 

V 

Not currently used 

49 

FB 

Specifies whether this instruction is implemented in the Fbox 

48:46 

SP.CNT 

Specifies the number of real specifiers for the instruction 

45 

A.CNT 

Specifies whether the instruction has an assist 

44:41 

A1_REG 

Specifies the register to use for instructions with an assist 

40:39 

A1_DL 

Specifies the data length to use for instructions with an assist 

38:36 

A1_AT 

Specifies the access type to use for instructions with an assist 

35:32 

ASSIST1 

Specifies the type of assist for instructions with an assist 

31:30 

E_DL 

Specifies the initial Ebox data length to be used for the 
instruction 

29:27 

AT6 

Supplies the encoded access type of the sixth specifier, if any 

26:25 

DL6 

Supplies the encoded data length of the sixth specifier, if any 

24:22 

AT5 

Supplies the encoded access type of the fifth specifier, if any 

21:20 

DL5 

Supplies the encoded data length of the fifth specifier, if any 

19:17 

AT4 

Supplies the encoded access type of the fourth specifier, if any 

16:15 

DL4 

Supplies the encoded data length of the fourth specifier, if any 
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Table 6-6 (Cont.): Ibox Instruction ROM Fields 

Bit Position Microword Field Description 

Supplies the encoded access type of the third specifier, if any 
Supplies the encoded data length of the third specifier, if any 
Supplies the encoded access type of the second specifier, if any 
Supplies the encoded data length of the second specifier, if any 
Supplies the encoded access type of the first specifier, if any 
Supplies the encoded data length of the first specifier, if any 


14:12 

AT3 

11:10 

DL3 

9:7 

AT2 

6:5 

DL2 

4:2 

ATI 

1:0 

DL1 
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6.4 Revision History 


Table 6-7: Revision History 


Who 

When 

Description of change 

Debra Bernstein 

06-Mar-1989 

Release for external review. 

Mike Uhler 

13-Dec- 1989 

Update for second-pass release. 

Mike Uhler 

04-Feb-1991 

Update after pass 1 PG. 
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Chapter 7 
The (box 


7.1 Overview 

7.1.1 Introduction 

This chapter describes the Ibox section of the NVAX CPU chip. The 4-stage Ibox pipeline (S0..S3) 
runs semi-autonomously to the rest of the NVAX CPU and supports the following functions: 


• Instruction Stream Prefetching 

The Ibox attempts to maintain sufficient instruction stream data to decode the next instruc- 
tion or operand specifier. 

• Instruction Parsing 

The Ibox identifies the instruction opcodes and operand specifiers, and extracts the informa- 
tion necessary for further processing. 

• Operand Specifier Processing 

The Ibox processes the operand specifiers, initiates the required memory references, and 
provides the Ebox with the information necessary to access the instruction’s operands. 

• Branch Prediction 

Upon identification of a branch opcode, the Ibox hardware predicts the direction of the branch 
(taken vs. not taken). For branch taken predictions, the Ibox redirects the instruction 
prefetching and parsing logic to the branch destination, where instruction processing resumes. 

Figure 7-1 is a top level block diagram of the Ibox showing the major Ibox sub-sections and their 
inter-connections. 

This chapter presents a high-level description of the Ibox functions, then provides details of the 
Ibox sub-sections which support each fiinction. 
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Figure 7-1 : ibox Block Diagram 



7.1.2 Functional Overview 

The Ibox fetches, parses, and processes the instruction stream, attempting to maintain a constant 
supply of parsed VAX instructions available to the Ebox for execution. The pipelined nature of 
the NVAX CPU allows for multiple macroinstructions to reside within the CPU at various stages 
of execution. The Ibox, running semi -autonomously to the Ebox, parses the macroinstructions 
following the instruction that is currently in Ebox execution. Performance gains are realized 
when the time required for instruction parsing in the Ibox is hidden during the Ebox execution of 
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an earlier instruction. The Ibox places the information generated while parsing ahead into Ebox 
queues. 

The Instruction Queue contains instruction specific information which includes the instruction 
opcode, a floating point instruction flag, and an entry point for the Ebox microcode. 

The Source Queue contains information about the source operands for the instructions in the 
instruction queue. Source queue entries contain dither the actual operand (as in a short literal), 
or a pointer to the location of the operand. 

The Destination Queue contains information required for the Ebox to select the location for 
execution results storage. The two possible locations are the VAX General Purpose Registers 
(GPRs) and memory. 

These queues allow the Ibox to work in parallel with the Ebox. As the Ebox consumes the entries 
in the queues, the Ibox parses ahead adding more. In the ideal case, the Ibox would stay far 
enough ahead of the Ebox such that the Ebox would never have to stall because of an empty 
queue. 

The Ibox needs access to memory for instruction and operand data. Instruction and operand data 
requests are made through a common port to the Mbox. All data for both the Ibox and the Ebox 
is returned on a shared M%MD_BUS_H<63 :0> 

The Ibox port feeds operand data requests to the Mbox Specifier Request Latch and instruction 
data requests to the Mbox Instruction Request Latch. These 2 latches allow the Ibox to issue 
memory requests for both instruction and operand data even though the Mbox may be processing 
other requests. 

The Ibox supports 4 main functions: 

1. Instruction Stream Prefetching 

2. Instruction Parsing 

3. Operand Specifier Processing 

4. Branch Prediction 

Instruction Stream Prefetching works to provides a steady source of instruction stream data for 
instruction parsing. While the instruction parsing logic works on one instruction, the instruction 
prefetching logic fetches several instructions ahead. 

The Instruction Parsing logic parses the incoming instruction stream, identifying and initial pro- 
cessing each of the instruction’s components. The instruction opcodes and associated information 
are passed directly into the Ebox instruction queue. Operand specifier information is passed on 
to the operand specifier processing logic. 

The Operand Specifier Processing logic locates the operands in registers, in memory, or in the 
Instruction Stream. This logic places operand information in the Ebox source and destination 
queues, and makes the required operand memory requests. 

The Ibox does not have prior knowledge of branch direction for branches which rely on Ebox 
condition codes. The Branch prediction logic makes a prediction on which way the branch will go 
and forces the Ibox to take that path. This logic saves the alternate branch path target, so that 
in the event that Ebox branch execution shows that the prediction was wrong, the Ibox can be 
redirected to the correct branch direction. 
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7.1.3 The Pipeline 

The Ibox logic spans the first 4 segments of the NVAX CPU pipeline (S0..S3). The following table 
lists the major Ibox sub-sections and which pipe segments they occupy. 

Table 7-1 : Ibox Pipeline 

Sub-Section Description 
Name 

SO Pipe Stage 

VIC The Virtual Instruction Cache is a 2KB direct mapped I stream-only cache with 32 byte 

blocks, a valid bit per quad word, and an access size of 8 bytes. 

PFQ The Prefetch Queue is a queue of instruction stream data supplied by the vie. It is 4 bytes 

wide by 4 elements deep. 


SI Pipe Stage 

IBU The Instruction Burst Unit breaks up the incoming instruction data into opcodes, operand 

specifiers, specifier extensions, and branch displacements and passes the results to other 
parts of the Ibox for fiirther processing. 

HU The Instruction Issue Unit takes the opcodes provided by the xbu and generates an Ebox 

microcode dispatch addresses and other context for instruction execution. 

BPU The Branch Prediction Unit predicts whether or not branches will be taken and redirects 

the Ibox instruction processing as necessary. 

OQU The Operand Queue Unit is the interface to the Ebox source and destination queues. 

SBU The Scoreboard Unit tracks outstanding read and write references to the GPRs. 

CSU (SI) This segment of the Complex Specifier Unit contains the microsequencer and control store. 


S2 Pipe Stage 

CSU (S2) This is the register HEAD segment of the complex specifier unit. It accesses the necessary 

registers and provides the data to the ALU in the next pipe stage. 



S3 Pipe Stage 

CSU (S3) 

This is the ALU and WRITE segment of the complex specifier unit. This segment performs 
the necessary ALU operations and writes the results either to the Ebox register file or to 
local temporary registers. This segment also contains the Mbox interface. 


Pipe segment SO is dedicated to supplying a steady stream of instruction data for use by the IBU. 
When prefetching is enabled, the VIC attempts to fill the PFQ with up to 8 bytes of instruction 
stream data. 

The IBU parses in SI, the Ebox receives information about the instruction and its operands in the 
instruction, source, and destination queues. The HU is the Ibox interface to the Ebox instruction 
queue, and the OQU is the interface to the source and destination queues. When the IBU has 
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identified a new opcode, this opcode is passed to the UU which places the necessary opcode- 
specific information in the Ebox instruction queue. When operand specifiers are identified, the 
OQU places the necessary operand specific information in the source and destination queues. 

The CSU is a 3 stage (S1..S3) microcoded pipeline dedicated to handling operand specifiers which 
require complex processing and/or access to memory. It has read and write access to the Ebox 
register file and a port to the Mbox. Memory requests from the VIC are received at the CSU and 
forwarded to the Mbox when there is a cycle free of specifier memory requests. 

7.2 Instruction Stream Prefetching 

The Instruction Stream Prefetching mechanism provides a buffer of Istream data 4 bytes wide and 
4 elements deep for use by the instruction parser. This buffer insulates the instruction parser from 
the bursty behavior of the cache and memory sub-systems, and allows for the parallel operation 
of the instruction fetching and instruction parsing functions. 

The two Ibox sub-sections which support the instruction prefetching function are the Virtual 
Instruction Cache (VIC) and the Prefetch Queue (PFQ) both of which reside in the SO pipe stage. 


7.2.1 The VIC 

The VIC is a 2KB, direct-mapped, Istream cache which acts as the primary source of instruction 
stream data for the Ibox. The VIC attributes are summarized in Table 7-2. 


Table 7-2: VIC Attributes 


Cache size 
Access Type 
Block Size 
Sub-block Size 
Valid Bits 
Data Parity Bits 
# of Tags 
Tag Parity Bit 
Fill Algorithm 
Access Size 
Bus Size 
Prefetching 
Data stored 
Virtual/Physical 


2K Bytes 
Direct Mapped 
32 Bytes 
8 Bytes 

4 Valid bits/Cache Block = 1 Per Sub-block 
4 Even Parity bits/Cache Block = 1 Per Sub-block 
64 Tags 

1 Even Parity Bit Per Tag 
Fill Forward 


8 Bytes 
8 Bytes 
NONE 


Istream Only 
Virtual 
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Figure 7-2 : VIC Block Diagram 



The VIC is a virtual cache because the addresses that are used to index into the cache are un- 
translated VAX Virtual addresses. See Section 12.5 for more on VAX Memory Management 
and Address Translation. The VIC maintains a local prefetch pointer called VIBA<31:3> (Virtual 
Instruction Buffer Address). This address is quadword aligned and always points to the next 
quadword of Istream data to be sent to the PFQ. Table 7—3 shows the fields in VIBAo. 
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Table 7-3: VIBA bit fields 


Bit field 

Field name 

Description 

<4:3> 

SUBBLK_INDKX 

Sub-block index (or column select) bits indicate which sub-block to select from 
cache block. 

<10:5> 

ROW_INDKX 

Row select bits determine which cache row to access 

<31:11> 

VIBA_TAG 

Bits to be compared against cache tag 


Whenever the BPU issues a new PC, the VIC latches the NEW_PC<31:3> in VIBA<31:3>. VEBA<10:5> 
are used to select which cache row to access. Each cache row, shown in Figure 7—3, stores a 21- 
bit tag with even parity for the tag, and four quadword sub-blocks each with a valid bit and an 
even parity bit which covers the data only. When a cache row of the VIC is accessed. The 21-bit 
tag is compared with VTBA<31:11> to determine cache hit or miss. VIBA<4:3> selects the cache 
sub-block. 

Figure 7-3: VIC Cache Row Format 


03 03 03 03 0 

. -— — : — r— — ■ 

3A3 | VIP | Sub-block 3 data |V|P| Sub-block 2 data |Vip| Sub-block 1 data |V|P| Sub-block 0 data 

---- — — — — — — +----— — — — — 

287 bits 


/ 


Whenever space exists in the PFQ, the VIC attempts to supply the next quadword of instruction 
stream data by doing a VICJREAD using the current value of VIBA<31:3>. If the VICJREAD results 
in a miss, the VIC begins a VIC_FTLL sequence by sending a request through the CSU for a cache 
fill operation from the Mbox. 

7.2.1 .1 VIC Control 

The VIC control evaluates the status flags summarized in Table 7—4 every cycle to determine 
the proper type of cache sequence for the next cycle. VICJENABLE enables the cache itself, 
specifically VTC.READS and VIC.WRITEs. PREFETCH_ENABLE is the enable bit for the Istream 
prefetch sequencer. VIC_ERROR indicates that there was a VIC parity error. MBOXJERROR 
indicates that error status was reported by the Mbox. WRITE_PENDING indicates that the Mbox 
drove valid Istream data on the M%MD_BUS_H<63:0> last cycle, and a cache write cycle should 
begin next. The MISS_PENDING flag is set when a VIC.READ misses in cache, and remains set 
until the cache fill sequence terminates. LOAD_VIC_DATA indicates that VIC data is ready for the 
PFQ. LOAD_MD_DATA indicates that the data on the M%MD_BUS_H<63:0> during a VIC fill should 
be loaded into the PFQ. 
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Table 7-4: VIC Status Rags 
VIC Flag Meaning 


V1CJENABUE 

PKEFE7CHJSNABLE 

VIC.SBBOK 

MBOXJERROR 

WRITK_PKNDING 

MESS_FENDING 

VIC.BSAD 


The vie enable bit 

The prefetch enable bit 

There was a parity error in the vie 

There was an error in the Mbox fetching I stream data 

Valid data latched from m%btojmjs_h<63:0>, ready to be written to the vie 

A vie cache £11 from the Mbox is in progress 

A cache read from the vie is in progress 


7.2.1 .2 VIC_Reads 

The VIC starts a VIC_READ sequence when PREFETCH_ENABLE is set and WRITE_PENDING is dear. 
If VIC_ENABLE is set, the VICJREAD sequence accesses the cache using the address in VIBA<31:3>. 
The decode of VIBA<10:5> selects one of 64 cache rows. If TAG<20:0> matches VIBA<31:11> and 
the valid (V) bit for the sub-block selected by VIRA<4:3> is set, then there is a cache hit. The data 
from the sub-block selected by \TBA<4:3> is driven onto VIC.DATA to BUS<63:0>, LOAD_VIC_DA3A is 
asserted if the PFQ is not full, and the data is loaded into the PFQ. 

If VIBA<31:11> does not match TAG<20:0>, or the tag matches but the V bit for the selected 
sub-block is not set, then a cache miss has occurred. In this case, VIBA<31:3> is saved in 
MISS_ADDRESS<31:3> and the MISS_PENDING flag is set. The four data parity bits for the accessed 
cache block are latched in MISSJ?ARITY<3:0>. The four valid bits for the same cache block are 
latched in MISS_VALID<3:0> if the cache miss is caused by a clear sub-block valid bit. If the cache 
miss is caused by a tag miscompare then MISS_VALED<3:0> is cleared. VIC.WRITEs make use of 
MISS _ADDRESS<31:3>, MISS_PARITY<3:0>, and MISS_VALED<3:0>. A cache fill operation begins as 
described in Section 7.2. 1.3. 

If VIC_ENABLE is dear or the LOCK bit in the ICSR register is set, indicating a VIC parity error 
has occurred, then all VIC.READs are forced to miss. 

7.2.1 .3 VIC mis 

Upon detection of a cache miss during a VTC_READ, the VIC issues a fill request to the CSU. The 
miss address, stored in MISS_ADDRESS<31:3>, is driven onto VIC_REQ_ADDR<31:3> and VTC_REQ 
is asserted. The CSU forwards the VIC_REQ to the Mbox during the next free cycle on the 
I%EBOX_ADDR_H<> bus and associated control lines. 

The Mbox returns quadwords of instruction data starting with the requested quadword and 
continuing to the end of the block. This cache fill algorithm is called fill forward. If the Mbox 
goes off-chip to get the requested data, then a full cache block of instruction data is returned, 
but not necessarily in any particular order. If the Mbox processes the fill request and finds that 
the request resides in I/O space, the request is also sent off-chip. In this case only the single 
requested quadword of data returns to the VIC. In all cases, the VIC is unaware of the number of 
data blocks being returned. When the last block of data is being returned by either the Cbox or 
Mbox, a M%LAST_FILL_H is signaled allowing MISSPENDING to be cleared and a new read begun. 
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7.2.1 .4 VIC Writes 

The assertion of M%VIC_DATA > _L indicates the presence of Istream data on M%MD_BUS_H<63:0>. 
The VIC latches 

M%MD_BUS_H<63 :0> in FILL_DAIA<63:0>, M%MD_BUS_QW_PARITY_L<0> in FELL_DA!EA w PARITy<0>, 
M%QW_AUGNMENT_H< 1:0> in MISS_ADDRESS<4:3>, and sets WRTTE.PENDING. 

If VIC_ENABLE is set, then a VIC_WRITE commences the next cycle using the address stored in 
MISS_ADDRESS<31:3> and the data stored in FHJL_DA1A<63:0>. MISS_ADDRESS<10:5> selects 
the cache row to write and MISS_ADDRESS<4:3> selects the sub-block to write. TAG<20:0> 
and its parity bit for the selected row are written with MISS_ADDRESS<31:11> and the even 
parity calculated for these bits. The selected sub-block is written with FELL_DATA<63:0>. 
MISSJPABITY<3:0> and MISS_VALH><3:0> contain the four data parity bits and four valid 
bits for the cache block being filled. The parity bit in MISS_PABITY<3:0> indexed by 
MISS_ADDRE SS<4 : 3 > is associated with the sub-block being written. This parity bit is written with 
M%MD_BUS_Q W_PAEITY_L<0 > . The valid bit in MISS_VAIID<3:0> indexed by MISS_ADDBESS<4:3> 
is associated with the sub-block being written. This valid bit is set. Both MISS_PABITY<3:0> and 
MISS_VAUD<3:0> are written into the cache array. 

There may be up to four VIC_ WRITES for each VICJFTLL depending upon sub-block alignment and 
fill sequence. However, the cache block tag and tag parity, all four data parity bits, all four data 
valid bits, and one sub-block of data are all written with every VIC_WRITE. 

If VIC.ENABLE is clear, VIC.WRITEs are disabled, but the cache fill sequence completes normally 

See section Section 7 .2. 1.7 for information on M9cHARD_ERR_H and M<«MME_FAULT_H. 

7.2.1 .5 VIC Bypass 

When fill data arrives at the VIC on the M%MD_BUS_H<63:0>, an evaluation is done to determine 
if the incoming data should be loaded directly into the PFQ. If so, then the PFQ latches the data 
directly from the M%MD_BUS_H<63:0> and VIBA is incremented by 8. This action is referred to as a 
VIC bypass and is signaled to the PFQ by LOAD_MD_DATA_ Note that a VICJWRITE occurs regardless 
of the outcome of the evaluation and whether or not the VIC bypass is enabled. If PFQ_FULL from 
the PFQ is asserted, indicating the PFQ is full, then LOAD_MD_DAIA is not asserted and VIBA is 
not incremented. 

The evaluation consists of checking to make sure that the incoming data is for the same 
cache block and sub-block to which VIBA points. The only time VIBA can be pointing to a 
different block than the block for which data is returning, is if a previous VIC bypass or 
Hit-Under-Miss incremented VIBA across a cache block boundary. This circumstance is indicated 
by a VIBAJNEWJBLOCK flag. 

In order to facilitate VIC bypass, the Mbox returns M^W_AIJGNMENT_H<1:0> with each piece of 
fill data. These two bits represent the quadword index for this data within the hexaword cache 
block. If VTBA_NEW_BLOCK is dear and M%QW_ALIGNMENT_H<1:0> match VIBA<4:3> then the 
incoming data can be loaded into the PFQ. When VTBA_NEW_BLOCK is set, indicating that the data 
the PFQ is waiting for is not in the block being filled by the Mbox, then VIC bypass is blocked and 
LOAD_MDJDAIA is not asserted. 
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7.2.1 .6 VIC Hits Under Miss 

If the last VIC.WRUE was also a VIC bypass condition, then VEBA increments and potentially points 
to valid data in the current or next cache block. A subsequent VICJREAD is permitted even when 
MISSJPENDING is still set. This is referred to as a VIC Hit-Under-Miss. If the VICJREAD during 
MISS.PENDING also misses, no cache fill request is started. MISS ^ADDRESS, MISS_PARITY<3:0>, 
and MISS_VALJD< 3 :0 > are not updated on a second miss. Note that VICJREADS may start and stop 
during a fill sequence based on VIC. WRITES, but they always restart at the termination of a fill 
sequence when M%LAST_FTLL_H is signaled. 

7.2.1 .7 VIC Exceptions and Errors 

The VIC interprets the Mbox exception and error signals during the VIC_WRITE sequence. The 
M%MME_FAULT_H signal indicates that the Mbox encountered a memory management exception 
during the processing of an instruction stream reference. The Mbox produces the M%HAKD_ERR_H 
signal when a hardware error is detected during the processing of an instruction stream reference. 
When M%VTC.DAIA.L indicates the presence of data from the Mbox on the M^MD_BUS_H<63:0>, the 
assertion of either MVcMME.FAULT.H or M%HARD_ERR.H blocks the setting of the WRITE.PENDING 
flag. MVcMME.FAULT.H and M%HARD_ERR_H set the error flags EMMGT.EXC and MHARD.ERR, 
respectivel} 7 . These flags are sent directly to the IBU. They are also used to disable prefetching 
and block VIC bypass until they are cleared dither by a EVcSTOP.IBOX.H from the Ebox or a 
LOAD.NEW.PC from the BPU. They are also cleared by E%IBOX_LOAD_PC_L which indicates an 
impending LOAD_NEW_PC . 

The VIC checks tag and data during VIC.READs. Parity is calculated for the data sub-blocks 
selected by VIBA<4:3>. The even parity value for the quadword of data is then compared to 
the parity (P) bit associated with the sub-block read from cache. Data parity miscompares are 
reported as parity errors only on valid data. The even parity value for VIC_TAG<20:0> is calculated 
on VIC.READs and compared to the parity (P) bit from the array that is associated with the tag 
read. Tag parity miscompares are always reported as parity errors. When the VIC detects either 
parity error, it clears PREFETCH.ENABLE, disabling VIC prefetching, and sets the LOCK bit in the 
ICSR register, preventing further cache reads and writes. The VIC asserts IHARD.ERR to forward 
the error condition to the IBU. IHARD.ERR remains asserted until it is cleared by a E%STOP_IBOX_H. 
The error status bits are set appropriately in the ICSR IPR register and the address of the error 
is latched in the VMAR register, as explained in Section 7.2.1.16. In addition, the VIC requests a 
system soft error interrupt by asserting the I%EBOXJ5JEER_L. 

VIC tag and data parity checking are done specifically to protect the data in the VIC arrays. 
Refer to section Section 7.9 2 , for details on the IBU handling of Istream errors. 

7.2.1 .8 PC Load Effects 

The assertion of LOAD.NEW.PC by the BPU has the following effects: 

1. PREFETCH.ENABLE is set. 

2. VTBA is loaded. 

VIBA<31:3> is loaded from the global Ibox bus NEW.PC<31:3> 

3. MHARD.ERR is cleared. 

4. IMMGT.EXC is cleared. 

5. MISS.PENDING is cleared. 


7—10 The Ibox 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


6. WKITE_PENDING is cleared. 

7. VIC_READ is set. 

8. I%FLUSH_IREF_LAT_H is asserted by the BPU to the Mbox. 

The VIC reacts to any LOAD_NEW_PC from the BPU on a cycle by cycle basis as follows: 

Cycle N : 

• The Ibox may make an Istream request this cycle. 

• Fill data returning from the Mbox to the Ibox is ignored. 

Cycle N+l : 

• LOAD.NEWJPC is asserted to redirect instruction flow. 

• I%FLUSH_IREF_LAT_H is asserted to clear outstanding Istream references. 

• The Ibox may make an Istream request this cycle which is ignored by the Mbox. 

• Fill data returning from the Mbox to the Ibox is ignored. This is the last cycle in which fill 
data for the Istream being flushed can be sent. 

• Prefetching is enabled if previously disabled. 

• MISS_PENDING is cleared and VIC_READ is set. 

• New VIC hit or miss is determined. 

Cycle N+2 : 

• The Ibox may make a new Istream request based on whether the VIC hit or missed. 

• MISSPENDING may be set and VTC_READ cleared if a VIC miss was determined. 

• The Mbox may not send Istream data for the old Istream request to the Ibox. 

Section 7.6 and Section 7.5. 1.7 explain more about PC loads. 

7.2.1 .9 E%STOP_IBOX_H Effects 

The assertion of E%STOP_EBOX_H by the Ebox has the following effects: 

1. PREFETCH_ENABLE is cleared. 

2. MHARD_ERR is cleared. 

3. IMMGTJEXC is cleared. 

4. IHARD.ERR is cleared. 

5. MISSPENDING is cleared. 

6. WRITEJPENDING is cleared. 

7. VIC_READ is cleared. 

8. I%FLUSH_IREF_LAT_H is asserted by the BPU. 

The VIC reacts to a E%STOPJBOXJB on a cycle by cycle basis as follows: 

Cycle N : 

• E%STOP_IBOX_H is asserted. 

• The Ibox may make an Istream request this cycle. 
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• Fill data returning from the Mbox to the Ibox is ignored. 

Cycle N+l : 

• I%FLUSH_IKEF_LAT_H is asserted to dear outstanding Istream references. 

• The Ibox will not make an Istream request this cycle. 

• Fill data returning from the Mbox to the Ibox is ignored. This is the last cyde in which fill 
data for the Istream being flushed can be sent. 

• Prefetching is disabled. 

• MISSJPENDJNG and VIC.BEAD are cleared, VIC is put into an idle state, waiting for an 
E%IBOX_LOAD_PC_L from the Ebox. 

7.2.1.10 Prefetch Stop Conditions 

PREFETCH_ENABLE is cleared in the following cases: 

1. Any VIC, Mbox error, or Mbox exception 

when a VIC error is detected or Mbox error is reported. 

2. E%stop_ibox_H signaled by Ebox 

when the Ebox microcode performs a MISC/B£5ET_CPU which asserts E f ^STOP_IBOX_H. 

3. stop_vic_prefetch, stop.pabser bit from the ntOM 

stops Ibox prefetching for those instructions expected to redirect the instruction flow or access 
the IPRs. 

7.2.1.11 Prefetch Start Conditions 

PREFETCH_ENABLE is set in the following cases: 

1. PC load 

on all PC loads. 

2. E%RESTART_EBOX_H signaled by Ebox 

when the Ebox microcode performs a E%RESTART_IBOX_H, unless there is an outstanding VIC 
or Mbox error, or a PC load by the Ebox is pending, as signaled by E%IBOX w LOAD_PC_L. 

7.2.1.12 Prioritized List of Prefetch Start/stop Conditions 

The following priority is followed when multiple prefetch start/stop conditions occur simultaneously: 

1. E%STOP_IBOX_H - stops prefetching 

2. PC Load - starts prefetching 

3. E%IBOX_LOAD_PC_L - stops prefetching (a PC load is pending) 

4. Any VIC or Mbox Error or Exception - stops prefetching 

5. E%RESTART_IBOXja[ - starts prefetching 

6. STOP_VIC_PREFETCH - stops prefetching 
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7.2.1.13 VIC Enable 

The VIC powers up with VICJENABLE clear. VICJENABLE can be set and cleared during normal 
operation through the IPR register described in Section 7.2.1.16. VICJENABLE is cleared by 
hardware when any VIC parity error is detected. 

MACROCODE RESTRICTION 

In functional operation, an REI must precede the MTPR which enables the VIC in order 
to flush all of the valid bits. However, if all the valid bits are guaranteed to have been 
written with a known value (such as in diagnostics or in macrocode that initializes the 
entire VIC), then this REI may be omitted. 

7.2.1.14 VIC Flushing 

The Ebox asserts E%FLUSH_VIC_H under microcode control to flush the VIC (clear all data valid 
bits). VIC flushes occur in such instances as the REI instruction, machine checks, and certain 
exceptions and interrupts. 


MICROCODE RESTRICTION 

The Ebox microcode guarantees that prefetching is disabled whenever E%FLUSH_VTC_H 
is asserted, either implicitly in the context of an instruction with a STOPJPARSER assist 
or by performing an explicit E%STOP_IBOX_H. 

The VIC reacts to a E%FLUSH_VIC_H on a cycle by cycle basis as follows: 

Cycle N : 

• Prefetching has already been disabled. 

• E%FLUSH_VIC_H is asserted. 

• The Ibox may make an Istream request this cycle. 

• Fill data returning from the Mbox to the Ibox is ignored. 

Cycle N+l : 

• I%FLU SH_IREF_LAT_H is asserted to clear outstanding Istream references. 

• The Ibox will not make an Istream request this cycle. 

• Fill data returning from the Mbox to the Ibox is ignored. This is the last cycle in which fill 
data for the Istream being flushed can be sent. 

7.2.1.15 Flushing IREFs 

The signal I%FLUSH_IREF_LAT_H is asserted by the BPU whenever a new PC is loaded indicating 
a redirection of the Istream. It is also asserted whenever there is a E%STOP_EBOX_H or a 
E%FLUSH_VIC_H from the Ebox. In all cases, the Mbox may continue to return VIC fill data in the 
same cycle as the I%FLUSH_IREF_LAT_H, but not the following cycle. The VIC will ignore any fill 
data received in the same cycle or the one cycle previous to the cycle in which I%FLUSH_EREF_LAT_H 
is signaled. 
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7.2.1.16 VIC Control and Error Registers 

The VIC contains 4 internal processor registers (IPRs) which provide VIC control and read/write 
access to the arrays. 


MACROCODE RESTRICTION 


VICJENABLE must be cleared before writing to the VIC IPRs: VMAR, VDATA, or VTAG. 
VTC_ENABLE must be cleared before reading from VIC IPRs: VDATA, VTAG. In functional 
operation, an REI must preceed the MTPR which enables the VIC. 


See Section 7.4.2.8 for details of the IPR mechanism. 

Figure 7-4: IPR DO (hex), VMAR 
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Table 7-5: VMAR Field Descriptions 


Name 

Extent 

Type 

Description 

LW 

2 

WO 

Longword select bit. Selects longword of sub-block for cache access 

SUB_BLOCK 

4:3 

RW 

Sub-block select. Selects data sub-block for cache access, also latches 
vjba<4:3> on vie parity errors 

ROW.INDEX 

10:5 

RW 

Row select. Row index for read and write access to cache array, also 
latches viba<10:5> on vie parity errors 

ADDR 

31:11 

RO 

Error address field. Latches tag portion of vdba on vie parity errors 


When the VIC is disabled, the VIC Memory Address Register (VMAR) may be used as an index 
for direct IPR access to the cache arrays. VMAR<10:5> supply the cache row index, VMAR<4:3> 
supply the cache sub-block, and VMAR<2> indicates the longword within a quadword address. 

VMAR also latches and holds the VIBA<31:3> on VIC array parity errors. 
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Figure 7-5: IPR D1 (hex), VTAG 
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Table 7-6: VTAG Reid Descriptions 


Name 

Extent 

Type 

Description 

V 

3:0 

RW 

Data valid bits. Supply data valid bits on array read/writes 

DP 

7:4 

RW 

Data parity bits. Supply data parity on array read/writes 

TP 

8 

RW 

Tag parity bit. Supplies tag parity on tag array read/writes 

TAG 

31:11 

RW 

Tag. Supplies tag on tag array read/writes 


The VTAG IPR provides read and write access to the cache tag array. An IPR write to VTAG will 
write the contents of the M%MD_BUS_H<63 :0> to the tag, parity, and valid bits for the row indexed 
by VMAR<10:5>. VTAG<31:11> are written to the cache tag. VTAG<8> is written to the associated 
tag parity bit. VTAG<7:4> are used to write the four data parity bits associated with the indexed 
cache row. Similarly VTAG<3:0> write the four data valid bits associated with the cache row. 
DP<3:0> and V<3:0> are the data parity and data valid bits, respectively, for the 4 quadwords 
of data in the same row. DP<0> and V<0> correspond to the quadword of data addressed when 
address bits 4:3 = 00, DP<1> and V<1> correspond to the quadword of data addressed when 
address bits 4:3 = 01, etc. 

Figure 7-6: IPR D2 (hex), VDATA 
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Table 7-7: VDATA Field Descriptions 

Name Extent Type Description 

DATA 31:0 RW Data for data array reads and writes 


The VDATA IPR provides read and write access to the cache data array. When VDATA is written, 
the cache data array entry indexed by VMAR is written with the IPR data. Since the IPR data is 
a longword, two accesses to VDATA are required to read or write a quadword cache sub-block. 

Writes to VDATA with VMAR<2> = 0 simply accumulate the IPR data destined for the low longword 
of a sub-block in FILL_DATA<31:0>. A subsequent write to VDATA with VMAR<2> = 1 directs the 
the IPR data to FILL_DATA<63:32>, and triggers a cache write sequence to the sub-block indexed 
by VMAR. 
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Reads to VDATA with VMAR<2> = 0 trigger a cache read sequence to the sub-block indexed by 
VMARo. The low longword of the a sub-block is returned as IPR read data. A read of VDATA with 
VMAR<2> = 1 returns the high longword of the sub-block as IPR data. 

Figure 7-7: IPR D3 (hex), ICSR 
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Table 7-8: ICSR Reid Descriptions 


Name 

Extent 

Type 

Description 

ENABLE 

0 

RW,0 

Enable Bit. When set, allows cache access to the VIC. Initializes to 
0 on RESET. 

LOCK 

2 

WC 

Lock Bit. When set, validates and prevents further modification of 
the error status bits in the ICSR and the error address in the VMAR 
register. When clear, indicates no VIC parity error has been recorded 
and allows ICSR and VMAR to be updated. 

DPERR 

3 

RO 

Data Error Bit. When set, indicates data parity error occurred in 
data array if the Lock Bit is also set. 

TPERR 

4 

RO 

Tag Error Bit. When set, indicates tag parity error occurred in tag 
array if the Lock Bit is also set. 


The ICSR IPR provides control and status functions for the Ibox. VIC tag and data parity errors 
are latched in the read-only ICSR<4:3>, respectively. ICSR<2> is set when a tag or data parity 
error occurs and keeps the error status bits and the VMAR register from being modified further. 
Writing a logic one to ICSR<2> clears the LOCK bit and allows the error status to be updated. 
When ICSR<2> is clear, the values in ICSR<4:3> are meaningless. When ICSR<2> is set, a VIC 
parity error has occurred, and either ICSR<4> or ICSR<3> will be set indicating that the parity 
error was either a tag parity error or a data parity error, respectively. ICSR<4:3> cannot be 
cleared from software. ICSR<0> provides IPR control of the VIC enable. It is cleared on RESET. 

7.2.1.17 VIC Performance Monitoring Hardware 

Hardware exists in the Ibox VIC to support the NVAX Performance Monitoring Facility. See 
Chapter 18 for a global description of this facility. 

The VIC hardware generates two signals I%PMUXO_H and I%PMUXl_H which are driven to the 
central performance monitoring hardware residing in the Ebox. These two signals are used to 
supply VIC hit rate data to the performance monitoring counters. 
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K5>PMUX0_H is asserted the cycle when a VIC read reference is first attempted while the prefetch 
queue is not full. I%PMUX1_H signals the hit status for this event in the same cycle. 

The data is captured only on the first read reference that could be used by the PFQ to avoid skewed 
hit ratios caused by multiple hits or misses to the same reference while the prefetch queue is full 
or the VIC is waiting for a cache fill. 

7.2.2 The Prefetch Queue 

The PFQ is a 4-longword-deep queue for Istream data. When prefetching is enabled, the VIC 
controls the supply of data to the PFQ. The PFQ can accept one quadword of data each cycle. When 
the PFQ contains insufficient available space to load another quadword of data it asserts PFQ_FULL 
which prevents the VIC from loading additional data into the PFQ. When the PFQ contains no 
unused Istream data it asserts PFQ_EMPTY and sends it to the IBU. 

The PFQ loads data from the M%MD_BUS_H<63 :0> or VIC_DATA W BUS as directed by the load signals 
LOAD_MD_DATA and LOAD_VIC_DATA from the VIC. LOAD_MD_DATA is asserted by the VIC only 
when there are no errors associated with the data. Data loaded from the VIC_DATA_BUS must 
be conditioned with the error signal EHARD_ERR. If LOAD_VIC_DATA and EBAKD.ERR are both 
asserted, corrupted data is loaded into the PFQ from the VIC_DAIA._BUS. To prevent this data from 
being used, the IBU reports the error immediately and stops parsing data. 

The PFQ determines the number of valid unused bytes of Istream data available for parsing and 
sends this information to the IBU on AVAIL_UE*. When the IBU retires Istream data it signals the 
PFQ on I_rBL T< rcRET3tEE_SPECB_H<5 :0> and I_IBU7cRETIKE_OPCODE the number of Istream bytes 
retired. These two signals are used to update the pointers in the PFQ. 

The output of the PFQ is directed through a MUX which aligns the data for use by the IBU. The 
alignment MUX takes the first and second longwords and the first byte from the third longword 
as inputs. The alignment MUX outputs 6 contiguous bytes starting from any byte in the first 
longword, based on the PFQ pointers. 


7.2.2.1 PC load effects 

The PFQ is flushed when the BPU broadcasts a new PC load as indicated by I_BPU%LOAD_NEW_PC 
and when the Ebox asserts E%IBOX_LOAD_PC_L. In addition, when the BPU loads the PC, bits 
<2:0> of the new PC are decoded and used to set the PFQ pointer. 


7.3 Instruction Parsing 

The instruction parser identifies the different components of incoming VAX instructions and 
forwards those components to other parts of the Ibox for further processing. The instruction 
parser contains two logic sub-sections - the Instruction Burst Unit (IBU) and the Instruction 
Issue Unit (HU). 
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Figure 7-8: Prefetch Queue Block Diagram 



DATA TO I8U 


The EBU parses incoming instruction data into Opcodes, Operand Specifiers and Specifier 
Extensions and Branch Displacements. This information is then passed on to the operand 
specifier processing logic. The opcode is also sent to the HU which generates an Ebox microcode 
entry point for this opcode and places it and other needed information in the instruction queue 
in the Ebox. See Table 7—15 for more information on the format of the Ebox instruction queue. 
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Instruction parsing is logically divided into 2 distinct activities: Instruction issue and specifier 
identification, and branch displacement and Ebox assist processing. The instruction issue and 
specifier identification activity starts when a new opcode is loaded by the IBU. The IBU sends 
the opcode to the UU for issuing to the Ebox. The instruction opcode is also used to determine 
the number of operand specifiers and branch displacements associated with the instruction. In 
parallel with instruction issue, the IBU identifies the operand specifiers. When all the operand 
specifiers are processed, the IBU begins the branch displacement and Ebox assist processing 
activity. The branch displacement (if present) is sent to the BPU, and Ebox assist specifiers (if 
present) are processed. See Section 7.3 .2.7 for more on Ebox assists. 


7.3.1 VAX Instruction Format 

There are 3 components in VAX instructions: opcodes, operand specifiers and specifier extensions, 
and branch displacements. The 1 or 2 byte opcode specifies the function to be performed. Operand 
specifiers with potential extensions range from 1 to 9 bytes and specify an instruction operand 
or operand location. The 1 or 2 byte branch displacements are signed offsets used to compute 
the destination PC in branch instructions. A VAX instruction is composed of an opcode and 
optionally up to 6 operand specifiers and one branch displacement. For a given opcode, the 
number of operand specifiers and branch displacements is fixed. 

The instruction opcode is the first one or two bytes in the instruction followed by the operand 
specifiers, followed by the branch displacement, all at successively increasing addresses. All 
references to opcodes in this section refer to one-byte opcodes unless specified otherwise. For 
more information on VAX instruction formats, opcodes, and operand specifiers, see DEC STD 
032, VAX Architecture Standard. 

7.3.2 The Instruction Burst Unit 

The IBU bursts apart I stream data into its component parts: opcodes, operand specifiers, and 
branch displacements. The IBU is capable of identifying an opcode and one operand specifier each 
cycle. Operand specifiers are categorized according to the their Addressing Mode as being either 
simple or complex. Simple specifiers are register mode (Addressing Mode 5) and short literal 
(Addressing Modes 0..3). All other specifier types, including assists, are considered complex. 

The IBU retires up to 6 bytes of data from the PFQ each cycle. New data is available from the PFQ 
at the beg inni ng of a cycle. The IBU sends the number of specifier bytes being retired back to the 
PFQ so that new data is available for processing by the next cycle. 

Instruction components extracted from the Istream data are salt to other parts of the Ibox for 
further processing. The opcode is sent to the nu and the BPU on OPCODE<8:0>. The specifiers, 
except for branch displacements, are sent to the CSU, the SBU and the OQU via SPEC_CTRL<21:0>. 
Branch displacements are sent to the BPU on B_BRANCH_DISP< 7 :0 > and SPEC_DA3A<7:0>. 

The specifier control field SPEC_CTRL<2 1 :0 > contains information about the specifier bang retired 
each cycle. SPEC_CTRL<21:14> and SPEC_DA3A<31:0> contain information used in processing 
complex specifiers. Table 7—9 describes the information contained on these busses. 
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Table 7-9: 

Specifier Control Fields 


Bit 

Field 

Field Name 

Description 

<0> 

SHUT 

This bit is set if the specifier is a short literal. 

<6:1> 

RN/SHORT UTKRAX 

Contains a 6-bit short literal if the shlit flag is set. <4:1> contains 
the general purpose register number associated with the specifier 
if the shlit flag is not set, in which case <6:5> are not used. 

<9:7> 

AT 

Access Type of the instruction operand with which this operand 
specifier is associated. 

<11:10> 

DL 

Data length of the instruction operand with which this operand 
specifier is associated. 

<12> 

VALID 

Flags data valid on the bus. 

<13> 

COMPLEX 

This bit is set if this is a complex specifier. 


If the IBU is retiring a specifier, SPEC_CTRL<2 1 :0> and SPECJDAIA.<31:0> contain information 
about the specifier being retired. SPEC_CTRL<21:14> and SPEC_DA3A<31:0> contain valid data 
used by the CSU only when the specifier is complex.. If a simple specifier is being retired, the 
information on SPEC_CTRL<21:14> is invalid and not used by the CSU and the complex flag 
SPEC_CTRL<13> is not set. Table 7-10 describes the fields in SPEC_CTRL<21: 14> used for complex 
specifiers. Table 7—11 describes the fields in SPEC_DATA<3 1:0> used by the CSU and BPU. When 
displacement and displacement deferred mode specifiers are processed, byte and word data length 
specifiers are sign extended to longword data length on SPEC_DA3A<31:0>. 


Table 7-10: Complex Specifier Control Fields 


Bit 

Field 

Field Name 

Description 

<16:14> 

DISPATCH 

Dispatch address for Complex Specifier Unit Control Store. 

<17> 

AT.RMW 

1 if access type of operand is R, M or W. 

<18> 

indexed 

This bit is Bet if mode of previous specifier is index. 

<19> 

ASSIST 

This bit is set if this is an Ebox assist specifier. 

<20> 

PC.MODE 

This flag is set if the bits <3:0> of the specifier point to GPR 15 = PC. 

<21> 

JMP_ OR_ J SB 

This bit is set if this instruction is a JMP or JSB. 
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Table 7—1 1 : Specifier Data Fields 


Bit 

Field 

Field Name 

Description 

<7:0> 

WOKD_DISP 

Upper order byte of word displacement if branch displacement is being 
processed. Otherwise, the lower order byte of data for immediate and 
displacement mode specifiers. 

<31:8> 

SPJDAXA 

Upper 3 bytes of data for immediate and displacement mode specifiers. 


7.3.2.1 Specifier Identification 

In the instruction issue and specifier identification phase of instruction parsing, operand specifiers 
are parsed, and the necessary information about each specifier is sent to the specifier processing 
logic. The information needed by the Ebox to process the instruction is also identified and sent 
to the HU. Each time a new opcode is loaded in the U3U, instruction context for that opcode is 
extracted from PLAs, complimentary logic, and the Instruction ROM (IROM). This information is 
summarized in Table 7—12. 

As each specifier is identified, the current SPEC_COUNT is decremented. When this counter 
reaches 0, the IBU enters the next phase of instruction parsing, Ebox assists and branch 
displacements processing. 


Table 7-12: Instruction Context Summary 

Field Name # bits Description 


SPEC.COUNT 3 

STOP.PABSER 2 


ASSIST.COUNT 1 

ASSIST 3 

Ajur 2 

AJDL 1 


Instruction Context stored in the EEtOM 

Number of specifiers for this instruction 

STP_SrrPPRJKSS_PCQ/STP_RKSTAET_IBOX: 

0/0 Do not stop parser, make a PC queue entry for the next 

instruction. 

0/1 Stop parser at the end of the instruction, make a PC 

queue entry for the next instruction, and restart parser on 
E%RESUUtTJIBOX.H. 

1/0 Stop parser at the end of the instruction, suppress PC entry 

for next instruction until load j«ewjpc is received, and restart 
parser on LOAD PC. See Table 7—14. 

1/1 Stop parser at the end of the instruction, suppress PC queue 

entry for next instruction until ijqad _new_pc is received, restart 
parser on bswesiartjdbox^b. 

Number of Ebox assists for this instruction 

Assist dispatch 

Access type for Ebox Assist 

Data Length for Ebox Assist 
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Table 7-12 (Cont.): 

Instruction Context Summary 

Field Name 

# bits Description 

Instruction Context stored in the IROM 

A_REG 

1 

Register for Ebox Assist 

ATI 

3 

Access type for specifier # 1 

AX2 

3 

Access type for specifier # 2 

DL1 

2 

Data length for specifier # 1 

DL2 

2 

Data length for specifier # 2 

KB 

1 

I when this is an Fbox instruction 

DISPATCH 

9 

Ebox microcode dispatch address 

E_DL 

2 

Data length for instruction execution 


Instruction Context stored in the PLAs 


AT3 

3 

Access type for specifier # 3 

AM 

3 

Access type for specifier # 4 

ATS 

1 

Access type for specifier # 5 

APB 

1 

Access type for specifier # 6 

DL3 

2 

Data length for specifier # 3 

DL4 

2 

Data length for specifier # 4 

DL5 

2 

Data length for specifier # 5 

DL6 

1 

Data length for specifier # 6 

B 

1 

Indicates that there is a branch displacement. 

DISP_SIZE 

1 

Size of the branch displacement. 0 = byte displacement, 1 = word. 

Instruction Context decoded by logic 

\TISLD_SPEC 

1 

Indicates how many source queue entries to allocate for RMODE (Mode 5) 
specifiers with variable bit field access type. 0 = 1 entry, 1 = 2 entries. 


Each cycle, the 1BU evaluates the following information to determine if an operand specifier is 

available and how many PFQ bytes should be retired to get to the next opcode or specifier: 

• The number of PFQ bytes available. Each cycle, the PFQ provides the IBU with the number of 
instruction stream bytes available on AVAIL JLE<5:0>. This can be as little as 0 and as many 
as 6. 

• The number of specifiers left to be parsed in the instruction stream. IBU keeps a running 
count of the number of specifiers left to be parsed for the current instruction. 

• The data length of the next specifier. 

• The COMPLEXJJNIT_BUSY flag SiJVALED. When the CSU is busy and cannot accept another 
complex specifier, Sl_VALH> is asserted. If the IBU identifies a complex specifier while this 
signal is asserted, it stalls until the flag is cleared by the CSU. 
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• DATA_LENGTH_VALED flag. This fiag is asserted when the instruction PLAs have valid data 
length information ready. This flag is cleared when a new opcode is loaded and set when the 
access type and data length information is available for use. 

• Specifier bus enable flag, SPEC_CTRL_ENABLE, from the OQU. This flag enables the loading 
of specifier information onto the specifier control bus. If SPEC_CTRL_ENABLE is 1 then the 
specifier control bus is enabled, and one specifier can be processed. If SPEC_CTRL_ENABLE is 
0 then no specifiers can be processed, and the IBU stalls. 

• The parser stopped flag PABSERJ5TOPPED. There are many times when the parser must 
be stopped to prevent it from interfering with Ebox activity. When this is necessary, 
PABSER.STOPPED is asserted and all parser activity stops. 

• The next 2 bytes of the instruction stream. 

If the specifier byte is a simple specifier (Addressing Modes 0..3, or 5), and the following conditions 
are met, then the information for this specifier is driven onto SPEC_CTRL<12:0>, and the specifier 
byte is retired from the PFQ at the end of the cycle: 

1. There are at least 2 bytes of valid PFQ data. (At least one byte in the specifier field and one 
byte in the opcode field.) 

2. The parser is not stopped. 

3. There is at least one specifier remaining for this instruction. 

4. SPEC_CTRL_ENABLE = 1. 

If the first specifier byte is a complex specifier, and the following conditions are met, then the 
information for this specifier is driven onto SPEC_CTRL<21:0> and SPEC_DATA<31:0>, and the 
appropriate number of PFQ bytes for this specifier are retired from the PFQ at the end of the cycle: 

1. The number of bytes required according to the Addressing Mode and Data Length of the 
specifier (plus one for the opcode field) are available from the PFQ. 

2. The parser is not stopped. 

3. There is at least one specifier remaining for this instruction. 

4. SPEC_CTRL_ENABLE = 1. 

5. COMPLEX_UNIT_BUSY flag is not asserted. 

7.3.2.2 Operand Access Types 

There are 6 different access types for operands. The access type information determines whether 
the operand is a source or destination operand, and whether the operand, or the address of the 
operand is needed by the Ebox. These access types are modeled after, but are not identical to, 
the operand access types specified in the architectural summary. 

• A (Address) 

An operand with access type = A is a source operand. The Ebox gets the address of the 
operand, not the actual operand. 

• R (Read) 

An operand with access type = R is a source operand. The Ebox gets the actual operand. 

• M (Modify) 

An operand with access type = M is both a source and a destination. The Ebox gets the actual 
operand and a pointer to the destination. 
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• W (Write) 

An operand with access type = W is a destination operand. The Ebox gets a pointer to the 
destination. 

• VR (Variable bit field read-access) 

An operand with access type = VR is a source operand. The Ebox gets the actual operand 
if the addressing mode of the specifier for the operand is RMODE (Mode 5). Otherwise the 
Ebox gets the address of the operand. 

• VM (Variable bit field modify-access) 

An operand with access type as VM is both a source and a destination. The Ebox gets the 
actual operand if the addressing mode of the specifier for the operand is RMODE (Mode 5). 
Otherwise the Ebox gets the address of the operand. If the operand specifier is RMODE, the 
Ebox gets a pointer to the destination. Otherwise no destination pointer is supplied. 

7.3.2.3 DL Stall 

For all but one addressing mode, the number of bytes to retire for a specifier is determined 
entirely by the addressing mode. Immediate mode (8F) addressing, however, requires the data 
length information for the operand to determine how many PFQ bytes to retire. In the event 
that a new opcode is loaded and the first specifier is an immediate mode specifier, the absence of 
DAIA_LENGTH_ VALID causes the IBU to stall because there is no way to determine the number of 
PFQ bytes to retire for this specifier. DAIA-LENGTH.VAT.ID is asserted the following cycle after the 
opcode has passed through the instruction PLAs and IROM to generate the required data length 
information. The immediate mode specifier can be retired the following cycle if the conditions 
described above are met. 

7.3.2.4 Driving SPEC_CTRL 

The data on SPEC_CTKL< 1 3 :0 > is used by the OQU to generate Ebox source queue and destination 
queue entries that may be needed in the next cycle. The data on SPEC_CTRL<21:14> is used by 
the CSU to generate the microcode dispatch addresses. SPEC_DATA<3 1:0> contains instruction 
stream data for Immediate and Displacement mode specifiers. 

7.3.2.5 PC and Delta_PC 

The IBU keeps a local copy of the PC called the IBU_PC which points to the next byte of I stream 
data that will be processed by the IBU. 

When the IBU retires instruction stream data, the IBU_PC is incremented by the number of operand 
and operand specifier bytes retired as signaled by SPEC_BYTES_RETIRED and LOAD_NEW_OPCODE. 
The IBU_PC can be loaded from the NEW_PC<31:0> when the signal LOAD_NEW_PC is asserted 
and all operand specifier, Ebox assist, and branch displacement processing is completed by the 
IBU. The IBUJPC is sent to the CSU, HU and BPU on DBU_PC<31:0>. 
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7.3.2.6 Branch Displacement Processing 

Some instructions have branch displacements as indicated by B. If B is set, the instruction has 
a branch displacement and the branch size is determined by DISPJ5IZE. Both B and DISPJ31ZE 
are outputs of the instruction PLAs. A DISP_SIZE of 0 indicates a byte branch displacement and a 
DISP_SIZE of 1 indicates a word displacement. 

The branch displacement is always the last piece of data for an instruction and is used by the BPU 
to compute the branch destination. Branch displacements are not sent to the specifier parsing 
logic. They are sent only to the BPU on SPEC_DATA<7*o> and BJBRANCHJDISP<7:0>. Branch 
displacement processing begins after all the non-displacement specifiers are parsed and retired 
from the PFQ. A branch displacement is processed when the following conditions are met: 

1. There are no specifiers left to be processed (Ebox assists excluded). 

2. The branch flag B<0> is set in the instruction PLAs and the branch displacement has not been 
processed. 

3. The required number of bytes is available from the PFQ according to DISP_SIZE. 

4. The parser is not stopped. 

5. BRANCHJSTALL is not asserted. BRANCH_STALL occurs on the load opcode of the next 
instruction after a second conditional branch is received. 

BRANCHJSTALL is described in the Section 7.5. 1.6 section. 

If all these conditions are met, then the branch displacement is placed on SPECJDA3A<7sO> and 
B_BRANCH_DISP<7 :0> and DISP_VALED is asserted. SPEC_DAEA<7:0> contains the high byte of 
a word branch displacement and B_BRANCH_DISP<7 :0> contains the low byte of a word branch 
displacement or the byte branch displacement. If these conditions are not met, the IBU stalls. 

If an instruction contains no operand specifier, the branch displacement can be processed during 
the same cycle that the opcode is processed provided that there is sufficient data in the PFQ. 


7.3.2.7 Ebox Assist Processing 

Ebox assist processing can go on in parallel with branch displacement processing since they 
require no common resources. Ebox assists are implicit specifiers which help the Ebox speed 
up some of the time critical instructions. Tb the CSU, these assists look very similar to normal 
complex specifiers and have associated with them all the normal access type, data length and 
register information. The only real difference is where this data comes from. Since these specifiers 
are not a part of the instruction stream, information about them must be stored in the IROM. The 
7 Ebox assists are summarized in the following table: 

Table 7-13: Ebox Assist Summary 

Assist Access Data Register Description 

Name Type Length 

KKT.DEST Read Quad FP Read register mask for Ebox Read return PC for 

Ebox and bpu 
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Table 7-13 (Cont.): Ebox Assist Summary 


Assist 

Name 

Access 

Type 

Data 

Length 

Register 

Description 

BSBJDEST 

Read 

Long 

SP 

Read return PC for Ebox and bpu 

(SPR.RQ 

Read 

Quad 

SP 

Quadword stack pop 

-(SP).WL 

Write 

Long 

SP 

Longword stack push 

PC.KL 

Read 

Long 

NONE 

Current PC is sent to Ebox 

PC.-(SP).ML 

Modify 

Long 

SP 

Combines effects of PC.RL and -(SP).WL assists 

STOP.MBOX. QUEUE 

NONE 

NONE 

NONE 

Mbox specifier queue is stopped 


All of the Ebox assists generate dispatches to the CSU. 

When all the normal specifiers for an instruction have been identified and retired from the PFQ, 
the Ebox assist (if any) is processed. The maximum number of assists for any instruction is 1. 

An Ebox assist is processed and its associated data driven onto SPEC_CTRL<21:0> when the 
following conditions are met: 

1. There is an Ebox assist. 

2. The parser is not stopped. 

3. It is not the same cycle as the opcode load. 

4. If the instruction is BSBW or BSBB, the branch displacement has been parsed. 

5. SPEC_CTRL_ENABLE = 1. 

6. COMPLEX_UNIT_BUSy flag is not asserted. 

BSBW and BSBB instructions have PC.RL Ebox assists. For these instructions, the branch 
displacement must be retired and the IBU_PC must be updated to point to the byte following the 
branch displacement before the PC.RL assist can be processed. 


7.3.2.8 Reserved Addressing Modes 

Some combinations of specifier mode, specifier register, and access type cause reserved addressing 
mode faults in the VAX architecture. Refer to Table 7—33 for more details on reserved address 
mode detection. 

7.3.2.9 Quadword Immediate Specifiers 

Immediate mode specifiers with quadword data length take two or more cycles to process. When 
a quadword immediate specifier is detected by the IBU parse logic, the first longword is processed 
(like a longword immediate specifier) and QUADJFLAG, is set. 

QUADJFLAG is used by the IBU retire logic to properly retire the next four bytes when they 
become available in the PFQ. When the second longword is retired, QUAD_FLAG is cleared and the 
specifier count is decremented. QUADJFLAG is also cleared by E %B RAN CH_MISPREDI CT_H, 
E%STOP_IBOX_H, I%IMEMJHEXC_H, and I%EMEM_HERR_H. 
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The first longword of the quadword immediate data is sent to the CSU in the normal fashion. The 
second longword of the quadword immediate data from the instruction stream is discarded. The 
CSU then uses the specifier PC and generates a memory request to fetch the next four bytes of 
the immediate data. 

7.3.2.10 Index Mode Specifiers 

Index mode specifiers are two-part specifiers which take two or more cycles to process. The 
first byte of an index mode specifier specifies the index register; it is treated like any other 
complex specifier with the exception that a flag, indexjwait is set, and the specifier counter is 
NOT decremented. Additionally, SPEC_CTRL<21:17> is ignored by the CSU. 

When the second byte of an index mode specifier is processed, the specifier counter is decremented 
and SPEC_CTRL<21:17> contains the appropriate data. SPEC_CTRL<18> is set and index_wait is 
cleared. 

The reserved addressing mode fault PLA in the IBU checks the mode of the second specifier byte. 
If the index_wait is set, and if the second byte is short literal, register mode, or index mode, a 
reserved addressing mode fault is detected and sent to the Ebox on I%EtSVD_ADDR_FAULT_H. Refer 
to Table 7—33 for more details on reserved addressing mode detection. 


7.3.2.11 Loading a new opcode 

A new opcode is loaded in the IBU under the following conditions: 

1. All operand specifiers, branch displacements and Ebox assists for the current instruction have 
been parsed (which asserted INSTR_DONE). 

2. The parser is not stopped. 

3. There is at least one byte of data available from the PFQ. 

4. ISSUE J5TALL is not being asserted by the HU. 

5. BRANCH J5TALL is not being asserted by the BPU. 

New opcodes are loaded and passed directly to the instruction PLAs and IROM. In parallel, the 
instruction issue and specifier identification process for the new instruction begins. 

When a the new opcode is loaded, a check is made to see if the value of the opcode is FD. If it is, 
no instruction parsing is done this cycle. FD_OPCODE is set, the byte is retired from the PFQ, and 
another opcode load is enabled for the following cycle. The opcode sent to the HU and the BPU on 
OPCODE<8:0> is a concatenation of FD_OPCODE and the opcode byte. FD_OPCODE is bit 8, and 
the opcode is in <7:0>. 
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7.3.2.12 Reserved Opcodes 

Each time a new opcode is loaded in the IBU, instruction and operand specifier information is 
extracted from a set of PLAs and from the IROM in the IBU for that opcode. This information is 
specified in Table 7—12. When a reserved or unimplemented opcode is detected, the following 
occurs: 

1. The IBU IROM has one of the STOPJPARSER bits set. This signals the IBU to stop parsing 
instruction stream data. 

2. The IBU IROM provides the reserved opcode dispatch address for Ebox microcode. 


7.3.2.1 3 Instruction Parse Completion 

Once all the operand specifiers, branch displacements and Ebox assists have been processed, 
instruction parsing is complete and INSTR_DONE is asserted. INSTR.DONE is used by the CSU to 
make RLOG base queue entries and by the IBU to control loading of the BFU_PC under certain 
conditions. 

Additionally, if instruction parsing is complete and if there is no PC load pending, REHRELOPCODE 
is asserted and sent to the PFQ control logic and the HU PC queue logic. In the PFQ this signal 
increments the number of specifier bytes retired by 1 in order to retire the previous opcode and 
allow for loading of the new opcode. It is used in the DU to update the PC queue pointer under 
certain conditions. 


7.3.2.14 Operands with Access Type VR and VM 

One of the outputs from the instruction PLAs is a bit that indicates how many source queue 
entries should be written for VR and VM access type operands with register mode specifiers. 
When this bit is 0, only one source queue entry is written; when it is 1, two are written. This 
bit is available in the middle of the opcode load cycle and is sent to the OQU on VS. This signal 
remains valid throughout the instruction parsing operation. 


7.3.2.15 t%IMEM_MEXC_H and l%IMEM_HERR_H 

The IBU forwards Istream errors to the Ebox on I%IMEM_HERR_H and I%IMEM_MEXC_H . These 
signals flag memory management exceptions and hardware errors. The IBU receives three 
error signals from the VIC which are used to determine when to assert I%IMEM_HERR_H and 
I%IMEM_MEXC_H: IHARD_ERR, MHARDJERR, and IMMGT_EXC. Refer to Section 7.2. 1.7 for more 
detail on these signals. 

The IBU asserts I%IMEM_MEXC_H if IMMGT_EXC is asserted from the VIC and the PFQ is empty or 
contains insufficient data to complete parsing of the current specifier, and parsing is not stopped. 
I%IMEM_MEXC_H remains asserted as long as these conditions are met. 
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The IBU asserts I%IMEM_HERR_H under two different conditions. First, if MHABD.ERR is asserted 
from the VIC and the PFQ is empty or contains insufficient data to complete parsing of the 
current specifier, and parsing is not stopped. Additionally, if IHARD_ERR is asserted from the 
VIC, I%IMEM_HERR_H is asserted immediately without waiting for the PFQ to run dry or contain 
insufficient data. I%IMEM_HEER_H remains asserted as long as these conditions are met. 


7.3.2.16 IBU stop and restart conditions 

Two categories of conditions cause the IBU to stop parsing: the first is exceptions, the second is 
instructions which need pipeline synchronization. When the IBU is stopped, PARSERJ5TOPPED is 
asserted. 

Table 7—14 summarizes all IBU stop and restart conditions. 


Table 7-14: IBU stop and start summary 


Stop Condition 

Start Condition 

Description 

£'*STOP_IBOX_H 

E^KES’EART_IBOX w H 

stop ibox, Ebox restarts parser 

I t ^R5\D_ADDR_FAX-TLT_H 

E<S>RES TART_IBOX_H 

reserved addressing mode fault, Ebox restarts parser 

IHARD.EKR 

E^cRES TART_IBOX_H 

vie hardware error, Ebox restarts parser 

FPD and load 
opcode 

E^RESTART_IBOX_H 

FPD is set, parse opcode and stop parser, Ebox restarts 
parser 

E*BRANCH_MISPBEDICT_L 

I_CSU%rBOX_RESlART 

branch mispredict, ibox restarts parser 

stop parser set - 
case 1 

I_CSX^rBOX_RE START 

parser stopped when stp_hestart_ibox and instr.done are 
both asserted, ibox restarts parser 

stop parser set - 
case 2 

I_IBUSfcCSU_JJ)_KESXART 

parser stopped when stt_sotpress_pcq and and instr_done 
are both asserted and stp_restart_ibox is de-asserted, 
restart occurs when the csu supplies the bfu with the new 
PC and all other instruction parsing is complete 


7.3.2.17 First Part Done (FPD) Set 

Some long instructions can be interrupted in the middle of their execution sequence (e.g. MOVC 
instructions). When such an instruction is interrupted, the first part done bit (FPD) in the 
Processor Status Longword (PSL) is set indicating that the interrupted instruction will be 
resumed at the execution point where the interrupt occurred, rather than at the beginning of 
the instruction. All such instructions have one of the STOP_PAKSER bits set in the IROM. This 
allows the FPD pack-up to IPR read the current PC (from the top of the PC queue) and then load 
the PC of the interrupt handler. 

When an instruction such as MOVC is interrupted, and the interrupt is processed, processor 
context is switched back to the interrupted process by the REI instruction. This instruction 
causes the PSL of the interrupted process to be reloaded with the FPD bit set. The Ebox sends the 
E%FPD_SET_L signal to the Ibax. If E%FPD_SET_L is asserted the Ibox will re-issue the interrupted 
instruction when valid opcode data is parsed by the IBU. However, after parsing and issuing the 
instruction, no further data is parsed by the IBU. 
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When the interrupted instruction is complete, the Ebox loads the PC of the next instruction and 
parsing is restarted by the IBU. 


7.3.3 The Instruction Issue Unit 

The HU takes opcodes received from the IBU and generates the information needed by the Ebox to 
begin instruction execution. An instruction is said to be issued when this information is sent to 
the Ebox instruction queue. Table 7—15 shows the format of the instruction queue entries created 
by the DU. This information is sent to the Ebox on I%IQ_BUS_H<21:0>. 

The IIU must also keep track of the program counter (PC) values of the opcodes that are either in 
the instruction queue or are in Ebox execution. If the Ebox detects a fault during the execution 
of an instruction, it needs to be able to get at the PC of the faulting opcode. These PCs are kept 
in the PC queue. 


Table 7-15: instruction Queue Entry Format 


Bit Field 

Field 

Name 

Description 

<0> 

VALID 

1 when this queue entry is valid 

<9:1> 

DISPATCH 

Ebox microcode dispatch address 

<10> 

FB 

1 when this is an Fbox instruction 

<12:11> 

DL 

Data length for instruction execution 

<21:13> 

OPCODE 

Instruction Opcode 


Most of the information needed to create an instruction queue entry is stored in the instruction 
ROM located in the IBU. See Table 7—12. The opcode used to access the ROM is a 9-bit composite 
opcode consisting of 8 true opcode bits and 1 bit indicating whether or not this is a two byte FD 
opcode. This extra bit is generated by the IBU and passed along with the other 8 opcode bits. 

The IIU issues an instruction as soon as the instruction ROM access completes unless the 
instruction queue is full. The instruction queue full status is computed and maintained locally 
in the HU. 


7.3.3.1 Issue Stall 

The HU maintains a counter of the number of slots filled in the Ebox instruction queue. Each 
time a new opcode is issued to the HU, the counter is incremented. When the Ebox removes an 
entry from the queue as indicated by the E%BETTRE_INSTR_L signal, the counter is decremented. 
When the counter equals 6, the depth of the instruction queue, ISSUE_STALL is asserted, blocking 
the IBU from parsing a new opcode. 
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7. 3. 3. 2 PC Queue and PC loads 

The PC queue is a 7 entry FIFO which contains PC values of opcodes that are either in the 
instruction queue or are in Ebox execution. Opcode PCs are added to the back of the queue 
as instructions are issued and removed from the front of the queue when the Ebox retires an 
instruction as indicated by E%RETTRE_INSTR_L. The PC of the next instruction to be retired by 
the Ebox is always at the front of the queue unless the PC queue is empty. The PC queue is 
flushed on chip reset or when either E%FLUSH_PCQ_H or E%BRANCH_MISPREDICT_L is asserted 
by the Ebox. 

Any time the Ibox broadcasts a new PC on NEWJPC<31:0>, as signaled by LOAD_NEW_PC , it is 
loaded into the next available slot in the PC queue. If E%BRANCH_MISPREDICT_L caused the PC 
load or if the Ebox stops the Ibox as signaled by E%STOPJBOXJH, then following additional actions 
are taken: 

• The instruction queue counter is cleared. 

• ISSUE_STALL is cleared if set. 

In the event of an Ebox PC load, the parser is guaranteed to stop either by E%STOP_IBOX_H, 
STP_SUPPRESS_PCQ, or STP_RESTART_IBOX several cycles before the actual PC load occurs. These 
signals are used in the IBU to stop instruction parsing. When the new PC arrives, the PC queue 
is empty and ready to accept the new PC into the first available slot. 

The value of STP_SUPPRESS_PCQ affects whether the PC queue loads the next PC as the parser 
stops. If STP_SUPPRESS_PCQ is asserted then the next PC is entered in the PC queue. 

The value of the IBU_PC is loaded into the PC queue if LOAD_jNEW_PC is not asserted, the burst 
unit signals that the parsing is complete with RETTRE_OPCODE, E%FPD_SET_L is not asserted, and 
either of the following conditions are true: 

• STPJ3UPPRESSJPCQ is not asserted or STOP_VTC_PREFETCH is not asserted, and the BPU is 
not stalled 

• BSTL_FRC_PCQ (from the BPU) is asserted and the instruction is done. 

The PC at the front of the PC queue is readable by the CSU. When the Ebox needs access to this 
PC, it stops the Ibox and sends an DPR read request to the CSU. The CSU responds by reading the 
front of the PC queue and then writing that value to the Ebox working register (WX) specified 
by a register index supplied with the DPR command. See Section 7.4.2.8 for more details on IPR 
transactions. 


MICROCODE RESTRICTION 

For proper operation, retire_instr and IPR read of the BPC (Backup PC) from the PC 
queue must not occur in the same microword. This guarantees that the PC queue does 
not decrement in the same cycle that an DPR read of the BPC occurs. 


DIGITAL CONFIDENTIAL 


The Ibox 7—31 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


7.4 Operand Specifier Processing 

Operand Specifier Parsing prepares instruction operands for access by the Ebox. The three 
Ibox sub-sections which together perform this function are the Operand Queue Unit (OQU), the 
Complex Specifier Unit (CSU), and the Scoreboard Unit (SBU). The OQU handles simple specifiers 
and acts as the interface to the Ebox source and destination queues; the CSU is responsible for 
processing complex specifiers, and the SBU provides the CSU with information about the number 
of outstanding GPR read and write references in the source and destination queues. 

7.4.1 Operand Queue Unit 

The OQU controls the passing of operand information into the Ebox operand queues and the 
allocation of Ebox Memory Data registers (MDs). 

Simple specifiers are processed entirely in the OQU. Register mode specifiers are passed into the 
source or destination queues as pointers to the corresponding Ebox register file location. The OQU 
passes short literal specifiers as immediate data. 

The 6 MD registers in the Ebox register file are used as destinations for operand data requests 
made by the CSU. When a complex specifier appears on the specifier control bus, the OQU allocates 
both the source queue entries and Ebox MDs and passes the Ebox register file index of the first 
allocated MD to the CSU. 

The I%OPERAXD_BUS_H<14:0> transfers source and destination queue entry information to the 
Ebox. There may be up to 2 source queue entries and 2 destination queue entries made via the 
I%OPERANDJBUS_H<14:0> in a given cycle. The format for this bus is shown in Figure 7-9. 

Short literals: 
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Figure 7-9: Source/Destination Queue Entry Formats 


SHORT LITERAL Mode: 

14 13 12 111 10 S 8 | 7 6 5 4 | 3 2 1 0 

+ f' K + + -+ + -+- +—+—4 4 + 4— +— + 

I I I 0 I 0 | 1 | | I < — I%OPERAND_BUS_H 

+ b -+ 4 — t— — + f— +— 4— 4— 4— +— 4- 4 I + 

III I I MBZ if S0_VALID2-1 

II I I + short literal value2 (quad) 

I | I 4— ——————short literal valuel 

I | + SHLIT (1-short lit) 

I — — — — SQ_VALID2 (1-quad operand) 

+ SQ_VALID1 


Register Mode: 

14 13 12 111 10 9 8 | 7 

-—4- f 4- + -4- f f— 

I I I I 10 1 111 


I I 


6 5 4 | 3 

—+— 4 — 4 - — 
GPRn I 

— + — 

I 


2 10 
•+— + — -+ — -+ 

GPRn+I I < — I%0PERAND BUS H 


+ REG2 (GPRn+1 tag for quad) 

REG! (GPRn tag) 

— VFIELD (1-Field Queue Entry) 

SHLIT (0— not short lit ; 

DQ_VALI22 ( 1-cuad w/in operand) 

dq_valiii 

SQ_VALII2 (1-guad r/m operand) 

SQ~ VALII1 


All Other Modes 


or access tL't-es read and modify: 
L0 5 8 7*7 6 5 413* 


I C 


MLn 


KDn+1 


< — i % o? frail: bus h 


+- 




+ REG2 (KDn+1 tag for quad) 

REG1 (MDn tag) 

GPR (0-KD) 

VFIELL (1-Field Queue Entry) 

SHLIT ( 0— not short lit) 

— — DQ_VALID2 (1-quad w/m operand) 
DQ_VALID1 

— — SQ_VALID2 (1-quad r/m operand) 
SQ~VALID1 


All Other Modes for access type write: 

14 13 12 111 10 S 8 | 7 6 5 4 | 3 2 1 0 


+ + + +- 

I 0 | 0 | 1 I 
H f- +— -• +- 


-+ +- 

I 0 I 

-+ +- 


-+ +- 

l 0 I 
-+ — +- 


GPRn 


+—+—+—+ 

GPRn+1 I < — I %OPERAND_BUS_H 

H +- + + 


REG2 (GPRn+1 for quad) 

REG1 (GPRn tag) 

— -GPR ( 0-mdes t ) 

VFIELD (1-Field Queue Entry) 

SHLIT (0-not short lit) 

- — DQ_VALID2 (1-quad w/m operand) 
DQ~VALID1 

SQ VALID 2 (1-guad r/m operand) 

SQ~ VALID1 
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Table 7-16: 

l%OPERAND_ 

_BUS__H Definition 

Bit Field 

Field Name 

Description 

VALUE2 

3:0 

Upper bits for quadword short literal, must be zero’s 

VALUE 1 

9:4 

Short literal value. Lower bits for quadword 

SHUT 

10 

Short literal. 1 if short literal, 0 otherwise 

DQ_VALED2 

11 

Valid second destination queue entry - always 0 for short 
literal 

DQ_VALID1 

12 

Valid destination queue entry - always 0 for short literal 

SQ.VAUD2 

13 

Valid second source queue entry - set if quadword short literal 

SQJVAUD1 

14 

Valid source queue entry 

All other modes: 


Table 7-17: 

l%OPERAND_BUS_ 

H Definition 

Bit Field 

Field Name 

Description 

REG2 

3:0 

Register or MD for 2nd source/dest queue entry of a 
quadword specifier 

REG1 

7:4 

Register or MD for 1st source/dest queue entry 

GPR 

8 

Source/dest queue entry is for a register mode specifier 

VFIELD 

9 

Field queue entry to be made 

SHUT 

10 

Short literal. 1 if short literal, 0 otherwise 

DQ_VALID2 

11 

Valid second destination queue entry for quadword specifiers 

DQ.VAUD1 

12 

Valid destination queue entry 

SQ_VAUD2 

13 

Valid second source queue entry for quadword specifiers 

SQ_VAUD1 

14 

Valid source queue entry 


7.4.1 .1 Source Queue Interface 

The OQU can write up to two source queue entries each cycle depending on the access type and 
data length of the operand they specify. l%OPERAND_BUS_H<SQ_VALID 1> 

and I%OPERANDJSUS_H<SQJvALID 2> are the source queue entry valid bits. 
l%OPERAND_BUS_H<SQ_VALID 1 > indicates that the information on I%OPERAND_BUS_H<10:4> is 
for a valid source queue entry. I%OPERAND_BUS_H<SQ_VALID2> indicates the information on 
I%OPERAND_BUS_H<3:0> is for a valid source queue entry. I%OPEBAND_BUS_H<10:4> contains 
the information for any specifier that is placed on SPEC_CTRL. I%OPEBAND_BUS_H<3 :0> contains 
the second source queue entry whenever the specifier on SPEC_CTRL has an access type of 
Read or Modify and a data length of quadword or it is an KMODE specifier with access 
type VR or VM and the VS bit is set. I%OPERAND_BUS_H<SQ_VALID2> is set only if 
i%operand_BUS_H<SQ_VALID 1> is set. 
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The addressing mode of the operand specifiers determines the value of file source queue 
entries. For short literal (Modes 0..3) addressing modes, I%OPERAND_BUS_H<VALUEl> contains 
the short literal data directly, with I%OPERAND_BUS_H<SHLIT> set. Source queue entries 
for register (Mode 5) addressing mode specifiers contain pointers to the referenced GPR, 
with I%OPERAND_BUS_H <GPR> set and I%OPERAND_BUS_H <SHLIT> cleared. Source queue 
entries for all other addressing modes contain pointers to Memory Data (MD) registers 
in the Ebox, with I%OPEBAND_BUS_H<GPR> and I%OPEKAND_BUS_H<SHLIT> both cleared. 
I%OPERAND_BUS_H <VFIELD> , is set for variable bit field specifiers and cleared otherwise. This 
bit is used by the Ebox to make Field Queue entries. 

The access type and data length of the operand being specified determines the number of source 
queue entries that are written for all operands except those with access types VR or VM. Read 
(R) and Modify (M) access type operands write one source queue entry if the operand data length 
is byte, word, or longword, and two source queue entries if the operand data length is quadword. 
Write (W) access type operands never write any source queue entries. Address (A) access type 
operands always write one source queue entry regardless of the operand data length. The number 
of source queue entries written for non-field access type operands is summarized in Table 7—18. 


Table 7-18: Source Queue Entries Written for Non-field Access Type Operands 


Access Type 

Data Length 

Number of Source Queue Entries written 

Read (R) 

Byte, Word, Long 

1 source queue entry written 

Modify (M) 

Byte, Word, Long 

1 source queue entry written 

Write (W) 

Byte, Word, Long, Quad 

0 source queue entries written 

Address (A) 

Byte, Word, Long, Quad 

1 source queue entry written 

Read (R) 

Quad 

2 source queue entries written 

Modify (M) 

Quad 

2 source queue entries written 


For VR and VM operands, the VS bit associated with the instruction and the addressing mode 
determine the number of source queue entries that are written. For these variable bit field access 
type operands, VS performs a function similar to the data length in non-field operands. The VS 
bit specifies how many source queue entries to write for VM and VR operands with RMODE 
specifiers. The value of VS is ignored if the access type of the operand is not VR or VM. If VS 
is 0 then one source queue entry is written for VR and VM operands with an RMODE specifier. 
If VS is 1 then two source queue entries are written for VR and VM operands with an RMODE 
specifier. Only one source queue entry is written for VR and VM operands with non-RMODE 
specifiers, regardless of the value of VS. Table 7—19 shows the number of source queue entries 
written for operands with VR or VM access types. 


Table 7-19: Source queue Entries Written for VR or VM Access Type Operands 


VS 

Access Type 

Number of Source Queue Entries Written 

0 

RMODE 

1 source queue entry written 

1 

RMODE 

2 source queue entries written 

X 

non-RMODE 

1 source queue entry written 
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VS is supplied by the IBU in the middle of the cycle in which the opcode is loaded and is held 
throughout the parsing of the instruction. 

7.4.1 .1.1 Short Literal Specifiers (Modes 0..3) 

Short literal specifiers create a source queue entry with the SHUT flag set and the short literal 
data in I%OPERAND_BUS_H<VALUE 1>. The short literal data is the full RN_SHORT_UTERAL<6 : 1> 
from the specifier control bus. For quadword operands the OQU writes two source queue entries. 
In this case, I%OPEEAND_BUS_H<VALUE2> is 0, I%OPERAND_BUS_H<VALUE 1> contains the 
short literal value, I%OPERAND_BUS_H<SHLIT> is set, and I%OPERAND_BUS_H<SQ_VALIDl> and 
I%OPERAIsTD_BUS_H<SQ_VALID2> are both set to indicate 2 source queue entries. 

Short literal addressing modes for VM and VR access type operands cause a reserved addressing 
mode fault to be signaled to the Ebox. All reserved addressing mode faults block the OQU from 
writing any source or destination queue entries. See Section 7.9.5 for details on these faults. 

7.4.1 .1 .2 RMODE Specifiers (Mode 5) 

Register mode specifiers create source queue entries with I9K>PEEANDJBUS_H<REGI> pointing to 
the specified Ebox GPR index and the SHUT bit clear. The contents of I%OPEBAND.BUS_H<REGl> 
are taken directly from the specifier control bus RN field. I9"rOPERAND_BUS_H<GPR> is equal to 
1 for register mode operands. If two entries are allocated for an operand due to quadword data 
length or the VS bit, file value for the second entry on I%OPEEANT)_BUS_H<REG2> is the value of 
the first entry on I%OPERAND_.BUS_H<REGl> incremented by i and modulo 16. For specifiers of 
type VR or VM, the I%OPERAND_BUS_H<VFIELD> is set to indicate a variable bit field specifier 
and cleared otherwise. 

7.4.1 .1.3 index Mode Specifiers (Mode 4) 

Indexed specifiers are processed by the IBU as two specifiers. Only the second specifier, the base, 
may create a source queue entry. The first specifier is recognized and ignored by the OQU if it 
is a complex specifier with the dispatch field of the specifier control bus printing to index mode. 
Therefore, if SPEC_CTRL<COMPLEX> is set and SPEC_CTRL<DISPATCH> is index mode, then no 
source queue entries will be made for the specifier. 

7.4.1 .1 .4 Ali Other Addressing Modes 

Specifiers which are not literal or register mode create source queue entries with the 
I%OPERAND_BUS_H<REGl> fields pointing to Ebox MDs and the SHUT and GPR bits clear. One 
MD is allocated for each source queue entry of this type written. See Section 7.4. 1.4 for more 
detail on MD allocation. If two entries are allocated for an operand due to quadword data length or 
RMODE with the VS bit set, the I%OPERAND_BUS_H<REG2> field for the second entry is equal the 
I%OPERAND_BUS_H<REGl> field of the first incremented by 1 and modulo 6. The most significant 
bit for both I%OPERAND_BUS_H<REGl> and I%OPERAND_BUS_H<REG2> are set to 1 to correspond 
with Ebox register file addressing. For specifiers of type VR or VM, the VFIELD bit is set to indicate 
a variable bit field specifier and cleared otherwise. Only one specifier per instruction may be of 
access type VR or VM, so as not to overflow the firid queue. 
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7.4.1 .2 Destination Queue Interface 

The OQU can write up to two destination queue entries each cycle depending on the access types 
and data lengths of the operands they specify. The addressing mode of the operand specifier 
determines the contents of the destination queue entries written. Destination queue entries for 
register (Mode 5) addressing mode specifiers contain pointers to the referenced GPR and the GPR 
flag is set to indicate a register mode destination. All destination queue entries for specifiers with 
an access type write will contain pointers to the referenced GPR, regardless of addressing mode. 
For non-register mode specifiers of access types read and modify, the I%OPERAND_BUS_H <RE G1 > 
and I%OPERAND_BUS_H<REG2> fields are used by the source queue and ignored by the destination 
queue. All addressing modes other than register mode (Mode 5) and short literal (Modes 0..3) 
clear the GPR flag to indicate a memory destination. I%OPERAND_BUS_H <D QJVALID 1 > is set if 
there is a valid destination queue entxy. I%OPERAND_BUS_H<DQ_VALID2> indicates a second 
destination queue entry is also valid. I%OPERAND_BU S_H <D Q_VALID2 > will only be set if 
l%OPERAND_BUS_H<DQ_VALIDl> is also set. 

Short literal addressing mode specifiers for operands with access types of Write (W), Modify (M), 
and VM cause Reserved Addressing Mode Faults. Reserved Addressing Mode Faults block the 
OQU from writing any source or destination queue entries. See Section 7.9.5 for details on these 
faults. 

The access type and data length of the operand being specified determines the number of 
destination queue entries that are written for all operands except those with with access types 
VR or VM. Write (W) and Modify (M) access type operands write 1 destination queue entry if the 
operand data length is byte, word, or longword, and two destination queue entries if the operand 
data length is quadword. The number of destination queue entries written for non-field access 
type operands is summarized in Table 7—20. 


Tabie 7-20: Destination Queue Entries Written for Non-field Access Type Operands 


Access Type 

Data Length 

Number of Destination Queue Entries Written 

Read (R) 

Byte, Word, Long 

0 destination queue entries written 

Modify (M) 

Byte, Word, Long 

1 destination queue entry written 

Write (W) 

Byte, Word, Long 

1 destination queue entry written 

Address (A) 

Byte, Word, Long 

0 destination queue entries written 

Read (R) 

Quadword 

0 destination queue entries written 

Modify (M) 

Quadword 

2 destination queue entries written 

Write (W) 

Quadword 

2 destination queue entries written 

Address (A) 

Quadword 

0 destination queue entries written 


For VR access type operands no destination queue entries are written. For VM access type 
operands, the VS bit associated with the instruction and the addressing mode of the operand 
specifier determine the number of destination queue entries that are written. The VS bit specifies 
how many destination queue entries to write for VM access type operands with RMODE specifiers. 
The value of VS is ignored if the access type of the operand is not VM. If VS is 0 then one destination 
queue entry is written for VM access type operands with an RMODE specifier. If VS is 1 then two 
destination queue entries are written for VM access type operands with an RMODE specifier. VM 
access type operands with non-RMODE specifiers create no destination queue entries. Table 7—21 
shows the number of destination queue entries written for operands with VM access type. 
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Table 7-21 : Destination Queue Entries Written for VM Access Type Operands 


VS 

Access T^pe 

Number of Destination Queue Entries Written 

0 

RMODE 

1 destination queue entry written 

1 

RMODE 

2 destination queue entries written 

X 

non-RMODE 

0 destination queue entries written 


7.4.1 .2.1 RMODE Specifiers (Mode 5) 

Register mode specifiers create destination queue entries with I%OPERAND_BUS_H<REGl> 
pointing to the specified Ebox GPR and the I%OPERAND_BUS_H<GPR> bit set. The contents 
of the I%OPERAND_BUS_H<REGl> field are taken directly from the specifier control bus RN 
field. If two entries are allocated for an operand due to quadword data length or the VS bit, 
I%OPERAND_BUS_H<REG2> for the second entry is I%OPERAND_BUS_H<REGl> incremented by 
1 and modulo 16. I9K)PERANI)_BUS_H<DQ_VALiD 1> and I%OPERAXD_BUS_H <D Q_VALID2> , the 
destination queue entry valid bits, are both set. 

7.4.1 .2.2 Index Mode Specifiers (Mode 4) 

Indexed specifiers are processed by the IBU as two specifiers. Only the second specifier, the base, 
may create a destination queue entry. The first specifier is recognized and ignored when the 
specifier control bus has a complex specifier with the dispatch field pointing to index mode. In 
other words, if SPEC_CTKL<COMPLEX> is set and SPEC_CTRL<DISPATCH> equals index mode, then 
no destination queue entries will be made for the specifier. 

7.4.1 .2.3 All Other Addressing Modes 

All other addressing modes create destination queue entries with the GPR bit clear. If two entries 
are allocated for an operand due to quadword data length or VM access type with the VS bit set, 
the GPR bit applies to both entries. 

7.4.1 .3 Queue Entry Allocation 

The OQU maintains a count of available Source and Destination Queue entries using an up-down 
counter for each. When the OQU allocates source queue entries, the source queue counter 
increments by the number of entries allocated. When the OQU allocates destination queue entries, 
the destination queue counter .increments by the number of entries allocated. When the source 
queue counter equals 12, the source queue is full. When the destination queue equals 6, the 
destination queue is full. 

The source and destination queue counters decrement whenever the Ebox retires entries from 
the respective queues. The signals E%SQ_RKT1RE_H < 1 :0 > and E%DQ_RETIRE_H<0> are generated 
by the Ebox, and indicate the number of source and destination queue entries, respectively, to 
be retired this cycle. Up to two source queue entries and one destination queue entry may be 
retired each cycle. The E%SQJRETTRE_H<1:0> signal decode is demonstrated in Table 7—22 
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7.4.1 .4 MD Allocation 

MDs are allocated in the OQU using an up-down allocate counter and an index counter. When 
the OQU allocates a new MD, the allocate counter increments and the current value of the index 
pointer is sent to the CSU and then incremented modulo 6. Whenever a source queue entry which 
points to an MD is retired by the Ebox, the allocate counter decrements. The value of the allocate 
counter always represents the number of previously allocated MDs and the index counter always 
points to the next MD to allocate. When the allocate counter equals 6 there are no MDs left 
to allocate. The signals E9cSQ_RET1RE_MD_H<1:0> are generated by the Ebox and indicate the 
number of MD source queue entries to be retired this cycle. The E%SQ_RETU£E_MD_H < 1 : 0 > signal 
decode is demonstrated in Table 7-22. 


Table 7-22: Source Queue Entries Retired 


E%SQ_HET[KE_H<> 

1:0 

# SQ Entries 
Retired 

E*SQ_R£TlHEjaDja<> 

1:0 

#MD SQ Entries 
Retired 

0 0 

0 

0 0 

0 

0 1 

1 

0 1 

1 

1 0 

1 

1 0 

1 

1 1 

2 

1 1 

2 


7.4.1 .5 Specifier Bus Enable 

The OQU applies back-pressure to the IBU whenever there are insufficient MDs or source and 
destination queue entries to hold more operands. SPEC_CTEL_ENABLE is driven by the OQU 
to enable the driving of specifier data on the specifier control bus. SPEC_CTRL_ENABLE, when 
asserted, allows the IBU to drive a specifier on SPEC_CTRL<21:0>. 

The number of available source queue entries, destination queue entries, and MDs determine 
whether a specifier may be parsed by the IBU and driven on the specifier control bus. 
SPEC_CTRL_ENABLE is asserted if there are at least 2 source queue entries, 2 destination queue 
entries, and 2 MDs available. 

7.4.1 .6 E%STOP J BOX and Branch Mispredict 

The following actions take place when the Ebox issues a E9bSTOP_IBOX_H or a branch mispredict. 

• The MD allocation counter and index counter are both reset to 0 

• The source queue counter is reset to 0 

• The destination queue counter is reset to 0 

• Any specifiers currently being processed will not make a queue entry. 
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7.4.2 Complex Specifier Unit 

The Complex Specifier Unit (CSU) processes all specifiers with modes other than short literal 
or register. It receives parsed instruction stream data and parameters on the specifier control 
fields. Using a 32-bit, 3-stage pipelined datapath with microcode control, the CSU performs the 
register and memory data operations required to provide the Ebox with instruction operands. 
Final operand values are routed to the Ebox memory data registers. 

7.4.2.1 CSU Microcode Control 

The CSU microsequencer provides microcoded control for the 3-stage pipelined datapath. Under 
typical operation, a control store address is generated for the 128-entiy X 29-bit control store array 
and a new microword is referenced every cycle. The complete microword depicted in Table 7—23 
is issued and forwarded to the subsequent pipeline stages in consecutive cycles in order to control 
the datapath logic in those stages. 

Figure 7-10: Microword Format 


8 



11112.1111 
6 " € 5*3210 


& 8 7 € 


0 


i 2EC.ISX7 ! 


Table 7-23: 

Microword Reids 

field 

description 

ALU.FNC 

controls the ALU function 

ML 

selects mem req data length = long or DL 

A 

IA_bus source 

B 

IB_bus source 

DST 

IW_bus destination 

«OSC 

miscellaneous functions 

MREQ.FNC 

controls memory request function 

DECJtETT 

conditional control of decoder next 

NXXADDR 

full next microaddress field 


The 128-entry control store array is arranged as 8 pages of 16 microwords per page. Bits <6:4> 
of the control store address designate the microcode page, bits <3:0> designate the microword 
address within a page. The page organization places the microcode corresponding to a unique 
complex specifier flow within a particular page. 
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Table 7-24: Microcode Page Allocation 

page description 

000 displacement flows, modes=A,C,E 

001 displacement deferred flows, modes=B,D,F 

oio auto increment flow, mode=8 

on auto increment deferred flow, mode=9 

100 register deferred flow, mode=6 

101 auto decrement flow, mode=7 

no IPR and utility routines, index flow, mode=4 

in Ebox assists, idle address 


The CSU specifier microcode processes VAX defined specifiers 4 and 6-F. These are the operand 
specifiers that the Ibox defines as complex. Displacement data will be sign extended by the IBU so 
the CSU can process byte, word and longword displacement specifiers in a longword microcode flow. 
Displacement deferred specifiers merge together in a similar fashion. Ebox assists are "implicit" 
operands in some of the VAX opcodes. In order to simplify Ebox microcode to handle instruction 
execution only, the implicit specifiers are processed up front by the Ibox. These assists appear to 
the Ebox as typical complex operands. See Section 7. 3.2.7 for more information on assists. 


7.4.2.2 CSU Pipeline 

The 3-stage CSU pipeline operates under microcode control during the SI, S2, and S3 stages of 
the Ibox pipeline. Control store address generation, control store lookup, and microword issue 
occurs in the SI stage. The datapath source busses are driven during the S2 pipeline stage. The 
S3 stage contains the ALU and write destination bus logic, and memory request logic. 

Ordinarily, microwords move through the pipeline synchronously, advancing every cycle. Stalls 
occur when a resource required for a particular pipeline stage is unavailable. Stalls operate 
synchronously and transparently to the microcode flow by freezing the sequence and the pipeline, 
thereby causing the CSU logic to repeat the operation performed in the previous cycle. The stall 
terminates upon acquisition of the resource which caused the stall and the pipeline flow returns 
to normal, advancing every cycle. 

7.4.2.2.1 SI Pipeline Stage 

The SI pipe latch, also called the dispatch latch, controls the SI pipeline logic. The SI pipe latch 
is loaded from the parsed instruction stream data and parameters shown in Table 7—25. 

S 1 JRN, Sl_AT, S 1 _DL, S 1 _DISPATCH, Sl_AT_RMW, SlJLNDEXED, Sl.ASSIST, and SIJPC.MODE load 
directly from the specifier control field and the specifier complex control field as driven by the IBU. 
The Sl_REG_INI)EX loads from the MDJNDEX lines coming from the OQU. The 32-bit Sl_EB_DATA. 
and SlJDBOXJPC are loaded from SPECJDA1A<31:0> and EBU_PC<31:0> respectively. 
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Figure 7-11: Complex Specifier Unit Control Path Block Diagram 



Si_RXS_SCORE and Si_RXD_SCORE load from the entry in the SBU scoreboard array pointed to by 
the GPR number of the specifier. Si_BXS_SCORE and Sl_RXD_SCORE represent "snapshot" values of 
the scoreboard, taken when a specifier dispatch enters the SI pipe latch. The scoreboard updates 
the value of these entries based on the Ebox retiring source and destination queue entries. See 
Section 7.4.3 for scoreboard details. The snapshot values decrement in parallel with the SBU 
values. 


7-42 Thelbox 


DIGITAL CONFIDENTIAL 













NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Table 7-25: SI Pipe Latch 


Bit 

Field 

Field Name 

Description 

<3:0> 

S1_RN 

GPR number from the specifier. 

<6:4> 

SX_AT 

Access Type of the operand associated with the specifier. 

<8:7> 

S1_DL 

Data length of the operand associated with the specifier. 

<12:9> 

Sl_HXS_BCORK 

Value of scoreboard source queue counter indexed by GPR number. 

<15:13> 

Sl_EXD_SCORE 

Value of scoreboard dest queue counter indexed by GPR number. 

<18:16> 

S1_DISPATCH 

Control store dispatch address. 

<19> 

S1_ATJRMW 

Access Type of operand is R, M or W. 

<20> 

S1_INDJEXKD 

The base specifier has an index specifier. 

<21> 

S1.AS51ST 

Ebox assist specifier. 

<22 > 

Sl_PC_MODE 

The specifier uses program counter addressing 

<25:23> 

Sl.REG.rSDEX 

Value of oqu MD allocation pointer. 

<57:2S> 

S1_EB_DATA 

Data for Immediate and displacement mode specifiers. 

<89:5S> 

Sl_EBOX_PC 

The PC of the next Istream byte following this specifier. 

<90> 

Sl.VAUD 

SI pipe latch valid bit. 

<91> 

Sl_JMP_OR_JSB 

Indicates whether the instruction was JIMP or JSB. 


The Si_VAL.II) bit indicates that the SI pipe latch contains valid dispatch arguments waiting to 
be serviced. The CSU recognizes the availability of the valid complex dispatch, and performs the 
control store access. The microword is issued in SI and loaded into the S2 pipe latch. The CSU 
sets Sl_VALTD when a complex specifier is parsed by the EBU and doesn’t advance to stage S2 
the following cycle. This is a result of a Sl_STALL. The SI logic clears Sl_VAI-ID upon successful 
transition of the SI microword into the S2 pipe latch. The dear Sl_VALID bit indicates the 
availability of the Si pipe stage for a new complex specifier dispatch next cyde. 

The Sl_STALL condition occurs when the SI context latch cannot be loaded immediately into 
the S2 pipe latch. This condition may occur during an S2_STALL, when I_IBU%QUAD_FLAG_H<o> is 
asserted, or a multiple microword flow. S2 J5TALL indicates that the S2 pipe latch cannot currently 
advance (see Section 7.4.2.2.2 for more details on the S2_STALL). Naturally this stall ripples bad: 
to become an Sl_STALL as well because the SI microword cannot advance into the S2 pipe latch. 
I_IBU%QUAD_FLAG_H<0> indicates the IBU is waiting for the second longword of a quadword 
immediate mode specifier. Once the second longword is retired, I_IBU%QUAD_FLAG_H<0> is 
de-asserted and the CSU is allowed to process the quadword immediate mode specifier. During 
multiple microword flows, the next control store address is generated from the microword in the 
S2 pipe latch. Consequently, the SI pipe latch may accept one dispatch from the IBU which sets 
Si_ VALID. The dispatch in the SI pipe latch is then in the Sl_STALL condition waiting for service. 

The IBU uses Sl_ VALID as part of the parser enable equation. If SlJVALED is clear then the IBU 
may parse a complex specifier and retire the instruction stream from the PFQ. If Si_VALED is set 
then if the IBU parses a complex specifier it cannot retire the instruction stream because the SI 
pipe latch cannot accept the dispatch. The IBU stalls the parser such that the same specifier is 
parsed in subsequent cycles. 
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TVpical microcode flows begin at a microcode address determined by a complex specifier dispatch. 
A DECODER_NEXT directive in the S2 pipe latch tells the microsequencer that the next microcode 
address is not related to the current flow. If Si_VAUD indicates a valid dispatch waiting in the SI 
pipe latch and the S2 pipe latch contains a DECODER_NEXT, then the microsequencer selects the 
SI pipe latch as the source of the next microaddress. This begins a new microcode flow for the 
specifier being dispatched. The microcode sequences through a flow using microaddress jumps. 
A jump selects the NXT_ADDR<6:0> field of the microword in the S2 pipe latch directly for the 
next microword address. The final microword of each flow contains a DECODERJNEXT which once 
again requests a new dispatch address. 

Requests for IPR references which are detailed in Section 7.4.2.8 must guarantee that the CSU 
is idle. Thus, whenever the SI logic detects an IPR read strobe from the Ebox, then the next 
microaddress is selected by the IPR number. The request immediately dispatches to the utility 
microcode page. 

The unwind_mispredict routine is selected when the Ebox signals a branch mispredicted. The 
RLOG unwinds restoring the GPRs until the RLOG is empty, then the Ibox is restarted. 

The CSU dispatches to the common entry point for the single microword index routine when the 
dispatch number of a specifier indicates that it is an index. The index register is read from the 
Ebox and shifted by length = DL. 

The microaddress control selects the IDLE address when no valid dispatch or utility dispatch 
awaits processing. The IDLE microword simply jumps to its own address and executes the 
DECODERJNEXT directive, awaiting a valid dispatch. 

In addition to the standard DECODER_NEXT directive, the microcode and next address logic 
supports a conditional DECODERJNEXT. The DECODER_NEXT_IF_BWL performs a standard 
DECODERJNEXT if the data length associated with the specifier is byte, word, or longword. For 
quadword data length the next address logic performs a microaddress jump. 

The microcode and next address logic supports one conditional jump. The 
BRANCH_IF_RLOG_EMPTY directive causes the next microaddress logic to perform a standard jump, 
but in addition the logic OR function of a 1 and the next microaddress bit <0> is performed if 
the RLOG is empty. The RLOG unwind microcode uses this conditional jump feature. A single 
microword jumps to itself as long as the RLOG still has valid entries. When the RLOG empties, 
the microword conditionally jumps out of the loop. See Section 7.4.2.3 for RLOG details. 

The SI logic uses a five-input multiplexer to select the source of the next control store address. 
Both the complex specifier multiplexer input and Ebox assist multiplexer input use data from the 
SI pipe latch to form the next address. The IPR multiplexer input uses the latched IPR number 
from the Ebox, to select which IPR type field will be used to form the next address. The next 
address field from the S2 microword enters another multiplexer input in order to perform the 
microaddress jump. The final multiplexer input is the idle address. Next address generation is 
summarized by Table 7—26. 
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Table 7-26: Next Address Generation Fields 


bit 

field 

field name 

description 



Specifier Dispatch 

<0> 


forced to 0 

<1> 

SIJNDKXED 

index specifier 

<2> 

S1JPCJHODE 

base register is the PC 

<3> 

SI _AT_RMW 

access type = read, modify, or write 

<6:4> 

S 1 .DISPATCH 

s i_dispatch « 2 j 0 > field from the ibu 


Assist Dispatch 


<0> 


forced to 0 

<3:1> 

S 1_DISPATCH <2:0 > 

assist type 

<6:4> 


forced to 111, assist page number 

EPR and Utility Dispatch 

<0> 


forced to 0 

<3:1> 

000 

index routine 

<3:1> 

001 

ipr unwind RLOG read back-up PC 

<3:1> 

010 

E%BRANCHJ«ISPHXDICT_L 

<3:1> 

Oil 

ipr read 

<6:4> 


forced to 110, iPR/utility page number 

Idle Dispatch 

<6:0> 


forced to 1111111, idle address 

Next Address 

<0> 

NXT _ADDR 

next address field from the sslmicrowobd. For conditional jump OR in 1 if 
RLOG is empty 

<6:1> 

NXT_ADDR 

next address field from the 82 _microword 


7.4.2.2.2 S2 Pipeline Stage 

The S2 pipe latch controls the S2 pipeline datapath. Each cycle, the S2 pipe latch attempts to 
load a microword and specifier specific parameters from the instruction stream. The S2 pipe latch 
is shown in Table 7—27. 
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Table 7-27: S2 Pipe Latch 


Bit 

Field 

Field Name 

Description 

<3:0> 

S2_RN 

GPR number from the specifier. 

<6:4> 

S2_AT 

Access Type of the operand associated with the specifier. 

<8:7> 

82JDL 

Data length of the operand associated with the specifier. 

<11:9> 

S2_REG_JNDEX 

Current value of S2 MD allocation pointer or W X index. 

<15:12> 

S2_EXS_ SCORE 

Value of scoreboard source queue counter indexed by GPR number. 

<18:16> 

S2_RXD_ SCORE 

Value of scoreboard dest queue counter indexed by GPR number. 

<47:19> 

S2_MICROWORD 

The microword issued in SI. 

<48> 

S2_NKW_FLOW 

Indicates the first microword of a flow. 

<49> 

S2_JSB_OR_JMP 

Indicates whether the instruction was JMP or JSB. 


S2_RN, S2_AT, S2_DL, S2_JSB_OR_JMP, S2_RXS_SCORE, and, S2_RXD_SCORE load directly from the 
SI pipe latch. S2_RXS_SCORE and S2_RXD_SCORE decrement in parallel with their corresponding 
SBU values. S2_REG_INDEX typically loads directly from S i_REG_INDEX, however, if the dispatch 
is for an IPR read, it loads a copy of WX.INDEX from the Ebox. 

The S 2 _MICROWORD field of the S2 pipe latch updates from the microword issued by the SI pipe 
stage. During an initial specifier dispatch, all of the S2 pipe latch updates. Bits <48:19> of 
the latch update every cycle, assuming no stalls. However, bits <49,18:0> of the latch remain 
constant throughout the context of one specifier flow, except for local scoreboard decrements of 
S2.RXS.SCORE and S 2 _RXD_SCOKE . This part of the S2 pipe latch does not load again until another 
dispatch occurs. This allows for multiple microword flows within the context of a given specifier. 

S 2 _NEW_FLOW indicates that contents of the S2 pipe latch represents the first microword of a new 
dispatch. In other words, the microword address for the microword in S2 was generated in any 
manner other than a microaddress jump. This pipe bit aids the S3 stage in loading the specifier 
context portion of the S3 latch. See section Section 7.4.2.2.3 for details. 

The S2 datapath contains the CSU register set and constant generator. The CSU ALU source 
busses, the IAJous and IB_bus, are controlled by the microcode /A and /B fields to drive the 
source busses in the S2 pipeline stage. The CSU microcode may also requests an Ebox GPR to 
source the IA_bus by providing the I%EBOX W LA W ADDR_H<3:0> from the S2JRN field of the S2 pipe 
latch. The Ebox register read is strobed with raiBOXJAJREADJB. The Ebox returns GPR data 
later that cycle on the E%IBOX w IA w BUS_H<3 1:0> lines. This provides a path for the CSU to obtain 
the base specifier register of the operand currently being processed. When the S2_microword is 
sourcing a GPR which is identical to the S3jmicroword destination register, the IW_BUS will be 
driven onto the source bus, bypassing the GPR read. 

Table 7-28: CSU Registers 

Register Available Written Description 

Name On From 

too IA,IB IW temporary register 
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Table 7-28 (Cont.): CSU Registers 


Register 

Name 

Available 

On 

Written 

From 

Description 

IB_DA3A 

JAJB 

SPEC JDATA immediate and displacement data 

KX 

IA 

IW 

base specifier register 

IMD 

IA 

MD 

Ibox memory data 

MD 

- 

IW 

Ebox memory data register 

WX 

- 

IW 

Ebox working register 

KDL 

IB 

- 

1 for DL=Byte, 2 for Word, 4 for LONG, 8 for QUAD 

IDL 

IB 

- 

1 for DL=Byte, 2 for Word, 4 for LONG, 8 for QUAD 

K4 

IB 

- 

Constant 4 

£12 

IB 

- 

Constant 12 

RLOG.RX 

IA 

IW_BUS 

Register pointed to by top of RLOG 

KLOG.EDL 

IB 

- 

Same as KDL except using DL from top of RLOG stack 

IBOX_PC 

IA 

IBU.PC 

PC of instruction byte following last byte in specifier 


To is a temporary register for microcode use. IB_DATA and EBOX_PC are the S2 pipeline copies 
of Sl_EB_DATA and Si_IBOX_PC respectively. IB.DAEA and DBOX_PC are loaded along with the 
S2JPIPE_LATCH<18:0> on the first microword of a dispatch. Then the CSU microcode maintains 
control of these registers throughout the context of a given specifier flow. 

RX refers to the Ebox GPR register indexed by S2_RN. RLOG_RX refers to the Ebox GPR register 
indexed by the RLOG_RN. See Section 7.4.2.3 for more details. MD addresses the Ebox MD register 
indexed by S2_REG_INDEX. WX points to the Ebox working register also indexed by S2_REG_INDEX. 
K4 and K12 are constants. KDL is a constant based on S2_DL. The value of the constant is 1 for 
DL=0 (byte), 2 for DL=1 (word), 4 for DL=2 (longword), and 8 for DL=3 (quadword). DDL is a 
constant based on S2_DL for immediate mode specifier with access type A or V. IDL differs from 
KDL in the fact that the constant value is 4 for DL=3 (quadword). RLOG_KDL is a constant similar 
to KDL, but based on RLOG_DL. See Section 7.4.2.3 for more details. 

For a majority of memory requests started by the CSU microcode, the Ibox memory data returns 
to the EMD register. The Mbox drives M%IBOX_DATA_L when M%MD_BUS_H<31:0> contains valid 
data from a specifier memory request. The IMD has a signal IMD_VALID associated with it. Each 
time the CSU microcode initiates a memory request IMDJVALED is set. Each time memory data 
returns to IMD, IMD_VALID is reset. 

When M%MME_FAULT_H or M%HARD_ERR_H is asserted by the Mbox along with M%EBOX_DATA w L, 
this indicates that Ibox data on M%MD_BUS_H<63 :0> is invalid and that the corresponding 
reference was associated with either a memory management exception or a hard error condition. 
In both cases the CSU continues to process the specifier, but sets flags indicating the IMD contains 
invalid data. The flags are reset at the end of each specifier flow. They are forwarded to stage 
S3 whenever the IMD is selected to source the IAJbus. They are called I%FORCE_MME_FAULT_H 
and I%FORCE_HARD_FAULT_H. When set they indicate to the Ebox and Mbox that the associated 
register write or Ibox reference should be forced to "look" like a memory management fault or a 
hardware fault from the Ibox point of view. 
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The S2 pipeline stage stalls for three reasons: GPR destination queue stall (RXD_STALL), 
Ibox memory data stall (IMD_STALL) and S3_STAIX. EXD.STALL occurs when the CSU microcode 
attempts a read of a GPR for which there exist outstanding writes in the Ebox destination 
queue. The S2 pipeline logic detects RXD.STALL when S2_RXD_SCORE does not equal 0, and the 
S2_MICROW ORD attempts to read the GPR from the Ebox indexed by S2_RN. The stall breaks when 
the Ebox retires a destination queue entry that causes both the SBU counter and the snapshot 
S2_RXD_SCORE to decrement. Multiple destination queue entries may have to be retired, causing 
multiple decrements, before S2_RXD_SCORE equals 0. 

EMD_STAXiL occurs when the S2_3VHCROWORD attempts to read the IMD when IMD_VALID is set. This 
condition implies that a memory request was initiated by CSU microcode which set IMD_ VALID, 
but memory data which resets the signal has not yet been returned. IMD_STALL can only happen 
in the context of one complex specifier flow when the Ibox requests then waits for memory data 
to be returned to EMD. 

S2_STALLS block the S2 pipeline latch update, causing the S2 stage to execute the same stalled 
MICROWORD until the stall breaks. If an S2 stall occurs, not resulting from a S3 stall, the S3 
pipeline latch continues to updates; however, NOPs are fed into the S3 pipeline latch while the 
S2 stall is in progress. When the stall breaks, the pipeline latches resume normal operation. 

7.4.2.2.3 S3 Pipeline Stage 

The S3 pipe latch controls the S3 pipeline datapath. Each cycle, the S3 pipe latch attempts to 
load a microword and the specifier-specific parameters from the instruction stream. The S3 pipe 
latch is shown in Table 7—29. 


Table 7-29: S3 Pipe Latch 


Bit 

Field 

Field Name 

Description 

<3:0> 

S3_RN 

GPR number from the specifier. 

<6:4> 

S3_AT 

Access Type of the operand associated with the specifier. 

<8:7> 

S3JDL 

Data length of the operand associated with the specifier. 

<11:9> 

S3JRSGJND3X 

Current value of S3 MD allocation pointer or WX index. 

<15:12> 

S3_BXS_ SCORE 

Value of scoreboard source queue counter indexed by GPR number. 

<46:16> 

S3_MI CRO WORD 

The microword issued in SI. 

<47> 

SS_JSB_OB_JMP 

Indicates whether the instruction was JMP or JSB. 


S3_RN, S3_AX, S3JDL, S3_REG_ENDEX, S3_JSB_OR_JMP, and S3_EXSj5CORE load directly from the S2 
pipe latch. S3_RXS_SCORE decrements in parallel with its corresponding SBU value. When S3 
logic initiates a memory reference with an MD destination, S3_REG_INDEX specifies the index into 
the MD register array for the memory data write. Such memory requests cause MD_INDEX to 
increment modulo the size of the MD register file, so that the data for quadword operands, which 
require two memory requests, occupy successive MD registers. 

The S3_MICROWORD field of the S3 pipe latch updates from the S2 JVIICRO WORD . During the first 
instruction of a specifier dispatch flow, as indicated by the contents of S 2 _NEW_FLOW, all of the S3 
pipe latch updates. The microword field in bits <46:16> continues to update every cycle, loading 
the new microword from S2. However, bits <47,15 :0> of the latch remain constant throughout 
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the context of one specifier flow, except for local scoreboard decrements of S2_RXS_SCORE, and 
local increments of S3_REG_INDEX. This part of the S3 pipe latch does not reload until another 
dispatch occurs, allowing for multiple microword flows within the context of a given specifier. 

The S3 datapath contains the CSU ALU and register write logic. The ALU maintains 32-bit input 
latches which load the IA_BUS and IB_BUS during an S3 pipe latch update. Under control of the 
microcode /ALU.FNC field the ALU performs 32-bit add, subtract, pass, and left bit-shift equal to 
S 2 _DL. The destination bus, IW_bus, provides the path to write the ALU results to one of the CSU 
registers under control of the microcode /DST field. The IW_BUS_bus can also be selected to write 
to the Ebox GPR, MD, and working (WX) registers. The I%IBOX_IW_BUS_H<3 1:0> lines are driven 
from the ALU output, and the S3_RN field of the S3 pipe latch provide I%IBOX_IW_ADDR_H<4 : 0> 
as an index into the GPR array. MD and WX writes both use the S3_KEG_INDEX field of the S3 
pipe latch to provide I^IBOX JW_ADDR_H <4 : 0> as an index into the Ebox register array. The Ebox 
register write is strobed with I%IBOX_IW_WRITE_H 

The S3 stage logic initiates CSU memory requests based on the S3_MICROWORD. Along 
with a memory request command, the full 32-bit address is sent to the Mbox on the 
I%IBOX_ADDR_H<3 1:0> lines. These lines may be sourced from either the IA_BUS or IWJBUS, 
under the S3_MICROWOKD /MREQ field control. If microcode selects the LA._BUS for memory 
request address, the S3 pipe latch for the IA_BUS sources the address. The S3 logic also forwards 
VIC_REQ from VIC I stream requests to the Mbox when there are no specifier memory requests in 
the S3JVIICROWORD. In this case, the I9cEBOX_ADDR_H<3 1:0> is sourced by VIC_R£Q_ADDR from 
the VIC. 

The following control signals accompany I%IBOX_ADDR_H<31:0>. I%IB OX_CMD_L<4 : 0> indicates 
reference type to the Mbox. See Section 12.3.1 in Chapter 12 for valid values. K'cEBOX_TA.G_L<4 : 0> 
contains the Ebox register file destination of a memory request, a copy of S3_REG_ENDEX. 
I%IBOX_AT_L< 1:0> and I%IBOX W DL_L<1:0> provide the Mbox with the access type and data 
length. I%DBOX_AT_L< 1 : 0 > is either a copy of S3_AT or forced to read or write depending on 
control of the microcode /MREQ field. I 9 cIBOX_DL_L < 1 : 0 > is either a copy of S3_DL or forced to 
longword depending on control of the microcode /ML field. I%IBOX W REF_DEST_L<1:0> specifies 
the destination for memory request data. I%IBOX_REF_DEST_L<l> indicates that the Ebox MD 
registers are the destination. I%IBOX_REF_DEST_L<0> indicates that the Mbox IMD register is 
the destination. This field is decoded from the S 3 _MICROWORD memory field. The I%SPEC_REQ_H 
strobe is asserted for CSU specifier memory requests. The I%IREF_REQ_H strobe is asserted for 
VIC Istream memory requests. 

For JMP, JSB, and certain Ebox assists, the S3 logic sends requests to the BPU to load a new 
PC. The PC value may be sourced from either the I%EB05LIW_BUS_H<3 1:0> or M%MD_BUS_H<31:0> 
under S3_MICROWORD /MISC field control, as indicated by LD_PC_WBUS or LDJPC_MD respectively. 

The S3 pipeline stage stalls for three reasons: GPR source queue stall (RXSJ5TALL), memory 
request stall (MRQ_STALL), and (RLOG_STALL). BXS_STALL occurs when the CSU microcode 
attempts to write a GPR destination for which there exist outstanding read in the Ebox source 
queue. The S3 pipeline logic detects RXS_STALL when S3_RXS_SCORE does not equal 0, and 
the S3 JMICROWORD attempts to write the GPR in the Ebox indexed by S3_RN. The stall breaks 
when the Ebox retires a source queue entry that causes both the SBU counter and the snapshot 
S3_RXS_SCORE to decrement. Multiple destination queue entries may have to be retired, causing 
multiple decrements, before S3JRXSJ3CORE equals 0. 

RLOG_STALL occurs when RLOG_FULL is asserted and the microword in the S3 pipe requests a 
GPR write. The stall effect is exactly the same as RXS_STALL. The stall breaks when the Ebox 
retires an instruction which in turn relinquishes RLOG resources. 
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MRQ_STALL occurs when the S3_MICROWORD attempts a memory request but the 
M%SPEC_Q_FULL_H signal from the Mbox indicates that the request cannot be accepted. 

S3J3TALLS block the S3 pipeline latch update, causing the S3 stage to execute the same 
stalled MICROWORD until the stall breaks. S3_STALLS also back-stall the S2 stage, in effect 
causing S2.STALL which blocks the S2 pipeline latch update. Both pipeline stages execute their 
respective stalled microwords until the stall condition breaks, allowing successful completion of 
the microword. The pipeline latches then continue to update as usual. 

BXS_STALL does not block the initiation of a memory request by the S3_MICROWORD . In other 
words, if the S3.MICROWORD indicates a memory request operation and no MRQ_STALL or 
RLOGJSTALL exists, the request is initiated regardless of RXS.STALL. This somewhat de-coupled 
operation of the S3_STALLS breaks possible macroinstruction deadlocks due to the R0 (R0)+ case. 
While processing the specifier (R0)+ the CSU microcode performs a write to the GPR RO. A 
RXS_STALL will hold until the Ebox retires the first source, RO. The Ebox must retire two source 
operands at a time, and therefore cannot retire the RO specifier until the MD for the second 
specifier is valid. 

The converse case, whether MRQ_STALL blocks a register write, is not an architectural or 
performance issue. This implementation blocks register writes during an MRQ_STALL. 
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Figure 7-12: Complex Specifier Unit Data Path Block Diagram 



7.4.2.3 RLOG 

The register log or RLOG allows the Ibox to restore the state of the GPRs under certain exception 
conditions. Because of the pipeline organization, the Ibox works on macroinstructions ahead of 
the Ebox execution. Any or all of six possible operand specifiers for any distinct macroinstruction 
may be auto-increment or auto-decrement mode, which by definition modify the GPRs. The Ibox 
must log all modifications to the GPRs for these operand specifiers and keep the log until the 
Ebox has retired the associated instruction. If the instruction stream gets redirected due to a 
branch or exception, then the Ibox uses the RLOG to restore the GPR registers to the condition 
expected at the time of the redirection. 

The RLOG is an 8-entry circular queue with read and write pointers. Each entry is composed of 
7 bits, 4 bits contain the GPR number, 2 bits specify DL, and 1 bit indicates auto-increment or 
auto-decrement. 

Elements are added to the RLOG under control of the S3_MICROWORD /DST field. When the 
microword specifies a register log operation, then S3_RN, S3_DL, and the encoded /ALU.FNC are 
entered in the RLOG entry pointed to by the write pointer. The write pointer is then incremented 
modulo 8. If the RLOG write pointer reaches the state in which another increment causes the 
write pointer to equal the read pointer, then the RLOG is full. The RLOG full condition may 
cause an RLOGJ5TALL as described in Section 7.4.2.2.3. 
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The RLOG only contains specifier state for macroinstructions which the Ebox has not executed. 
When the Ebox retires a macroinstruction, the RLOG discards RLOG entries associated with 
that macroinstruction, by advancing the RLOG read pointer. The RIX>G_BASE_POINTER and 
KLOG_BASE_QUEUE provide the means for read pointer advancement. 

The RLOG_BASE_POINTER increments anytime a valid auto-increment address mode specifier, 
auto-decrement address mode specifier, auto-increment assist, or auto-decrement assist appears 
on SPEC.CTRL. In effect, the RLOG_BASE_POINTER allocates RLOG spaces for the CSU to make 
subsequent entries. The RLOG_BASE_POrNTER is loaded into the 6-entry RJLOG_BASE_QUEUE 
each time a new PC is loaded into the PC.QUEUE. The RLOG_BASE_QUEUE thus maintains an 
RLOG read pointer for every PC in the PC_QUEUE. The RLOG_BASE_QUEUE and the PC_QUEUE 
both retire entries when the Ebox asserts E%RETIRE_INSTR_L indicating that it has retired a 
macroinstruction. The RLOG read pointer loads the value of the next RLOGJBASE.QUEUE entry 
at this time. 

The CSU microcode controls the RLOG unwind procedure. RLOG unwind consists of repeatedly 
executing a microword that updates the GPR registers based on indirect references to RLOGJRN, 
RLOG_DL, and RLOGJFUNC. The RLOG supplies the values for the indirect references from the 
entry pointed to by the read pointer. This entry is retired by incrementing the read pointer. The 
RLOG retires successive entries until the read pointer is equal to the write pointer, then the RLOG 
is empty. At this point the unwind procedure completes and the RLOG is flushed by resetting the 
RLOG read and write pointers, the RLOG_BASE_POINTER. and the RLOG_BASE_QUEUE read and 
write pointers. If the RLOG is empty when the microcode initiates an unwind, 0 will be added 
to whatever GPR is pointed to by the read pointers. 

7.4.2.4 Branch Mispredict effects 

When the Ebox asserts E%BRANCH_MISPREDICT_L, the NOP microword is forced into the S3 
pipeline stage, the SI pipe latch valid bit is cleared, and the next microaddress logic selects 
the MISPREDICT.UNWIND utility routine address. The microcode at this location unwinds the 
RLOG and then restarts the Ibox. If the RLOG is empty when the microcode initiates an unwind, 
0 will be added to whatever GPR is pointed to by the read pointers. Note that the RLOG is NOT 
flushed on the assertion of E%BRANCH.MISPREDICT_L. It needs to remain intact to be unwound 
by CSU microcode. 

IMDJVALID is reset upon the assertion of E%BRANCHJVIISPEEDICT_L. 

7.4.2.5 E%STOPJBOX Effects 

When the Ebox asserts E%STOPJBOX^H, the microsequencer jams the CSU to the idle state, except 
in the case when the CSU is in the middle of IPR transaction unwind RLOG/read back-up PC. 
In this situation, the RLOG will unwind until completion, and the read of the back-up PC will 
be disabled. The CSU is put into the idle state by forcing NOP microwords into the S2 and S3 
pipeline stages, clearing the SI pipe latch valid bit, and selecting the IDLE microaddress. 

7.4J2.6 RSVD_ADDR_FAULT effects 

When I%RSVD_ADDR_FAULT_H is asserted for a complex specifier the SI pipe latch valid bit is 
cleared. If there isn’t a SI stall the NOP microword is forced into the S2 pipeline stage. Complex 
specifiers already in the CSU pipeline when I%RSVD_ADDR_FAULT_H is asserted are allowed to 
finish processing. 
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7.4.2.7 CSU Microcode Restrictions 

The CSU microcode must guarantee, for all auto-increment, auto-increment deferred, and 
auto-decrement specifier microcode flows, that any specifier memory requests destined for the 
MD is issued before or during the microword that modifies the GPR. Otherwise, it is possible for 
the CSU to infinitely stall due to an BXSJ5TALL. This is evident in the case ADDL2 R0,@(R0)+ 
where the Ebox must retire two source operands, and therefore cannot retire the R0 specifier 
until the MD for the second specifier is valid. The CSU microcode must also guarantee, for all 
auto-increment, auto-increment deferred, and auto-decrement specifier microcode flows, that the 
microword which initiates the memory request destined for the MD must have the misc field 
stall Jfi_rlog_full if the following microword modifies the gpr. 

The CSU microcode must guarantee, for all auto-increment, auto-increment deferred, 
auto-decrement and auto-decrement deferred specifier microcode flows with access type AV, that 
the mieroword which writes the MD is immediately followed by the microword that modifies the 
gpr. This, in conjunction with an EBOX microcode restriction, is necessary in order to prevent 
an infinite RXS stall from occurring. 

The CSU microcode must guarantee that memory requests which specify the Ibox IMD as the 
data destination, are used only for deferred operand evaluation. For a microword with a [IMD] 
source, the previous mieroword must initiate the memory request with destination IMD and must 
not perform a GPR write and not have the misc field stall_if_rlog_full. All this is necessary to 
protect the use of an unconditional MD latch in the CSU datapath. 

7.4.2.8 lbox IPR Transactions 

The Ebox microcode communicates with the Ibox in part through internal processor registers 
(IPRs). The IPR reads are handled by CSU microcode. The IPR write control is distributed, however 
the description is included here for completeness. 

Ebox microcode conventions guarantee that the Ibox is idle before initiating Ibox IPR transactions. 
This is accomplished either by the knowledge that the current Ebox microcode flow takes place in 
a macroinstruction with an drain Ibox assist or by asserting an explicit E%STOP_IBOX_H command. 
The only exception involve the issuing of an IPR transaction when the CSU is involved in an RLOG 
unwind operation. In this case the unwind finishes in the CSU, then the CSU processes the latched 
IPR command. If the RLOG is empty when the microcode initiates an unwind, 0 will be added to 
whatever GPR is pointed to by the read painters. 

MICROCODE RESTRICTION 

E%EBOX_LOAD_PC_L and E%IBOX w IPR_WRITE_H must not occur in the same cycle. 

7.4.2.8.1 IPR Reads 

The Ebox signifies an IPR read by asserting the E%EBOX_IPR_READ_H strobe, the 
E%IBOX_IPR_TAG_H<2:0>, and the E%EBOX_IPR_NUM_H<3 : 0> . This information is latched in the 
SI logic stage, and an IPR request flag is posted. The SI next address logic responds by creating 
an IPR dispatch to an IPR microaddress in the utility page of microcode, and by clearing the IPR 
request flag. All Ibox logic blocks associated with IPR reads examine the E%EBOX_EPR_TAG_H<2:0>. 
If the IPR source is within a section, that section prepares to drive the IPR read data onto 
the VIC_REQ_ADDR. The microcode at the common IPR routine reads the VIC_REQ_ADDR, passes 
the value through the ALU, and writes the data to an Ebox working register located at the 
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E%IBOX_IPR_NUM_H <3 : 0 > offset in the register array. The VTC_REQ_ADDR is used for IPR read 
data source simply because it is a convenient 32-bit bus that runs through the entire section. 

7A.2&.2 IPR Writes 

The Ebox signifies an IPR write by asserting the E%rB05LIPR_WRITE_H strobe and the 
E%IBOXJEPR_1AGJB<2:0>. All Ibox logic blocks associated with IPR writes examine the 
E%EBOX_IPR_TAG_H<2: 0> . If the IPR destination is within a section, that section prepares to accept 
the IPR write data from the M%MDJBUS_H<63:0>. The Mbox drives the M%MD_BUS_H<63:0> with 
IPR data and asserts M%EBOX_IPR_WR_H to complete the transaction. 

7.4.3 Scoreboard Unit 

The Scoreboard Unit (SBU) keeps track of the number of outstanding references to GPRs in the 
source and destination queues. The SBU contains two arrays of 15 counters: the RXS.ARRAY for 
the source queue and the RXD_ARRAT for the destination queue. The counters in the arrays map 
one-to-one with the GPRs. There is no scoreboard counter corresponding to GPR 15, the PC, 
because RMODE operations to the PC are unpredictable. The maximum number of outstanding 
operand references determines the maximum count value for the counters. This value is based 
on the length of the source and destination queues. The RXS.ARRAY counts up to 12 and the 
RXD_ARRAY counts up to 6. 

Each time valid register mode source specifiers appear on SPEC_CTRL<13:0>, the RXS.ARRAY 
counters that correspond with those registers are incremented. At the same time, the OQU 
inserts entries pointing to these registers in the source queue. In other words, for each register 
mode source queue entry, there is a corresponding RXS_ARRA3T counter increment. This implies a 
maximum of 2 counters incrementing each cycle when a quadword register mode source operand 
is parsed. Each counter may only be incremented by 1. When the Ebox removes the source queue 
entries, the counters are decremented. The Ebox removes up to 2 register mode source queue 
entries per cycle as indicated on E%SQ_RET1RE_RMODE_H<1:0>. The GPR numbers for these 
registers are provided by the Ebox on E%SQ_RETIRE_RN1_H<3 :0> and E%SQ_RETTRE_RN2_H<3 :0 > . 
A maximum of 2 counters may decrement each cycle, or any one counter may be decremented by 
up to 2, if both register mode entries being retired point to the same base register. 

In a similar fashion, when a new register mode destination specifier appears on SPEC_CTEL<13:0>, 
the RXD_ARRAY counter that corresponds to that register is incremented. A maximum of 2 
counters increment in one cycle for a quadword register mode destination operand. When the 
Ebox removes a destination queue entry, the counter is decremented. The Ebox indicates removal 
of a register mode destination queue entry on E%DQ_RETTRE_RMODE_H . The GPR number for the 
register is provided by the Ebox on E%DQ_RETIRE_RN_H<3 :0 > . 

Whenever a complex specifier is parsed, the GPR associated with that specifier is used as an index 
into the source and destination scoreboard arrays and snapshots of both scoreboard counter values 
are passed to the CSU on RXS_SCORE<3:0> and RXD_SCORE<2:0>. The CSU stalls if it needs to read 
a GPR for which the destination scoreboard counter value is non-zero. A non-zero destination 
counter indicates that there is at least one pointer to that register in the destination queue. This 
means that there is a future Ebox write to that register and that its current value is invalid. 
The CSU also stalls if it needs to write a GPR for which the source scoreboard counter value is 
non-zero. A non-zero source scoreboard value indicates that there is at least one pointer to that 
register in the source queue. This means that there is a future Ebox read to that register and 
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its contents must not be modified. For both scoreboards, the copies in the CSU pipe are locally 
decremented on assertion of the retire signals from the Ebox. 

7.4.3.1 E%STOP_IBOX and Branch Mispredict PC Load Effects 

Whenever a branch mispredict PC load occurs, or the Ebox issues a E%STOP_EBOX_H, all scoreboard 
array counters are cleared. 

7.5 Branch Prediction 

The Brandi Prediction Unit (BPU) monitors each instruction opcode as it is parsed, looking for 
a branch opcode. Upon identification of a branch opcode, the BPU predicts whether or not the 
branch will be taken. If the BPU predicts the branch will be taken, it adds the sign extended 
branch displacement to the current PC and broadcasts the resulting new PC to the rest of the 
Ibox on the NEW_PC lines. 

7.5.1 Branch Prediction Unit 

7.5.1 .1 The Branch Prediction Algorithm 

The BPU uses a "Branch History" algorithm for predicting branches. The basic premise behind 
this algorithm is that branch behavior tends to be patterned. If one looks in a program at one 
particular branch instruction, and traces over time that instruction’s history of branch taken vs. 
branch not taken, in most cases a pattern develops. Branch instructions that have a past history 
of branching seem to maintain that history and are more likely to branch than not branch in 
the future. Branch instructions which follow a pattern such as branch, no branch, branch, no 
branch etc., are likely to maintain that pattern. Branch history algorithms for branch prediction 
attempt to take advantage of this "branch inertia". 

The NVAX branch prediction unit uses a table of branch histories and a prediction algorithm based 
on the past history of the branch. When the BPU encounters a conditional branch opcode, a subset 
of the opcode PC bits is used to access the branch history table. The output from the table is a 
4 bit field containing the branch history information for the branch. From these 4 history bits, a 
new prediction is calculated indicating the expected branch path. 

Many different opcode PCs map to each entry of the branch table because only a subset of the PC 
bits form the index. When a branch opcode changes outside of the index region, the history table 
entiy that it indexes may be based on a different branch opcode. The branch table relies on the 
principle of locality, and assumes that, having switched PCs, the current process operates within 
a small region for a period of time. This allows the branch history table to generate pertinent 
history relating to the new PC within a few branches. 

The branch history information consists of a string of l’s and 0’s indicating what that branch did 
the last four times it was seen. For example, 1100, read from right to left, indicates that the last 
time this branch was seen it did not branch. Neither did it branch the time before that. But then 
it branched the two previous times. The prediction bit is the result of passing the history bits 
that were stored through logic which predicts the direction a branch will go given the history of 
its last four branches. 
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The prediction algorithm is accessible via IPR for software programming and testability reasons. 
After power-up, the Ebox microcode initializes the branch prediction algorithm segment of the 
BPCR register with an algorithm which is the result of extensive simulation and statistics 
gathering. While it would be possible to create a program for which this prediction logic is 
wrong all the time, on the average it does very well. This algorithm is shown in Table 7—30. The 
BPCR is discussed in greater detail in Section 7.5. 1.8. 

7.5.1 .2 The Branch History Table 

The 512 entries in the branch table are indexed by the opcode PC<8:0>. Each branch table entry, 
as depicted in Figure 7—13, contains the previous four branch history bits for branch opcodes at 
this index. The Ebox asserts E%FLUSH_BPT_H under microcode control during process context 
switches. This signal resets all branch table entries to a neutral value: history = 0100. This will 
result in a next prediction of 0. 


MICROCODE RESTRICTION 

E^cFLUSH_BPT_H may only occur while the Ibox is stopped. E%FLUSH_BPTJB must be 
asserted before the first branch is executed. 

Figure 7-13: Branch Table Entry Format 


3 2 10 


H + + f h 

(most recent) 


7.5.1 .3 Branch Prediction Sequence 

When the BPU encounters a conditional branch opcode it reads the branch table entry indexed by 
PC<8:0>. If the prediction logic indicates the branch taken, then the BPU sign extends and adds 
the branch displacement supplied by the IBU to the current PC, and broadcasts the result to the 
Ibox on the NEW_PC lines. If the prediction bit indicates not to expect a branch taken, then the 
current PC in the Ibox remains unaffected. 

The alternate PC in both cases (current PC in predicted taken case, and branch PC in predicted 
not taken case) is retained in the BPU until the Ebox retires the conditional branch. When the 
Ebox retires a conditional branch, it indicates the actual direction of the branch. The BPU uses 
the alternate PC to redirect the Ibox in the case of an incorrect prediction. Section 7.5. 1.7 has 
more details on mispredicted branches. 

The branch table is written with new history each time a conditional branch is encountered. Once 
a prediction is made, the oldest of the branch history bits is discarded. The remaining 3 branch 
history bits and the new predicted history bit are written back to the table at the same branch PC 
index. When the Ebox retires a branch queue entry for a conditional branch, if there was not a 
mispredict, the new entry is unaffected and the BPU is ready to process a new conditional branch. 
If a mispredict is signaled, the same branch table entry is rewritten, this time the least significant 
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history bit receives the complement of the predicted direction, reflecting the true direction of the 
branch. 

The branch prediction logic is based on the contents of the BPCR register, described in 
Section 7.5. 1.8. After power-up, as part of the initialization sequence, the Ebox microcode 
initializes the BPCR to ECC8 (HEX) which implements the truth table in Table 7-30. 

MICROCODE RESTRICTION 

An IPR write to the BPCR register in the BPU is required after power-up to load the 
branch prediction algorithm. 


Table 7-30: 

Branch Prediction Logic 

Branch 

History 

Prediction for Next Branch 

0 0 0 0 

Not taken 

0 0 0 1 

Taken 

0 0 10 

Not Taken 

0 0 11 

Taken 

0 10 0 

Not Taken 

0 10 1 

Not Taken 

0 110 

Taken 

0 111 

Taken 

10 0 0 

Not Taken 

100 1 

Taken 

10 10 

Taken 

10 11 

Taken 

110 0 

Taken 

110 1 

Taken 

1110 

Taken 

1111 

Taken 


7.5.1 .4 The Branch Queue 

Each time the BPU makes a prediction on a branch opcode, it sends information about that 
prediction to the Ebox on the I%BRANCH_BUS_H<1:0> The Ebox maintains a queue of branch data 
entries containing information about brandies that have been processed by the BPU but not by 
the Ebox. The bus is 2 bits wide: one valid bit and one bit to indicate whether the Ibox took 
the branch or not. Entries are made to the branch queue for both conditional and unconditional 
branches. Fen* unconditional branches, the value of I%BRANCH_BUS_H<0 > is ignored by the Ebox. 
The branch queue length is selected such that it does not overflow, even if the entire instruction 
queue is filled with branch instructions, and there are branch instructions currently in the Ebox 
pipeline. At any one time there may be only one conditional branch in the queue. A queue entry 
is not made until a valid displacement has been processed. In the case of a second conditional 


DIGITAL CONFIDENTIAL 


The Ibox 7-57 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


branch encountered while a first is still outstanding, the entry may not be made until the first 
conditional branch has been retired. 

7.5.1 .5 Branch Mispredict 

When the Ebox executes a branch instruction and it makes the final determination on whether 
the branch should or shouldn’t be taken, it removes the next element from the branch queue and 
compares the direction taken by the Ibox with the direction that should be taken. If these differ, 
then the Ebox sends E%BRANCH_MISPEEDICT_L to the BPU. A mispredict causes the Ibox to stop 
processing, undo (using the RLOG) any GPR modifications made while parsing down the wrong 
path, and restart processing at the correct alternate PC. 

7.5.1 .6 Branch Stall 

The BPU back-pressures the IBU by asserting BRANCH_STALL when it encounters a new conditional 
branch with a conditional branch already outstanding. If the BPU has processed a conditional 
branch but the Ebox has not yet executed it, then another conditional branch causes the BPU to 
assert BRANCHJ3TALL. Unconditional branches that occur with conditional branches outstanding 
do not create a problem because the instruction stream merely requires redirection. The alternate 
PC remains unchanged until resolution of the conditional branch. The Ebox informs the BPU with 
the E%BCOND_RETTRE_L each time a conditional branch is retired from the branch queue in order 
for the BPU to free up the alternate PC and other conditional branch hardware. 

BRANCH.STALL blocks the Ibox from processing further opcodes. When BRANCH JSTALL is 
asserted, the IBU finishes parsing the current conditional branch instruction, including the branch 
displacement and any assists, and then the IBU stalls. The branch queue entry to the Ebox is 
made after the first conditional branch is retired. At this time, BRANCH.STALL is de-asserted and 
the alternate PC for the first conditional branch is replaced with that for the second. 

BSTL_FRC_PCQ is a signal used by the PC queue logic to force an entry into the PC queue when 
the second conditional branch is finally processed by the BPU after the release of a BRANCH_STALL. 
During a BRANCHJ5TALL, the PC queue refrains from updating the last entry to point to the next 
instruction until the stall breaks and the BPU finishes processing the second conditional branch. 

7.5.1 .7 PC Loads 

The BPU distributes all PC loads to the rest of the Ibox. 

Ibox PC loads from the CSU microcode load a new PC in one of two ways. When the CSU asserts 
PC_LD_WBUS, it drives a new PC value on the I%IBOXjnv_BUS_H<3 1:0> lines. PCJLDJMD indicates 
that the new PC is on the M%MDJBUS_H<63:0> lines. The BPU responds by forwarding the 
appropriate value onto the NEW_PC<31:0> lines and asserting LOAD_NEW_PC . These Ibox PC 
loads do not change conditional branch state in the BPU. 

The Ebox signals its intent to load a new PC by asserting E%IBOX_LOAD_PC_L. The assertion 
of this signal indicates that the next piece of DPR data to arrive on the M%MD_BUS_H<63:0> 
is the new PC. The next time the Mbox asserts M%DBOX_IPR_WR_H, the new PC is taken from 
M%MD_BUS_H<31:0> and forwarded onto NEW_PC<3I:0> and LOADJNEWJPC is asserted. 
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The BPU performs unconditional branches by adding the sign extended branch displacement to 
the current PC, driving the new PC onto the NEW_PC<31:0> lines and asserting LOAD_NEW_PC. 
Conditional branches load the PC in the same fashion if the logic predicts a branch taken. The 
following actions occur on a conditional branch mispredict or Ebox PC load: 

• any pending conditional branch is cleared 

• pending unconditional branches are cleared 

• any pending write to the Ebox branch queue is cleared 

• I%PLUSH_IREF_LAT_H is asserted to abort pending Istream fill requests in the Mb ox 

7.5.1 .8 Branch Prediction IPR Register 

The BPCR IPR provides control for the BPU and read/write access to the histoiy array. The 
write-only BPCR<FLUSH_BHT> bit causes a BPU branch history table flush. The flush is identical 
to the context switch flush, which resets all branch table entries to a neutral value: history bits 
= 0100. The write-only BPCR<FLUSH_CTR> bit causes the BRANCH_TABLE_COUNTER<8K» to be 
cleared. The BRANCH_lABLE_COUNTER provides an address into the branch table for IPR read and 
write accesses. Each IPR read from the BPCR or write to the BPCR with BPCR<LOAD_HISTORY> 
= 1 increments the counter. This allows IPR branch table reads and writes to step through 
the branch table array. BPCR<LOAD_HISTORY> enables writes to the branch history table. A 
write to the BPCR<HlSTORY> field with BPCR<LOAD_HISTORY> = 1 causes a BPU branch history 
table write. The history bits for the entry indexed by the counter is written with the IPR data. 
BPCR reads supply the history bits in BPCR<HISTORY> for the entry indexed by the counter. 
BPCR<MISPREDICT> will return a "l" if the last conditional branch mispredicted. BPCR<31:16> 
contain the branch prediction algorithm. Any IPR write to the BPCR will update the algorithm. 
An IPR read will return the value of the current algorithm. For example, a "0" in BPCR<16> 
means that the next branch encountered will not be taken if the history is "0000". A "1" in 
BPCR<21> means that the next branch encountered when the prior history is ”0101" will be 
taken. 
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Figure 7-14: IPR D4 (hex), BPCR 


31 30 29 28|27 26 25 24 J 23 22 21 20|19 18 17 16115 14 13 12|11 10 9 8 | 7 6 5 4 1 3 2 1 0 

+ + — + + + — + + + + — h + + — + H + + — + + + + + — + + + + + + — + + + + + — + 

| BP0_ALGORITHM I 0 I I I I I 0| history | :BPCR 

+ — + — + — + — + — + — + — + — -i + — + — + — + — i + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


LOAD_H I S TORY + III I 

FLUSH_CTR + | | I 

FL0SH_BHT + | | 

MISPREDICT + I 

HISTORY + 


The microcode will write the following bit pattern as part of the power-up sequence: 

31 30 29 28|27 26 25 24 1 23 22 21 20|19 18 17 16115 14 13 12|11 10 9 8 | 7 6 5 4 1 3 2 1 0 

+ + — + + + — + + + + + — + + — + + + + — + + + + + — + h + + — + + — + + +-- + + + 

111111110110010101 All 0's | 

+ + + + + — + + + + + — + + — + + + + — + + — + — + + — + h + + + + — + + — + + + + 


Table 7-31 : BPCR Field Descriptions 


Name 

Extent 

Type 

Description 

HISTORY 

3.0 

RW 

Branch history table entry history bits. 

MISPREDICT 

5 

RO 

Indicates if last conditional branch mispredicted. 

FLUSHJBHT 

6 

WO 

Write of a 1 resets all history table entries to a neutral value, 
hardware clears bit. 

FLUSH.CTR 

7 

WO 

Write of a 1 resets BPCR address counter to 0, hardware clears bit. 

LOAD.HISTORY 

8 

WO 

Write history array addressed by BPCR address counter. 

BPU.ALGORITHM 31:16 

RW 

Controls direction of branch for given history. 


MACROCODE RESTRICTION 

If an MTPR to the BPCR register is followed by a conditional branch instruction, 
the prediction algorithm used for this branch is unpredictable. Furthermore, the 
branch history table update is also unpredictable. The BPU functions correctly, but 
programs which depend on particular patterns of branch predictions (such as diagnostic 
tests) should avoid placing conditional branch instructions immediately after an MTPR 
instruction that writes to the BPCR register. 

Bits 8,7,6 are defined in Table 7—32 for IPR writes to the BPCR. NOTE: The prediction algorithm 
will be updated on every IPR write to the BPCR. 
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Table 7-32: BPCR <8:6> 


BIT 

BIT 

BIT 

Write Action 

8 

7 

6 


0 

0 

0 

Do nothing, except update algorithm 

0 

0 

1 

Flush branch table. History not written 

0 

1 

0 

Address counter reset to 0. History not written 

0 

1 

1 

Flush branch table, reset address counter, history not written 

1 

0 

0 

Write history to table, counter automatically increments 

1 

0 

1 

Undefined: Branch table flushed, new history written, counter incremented 

1 

1 

0 

Undefined: Write history to old counter value, counter reset to 0 

1 

1 

1 

Undefined: Branch table flushed, write history to old countervalue, counter 




reset to 0 


7.6 PC Load Effects 

This section summarizes the various effects of loading a nevr PC in the Ibox. New PCs are loaded 
from four different sources. The BPU receives the new PCs from all these sources, drives the new 
PC on NEW_PC<3 1 :0> , and asserts LO AD_NE W_PC . The four sources for new PCs in priority order 
are : 

1. Ebox PC load from the M%MD_BUS_H<31 :0> 

The Ebox loads a new PC as a result of an interrupt or exception or for instructions like 
REI, HALT, CASEx etc. After the Ebox asserts the E%IBOX_LOAD_PC_L signal, the PC is 
supplied on the M%MD_BUS_H <3 1 :0> , along with the M%EBOX_IPR_WR_H signal. The BPU 
selects M%MD_BUS_H<31:0> to drive NEW_PC<31:0> and asserts LOAD_NEW_PC . 

2. Branch Mispredict PC 

When a mispredict has been detected, the BPU drives NEWJPC<31:0> from the alternate PC 
latch containing the address of the branch path not taken, and asserts LOAD.NEWJPC. 

3. PC_LD_ WBU S from the CSU 

For instructions like JSB and JMP, the CSU computes a new PC and drives that PC up to the 
BPU. The BPU receives the PC on I%IBOXJW_BUS_H <31:0>, drives NEWJPC<31:0> and asserts 
LOAD_NEW_PC. 

4. PCJLD_MD from the CSU 

For instructions like JSB, JMP, RET and RSB, the CSU requests a new PC from the Mbox. 
The CSU asserts PC_LD_MD, and the next M%JBOX_DATA_L signals the new PC is on the 
M%MD_BUS_H<3 1:0>. The BPU receives the PC on M<r<MD_BUS_H <31:0>, drives NEW_PC<31:0> 
and asserts LOAD_NEW_PC . 

5. Branch Destination PC 

For unconditional branches or when the BPU predicts a conditional branch as taken, it 
computes the branch destination, drives NEW_PC<31:0>, and asserts LOAD_NEW_PC . 


DIGITAL CONFIDENTIAL 


The Ibox 7-61 





NVAX CPU Chip Functional Specification, Revision 1.0, February 1091 


The effects of loading a new PC are shown below. These effects take place regardless of the source 
of the PC. 

• PREFETCHJENABLE is set in the VIC. 

• VIBA<31:3> in the VIC are loaded from NEW_PC<31:3> 

• MHARD_ERR is cleared in the VIC. 

• IMMGT_EXC is deared in the VIC. 

• MISS_PENDING is deared in the VIC. 

• WRITE JPENDING is deared in the VIC. 

• VIC.READ is set in the VIC, allowing a new cache read sequence from the new address. 

• The PFQ is flushed and NEWJPC<2:0> are latched as the initial BYTESJRETERED. 

• The BFU asserts I‘^FLUSE_IREF_LAT_H indicating that the Mbox should flush its IREF latch. 

• The IBU stops the parser and latches the new PC from NEW_PC<31:0>. 

• The HU latches the new PC as the next entry in PC queue. 

7.6.1 Mispredict PC Loads 

When a PC load is the result of a branch mispredict, additional actions must be taken as described 
below 

• All pending conditional and unconditional branches are deared in the BPU. 

• Pending branch queue writes are aborted by the BPU. 

• In the HU, the instruction queue free counter is deared. 

• In the HU, the PC queue is flushed 

• In the nu, ISSUE_STALL is deared. 

• The SBU clears the scoreboard array counters. 

• In the CSU, the SI stage produces the mispredict RLOG unwind microaddress. The S3 stage 
is forced to NOP. NOTE: The RLOG is NOT flushed. 

• In the CSU, EMD_VALH) is reset. 

• In the OQU, the MD allocation pointer is reset and the MD allocation counter is deared. 

• In the OQU, the source queue free counter is deared. 

• In the OQU, the destination queue free counter is deared. 

• In the CSU, the LD_PC_MD latch is cleared. 

7.6.2 Ebox PC Loads 

When the Ebox is the source of the new PC, the signal E%EBOX_LOAD_PC_L is asserted several 
cycles before the actual PC arrives from the Mbox. After this signal is asserted, but before the 
new PC is loaded, the signal E%RESTART_IBOX_H may be asserted, starting the parser and VIC 
prefetching. To avoid parsing from the wrong instruction stream, the following actions are taken 
upon the assertion of E%IBOX_LOAD_PC_L. 

• The PFQ is flushed, forcing PFQ_EMPTY to be asserted. 

• VIC prefetching is disabled until LOAD_NEW_PC is asserted by the BPU. This also blocks VIC 
bypass to the PFQ. 
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• MHARDJERR is cleared in the VIC. 

• EMMGT_EXC is cleared in the VIC. 

MICROCODE RESTRICTION 

E%EBOX_LOAD_PC_L and E%IBOX_IPR_WKITE_H must not occur in the same cycle. 
E%EBOX_LOAD_PC_L and E%RESTART_IBOX_H must not occur in the same cycle. 

7.7 E%STOPJBOX effects 

When the Ebox microcode performs a MISC/RESET_CFU it asserts E%STOpjBOXJB. The Ibex 
requires E%STOP_EBOX_H to be asserted whenever RESETJL is asserted. 

MICROCODE RESTRICTION 

E%STOP_EBOX_H must always be followed by E%IBOX w LOADJPC_L and then 
E%RESTART_DBOX_H. E%STOP_IBOX_H and E%BRANCH_MISPREDICT_L cannot occur in 
the same cycle. 

The effects of this signal on the various sub-sections in the Ibox are shown below. 

• PREFETCH_ENABLE is cleared in the VIC 

• MISS_PENDIN T G, WRITE_PENDING, and READ_STATE are cleared in the VIC. putting the VIC in 
an idle state. 

• IHARD_ERR is cleared in the VIC. 

• MHARD.ERR is cleared in the VIC. 

• IMMGT_EXC is cleared in the VIC. 

• In the IIU, the instruction queue free counter is cleared. 

• In the IIU, ISSUE.STALL is cleared. 

• The IQ_VALED signal, from the IIU to the Ebox, is cleared. 

• The I stream parser in the IBU is stopped. 

• The signals I%IMEM_HERR_H and I%IMEM_MEXC_H are cleared. 

• The PREV_NOT_DONE signal is cleared in the IBU 

• CStJ_LD_PC_PEND is cleared in the IBU 

• LD_NEW_PC_PEND is cleared in the IBU 

• The FD opcode flip-flop is cleared in the IBU 

• The IDLE microword is injected into all stages of CSU pipeline. However, NOTE: RLOG 
unwind is not aborted. 

• If an IPR read to back-up PC with RLOG unwind is in progress, the unwind completes as 
normal, but the back-up PC write to the Ebox working register is disabled. All other Ibox IPR 
accesses are aborted. 

• IMD_VALID is reset in the CSU 

• The IREF-pending latch is cleared in the CSU 

• The PC_LD_MD - pending latch is cleared in the CSU 

• The IPR read/write select signals reset in the CSU 

• The stage 1 valid bit is cleared in the CSU 
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• The source queue allocation counter is cleared in the OQU 

• The destination queue allocation counter is cleared in the OQU 

• The MD allocation counter is cleared in the OQU 

• The MD index counter is cleared in the OQU 

• The source and destination scoreboard counters are cleared in the SBU 

• Branch stalls are cleared in the BPU 

• I%FLUSH_IREF_LAT_H is asserted 

7.8 Initialization 

7.8.1 Mechanisms for Ibox State Reset 

The Ibox depends on the E%STOP_IBOX_H signal to initialize the states shown in Section 7.7. 
In addition, RESET_L is used to clear those states listed below which cannot be initialized by 
E9cSTOP_EBOX_H. 

• VTCJENABLE is cleared in the VIC. 

• RLOG pointers are reset in the C5U. 

• The IDLE microword is injected into stage 1 of the CSU pipeline. 

• PC queue pointers are reset in the DU. 


7.9 Errors, Exceptions, and Faults 

7.9.1 Overview 

The Ibox handles some of the processing for memory hardware errors, memory management 
exceptions, and reserved opcode faults, and reserved addressing mode faults. A global view of 
error, exception, and fault handling is presented here. Implementation details are distributed 
amongst the Ibox sub-section text. 

Istream memory hardware errors may originate in the Mbox and memory subsystem or in the 
VIC array. Dstream memory hardware errors originate in the Mbox and memory subsystem. 
Istream and Dstream memory management exceptions originate in the Mbox. Reserved opcodes 
and reserved addressing modes are detected in Ibox hardware during instruction parsing. 

7.9.2 Istream Memory Errors 

When the Mbox conditions returning Istream data with M%MME_FAULT_H or M%HAED_EKR_H, the 
VIC and PPQ writes are inhibited, prefetching is disabled, and the VIC sets appropriate condition 
hags for the IBU. The IBU continues to parse until it attempts to parse the Istream data that 
caused the exception or error. The condition flags are then forwarded to the Ebox. If the Ebox 
detects an empty instruction queue, source queue, destination queue, or field queue while the 
exception or error condition is asserted, the Ebox initiates an exception microtrap. 
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Any PC load or E%STOP_EBOX_H resets the error and exception flags in the VIC. An Ibox PC 
load or E%RESTAJEtT_IBOX_H restarts prefetching and parsing. Thus if the error or exception 
gets forwarded to the Ebox, the Ebox can reset the Ibox flags, load a new PC and continue. If 
the instruction stream branches around the instruction stream data responsible for the error or 
exception, the Ibox resets the error flags and continues without reporting the condition. 

If a VIC parity error is detected, VIC prefetching and IBU instruction parsing are halted 
immediately and the error forwarded to the Ebox. This action is taken because the data containing 
the error may already have been loaded into the PPQ. If the Ebox detects an empty instruction 
queue, source queue, destination queue, or field queue while the exception or error condition is 
asserted, the Ebox initiates an exception microtrap. Section 7.2. 1.7 and Section 7.3.2.15 contain 
the Ibox implementation details of I stream error and exception handling. See Table 8-12 and 
Section 8.5.19 for Ebox implementation details. 

7.9.3 Dstream Memory Errors 

Memory errors on incoming Dstream data are detected during the processing of some deferred 
mode specifiers. In auto-increment deferred and displacement deferred specifier modes, the 
complex specifier unit reads the address of an operand from memory. This memory read is 
followed either by a direct write to an Ebox MD, or an operand memory reference to read the 
actual operand into an Ebox MD and/or create a PA queue entry for a result store. 

If the Mbox returns M$cMME_FAULT_H or MfcEARD_ERR_H, then in the case of a direct MD write, 
the appropriate flag is sent with the MD write to the Ebox. If the Ebox detects one of the flags 
during an MD file access, it initiates an exception microtrap. If a memory operation is required 
to complete the processing of the specifier, the appropriate error or exception flag, sent with the 
memory request. The Mbox forces a memory management error or exception to occur for that 
reference, causing a fault flag to be returned to the appropriate Ebox MD. 

Section 7 .4 .2. 2. 2 contains the Ibox implementation details of Dstream error and exception 
handling. See Table 8-12 and Section 8.5.19 for Ebox implementation details and Section 12.6.5 
for Mbox implementation details. 

7.9.4 Reserved Opcode Faults 

Reserved opcode faults occur when the IBU detects unimplemented or reserved opcodes during 
instruction parsing. All such opcodes stop the parser and make an Ebox instruction queue entry 
containing a microcode dispatch for the reserved opcode routine. Section 7.3.2.12 contains the 
Ibox implementation details for reserved opcode handling. 

7.9.5 Reserved Addressing Mode Faults 

Reserved Addressing Mode Faults occur due to illegal combinations of specifier mode, specifier 
register, and access type. Unpredictable addressing modes occur due to combinations of specifier 
mode, specifier register, access type, and data length that do not make sense. Table 7—33 
summarizes the behavior of the Ibox on reserved and unpredictable addressing modes. Reserved 
addressing modes as specified by the VAX Architecture Standard always cause reserved 
addressing mode faults. Unpredictable addressing modes may produce a fault, or may be allowed 
to continue even though the result does not make sense. The processing of unpredictable modes 
never hangs the machine. 


DIGITAL CONFIDENTIAL 


The Ibox 7-65 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Table 7-33: Reserved Addressing Mode Faults 


Address 

Mode 

Access 

Type 

GPRs 

Data 

Length 

Indexed 

Action 

S A #literal 

Modify 

- 

- 

- 

take required fault 

S A #literal 

Write 

- 


- 

take required fault 

S A #literal 

Address 

- 


- 

take required fault 

S A #literal 

Field 

- 


- 

take required fault 

S A #literal 

- 

- 


Yes 

take required fault 

base[Rx] 

- 

PC 


- 

take required fault 

base[Rx] 

- 

- 


Yes 

take required fault 

Rn 

Address 

- 


- 

take required fault 

Rn 

- 

- 


Yes 

take required fault 

(Rn)+ 

Modify 

PC 


- 

take required fault 

(Rn)+ 

Write 

PC 


- 

take required fault 

Rn 

- 

PC 


- 

source/dest queue entry has Rn=PC 

Rn 

- 

SP 

q4,g 

- 

2nd source/dest queue entry has Rn=PC 

Rn 

- 

SPAP.FP 

o,h 

- 

unimplemented data lengths 

(Rn) 

- 

PC 


- 

Operand address is unpredictable 

-(Rn) 

- 

PC 


- 

Operand address is unpredictable 

-(Rn) 

- 

- 


Rx=Rn 

Rx read for index, then Rn read for base 

(Rn)+ 

- 

- 


Rx=Rn 

Rx read for index, then Rn read for base 

@(Rn)+ 

- 

- 


Rx=Rn 

Rx read for index, then Rn read for base 

(Rn)+ 

Address 

PC 


- 

PC after specifier byte passed as address 

(Rn)+ 

- 

PC 


Yes 

Rx for index is read but not used 


When a Reserved Addressing Mode Fault is detected, I%RSVD_ADDR_FAULT_H is asserted, VIC 
prefetching is stopped, the IBU is stopped, and the CSU goes idle. A Reserved Addressing Mode 
Fault also blocks the OQU from making the source queue or destination queue entry associated 
with the faulting operand. 

If the Ebox detects an empty source queue, destination queue, or field queue while 
I%RSVD _AJDDR_FAULT_H is asserted, the Ebox initiates an exception microtrap. 

All reserved addressing mode fault conditions are cleared in the Ibox when the Ebox loads a new 
PC. 
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7.10 Ibox Signal Name Cross-Reference 

All signal names referenced in this chapter have appeared in bold and reflect the actual name 
appearing in the NVAX schematic set. For each signal appearing in this chapter, the table below 
lists the corresponding name which exists in the behavioral model. 


Table 7-34: Cross-reference of all names 

Schematic Name 
i%rrancblbus_h< 1 :0> 

I<*FOBCT_HABD_PAULTJB 

ISrFORCE_MME_FAtJLT_H 

i<*iboxja_ j addk_h<3 :0> 

I'tIBOX_IA_KELAD_H 

i*ibox_iw_addilh<4:0> 
kibox_iw_bus_h<3 1:0> 

I%IBOXJW_TOlITEJE 

I%IBOX_S_ERR_L 

I%IMEMJgE RBJB 

KXMEMJOZZGJB 

i*iqjbus_h<22:0> 

i%operand_bus_h<14:0> 

I%PMCX0_H 

I%PMUX1_H 

IScBSVD_ADDK_FAULT_H 
ESfcBCOND_KETERE_L 
E%BHANCH_MIS PREDICT _L 
E%DQ_RETIRE_H 
E%DQ_BEnRE_RMODE_H 
E%DQ_RKTIRE_RN_H< 3 :0> 

E%FLOSHJBPT_H 
E%FLUSH_PCQ_B 
E%FLUSH_VIC_H 
E%EPD_SET_L 
E%IBOX_IA w BUBja<3 1 K)> 

e%ibox w ipr_nuwlh<3 :0> 

E%IBOX w IPR_RKAD_H 
E%EBOX w IPB_TAG_H< 2 K) > 

E^IBOXJPR.WRTrai.H 


appearing in the Ibox chapter 

Behavioral Model Name 

I%BRANCH_BUS_H<1:0> 

I%FORCE_HARD_FAULT_H 

I%FORCE_MME_FAULT_H 

I%IBOX_IA_ADDR_H<3 :0> 

I%IBOX_IA_READ_H 

I%IBOX_IW_ADDR_H<4:0> 

l9cIBOX_rW_BUS_H<31:0> 

I%IBOX_IW_WRITE_H 

I%IB OX_S_ERR_L 

I%IMEM_HERR_H 

I%IMEM_MEXC_H 

I%IQ_BUS_H<22:0> 

I%OPERAND_BUS_H<14K)> 

I%PMUX0_H 

I%PMUX1_H 

I%RSVD_ADDR_FAULT_H 

E%BCOND_RETIRE_H 

E%BRANCH_MISPREDICT_H 

E%DQ_RETIRE_H 

E%DQ_RETIRE_RMODE_H 

E%DQJRETIRE_RN_H<3 :0> 

E%FLUSH_BPT_H 

E%FLUSH_PCQ_H 

E%FLUSH_VIC__H 

e%fpd_set_h 

E%EBOX_IA_BUS_H<31:0> 
E%EBOX_IPR_NUM_H<3 :0> 
E%IBOX_IPR_READ_H 
E%IBOX_IPR_TAG_H<2:0> 

e%ebox_ipr_write_h 
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Table 7-34 (Cont.): Cross-reference of all names appearing In the Ibox chapter 


Schematic Name 

Behavioral Model Name 

B%IBOX t .IX>AD_PC_t 

E%IBOX_LOAD_PC_H 

E^RKSTXRTJBOX^H 

E%RESTART_IBOX_H 

K%RETIHE_rNSTR_L 

E%RETIRE_INSTR_H 

E%SQ_RETIHE_H<1 :0> 

E%SQ_RETIRE_H<1:0> 

B%SQ_BETIKE_MD_H<1:0> 

E%SQ_RETTRE_MD_H<1^)> 

E%SQ_REnKE_RMODE_H<l:0> 

E%SQ_RETIRE_RMODE_H<1:0> 

e%sq_retire_rni_h<3 :0> 

E%SQ_RETIRE_RN1_H<3:0> 

e<*sq_retihi:_rn2_h<3 :0> 

E%SQ_RETIRE_RN2_H<3:0> 

E%STOP_IBOX_H 

E%STOP_IBOX_H 

I^KLUSH_IREF_LAT_H 

I%FLU SH_IREF_LAT_H 

I*FORCE_EASD_FAULT_H 

I%FORCE_HARD_FAULT_H 

I^FOKCE_MME_FAUI.T_E 

I%FORCE_MME_FAULT_H 

i<^ibo5_adde_h<3 1 :0> 

I%IBOX_ADDR_H<31:0> 

KIBOX.AT.L<1:0> 

I%IBOX_AT_H<1:0> 

I'"rIBOX_CMD_L<4. 1 :0> 

I%IBOX_CMD_H<4:0> 

I^IBOX_DL_L<1:0> 

I%IBOX_DL_H<1:0> 

I*IBOX_REFJDEST_L< 1 :0> 

I%IB0X_REF_DEST_H<1 :0> 

p&ibox_tag_l<2:0> 

I%IBOXL_TAG_H<2:0> 

I*IREF_EEQ_H 

I%IREF_REQ_H 

I%SPEC_REQ_H 

I%SPEC_REQ_H 

M%HARD_ERR_H 

M9oHARD_ERR_H 

M%IBOX_DArA_L 

M%IBOX_DATA_H 

M%IBOX w IPR_WR_H 

M%IBOX_IPR_WR_H 

M%LAST_F1LI^H 

M%LAST_FILL_H 

m%md_bxjs ja<63 :0> 

M%MD JBUS_H<63 K)> 

M%MD_BUS_QW_PARITY_L 

M%MD_BUS_QW_PARITY_H 

M%MME_FAULT_H 

M%MME_FAULT_H 

M%Q W_ AU GNMENT_H < 1 :0> 

M%QW_ALIGNMENT_H<1:0> 

M!%SPEC_Q_FOIJUJ[ 

M%SPEC_Q_FULL_H 

M%VICJDA1A_L 

M%VIC_DATA_H 


7.11 Testability 
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7.11.1 Overview 

Ibox testability is enhanced by architecturally accessible features, and connections to the internal 
scan register and the parallel port. 

7.11.2 Internal Scan Register and Data Reducer 

Ibox state can be latched into the scan register and shifted off-chip through the global internal 
scan register. The shift out begins with scan register bit 0. See Chapter 19 for the implementation 
details of the internal scan register. Table 7—35 lists the states in the Ibox scan register. Under 
global control from the test port, the Ibox scan register can be configured as a LFSR. 


Table 7-35: Ibox Scan Register Fields 


Bit 

Field 

Field Name 

Description 

<0> 

STP_RE START 

Stop parser flag 

<1> 

STP_SUPPRESS 

Stop parser flag 

<2> 

SHUT 

specifier control <0>, short literal 

<8:3> 

RN/SHORT LITERAL 

specifier control <6:1>, register or shlit value 

<11:9> 

AT 

specifier control <9:7>, access type 

<13:12> 

DL 

specifier control <11:10>, data length 

<14> 

VALID 

specifier control <12>, valid 

<15 > 

COMPLEX 

specifier control <13>, complex specifier 

<18:16> 

DISPATCH 

specifier control <16:14>, dispatch address 

<19> 

AT.RMW 

specifier control <17>, RMW 

<20> 

INDEXED 

specifier control <18>, index 

<21> 

ASSIST 

specifier control <19>, assist 

<22> 

PC_MODE 

specifier control <20>, PC mode 

<23> 

JMP_OR_JSB 

specifier control <21>, JMP or JSB 

<25:24> 

EJDL 

execution data length <1:0> 


7.11.3 Parallel Port 

The CSU microcode address is routed to the chip parallel port. The microcode address can be 
monitored on a cycle by cycle basis during chip debug by selecting the Ibox as source to the 
parallel port. When selected, a buffered version of the control store address, MUXja<6:0>, appears 
on PP_DATA<6:0>. See Chapter 19 for the implementation details of the parallel port. 
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7.11.4 Architectural Features 

Internal processor registers are included as architectural features to aid in testability. IPR access 
to VIC tags and data is available through the VTAG and VDATA registers. See Section 7.2.1.16 
for the implementation details of the these registers. IPR access to the branch history table and 
branch status is available through the BPCR register. See Section 7.5. 1.8 for the implementation 
details of the BPCR. 


7.12 Performance Monitoring Hardware 
7.12.1 Signals 

The Ibox provides two signals for performance monitoring: I%PMUX0_H asserts on every VIC access 
and KfcPMUXija asserts on every VIC hit. These signals enable the Ebox performance monitoring 
hardware to gather statistics on VIC hits versus VIC accesses. 
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7.13 Revision History 


Table 7-36: Revision History 


Who 

When 

Description of change 

John F. Brown 

19-Feb-1991 

Update following pass 1 tape out 

John F. Brown, 

Ruben 

Castelino, 

Mary Field, 

Paul Gronowski, 
Jeanne Meyer 

12-Jan-1990 

Intermediate release. 

John F. Brown, 
Paul Gronowski, 
Jeanne 
McKinley 

06-Mar-1989 

Release for external review. 

John F. Brown 

19-Dec-1988 

Partial Update. 

Shawn Persels 

06-Oct-1988 

Initial release. 
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Chapter 8 
The Ebox 


8.1 Chapter Overview 

This chapter describes the Ebox section of the NVAX CPU chip. Only the major functional blocks, 
their interfaces to each other, and the interface to the rest of the NVAX system are described here. 
Circuit level implementation details are not of primary concern in this document. 

8.2 introduction 

The Ebox is the instruction execution unit in the NVAX CPU chip. It is a 3 stage pipeline (S3..S5) 
which runs semi-autonomously to the rest of the NVAX chip and supports the following functions: 

• Instruction Execution 

The Ebox is responsible for carrying out the execution portion of each VAX instruction under 
control of a microflow whose initial address is provided by the Ibox issue unit. 

• Instruction Coordination 

The Ebox is a major source of control to coordinate instruction processing in the Ibox, Mbox, 
and Fbox. It ensures that Ebox and Fbox macroinstructions retire in the proper order, and 
it provides controls to the Mbox and Ibox which help manage certain inter-macroinstruction 
dependencies. The Ebox cooperates with the Ibox in handling mispredicted branches. 

• Trap, Fault and Exception Handling 

The Ebox coordinates trap, fault, and interrupt handling. It delays the condition until all pre- 
ceding macroinstructions complete properly. It then collects information about the condition 
and ensures that the correct architectural state is reached. 

• CPU Control 

Most CPU control is provided by the Ebox. Ebox control functions include CPU initialization, 
controlling Ibox, Fbox, and Mbox activities, and setting control bits during major CPU state 
changes (e.g. taking an interrupt or executing a change mode instruction). 

The Ebox accomplishes many of the above functions by executing the NVAX Ebox microcode. This 
chapter views the Ebox as the interpreter of microcode. Describing how microcode functions are 
used to correctly emulate the VAX architecture or the architectural motivation for Ebox hardware 
functions is generally outside the scope of this discussion. 
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Figure 8-1 at the end of this section is a top level block diagram of the Ebox showing all the 
major Ebox function units, their interconnections, and their place in the pipeline. The pipeline 
segments are shown in the diagram (S2, S3, S4, and S5). The sections following the diagram 
describe the function elements depicted and the Ebox pipeline. 
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Figure 8-1 : Ebox Block Diagram 
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8.3 Chapter Structure 

The Ebox is described from both an overall functional and individual function unit standpoint. 
The top level description is of the major Ebox functions. The next level consists of a detailed 
description of each of the Ebox function units. 

The Ebox functions are described in the initial sections of this chapter. They are presented 
referring to the microcode fields which control the Ebox. Within each section the Ebox functions 
in question are discussed in detail and the Ebox function units which support that function are 
introduced. The functional overview is followed by a comprehensive description of the each of the 
Ebox function units. 

The latter sections of this document describe Ebox initialisation, timing, error handling, testabil- 
ity and other details not related to the main-line functionality of the Ebox. 

8.4 Ebox Overview 
8.4.1 Microword Fields 

The Ebox is controlled by the data path control portion of the microword, which is either standard 
or special format. The other portion of the control word, the microsequencer control portion, 
controls the microsequencer which determines which microword is fetched in every cycle. The 
fields of the data path control portion of the microword and their effect within the Ebox are shown 
in Table 8—1. For more information on microword formats and field widths see Chapter 6. 

NOTATION 

The notation FIELD/FUNCTION is used throughout this chapter to mean that microword 
field FIELD specifies FUNCTION. 

Table 8-1 : Data Path Control Microword Fields 

Microword Microword 

Field Format Description 

This one-bit field determines whether the microword, is in the special format. 
If it is 1, the MISCl, MISC2, and D fields exist. If it is 0, the Q, SHF, and 
VAL fields exist instead. 

This one-bit field determines whether the microword is the constant generation 
variant (fonnat). If it is 1, the POS and CONST fields exist. If it is 0, the VAL 
and B fields exist instead in standard fonnat, and the MISC2, D, and B fields 
exist instead in special format. 

Sets the ALU function, including typical ALU operations, and others. 

Controls initiation of Ebox memory accesses and other Mbox control functions. 
The Ebox decodes the field and sends the corresponding request to the Mbox. 

Sets the shifter function. The W and Q fields control how the shifter output 
is used. Some settings of this field specify a pass operation instead of a shift 


FORMAT Both 

LIT Both 

ALU Both 

MRQ Both 

SHF Standard 
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Table 8-1 (Cont.): Data Path Control Microword Fields 


Microword 

Field 

Microword 

Format 

Description 

VAL 

Standard 1 

Specifies the shift amount (1 to 31) or, if VAL = 0, specifies to shift the amount 
in the SC register. 

A 

Both 

Specifies the source of e_B 08 «abus_l <81 iO> for this microward. The A field 
can select any element in the register file or one of several of Ebox sources. 
E_BU 8 %ABUS_L<Si« 0 » is one of the two sources for the ALU and the shifter. 

B 

Both 1 

When the source of e_bub%bbus_l <31 »o> is a register this field specifies the 
source of E_BU8%BBUS_L<3i«o>. The B field can select from some of the elements 
in the register file or from a small number of other Ebox sources. E_BUS%BBUS_ 
L<3ii0> is one of the two sources for the ALU and the shifter. 

POS 

Both 2 

When the source of e_bus%bbus_Ix 81 i 0 > is from the constant generator this 
field specifies which byte the constant value is in. Bytes 0 through 3 may be 
specified. The other bytes are forced to 0. 

CONST 

Both 2 

This field contains the literal byte value which is sourced to one of the bytes 
of E_BUS'^BBUS_L< 3 iiO> as specified by the POS field. (The other E_BUS%BBUS_ 
l<31«o> bytes are forced to 0.) 

CONST.IO 3 

Both 2 

This field contains the literal 10-bit value which is sourced to E_BUS C £BBUS_ 
L<&o>. (e_bus<*bbus_l<31:io> are forced to 0.) 

DST 

Both 

This field specifies the destination of E_BUS^WBUS_L<3iiO>. The possible des- 
tinations include a subset of the register file and a number of other Ebox 
destinations. 

Q 

Standard 

Controls whether or not the Q register is loaded with the shifter output for 
this microword. 

W 

Both 

Selects the driver of e_bus < *wbus_l<3i»o>. Either the ALU or the shifter output 
is driven on e_bus , *wbus_l<31i0>. 

L 

Both 

This field controls whether the Ebox operations are done with a data length of 
longword or the length specified in the DL register. The Ebox operations af- 
fected are condition code calculation, size of memory operations, zero extending 
of E_BUS%WBUS_L data, and bytes affected by register file writes. 

V 

Both 

Controls updating of the VA register. Either the VA register is updated with 
the value from the ALU, or it is not changed from its previous value. 

MISC 

Both 

This field has many uses. Only one use can be selected at a time. This field 
can control psl condition code alterations, set the DL register, set or dear state 
flags, or invoke a box coordination or control function. 

MISC1 

Special 

This field can specify one of a few Ibax or Fbax coordination or control func- 
tions, and can be used to set or dear state flags. 

MISC2 

Special 1 

One Mbox control function and one to add an Fbox destination scoreboard 
entry. 

DISABLE-RETIRE 

Special 1 

This field is used to disable retire of macroinstructions and retire queue entries 

1 Not constant generation microward variant. 

^Constant generation, micro word variant. 


3 The CONST.10 field is actually the POS field bitwise concatenated with the CONST field, with the POS field in the 
more significant position. It is simply a way of treating these two microword fields as one. CONST.10 is only used when 
MISC/CONST. 10.BIT is specified. 
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When a microword field is not present in all formats, it defaults to NOP (no operation) when a 
microword format without that field occurs. More specifically, standard format microwords effec- 
tively specify MISC 1/NOP, MISC2/NOP, and DISABLE JIETIRE/N O by default. Special format microwords 
effectively specify Q/HOLD.Q, SHF/NOP, and VAL/o. When the microword is the constant generation 
variant of the standard format microword, VAL/0 is effectively specified, and the B field is ignored 
since this microword variant sources a constant onto E_BUS%BBUS_L<3 1*>> . In the constant gen- 
eration variant of the special format microword, MISC2/NOP and DISABLE JIETERE/NO are effectively 
specified, and the B field is ignored because this microword variant also sources a constant onto 
E_BUS%BBUS_L<31:0>. 

8.4.1 .1 Microsequencer Control Fields 

In addition to decoding the datapath control portion of the microword, the Ebox decodes a part 
of the Microsequencer control portion of the microword. Specifically, it detects when the SEQ.FMT 
and SEQ.MUX fields (see Chapter 9 and Chapter 6) specify LAST.CYCLE or LAST. CYCLE.OVERFLOW. 
The Ebox fault detection logic and the RMUX control logic use these decodes. 

8.4.2 The Register File 

The register file contains four kinds of registers: MD (memory data), GPR, Wn (working), and 
CPUSTATE registers. The MD registers receive data from memory reads initiated by the Ibox, 
and from direct writes from the Ibox. The Wn registers hold microcode temporary data. They 
can receive data from memory reads initiated by the Ebox and receive result data from ALU, 
shifter, or Fbox operations, and from the Ibox in the case of Ibox IPR reads. The GPRs are the VAX 
architecture general-purpose registers (though R15 is not in the file) and can receive data from 
Ebox initiated memory reads, from the ALU or shifter, or from the Ibox. The CPUSTATE registers 
hold semipermanent architectural state (e.g. KSP, SCBB). They can only be written by the Ebox. 

8.4.3 ALU and Shifter 

Each microword specifies source operands for the ALU or shifter (A, B, POS, and CONST fields), 
operations for these function units to perform (ALU, SHF, and VAL fields), and a destination (or 
possibly two destinations if Q or VA is updated) for the results) (DST, Q, W, and V fields). Note 
that in special format microwords no shifter operation can be specified and the Q register can’t be 
altered. In the course of executing the microword, the Ebox will fetch the source operands onto 
E_BUS%ABUS_L<3 1 : 0 > and E_BUS%BBUS_L<31K>>, carry out the specified ALU and shifter functions, 
and store the result in the specified locations (if any). 

8.4.3.1 Sources of ALU and Shifter Operands 

In general the sources of E_BUS%ABUS_L<31jO> and E_BUS%BBUS_L<sisO> (the inputs to the ALU 
and shifter) are either a constant, a register from the register file, am Ebox register (e.g. PSL, Q, 
or VA), an Ebox source value calculated by a special function unit, a hardware status provided via 
a special path from outside the Ebox (e.g., interrupt status), or an entry from the source queue. 
E_BUS%BBUS_Lc3iK>> sources are limited to a subset of the register file, certain Ebox registers, 
and an entry from the source queue. The source queue is introduced in Section 8.4.4. 
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8. 4.3.2 ALU Functions 

The ALU is capable of standard operations on byte, word, and longword size operands. It can 
pass either input to the output and is capable of a number of arithmetic and logical operations 
on one or two operands, producing condition codes based on data length and operation. It also 
has specialized functions which are discussed in Section 8.5.3. 


8.4.3 .3 Shifter Functions 

The shifter does longword and quadword shift operations and certain pass-thru operations, always 
producing a longword output. The shifter treats the two sources as a single quadword, with 
E_BUS%ABUS_L<3 1 : 0 > as the more significant longword. The longword output is this quadword 
shifted right 0 to 32 bits and truncated to longword length. The shifter produces condition codes 
based the longword output data. 

8.4.3.4 Destinations of ALU and Shifter Results 

The output of the shifter and the output of the ALU can drive E_BUS^WBUS_L<3lK)>. The shifter 
output is also directly connected to the Q register so that the Q register can be loaded with the 
shifter output regardless of the source of EJBUS%WBUS_L<31:0>. In the same way, the ALU output 
is directly connected to the VA register. E_BUS<7cWBUS_L<3 1 : 0 > data is the input to one of the write 
ports on the register file and can be used to update any register file entry except an MD register. 
Certain other Ebox registers (e.g. SC, PSL) can be loaded from E_BUS^WBUS_L<31:0>. 

The destination of E_BUS%WBUS_L<3lsO> can be specified by the current destination queue entry, 
when the microword so specifies. The destination queue is introduced in the following section. 

8.4.4 Ibox-Ebox Interface 

The Ibox-Ebox interface is made up of a number of FIFO queues. The purpose of these queues is to 
allow the Ibox to fetch and decode new instructions before the Ebox is ready to execute them. The 
Ibox adds entries as it decodes instructions, and the Ebox removes them from the other end as it 
executes than. For each opcode, there is a predetermined number of entries added to the various 
queues by the Ibox. Ebox execution microflows remove exactly the right number of entries from 
each queue. 

The queues which interface the Ibox to the Ebox directly are the source queue, the destination 
queue, the branch queue, and the field queue. The instruction queue, the PA queue, and the 
retire queue are introduced here for completeness. 

The source queue holds source operand information. Entries are added by the Ibox as it decodes 
the source type operand specifiers of each instruction. The entry is either a pointer into the 
register file or the data from a literal mode operand specifier. The Ebox accesses and removes 
an entry each time a microword specifies a source queue access in either the A or B fields. If the 
entry is literal data, it is used as an ALU and/or a shifter operand. Otherwise the register file is 
accessed using the pointer in the entry. 

The destination queue holds result destination information. Entries are added by the Ibox as it 
decodes the destination type operand specifiers of each instruction. A destination queue entry 
is either a pointer to a GPR in the register file or a flag indicating that the result destination is 
memory. The Ebox accesses and removes an entry each time a microword specifies a destination 
queue access in the DST field or the Fbox supplies a result which specifies a destination queue 
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access. If the entry is a pointer to a GPR, the Ebox writes the ALU, shifter, or Fbox data into the 
register file. Otherwise the data is stored in memory at the address found in the PA queue. 

The PA queue is in the Mbox Each time the Ibox adds an entry indicating a memory destination 
to the destination queue it also sends the Mbox a virtual address to be translated. When the 
Mbox has translated the address it puts it in the PA queue. If the current destination queue 
entry indicates a memory destination, the Ebox sends the result data to the Mbox to be written 
to the physical address found in the PA queue. The Mbox removes the PA queue entry as it uses 
it. 

The branch queue holds status bite for each branch instruction processed by the Ibox. The Ibox 
adds an entry to the branch queue each time it finishes processing a conditional or unconditional 
branch. The Ebox references and removes the current branch queue entry in the execution 
microflow for the branch. This allows the Ebox to synchronize with the Ibox so that the branch 
does not finish executing until the Ibox has successfully fetched the branch displacement specifier. 
It also allows the Ebox to check for an incorrect branch prediction by the Ibox. 

Each time the Ibox decodes a branch it calculates the branch address. For unconditional branches 
it simply begins fetching from the new instruction stream immediately. For conditional branches 
the Ibox predicts whether the branch will be taken or not. The branch queue entry added by 
the Ibox indicates the branch prediction. When the Ebox executes an unconditional branch, it 
references the branch queue simply to ensure that the Ibox was able to fetch the displacement 
specifier without a fault or error. For conditional branches the Ebox also checks that the branch 
prediction was correct and initiates a microtrap if it wasn’t. If the branch wasn’t correct, the 
Ebox notifies the Ibox, which uses the alternate path PC (which it had kept) to begin fetching 
along the correct path. 

The retire queue holds status for each macroinstruction currently being executed in the Ebox 
or the Fbox. The status indicates which unit will execute the instruction, the Ebox or the Fbox. 
The Ebox adds an entry each time the Microsequencer dispatches to a macroinstruction execution 
microflow. The Ebox references the retire queue when the macroinstruction execution is complete 
in order to ensure that instructions finish executing in the proper order. A certain amount of 
concurrent execution in the Fbox and Ebox is possible. The retire queue is used to prevent one 
box from altering any architecturally visible state before the other box’s execution for preceding 
macroinstructions finishes. The Ebox references and removes a retire queue entry each time an 
Fbox or Ebox instruction is retired. 

The field queue holds a one-bit type status for variable-length bit field base address operands 
processed in the Ibox (Note that some operands are treated as variable-length bit field base 
address operands internally by the NVAX CPU even though the operand is not really the base 
address of a variable-length bit field. These operands, including the true bit field base address 
operands, are collectively referred to as field operands.) The field queue entry indicates whether 
the field operand was register mode. The Ibox adds an entry when it processes operands which 
it knows by context require an entry. The Ebox retires an entry after it has used the information 
in a microcode conditional branch. Very different execution microflows are required for some 
instructions, particularly bit field instructions, depending on whether a particular operand is 
register mode or specifies a memory address. In the latter case the information sent by the Ibox 
is a memory address, while in the first case the source and destination queue entries point to the 
register in the register file. See Section 8.5.15.8 for more information. 
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The instruction queue is part of the Ibox-Microsequencer interface. It holds information derived 
from the VAX instruction opcode. The Ibox adds an entry as it decodes each instruction. An 
entry contains the opcode, data length, the microcode dispatch address for execution, and a flag 
indicating whether the macroinstruction is for the Fbox. The Microsequencer references and 
removes an entry at the start of execution of each VAX instruction. It uses the dispatch address to 
fetch the first microword of the macroinstruction execution microflow. At the same time it passes 
the opcode, data length, and the Fbox execution flag to the Ebox. The Ebox adds an entry to 
the retire queue at that time. That entry is simply the Fbox execution flag (except if the Fbox is 
disabled, see Section 8.5.15.7). See Section 9.2.3.3.4 for more on the instruction queue. 

8.4.5 Other Registers and States 

The Ebox contains several special purpose registers, the SC, VA, and Q registers, and the PSL. 
The SC register holds a shift count for use in some shift operations. 

The VA register can hold a virtual address or a microcode temporary value. The VA register is 
directly readable by the Mbox and is the address source for all Ebox initiated memory operations. 
The VA register is loaded directly from the ALU output. 

The PSL is the VAX architecture program status longword register. It is loaded from E_BU5<7cWBUS_ 
L<31:0> and can be used as a source operand by the ALU or shifter. Its bits are used in many places 
in the Ebox and elsewhere in the CPU where required by the VAX architecture. 

The Q register is loaded from the output of the shifter. It holds shifter results for later use. 


8.4.6 Ebox Memory Access 

Through the mechanism of the source queue and the destination queue, the Ibox initiates most 
memory accesses for the Ebox. In certain cases the Ebox must carry out memory accesses on 
its own. The MRQ field of the microword specifies the Mbox operation. The virtual or physical 
address is provided from the VA register. If the VA is being updated in this microword, the address 
is bypassed directly from the output of the ALU. For writes, the data is taken from E_BUS%WBUS_ 
L<31:0>, so it can be the output of the shifter or the ALU. For reads, the DST field of the microword 
specifies the register file entry which is to receive the data. This register must be a GPR or a 
working register. 

8.4.7 CPU Control Functions 

Most control functions are invoked through one of the MISC fields, but some of the MRQ field 
functions are Mbox control functions or miscellaneous control functions rather than memory 
access commands. The control functions generally act to reset a function unit (Fbox, Ibox, or 
Mbox), synchronize Ebox operation with a function unit, or restart semiautonomous operation of 
the Mbox or Ibox when either of them has stopped for some reason. 
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8.4.8 Ebox Pipeline 

Execution of microwords in the Ebox is pipelined with three pipe stages (S3..S5). These stages are 
shown in Figure 8—1. In the first stage (S3), the E_BUS%ABUS_L<31K>> and E_BUS%BRUS_L< 3 1 *>> 
sources are fetched or prepared. In the second (S4) the ALU and shifter operate on the data. In 
the third (S5) the result is written into the register file or to some other destination. Stages 

53 and S4 can stall for various reasons. Stage S5 cannot stall. Once a particular microword’s 
execution has advanced into S5, it is going to complete. Various stalls occur in S4 in order to 
ensure that a particular microword’s effects do not change any architectually visible state (e.g., 
GPRs, PSL) before proper completion without memory management faults is guaranteed. 

The Microsequencer fetches the microword and delivers it to the Ebox in S3. If the Ebox’s S3 
stage is stalled, the Microsequencer’s S2 activity is stalled as well. See Chapter 9 for more detail. 

Even though the operand fetch, function execution, and result store take place in different cycles, 
the microword specifies the operation as if it all took place in one cycle. The Ebox has bypass 
paths which allow a microword to use a register as a source even it it is updated by one of the two 
preceding microwords. For example, if the immediately preceding microword updates Wi in the 
register file and the current microword specifies Wi as a source to the ALU, the Ebox hardware 
detects the condition and muxes the data into the staging latch before the ALU at the same time 
as it forwards the data to the latch which sources E_BUS%WBUS_L<3 lKh> in stage S5. 

Bypass paths are only implemented where performance considerations warrant. Also bypass- 
ing isn’t the solution to every problem pipelining introduces. For example, after the PSL is 
updated the microcode allows 2 cycles before a microword specifying 3EQ.MUX/LAST. CYCLE or 
SEQ.MUX/LAST.CYCLE.OVERFLOW because the PSL is not actually updated until S5. The 
Microsequencer uses the FPD, T, and TP bits in the PSL to determine the proper new microflow 
dispatch. It would make the decision based on old PSL information if the microcode didn’t allow 
the 2 cycles. 

One place where the effect of pipelining is particularly apparent is in microcode conditional 
branches. For example, a microcode branch based on E_BUS%BBUS_L<31:0> data must immediately 
follow the microword which sources the relevant data onto E_BUS%BBUS_L<3 1 : 0 > . Similarly, a 
microcode branch based on the ALU condition codes must be the second microword after the one 
which specified the ALU operation. See Chapter 9 for more detail on microcode branches. 

8.4.9 Pipeline Stalls 

The Ebox pipeline is controlled by the stall and fault logic. This function unit supplies stall 
signals which are used to gate clocking of control and data latches in each stage. It also controls 
insertion of effective no-ops into S4 when S3 is stalled and into S5 when S4 is stalled. 

The Ebox pipeline stalls in S3 when it is accessing a source operand in the register file or the 
source queue which is not valid. Many register file entries have a valid bit associated with them. 
A register file entry is not valid, and its valid bit is not set, if a memory read has been initiated 
for that entry and hasn’t yet completed. A source queue entry is not valid if the Ibox hasn’t added 
that entry yet. 

The Ebox stalls in S4 if the current destination queue entry is not valid and the microword in 

54 references a destination queue entry. A destination queue entry is not valid if the Ibox hasn’t 
added that entry yet. 
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The Ebox stalls in S4 if the current destination queue entry is valid but specifies a memory 
destination for the data and the current PA queue entry is not valid. A PA queue entry is not 
valid if the Mbox hasn’t added that entry yet. 

The Ebox stalls in S4 if the microword in S4 requests a memory operation and the Mbox is 
already working on an Ebox initiated memory operation (that is, the previous request is still in 
the EM_LATCH). 

The Ebox stalls in S4 if the microword in S4 synchronizes with the branch queue and the branch 
queue entry is not valid. A branch queue entry is not valid if the Ibox hasn’t added that entry 
yet. 

The Ebox stalls in S4 if the current retire queue entry specifies that an Fbox instruction must 
retire before the instruction associated with the microword in S4 and the Ebox is requesting the 
use of the RMUX to store result data. (The Ebox requests the use of the RMXJX if the microword in 
S4 specifies anything other than NONE in the DST field.) 

If the Ebox stalls in S3, the S4 and S5 stages of the pipeline can continue execution. If S4 doesn’t 
stall when S3 does, then an effective no-op is inserted into S4 after the current S4 operation 
advances into S5. The no-op is necessary so that the stalled S3 microword isn’t advanced to S4 
and S5 while an S3 stall is in effect. See Section 8.5.20 for more detail. 

If the Ebox stalls in S4 then S3 stalls as well. (Microwords can’t pass each other in the pipeline.) 
During S4 stalls, an effective no-op is inserted into S5 after the operation in S5 completes. This 
is necessary so that the operation in S4 isn’t advanced into S5 while an S4 stall is in effect. See 
Section 8.5.20 for more detail. 

In any cycle that the Ibox has not made a microstore dispatch address available to the 
Microsequencer and a dispatch is needed (i.e., during the last cycle of any microfiow), the mi- 
crosequencer fetches the STALL microword. This microword specifies no Ebox operation and can’t 
cause a stall anywhere in the pipeline (although it does specify SEQ.MTJX/LAST.CYCLE). This allows 
the microwords already in the pipeline to continue even when the Ibox is temporarily unable to 
supply new instruction execution dispatches. See Chapter 9 for more detail. 

A microcode loop which repeatedly accesses the field queue until the current field queue entry 
becomes valid is also very much like a stall, though the stall logic is not actually involved. This 
condition is referred to as a field queue stall. In this situation, the Ebox pipeline advances in 
each cycle (unless the microword in S4 is stalled also). However, the same microword is fetched 
out of the control store in every cycle. In typical microcode usage of the field queue conditional 
branch, this microword will not alter any state in S4 or S5. See Section 8.5.15.8 for more detail. 

8.4.10 Microtraps, Exceptions, and Interrupts 

The Ebox and Microsequencer together coordinate the handling of exceptions and interrupts. 
Most interrupts and some exceptions are handled by Microsequencer dispatching to a microcode 
exception handler routine at the end of the current VAX instruction. These dispatches do not affect 
the execution of microwords already in the pipeline. Other exceptions cause a microtrap. In a 
microtrap the Microsequencer signals the Ebox to cause stages S3, S4, and S5 of the Ebox control 
pipeline to be flushed. It also signals the Ebox to flush the retire queue. (Flushing of the other 
Ibox-to-Ebox queues, the Fbox pipeline, and the specifier queue in the Mbox is done by microcode, 
except in the case of a branch misprediction.) At the same time the Microsequencer fetches a new 
microword from a special dispatch address in the control store based on the particular microtrap 
condition. This microflow handles any other necessary state flushing. Because a microtrap affects 
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microwords already in the pipeline, the Ebox delays handling most traps until the microword 
which incurred the fault has reached S4. The microtrap is taken at the time that microword 
would normally have entered S5. In certain cases, Ebox stalls delay a microtrap until the stall 
is ended. The purpose of this is to ensure that operations which are part of a preceding VAX 
instruction are allowed to complete properly. 

Most of the microtraps which the Ebox delays until S4 are due to Ibox-initiated memory operations 
which had an access or translation fault. Faults due to Ibox-initiated reads are detected by the 
Ebox when it accesses a valid MD register from the register file, and the fault bit associated with 
that MD is set. Each MD register has a fault bit which is set by the Ibox or the Mbox when a fault 
occurs in the memory reads necessary to fetch the source data. When the Ebox accesses an MD 
register with its fault bit set in S3, it carries that fault status down the pipeline into S4. 

All faults detected in S3 are piped to S4 before they cause a microtrap. Faults detected in S4 or 
piped to S4 will cause a microtrap only if the Ebox is next to retire a macroinstruction. Otherwise 
they are delayed until the Fbox retires an instruction and the retire queue entry indicates the 
Ebox. 

Fault status signals are sent by the Ibox for entries in the instruction queue, source queue, field 
queue, destination queue, and branch queue. Entries in the PA queue have fault bits. The Ebox 
detects a fault when it accesses a PA queue entry with its fault bit set or when it finds the 
instruction queue, source queue, field queue, destination queue, or branch queue empty and one 
of the fault status signals from the Ibox asserted. In the case of the instruction queue, the fault is 
detected in S2 and carried into S3 only when there is no S3 stall. In the case of the source queue 
and field queue, the faults are detected in S3. Instruction queue, source queue, and field queue 
related faults are carried down the pipeline until they reach S4, where they cause a microtrap 
once the Ebox is next to retire a macroinstruction. 

Faults encountered in Ebox-initiated memory operations cause the Microsequencer to trap im- 
mediately. Ebox memory accesses begin in S5 so these traps cannot affect microwords from 
preceding VAX instructions. It is up to microcode to make sure that the last Ebox memory access 
has completed properly before the Microsequencer dispatches to another VAX instruction execution 
microflow. 

Hardware errors are essentially handled in the same way as faults. See Section 8.5.19. 
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8.5 Ebox Detailed Functional Description 

8.5.1 Register File 

The register file has 4 distinct groups of registers: MD (memory data), GPR, Wn (working registers), 
and CPUSTATE registers. There are a total of 37 registers in the file. There are 6 ports: 3 read 
ports and 3 write ports. The read ports are the A port, the B port, and the IA port. The write 
ports are the W port, the rw port, and the MD port. The result is UNPREDICTABLE if more than 
one write to the same location occurs at the same time. Section 8.5. 1.4 explains why this never 
happens. 

8.5.1 .1 Register Groups 

The MD registers are only written by the Ibox directly or by the Mbox in completing an Ibox- 
initiated memory read. They are only read by the Ebox, and only accessed using a pointer from 
the source queue. There are 6 MD registers, MD0-MD5. 

The GPRs are all of the VAX general purpose registers, except P.15 (PC). These are read and written 
by the Ebox in the course of instruction execution. The Mbox writes them to complete an Ebox- 
initiated memory read. The Ibox also reads and writes them. It reads them as it processes 
operand specifiers which use a GPR in an address calculation. It writes them as it processes 
autoincrement and autodecrement operand specifiers, and in unwinding the RLOG. There are 15 
GPRs, R0-R14 (R14 is often referred to as SP). 

Writes to GPRs can depend on the DL (data length) register. If the L field of the microword which 
caused the write specifies LONG , the full longword is written. If the microword specifies L/LENCDL), 
onlj r the appropriate bytes are written. The following table shows which bytes are written in all 
cases. 


Table 8-2: GPR Write Length 


DL Register 

L Field of Microword 

3 

Write Byte 7 
2 1 

0 

X 

LONG 

Y 

Y 

Y 

Y 

BYTE 

LEN(DL) 

N 

N 

N 

Y 

WORD 

LENCDL) 

N 

N 

Y 

Y 

LONGWORD 

LENCDL) 

Y 

Y 

Y 

Y 

QUADWORD 

LENCDL) 

Y 

Y 

Y 

Y 

X means don’t care 


The Wn registers are used by microcode for temporary storage and to receive memory read data. 
They are only read by the Ebox using the A or B fields of the microword. They can be written by 
the Ebox, Mbox, or Ibox. The Mbox writes them in completing an Ebox memory operation. The 
Ibox only writes them when completing an Ebox-initiated read of an Ibox IPR. There are 6 Wn 
registers, W0-W5. 
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The CPUSTATE registers are used by the microcode to hold elements of architectural state. They 
are read and written only by the Ebox There are 10 CPUSTATE registers: KSP, ESP, SSP, USP, ISP, 
ASTLVL, SCBB, PCBB, SAVEPC, and SAVEPSL. 

8.5.1 .2 Access Ports 

The A port and B port of the register file are read ports which can supply data to E_BUS%ABUS_ 
L<31:0> and E_BUS%BBUS_L<31K>>, respectively. These two ports are accessed in S3. The address 
can be supplied directly from the A and B fields of the microword or indirectly through the source 
queue. Source queue addressing is specified in the A and/or B microword fields. The A port can 
read any register in the file; the B port can read any register in the file except a CPUSTATE. 

The W port is the write port connected to EJBUS%WBUS_L<31:0>. It receives a result from the Ebox 
or Fbox in S5. It can write to the GPRs, CPUSTATEs, and Wn registers. The address can be supplied 
directly by the microword in the DST field or (for GPRs only) indirectly through the destination 
queue. Destination queue addressing is used when the microword specifies DST/DST or when the 
Fbox writes a result to a GPR. 


NOTE 

When the Ebox initiates a memory 7 read by sending a request to the Mbox, it specifies 
the register which will receive the memory 7 data in the DST field of the microword. 

This has the sides effect, when the microword is in So, of writing that register with 
the value on E_BUS<£WBUS_L< 31 : 0 >. Normally this register is written by the Mbox after 
this, before the particular register is read again. However, an exception can prevent 
the Mbox write and leave the register containing effectively garbage data. 

The IA port is a read port used by the Ibox to read GPRs for use in general address calculation and 
for autoincrement and autodecrement operand specifier processing. It can only read the GPRs. 
The address is supplied by the Ibox. 

The IW port is a write port used by the Ibox. It can write to the GPRs, the MD registers, and the 
Wn registers. The Ibox writes GPRs when it processes autoincrement and autodecrement operand 
specifiers and when unwinding the RLOG. It writes MD registers when operand specifier decoding 
requires passing a value (such as an address) to the Ebox. The Ibox writes the Wn registers only 
when responding to an Ebox-initiated IPR read. The address is supplied by the Ibox. 

The MD port is used by the Mbox to write memory or DPR read data into Wn registers, MD registers, 
and GPRs. The Mbox writes MD registers to complete Ibox-initiated reads. It writes Wn registers 
or GPRs to complete Ebox-initiated reads. The register file address is supplied by the Mbox (The 
Mbox received the register file address when the memory operation was initiated.) 

8.5.1 .3 Register File Bypass Paths 

The Ebox implements bypass for data being written into the register file or scheduled to be written 
into the register file further down the pipeline. Two techniques are employed: actual bypass 
datapaths and flow-thru bypass. Actual bypass paths are datapaths and drivers which directly 
drive the data onto EJBUS%ABUS_L<S IO> or E_BUS%BBUS_L< 31 K)> . The register file E_BUS%ABUS_ 
L< 31 K>> or E_BUS%BBUS_L<31K>> drivers are automatically disabled when bypassed data is driven. 
Flow-thru bypass is the technique in which a write to the register file occurs early in the cycle, 
well before the read. This way, reads see the result of writes which occur in the same cycle. 
This technique can only be used when the write data is available early enough and is scheduled 
to be written in that cycle. (For example, bypass of S4 Ebox results to E_BUS%ABUS_L<31jD> 
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or E_BUS%BBUS_L<3 1 : 0 > can’t be done ■with flow-thru bypass because the register file write isn’t 
supposed to happen until S5.) 

See Section 8.5.8 for a description of bypassing of Ebox or Fbox result data from S4 or S5. 

The register file has actual bypass paths for bypassing IW port writes to E_BUS%ABUS _L<3 1 H>> and 
E_BUS%BBUS_L<31:0>. The IW port write occurs too late in the cycle for flow- thru bypass to be 
used. 


NOTE 

IW port bypass is necessary for the NVAX CPU to correctly handle some sequences of 
operand specifier decoding. Here is one example. (Tb understand this example, the 
reader may need to know things which haven’t been explained before this point in this 
specification.) Assume the CPU has to execute the following sequence of macroinstruc- 
tions: 

ADDL2 R0,(R0)+ 

ADDL2 R0.R1 

If the Ibox is executing far enough ahead of the Ebox and the read of memory data 
at (R0) takes a long time (as it would if it neither the Pcache nor the Bcache contains 
the data), then at some point the Ebox is stalled waiting for that data to arrive in an 
MD and the source and destination queues contain all the entries generated by the two 
ADDL2 instructions. The Ebox microword which executes ADDL2 is: 

A/Sl, B/S2. ALU/AJ>LUS.B, LUSNfDLj, MISC/LOAD .PSL.CC.Iin, SEQ^rUXyLAST.CYCLE.O\ 7 ERFLOW 

In S3 this microword accesses the first two entries in the source queue, which in this 
case point to R0 and some MD. The microword is stalled waiting for the memory read to 
complete (and the MD to become valid). The Ibox complex specifier unit (CSU) is stalled 
by the scoreboard unit (SBU) because it is just about to write RO+4 into the register file. 

For the Ebox must see the old value when it reads RO, the Ibox write to R0 must be 
stalled. Once the Ebox retires the source queue entry containing the pointer to RO, the 
Ibox knows it can write RO. 

In cycle N the memory data arrives and is written into the MD. This ends the S3 stall in 
the Ebox. The very next microword to enter S3 (in cycle N+l) is for the second ADDL2. 

It reads RO and Rl, and must see the new (incremented) value of RO. 

In cycle N+l, the Ebox signals the Ibox of two source queue retires, the Ibox SBU ends 
the CSU’s stall, and the CSU writes RO+4 on the IW port. The Ebox reads RO in that cycle 
and, because of the IW port bypass, it sees the correct (autoincremented) value of RO. 

When processing an autoincrement or autodecrement specifier for an address access type operand 
specifier, the Ibox does two sequential writes into the register file. The first writes the address 
into an MD register, the second writes the incremented or decremented register value back into 
the register. In some cases this can cause the Ebox to attempt to bypass both from the output of 
the EMUX in S4 and from the IW port to either or both of E_BUS%ABUS_L<3 isO> and E_BUS%BBUS_ 
L<31:0>. In these cases the bypass from the output of the RMUX overrides the IW bypass. See 
Section 8.5.8 for more on bypass from the output of the RMUX. 
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8.5.1 .4 Write Collisions 

The result is UNPREDICTABLE if more than one write to the same register file location occurs at the 
same time. To prevent this, writes to registers are controlled by certain hardware and microcode 
mechanisms. 

The MD registers can only be written by the Ibox or the Mbox. The Ibox complex specifier unit 
has hardware which allocates and deallocates MD registers. The Mbox writes an MD only when 
returning data for an Ibox-initiated operand data read, and it writes to the particular MD specified 
by the Ibox. The Ibox writes an MD directly only when it knows that no outstanding reads to the 
same MD exist in the Mbox. Therefore, The Mbox and Ibox will never write an MD at the same 
time. 

The GPRs can be written by the Ebox, Ibox, and Mbox. In many typical instruction execution 
situations, the Ebox never writes a GPR explicitly. It only writes them through destination queue 
accesses. The Ibox only writes GPRs to process autoincrement or autodecrement operand speci- 
fiers. so it always reads a given GPR prior to writing it. The Ibox scoreboard unit keeps track of 
which GPRs have been entered into the destination queue and allows Ibox complex specifier unit 
reads only when there are no Ebox writes outstanding. This means the Ibox will never write a 
GPR at the same time as the Ebox. 

When execution of a particular macroinstruction requires the Ebox to directly write GPRs, the Ibox 
is always stopped (the Ibox stops itself after processing the macroinstruction’s operand specifiers). 
In these cases, microcode can write to any GPR without colliding with an Ibox write. The Mbox 
only writes a GPR when returning data for an Ebox-initiated Mbox operation. Microcode doesn’t 
issue such a memory read unless it knows the Ibox is stopped, and microcode doesn’t write the 
GPR while such an operation is outstanding. 

When unwinding the RLOG, the Ibox may write GPRs. The Ebox microcode knows this may be 
happening because the unwind was either initiated under microcode control or as a result of a 
branch mispredict. In either case the Ebox microcode doesn’t write GPRs while the unwind is 
occurring. 

The Ebox, Ibox, and the Mbox can write the Wn registers. The Mbox only writes a Wn register 
when returning read data for an Ebox-initiated Mbox operation. The Ibox only writes Wn registers 
to return IPR data at the Ebox’s request. Microcode never writes a Wn if there is an Mbox or Ibox 
operation outstanding which will write the same register. 

Only the Ebox can write CPUSTATE registers, so there is no possibility of a write collision on those 
registers. 

8.5.1 .5 Valid, Fault, and Error Bits 

Some of the registers in the register file have valid bits and/or fault and error bits associated with 
them. There is one valid bit, one fault bit, and one error bit associated with each MD register. 
The Wn registers each have a valid bit, but no fault or error bits. 

Valid bits are used to allow synchronization with memory reads. Whenever a memory read to 
a Wn register is initiated, the associated valid bit is cleared. The valid bit for an MD register 
is cleared as a side effect of reading it, so it is already cleared when a memory read to it is 
initiated. (The MD valid bits are also cleared in exception cases, by MISC/RESET.CFU.) When the 
Mbox supplies the data, the valid bit is set. If the microword in S3 reads from an MD or Wn 
register whose valid bit is not set, the pipeline stalls in S3. 
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Fault and error bits are used to indicate that some sort of exception occurred with the memory 
read. Fault bits indicate memory management exceptions, while error bits indicate hardware 
errors. When the microword in S3 reads an MD register whose fault or error bit is set, a microtrap 
is scheduled for this microword. The microtrap is delayed in the pipeline as is discussed in 
Section 8.5.19. Fault and error bits are needed to delay Ebox detection of memory exceptions 
until the Ebox is processing the associated VAX instruction. A set fault or error bit indicates an 
Ibox or Mbox detected exception condition related to source operand specifier processing. If the 
Mbox was unable to complete an Ibox-initiated memory operation targeted to MD, it sets the fault 
or error bit. If the Ibox encountered any sort of fault or error before initiating the final memory 
read necessary to process an operand specifier, it sets the fault or error bit directly. In either case 
the Ebox will not detect the fault until it is executing the associated VAX instruction. There is no 
need for Wn register fault bits because microtraps due to Ebox memoxy reads are taken as soon 
as they are reported by the Mbox. 

All the Wn register valid bits are set unconditionally in S3 of each new macroinstruction execution 
microflow The Microsequencer signals the Ebox at start of these microflows. This is done to 
prevent errors from causing the pipeline to stall waiting for a condition which will never be true. 
If an error causes an Ebox memory read to a particular Wn register to fail to complete it leaves 
the valid bit cleared. If a new microflow references the same working register, it will stall. Since 
the memory operation will never complete, the stall will never end. 

All Wn register valid bits are set unconditionally when the MISC field of the microword specifies 
RE3ET.CPU. 

Wn register valid bits are normally set. A Wn register’s valid bit is cleared in S4 if the microword 
specifies a memory read which will deliver data to that register. The bit is set when the Mbox or 
Ibox writes to that register. It is not altered by Ebox (A, B, or W port) accesses. The S4 clear of a 
Wn valid bit will cause the current S3 microword to stall if it references Wn. 

All the MD valid bits are cleared when the microword MISC field specifies RESET.CPU. MD valid bits 
are not normally set. In normal operation, an MD register’s valid bit is set when the Mbox or 
Ibox writes that register, and is cleared as a side effect of the Ebox reading the register. 

8.5.2 Constant Generation 

There are two constant generators, an extremely simple EJBUS%ABUS_L<31:0> constant source 
and a more complicated E_BUS%BBUS_L<31K>> source. The E_BUS%ABUS_L<3 1K)> constant source is 
specified in the A field of the microword. It can produce the following longword constants: 0, 1. 
To source these constants to E_BUS%ABUS_L<31K>>, the microword specifies K0 or Kl„ respectively, 
in the A field. 

The E_BUS%BBUS_L<31:0> constant generator builds a longword constant by placing a byte value 
in one of the four byte positions in the longword. The POS and CONST fields of the microword 
specify the value. The CONST field contains a byte value, while the POS field specifies the byte 
in the longword in which the value appears. The other bytes are zero. It is as if the POS field 
specified a left shift with zero fill of the CONST value. 

The POS and CONST fields are part of the constant generation variant of the microword. In this 
variant the VAL and B fields of the standard format microword, or the MLSC2, DISABLE JRETIRE, 
and B fields of the special format, are replaced by the POS and CONST fields. In the constant 
generation variant, E_BUS%BBUS_L<31:0> receives the constant so the B field is unnecessary. Also, 
the shifter uses the SC register for the shift amount so the VAL field is not needed (put another 
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way, VAI/o is effectively specified by the constant generation variant). Similarly, MISC2/NOP and 
DISABLE JSETERE/NO are effectively specified by constant generation variant microwords. 

Under control of the M3SC field, the E_BUS%BBUS_L<3i.-0> constant generator can also provide a 
constant in which the low order 10 bits are specified by microcode and the high order 22 bits are 
all zero. This mode of constant generation occurs when the MISC field specifies CONST.10.BIT. In this 
case the 10 bit constant is sourced from the CONST.10 field of the microword. (The CONST.10 field is 
formed by concatenating the two-bit POS field with the 8-bit CONST field, with the POS field more 
significant.) The microword format must be the constant generation variant, if MISC/CONST.10.BIT 
is specified. 

The E_BUS%BBUS_L<31K)> constant generator can also provide the constant OOOOFFFF#16. It is 
produced when the B field of the microword specifies K.FFFF. 

8.5.3 The ALU 

The ALU is a 32-bit function unit capable of arithmetic and logical operations. Its inputs are E_ 
BUSfeABUS_L<3 1:0> and E_BUS<7cBBUS_L<31:0> . Its output drives E_ALU%RESULT_H<31 *>> which can 
be muxed onto E_BUS9cWBUS_L<3i:0> and is directly connected to the VA register (see Section 8.5.6). 
It also produces condition codes (ALU<C>, ALU<N>, ALU<V>, ALU<Z>) based on the results of its 
operation. The ALU condition codes are data length dependent, with the data length coming from 
the DL register or defaulting to longword depending on the microword L field. The ALU operation 
is specified by the ALU field of the microword. 

The following table shows the ALU operations by name, and gives a description of each operation. 


Table 8-3: ALU Operations 

ALU Operation Name Operation Description 


PASS.A 

PASS.B 

AAND.B 

AAND.NOT.B 

A.OR.B 

A-XOR.B 

NOTAAND.B 

A.PLUS.1 

A.PLUS.B 

A. PLUS.B.PLUS.1 

B. MINUSA 
A.MINUS.B 
A.MINUS.B. MINUS. 1 
A.MINUS.1 
A.PLUS.4 
A.MINUS.4 


E_ALU%RESULT_H <- A 
E_ALU%RESULT_H <- B 
E_ALU %RE SULT_H <- A AND. B 
E_ALU%RESULT_H <- A AND. (.NOT. B) 
E_ALU%RESULT_H <-A .OR. B 
E_ALU %RE SULT_H <- A XOR. B 
E_ALU%RESULT_H <- (.NOT. A) AND B 
E_ALU%RESULT_H <- A + 1 
E_ALU%RESULT_H <- A + B 
E_ALU%RESULT_H <- A + B + 1 
E_ALU%RESULT_H <- B - A = B + (.NOT. A) + 1 
E_ALU%RESULT_H <- A - B = A + (.NOT. B) + 1 
E_ALU %RESULT_H <- A - B - 1 = A + (.NOT. B) 
E_ALU %RE SULT_H <- A - 1 
E_ALU %RE SULT_H <- A + 4 
E_ALU %RE SULT_H <-A-4 
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Table 8-3 (Cont.): 

ALU Operations 

ALU Operation Name 

Operation Description 

NEG.B 
NOT.B 
SMUL. STEP 
UDIV.STEP 


E_ALU %RE SULT_H < — B (minus B) 

E_ALU%RESULT_H <- .NOT. B (ones complement of B) 

E_ ALU %RE SULT_H <- A .SMUL. B (Q register is affected, see text) 
E_ALU %RESULT_H <- A .UDIV. B (Q register is affected, see text) 


The following signals are used in functional descriptions below: 

• E_ALU%RESULT_H<N> is the nth bit of the ALU result. 

• E_ALU%CI_H<N> is the nth carry-in bit in the ALU. It is the carry into the nth bit slice. The 
carry-in to the ALU is E_ALU%CI_H<0>, while the carry out for longword data length is E_ 
ALU9cCI_H<32>. 

8.5.3.1 ALU Condition Codes 

The four condition codes calculated by the ALU are: 

• ALU<V>— Integer Overflow 

This bit indicates an integer overflow from the operation. It is the XOR of the carry in to the 
most significant bit with the carry out of the same bit. The calculation depends on the data 
length in effect for the operation. It is E_ALU<£CIJH<N> .XOR. E_ALU9'cCI_H<N+l> where n is 7, 
15, or 31 for byte, word, or longword data length, respectively. 

• ALU<C>— Carry Out 

This bit is the carry out from the operation. It is E_ALU%CI W H<8>, E_ALU%CI_H< 16 >, or E_ 
ALU%CI_H<32> for byte, word, or longword data length, respectively. 

• ALU<Z>— Zero 

This bit indicates that the ALU result was zero. It is the logical NOR of 
E_ALU%RESULT_H<7K)> , E_ALU%RESULT_H<15K», or E_ALU%RESULT_H<31H)> for byte, word, or 
longword data length, respectively. 

• ALU <N >— Negative 

This bit indicates that the ALU result was negative. It is simply E_ALU%RESULT_H<7> , 
E_ALU%RESULT_H<15>, or E_ALU%RESULT_H<3 1> for byte, word, or longword data lengths, 
respectively, length, respectively. 

For logical and PASS operations the ALU<C> and ALU<V> condition code bits are always zero. 

The ALU condition codes are available on the microtest bus and can be used to update the PSL. 
If the microword following the one setting the ALU condition codes is stalled, the Ebox control 
logic holds the ALU condition code bits constant until the microword branching on them is ready 
to use them. The effect is the same as if no stall had occurred. See Section 8.5.14 and Chapter 9 
for more about the microtest bus and see Section 8.5.5 and Section 8.5.10.1 for more detail on 
setting PSL condition code bits. 

If the ALU operation is SMUL or UDIV, the ALU condition codes correspond to the ALU result before 
the one-bit shift is done on the result. 
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8.5.3.2 SMUL Step Definition 

The signed multiplication step is used to implement the sequential add and shift multiplication 
algorithm. It allows microcode to implement byte, word, and longword multiplication of two 
operands. The SMUL step uses the single bit left or right shifter at the output of the ALU, the Q 
register, and two microcode working registers. 

The operation of a single SMUL step is described in Figure 8—2. The proper number of SMUL steps 
is controlled by the microcode and depends upon the data length of the operation. 

The SMUL step operation selects the ALU operation (either PASSA or A.PLUS.B) based on the least 
significant bit of the Q register. However the Q register must not have been loaded by the previous 
microword unless that microword specified an SMUL step. This is because that bit of the Q register 
is not ready in time to control the ALU operation if the Q register was loaded from the output of 
the shifter in the previous cycle. 

Figure 8-2: SMUL Step Operation 






multiplicand 


Cparauicn: ::r Ka < — Xa . £I-m . Kb 

o If Q<0> « l 


THEM Z H<31:0> <-- Ka - Kb {Partial Product t Multiplicand) 

ELSE E~ALU%RESULT_H<2 1 : 0> <— Ka (Partial Product) 

o WBUS<31:0> <-- (E_ALU%P.ESULTJH<31> .XOR. E_ALU%CI_H<31> .XOR. E_ALU%CI_H<21>) ' E_ALU%RESULT_H<31 :1: 

o Q<31:0> <— E_ALU%RESULT_H<0> ' Q<31:1> 

At end: 

Wa ' Q - product 

NOTE: E_ALU%RESULT_H is the value of the ALU before the single-bit shift. 

. Description: The lsb of the Q register is tested for a 0 or 1. If Q<0> EQL 0, then 

the partial product is passed through the ALU unmodified. If Q<0> EQL 1, then 
partial product and the multiplicand are added together. Then the output of the 
ALU and the Q register is shifted right one bit. The shift into the msb of HBUS is 
the exclusive-or of the ALU's output sign and the arithmetic overflow out of the ALU 
(arithmetic overflow is the exclusive-or of the carry-in and carry-out of the msb) . 

The shift into the msb of Q comes from £_ALU%RESULT H<0>. 


8. 5.3.3 UDIV Step Definition 

The unsigned division step is used to implement the sequential shift and subtract non-restoring 
division algorithm. It allows microcode to implement byte, word, and longword division of two 
operands, and to produce the remainder. The UDIV step uses the single bit left or right shifter at 
the output of the ALU, the Q register, and two microcode working registers. 
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The operation of a single UDIV step is described in Figure 8—3. The proper number of UDIV steps 
is controlled by the microcode and depends upon the data length of the operation. The unsigned 
divide algorithm using the UDIV step requires microcode to shift the remainder one bit to the 
right after the final UDIV step. 

Figure 8-3: UDIV Step Operation 


Note that non-restoring division use the fact that 
2 * (Partial Remainder - Divisor + Divisor) - Divisor - 
2 * (Partial Remainder - Divisor) + Divisor 

At start: 

Q register » dividend 

Kb - divisor 

Wa - 0 (except during an extended divide when 

Ka contains the high-order longwcrd of 

the dividend) 

Operation: For Wa < — Wa . DO IV . Wb 

This operation results in the Q register containing the quotient and 
Wa containing the remainder. 

THEN E_AL U% RESUL r_:-: < — Wa - Wb (Partial Remainder /Quotient - Divisor) 

c KEUS<21 : C > < — i_;it!%?XiVi:_>:<2 0 : 0> ' '<31 > 
o Q<21 : C> < — Q<20:C> ' ( .NOD .E_ALU%RESUL T_H<31>) 

o ALU CC.C < — S ALUfcCI H<22> 


At end: 

Q register ■ quotient 
Ka - remainder 


NOTE: E_ALU%R£SULT_H is the value of the ALU before the single-bit shift. 

Description: ALU_CC.C is tested for a 0 or 1. If ALU _CC.C EQL 1, then Wb is subtracted from Wa. 

If ALU_CC.C EQL 0, then the Wa and Wb are added together. The output of the ALU is 
then rotated to the left one-bit and driven onto the WBUS with WBUS<0> being driven 
by Q<31>. Additionally, the Q register is rotated left one bit with the 
complement of the bit shifted out of the ALU result becoming Q<0>. The new 
ALU_CC . C condition flag comes from the carry out of the ALU (or £_ALU%CI_H<32> here) . 


8.5.4 The Shifter 

The shifter is a right shift network with 64-bits of input and 32-bits of output. The input 
is E_BUS%ABUS_L<3 lsO> and E_BUS%BBUS_L<3ltO> concatenated to form a 64-bit word with 
E_BUS%ABUS_L<3 1 .- 0 > in the more significant longword. The output is E_SHF%SHF_EESULT_H<3 1 K>> 
which can be muxed onto E_BUS%WBUS_L<31K)> and is directly connected to the Q register (see 
Section 8.5.7). 

The shifter produces two condition code bits, SHF<N> and SHF<Z>. These are available on the 
microtest bus and can be used to update the PSL. See Chapter 9 for more about the microtest bus 
and see Section 8.5.5 and Section 8.5.10.1 for more detail on setting PSL condition code bits. 
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The shifter shifts its input right by 0 to 32 bits. A shift amount of 0 selects the 
E_BUS%BBUS_L<31K>> and a shift amount of 32 selects E_BUS%ABUS_L«3lsO>. The equivalent of 
a left shift of N is accomplished by shifting left justified data (32>N) to the right. 

The shift operation is specified in the SHF field of tide microword. The following table shows the 
shifter operations by name and gives a description of each operation. If the microword is in the 
special format, the shifter function defaults to NOP since the SHF field is not present. 


Table 8—4: Shifter Operations 


Shifter Operation Name 

Operation Description 


NOP 

E_SHF% SHF_RE SULT_H <- UNPREDICTABLE 


PASS.A 

E_SHF%SHF_RESULT_H <- A 


PASS.B 

E_SHF%SHF_RESULT_H <- B 


PASS.Z 

E_SHF% SHFJRE SULT_H <- 0 


LEFT.DOUBLE 

E_SHF% SHF_RE SULT_H <- A’B rsh 32 - count (the effect is 
count) 

LSH 

LEFT.SINGLE 

E_SHF% SHF_RE SULT_H <- AO rsh 32 - count (the effect is 
count) 

LSH 

RIGHT.DOUBLE 

E_SHF%SHF_RESULT_H <- AB rsh count 


RIGHT.SINGLE 

E_SHF%SHF_RESULT_H <- O’B rsh count 


’ is the bitwise concatenation operator. 


For the 

SHF/LEFT.SIN GLE and SHF/RIGHT.SINGLE operations the shifter masks off E_BUS%BBUS_L<3iK» or 
E_BUS9oABUS_L<3 1j0>, respectively. This guarantees that the bits shifted into the result are 0. 

The shift amount comes from the VAL field of the microword or from the SC register. The SC 
register is the source of the shift amount if the VAL field is 0 or if the VAL field is not present 
because the microword is in the constant generation variant format. 

The SC register can specify an actual shift amount in the range of 0 to 31, and the VAL field can 
specify a shift amount of 1 to 31 (0 in VAL implies SC contains the shift amount). 

Neither the SC nor the VAL field can specify a shift of 32. However, since the SHF/LEFT.SINGLE and 
SHF/LEFT.DOUBLE operations differ from the corresponding right shift operations only in that the 
actual shift amount is the amount in the SC register or VAL field subtracted from 32 (32-N), the 
shifter shifts right by 32 when a left shift of 0 is specified. 

8.5.4.1 Shifter Condition Codes 

The shifter condition codes are not dependent on the instruction data length. They are calculated 
always for longword data length. The two condition codes calculated by the shifter are: 

• SHF<Z> - Zero 

This bit indicates that the shifter result was zero. It is the logical NOR of 

E_SHF%SHF_RESULT_H<3 1K)> . 
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• SHF<N> - Negative 

Ibis bit indicates that the shifter result was negative. It is simply E_SHF%SHF_RESULT_H<31>. 

The shifter condition codes are available on the microtest bus and can be used to update the 
PSL. If the microword following the one setting the shifter condition codes is stalled, the Ebox 
control logic holds the shifter condition code bits constant until the microword branching on them 
is ready to use them. The effect is the same as if no stall had occurred. See Section 8.5.14 and 
Chapter 9 for more about the microtest bus and see Section 8.5.5 and Section 8.5.10.1 for more 
detail on setting PSL condition code bits. 

8.5.4.2 Shifter Sign 

The shifter sign, SHF<N>, is saved after each shifter operation including pass operations. A 
constant based on this saved value is available as an input to E_BUS%ABUS_L<3 1 : 0 > . It is accessed 
by specifying SHIFT.SIGN in the A field of the microword. The constant is 0 or FFFFFFFF#16 for 
Saved-SHF<N> equal 0 or 1, respectively. Saved-SHF<N> is updated after each shifter operation 
and is held in each shifter NOP cycle. If microword N specifies a shifter operation, and 
microword N+l sources this constant, the new value is used to form the constant. However, 
the Saved-SHF<N> may be destroyed by executing a special format microword. The bit is 
UNPREDICTABLE after executing such a microword. 

8.5.5 RMUX and E_BUS%WBUS_L 

The RMUX coordinates Fbox and Ebox result storage and macroinstruction retiring. It is a 
large selector which selects the source of Ebox memory requests and the source of the next 
E_BUS%WBUS_L< 3 iK)> data and associated information. Tbe RMUX selection takes place in S4, as 
does the driving of the memory request to the Mbox. The new E_BUS%WBUS_L<3 1 K>> data is not 
used until S5. 

The RMUX is controlled by the retire queue. See Section 8.5.15.7 for detail on the retire queue. 
The retire queue output is a status which indicates whether the next macroinstruction to retire 
is being executed in the Ebox or the Fbox. Based on this status, the RMUX selects one of the 
two boxes to drive E_BUS%WBUS_L<3 1 .-o> and to drive the memory request signals. The box not 
selected will stall if it has need to drive E_BUS%WBUS_L<31K)> or memory request signals. The 
retire queue read pointer is not advanced, and therefore the RMUX selection cannot change, until 
the currently selected box indicates that its macroinstruction is to be retired (except that the 
retire queue read pointer is not advanced when MISC 1/RE TIRE INSTRUCTION is specified). 

NOTE 

The Ebox stalls when the microword does not specify NONE in the DST field and the 
retire queue selects the Fbox. It does not stall if the microword specifies DST/NONE, 
even if the same microword specifies a memory request. This is the reason for the 
microcode restriction that any microword specifying a memory operation must also 
specify DST/WBUS or something other than none in the DST field. See Section 8.5.27.15. 

The source (Ebox or Fbox) indicated by the retire queue is always selected to drive the RMUX. If 
the Ebox is selected, the W field of the microword in S4 selects either the ALU or the shifter as the 
source of the RMUX. (Note that E_BUS%WBUS_L<3 1 *)> is always driven, even if the Ebox specifies 
DST/NONE.) 
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8.5.5.1 RMUX Produced Memory Request Signals 

The RMUX produced memory request signals are: 

• a memory command, 

• a status indicating a destination queue indirect memory store, 

• a tag giving a register file address in case a memory read is specified, 

• and the data length for the operation. 

This information is processed slightly further in the Ebox’s Mbox interface logic to produce a 
memory request about halfway through S4. See Section 8.5.17 for more on Ebox memory requests. 

The only memory operation the Fbox can initiate is a destination queue indirect store (a memory 
store). If the Fbox is selected as the RMUX source, the memory request information comes from 
the Fbox and the destination queue. The destination queue is only accessed if the Fbox requests 
it. If it does not request a destination queue access, the memory information output by the RMUX 
indicates no operation. The Fbox also provides the data length if there is a store. 

If the Ebox is selected as the RMUX source, the memory request information comes from the 
microword. However, the DST field can cause a memory store request if it specifies a destination 
queue indirect store. The data length is from the DL register unless the microword L field overrides 
it to longword. The register file address for memory reads always comes from the DST field. 

8.5.5.2 RMUX Produced E_BUS%WBUS_L Related Information 

E_BUS%WBUS_L<31:0> carries result data from the Ebox and Fbox and is the only path by 
which macroinstruction results are written to memory or registers. The RMUX produced 
E_BUS%WBUS_L<3 1 : 0 > related information is: 

• the E_BU S^WBU S_L<3 1 K>> (a longword of data), 

• the E_BUS%WBUS_L<3 1 s0> destination address or specification, 

• the data length associated with E_BUS%WBUS_L<3isO>, 

• the S5 condition codes, 

• and an indication of which condition code map is to be used. 

The above control information is driven into S5 provided there is not an S4 stall. If there is an 
S4 stall, S5 control information specifying no operation is driven into S5 instead. 

If the Fbox is selected, EJBUS%WBUS_L< 31 : 0 > data comes from the Fbox. The E_BUS%WBUS_L<3 1 : 0 > 
destination address comes from the destination queue. The condition code bits and map 
specification come from the Fbox. The Fbox sets map specification code to specify no change 
of the condition code bits, except in the last cycle of an instruction retire when the map specifier 
specifies a particular condition code update. See Section 8.5.10.1.1 for more detail on condition 
code alteration. 

If the Ebox is selected, E_BUS%WBUS_L<31K>> data comes either from E_ALU%RESULT_H<3lsO> or 
E_SHF%SHF_RESULT_H<3isO>. The condition codes come from the same source (ALU or shifter). 
Since the shifter only produces N and Z condition code bits, the RMUX substitutes 0 for S5 C and 
V bits if the shifter is selected. The E_BUS%WBUS_L<31K)> destination address comes from the DST 
field of the microword or from the destination queue. The status indicating whether the condition 
code bits are to be updated and the condition code map to be used are both decoded from the MISC 
field of the microword. 
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In S5, E_BUS%WBUS_L<3 1 Kh> drives the W port of the register file and is the input to several 
miscellaneous registers in the Ebox. The condition codes and the map are used to update 
the PSL condition code bits if the map and associated status indicate this should happen. 
E_BUS%WBUS_L<31:0> is also the source of write data for any memory write request which was 
sent by the Ebox to the Mbox in the previous cycle. In other words E_BUS%WBUS_L<31:0>, in S5, 
is the source of write data for the memory operation selected by the KMUX in S4. 

In S5, E_BUS%WBUS_L< 31 K>> is zero extended according to the data length. The data length is 
from the DL register unless the microword L field overrides it to longword. E_BUS%WBUS_L< 31 K)> 
data is zero extended from the effective data length to longword. 

8.5.6 VA Register 

The 32-bit VA register is the source for the address on all Ebox memory requests, except 
destination queue based stores which use the current PA queue entry for an address. Unlike the 
entry in the PA queue, the VA register address is not yet translated (though it may be a physical 
address). It is a virtual address except when the memory operation doesn’t require translation 
(as in IPR references or explicit physical memory references) or when memory management is off. 

The VA register can be used to latch a temporary ALU output value without driving the ALU result 
onto E_BUS^WBUS_L<3 1 .-0> . 

The VA register can be loaded onh’ from the output of the ALU, E_ALU?cRESULT_H< 3 1:0>. It is loaded 
when the microword V field specifies to load it. The load occurs at the end of S4, even when there 
is an S4 stall. If a given microword specifies a memory operation in the MRQ field and loads the 
VA register, the new VA value will be received by the Mbox with the memory command. For more 
detail on Ebox-initiated memory operations, see Section 8.5.17. 

NOTE 

The address for memory operations is part of the data latched in the EM_LATCH in the 
Mbox. This is why the Ebox can overwrite the VA value during S4 stalls even though 
the stall might be because the EM.LATCE is full. 

The VA register is one of the possible E_BUS%ABUS_L<31:0> sources. The microword specifies VA in 
the A field to use it. 

8.5.7 Q Register 

The 32-bit Q register is closely associated with the shifter. It can be loaded directly from the 
shifter output without driving that data onto EJBUS%WBUSJL<3isO>. Microcode uses it to hold 
temporary data. 

The Q register can only be loaded from the shifter output, E_SHP%SHF_RESULT_H<3iKh>. It is 
loaded when the microword Q field specifies to load it. The load occurs at the end of S4, even 
when there is an S4 stall. 

The Q register is one of the possible sources of both E_BUS%ABUS_L< 31 K)> and E_BUS%BBUS_L<31:0>. 
The microword specifies Q in the A or B field to use it. 

The data in the Q register is shifted one bit to the left or right as a side effect of the ALU SMUL.STEP 
and UDIV.STEP operations. The shift is one bit to the left for UDIVSTEP and one bit to the right for 
SMUL.STEP. 
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8.5.8 Bypassing of Results 

The Ebox implements bypass paths for result data from S4 or S5 to E_BUS%ABUS_L<3i.-o> or 
E_BUS%BBUS_L<3 i.-o> . These paths allow microwords to use any register in the register file as 
a source of E_BUS%ABUS_L<3is0> or E_BUS%BBUS_L<31H>> even if the register has been updated 
by one of the two preceding microwords. The Ebox pipeline reads from the register file in S3, 
operates on the data in S4, and writes the register file in S5. Since adjacent microwords in the 
pipeline could be from entirely different macroinstruction execution microflows, it is necessary 
that the Ebox hardware detect and resolve cases where one microword alters a register and a 
subsequent microword reads that register before it is written. 

NOTE 

The Fbox is one possible source of result data in S4, and any S5 operation may be a 
result store operation from the Fbox piped forward one stage. Bypassing of results 
destined for the register file from S4 or S5 works for Fbox result store operations in 
the Ebox pipeline in the same way as for microcode operations. 

The Ebox monitors the register file addresses on the A and B ports of the register file in S3 
and compares those to the RMUX register file address in S4. Whenever E_BUS 7 cABUS_L< 3 1K)> and 
E JBUS%BBUS_L< 3 1 K)> are expecting data that is not yet in the register file, the data is steered 
directly from the output of the RMUX (at the end of S4). 

NOTE 

The bypass path for register file entries from E_BUS 9 cWBUS_L< 3 1 :0> in So to 
E_BUS%ABUS_L< 3 1.-0> or E_BUS%BBUS_L< 31 K)> is implemented by register file flow-thru 
writes. EJBUS%-WBUSJL< 3 i! 0 > data is written into the register file early in the cycle and 
read after the write. So reads see the result of writes from the same cycle. 

The S3 A and B port addresses can come from the microword or the source queue. Similarly the 
RMUX address in S4 can come from the microword, the destination queue, or the Fbox. The W 
port address in S5 has already been determined by the RMUX in the previous cycle. The Ebox 
bypass path control logic compares the final S3 read addresses to the final S4 write addresses and 
enables the appropriate bypass path when there is a match. (As noted above, S5 to S3 register 
file bypass is a flow-thru path.) 

Data length has an effect on bypass operations for GPRs. When a pending GPR write is to less 
than a full longword, only the bytes which are going to be updated are bypassed. The other bytes 
are read from the register file. Effectively, an independent bypass check is made for each of the 
following: byte 0, byte 1, and the upper word. 

In the event that the W port and the RMUX update the same register, the bypass logic chooses the 
RMUX data as the source of E_BUS%ABUS_L<3lsO> or E_BUS%BBUS_L<3iKb-. 

NOTE 

Note it would be possible for a value to be constructed of data from the register file, 
the RMUX, and the W port all at once, because of differing data lengths. 

In the event that the IW port (from the Ibox) and the RMUX update the same register, the bypass 
logic chooses the RMUX data as the source of EJBUS%ABUS_L< 31 : 0 > or E_BUS%BBUS_L<31:0>. See 
Section 8.5.1.3 for more on IW port bypass. 
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The Q and VA registers updates are also effectively bypassed. Microcode can depend upon the 
new data being available to E_BUS<*ABUS _L<3 1 *>> and E_BUS%BBUS_L<3i.-o> when the preceding 
microword updated these registers. However, the Q register contents are not bypassed if the Q 
register was updated by a shift caused by an ALU/SMUL.STEP or ALU/UDIV.STEP ALU operation. 

NOTE 

The bypass mechanisms for the VA and Q registers are based on a flow-thru latch 
updated in S4 (and not stalled) rather than actual bypass paths. Neither bypass is 
data length dependent, as writes to these registers always load the entire longword. 

Bypassing for other registers and states in the Ebox generally does not make sense, and therefore 
is not implemented. For example, there is no bypass associated with the INT.SYS register or the 
PSL. 

8.5.9 Result Destinations 

Most of the Ebox result destinations receive their data from EJBUS%WBUSJL<31:0> in 
S5. Destinations specified in the DST field of the microword are updated in So from 
E_BUS < ycWBUS_L<3 1 : 0 > . Possible E_BUS<TcWBUS_L<3i:0> destinations are any register file entry, the 
PSL and SC registers, and the MMGT.MODE and INT.SYS special registers. More detail on the 
miscellaneous registers is given in the next section. 

A number of special capabilities for loading registers are available through the MISC field of the 
microword. 

• The DL (data length) register can be altered in S3, affecting the next microword but not the 
current one. 

• The SC register can be updated directly from E_BUS%ABUS_L< 4 : 0 > in S4 (overriding an S5 
update from the preceding microword). 

• The MPU (mask processing unit, see Section 8.5.10.7) can be updated directly from 
E_BUS%BBUS_L<29:16> in S4. 


8.5.10 Miscellaneous Ebox Registers and States 

There are a number of states and registers in the Ebox with special purposes. Some, like the 
DL register, provide control information. Some provide status signals used by Microsequencer 
conditional branches. They also vary in how and when they are loaded. 

8.5.10.1 PSL 

The PSL is the VAX architecture PSL register. Its bits are used in several places within the 
Ebox. The Microsequencer uses a number of the bits to make dispatching decisions. Additionally 
the current mode is used by the Mbox and the IPL level is used by the interrupts section (see 
Chapter 10 for more on interrupts). 

The PSL can be loaded as a longword or byte destination of E_BUS%WBUS_L<31jO> in S5. There are 
two different decodes of the DST microword field which load the PSL, DST/PSL and DST/PSLJBO. The 
first loads the entire PSL. The second loads only the low-order byte of the PSL. 
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8.5.10.1.1 Condition Code Alteration 

The condition code bits of the PSL can be altered independently. Ibis occurs when the MISC field 
of the microword specifies one of the six possible PSL condition code update functions. Condition 
code update also occurs when the Fbox retires a macroinstruction. The update occurs at the 
end of S5. The resulting bits can be used in the next cycle (for example, the second following 
microword can source the PSL). 

The new condition codes are a logic function (called a map) of the current PSL condition codes and 
the new S5 condition codes. The S5 condition codes in any cycle were selected in the previous 
cycle by the RMUX from the shifter, ALU, and Fbox condition codes. The map specifier is an 
output of the RMUX. It is either supplied by the Ebox or the Fbox. The six different condition code 
update functions available through the MISC field of the microword indicate six different maps. 
The Fbox derives its map from the opcode of the macroinstruction it is executing. 

The following tables show all the different condition code alteration maps. Table 8—5 shows the 
microcode specified maps used for macroinstructions executed in the Ebox. Table 8-6 shows the 
maps used for macroinstructions executed in the Fbox. 


Table 8-5: Condition Code Alteration Maps Specified By Microcode 


MISC Field Specification 

Map Function 

LOAD.PSL.CC.niP 

PSL<NJZ.V> <- So Condition Codes <N,Z.V> 
PSL<C> <- PSL<C> (unchanged) 

LOAD.P3L. CC. JIZJ 

PSL<N> <- S5 Condition Code <N> XOR So Condition Code <V> 
PSL<Z> <- S5 Condition Code <Z> 

PSL<V> <- 0 

PSL<C> <— NOT S5 Condition Code <C> 

LOAD.PSL.CC.IO 

PSL<NJZ,V,C> <- S5 Condition Codes <N,Z,V,C> 

LOAD.PSL.CC.UIJ 

PSL<N r Z,V> <— S5 Condition Codes <N,Z,V> 
PSL<C> <- NOT S5 Condition Code <C> 

LOAD.PSL.CC.IIIP.QUAD 

PSL<Z> <- PSL<Z> AND S5 Condition Code <Z> 
PSL<N,V> <- S5 Condition Codes <N,V> 

PSL<C> <- PS L< C >( unchanged) 

LOAD.PSL CC.PPJP 

PSL<V> <- NOT S5 Condition Code <Z> 
PSL<N,Z,C> <— PSL<N,Z,C>(unchanged) 

Table 8-6: Condition Code Alteration Maps Used By The Fbox 

Map Specifier Value 

Map Function 


0 No change to the PSL condition code bits. 

1 (used for MOVF, MOVD, MOVG) PSL<N,Z> <- S5 Condition Codes <N£> 

PSL<V> <- 0 

PSL<C> <- PSL<C> (unchanged) 


2 (used for most floating point PSL<N r Z> <- S5 Condition Codes <N,Z> 
instructions) PSL<V,C> <- 0 
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Table 8-6 (Cont): Condition Code Alteration Maps Used By The Fbox 


Map Specifier Value 

Map Function 

3 (used for MULL and some convert 
instructions) 

PSL<N,Z,V> <- S5 Condition Codes <N,Z,V> 
PSL<C> <- 0 


8.5.10.1.2 Trace and Trace Pending Bits 

When the first microword of a macroinstruction execution microflow reaches S5, the PSL<T> 
bit is copied into the PSL<TP> bit. (Macroinstruction execution microflows are distinguished 
from other microflows by a status bit sent from the Microsequencer. See Section 8.5.14.3.) 
The Microsequencer receives both these bits and causes a trap fault dispatch when necessary. 
The Microsequencer anticipates the setting of PSL<TP> when it dispatches a macroinstruction 
execution microflow so that it will dispatch to the trace fault handler on the next 
SEQ-MLTC/LAST.CYCLE or SEQ.^rUX/IAST.CYCLE.OVERFLOW. (See Section 9.2.3.3.2.) 

8.5.10.2 SC 

The SC register is a 5-bit register which holds a shifter shift amount. The microword can specify 
left and right shifts of the amount in the SC register. A microword specifies this one of two ways. 
If the constant generation variant of the microword is used, the SC register is always the source 
of the shift amount. Also, the SC register is the shift amount source if the microword is not a 
constant generation variant and the VaL field is zero. 

The SC register can be loaded in two different ways. One way is to specify DST/SC, specifying the 
SC as the destination of E_BUS%WBUS_L<4:0> . The other way is to specify MISC/LOAD.SC.FROMA. In 
this case the SC register is loaded from EJBUS%ABUS_L<4sO>. 

The E_BUS%WBUS_L<4K)> load into SC occurs at the end of S5. The E_BUS%ABUS_L<4.-o> load occurs 
at the end of S4. In either case, the new value is not seen by the shifter until the next cycle. 
The shifter can use the old SC value during the current cycle. The SC control logic ensures that 
the following case works the same way with and without a stall on the second microword. If 
microword N loads the SC register off E_BUS%WBUS_L<4jO>, and microword N+l shifts some data 
by the amount in the SC register, the data will be shifted according to the value in SC as microword 
N began. 

If two different microwords each specify a load of the SC in the same cycle, the E_BUS%ABUS_L<3 1 Kh> 
data is loaded. This can only happen if one microword specifies DST/SC and the following 
microword specifies MISC/LOAD.SCJPROMA. The more recently executed microword wins. (Note 
that this means the result when a stall delays the second microword is the same as if there is no 
stall.) 


NOTE 

If an Ebox pipeline abort occurs, it does not necessarily prevent the modification of the 
SC register by a microword in the pipeline. If a microword which would alter the SC 
in S5 (i.e., specifies DST/SC) enters S5 in a pipeline abort cycle, the SC is loaded despite 
the abort. Effectively, the SC register is UNPREDICTABLE after a pipeline abort (though 
if a particular case is analyzed carefully, it may be possible to determine that the SC is 
predictable in that case). 
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8.5.10.3 INT.SYS 

INT.SYS is a possible E_BUS%ABUS_L<31K)> source and a possible E_BUS%WBUS_L<31:0> destination. 
It is microcode’s interface to the interrupt section. Botb as a source and as a destination, INT.SYS 
is a longword. For information on the format and use of the register, see Chapter 10. The register 
is read in S3 and written in S5. 

8.5.10.4 MMGT.MODE 

The MMGT.MODE register is a 2-bit E_BUS%WBUS_L destination. It is loaded from 
E_BUS%WBUS_L<3:2> early in S5. Its value is used in memory management probe accesses (MRQ 
field specifies PROBE.V.RCHK, PROBE.VJRCHK.NOFILL or PROBE.V.WCHK). The Ebox drives this mode 
directly to the Mbox. For more detail on Ebox-Mbox interaction see Section 8.5.17. 

8.5.10.5 State Flags 

There are 6 1-bit state flags: 0 through 5. Microcode can conditionally branch on these bits. 
They can be set and cleared by microcode, and some are cleared automatically at the start of 
each macroinstruction execution microflow. The state flags are used as microcode flags for loops 
and shared microcode paths. 

The state bits are maintained in S3. If the state bits are altered in a microword, a branch based 
on the new state may be specified in the next microword. It is possible to set or clear state flags 
and branch on the previous value in the same microword. 

The following table shows the microword fields and specifications used to set and reset state 
flags. 


Table 8-7: Setting and Clearing State Flags 


MISC Field in Standard Format Microword 

Mnemonic 

Operation 

MISC/CLR.STATE.3-0 

Clear State Flags 0-3 

MISC/SET.STATE.O 

Set State Flag 0 

MISC/SET.STATE.l 

Set State Flag 1 

MISC/SET.STATE.2 

Set State Flag 2 

MISCl Field in Special Format Microword 

Mnemonic 

Operation 

MISC1/CLR.STATE.5-4 

Clear State Flags 4 and 5 

MISC1/SET.STATE.3 

Set State Flag 3 

MISC1/SET.STATE.4 

Set State Flag 4 

MISC1/SET.STATE.5 

Set State Flag 5 


At the start of each macroinstruction (macroinstruction and FPD dispatches in the 
microsequencer), in S3, state flags 0 through 3 are reset. If the first microword of the 
macroinstruction execution microflow sets any of the state flags, it will override the automatic 
reset for the particular state bit(s) specified; the others are still cleared. 
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The state flag bits may be selected onto the microtest bus for use in microcode branches. See 
Section 8.5.14 and Chapter 9 for more on microcode branches. 

8.5.1 0.5.1 E%MACHINE_CHECK_H 

If state flag 5 is 1 and state flag 4 is 0, the signal E%MACHINE_CHECK_H is asserted. This causes 
pin P%MACM1NE_C H KCK.H to be asserted. 

8.5.10.5.2 State Flags and Pipeline Abort 

The state flags are maintained in S3. If a microword which specifies to set or clear state flags 
enters S3, the flags are altered. Also, the automatic reset of state flags 0 through 3 at the start of 
a new macroinstruction execution flow occurs when the associated microword is in S3. In either 
of these cases, a pipeline abort (due to a microtrap) in S4 for the associated microword will not 
prevent the state flag modification. When microcode intends that the state flags not be altered 
by a specific flow if it is aborted by a microtrap, special rules must be followed. 

There are two cases. If the anticipated microtrap can only occur with microword N in S3, 
microword N+l can specify an alteration of a state flag and it will not happen if the microtrap 
occurs. If the anticipated microtrap can only occur with microword N in S4, and microword N+l 
alters a state flag, that state flag will be affected even if the microtrap occurs. In this case, 
microword N+2 may alter a state flag and it will not happen if the microtrap occurs. 

If it is not predictable whether microword N will be in S3 or S4 when the anticipated microtrap 
occurs, then the obvious extrapolation of the above explanation determines the result. 

Here is an example case in which microword N is guaranteed to be in S3 when an anticipated 
microtrap occurs: 

• Microcode issued an explicit memory read to a Wn register and microword N sources Wn to 
the E_BUS%ABUS_L< 31 : 0 > to synchronize the operation. The anticipated microtrap is associated 
with the memory read to Wn. 

Here are some example cases in which microword N is guaranteed to be in S4 when an anticipated 
microtrap occurs: 

• Microword N sources an MD to the E_BUS%ABUS_L<31K>> (through the source queue) to 
synchronize to an operand prefetch issued by the Ibox. The microtrap is associated with 
the operand which is to be returned to the MD. 

• Microword N synchronizes to an explicit memory reference in microword N-l by specifying 
MRQ/S YN C .MBOX. The microtrap is associated with the memoiy reference issued by microword 
N-l. 

Microcode which intends to avoid the side effect in which state flags 0 through 3 are cleared in 
the first cycle of a macroinstruction microflow if a microtrap occurs may have to add a microword 
after the one synchronizing to the anticipated microflow before specifying SEQMUX/LAST.CYCLE or 
SEQ.MTJX/LAST.CYCLE. OVERFLOW. Specifically if microword N synchronizes to an anticipated microtrap 
in S4 and microword N+l specifies SEQ.MTJX/LAST.CYCLE, then state flags 0 through 3 will not be 
cleared if the microtrap occurs. However, if microword N specifies SEQ.MTJX/LAST.CYCLE, the state 
flags could be cleared (though it would depend on the detailed timing of the events). 
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8.5.1 0.6 DL Part of the Instruction Context Register 

The DL is one field of the instruction context register It contains the initial data length for the 
macroinstruction which is being executed in the Ebox. The data length is determined by the Ibox 
and passed to the Microsequencer in the instruction queue. The Microsequencer enters the DL 
into the instruction context register, along with other instruction context information. It is used 
by the Ebox as the default data length for each microword. Each microword specifies use of the 
data length in the DL or use of a data length of longword. The L field of the microword determines 
this. The operations affected by data length are: 

• Calculation of the ALU condition codes. 

The four condition codes are determined according to the data length. (For example, the 
ALU<N> is bit <31>, <15>, or <7> for longword, word, or byte length operations, respectively.) 

• Zero Extending of EJBUS%WBUSJL<3 i.-o> data. 

E_BUS%WBUS JL<3 io> data is zero extended from the specified data length to longword. 

• The size of a memory operation initiated by this microword. 

This affects all memory operations except result stores to the current PA queue entry address. 
(PA queue entries contain the data length used for the store operation.) 

• Register File GPR Writes. 

GPR writes from E_BUS9cWBUS_L<3i:0> are gated by the data length such that only the bytes 
in that data length are affected by the write and others are unchanged. (Writes from the MD 
and IW ports to the GPRs are not affected by the DL.) 

The DL field in the instruction context register can be modified by specifying DL.BYTE, DL.WORD, or 
DL.LONG in the MISC field of the microword. The effect is to set the DL to byte, word, or longword 
data length, respectively. The old DL value applies to operations in the current microword. The 
new DL value applies to the next microword. 

See Section 8.5.14.1 for more on the instruction context register. 

8.5.10.7 Mask Processing Unit 

The mask processing unit (MPU) holds and processes a 14-bit value. The value is loaded from 
E_BUS%BBUS_L<2&:16> when the microword specifies LOAD.MPU.FROM3 in the MISC field. The MPU 
outputs a set of bits with which the microcode can carry out an eight-way branch. They are 
MPU0_6<2:0> and MPU7_13<2:0>. The purpose of this is to allow microcode to quickly process bit 
masks in macroinstruction execution microflows for CALLG, CALLS, RET, FFC, FFS, POPR, and PUSHR. 

The MPU unit loads a 14-bit value from E_BUS%BBUS_L<2»:ie> when the microword specifies 
it. This occurs in S4. The MPU evaluates the input producing the values on MPU0_6<2:0> 
and MPU7_13<2:0> shown in the table below. MPU0_6<2:0> depends only on mask bits <6:0> and 
MPU7_13<2:0> depends only on mask bits <13:7>. 


Table 8-8: MPU Calculation 


MPU0_6<2:0> Truth Table 




Mask<6:0> 



MFU0_6<2:0> 

X X X X X 

X 

1 

000 


AH values shown in binary. X = don’t care 
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Table 8-8 (Cont): MPU Calculation 


MPU0_6<2:©> Truth. Table 





Mask<6Kh> 






MPUO_6<2:0> 

X 

X 

X 

X 

X 

1 

0 

001 

X 

X 

X 

X 

1 

0 

0 

010 

X 

X 

X 

1 

0 

0 

0 

Oil 

X 

X 

1 

0 

0 

0 

0 

100 

X 

1 

0 

0 

0 

0 

0 

101 

1 

0 

0 

0 

0 

0 

0 

110 

0 

0 

0 

0 

0 

0 

0 

111 

MPU7_13<2H)> Truth Table 





Mask<13:7> 






MPU7_ 1 3 <2 :0> 

X 

X 

X 

X 

X 

X 

1 

000 

X 

X 

X 

X 

X 

1 

0 

001 

X 

X 

X 

X 

1 

0 

0 

010 

X 

X 

X 

1 

0 

0 

0 

Oil 

X 

X 

1 

0 

0 

0 

0 

100 

X 

1 

0 

0 

0 

0 

0 

101 

1 

0 

0 

0 

0 

0 

0 

110 

0 

0 

0 

0 

0 

0 

0 

111 

All values shown in 

binary. X 

= don’t care 




Microcode can branch on the MPU7_13<2:0> or MPU6_0<2:0> values after they are loaded. The initial 
processing is done by the end of the S4 cycle which loaded the MPU. When microcode does branch 
on one of these values, the least significant bit which is 1 in the current mask value in the MPU 
is reset to 0 automatically. This occurs in S3, so that the next microword cam branch on the new 
value of the mask. (The MPU bit dear does not occur in a cycle in which there is an S3 stall.) 
The MPU detects that the microword entering S3 specifies an eight-way branch on MPU7_13<2:0> or 
MPU6_0<2:0> by examining the E_USQ%UTSEL_H<4:0> and E_USQ%UTSEI < _L<4K>> bits. If they specify 
a MPU branch, the appropriate bit is reset. 

If a load of a new MPU mask value is simultaneous with a microcode MPU branch, the new data is 
loaded correctly without any side effect due to the branch. This occurs when a microword specifies 
LOAD .MPU.FROM .B and the immediately following microword does a branch on the previous mask 
value. The branch is an S3 operation of the second microword, while at the same time the load 
is an S4 operation of the first. (The branch outcome is guaranteed to reflect the MPU value before 
the load.) 
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8.5.11 Branch Condition Evaluator 

The branch condition evaluator uses the macroinstruction opcode, the ALU condition code bits, 
the PSL condition code bits, and E_SHF%SHF_RESULT_H<o> to evaluate the branch condition for 
all macroinstruction conditional branches. The evaluation is done in every cycle but is only used 
if the microword specifies SYN C 3DISP. TEST.PRED in the MRQ field. The result of the evaluation is 
compared with the Ibox prediction for the branch. The Ibox prediction is indicated in the current 
branch queue entry. If the Ibox prediction was not correct, the Ebox signals the Ibox and sends 
a branch misprediction trap request to the Microsequencer. 

The branch condition evaluation is begun late in S4 and finished early in S5. All the information 
needed to perform the evaluation is gathered late in S4. The PSL condition code bits used in the 
comparison are bypassed; they are the bits which will be latched into the PSL at the end of S4. 
The ALU condition code bits used are generated late in S4 and are dependent on the data length 
for the instruction. The shifter result bit is also generated late in S4. The opcode is available 
early in S4 and is used to set up the evaluation. 

In S5, the result of the branch condition evaluation is compared with the Ibox prediction, and 
ETcBCOND_RETIRE_L is asserted to tell the Ibox that a branch queue entry for a conditional branch 
was removed from the branch queue. If the prediction was not correct, the Ebox also asserts 
E%BEANCH_MISPREDICT_L which is received by the Ibox and Microsequencer. The Microsequencer 
forces a branch mispredict microtrap beginning in the next cycle when E%BRANCH_>XI5PREDICTJL 
is asserted. If E9cBCOND_RETIBE_L is asserted and E^BBANCH_MISPBEDICT_L is not, the Ibox 
releases the resource which is holding the alternate PC (the address which the branch should have 
gone to if the prediction was not correct). If E^B COXD_RETIRE_L and ErcBRANCH _MISPREDICT_L 
are both asserted, the Ibox begins unwinding the BLOG and fetching instructions from the 
alternate PC. In this case, the microtrap in the Ebox will cause the Ebox and Fbox pipelines to 
be purged and the various Ibox-Ebox queues to be flushed. Also, E%FLUSH_MBOX_H is asserted, 
flushing Mbox processing of Ebox operand accesses other than writes. See Section 8.5.19 for 
more on Ebox handling of microtraps. See Chapter 9 for more on dispatching a microtrap. See 
Chapter 7 for more on activity surrounding branch misprediction. 

The branch macroinstruction has entered S5 and is therefore retired even in the event of a 
misprediction. It is the macroinstructions following the branch in the pipeline which must be 
prevented from completing in the event of a misprediction trap. 

The following shows all the cases the branch condition evaluator handles. The macroinstruction 
opcode and mnemonic are given along with the boolean equation used to determine if the branch 
is taken. 


Table 8-9: Branch Condition Evaluation 


Instruction 

Opcode 

Branch Taken Condition 

BNEQ, BNEQU 

12 

NOT PSL<Z> 

BEQL, BEQLU 

13 

PSL<Z> 

BGTR 

14 

NOT (PSL<N> OR PSL<Z>) 

BLEQ 

15 

PSL<N> OR PSL<Z> 

BGEQ 

18 

NOT PSL<N> 
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Table 8-9 (Cont.): Branch Condition Evaluation 


Instruction 

Opcode 

Branch Taken Condition 

BLSS 

19 

PSL<N> 

BGTRU 

1A 

NOT (PSL<C> OR PSL<Z>) 

BLEQU 

IB 

(PSL<C> OR PSL<Z>) 

BVC 

1C 

NOT PSL<V> 

BVS 

ID 

PSL<V> 

BGEQU, BCC 

IE 

NOT PSL<C> 

BLSSU, BCS 

IF 

PSL<C> 

SOBGEQ 

F4 

NOT ALU<N> 

SOBGTR 

F5 

NOT (ALU<N> OR ALU<Z>) 

AOBLSS 

F2 

ALU<N> XOR ALU<V> 

AOBLEQ 

F3 

(ALU<N> XOR ALU<V>) OR ALU<Z> 

ACBB 

9D 

(ALU<N> XOR ALU<V>) OR ALU<Z> 

ACBW 

3D 

(ALU<N> XOR ALU<V>) OR ALU<2> 

ACBL 

FI 

(ALU<N> XOR ALU<V>) OR ALU<Z> 

BBS 

E0 

E_SHF^SHF_RESULT_H<0> 

BBC 

El 

NOT E_SHF%SKF_RESULT_H<0> 

BBSS 

E2 

E_SHF9cSHF_RESULT_H<0> 

BBCS 

E3 

NOT E_SHF%SHF_RESULT_H<0> 

BBSC 

E4 

EJ5HF%SHF_RESULT_H<0> 

BBCC 

E5 

NOT E_SHF%SHF_RESULT_H<0> 

BBSSI 

E6 

E_SHF%SHF_RESULT_H<0> 

BBCCI 

E7 

NOT E_SHF%SHF_RESULT_H<0> 

BUBS 

E8 

E_SHF%SHF_RESULT_H<0> 

BLBC 

E9 

NOT E_SHF%SHF_RESULT_H<0> 


8.5.12 Miscellaneous Ebox Operand Sources 

Generally Ebox operand sources are registers in the register file or other registers. Certain 
sources are read type accesses to Ebox states, special results calculated automatically, or access 
to a data path not normally used as an operand source. In some cases data which can be accessed 
in another way is arranged in a special format as a source. 
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Figure 8-4: S+PSW Format 


31 30 29 28127 26 25 24123 22 21 20119 18 17 16|15 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 

4 f— 4—4—4— 4—4— 4—4— 4— 4— 4— 4— 4— + 4—4—4 4 4—4—4 4—4—4— 4—4—4 4—4 4 4—4 

|0 0 | 100000000000000000000 0 | 10000 0 | 

4 4 4- -( 4 + K 4 I ! h 4— 4 4— 4— 4— 4— 4— 4— 4— 4— 4— 4— 4— 4—4 4—4—4 4 

I I 

I 4 PSK7 : 5> 

4 OPCODE<0> 


8.5.12.1 S+PSW_EX 

The S4PSW_EX E_BUS%ABUS_L<31K>> source is amply a bit from the macroinstruction opcode and 
several bits from the PSL. It saves microcode steps in the CALLS and CALLG macroinstructions. 
Figure 8-4 shows the format of this longword source. 

Bit <29> comes from the instruction context register (OPCODE<0>). Bits <7:5> come from the PSL 
register. 

8.5.12.2 Population Counter 

The Population Counter is an Ebox function unit which calculates four times the number of 
ones in E JBUS9JABDS JLe 13Kb- every cycle. Its result is available as a E_BUS<£ABUS_L<31:0> source 
to the following microword. It saves microcode steps in the CALLS, CALLG, POPP., and PUSHR 
macroinstructions. 

The Population Counter calculates a result in the range 0 to 14*4 equal to four times the number 
of ones in E_BUS%ABUS_L< 13 K>> early in S4. If microword N steers data to E_BUS%ABUS_L<3 1 : 0 > , 
microword N+l can access the Population Counter result for that data by specifying POP.COUNT 
in the A field. If microword N+l is stalled in S3, Ebox control logic holds the Population Counter 
result until the stall ends. The effect is the same as if no stall had occurred. 

The Population counter’s result is used to calculate the extent of the stack frame which will 
be written by the macroinstruction. The two ends of the stack frame are checked for memory 
management purposes before any writes are done. 

8.5.1 2.3 RN.MODE.OPCODE 

RN.MODE.OPCODE is a longword composite source used when the microcode needs to access one of 
these data items. The four data fields in this register are RN<3:0>, CXJR_MOD<1:0>, OPCODE<7:0>, 
and the VAXJKESTARTJBIT. Figure 8-5 shows the position of these fields in the longword. This 
longword is one of the possible E_BUS%BBUS_L<3l.-0> sources. It is read in S3. 

The RN<3:0> field is really a special data path. Its value is the GPR number in the current source 
queue entry. The following restrictions apply: The A field of the microword must specify SI (the 
current source queue output), and the microcode must know from context that the source queue 
entry points to a GPR. If these restrictions are not met, the value returned in the RN field is 
UNPREDICTABLE. 
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Figure 8-5: RN.MODE.OPCODE E_BUS%BBUS_L<31 :0> Source 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08 | 07 06 05 04 | 03 02 01 00 

+— •+ +— + — +--+ — + I +-* -+ — 4 — + — 4 — 4 + 

| RN |0 01 | OPCODE 1000000001 |00000 00| 

4- + + + + 4 4 — -+ +-- •+ +-+--+—+ t— — h I r + 4 —' + +— +— H +— + 4 + 


+— CUR MOD 


■r— VAX RESTART BIT 


The CUR_MOD<1:0> field is simply the access mode of the current process; it is taken directly from 
PSL<25:24>. 

The OPCODE<7:0> field is the opcode from the most recent macroinstruction execution dispatch. 
It is taken from the instruction context register in S3. This instruction context register field has 
9 bits. The 9th bit indicates the first byte of the opcode was FD#16. The opcode portion of the 
RNJVIODE.OPCODE source does not include the 9th bit. 

The VAX_RESIART_BIT field is the VAX Restart Bit which indicates that the most recently dispatched 
macroinstruction execution microflow has not altered a GPR or initiated a memoiy write operation 
of some kind. It is used to indicate to the operating system that a macroinstruction which 
encountered some error hasn’t modified any architectural state. See Section 8.5.13 for more 
detail. 


8.5.1 2.4 PM FONT Register 

The PMFCNT register which is part of the performance monitoring facility is available as an 
E_BUS<TcABUS_L<3iK>> source. See Chapter 18 and Figure 18-4. 

8.5.13 VAX Restart Bit 

The VAX Restart Bit is used to keep track of whether the currently executing macroinstruction 
has altered any architecturally visible state. It is only used by macrocode handling machine 
check exceptions. Conceptually, the Ebox hardware resets this bit anytime a GPR is altered or 
a memoiy write or store is initiated and sets it anytime a new macroinstruction begins. Often 
there is more than one macroinstruction in the NVAX pipeline, making maintenance of the VAX 
Restart Bit somewhat tricky. 

As is described in Section 8.5.19, microtraps for faults are always taken at the end of S4, before 
the microword can advance to S5. The VAX Restart Bit is set reset only when operations advance 
to S5 and there is no pipeline abort in that cycle. 

The VAX Restart Bit is reset each time a microword which alters a GPR or specifies any memoiy 
write is advanced into S5. The bit is reset in S5 when a read is sent to the Mbox and the read 
data is to be returned to a GPR, since that event actually writes the data on EJBUS%WBUSJL< 31 : 0 > 
into the specified GPR. 

The memory operations specified in the MRQ field which cause the VAX Restart Bit to be reset are: 

• WRITE . V. W CHK and 

• WRITE.V.UNLOCK. 
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In addition, all microwords specifying DST/DST reset the VAX Restart Bit since destination queue 
indirect stores are either memory stores or GPR writes. 

The VAX Restart Bit is set each time a microword which causes dispatch to an execution 
microflow is advanced into S5, or when microcode handles a trap exception by retiring the current 
instruction and dispatching to the exception handler in microcode. Specifically, it is set when 
MISC/RETERE.INSTRUCTION or SEQJkfUX/LAST.CYCLE is specified by the microword in S5. The set 
always overrides the reset when both conditions exist in the same cycle. So the bit is reset when 
a microword which alters a GPR or writes or stores to memory is in S5 and that microword does 
not specify MISC/RETERE.INSTRUCnON or SEQ.MUX/LAST.CYCLE. 

When the Fbox is retiring results, the VAX Restart Bit is maintained properly. It is reset if the 
Fbox stores a result in memory or the register file (that is, it is reset on any destination queue 
indirect store from the Fbox). It is set when the Fbox asserts F%RETIRE_H, retiring the current 
Fbox instruction. (Note that this is not the cycle in which the microword which initiated the Fbox 
instruction is in S4; this is the cycle in which the Fbox sends the result of the operation to the 
Ebox.) As with Ebox retires, the set overrides the reset. 

The VAX Restart Bit doesn’t detect all changes to architecturally visible states. Microcode takes 
explicit action when it is about to alter some architecturally visible state other than memory or 
a GPR. It can, for example, copy a GPR to itself before changing the other state in question. 

The VAX Restart Bit is read out in S3 but is maintained in So. The value of this bit isn’t useful 
if the pipeline is executing macroinstructions normally. It is useful only when a machine check 
exception has been detected. Since the VAX Restart Bit is updated in mid S5, it won’t report a 
memory or GPR write until the second microword after the one which does the write. 

The VAX Restart Bit is read through the RN.MODE.OPCODE E_BUS9eBBUS_L<3i:0> source. See 
Section 8.5.12.3. 

8.5.14 Ebox-Microsequencer Interface 

The Ebox receives the data path control part of the microword and the macroinstruction context 
information from the Microsequencer at the beginning of S3. It also receives a few signals 
indicating the circumstances accompanying the fetch of the microword. The Ebox sends many 
states which are needed for conditional branches to the Microsequencer from various points in 
the Ebox pipeline. The Microsequencer uses these states for conditional branch calculation. 

8.5.14.1 Instruction Context Register 

The Microsequencer latches macroinstruction information at the beginning of each, 
macroinstruction execution microfiow, including FPD microflows. This information was originally 
created in the Ibox and entered in the instruction queue. At some point the Microsequencer 
extracted that information along with a control store dispatch address. The Microsequencer 
pipelines this information so that it becomes visible to the Ebox at the same time as the microword 
from the dispatch address is clocked into the M3B Latch. The Microsequencer holds this data 
until the next time the first microword of a macroinstruction enters S3. See Section 9 .2.3. 3.4 and 
Section 9.2.3.3.4.I. 

Except for the DL data, the Ebox simply carries the instruction context data down the pipeline. In 
the Ebox, the DL register is loaded with the DL data when the first microword of a macroinstruction 
is in S3. This latch can be altered under microcode control. See Section 8.5.10.6. 
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The information passed by the Microsequencer to the Ebox is made up of the following fields: 

* Macroinstruction Opcode; Instruction Context<OPCODE> = 

Instruction Context<12 :4> 

The ninth bit indicates PD#16 was the first opcode byte. This data is carried down the Ebox 
pipeline. It is used in S3 as a source of data and for microcode conditional branches. In S4/S5 
it is used in the conditional branch evaluator. 

* Data Length; Instruction Context <DL> & Instruction Context <3:2> 

The Ebox holds this initial instruction data length in the DL register. 

* Fbox Instruction Flag; Instruction Context <FI> = Instruction Context<l> 

This bit is asserted if the opcode is for any macroinstruction which is normally executed in 
the Fbox. The Ebox enters it in the retire queue and uses to force a reserved opcode fault for 
Fbox instructions when the Fbox is disabled. 

The Microsequencer signals that a new microflow begins with the accompanying microword and 
macroinstruction context information. If the new microflow is due to a macroinstruction, the 
Ebox latches the DL<1:0> data. The DL value can be altered by microcode, so a special latch is 
implemented in S3 for it. The opcode is simply carried along the pipeline. It remains latched in 
the Micros equencer until the next new macroinstruction flow is dispatched, so it is not latched 
explicitly in the Ebox. This instruction context information is available to any microword in the 
associated macroinstructions execution microfiow. 

The floating point instruction flag is also entered in the retire queue when a new microflow is for 
a macroinstruction. For more detail on the retire queue see Section 8.5.15.7. 

The macroinstruction context information is carried down the pipeline with each microword. 
The context information stalls when the microword stalls. The opcode is used in S4 and S5 to 
determine conditional branch results. The DL is used to control the ALU in S4, the size for any 
memory request in S4, E_BUS9cWBUS_L<3 1 K>> zero extension in S5, and GPR byte write-enables in 
S5. The floating point instruction flag is used in S3 to determine how to handle source operand 
faults. 

The DL register can be altered by microcode. This occurs when the microword specifying the 
change is in S4. If new instruction context information enters S3 at the same time as a microword 
specified DL alteration occurs, the instruction context load overrides the microword specified 
alteration. This is because the instruction context load is for the microword subsequent to the 
microword specifying the DL alteration. 

8.5.14.2 Microtest Reids 

The Ebox provides most of the information used by the Microsequencer for microcode branches. 
The condition bits are driven onto the microtest bus when the Microsequencer requests it by 
driving the select code on E_USQ%UTSEL_H<4 db> and E_USQ%UTSEL_L< 4 K)> . The condition data is 
driven early in the cycle after it is computed. The following table shows the information the 
Ebox can supply. It gives the source and pipeline segment in which the data is driven. This 
condition information is tested in S3, as specified by the SEQ.COND field in the Microsequencer 
control part of the microword. The S3 operation determines the address of the next microword. 
So data delivered by the Ebox when microword N is in S3 is used by microword N+l to select 
microword N+2. If the data is driven while microword N is in S4 or S5, one or two more cycles 
of microbranch latency are required, respectively. 
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Table 8-10: Ebox Sourced Microbranch Conditions 


Source 

Pipeline Stage (condition bit driven at 
end of stage): 

ALU<Z>, ALU<C>, ALU<V>, ALU<N> 

S4 

SHF<N>, SHF<Z> 

S4 

E_BUS%ABUS_L<31,l&il4,7 «6> 

S3 

E_BUS%ABUS_L<13> OR E_BDS%ABUS_L<12> 

S3 

E_BUS%BBUS_L<5>3X» 

S3 

E_BOS%BBUS_L<2iO> EQ 0 

S3 

E_BUS%BBUS_L<15j8> NEQ 0 

S3 

MPU0_6<2:0>, MPU7_13<2:0> 

S4 

State Flags 0-5 

S3 

Opcode<2:0> 

S2 1 

P3L<29.26:22> 

S5 

VECTOR_PRESENT 

always stable; configuration status bit (not 
used by NVAX microcode, see Section 8.5.18) 

FBOX.ENABLE 

always stable; configuration status bit 

Field queue status - valid, and reg_mode 

always accessible; Ibox-Ebox queue 

Fbox fault code (see Section 8.5.19.7) 

effectively always stable; not valid except in 
microtrap for Fbox faults 

1 bvpass or flow-thru design required so first microword of a 
branch on its macroinstruction opcode. 

macroinstruction execution flow can specify a conditional 


See Chapter 9 for more on microbranches. 

8.5.14.3 Miscellaneous Microsequencer Signals 

The Microsequencer provides the Ebox with several control signals. They signal certain 
Microsequencer events which have Ebox side effects. 

The Microsequencer signals E_USQ%UTSEL_H<4:0> and E_USQ%UTSEL_L<4.*o> are used in early S3 
by the Ebox to detect that one of the MPU conditional branches (MPU 0_6 or MPU 7 _ 13 ) is decoded 
from the Microsequencer control part of the microword. The Ebox clears the appropriate bit in 
the mask stored in the MPU by the end of S3. See Section 8.5.10.7 for more detail. 

The Microsequencer signals E_USQ%UTSEL_H<4:0> and E_USQ%UTSEL_L<4:0> are used early in 
S3 by the Ebox to detect that the field queue status conditional branch is decoded from the 
Microsequencer control part of the microword. The Ebox retires an entry from the field queue if 
the entry was valid at the time the branch was evaluated. See Section 8.5.15.8 for more detail. 

NOTE 

E_USQ%UTSEL_H< 4 K)> and E_USQ^UTSEL l .L<4K)> are derived almost directly from the 
SEQ.COND field of the Microsequencer control part of the microword. See Chapter 9. 
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The Microsequencer asserts E_USQ^MACRO_lST_CYCLE_H when the microword in S3 is the 
first microword of a macroinstruction execution microflow (including the microflow at the FPD 
dispatch). The Ebox sets all the Wn register valid bits and resets state flags 0-3 as a result of this 
signal. Both effects occur in S3. It also copies PSL<T> into PSL<TP> once the microword reaches 
S5. Also, the Ebox latches the new instruction context DL value at the beginning of S3. 

The Microsequencer asserts E_USQ%PE_ABORT_L when a microtrap is initiated. In this cycle all 
the control latches in the Ebox pipeline are flushed. Also, the Ebox flushes the retire queue. 

The Microsequencer asserts E_USQ%IQ_STALL_H when the microword in S2 is the STALL microword 
(see Section 8.5.20.1). This status is carried down the Ebox pipeline along with the microword. 
The status is asserted (and the microword is the STALL microword) only when the Microsequencer 
required an instruction queue entry but no entry was valid. When this status is true, and the 
Ibox is asserting one of its memory error signals, the Ebox assumes a memory error in fetching 
the opcode byte(s) occurred. This is piped forward to S3 and then treated like any other S3 
detected fault. A microtrap is forced when the condition is clocked into S4. See (Section 8.5.19). 
The STALL microword status is also used by the Ebox S3 stall timeout logic (see Section 8.5.25. 1). 

Two fields from the Microsequencer control portion of the microword are decoded by the Ebox. 
These fields are SEQ.MUX and SEQ.FMT. The Ebox determines when these fields decode to 
the operation LAST.CYCLE or LAST.CYCLE.OVERFLOW. See Chapter 9 for more on the format of 
the Microsequencer control portion of the microword. The decoded status is carried down 
the Ebox pipeline with the other decodes of the microword. When a microword specifying 
SEQ.MUXLAST.CYCLE or SEQ.MUX/LAST.CYCLE.OVERFLOW is advanced into S5, the Ebox signals the 
Ibox that a macroinstruction is retiring (except if the microword specifies DISABLE •RETIRE'YES ) . 
See Section 8.5.15.9 for more detail. 

When a microword specifying SEQ.MUX/LAST.CY CLE. OVERFLOW is advanced into S5, and the PSL<IV> 
and PSL<V> bits are both set, the Ebox signals the Microsequencer that an integer overflow 
microtrap should occur. 

8.5.14.4 Miscellaneous Ebox-to-Microsequencer Signals 

The Ebox sends the Microsequencer several PSL bits which affect new microflow dispatching 
(dispatching in response to SEQ.MUX/LAST.CYCLE or SEQ.MUX/LAST.CTCLE.OVERFLOW). They are 
PSL<T, TP, and FPD>. When the Microsequencer next decodes a SEQ.MUX/LAST. CYCLE or 
SEQ.MUX/LAST.CYCLE.OVERFLOW operation, if PSL<FPD> or PSL<TP> is set, it dispatches to special 
microflows (a different microflow for FPD than for TP) instead of the next macroinstruction 
execution microflow. If it dispatches for FPD (first part done), the Microsequencer removes an 
entry from the instruction queue and sends the instruction context information to the Ebox. For 
TP (trace fault) dispatches, the instruction queue is not referenced and the instruction context 
register is not loaded. 

When PSL<T> is set at instruction dispatch time (including dispatching for FPD), the 
Microsequencer sets a local copy of the PSL<TP> bit, called LOCALJEP (see Section 9 .2. 3. 3.2). If 
LOCAL_TP or PSL<TP> is set at the time of a dispatch for a macroinstruction, the instruction queue 
reference does not occur and a trace fault dispatch occurs instead. This could happen on the 
very next cycle after the macroinstruction dispatch with PSL<T> set and PSL<TP> not set. The 
Microsequencer sets LOCAL_TP during the first dispatch cycle so that it can affect the immediately 
subsequent dispatch. 
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The Ebox asserts the signal E_PSL%PSL_IS_DST_S5_H in S5 of any cycle in which the entire PSL 
is being updated (i.e., if only the low byte of the PSL is updated, E_PSL%PSL_IS_DST_S5_H is not 
asserted). The Microsequencer clears LOCALJTP when this signal is asserted. Note that the 
Microsequencer will initiate a trace fault dispatch if the PSL<TP> bit is set or LOCAL_TP, or both. 
So if a new PSL with PSKTP> set is loaded, the trace fault dispatch will occur at the correct point. 

NOTE 

There is a microcode restriction which disallows specifying SEQ.MUX/LAST.CYCLE or 
SEQ.MUX/LAST.CYCLE.OVERFLOW in the two microwords following one which loads the 
PSL. An exception to this rule is made when none of the PSL bits which affect new 
microflow dispatching will be changed. Some microflows know from context that none 
of these bits will change in a given PSL write (for example, in the execution microflow 
for the CALL macroinstruction, several bits in the low byte of PSL are cleared, but 
<T, TP, and FPD> are unaffected). 

8.5.15 Ebox-lbox Interface 

The Ibox to Ebox interface is made up of a number of FIFO queues which cany operand information 
to the Ebox. These are the source queue, destination queue, field queue, and branch queue, 
which cany* source operand information, destination operand information, type information for 
bit field operands, and branch related information, respectively. These queues are part of the 
Ebox. The Ibox generally processes instructions ahead of the Ebox. As it processes operand 
specifiers it adds entries to one or more of the queues. Each specific macroinstruction execution 
microflow always removes the same number of entries from each queue as the Ibox adds (unless 
an exception occurs). With this buffering, the Ibox and Ebox operate independently enough that 
stalls or latencies in one box don’t necessarily cause a stall in the other, resulting in greater 
overall execution speed. 

See Chapter 7 for more detail on many of the topics in this section. 

The Ebox maintains macroinstruction ordering information in the retire queue. This FIFO is not 
part of the Ibox to Ebox interface, but is closely related. The Ebox is both the supplier and the 
consumer of retire queue entries. 

In any of the queues described in this section an entry which hasn’t been added is said to be 
invalid. Except in the case of the field queue, a stall (S3 for source queue, S4 for destination 
queue and branch queue) results when the microword references a queue entry which isn’t valid. 
This stall ends when the Ibox adds enough entries to fulfill the microword’s request. 

In any of the queues described here, adding an entry means writing an entry, and moving the 
write pointer to the next entry in the queue. Accessing or referencing an entry means reading 
an entry, and moving the read pointer to the next entry in the queue. Where it is needed, status 
information concerning the number of valid entries in a queue is generated by examining the 
read and write pointers of that queue. 
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8.5.15.1 Ibox Counters 

The Ibox has three counters which prevent queue overrun. Two counters are used to keep track 
of the number of entries in the source and destination queues, one for the source queue (allowing 
12 entries) and one for the destination queue (allowing 6 entries). The Ibox increments these 
counters when it adds entries. The Ebox notifies the Ibox when it retires entries from the source 
or destination queue, and the Ibox decrements the counters in response. 

Another counter in the Ibox keeps track of the number of macroinstructions which have been 
sent to the Ebox but have not been retired. This limits the number of entries in the retire queue, 
branch queue and field queue because there can be no more than one entry in each of these queues 
for any given macroinstruction. The counter allows up to 6 instructions in the Ebox/Fbox at a 
time. The Ibox increments this counter when it adds an entry to the instruction queue. When 
the Ebox signals the Ibox that a macroinstruction is retiring, the Ibox decrements the counter. 
This happens in S5 of the Ebox pipeline, one or two stages after the stage in which entries are 
removed from these queues. Note that this same mechanism limits the number of instruction 
queue entries to 6. 


NOTE 

The limit of one field queue entry per macroinstruction is simply an NVAX convention. 

The VAX Architecture does not include instructions which have more than one bit field 
base address operand specifier, but NVAX defines other operands as field type where it 
simplifies the implementation. 

The Ibox also has a counter to keep track of the number of available MD registers. It increments 
this counter when it allocates an MD to hold operand data (e.g., when it initiates a read of operand 
data from memory to an MD). When the Ebox retires a source queue entry, it tells the Ibox whether 
the entry pointed to an MD. The Ibox decrements the counter when the Ebox retires a source queue 
entry which pointed to an MD. It is possible for the Ebox to retire two source queue entries in 
one cycle, and the Ibox decrements the counter by two when both source queue entries pointed 
to MDs. 

8.5.15.2 Source Queue 

The source queue carries source operand information. The information is either literal mode data 
(6 bits) or a pointer into the register file. If it is a register file pointer, it either points to a GPR or to 
an MD register. The Ebox accesses one or two source queue entries per cycle in S3. Source queue 
accesses always cause data to be sourced to E_BUS%ABUS_L<31:0> or EJBUS%BBUS_L<31:0>. literal 
mode data is zero extended and driven directly onto the specified bus. Otherwise the contents 
of the location in the register file pointed to by the source queue entry is fetched. If the register 
which is accessed is not valid or is marked for writing by the Fbox, then the appropriate S3 stall 
occurs. 

Figure 8-6 shows a source queue entry. The VALUE field is either a register file address or a 6-bit 
literal data value. If it is a register file address, it points to either a GPU or MD register. SH_LIT 
indicates whether VALUE is short literal data (if SH_LIT is 1, VALUE is short literal data). 

Source queue entries are made for read, modify, address, and field operands. Both a source queue 
and a destination queue entry is made for each modify operand. 
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Figure 8-6: A Source Queue Entry 
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Field operands in NVAX are classified into read and modify types. Read and modify field operands 
both result in a source queue entry. Modify field operands also result in a destination queue entry 
if the operand specifier is register mode. 

Two source queue entries are made for quadword length operands. If they are for registers, they 
point to registers N and N+l. If they are memory operands, they point to MD registers which 
will receive data from memory addresses A and A+4. For literal mode, the first value is the 
immediate data, and the second is 0. 

Source queue access fulfills a necessary synchronization function. When microcode successfully 
accesses a source queue entry it knows that the Ibox was able to fetch the associated operand 
specifier. It also knows that there is no access violation or invalid translation condition associated 
with the operand. For modify type operands it also knows that the location will not give an access 
violation when written. Microcode for complex macroinstructions always references all source 
operands which might cause a memory management fault before altering any architecturally 
visible state. 

The number of entries in the source queue is 12. 

8.5.15.3 Destination Queue 

The destination queue carries destination operand information. The information is either an 
address in the register file of a GPR or a status indicating a memory write to the address in the 
PA queue in the Mbox. The destination queue is accessed in S4 (no more than one entry per cycle 
is used). Its information is used to decide how to write the result which is being calculated by 
the ALU, shifter, or Fbox in the same cycle. If the destination queue entry indicates a memory 
store, the request is sent to the Mbox. An S4 stall occurs if the Mbox is already busy or the PA 
queue entry is not ready. If the destination queue entry indicates a GPR write, the register file 
will be written using the address from the destination queue. The GPR write occurs in the next 
cycle (S5). 

Figure 8-7 shows a destination queue entry. The VALUE field is either a register file address or is 
unused. If it is a register file address, it points to a GPR. MDEST indicates whether the destination 
of the data is memory. If MDEST is 0, the result is destined for the register file and VALUE field 
indicates the destination address. If MDEST is 1, the destination of the data is memory and the 
VALUE field is unused. 

Destination queue entries are made for modify and write access type operands. Also, modify field 
operands result in a destination queue entry if the operand specifier is register mode. 
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Figure 8-7: A Destination Queue Entry 
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Two destination queue entries are made for quadword length operands. If they are for registers, 
they point to registers N and N+l. For memory operands they point to addresses A and A+4. 

Destination queue access fulfills a necessary synchronization function. If the destination queue 
entry is accessed and used successfully, microcode knows that the destination operand specifier 
was fetched successfully and that there will be no access violation when the destination location 
(if it is in memory) is written. In the case of quadword data length, successful use of the first 
destination queue entry guarantees that the second write will not incur a memory management 
exception either. 

The destination queue contains the Fbox destination scoreboard function. See Section 8.5.16.4 
for more information. 

The number of entries in the destination queue is 6. 

8.5.1 5.4 Miscellaneous Queue Retire Information 

When an entry is retired from the source or destination queues, certain information is sent back 
to the Ibox. The Ibox uses this information to maintain three counter values and to maintain 
GPR scoreboard information in the scoreboard unit (SBU). 

Zero or one destination queue entry can be retired in a given cycle. The retire information sent 
to the Ibox for the destination queue is: 

• whether an entry is being retired, 

• whether the entry being retired indicates a GPR write or a memory write, and 

• the GPR number if it is a GPR write. 

The Ebox signals the Ibox when a destination queue retire occurs early in the cycle in which the 
operation is advanced into S5. 

Zero, one, or two source queue entries can be retired in a given cycle. Similar information is 
sent for each of the two source queue read ports. The retire information sent to the Ibox for each 
source queue read port is: 

• whether an entry is being retired, 

• whether the entry being retired indicates a GPR read, an MD read, or is short literal data, and 

• the GPR number if it is a GPR read. 

The Ebox signals the Ibox when one or two source queue retires occur. It does this early in the 
cycle in which the microword retiring the source queue entries is advanced into S4. 
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8.5.15.5 Branch Queue 

The branch queue carries information for conditional and unconditional branches. The 
information is a one-bit prediction status. The prediction status is only used by conditional 
branches. It indicates which way the Ibox predicted the conditional branch would go. The Ebox 
references the branch queue for two reasons: to synchronize with the Ibox fetch of the branch 
displacement and to compare the Ibox branch prediction to the actual branch result. 

The Ebox accesses the branch queue in S4 when the microword specifies SYNCJBDISP, 
SYNC.BDISPJRETIRE, or SYNC.BDISP.TESTTRED in the MRQ field. S YN C .BDISP.RETTRE is used in 

unconditional branches. SYNC3DISP.TEST.PRED is used in all conditional branches. SYNC3DISP 
is used in some complex conditional branches. The Ibox doesn’t add an entry to the branch queue 
until it has successfully fetched the displacement. When the Ebox accesses the branch queue, it 
will stall until there is an entry. This stall occurs in S4 and prevents the branch macroinstruction 
from retiring before the displacement has been successfully fetched. 

For conditional branches, the Ebox waits for the Ibox to add the entry to the branch queue 
and then compares the Ibox prediction to the actual result of the branch which is calculated in 
the Ebox. If the branch was mispredicted, the Ebox initiates a microtrap in S5. Because the 
microtrap is in S5, the branch macroinstruction retires but subsequent macroinstructions are 
prevented from completing. 

In some complex conditional branches, the Ebox microcode waits for the branch queue entry to 
become valid before it stores a result calculated by the instruction. This allows the microcode to 
be sure the branch displacement was fetched without a memory management fault or hardware 
error before modifying state. The microcode may have to delay retiring the branch queue entry 
and checking the branch prediction. So SYNCJBDISP accesses the branch queue, and causes an S4 
stall if the entry is not valid, but does not cause the entry to be retired. 

The Ebox signals the Ibox whenever a microword which retires a conditional branch queue entry 
advances into S5 (that is a microword specifying SYNC3DISP.TEST.PRED). This causes the Ibox to 
release the alternate branch path PC (the PC of the path not taken by the Ibox prediction). The 
Ebox signals a mispredicted branch at the same time, if there is one. If there is a mispredicted 
branch, the Ibox responds by unwinding the BLOG and resuming macroinstruction fetching at the 
alternate PC address. 

Due to complexity in the branch queue bypass logic, it may happen that one cycle of "unnecessary" 
stall occurs in cases where there back-to-back branches are executed. The extra cycle of stall 
happens only if the two branches are in adjacent stages of the Ebox pipeline and the Ibox writes 
the second branch queue entry one cycle before the the second branch is in S4, ready to retire 
(i.e., it wouldn’t be stalled except for the branch queue stall). In this case the branch queue 
read pointer is being advanced and another branch queue entry is being written. Bypass is not 
implemented for the second branch in this specific case. 

The number of entries in the branch queue is 6. 

8.5.15.6 Operand and Branch Buses 

The transmission of operand information for the source queue, destination queue, and field queue 
occurs via the operand bus. This bus is described in Chapter 7. It carries all the information 
which might be entered into any of these queues, and it has valid bits which tell the Ebox when 
to add entries. 
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The operand bus caries information derived from decoding a single operand specifier. Zero, one 
or two source and/or destination queue entries are specified, and zero or one field queue entry. 
Only when the operand is quadword length can more than one source or destination queue entry 
be made. Whether a source or destination queue entry is made depends on whether the operand 
is read, write, or modify access type. (Note that the access type referred to here might not be 
identical to the true access type given in the VAX Architecture Standard, for various reasons.) 

A field queue entry is made for each field operand. The Ibox instruction decode logic determines 
if a particular operand is a field operand. Only certain macroinstructions have a field operand, 
and no macroinstruction has more than one field operand. 

The branch queue receives its information via the branch bus. This bus has one bit of data (a 
prediction status) and a valid bit. A branch queue entry containing the prediction status is added 
in every cycle in which the valid bit is asserted. See Chapter 7 for more information. 

8.5.15.7 Retire Queue 

The retire queue is used by the Ebox to force macroinstructions to retire in order. It contains 
one bit of information, a status indicating whether the Ebox or Fbox is the source of the next 
macroinstruction to retire. The Ebox adds an entry to the retire queue in S3 each time a new 
macroinstruction execution microflow begins. (If there is an S3 stall, the entry is added to the 
retire queue in the first cycle of the stall. Exactly one entry is made whether or not an S3 stall 
occurs for one or more cycles.) The retire queue entry is the PI bit from the instruction context 
register (see Section 8.5.14.1). However, if the FBOX_ENABLE bit in ECR (IPR 125) is not set, the 
retire queue entry is forced to indicate Ebox retire regardless of the FI bit. Similarly, if PSL<F!PD>, 
PSL<27>, is set, the retire queue entiy is forced to indicate Ebox retire regardless of the FI bit. 

The the retire queue is forced to indicate that the Ebox is next to retire when ECR<FBOX_ENABLE> 
is not set because the Fbox will not receive an operation dispatch from the Ebox 
(F%FBOX_lST_CYCLE_H will never be asserted). ECR<FBOX_ENABLE> also disables microcode 
sending of operand data, overriding microcode. The Ebox generally forces a reserved instruction 
microtrap when Fbox instructions are in S4 (see Section 8.5.16.8 for more detail). This microtrap 
flushes the retire queue (and, because the retire queue is empty, the Ebox is automatically selected 
as the RMUX source). 

If the Fbox instruction is MULL, a reserved instruction microtrap does not occur (see 
Section 8.5.16.8). Instead the Ebox microcode executes the MULL. This requires that the Ebox be 
selected as next to retire and is the reason ECR<FBOX_ENABLE> forces the retire queue entry to 
select the Ebox. 

When PSL<FPD> is set SEQ.MUX/LAST.CYCLE and SEQ.MUX/LAST.CYCLE.OVERFLOW causes the 
microsequencer to dispatch to a specific microcode entry point regardless of the instruction queue 
contents. Since this dispatch is to an Ebox microcode flow which will not send operands to the 
Fbox, the Ebox must be selected in the retire queue (though any previous instruction is not 
affected and retires normally). Otherwise, the Ebox could stall waiting for the Fbox to retire an 
instruction while the Fbox waited for source operands to be sent. That deadlock would only end 
on S3 stall timeout. 

The Ebox examines (without retiring an entry) the retire queue in S4 to determine whether the 
Fbox or the Ebox is the next source of a retiring macroinstruction. Based on the retire queue 
output, the RMUX is set to select either the Fbox or the Ebox as the source of control for S4-initiated 
memory references and most S5 operations. This selection remains in effect until the retire queue 
entry is retired. See Section 8.5.5 for more on how this status is used to control the RMUX. 
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If the Ebox is the next to retire a macroinstruction, the retire queue entiy is retired in S4 when 
the microword advancing into S5 specified SEQ.MUX/LAST.CYCLE or SEQ.MUX/LAST.CYCLE.OVERFLOW 
and did not specify DISABLE. RETIRE/YES. If the Fbox is the next to retire a macroinstruction, the 
retire queue entry is retired in S4 when the Fbox asserts F%RETIRE_H . In either case the retire 
queue entry is not retired unless the selected operation advances into S5 (i.e., there is no S4 
stall). (Note that a retire queue entry is not retired by the MISC1/RETIRE.INSTRUCTION operation.) 

The retire queue is flushed when a microtrap occurs as well as when the MISC field function 
RESET.CPU is specified. Anytime the retire queue is empty, the Ebox is automatically selected as 
the source of the RMUX. 

Note that it is not possible for the retire queue to have less than the necessary number of entries 
in it, except after a microtrap, because each entry is added before it is required. 

The number of entries in the retire queue is 6. 

8.5.15.8 Field Queue 

The field queue carries information about field type source operands for bit-field macroinstructions 
and some other macroinstructions. The information is one bit which indicates whether the 
operand was register mode or not. Two different execution microflows are required for bit-field 
macroinstructions and certain other macroinstructions depending on whether a particular 
operand is register mode. The Ibox provides this information when it adds a source queue entry 
for the operand. Microcode is able to branch conditionally on the status of the field queue. This 
allows execution microflows to decide how to execute the instruction. 

Each entry in the field queue is a one-bit status which indicates whether the associated field 
operand is register mode. Microcode branches on a field queue entry are four way branches, 
though only three of the four outcomes are possible. The following table shows the possible 
branch outcomes. 


Table 8-11: Field Queue Branch 


Condition 

Resulting Microtest Bus Value 

Field queue empty 

Field queue not empty — register mode 
Field queue not empty — not register mode 

11 (can be execution dispatch target) 

01 (start of execution for register mode case) 
00 (start of execution for address mode case) 


A branch on the field queue when it is not empty causes the current field queue entry to be 
retired. 

The field queue has 6 entries. 

When the Ebox is branching on the field queue, it may have to wait for the Ibox to make an 
entry, in which case it loops repeatedly testing the field queue. This condition is similar to a 
stall, but no Ebox stall is involved. When microcode is branching on the field queue and it is 
empty, the signal E_FLQ%FQ_STALL_H is asserted. This tells the S3 stall timeout logic that the 
Ebox is looping on the field queue. If this continues for a long time, a machine check occurs. See 
Section 8.5.25.1 for more detail. 
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E_FLQ%FQ_STALL_H is also used by the fault logic. If E_FLQ%FQ_STALL_H is asserted and one 
of I%IMEM_MEXC_H, I%IMEM_HERR_H , or I%RSVD_ADDR_FAULT_H is asserted, then a S3 fault 
condition is detected. After a cycle in which there is no S4 stall (and given that the Ebox is 
next to retire), the fault condition advances into S4 and the appropriate microtrap is requested. 
See Table 8-12 and Section 8.5.19 for more information. 

8.5.15.9 Retiring Instructions 

Retiring a macroinstruction is an important synchronization point between the Ebox and the 
Ibox. When a macroinstruction is retiring, the last of its operations is in S5 and cannot be stalled 
or aborted. The Ebox signals the Ibox so that it can free up certain resources associated with the 
retiring instruction. The Ebox usually retires a retire queue entry at the same time as it retires 
the macroinstruction (the exception is MISC l/RETIRE.INSTRUCTION which doesn’t affect the retire 
queue). 

The resources in the Ibox which are freed up by retiring a macroinstruction are a backup PC 
queue entry and a group of RLOG entries associated with that macroinstruction. 

When the retire queue indicates the Ebox is next to retire a macroinstruction, the set of conditions 
required for retiring to occur are: 

• the microword in S5 specifies SEQ.MUX/LAST.CYCLE or SEQ.MUX/LAST.CYCLE.OVERFLOW, and not 
DISABLE. RE TTRE/YES, or 

• the MISCl field function, MISCi/RETIRE.INSTRUCTION, is specified (though the retire queue is 
not affected in this case). 

The Fbox determines its own retire instruction status which it sends through the RMUX when the 
retire queue indicates the Fbox is next to retire a macroinstruction. If the Fbox operation request 
in S4 is advanced to S5 with this condition asserted, the Ebox retires an instruction. 

8.5.15.10 First Part Done 

The Ebox sends the current state of the PSL<FPD> bit to the Ibox on E%FPD_SET_L. If the Ibox 
fetches an opcode and this bit is set, the Ibox stops operation as soon as the opcode has been 
completely fetched. If the instruction is an interrupted instruction that is being resumed, then 
the operand specifiers mustn’t be processed again since they may have side effects or may depend 
on data which has been altered by the instruction’s execution. 

8.5.15.11 Ebox to Ibox Commands and IPR Accesses 

The Ebox is the source of two signals which immediately affect Ibox operation, and three others 
which cause EPR read and write operations or a load-PC operation. 

The two signals which immediately change Ibox operation are: E%STOP_lBOX_H and 

E%RESTART_EBOX_H. E%STOPJDBOXJH is asserted in S5 when the microword specifies 
MISC/RESET. CPU. E%RESTART_IBOX_H is asserted when the microword in S5 specifies 
MISC/RESTART.IBOX. 

E%STOP_IBOX_H is used to cause the Ibox to stop processing instructions and clear the Ibox GPR 
scoreboard. It does not clear the RLOG or backup PC queue, so the Ibox is still able to restore 
state to that required for a fault. See Chapter 7 and Section 8.5.19. 
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E%RESTART_EBOX_H is used to restart the Ibox when it put itself in the stopped state after 
processing the operands for certain complex instructions. 

The Ebox detects its own accesses to Ibox EPRs in S5 just after issuing the request to the Mbox. 
It also decodes MRQ/LOAD.PC to detect a load-PC operation in S5. At that time it asserts one 
of three command strobes to the Ibox. They are E%DBOXJDE > R_REAl)_H, E%EBOX_BPR_WRITE_H, 
and E%IBOX_LOAD_PC_L. The Ebox drives the signal fields E%ffiOXJPR_TAG_H<2:0> and 
E%EBOX_EPR_NUM_H<3K)> with the Wn register file destination for IPR read data and the IPR number, 
respectively. (The full register file address for the destination is 6 bits, but the Ibox appends the 
prefix for Wn registers since all Ibox IPR reads are sent to Wn registers.) For IPR writes and 
load-PC operations the Ibox receives the data when the Mbox forwards it on M%MD_BUS_H<31K)> 
in a later cycle. For read accesses the Ibox returns the data to the designated Wn register. 

Microcode synchronizes load-PC operations by issuing an 

Mbox operation (possibly MRQ/SYNC.MBOX). This synchronization is necessary because the Ibox 
will not be ready to accept the new PC data if a MISC/RESET.CPU occurs before the new PC data is 
forwarded by the Mbox. Any interrupt or exception which occurs after the load-PC will cause the 
Ebox to read the backup PC from the Ibox, and that value must have resulted from the load-PC 
operation. Once the synchronizing Mbox operation is complete, the microcode knows the Ibox has 
the data. 

Ibox IPR writes are synchronized by issuing a MRQ/SYN C .MBOX (or another Mbox operation) after 
the operation. Once the MRQ/SYNCJMBOX (or other Mbox operation) is complete, the microcode 
knows the Ibox has the data. 

8.5.1 5.1 2 Loading The PC 

The Ibox maintains all PC information for the NVAX CPU. When microcode executing in the Ebox 
determines that instruction fetching should begin at some address, it sends the starting PC value 
to the Ibox. Conceptually, this is equivalent to loading the PC register. However, the Ibox keeps 
track of a number of PC values, and there isn’t really a current PC register. See Chapter 7 for 
more on how PC values are maintained. 

The Ebox sends a new PC value to the Ibox in S5 when the microword specifies LOAD.PC in the 
MRQ field. The PC data is sent via the Mbox. Microcode first ensures that the Ibox is stopped 
and, if necessary, flushes appropriate queues. Note that the RLOG should have been unwound 
beforehand. 

8.5.15.13 Ebox to Ibox Flush Signals 

Microcode is able to flush several entities in the Ibox: the virtual instruction cache (VIC), 
the branch prediction cache (BPC), and the backup PC queue (PCQ). In S5, the Ebox drives 
E%FLUSH_VIC_H, E%FLU SH_BPT_H , and E%FLUSH_PCQ_H, when it decodes MISC 1/FLUSH. VIC, 
MISCl/FLUSHJBPC, and MISC l/FLUSH. PCQ, respectively. 
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8.5.15.14 Detecting (box incurred Faults and Errors 

There are two kinds of faults which can occur due to Ibox processing. Also, hardware errors can 
occur. When a fault or error occurs, the status is latched. The Ebox effectively detects the fault 
or error when it executes a microword which uses the result of the operation which incurred the 
fault or error. The Ebox causes a microtrap to occur when that same microword is about to be 
advanced from S4 into S5. See Section 8.5.19 for more on microtrap management. 

Some Ibox incurred faults and errors are initially detected by the Ibox, while others are first 
detected by the Ebox. When the Ibox detects a fault or error, it halts operation and asserts one of 
two fault indication signals or an error indication signal which are all received by the Ebox. These 
signals are I%IMEM_MEXC_H (which indicates a memory management fault), I%JMEM_HERR_H 
(which indicates a hardware error), and I%RSVD _ADDR_FAULT_H (which indicates a reserved 
addressing mode). The Ibox only asserts I%RSVD_ADDR_FAULT_H for one cycle, so the Ebox has 
a latch which is set when it is asserted. This latch is reset by MISC/RESET. CPU and by branch 
mispredict microtraps. 

The Ebox ignores Ibox fault conditions until it determines that they applies to the current 
microword. This is done by associating some queue empty condition with the fault status. See 
Table 8-12. 

Faults and errors not detected by the Ibox are reported by the Mbox. For reads, the Mbox sets 
the fault or error bit associated with the target MD register in the register file. For writes, it 
sets the fault or error bit in the appropriate PA queue entry. When the Ebox references the MD 
register or tries to use the PA queue entry with a fault bit set, it detects the fault. 

Faults in memory reads issued by the Ibox as an intermediate step in processing an operand 
specifier (as in register deferred mode) are handled in a special way. When the memoxy read 
fault or error is detected in the Mbox, it returns a fault/error status instead of data. The Ibox 
latches this fault/error status. If the Ibox was going to use this data as an address (deferred 
mode), it sends the fault/error status with the next specifier related memory request. The Mbox, 
seeing the fault/error status associated with the operation, sends the result to the MD register 
(for reads) or PA queue (for writes) with the same fault/error status. 

Detecting faults in memory reads issued by the Ibox as an intermediate step in processing an 
operand specifier can also occur another way. In the case where the Ibox will not have to issue a 
memory request using the result of the failed request (as in address access type with a deferred 
mode operand specifier), the Ibox reports the error by writing the MD fault or error status bit 
directly. The fault/error status latched in the Ibox is written into the MD fault/error status bits 
when the Ibox writes the MD. 

The table below lists the faults and indicates how each is detected. 

Table 8-12: Detection of Ibox Incurred Faults and Errors 

Fault How Detected 


Instruction stream read fault/error on opcode Instruction queue empty AND (i%imemjhkxc_h OR 

I %1MEM^HKBR_H ) 
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Table 8-12 (Cont.): Detection of I box incurred Faults and Errors 

Fault How Detected 


Instruction stream read fault/error on source 
operand (including modify type) 

Instruction stream read fault/error on destination 
operand (write type) 

Instruction stream read fault/error on branch 
displacement 

Memory access fault/error 

encountered in processing a source operand 
(including modify type) 

Memory access 

fault/error encountered in processing a destination 
operand (write type) 

Reserved addressing mode on source operand 


Reserved addressing mode on destination operand 
Reserved opcode 


(Source queue empty 1 OR E_n>Q%FQ_STALL_H asserted) AND 
( mMKM J*KXC_H OR I%IMK»LHKRR_H) 

Destination queue empty AND (i%imbm w mkxc_h OR 

I‘S4MKMJHKRR_H) 

Branch queue empty AND (i%imkmjmbxcjh OR 1 %IMKM_HKRR_H) 
Attempt to read an MD register with a fault bit set 


Attempt to use a PA queue entry with a fault bit set 


(Source queue empty 1 OR e_flq%fq_stall_h asserted) AND 
I%RSVD_ADDR_FAULT_H 

Destination queue empty AND i%rsvd_addr jkault_h 
Microsequencer Dispatch 


1 In this context, source queue empty includes the case where the microword in S3 requires two source queue entries to 
advance, but only one entry is present in the source queue. 


It is not possible for the Ibox to assert both I%RSVD_ADDR_FAULT_H and either of I%IMEMJVfEXC_H 
or I%IMEM_HEBR_H at the same time. The Ibox stops operation as soon as it encounters one of 
these two faults, so the other cannot occur after one is detected. 

8.5.16 Ebox-Fbox Interface 

The Fbox executes independently of the Ebox but is dependent on the Ebox for delivery of source 
operands and storing of results. Floating point macroinstructions are decoded by the Ibox exactly 
like any other macroinstruction. The Ebox is dispatched to an execution microflow. This microflow 
delivers the source operands to the Fbox in S3 of the pipeline. Once the operands are delivered, 
the microflow is done. The Fbox returns the result in S4, along with any faults it might have 
detected. The Ebox keeps track of whether the Fbox macroinstruction is next to retire using the 
retire queue (see Section 8.5.15.9 and Section 8.5.15.7). Once the Fbox is next to retire, the Ebox 
may, at the Fbox’s request, access the destination queue for the Fbox to determine where the 
Fbox results are to be written. When the Fbox indicates its last execution cycle, the Ebox retires 
a retire queue entry and updates the PSL with an Fbox supplied condition code. 

8.5.16.1 Fbox Opcode and Operand Delivery 

The Ebox prepares to deliver operands during S3 when the microword specifies FOP.VALID in the 
MISCl field. The opcode<8:0> for the instruction is delivered from the Microsequencer late in S2, 
so that the Fbox can decode the opcode before the operands arrive. The operands are available 
at the beginning of S4. They come from the output of the bypass muxes so that result data from 
the most recent S4 (Ebox or Fbox) operation is bypassed if necessary. Anything which stalls S3 
in the Ebox, stalls Fbox operand delivery (this includes S4 stalls). Along with the operands, the 
Ebox sends the current value of PSL<FU>. 
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If the Ebox detects a fault or error associated with an Fbox source operand, it indicates this to 
the Fbox. The Fbox carries this information along its pipeline and indicates the fault and/or error 
when the Ebox is retiring the Fbox operation. This is how Fbox source operand fault microtraps 
are delayed until all preceding macroinstructions have retired. The Ebox ignores source operand 
faults (which proceed down the pipeline to S4) when the Fbox is next to retire. 

8.5.16.2 Fbox Result Handling 

The Ebox handles writing of Fbox results in S4 and S5. When the current retire queue entry 
indicates the next macroinstruction to retire is to come from the Fbox, the Ebox waits for the Fbox 
to assert F%STORE_H or F%RETIRE_H. Either or both may be asserted. If F%STORE_H is asserted, 
the Ebox accesses the destination queue and issues a memory store or a GPR write, depending on 
the MDEST bit in the current destination queue entry. (See Section 8.5.17 for the exact definition 
of memory store.) 

The Fbox indicates it is retiring an instruction by asserting the signal F%RETTREJH. In response 
to this signal, the Ebox retires the current retire queue entry. The Fbox sends a map specifier 
which tells the PSL logic in S5 of the Ebox pipeline how to set the PSL condition code bits based 
on the Fbox condition code. There may be an Fbox result store at the same time as a retire. 

The storing of Fbox results is handled exactly like the storing of Ebox results in the pipeline. The 
request is made in S4, through the RMUX. The Fbox supplies the data length for the store. (It 
derives the data length from the opcode.) If there is no stall or fault, the operation is advanced 
into S5 where the write is done unconditionally. Condition code updates are done in S5, too. The 
stalls which apply to this operation are the same as for an Ebox microword doing a stall. The 
destination queue and PA queue must have valid entries and the Mbox must be ready, if the 
Fbox is doing a store. The retire queue must indicate the Fbox for an Fbox store or retire to be 
allowed. Otherwise the Fbox store or retire is stalled. 


8.5.16.3 Fbox Store Stall 

In some cases the Fbox asserts F%STORE_H to indicate it has result data to store and then asserts 
F%STO RE_STALL_H to abort the store. This is done because certain Fbox operations may take an 
extra cycle, depending on the actual data pattern. F%STORE_STALL_H is asserted too late for the 
Ebox to not send a store request to the Mbox (if the result is supposed to be stored to memory). 
If a store is forwarded to the Mbox and is then revoked by F%STORE_STALL_H, the Ebox asserts 
E%EM _ J ABORT_L early in the next cycle to abort the EMJLATCH operation and purge the EM_LATCH. 
This is the same mechanism used to abort EMJLATCH operations when an Ebox pipeline abort 
occurs (see Section 8.5.17.2). 

Due to complexities in the Mbox, (see Section 8.5.17.2), the Ebox ignores M%PA w Q_STATUS_H<o> 
in cycles in which E%EM_ABORT_L is asserted because of previous F%STORE_STALL_H assertion. 
In this cycle, it behaves as if M%PA_Q_STATUS_H<0> is deasserted. 

Ignoring M%PA V _Q_STATUS_H<0> and behaving as if it is deasserted has the effect of unconditionally 
stalling the Fbox store (which is always ready in these cases in the current implementation). This 
means there is one cycle additional latency beyond that introduced by the Fbox aborting the store. 
Note this only occurs when E%EM_ABORT_L is actually asserted. If the abort store never was sent 
to the Mbox, M%PA_Q_STATUS_H<0> is not ignored. 
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8.5.16.4 Fbox Destination Scoreboard 

The Ebox maintains state to detect pending Fbox stores to GPRs in the Fbox destination 
scoreboard. If any Ebox or Fbox operation attempts to source one of the GPRs which the Fbox is 
scheduled to update, the Ebox stalls and Fbox operand delivery is stalled. The Fbox destination 
scoreboard is implemented as part of the destination queue. This section describes the Fbox 
destination scoreboard functionality of the destination queue. See Section 8.5.15.3 for more on 
the main function of the destination queue. 

The Fbox destination scoreboard consists of a pair of comparators and a write-pending bit 
associated with each destination queue entry. If an Fbox update of a particular GPR is pending, 
the write-pending bit in the destination queue entry for that store is set. The bit is set in 
S4, by specifying F.DEST.CHECK in the MISC2 held. If the Fbox source operands are all sent 
by one microword, that microword specifies MISC2/F.DEST.CHECK. If a sequence of more than 
one microwords sends the source operands to the Fbox, the MISC2/F.DEST.CHECK is in the last 
microword. 

Whenever a GPR is accessed using the source queue (A/Sl and/or B/S2) in S3 , every destination 
queue entry with a set write-pending bit is compared with the two outputs of the source queue. 
A match, or hit, causes a stall if the source queue output which hits is actually specified by the 
microword in the A or B fields. For a hit to cause a stall, the write-pending bit in the destination 
queue must be set. Additionally, the source queue output which hits must specify a GPR access 
(i.e., it must not point to an MD register or contain literal data). If these conditions are met, the 
S3 operation is stalled. 

Note that the above check includes destination queue entries with their MDEST bit set. So pending 
writes to memory (using PA queue addresses) may cause a scoreboard hit stall. This is not done to 
prevent the Ebox from reading a GPR before a pending Fbox write to the GPR completes. Instead, 
it is done to prevent the Ebox from reading a GPR when the Ibox must write an incremented or 
decremented value first. This occurs when the Ibox processes an autoincrement or autodecrement 
specifier with write access type for an Fbox instruction. In processing the specifier, the Ibox CSU 
can be stalled for some reason, and thus be delayed from writing the new value to the GPR. To 
handle this case, the Ibox sends the GPR number with ALL destination queue entries. If the 
Ebox reads a GPR which was used in a destination specifier, the scoreboard hit stall prevents the 
read until the destination queue entry is retired. 

Because of the minimum latency in the Mbox in processing specifier accesses, it is known that 
the Ibox CSU will update the GPR before the associated PA queue entry becomes valid, and the 
destination queue entry will not be retired until the PA queue entiy becomes valid. (Actually, the 
destination queue entry is effectively retired before the Ebox "knows" that the PA queue entry is 
not valid, but then an S4 stall exists which will last until the PA queue entry becomes valid. This 
stall will also stall S3, so the GPR access will be prevented until the GPR is valid. This is why all 
RMUX S4 stalls also stall S4 and S3 when the Fbox is next to retire an instruction.) 

In the event that a modify access type specifier is processed, an entry is made in the source and 
destination queues for the same specifier. If it is a register mode specifier, it does not cause 
a deadlock because the MISC2/P.DEST.CHECK operation which sets the write pending bit in the 
destination queue for the entry is not done until the last microword of the execution microflow 
is in S4. By that time all the operands have been sent to the Fbox. If the addressing mode is 
some memory access mode, the operand bus bits which carry the GPR number when processing a 
write access type specifier are used instead to carry the index of the MD register which will hold 
the source data. Interpreting this MD index as a GPR number could cause lost performance if a 
subsequent instruction accesses the GPR with the same index as that MD. (Deadlock doesn’t occur 
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for the same reason as before.) To prevent possible loss in performance, the Ebox forces the index 
bits to 1 as they are written into the destination queue GPR field for modify access type operands 
only. This has the effect of converting specifying the PC in the destination queue. If a subsequent 
instruction does access the PC directly, then a stall will not hurt since this is an UNPREDICTABLE 
case. (The Ebox supplies the value 0 when the PC is specified in this way.) 

NOTE 

When the Ebox is next to retire an instruction and is writing to a write access type 
destination operand, it will stall in S4 if the PA queue is not valid. This causes an 

53 stall. Thus the case which motivated the above special scoreboarding case for Fbox 
destinations can not occur for Ebox instructions. In fact, the only reason it can occur for 
Fbox instructions is because there are several "hidden" pipeline stages between S3 and 

54 when the Fbox processes an instruction. These extra pipeline stages allow the Fbox 
to accept new instructions and their associated source operands before it has retired 
the current instruction. This combined with the fact that the Ibox can process "simple" 
specifiers for new instructions even while the CSU is stalled processing a complex write 
access type specifier from a previous instruction is what leads to the need for the special 
scoreboard case described above. 

The Ebox will access ahead of the current destination queue entry as part of the Fbox destination 
scoreboard function. A pointer called the FDest pointer is maintained which may point to an 
entry which is after the front entry in the FIFO queue. Normally, it points to the current entry. 
However, in circumstances where the Fbox is next to store a result, it is incremented ahead of 
the current destination queue entry pointer. 

When the microword in S4 specifies MISC2/F.DEST.CHECK, the Ebox checks that the destination 
queue entry at the FDest pointer is valid. If it isn’t, S4 stalls (stalling S3 as well). If the 
destination queue entry is valid, the associated write-pending bit is set. If the DL is quadword, 
then the bit associated with the next destination queue entry is also set. The FDest pointer is 
incremented by one, or by two if the DL is quadword. The write-pending bits are set in S4 even if 
there is an S4 stall. The FDest pointer is incremented as the operation advances into S5, when 
there are no S4 stalls. 

NOTE 

The DL supplied in the instruction queue with Fbox instructions is the length of the 
result. 

Flow-thru bypass ensures that the S3 microword is stalled if it is accessing a GPR and that GPR 
is specified by a destination queue entry whose write-pending bit is being set by the microword 
in S4. 

Write-pending bits in the destination queue are reset in S4 as the Fbox writes results, even if 
the MDEST bit is set in the destination queue entry being retired. Flow-thru bypass ensures that 
an S3 stall due to the scoreboard is broken in the cycle in which the Fbox drives the result to the 
Ebox. This means the result in S4 (after the RMUX) is bypassed to E_BUS%ABUS_L<3 l.-o> and/or 
E_BUS%BBUS_L<31:0> in these cases. 

In S4, when the Fbox stores a result, the write-pending bit of the destination queue entry is 
reset. This means that destination queue entry can no longer cause a scoreboard hit stall. The 
bit is cleared even if RMUX S4 stalls. In all cases this is safe either because the destination queue 
entry has MDEST set or because the particular RMUX S4 stall also causes an S4 stall which in turn 
causes an S3 stall which prevents Fbox operand delivery. 
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The write-pending bits and all destination queue pointers are reset when E_MSC%FLUSH_EBOX_H 
is asserted. This happens in every microtrap, including the power-up microtrap. 

8.5.16.5 Fbox Fault and Error Management 

As mentioned above, the Fbox latches source operand fault and error information and carries it 
along with its other instruction related information. Also, the Fbox may encounter a fault in the 
course of computing the result. All these faults and errors are presented by the Fbox when it 
requests the RMUX. The Ebox responds by signaling a microtrap to the Microsequencer once the 
retire queue indicates the Fbox. Before the retire queue points to the Fbox, the Ebox ignores the 
fault status coming from the Fbox. 

The Ebox detects Ibox incurred faults and errors for Fbox operands as described in Table 8-12, 
but instead of handling them directly, it passes the fault/error status to the Fbox. The Fbox 
doesn’t wait for the operand valid signal when a fault or error status is asserted, even though 
there isn’t valid data. This breaks a stall which might never end otherwise, since the Ibox stops 
processing operand specifiers when it encounters a fault or error. 

NOTE 

The Fbox treats the data which comes with the fault/error status as UNPREDICTABLE. 

Also the Fbox breaks the stall on any operands which follow an operand with an 
associated fault or error. The Ibox stops processing operand specifiers when it 
encounters a fault or error. If the Fbox didn’t break the stall and propagate the 
fault/error to the RMUX, the CPU would hang. 

If there isn’t a fault or error being signaled by the Fbox, there could still be a destination operand 
fault or error. If the Fbox is requesting the RMUX and indicating a destination queue indirect 
store, the Ebox checks for a destination operand fault or error (see Table 8-12). If there is one, 
the appropriate microtrap is forced. 

Most Fbox faults, and all Fbox errors, result in VAX architecture exceptions of the fault type. This 
means most Fbox faults, and all errors, are taken in S4 when the operation is about to advance 
into S5. Integer overflow is a trap in the VAX architecture sense, and causes a microtrap late in 
S5. 

Fbox operand faults and errors have higher priority in the Microsequencer than Fbox originated 
data faults. Fbox operand faults cause the same microtraps as would be taken if that fault or 
error was detected in an Ebox instruction. Fbox originated data faults cause a floating fault 
microtrap, provided there aren’t any operand faults or errors. See Section 8.5.19.7 for more on 
how microcode determines the cause of the microtrap. 

8.5.16.6 Ebox to Fbox Commands 

The Ebox asserts the signal E%FLU SH_FB OX_H when the microword in S6 specifies RESET.CPU in 
the MISC field. This has the effect of reseting the Fbox and clearing its pipeline of all operations. 
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8.5.16.7 Summary of Fbox-Ebox Signals 

The following signals are driven by the Ebox to the Fbox. 

• E%FOPCODE_H 

This 9-bit bus carries the full opcode for Fbox operations. (This bus is actually driven by the 
Microsequencer.) 

• E%FBOX^lST_CYCLE_L 

This bit indicates there is a valid Fbox opcode on E%FOPCODE_H. (This signal is actually 
driven by the Microsequencer.) 

• E%ABUS_H and E%BBUS_H 

These 32-bit busses carry the source operand(s). 

• E%FDATA_VAUD_H 

This signal tells the Fbox that all operands being sent to it are valid. The Fbox knows, from 
decoding the opcode, exactly what data is being sent on E%ABUS_H<3l.-0> and E%BBUS_H<31:0>. 

• E%A l _SHLIT_H and E%B_SHLIT_H 

These signals indicate the data on E%ABUS_H< 3 lKh> and E%BBUS_H<3 1 : 0 > , respectively, is a 
6-bit short literal value extracted from the instruction stream. Special data formatting is 
required by the Fbox. 

• E%PSL_FU_H 

The current PSL<FU> value for use by the Fbox in deciding whether to signal floating point 
underflow faults or not. 

• E%F JMMGT_FLT_H , E%F_MEM_ERR_H, and E%F_RSVD_ADDR_MODE_H 

These signals tell the Fbox that there is a fault or error associated with the source operands. 
The Fbox carries this status down the pipeline so that it is handled after instructions which 
are already in the Fbox pipeline. 

• E%FLUSH_FBOX_H 

This signal causes the Fbox to clear its pipeline of all operations. 

• E%RETIRE_ OK_H This signal tells the Fbox whether to stall if it has an instruction to retire. 
The Fbox stalls if it wants to retire an instruction and this signal is not asserted. 

• E%STORE_OK_H This signal tells the Fbox whether to stall if it has a result to store. The Fbox 
stalls if it wants to write a result and this signal is not asserted, even if it also wants to retire 
an instruction and E%RETIRE_OK_H is asserted. 

The following signals are driven by the Fbox to the Ebox. 

• F%INPUT_STALL_H 

This signal causes the Ebox to stall in S3 if it is attempting to send operands to the Fbox. 

• F%STORE_STALL_H 

This signal is asserted by the Fbox when it is asserting F%STORE_H but isn’t able to supply 
valid data. 

• F%FBOX l _RESULT_H 

This 32-bit bus carries Fbox results to the Ebox. 

• F%CC_N_H, F%CC_Z_H, AND F%CC_V_H 

These are the 3 the Fbox condition code bits. They are Negative, Zero, and Overflow. 

• F%RETTOE_H 

This control signal tells the Ebox the Fbox is retiring an instruction in this cycle. 
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• F%STORE_H 

This control signal tells the Ebox the Fbox is storing a result in this cycle. 

• F%CC_MAP_H<1K)> 

This is the map specifier which tells the Ebox how to update the PSL condition code bits. 

• F%FBOXJDL_H< 1:0> 

This is the data length used by the Ebox for an Fbox store. 

• F%MMGT_FAULT_H 

Signals a memory management fault for one of the currently retiring instruction’s source 
operands. 

• F%MERR_H 

Signals a memory access hardware error for one of the currently retiring instruction’s source 
operands. 

• F%RSVD jVDDR_MODE_H 

Signals a reserved address mode fault for one of the currently retiring instruction’s source 
operands. 

• F%RSV_H 

Signals a reserved operand fault for one of the currently retiring instruction’s source operands. 

• F%FOV_H 

Signals a floating point overflow fault resulted from the currently retiring instruction. 

• F%FU_H 

Signals a floating point underflow fault resulted from the currently retiring instruction. 

• F%FDBZ_H 

Signals a floating point divide-by-zero fault resulted from the currently retiring instruction. 

8.5.16.8 Fbox Disabled Mode 

The ability to operate with the Fbox disabled is provided in the Ebox. When the Fbox is disabled, 
all floating point macroinstructions, including all floating point CVT macroinstructions, cause 
reserved instruction faults. MULL is handled in microcode. 

The Fbox enable bit is in EPR 125, ECR (see Section 8.5.22). If it is not set, Ebox hardware functions 
are altered as follows: 

• Assertion of E%FBOX_lST_CYCLE_L to the Fbox is disabled (in the Microsequencer). 

• The entry made in the retire queue is overridden to specify Ebox instruction retire. 

• A reserved instruction fault is signaled to the Microsequencer when the first microword of 
any Fbox execution microflow is about to advance into S5, except if that microword specifies 
MISC/MULL. 

With the Fbox disabled, each floating point macroinstruction causes a fault (a VAX architecture 
reserved instruction fault) when the first microword of its execution microflow is about to 
advance into S5. This occurs for all floating point macroinstructions, including floating point 
CVT instructions. 

Microcode can branch conditionally on the Fbox disable bit. The first microword of the MULL 
execution microflow specifies MISC/MULL and branches conditionally on the Fbox disable status. 
If the Fbox is enabled, the branch is to a microflow which dispatches the operation to the Fbox. 
If the Fbox is disabled, the branch is to an Ebox execution microflow which completes the MULL. 
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8.5.17 Ebox-Mbox Interface 

The Ebox to Mbox interface has a memory request function and a returned read result function. 
The Ebox issues memory requests by sending a command, address, and possibly write data to 
the Mbox. The Mbox returns read results by writing them directly into the register file. Faults 
and errors encountered by the Mbox in completing the operation are reported one of three ways 
depending on the operation. 


NOTE 

When the Ebox initiates a memory read by sending a request to the Mbox, it specifies 
the register which will receive the memory data in the DST field of the microword. 

This has the sides effect, when the microword is in S5, of writing that register with 
the value on E_BUS%WBUS_L<31.*0>. Normally this register is written by the Mbox after 
this, before the particular register is read again. However, an exception can prevent 
the Mbox write and leave the register containing effectively garbage data. 

There are three kinds of memory access requests issued by the Ebox: reads, writes, and stores. 
Reads are requests for memory data to be returned to a Wn or GPR register in the register file. 
The Ebox supplies the address directly. Writes are requests that data be written to memory. The 
address and data are both supplied directly by the Ebox. Stores are requests that data be written 
to the address in the current PA queue entry in the Mbox. The Ebox only supplies the data for 
stores. 

There are several control operations the Ebox can request of the Mbox. There are three kinds of 
TB invalidate requests. It can synchronize to the Mbox, causing a stall until the Mbox finishes 
memory management checks for the current request. Also, probe, write check, TB fill, and 
processor register read and write operations are available. 

The Ibox issues operand data reads to MD registers on behalf of the Ebox as it processes operand 
specifiers. The Ebox simply uses the data when it is returned. The Ibox also issues a request 
that is the first half of a store. This supplies an address for the Mbox to translate and then enter 
into the RA queue. The Ebox eventually issues a store request which uses the address in the PA 
queue to do the write. 

Memory management faults encountered in memory reads and writes (not stores) issued by the 
Ebox are reported by the Mbox asserting the signal M%MME_TRAP_L which is received by the 
Microsequencer. This causes an immediate microtrap and Ebox pipeline abort. 

Memory management faults encountered in memory reads initiated by the Ibox on behalf of the 
Ebox result in the Mbox asserting M%MME_FAULT_H which sets the memory management fault 
status bit associated with the target MD register in the register file. The Ebox detects the fault 
when a microword sources that particular MD register. 

Faults for stores are reported by the Mbox as soon as the PA queue entry is valid. The Ebox 
detects the fault when a microword attempts to issue a store request. 

Hardware errors in memory reads issued by the Ebox are reported by asserting M%HARD_ERR_H 
in the cycle in which read data is written into the register file. The data is generally incorrect, 
since an error occurred. The register file write can’t be to an MD register since it is issued directly 
by the Ebox. There aren’t fault bits in the register file to receive the error status for registers 
other than the MD registers. So, when the Ebox detects a MD port write to a register other than 
an MD and the error status is asserted, the Ebox forces an immediate microtrap. This microtrap 
is not delayed by any S3 or S4 stalls. 
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Hardware errors in memory reads initiated by the Ibox on behalf of the Ebox result in the Mbox 
asserting M%HARD_ERR_H as it writes the target MD register in the register file. This sets the error 
status bit associated with the target MD register. The Ebox detects the error when a microword 
sources that particular MD register. 

Hardware errors for stores are reported by the Mbox as soon as the PA queue entry is valid. The 
Ebox detects the error when a microword attempts to issue a store request. 

TB parity errors are a special case. Whenever a TB parity error is encountered, the Mbox asserts 
M%TB_PERR_TRAP_L. The Microsequencer initiates an immediate asynchronous hardware error 
microtrap when M%TB_PERR_TRAP_L is asserted. This could happen as a result of Mbox processing 
of any Ebox memory reference, Ibox operand prefetch reference, or Ibox instruction fetch or 
prefetch which uses the TB. 

All Mbox requests except store are specified in the MRQ field of the microword. The store request 
is implicit in Ebox or Fbox result storing through the RMUX. All Mbox requests are issued in S4. 
The table below shows the requests the Ebox can send to the Mbox. See Chapter 12 for more 
detail on each operation. 


Table 8-13: Ebox Mbox Requests 


Request 

Mnemonic 

Addressing 

Access 

Check 

Mode 

Used 1 

Operation 

Description 

MRQ/READ.V.RCHK 

virtual 

read 

current 

read virtual memory 

MRQ/READ.V.WCHK 

virtual 

write 

current 

read virtual memory and check 
for write access 

MRQ/READ.V.NOCHK 

virtual 

— 

— 

read virtual memory with no 
access check 

MRQ/READ.V.LOCK 

virtual 

write 

current 

read-lock virtual memory 

MRQ/READ.P 

physical 

— 

— 

read physical memory 

MRQ/READ.PR 

physical 

— 

— 

read processor register 

MRQ/PROBE.V.RCHK 

virtual 

read 

mode 

Probe byte address for read 
- return 3-bit probe status to 
register file 

MRQ/PROBE.V. 

RCHKNOFILL 

virtual 



Probe byte address for presence 
in TB - return 1-bit status to 
register file, but don’t fill TB if 
entry is not already in TB 

MRQ/WCHK 

virtual 

write 

current 

check that memory location can 
be written 

MRQ/WRITE.V.WCHK 

virtual 

write 

current 

write virtual memory 

MRQ/WRITE.V.NOCHK 

virtual 

— 

— 

write virtual memory without 
access checks 

MRQ/WRITE.V.UNLOCK 

virtual 

write 

current 

write-unlock virtual memory 

MRQ/WRITE.P 

physical 

— 

— 

write physical memory 

MRQ/WRITE.PR 

physical 

— 

— 

write processor register 


1 Current means CUR_MOD from the PSL, mode means contents of MMGT.MODE. 
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Table 8-13 (Cont.): 

Ebox Mbox Requests 



Request 


Access 

Mode 

Operation 

Mnemonic 

Addressing 

Check 

Used 1 

Description 

MRQ/PROBE.V.WCHK 

virtual 

write 

mode 

Probe byte address for write 
- return 3-bit probe status to 
register file 

STORE 2 

virtual 3 

write 3 

current 3 

write to physical address in PA 
queue 

MRQ/LOAD.PC 

— 

— 

— 

send the data to the Ibox to be 
used as the new PC 

MRQ/SYNC .MBOX 




synchronize with 

memory management check from 
previous Mbox request by issuing 
a form of nop. 

MRQ/TB.TAG.FILL 

virtual 

— 

— 

directly load TAG part of 
"current" TB entry 

MRQ/TB. PTE. FILL 

- 

— 

— 

directly load PTE part of 
"current" TB entry 

MRQ/TB.INVAL.SINGLE 

virtual 

— 

— 

invalidate single TB entry, if 
present 

MRQ/TB.INVAL.PROCESS — 

— 

— 

invalidate all TB entries for 
current process 

MRQ/TB.INVAL.ALL 

— 

— 

— 

invalidate all TB entries 


1 Current means CUR_MOD from the PSL, mode means contents of MMGT.MODE. 

2 This operation is not initiated through the MRQ field. It is issued by microwords specifying DST/DST and Fbox operations 
with F'fcSTOREjH asserted, given that the destination queue entry indicates a memory destination. 


3 Translation and access check done previously by the Mbox. 


The store operation in the above table is not specified in the MRQ field. Each destination queue 
indirect result store which is to memory (as opposed to a GPR) is turned into a Mbox store request. 
The Mbox writes the data received with this request to the address extracted from the PA queue. 
(Two address entries in the PA queue are needed for unaligned stores.) 

The load -PC operation is accomplished with the aid of the Mbox ( MRQ/LOAD .PC ) . The Mbox’s part 
is to pass the data (PC) on E%WBUS_H< 31 K)> to the Ibox via M%MD_BUS_H<3 1 .-o> . The Ebox signals 
the Ibox that the new PC value is coming. 

The information sent to the Mbox when the Ebox issues a command is shown in the following 
table. The information, except E%WBUS_H<3i.-0> data, is valid in S4. The command information 
is driven early in S4, while the address isn’t valid until late in S4. E%WBUS_H<3 1 *>> data is valid 
early in S5. The table shows the source of each item. See Chapter 12 for the encoding of these 
fields. 
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Table 8-14: Ebox Memory Request Information Busses 

Signal Source Description 


e%ebox_cmd_h<4«o> decoded from mrq and dst microword 
fields 


K%WBUS_H<S1«0> 


E_BUB%WBUS_Ix31iO> 


e%va w bus_l<31i0> VA register with bypass 
k%kboxjtag_h<4j0> dst mi cro word field 


E%EBOX u AT_H<lA> decoded from MRQ microword field 
E%EBOXJDL,_H< 1 * 0 > DL register 

E%KBOX^vmT_ADDR_H decoded from MRQ microword field 
E%NO_MME_CHKCK_H decoded from MRQ microword field 


Request • command code 

write data, not ready until S5. (only needed for write 
type and store operations) 

address (or PTE in case of TB.PTE.FILL) 

address in register file where read or probe result is to 
go 

access type for operation 
data length for access 

Indicates virtual address - translation needed 
Indicates no access check should be done 


This information is all latched by the Mbox in the EM_LATCH. This latch can only hold one 
command. Once it is full the Mbox will ignore Ebox requests until it is empty again. It is 
emptied when the Mbox request completes. 

To process requests from the Ebox and from the Ibox, the Mbox receives the CUR_MOD bits from 
the PSL and the MMGT.MODE register contents. The CUR_MOD bits are normally used as the 
access mode for a request’s TB check. The MMGT.MODE bits are used only when the request is a 
PROBE . V.RCHK, PROBE.V.RCHKNOPILL or PROBE.V.WCHK. Note that the Mbox uses the CUR.MOD field 
for all Ibox-initiated requests at all times, so it must receive both mode fields simultaneously. 

The address for Ebox-initiated memory accesses comes from the VA register. The microword 
issuing the memoxy request may update the VA register. If it does, the new VA value is sent with 
the request. The write data for a memory request is the data put on E%WBUS_H< 31 : 0 >, a buffered 
copy of E_BUS%WBUS_L< 31 K)>, by the microword issuing the memory request. 

The following table shows what the Ebox sends on each of the memory request information busses 
for each operation. 


Table 8-15: Ebox Memory Request Information Truth Table 


Request 

Mnemonic 

E%EBOX_ 

CMD_H<4>0> 

E%EBOX_ 

AT_H<liO> 

E%EBOX. 

DL_H<1£» X 

E%EBOX_ 

“IAG_H«U» 2 

EflfcKBOX. 

VERT_ 

ADDR_H 

K%NO _MME_ 

CHECKJB 

Ad dr /Data 
Sent? 

READ.V.RCHK 

DREAD 

read 

DL 

DST 

true 

false 

yes/no 

READ.V.WCHK 

DREAD 

modify 

DL 

DST 

true 

false 

yes/no 

READ.V.NOCHK 

DREAD 

read 

DL 

DST 

true 

true 

yes/no 

READ.V.LOCK 

DREAD. 

LOCK 

modify 

DL 

DST 

true 

false 

yes/no 


X DL means data length dictated by the microword; the DL register value unless the microword overrides the data length 
to longword. 

2 DST means the tag is the register specified in the DST field of the microword. 

— means don’t care, doesn’t apply. 
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Table 8-15 (Cont.): Ebox Memory Request Information Truth Table 


Request 

Mnemonic 

E%KBOX_ 

CMD_H<4jO> 

BWEBOX- 

AT_H<1<0> 

E%EBOX_ 

DL_H<10> 1 

EfeKBOX. 

TAG_H<4jC» 2 

E%KBOX_ 

VEEtT_ 

ADDR_H 

K%NO_MME_ 

CHECK_H 

Addr/Data 

Sent? 

READ.P 

DREAD 

read 

DL 

DST 

false 

— 

yes/no 

READ.PR 

IPR_RD 

— 

DL 

DST 

false 

— 

yes/no 

PROBE.V.RCHK 

PROBE 

read 

Byte 

DST 

true 

false 

yea/no 

PROBE.VJRCHK 

NOFILL 

PROBE 

0 4 

Byte 

DST 

true 

true 

yes/no 

WCHK 

MME_CHK 

write 

DL 

— 

true 

false 

yes/no 

WRITE. V.WCHK 

WRITE 

write 

DL 

— 

true 

false 

yes/yes 

WRITE.V.NOCHK 

WRITE 

write 

DL 

— 

true 

true 

yes/yes 

WRTTE.V.UNLOCK 

WRITE. 

UNLOCK 

write 

DL 

— 

true 

false 

yes/yes 

WRTTE.P 

WRITE 

write 

DL 

— 

false 

— 

yes/yes 

WRITE. PR 

IPR.WR 

— 

DL 

— 

false 

— 

yes/yes 

PROBE.V.WCHK 

PROBE 

write 

Byte 

DST 

true 

false 

yes/no 

STORE 

STORE 

— 

— 

— 

false 

— 

no/yes 

LOAD. PC 

LOAD.PC 

— 

— 

— 

false 

— 

ntVyes 

SYNC.MBOX 

NOP 

— 

Byte 

— 

false 

— 

no/no 

TB.PTE.FILL 

TB PTE 
FILL 

— 

Byte 

— 

false 

true 

yesVno 

TB.TAG.FILL 

TB.TAG. 

FILL 

__ 

Byte 

— * 

false 

true 

yes/no 

TB.INVAL.SINGLE 

TBIS 

— 

Byte 

— 

false 

true 

yes/no 

TB.INVAL.PROCESS 

TBIP 

— 

Byte 

— 

false 

true 

no/no 

TB.INVALALL 

TBIA 

— 

Byte 

— 

false 

true 

no/no 


*DL means data length dictated by the microword; the DL register value unless the microword overrides the data length 
to longword. 

2 DST means the tag is the register specified in the DST field of the micro word. 

3 PTE data is sent on address bus through VA register. 

4 Special code — no access check is done. Only the presence of an entry in the TB is checked. 

— means don’t care, doesn’t apply. 


8.5.17.1 IO Read Synchronization 

Because the Ibox issues operand reads before the Ebox executes the associated macroinstruction, 
there is a possibility that an exception or branch will result in an operand read occurring even 
though the associated macroinstruction is never executed. This is not a problem if the read is to 
memory space, but it might be if the read is to IO space. Many IO space reads have side effects, 
so some mechanism is required which postpones an Ibox issued IO space read until the Ebox is 
actually executing the macroinstruction which requires the IO space read. The Mbox delays all 
IO space reads issued by the Ibox until the Ebox asserts the signal E%START_IBOX_IO_RD_H. 
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The Ebox asserts E%START_IBOX^IO_RD_H when the following are all true: 

1. The Ebox is stalled in S3 waiting for a register file entry indexed through the source queue 
(i.e., A/Sl, A/S2, B/Sl, or B/S2) to become valid, or E_FLQ%FQ_STALL_H is asserted, 

2. there is exactly one entry in the retire queue, 

3. there is no stall of S4 of the RMUX part of the Ebox pipeline, 

4. conditions 1, 2, and 3 were true in the previous cycle, 

5. there is no MD fault for any of the MD registers currently being accessed in (stalled) S3, 

6. and the Ebox pipeline is not being flushed by a microtrap this cycle. 

The Mbox processes specifier queue entries one at a time (the specifier queue is the queue in 
the Mbox which receives all operand data references issued by the Ibox). If the specifier queue 
entry is an 10 space access, the Mbox will not process it unless S6 in the Mbox is idle (not 
processing any reference) and S6 was idle in the previous cycle and E%START_IBOX_IO_RD_H is 
asserted. (Note that a one cycle delay occurs in the Mbox on E%START_EBOX_IO_RD_H . This is why 
the current cycle and the previous cycle are checked for NOP in S6 in the Mbox.) If the Ebox 
is stalled waiting for read data to be put in an MD by the Mbox, and the Mbox is waiting for 
E%START_EBOX_IO_RD_H to be asserted (because the specifier queue entry is an IO space read) 
then the Ebox must be waiting for the result of that 10 space read. 

The Ebox only asserts E%START_IBOX w IO_RD_H when it is certain that the macroinstruction which 
will use the result of the 10 space read is going to execute. If the retire queue contains more than 
one entry, other instructions are in the Ebox or Fbox pipeline so E%START_IBOX L _IO_RD_H is not 
asserted in case one of them incurs an exception. If the Ebox is stalled in (RMUX) S4, it doesn’t 
assert E%START_EBOX^IO_RD_H because the previous macroinstruction’s result store may incur an 
exception when it advances to S5. (Note that the retire queue entry is removed from the queue 
before the RMUX S4 stall status is known so that the RMUX S4 stall status has to be examined as 
well.) 

If the Ebox is being flushed by a microtrap in the current cycle, it doesn’t assert 
E%START_IB OX_IO_RD_H because the previous macroinstruction actually had a trap. 

If there is an MD fault being reported in S3 of the Ebox, then the Ebox will take a microtrap 
after one cycle with no S4 stalls has passed. In the interim, E%START_IBOX_IO_RD_H must not be 
asserted. 

Assertion of E%STARTJDBOXJX>_RD_H when field queue stall is present is necessary to avoid 
deadlock, however it will cause the CPU to start an IO space operand prefetch even when a 
memory management fault will cause the instruction to be fault. For example, this might occur 
with ADAWI if the second operand is in IO space and the first can incur a memory management 
fault. 


8.5.17.2 Mbox-Ebox signals 

The Mbox drives the following control signals for Ebox use: M%EM_LAT_FULL_H 

and M%PA_Q-.STATUS_H<2Hh> . M%EM_LAT_FULL_H tells the Ebox the EM_LATCH is full. 

M%PA^Q_STATUS_H<2 Kb- gives the status of the current PA queue entry. M%PA_Q_STATU S_H<o> 
indicates that sufficient entries are valid in the PA queue to accept a store request. Multiple 
PA queue entries are needed for a store when the store will access multiple longwords in 
memory (as in quadword length stores and unaligned stores which cross a longword boundary). 
M%PA_Q_STATUS_H<1> indicates that the relevant PA queue entries have a memory management 
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fault associated with them. The Ebox will not issue the store; it will microtrap when the microcode 
attempts it. M%PA W Q_STATUS_H< 2 > indicates the relevant PA queue entries have a hardware error 
associated with them. The Ebox will not issue the store; it will microtrap when the microcode 
attempts it. 

In one case Ebox logic ignores M%PA.Q_STATUS_H<o> and behaves as if it is deasserted. Due to 
complexities in the Mbox, M%PA^Q_STATUS_H<2:1> are not logically correct in the cycle in which 
the Ebox aborts a EM_LATCH operation by asserting E%EM^ABORT_L. This happens when the Ebox 
aborts an Fbox result store operation because of F%STORE_STALL_H (see Section 8.5.16.3). 

Due to complexities in the Mbox, M%PA_Q_STATUS_H< 2 : 1 >, which signal memory management 
exceptions and hardware errors associated with the PA queue entry, are not always correct in a 
cycle in which an EM_LATCH operation is aborted by assertion of E%EM_ABORT_L. In this cycle, 
the Ebox ignores M%PA^Q_STATUS_H<0> and behaves as if it is deasserted. M%PA W Q_STATU S_H<o> 
qualifies every use of M%PA_Q_STATUS_H<2:1 >, so the Ebox can’t incorrectly take or not take an 
exception because of incorrect M%PA 1 _Q_STATUS_H<2:1> values. 

The Ebox ignores M%PA_Q_STATUS_H<o> only in cycles in which a store of Fbox data was 
sent in the previous cycle and was aborted in this cycle by asserting E%EM _ABORT_L because 
F%STORE_STALL_H was asserted. This be coincident with an actual pipeline abort (which also 
causes assertion of E%EM_ABORT_L if a request was sent to the Mbox in the previous cycle). In 
this case the Ebox will ignore M%PA_Q_STATUS_H< 0 > in a cycle in which the microword in S4 is 
effectively a NOP, and no change in behavior will result. 

The Ebox stalls the microword in S4 if it specifies an Mbox request and the EM_LATCH is full. 
Also, S4 is stalled if the microword specifies a store and M%PA_Q_STATUS_H< 0 > is not asserted. 

The Mbox drives several signals and busses used in writing the data into the register file. 
These are M%EBOXJ)AIA_H, M9$MD_BUS_H<3 1 .o> , and M%MD_TAG_H<4.-0>. When M%EBOX_DAIAja 
is asserted, the data on M%MD_BUS_H<3 iKh> is written into the register addressed by 
M%MD_TAG_H<4 Kh> . Note that M%MD_TAG_H<4sO> is 5 bits; it can address up to 32 locations. The 
organization of the register file is such that the MD, Wn, and GPR registers (a total of 27 registers) 
are in the first 32 locations in the register file. This means they can be addressed with a 5-bit 
tag (which is mapped into the full 6-bit address by zero extension). 

The Mbox drives fault and error flags which are associated with the data on M%MD_BUS_H<31:0>: 
M%MME_FAULT_H and M%HARD_ERR_H. If M%MME_FAULT_H or M%HARD_ERR_H is asserted when 
M%EBOXJ>AXA w H is asserted, then a fault or error is being reported to the Ebox for some previously 
initiated read operation. This is handled in one of several ways, depending on the case, as is 
shown in Table 8-16. 

Table 8-16: Ebox Response to M%MME_FAULT_H and M%HARD_ERR_H 

M%MB_TAG_H«s4jO> 

Addresses: Signal Asserted Response 

Wn or GPR m%mme_fault _h The Ebox ignores this case. m%mmejfbap_l would have been 

asserted for the same fault in a previous cycle. 

Wn or GPR m%HARD_err_H In this case the Ebox forces an immediate hardware error 

microtrap. 

MD jmp%mmk_fault_h In this case the fault bit for the particular MD is set in the 

register file. 
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Table 8-16 (Cont.): 

Ebox Response to M%MME_FAULT_H and M%HARD_ERR_H 

M%-MD_TAG_H<4iO> 

Addresses: 

Signal Asserted 

Response 

MD 

M%HARD_ERR_H 

In this case the error bit for the particular MD is set in the 
register file. 


The Mbox drives M9SMME_TRAP_L and M%TB_PERR_TRAP_L to force immediate microtraps. 
M%MME_TRAP_L causes a memory management exception microtrap, while M%TB_PERR_TRAP_L 
causes an asynchronous hardware error microtrap. 

The Ebox asserts certain Mbox control signals under the control of the MISC and MISC2 
fields of the microword. These signals are E%FLUSH_MBOSLH, E%FLUSH_PA_QUEUE_H, and 
E%RESTART_SPEC_QUEUE_H . E%FLUSH JWBOX_H is asserted when MISC/RESET.CPU is specified. It 
causes the Mbox to flush ongoing Ebox reads, including those initiated by the Ibox. It also flushes 
the specifier queue. It does not flush the PA queue, so writes and stores already issued by the 
Ebox are not affected. 

E%RESTART_SPEC_QUEUE_H is asserted when MISC/RESTART.MBOX is specified. It restarts Mbox 
processing of specifier queue references. Mbox specifier queue processing is stopped by Ibox 
request when certain complex macroinstructions are encountered. 

E%FLUSH_PA^QUEUE_H is asserted when MISC2/FLUSH.PAQ is specified. It causes the PA queue in 
the Mbox to be flushed. MISC2/FLUSH.PAQ should always be sepdfied with a MRQ field request 
which causes an EM latch command (i.e., other than MRQ/SYNC.BDISP, MRQ/SYN C .BDISP.RETIRE , 
MRQ/SYNC.BDISP.TEST.PRED, or MRQ/NOP). 

When a pipeline abort occurs, the Ebox asserts E%EM _ABORT_L, conditionally. It is asserted 
because the abort is recognized too late to prevent the Ebox from issuing an Mbox request in S4. 
E%EM_ J ABORT_L is asserted in S5 and signals the Mbox to disregard the command just sent in S4. 
It is only asserted if the Ebox actually made an Mbox request in S4 and the EM_LATCH wasn’t 
full. Even stores and write requests are aborted in this case. 

8.5.17.3 Ibox IPR Access and LOAD PC 

The Ebox detects Ibox IPR access requests in S5. At that time it asserts a command strobe to 
the Ibox. The Mbox will also detect that the IPR access is to the Ibox. It will treat an Ibox IPR 
read as a NOP. For IPR writes the Mbox forwards the data on M%MD_BUS_H<31K>> in a later cycle. 
Microcode synchronizes with Ibox IPR writes by issuing a MRQ/SYNC .MBOX after the operation. 
Once the MRQ/SYNC .MBOX is complete, the microcode knows the Ibox has the data. 

In detecting Ibox IPRs,. the Ebox treats the entire range of normal IPR addresses from DO to DF 
(hex)as Ibox IPRs. The exact test used by the Ebox is: VA<9:6>=D (hex) and VA<24>=0. The low 
four bits (VA<5:2>) are sent to the Ibox so it can determine which of its IPRs is specified. 

The Ebox requests a load-PC Mbox operation in S4 when the microword specifies LOAD.PC in the 
MRQ field. In S5 of that microword it asserts a command strobe to the Ibox informing it that the 
Mbox will soon forward the new PC value. Microcode synchronizes with the load-PC operation by 
specifying a SEQ.MUX/LAST.C YCLE . The instruction queue must be empty at this time. Once the 
Ibox adds a new instruction queue entry, a macroinstruction dispatch occurs. While waiting, the 
Ebox executes a continuous stream of "STALL" microwords (see Section 8.5.20.1). 
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8.5.18 Ebox Vector Support 

The Ebox supports potential future vector architecture integration by providing a configuration 
status bit which is available for microcode conditional branches. 

VECTOR_UNlT_PRESENT is a configuration status bit for vector support in the IPR ECR. See 
Section 8.5.22. Microcode can branch conditionally on the VECTOR_UNIT_PRESENT status. 

8.5.19 Fault and Trap Management 

There are three kinds of VAX Architecture exceptions: faults, aborts, and traps. In all cases the 
PC, PSL, and other data is pushed on the stack, and the address of an exception handling routine 
is fetched from the SCB. For a trap, the instruction which caused the trap has finished completely, 
and the PC on the stack points to the next instruction to execute. For a fault, the PC on the stack 
points to the instruction which caused the exception. For an abort, the PC, PSL, and other state 
are UNPREDICTABLE; however, whenever possible the NVAX CPU tries to turn aborts into faults. 
The difference between an abort and a fault is that no important architectually visible state was 
modified by the instruction if it was a fault, while some important architecturally visible state may 
have been modified if it was an abort. (Certain state, for example, the memory location which 
is pointed to by the stack pointer, can be modified in the case of a fault. Generally speaking, 
aborts are cases where restarting the instruction may not work because some state which the 
instruction depended on may have been altered.) The VAX Restart Bit in the machine check stack 
can be used in determining whether it is safe to treat an abort as a fault. 

To cleanly support the concepts described in the previous paragraph, the NVAX CPU has a 
macroinstruction commit point in the pipeline. Once any microword of the execution microflow 
has passed this point, the macroinstruction may have modified architectural state. Until the 
first microword of the microflow passes the commit point, the instruction cannot have modified 
any architectural state. This point is the boundary between S4 and S5 in the Ebox pipeline. No 
architecturally visible state is ever modified in S3 or S4 of the pipeline. For example, the PSL 
and all registers in the register file are written only in S5. Also, memory requests are not issued 
until a microword specifying one is about to advance into S5, and it is certain there are no S4 
stalls. 

Each macroinstruction execution microflow obeys the restriction that no microword in that 
flow modifies any architectural state before it is certain that all the operand specifiers for the 
instruction have been properly fetched and decoded and that all the memory accesses which this 
microflow will request are not going to encounter a memory management violation. This does not 
mean that no microword of the microflow passes the S4/S5 boundary before all this is checked. It 
only means that the microwords in the microflow don’t write memory or any other architecturally 
visible state until these things are verified. The net result is that macroinstructions which 
encounter a memory management violation are restartable once the condition has been corrected. 
(Note that the string instructions don’t quite follow these simple rules. Instead, they use a more 
elaborate set of rules to ensure that they can be restarted after any memory management fault.) 

Microflows for macroinstructions which might encounter any kind of fault other than a 
memory management exception specifically test for the fault conditions) before modifying any 
architectural state. This is in addition to checking for memory management faults, as described 
above. 
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Ebox hardware forces a reserved opcode fault for Fbox instructions (except MULL) when the Fbox 
is disabled, in S4 of the first microword of Fbox macroinstruction execution flows. Because this 
fault is requested in S4 of the first microword, it prevents any architectural state from being 
altered by these flows. 

Hardware errors are handled differently. They generally can’t be checked for, and the architecture 
doesn’t require any such checks. Generally aborts occur as a result of a hardware error 
encountered in an macroinstruction after all memory management checks have been done. In 
these cases, some architecturally visible state may have been modified before the macroinstruction 
has completed. 

8.5.19.1 Faults and Errors Detected In S4 

When the Ebox detects a fault or error condition in S4 associated with an operation that is about 
to advance into S5, it signals the Microsequencer to cause a microtrap. The microtrap will cause 
the Ebox pipeline to abort before it advances. Any operation which was in S5 already completes 
normally, but the operation in S4 is purged before it enters S5. The operation in S5 may be part 
of a previous macroinstruction microflow. That macroinstruction is not affected by the microtrap. 
The microword in S4 may be the first microword to modify architecturally visible state in a given 
execution microflow so it must be prevented from advancing into S5. 

8.5.19.1.1 Coordinating Ebox and Fbox Faults and Errors 

It is necessary that macroinstructions retire in order, even when there is a fault or error detected 
in S4. The microtrap for the fault or error must be delayed until the macroinstruction connected 
to the fault or error is next to retire. The current retire queue entry is used by the Ebox to 
decide whether a microtrap should be signaled. For example, if a branch displacement access 
fault or error is detected by the Ebox in S4 but the retire queue indicates the Fbox is next to 
retire a macroinstruction, then the branch macroinstruction came after the one being executed 
in the Fbox. The branch’s fault or error must not cause a microtrap until the Fbox has retired 
its macroinstruction. Then the microtrap is forced, given that the next entry in the retire queue 
indicates the Ebox is next to retire a macroinstruction. The microtrap occurs in S4 after the 
Fbox’s last operation advances into S5. The branch is prevented from retiring by the microtrap, 
since it incurred a fault or error. 

The Fbox reports a number of faults and one error to the Ebox. The Ebox ignores them until 
the retire queue indicates the Fbox is next to retire a macroinstruction. The reason is the same 
as in the previous paragraph. The microtrap has to be delayed until the logically preceding 
macroinstructions are advanced into S5. 

Destination queue and PA queue faults and errors can be connected either to the Ebox or the 
Fbox. It depends on whether the box selected by the retire queue is requesting a destination 
queue indirect store. If the destination queue is empty and I%IMEM_MEXC_H, I%IMEM_HERR_H, 
or I%RSVD_ADDR_FAULT_H is asserted and the box indicated by the retire queue is requesting a 
destination queue store, then a microtrap is signaled immediately. Also, if a destination queue 
store is requested while the current destination queue entry is valid and M%PA V _Q_STATUS_H< 1 > 
or M%PA_Q_STATUS_H<2> is asserted, a microtrap is taken (see Section 8.5.17). 
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8.5.1 9.1 .2 Breaking the S4 Stall 

Other than the requirement that instructions retire in order, S4 stalls do not delay microtraps 
for faults or errors which are in S4. In other words, any S4 stall is broken once a fault or error 
in S4 is due to the next macroinstruction to retire. 

8.5.19.2 Faults and Errors detected In S3 

When the Ebox detects a fault or error condition in S3, it latches it in order to carry it down 
the pipeline to S4. Unlike most control signals propagating down the pipeline, these fault and 
error conditions are not forced off when S3 is stalled and S4 isn’t stalled. So the S3 stall doesn’t 
have to end for the fault/error condition to propagate to S4. However, the fault/error conditions 
do stall in S3 if there is an S4 stall. This is because the microword in S4 may be from a previous 
macroinstruction. That instruction must be allowed to complete normally before the microtrap. 
Once the fault or error status has advanced into S4 and the retire queue indicates the Ebox is 
next to retire a macroinstruction, the Ebox signals the Microsequencer to micro trap. 

8.5.19.3 Integer Overflow and Branch Mispredict Ttaps 

There are two traps handled in Ebox hardware. They are integer overflow traps, and branch 
misprediction traps. Integer overflow traps are VAX Architecture exceptions, while branch 
misprediction traps are not part of the VAX architecture. Both of these traps are handled in the 
Ebox by causing a microtrap once the last microword of the macroinstruction’s execution microflow 
has entered S5. The microtrap prevents the next microword (which is the first microword of a new 
microflow) from advancing into S5. This means that the macroinstruction in question completes 
properly but its successors are not allowed to execute. This is done for integer overflow because 
this is the effect required by the VAX Architecture. It is done for branch misprediction because 
this is the effect required to recover from an incorrectly predicted conditional branch. 

Integer overflow traps occur when a microword which specifies SEQ.MUX/ 
LAST.CYCLE.OVERFLOW is in S5 and PSL<IV> and PSL<V> are both set. If a microtrap is signaled, 
it prevents the next microword (or Fbox operation) from advancing into S5; the current operation 
in S5 completes regardless of whether the microtrap is signaled. 

Of the VAX architecture instructions which can cause integer overflow, MULL and all the CVT 
instructions are executed in the Fbox (except that MULL is executed in the Ebox when the Fbox 
is disabled). Integer overflow is detected in the Fbox for these instructions. The Ebox determines 
that an integer overflow occurred by examining the new PSL<V> bit for every Fbox retiring 
instruction. Tb distinguish instructions which can incur integer overflow traps from others the 
Fbox might retire, the Ebox checks the map specifier supplied by the Fbox. MULL and CVTs with 
integer destinations all use the same map specifier, and no other Fbox executed instruction uses 
that particular specifier. When the instruction being retired by the Fbox uses that particular 
map specifier, and PSL<IV> and PSL<V> are both set, the Ebox forces the microtrap for integer 
overflow. 

Branch misprediction traps are taken in S5 when the microword specifies S YN C .BDI SP. TEST. PRED 
and the branch condition evaluator determines that the branch was incorrectly predicted. The 
Ibox prediction is read from the branch queue in S4. The branch condition evaluator result is 
available in S5. If the prediction doesn’t match the actual result, a branch misprediction microtrap 
is signaled. The microtrap will prevent the microword in S4 from completing. That microword 
may have been the first microword of the execution microflow for the next macroinstruction. It is 
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not supposed to be executed because the Ibox incorrectly predicted the outcome of the conditional 
branch. For more on mispredicted branches see Section 8.5.15.5. 

If a branch mispredict is detected at the same time as an integer overflow, the integer overflow 
microtrap is taken. See Section 8.5.19.5. 

8.5.19.4 Ebox Microtrap Handling 

The Ebox makes a microtrap request by asserting one of a number of microtrap request signals. 
The Microsequencer causes a microtrap at the end of the current cycle. The Microsequencer has 
a priority encoder which it uses to decide which microtrap dispatch should be taken when more 
than one microtrap request is asserted (see Chapter 9). Regardless of which microtrap is taken, 
the signal E_USQ%PE ^ABORT_L is asserted, causing an effective no-op to be inserted into all the 
control latches in S3, S4, and S5. The result is a pipeline abort. 

Early in a pipeline abort cycle (the cycle in which all the control latches in the pipeline are 
flushed), the Microsequencer signals asserts E_USQ%PE_ABORT_L. The Ebox responds by flushing 
the retire queue and the Ebox pipeline. Also, if in the last cycle a new command had been accepted 
by the Mbox, the Ebox asserts E%EM_ABORT_L which aborts that command. ( E%EM_ABORT_L will 
abort any EM_LATCH entry.) 

In the case of a branch mispredict microtrap, the Ibox has already been signaled by the Ebox 
that a mispredict occurred. The Ibox has the alternate PC latched, and it will begin fetching from 
that location as soon as it has unwound the RLOG. See Chapter 7 for more detail. 

All microtrap flows except branch mispredict execute a RESET.CPU. This causes a flush or reset of 
the Ebox queues and register file valid bits, the Fbox, and the Mbox (except the PA queue and 
EM_LATCH). It also causes E%STOP_EBOXja to be asserted. These microtrap flows then read the 
Ibox IPR which causes the RLOG to be unwound and returns the backup PC. 

The branch mispredict microflow doesn’t execute a RESET.CPU because the Ibox automatically 
recovers from the branch mispredict and begins fetching instructions from the correct memory 
location. For the same reason, it does not read the Ibox IPR which causes the RLOG to be unwound 
and returns the backup PC. For branch mispredict, Ebox hardware asserts all the flush or reset 
signals that MISC/RESET.CPU would have caused except that E%STOPJDBOX_H is not asserted. 

All microtrap flows synchronize with the Mbox by executing MRQ/SYNC.MBOX. Then they execute 
a MISC2/PLUSH.PAQ which causes the PA queue in the Mbox to be flushed. This allows any stores 
which were pending in the EMJLATCH to be finished before the PA queue is flushed. 

Certain microcode rules and restrictions apply to the process of gathering state and flushing the 
various boxes and function units within boxes. See Section 8.5.27.18. 


8.5.19.5 Coincidence of Branch Mispredict Trap with other Traps 

It is possible for a branch mispredict trap to happen at the same time as an integer overflow trap. 
When this occurs, the integer overflow trap is taken because it has higher priority than branch 
mispredict. However, the Ibox is still signaled that a branch mispredict took place. In the few 
cycles that it takes for the MISC/RESET.CPU in the integer overflow microflow to arrive at S5 in 
the Ebox pipeline, the Ibox has begun unwinding the RLOG and correcting the backup PC queue. 
Once the Ibox starts this process, it delays its own response to the E%STOP_EBOX_H signal (which 
is asserted by MISC/RESET.CPU ) until it has completed the correction process for the mispredicted 
branch. In this way, the correct backup PC is made available to the integer overflow microflow. 
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It is also possible for a trace fault to follow a mispredicted branch. In this case, the branch 
mispredict trap flushes the pipeline (purging the microflow for a trace fault which is following it 
down the pipeline) and the Ibox unwinds the RLOG and corrects the backup PC queue. Then the 
branch mispredict microflow executes a LAST. CYCLE which causes the Microsequencer to dispatch 
to the trace fault handler. Early in the trace fault microflow, RESET.CPU will be executed, and so 
EftSTOPJQBOXJS may be asserted to the Ibox before it has finished correcting for the mispredicted 
branch. The Ibex’s ability to delay its response to E%STOP_IBOX^H is what allows the Ibox to 
finish its corrective action. 

8.5.19.6 Possible Microtrap Requests 

The following table lists the microtrap requests the Ebox can make. 


Table 8-17: Ebox Microtrap Requests 


Microtrap 

When 

Asserted 

Sources 

Signal 

Memory 

management fault 

S4 

Ibox signal, MD fault status bits, PA queue 
fault bit, or indicated by M>ox signal, 
FttMMGTJFACLTJS 

E_FLT%MME JERR_H 

Memory access error 

S4 

Ibox signal, MD fault status bits, or 
indicated by Fbox signal, FStMKBK. _p. 

E _FLT%HW_EHB_H 

Reserved 
addressing mode 

S4 

Ibox signal or indicated by Fbox 

E_ELT%E8VD _>»DRJMODX^H 

Reserved operand fault 

S4 

Indicated by Fbox 

E_iFX.T%n/>AXING_KM7LXJ9 

Reserved 
instruction fault 

S4 

For floating point macroinstructions when 
the Fbox is not enabled. 

K JT.T%RSVD JN8TBJL 

Branch 

misprediction trap 

S5 

branch result mismatch 

E%BRANCH3HSFRKDICT_L 

Integer overflow trap 

S5 

PSL<V> and fskIV> both set, and 
seq.mux/iast cry cle. overflow or Fbox map 
specifier indicates integer result 

EJPT.T%IOVFL_L 

Moating overflow fault 

S4 

Indicated by Fbox 

E JFLT%FLOATING_FAlJLT_H 

Moating underflow fault 

S4 

Indicated by Fbox 

E_FLT%FLOATING_FAULT_H 

Moating divide-by-zero 
fault 

S4 

Indicated by Fbox 

KJPTLT%FLOATING_FAULT_H 


8.5.19.7 Fbox Fault Reporting 

The four Fbox faults, reserved operand, floating overflow, floating underflow, and floating 
divide-by-zero all cause the same dispatch in the Microsequencer. The Ebox latches a priority 
encoded status when one of these faults is reported by the Fbox. This status is available to the 
trap handler via a microbranch. The priority order, from highest to lowest, is reserved operand, 
floating divide-by-zero, floating overflow, and floating underflow. Table 8-18 shows the code for 
each of the four fault conditions. 
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Table 8-18: Fbox Fault Codes 


Fault 

Priority 

Code 

Reserved operand 

1 

0 

Floating divide-by-zero 

2 

1 

Floating overflow 

3 

2 

Floating underflow 

4 

3 


8.5.20 Ebox Stalls 

The Ebox pipeline is controlled by the Ebox stall logic. It supplies stall signals which gate clocking 
of data information into each pipeline stage. The Ebox stall logic stalls only the segments which 
must be stalled. S5 is never stalled. S3 stalls if S4 is stalled. If S3 is stalled but S4 is not stalled, 
a NULL microword (or, more generally, an effective no-op) is injected into S4 after the control 
information in S4 advances into S5. 

The clock for each pipeline latch in S3 and S4 is gated by a stall control signal. The stall 
control signals are E%S3_STALL, E%S4_STALL, and E%RMUX U .S4_STALL for stages S3, S4, and KMUX 
S4 respectively. These signals determine whether the corresponding latches are opened in 

The stall control signals are used to stall a pipe stage. A stage is stalled when it cannot complete 
its operation for some reason. Generally data needed by the stage is not yet valid, but is expected 
to become valid after some time. Also stage N will be stalled when stage N+l is not ready to 
receive the output of stage N. 

The Ebox pipeline can be stalled while the Fbox uses the RMUX portion of the pipeline to store 
results. When the Fbox is next to retire an instruction, E%RMUX_S4_STALL, E%RMUXJS4_FLUSH, 
and E%RMU3LS5_FLUSH depend on the progress of Fbox result store operations. When the Ebox 
is next to retire, these signals are driven to the same logic level as E%S4_STALL, E%S4_FLUSH, and 
E%S5_FLUSH, respectively. 

The clock for S5 pipeline latches is not gated. However there is an S5 flush signal for control 
information and another flush signal for the output of the RMUX. 

The S3, S4, and S5 pipeline latches which hold control information also have an 
asynchronous reset input signal: E%S3_FLUSH, E%S4_FLUSH, E%RMUX t _S4_FLUSH, E%S5_FLUSH, 
and E%KMUX W S5_FLUSH. These signals clear (flush) the control information to an effective no-op. 
They are asserted after the clock which loads the latch but before the control information is used 
to alter any state in the Ebox or anywhere else in the NVAX CPU. 

The flush control signals are used to insert effective no-ops into a particular stage. This is done 
for two distinct reasons. First, when pipeline stage N is stalled but stage N+l is not stalled, 
an effective no-op is inserted into stage N+l as its current operation advances to stage N+2. 
Secondly, when a pipeline flush is needed, the flush signals are all asserted, so every stage of the 
pipeline has an effective no-op inserted. The Ebox flushes the pipeline when the Microsequencer 
asserts E_USQ%PE_ABORT_L (which indicates that a microtrap dispatch has been initiated). 

Figure 8-8 shows control and data path latches and how the various pipeline control signals are 
typically connected. 
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Figure 8-8: Ebox Pipeline Latches 


S3 


S4 


S5 



Table 8-19 shows the various pipeline stall and flush combinations which can occur. An important 
factor in determining the pipeline controls is whether the Ebox or Fbox is next to retire a 
macroinstruction. This status is given by the current retire queue entry. 


Table 8-19: Ebox Pipeline Stali and Flush Cases 

Ebox Next to Retire a M acroinstruction. 


Pipeline Control 
Case 

S3 Clock/ 
S3 Flush 

S4 Clock/ 
S4 Flush 

RMUX S4 Clock/ 
RMUX S4 Flush 

S5 Flush/ 

RMUX Flush 

No Stalls 

run/don’t flush 

run/don’t flush 

run/don’t flush 

don’t flush/don’t flush 

S3 Stall (with, no S4 
stall) 

stall/don’t flush 

run/flush 

run/flush 

don’t flush/don’t flush 

S4 Stall 

stall/don’t flush 

stall/don’t flush 

stall/don’t flush 

flush/flush 
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Table 8-19 (Cont.): Ebox Pipeline Stall and Flush Cases 

Ebox Next to Retire a Macroinstruction 


Pipeline Control 
Case 

S3 Clock/ 
S3 Flush 

S4 Clock/ 
S4 Flush 

RMUX S4 Clock/ 
rmux S4 Flush 

S5 Flush/ 
RMUX Flush 

Pipeline Abort 

run/flush 

run/flush 

run/flush 

flush/flush 


Fbox Next to Retire a Macroinstruction 1 


Pipeline Control 
Case 

S3 Clock/ 
S3 Flush 

S4 Clock/ 
S4 Flush 

RMUX S4 Clock/ 
RMUX S4 Flush 

S5 Flush/ 
RMUX Flush 

Ebox requesting 

rmux (in S4) 2 , or 
Ebox S4 stall 

stall/don’t flush 

stall/don’t flush 

see note 3 / 
don’t flush 

flush/see note 4 

Ebox not requesting 
rmux (in S4) and no 
S3 stall 2 

see note 5 /dGn’t flush 

see note 5 /don’t flush 

see note 3 / 
don’t flush 

don’t flush/see note 4 

Ebox not requesting 
RMUX (in S4) with 

stall/don’t flush 

see note 6 /flush 

see note 3 / 
don’t flush 

don’t flush/see note 4 


S3 stall 2 


x If Fbox is next to retire a macroinstruction, then the rmux always selects the Fbox even if the Fbox doesn’t request it 

2 The Ebox is requesting the RMUX if the microword in S4 specifies anything other than none in the DST field. 

3 Run. if Fbox not requesting RMUX or if Fbox is requesting and there is no stall on the operation. Stall if Fbox is requesting 
a store and/or retire and there is a stall on the operation. 

4 Don’t fl u sh if Fbox not requesting RMUX or if Fbox is requesting and there is no stall on the operation. Flush if Fbox is 
requesting a store and/or retire and there a RMUX S4 stall on the operation. 

5 Stall if RMUX S4 dock is stalled. Otherwise run. 


As is shown in Table 8—19, when an effective no-op is inserted into S4 during an S3 stall, S5 does 
not need to be flushed. The effective no-op in S4 will propagate into an effective no-op in S5. 

VERIFICATION NOTE 

The interaction between stalls and microbranches is different than Rigel. That all 
microbranch tests work properly when S3 is stalled and S4 is not stalled should be 
verified carefully. 

8.5.20.1 The STALL Microword 

In any cycle that the instruction queue is empty (and the Ibox is not providing a bypassed 
instruction queue entry directly to the Microsequencer), the Microsequencer fetches the STALL 
microword. This microword specifies no operation, except SEQ.MUX/LAST.CYCLE, and can’t cause a 
stall anywhere in the pipeline. This allows the microwords already in the pipeline to continue 
even when the Ibox is temporarily unable to supply new instruction execution dispatches. See 
Chapter 9 for more detail. 
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8.5.20.2 Field Queue Stall 

When microcode uses the field queue, it executes a 4-way conditional microcode branch on two 
conditions, a not-empty condition and the 1-bit status in the current field queue entry. Only three 
of the 4 branch outcomes are actually possible, because the output of the field queue is forced 
off if the queue is empty. The Ibox makes an entry into to the field queue when it processes a 
field operand. While the queue is empty, the microcode loops continuously repeating the same 
conditional branch. This is very much like a stall condition in that the pipeline stages all have the 
same operation in them in every cycle while the field queue remains empty. See Section 8.5.15.8 
for more on field queue operation. 


8.5.20.3 Ebox Stall Conditions 

The Ebox stall logic detects the need for stalls in various parts of the pipeline. The stalls must 
be detected on time to gate latches at the start of the next cycle. This section assumes the 
Ebox is next to retire a macroinstruction. The next section deals with stalls with the Fbox next 
to retire a macroinstruction. 

The Ebox pipeline stalls in S3 when it is accessing some data in the register file which is not 
valid or when it requires an entry in the source queue which is not available. Up to two source 
queue entries and up to two MD or Wn registers can be accessed at once. The S3 stall lasts until 
all the accessed elements are valid and available. 

Wn and MD registers have valid bits associated with them. A register is valid only if this bit is 
set. A register’s valid bit is not set when a memory read has been initiated for that register and 
hasn’t yet completed. The valid bit is set by the Mbox when the read completes. 

The source queue read and write pointers are examined to determine when there are sufficient 
source queue entries to satisfy the microword in S3. Either one or two entries might be needed. 
Only one is needed if the source queue is referenced in the A or B microword fields but not both. 
Two are needed if the source queue is referenced in both microword fields. The Ebox stalls in S3 
if exactly the number of entries needed aren’t present. In particular, if only one entry is needed, 
then the Ebox only stalls if the source queue is completely empty, and if two entries are needed, 
the Ebox stalls until two entries are made. 

The Ebox stalls in S3 if the microword in S3 is sending operands to the Fbox and the Fbox is 
indicating that it can’t accept the any more operands. 

The Ebox stalls in S3 if the microword in S3 is accessing at least one GPR which is marked in the 
Fbox destination scoreboard as having an Fbox result store pending. 

Given that the retire queue indicates the Ebox is next to retire a macroinstruction, the Ebox 
stalls in S4 if the following are true: 

• The microword in S4 specifies DST/DST. 

• The destination queue is empty, or the destination queue isn’t empty, the destination queue 
entry indicates a memory store, and the current PA queue entry is not valid. 

The destination queue read and write pointers are examined to determine when the destination 
queue is empty. The current PA queue entry is valid when the Mbox has completed memory 
management checks for the store reference. The Mbox asserts M%PA^Q_STATUS_H<o> when the 
PA queue entry is valid. 
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The Ebox stalls in S4 if the microword in S4 initiates a memory operation and the Mbox is already 
working on an Ebox-initiated memory operation. The EM_LATCH in the Mbox holds the current 
Ebox memory request. It is not available until the Mbox has finished that request. The Mbox 
provides a status which informs the Ebox that the EM_LATCH is empty. 

Destination queue indirect stores that are memory stores go in the EMJLATCH like any other Ebox 
memory access. So EMJLATCH-full S4 stalls can occur even when the microword in S4 specifies 
MRQ/NOP. 

The Ebox stalls in S4 if the microword in S4 synchronizes with the branch queue and the branch 
queue is empty. The branch queue read and write pointers are examined to determine when the 
branch queue is empty. 

The Ebox stalls in S4 if the microword in S4 specifies MISC2/FDEST. CHECK and the entry in the 
destination queue needed to complete this operation is not yet valid. This stall ends when the 
Ibox writes the needed entry. 

The destination queue has a second access pointer, the FDest pointer. This pointer is 
compared to the destination queue write pointer to determine when the entry needed for the 
MISC2/FDEST.CHECK is available. 

When it is next to retire an instruction, the Fbox can cause an S4 stall by asserting 
F%STORE_STALL_H, indicating that the Fbox is stalling for this cycle because the data on 
F%FBOX_RESULT_H is incorrect or there is a data exception to be evaluated in the Fbox’s last 
stage. F%STORE_STALL_H is only supposed to be asserted if the Fbox is storing a result (i.e., 
F%STORE_H is asserted). 

8.5.20.4 Fbox and RMUX Related Stall Conditions 

The Ebox has several Fbox related stalls. When the Fbox requests the RMUX the Ebox may have to 
stall the Fbox. Also, depending on which box (Fbox or Ebox) is next to retire a macroinstruction, 
several different Ebox stalls may occur. 


NOTE 

When the microcode needs to stall in S3 waiting for an Fbox operation to complete, 
one or two microwords which specify DST/WBUS should precede the microword needing 
the Fbox operation to be complete. Any microword specifying DST/WBUS will stall in 
S4 until the Fbox retires its instruction. The appropriate amount of delay depends on 
which result is being awaited. 

The Ebox stalls in S4 if the current retire queue entry specifies that the Fbox is next to retire 
a macroinstruction and the Ebox is requesting the RMUX. The Ebox is requesting the RMUX if 
the microword in S4 specifies anything other than NONE in the DST field. Otherwise it is not 
requesting the RMUX 

The Ebox stalls the Fbox (by asserting a stall signal before the end of the cycle) when the Fbox is 
requesting the RMUX and one of the four following is true (note that if the Fbox is next to retire, 
the RMUX portion of the Ebox pipeline is stalled whenever the Ebox stalls the Fbox): 

• The Ebox is next to retire a macroinstruction. 

• The Fbox is next to retire a macroinstruction, is requesting to use the destination queue, and 
the current destination queue entry is not valid. 
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• The Fbox is next to retire a macroinstruction, is requesting to use the destination queue, 
the current destination queue entry is valid and indicates a memory destination, and the PA 
queue is not valid. 

• The Fbox is next to retire a macroinstruction, is requesting to use the destination queue, the 
current destination queue entry is valid and indicates a memory destination, the PA queue 
is valid, and the EM.LATCH is full. 

The Ebox determines all these conditions as described in the previous section. No part of the 
Ebox pipeline is stalled by an Fbox request if the Ebox is next to retire a macroinstruction. 

The Fbox can cause an RMUX S4 stall by asserting F%STORE_STALL_H, indicating that the 
Fbox is stalling for this cycle because the data on F%FBOX_RESULT_H is incorrect or there 
is a data exception to be evaluated in the Fbox’s last stage. (This also causes an S4 stall.) 
F%STOEE_STALL_H is only supposed to be asserted if the Fbox is storing a result (i.e., F%STORE_H 
is asserted). 

The Ebox is always stalled in S4 if an RMUX S4 stall occurs. 


8.5.21 Miscellaneous Operations 

The microword allows for a number of miscellaneous control and data movement operations. 
Most of them have been described elsewhere in this chapter, and are only summarized here. The 
following table lists all the miscellaneous operations by microword field and gives a description. 
Any of these fields can also specify NOP (no operation). 


Table 8-20: Ebox Miscellaneous Operations 

MISC Field - Both Standard and Special Microword Formats 


Mnemonic 

DL.BYTE 

DL.WORD 

DL.LONG 

RESTART. IBOX 

RESTART.MBOX 

RESET.CPU 

CLR.PERF.COUNT 

INCR.PERF.COUNT 

CLR.STATE.3-0 

SET.STATE.0 

SET.STATE.1 

SET.STATE.2 

MULL 


Description 

DL <- byte; change effects next microword 
DL <- word; change effects next microword 
DL <- long; change effects next microword 
restart Ibox operand specifier parsing in S5 
restart Mbox operand processing in S5 

flush Mbox and Fbox, initialize register file valid bits, flush Ebox queues, all in S6; 
stop Ibox in S5 

Clear the performance counters in S5. See Chapter 18 

Increment a performance counter in S5 if ECR<pmf_emux> is a certain value. See 
Chapter 18 

clear flags<3:0>; change effects next microword 
set flag<0>; charge effects next microword 
set flag<l>; change effects next microword 
set flag<2>; change effects next microword 

disables reserved instruction fault normally generated for Fbox instructions when 
the Fbox is not enabled. Used in MULL 2 and MULL3 so microcode can execute the 
macroinstruction instead of the Fbox. 
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Table 8-20 (Cont.): 

Ebox Miscellaneous Operations 

MISC Field - Both Standard and Special Microword Formats 

Mnemonic 

Description 

CONST. 10.BIT 

Special constant generation mode. See Section 8.5.2 

LOAD.SC.FROM.A 

SC <- K_BUS%ABUS_L<4jO> 

LOAD.MPU.FROM.B 

MPU <- K_BU8%BBUS_L<2»tl6> 

LOADPSL.CC.IIIP 

update PSL CCs: 

PSL<N,Z,V> <- S5 Condition Codes <N,Z,V> 
PSL<C> <— PSL<C> (Unchanged) 

LOAD.PSL.CC.JIZJ 

update PSL CCs: 

PSL<N> <— S5 Condition Code <N> .XOR. S5 Condition Code <V> 
PSL<Z> <— S5 Condition Code <Z> 

PSL<V> <- 0 

PSL<C> <- .NOT. S5 Condition Code <C> 

LOAD.PSL.CC.im 

update PSL CCs: 

PSL<N r Z,V,C> <- S5 Condition Codes <N,Z,V,C> 

LOAD.PSL.CC.IIIJ 

update PSL CCs: 

PSL<N r Z,V> <- S5 Condition Codes <N,Z,V> 
PSL<C> <- .NOT. S5 Condition Code <C> 

LOAD.PSL.CC.I1IP.QUAD 

update PSL CCs: 

PSL<Z> <- PSL<Z> AND. S5 Condition Code <Z> 
PSL<N,V> <- S5 Condition Codes <N,V> 

PSL<C> <- PSL<C> (Unchanged) 

LOAD JPSL.CC .PP JP 

update PSL CCs: 

PSL<NJZ,V> <- PSL<N J Z,V> (Unchanged) 
PSL<V> <— .NOT. S5 Condition Code <Z> 

CLR.VECT.RDY 

S3 dear of VECTOR_RDY condition. See Section 8.5.18 


MISC1 Field • Special Format Microword 

Mnemonic 

DescriptionL 

RETERE.ENSTRUCTION 

generate Ibox retire instruction signal in S5 

FLUSH. VIC 

flush Ibox virtual instruction cache in S5 

FLUSH.BPC 

flush Ibox branch prediction cache in S5 

FOP.VALID 

Fbox operand on b%abus jb<31i0> and e%bbus_h<31i0> or both 

FLUSH.PCQ 

Flush PC queue in Ibox 

CLR.STATE.5-4 

clear flags<5:4>; change effects next microword 

SET.STATE.3 

set flag<3>; change effects next microword 

SET.STATE.4 

set flag<4>; change effects next microword 

SET.STATE.5 

set fiag<5>; change effects next microword 


8—78 TheEbox 


DIGITAL CONFIDENTIAL 







NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Table 8-20 (Cont.): Ebox Miscellaneous Operations 

MISC2 Field - Special Format Microword 
Mnemonic Description 

F.DEST.CHECK Access destination, queue and make entry in Fbox destination scoreboard 

FLUSH.PAQ Flush PA queue in Mbox 

MRQ Field - Both Standard and Special Format Microwords 
Mnemonic Description 


SYNC.BDISP 
SYNC.BDISP.RETIRE 
SYNC.BDISP. TEST.PRED 

LOAD.PC 


stall if branch displacement invalid in S4; microtrap if fault 

stall if branch displacement invalid in S4; microtrap if fault; S5 retire entry 

stall if branch displacement invalid in S4; microtrap if fault; S5 microtrap if 
mispredict and retire entry 

load new PC (always followed by MISC/RESTART.IBOX) 


DISABLE. RET IRE Field - Special Format Microword 
Mnemonic Description 

YES Disable the retire macroinstruction and retire retire queue entry effects of 

SEQ.MUX/LAST.CYCLE and SEQ.MUX^LAST.CYCLE.OVERFLOW 

NO Enable the retire macroinstruction and retire retire queue entry effects of 

SEQ.MUX/LAST.CYCLE and SEQ.MUX/LAST.CYCLE.OVERFLOW 


The MISCl/REURE .INSTRUCTION function signals the Ibox to retire an instruction in order to 
bring the backup PC queue and the RLOG into the correct state for restoring GPRs and 
providing the backup PC after a microtrap. It does not retire a retire queue entry. Therefore 
MISCl/RETIRE.INSTRUCTION must always be followed by a MISC/RESET.CPU before the next 
macroinstruction execution dispatch (via SEQ.MUX/LAST.CYCLE). 

The MISC/RESET.CPU function causes E%STOP_EBOX_H to be asserted in S5 and E%FLUSH_MBOX_H, 
E_MSC%FLUSH_EBOXja, and E%FLUSH_FBOXJH to be asserted in S6. 

8.5.22 Ebox IPRs 

The Ebox implements two IPRs. They are IPRs 124-125 (decimal), PCSCR and ECR. 

ECR is a possible source of E_BUS%ABUS_L<31:0>, accessed by specifying ECR in the A field of the 
microword. ECR and PCSCR are also possible destinations of E_BUS%WBUS_L<3id>>, written by 
specifying PCSCR or ECR in the DST field of the microword. On writes, the entire register is 
written, regardless of the current DL value. 
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Figure 8-9: IPR 7C (hex), PCSCR 


31 30 29 28127 26 25 24|23 22 21 20)19 18 17 16)15 14 13 12 | 11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + 1 + — + — + — + — + — + — + — + — + — + — + h — + — + — + — + — + — + — + 

|0|0|0| | |0|0|0|0|0|0|0|0|0|0| | | | | |0|0|0|0|0|0|0|0| :PCSCF 

+ + + + + + — + + — + H + + + — + + + + + + — + + + + + + + — + + + + + + + 

II I I I I I 

I + — NONSTAND ARD_PATCH ! I I I I 

+ — PATCH_REV I I I I I 

DATA — + I I I I 

RWLJSHIFT — + | | | 

PCS_WRITE — + | | 

PCS_ENB --+ | 

PAR PORT DIE — + 


8.5.22.1 IPR 7C (hex), Patchable Control Store Control Register 

The PCSCR is used to load control store patches. Chapter 9 describes the patchable control store 
function in detail. Figure 8—9 and Table 8-21 show the bit fields and give descriptions. 
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Table 8-21 : PCSCR Field Descriptions 


Name 

Extent 

Type 

Description 

PAR.PORTJDIS 

8 

RW,0 

Writing a 1 disables control by the testability parallel port of 
the section of the internal scan used in loading the control 
store CAM (content addressable memory) and RAM. This is 
necessary when using this register to load the control store 
CAM and RAM. 

PCS_ENB 

9 

RW,0 

Enables tbe control store CAM and RAM so that patches are 
fetched and supersede the control store ROM. 

PC S_ WRITE 

10 

WO 

The event of writing a 1 to this bit causes the PCS scan chain 
contents to be written into the control store CAM and RAM. 
The control signal which enables the write returns to the 
inactive state automatically; there is no need for software to 
write a 0 to this bit after writing a 1. This bit always reads 
as 0. 

RWL_SHIFT 

11 

WO 

The event of writing a 1 to this bit causes the PCS scan chain 
to shift by one. The control signal which enables the shift 
returns to the inactive state automatically; there is no need 
for software to write a 0 to this bit after writing a 1. This bit 
always reads as 0. 

DATA 

12 

RW,0 

This bit holds the data which is shifted into the PCS scan 
chain when a 1 is written to RWL_SHIFT. By repeatedly 
setting DATA and writing a 1 to RWLJ3HEFT, software can 
shift any data pattern into the PCS scan chain. 

NONSTANDARD.PATCH 1 

23 

RW 

This bit is set by software after loading a microcode patch. If 
it is 1, it indicates a non-standard microcode patch has been 
loaded. This bit is returned as bit <8> in a read from the SID 
processor register, except that 0 is substituted for this bit in 
microcode for a SID read if PCSCR<PCS_ENB> is 0. 

PATCH.REV 1 

28:24 

RW 

This field is set by software after loading a microcode patch. 
It indicates the revision of the standard microcode patch 
which has been loaded. This field is returned as bits <13:9> 
in a read from the SID processor register, except that 0 
is substituted for this field in microcode for a SID read if 
PCSCR<PCS_ENB> is 0. 

1 This bit or field not implemented in pass 1 chips. 



8.5.22.2 I PR 7D (hex), Ebox Control Register 

The ECR is used to configure certain Ebox functions. Figure 8-10 and Table 8—22 show the bit 
fields and give descriptions. 
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Figure 8-10: IPR 7D (hex), ECR 


31 30 29 28127 26 25 24123 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08 | 07 06 05 04103 02 01 00 

+ — H + + + + + — + f -I- + + + + — + + + — + — + — + + + + + — +--+ + + — + + — + — + + 

| I 0| 0| 01 0| 0| 01 0| 0| | I I I 0| 01 | 01 0| 0| 0| 0| | | | | | I 1 I :ECR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + (. — + — + — + (. — + — + — + — + — + 

I I I I I I I I I I I I I I 

+-- PMF_CLEAR II II | I 1 I I I I I I 

PMFJLFSR — + | II I I I I I I I I I 

PMFJEMUX — + II | I I I I I I I I 

PMF_PMUX — + | | I I I I I I I I 

PMF_ENABLE — + | I I I I I I I I 

FBOX_TEST_ENABLE — + I I I I I I I I 

ICCS_EXT — + I I I I I I I 

TIMEOUT_CLOCK — + I I I I I I 

TIMEOUTJTEST — + I I I I I 

TIMEOUTJ3CCURRED — + I I I I 

FBOX_ST4_BYPASS_ENABLE — + | | I 

TIMEOUT_EXT — + I | 

FBOX_ENABLE — + | 

VECTOR PRESENT — + 
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Table 8-22: ECR Field Descriptions 


Name 

Extent 

Type 

Description 

VECTOR_PRESENT 

0 

RW,0 

This bit is for vector unit support in a future version of this 
chip. 

FBOX_ENABLE 

1 

RW,0 

This bit is set to a 1 by configuration code to enable the Fbox. 

TIMEOUT_EXT 

2 

RW,0 

This bit is set to a 1 by configuration code to select an external 
timebase for the S3 stall timeout timer. 

FBOX ST4 BYPASS 
ENABLE 

3 

RW,0 

This bit is set to a 1 by configuration code to enable Fbox 
Stage 4 bypass. 

TIMEOUT_OCCURRED 

4 

WC 

This bit indicates that an S3 stall timeout occurred. Writing 
it with a 1 clears it. 

TIMEOUTJTEST 

5 

RW,0 

If this bit is a 1, the S3 stall timeout circuit counts cycles 
instead of cycles in which e%timkout_knablk_h is asserted. 
In this test mode the S3 stall timeout time is roughly 50 
microseconds instead of roughly 3 seconds. 

TIMEOUT_CLOC K 

6 

RO 

This bit is most significant bit of the timeout base counter. It 
is used as an indication that k^timeout.knable.h is functioning 
(though some logic is not covered by this test). It should be 
1 half of the time and 0 the other half of the time. The 
period of the oscillation is 65536 time the cycle time of the 
chip or of the waveform on P%OSC_TCl_H, depending on 
ECR<TIMEOUT_EXT>. For ECR<TIMEOUT_EXT> set to 
0 and a 14 nsec cycle time, this is a period of roughly 900 
microseconds. 

ICCS.EXT 

7 

RW,0 

This bit is set by configuration code to select the interval 
timer mode. When it is 0, the CPU implements a subset 
interval timer with ICCS<6> maintained on the chip. When 
set to 1, the CPU implements a full interval timer with ICCS, 
NICR, and ICR processor registers implemented off chip. See 
Chapter 10. 

FBOX_TEST_ENABLE 

13 

RW,0 

When this bit is set to a 1, e%fbox.tkt_knb_h is asserted. This 
puts the Fbox is a test mode in which data is passed from 
stage to stage unaltered. 

PMF_ENABLE 

16 

RW,0 

This bit is the internal implementation of the PME processor 
register. See Section 18.2.4 for more detail. 

PMF_PMUX 

18:17 

RW,0 

This field selects the source of the events counted by the 
performance monitoring facility, when enabled, to be Ibox, 
Ebox, Mbox, or Cbox. See Section 18.2.3 for more detail. 

PMF_EMUX 

21:19 

RW,0 

This field selects the Ebox events counted by the performance 
monitoring facility, when the performance monitoring facility 
is configured to count Ebox events. See Table 18-3 for more 
detail. 

PMFLFSR 

22 

RW,0 

This bit enables the e%wbus_h<31«o> LFSR (linear feedback 
shift register) accumulator. This is a testability feature. See 
Section 8.5.26.2 for more detail. 
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Table 8-22 (Cont.): ECR Field Descriptions 


Name 

Extent Type 

Description 

PMF.CLEAR 

31 WO 

Writing a 1 to this bit clears the performance monitoring 
facility counters (which are also the e%wbus_hoiio> LFSR 
accumulator). It is not implemented in hardware. Microcode 
handles this function. 


8.5.23 Initialization 

The main mechanism for Ebox initialization is the power-up microtrap, and the MISC/RESET.CPU 
which occurs in the first microword of this microtrap flow. When this trap occurs, the 
Microsequencer will assert E_USQ%PE_ABORT_L, aborting the Ebox pipeline as it does for any 
microtrap. None of the registers in the register file or elsewhere in the Ebox are cleared on 
initialization, except that DPR bits are cleared where indicated by the bit type (see Section 8.5.22). 
The state flags are also cleared by reset. 

The Ebox asserts E%STOP_ffiOX_H, E_MSC%FLUSH_EBOX w H, E%FLUSH_MBOX_H, 
and E%FLUSH_FBOX_H during reset. This is the same effect as MISC/RESET.CPU. See the sections 
on initialization for each of the boxes for more detail. 

8.5.24 Timing 

TBS. A timing diagram for major Ebox signals will someday appear here. 

8.5.25 Error Detection 

Ebox handling of memory management faults and hardware errors detected by the Mbox while 
processing an Ebox or Ibox request is covered in Section 8.5.19 and Section 8.5.17. 

8.5.25.1 S3 Stall Timeout 

The Ebox implements an S3 stall timeout timer. The timeout time is shown in Table 8-23. 

Figure 8-11 shows all the NVAX timeout timers, including those implemented in the Cbox. The 
Cbox timeout timers are shown because they use E%TIMEOUT_B AS E_H as their timebase. See 
Section 13.4.3.4 for more detail on the Cbox timeout timers. 

The timeout timer input is E%TIMEOUT_BASE_H, which is created internally by dividing the CPU 
clock by 65536. As an alterative in systems in which require longer timeout times than NVAX 
implements, this timer can use an externally supplied timebase. To select the external timebase, 
K%EXT_TMBS_H, ECR<TIMEOUT_EXT> is set to 1. In this case the base counter counts cycles of 
K%EXT_TMBS_H instead of the NVAX CPU internal clock. K%EXT_TMBS_H is a synchronized version 
of the signal received on pin P%OSC_TCl_H. Note that P%0 SC_TC 1_H is synchronized in the 
clock section to NDAL clocks and must therefore be driven with a clock signal which is high for 
longer than one NDAL cycle and low for longer than one NDAL cycle. For a square wave clock 
waveform this implies a speed of 11.9 MHz or less. 
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Table 8-23: 

S3 Stall Timeout Values in Normal Mode 

Cycle time 

Timeout 

Granularity 

S3 Stall timeout 

10- ns NVAX 
12-ns NVAX 
14-ns NVAX 

655 microseconds 
786 microseconds 
917 microseconds 

2.6837 (min) to 2.68345 (max) seconds 
3.22044 (min) to 3.22123 (max) seconds 
3.75718 (min) to 3.7581 (max) seconds 


Figure 8-11 : NVAX Timeout Counters 
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In every cycle the Ebox counter increments, if one of the following is true: 

• S3 is stalled, or 

• The microword in S3 is the STALL microword (as determined by the piped version of 
E_USQ%IQ_STALL_H sent from the Microsequencer). 

• The field queue is being accessed via a microcode conditional branch and is empty 
(E_FLQ%FQ_STALL_H is asserted). 

These conditions are accumulated into one condition, E_FLT%S3_TTMEOUT_STALL_H, in the fault 
logic section of the Ebox. If none of the above conditions is true, the Ebox counter is reset to 0. 
If the counter reaches its maximum value and overflows, an immediate asynchronous hardware 
error microtrap is forced. The microtrap breaks the Ebox stall by aborting the pipeline. 

When the S3 stall timeout timer overflows, forcing a microtrap, the signal E%S3_TIMEOUT_H is 
asserted for one cycle. This causes the chip reset logic to reset the Mbox and Cbox. Microcode, 
in handling the asynchronous hardware error microtrap, must also do MISC/RESET.CPU in order to 
properly reset the Mbox. 

The Ebox timeout counter treats cycles in which the pipeline advances the STALL microword 
into S3 as an S3 stall cycle. If the Microsequencer sends STALL microwords into the pipeline 
continuously, the timer will eventually timeout. This is the case when the instruction queue in 
the Microsequencer remains empty forever. 

Similarly, if microcode is in an infinite loop, conditionally branching on the field queue contents, 
an S3 stall timeout will occur. 

Any true S3 or S4 stall which lasts forever will cause an S3 stall timeout. It is expected that 
some hardware failures within the NVAX CPU could cause the Ebox to get out of sync with the 
Ibox, Ebox, or Fbox. This could result in the Ebox waiting forever for an event which will never 
happen. This timeout timer causes a machine check exception to occur instead of allowing the 
CPU to simply hang. 

8.5.25.1 .1 Testing the S3 Stall Timeout Timer 

The Ebox timeout counter may be configured for testing by writing a 1 to ECR<S3_TIMEOUT_TEST> . 
When this bit is 1, the Ebox counter counts NVAX CPU internal clock cycles instead of cycles of 
E%TTMEOUT_BASE_H . Table 8-24 gives the timeout times in test mode. See the timeout counter 
test discussion in Section 13.4.3.4 for detail on how to cause a timeout for test purposes. The 
timeout will cause the asynchronous hardware error machine check (see Chapter 15). 


Table 8-24: 

S3 Stall Timeout Values in Test Mode 

Cycle time 

Timeout 

Granularity 

S3 Stall timeout 

10-ns NVAX 
12-ns NVAX 
14- ns NVAX 

10 nanoseconds 
12 nanoseconds 
14 nanoseconds 

40.95 (min) to 40.96 (max) microseconds 
49.14 (min) to 49.152 (max) microseconds 
57.33 (min) to 57.344 (max) microseconds 


DERIVATION OF TIMEOUT VALUES 
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The timeout values given above were derived as follows: 


Table 8-25: Derivation of NVAX Timeout Values 


NVAX 

Timeout 


mode 

Granularity 

S3 Stall timeout 


(in NVAX cycles) 

(in NVAX cycles) 

Normal 

2**16 

2**28— 2**16 (min) to 2**28 (max) 

Test 

1 

2**12 — 1 (min) to 2**12 (max) 


8.5.26 Testability 

This section describes the testability features in the Ebox. 

8.5.26.1 Parallel Port Test Features 

The microaddress currently being used to access the control store is visible on the parallel port. 
Much information about Ebox execution can be inferred from the sequence of microaddresses 
seen on the parallel port. See Section 9.5. 

No other Ebox signal is visible directly at the parallel port. Quite a few are visible through the 
internal observability scan chain controlled via the parallel port controlled inputs. Table 8-26 
shows these signals. Timing information and a description is given for each signal. 

The scan chain loads input data in # 4 . If a signal is not ready to be latched in # 4 , it has to be 
delayed before being loaded into the scan chain. This implies that the particular signal’s value 
sampled by the scan chain is from one cycle earlier than the cycle in which the scan chain was 
loaded.. This is shown Table 8—26 in the timing column. 

Table 8-26 lists the scan chain data bits in the order in they would appear at the parallel port. 
The value of E_RGF%ERROR_H appears first and the value of F%STORE_STALL_H appears last. 

Table 8-26: Ebox Observe Scan Signals 

Schematic Signal Tuning Description 


K_RGF%KRHOR_L 


delayed 


EJttGFOTAtJLTJL 


delayed 


I'JfclMKM JVEKXC_H 


A 1 value means the Ebox is detecting a hardware 
error associated with the current MD read (including 
bypassed MD reads) or with a current S3 Ibox-to-Ebox 
queue access (instruction queue, source queue, or field 
queue). 

A 1 value means the Ebox is detecting a memory 
management fault associated with the current MD 
read (including bypassed MD reads) or with a current 
S3 Ibox-to-Ebox queue access (instruction queue, 
source queue, or field queue). 

A 0 value means the Ibox is signaling a memory 
management exception associated with one of the 
Ibox-to-Ebox queues (instruction queue, source queue, 
field queue, branch queue, or destination queue). 
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Table 8-26 (Cont.): 

Ebox Observe Scan Signals 


Schematic Signal 

Timing 

Description 

F%|NPOT_STAIi u H 


A 0 value means the Fbox is currently requesting that 
no more input data be sent. 

TOiim k 


A 0 value means the Ibox is signaling a hardware 
error associated with one of the Ibox-to-Ebox queues 
(instruction queue, source queue, field queue, branch 
queue, or destination queue). 

E_SDQ 4 3fcDQ_STAIX_L 


A 1 value means the destination queue is being 
accessed and there isn’t a valid entry. 

E JHEM%F_STORE_H 


A 0 value means the Fbox is requesting a store in this 
cycle. 

E_RGF%rW_BYPAS8_B_L 

delayed 

A 1 value means the Ibox register file write is being 
bypassed to E_BUS%BBUS_L. 

E_K<Jf*%BDATA^VALJD_L 

delayed 

A 1 value means the data on e_bus%bbusjl is valid 
(otherwise a MD or WN stall would occur). 

E_RGE%rW_BYPASS_A,_L 

delayed 

A 1 value means the Ibox register file write is being 
bypassed to e_bus%abus_l. 

E_RGP%ADATA_VAIJD_L 

delayed 

A 1 value means the data on k_bus%abus_l is valid 
(otherwise a MD or WN stall would occur). 

E_SDQ^fcSCORKBOARD_BQT_STALX_H 

A 0 value means the Fbox destination scoreboard in 
the destination queue has a hit (i.e., a current source 
queue based register file read is to a register the Fbox 
will update in the future). 

E_SDQ«Sq_STALLJH 


A 0 value means the current source queue read(s) is 
(are) accessing an empty location - one kind of S3 stall. 

E_RTQ%RQ_SEL_EBOE_STLJL 


A 1 value means the Ebox is next to retire an 
instruction, not the Fbox. 

E_FLT%MME_ERR_H 

delayed 

A 0 value means the Ebox is signaling the 
microsequencer to initiate a memory management 
fault microtrap. 

E_FLT%HW_ERR_H 

delayed 

A 0 value means the Ebox is signaling the 
microsequencer to initiate a synchronous hardware 
error microtrap. 

E_SDQ%S4_FX)EST_STAUL_L 


A 1 value means the Ebox is stalled in S4 doing the 
FDEST.CHECK operation and the destination queue 
doesn’t contain the necessary entry or entries. 

V8S 


Always a 1 value. 

E _RGF«*.WNGPR_ERROK_H 


A 0 value means the Ebox is recognizing a hardware 
error because the Mbox wrote a working register or 
GPR while asserting M%HARD_ERR_H. 

E_FLT9M4_FAXJLT_H 


A 0 value means the Ebox is detecting a memory 
management fault with a current S3 Ibox-to-Ebox 
queue access (instruction queue, source queue, or field 
queue). 
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Table 8-26 (Cont.): Ebox Observe Scan Signals 

Schematic Signal Timing Description 


EJFT,T%<i_ERROBJ3 

F%CC_MAP_H<1> 

F%CC_MAP_H<®> 

F%RKTXRE_H 

E_STL%LAT_PAQ__STL l .H 

E_STL%BQ_STALL_H 

F%MKRK_H 

p%rsvd_addr lj mode ja 

PWaMGTJPAULT_H 

F%RSV _H 
F%FOV_H 
F%FDBZ_H 

F%FU_H 

M%KMJUiTjTOLIja delayed 

E%KKKFJRBQ_H 

vss 

E%STAKT_IBOX_IO_RD_H 


A 0 value means the Ebox is detecting a hardware 
error with a current S3 Ibox-to-Ebox queue access 
(instruction queue, source queue, or field queue). 

A 0 value means the most significant bit of this field is 
a 1. See Table 8—6. This data is valid for the condition 
code alteration in the current cycle (S5), provided it is 
a Fbox instruction being retired. 

A 0 value means the least significant bit of this field is 
a 1. See Table 8-6. This data is valid for the condition 
code alteration in the current cycle (S5), provided it is 
a Fbox instruction being retired. 

A 0 value means the Fbox is requesting an instruction 
retire in this cycle. 

A 0 value means the Ebox is stalling because the PA 
queue is not valid and the current destination queue 
access is req uiring the use of the PA queue. 

A 0 value means the Ebox is 
stalling because the branch queue is empty and the 
current microinstruction in S4 accesses it. 

A 0 value means the Fbox is signaling a hardware error 
on <me of the source operands far the currently retiring 
instruction. 

A 0 value means the Fbox is signaling a reserved 
address mode fault on one of the source operands for 
the currently retiring instruction. 

A 0 value means the Fbox is si gnaling a memory 
management fault on one of the source operands for 
the currently retiring instruction. 

A 0 value means the Fbox is signaling a reserved 
operand fault for the currently retiring instruction. 

A 0 value means the Fbox is signaling a floating 
overflow fault for the currently retiring instruction. 

A 0 value means the 

Fbox is signaling a floating divide-by-zero fault for the 
currently retiring instruction. 

A 0 value means the Fbox is signaling a floating 
underflow fault for the currently retiring instruction. 

A 0 value means the Mbox is signaling that the 
EMJLATCH is full. 

A 0 value means the Ebox is making an Mbox request 
in this current cycle. 

Always a 1 value. 

A 0 value means the Ebox is signaling the Mbox that 
an Ibox 10 space read may begin in the current cycle, 
subject to certain Mbox restrictions. 
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Table 8-26 (Cont.): 

Ebox Observe Scan Signals 


Schematic Signal 

Tuning 

Description 

F%STORE_STALL_H 


A 0 value means the Fbox aborted a store request late 
in the current cycle. 


8.5.26.2 E%WB US_H<31 :0> LFSR 

E%WBUS_H<3lO> (the buffered copy of E_BUS%WBU S_L<3 1 Kh> which is driven to the Mbox) has 
an LFSR (linear feedback shift register) accumulator. The LFSR is implemented as part of the 
performance monitoring facility that is described in Chapter 18, and controlled by two bits in the 
ECR processor register: PMFJLFSR and PMF_CLEAR. 

The E%WBUS_H<3 i.-o> LFSR is implemented as two identical 16-bit LFSRs, one for E%WBUS_H<31:16> 
and one for E%WBUS_H<15:0>. A block diagram of one of these 16-bit LFSRs is shown in Figure 8-12. 
The reader should note that the output of the left-most bit in the LFSR chain is inverted before 
being XORed with earlier taps. This was done for implementation reasons. 


Figure 8-12: E%WBUS_H LFSR Block Diagram 



Both halves of the E%WBUS_H<3 1 *)> LFSR may be cleared by software by writing a 1 to 
ECR<PMF_CLEAR> (which results in microcode executing the MISC/CLR.PERF.COUNT function). 
The operation of the pair of LFSRs is started by software by writing a 1 to ECR<PMF_LFSR> 
and stopped by writing a 0 to the same bit. The current state of the E%WBUS_H<3 1 :0> LFSR may 
be read by software via the PMFCNT processor register (an E_BUS%ABUS_L<31:0> source available 
via MFPR) in the format shown in Figure 8-13. 
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Figure 8-13: PMFCNT Processor Register in E%WBUS_H<31 :0> LFSR Format 


31 30 29 28127 26 25 24123 22 21 20|19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| E_WBtJS<31:16> LFSR Value | E_WBUS<15:00> LFSR Value I : PMFCNT 

+ + — + + 1 + F + + + + + + + + + + + + + + + + + H H + + + — + + + + 


CAUTION 

The E%WBUS_H<3 1 Kh» LFSR hardware also provides the performance monitoring facility 
function under control of ECR<PMF_ENABLE>. The operation of the hardware is 
UNDEFINED if both ECR<PMF_ENABLE> and ECR<PMF_LFSR> are on, or if software uses a 
single MTPR write to turn off one bit and turn on the other simultaneously. That is, if 
either bit is on, software must turn off both bits with one MTPR and turn on the other 
with a second MTPR. 

8.5.27 Microcode Restrictions 

This section gives microcode restrictions due to Ebox microarchitecture and the VAX architecture. 

8.5.27.1 Register Access Restriction 

The first microword of any execution microflow must not read GPRs explicitly, and an explicit read 
must be preceded by at least one microword specifying something other than NONE in the DST field. 
(A/Sl, A/S2, B/Sl, and B/S2 are always allowed.) This restriction has to do with the fact that the Fbox 
destination scoreboard only examines the source queue outputs to detect GPR read-before-write 
hazards. Therefore it specifically does not apply in a microtrap flow since the Fbox can never 
write a result after a microtrap. 

8.5.27.2 FLUSH. PAQ Restriction 

MISC2/FLUSH.PAQ should only be specified when the MRQ field specifies an Mbox operation 
which is sent in the EM latch (i.e., other than MRQ/SYNC.BDISP, MRQ/SYNC DDISP.RETTRE, 
MRQ/SYNCJBDISP.TEST.PRED, or MRQ/NOP). Otherwise the Mbox will not flush the PA queue. 

8.5.27.3 Memory access restrictions 

Microcode must ensure that all accesses from the current microflow are complete before allowing 
the microsequencer to dispatch to the next microflow. 

Destination queue indirect writes (DST/DST) may be implicit memory operations. The MRQ field 
must specify NOP,SYNC.BDISP,SYNC.BDISP.RETIRE, or S YNC. BDISP.TEST.PRED when this operation is 
specified. 

8.5.27.4 Shifter Restrictions 

If the shifter uses the SC register as the source of the shift amount, the SC must have been 
loaded from E_BU S%ABUS_L<4 :0> by the previous microword or from E_BUS%WBUS_L<4K>> by the 
microword before that. Otherwise the old SC value is used as the shift amount. 
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8.5.27.5 SHIFT.SIGN Restriction 

The saved copy of the shifter sign bit (Saved-SHF<N>) is UNPREDICTABLE after executing a special 
format microword. 

8.5.27.6 MMGT.MODE Restrictions 

The MMGT.MODE register must be loaded before (in a microword preceding) the microword 
specifying a memory management probe in the MRQ field. 

8.5.27.7 MPU Restrictions 

If the MPU mask value is loaded by microword N specifying MISC/LOAD.MPU.FROM.B, microcode 
may not branch on the new value until mieroword N+2. Microcode may branch on the old value 
in N and N+l. 

8.5.27.8 Microbranch Condition Restrictions 

The first microword of a macroinstruction execution microflow should not branch based on the 
state flags. (It may set or clear them.) 

8.5.27.9 Ibox 1PR read restriction 

Microcode should not use GPRs as the target for read type accesses to Ibox IPRs. There is no 
synchronization mechanism to determine when the result is ready. Also, the control logic in the 
Ibox IPR assumes a working register is the destination. 

8.5.27.10 RETIRE.INSTRUCTION 

The MISCl field operation, REHRE.INSTRUC'nON must always be followed by a MISC/RESET.CPU. 
The MISC/RESET.CPU may come any number of cycles later, but must come before the next 
macroinstruction microflow is dispatched. 

8.5.27.11 VAX Restart Bit Restriction 

The VAX Restart Bit should not be read until two microwords after the last mieroword whose 
effect is expected to be reflected in the bit’s state. For example, the machine check microflow 
should wait until the second mieroword before reading the bit to put it on the stack. Then the 
bit will reflect the state for the aborted execution microflow. 

8.5.27.12 Q Register Interaction With SMUL.STEP and UDIV.STEP 

In the mieroword after the last ALU/SMUL.STEP or ALU/UDIV. STEP, the Q register should not be 
sourced to E_BUS%ABUS_L< 3 1 Kb- or E_BUS%BBUS_L< 31 K)>. Bypassing is not implemented for this 
kind of Q register update. 

The mieroword before an ALU/SMUL.STEP must not update the Q register (Q/UPDATE.Q) unless that 
mieroword also specifies ALU/SMUL.STEP . 
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8.5.27.1 3 UDIV/SMUL Restrictions 

The Q field must specify Q/UPDATE.Q if the ALU field functions SMUL.STEP or UDIV.STEP are specified. 
Also the ALU result must be specified as the source of E_BUS%WBUS_L<3i.-o>, and the shifter 
operation must be NOP. 

8.5.27.14 F.DEST.CHECK Restrictions 

The F.DEST.CHECK miscellaneous operation should only be used as intended. It should be specified 
in the last microword of a microflow which sends operands to the Fbox. It should never be specified 
in a microword which also specifies DST in the DST field. 

8.5.27.15 Fbox Operand Delivery Restriction 

IN delivering operands to the Fbox microcode may only not use A/S2 or B/Si. Short literal bypass 
to the Fbox source operand buses is not implemented for these decodes. Use of these decodes 
for Fbox operands could cause improper input data formatting in the Fbox if a short literal data 
item is present in the source queue. 

8.5.27.16 RMUX control Restrictions 

Every microword with an S4 or S5 side effect of modifying any state (examples include 
SYNC.BDISP.RETIRE, RESET. CPU, and LOAD.PSL.CC .XXXX) must specify a DST other than NONE. A DST 
of WBUS is acceptable. This restriction specifically does not apply to FDEST.CHECK. 

Every microword specifying any operation other than NOP in the MRQ field must specify a DST 
other than NONE. A DST of WBUS is acceptable. 

8.5.27.17 Control Bits 

After changing either of ECR<1 or 3> (FBOX_ENABLE or FBOX_ST4_BYPASS_ENABLE) microcode should 
not do a SEQ.MUX/LAST.CYCLE or SEQ.MUX/LAST.CYCLE.OVERFLOW in the three microwords following 
the one altering the control bit. 

8.5.27.18 Microtrap Dispatch and RESET.CPU Restrictions 
8.5.27.18.1 Microtrap Flows 

In a microtrap handler for any microtrap except branch mispredict, microcode must do a 
MISC/RESET.CPU before it can read any of the registers in the register file which has a valid bit. 
This restriction is necessary to avoid deadlock. Specifically, microcode must not source any Wn 
register (working register) until the microword after the one which specifies MISC/RESET.CPU. 

In a microtrap handler for any microtrap except branch mispredict, there should be no memory 
request until the third microword after the one specifying MISC/RESET.CPU. 

In a microtrap handler for any microtrap except branch mispredict, any microcode operation 
which causes an entry in the retire queue to be retired is illegal until a MISC/RESET.CPU is executed 
and a second microword specifying SEQ.MUX/LAST.CYCLE and DISABLE. RE TIRE /YES is executed. 
This second microword must not occur until after the third microword after the one specifying 
MISC/RESET.CPU. 
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In a microtrap handler for any microtrap except branch mispredict, UNPREDICTABLE or UNDEFINED 
results could occur if microcode accesses the source queue, destination queue, instruction 
queue, branch queue, or field queue until the fourth microword after the one which specifies 
MISC/RESET.CPU. Similarly, UNPREDICTABLE results could occur if microcode reads from the Wn or 
GPR register before the fourth microword after the one which specifies MISC/RESET.CPU, or writes 
to these registers before the second microword after the one which specifies MISC/RESET.CPU. 

8.5.27.18.2 MISC/RESET.CPU Restrictions 

The fourth microword after one specifying MISC/RESET.CPU may specify SEQ.MUX/LAST.CYCLE 
(with DISABLE.RETIRE/YES), but the first three must not. The first three microwords after a 
MISC/RESET.CPU must not access the source queue or field queue. The first two microwords after 
a MISC/RESET. CPU must not access the destination queue, branch queue. 

The first two microwords after a MISC/RESET.CPU must not issue memory requests. 

After a microword specifying MISC/RESET.CPU, any microcode operation which causes an entry 
in the retire queue to be retired is illegal until a microword specifying SEQ.MUX/LAST.CYCLE and 
DISABLE.RETIRE/YES is executed. This microword must not occur until after the third microword 
after the one specifying MISC/RESET.CPU. 

8.5.27.18.3 Asynchronous Hardware Error Microtrap Restriction 

There are two possible causes of this microtrap, TB parity error and S3 stall timeout. If the cause 
is S3 stall timeout then the Mbox and Cbox are reset by Ebox hardware for 17.5 cycles. Microcode 
must not issue any memory requests during that reset time period. Also, the Mbox requires that 
the MISC/RESET.CPU function be done during the reset period. The first microword of the microtrap 
handler does not reach S6 until 5 cycles after the S3 stall timeout is detected. Hence the earliest 
the effect of MISC/RESET.CPU on the Mbox can occur is 5 cycles into the 17.5 cycle reset period. 
Microcode currently issues the MISC/RESET.CPU upon entry to the asynchronous hardware error 
microtrap (regardless of the cause) and then waits 23 cycles before beginning normal exception 
handling procedures. This is the recommended procedure. 

8.5.27.18.4 First Part Done Dispatch Restriction 

The microcode flow at the dispatch for PSL<FPD> set must determine if the opcode is that of an 
Fbox instruction. If it is, then a MISC/RESET.CPU must occur before the next SEQ.MUX/LAST.CYCLE 
or SEQ.MUX/LAST.CYCLE.OVERFLOW. This case results in the Fbox and Ebox being out of synch in 
the protocol for sending opcodes and operands. The Fbox must be flushed. If the instruction is not 
an Fbox instruction, microcode may continue without the MISC/RESET.CPU (as it does in the case 
of unpacking and continuing the execution of an interrupted string instruction such as MOVC3). 

8.5.27.1 9 PSL Use Restrictions 

The PSL must not be loaded in the first microword of a macroinstruction execution microflow. 

The first two microwords of any macroinstruction execution microflow (any opcode dispatch or the 
FPD dispatch) should not use the PSL as a source. The PSL<TP> bit read onto E_BUS%ABUS_L<31H)> 
will not necessarily be correct. Microcode may disregard this restriction if it is acceptable for this 
bit to be incorrect. (Reading the PSL does not prevent the automatic copy of <T> to <TP>.) 
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The PSL should not be read in the microword after it is updated. If this rule were not followed, 
it is UNPREDICTABLE whether the second microword will source the old or the new PSL value. 
(Actually it depends on whether an S3 stall occurs on the second microword.) 

On loading a new PSL, the third microword after the one altering the PSL may specify LAST.CYCLE 
for a decode dispatch, but the first two may not. If it is known that the PSL<FPD, T, or TP> bits 
will not change, then this restriction does not apply. 

On loading a new value to PSL<FU>, the microword after the one altering the PSL may specify 
SEQ.MUX/LAST.CYCLE for a decode dispatch, but the one which altered the PSL must not. 

If microcode loads a new value to PSL<IPL> in microword N, then microwords N through N+3 
must not specify SEQ.MUX/LAST. CYCLE or SEQMUX/LAST.CYCLE.OVERFLOW, but N+4 may. 

After changing the PSL microcode generally should not micro-branch on PSL bits in the next two 
microwords. Assuming microword N updates the PSL, if microwords N or N+l branch on the 
PSL the old PSL value will determine the result of the microbranch. However, if microword N+2 
branches on the PSL, it is UNPREDICTABLE whether the old or new PSL bits will be used to determine 
the branch outcome. (Actually, it is predictable if S3 stalls on microword N+l are known.) If N+3 
branches on the PSL, the new PSL value will definitely determine the result of the microbranch. 
This restriction specifically does not apply if PSL<29,26:22> are not changed by the load. 

Many microcode flows alter the condition code bits, PSL<3:0>, in the last cycle of the flow. This 
implies that microcode should not source the PSL in the first microwords of any flow except 
microtrap flows (i.e., don’t in these flows: opcode dispatch, FPD dispatch, trace fault dispatch, or 
interrupt dispatch) unless it is acceptable that the incorrect value might be read for the condition 
code bits. (This assumes that the first microword of the flow synchronizes to any outstanding 
Fbox retire by specifying a DST other than NONE.) 

Certain restrictions accompany changes to PSL<CUR_MOD>. The Mbox must not be processing 
any Ebox references or operand prefetches while PSL<CUR_MOD> is being changed. The microword 
after the one changing PSL<CUR_MOD> can issue a memory reference which will be access checked 
using the new PSL<CUR_MOD> value. 

There are no restrictions on reading or writing the PSL in beginning of a microtrap flow. The 
Ebox pipeline has been flushed before the microtrap flow begins, so there can’t be updates to the 
PSL after this microflow starts. 

The following table summarizes PSL restrictions at beginnings and ends of flows. 
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Table 8-27: PSL Restrictions Summary 

PSL Bits 

At beginning of new flow 1 

Before end of any flow 2 

PSL<3:0>; 

PSL<N,Z,V,C> s 

l 4 

0 

PSL<4,27>; 

PSL<T,FPD> 

0 

3 

PSL<6>; PSUFU> 

0 

1 

PSL<20:16>; 

PSL<IPL> 

0 

4 

PSL<30>; 

PSL<TP> 

2 

3 

PSL<any other> 

1 

0 


1 Nmnber of microwords required at beginning of microflow before microword in which these bits are read. Applies to 
macroinstruction execution flows (including FPD dispatches), and to trace fault and interrupt dispatches, but not to 
microtrap dispatches. 


2 Number of microwords after one which alters these bits (before and including the one which specifies 
SEQ.MUX/LAST. CYCLE or SEQ.MUX/LAST. CYCLE. OVERFLOW) 

3 This assumes the microcode convention of altering the PSL condition code bits in the last microword of some execution 
flows. 

4 This assumes that the first microword of the flow synchronizes to any outstanding Fbox retire. 


8.5.27.20 S+PSW Restrictions 

The PSL is written in S5 while the S+PSW source is read in S3. If microword N updates the PSL, 
microword N+l should not source S+PSW. It is UNPREDICTABLE whether the old or new value would 
be sourced if this restriction were not obeyed. 

8.5.27.21 RN.MODE.OPCODE Restrictions 

For the RN field to be valid, the A field of the microword must specify Si (the current source queue 
entry), and the microcode must know from context that the source queue entry points to a GPR. 
If these restrictions are not met, the value returned in the RN field is UNPREDICTABLE. 

The PSL is written in S5 while the RN.MODE.OPCODE source is read in S3. If microword N updates 
the PSL, microword N+l must not source the new value of RN.MODE.OPCODE. It could receive the 
old value. 
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8.5.28 Signal Name Cross-Reference 

The following table gives a cross reference for selected signal names in this chapter. Only signal 
names which have different names in this chapter than they do on the schematics are listed. 
Different names are used in this chapter only where the resulting description is significantly 
clearer. 


Table 8-28: Signal Name Cross-Reference 

Name in this chapter Name on. schematics Name in behavioral model 


E_ J ALU%JUC8UL.T_H<81 j15> 
E _AI'U%RE8ULT_H<140> 
KJU.U%C3LH-<32> 

23£1,19,17,1S> 


E _ALU _ADS%HJ^<31«1S> 

E _>U.U _XD1%RJL<14«Q> 

E_ALU JH)2frCl_L*32> 

E _ALU _AD2‘*pCI _L< 3 1^8,27,36, 
23421,19,17, lfi> 


E _ASH^ALU%HESUL,T_H<31.15> 

E _ASH w ALU%HE8ULTja<14«0> 

E_ASH^VLU%CAHHJQKS_OUT_H<3 1> 

E _ASH^ALlJ%CAERIES_OUT_H< 30 ^ 8 ^a 4 , 
22^0,18, 1S,14> 


K _ALU^fcCI_H<30,38,>6,3< 
22^20, 18,18> 


E _ALU _AD3%CI JS<304k84M^i, E _ASH_ALU»CAEKtE8_OUT_H<2»^7^5, 

224K), 18, 16> 2340,19,17, 16> 


K ^AL,U%CLH<14,ia,103A<a> 


E_ALU JUJ1%CIJ3<14,13,10AM^ E_A8H_ALUSfcCAREUKS_OUT_H<13,ll^,7A»4> 


EJU.U%CLa<lS,nA7AS,l> 

E*>RMUX^.S4 JELU8H 


E%EMU3LS4_STAIX 


E%RMUX W S5_FLUSH 


E%83 JFXU8H 


E%S3_8TAUL 


E%S4_8TALX, 


E_ALU>D1%CIJL<1S,U^,7A3,1> E ^SH^X.U%CARRIK8_OUT_H<12,10A8,<*> 

E.ALU _AC2%CIN_H E_>SHJtf.U%C JN_R 


no exact match, roughly equals no exact match, roughly equals the following: 

the following: E_STL*LAnEJf_NOP_RMDX w 8<.H, 

KL8TL«VEET .LATE-NOP.BMCOL&CL E_8TL%VKKY _I^TKJSOP_KMXJX_84 JH 


no exact match, roughly equals 
the following: 

R_8TL%8TAIJ^MCXJ34JL, 
E_STL«iArE_STALL_RMUX w S4_L, 
E_ 8 m%VERY^TE_STALI^RMUX w S 4 J. 


no exact match, roughly equals 
E_STL%8TiUJ < JRMU2LS4_H, 
E_STL%LATE_STAIX 1 JtMUX^S4 _R, 
E_STL%VEKY_IAIE_8 TAIX l JRMOX^S4_H 


the following: 


no exact match, 

roughly equals the following: 
E_STLWOP_RMU2LS*J-, 

E.STL'fcF JTOP_RMUX_85 JH 

no exact 

match, roughly equals the 
following: k_usq«»e>bort_l, 
E_8TE%PE_ABORT_n, 

E_8TL%%PE_ABORT_H 

no exact 

match, roughly equals the 
following: e_stl%staijl_S3_l, 

E_STL«^TE_8TAUU_8SJL, 

E_8TL%VERY_LATE_8TALL_83_L 

no exact 

match, roughly equals the 
following: K_STL%STAIX_84LL, 

E_8TL«LATE_8TALI^S4 _J. 


no exact match, roughly equals the following: 

E_ST1.*F_JTOP_BMUX W 8«H, 

E_STL*LATK W FJ40P_RMUX W S«_H, 

E_STL*NOPJRMUX w 88_H 

no exact match, roughly equals the following: 

E_USq%PE_ABORTja 


no exact match, roughly equals the following: 

E_8TL%8TAIXJ33_H, B_8TL«A3nS_SXAIXu83_R, 

E_8TL%VKKY JLATK_8TAUU_83 JH 


no exact match, roughly equals the following: 

E_8TL%8TAUU_84_B^ E_8TL%LATE_8TVU^84^H 
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Table 8-28 (Cont.): Signal Name Cross-Reference 

Name in this chapter Name on schematics Name in behavioral model 


E%S4_FLUSH 


E%86_FLUSH 


no exact 

match, roughly equals the 
following: e_stl%f jstop_S4_h, 
E_STL%LATE_F JSOP_S4_H 

no exact match, 

roughly equals the following: 

E_STLWOP_S5_L, 

E_STL%F _NOP_S5_H 


no exact match, roughly equals the following: 
E_STL%F_NOP_S4 JH, E_SH.%LATE_FJ«>P_S4_H 


no exact match, roughly equals the following: 

K_STL%NOP_S6_H, K_STL%F _NOP_S6_H 
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8.5.29 Revision History 


Table 8-29: Revision History 


Who 

When 

Description of change 

John Edmondson 

30-NOV-1988 

Initial Release. 

John Edmondson 

19-DEC-1988 

Corrections and Updates. 

John Edmondson 

06-MAR- 1989 

Release for external review. 

John Edmondson 

29-NOV-1989 

Updates after external review and modeling complete. 

John Edmondson 

18-DEC-1989 

Farther updates, particularly adding real signal names. 

John Edmondson 

31- JAN-1990 

Updates reflecting minor implementation motivated changes 
- rev 0.5. 

John Edmondson 

4- MAY- 1990 

Updates reflecting minor implementation motivated changes 
- post rev 0.5. 

John Edmondson 

20-FEB-1991 

Further updates post implementation. 

John Edmondson 

31-MAY-1991 

Minor updates for pass 2 changes. 
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Chapter 9 

The Microsequencer 


9.1 Overview 

The microsequencer is a microprogrammed finite state machine that controls the three Ebox 
sections of the NVAX pipeline: S3, S4, and S5. The microsequencer itself resides in the S2 section 
of the pipeline. It accesses microcode contained in an on-chip control ROM, and microcode patches 
contained in an on-chip SRAM. Each microword is made up of fields that control all three pipeline 
stages. A complete microword is issued to S3 each cycle, and the appropriate microword decodes 
are pipelined forward to S4 and S5 under Ebox control. 

Each microword contains a microsequencer control field that specifies the next microinstruction 
in the microflow. This field may specify an explicit address contained in the microword or direct 
the microsequencer to accept an address from another source. It also allows the microcode to 
conditionally branch on various NVAX states. 

Frequently used microcode can be made into microsubroutines. When a microsubroutine is called, 
the return address is pushed onto the microstack. Up to six levels of subroutine nesting are 
possible. 

Stalls, which are transparent to the microcoder, occur when an NVAX resource is unavailable, 
such as when the ALU requires an operand that has not yet been provided by the Mbox. The 
microsequencer stalls when S3 of the Ebox is stalled. 

Microtraps allow the microcoder to deal with abnormal events that require immediate service. 
For example, a microtrap is requested on a branch mispredict, when the Ebox branch calculation 
is different from that predicted by the Ibox for a conditional branch instruction. When a microtrap 
occurs, the microcode control is transferred to a service microroutine. 

9.2 Functional Description 
9.2.1 Introduction 

The NVAX microsequencer consists of several functional units of logic that are explained in the 
following sections and illustrated in the block diagram, Figure 9-1. 
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9.2.2 Control Store 

The control store is an on-chip ROM which contains the microcode used to execute macroinstruc- 
tions and micro traps. It is made up of up to 1600 microwords. These are arranged as 200 entries, 
each entry consisting of 8 microwords. Each microword is 61 bits long, with bits <14:0> being 
used to control the microsequencer. The remainder of the microword, bits <60:15>, is used by the 
Ebox to control S3 through S5. The Ebox also receives bits <14,12:11>, enabling it to recognize 
the last cycle of a microflow and the validity of the microtest bus select lines. 

The control store access is performed during #34 of S2 and of S3 of the NVAX pipeline. The 
output of the Current Address Latch (CAL), E_USQ_CAL%CAL_H<iOK)> , is used to address the 
control store. Bits <10:4, 0> are used to select one of the 200 entries. The eight microwords in the 
selected entry then enter an eight-way multiplexer, where E_USQ_CAL%C AL_H<3 :i > select the final 
control store output. This structure is used because E_USQ_CAL%CAL_H <3 :l > are valid later than 
bits <10:4, 0>, since E_USQ_CAL%CAL_H<3:1> must be OR’d with the microtest bus for a BRANCH 
format microinstruction (see Section 9.2.2 .2.2 for details). 

9.2.2.1 Patchabie Control Store 

The patchabie control store is an on-chip SRAM which contains microcode patches. It consists of 
up to 20 microwords. It operates in parallel with the control store. The microaddress from the 
CAL is the input to its CAM (Content Addressable Memory). If the address hits in the CAM, the 
output of the patchabie control store is selected as the new microword, rather than the output of 
the ROM control store. 

The patchabie control store and CAM are precharged in #3 and evaluate in $41. The CAL output, 
E_USQ_CAL%CAL_H<iok», is used in its entirety as the lookup address in the CAM, as opposed to 
the l-of-200 selection followed by the l-of-8 selection used in the ROM control store. 

9.2.2.1.1 Loading the Patchabie Control Store 

Entries in the Patchabie Control Store and its CAM are written under software control from 
the Patchabie Control Store Control Register (PCSCR) in the Ebox. The CAM must be disabled 
during this operation, so that no hits can occur. This is done by writing a zero to PCSCR<PCS_ 
ENB>. In addition, Parallel Test Port control of the MIB scan chain must be disabled, by writing 
a one to PCSCR<PAR_PORT_DIS>. Following assertion of E W E%BESET_L, PCSCR<PCS_ENB> 
and PCSCR<PAR_PORT_DIS> both contain zeroes. 

Data is serially scanned into the MIB scan chain, in the order shown in Table 9-2 (data is shifted 
from bit 0 to bit 91). The data is taken from PCSCR<DATA>; shifting into the scan chain is 
enabled by PCSCR<RWL_SHIFT>. 

The final 20 bits scanned in (positions<19:0> in the scan chain) are used to select which entry in 
the patchabie control store is to be written. Only one of these 20 bits may be asserted at a time. 
When all 92 bits of the scan chain have been serially loaded, the selected patchabie control store 
and CAM entry are written under control of PCSCR<PCS_WRITE>. 

All patchabie control store entries must be written with either valid or NULL patches before 
the PCS is enabled. A NULL patch is an entry whose CAM location is written with an un- 
used/unreferenced microaddress; there can never be a hit on this microaddress. The values of 
the MIB bits in a NULL patch are don’t-care. 
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When the patchable control store is loaded, the patch revision must be loaded into PCSCR<PATCH_ 
REV>. If the patch is non-standard (i.e., one which is not a formally distributed patch, such as 
a performance analysis patch), PCSCR<N ONSTANDARD_PATCH> must be set to 1; otherwise 
it must be set to 0. These fields can be read by software to determine which patches are present 
in the machine. These fields are included in reads of the SID processor register. 

Enabling of the patchable control store is done by writing a zero to PCSCR<PAR_PORT_DIS> 
and then writing a one to PCSCR<PCS_ENB > . 

See Section 8.5.22.1 for more details on PCSCR operation. 

The following table shows an example of writing an entry in the patchable control store. 

Table 9-1 ; Exam pie: Writing an Entry tn the Patchable Control Store 

Phase Action 


Microcycle 1 

1 

2 

3 Write 0 to PC SCR<PC S_ENB > x (disable the CAM) 

CAM NOW DISABLED 

Write a 1 to PCSCR<PAR_PORT_DIS> 1 (disable parallel port control) 

4 


Microcycle 2 

1 

2 PARALLEL PORT CONTROL NOW DISABLED 2 

3 Write data for MIB scan chain bit<91> to PC SCR<DATA> 1 
Write 1 to PCSCR<RWL_SHIFT> 1 

4 


Microcycle 3 


1 

2 

3 Write data for MIB scan chain bit<90> to PCSCR<DATA> 

Write 1 to PCSCR<RWL_SHIFT> 

4 Data for MIB scan chain bit<91> shifted into MIB scan chain bit<0> 2 


Micro cycle 4 

1 

2 


1 An S5 operation. 

2 Note 1-cvcle delay between some PCSCR fields and MIB scan chain. 
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Table 9-1 (Cont): Example: Writing an Entry In the Patchable Control Store 

Phase Action 

Microcycle 4 

3 Write data for MEB scan chain bit<89> to PC SCR<DATA> 

Write 1 to PCSCR<RWL_SHIFT> 

4 Data for MIB scan chain bit<90> shifted into MIB scan chain bit<0> 

Data for MIB scan chain bit<91> shifted into MIB scan chain bit<l> 


Microcycle 94 

1 

2 

3 Write 1 to PCSCR<PCS_WRITE> 1 ('write data into patchable control store) 

4 Data for MIB scan chain bit<91> shifted into MIB scan chain bit<91> 


Microcycle 95 

1 

2 

3 

4 DATA WRITTEN INTO PCS ENTRY FROM MIB SCAN CHAIN 2 
J An S5 operation. 

2 Noie 1-cycle delay between some PCSCR fields and MIB scan chain. 


Note that this example assumed no stalls within the Ebox. Also note that PCSCR<PCS_ 
ENB> and PCSCR<PAR_PORT_DIS> must be re-written with the correct values every cycle 
that PCSCR<DATA> is written. 


Table 9-2: Contents of MIB Scan Chain, When Loading Patchable Control Store 


Position 

Description 

Comment 

<91> 

MEB_H«0» 

Microword Field BRANCH.OFFSET 1 

<90> 

MIB_H<1> 

»t 

<89> 

MTB_a<St> 

tt 

<88> 

MEB_H<3> 

ft 

<87> 

MTB_H<4> 

ft 

<86> 

iHB_H<6> 

ft 

<85 > 

MIB_B<6> 



5 See Chapter 6 for details on microword fields. 
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I 

Table 9-2 (Coni): Contents of MIB Scan Chain, When Loading Patchable Control Store 


Position 

Description 

Comment 

<84> 

MIB_H<7> 

" 

<83 > 

M3B_H<34> 

Microword Field L 

<82> 

MEB_H*4ft> 

Microword Field MISC1 

<81> 

MEB_H*48> 

" 

<80> 

MIB_H<47> 

" 

<79> 

MIB_H«46> 

fi 

<78> 

MZB_H<BO> 

Microword Field FMT 

<77> 

MEB_H<1&> 

Microword Field MI SC 

<76> 

MTB_H<18> 

" 

<75> 

MTBJH<17> 

ft 

<74> 

MtB_H<16> 

ft 

<73> 

MZB_5<1S> 

t* 

<72> 

MIB_H<31> 

Microword Field DST 

<71> 

MEB_H<30> 

ft 

<70> 

M1B„H<29> 


<69> 

MIB_H<28> 

ft 

<68> 

SIIB_E<27> 

ft 

<67> 

MEB_E<26> 


<6€> 

MIB_H<£3» 

Microword Field A 

<65 > 

MEB _H<24> 

" 

<64 > 

MIBJ3<23> 

*t 

<63 > 

MIB_H<22> 

ft 

<62> 

MTB_H<21> 

ft 

<61> 

MZBJB«O0> 

ft 

<60> 

CAM BnCBQADDSBSS<U» 

MicroaddresB to be patched 

<59> 

CAM MECROADDKESSO> 

" 

<58> 

CAM M3CROADDRKSS<A> 

ft 

<57> 

CAM MICROADDBESS<7> 

ft 

<56> 

CAM M3CBOADDBES&«8> 

ft 

<55> 

CAM MICRO ADDH£SS<&> 


<54 > 

GAM M3CBQADDBESS<4> 

ft 

<53 > 

CAM BadbOADDKESS<S> 

ft 

<52> 

CAM BDCBQADDRESS<S> 

ft 

<51> 

CAM MICROADDRESS<l> 

ft 

<50> 

CAM MICROADDBKSS<0> 

ft 

<49> 

MXB_H<10> 

Microword Field SEQ.COND 
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Table 9-2 (Cont): Contents of MIB Scan Chain, When Loading Patchable Control Store 

Position 

Description 

Comment 

<48> 

MEBJB<»> 

•f 

<47> 

MTB_H<8> 

ti 

<46> 

MLB_H<14> 

Microword Field SEQ.FMT 

<45 > 

MIB_H<1S> 

Microword Field SEQ.CALL 

<44 > 

MIB_H<12> 

Microword Field SEQ.COND 

<43 > 

MIB_H<11> 

" 

<42> 

MEB_H<3®> 

Microword Field B 

<41> 

MEB_H<38> 

*• 

<40> 

MIB_H<37> 

” 

<39> 

MTBja<3«> 


<38> 

MTB_H<35> 


<37> 

MXB_H<44> 

Microword Field MISC2 

<36> 

MEB_H«43> 

*• 

<35> 

MEB_H«42> 

" 

A 

CO 

4^ 

V 


” 

<33> 

MEB_H<46> 

Microword Field LIT 

<32> 

MIB_E<40> 

Microword Field D 

<31> 

MIB_H<54> 

Microword Field MRQ 

<30> 

MEB_H<53> 


<29> 



<28> 

MZB_B<61> 

” 

<27> 

MEBJB«50> 

" 

<26> 

MXB_B<8S> 

Microword Field W 

<25> 

MTB_H<32> 

Microword Field V 

<24> 

MEB_H<6ft> 

Microword Field ALU 

<23> 

MTBJB<SS> 


<22> 

MTB_H<57> 

*» 

<21> 

MEB_E<S6> 


<20> 

MEBJH<S6> 


<19> 

PCS KNTBY SELBCT<19> 

Entry in PCS to be written 

<18> 

PCS KNTKY SKLKCT<18> 

t! 

<17> 

PCS KNTB3T 8KLECT<17> 

" 

<16> 

PCS KNTKY SKLKCT<ie> 

« 

<15> 

PCS KNTBY SKLECT<16> 

M 

<14> 

PCS ENTRY SKLKCT<14> 

If 

<13 > 

PCS KNTKY 8KLKCT<1S> 

If 
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Table 9-2 (Cont): Contents of MIB Scan Chain, When Loading Patchabie Control Store 


Position 

Description 

Comment 

<12> 

PCS ENTRY SELECT<12> 

•• 

<11> 

PCS EN1KY SELECT<11> 

" 

<10> 

PCS ENTRY SELECT<10> 

" 

<9> 

PCS ENTRY SE3JCCT<9> 

« 

<8> 

PCS ENTRY SKLECT<S> 

*t 

<7> 

PCS ENTRY SELECTS > 

#» 

<6> 

PCS ENTRY SELECT<8> 

" 

<5> 

PCS ENTRY SELECT<S> 

ft 

<4> 

PCS ENTRY SELECT<4> 

i* 

<3> 

PCS ENTRY SELECT<3> 

n 

<2> 

PCS ENTRY SELECT <2 > 

ft 

<1> 

PCS ENTRY SELECT <1> 

ft 

<0> 

PCS ENTRY SELECT <0> 

” 


9.2.2.2 Microsequencer Control Field of Microcode 

The microsequencer control field of the NVAX microword is used to help select the next micro-word 
address. The next address source is explicitly coded in the current microword; there is no concept 
of sequential next address. 

The SEQ.FMT field, bit <14> of the microsequencer control field, selects between the following 
two formats: 

Figure 9-2: Microcode Microsequencer Control Reid Formats 
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Table 9-3: Jump Format Control Field Definitions 


Name 

Extent 

Description 

SEQ.FMT 

14 

0 for JUMP 

SEQ.CALL 

13 

Controls whether return address is pushed on xnicrostack 

SEQ.MUX 

12:11 

Selects source of next xnicroaddress 

J 

10:0 

JUMP target address 


Table 9-4: Branch Format Control Field Definitions 


Name 

Extent 

Description 

SEQ.FMT 

14 

1 for BRANCH 

SEQ.CALL 

13 

Controls whether return address is pushed on microstack 

SEQ.COND 

12:8 

Selects source of Microtest Bus 

BRAN CH.OFFSET 

7:0 

Page offset of next microinstruction 


9.2.2.2.1 Jump Format 

Jump format microinstnictions choose the next address from one of three possible sources: the J 
field (bits<10:0> of the current microword), the microstack, or the last cycle logic. The microword 
fields decode as follows: 


Table 9-5: Jump Format Control Field Decodes 


SEQ.CALL 

SEQJVfUX 

NEXT 

ADDRESS 

SOURCE 

REMARKS 

0 

0 

J 

JUMP microinstruction. 

1 

0 

J 

CALL microinstruction. Current microword address 
with bits <3:0> incremented by one is pushed onto 
microstack 

X 

1 

STACK 

RETURN microinstruction. Top entry of microstack 
is selected. 

X 

2 

Last Cycle Logic 

Last cycle. Select next microflow. 

X 

3 

Last Cycle Logic 

Last cycle and enable integer overflow trap. Select 
next microflow. 


On a CALL microinstruction, the address of the current microinstruction, with bits <3:0> 
incremented by one, is pushed onto the Microstack. The CALL address is modified to avoid 
a RETURN to the CALL address, which would cause an infinite loop. 
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9.2.2.2.2 Branch Format 

Branch format microinstructions allow the microcoder to perform CASE operations on NVAX 
state. The SEQ.COND field drives the microtest bus select lines which select the source 
that drives the microtest bus. (Refer to Section 9 .2. 3. 1.1 for details.) The microtest bus 
is OR’d with bits <3:1> of the BRANCH.OFFSET field, allowing up to an eight-way case. 
Casing may be reduced to two-way or four-way by setting to ones the appropriate bits in 
BRANCH.OFFSET<3:l>. 


Table 9-6: Branch Format Control Reid Decodes 



NEXT ADDRESS 


SEQ.CALL 

SOURCE 

REMARKS 

0 

BRANCH.OFFSET 

BRANCH microinstruction. 

1 

BRANCH.OFFSET 

CONDITIONAL CALL microinstruction. Current 

microword address with bits<3:0> incremented by one is 
pushed onto microstack 


As in the JUMP format, the SEQ.CALL field is used to indicate that a RETURN address must 
be pushed on the microstack. 

For the purposes of BRANCH microinstructions, the control store is divided into 256-microword 
pages. The target of a branch microinstruction must be in the same page as the BRANCH as 
only the least significant 8 bits of the address are modified. The BRANCH. OFFSET field is the 
destination address offset within the current page. 

A branch address is made up as follows: 


Table 9-7: 

Branch Address Formation 

Bit(s) 

Source 

<10:8> 

Current Address<10:8> 

<7:4> 

BRANCH.OFFSET<7:4> 

<3:1> 

BRANCHOFFSET<3:l> OR UTEST<2K)> 

<0> 

BRANCH.OFFSET<0> 


9.2£.3 MIB Latches 

The microword output from the Control Store 8-to-l multiplexer is latched in 4>i into the Control 
Store Microinstruction Buffer (CS_MIB) latch. The microword output from the Patchable Control 
Store is also latched in 4>i, into the PCS_MEB latch. The outputs of the CS_MIB and PCS_MIB 
latches drive a multiplexer, which selects the PCS_MIB output if the CAL output hit in the 
Patchable Control Store CAM; otherwise, the multiplexer selects the CS_MIB output. 

Bits <14:0> of the multiplexer output (the Microsequencer 
Microinstruction, EJJSQ_CSM%UMEB_H<14:0>) are driven back to the microsequencer; all bits are 
driven to the Microinstruction Buffer (MIB) latch which operates in # 2 - Bits <60:14,12:11> of 
the MIB latch output (E_USQ 95 MIB_H) are driven to S3 of the Ebox; all bits are driven to the MIB 
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scan chain (see Section 9.5.2). When a microtrap is detected, the contents of the MIB latch are 
forced to NOP. The MIB latch is stalled on a microsequencer stall. 

9.2.3 Next Address Logic 

The remainder of the microsequencer is devoted to determining the next control store lookup 
address. There are five next address sources: 

1 . JUMP/BRANCH.OFFSET field of Microword 

2. Microtrap Logic 

3. Last Cycle Logic 

4. Microstack 

5. Test Address Generator 

9.2.3.1 CAL and CAL INPUT BUS 

The CAL, or Current Address Latch, is a static latch which holds the 11 bit address used to access 
the control store. It operates in $ 3 , and is stalled on a microsequencer stall. Bits <10:8> are also 
"stalled" when forming a branch address (see Table 9-7). 

The input to the CAL is the CAL Input Bus (E_USQ_BUS%CAL_INPUT_L). The CAL Input Bus 
is a dynamic bus, precharged in # 2 - The selected next address source drives this bus in £ 3 . 
Bits <14,12:11> of the microsequencer control field are used in selecting three of the next 
address sources: E_USQ_CSM%UMIB_H<lOsO> (for a BRANCH or JUMP address), the output of 
the last cycle logic, and the microstack output. The fourth CAL Input Bus source is the 
microtrap address; if a microtrap is detected, this input is selected regardless of the value of 
E_USQ_CSM%UMTB_E<l4 t l2:li>. The fifth source is a test address, driven from the Test Address 
Generator. This input has the highest priority. In summary: 

Table 9-8: Current Address Selection 

NEXT 

TEST TRAP SEQJFMT SEQJVTUX ADDRESS 


ADDR 

DETECTED 

<14> 

<I2:11> 

SOURCE 

REMARKS 

0 

0 

1 

XX 

Branch Address 1 

BRANCH/CONDITIONAL 
CALL microinstructions 

0 

0 

0 

00 

J 

JUMP/CALL 

microinstructions 

0 

0 

0 

01 

Microstack 

RETURN 

microinstruction 

0 

0 

0 

IX 

Last Cycle Logic 

Start new microfiow 

0 

1 

X 

XX 

Microtrap Logic 

Microtrap 

1 

X 

X 

XX 

Test Address 

Generator 

Test address 


1 See Table £-7 
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9.2.3.1.1 Microtest Bus 

The microtest bus allows conditional branches and conditional calls based on information 
generated outside the microsequencer, such as Ebox condition codes. The SEQ.COND field of 
the BRANCH format is driven on the microtest select lines, E_USQ%UTSEL_H< 4 : 0 >, in $23 • These 
lines are decoded by all conditional information sources in the Ebox. The selected source drives 
its information on the microtest bus, E_BUS%UTEST_L<2K>> . E_BUS%UTEST_L must be valid in time 
to be OR’d with value on the CAL Input Bus and latched in the CAL in $ 3 . 

The sources for the microtest bus are as follows: 


Table 9-9: Microtest Bus Sources 


UTSEL<4K)> Select 

UTEST<2:0> 

00 

No source 

000 

01 

ALU.NZV 2 

ALU_CC.NALU_CC.ZALU_CC.V 

02 

ALU.NZC 2 

ALU_CC.NALU_CCJZALU_CC.C 

03 

B.2-0 1 

EB_BUS<2:0> 

04 

B.5-3 1 

EB_BUS<5:3> 

05 

A7-5 1 

EA_BUS<7:5> 

06 

A.15-12 1 

EA_BUS<15:14>, EA_BUS<13> OR EA_BUS<12> 

07 

A31.BQABNZ1 1 

EA_BUS<31>, EB_BUS<2:0> = 0, EB_BL T S<15:8> NEQ 0 

08 

MFU.0-6 2 

MPU0_6<2:0> 

09 

MPU.7-13 2 

MPU7_13<2:0> 

0A 

STATE .2-0 2 

STATE<2.'0> 

0B 

STATE.5-3 2 

STATE<5:3> 

OC 

OPCODE.2-0 1 

OPCODE<2:0> 

0D 

PSL.26-24 3 

PSL<26:24> 

0E 

PSL.29.23-22 8 

PSL<29>, PSL<23:22> 

OF 

SHF.NZ 2 JNT 

SHF_CC.N, SHF_CC.Z, INTERRUPT.REQUEST 

10 

VECTOR, TEST 

ECR<VECTOR_UNIT_PRESENT> s , TEST DATA, TEST STROBE 

11 

FBOX 

Encoded fault<l:0> 4 , ECR<FBOX.ENABLED> = 0 s 

12 

FQ.VR 1 

0, FIELD_QUEUE_NOT_VALID, FIELD_QUEUE_RMODE 

13- IF 

Not Used 


1 Data is 

taken from S3. 


2 Data is 

taken from S4. 


s Data is taken from S6. 


4 See Section 8.5.19.7. 



The microtest select lines are always driven with bits <12:8> of the MIB output regardless of the 
microinstruction format. The microtest bus is only OR’d with the CAL Input Bus if the BRANCH 
source is selected to drive that bus. 
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Two of the microtest sources, the Field Queue (FQ) and the Mask Processing Unit (MPU), perform 
some function based on the value of the microtest select lines. These functions must check 
SEQ.FMT, E_USQ%MIB_H<14>, for validity of the microtest select lines. 

The microtest select lines are precharged to a value of zero during $ 1 ; no microtest source is 
selected for this value. 

9.2.3.2 Microtrap Logic 

Microtraps allow the microcoder to deal with abnormal events that require immediate service. 
When a microtrap occurs, the microcode control is transferred to a service microroutine. 
Operations further behind in the pipe than the one which caused the microtrap are aborted. 

Microtraps are generated by the Ebox, Mbox, or Ibox. Those Ebox microtrap requests considered 
faults are asserted in S4 of the microinstruction in which they occurred. Those that are considered 
traps are asserted in S5 of the microinstruction in which they occurred. 

Microtraps have higher priority than all other next address sources except the Test Address 
Generator. Microtraps are detected in $ 4 . The microtrap signals are OR’d together in $1 to form 
E_USQ%PE_ABORT_L. The trap signals are prioritized and address lookup is done to select the 
appropriate microtrap handler address, which is driven on the CAL Input Bus in $ 3 . 

Since microtraps are not detected until $ 4 , too late for control store access in that cycle, the 
signal E_USQ%PE_ABORT_L is used to force NOPs in all the Ebox and microsequencer inter-stage 
latches in $1 and # 2 - This effectively flushes the pipe. In the cycle following microtrap detection, 
control store access is done using the microtrap handler address, and the first microword of the 
trap handler is driven to S3 on E_USQ%MIB_H. 

Microtrap microcode flows flush the Ebox, Fbox, the specifier queue in the Mbox, the Instruction 
Queue in the microsequencer, and the Ibox. The only exception to this is the branch mispredict 
microtrap, which does not flush the Ibox. The microtrap handler also loads a new PC which 
allows the Ibox to start prefetching. At the end of the microtrap, microcode control is returned 
to the last cycle logic. 

Microtrap signals must be asserted for only one cycle, to prevent multiple detections of the same 
trap. 

9.2.3.2.1 Microtraps 

1. Powerup 

The powerup microtrap is requested when the chip is powered up. This forces the internal 
state of the chip to a known condition. See Chapter 16 for details. 

2. Asynchronous Hardware Error 

The asynchronous hardware error microtrap request can happen at any time regardless of 
what is in the pipeline. The following conditions cause execution of this microtrap: 

• S3 Stall Timer Expiration 

The S3 stall timer counts the number of consecutive cycles that S3 is stalled. When 
the counter reaches its limit, it initiates the Asynchronous Hardware Error microtrap by 
asserting E_TIM%S3_TIMEOUT_H . See Section 8.5.25.1 for more detail concerning the timer. 

• Translation Buffer Parity Error 


DIGITAL CONFIDENTIAL 


The Microsequencer 9—13 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


If the Mbox detects a TB parity error, it initiates the Asynchronous Hardware Error 
microtrap by asserting M%TB_PERR_TBAP_L. 

3. Integer Overflow 

The integer overflow microtrap request, E_FLT%IOVPL_L, is asserted in S5 when the Ebox 
detects an integer overflow condition (see Section 8.5.19.3) during the last cycle of a 
macroinstruction with overflow checking enabled. The microinstruction that checked the 
overflow condition completes, but any microinstruction initiated after it is aborted. 

4. Branch Mispredict 

A branch mispredict microtrap request, E_PSL%BRANCH_MISPREDICT_H, is asserted in S5 by 
the Ebox when the output of the Branch Queue (the Ibox branch prediction) does not match 
the branch direction calculated by the Ebox. See Section 8.5.19.3. 

5. Reserved Instruction Fault 

The Ebox initiates the reserved instruction microtrap in S4 when the Fbox is disabled and 
any Fbox instruction other than MULL is issued. It asserts E_FLT9cRSVD_Es T STR_L to initiate 
the microtrap. 

6. Hardware Errors 

The Ebox hardware error microtrap request, E_FLT%HW_ERR_H, is asserted in S4 on 
operand-related hardware errors, such as the attempted access of an MD register which 
has its error bit set. 

7. Memory Management Exceptions 

• Reported by Mbox 

An explicit read or write request by the Ebox can result in a memory management 
exception. This causes the Mbox to assert the microtrap request signal, M9ZMME_TRAP_L. 
See Section 12.5.1.5.3.7 for further detail. 

• Reported by Ebox 

A memory management fault can also occur during a memory access initiated by 
the Ibox, such as for an opcode or operand specifier. When this happens the Ibox 
asserts I%IMEM_MEXC_H. The Ebox combines this signal with several other conditions to 
generate E_FLT%MME_ERR_H. It initiates the memory management microtrap by asserting 
E.FLT%MME.EBE.H in S4. See Section 8.5.15.14 and Section 8.5.19 for more detail. 

8. Reserved Addressing Mode 

A reserved addressing mode fault occurs when the Ibox detects a reserved addressing 
mode on an operand specifier. The reserved addressing mode microtrap request, 
E_FLT%RSVD_ADDRJMODE_H, is asserted in S4 by the Ebox. Refer to Section 8.5.15.14 and 
Section 8.5.19 for details. 

9. Floating Point Fault 

A floating point fault is a fault detected by the Fbox. If the current entry of the retire queue 
points to the Fbox, the request E_FLT%FLOATING_FAULT_H can be asserted. If the retire queue 
points to the Ebox, the request is stalled until the retire queue does point to the Fbox. There 
are four possible causes for assertion of E_FLT%FIX>ATE^G_FAULT_H: floating overflow, floating 
underflow, reserved operand, and floating divide by zero. The trap handler cases on the 
floating point fault code on the microtest bus. See Section 8.5.16.5 for further detail. 
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9.2.3.2.2 Microtrap Request Timing 

The exceptions which result in microtrap requests to the microsequencer are detected in different 
pipeline seqments. In addition, some microtrap requests are delayed in order to align the request 
with a particular pipeline segment. 

The following table gives the pipeline segment in which the exception is detected and the pipeline 
segment in which the microtrap request is made for each type of microtrap. 


Table 9-10: Microtrap Request Timing 


Microtrap 

Exception 

Detected 

Microtrap 

Requested 

Powerup 

N/A 

N/A 

Asynchronous Hardware Error, S3 Stall Timer 

S3 

S3 

Asynchronous Hardware Error, TB Parity Error 

N/A 

N/A 

Integer Overflow 

S5 

So 

Branch Mispredict 

So 

So 

Reserved Instruction Fault 

S3 

S4 

Hardware Error 

S3.S4 

S4 

Memory Management Exception, Mbox 

N/A 

N/A 

Memory Management Exception, Ebox 

S3.S4 

S4 

Reserved Addressing Mode 

S3,S4 

S4 

Floating Point Faults 

S4 

S4 


9.2.3.2.3 Prioritization of Microtraps 

Microtraps must be prioritized since more than one request may be asserted at a time. Microtrap 
priorities and microtrap handler addresses are given in the following table. 


Table 9-11: Microtraps 


Priority 

Microtrap 

Dispatch Address (Hex) 

1 

Powerup 

00 

2 

Asynchronous hardware errors 

04 

3 

Integer overflow 

08 

4 

Branch mispredict 

OC 

5 

Reserved instruction fault 

10 

6 

Hardware error 

14 

7 

Memory management exceptions 

18 

8 

Reserved addressing mode faults 

1C 

9 

Floating point faults 

20 


The priorities of the microtraps are assigned utilizing the following dependencies: 
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1. The chip must be placed in a known state upon powerup. 

2. Once in a known state, asynchronous hardware errors take precedence over all, since they 
indicate a serious problem. 

3. Microtrap requests issued in S5 have priority over those in S4 since they are further down 
the pipe. 

4. Opcode faults take priority over operand faults. 

5 . Of the requests issued in S4, whichever physically took place first (was forwarded the furthest) 
has priority. 

6. Architecturally defined faults or traps (i.e. integer overflow) have priority over 
implementation defined faults or traps (i.e. branch mispredict). 

7. Reserved addressing mode faults are mutually exclusive of operand memory management 
faults for the same operand, because the source queue is empty before a reserved addressing 
mode fault request is made. 

8. The floating point fault may only be requested when the retire queue points to the Fbox. 

9.2.3.2.4 Erroneous Microtrap interruption 

A window of at least 4 cycles exists between initiation of a microtrap (assertion of 
E_USQ^PE_ABORT_L) and decoding of RE3ET.CPU for all microtraps except Branch Mispredict. 
(A subset of the RESET.CPU operations is performed immediately on detection of branch 
mispredict.) During this window, a lower priority microtrap based on state which will be cleared 
by RESET.CPU must not be allowed to interrupt the higher priority microtrap which has begun 
execution. This restriction is met by the following rules: 

• Powerup 

Powerup can interrupt any microtrap as it has the highest priority. The powerup microtrap 
is initiated by deassertion of K_E%RESET_L. Assertion of K_E%RESET_L causes all NVAX state 
to be initialized, so no microtraps will occur to interrupt powerup based on previous state. 

• Asynchronous Hardware Error 

Asynchronous hardware errors can interrupt any microtrap but Powerup. Due to the effects 
of K_E%RESET_L described above, no special logic is needed to meet this constraint. 

• Ebox-Generated Microtraps 

All Ebox-generated microtrap requests (integer overflow, branch mispredict, reserved 
instruction fault, Ebox hardware error, Ebox memory management exception, reserved 
addressing mode, and floating point faults) are cleared within the Ebox immediately on 
assertion of E_USQ%PE_ABORT_L. Thus, none of these microtraps can interrupt another. 

• Mbox-Generated Microtrap 

The Mbox memory management exception can occur at any time between assertion of 
E_USQ%PE_ABORT_L and decoding of RESET.CPU, if an Ebox-initiated memory reference 
is outstanding. The following list describes the possibility of assertion of M%MME_TRAP_L 
(initiation of the Mbox memory management exception microtrap) during each type of 
microtrap. 

• Powerup: 

As described above, M%MME_TRAP_L cannot be asserted. 

• Asynchronous Hardware Error: 
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By the nature of these errors, the Ebox may be performing any operation during initiation 
of this microtrap, so M%MME_TRAP_L could be asserted. 

• Integer Overflow, Branch Mispredict: 

Detection of these traps occurs only on the last cycle of a microflow, in S5. All outst anding 
Ebox-initiated memory references which could produce an error have been completed by 
this time, so M%MME_TRAP_L cannot be asserted. 

• Reserved Instruction Fault: 

Initiation of this microtrap occurs in S4, on the first cycle of the microflow for the offending 
instruction. If that same microword begins an Ebox-initiated memory reference, the 
reference will be aborted on initiation of the microtrap. 

On initiation of a Reserved Instruction Fault microtrap, S5 can only contain the last 
microword of the previous microfiow. As described above, M%MME_TRAPJL could not be 
asserted at that point. 

• Ebox Hardware Error, Ebox Memory Management Exception, Reserved Address Mode: 

These faults are generated during operand access. By microcode convention, no operands 
are referenced while there is an outstanding Ebox-initiated memory reference. Thus, 
M<rcMME_TRAP_L cannot be asserted. 

• Mbox Memory Management Exception: 

Multiple Ebox-initiated memory references can be outstanding at any time, so a second 
Mbox Memory Management Exception could occur. 

• Floating Point Fault: 

Similar to the Reserved Instruction Fault, this fault is detected in S4, with the first result 
transfer from the Fbox. Any memory reference initiated during this cycle will be aborted 
on initiation of the microtrap. S5 could only contain the last cycle of a microflow. Thus 
M%MME_TRAP_L cannot be asserted. 

In summary, the Mbox Memory Management Exception microtrap is the only trap which could 
incorrectly interrupt a higher priority microtrap in this window. In order to prevent this 
error, detection of the Mbox Memory Management Exception is blocked at the microtrap logic 
for the cycles from microtrap initiation (assertion of E_USQ%PE _ABORT_L) through execution of 
RESET. CPU (assertion of E_MSC%EARL5T_FLUSH_EBO^_H). Mbox Memory Management Exception 
detection is enabled again in the cycle following execution of RESET.CPU. 

Branch Mispredict is the only microtrap for which RESET.CPU is not executed. In this case, 
E_MSC%EARIJy_FLUSH_EBOX_H is asserted in the same cycle as E_USQ%PE_ABORT_L; therefore, 
detection of the Mbox Memory Management Exception is only blocked at the microsequencer for 
one cycle. However, as described above, M%MME_TRAP_L cannot be asserted during the Branch 
Mispredict microtrap, so the blocking is not necessary for proper execution of this microtrap. 

9.2.3 .2.5 Microtrap Detection Abort Effects 

The microsequencer aborts operation on detection 

of a microtrap (assertion of E_USQ%PE_ABORT_L) . The following table shows the timing for all 
microsequencer logic that is cleared or reset on an abort. 
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Table 9-12: 

Abort Effects In the Microsequencer 

Phase 

What is Cleared/Reset 


E_U8Q_STL9KLA.TE_USQ_81AI1._L 

$2 

E_USQ%MEBJ5 to S3 
E_U8Q%MACRO_X ST_CYCLE_H to S3 
K%FBOX_XST_CYCLE_L to FboX 

$3 

E_U8Q_STL%VEEy_LATE_U8Q_STALL_L 
E%FBOX_lST_CYCLE_L to FboX 
e_usq%macro_x st_cycle_h master latch 

$4 

- 


9.2.3.3 Last Cycle Logic 

The last cycle logic e xami nes several conditions used to determine which new microfiow is to be 
taken when LAST. CYCLE or LAST. CYCLE. OVERFLOW is detected on E_USQ_CSM9'rUMIB_H, no 
microtraps are detected, and no test address is driven. There are five possible new microflows, 
listed in order of priority: 

1. Interrupt Request Handler 

2. Trace Fault Handler 

3. First Part Done Handler 

4. Instruction Queue Stall 

5. The macroinstruction microcode indicated by the top entry in the instruction queue. 

The last cycle logic prioritizes these sources and performs address lookup. In addition, the signal 
E_USQ_LST%SELECT_IQ_H is derived. This signal is asserted when a valid entry is taken from the 
instruction queue. 


Table 9-13: Microaddresses for Last Cycle Interrupts or Exceptions 


Priority 

Interrupt or Exception 

Dispatch Address (Hex) 

1 

Interrupt request 

24 

2 

Trace fault 

28 

3 

First part done 

2C 

4 

Instruction Queue Stall 

30 


The priorities in the last cycle logic are assigned using the following dependencies: 

1. Interrupts and trace faults must be handled between instructions. (Interrupts may also be 
serviced at defined points during long instructions such as string instructions; this servicing 
is handled by microcode.) 

2. By definition, an interrupt that is permitted to request service has a higher priority level 
(IPL) than any exception that occurs in the process to be interrupted, or any instruction to 
be executed by that process. 
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3. When tracing is enabled (E_PSL%PSL_H<TP> is set), a trace fault must be taken before the 
execution of each instruction. 

4. If an instruction begins execution with PSL<FPD> set, the first part done handler must be 
entered rather than the normal entry point for the instruction. 

5. PSL<TP> and PSL<FPD> cannot both be set when an instruction begins execution. In order 
for PSL<FPD> to be set, the instruction must have been interrupted previously; the interrupt 
handler always clears PSL<TP> before saving the PSL when interrupting an instruction. 
(Note that the interrupt handler does not clear PSL<TP> when the interrupt is taken between 
instructions.) 

6. The Instruction Queue Stall microword is executed if an opcode is requested from the 
Instruction Queue but the queue is empty. 

9.2.3.3.1 Interrupts 

Interrupt servicing is requested by the Ebox by assertion of E%INT_REQ_H. For more information 
on interrupts, see Chapter 10. 

9.2.3.3.2 Trace Fault 

A trace fault should be requested when the PSL<TP> bit is set. Due to the pipelined 
implementation of the Ebox, a local version of the PSL<TP> bit must be maintained; thus, the 
trace fault is actually requested when LOCAL_TP is asserted. 

There are two cases that must be considered in setting LOCAL_TP. In the first case, a 
macroinstruction starts execution with PSL<T> set. This is the normal program tracing mode. 
LOCAL_TP must be set immediately after the macroinstruction begins execution. In the second 
case, an interrupt was taken at the end of a macrointruction, and the trace must be taken 
when interrupt processing completes. In this case, PSL<TP> is set, and LOCAL_TP is asserted. 
LOCAL_TP is also updated whenever the PSL is written. LOCAL_TP is cleared by loading the 
PSL as a longword, with a value of 0 in the <TP> bit. 

9.2.3.3.3 First Part Done 

The first part done handler is selected when PSL<FPD> is asserted and the instruction queue 
output is valid. The top entry in the instruction queue is removed (E_USQ_tST%SELECT_IQ_H 
is asserted), but the last cycle address is the first part done handler address, rather than the 
dispatch taken from the instruction queue. 

If PSL<FPD> is asserted and the instruction queue is empty, the Instruction Queue Stall 
microword is selected. 

9.2.3.3.3.1 Interaction with Reserved Instructions 

The Ibox detects unimplemented instructions (such as POLYx), and causes the microcode to 
enter the reserved instruction fault handler by placing the microaddress for that handler in the 
dispatch field of the instruction queue entry for the unimplemented instruction. However, if 
PSL<FPD> is asserted, the last cycle logic selects the first part done handler rather than the 
reserved instruction fault handler. The first part done handler detects this case and branches to 
the reserved instruction fault handler. 
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9.2.3.3.4 Instruction Queue 

The instruction queue is a FIFO filled by the Ibox. This queue permits the Ibox to fetch and 
decode instructions ahead of Ebox execution. 

The instruction queue is 6 entries deep. Each entry is 22 bits long. The format of each entry is 
as follows: 

Figure 9-3: Instruction Queue Entry Format 


21 20119 18 17 16115 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 
I OPCODE I DL I FI | DISPATCH I V| 

+ — + — + — + — + y — + — + — + — + — + — + — + — + — + — + — + , — + — + — + — + — + 


Table 9-14: Instruction Queue Entry Format Field Definitions 


Name 

Extent 

Description 

OPCODE 

21:13 

9 -bit opcode of the instruction. 

DL 

12:11 

Initial data length of instruction operands. 

FI 

10 

Set if entry is an Fbox instruction. 

DISPATCH 

9:1 

Microcode address of the instruction’s microflow. 

V 

0 

Set if entry is valid. 

The instruction queue entry indicated by the write pointer is written in $4. The write pointer is 
advanced in $2 if the valid bit is set in the new queue entry. 

The instruction queue entry indicated by the read pointer is read in $ 1 . The address used to 
access the control store is derived from the instruction queue entry as follows: 

Table 9-15: 

Control Store Address Formation 

Bit(s) 

Value 


<10> 

0 


<9:1> 

IQ entry DISPATCH field 

<0> 

0 



If the valid bit of the entry being read is set, and the instruction queue is selected as the CAL 
Input Bus source, E_USQ%MACRO_iST_CYCLE_H is asserted and driven to the Ebox in of S3. 
This signal is cleared on a microtrap, and stalls on a microsequencer stall. If the first cycle of an 
Fbox instruction is detected(<FI> is asserted), the signal E%FBOX^lST_CYCLE_L is also asserted, 
and driven to the Fbox in $23 of S2. This signal is only asserted once per instruction; it is not 
stalled on a microsequencer stall. 

If the valid bit of the entry to be read is not set, and the instruction queue is selected as the CAL 
Input Bus source, the last cycle logic selects the Instruction Queue Stall microaddress (030#16), 
which is used to look up the stall microword in the control store. The stall microword is a NOP for 
the Ebox; it selects the last cycle logic again in the microsequencer. In addition to driving the stall 
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microword to the Ebox, E_USQ%IQ_STALL_H is asserted in of S2. This signal, in conjunction 
with memory management and hardware error signals driven by the Ibox, is used by the Ebox 
to detect instruction stream referencing errors. 

The read pointer is advanced in #3 if E_USQ_CSM%UMIB_H selects the last cycle logic, the last 
cycle logic selects the instruction queue, and the valid bit in the queue entry that was read out is 
set. When the read pointer is advanced, the valid bit in the entry read out is cleared. The read 
pointer is stalled on a microsequencer stall. 

The instruction queue is flushed when the Ebox decodes RESET.CPU from the MIB 
(EJYlSC%EARLY_FLUSH_EBOX_H is asserted). The pointers are reset, and the entry valid bits are 
cleared. 

Table 9-16 shows the phase-by-phase events that occur on an instruction queue stall. Initially, 
the read and write pointers both have a value of 4; the queue is empty. 

Table 9-16: instruction Queue Operation 

Phase Action 


Microcycle 1 

1 e_usq_csm%umib_h = LAST. CYCLE 
e_usq%iq_stall_h asserted 

2 Last microword of instruction flow driven to S3 

3 CAL = IQ stall address 

4 Write i%iq_bus_h to Entry[4] (value = valid data) 


Microcycle 2 


1 e_usq_csm%umjb_h = LAST. CYCLE 
E.usQ_rNQ%iQ_ouT_H = Entry[4] 
e_usq_lst%seoject_iq_h assserted 
e_usq«iq_stauu_h deasserted 

2 NOP microword driven to S3 
Increment write pointer (pointer=5) 

3 CAL = Entry [4] 

Increment read pointer (pointer=5) 

Clear valid bit in Entry[4] 

4 Write i%iq_bus_h to Entry[5] (value = valid data) 


Microcycle 3 

1 e_usq_csm%umib_h = micro sequencer field of first microword 
e_usq<w«acro_i8T_cycle_h asserted 

2 First microword of new instruction flow driven to S3 
Increment write pointer (pointer=6) 

3 

4 
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9.2.3.3.4.1 Instruction Context Latches 

The instruction queue drives the dispatch address to the last cycle logic. The remainder of the 
queue entry (DL, OPCODE, FI) is latched in the instruction context (ICTX) latches. The format is 
as follows: 


Figure 9-4: 

Instruction Context Format 

11 10 09 08|07 

06 05 04|03 02 01 00 

I OPCODE 

1 DL | FI | 


Table 9-17: 

Instruction Context Format Reid Definitions 

Name 

Extent Description 

OPCODE 

DL 

FI 

11:3 9-bit opcode of the instruction. 

2:1 Initial data length of instruction operands. 

0 Set if entry is an Fbox instruction. 


The output of the queue is latched every #2 f° r hold-time reasons. The ICTX master latch operates 
in of S2, and is loaded from the queue output latch only when a valid entry is removed from 
the instruction queue ( E_USQ_LST%SELECT_IQ_H is asserted). The ICTX slave latch operates in 
#1 of S3; its output (E_USQ%ICTX_H) is driven to the Ebox. The instruction context latches are 
only valid when their respective pipeline stages are executing macroinstructions. 

Both the master and slave latches are stalled on a microsequencer stall. The slave latch is 
stalled holding the correct value for the current S3 cycle, and the master latch is stalled holding 
the correct value for the next cycle. 

The opcode portion of the instruction context (E%FOPCODE_H) is driven to the Fbox from the 
instruction queue output latch, in $2 °f S2. 

9. 2.3.4 Microstack 

Frequently used microcode can be made into microsubroutines. When a microsubroutine is called, 
the return address is pushed onto the microstack. The output of the microstack is driven on the 
CAL Input Bus when a RETURN is decoded from the E_USQ_CSM%UMIB_H, no microtraps are 
detected, and no test address is driven. 

The microstack is 6 entries deep. It is a circular stack, with the write pointer always one entry 
ahead of the read pointer. Each entry is an 11-bit control store address. The addresses stored in 
the microstack incorporate any modification done by the microtest bus. 

Every $1, the entry indicated by the microstack read pointer is read out into a latch, where 
it is held to be driven on the CAL Input Bus in #3. Also in #1, the RETURN address is written 
into the entry ahead of the microstack read pointer. The RETURN address is formed by adding 
1 to bits <3:0> of the CALL address in the CAL. Bits <10:4> are unchanged. 
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The microstack pointer is incremented in on a CALL or CONDITIONAL CALL 
microinstruction; it is decremented on a RETURN microinstruction. The microstack pointer 
is stalled on a microsequencer stall. It is only reset when the chip reset signal, K_E%RESET_L, is 
asserted. 


Figure 9-5: Microstack Organization 
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Consider a CALL followed immediately by a RETURN with an initial microstack pointer value of 
2. Table 9-18 shows the phase-by-phase operation of the microstack during the next three cycles. 

X: CALL Y 

X+l: (next microword} 

Y: RETURN 


Table 9-18: Microstack Pointer Example 

Phase Action 

Microcycle 1 

1 

2 

3 CAL = X 

4 


Microcycle 2 

1 Write X+l 1 to Array[3] 
USTACK_OUT<10:0>=Array[2] 
k_usq_csm%umib_h = CALL 

2 

3 CAL = Y 

4 Increment microstack pointer (pointer=3) 

'Assumption; the result of the increment to bits<3:0> of X is X+l. 
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Table 9-18 (Cont.): Microstack Pointer Example 

Phase Action 


Microcycle 3 


1 Write Y+l to Array[4] 
USTACK_OUT<10:0>=Array[3] (value = X+l) 
e_usq_csm%umib_h = RETURN 

2 

3 CAL = X+l 

4 Decrement micro stack pointer (pointer=2) 


9.2.4 Stall Logic 

The microsequencer is stalled whenever S3 is stalled. The Ebox derives the signal 
E_STL%U SEQ_STALL_H which is used to stall the microsequencer. The microsequencer creates 
delayed versions of this signal as needed to stall various latches. The signals E_USQ%PE_ABORT_L 
(asserted on initiation of a microtrap) and E_USQ_TST%FORCE_TEST_ADDR_L (asserted on detection 
of the Test Address Generator driving a control store microaddress, see Section 9.5) break a 
microsequencer stall by clearing the delayed versions of E_STL%USEQ_STALL_H . 

The following table shows the timing for all stallable logic in the microsequencer. 


Table 9-19: 

Stall Timing in the Microsequencer 

Phase 

What Stalls 


ICTX slave latch to S3 

K_USQ%MACKO_lST_CYCLE_H latch to S3 

4*2 

E_USQ%MIB JEt to S3 

4*3 

Current Address Latch 
e_usq%macro_ist_cycle_h master latch 
Instruction queue read pointer 

4> 4 

ICTX master latch to S3 
Microstack pointer 


9.3 Initialization 

A reset (assertion of K t _E%RESET_L) causes the microsequencer to initialize in the following state: 

• A powerup microtrap is initiated (see Table 9-12 for microtrap ABORT effects). 

• The microstack pointer is reset to zero. 

• The instruction queue valid bits are flushed and its pointers are reset by 
E JV1SC%EARLY_FLUSH_EBOX l _H . 

• The Patchable Control Store CAM is disabled, since PCSCR<PCS_ENB> is cleared in the 
Ebox. 
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• The MIB scan chain is controlled by the Parallel Test Port command pins, since 
PCSCR<PAR_PORT_DIS> is cleared in the Ebox. 

• The Test Address Generator is reset to an address value of zero. 


9.4 Microcode Restrictions 

1. Every microtrap except Branch Mispredict must contain a RESET.CPU in order to reset the 
Instruction Queue. (The Ebox is flushed automatically, clearing the queues, on detection 
of branch mispredict.) RESET.CPU must not be issued within the 3 microwords preceding 
LAST. CYCLE in order to allow time for the Instruction Queue to be cleared (if RESET.CPU 
is present in microword N, LAST. CYCLE cannot be present until microword N+4). 

2. For correct operation of Trace Fault and First Part Done in the Last Cycle Logic, 
PSL<T,TP,FPD> must not be changed within the 2 microwords preceeding LAST.CYCLE (if 
any of these PSL bits are changed in microword N, LAST.CYCLE cannot be present until 
microword N+3). 

3. No Ebox-initiated memory requests can be made in the last cycle of a microflow, other than 
writes with the translation already known to be valid. 

4. No Ebox-initiated memory requests can be outstanding when the microcode references an 
operand (queue entry or register file location). 

5. The instruction queue stall microword must indicate LAST.CYCLE. 

6. PSL<TP> must be cleared by the interrupt handler before it allows execution of an interrupted 
instruction to resume. 

7. The Patchable Control Store (PCS) WRITE command, issued by writing a "1" into 
PCSCR<PCS_WRITE> in microinstruction N, must not be followed by a PCS ENABLE 
command (issued by writing a "1" into PCSCR<PCS_ENB>) before microinstruction N+2. 

8. Following the writing of the Patchable Control Store ENABLE bit (PCSCR<PCS_ENB>) in 
S5 by microinstruction N, the first microinstruction for which Patchable Control Store can be 
considered enabled is microinstruction N+4. 

9. The First Part Done microflow must check for the case in which an unimplemented instruction 
begins execution with PSL<FPD> set. In this case, microcode must branch to the Reserved 
Instruction Fault microflow, rather than executing the normal First Part Done microflow. 


9.5 Testability 
9.5.1 Test Address 

The control store microaddress is both controllable and observable. A microcode address can be 
driven to the microsequencer from the Test Address Generator. The Test Address Generator is an 
11-bit counter which is initialized to a value of zero on assertion of K_E%RESET_L. It increments 
its address counter once on each deassertion of T%CS_TEST_H, thus cycling through all possible 
control store addresses. 

This microaddress source takes priority over all others. Tb ensure immediate control store 
lookup using this microaddress, assertion of T%CS_TEST_H sets an S/R latch whose output is 
E_USQ_TST%FORCE_TEST_ADDR_L. Assertion of this signal breaks any stall on #2> ^3* an d #4 
latches in the microsequencer. This allows the control store to operate, driving the selected 
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microword into the MIB scan chain (see Section 9.5.2). The Ebox stall(s), if any, are unaffected, 
along with stalls on latches in the microsequencer. 

E_USQ_TST%FORCE_TEST_ADDR_L is deasserted when the Test Address Generator has completed 
generation of all possible addresses (when its counter overflows). 

The microaddress driven from the CAL can be be observed on the Parallel Test Port data pins 
under control of the Parallel Test Port command pins. The microsequencer drives to the Parallel 
Test Port in 

Figure 9-6: Parallel Port Output Format 


11 10 09 08|07 06 05 04|03 02 01 
+ — + — + — + — + — + — + — + — + — + — + — + 
I CAL OUTPUT | 

+ — + — + — + — + — + — + — + — + — + — + — + 


Table 9-20: Parallel Port Output Format Field Definitions 


Name 

Extent 

Description 

CAL OUTPUT 

11:1 

Microaddress driven from CAL 


9.5.2 MIB Scan Chain 

A 92-bit scan chain is present at the output of the MIB, allowing the complete microword to be 
latched and scanned out of the chip. The scan chain master latches operate in # 4 ; the slave 
latches operate in $ 2 - In observe mode, the scan chain is loaded and shifted under control of the 
Parallel Test Port command pins. When scanning out, MIB scan chain bit<91> is the first bit to 
reach the Parallel Test Port. 

Note that control of the MIB scan chain must be given to the parallel port during this operation, 
by writing a 0 to PCSCR<PAE_PORT_DIS>. See Section 8.5.22.1 for details. 


Table 9-21 : Contents of MIB Scan Chain, in Observe Mode 


Position 

Description 

Comment 

<91> 

E_USQ%MIB_H<0> 

Microword Field BRANCH. OFFSET 1 

<90> 

E_USQ‘3fcMTB_H<l> 


<89> 

E_USQ%MTB_H<2> 

M 

<88> 

E_USQ%MEB_H<3> 

«f 

<87> 

E_USQ%MIBJS<4> 

tf 

<86> 

K_USQ%MIB_H<6> 

t* 

<85 > 

E_USQ%MEB_H<6> 

ff 

<84 > 

E_USQ%MQDBja<7> 

t« 


1 See Chapter 6 for details on microword fields. 
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Table 9-21 (Cont.): Contents of MIB Scan Chain, in Observe Mode 

Position 

Description 

Comment 

<83> 

E_USQ%MTB_H<34> 

Microword Field L 

<82> 

K_USQ%MXB_H<48> 

Microword Field MI SCI 

<81> 

E_USQ%MXB_a<48> 

" 

<80> 

E_U8Q%MIB_H<47> 

" 

<79> 

K_USQ%MIB_H<4«> 

t» 

<78> 

K_USQ%BrHB_H <*)> 

Microword Field FMT 

<77> 

E_USQ%MIB_H<19> 

Microword Field MISC 

<76> 

E_U8Q^fcMIB_H<18> 

" 

<75> 

E_USQ%MIB_H<17> 

it 

<74> 

E_U8Q%MEB_H<16> 

" 

<73> 

E_USQ%MIBJEI<1S> 

" 

<72> 

E_USQ^fcMTB_H<31> 

Microword Field DST 

<71> 

E_USQ<*>MIB_H<30> 

" 

<70> 

E_USQ^*HB_H<29> 

" 

<69> 

E_USQ%MIB_H<SB> 

»♦ 

<68 > 

E_USQ*MIB_H<S7> 


<67> 

E_DSQflfeMIB_H<26> 

« 

<66 > 

E_USQ%MEB_H<3J6> 

Microword Field A 

<65 > 

E_U8Q«&MIB_H<34> 


<64 > 

E_USQ%MXB_P<23> 

" 

<63 > 

E_U8Q%MIB_H«a2> 

M 

<62> 

E_USQ%MIB_H<21> 

ft 

<61> 

E_USQ%MTB_H<*)> 

M 

<60> 

Value Undefined 

No Observe Input 

<59> 

Value Undefined 

No Observe Input 

<58> 

Value Undefined 

No Observe Input 

<57> 

Value Undefined 

No Observe Input 

<56> 

Value Undefined 

No Observe Input 

<55 > 

Value Undefined 

No Observe Input 

<54> 

Value Undefined 

No Observe Input 

<53> 

Value Undefined 

No Observe Input 

<52> 

Value Undefined 

No Observe Input 

<51> 

Value Undefined 

No Observe Input 

<50> 

Value Undefined 

No Observe Input 

<49> 

E_USQ%MDB_H<10> 

Microword Field SEQ.COND 

<48> 

E_USQ%MIB_H<#> 

" 
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Table 9-21 (Cont.): Contents of MIB Scan Chain, in Observe Mode 

Position 

Description 

Comment 

<47> 

K_USQ^fcMXB_H<S> 

" 

<46> 

K_USQ%MXB_H<14> 

Microword Field SEQ.FMT 

<45 > 

E_USQ%MTB_H<13> 

Microword Field SEQ.CALL 

<44 > 

E_USQ%M3B_H<12> 

Microword Field SEQ.COND 

<43 > 

E_USQ%MIB_H<11> 

" 

<42> 

E_USQ%MIB_H<39> 

Microword Field B 

<41> 

E_USQ%MIB_H<38> 

" 

<40> 

E_USQ%MEB _H<37> 

" 

<39> 

E_USQ%MIB_H<38> 

" 

<38> 

E_USQ^MEB_H<35> 

” 

<37> 

E_USQ%MIB_H<44> 

Microword Field MISC2 

<36> 

E_USQ%MTB_H<43> 

" 

<35 > 

E_USQ%MIB_H<42> 

" 

<34> 

E_USQ%MIB_H«41> 

" 

<33 > 

E_USQ%MIB_H<45> 

Microword Field LIT 

<32> 

E_USQ%MBB_H<40> 

Microword Field D 

<31> 

E_USQ^fcMXB_H<54> 

Microword Field MRQ 

<30> 

E_USQ%MTB_H<53> 

” 

<29> 

E_USQ%MIB_H<52> 

M 

<28> 

E_USQ%MEB_H<51> 

M 

<27> 

E_USQ%BUBJH<50> 

" 

<26> 

E_USQ*MIB_H<33> 

Microword Field W 

<25 > 

E_USQ%MIB_H<32> 

Microword Field V 

<24> 

E_USQ%MTB _H<59> 

Microword Field ALU 

<23 > 

E_USQ%MIB_H<58> 

" 

<22> 

E_USQ%MIB_H<57> 

" 

<21> 

E_USQ%MEB_H<66> 


<20> 

E_USQ%MIB JH<56 > 


<19> 

Value Undefined 

No Observe Input 

<18> 

Value Undefined 

No Observe Input 

<17> 

Value Undefined 

No Observe Input 

<16> 

Value Undefined 

No Observe Input 

<15> 

Value Undefined 

No Observe Input 

<14> 

Value Undefined 

No Observe Input 

<13> 

Value Undefined 

No Observe Input 

<12> 

Value Undefined 

No Observe Input 
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Table 9-21 (Cont.): Contents of MIB Scan Chain, in Observe Mode 


Position 

Description 

Comment 

<11> 

Value Undefined 

No Observe Input 

<10> 

Value Undefined 

No Observe Input 

<9> 

Value Undefined 

No Observe Input 

<8> 

Value Undefined 

No Observe Input 

<7> 

Value Undefined 

No Observe Input 

<6> 

Value Undefined 

No Observe Input 

<5> 

Value Undefined 

No Observe Input 

<4> 

Value Undefined 

No Observe Input 

<3> 

Value Undefined 

No Observe Input 

<2> 

Value Undefined 

No Observe Input 

<1> 

Value Undefined 

No Observe Input 

<0> 

Value Undefined 

No Observe Input 
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9.6 Signal Cross Reference 


Note that the signed names used in this specification are the schematic signal names. 


Table 9-22: Schematic Signal Names, In Alphabetical Order 


Schematic Signal Name 

E%FB0X_1ST_CY CLE_L 

E%FOPCODE_H 

E%INT_REQ_H 

EJBUS%UTEST_L 

E_FLT%FLOATING_FAULT_H 

E_FLT%HW_ERR_H 

E_FLT%IOVFL_L 

E_FLT%MME_ERR_H 

E_FLT%RSVD_ADDR_MODE_H 

E_FLT%RSVD_INSTR_L 

E_MSC%EARLY_FLUSH_EBOX_H 

E_PSL%BRANCH_MISPREDICT_H 

EJPSL%PSL_H 

E_STL%USEQ_STALL_H 

E_TIM%S3_TIMEOUT_H 

E_USQ%ICTX_H 

E_USQ%IQ_STALL_H 

E_USQ%MACR0_1ST_CYCLE_H 

E_USQ%MIB_H 

E_USQ%PE_ABORT_L 

E_USQ%UTSEL_H 

E_USQ_BUS%CAL_INPUT_L 

E_USQ_CAL%CAL_H 

e_usq_csm%umib_h 

E_USQ_INQ%IQ_OUT_H 

E_USQ_LST%SELECT_IQ_H 

e_usq_stl%late_usq_stall_l 

e_usq_stl%very_late_usq_stall_l 

E_USQ_TST%FORCE_TEST_ADDR_L 

I%IMEM_MEXC_H 

I%IQJBUS_H 


Behavioral Model Signal Name 

E%FB 0X_ 1 ST_CYCLE_L 

E%FOPCODE_H 

E%INT_REQ_H 

E_BUS%UTEST_H 

E%FLOATING_FAULT_H 

E%HW_ERR_H 

E%IOVFL_H 

E%MME_ERR_H 

E%RSVD_ADDR_MODE_H 

E%RSVD_INSTR_FAULT_H 

E_MSC%EARLY_FLUSH_EBOX_H 

E%BRANCH_MISPREDICT_H 

E_PSL%PSL_H 

E_STL%USEQ_STALL_H 

E_TIM%S3_TIMEOUT_H 

E_USQ%ICTX_H 

E_USQ%iq_STALL_H 

E_USQ%MACRO_lST_CYCLE_H 

E_U SQ%MEB_H 

E_USQ%PE_ABORT_H 

E_USQ%UTSEL_H 

E_USQ_BUS%CAL_INPUT_L 

E_U SQ_CAL%C AL_H 

E_USQ_CSM%UMIB_H 

E_USQ_ENQ%iq_OUT_H 

e_usq_lst%select_iq_h 

E_USQ_STL%LATE_USQ_STALL_L 

E_USq_STL%VERY_LATE_USQ_STALL_L 

E_USQ_TST%FORCE_TEST_ADDR_L 

I%IMEM_MEXC_H 

I%IQ_BUS_H 
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Table 9-22 (Cont): Schematic Signal Names, In Alphabetical Order 


Schematic Signal Name 

Behavioral Model Signal Name 

K_E%RESET_L 

K%RESET_L 

M%MME_TRAP_L 

M%MME_TRAP_H 

M%TB_PERR_TRAP_L 

M%TB_PERR_TRAP_H 

T%CS_TEST_H 

T%CS_TEST_H 


Table 9-23: Behavioral Model Signal Names, in Alphabetical Order 


Behavioral Model Signal Name 

Schematic Signal Name 

E%BRANCH_MISPREDICT_H 

E_PSL%BRA_NCH_MISPREDICT_H 

E%FB0X_1ST_CYCLE_L 

E%FB0X_1ST_CY CLE_L 

E %FLO ATIN G_FAULT_H 

E_FLTVcFLOATING_FAULT_H 

E%FOPCODE_H 

E%FOPCODE_H 

E%HW_ERR_H 

E_FLT9rHW_ERR_H 

E%INT_REQ_E 

E<HNT_REQ_H 

E%IOVFL_H 

E_FLT<£IOVFL_L 

E%MME_ERR_H 

E_FLT%MME_ERR_H 

E%RSVD_ADDR_MODE_H 

E_FLT9cRSVD_ADDR_M0DE_H 

E%RSVD_INSTR_FAULT_H 

E_FLT9cRSVD_IN STR_L 

E_BUS%UTEST_H 

E_BUS%UTEST_L 

E_MSC%EARLY_FLUSH_EBOX_H 

E_MSC%EARLY_FLUSH_EBOX_H 

EJPSL%PSL_H 

E_PSL%PSL_H 

E_STL%USEQ_STALL_H 

E_STL%USEQ_STALL_H 

E_TIM%S3_TIMEOUT_H 

E_TIM%S3_TIMEOUT_H 

E_USQ%IQ_STALL_H 

E_USQ%IQ_STALL_H 

E_USQ%MACRO_lST_CYCLE_H 

E_USQ%MACR0_1ST_CYCLE_H 

E_USQ%MTB_H 

E_USQ%MIB_H 

E_USQ%PE_ABORT_H 

E_USQ%PE_ABORT_L 

E_USQ%UTSEL_H 

E_USQ%UTSEL_H 

E_USQ_BUS%CAL_INPUT_L 

E_U SQ_BU S%CAL_ENPUT_L 

E_USQ_CAL%CAL_H 

E_USQ_CAL%CAL_H 

E_USQ_CSM%UMIB_H 

E_USQ_CSM%UMIB_H 

E_USQ%ICT3LH 

E_USQ%ICT5LH 

E_USQ_INQ%IQ_OUT_H 

E_USQ_INQ%IQ_OUT_H 

E_USQ_LST%SELECT_IQ_H 

E_U SQ_LST%SELECT_IQ_H 

e_usq_stl%late_usq_stall_l 

E_USQ_STL%LATE_US^_STALL_L 

E_USQ_STL%VERY_LATE_USQ_STALL_L 

E_USQ_STL%VERY_LATE_USQ_STALL_L 
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Table 9-23 (Cont.): Behavioral Model Signal Names, In Alphabetical Order 


Behavioral Model Signal Name 

Schematic Signal Name 

e_usq_tst%force_test_addr_l 

E_USQ_TST%FORCE_TEST_ADDR_L 

I%IMEM_MEXC_H 

I%IMEM_MEXC_H 

I%IQ_BUS_H 

I%IQ_BUS_H 

K%RESET_L 

K_E%RESET_L 

M%MME_TRAP_H 

M%MME_TRAP_L 

M%TB_PERR_TRAP_H 

M%TB_PERR_TRAP_L 

T%CS_TEST_H 

T%CS_TEST_H 
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9.7 Revision History 


Table 9-24: 

Revision History 



Rev 

Who 

When 

Description of change 

0.0 

Elizabeth M. Cooper 

06-Mar- 1989 

Release for external review. 

0.1 

Elizabeth M. Cooper 

14- Sep-1989 

Post-modelling update. 

0.5 

Elizabeth M. Cooper 

10-Dec- 1989 

Updates for Rev 0.5 spec release. 

0.5A 

Elizabeth M. Cooper 

5-Jan-1990 

Remove vector microtrap and V bit 
from IQ. 

0.5B 

Elizabeth M. Cooper 

20-Jun-1990 

Accumulated updates. 

0.6 A 

Elizabeth M. Cooper 

26-Nov-1990 

Final updates. 

0.6B 

Elizabeth M. Cooper, 
Tim C. Fischer 

12-Dec- 1990 

Final final updates. 

0.6C 

Elizabeth M. Cooper 

l-Jan-1991 

Add signal cross reference tables. 

0.6D 

Elizabeth M. Cooper 

13-Feb-1991 

Add description of patch revision. 
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Chapter 10 

The Interrupt Section 


1 0.1 Overview 

The interrupt section receives interrupt requests from both internal and external sources, and 
compares the IPL associated with the interrupt request to the current interrupt level in the PSL. If 
the interrupt request is for an IPL that is higher than the current PSL IPL, the interrupt section 
signals an interrupt request to the microsequencer which will initiate a microcode interrupt 
handler at the next macroinstruction boundary. 

When an interrupt is serviced by the Ebox microcode, the interrupt section provides an encoded 
interrupt ID on E_BUS^cABUS_L<20:i6>, which allows the microcode to determine the highest pri- 
ority interrupt request that is pending. Interrupt requests are cleared in one of three ways, 
depending on the type of request. 

Software interrupt requests are supported via a 15-bit SISR register, which is read and written 
by the microcode, and which makes requests to the interrupt generation logic. 

Both full and subset interval timer support is provided, based on the state of the ICCSJEXT bit 
in the ECR processor register, as described in Section 8.5.22. If ECR<ICCS_EXT>=0, a subset 
interval timer is supported by implementing the interrupt enable bit of the I CCS processor reg- 
ister in internal logic. If ECR<ICCS_EXT>=1, a full interval timer is supported, and external 
logic must implement the full ICCS, ICR, and NICR processor registers. In this instance, reads 
from and writes to these registers are converted to I/O space addresses and transmitted off-chip, 
as described in Section 2.12, Processor Registers. 

10.2 Interrupt Summary 

Interrupt requests received from external logic are divided into two categories: those received by 
edge-sensitive logic, and those received by level-sensitive logic. Both are synchronized to internal 
clocks. In addition, there are several internal sources of interrupt requests. 
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10.2.1 External Interrupt Requests Received by Edge-Sensitive Logic 

Five of the external interrupt requests are received by edge-sensitive logic and synchronized to 
internal clocks. These signals request the following special-purpose interrupts. 

• P%HALT_L: The assertion of P%HALT_L causes the CPU to enter the console at IPL IF 
(hex) at the next macroinstruction boundary. This interrupt is not gated by the current 
IPL, and always results in console entry, even if the IPL is already IF (hex). Note that the 
implementation of this event is different from a normal interrupt in which a PC/PSL pair 
are pushed onto the interrupt stack. For this event, the current PC, PSL, and halt code 
are stored in the SAVPC and SAVPSL processor registers. The mechanism by which the 
console is entered, and a description of the SAVPC and SAVPSL processor registers is given 
in Section 15.4, Console Halt and Halt Interrupt. 

• P%PWRFLJL: The assertion of P%PWRFL_L indicates that a power failure is pending. 
This results in the dispatch of the interrupt to the operating system at IPL IE (hex) through 
SCB vector 0C (hex). 

• P9eH_ERR_L: The assertion of P9eH_EERJL indicates that a hard error has been detected 
in the system environment. This results in the dispatch of the interrupt to the operating 
system at IPL ID (hex) through SCB vector 60 (hex). 

• P%S_ERR_L: The assertion of P%S_EKRJL indicates that a soft error has been detected in 
the system environment. This results in the dispatch of the interrupt to the operating system 
at IPL LA (hex) through SCB vector 54 (hex). 

• P%INT_TIM_L : The assertion of P9eINT JITM_L indicates that the interval timer period has 
expired. If the interrupt enable bit in the ICCS processor register is set (whether this bit is 
implemented internally or externally), an interrupt is dispatched to the operating system at 
IPL 16 (hex) through SCB vector CO (hex). If ICCS<6> is not set, no interrupt is dispatched. 

Each signal must make a high-to-low transition to assert the interrupt request. A pseudo-edge 
detect circuit is used to capture this transition asynchronously. Details of the edge detect logic 
given in Section 10.3.1. Because these are special-purpose interrupt requests with an implied 
SCB vector, no acknowledgement of the interrupt is required. Ebox microcode explicitly dears 
the interrupt request when the interrupt is serviced. 

10.2.2 External Interrupt Requests Received by Level-Sensitive Logic 

Four of the external interrupt requests are received by level-sensitive logic and synchronized to 
internal clocks. These signals request general-purpose interrupts at the following IPLs. 


Interrupt 

Request 

Request IPL 
(Hex) (Dec) 

P%IRQ_L<3> 

17 

23 

P%IRQJL<2> 

16 

22 

P%IRQ^L<1> 

15 

21 

P%IRQ_L<0> 

14 

20 


Each signal must be driven low and remain low to assert the interrupt request. When one of 
these interrupts is to be serviced, the Ebox microcode acknowledges the interrupt by issuing an 
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NDAL read of word length to one of four longword-aligned interrupt vector offset registers to 
obtain the SCB offset through which the interrupt should be dispatched. The address of the 
register depends on the interrupt being serviced, as shown in Table 10-1. 


Table 10-1: Interrupt Vector Offset Registers 


Interrupt 

Vector Offset 

Processor 

Request 

Register Address 

Register 1 

P%LRQ_L<3> 

E100010C 

IAK17 

P%IRQJL<2> 

E1000108 

IAK16 

P%IRQ_L<1> 

E 1000104 

IAK15 

P%IRQ_L<0> 

E1000100 

IAK14 

1 Direct access to the interrupt vector offset registers is provided via processor register reads for system test Software 
references to these processor registers during normal system operation can result in UNDEFINED behavior 


In response, the microcode expects to receive an interrupt SCB vector offset, which is shown in 
Figure 10-1. The fields are described in Table 10-2. 

Figure 10-1 : Interrupt SCB Vector Offset 


31 30 29 25 1 27 26 25 24123 22 21 20119 15 17 16|15 14 13 12 111 10 09 08 1 07 06 05 04|03 02 01 00 

— — — — — — — — — — — ± — — — — — j— — — — — — x. — — -l— — — x— •— x — . x— • x— — x— — 4. — x— — x •— . 4. — — x — — x— — — — — x — . x— — x — — x— — 4 — — x— — x 

Ixxxxzxxxxxxxxxxxl System Control Block Offset IPRjlL! :IAKlx 


Table 1 0-2: Interrupt SCB Vector Offset 

Name Extent Description 

IL 0 Interrupt Level Override. In normal operation, the IPL at which the interrupt is 

serviced is implied by the request signal that was asserted. If the IL bit is set in the 
interrupt vector offset, the IPL at which the interrupt is taken is forced to 17 (hex). 
This capability supports external buses, such as the Q-bus, that can not guarantee 
that the device that responds with the interrupt SCB vector offset is the device that 
originally requested the interrupt. 

For example, the Q-bus has four separate interrupt request signals that correspond 
to P%ntQ_L<3:0> but only one signal to daisy chain the interrupt grant 
Furthermore, devices on the Q-bus are ordered bo that higher priority devices are 
electrically closer to the bus master. If an P%IRQJL<1> request is being serviced, 
there is no guarantee that a higher priority device will not intercept the grant. 
Software must determine the level of the device that was serviced and set the IPL 
to the correct value. 


DIGITAL CONFIDENTIAL 


The Interrupt Section 10-3 










NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Table 10-2 (Cont.): 

Interrupt SCB Vector Offset 

Name Extent 

Description 

PR 1 

Passive Release Flag. In certain circumstances, notably in multi-processor 
configurations, an interrupt may be requested but removed by the time the microcode 
acknowledges it by reading the interrupt vector offset register. If the PR bit is set 
in the interrupt SCB vector offset, the microcode treats this interrupt as an internal 
passive release and resumes the interrupted instruction stream without dispatching 
the interrupt. 

If the interrupt request is deasserted before the microcode reads the interrupt ID, 
the ID will be zero, indicating that no interrupt is pending. In that instance, no 
read of the interrupt vector offset register is done, and the microcode generates an 
immediate passive release. 

15:2 

Longword offset from the start of the SCB of the vector to use to dispatch this 
interrupt. After zero-extending to longword length, microcode adds this value to the 
contents of tire SCBB register, reads that location, and uses it as the SCB vector 
with which to dispatch the interrupt to the operating system. 


NOTE 

If both the PR and IL bits are set in the interrupt SCB vector offset, the PR bit takes 
priority and a passive release is done. 


10.2.3 Internal Interrupt Requests 

The Cbox. Ibox, and Mbox report error conditions by asserting internal interrupt request signals 
that are logically ORed with the synchronized versions of P%H_ERR_L and P%SJERRJL. These 
requests are then handled in exactly the same manner as requests generated by external sources, 
as specified above. The following table details the internal interrupt sources 


Table 10-3: Internal Interrupt Requests 


Signal 

Source 

T^pe 

C%CBOX_H_KRE_H 

CBOX 

HJBRRJL 

0%CBOX W S_KRB_H 

CBOX 

S_ERR_L 

I%IBOX_S_EHR_L 

IBOX 

SJERRJL 

M%MBOX.S_KRHORJH 

MBOX 

S_ERR_L 


The performance monitoring facility requests an interrupt at IPL IB (hex) when the 
performance counters become half full. The performance monitoring hardware asserts the signal 
E_PMN%PMON_L to perform this request. This request is serviced entirely by microcode, and 
cleared by writing to the appropriate bit in the ISR. Chapter 18 should be consulted more details 
about the Peformance Monitoring facilities. 
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Architecturally defined software interrupt requests are implemented through an internal register 
in the interrupt section. Under control of the SISR and SIRR processor registers which are 
described in Chapter 2, the Ebox microcode sets the appropriate bit in this register, which then 
results in the dispatch of the interrupt to the operating system at an IPL and through the SCB 
vector implied by the interrupt request. The association between the interrupt request, requested 
IPL, and SCB vector for these requests is shown in the following table. 


Table 10-4: Software Interrupts 


SISR bit 

Request IPL 
(Hex) (Dec) 

SCB Vector 
(Hex) 

SISR<15> 

OF 

15 

BC 

SISR<14> 

0E 

14 

B8 

SISR<13> 

0D 

13 

B4 

SISR<12> 

OC 

12 

B0 

SISR<11> 

0B 

11 

AC 

SISR<10> 

0A 

10 

A8 

SISR<09> 

09 

09 

A4 

SISR<08> 

08 

08 

A0 

SISR<07> 

07 

07 

9C 

SISR<06> 

06 

06 

98 

SISR<05> 

05 

05 

94 

SISR<04> 

04 

04 

90 

SISR<03> 

03 

03 

8C 

SISR<02> 

02 

02 

88 

SISR<01> 

01 

01 

84 


Ebox microcode explicitly clears the interrupt request when the interrupt is serviced. 

10.2.4 Special Considerations for Interval Timer Interrupts 

The NVAX CPU may be configured to support either a subset interval timer, or a full interval 
timer, depending on the state of ECR<ICCSJEXT>, as described in Section 8.5.22, Ebox IPRs. 
Console firmware initializes this bit to the correct state based on the system environment in 
which the CPU chip is used. 

The internal implementation of the interval timer interrupt request gates the assertion of 
P%ENT_T1M_L with the internal copy of the interrupt enable bit of the ICCS processor register 
(ICCS<6>). The CPU chip does not know the source of the signal driving P%INT_TJLM_L, and 
this fact is used to allow the implementation of both a subset and full interval timer. 

If ECR<ICCS_EXT>=0, an SRM-approved subset interval timer may be implemented by driving 
P%INT_T1M_L with an oscillator whose period is 10ms. In this mode, the NICR and ICR 
processor registers are not required nor implemented, and microcode maintains the subset ICCS 
processor register with an internal copy of only the interrupt enable bit from ICCS<6>. References 


DIGITAL CONFIDENTIAL 


The Interrupt Section 10-5 





NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


to the ICCS processor register affect only ICCS<6>, and are handled internally without being 
transmitted on the NDAL. 

If ECR<ICCS_EXT>=1, a full interval timer consisting of the ICCS, NICR, and ICR processor 
registers may be implemented in external logic. P%INT_TIM_L is asserted when the 
programmed interval has expired. Processor register references to the ICCS, NICR, and ICR 
processor registers are converted to I/O space references and transmitted onto the NDAL, as 
described in Section 2.12, Processor Registers. However, even in this mode, microcode maintains 
the internal copy of ICCS<6> consistent with a write to ICCS that is transmitted onto the NDAL. 
As a result, if interrupts are enabled in the off-chip ICCS register, they are also allowed by the 
internal ICCS interrupt enable bit. Conversely, if interrupts are disabled in the off-chip ICCS 
register, they are also disabled by the internal bit. External logic is expected to return all 32 
bits when the ICCS processor register is read, including the correct state of the interrupt enable 
bit. Microcode does not attempt to merge the external data with the internal copy of ICCS<6> to 
satisfy a processor register read of ICCS. 

It should be noted that ECR<ICCS_EXT> has no effect on the operation of the interrupt section 
hardware. It is used strictly as a control bit which directs the microcode operation of references 
to the ICCS processor register. Independent of the state of ECR<ICCS_EXT>, processor register 
writes to ICCS cause microcode to update the internal copy of the interrupt enable bit. If 
E CR<I CCS_EXT> = 1, references to the ICCS processor register are also transmitted onto the 
NDAL. References to the NICR and ICR processor registers are always transmitted onto the 
NDAL; they are simply not Used if the system implements a subset interval timer. 

Table 10-5 gives a summary of the results of references to the ICCS, NICR, and ICR processor 
registers, with both states of ECR<ICCS_EXT>. 


Table 1 0-5 : References to Interval Timer Processor Registers 


Operation 

ECR<ICCS_EXT>sO 

ECR<ICCS_EXT>«1 

MTPR x,#PR$_ICCS 

Update internal ICCS<6> 

Update internal ICCS<6>, write data 
E1000060 1 

MFPR #PR$_ICCS,x 

Return internal ICCS<6> 

Read and return data from E1000060 1 

MTPR x,#PR$_NICR 

Write data to E1000064 1 

Write data to E1000064 1 

MFPR #PR$_NIC3U 

Read and return data from E1000064 1 

Read and return data from E1000064 1 

MTPR x,#PR$_ICR 

Write data to E100006S 1 

Write data to E1000068 1 

MFPR #PR$_ICR ? x 

Read and return data from E1000068 1 

Read and return data from E1000068 1 

1 See Section 2.12 




10.2.5 Priority of Interrupt Requests 

When multiple interrupt requests are pending, the interrupt section prioritizes the requests. 
Table 10-6 shows the relative priority (from highest to lowest) of all interrupt requests. For 
reference, this table also indudes the IPL at which the interrupt is taken, and the SCB vector 
through which the interrupt is dispatched. 
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Table 10-6: 

Relative Interrupt Priority 


Interrupt 

Request 

Request 3PL 
(Hex) (Dec) 

SCB Vector 
(Hex) 


P%HALTJL 

IF 

31 

None 1 

Highest priority 

P%PWRFL_L 

IE 

30 

OC 


P%H_ERR_L 2 

ID 

29 

60 


EJPMN%PMON_L 

IB 

27 

None 5 


P%SJEKRJL 2 

1A 

26 

54 


P%IRQ_L<3> 

17 

23 

Specified by device 3 


P9cERQ_L<2> 

16 

22 

Specified by device 3 


P%INT_TTM_L 4 16 

22 

CO 


P%IRQ_L<1> 

15 

21 

Specified by device 3 


P9cIRQ_L<0> 

14 

20 

Specified by device 3 


SISR<15> 

OF 

15 

BC 


SISR<14> 

0E 

14 

B8 


SISR<13> 

0D 

13 

B4 


SISR<12> 

OC 

12 

B0 


SISR<11> 

OB 

11 

AC 


SISR<10> 

0A 

10 

AS 


SISR<09> 

09 

09 

A4 


SISR<08> 

08 

08 

A0 


SISR<07> 

07 

07 

9C 


SISR<06> 

06 

06 

98 


SISR<05> 

05 

05 

94 


SISR<04> 

04 

04 

90 


SISR<03> 

03 

03 

8C 


SISR<02> 

02 

02 

88 


SISR<01> 

01 

01 

84 

Lowest priority 


1 Direct dispatch to console; PC, PSL placed in SAVPC, SAVPSL processor registers 
2 Indudes Cbox, Ibox, and Mbox internally generated requests 
s SCB vector offset supplied by the device 
4 When enabled by the internal ICCS<6> 

6 Interrupt processed entirely by microcode 


The P%IRQ_L<2> request takes priority over the P9oINT_TJLM_L request, both of which 
are at EPL 16 (hex). Inter-processor interrupts in multi-processor systems are requested via 
P%IRQJL<2>, and they must take priority over interval timer requests. 
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10.3 Interrupt Section Structure 

The interrupt section consists of three basic components: the edge detect and synchronization 
logic, the interrupt state register (ISR), and the interrupt generation logic. A block diagram of 
the interrupt section is shown in Figure 10-2. 

Figure 10-2: Interrupt Section Biock Diagram 



10.3.1 Edge Detect and Synchronization Logic 

10.3.1.1 Edge Detect Circuitry 

The pads for the five special-purpose external interrupt request signals contain logic which detects 
high-to-low transitions on these signals. A falling edge sets an SR flip-flop which begins the 
interrupt request process. This interrupt request process involves setting another SR flip-flop 
to register the interrupt. This second flip-flop may only be cleared by microcode. Microcode 
clears this flip-flop while servicing the interrupt request. The edge detect circuitry resets itself 
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automatically (clearing the first SR) within two NDAL cycles following the low-to-high transition 
of the pin. 

1 0.3.1 .2 Interrupt Synchronization 

The pads for all external interrupt request signals (both the edge and level sensitive types) contain 
synchronizers to allow the use of asynchronous signals for interrupt requests. The pin signals 
are synchronized to the internal NVAX clocks and are then passed to the ISR. More deterministic 
timing behavior may be desired in some applications such as during test. This may be achieved 
by driving the signals synchronously with respect to the input clocks. The chapter on Electrical 
Characteristics should be consulted for details about setup and hold times. 

10.3.2 interrupt State Register 

The interrupt state register is a composite register that implements the 15-bit architecturally 
defined SISR register, the internal copy of the interrupt enable bit from the ICCS processor 
register, the interrupt latch for the performance monitoring facility interrupt, and the interrupt 
request latches for the 5 special-purpose and 4 general-purpose interrupts. The ISR contains two 
kinds of elements: SR flops for the special-purpose interrupt requests, and latches for the other 
requests. The following table lists the types and positions of all elements in the ISR. 



State 


ISR bit 

Element 

Description 

31 

SR 

Interrupt request for P%HALT_L interrupt 

30 

SR 

Interrupt request for P%P W RFL_L interrupt 

29 

SR 

Interrupt request for P%H_ERR_L and internal hard error interrupts. 

28 

SR 

Interrupt request for e_pmn*pmon_l, the performance monitoring facility 
interrupt 

27 

SR 

Interrupt request for P%S_ERR_L and internal soft error interrupts 

26 

L 

Interrupt request for P%IRQJL<3> interrupt 

25 

L 

Interrupt request for P%JRQ_L<2> interrupt 

24 

SR 

Interrupt request for P%INT_TTM_L interrupt 

23 

L 

Interrupt request for P%IRQJL#<1> interrupt 

22 

L 

Interrupt request for P%ERQJL»<0> interrupt 

15:1 

L 

SISR<15:1> latches and requests for software interrupts 

0 

L 

Internal ICCS<6> latch 

State Element 



SR — SR flop 
L — Latch 




Synchronized inputs from the external special-purpose interrupt requests are logically ORed with 
the internal requests from the Cbox, Ibox, and Mbox. The assertion of one of these signals causes 
the appropriate request flop to be set in ISR<31:29,27,24>. These request flops are cleared under 
Ebox microcode control when written with a 1 from the corresponding bits of E_BUS%WBUS_L. 
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Synchronized inputs from the general-purpose interrupt requests are loaded into the appropriate 
latch in ISR<26:25,23:22>. These request latches are cleared when the interrupting device 
deasserts the interrupt request in response to a CPU request for an interrupt vector offset. 

The performance monitoring facility interrupt request is loaded into the request flop in 
ISR<28>. The request is cleared under Ebox microcode control when written with a 1 from 
E_BUS%WBUS_L<28>. 

SISR<15:1> is implemented via ISR<15:1>, and is loaded from bits <15:1> of EJBUS%WBUS_L 
under Ebox microcode control These request latches are cleared under Ebox microcode control 
when a new value is loaded from E_BUS%WBUS_L. 

The internal copy of the interrupt enable bit in the ICCS processor register (ICCS<6>) is 
implemented via ISR<0>, and is loaded from EJBUS%WBUS_L<o> under Ebox microcode control. 
Local logic gates the interval timer request from ISR<24> with the state of ISR<0>. 

The interrupt request elements of the interrupt state register (ISR<31:22,15:1>) go to the 
interrupt generation logic. ISR<0> and ISR<15:1> may also be read onto EJBUS9cABUS_L for 
return to the Ebox. 

10.3.3 Interrupt Generation Logic 

The interrupt generation logic priority encodes all interrupt requests from the interrupt state 
register to determine the highest priority request. The output of the encoder is the request IPL 
and the interrupt ID of the highest priority request. If any request is pending, the request IPL is 
compared against E_PSL%PSL_H<20sie> from the Ebox. If the request IPL is higher than the PSL 
IPL, or if the request is for P%HALT_L (P%HALT_L is not gated by the IPL), E%INT_REQ_H is 
asserted to the microsequencer. 

The assertion of E%ENT_REQ_H causes the microsequencer to initiate a microcode interrupt handler 
at the next macroinstruction boundary. The same signal is available on the microtest bus 
(E_BUS%UTEST_L<o> as a microbranch condition, which is checked by the Ebox microcode during 
long instructions. 

Along with the request IPL, the interrupt generation logic provides an encoded interrupt ID 
that identifies the highest priority interrupt. The interrupt ID is read onto bits <20:16> of 
E_BUS%ABUS_L along with ISR<0> and ISR<15:1> when microcode references the A/INT.SYS 
source. For each interrupt, the interrupt ID encoding, request IPL, ISR bit number, method for 
clearing the interrupt, and SCB vector is shown in Table 10-7. 


Table 10-7: Summary of Interrupts 


Interrupt 

Int ID 

Request IPL 

ISR 

Bit 

Reset 

SCB 

Vector 

Request 

(Hex) 

(Dec) 

(Hex) 

(Dec) 

(Dec) 

Method 

(Hex) 

P%HALT_L 

IF 

31 

IF 

31 

31 

Write 1 to ISR bit 

Console 

Halt 

P%PWKFL_L 

IE 

30 

IE 

30 

30 

Write 1 to ISR bit 

OC 

P^HJEKR.L 1 

ID 

29 

ID 

29 

29 

Write 1 to ISR bit 

60 


1 Includes Cbox, Ibox, and Mbox internally generated requests 
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Table 10-7 (Cont.): Summary of Interrupts 


Interrupt 

Int ID 

Request IPL 

ISR 

Bit 

Reset 

SCB 

Vector 

Request 

(Hex) 

(Dec) 

(Hex) 

(Dec) 

(Dec) 

Method 

(Hex) 

E_PMN %PMON_L 

IB 

27 

IB 

27 

28 2 

Write 1 to ISR bit 

Handled by 
microcode 

P%S_ERR_L 1 

1A 

26 

1A 

26 

2T 2 

Write 1 to ISR bit 

54 

P%ERQ_L<3> 

17 

23 

17 

23 

26 

Read IAK17 IPR 

Supplied by 
device 

P%IRQ_L<2> 

16 

22 

16 

22 

25 

Read IAK16 IPR 

Supplied by 
device 

P%INT_TIM_L 

1C 3 

28 

16 

22 

24 2 

Write 1 to ISR bit 

CO 

P%rRQ_L<l> 

15 

21 

15 

21 

23 

Read IAK15 IPR 

Supplied by 
device 

P%IRQ_L<0> 

14 

20 

14 

20 

22 

Read IAK14 IPR 

Supplied by 
device 

SISR<15> 

OF 

15 

OF 

15 

15 

Write 0 to ISR bit 

BC 

SISR<14> 

0E 

14 

0E 

14 

14 

Write 0 to ISR bit 

B8 

SISR<13> 

0D 

13 

0D 

13 

13 

Write 0 to ISR bit 

B4 

SISR<12> 

OC 

12 

OC 

12 

12 

Write 0 to ISR bit 

B0 

SISR<11> 

OB 

11 

OB 

11 

11 

Write 0 to ISR bit 

AC 

SISR<10> 

OA 

10 

OA 

10 

10 

Write 0 to ISR bit 

A8 

SISR<09> 

09 

09 

09 

09 

09 

Write 0 to ISR bit 

A4 

SISR<08> 

08 

08 

08 

08 

08 

Write 0 to ISR bit 

A0 

SISR<07> 

07 

07 

07 

07 

07 

Write 0 to ISR bit 

9C 

SISR<06> 

06 

06 

06 

06 

06 

Write 0 to ISR bit 

98 

SISR<05> 

05 

05 

05 

05 

05 

Write 0 to ISR bit 

94 

SISR<04> 

04 

04 

04 

04 

04 

Write 0 to ISR bit 

90 

SISR<03> 

03 

03 

03 

03 

03 

Write 0 to ISR bit 

8C 

SISR<02> 

02 

02 

02 

02 

02 

Write 0 to ISR bit 

88 

SISR<01> 

01 

01 

01 

01 

01 

Write 0 to ISR bit 

84 

No Interrupt 

00 

00 

— 

— 

— 

Dismiss interrupt 

— 


1 Includes Cbox, Ibox, and Mbox internally generated requests 

2 Write- 1-to-clear ISR bit is different than IPL and interrupt ID 

3 Interrupt ID is different than IPL 


The interrupt ID is the same as the request IPL for all interrupt requests except for the interval 
timer request. 
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DESIGN CONSTRAINT 

A value of zero for the interrupt ID must be returned if an interrupt is no longer 
present, or if the highest priority interrupt request is no longer higher than the PSL 
IPL. Normally, once an interrupt request is made, it remains until it is cleared by the 
microcode. However, the level-sensitive interrupt requests may be deasserted after the 
interrupt is dispatched, but before the microcode reads the interrupt ID. Therefore, it is 
possible that the highest remaining interrupt has a request IPL lower than the current 
PSL IPL. If zero is not returned for the interrupt ID in this instance, the processor will 
not function correctly. 


10.4 Ebox Microcode interface 

The Ebox microcode interfaces with the interrupt section primarily through reads (via 
EJBUS%ABUS_L) and writes (via E_BUS%WBUS_L) of the ISR accomplished through the A/INT.SYS 
and DST/INT.SYS decodes. These decodes provide access to the so-called INT.SYS register, which 
is shown in Figure 10-3. The fields of the register are listed in Table 10-8. 

Figure 10-3: IPR 7A (hex), INTSYS 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + h — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| | | | | | 0 1 0 1 | 0| 01 Oj INT.ID | S1SR<15:1> I | -.INTSYS 

+ — + — + — + — + — + — + — + — + — + — + — + ^ — + — + 1 - — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I I I I I I I 

| | | | | | + — ICCS<6> 

| I I I I +-- INT_TIM_RESET 

I | | | + — S_ERR_R£SET 

| | | + — PMON_RESET 

I I +-- H_ERR_RE SET 

I + — PWRFL_RESET 
+ — HALT RESET 


Table 10-8: INTSYS Field Descriptions 


Name 

Extent 

Type 

Description 

ICCS<6> 

0 

RW,0 

This field contains the internal copy of the interrupt enable bit from 
the ICCS processor register. It is set to 0 by microcode at powerup. 

SISR 

15:1 

RW,0 

This field contains the 15 architecturally-defined software interrupt 
request bits. It is set to 0 by microcode at powerup. 

INT.ID 

20:16 

RO 

This field contains the encoding of the highest priority interrupt 
request as listed in Table 10-7. Writes to this field are ignored. 

INT_TIM_RESET 

24 

WC,0 

Writing a 1 to this field clears the P%INT_T1M_L interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 
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Table 10-8 (Cont): INT.SYS Register Fields 


Name 

Extent 

Type 

Description 

S_ERR_RESET 

27 

WC,0 

Writing a 1 to this field clears the P%S_ERR_L interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 

PMON_RESET 

28 

WC,0 

Writing a 1 to this field clears the e_pmn%pmon_l interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 

h_err_reset 

29 

WC,0 

Writing a 1 to this field clears the P%H_ERR_L interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 

PWRFL.RESET 

30 

WC,0 

Writing a 1 to this field clears the P%PWRFL_L interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 

HALT.RESET 

31 

WC,0 

Writing a 1 to this field clears the P9eHALTJL interrupt request. 
Writing a 0 has no effect on the request. The field is read as a 0 and 
the interrupt request is cleared by microcode at powerup. 


DESIGN CONSTRAINT 

When read onto E_BUS9cABUS_L, INT.SYS<31:27,24> must be zero. Microcode 
updates the internal copy of ICCS<6> and SISR<15:1> by reading the INT.SYS 
register, modifying the appropriate bits, and writing the updated value bach- The 
write-one- to-clear bits must be read as zero because the microcode does not mask them 
out before writing them back. 

MICROCODE RESTRICTION 

The INT.SYS register is not bypassed. A write to INT.SYS in microinstruction n must 
not be followed by a read of INT.SYS sooner than microinstruction n+4. 

MICROCODE RESTRICTION 

Changes to machine state that affect the generation of interrupts (PSL<IPL>, ICCS<6>, 
or SISR<15:1>) done by microinstruction n must not be followed by a LAST CYCLE 
microinstruction sooner than microinstruction n+4 if the change is to be observed by 
the next macroinstruction. 


10.5 Processor Register Interface 

Software can interact with the interrupt section hardware and microcode via references to 

processor registers, as follows: 

• ICCS: References to the ICCS processor register allow access to the copy of ICCS<6> that is 
implemented in INT.SYS<0>, as described in Section 10.2.4. 

• NICR, ICR: References to the NICR and ICR processor registers are transmitted off-chip to 
an optional full interval timer implementation as described in Section 10.2.4. 

• SISR, SIRR: References to the architecturally-defined SISR and SIRR processor registers 
allow access to SISR<15:1>, which are implemented in INT.SYS<15:1>. 
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• ECR: References to ECR<ICCS_EXT> select the interval timer configuration, as described in 
Section 10.2.4. 

• IAK14, IAK15, IAK16, IAK17: Reads of the IAK processor registers allow diagnostic and test 
software direct access to device interrupt vectors, as described in Section 10.2.2. References 
to these processor registers during normal system operation can result in UNDEFINED 
behavior. 

• INTSYS: References to the INTSYS processor register allow diagnostic and test software 
direct access to the INT.SYS register. Reads of the INTSYS processor register return the 
format shown in Figure 10—3. Writes of the INTSYS processor register are internally masked 
by microcode such that only the left halt write- to-clear bits are written. Other bits remain 
unchanged. Writes to the INTSYS processor during normal system operation can result in 
UNDEFINED behavior. 

10.6 Interrupt Section Interfaces 

10.6.1 Ebox Interface 

10.6.1.1 Signals From Ebox 

• E_BUS9rWBUS_L: Write data bus, from which ICCS<6> and SISR<15:1> are loaded, and from 
which the write-one- to-clear interrupt latches are cleared. 

• E_PMN%PMON_L: Performance monitoring facility interrupt request. 

• E_PSL%PSL_H< 20 : 16 >: IPL field from the current PSL. 

• E_STL9cF_NOP_S5_H: Force a NOP into S5 of the MIB decode pipe when an S3 or S4 stall exists 

• E_STL%LATE_F_NOPjS4_H: Force a NOP into S4 of the MIB decode pipe when an S3 stall exists 

• E_STL%LATE_STALL_S4_H: Stall the MIB decode pipe when an S4 stall exists 

1 0.6.1 .2 Signals To Ebox 

• E_BUS%ABUS_L: A-port operand bus, on which ICCS<6>, SISR<15:1>, and the interrupt ID 
are returned. 

10.6.2 Microsequencer Interface 

10.6.2.1 Signals from Microsequencer 

• E_USQ%MIB_H<31:20>: MIB lines used to decode the writes/reads to INT.SYS 

• E_USQ%M3B_L<3 1 d 20 > : MIB lines used to decode the writes/reads to INT.SYS 

• E_USQ%UTSEL_H<4H>>: Microtest bus select code. 

• E_USQ%UTSEL_L< 4 K>> : Microtest bus select code. 
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10.6.2.2 Signals To Microsequencer 

• E%INT_EEQ_H: Interrupt pending. 

• EJBUS%UTEST_L<0>: Microtest bus. 

10.6.3 Cbox Interface 

10.6.3.1 Signals From Cbox 

• C%CBOX_HJERR_H: Hard error interrupt request. 

• C%CBOXJ5JERR_H: Soft error interrupt request. 

10.6.4 Ibox Interface 

10.6.4.1 Signals From ibox 

• I%EBOX_S_ERR_L : Soft error interrupt request. 

10.6.5 Mbox Interface 

10.6.5.1 Signals From Mbox 

• M^MBOX_S_ERROR_H : Soft error interrupt request. 

10.6.6 Pin Interface 

10.6.6.1 Input Pins 

• P%HALT_L: Special-purpose halt “interrupt” signal, sampled by edge-sensitive logic. 

• P%H_ERR_L: Special-purpose hard error interrupt signal, sampled by edge-sensitive logic. 

• P%INT_T1M_L : Special-purpose interval timer interrupt signal, sampled by edge-sensitive 
logic. 

• P%IRQJL<3:0>: General-purpose interrupt signals, sampled by level-sensitive logic. 

• P%PWKFL_L: Special-purpose power failure interrupt signal, sampled by edge-sensitive 
logic. 

• P%S_ERR_L: Special-purpose soft error interrupt signal, sampled by edge-sensitive logic. 


10.6.7 Signal Dictionary 

Tabie 10-9: Cross-reference of all names appearing in the Interrupt chapter 

Schematic Name Behavioral Model Name 

c%csoxjblerilh C%CBOX_H_ERR__H 
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Table 10-9 (Cont.): 

Cross-reference of ail names appearing in the Interrupt chapter 

Schematic Name 

Behavioral Model Name 

C%CBOX_6_KKR_H 

C%CBOX_S_ERR_H 

E%XNT_BKQ_H 

E%INT_REQ_H 

EJBUS%ABUS_L<31iO> 

E_BUS%ABUS_H 

E_BUS%UTEST_L<iO> 

E_BUS%UTEST_H 

E_BUS%WBUS_L<310> 

E%WBUS_H 

E_PMN%PMON JL 

E_PMN %PMON_H 

E_PSL%PSL_H«30ae> 

E_PSL%PSL_H 

E_STL%F_NOP_S5_H 

E_STL%F_NOP_S5_H 

E_STL%LATE_F_NOP_S4_H 

E_STL%LATE_F_N OP_S4_H 

E_S TL^tLATE_S TAH_S4_H 

E_STL%LATE_STALL_S4_H 

E_USQ'«MIB_H<31j80> 

E_USQ9rMEB_H 

E_USQ“«MIB_L<31 i20> 

E_USQ%MIB_H 

EJtfSQ%CTSEL_H<40> 

E_USQ9rUTSEL_H 

E_CSQ%trrSEL_L<4«0> 

E_USQ9cUTSEL_H 

I*IBOS_S_EHR_L 

I£IBOX_S_ERR_L 

MTrMB05_S_ERR0E_H 

M%MB03LS_ERROR_H 

PSrHALT.L 

P%HALT_L 

P*HJERR_L 

P%H_ERR_L 

P**rNT_TTM_L 

P%S_ERR_L 

P%IKQ_L<&0> 

P%INT_TIM_L 

P%PWRFL_L 

P%PWRFL_L 

P%S_ERR_L 

P%S_ERR_L 


10-16 The interrupt Section 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


10.7 Revision History 


Table 10-10: Revision History 


Who 

When 

Description of change 

Mike Uhler 

06-Mar- 1989 

Release for external review. 

Mike Uhler 

14-Dec- 1989 

Update for second-pass release. 

Ron Preston 

09-Jan-1990 

Changes to simplify implementation. 

Mike Uhler 

20-Jul-1990 

Update for change to performance monitoring interrupt request and 
reflect implementation. 

Ron Preston 

07-Feb-1991 

Update to reflect Pass 1 implementation. 
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Chapter 11 


The Fbox 


11.1 Overview 

This chapter describes the floating point unit of the NVAX CPU chip. Only the major functional 
blocks, their interfaces to each other, and the interface to the rest of the NVAX system are 
described here. Circuit level implementation details are not of primary’ concern in this document. 

11.2 Introduction 

The Fbox is the floating point unit in the NVAX CPU chip. The Fbox is a 4 stage pipelined 
floating point processor, with an additional stage devoted to assisting division. It interacts with 
three different segments of the main CPU pipeline, these are the micro-sequencer in S2 and the 
Ebox in S3 and S4. The Fbox runs semi-autonomously to the rest of the CPU chip and supports 
the following operations: 

• VAX Floating Point Instructions and Data Types 

The Fbox provides instruction and data support for VAX floating point instructions. VAX F-, 
D-, and G-floating point data types are supported. 

• VAX Integer Instructions 

The Fbox implements longword integer multiply instructions. 

• Pipelined Operation 

Except for all the divide instructions, DIV{F,D,G), the Fbox can start a new single precision 
floating point instruction every cycle and a double precision floating point or an integer mul- 
tiply instruction every two cycles. The Ebox can supply two 32-bit operands or one 64-bit 
operand to the Fbox every cycle on two 32 bit input operand buses. The Fbox drives the 
result operand to the Ebox on a 32-bit result bus. 

• Conditional "Mini-Round" Operation 

Result latency is conditionally reduced by one cycle for the most frequently used instructions. 
Stage 3 can perform a "mini-round" operation on the LSB’s of the fraction for all ADD, SUB, 
and MUL floating instructions. If the "mini-round" operation does not fail, then stage 3 drives 
the result directly to the output, bypassing stage 4 and saving a cycle of latency. 

• Fault and Exception Handling 

The Ebox coordinates the fault and exception handling with the Fbox. Any fault or exception 
condition received from the Ebox is retired in the proper order. If the Fbox receives or 
generates any fault or exception condition, it does not change the flow of instructions in 
progress within the Fbox pipe. 
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Figure 11—1 is a top level block diagram of the Fbox showing the six major functional blocks 
within the Fbox and their interconnections. 


Figure 11-1: Fbox block diagram 
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11.3 Fbox Functional Overview 

The Fbox is the floating point accelerator for the NVAX CPU. Its instruction repertoire includes 
all VAX base group floating point instructions. The data types that are supported are F, D, and 
G. Additional integer instructions that are supported are MULL2, and MULL3. 

The number of internal execution cycles and the total number of cycles to complete an instruction 
within the Fbox is measured as follows in Figure 11—2 
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Figure 11-2: Fbox Execute Cycle Diagram 
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The internal execution time for all instructions except MUL{D,G,L} and DIV{F,D,G} is four cycles. 
The internal execution time of the various Fbox operations is given in the following Table 11—1. 


Table 11-1: Fbox internal Execute Cycles 


INSTRUCTION 

F 

D 

G 

L 

MUL 

4 

5 

5 

5 

DIV 

14 

25 

24 

- 

ALL OTHER 

4 

4 

4 

4 


The total number of cycles taken by the Fbox to complete an instruction is given in Table 11—2. 
Note that this includes the cycles taken for opcode and operand transfer, in particular, the dead 
cycle between the opcode and the first operand is counted. 


Table 11-2: List of the Fbox Total Execute Cycles 


INSTRUCTION 

F 

D 

G 

L 

MUL 

7 

10 

10 

8 

DIV 

17 

30 

29 

- 

ALL OTHER 

7 

9 

9 

- 


1 1 .3.1 Fbox Interface 

This section is responsible for overseeing the protocol with the Ebox. This includes the sequence 
of receiving the opcode, operands, exceptions, and other control information, and also outputing 
the result with its accompanying status. The opcode and operands are transferred from the input 
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interface to stage 1 in all operations except division. The result is conditionally received from 
either stage 3 or stage 4. 

11.3.2 Divider 

The divider receives its inputs from the interface and drives its outputs to stage 1. It is used 
only to assist the divide operation, for which it computes the quotient and the remainder in a 
redundant format. 

11.3.3 Stage 1 

Stage 1 receives its inputs from either the interface or the divider section and drives its outputs 
to stage 2. It is primarily used for determining the difference between the exponents of the two 
operands, subtracting the fraction fields, performing the recoding of the multiplier and forming 
three times the multiplicand, and selecting the inputs to the first two rows of the multiplier array. 

11.3.4 Stage 2 

Stage 2 receives its inputs from stage 1 and drives its outputs to stage 3. Its primary uses are: 
right shifting (alignment), multiplying the fraction fields of the operands, and zero and leading 
one detection of the intermediate fraction results. 

11.3.5 Stage 3 

Stage 3 receives most of its inputs from stage 2 and drives its outputs to stage 4 or, conditionally, 
to the output. Its primary uses are: left shifting (normalization), and adding the fraction fields 
for the aligned operands or the redundant multiply array outputs. This stage can also perform a 
"mini-round" operation on the LSB’s of the fraction for ADD, SUB, and MUL floating instructions. 
If the "mini-round" does not overflow, and if there are no possible exceptions, then stage 3 drives 
the result directly to the output, bypassing stage 4 and saving a cycle of latency. 

11.3.6 Stage 4 

Stage 4 receives its inputs from stage 3 and drives its outputs to the interface section. It is used 
for performing the terminal operations of the instruction such as rounding, exception detection 
(overflow, underflow, etc.), and determining the condition codes. 

11.4 Fbox - Ebox Interface 

The Fbox depends on the Ebox for the delivery of instruction opcodes and source operands and 
for the storing of results. However, the Fbox does not require any assistance from the the Ebox 
in executing the Fbox instructions. The Fbox macroinstructions are decoded by the Ibox just 
like any other macroinstruction and the Ebox is dispatched to an execution flow which transfers 
the source operands, fetched during S3 of the CPU pipeline, to the Fbox early in S4. Once all 
the operands are delivered, the Fbox executes the macroinstruction. Upon completion, the Fbox 
requests to transfer the results back to the Ebox. When the current retire queue entry in the 
Ebox indicates an Fbox result and the Fbox has requested a result transfer, then the result is 
transferred to the Ebox, late in S4 of the CPU pipeline, and the macroinstruction is retired in S5. 
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The Fbox input interface has two input operand registers which can hold all of the data for one 
instruction, and a three segment opcode pipeline. If the Fbox input machine is unable to handle 
new opcodes or operands then F%1NFUT_STALL_H is asserted to the Ebox, causing the next Fbox 
data input operation to stall the CPU pipeline at the end of its S3. 

The Fbox output interface has a format mux and two result queues, the data queue and the 
control queue. The format mux is used to transform the result data into VAX storage format. 
The queues are used to hold data results and control information whenever result transfers to 
the Ebox become stalled. 

11.4.1 Opcode Transfers to the Fbox 

Whenever the Fbox indicates that it is ready to receive new information by negating 
F%INPUT_STAXL_H, the Ebox may initiate the next opcode or operand transfer. The Fbox receives 
instructions from the Microsequencer (S2 of the CPU pipeline) on a 9 bit opcode bus. The opcode 
bus is made up of the 8 msb’s of the macroinstruction along with a single bit which, when 
set, indicates a G data type operation (i.e., the low order macroinstruction opcode byte was FD 
(hex)). The Micro-sequencer indicates the presence of a new opcode by asserting the opcode valid 
flag. E^cFB OX_ l ST_CYCLE_H . This opcode valid flag is only asserted once for each new instruction. 
In particular, if the Microsequencer was stalled during an opcode transfer cycle then the same 
opcode could be driven for multiple cycles, however, E<£FBOX_lST_CYCLE_H is only asserted for one 
of those stalled cycles. A complete list of the instructions executed by the Fbox and the opcode 
received from the Micro-sequencer is contained in Table 11—3. 


NOTE 

The Fbox does not check for an illegal opcode. However, if an illegal opcode is received 
then the Fbox will interpret it as if it were an ADDF. No indication is given that this 
error has occur ed, the Fbox simply assumes that an ADDF has been started. When the 
instruction is retired (assuming that it actually was not an ADDF) it will be possible for 
diagnostic software to determine that an error has occur ed. This processing of illegal 
opcodes is done entirely to keep the Fbox internal control signals in a predictable state 
and thus avoid any "catastrophic" failure. 

Once a valid opcode has been received from the Microsequencer, it is processed in a three element 
pipeline/queue by the Fbox input logic. The first level, II, is a static register which feeds the 
re-code PLA. The second level, 12, is the recoded opcode. The third level, 13, is the current 
instruction, this register is output to both the Divider and Fbox stage 1. Any operand being sent 
to the Fbox is always for the instruction that is in 13. Each level has a corresponding valid bit 
which indicates the presence of an instruction to be executed. When the Fbox input is not stalled 
then opcodes and operands flow in the following order: 

a. Opcode from the Microsequencer is loaded into II during <£ 4 . (CPU S2) 

b. Re-code PLA runs during the following # 12 - 

c. Re-coded opcode is loaded into 12 at the end of $ 2 - 

d. 12 is loaded into 13 during the following <£ 3 . 

e. Input operand latches are loaded during the next $ 12 , at the earliest 

f. Fbox internal Data Valid is set on #3 following the last operand reception. 
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If the final data is not received during phase 12, then the 13 register stalls. This back pressures 
the Fbox input instruction pipeline, if there is a valid instruction in 12 then it will also stall. 
Once 12 is stalled, II will stall on the next instruction from the micro-sequencer. When the final 
operand for the instruction in 13 is received the stall is removed and new instructions are allowed 
to advance within the input pipeline. 

Besides stalling when waiting for operands from the Ebox, the input instruction pipeline stalls 
for a fixed number of cycles during MUL{D,G,L} and DIV{F,D,G} instructions. These internally 
generated stalls, termed opcode stalls, are needed to allow multiple passes in the multiply and 
the divide arrays. The opcode stalls not only keep the Fbox input pipeline from advancing, but 
also cause F%INPUT_STALL_H to be asserted back to the Ebox. 

Because an opcode stall can not be started until all the operands for the stalling opcode have 
been received, a three level instruction pipeline/queue is needed in the Fbox input stage (refer 
to Section 11.4.3, Figure 11—3). It is posable for the Fbox to receive two additional new opcodes 
before the opcode stall can be asserted and take effect at the Ebox. These two additional opcodes, 
along with the original stalling opcode, must be held in the Fbox input stage until the stall is 
finished. 

11.4.2 Operand Transfers to the Fbox 

Source operands, which were accesed in the Ebox during S3, are transferred from the Ebox to 
the Fbox early in S4. There will always be at least one cycle between the opcode transfer and the 
corresponding operands, during which the Fbox decodes the opcode. The data type of the source 
operand, contained in die 13 register of the input instruction pipeline, is used to select the proper 
data input format. There are two 32-bit input data busses, E%ABUS_H and E%BBUS_H, which are 
used to transfer operands to the Fbox. If the instruction is either a single operand type or, an 
integer or floating F type, then all of the operands are transferred in one cycle. If the instruction 
is a floating D or G type then one complete 64 bit operand is transferred on the concatenated 
input busses at a rate of one per cycle. For a floating D or G data type, the lower longword (i.e., 
sign, exponent, and fraction MSB’s) is transferred on the E%ABUS_H and the upper longword is 
transferred on the E%BBUS_Ho. 

Each 32-bit input operand bus has a related short literal flag which indicates the presence of 
a short literal on bits<5:0> of the corresponding bus. If a double precision operand is being 
transferred then a short literal will be detected using the flag associated with the E%ABUS_H 
and the floating short literal data will be taken from E%ABUS_H<5Kb>. The remaining E%ABUS_H 
and E%BBUS_H bits are zero, however the Fbox ignores them. When receiving an integer short 
literal, the integer is on bits<5:0> and the Fbox depends on the remaining bits of that bus being 
zero. The Fbox must transform all short literals to the proper format based on the instruction 
data type. 

When all of the input operand information for both input data busses is valid, the Ebox asserts 
an input valid flag, E%FDATA W VALID_.H. If the flag is not asserted then the Fbox input machine 
enters an input stalled state. 

Along with the operands, the Ebox sends 3 different operand fault flags. These are the memory 
management, hardware error, and reserved address mode faults. Once an operand fault has been 
sent to the Fbox, it is unpredictable whether the Ebox will or will not assert the E%FDMAJVALID_H 
signal. It is also unpredictable whether or not any other outstanding operands will be sent. When 
the Fbox receives an input fault two actions take place: 
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1. The Fbox asserts data valid into the Fbox pipeline. This breaks any internal stall conditions, 
thus allowing the instruction to complete. 

2. The Fbox asserts F%INPUT_STALL_H. This halts the transfer of any other operands and 
prevents the Fbox and Ebox from getting out of synchronization. This stall normally continues 
until after the faulting instruction has been retired by the Fbox. It is cleared by the assertion 
of E%FLUSH_FBOX_H or K%RESET_H. 

Since the faulting operand data values used by the Fbox are undetermined, it is possible that 
the Fbox may generate additional faults. However, the Ebox prioritizes the faults on retirement, 
the three input operand faults are at the highest priority. Therefore, any Fbox generated fault 
is ignored if the Fbox received an input operand fault. On completion, the faulting instruction 
will be handled by the Ebox in the proper order, ensuring compliance with the VAX architecture 
standard. In addition, the Ebox will flush the Fbox, this will cause F%INPUT_STALL_H to be 
negated, releasing the stalled state. 

Besides the operand fault flags, the Ebox also sends the current value of the PSL floating 
underflow enable bit, E%PSL_FU_H. If the FU bit is set then the Fbox will cause a fault on floating 
underflow. Whether the FU bit is set or clear, the Fbox will return a floating zero data value on 
the result bus if underflow is detected. 

11.4.3 Summary of Fbox input Stage Stall Rules 

The following list is a set of input stall rules for the Fbox input stage. They center around opcode 
transfers and the actions related to the assertion and negation of P%INPUT_STALL_H. 

1. Floating opcodes are transferred from the Microsequencer to the Fbox during the CPUs S2 
cycle. There will always be at least one cycle between an opcode transfer, OPC1, and the 
first data transfer for that opcode. In addition, there can only be one new opcode transfer, 
OPC2, between OPC1 and OPCl’s last data transfer. It is possible that a new opcode transfer, 
OPC3, could take place in the same cycle as OPCl’s last data transfer. Refer to the following 
Figure 11—3. 


Figure 11-3: 

Opcode Transfers to the Fbox 
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of F%INPTJT_STALL_H implies that the next data transfer cycle will stall; i.e., 


if F%INPUT_STAIX_H is asserted during a data transfer cycle then that cycle will not 
stall but the next data transfer cycle will. That next data transfer cycle can not have 
either E%FBOX_lST_CYCLE_H or E%FDA1^VALID_H asserted. The Ebox will repeat the 
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stalled transfer cycle keeping the E%ABUS_H, E%BBUS_H, E%FDAI^VALED_H, and any faults 
unchanged. 

3. If F%INPUT_STAXJL_H is released in the current data transfer cycle then the current data 
transfer cycle will be repeated once more in the next cycle, this time with E%FDATA W VALID_H 
asserted. In that next cycle it is also possible to have E%FBOX_iST_CYCLE_H asserted, 
indicating a new opcode transfer. 

11.4.4 Fbox Result Transfers to the Ebox 

Data is returned to the Ebox on one 32-bit output bus. A single integer or floating F type result 
can be returned in one cycle. Floating D/G data requires two cycles, the lower 32-bits (i.e., sign, 
exponent, and mantissa msb’s) are returned in the first cyde followed by the upper 32-bits in the 
next cycle. A two bit data length field and a two bit condition code map field are also returned 
with each result transfer, as are all of the result status bits. The data length field is used to 
indicate a result data length of Byte, Word, Longword, or Quadword. The condition code map 
field informs the Ebox which PSL condition code bits must be updated for the retiring instruction. 
If the Fbox is not trying to retire an instruction then the condition code map is forced to a value 
of "no update". For double precision results which require two transfers, the data length is set to 
Quadword during both transfers. The condition code map will be forced to a value of "no update” 
during the first transfer of a double precision result and then to the proper instruction dependent 
code during the second transfer. The other result status is broadcast during both transfers. The 
Ebox uses the result status to detect microtrap conditions before any store of result data occurs. 

The Fbox supplies 12 bits of status information with the retirement of each instruction. These 
are made up of: 

a. Operand faults received with the input operands. 

1. F%MMGT_FLT_H - memory management faults 

2. F%MERR_H - hardware read faults, etc 

3. F^RSVD_ADDR_MODE_H - Reserved Address Mode Fault 

b. Fault conditions detected by the Fbox 

1. F%RSy_H - reserved operand 

2. F%FOV_H - floating overflow 

3. F%FTJ_H - floating underflow 

4. F%FDBZJB - floating divide by zero 

c. Fbox condition code values 

1. F%CC_N_H - result is negative 

2. F%CC_Z_H - result is zero 

3. F%CC_V_H - result caused an integer overflow 

4. F%CC_MAP_H<1:0> - cc update map select 

If multiple exceptions are detected by the Fbox for an instruction that it is executing then all of 
the exceptions for that instruction are reported to the Ebox. The Ebox and Microsequencer 
will prioritize these faults. The source operand faults are at the highest priority. Refer to 
Section 8.5.19.7 for the priority of the Fbox detected faults. 
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There are two signals from the Ebox to the Fbox that control the transfer of results by the Fbox. 
E%RETIRE_OK_H informs the Fbox that it may be possible to retire an instruction. E%STORE_OK_H 
indicates that it is possible for the Fbox to store data. When the Fbox wants to store a result the 
request signal, F%STORE_H is asserted. Similarly, if the Fbox wants to retire an instruction then 
F%REHKE_H is asserted. All instructions must be retired on completion, most instructions (with 
the exception of TST and CMP) also need to store data. Single precision and integer instructions 
which store a result request to both store and retire in a single transfer cycle. Double precision 
instructions which store a result need two transfer cycles, the first transfer requests only to store, 
the second transfer requests to both store and retire. All TST and CMP instructions, regardless 
of data type, will request to retire without a store in one transfer cycle. 

The completion of a result transfer from the Fbox to the Ebox is recognized when the appropriate 
request and its corresponding OK signal are both asserted. Conversely, if the corresponding OK 
signal is not asserted then the Fbox stalls (repeats) the current transfer. 

When an instruction is completed by the Fbox core, the Fbox output stage transforms the data 
result back into VAX memory format. The VAX formatted data, along with ten bits of result 
status, is then always written into the output data queue. This queue has seven entries, each of 
which are 74 bits wide. The data from this queue is transferred to the Ebox on the F9cRESULT_H 
bus in a first-in/first-out fashion, one longword at a time. If the data queue is empty at the 
time that the core is retiring, then the low word of the formatted data, along with the result 
status, is also selected to bypass directly to the result bus. This action is performed by the result 
multiplexer, which can select one of three sources: the queue bypass bus, the output queue low 
word, or the output queue high word. 

The data queue is written every cycle, its input (write) pointer is only advanced after writing 
valid data. Whenever an instruction is retired, the data queue output (read) pointer is advanced. 
When the input and and output pointers are selecting the same entry then the queue is empty. 
If the input pointer is only one entry ahead of the output pointer a condition called empty next 
is detected. The empty and empty next conditions are used to generate result transfer requests 
from the data queue, and also in selecting between the queue bypass bus or the queue read data. 
Because double precision results retire from the Fbox core in one cycle but require two cycles to 
be transferred back to the Ebox, the high word of a double precision result will always be sourced 
from the data queue. This allows the core to retire quadword results in consecutive cycles (which 
could happen when CVTx{D,G} instructions are executing). 

Besides the data queue, the Fbox output also has a control queue. This queue is seven bits wide 
by seven entries deep. It contains information derived from the opcode; the result data length, 
the condition code map, whether the instruction writes a result or not, and how many transfer 
cycles will be required to retire the instruction. Since the opcodes will precede the data through 
the Fbox pipeline by one cycle, there is no need to have a bypass bus for the control queue. The 
output machine is always able to write the control information into this queue and read it back 
before it is needed. Like the data queue, the control queue is written every cycle. Its input 
pointer is advanced after a new instruction has been passed through the pipeline and written 
into this queue. Its output pointer is advanced after a valid entry has been read into the control 
latch (i.e., the control queue’s output latch). Because the request information is needed early in 
the transfer cycles, the control queue often is running ahead of the data queue. 

Result transfers to the Ebox can be initiated by one of three sources: from the Fbox stage 3 bypass 
request line, from a data valid in Fbox stage 4, or from the Fbox output queue. The output queue 
takes precedence over the Fbox core. If the queue is not empty then the current queue output is 
transferred to the Ebox, any concurrent results from the Fbox core are written into the output 
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queue. Fbox stages 3 and 4 perform their own prioritization. If stage 4 is retiring an instruction 
then stage 3 will not attempt to bypass stage 4. Instead, stage 3 passes its unrounded result to 
stage 4 and stage 4 will retire that result in the next cycle. 

11.4.5 Fbox Pipeline Stalls 

The Fbox input can request to stall the Ebox for one of two reasons. The Ebox does not actually 
stall until the next time it is ready to transfer data to the Fbox. 

Fbox Input Stall 

1. Opcode Stalls 

2. Fault Stalls 

As was mentioned earlier at the end of Section 11.4.1, the implementation of some instructions 
requires more than one cycle of execution within some stages of the Fbox pipeline. These 
instructions require that they be followed by a sufficient number of bubbles in the pipeline such 
that they can not be overrun by succeeding instructions. In particular, MUL{D,G,L} require two 
cycles in the stage 2 multiply array, and DIV{F,D,G} require 10.21,20 cycles, respectively, in the 
divide array. In order to guarantee proper operation, the Fbox input generates an input stall 
of the appropriate length for each of these instructions. The multiply stalls are controlled by a 
simple state machine in the Fbox input, it starts when all of the multiply operands have been 
received and continues for one cycle. The divide stalls are started by the input interface, as soon 
as all of the divide operands are received, and ended by a divide done signal which is received 
from the Fbox divider stage. 

Whenever the Fbox receives an operand from the Ebox for which the Ebox has signaled a fault, 
the Fbox will request an input stall. This is done because it is unpredictable whether or not 
the Ebox will complete any other outstanding data transfers for this instruction. Therefore, to 
prevent the Fbox from entering an unpredictable state, F9cINPUT_STALL_H is asserted and any 
new data transfers after the faulting source operand are blocked. When the instruction -with the 
faulting operand is retired the Ebox will flush the Fbox, this will release the fault stall condition. 

The Fbox output can cause a stall at the Ebox for one of two reasons: 

Fbox Output Stall 

1. Result not ready 

2. Stage 4 bypass abort 

If the Fbox does not have any results ready to retire and it is the selected source for the RMUX 
in the Ebox, then the Ebox is stalled until the Fbox is ready to transfer the result. 

Stage 3 in the Fbox has the ability to perform "mini -round" operations for floating ADD, SUB, 
and MUL instructions. When stage 3 detects that it may be possible to round its fraction result 
and bypass stage 4, then it makes a request to store data to the Fbox output interface. If the 
data queue is empty then this store request is passed on to the Ebox. Later in the same transfer 
cycle, stage 3 may detect a "mini-round" overflow or some other error condition. If this occurs 
then stage 3 signals an abort of the stage 4 bypass. If the data queue was empty then this abort 
causes P%STORE_STALIuH to be asserted to the Ebox. The current store is stalled, by the Fbox, 
for one cycle until the correct result can be obtained from stage 4. 
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11.4.6 Fbox Reset and Flush 

The Fbox can be initialized by the assertion of two different signals. At powerup tune K%RESET_H 
is asserted for several cycles. This signal initializes all of the instruction registers and the output 
queue pointers in the Fbox interface. Any outstanding transfers and all stalls are terminated. At 
the completion of reset the Fbox is properly initialized and ready to receive opcodes and operands. 

The Ebox can also initialize the Fbox by asserting the E%FLUSH_FBOX_H signal. This has the same 
effect as resetting the Fbox, the Fbox pipeline is cleared of all operations. Operations already 
under way anywhere in the pipeline are lost. E%FLUSH_FBOX_H is updated during phase 1 and 
it is only asserted for one cycle. The Fbox is ready to receive new opcodes in the very next cycle. 

11.4.7 Summary of Fbox-Ebox Signals 

The following signals are driven by the Ebox to the Fbox. 

• E9cFLUSH_FBOX_H 

This signal causes the Fbox to clear its pipeline of all operations. 

• E'TcFB OX_ 1ST_CYCLE_H 

This signal tells the Fbox that the opcode is valid. 

• E<TcFOPCODE_H<8:0> 

This 9-bit opcode bus carries the 8-bit opcode byte of the macroinstruction along with a single 
bit that indicates G-type data. 

• E9'cFDATA w VALID_H 

This signal tells the Fbox that all data on the operand busses is valid. The Fbox knows, from 
decoding the opcode, exactly what data to expect. 

• E%ABUS_H<3 lsO> and E%BBUS_H<31.-0> 

These 32-bit busses carry the source operand(s). 

• E%A.SHUT_H and E%B_SHLIT_H 

These signals indicate that the data on the E%ABUS_H or the E%BBUS_H, respectively, is a 
6-bit short literal value extracted from the instruction stream. Special data formatting is 
required by the Fbox. 

• E%PSL_FU_H 

The current PSL<FU> value for use by the Fbox in deciding whether to signal floating point 
underflow faults or not. 

• E%F JMMGT_FLT_H, E%F_MEM_EBR_H, and E%F_RSVD_ADDR_MODE_H 

These signals tell the Fbox that there is a fault or error associated with the source operands. 
The Fbox carries this status down the pipeline so that it is handled after instructions which 
are already in the Fbox pipeline. 

• E%FBOX w S4_BYPASS_ENB_H 

This signal is used to control the Fbox stage 4 bypass option. Assertion of this signal enables 
stage 3 to conditionally bypass stage 4. This signal is normally cleared at system startup, 
disabling the bypass option. This signal has the additional function of selecting between 
FD1R or FD2R to be output of Stage3 while the FBOX is in FBOXJItest mode. 

• E%REHKE_OK w H, E%STORE_OE_H 

These signals inform the Fbox of any stalls when attempting to transfer a result to the Ebox. 
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The following signals are driven by the Fbox to the Ebox. 

• F%ENPUT_STALL_H 

This control signal stalls the Ebox from issuing any more operands to the Fbox. 

• F%RETTEE_H 

This control signal tells the Ebox the Fbox is attempting to retire an instruction in this cycle. 

• F%STORE_H 

This control signal tells the Ebox the Fbox is attempting to store a result in this cycle. 

• F%STORE_STALL_H 

This control signal tells the Ebox the Fbox is stalling the current store request this cycle. 

• F%RESULT_H<31KHh> 

This 32-bit bus carries Fbox results to the Ebox. 

• F%FBOXJDL_H<1:0> 

This is the data length used by the Ebox for an Fbox store. 

• F9cCC_N_H, FVcCC_Z_H, F%CC_V_H 

These 3 signals carry Fbox condition code bits to the Ebox. They are Negative, Zero, and 
Overflow. 

• F9rCC_MAP_H<lK>> 

This is the map specifier which tells the Ebox how to update the PSL condition code bits. 

• F<TcMM GT_FLT_H 

Signals a memory management fault for one of the currently retiring instruction's source 
operands. 

• F9gMERR_H 

Signals a memory access hardware error for one of the currently retiring instruction’s source 
operands. 

• F%RSVD_ADDR_MODE_H 

Signals a reserved address mode fault for one of the currently retiring instruction’s source 
operands. 

• F%RSV_H 

Signals a reserved operand fault for one of the currently retiring instruction’s source operands. 

• F%FOV_H 

Signals a floating point overflow fault resulted from the currently retiring instruction. 

• F%FU_H 

Signals a floating point underflow fault resulted from the currently retiring instruction. 

• F%FDBZ_H 

Signals a floating point divide-by-zero fault resulted from the currently retiring instruction. 

11.4.8 Fbox Instruction Set 

The instructions listed in Table 11-3 constitute the VAX integer and floating point instructions 
supported by the Fbox datapath. 
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Table 11-3: Fbox Floating Point and Integer Instructions 
Fbox CC 


Opc 

Instruction 

NZVC 

MAP 

DL 

Exceptions 

04C 

CVTBF src.rb, dstwf 

**oo 

10 

10 


06C 

CVTBD src.rb, dst.wd 

**oo 

10 

11 


14C 

CVTBG src-ib, dst.wg 

**oo 

10 

11 


04D 

CVTWF src.rw, dst.wf 

**oo 

10 

10 


06D 

CVTW1) src.rw, dst.wd 

**oo 

10 

11 


14D 

CVTWG src.rw, dst.wg 

**oo 

10 

11 


04E 

CVTLF src.rl, dst-wf 

**oo 

10 

10 


06E 

CVTLD src.rl, dst.wd 

**00 

10 

11 


14E 

CVTLG src.rl, dst.wg 

**00 

10 

11 


048 

CVTFB src.rf, dst.wb 

***o 

11 

00 

rsv, iov 

049 

CVTFW src.rf, dst.ww 

jjckJjcQ 

11 

01 

rsv, iov 

04A 

CVTFL src.rf, dst.wl 

>oiocQ 

11 

10 

rsv. iov 

068 

CVTDB src.rd, dstwb 


11 

00 

rsv. iov 

069 

CVTDW src.rd, dst.ww 


11 

01 

rsv, iov 

06A 

CVTDL src.rd, dst.wl 


11 

10 

rsv, iov 

148 

CVTGB src.rg, dst.wb 


11 

00 

rsv, iov 

149 

CVTGW src.rg, dst.ww 

**>ieQ 

11 

01 

rsv, iov 

14A 

CVTGL src.rg, dst.wl 

***o 

11 

10 

rsv, iov 

04B 

CVTRFL src.rf, dst.wl 


11 

10 

rsv, iov 

06B 

CVTRDL src.rd, dst.wl 


11 

10 

rsv, iov 

14B 

CVTRGL src.rg, dst.wl 

***o 

11 

10 

rsv, iov 

056 

CVTFD src.rf, dst.wd 

**oo 

10 

11 

rsv 

199 

CVTFG src.rf, dstwg 

**oo 

10 

11 

rsv 

076 

CVTDF src.rd, dst.wf 

**oo 

10 

10 

rsv, fov 

133 

CVTGF src.rg, dst.wf 

**oo 

10 

10 

rsv, fov, fuv 

040 

ADDF2 add.rf, stxm.mf 

**oo 

10 

10 

rsv, fov, fuv 

041 

ADDF3 addl.rf, add2.rf, sum.wf 

**oo 

10 

10 

rsv, fov, fuv 

060 

ADDD2 add.rd, sunumd 

**oo 

10 

11 

rsv, fov, fuv 

061 

ADDD3 addl.rd, add2.rd, sum.wd 

**oo 

10 

11 

rsv, fov, fuv 

140 

ADDG2 add.rg, sum .mg 

**oo 

10 

11 

rsv, fov, fuv 

141 

ADDG3 addl.rg, add2.rg, sum.wg 

**00 

10 

11 

rsv, fov, fuv 
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Table 11-3 (Cont.): Fbox Floating Point and Integer Instructions 


Fbox 

Opc 

Instruction 

NZVC 

cc 

MAP 

DL 

Exceptions 







042 

SUBF2 sub.rf, dif.mf 

**oo 

10 

10 

rsv, fov, fuv 

043 

SUBF3 sub.rf, min.rf, dif.wf 

**oo 

10 

10 

rsv, fov, fuv 

062 

SUBD2 sub.rd, diflmd 

**oo 

10 

11 

rsv, fov, fuv 

063 

SUBD3 sub.rd, min.rd, dif.wd 

**oo 

10 

11 

rsv, fov, fuv 

142 

SUBG2 sub.rg, dif.mg 

**oo 

10 

11 

rsv, fov, fuv 

143 

SUBG3 sub.rg, min.rg, dif.wg 

**oo 

10 

11 

rsv, fov, fuv 

0C4 

MULL2 mulr.rl, prod.ml 

»i tajojcQ 

11 

10 

iov 

0C5 

MULL3 mulr.rl, muld.rl, prod.wl 

***o 

11 

10 

iov 

044 

MULF2 mulr.rf, procLmf 

**oo 

10 

10 

rsv, fov, fuv 

045 

MULF3 mulr.rf, muld.if, proa.wf 

**oo 

10 

10 

rsv, fov, fuv 

064 

MULD2 mulr.rd, proclmd 

**oo 

10 

11 

rsv, fov, fuv 

065 

MULD3 mulr.rd, muld-rd, prod-wd 

**oo 

10 

11 

rsv, fov, fuv 

144 

MULG2 mulr.rg. prod.mg 

**oo 

10 

11 

rsv, fov, fuv 

145 

MULG3 mulr.rg, muld.rg, prod.wg 

**oo 

10 

11 

rsv, fov, fuv 

046 

DIVF2 divr.rf, quo.mf 

**oo 

10 

10 

rsv, fov, fuv, fdvz 

047 

DIVF3 divr.rf, divd.rf, quo.wf 

**oo 

10 

10 

rsv, fov, fuv, fdvz 

066 

DIVD2 divr.rd, quo.md 

**oo 

10 

11 

rsv, fov, fuv, fdvz 

067 

DIVD3 divr.rd, divd.rd, quo.wd 

**oo 

10 

11 

rsv, fov, fuv, fdvz 

146 

DIVG2 divr.rg, quo.mg 

**oo 

10 

11 

rsv, fov, fuv, fdvz 

147 

DIVG3 divr.rg, divcLrg, quo.wg 

**oo 

10 

11 

rsv, fov, fuv, fdvz 

050 

MOVF Brc.rf, dst.wf 

**0- 

01 

10 

rsv 

070 

MOVD src.rd, dst.wd 

**0- 

01 

11 

rsv 

150 

MOVG src.rg, dst.wg 

**0- 

01 

11 

rsv 

052 

MNEGF src.rf, dst.wf 

**oo 

10 

10 

rsv 

072 

MNEGD src.rd, dst.wd 

**oo 

10 

11 

rsv 

152 

MNEGG src.rg, dst.wg 

**oo 

10 

11 

rsv 

051 

CMPF srcl.rf, src2.rf 

**oo 

10 

XX 

rsv 
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Table 11-3 (Cont.): Fbox Floating Point and Integer Instructions 


Fbox 

Opc 

Instruction 

NZVC 

cc 

MAP 

DL 

Exceptions 

071 

CMPD srcl.rd, src2.rd 

**00 

10 

XX 

rsv 

151 

CMPG srcl.rg, src2.rg 

**oo 

10 

XX 

rsv 

053 

TSTF src.rf 

**oo 

10 

XX 

rsv 

073 

TSTD src.rd 

**oo 

10 

XX 

rsv 

153 

TSTG src.rg 

**oo 

10 

XX 

rsv 


CC_MAP: Condition Code Map 


00 = No Update 

01 = MOV Floating 

10 s All Other Floating 

11 s Integer 

DL: Result Data Length 

00 = Byte 

01 = "Word 

10 = Long 

11 = Quad 


11.5 DIVIDER 
11.5.1 Introduction 

The divider stage in the Fbox performs the floating point divide operations. The inputs to the 
divider stage are the divisor and the dividend operands, source data type, opcode, data valid, 
and abort from the input interface section. The divider computes the quotient, and outputs to 
stage 1 of the pipeline: the quotient as two vectors, the final remainder, also as two vectors, and 
division done signals. The divider also supplies the division done signal to the input interface 
section. The input interface stalls after issuing a divide instruction and defers further issue of 
instructions to Divider/Stagel until the division is completed in the divider. 

The final quotient and the final remainder are computed in the pipe stages. The sign of the final 
remainder is used for correcting the quotient. This correction is done in stage-3 of the pipeline. 
The terminal operations for floating point divide (quotient overflow, rounding), and the detection 
of floating overflow, underflow, and reserved operand are done in the pipeline stages. 

The execution time within the divider stage is data independent for divide instructions. The table 
below lists execution time within the Fbox for divide instructions. 
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Table 11-4: Total Fbox execute cycles for Divide operation 


Instruction 

Execution time in cycles 

DIVF 

17 

DIVD 

30 

DIVG 

29 


The execution cycles are counted beginning with the cycle in which Fbox receives the divide 
opcode through the cycle in which Fbox retires the result to EBOX. 

A typical cycle count for DIVD instruction would have 1 opcode transfer cycle, 1 dead cycle, 2 
operand transfer cycles, 1 divide pla cycle, 20 divider array cycles (retires 60 bits of quotient), 
1 cycle each through stagel, stage2 and stage3 and finally 2 cycles for the result transfer from 
stage4 Gower longword) and output interface (upper longword) for a total count of 30 Fbox cycles. 

11.5.2 Overview 

The divider uses the Radix-2 SRT division algorithm using the following recursive relation: 




K??. is th« new partial remainder, 

Jr. is nr.e partial remainder, 
q is The ruTTienT and 

D is The divisor. (assumed To be normalized.) 


The partial remainder is computed using carry save addition and the quotient is selected using 
an estimate of the partial remainder. The boundary conditions for the partial remainder and the 
estimated partial remainder are as follows: 


a. -2D -< partial remainder < 2D 

b. 0 -< Max. error < 1.0 

c. -2.5 — < estimated partial remainder < 2.0 

d. Quotient selection 

q - -1 if estimated partial remainder < (- 0.5) 
q - 0 if (- 0.5) -< estimated partial remainder < 0 

q - +1 if estimated partial remainder >- 0 

Tb compute the estimated partial remainder the condition b) together with (c) above implies that 
a Carry Propagate Adder (CPA) of 4 bits (3 bits above the binary point and 1 bit below the binary 
point) is required. 

The division process essentially consists of the following two steps to retire each bit: 

* Compute estimated partial remainder using the CPA and the quotient 

• Compute the new partial remainder using the CSA by adding +D, -D or 0 to the partial 
remainder based on the quotient from step 1. 
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Figure 11-4: Divider Array Block Diagram 


NPR FROM PREVIOUS ROW 



TO NEXT ROW OF CSA'S 


In order to speed up the time for retiring each bit, step 1 and step 2 are performed in parallel as 
there are only three choices for the quotient. As shown in the block diagram, Figure 11—4, the 
divider array computes (PR+1*D), (PR-1*D) and (PR+0*D) for all the possible values of quotient: 
q = -1, +1, and 0, in parallel while the quotient is being calculated. The correct new partial 
remainder is selected using the computed quotient. In the divide array, there are three rows of 
CSAs. Thus three bits are retired with each pass through the divide array. 

11.6 interface Signal Timing Diagrams 


11.7 Divider Operation 

For a valid divide operation, the divisor is loaded into Divisor (DVR) register and the dividend 
into Dividend Feedback (DFB) register, both during PHI_4. The GFB is initialized to zero. The 
control then sequences the datapath with appropriate control signals to load DFB and QM, for 
the required number of divide steps. For the DIVF instruction, the divide array generates 27 
bits of quotient. For the DIVG instruction, the divide array produces 57 bits of quotient. For the 
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Figure 11-5: Input Signals from input Interface 


Operand Transfer To Divider: 


| P3 | P4 | PI + P2 | P3 | P4 ! PI + P2 | P3 | P4 | 
10.5 14.0 3.5 7.0 10.5 14.0 3.5 7.0 10.5 14. 


I 

F_B %FD2_L<A2 : B5 8 > 
F_B%FD1_L<A2 : B5 8> 
F_B%ED1_L 
F_3%ED2_L 
F B%S1 L 
F 3 %S2 L 


F I%DA.TA VALID L 


F I%DSE2 START L 


x>oooooooooooooooooc 


OPERAND 


dooooooooooooooc 



10.5 14.0 3.5 7.0 10.5 14.0 3.5 7.0 10.5 14.0 

| P3 I P4 I PI + P2 j P3 i P4 J PI + ?2 j P3 i P4 j 


Key: I - driven by Interface 


DIVD instruction, the divide array produces 60 bits of quotient. In general, since the quotient is 
greater than or equal to 0.5 and less than 2.0, the number of quotient bits to generate are the 
number of bits in the data type, one bit above the binary point and for rounding an additional 
bit in the least significant end. Since the divider array has three rows, one to two additional bits 
are generated. 

The divider control receives the F_I%DSEQJ3TART_L signal from the input interface indicating 
a valid DIV instruction. This signal should remain valid from the trailing edge of PHI_2 (input 
to the Divider PLA) thru to the trading edge of PHI_4 (Divisor and Dividend Latches) coming 
from the input interface. The divisor and dividend operand latches are conditioned by the 
F_I %DSE Q_STARTJL signal. The source data type field from the input interface determines 
whether the division is a DIVF or DIVD or DIVG. 

At the conclusion of the required divider steps signals F_D_C2%DSEQ_DONEDAT4_H (to 
Input Interface) and F_D_C%DIVDONE_DAT_H (to Stage-1) are asserted. First the quotient 
components are driven on F_I9bFDlR_H and F_I%FD2R_H together with the exponent and sign 
registers on respective buses. Then the sum and carry vectors are driven on F_I%FDR1_H and 
F_I%FD2R_H with exponents and signs. 
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Rgure 11-6: Result Transfer to Stage-1 


Divider Result Transfer: 


| PI | P2 | P3 | P4 | PI | P2 | P3 | P4 | PI | P2 | 
0 3.5 7.0 10.5 14.0 3.5 7.0 10.5 14.0 3.5 7.0 



0 3.5 7.0 10.5 14.0 3.5 7.0 10.5 14.0 3.5 7.0 
; PI | P2 | ?3 | ?4 | PI r?2 j ?3 , ?4 | PI j ?2 j 


D - driven by Divider. 

NOTE 1: divdone__dat with t_bypass_d deasserted. 
NOTE 2: data valid only for quotient transfer. 


The final quotient and the final remainder are computed in the pipeline stages. In stage 1, the 
two parts of the quotient and in the following cycle, the two parts of the remainder are added. The 
final quotient requires correction if the sign of the final remainder is negative as one too many 
subtractions were performed. Thus, if the sign of the final remainder is negative the quotient is 
decremented in stage 3. If the quotient is GEQ 1.0, it is shifted down and rounding constant is 
added in stage 4. 

11.8 Divider Implementation 

The divider stage consists of fraction data path, control, exponent and sign sections. 

11.8.1 Divider Fraction Data Path 

The divider fraction data path is composed of divisor register, divider array, quotient logic, 
quotient/remainder selector, and the fraction data path drivers. A block diagram of the divider 
fraction data path is shown in Figure 11-7. The divider fraction data path is shifted down by 
three bits relative to the interface and stage 1 fraction data path as shown in the figure. 
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11 .8.1 .1 Divisor Register - DVR 

The divisor register DVR<B1:B55> stores the divisor from the interface for divide operations. 
The DVR register is loaded during PHI_4 when input interface asserts the F_I %DSE Q_START_L 
(asserted in PHI_2 and held by the divider through PHI_4) and the divider control asserts 
D VR_WR_FD 1 (asserted in PHI_4). DVR<A2:A0> are forced to zero and DVR<B0> is forced 
to one. The output of this register is shifted down by two bits (for topological reasons to create 
space for Estimated Partial Remainder logic at the left of the datapath) and is used by the divider 
array to compute the partial remainder in DCSA cells. The dividend operand is also latched in 
PHI_4. 

11 .8.1 .2 Divider Array 

The divider array consists of three rows of carry save adders (CSA’s), three carry propagate adders 
(CPAs), latches for the dividend and intermediate results. The various cells the divider array is 
composed of are DCSA, DSEL CPA, LAT1, R2D, DCSAF, DFB and CPA. The least significant bits 
of the array are different from the others and are described later. 

11.8.1.2.1 DCSA and DSEL 

The DCSA, the carry save adder cell computes in parallel the (partial remainder + divisor), 
(partial remainder - divisor) and (partial remainder + 0) corresponding to the quotient values of 
-1, 1, and 0 as sum (S) and carry (C). The correct new partial remainder is selected in DSEL 
using the three select lines from the CPA. 


??.: Partial Remainder 
S: sue input 
C: carry input 
D: divisor 

S_FLU£0: sum output of PR+0 C_PLUS0: carry output of PR+0 

S_F1U£D: sum output of PR+1*D C_P LU£D: carry output of PR+1*D 

S_MINUSD: sum output of PR-1*D C_MINU£D: carry output of PR-1*D 

SUM - S XOR C 
£ANDC_L - NOT {S AND C) 

SORC_L - NOT (S OR C) 

S_PLUS 0 - SUM 

S_PLUSD - NOT ( {D AND SUM) OR (NOT D AND NOT SUM) ) 
s“mINUSD - NOT (S_PXUSD) 

C_PLUS 0 - NOT (SANDC_L) 

C_PLUSD - NOT ( (D AND SORC_L) OR (NOT D AND SANDC_L) ) 

C_MINUSD - NOT ( (NOT D AND SORC_L) OR (D AND £ANDC_L) ) 


The inputs to the first row of the divider array are DVR, SFB_H, CFB_H. During the first step of 
the divide, the SFB and CFB contain the dividend and zero respectively and during subsequent 
steps they carry the outputs of the third row. The second row of the divider also uses the DCSA 
and DSEL cells. 

In the least significant bits of the array, since the S vector is shifted left by 1 and C vector is 
shifted left by 2, except for the first step of the division, the S and C inputs to the DCSA are 
zero. For the first step of the division, the least significant bit contains dividend <B55>. For the 
computation of PR-1*D, the divisor is complemented and a one is forced in the C input position 
( to complete the 2’s complement) as illustrated in Table 11—5. 
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Table 11-5: CSA Inputs 


CSA Porte 

PR+0 

PR+1*D 

PR-1*D 

Input S 

S 

s 

S 

Input C 

0 

0 

1 

Input D 

0 

D 

NOT D 

Output S 

s 

SXORD 

SXORD 

Output C 

0 

S AND D 

S OR (NOT D) 


11.8.1.2.2 LAT1 

The outputs of the first row are latched every cycle in the LAT1 cell to avoid corrupting the third 
row inputs. The LAT1 cell is also used to latch the select lines from the row 1 CPA in bit position 
<B56> for the formation of the quotient. The LAT1 outputs are shifted left - S by one and C 
by two, to form the 2*partial remainder for the second row DCSA During reset, LAT1 is loaded 
with the row 1 outputs to prevent illegal data making multiple select lines valid in the second 
and third rows of the divider array. 

11 .8.1 .2.3 R2D and DCSAF 

The cell R2D buffers the outputs of the second row and consequently the S and C vectors for the 
third row are asserted low. The cell DCSAF used for the third row is similar to the DCSA cell 
except that it takes S and C in complement form. 

11.8.1.2.4 DFB and SHF 

The DFB register contains static latches for the S and C outputs from the third row of the divider 
array and to store the dividend. The dividend is loaded into SFB from the input bus during PHI_4 
using the control signal DFB_WR_FD2 and RESETJH, while the CFB is cleared. The S and C 
vectors from the third row are loaded into DFB using the control signal DFB_WR_R3 at the end 
of each pass through the array. The outputs of the DFB cell SFB_H and CFB_H are fed back to 
the first row of the array for the next pass. In addition, at the end of the required division steps, 
the DFB holds the final remainder to be transmitted to stage 1. The sign of the final remainder 
is used to correct the final quotient. Since the sign is derived from <A0> bit of the stage 1 adder, 
the final remainder is shifted down and buffered. The SHF cell accomplishes this and its outputs 
are RSRJL and RCR_L. 
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Figure 11-7: Divider Fraction Data Path 



11.8.1.2.5 CPA 

The CPA in each row of the divider array computes the estimated partial remainder(EPR) and 
generates the three select lines for selecting one of PR+0, PR+D and PR-D in the array. The 
inputs to the CPA are the four MSBs of S and C from the divider array. The CPA is implemented 
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as a carry select adder as shown in Figure 11-8. The carry select adder computes the sign of the 
EPR, SIGNJH, and the zero detect logic detects if the 4-bit sum is exactly -0.5 (1111#2), ZJEL The 
three select lines are derived as follows: 


ESTIMATED PARTIAL REMAINDER 

ACTION 



0X1.1 

SELECT 

PR+0 

OUTPUT 

(NOT 

POSSIBLE) 

010.0,010.1,011.0 

SELECT 

PR-D 

OUTPUT 

(NOT 

POSSIBLE) 

001. X 

SELECT 

PR-D 

OUTPUT 



000. X 

SELECT 

PR-D 

OUTPUT 



111.1 

SELECT 

PR+0 

OUTPUT 



111.0 

SELECT 

PR+D 

OUTPUT 



110.X 

SELECT 

PR+D 

OUTPUT 



101.1 

SELECT 

PR+D 

OUTPUT 



101. 0, 100. X 

SELECT 

FR+D 

OUTPUT 

(NOT 

POSSIBLE) 


SEL_ZD_R*_H « select FP.+O output 
SEL_?D_?.*_K - select PP.+D output 
SEL_KD_R*_K « select PR-D output 



The three select lines are also used to form the quotient. 


Figure 11-8: CPA Block Diagram 



SEL_ZD_R*_L 
SEL_PD_R*_H 
SEL_MD_R* L 


11.8.1.3 Quotient Recoding and Quotient Registers 
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11 .8.1 .3.1 QS21 and QREC 

The select lines SEL_PD_R*, and SEL_MD_R* indicate the selected quotient value. Each pass 
through the array three pairs of quotient bits are generated. These can be expressed as the 
number of additions and the number of subtractions performed. These bits need to be accumulated 
in two shift registers. The final quotient is the total number of effective subtractions performed. 

In order to minimize the number of bits to accumulate and to reduce the shift register bits, 
the three pairs of quotient bits from each pass through the divider array are encoded into four 
bits. The encoding is accomplished by generating the magnitude of the number of subtractions 
in each pass as three bits and a carry bit if the number of additions is greater than the number 
of subtractions. These four bits, instead of the six bits before the encoding, are accumulated in 
the shift register QM/QS. The carry vector after shifting left by 1 is subtracted from the number 
of effective subtractions to form the final quotient. 

Since the row 3 computation is done last, two sets of quotient bits are generated from the first 
two rows - one for each possibility and the final quotient bits are selected based on the row 3 
quotient bits. The cell QS21 performs recoding and generates the QSB21, QSB20, QSBlO(QSBll) 
and QCA1 and QCAO. 


52 - sufctr 

3.ZZ 

done 

4 V! 

row 


S' - suizr 

llz 

dene 

It. 

row 

2 


i=r. 

dene 

ir. 

rev 

2 

SC - susrrarr 

done 

in 

rev- 

2 

, »~£i- 

ien 

dene 

4 .. 

rev 

2 

X2 « S2 XOR A2 




CSS21 - NO 

T (X2 XOR £1) 

QSB20 - 

n 5=ll m SI 

XOR A1 



QS310 - 

CS30 - SC 

OR 

AC 




QCA1 - A 2 

OR 

(NOT 

£2 

AND 

NOT SI) 

QCAO - A2 

OR 

(NOT 

£2 

AND 

Al) 


X2 XOR A1 
NOT QSBI1 


The cell QREC selects the final quotient bits and its outputs are QSUB_H<2:0> and QC_L<0> 
corresponding to the effective subtractions and the carry from one pass thru the array. These 
bits are shifted in to accumulate the final quotient in QM/QS cells. 


11.8.1.3.2 QM and QS registers 

The QM and QS is a master/slave shift register that holds the two components of the quotient - 
the number of subtractions performed and the carry vector respectively. After each pass through 
the array the quotient bits are loaded into QM at various positions depending on the data type. 
For the DIVF instruction the quotient bits are shifted into bit <B25>. For the DIVD instruction 
the quotient bits are shifted in at position <B58>. For the DIVG instruction the quotient bits are 
shifted in at position <B55>. The quotient carry component QC, is shifted left by one position 
when it is loaded into QM. The QM register is initialized to zero before beginning a new divide 
instruction so that the pipeline stages can operate on all the bits of the quotient. The QM register 
gets loaded either from the QSUB<2:0> and QC<0> or from the slave QS after a shift of three 
bits in PHI_4. The QS latch is loaded every PHI_2. The QM cells uses six control signals to clear, 
load or shift in the data. These control signals are derived as shown in Table 11-6. 
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Table 11-6: QM Cell Control Signals 


Bit Positions 

ENIT 

DIVF 

Operation 

DIVD 

DIVG 

DONE 

Cells 

A0:B22.B26:B52 

CLEAR 

SHFL 

SHFL 

SHFL 

NOP 

QMC,QMFC,QMGC 

B23:B25 

CLEAR 

FLOAD 

FSHF 

FSHF 

NOP 

QMF 

B53-.B55 

CLEAR 

NOP 

SHFD 

GLOAD 

NOP 

QMG 

B56:B58 

CLEAR 

NOP 

DLOAD 

NOP 

NOP . 

QMD 


Control Signals * 


DQM.SHFL 

0 

1 

1 

1 

0 

DQM.FLD 

0 

1 

0 

0 

0 

DQM.FSHF 

0 

0 

1 

1 

0 

DQMJDLD 

0 

0 

1 

0 

0 

DQM.GLD 

0 

0 

0 

1 

0 

DQM.CLR 

1 

0 

0 

0 

0 


* —asserted HIGH. 

During reset, all the above control signals except DQM_CLR are deasserted. 


In order to simplify the stage 1 control, the ones complement of the QC component is transferred 
to stage 1 so that stage 1 adder performs the same operation for both the final quotient and the 
final remainder computation. 

11.8.1.3.3 QSEL and TSF 

The QSEL selects the divider results to be driven to the stage 1 fraction data path. At the 
end of the required division steps, first the two components of the quotient are selected and 
in the following cycle the RSR and RCR of the final remainder are selected using the control 
signals DIV_SEL_REM_* . Since the carry component of the quotient is only one bit per three 
quotient bits, zeros are forced into the other two bits. The TSF cell consists of a tristate driver 
that drives the divider results on FJB%FD1_L and F_B%FD2_L busses during PHI_2 and PHI_3 
using the control signal F_D_C2%DIVDONE_DATF_H. The TSF also contains buffers to drive 
FJ%FD1RJ3 and F_I%FD1R_H to stage 1. 

11.8.2 Divider Control 

The divider control is responsible for all sequencing and control of the divider data path. It 
gets F_I%DSEQ_START_L, SRC_DT_H<1:0> , F_I %D ATA_VALIDR_H and F_I%ABORT_H from 
the Input Interface. The divider control generates all control signals for the data path, and 
FJD_C2%DSEQ_DONEDAT4_H signal for the input interface and F_D_C%DrVDONE_DAT_H 
to stage 1 of the pipeline. The early signal F_D_C29oDSE Q_D ONED AT4_H to the input interface 
stays valid thru two cycles for both the quotient and remainder transfers. 
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The F_I %DSE Q_START_L signal obtained from the input interface must be valid by the trailing 
edge of PHI_2. A latched version of this signal is used in PHI_4 to latch in the divisor and 
dividend. 

11.8.2.1 Divider Control Blocks 

The divider control consists of the control sequencer and miscellaneous logic, source data type 
latches, and buffers for driving the various control signals to the fraction data path. 

11.8.2.1.1 Control Sequencer 

The control sequencer is implemented as a PLA The inputs to the PLA are the latched version of 
F_I %AB ORT_H, F_I9oDSEQ_START_L, F_I%SRC_DT_H<1:0> and state information. The PLA 
essentially implements a counter and a sequencer to control the data path. The divider control 
stays in the NOP state until a valid divide opcode and valid operands are received. The signal 
F_I %DSE Q_START JL obtained from the input interface combines these two conditions. 

The state transition table shows the sequencer state, inputs and outputs. 

Figure 11-9: Divider Sequencer State Transition Table 


----- 

-------- 
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The divider control PLA has 10 inputs, 14 outputs and 26 Min terms. These numbers include one 
spare input, one spare output and three spare min terms. 
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11.8.2.1.2 Opcode Information Latches 

The divider latches the source data type signal from the input interface. If the divider is not busy, 
then the source data type information is latched into a static PHI_2 latch (cell LS). The output 
of this latch is used as an input to the sequencer PLA. 

1 1 .8.2.1 .3 Divider Behavior during ABORT 

Divider starts execution upon receipt of the F_I%DSEQ_START_L signal from the Input Interface. 
Assertion of F_I%ABORT_H from the Input Interface, while the divider is retiring quotient bits, 
will automatically force the divider to reset its control sequencer to its initial NOP state and to 
maintain the data valid enable in its deasserted state. It is expected that the Input Interface 
also deasserts the F_I %DATA_VALIDR_H signal during the ABORT cycle. 

Assertion of the F_I % AB ORT_H signal from the Input Interface during quotient and result 
transfers to Stage* 1, also STOPS the divider from driving the F_D 9£DATA_VALIDR_H 
line to Stage- 1. As above it is expected that the Input Interface also deasserts the 
F_I9cDATA_YALIDR_H signal during the ABORT cycle. 

11.8.2.1.4 Data path Control Drivers 

The various control signals to the data path are combined with the appropriate clock signals and 
driven to the data path. 

11.8.2.2 Summary of Divider Stage Outputs 

The following table shows the divider stage outputs for the divide operations: 


Tabie 11-7: Divider Output Stages 


Instruction 


Divider Outputs 


Q(A,S) 

R 

DIVF 

Q(C ,S)<AO:B25>=Q 
Q(C,SkB26JB58>=0 

Remainder 

DIVD 

Q(C,SkA0B58>=Q 

Remainder 

DIVG 

Q(C ,SkA0B55>ssQ 
Q(C,SkB56B58>=0 

Remainder 

QfC,S> — Quotient Vectors QC, QS 
R Remainder vectors, cany and sum 


NOTE: 

• The divider stage saves the exponent and the sign parts of the operands and passes them 
during the result transfer unchanged. 

• Floating divide by zero, reserved operand, floating overflow and underflow are not detected 
by the divider stage. In these cases, the Q(C,S) and R outputs are undefined. 
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• The control outputs generated by the divider 

stage, DIVD ONE_D AT_H and DSEQ_DONEDAT4_H signals are deasserted for non-divide 
operations. 

11.8.2.3 Data Valid Logic 

The divider output signal F_D %D ATA_VALIDR_H driven to Stage-1 signal is a logical OR’ing 
of F_I %DATA_VALID_H signal from the Input Interface and the F_D_C_DV%EN_H signal from 
the Divider. These signals are mutually exclusive. The Input Interface deasserts its data valid 
after issuing a divide instruction and awaits the F_D_C2%DSEQ_DONEDAT4_H signal from 
the Divider before it asserts the data valid again. The presence of the global ABORT signal 
F_I % AB ORT_H disables the driving of F_I %D ATA_YALIDR_H signal by the Divider. 


F_D%DATA VALID?, H - UCI (F I%DAIA VALID L AKD F_D C_DV%Si: L) 


11.8.3 Exponent and Sign Data Path 

The exponent data path in the divider consists of registers to save the exponents and signs of 
the divisor and the dividend. The divider does not operate on the exponent and sign parts of 
the divisor and the dividend. The exponents and signs are saved to pass them to stage 1 of the 
pipe along with the quotient and final remainder components so that for floating point divide 
operations, the exponent result and exception conditions can be detected. 

The LI cell is a static latch and is loaded with sign and exponent data from the interface during 
PH3_4 if a valid F_I%DSEQ_STARTJL is detected. At the end of divide operation the exponent 
and sign data is driven to stage 1 exponent data path. The cell TSE contains the tristate driver 
and the driver. The exponent and sign data, as in the case of the fraction data path, is actively 
driven during PHI_2 and PHI_3 using the control signal F_D_C2%DSEQ_DONEDAT_H and 
PHI_23. 

11.9 Stage 1 

Stage 1 of the pipeline is primarily used to perform the addition of the two inputs, or to compute 
the encoded shift amount, or to perform the recoding for the multiplier array, generate the initial 
partial product, select the row one input to the multiplier and the row two input to the multiplier 
in stage 2. Stage 1 receives its inputs from either the interface section or the divider section. All 
outputs of stage 1 are driven to stage 2 of the pipeline. The sign of the adder result is driven to 
stage 3 as well as stage 2. Stage 3 requires the sign of the remainder, for the divide operation, 
to determine if the quotient result should be incremented. 

The fraction datapath portion of stage 1 primarily consists of an input selector, an adder, the 
multiplier recoder, and two output selectors. The adder in stage 1 is used for many functions. 
For multiply operations it is used to compute three times the multiplicand, for quotient operations 
it is used for adding the sum and cany vectors for the quotient; for other operations it is used to 
add two vectors. 

The recoder logic is used to select the appropriate bits of the multiplier and recode them. The 
recoded bits are inputs to the multiplier array in stage 2. 
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The exponent datapath of stage 1 primarily consists of an input selector, two adders, detection 
logic, and an output selector. The main purpose of the exponent section in stage 1 is to compute 
the exponent difference. The detection logic is used to determine the range of the exponent 
difference. 

The sign datapath portion in stage 1 performs no operation on the sign bits. They are passed 
unchanged to stage 2. 

11.10 Section implementation Description 


11.10.1 Fraction Datapath 

Figure 11—10 is a top level block diagram of the Fbox stage 1 fraction datapath. 
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Figure 11-10: Fraction Datapath Block Diagram 
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The Table 11-8 lists what is required to be loaded into the stage 1 fraction datapath registers, 
FD1R and FD2R, for each operation. 


Table 11-8: 

Stage 1 Fraction Register Operations 



Category 

Operation 

Condition 


FO 

FD1R <- OP1 - (OP2) + 1 

Effective SUB (DeltaEsO), CMP 


FI 

FD1R <- OP1 -SHRl(OP2)+ 1 

Effective SUB (DeltaE= +1) 


F2 

FD1R <- -SHRl(OPl)+OP2+ 1 

Effective SUB (DeltaE= -1) 


F3 

FD1R <- OP1 

Effective ADD or effective SUB (DeltaE > 
ED1R < ED2R 

1), and 

F4 

FD1R <- OP2 

Effective ADD or effective SUB (DeltaE > 
ED1R >= ED2R 

1), and 

F5 

FD1R <- OP1 + OP2 

DIV ( after the divide array operation, done 
the quotient and one for the remainder) * 

once for 

F6 

FD1R <- OP1 + 0 

CVTfi, CVTff, MOV, MNEG, TST, and CVTif (if input 
integer is positive) 

F7 

FD1R <- -(OP1) +0+1 

CVTif (if input integer is negative) 


FS 

FD1R <- OP2 + SHLKOP2) 

MUL, MULL 


F9 

FD2R <- OP1 

Effective ADD or effective SUB (DeltaE > 
ED1R >= ED2R 

1), and 

F10 

FD2R <- OP2 

Effective ADD or effective SUB (DeltaE > 
ED1R < ED2R, or MUL, MULL 

1), and 


* — The divider supplies stage 1 with QA . This allows the stage 1 adder to perform the same operation on the quotient and 
the remainder inputs. 


11.10.2 Integer Overflow - IOVF 

The integer overflow logic in stage 1 is used to help facilitate the detection of an integer overflow 
condition during a CVTFI operation. 

11.10.3 Input Selector - ISEL 

ISEL consists of two 3 to 1 selectors. The inputs to the A selector are FDlR%I<bI>, 
FDlR%I<bI+l>, and FD2R%I<bI-l>. The inputs to the B selector are FD2R%I<bI>, 
FD2R%I<bI+l>, and zero. Both selectors can invert the selected input. 

11.10.4 Adder 

The adder uses two 61-bit inputs to derive a 62-bit result. The 61-bit inputs have two bits above 
the binary point and 59 bits below; the 62-bit result has an additional bit above the binary point. 

The main carry acceleration technique used is carry select. The adder is broken up into nine 
small groups, with all but the least significant group having duplicate carry chains. These carry 
chains operate in parallel in the first half of the stage 1 cycle. Propagate and generate logic 
operates before the carry chains. These parts of the adder are fully static. 
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In second half of the cycle, the sum logic executes. Just as for the carry logic, there is duplicate 
sum logic for all groups except the least significant one. These carry out signals are used to select 
the correct sum values. These parts of the adder are also fully static. The carry in to bit position 
<B58> is set directly by the stage 1 control. 

11.1 0.5 Recoder Selector - RSEL 

RSEL is a 2 to 1 selector which selects either F_I%FDlR_H<aO:b28> or F_I %FD lR_H<b26 :b5 5 > . 
When F_ 1_C%MRW_UPPER_H 

is asserted bits <a0:b28> are selected, and when F_ 1_C %MRW_UPPER_H is deasserted bits 
<b26:b55> are selected. 

11.10.6 SRECODER 

The srecoder uses the radix 8 modified Booth algorithm to compute the recoded sign bits of 
the partial products. The srecoder receives F_I9cFDlR_H<aO:b26> as an input and outputs 9 
recoded sign bits, F_l_R9cSREC_H<8:0>. If either F_l_E9eElZ_H or F_1_E%E2Z_H is asserted, 
the srecoder will force the outputs to a one. The recoded sign bit is asserted when the partial 
product is positive. 

11.10.7 Multiplier Two’s Complement Register - MTCR<18:0> 

The MTCR register is a 19 bit 2 to 1 selector and register. When F_l_C9cMRW_UPPER_H is 
asserted the A inputs to the selector are selected and when F_ 1_ C %MRW_UPPER_H is deasserted 
the B inputs to the selector are selected. Bit zero of the A input is tied to VDD, bits <9:1> are 
driven by the SRECODER, and bits <18:10> are tied to VDD. Bits <9:0> of the B input are driven 
by the RECODER and bits <18:10> are driven by the SRECODER. 

11.10.8 Recoder 

There are 31 inputs to the the recoder: F_1_R%RSEL_H<29:0> and zero. The least significant bit 
of the recoder input is always zero. The recoder performs the recoding using the radix 8 modified 
Booth algorithm. The recoder generates 60 recoded bits. They are F_1_R%MREC_H<59:0>. 
Of the 60 bits, 18 are used in stage 1. F_1_R%MREC_H<5:0> are used to select the 

MIPP. F_1_R%MREC_H<11:6> are used to select the row one input to the multiplier array. 
F_1_R%MREC_H are used to select the row two input to the multiplier array. If either 
F_1_E%E1Z_H or F_ 1_E %E2Z_H is asserted, the recoder will force the recoder outputs to recode 
zero. 

11.10.9 PHI_4 LATCHES 

The PHI_4 latches are used to latch F_I%FDlR<a2:b58>, F_I%FD2R<a2:b58>, 

F_1_R%MREC_H<59:0>, and F_1_R%SREC_H<8:0>. 
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11.1 0.1 0 Recoder Reg ister - MRECR[0 :6]<5 :0> 

The MRECR register is a 42 bit register. The latch is written every cycle with the upper 42 bits 
of the recoder output (F_1_R%MREC_3R_H<59:18>). The output of the register is driven to stage 
2 as MRECR[0:6]<5:0>. 

11.10.11 Multiplier Initial Partial Product Selector and Register - MIPPR 

The MIPP selector is a 1 of 5 selector. It uses the RECODER output bits F_1%MREC_3R_H<5:0> 
to select the initial partial product. The inputs to the selector are: plus/minus (IX, 2X, 3X, 4X) 
the multiplicand, and zero. The selected input will be latched at the end of stage 1 execute cycle. 

11.10.12 Multiplier Row 1 Selector and Register - MRW1R 

The MRWIR selector is a 1 of 5 selector. It uses the RECODER output bits 

F_19eMREC_3R_H<ll:6> to select the row 1 input to the multiplier array. The inputs to the 

selector are: plus/minus (IX, 2X, 3X, 4X) the multiplicand, and zero. The selected input will be 

latched at the end of stage 1 execute cycle. 

11.10.13 Multiplier Row 2 Selector and Register - MRW2R 

The MRW2R selector is a 1 of 5 selector. It uses the RECODER output bits 

F_19cMREC_3R_H<17:12> to select the row 2 input to the multiplier array. The inputs to the 
selector are: plus/minus (IX, 2X, 3X, 4X) the multiplicand, and zero. The selected input will be 
latched at the end of stage 1 execute cycle. 

1 1 .1 0.1 4 Selector and Register - FD1 R 

The FD1R selector is a 4 to 1 selector. The inputs to the selector are FD1_3R, FD2_3R, the output 
of the adder, and zero. The selected input is latched at the end of stage 1 execute cycle. 

1 1 .1 0.1 5 Selector and Reg ister - FD2R 

The FD2R selector is a 3 to 1 selector. The inputs to the selector are FD1_3R, FD2_3R, and zero. 
The selected input is latched at the end of stage 1 execute cycle. 

Figure 11—11 is a block diagram of the recoder logic in stage 1 of the Fbox fraction datapath. 
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Figure 11-11: Recoder Block Diagram 
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11.11 Exponent Datapath 

11.11.1 Stage 1 Exponent Processor Block diagram 

Figure 11—12 is a block diagram of the exponent processor logic in stage 1. 

Figure 11-12: Stage 1 Exponent Processor Block diagram 
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Figure 11-12 (Cont.): Stage 1 Exponent Processor Block diagram 
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11.11.2 Exponent Adders 

The operations performed by the adders in stage 1 are listed in Table 11-9. El refers to 
F_IJE%ED1R_H, E2 refers to F_I_E %ED2R_H, and K refers to the constants generated in the 
control section of stage 1. 


Table 11-9: Exponent Adder Operations 


Category 

Adder #1 

Adder #2 

Condition 

E0 

— 

— 

CVTif, MULL 

El 

El - E2 

E2 - El 

SUBf, ADDf, CMPf 

E2 

- El + E2 

— 

DIVf 

E3 

- El + K 

- K + El 

CVTfi 

E4 

El - K 

— 

CVTff, MOVf, MNEGf 

E5 

El + E2 

— 

MULf 

E6 

El + K 

— 

TSTf 


11.11.3 Constants 

The constants are driven from the control section into the exponent datapath. The constants 
needed for stage 1 are listed below. 

0000010000000 = 0 ; TSTf 

0000010000000 = 128 ; CVTff, MOV, MNEG {F,D} 

0010000000000 = 1024 ; CVTff, MOV, MNEG {G} 

0000010111000 = 184 ; CVTfi {F,D} 

0010000111000 = 1080 ; CVTfi {G} 

The Table 11—10 shows the required carry-in to the exponent adders. 
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Table 11-10: Exponent Adder Carry-in Operations 


Category 

Cm E_AD1 

Cm E_AD2 

E0 

d 

d 

El 

1 

1 

E2 

1 

d 

E3 

1 

1 

E4 

1 

d 

E5 

0 

d 

E6 

0 

d 

d = don’t care 


11.11.4 Zero Detection 

The zero detectors check to see if an exponent operand has a value of zero. They are enabled by 
ENAJE1Z and ENAJE2Z. The detection is done in the second half of execute cycle and driven 
into the control as E1Z and E2Z. E1Z detects zero on edlr and E2Z detects zero on ed2r. 

11.11.5 Exponent Adder 1 

The exponent adder is a 13-bit static adder used to add or subtract two inputs. Each input is 
passed through a 2 to 1 selector and inversion logic prior to the adder. 

INP_1A can be selected from ED1R or K. If ISEL1JED1R_A is asserted, then ED1R is passed 
through the selector. If ISEL1_K_A is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT_EA_AD 1 . 

INP_1B can be selected from ED2R or K_ If ISEL1_ED2R_B is asserted, then ED2R is passed 
through the selector. If ISEL1_K_B is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT_EB_AD1. 

The adder also contains a carry-in to the LSB cell, CIN_E_ AD 1_H . The carry-in is primarily used 
for performing subtraction operations. 

Since the adder is static, it begins its operation when the input data is valid at the start of the 
stage 1 execute cycle. Intermediate results in the exponent adder are latched in the second half 
of the execute cycle and sent to the detection logic and output selector. 

11.11.6 Exponent Adder 2 

Exponent adder 2 is almost identical to exponent adder 1. The only real difference is found in 
the input selection logic. 

INP_2A can be selected from ED2R or K. If ISEL2_ED2R_A is asserted, then ED2R is passed 
through the selector. If ISEL2_K_A is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT_EA_AD2. 
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INP_2B can be selected from ED1R or K If ISEL2_ED1R_B is asserted, then ED1R is passed 
through the selector. If ISEL2_K_B is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT JSB_AD2. 

The adder also contains a carry-in to the LSB cell, CIN_E_AD2_H. The carry-in is primarily used 
for performing subtraction operations. 

Since the adder is static, it begins its operation when the input data is valid at the start of the 
stage 1 execute cycle. Intermediate results in the exponent adder are latched in the second half 
of the execute cycle and sent to the detection logic and output selector. 

1 1 .1 1 .7 Exponent Difference Detection 

The exponent difference detection is used to detect certain exponent values. The detection is done 
on the output of both exponent adders, adder 1 and adder 2, and then selection of the exponent 
difference is based on E_N. E_N is bit 12 of adder 1. It is used to select the detection results 
from the positive adder output. The detection logic detects the following conditions: 

Exponent Difference = 0 EJDIFF_EQL_0 
Exponent Difference > 1 E_DIFF_GTR_1 
Exponent Difference = 24 EJDIFF_EQL_24 
Exponent Difference = 25 E_DIFF_EQL_25 
Exponent Difference > 57 E_DIFF_GTR_57 
E2 > El E_N 

Exponent Difference <5:1> .NEQ. 0 E_DIFF_5_1_NEQ_0 
The detection and latching is done at the start of the execute cycle. 

In addition, the absolute value of the exponent difference is determined at the start of the stage 
1 execute cycle. These lines, E_DIFFR<5:0>, are used to drive the inputs to the shift decoders in 
stage 2. 

The exponent block also generates a signal called EDIFF_5_1_NEQ_0. This signal is asserted 
when bits <5:1> of the positive exponent difference are not equal to zero. 

11.11.8 Output Selector 

The output data (ED1R) can be selected from four sources: edlr, ed2r, e_adl or it can be set 
to zero. The selection is done based on the assertion of the output select control signals. If 
OSEL1JED1R is asserted, then edlr is selected. If OSELl_ED2R is asserted, then ed2r is 
selected. If OSELl_E_ADl is asserted, then e_adl is selected. If OSELl_ZERO is asserted, 
then the output of the selector is zeroed. The output of the selector is latched every cycle at the 
end of the stage 1 execute cycle and driven into the following stage. 
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11.12 Sign Datapath 

The sign hits of both the operands are not modified within stage 1. They are used by the stage 
1 control. The two sign bits SI and S2 are latched in stage 1 and are passed to stage 2 of the 
pipeline. 

Figure 11-13: Sign Datapath Block Diagram 
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11.13 Stage 1 Control 

The control section in stage 1 receives the opcode from the interface. The control section 
unconditionally decodes it every cycle. After a minimum of a one cycle delay, stage 1 will receive 
operands from the input interface. If it is a one operand instruction the input interface will 
assert data valid, and stage 1 will perform the instruction. If it is a two operand instruction, 
both operands are driven in the same cycle alongwith data valid. 

11.13.1 Divide Instruction 

During a divide operation, the opcode, data valid, and two operands are passed to the divider and 
stage 1 by the interface. The divider and stage 1 will perform their portion of the divide operation. 
Stage 1 will deassert data valid. When the divider completes the divide operation, stage 1 will 
again receive the opcode. The following cycle stage 1 will receive data valid, divdone_dat, and 
quotient bits QS and QA- Stage 1 will compute the quotient and pass data valid and the quotient 
result to stage 2. The next cycle stage 1 will receive divdone_dat and the sum and carry vectors 
for the remainder. Stage 1 will compute the remainder and pass the sign of the remainder to 
stage 3. 
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11.14 Fraction Datapath Operation Summary 


Figure 11-14: Fraction Datapath Operation Table 
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11.15 Fraction Datapath Exception Summary 
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Figure 11-15: Fraction Datapath Exception Summary 


Condition I Data 

EDIFF ID IV | 


1 OPERATION 

I E1Z 

1 E2Z 

1 

5 1 

1 ZERO 

1 £_N 

I FD1R 

1 

FD2R 

I F N 

] MRECR 

1 

MIPPR 

1 MRWR 

1 

EDIFF 

1 

IOVF | 

— 



*+« 




-+ 

*+- 




— 


— 

*«f— — — 


— 

-+■ 


! EFF SOB 

1 1 

1 1 

1 

0 

1 o 

1 o 

1 o 

i 

0 

1 o 

1 X 

1 

X 

1 X 

1 

X 

1 

X I 

1 EDIFF - 0 

1 

1 

1 


1 

1 

1 

1 


1 

1 

1 


1 

1 


1 

1 

| EFF SUB 

1 

1 1 

1 o 

1 

X 

1 c 

1 1 

I o 

I 

F2 

1 0 

I x 

1 

X 

! X 

1 

I 

X 

1 

f 

X 1 

1 EDIFF - 1 

1 0 

1 1 

1 

X 

1 0 

1 0 

1 0 

1 

FI 

1 o 

1 X 

1 

X 

1 X 

1 

X 

1 

x 1 

I EFF ADD OR 

1 1 

1 0 

1 

X 

I 0 

1 1 

1 0 

1 

F2 

1 X 

1 x 

1 

X 

I X 

1 

X 

1 

X 1 

i EFF SUB AND 

l 0 

1 1 

1 

X 

l 0 

1 o 

1 0 

1 

FI 

1 X 

1 X 

1 

X 

1 x 

1 

X 

1 

X 1 

I ED' IFF > 1 

1 

1 

1 


1 

! 

1 

i 


I 

1 

I 


1 

1 


1 

! 

i CK? 

i 1 

1 0 

1 

X 

! o 

1 1 

1 o 

! 

0 

! x 

1 X 

1 

X 

1 

l X 

1 

i 

X 

1 

X 1 

i 

l 0 

1 1 

1 

X 

1 0 

! C 

! 0 

1 

0 

I X 

1 X 

} 

X 

! x 

! 

X 

1 

X ! 


j 1 

f 1 

1 

X 

I 0 

j 0 

: c 

1 

0 

! X 

1 X 

1 

X 

! x 

! 

X 

1 

X i 

i 5 

| 1 

! v 

1 

X 


V 

! C 


0 

i 0 

i c 


o 


! 

X 


X ! 


i X 

J 

i 

X 

j - 

X 

! c 


o 

! 0 

c 

' 

c 

1 c 

i 

X 

1 

X j 

DlVf, d, g 

| : 

i X 

i 

i 

X 

| c 

V 

! 0 

j 

r) 

> r 


i 

V 


1 

\ 

X 

1 

X i 

i 

i X 

1 I 

1 

X 

1 0 

X 

s C 

1 

0 

: 0 

1 x 

I 

X 

1 x 

i 

X 

j 

X 1 



! X 

1 

1 

X 

t r. 

X 

1 0 

i 

0 

; o 

1 X 

I 

X 

i X 

! 

X 

i 

X 1 



i x 


X 

! 0 

V 

! 0 

i 

o 

; 0 

i X 

! 

X 

X 

1 

X 



j CVIff 

i i 

i X 

! 

X 


X 

i 0 

i 

0 

i v 

1 X 

! 

X 

i x 

j 

X 

i 

X i 

fi 

1 



X 


V 

■ c 


- 

: : 

i v 


V 

V 






DIGITAL CONFIDENTIAL 


TheFbox 11-41 




NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


11.16 Exponent Datapath Operation Summary 

Figure 11-16: Exponent Datapath Operation Table 



- Don't care El - Exponent portion of operand 1 

- Valid E2 - Exponent portion of operand 2 

- Constant MAX - Maximum exponent [E1,E2] 
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11.17 Exponent Datapath Exception Summary 


Figure 11-17: Exponent Datapath Exception Table 
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Note - Stage 1 will not assert F_1%£2ZR_H during one operand instructions. 


NOTE: 

• The exponents and signs are driven to stage 1 during both quotient and final remainder 
transfers to stage 1. 

11.1 7.1 Passthru Signals 

MMGT_FLT_L, MEM_ERR_L, RSV_ADR_L and PSL_FU_H signals are simply passed through 
stage-1 without change. They are latched coming in from Input Interface during PHI_4 and 
driven to Stage-2 during PHI_2. 
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NEW_F0P_H signal also passes through to Stage-2 unaffected. It is latched during PHI_1 coming 
from Input Interface and driven to Stage-2 during PHI_3. This signal is gated with the global 
purge signal F_I%PURGE_H from the input interface which clears it on a PURGE from the 
input interface. This signal is used by the Output Interace to manipulate its control-queue and 
data-queue pointers. 

11.18 STAGE 2 

11.18.1 Introduction 

Stage 2 of the Fbox pipeline is composed of a fraction datapath, an exponent datapath, a sign 
datapath and a control block. Stage 2 receives all its data inputs from stage 1 and passes all its 
data outputs to stage 3. Stage 2 receives control inputs from stage 1 and the interface section, 
and passes control information to stage 3. The stage 2 fraction datapath has an array multiplier, 
a right shifter and detection logic. The detection logic is used to detect the bit position of the 
most significant bit in a number and if a number is equal to zero. The detection logic is also used 
to generate the sticky bit associated with the right shifter. The exponent datapath is composed 
of the standard exponent block, of which only the adder and the output selector are used, and an 
additional 6 bit data register. The sign bits are passed from stage 1 to stage 3 unchanged. 

The stage 2 fraction datapath performs operations on its input data for the following instructions: 
ADDf, SUBf, CMPf, TSTf, MULf, MULL, CVTif, CVTfi and CVTRfi. The ADDf and SUBf 
instructions use the output of the right shifter and the detection logic. CMPf, TSTf, CVTif use 
the output of the detection logic. The MULf and MULL instructions use the output of the array 
multiplier. The CVTfi and CVTRfi instructions use the output of the right shifter. For all other 
instructions the stage 2 fraction output registers are either written with the unchanged input 
data passed from stage 1 or the contents are undefined. 

The stage 2 exponent datapath performs operations on its input data for the MULf and DIVf 
instructions. The adder in the exponent datapath is used to either add or subtract the appropriate 
exponent bias from the exponent data passed from stage 1. The output selector selects between 
the adder output, the input data from stage 1, and zero. For all instructions other than MULf 
and DIVf, the output selector passes the data passed from the stage 1 exponent datapath. 

The stage 2 control block generates all conditional datapath control signals and passes control 
information to stage 3. The control block must sequence the fraction multiplier for MULD/G 
and MULL instructions which require two consecutive cycles of execution in the stage 2 fraction 
datapath for generating the two vectors (carry and sum) used for forming the final product in 
stage 3. 

11.18.2 MUL Instruction Flows 

Stage 2 is the stage of the Fbox pipeline that executes most of the computation needed for MULf 
and MULL instructions. To clarify the need for the multiply hardware in stage 2, the basic MUL 
flow is described. The multiplication algorithm implemented in the FBOX is the modified Booth 
algorithm which retires 3 multiplier bits at a time. The steps for calculating the product, or 
the fraction portion of the product in the case of floating point operands is as follows. First, the 
multiples of the multiplicand that are required by the Booth algorithm are calculated and the 
multiplier is recoded. Then the summands (a summand must be one of the calculated multiples 
of the multiplicand) which are to be added together to form the product are selected based on 
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the recoded bits of the multiplier. Finally, the summands are added together and all terminal 
operations (rounding, etc.) are performed as required by the particular instruction and datatype. 

The stage 1 fraction datapath basically calculates the required multiples of the multiplicand 
and recodes the multiplier. The stage 1 exponent datapath adds the exponents of the operands 
for floating point instructions. The sign of the operands are passed from stage 1 to stage 2 
unchanged. The stage 2 Auction datapath selects the summands and performs carry-save addition 
on the summands. The stage 2 exponent datapath subtracts the appropriate exponent bias from 
the sum of the exponents calculated in stage 1. The signs of the operands are passed from 
stage 2 to stage 3 unchanged. The stage 3 fraction datapath forms the final product by doing a 
carry-propagate addition of the carry and sum vectors output from stage 2. The stage 3 exponent 
datapath decrements the exponent of the product if the fraction portion of the product needs to 
be normalized. Stage 3 also checks for potential data dependent stage-4 bypassable cases by 
carrying out a miniround on the lower 3 bits and the round bit. If the rounding operation doesn’t 
carry past the 4 bits then stage-4 is bypassed. This bypass is aborted should stage-3 detect 
any exception or potential exception conditions. For a more detailed explanation refer to stage-3 
spedfiction. 

For all non stage-4 bypassable instructions. Stage 3 passes the signs of the operands unchanged to 
stage 4. The stage 4 fraction datapath performs all terminal operations on the product. For MULf 
instructions stage 4 rounds the fraction of the product and increments the exponent if the fraction 
overflows. Stage 4 also checks for floating overflow and underflow. For MULL instructions stage 
4 checks for integer overflow and forms and aligns the product for outputing to the interface. 
Stage 4 generates the correct sign bit for floating and integer MUL instructions. 

Two consecutive cycles of execution in stage 2 are needed to complete all MUL instructions except 
MULF. This is due to the fact that 1 cycle is required for each pass through the multiply hardware 
in stage 2 and only F floating datatype multipliers can be completely retired in one pass. A more 
detailed description of the operations executed in the fraction datapaths of stages 1 through 4 is 
given below. 

Stage 1 passes the recoded multiplier, +l ,|e multiplicand and +3 >|c multiplicand to stage 2. The 
multiples of the multiplicand required by the Booth algorithm are 0, +/-l*multiplicand, 
+/-2*multiplicand, +/-3 ^multiplicand and +/-4 ,|e multiplicand. Stage 1 only calculates 
+3*multiplicand because the other multiples are obtained by a simple shift of +l*multiplicand, 
and all negative multiples are generated by two’s complementing the positive multiples. In 
order to reduce the number of computations executed in stage 2 for MULD, stage 1 also passes 
the summand selected from the recoded 3 LSB’s (assuming D datatype) of the multiplier. The 
initial partial product is zero for all MUL instructions except for MULD. Stage 1 also passes two 
summands which are input to two rows of CS adders in stage 2 called MROW1 and MROW2, 
and a vector which facilitates generating the two’s complement of the selected summands. The 
logic in stage 1 which determines the summands for MROW1 and MROW2 examine different 
multiplier bite depending on the operand datatype and whether it needs to output summands for 
the first or the second pass through the stage 2 multiply hardware. The initial partial product is 
latched in the MIPPR, and the two summand inputs to the MROW1 and the MROW2 are latched 
in the MRW1R and the MRW2R, respectively. The vector used in stage 2 for two’s complementing 
the selected summands is latched in the MTCR. 

Stage 2 selects all the summands which are needed to form the product, with the exception of 
the summands provided by stage 1. Stage 2 performs carry-save addition on the summands and 
outputs a carry and a sum vector to stage 3 for the formation of the final product. The multiply 
hardware in Stage 2 can be thought of as a 9 row, 3 bit retirement, carry-save multiply array 
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which is capable of feeding its outputs back to its inputs for executing MULD/G and MULL 
instructions. Each multiply array cell is composed of a selector which selects a summand and a 
cany save adder which adds the summand to the partial product. The first two physical rows 
of the array are called MROW1 and MROW2, and are different from the other 7 rows in that 
they have no selector. The selected summands for MROW1 and MROW2 are passed from stage 1 
in the MRW1R and MRW2R. During the first execute cycle of a MUL instruction, MROW1 adds 
the following three inputs from stage 1: the MIPPR output, the MRW1R output, and the MTCR 
output. During the second execute cycle, MROW1 adds the MRW1R output and the fed back 
MARRAY sum and cany outputs. 

Stage 3 does the cany propagate addition on the cany and sum vectors passed from stage 2 
to form the final product and normalizes the product if necessary. Note that a left shift of 1 bit 
position is the maximum normalization possible. Actually two separate carry propagate additions 
are performed in stage 3. A 60 bit carry propagate addition is performed to form the fraction 
portion of floating point products and the high order 58 bits of integer products. A separate 6 
bit carry propagate addition is performed to form the 6 least significant bits of integer products. 
The carry out generated from the 6 bit addition is accounted for in the 60 bit addition so the 6 bit 
sum can be concatenated to the high order 58 bits. Stage 3 passes the results of both additions 
to stage 4. 

Stage 4 performs all the terminal operations (rounding, etc.) on the final product (except when 
stage-3 bypasses stage-4 operations ) before passing the product to the interface section. Stage 
4 handles detection of floating underflow, floating overflow, integer overflow, and the proper 
alignment of the product. 
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11.19 Stage 2 Implementation Description 
11.19.1 Fraction Datapath 


Figure 11-18: Stage 2 Fraction Datapath Block Diagram 
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Figure 11-18 (Cont.): Stage 2 Fraction Datapath Block Diagram 
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Figure 11-18 (Cont.): Stage 2 Fraction Datapath Block Diagram 
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11.19.2 MSEL - Multiplier Selector 

The MSEL is composed of two 62 bit, 2 to 1 selectors. One selector selects the carry input to 
the MROW1, the other selects the sum input. The two possible carry inputs to the MROW1 are 
the F_1%MTCR_L and zero in some bit positions, or the MCR fed back from the bottom of the 
MARRAY. The two possible sum inputs to MROW1 are the F_ 1 9oMIPPR_L or the MSR fed back 
from the bottom of the MARRAY. If the signal MSEL_PASS_FB_H is asserted, then the MCR and 
MSR outputs are passed to the MSEL outputs, MCSELO and MSSELO, respectively. Otherwise 
the F_1%MTCR_L and the F_1%MIPPR_L are passed to MCSELO and MSSELO, respectively. 
The MSEL_PASS_FB_H signal is asserted during the second execute cycle of MULD/G and 
MULL. MCSELO<A2:B58> and MSSELO<A2:B58> are driven to the MROW1. 

11.19.3 MROW1 - Multiplier Row 1 

The MROW1 is composed of a row of 59 CS adders and a 3 bit carry propagate adder. The MROW1 
is actually the first physical row of the multiplier array but since the summand selection is 
performed in stage 1, the MROW1 has no summand selector. The CS adders perform a cany-save 
addition on MRW 1R_L<A2 :B 5 5 > (the summand), MCSELO<A2:B55> and MSSELO<A2:B55>. 
The 3 bit carry propagate adder adds MCSELO<B56:B58> and MSSELO<B56:B58> and is needed 
to maintain a correct partial product. The 3 bit carry propagate adder insures that if the bits 
of the C and the S vector which are shifted out of the array cause a carry of bit significance 
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B55, that carry is correctly added to the partial product. The MROW1 generates a carry output, 
MRW1_C, and a sum output, MRW1_S, which are input to the MROW2. 

1 1 .1 9.4 MROW2 - Multiplier Row 2 

The MROW2 is composed of a row of 59 CS adders and a 3 bit carry propagate adder. The 
MROW2 is the second physical row of the multiplier array, and like the MROW1, it has 
no summand selector. The summand selection for the MROW2 is done in stage 1. The 
CS adders perform a carry-save addition on MRW2R_L<A2:B55> (the summand), and sign 
extended MRW1_C<A2:B53> and MRW1_S<A2:B52>. The 3 bit carry propagate adder adds 
MRW1_C<B54:B55>, MRW1_S<B53:B55>, and the carry out of the 3 bit carry propagate adder 
in the MROW1, MRW1_C<B56>. This 3 bit carry propagate adder is needed to maintain a correct 
partial product. The 3 bit carry propagate adder insures that if the bits of the C and the S vector 
which are shifted out of the array cause a carry of bit significance B55, that carry is correctly 
added to the partial product. The MROW2 generates a carry output, MRW2_C, and a sum output, 
MRW2JS, which are input to the first row of the MARRAY. 

11.19.5 MARRAY - Multiplier Array 

The MARRAY is a 3 bit retirement per row multiplier array which has 7 rows of multiplier 
cells. The MROW1, MROW2, and the MARRAY are used together to generate a carry and a 
sum vector which are added in stage 3 to produce the final product. The inputs to MARRAY 
are F.lfcFDIR, F_1%FD2R, MRECR, MRW2_C, and MRW2.S- The F_1^FD2R and F.l^FDlR 
contains l*multiplicand and 3*multiplicand respectively for MUL instructions. The MRECR 
contains the recoded multiplier bits. The MRW2_C and MEW2_S signals are the carry and sum 
outputs of the MROW2. Each multiplier cell is composed of a selector and a CS adder. The 
selector selects the summand input and the CS adder adds the summand to the partial product. 
The MRECR[0:6]<5:0> control the summand selectors. The selector inputs are F_1%FD2R, 
F_1%FD2R left shifted by 1 bit position, F_1%FD1R, F_1%FD2R left shifted by 2 bit positions, 
or zero. The selector can generate the ones complement of any of the previously mentioned 
inputs for generating negative summands. The ones complement of zero is never generated. 
The MARRAY selector outputs are unconditionally latched in PHI_4. The least significant bit 
positions <B56:B58> in MARRAY, as in the MROW1 and MROW2, are populated by three bit 
carry propagate adder cells which are used to calculate carrys which have the weight of the 
<B55> bit position. The carry and sum outputs from the second row of the MARRAY, MA_C[1] 
and MA_S[1], are latched unconditionally in PHI_4. The least significant 5 carry and 6 sum 
outputs of the MARRAY cells in the fifth and sixth rows of the MARRAY are latched in the 
MILSBCR and MILSBSR. The MILSBCR and the MILSBSR are used in stage 3 to form the 6 
least significant bits of longword products. The carry and sum outputs from the last row of the 
MARRAY, MA_C[6] and MA_S[6], are latched unconditionally in PH3_2. The latched versions of 
MA_C[6] and MA_S[6] are the MCR and MSR signals and are driven to the MSEL and stage 3. 

11.19.6 MILSBSR<5:0> - Multiplier Integer LSB Sum Register 

The MILSBSR is a 6 bit register. This register holds a 6 bit sum vector which is used to 
form the least significant 6 bits of the 64 bit product of longword operands. MILSBSR<5:3> 
are written with MA_S[5]<B53:B55>, and MILSBSR<2:0> are written with MA_S[4]<B53:B55> 
uncondtionally in PHI_2. The contents of this register are undefined for instructions other than 
MULL. The MILSBSR is driven to stage 3. 
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11.19.7 MILSBCR<4:0> - Multiplier integer LSB Carry Register 

The MILSBCR is a 5 bit register. This register holds a 5 bit carry vector which is used to 
form the least significant 6 bits of the 64 bit product of longword operands. MILSBCR<4:3> 
are written with MA_C[5]<B54:B55>, and MILSBCR<2:0> is written with MA_C[4]<B54:B56> 
uncondtionally in PHI_2. The contents of this register are undefined for instructions other than 
MULL. The MILSBCR output is driven to stage 3. 

11.19.8 RSHIFT - Right Shifter 

The RSHIFT shifts F_1%FD1R to the right by 0 to 57 bit positions depending on the control 
signal FORCE_SHFT_0 and the output of the shift decoder, SDECO. The RSHIFT is used for 
pre-aligning operands in ADD and SUB instructions under certain conditions (for details see 
the description of the stage 2 control) and right shifting the fraction of a floating point operand 
in CVTFI/CVTRFI instructions. If the signal FORCE_SHFT_0 is asserted, the RSHIFT will 
pass F_1%FD1R<A0:B58> to its output RSHFTO<AO:B58> unshifted. If FORCE_SHFT_0 is 
deasserted, F_19cFDlR is passed to RSHFTO right shifted by 0 to 57 bit positions, depending on 
the state of SDECO<57:0> which has exactly 1 bit asserted. F_ 1 9c FD 1R<A0 > is always passed 
to the RSHFT<A0> output. The RSHFTO<BO:B57> bits which become vacant due to the right 
shift of F_1%FD1R<B0:B58> are zero filled. The RSHIFT output, RSHFTO, is driven to the 
RSHFTOR. 

11.19.9 RSHFTOR<AO:B58> - Right Shifter Output Register 

The RSHFTOR is a 60 bit register which is written with RSHFTO <A0:B 5 8> unconditionally in 
PHI_4. The RSHFTOR is driven to the FD1SEL. 

11.19.10 SDEC - Shift Decoders 

The SDEC decodes the F_1 %E_DIFFR_H<5 : 0 > from the stage 1 exponent datapath to a 58 bit 
output, SDECO<57:0>, which has exactly one bit asserted. The SDECO is the fully decoded 
right or left shift amount which is used to control the RSHIFT or the normalizer in stage 3, for 
ADD, SUB and CVTFI instructions under certain conditions (for details see the description of the 
stage 2 control). The assertion of SDECO<57> corresponds to a shift of zero. The assertion of 
SDECO<56> corresponds to a shift of 1, and so on. The SDEC output is driven to the RSHIFT, 
the SDECOR and the DETL. 

11.19.11 SDECOR<57 :0> - Shift Decoder Output Register 

The SDECOR is a 58 bit register which is written with SDECO<57:0> unconditionally in PHI_4. 
The SDECOR is driven to the LSSEL. 
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11.1 9.1 2 DETL - Detection Logic 

The DETL detects if F_1%FD1R is equal to zero, generates outputs which are used by the leading 
one detection logic, L1DETL, and calculates the sticky bit for the adder in stage 3. The sticky bit 
is needed for ADD and SUB instructions under certain conditions (for details see the description 
of the stage 2 control). If the control signal DETL_EN_STKY_L is asserted, the DETL takes 
F_1%FD1R and SDECO as its inputs and calculates the sticky bit, STKYR. The sticky bit is 
set if a one in the F_1%FD1R is right shifted out of the B58 bit position by the RSHIFT. If 
F_2 %SE T_STKYR_H is asserted, STKYR is set independent of the DETL inputs. The STKY 
latch is written unconditionally in PHI_2 and is driven to stage 3. If DETL_EN_STKY__L is 
deasserted, the DETL takes only the F_1%FD1R as its input and it generates outputs which 
are used by the L1DETL. The DETL. has two outputs, FZ and DETLO<65:0>. The FZ is the 
zero detection output and is driven to the stage 2 control block. The DETLO<65:0> outputs are 
driven to the DETLOR. FZ is asserted if F_19eFDlR<B0:B57> are all zeros. The FZ output is 
conditionally loaded in PHI_2 in the stage 2 control. 

11.19.13 DETLOR<BO:B57> - Detection Logic Output Register 

The DETLOR is a 58 bit register which is written with DETLO unconditionally in PHI_41. The 
DETLOR is driven to the L1DETL. 

11.19.14 LI DETL - Leading 1 Detection Logic 

The L1DETL is used to determine the bit position of the leading or most significant bit of 
the F_1%FD1R<B0:B57>. If F_1%FD1R<A0> is a 1 then leading 1 detection is performed on 
the ones complement of F_1%FD1R<B0:B57>, otherwise leading 1 detection is performed on 
F_1%FD1R<B0:B57>. The L1DETL output, L1DETLO, is 58 bits wide and has exactly one bit 
asserted. The L1DETLO output determines the shift required to normalize (the normalizer is in 
stage 3) the F_1%FD1R in CVTIF and under certain conditions ADD and SUB instructions (for 
details see the description of the stage 2 control). If L1DETLO<BO> is set, the left shift amount 
is zero. If L1DETL0<B1> is set, the left shift amount is one, and so on. If the signal E1Z_E2Z 
is asserted, L1DETO<BO> is set independent of the DETLOR outputs. If E1Z_E2Z is deasserted, 
the L1DETL outputs depend on the DETLOR outputs. The L1DETLO is driven to the left shift 
selector LSSEL. 

1 1 .1 9.1 5 LSSEL - Left Shift Selector 

The LSSEL is a 58 bit 2 to 1 selector which selects between L1DETLO<BO:B57> and 
SDECOR<57:0>. If the signal LSSEL_PASS_SDECOR_H is asserted, then SDECOR<57:0> is 
passed to LSSELO<BO:B57>. Otherwise L1DETLO<BO:B57> is passed to LSSELO<BO:B57>. 
LSSEL_PASS_SDECOR_H is asserted if a CVTFI instruction is decoded, or if and an effective 
subtraction and exponent difference greater than 1 is detected. LSSELO is driven to the LSHR. 
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1 1 .1 9.1 6 LSENC - Left Shift Encoder 

The LSENC does a binary encoding of the LSSELO<BO:B57> and drives the encoded signal, 
LSENCO_DYN<5:0>, to the ED2R. The LSENCOJDYN signal is used in CVTIF and under certain 
conditions ADD and SUB (for details see the description of the stage 2 control). LSENCO_DYN is 
used to form the result exponent in CVTIF. LSENCO_DYN is used to correct the result exponent 
due to normalizing the result in ADD and SUB. LSENCOJDYN<5:0> is driven to the ED2R. 

11.19.17 LSHR<57:0> - Left Shifter Control Register 

The LSHR is a 58 bit register which is written with LSSELO<BO:B57> unconditionally in PHI_2. 
The contents of this register determine the number of bit positions the normalizer in stage 3 will 
shift its input data. Exactly one bit of LSHR<57:0> is asserted. The LSHR output is driven to 
stage 3. 

11.19.18 FD1SEL - Fraction Data 1 Selector 

The FD1SEL is a 60 bit 2 to 1 selector that selects the input to the stage 2 FD1R. 
If FD 1_SEL JPASS_0_1 is asserted, zero is passed to the FD1SEL output, FD1SELO. If 
FD 1_SEL_PASS_0_1 is deasserted, then the RSHFTOR is passed to FD1SELO. The FD1SEL 
output is driven to the FD1R. 

11.19.19 FD1R<A0:B58> - Stage 2 Fraction Data 1 Register 

The FD1R is a 60 bit register which is written with FD1SELO unconditionally in PHI_2. The 
contents of this register for all instruction flows are given in the description of the stage 2 control. 
The FD1R output is driven to stage 3. 

11.19.20 FD2R<A0:B58> - Stage 2 Fraction Data 2 Register 

The FD2R is a 60 bit register master/slave register. The master register is written with 
F_1%FD2R unconditionally in PHI_4, and the slave register is written with the output of the 
master unconditionally in PHI_2. The contents of this register for all instruction flows are given 
in the description of the stage 2 control. The FD2R output is driven to stage 3. 
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11.1 9.21 Exponent Datapath 

Figure 11-19: Stage 2 Exponent Datapath Block Diagram 
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11.19.22 Zero Detection 

This functional block is not used in stage 2. 
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11.1 9.23 Exponent Adder 1 

The exponent adder is a 13-bit static adder used to add or subtract two inputs. Each input is 
passed through a 2 to 1 selector and inversion logic prior to the adder. INP_1A can be selected 
from ED1R or K If ISEL1__ED 1R_A is asserted, then ED1R is passed through the selector. If 
ISEL1_K_A is asserted, then K is passed through the selector. Inversion of the adder input 
is then done based on the assertion of INVERT_EA_AD 1 . INP_1B can be selected from ED2R 
or K If ISEL1JED2RJB is asserted, then ED2R is passed through the selector. If ISEL1_K_B 
is asserted, then K is passed through the selector. Inversion of the adder input is then done 
based on the assertion of INVERT_EB_AD 1 . The adder also contains a carry-in to the LSB cell, 
CIN_E_AD 1_H. The carry-in is primarily used for performing subtraction operations. Since the 
adder is static, it begins its operation when the input data is valid near the falling edge of phase 
1. Intermediate results in the exponent adder are latched in phase 3 and sent to the detection 
logic and output selector. 

For stage 2, INP_1A always selects ED1R not inverted. INP_1B always selects K Inversion 
of INP_1B is done based on the assertion of CIN_E_AD1. In other words, in stage 2 
INVERT_EB_AD 1 is shorted to and named CIN_E_AD1. 

11.19.24 Floating Overflow and Underflow Detection 

This functional block is not used in stage 2. 

11.19.25 Output Selector 

The output selector is used to select the output data from three different sources: edlr, eadl or 
zero. This selection is done for the exponent output data (ED1R), the floating overflow (F_OVFR) 
and the floating underflow (F_UNFR). The selection is based on the assertion of two control 
signals, OSEL1JZERO and 0SEL1_E_AD1. 0SEL1_E_AD1 if asserted, selects the output from 
E_AD1; for overflow and underflow, OSELl_E_AD 1 selects E_AD1_UNF and E_ADl_OVF. If 
OSELl_E_AD 1 is deasserted, then the output is selected from ED1R; for overflow and underflow, 
0SEL1_E_AD1 deasserted selects ED1R_0VF and ED1R_UNF. This selection is done using a 
2 to 1 selector. The selection of zero is done prior to the 2 to 1 selector described above. If 
OSEL1JZERO is asserted, then the inputs from E_AD1 and ED1R entering the 2 to 1 selector 
are both forced to zero. Then, since only one select line is used to control the selector, the zero 
value will be transferred to the output regardless of the assertion of 0SEL1_E_AD1. The output 
of the selector is latched evexy phase 1 and driven into the following stage. 

11.19.26 ED2R<5:0> - Exponent Data 2 Register 

The ED2R is a 6 bit register which is written with LSENCO_DYN<5:0> unconditionally in PHI_2. 
The ED2R output is driven to the stage 3 exponent datapath. 
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11.19.27 Sign Datapath 

Figure 11-20: Sign Datapath Block Diagram 
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The 2 inputs to the stage 2 sign datapath are F_19cSlR_H and F_19oS2R_H These bits correspond 
to the sign of operand 1 and the sign of operand 2, respectively. The stage 2 datapath does not 
perform any operations on the sign bits. SIR and S2R are 1 bit master-slave registers. The master 
latches are written unconditionally in PHI_4 and the slave latches are written with the master 
latch outputs unconditionally in PHE_2. The register outputs F_19eSlR_H and F_2%S2R_H are 
driven to stage 3. 
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11.19.28 Control 

Figure 11-21: Control Block Diagram 
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The stage 2 control block generates control signals for the stage 2 fraction and exponent datapaths 
based on opcode and control information passed from stage 1. The control block decodes the 
datapath control signals one cycle prior to the cycle in which they are needed in the datapaths. 
The control signals are latched in master slave latches to allow control decoding to overlap 
with datapath execution and to prevent races. The control block also loads control information 
output from stage 1 into master slave registers and passes the information to stage 3. The 
master slave latches which hold the SRC_DTR<2>, FOP_FLOWR<5:0>, DATA_VALIDR, and 
DSTJDTR<2:0> signals are written in PH3_1 (master strobe) and PHI_3 (slave strobe). All 
other master slave latches are written unconditionally in PHI_4 and PHI_2. If the interface 
section asserts F_I % AB ORT_H the signals F_2 %LAT_MUL2_H and F_2%DATA_VALIDR_H are 
deasserted. 
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The internal signal F_2%LAT_MUL2_h is used to facilitate the sequencing of the fraction 
multiplier and stalling of the DATA_VALIDR bit transfer for MULD/G, and MULL instructions. 
F_2 %LAT_MUL2_H is asserted during the second decode cycle of MULD, MULG, and MULL 
instructions. If F_2%LAT_MUL2_H is asserted, the DA3A_VALIDR bit will not be passed to 
stage 3, and the multiplier will select fed-back outputs as its inputs. F_2%LAT_MUL2_H is 
unconditionally deasserted one cycle after it is asserted. 

The stage 2 control block also modifies one bit of the internal opcode encoding, 
F_l%FOP_FLOWR_H<l>, before passing it to the stage 3 control if the conditions effective sub 
and exponent difference greater than 1 are detected. It also contains the FZR bit latch and some 
logic to conditionally clear the latch. If an effective subtraction is decoded, and E1ZR XOR E2ZR 
is true, the FZR bit latch will be cleared. If this condition is not true, the FZR bit latch will 
loaded with the FZ output of the DETL in the fraction datapath. 

11.19.28.1 Datapath Control Signals Output from Control Block 

CIN_E_AD 1_H : This is the carry-in to the LSB position of the exponent datapath adder, E_AD1. 
This signal also controls the ones complementing of the exponent bias. If asserted the ones 
complement of the exponent bias is passed to the EB_AD1 output of the exponent complement 
logic. If deasserted, the true exponent bias is passed to the EB_AD1 output unchanged. 
F_2_C % CIN_E_AD l_His asserted if a MULf instruction is decoded by the stage 2 control. 

F_2_C9cDETL_EN_STKY_L :This enables the DETL to detect conditions for setting the sticky bit 
which is used by the stage 3 fraction adder. This signal is asserted if an effective subtraction is 
decoded and the exponent difference between the operands is greater than one. 

F_2_C 9cE_K_H < 7> : This signal is an exponent bias which is driven to the INP_1B input of the 
exponent complement logic. This signal is the complement of E_K_H%F_2_C<10>. 

F_2_C%E_K_H<10> : This signal is an exponent bias which is driven to the INP_1B input of the 
exponent complement logic. This signal is asserted if the F_1_C%DST_DTR_H<2:0> decodes to 
G datatype. 

F_2_C%E 1Z_E2Z_H : If this signal is asserted, the L1DETLO<BO> bit will be set (which indicates 
the contents of the F_1%FD1R is a normalized number) independent of the other inputs to the 
L1DETL. This signal is asserted if (F_1%E1ZR OR F_1%E2ZR) AND (effective sub) is detected. 

F_2_C%FD 1 SEL_PASS_0_L : If this signal is asserted then the FD1SEL will pass zeros 
to it’s outputs and the stage 2 FD1R will load in all zeros. This signal is asserted if 
F_1_E%EDIFF_GTR_57_H is asserted, and ADDf or SUBf or CVTfi or CVTRfi is decoded. 

F_2_C%LSSEL_PASS_SDECOR_H : If this signal is asserted F_2_P%SDECOR_H is passed 
to the LSSEL output, F_2%LSSEL0JEL If deasserted, F_2JL%L1DETL0_H is passed to 
F_2_L%LSSELO_H. LSSEL_PASS_SDECOR_H%F_2_C is asserted if a CVTfi or CVTRfi 
instruction is decoded, or if an effective subtraction and exponent difference greater than 1 is 
detected. 

F_2_C%MSEL_PAf5S_FB_H : If this signal is asserted F_2_M%MCR_L is passed to the MSEL 
carry output, MCSELO, and the F_2_M %MSR_L is passed to the MSEL sum output. If 
deasserted, the MTCR%_1 is passed to MCSELO, with zeros in the vacant bit positions, and 
the F_1%MIPPR is passed to MSELO. F_2_C9oMSEL_PASS_FB_H is asserted if the internal 
signal F_2_C%LAT_MUL2_H is asserted. 
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F_2_C%0SEL1_E_AD1_H / F_2_C%0SEL1_ED1R_H : The 0SEL1_E_AD1_H and the 
OSEL1JED1RJE signals are complementary signals. If OSELl_E_ADl_H is asserted, the 
exponent output selector, OSEL1, passes E_AD1, E_ADl_OVF and E_AD1_UNF to its outputs. 
If 0SEL1_ED1R_H is asserted, ED1R, ED1R_0VF and ED1R_UNF are passed to the OSEL1 
outputs. 0SEL1_E_AD1_H is asserted if a MUL or DIV is decoded by the stage 2 control. 

F_2_C%OSELl_ZEROS_L : If this signal is asserted the exponent output selector, OSEL1, passes 
zero to its output. If deasserted, zero is not passed to the OSEL1 outputs. This signal is asserted 
if a MUL or a DIV is decoded, and F__1_E %E 1ZR_H or F_1JE%E2ZR_H is asserted. 

F_2_C%SET_STKYR_H : If this signal is asserted the STKYR is forced to 1, independent 
of the state of the F_1%FD1R and the SDECOR. If deasserted, the state of the STKYR 
depends on the instruction flow and the data. SET_STKYR_H9 dF_ 2_C is asserted if 
F_1_E%E_DIFF_GTR_57R_H AND N0T(F_1%E1ZR OR F_1%E2ZR%) is true. 

F_2_C9cFORCE_SHFT_0_H : This signal forces the RSHIFT to pass the FD1R%_1 to its output 
unshifted. If this signal is deasserted, then the RSHIFT shifts the F_1%FD1R by the number of 
bit positions decoded by the SDEC. This signal is deasserted if an effective sub is decoded and the 
F_1_E%EJDIFF_GTR_1R_H is asserted, or if an effective add is decoded, or a CVTfi or a CVTRfi 
is decoded and F_1_E%E_NR_H is low. 
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11.19.29 Stage 2 Fraction Datapath Operation Summary 

The following tables summarize the operation of the stage 2 fraction and exponent datapaths. 

Figure 11-22: Fraction Datapath Operation Summary 
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Figure 11-22 Cont’d on next page 
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Figure 11-22 (Cont.): Fraction Datapath Operation Summary 
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Figure 11-23: Stage 2 Exponent Datapath Operation Summary 
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OPC - OPCODE 

EFF A/S - Denotes that the operation is an effective ADD or SUB. 
ED - Exponent difference. 

UD - Undefined 


11.19.30 Passthru Signals 

MMGT__FLT_L, MEM_ERR_L, RSV_ADR_L and PSL_FU_H signals are simply passed through 
stage-2 without change. They are latched coming in from Stage- 1 during PHI_4 and driven to 
Stage-3 during PH3_2. 

NEW__FOP_H signal also passes through to Stage-3 unaffected. It is latched during PHI_1 
coming from Stage- 1 and driven to Stage-3 during PHI_3. This signal is gated with the global 
purge signal F_I %PURGE_H from the input interface which clears it on a PURGE from the 
input interface. This signal is used by the Output Interace to manipulate its control-queue and 
data-queue pointers. 
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11.20 STAGE 3 

11.20.1 Introduction 

Stage 3 of the pipeline is used primarily to left shift an input, or to perform the addition of 
two inputs. Stage 3 contains a control section and portions of the fraction, exponent, and sign 
datapaths. In addition, stage 3 has the capability to bypass stage 4 rounding operation for certain 
instructions. Stage 3 takes virtually all of its inputs from stage 2 of the pipeline, and drives it’s 
outputs either to stage 4 or to the output interface directly. 

The fraction datapath portion of stage 3 consists of a left shifter, an instantiation of the generic 
adder and some mini-rounding incrementers. The left shifter is used for convert and effective 
subtraction-like operations. The adder is used by all other operations either to pass an input 
to the output (by adding zero), or to add two vectors-for example, the two input operands 
(correctly aligned) for addition/subtraction, or the sum and carry vectors for multiplication. 
The mini-rounding incrementers are used to round the fraction result during a stage 4 bypass 
operation. Stage 3 also performs the injection of the sticky bit and increments the quotient, 
dependent on the sign of the remainder. The output of stage 3 is always normalized, where 
relevant. 

The exponent datapath consists of the generic exponent block. In this stage, the input selector, 
adder, and output selector are primarily used. For addition, subtraction, multiplication, and 
division, the adder is used to increment/decrement the input exponent according to whether the 
fraction addition can overflow/underflow. It also subtracts the left shift amount when the fraction 
portion performs a left shift. 

The sign datapath portion in stage 3 will generate the correct sign for the result during a 
successful stage 4 bypass. No operation is performed on the sign bit that is sent to stage 4. 

Some integer overflow detection logic is included in the control path. Additionally the six LSB’s 
generated for MULL are combined, and a few stage 4 signals are generated. 

11.20.2 Stage 4 Bypass 

For a specific set of instructions and conditions, stage 3 can supply a result to the output interface 
directly. This is referred to as a "stage 4 bypass" and improves Fbox latency by supplying a 
result one full cycle earlier than the stage 4 supplied result. In order to bypass stage 4, stage 
3 must perform the required operations that stage 4 would normally perform under the same 
conditions. This includes rounding the fraction, supplying the correct exponent and generation 
of the condition codes and status information that is related to the result for floating ADD, SUB 
and MUL instructions. 

Stage 3 performs the rounding operation through the use of incrementers. These incrementers 
are much smaller in width than the number of fraction bits for a particular data type due to 
timing constraints. Because of the limited size of the incrementers not all fraction datums can 
be correctly rounded by stage 3. (The mini-round succeeds if the selected incrementer for a 
bypassable instruction does not generate cany out.) If the mini-round fails, the unmodified 
fraction is driven and the stage 4 bypass is aborted. 

Stage 3 and stage 4 share common busses to drive results to the output interface. Stage 4 will 
drive the busses, during phi3, if it has a valid data. Stage 3 will drive the busses, during phi3, 
if it can successfully bypass an instruction and stage 4 does not have a valid data. 
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The stage 3, stage 4 common busses are listed below: 


f_bif_out_l<bO :b55> fraction result bus 
f_b%e_out__l<10: 0> exponent result bus 
f_b%s_out sign result bus 

f_b%n_out psln result bus 

f_b%z_out pslz result bus 

f_b%v_out pslv result bus 


11.20.2.1 Stage 4 Bypass Request 

When stage 3 has detected that a stage 4 bypass may be possible it signals the output interface 
by asserting the signal F_3%S4_BYPASS_REQR_H during phi4. 

All of the following conditions must be met in order to generate a stage 4 bypass request. 


o -he signal F_I9cS4_BYPASS_ENB_H must be asserted. 

c -he FZ~ meets one cf the foil owing conditions . 


1. SVB T, 1, S ( except when ediii-0 J-JJD fraction result is negative ) 

c The signal F_29cDATA_VALIDR_H is asserted Indicating that the data present 
at stage 3's input is valid. 

o Tee Signal F_3%DATA W VALIDR.H is KCT asserted indicating that a result 
was not sent to stage 4 in the previous cycle . 

o Tnere are no faults associated with the data. ( nngt_fl t , mem_err, rsv_adr ; 

o Neither cf the two input operands are reserved operands. 


11.20.2.2 Stage 4 Bypass Abort 

In order to abort a stage 4 bypass, the signal F_3%S4_BYPASS_ABORTR_H must be asserted during 
phi2. Either of the two following conditions must be met in order to abort a stage 4 bypass 
assuming the bypass request was generated. 


o Mini-round failure. The selected mini-round lncrementer carried out of It's 
most significant bit position. 

o Exponent overflow or underflow Is detected on either of the two exponent 
results in stage 3's exponent section , Irrespective of the possible 
1-hit left or right shift required for the fraction adder result. 


11.20.2.3 Stage 3 Response to FBOX Purge 

Stage 3 responds to the FBOX purge by clearing from stage 3, the data_valid flag and also the 
newjfop flag. 


11.20.3 Section Implementation Description 
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1 1 .20.3.1 Block Diagrams 

Stage 3 is made up of three sections: control, fraction, and exponent. On the following pages, 
block diagrams of the fraction and exponent datapaths are shown. 
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0 6 

Figure 11-24: Stage 3 Fraction Datapath Block Diagram 
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Figure 11-25: Stage 3 Fraction Mini-round Block Diagram 
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11.20.4 Fraction Datapath 

The operations performed in the fraction datapath in this stage are shown in the following table. 


Table 11—11: Stage 3 Fraction Datapath Operations 


Category 

Operation 

Condition 

FO 

LSHFT.OUT <- FD1R.SHL.[LSHR] 

EFF.SUBf, deltaE < 2, neither operand = 0; 
CVTif; CVTfi, left shift; CVTRfL, left shift 

FI 

LSHFT.OUT <- FD2R.SHL.[LSHR] 

EFF.SUBf, deltaE < 2, operand(s) = 0 

F2 

SUM <- FD2R + FD1R 

EFFADDf; CVTff; MOVf; MNEGf; CMPf; 
TSTf; CVTfi, right shift 

F3 

SUM <- FD2R + .not.FDlR + .not.STKYR 

EFF.SUBf, deltaE > 1 

F4 

SUM <- FD2R + FD1R + Rnddi 

CVTRfL, right shift 

F5 

SUM <- FD2R + FD1R + .not.F_NR 

DlVf 

F6 

SUM <- .not.MCR + .not.MSR 

MULf; MULL; 

11.20.4.1 

Normalizer Input Selection 



The data to be left-shifted may be contained in F_2<7cFDlR_H or F_2%FD2R_H. The normalizer input 
selector is used to select between these two input registers. 

11.20.4.2 Left Shifter 

The left shifter is capable of performing zero to fifty-seven bit left shifts. The shift amount is 
driven on the LSHR lines in decoded form. The output of the left shifter is driven on LSHFT_OUT 
to the stage 3 output selector. For effective subtraction, exponent difference equal to zero, the 
output of the left shifter may be negative. The shift amount is forced to "shift of zero" if stage 3 
is in FBOX_Test mode or the chip is reset. 
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1 1 .20.4.3 Adder Input Selection 

The adder is driven with two input vectors: AIN and BIN. AIN can be FD2R or MSR; BIN can 
be FD1R or MCR. Note that for several operations, either FD1R or FD2R must be zero; the data 
is contained in the other register. 

These operations are: 

CVTff 

MOVf 

MNEGf 

CMPf 

TSTf 

CVTfi, right shift 
CVTRfL, right shift 
DlVf 

11.20.4.4 Adder 

The adder uses two 61-bit inputs to derive a 62-bit result. The 61-bit inputs have two bits above 
the binary point and 59 bits below; the 62-bit result has an extra bit above the binary point. In 
this stage, the most significant bit of each input is not used; neither are the two most significant 
bits of the output. 

The main carry acceleration technique used is carry select. The adder is broken up into nine 
small groups, with all but the least significant group having duplicate carry chains. These carry 
chains operate in parallel during the early part of the execute cycle. Propagate and generate 
logic operates before the carry chains. These parts of the adder are fully static. 

During the late part of the execute cycle, the sum logic executes. Just as for the carry logic, there 
is duplicate sum logic for all groups except the least significant one. In addition, logic to derive 
the true group carry out signals executes in these phases. These carry out signals are used to 
select the correct sum values. These parts of the adder are also fully static. 


NOTE FOR MULL: 

The adder in stage 3 adds the 58 MSB’s generated by the multiplier array. <B58> of 
AIN and BEN is forced to zero for multiply operations. 

Shift Detection Logic: 

The most significant group of adder bits, bit positions <A2:B1>, is different from the groups below 
it. In this group, both the carry and sum logic execute during the early part of the execute cycle. 
Late in the execute cycle, shift detection logic executes. If enabled, it examines the sum bits 
<A0:B1> to determine whether a one bit shift right or left is needed to normalize the result. The 
possible values of sum bits <A0:B1> are given in the table below for each operation which may 
yield a non-normalized adder result. 
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Table 11-12: Possible Values For Sum Bits <A0:B1> 


Result #1 

Result #2 

Result #3 

Operation 

0.1X 

1XX 

0.00 

EFRADDf 

0.1X 

0.01 

0.00 

EFF.SUBf, deltaE>l 

0.1X 

0.01 

0.00 

MULf 

0.1X 

1.XX 

0.00 

DIVf 


If the shift detection logic is disabled, then the signal indicating "no shift needed” will be asserted. 

This logic is also conditioned with another signal (sel_other) which is used to deassert all of the 
shift detection signals. Since these shift detection signals are used to drive the output selector for 
the stage, this feature permits the selection of a stage output other than the shifted or unshifted 
adder result. 

The logic used to control the shifting is as follows: 






Det_shrl detects the case in which the fraction result is 1.XX..XX, and thus the fraction must be 
shifted right by one bit to be normalized. Det_pass detects several cases: first, the case in which 
the fraction result is 0.1XX. .XX; second, the case in which the fraction result is zero (0.00XX.JCX); 
last, the case in which shifting is disabled. Det_shll detects the case in which the fraction result 
is 0.01XX..XX, and the fraction must thus be shifted left by one bit to be normalized. 

The detection logic is duplicated, with one copy for each of the two sets of sum bits. This logic 
is fully static. The correct shift signals are selected dynamically by the true group carry out of 
the previous group, and driven out of the adder. A signal indicating whether a shift was done is 
driven to the exponent section, where it is used in selecting the proper exponent output. 

Bit Injection Within Adder: 

The adder performs rounding and two’s complementing for all datatypes. The following table 
shows the bit positions into which injection is done. The bit positions are defined as c(y), meaning 
the carry in of the yth bit position. This carry in is derived by forcing a carry out to be generated 
in bit position (y-1). Only Rnddi is used in this stage. 
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Table 11-13: Bit Injection Within Adder 


Type of Injection 

Rndf 

Rnddi 

Rndg Cinb55_one 

c(B24) 

c(B56) 

c(B53) 

c(B55) 


The carry in to bit position <B58> is set directly by the stage’s control section. 

11.20.4.5 Mini-Round incrementers 

These incrementers are used to round the fraction result supplied by either the left shifter or the 
adder. The incrementer for D and G type is four bits wide while the incrementer for F type is 
three bits wide. 

11.20.4.6 Output Selector 

The output selector is a precharged l-of-4 selector. It selects either the left shifter output or the 
adder output (shifted left one bit position, passed unshifted, or shifted right one bit position). 
Three of the four selector control signals (the three adder output selection signals) are driven 
from the adder to the output selector; the fourth (the left shifter output selection signal) is driven 
from the control section. 
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11.20.4.7 Fraction Datapath Operation Summary (Normal Operating Mode): 
Figure 11-27: Fraction Datapath Operation Summary 
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OPC - Opcode 

EFF A/S - Effective Addition (A) or Effective Subtraction (S) 

SUM - Adder Output, shifted left /passed unshifted/shifted right as needed 
ED - Exponent Difference 
V - Valid data 
x - Don't care 


DIGITAL CONFIDENTIAL 


TheFbox 11-73 





NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


11.20.5 Exponent Datapath 

The operations performed in the stage 3 exponent datapath adder are shown in the table below. 
Note that the exponent operation category numbers are unrelated to the fraction operation 
category numbers. 


Table 11-14: Exponent Datapath Operation Summary 


Category 

Operation done in Adder 

Condition 

E0 

NOOP 

CMPf; TSTf 

El 

E_AD1 <- ED1R + K + 1 
( ER + 0 + 1 ) 

DIVf; EFRADDf 

E2 

E_AD1 <- ED1R + .not.K 
( ER - 1 ) 

MULf; MULL; EFF.SUBf. deltaE>l 

E3 

E_AD1 <- ED1R + .not.ED2R + 1 
( ER - NORM ) 

EFF.SUBf, deltaE<2 

E4 

E_AD1 <- K + .not.ED2R + 1 
( BIAS1 - NORM ) 

CVTif 

E5 

E_AD1 <- ED1R + .not.K + 1 
( ER - BIAS2 ) 

CVTfi, CVTRfL 

E6 

E_AD1 <- EDlR + K 
( ER + BIAJS3 ) 

CVTfT, MOVf, MNEGf 

11.20.5.1 

Constants 



Five bits (bits <BITMAP>(10), <BITMAP>(7), and <5:3>) of the exponent constants are driven 
from the control section into the exponent section. The other eight constant bits are hardwired 
to ground within the exponent block. The constants needed in stage 3 are: 


KO 


0000000000000 

1111111111111 


0 

-1 

K1 

» 

0000010100000 

- 

160 

K 2 

» 

0010000100000 

- 

1056 

K3 

- 

0000000011000 

- 

24 

K4 

« 

0000000101000 

- 

40 

K5 

• 

0000000110000 

- 

48 

K6 

- 

0000010000000 

- 

128 

K7 

- 

0010000000000 

- 

1024 


- NOT(KO) 

; CVT{B r K,X.}{F r D) 

; CVT{B,W,L}G 

; CVT{F,D,G}L/CVTR{F,D,G}L 
; CVT{F,D,G)W 
; CVT{F,D,G)B 
; CVT{D,G}F/CVTFD 
; CVTFG 


K1 and K2 are the BIAS1 constants, used in CVTif; K3, K4, and K5 are the BIAS2 constants, used 
in CVTfi and CVTRflL; K6 and K7 are the BIAS3 constants used in CVTff, MOVf, and MNEGf. 


11.20.5.2 Zero Detection 

The zero detectors are not used in stage 3. 
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11.20.5.3 Exponent Adder 1 

The exponent adder is a 13-bit static adder used to add or subtract two inputs. Each input is 
passed through a 2 to 1 selector and inversion logic prior to the adder. 

INP_1A can be selected from ED1R or K. If ISEL1_ED1R_A is asserted, then ED1R is passed 
through the selector. If ISEL1_K_A is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT_EA_AD1. INP_1A is never 
inverted in this stage. 

INP_1B can be selected from ED2R or K. If ISEL1_ED2R_B is asserted, then ED2R is passed 
through the selector. If ISEL1_K_B is asserted, then K is passed through the selector. Inversion 
of the adder input is then done based on the assertion of INVERT_EB_AD 1. 

The adder also contains a carry-in to the LSB cell, CIN_E_AD 1_H. The carry-in is primarily used 
for performing subtraction operations. The table below gives the carry value for each exponent 
operation category: 


Table 11-15: 

LSB Carry-In Values 

Category 

Carry In 

E0 

d 

El 

1 

E2 

0 

ES 

1 

E4 

1 

E5 

1 

E6 

0 


Since the adder is static, it begins its operation when the input data is valid near the falling 
edge of phase 2. Intermediate results in the exponent adder are valid by the middle part of the 
execute cycle and sent to the detection logic and output selector. 

11.20.5.4 Output Selector 

The output selector is used to select the output data from three different sources: edlr, e_adl or 
zero. This selection is done for the exponent output data (ED1R), the floating overflow (F_OVFR) 
and the floating underflow (F_UNFR). The selection is based on the assertion of two control 
signals, OSELl_ZERO and 0SEL1_E_AD1. 

OSELl_E_ADl if asserted, selects the output from E_AD1; for overflow and underflow, 
OSELlJE_ADl selects E_AD1_UNF and E_ADl_OVF. If 0SEL1_E_AD1 is deasserted, then the 
output is selected from ED1R; for overflow and underflow, OSEL 1_E_AD 1 deasserted selects 
ED1R_0VF and ED1R_UNF. This selection is done using a 2 to 1 selector. 

The selection of zero is done prior to the 2 to 1 selector described above. If OSELl_ZERO is 
asserted, then the inputs from E_AD1 and ED1R entering the 2 to 1 selector are both forced 
to zero. Then, since only one select line is used to control the selector, the zero value will be 
transferred to the output regardless of the assertion of OSELl_E_ADl. 

The output of the selector is latched every cycle and driven into the following stage. 
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The selection of the exponent output is shown in the following table. 


Table 11-16: Exponent Output Selection 


Exponent 

Operation 

Category 

Select ED1R 
if: 

Select E_ADl 
if: 

Force Zeros 
if: 

E0 

always select 

— 

— 

El 

fraction passed 
unshifted 

fraction shifted 

DIV: (elzr + e2zr) 
EFRADDf: (elzr * e2zr) 

E2 

fraction passed 
unshifted 

fraction shifted 

MUL: (elzr + e2zr) 
EFF.SUBf: (elzr * e2zr) 

E3 

— 

always select 

EFF.SUBf, deltaE=0: (f_zr) 
EFF.SUBf: (elzr * e2zr) 

E4 

— 

always select 

(f_zr) 

Eo 

— 

always select 

— 

E6 

— 

always select 

(elzr) 


As shown in the table above, some selection operations are dependent only on the operation 
category, while others also depend on whether the fraction adder result needed a one bit 
normalization. The control section implements the following equation: 

CSEZ2_E AC1 - I if GSEZ2 E API 

CSEL2_Er&Sl - S if SSELZ_ED1R 

OSZL2_£_AD2 - SHFT_DONE if (GSEZ2_£_AD * GSZZ2_ED2R) + RESET 

GSEL 1_E_AD 1 and GSEL1JED1R are generated in the control section, based on the opcode. 
SHFT_DONE is generated in the adder, based on the value of the adder output. If RESET is 
asserted, SHFT_DONE selects the exponent output. 

The overflow and underflow outputs that are selected are never used. 
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11.20.6 Sign Datapath 

The operation done in the sign datapath portion of stage 3 is shown in the table below. 

Table 11-17: Stage 3 Sign Datapath Operatlons/slgn_dp_oper 


Category 

Operation 

Condition 

SO 

f_3%slr_h <- f_2%slr_h 

always performed 


f_3%s2r_h <- f_2%s2r_h 


SI 

f_b%s_out_l <— f_3%bp _plsn 

performed during stage 4 bypass 


11.20.7 Control 

The control section generates all the control signals needed for stage 3, based on the opcode and 
several condition signals, such as E1ZR and F_ZR. It sends the opcode and necessaiy condition 
signals to stage 4. In addition, it contains some integer overflow detection logic, a 6-bit adder 
used in MULL, and logic to generate some control signals needed by stage 4. 
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The following table shows which categories of operations are performed in the fraction, exponent, 
and sign datapath portions of stage 3 for each opcode. Each category indicates a unique set of 
control signals to be driven. The control section generates these combinations of categories. 


Table 11-18: Categories of Datapath Operations 


Opcode Operation 

Categories of Datapath Operations 

Fraction 

Exponent 

Sign 

CVTff, MOVf, MNEGf 

F2 

E6 

SO 

CVTif 

F0 

E4 

SO 

CTVTfi, right shift 

F2 

E5 

so 

CVTfi, CVTRfL: left shift 

F0 

E5 

so 

CVTRfL, right shift 

F4 

E5 

so 

DIVf 

Fo 

El 

so 

EFFADDf 

F2 

El 

so 

EFF.SUBf, deltaE<2, opnds <> 0 

FO 

E3 

so 

EFF.SUBf, deltaE<2. opnd(s) = 0 

FI 

E3 

so 

EFF.SUBf, deltaE>l 

F3 

E2 

so 

CMPf; TSTf 

F2 

E0 

so 

MULf, MULL, 

F6 

E2 

so 


11.20.7.1 Miscellaneous Control Signals 

Most of the stage 3 control signals are generated in the control decoders, but some are generated 
or conditioned external to the decoders. These signals are described in this section. 

11.20.7.2 Data_Valid 

The data_valid signal sent to stage 4 is received from stage 2 and is enabled when there is no 
FBOX flush occurring and a stage 4 bypass is also not occurring. The equation for enabling 
F_3_C%3_DA3A W VALIDR_H is as follows: 


f_3%s 3_dv_snb ** NOT f_l%abort_b AND ( f_3%s4_bypass__abortr_h OR 

NOT ( f_3%s4_byp&ss_<BDb AND f_3%s 4_bypass_raqr_h )) 

This operation is performed before the end of the execute cycle. 

11 .20.7.3 Fault Bits and NEW_FOP 

There are three fault signals associated with each valid data that flows through the FBOX pipe. 
In addition to these three fault signals there is one more signal (newjfop) which indicates that 
there is a new FBOX operation is coming through the FBOX pipe. The three fault signals are 
named F_3%MMGT_FLT_L, F_3%MEM_ERR_L, F_3%RSV_ADR_L. A stage 4 bypass request can not be 
generated if any of the fault lines are asserted. The new_fop signal is cleared out of the FBOX 
pipe whenever an FBOX purge occurs. 


11—78 The Fbox 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


11.20.7.4 Signs_Not_Eql, Fb_Neg4 

Stage 3 generates two signals for use in stage 4. These signals are signs_not_eqlr_h and 
fb_neg4r_h The equation for signs_not_eql is: 


SIGNS_NCT_EQL - SI XOR S2 

FB_NEG4 is the signal used to negate the B input to the stage 4 fraction adder. The input is 
negated if stage4 needs to perform a two’s complement. The equation implemented is: 

E5_NEG4 - l (EEFSUZ * E_DXFF_ESL_0 * E_2iF_N) + 

(CVTFI + SIR) + ~ 

!SIGXS_NCT_EQL) ] * E_ I %FSOX_EYFASS_E 

11.20.7.5 Integer Overflow Logic 

Some of the logic used to detect the integer overflow condition for CVTfi and CVTRfL is located 
in stage 3. This static logic operates unconditionally, and its outputs are used by stage 4 when 
needed. 

The first function is IOVFL3. It implements the equation 


!DESTDT<WORD> * MNZGWR) + 

(DESTD T<L ONG> * HEEGLR) ] 

IOVFL3 detects integer overflow for CVTfi and CVTRfL (no round up), in the case where the 
hidden bit of the fraction becomes the MSB of the integer, and the sign is negative. In this case, 
a two’s complement must be performed on the integer. If the integer is 100.. .00, no overflow 
will occur since the result of the two’s complement will be 100.. .00, a negative number. This 
happens because in N bits, more negative numbers (one more) can be represented using two’s 
complement than positive numbers. Thus, there is no positive equivalent of the most negative 
number (100...00). If the integer is not 100...00, overflow will occur since the result of the two’s 
complement will be 0XX..XX, a positive number. 

The second function is IOVFL4. It implements the equation 


IOVFL4 <— (XOVFL4A + XOVFL4B) * CVTRfL 

XOVFL4A < — LNEGXR * SIR * E_DXFF_EQL_ 25R 

IOVFL4B <-- SIR * E_DIBT_EQL_24R * CRFL_RtJDR * MNEGLR 

IOVFL4 detects integer overflow for CVTRfL, in the case when rounding causes the integer to 
be incremented. IOVFL4A detects the case where the integer is Oil... 11, the result should be 
positive, and a round up occurs. IOVFL4B is used to detect a case not covered by IOVFL3. In 
general, if the hidden bit of the fraction becomes the MSB of the integer and the sign bit is 
negative, overflow will occur unless the integer is 100...00. However, for CVTRfL, overflow will 
also occur for an integer equal to 100 ...00 if the integer must be rounded up. IOVFL4B covers 
this case. 

IOVFL3 and IOVFL4 are sent to stage 4, which calculates the final integer overflow result. 
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11.20.7.6 Cin_B58 

The carry in to bit position <B58> of the fraction adder is generated outside the control decoders, 
using control signals generated by the decoders. (See Fraction Datapath Operation Summary.) 


CIX_B58 - F_1*F_K If operation Is DIVIDE 
CIfJ_B58 * STKY If operation Is EFFSOE , EDIFT>1 
CIF_B5S « 0 otherwise 

The decoders generate the signals indicating the operation type. 

11.20.7.7 Sel_Other 

The sel_other signal is used in the adder and output selector in order to permit selection of the 
normalizer output as the stage output. For all operations except CVTfi, the value of this signal is 
determined by the operation. For CVTfi, it is determined by the sign of the exponent difference 
obtained in stage 1. If the exponent difference is negative, a left shift is performed on the fraction, 
and stage 3 must select the normalizer output. If the exponent difference is positive, a right shift 
is performed, and stage 3 selects the adder output. (See Fraction Datapath Operation Summary.) 
Finally, the normalizer output is always selected in FBOX_Test mode and when the chip is reset. 
The equation implemented is the following: 


(CVTFI * F_3iSEl_ OTEER_E) + 

F_I*FB0X_3IF&SS_E f 
BESET 

The control decoders generate the signal F_3_C%SEL_OTHER_H, used for all operations except 
CVTFI. 


11.20.7.8 Left Shifter input Selection Signals 

There are two left shifter input selection signals: F_3%LSHFT_FD 1 R_H and F_3%LSHFT_FD2R_H . 
Either FJ2%FD1R or F_2%FD2R may hold the input to be left-shifted. (See Fraction Datapath 
Operation Summary.) F_2%FD2R holds the input if the operation is effective subtraction, with 
either input equal to zero. For all other operations, F_2%FD1R holds the input to be shifted. The 
equations implemented are the following: 


LSEFT_FD1R 


LSEFT_FD2R 


(F_ 1%FB OX_B YPASS_E * (EFFSOE * (E1Z + E2Z) ) ] + 
[F_I*FBOX_BYPASS_E * F_ I %S4_B XPASS_ENB_B] 


IF_I%FBOX_BYPASS_E * (EFFSOB * (E1Z + E2Z) ) ] + 
[F_l%FBOX_JBYPASS_E * F_I*S4_BXPASS_EEB_E] 
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11.20.7.9 Osel1_Zero 

This signal is used to force the stage 3 exponent output to zero. The equation implemented is as 
follows (see description of the output selector in the exponent section): 


OSEL2_ZERO - { [DIV * (E1Z 4 E2Z) ] 4 

[MUL * (E1Z 4 E2Z}] + 

l EFT ADD * (E1Z * E2Z) J + 

[EFFSVB * (E1Z * E2Z) ] + 

[EFFSUE * E_DXFF_EQL_0 * F_Z] 4 

fcvrif * r^zj ~ 

[CVTff * E1Z] 4 

[MOVf * E1Z] 4 

[MNESf * E1Z] ) * F_ 2 *FEOX_E YPASS_E 


11.20.7.10 Osel1_Ed1r 

This signal is used to select the stage 3 exponent output. If it is asserted, the contents of 
F_SG2 < £ED1R are chosen as the stage output; otherwise, the exponent adder output is chosen as 
the stage output. 



OSEL2 ED2R - 2 if [ Cifpf t 

ZSTf + 

F_I%-3CX_ErPZSS_E ] * RESET 


CSEZ2_ED2R - S~FT_DOKE if [ (EFFSVB * E_DZFFJ2T?_2 ) + 

EFFADD 4 

MOL 4 

DIV ] * F I iFB DX_B XFASS_E 4 

RESET 


11.20.7.11 MULL Adder 

The multiplier array in stage 2 generates 64-bit sum and carry vectors for MULL. The 58 MSB’s 
are combined in the fraction adder in stage 3. The 6 LSB’s (<B58:B63>) of each vector must be 
added together in the control section of stage 3. The six sum bits generated are sent to stage 4 
(as are the MSB sum bits). Any carry out of the six LSB’s has been previously incorporated in 
the MSB’s in stage 2. 


11.21 STAGE 4 

Stage 4 of the pipe is used to do various terminal operations of an instruction. It does round 
or a 2’s complement on the result of stage 3. The result of stage 4 is the final result which is 
sent to the interface section. Stage 4 finds the sign of the final floating result and outputs it to 
the interface. Stage 4 also detects the following conditions: integer overflow, floating overflow, 
floating underflow, zero result, negative result, reserved operand and floating divide by zero. 
In addition to this, it sets the correct condition codes (PSL.Z AND PSLJST). Stage 4 also checks 
whether the condition for CMP and TST instruction is met or not. For CMP, the correct condition 
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codes are set. During any CMP instruction, stage 4 forces the fraction and exponent datapath 
output to zero. When reset is asserted only one path of selector will be enabled in the fraction 
adder selector logic. 

11.22 FRACTION DATAPATH 


Figure 11-28: Fraction Datapath Block Diagram 
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11.22.1 Fraction Implementation Description 

FRACTION DETECTION LOGIC 

The detection logic in the fraction datapath is connected directly to the output from stage 3. The 
F_3%FD1R_H and F_3%MILSBR_H outputs from stage 3 are necessary for the detection logic. 
The detection logic works unconditionally and no control signals are provided to the logic except 
clocks. The detection logic detects a zero result for MULL and CVTfi instructions. It also detects 
overflow for the MULL instruction. Overflow for MULL occurs when the 32 msb’s of the 64-bit 
result are not equal to the sign extension of the low half (32 lsb). 

SELECTOR 

The selector drives the selected input into the adder. The selector either selects F_3%FD1R_H 
unshifted or shifted left by eight bits. It can also negate the selected input. The control 
input to the selector is SEL_MULL_L, SEL_MULL_H, FB_NEGR_H, and FB_NEGR_L. If 
the SEL_MULL_H is high then it is a MULL instruction and the F_3%FD1R_H and 
F_3_C9cMILSBR_H is selected, shifted left by eight bits. If SEL_MULL_H is low, then the 
F_39cFDlR_H is selected without any shifting. If FB_NEGR_H is high then the selected input is 
complemented. The complementing is necessary for doing a 2’s complement if certain conditions 
are satisfied for EFFSUB and CVTfi instructions. 

ADDER 

The adder is used for the terminal operation of the result, i.e. for rounding, to find the 2's 
complement of the result and to add zero to the input. The last case is used when the input to 
stage 4 is to be passed as output of stage 4. The adder also drives the result selection signals. 
One input (FB) to the adder is F_4_A%BIN_H and the other input (FA) is always zero. The 
RND*, CIN_B58 and CINB55_ONE signals are driven to the adder by the control of stage 4. 

SHIFT DETECTION LOGIC OF ADDER 

If enabled, the adder examines the sum bits <A0:B1> to determine whether a one bit shift right 
is needed to normalize the result. The instructions which may require a one bit right shift are: 
EFFADDf, EFF.SUBf, MULf, DIVF, CVTif and CVTff. For all these instructions the result from 
stage 4 fraction adder could be of the form 0.1XX.., 0.00..., or 1.XX.. . 

If the shift detection logic is disabled, then the signal indicating "no shift needed" will be forced 
valid. This logic is also conditioned with another signal, which is used to force all of the shift 
detection signals to their invalid value. Since these shift detection signals are used to drive the 
output selector for the stage, this feature permits the selection of a stage output other than the 
shifted or unshifted adder result. 

The logic used to control the shifting is as follows: 

£_*_a%det_shrl_h « AO * shift_en * sel_other 

£_*_a%det_pass_h - { [ <A0*B0 + A0*B0*B1) * shift_«n} + shift_en) * sel_oth«r 


DET_SHR1 detects the case in which the fraction result is 1.XX..XX, and thus the fraction must 
be shifted right by one bit to be normalized. DETJPASS detects several cases: first, the case 
in which the fraction result is 0.1XX..XX; second, the case in which the fraction result is zero 
(0.00XX..XX); last, the case in which the shifter is disabled. 


DIGITAL CONFIDENTIAL 


TheFbox 11-83 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


1-BIT RIGHT SHIFTER 

The input to the 1-bit shifter is the adder result. The output of the 1-bit shifter is the adder 
result unshifted (RESN) and the adder result shifted right by 1-bit (RESS). The 1-bit shifter 
works unconditionally. The shifter is used to right shift a fraction overflow result in case of 
fraction overflow for floating point instructions. If fraction overflow has occured then the shifted 
result is used, otherwise the unshifted result is used. 

RSELECTOR 

The RSELECTOR selects the final result for an instruction. The output of the selector is latched in 
PH3J2 which is passed to the interface. The inputs to the RSELECTOR are the two outputs from 
the 1-bit shifter and zero. For the CMP instruction and for floating destination type instructions 
if the final result is zero then it selects zero. For all other instructions the selector selects the 
1-bit right shifter output (RESN or RESS). 

BUS DRIVERS 

The BUS DRIVER section drives the final stage 4 result to the output interface on an active-low 
precharged bus, F_B%F_0UT_L<B1:B55>. This bus is shared with stage 3 which uses it to bypass 
stage 4 for certain instructions. The input to the BUS DRIVER section is F_4%FD1R_H<B1:B55>. 
During PHT_3, if stage 4's data_valid bit is set and the underflow condition is not detected, the 
inverted value of F_49cFDlR_H<Bl:B55> is driven onto the bus. If underflow is detected then 
the bus is not driven. This represents a zero being driven to the output interface. The fraction 
sign bit (SIR), the PSL.N bit, and the exponent data bits are all driven to the output interface in 
the same manner. 

11.22.2 Fraction Operation 

The operations performed in the fraction datapath are shown in the table below. 


Table 11-19: Fraction Datapath Operations 


Condition 

Floating Operation 

ADDER 

SHIFTMEN 

EFFJSUB AND FN=1 AND DeltaE=0 

FD1R <- 0 + NOT FB + 1 

Y 

EFF.SUB AND FN=0 AND DeltaE=0 

FD1R <- 0 + FB 

Y 

EFF_ADD OR (EFF.SUB AND NOT DelatE=0) 

FD1R <- 0 + FB + Rndx 

Y 

MULf 

FD1R <- 0 + FB + Rndx 

Y 

DIVf 

FD1R <- 0 + FB + Rndx 

Y 

CVTlf 

FD1R <- 0 + FB + Rndx 

Y 

CVT27MOV 

FD1R <- 0 + FB + Rndx 

Y 

MNEG instruction 

FDlR <- 0 + FB 

N 

CVTfi AND S1R=0 

FD1R <- 0 + FB 

N 

CVTfi AND S1R=1 

FDlR <- 0 + NOT FB + 1 

N 

CMP/TST and PIPELINED CMP inst. 

FDlR <- 0 

N 

MULL 

FDlR <- 0 + FB 

N 
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Table 11-20: Fraction Datapath Operation Summary 


OPC 

Conditions 
EDIFF ElZ 

Value 

E2Z 

F_Z 

FDlR 

Inputs 

MELSBR 

Output 

FDlR 

E_A 

X 

0 

X 

X 

V 

X 

SUM 

E_A 

X 

X 

0 

X 

V 

X 

SUM 

E_A 

=0 

1 

1 

X 

X 

X 

0 

E_S 

=0 

X 

X 

0 

V 

X 

SUM 

E_S 

=0 

X 

X 

1 

X 

X 

0 

E_S 

=0 

1 

1 

X 

X 

X 

0 

E_S 

>0 

0 

X 

X 

V 

X 

SUM 

E_S 

>0 

X 

0 

X 

V 

X 

SUM 

MULf 

X 

0 

0 

X 

V 

X 

SUM 

MULf 

X 

1 

X 

X 

X 

X 

0 

MULf 

X 

X 

1 

X 

X 

X 

0 

DIVf 

X 

X 

0 

X 

V 

X 

SUM 

DIVf 

X 

X 

1 

X 

X 

X 

0 

CVT if 

X 

X 

X 

0 

V 

X 

SUM 

CVTif 

X 

X 

X 

1 

X 

X 

0 

CVTff 

X 

0 

X 

X 

V 

X 

SUM 

CVTff 

X 

1 

X 

X 

X 

X 

0 

MOV/N 

X 

0 

X 

X 

V 

X 

SUM 

MOV/N 

X 

1 

X 

X 

X 

X 

0 

CVTfi 

X 

0 

X 

X 

V 

X 

SUM 

CVTfi 

X 

1 

X 

X 

X 

X 

0 

MULL 

X 

X 

X 

X 

V 

V 

SUM 

CMP 

V 

V 

V 

V 

X 

X 

0 


E_A/£_S - Eff add/Eff substarct. 
MOWN - - MOV/MNEG instruction 
0 - Zero result. 

X - Don't care 
V - Valid 
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The "=0" and ”>0" under the EDIFF value column for E_A or E_S refers to the exponent difference 
value being equal to zero or greater than zero respectively. 


1 1 .23 EXPONENT DATAPATH 


Figure 11-29: Block Diagram of Exponent Processor 
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11.23.1 Exponent Block Description 


The exponent block can be used for various functions. In stage 4 it is used to increment the stage 
3 exponent result. It is also used to detect the floating underflow and floating overflow conditions 
on the final result. The zero detector result is used for CVTfi overflow detection logic. The final 
exponent result is either the stage 3 result, or the stage 3 result incremented by one, (if there 
is overflow) or zero. As the selection of the final result is done near the end of a cycle, floating 
overflow and underflow are computed for all possible results and the correct one is chosen with 
the result. 

11.23.2 Exponent Operation 


In the exponent datapath, the stage 3 exponent result is incremented unconditionally for each 
instruction. Then, depending on the instruction and the fraction result, the correct exponent 
is selected. The three possible exponent results are: the stage 3 exponent result, the stage 
3 exponent result incremented by one, and zero. For instructions having integer as the final 
output, the exponent is a don’t care. 


11.23.3 Floating Overflow and Underflow Detection 

Floating point overflow and underflow is detected on the output of the exponent adder as well as 
the exponent data (ED1R). 

Floating point overflow requires detecting a case when the exponent is larger than the largest 
biased exponent of 255 for F and D, and 2047 for G. The overflow is detected as follows, where 
e<12:0> represents the exponent: 


For F and D: Overflow - e<12> * ( e<ll> + e<BITMAP> (10) + e<9> + e<8>) 


for G: overflow « e<12> * e<ll> 

The floating overflow signals, ED1R_0VF and E_ADl_OVF, are only asserted if an overflow is 
detected and the appropriate enable signal is asserted. The enable signals are en_fd_type_l and 
en_g_type_l, they signal whether a floating point operation is being performed and what the data 
type is. 

Floating point underflow requires detecting the case when the exponent is smaller than the 
minimum exponent. Since the smallest biased exponent is 1 for F, D and G, the following logic 
detects underflow: 


for F,D and G: 

underflow ■ e<12> + NOR (e<0> to e<12>) , which reduces to, 
- e<12> + NOR (e<0> to e<ll» 
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As with overflow, the underflow signals, ED1R_UNF and E_AD1_UNF, are asserted only if an 
underflow is detected and one of the enable signals is asserted. 

The overflow and underflow signals are selected as described in the output selector section. 

11.23.4 Output Selector 

The output selector is used to select the output data from three different sources: edlr, e_adl or 
zero. This selection is done for the exponent output data (ED1R), the floating overflow (F_OVFR) 
and the floating underflow (F_UNFR). The selection is based on the assertion of two control 
signals, OSELl_ZERO and SHFT.DONE. 

SHFT_DONE, if asserted, selects the output from E_AD1; for overflow SHFTJDONE selects 
E_AD1_UNF and E_AD1_0VF. If SHFT_DONE is deasserted, then the output is selected from 
ED1R; for overflow and underflow, SHFT_DONE deasserted selects ED1R_0VF and ED1R_UNF. 
This selection is done using a 2 to 1 selector. 

The selection of zero is done prior to the 2 to 1 selector described above. The selection for the 
exponent result is done as follows. If the final result is know to be zero then a zero result is 
selected. The PSL.Z bit (see below under miscellaneous logic) is asserted if the final result is 
zero, which asserts OSELl_ZERO. If OSELl_ZERO is asserted, then the inputs from E_AD1 and 
ED1R entering the 2 to 1 selector are both forced to zero. Then, since only one select line is used 
to control the selector, the zero value will be transferred to the output regardless of the assertion 
of SHFT_DONE. 

The output of the selector is latched during PHI_2 of every cycle and driven to the BUS DRIVER 
section. 

BUS DRIVERS 

The BUS DRIVER section drives the final stage 4 result to the output interface on an active-low 
precharged bus, F_B%E_OUT_L<10:0>. This bus is shared with stage 3 which uses it to bypass 
stage 4 for certain instructions. The input to the BUS DRIVER section is F_4_E%ED1R_H<10:0>. 
During PHI_3, if stage 4’s data_valid bit is set and the underflow condition is not detected, the 
inverted value of F_4_E9bEDlR_H<10:0> is driven onto the bus. If underflow is detected, the bus 
is not driven. This represents a zero being driven to the output interface. 
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Table 11-21: Exponent Datapath Operation Summary 


OPC 

Conditions 
EDIFF ElZ 

Value 

E2Z 

F_Z 

Input 

EDlR 

Output 

EDlR 

E_A 

X 

0 

X 

X 

V 

V 

E_A 

X 

X 

0 

X 

V 

V 

E_A 

=0 

1 

1 

X 

X 

0 

E_S 

=0 

X 

X 

0 

V 

V 

E_S 

=0 

X 

X 

1 

X 

0 

E_S 

=0 

1 

1 

X 

X 

0 

E_S 

>0 

0 

X 

X 

V 

V 

E_S 

>0 

X 

0 

X 

V 

V 

MULf 

X 

0 

0 

X 

V 

V 

MULf 

X 

1 

X 

X 

X 

0 

MULf 

X 

X 

1 

X 

X 

0 

DIVf 

X 

X 

0 

X 

V 

V 

DIVf 

X 

X 

1 

X 

X 

0 

CVTif 

X 

X 

X 

0 

V 

V 

CVTif 

X 

X 

X 

1 

X 

0 

CVTff 

X 

0 

X 

X 

V 

V 

CVTff 

X 

1 

X 

X 

X 

0 

MOV/N 

X 

0 

X 

X 

V 

V 

MOV/N 

X 

1 

X 

X 

X 

0 

CVTfi 

X 

X 

X 

X 

X 

X 

MULL 

X 

X 

X 

X 

X 

X 

CMP 

X 

X 

X 

X 

X 

0 


E_A/£_S - Eff add/Eff aubstarct 
MOV/N - MOV/MNEG instruction 
X • Don't care 
V - Valid 

The ”=0” and ”>0" under the EDIFF value column for E_A or E_S refers to the exponent difference 
value being equal to zero or greater than zero respectively. 
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11.24 Control 


Figure 11-30: Control Block Diagram 


! 

I STAGE 4 DECODER. 

I 


IF 3 C%FOP_FLOWR_H<5 : 0> 

I 

I I F_I%FBOX BYPASS_H 

I I 

V V 


I — > EFF SUE 
I — > SKIFT_EN 
I— > MULL 


! 


i > CVUFC 

! — > RED 

I— > es&bet 


!< — PHI1 



I LATCHES 


i<— PHI2 


i 

I F_4_C%FOP_FLOWR_H<5 : 0> 

V ~ (TO MISC LOGIC OF STAGE 4 ) 


11.24.1 Control Block Description 

The control block supplies all the control signals for various operations in stage 4 and also sends 
the control information to interface delayed by a cycle. The control block gets it’s input from stage 

3. 

11.24.2 Control Block Implementation 

The main control is implemented with a PLA. The inputs to the PLA are the opcode and bypass 
signals. All the instruction information is encoded in FOP_FLOWR_H. The following control 
information is decoded in the PLA EFFJSUB, SHIFTMEN, MULL, CVTFI, END, ENA.DET and 
PCMPR. SHIFT JEN is asserted for CVTif, CVTDF, ADD/SUB, DIVf, MULf. END is asserted for 
CVTif, CVTff, ADD/SUB, DIVf, MULf. ENA.DET is asserted for CVTff, ADD/SUB, DIVf; MULf, 
CVTff, CVTif. 

The destination data type is decoded to get six signals for each datatype. They are: 
FTYPE,DTYPE, GTYPE, BYTE, WORD and LONG. 
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The logic used to generate other control signals in stage 4 are as follows: 


md_en_h - f op_f lowr_h<2> * rad_h * <eff_sub AND e_diff_eql_0r) 

£op_flowr_h<2> : If this signal is low for instruction in pipelined mode requiring rnd, 

then md is disabled, i.e. it is a truncate mode. 

mdf_h - md_en_h * ftype 

mddi_h « md_en_h * dtype 

mdg_h * rnd_en_h * gtype 

cin_b56_h » e_diff_eal_0r_h * eff_sub * f_r.r_h 

cinb55_one_h - (cvtf i_h * slr_h) + ( signs_not_eair_h ) 

fb_neg_h is generated by stage 3 and sent as f k_neg4r_h to stage 4. The equation 

implemented in stage 3 is : 

£b_neg_h « (cin_b5B_h + cinb55_one) * f_i%fbox_bypass_h 

sei_other_h « pcmpr OR pslz_f_h 

pslr_f_h : This signal will be high if the result for a floating destination result 
is C and if for a CM? instruction if both the operands are same. 


11.25 MISCELLANEOUS AND SIGN LOGIC 


Figure 11-31: Miscellaneous Pla Block Diagram 
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11.25.1 Miscellaneous Sign Logic Implementation 

Stage 4 is used to find the sign of the final result, condition codes and exceptions. Specifically it 
does sign computation, integer overflow detection, zero result detection, negative result detection, 
reserved operands and floating divide by zero detection by utilizing the information provided from 
the previous stages of the pipe. If the result is zero, stage 4 will force its output to zero. In the 
case of floating underflow, the sign, PSLN_F_H, fraction, and exponent of the result are forced to 
zero. 
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11.25.2 Sign and Negative Result Logic 

The sign of the final result and the PSL.N status bits are the same except for CMP and TST 
instructions. For CMP and TST instructions, the sign bit is a don’t care and the PSLN bit is 
high if the first operand is strictly less than the second operand. If the final result is a zero 
then the sign bit and the PSLN bit should be forced to zero. The PSL.Z (see below) bit is set 
if the result is zero, which is used to force the sign and the PSL.N bit to zero. For the integer 
instruction the sign is already in the result, and hence sign is computed only for floating results. 
Hence the PSL.N bit for floating result PSLN_F_H is same as the sign bit. The signals, PSL.N 
and PSL.Z, are driven to the output interface on the active-low precharged bus which is shared 
with stage 3. During PHI_3, if stage 4’s data_valid bit is set and the underflow condition is not 
detected, the inverted value of PSL.N is driven onto the bus. The inverted value of the PSL.Z 
signal is also driven onto the bus during PHI_3, if the data_valid bit is set, regardless of the 
underflow condition. The interface uses these signals to determine if the CMP condition is met 
or not. 

The PSL.N bit is obtained as below. 

If PEL.! uner. PSL.N - 0 

For EFFADD/EFFSUB the PSLN bit of the result is given as follows. 


For MULf and DIVf the PSL.N bit of the result is the XOR of the sign of the input operands. 

PSL.N - signs_r.3t_eql * (KULf + DIVf) 

For MOV, CVTff and CVTif the PSLN bit of the result is the sign of the input operand. For 
MNEG instruction the PSLN bit of the result is the inverse of the sign of the input operand. 

PSL.N « sir * (MOV + CVTff + CVTif) + sir * MNEG 
For CMP and TST instruction the PSL.N bit is 
PSL.N « [signs_not_eql*slr + 

signs_eql*{ e_diff_eql_0 * (f_n XOR sir) * ~Fz + 
e_diff_eql_0 * (sir XOR e_n) * (CMP + TST) 

All the above computations are done in the miscellaneous PLA. As the number of minterms for 
psln logic was large, two signals are generated in the PLA, which are OR’ed outside and AND’ed 
with PSLZ_F_H, to give the final PSLN_F_H. Sign has to be computed only for instructions 
considered above. For all the above instruction the final sign is either the PSLN bit or it is a 
don’t care, hence 

F_4%S1R_H - PSLN_F_H 

For CVTfi and MULL, the PSL.N bit is the MSB of the final result. For MULL and CVTfi 
(destination long), the MSB is SUM<B24>. For CVTfi with destination of word the MSB is 
SUM<B40> and with destination of byte the MSB is SUM<B48>. Also when the destination is 
byte and word, the only instruction possible is CVTfi. Hence the PSLN bit is 

PSL.N « SUM<B24> * (LONG * CVTfi + MOLL ) + 

SUM<B40> * WORD + SUM<B48> * BYTE 
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11.25.3 Integer Overflow 

Integer overflow is possible for MULL and CVTfi instructions. The overflow condition for the 
convert floating to integer instruction is determined in stages 1, 3 and 4 of the pipe. For MULL 
instruction, the overflow is determined in stage 4. All these conditions are combined to give the 
integer overflow signal to the interface stage. 

OVERFLOW DETECTION FOR CVTfi 

The CVTfi instruction overflow detection operation performed in all the stages is given below. All 
constants are in decimal. 

Let the exponent of input operand be El, then the actual exponent of the floating number is 
El-bias. Let that number be ACTUAL_EXP. 

hence, 


X • 8 * S £.nci D 

1 - IC24 ; fcr G ivpe 

Let DEST_LEN equal the length, in bits, of the destination result 
hence, 







were 


i nstr: 




For convert from floating to integers of length 8(B), 16(W), 32(LW) integer overflow occurs under 
the following condition. 


1. if actual_exp > dest_len 

2. if actual_sxp - dest_ler. and slr-0 

2. if actu=l_e:-:r - dest_ier. and sir* I and the integer pert i or. 
is net equal to the most negative number 

4. for CVT rounded to long only, in addition to the above conditions the 
following conditions have to be checked: 

a) if actual_exp - 31 and sir - 0 and the 32 bits of the integer part 
are of the form 01111... ill and the remaining fraction is greater than 
or equal to 0.5. 

b) if actual_exp * 32 and sir - 1 and the 32 bits of the integer part 
is of the form 10000... 000 and the remaining fraction is greater than 
or equal to 0.5. 

The actual detection of the above conditions are done in stages 1, 3 and 4. 
In stage 1 the following signals are generated. 


lnegir 

mnegbr 

mnegwr 

mnegbr 

crfl_rndr 

e_diff eql_24r 

e_diff_egl_25r 


Least negative integer; high if <B0:B31> of F_I%FD1R_H are 1 
Most negative byte; high if <B1 :B"?> of F_1%FD1R_H are 0 
Most negative word; high if <B1:B15> of F_I%FD1R_H are 0 
Most negative longword; high if <B1:B31> of F_I%FD1R_H are 0 
Convert floating to longword round bit; <B32> of F_2%FD1R_H 
exponent difference equals 24 
exponent difference equals 25 


In stage 3 an exponent difference (see below) is done to determine the first three conditions for 
CVTfi overflow. The fourth condition for CVTRfL is also determined in stage 3. 
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Let El be the exponent of the incoming operand in stage 3 and ER be the result of the subtraction 
in stage 3. ER is send to stage 4. 

ER « (bias + dest_len) - El 
« constant - El 

Above Constant Values 


F, D — > B 0136 

F,D — > W 0144 

F,D — > L 0160 

G ~> B 01032 

G — > W 01040 

G --> L 01056 


Stage 3 sends out two signals, IV3 and IV4, to stage 4 for CVTfi overflow detection. They are 
generated as follows. 


iv3 - sir * mscfr for desc_ler. - 8 (f-->BYT2) 


- sir ■' mecvrr for d«sc_Ier. « 16 (f — »'“? Oj 


- sir - rr.srlr for d*sr_ler - 22 (f — ^CKS'CRO) 


iv4 - (Inacir » sir * *_diff_aci_23 

- ssoarlr T sir * orfl_rr.tr » «_tif f _*ql_2 4 ) * (CVTRfL) 

In stage 4 the following operations are performed. Let, 

«1<12:C> « arron«r.t result frcr. srace 2 suistrarticn 

e_r. « o:.« strr. of: of *1 el<12> 

eiz * 1, el<12:0> is zero 

The first two conditions is determined as 

cvtf i_ovfi!2 - e_r. t elz * sir 

The third condition for CVTfi overflow is determined as: 

cvtfi_ovf!3 - elz * iv3 

The fourth condition for overflow is given by iv4. Finally the CVTfi overflow is determined as 

cvrf i_ovfl - (cvtf i_ovfll2 4 cvt£i_ovfl3 4 iv4) ♦ ( CVTfi) 

OVERFLOW DETECTION FOR MULL 

For MULL integer overflow occurs if the high half of the double length result is not equal to the 
sign extension of the low half. The following condition is determined on MULL result to detect 
integer overflow. The register F_3%FD1R_H<B0....B32> contains the high 33 bits of the MULL 
64-bit result. 

mull_zero - NOR OF BITS f dir (BO) THROUGH fdlr(B32) ;33 BITS 
mull_one - AND OF BITS f dir (BO) THROUGH fdlr(B32) ?33 BITS 

mull_ov£ - [mull_z«ro * mul l_one ] * MULL 

The integer overflow is defined as: 

I_VR H - cvtf i_ovf 1 4 ( jnull_ovf * f_iounf r_h) 
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11.25.4 Zero Result 

When the final result is zero then the zero flag (PSL.Z) bit has to be set. Different instructions 
are analyzed. 

For EFFADD/EFFSUB a zero result is possible when a) Both the input operands are equal and 
it is an effective SUB operation or b) Both the input operands are zero. 

PSL.Z - (cf f_sub * f_z * e_diff_eal_0) + ( <el_z * e2_z) ] (ADD+SUB) 

For a floating multiply instruction, zero result is possible only when one or both the input operands 
is zero. 

PSL.Z - (el_z + *2_z) * KULf 

For a floating divide instruction, a zero result is possible only when the dividend is zero. i.e. the 
second operand is zero. When the first operand, the divisor, is zero then it is floating divide by 
zero. "When a floating divide by zero occurs then the PSL.Z bit is a don’t care. 


For MOV/MNEG/CVTff instructions zero result is possible only when the input operand is zero. 


For CMP/TST instruction zero flag has to be set when operand 1 is equal to operand 2. For the 
TST instruction operand 2 is zero. 


PSL.Z - <signs_eql * e_diff_eql_0 * f_z) * (CK? 4 TST) 

For convert integer to floating instructions the result is zero if the input integer is zero. 

PSL.Z - f_z * CVTif 

All the above computation is done in the miscellaneous PLA. The output of the miscellaneous 
PLA is PSLZ_F_H, as only the PSL.Z bit for floating instruction was considered. 

For integer multiply instructions and all convert floating to integer instructions, zero result is 
possible for many different input operands. Hence the final result will be checked for zero result. 
For the CVTfi instruction, stage 4 is used to do a 2’s complement. The 2’s complement of zero 
is again zero, and the 2’s compliment of any non-zero number will not be zero. Hence the zero 
condition can be detected at the input of stage 4 rather than at its output. For MULL the low 
order 32 bits of the result need to be checked for zero result. The register MILSBR has the 6 low 
bits of 32-bit lsbs and register FD1R<B32:B57> has the other 26 bits of the 32-bit lsb result. The 
conditions which are generated are as follows: 


f 

4_d%zero_mll_h 

- 

NOR 

Of 

f“ 

4_d%zero_byt_h 

- 

NOR 

of 

f~ 

_4_d%z«ro_wor_h 

■ 

NOR 

of 

f“ 

4_d% zer o_mu l_h 

- 

NOR 

of 

f 

4 d%zero Ion h 

- 

NOR 

of 


f_3%fdlr_h<B56 :B57> * NOR of f_3 cmllsbx_h<5 : 0> 
f 3%fdlr_h<B48:B55> 
f~3%fdlr_h<B40 ;B47> 
f_3%fdlr_h<B32 :B39> 
f 3%fdlr h<B24:B31> 
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The zero detection is done as follows, 

zero_b - NOR OF FD1R(B48) THROUGH FD1R(B55) ;8 bits 

- f_4_d%zero_byt_h 

zero_w - NOR OF FD1R(B40) THROUGH FD1R(B55) ;16 bits 

« f _ 4_d% z er o_byt_h * f_4_d%zero_wor_h 

zero_l - NOR OF FD1R(B24) THROUGH FD1R(B55) ;32 bits 

« zerc_w * f_4_d%zero_mul_h * f_4_d%2erc_ior._h 

zero_mull - {NOR OF FD1R(B32) THROUGH FD1R(B57)) * 

(NOR OF KIliSBR { 0 ) THROUGH MILSBR(5>) 

- zero_w * f_4_d%zero_mul_h * f_4_d%zer©_mil_h 

PSL. 2 - zerc_l * (long * CVTfi) + zero_w * word + 

zero_b * byt« + z«ro_l * z«ro_ntull * MULL 

During PHI_3, if stage 4’s data_valid bit is set, the inverted value of the PSL.Z bit is driven onto the 
active-low shared bus. 


11.25.5 Reserved Operand 

The reserved operand fault is checked in stage 4 of the pipe. A reserved operand fault is possible 
only when the input operand is floating type. When a reserved operand fault occurs the other 
condition codes are overridden. The reserved operand detection is done in the miscellaneous pla. 

For one operand instruction: 

RZS.ORD - (f_3_c%ftlzr_h * f_3%slr_h) * (MOV + MNEG + CVTff + CVTfi + TST) 

For two operand instruction: 

RES.OFD - ( f _3_c%el zr_h * f_3%slr_h + f_3_c%e2zr_h * f_3%s2r_h) * 

(RUD+ SUB + CTVf + MULf + CMP) 


11.25.6 Floating Divide by Zero 

When a floating divide by zero occurs, the f_div_by_zero bit has to be set. The floating divide by 
zero fault occurs if operand 1 is zero. The logic is done in miscellaneous PLA. 

£_div_by_zero - [ f_3_c%«lzr_h * f_3%slr_h] * (DlVf) 
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11.26 FBOX TESTABILITY 

This section describes FBOXJItest mode of operation. FBOXJItest mode would primarily be used 
during chip debug and possibly during manufacturing tests. 

11.26.1 FBOXJTest Control Signals 

Two FBOX input signals are associated with FBOX_Test mode. E %FB OX_TEST_ENB_H 
is received from the EBOX, latched during PHI1, and driven down the FBOX pipe as 
F_I%FBOX_BYPASS_H. Assertion of E%FBOX_TEST_ENB_H puts the FBOX into FBOXJEest mode. 
A second signal, E%FBOX_S4_BYPASS_ENB_H, has the function of selecting two slightly different 
modes of FBOXJItest mode. E%FBOX_S4JBYPASSjENB_H is received from the EBOX by a PHU 
latch and driven into the Fbox core as F_I%S4_BYPASS_ENB_H by a following PH33 latch . 

11.26.2 FBOXJTest Mode Description 

FBOX_Test mode allows simple testing of the FBOX fraction and exponent datapaths. When 
in FBOXJTest mode, the basic operation of each stage is to pass fraction and exponent data, 
unchanged, from its input to its output. Thus, the test mode features allow FD1R or FD2R to 
be passed through the fraction datapath and ED1R to be passed through the exponent datapath. 
Selection of whether to pass FD1R or FD2R to the Fbox output is done, in Stage3, by looking at 
the value of F_IVcS4_B YPASS_ENB_H . SIGN bit processing is not affected by FBOXJTest mode. 


11.26.2.1 FBOX Section Operation During FBOXJTest Mode 

Input and Output — The Input and Output sections of the FBOX operate as normal. 

Divider — In the Divider, F_I%FBOX_BYPASS_H assertion forces F_D_C%DIVDONE_DAT_H to be 
asserted to Stage 1 effectively bypassing the Divider. This enables Stage 1 to use data supplied by 
the Input interface as the result of the Divider stage. 

Stagel — In Stagel, F_I%FBOX_BYPASS_H assertion forces Stagel output register select signals 
to a state that writes the Stagel FD1R, FD2R, and ED1R output registers with the contents of 
the Input interface FD1R, FD2R, and ED1R respectively. 

Stage2 — In Stage2, F_I%FBOX^BYPASS_H assertion forces right-shifter control to a "shift_of_zero" 
in order to pass FD1R through Stage2. Output register select signals are forced to a state 
which writes the Stage2 FD1R and ED1R output registers with the contents of the Stagel FD1R 
and ED1R. Stage2 FD2R is always written with the contents of Stagel FD2R irrespective of 
FBOXJItest mode. 

Stage3 — In Stage3, F_I%FBOX^BYPASS_H assertion forces left-shifter control to a ’’shift_of_zero” 
in order to pass FD1R or FD2R through Stage3. Selection of whether to pass FD1R or FD2R is 
done by the value on F_I%S4_BYPASS_ENB_H and output is on Stage3’s FD1R. Stage3 ED1R output 
is written with Stage2 ED1R input while in FBOX_test mode. Stage3 fraction output selectors 
are forced to output the contents of the left_shifter during FBOXJItest mode. The following 
table describes Stage3 operation modes and data driven on various busses for different modes of 
operation. 
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The main features cf this implementation are: 

o Either FD1R or FD2R can be selected to pass directly through the FBOX 

o The two shared busses between Stages 3/4 and the output interface can 
be selectively driven by Stage 3 or Stage 4. 

o Provides visibility of the Stage3 miniround incrementer results. 


F I%FB0X BYPASS H 


F_ I% S 4_3YPASS_ENB_H 

| Value Appearing On Busses 


1 1 
1 1 
1 1 
1 ! 

W 

Stage 3 Operation 
Mode 

Miniround 

Incrementer 

Input 

F_B%F_0t7T_KBl :B55> F_3%FD1R_H<A0 :B58> 

F_B % E_0UT_L < 1°: 0> 

F_3%EI 

! 00 I 
i ! 

Normal Operation w/ 
S4_3ypass « OFF 

! Opcode 
1 Dependent 

I Stage 4 fraction 
1 result 

| Stage 3 fraction | 
| result I 

Stage 4 exponent 
result 

1 Stage 
1 re 

I 01 1 
,10 ! 

Normal Operation w/ 
S4_3ypass « ON 

S4_Bytass « OFF 

1 Opcode 
i Dependent 

■few**** W* 

I Op sod* 

! Depen den. 

l Stage 3 fraction 
1 result if Stage 4 
(bypassed, else 

*w»* lew 

1 Stage 4 Driven 
! FDIR_H<BI:5S5> 

i Stage 3 fraction j Stage 3 exponent 
I result i result if Stage 4 

I 1 bypassed, else 

i 1 Stage 4 exponent 

:FD1R ; _H<A0:55S> 1 Stage 4 Driver. 

! * I ED1R_H<10 : C> 

i Su£C€ 
i re 

i 

i i 

S4_5vpass • 
rypssssrie crrcde 

! Dependent 
! see 
1 footnote 

1 FD2R_H<S1 :bS5> 

i 

i 

! 1 

* 1 ’ ! 

1 i 

EDlR_H<ie:0> 

i 

1 

i i 

i i 

i i 

S4_Bypass - ON, 
ncn-bypassabie opcode 

I Dependent 

I 

1 

1 FD2R H<B1:B55> 

! 

1 * 

iFDDR H<AI :B5S> 

1 1 

1 1 

1 * 1 

SDiR_H<10:0> 

i 

i 

i 

* « 

All fraction data bits 

are passed 

through Stage 3, as 

received, by way cf the left shifter. 



** - In FBOX_Test mode, with S4_Bypa ss on and a bypassable opcode in Stage3 the majority but not all of frac 

bits are passed through Stage 3, as received, by way of the left shifter and the output selector choosi 
shifter output. 

For F-type data two fraction bits (B22:B23) are passed through Stage3 by way of the miniround incremen 
Similarly, for D-type data six fraction bits (B50:B55) and for G-type data three fraction bits (B50:B5 
are passed through Stage3 miniround incrementers . 

It is important to note that the control logic for the miniround input selectors makes it's selection 
on opcode information and the signal F_3_A%SHFT_D0NE_H . FB0X_Test mode is not factored into the minir 
incrementer' s input selector control. Depending on the opcode and exponent difference, miniround inpu 
could choose left shifter output or fraction adder output to be fed to the miniround incrementers. 

The simplest way to pass FD2R through Stage3 (unchanged) is to select the proper opcode 
and data such that an effective subtract with exponent difference of zero will enter Stage3. 

This will select Stage 3's left shifter output as the source for the miniround incrementer Input 
and the round bit position will be zero. 


Stage4 — In Stage4, FJI%FBOXJBYPASSJH assertion forces fraction adder carry-in and round 
signals to zero to allow FD1R to pass through Stage3 unchanged. Stage4 FD1R and ED1R 
are written with the contents of Stage3 FD1R and EDIR respectively. 
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11.26.3 Revision History 


Table 11-22: Revision History 


Who 

When 

Description of change 

Anil Jain 

17-Mar-1989 

Initial Release 

Anil Jain 

18-Dec-1989 

Updated to reflect the Fbox implementation 

Dave Deverell 

25-Jan-1991 

Updated to reflect PASS1 implementation and FOXJTest section 
added 
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Chapter 12 
The Mbox 


12.1 INTRODUCTION 

The Mbox performs three primary functions: 

• VAX memory management: The Mbox, in conjunction with the operating system memory 
management software, is responsible for the allocation and use of physical memory. The 
Mbox performs the hardware functions necessary to implement VAX memory management. 
It performs translations of virtual addresses to physical addresses, access violation checks 
on all memory references, and initiates the invocation of software memory management code 
when necessary. 

• Reference processing: Due to the macropipeline structure of NVAX, and the coupling between 
NVAX and its memory subsystem, the Mbox can receive memory references from the Ibox, 
Ebox and Cbox simultaneously. Thus, the Mbox is responsible for prioritizing, sequencing, 
and processing all references in an efficient and logically correct fashion and for transferring 
references and their corresponding data to/from the Ibox, Ebox, Pcache, and Cbox. 

• Primary Cache Control: The Mbox maintains an 8KB physical address cache of I- stream and 
D-stream data. This cache, called the Pcache (Primary Cache), exists in order to provide a two 
cycle pipeline latency for most I-stream and D-stream data requests. It is the fastest D-stream 
storage medium for NVAX and represents the first level of D-stream memory hierarchy and 
the second level of I-stream memory hierarchy for the NVAX computer system. The Mbox is 
responsible for controlling Pcache operation. 
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12.2 MBOX STRUCTURE 

This section presents a block diagram of the Mbox and defines the function of the basic Mbox 
components. This section neither explains why the functions of each component exist nor does it 
discuss the interactions among the components. The intent of this section is only to define the 
function and interconnection of the components for future discussion. Subsequent sections will 
deal component interaction. 

The following block diagram illustrates the basic components of the Mbox. 
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Figure 12-1 : Mbox Block Diagram 



RKNfl CSOX OBOX 
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The Mbox is implemented as a two-stage pipeline located in the fifth and sixth segments of the 
NVAX macropipeline (S5 and S6). References processed by the Mbox are first executed in S5. 
Upon successful completion in S5, the reference is transferred into S6. At this point, the reference 
has either completed or is transferred to the Ibox, Ebox, or Cbox. 

During any cycle, the fundamental state of the S5 and S6 stages can be defined by the particular 
references which currently reside in these two stages. For the purposes of describing the Mbox, 
all references can be viewed as a packet of information which is transferred on the S5 and S6 
buses. The S5 reference packet, and the corresponding S5 buses are defined as: 

• ADDRESS: The M_QUE%S5_VA_H < 3 1 :0> bus transfers all virtual addresses and some physical 
addresses into the S5 pipe. The M_QUE%S5_RAJH<31:0> bus transfers some physical addresses 
into the S5 pipe and transfers all addresses out of the S5 pipe. 

• DATA.: M_QUE%S5_DAIAJB<31:0> transfers data originating from the Ebox, through the S5 
pipe. 

• COMMAND: M_QUE9cS5_CMD_H<4:0> transfers the type of reference through the S5 pipe. This 
command field is defined in Section 12.3.1. 

• TAG: The M_QUE%S5_TA.G_H<4:0> transfers the Ebox register file destination address corre- 
sponding to the reference through the So pipe. 

• DEST_BOX: M_QUE%S5_DEST_H < 1 :0> transfers the reference destination information through 
the S5 pipe. This field is defined as follows: 


M_QUE<TcS5_DEST_ 

H Definition 

00: the reference requests data destined for the Mbox 

01: the reference requests data destined for the Ibox 

10: the reference requests data destined for the Ebox 

11: the reference requests data destined for the Ebox and Ibox 


• AT The M_QUE%S5_AT_H<1:0> transfers the access type of the reference. This field is defined 
as follows: 


M_QUE%S5_AT_ 

H Definition 

00: tb passive query access (See PROBE command) 

01: read access 

10: write access 

11: modify access (read with write check for future write to same addr) 

• DL: The M_QUE%S5_DL_H<1:0> transfers the data length of the reference. This field is defined 
as follows: 
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M_QUE%S5_DL_ 

H 

Definition 

00: 

byte 

01: 

word 

10: 

longword 

11: 

quadword 


• REF__QUAL: The M_QUE%S5_QUAL_H<6:0> transfers information which further qualifies the 
reference for the purpose of Mbox processing. This field is defined as follows: 


M_QUE%S5_QUAL_H bit 


Definition 


M_QUE%S5_QUAL u H< 6> 
M_QUE^S5_QUAL_H<5 > 
M_QUE%S6_QUAL.H<4 > 
M_QUE%S5_QUAL.H<3 > 
M_QUE^S5_QUAL.H< 2 > 
M_QUE < *S5_QUAL_H< 1> 
M_QUE'iS5_QUAL_H<0> 


address of reference is currently a virtual address, 
reference has been tested for cross-page condition, 
reference is first part of an unaligned reference, 
reference is second part of an unaligned reference, 
enable ACV and M=0 checks, 
reference has or is forced to have a hard error. 

reference has or is forced to have a memory management fault (ACV/TNV/M=0). 


The S6 reference packet, and the corresponding S6 buses are defined as: 

• ADDRESS: The M%S6_PAJH<31:0> bus transfers a physical address through the S6 pipe. 

• DATA: B%S6_DA3A_H<63:0> transfers data through the S6 pipe. 

• COMMAND: M%S6_CMD_H<4:0> transfers the type of reference through the S6 pipe. This 
command field is defined in Section 12.3.1. 

• DEST_BOX: M_QUE_MS2%S6_DEST_H<1:0> transfers the reference destination information 
through the S6 pipe. This field is defined as follows: 


M_QUE_MS2%S6_ 

DEST_H Definition 

00: the reference requests data destined for the Mbox. 

01: the reference requests data destined for the Ibox. 

10: the reference requests data destined for the Ebox. 

11: the reference requests data destined for the Ebox and Ibox. 


• S6_BYTE_MASK: M%S6_BYTE_MASKja<7:0> transfers the byte mask information through the 
S6 pipe. The byte mask field is used to indicate which bytes of a longword or quadword write 
should actually be written to a cache or memory. 

• REF_QUAL: M_QUE JMS2%S6_QUAL_H<3:0> transfers information which further qualifies the 
reference for the purpose of Mbox processing. This field is defined as follows: 
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M_QUE_MS2%S6_QUAL_ 

H bit Definition 

M_QUE_MS 2 %S 6 _QUAL_H <3 > reference is first part of an unaligned reference. 

m_que_ms2%s6_qual_h<2 > reference is second part of an unaligned reference. 

m_que_ms2%s6_qual_h< 1 > reference has or is forced to have a hard error. 

m_que_ms2%s6_qual_h<0> reference has or is forced to have a memory management fault (ACV/TNV/M=( 


12.2.1 IREF_LATCH 

The IREF_LATCH is a latch which stores all I-stream read references (IREADs) requested by 
the Ibox. Each IREAD is stored in the IREFJLATCH until the reference successfully completes 
in S5. 

The following figure illustrates the structure of the IREFJLATCH: 
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Figure 12-2: lief Latch 



i SJ QIML<6> 

TRUE | 1 ■■■■— — — 



The output of the address field of the IREF__LATCH has an incrementer associated with it in 
order to increment the quadword address. The output of this structure can be tristated. 

See Section 12.3.5.2 for a more complete understanding of IREF_LATCH function in the context 
of overall Mbox operation. 
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12.2.2 SPEC__QUEUE 

The SPEC_QUEUE is a 2-entry FIFO structure which stores D-stream read and write references 
associated with specifier source and destination operands decoded by the Ibox. Each reference 
latched in the SPEC_QUEUE is stored until the reference successfully completes in S5. If the 
reference is unaligned, the entire reference must complete in S5 before the corresponding entry 
is invalidated. 

The following figure illustrates the structure of the SPEC__QUEUE: 

Figure 12-3: Spec Queue 



The output of this structure can be instated. 
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12.2.3 EM_LATCH 

The EM_LATCH latches and stores all commands originating from the Ebox. Each reference is 
stored until the following two conditions are satisfied: 1) the "complete logical reference" (i.e. 
the pair of aligned references required if the EM_LATCH reference is unaligned) clear memory 
management access checks, and 2) the EM_LATCH reference successfully completes in S5. 

The following figure illustrates the structure of the EMJLATCH: 
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Figure 12-4: EM_LATCH 


EREF REO 





A 4-way byte barrel shifter is connected to the data portion of the EM JLATCH. This enables the 
write data to be byte-rotated into longword alignment. 

The EM_LATCH output can be instated. 
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12.2.4 VAP__LATCH 

The function of the VAP_LATCH is to create and store the second reference of an unaligned 
reference pair. Each reference is stored until the reference successfully completes in S5. The 
following figure illustrates the structure of the VAP_LATCH: 


Figure 12-5: VAP_LATCH 



The VAP_LATCH transforms the current S5 reference into a new reference. Thus, input for 
the VAP_LATCH is taken off of the S5 buses. An incrementor exists on the input side of the 
address field which adds eight to M_QUE%S5_V4_H<3 1 10 > in order to create the second reference in 
an unaligned pair of references. 

The VAP_LATCH output can be tristated. 
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See Section 12.3.17 for a more complete understanding of VAP_LATCH function in the context of 
overall Mbox operation. 

12.2.5 MMEJ.ATCH 

The MME_LATCH (Memory Management Exception Latch) stores references associated with 
memory management processing. It acts as a buffer between the S5 processing pipe and the 
MME_D ATAPATH . The MMEJLATCH is the S5 source for PTE references (page table entry 
reads), PTE data, and Mbox internal processor registers and TB fill operations. 

The following figure illustrates the structure of the MME_LATCH: 
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Figure 12-6: MME__LATCH 



MME VIS“ ADDR 


VIRT'PHYS 


SS OUAl<£> 



Each reference is stored until the reference successfully completes in S5. 
The MME_LATCH output can be tristated. 
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1 2.2.6 RTY_DMISS_LATCH 

The RTY_DMISS_LATCH stores D-stream reads which missed in the Pcache when a previous 
D-stream fill sequence has not yet completed. This latch is the mechanism by which a D-stream 
read, which missed in the S6 pipe during another D-stream fill sequence, can be retried in the 
S5 pipe at some later point. 

An S6 D-stream read is loaded into the RTY_DMISS_LATCH when it misses in the Pcache while 
a previous D-stream fill sequence is in progress. A RTYJDMISSJLATCH is driven into the S5 
pipe during or after the point when the final D_CF reference is executing in S6 to complete the 
previous fill sequence. A RTY_DMISS_LATCH reference is invalidated when its read is retired 
from S5. 

The following figure illustrates the structure of the RTY_DMISS_LATCH: 
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Figure 12-7: RTY_DMISS_LATCH 



The RTY_DMISS_LATCH output can be tristated. 

See Section 12.3.5.3.1 for a more complete understanding of RTY_DMISS_LATCH function in the 
context of overall Mbox operation. 
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12.2.7 CBOXJ.ATCH 

The CB 0X_LATCH stores references originating from the Cbox. These references are I-stream 
Pcache fills, D-stream Pcache fills, or Pcache hexaword invalidates. 

Each reference is stored until the reference successfully completes in S5. 

The following figure illustrates the structure of the CB OX_LATCH: 

Figure 12-S: CBOX_LATCH 



Note that no data field is present in this latch even though this latch services cache fill commands. 
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Cache fill data will be supplied to the Pcache on the B%S6_DAIA W H Bus by the Cbox during the 
appropriate S6 cache fill cycle. The C%CBOX_ADDR_H bus is driven by the Cbox during invalidate 
commands. During cache fill commands, all but two bits of the C%CBOX_ADDR_H bus are driven by 
the DMISS_LATCH or IMISSJLATCH. The Cbox will drive C%MBOX_FILL_QW_H<4^> during cache 
fill commands in order to supply the quadword alignment of the fill data within the hexaword 
block. 

The CBOX_LATCH output can be tristated. 

12.2.8 PA_QUEUE 

The PA_QUEUE (Physical Address Queue) stores the physical addresses associated with desti- 
nation specifier references made by the Ibox via a DEST_ADDR or READ_MODIFY command. 
The Ebox will supply the corresponding data at some later time via a STORE command. When 
the STORE data is supplied, the PA_QUEUE address is matched with the STORE data and the 
reference is turned into a physical WRITE operation. 

The following figure illustrates the structure of the PA_QUEUE: 

Figure 12-9: PA_QUEUE 


S ENTRIES DEEP 



The PA_QUEUE is organized as a 8-entry FIFO. Addresses from the Ibox are expected in the 
same order as the corresponding data from the Ebox. 
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The PA_QUEUE has address comparators built into all FIFO entries. These comparators detect 
when the physical address bits <8:3> of a valid PA_QUEUE entry matches the corresponding 
physical address of an Ibox D- stream read. 

See Section 12.3.6.1 and Section 12.3.18.1.1 for a more complete understanding of PA_QUEUE 
function in the context of overall Mbox operation. 

12.2.9 TB 

The TB (translation buffer) is the mechanism by which the Mbox performs quick virtual-to- 
physical address translations. It is a 96-entry fully associative cache of PTEs (Page Table Entries). 
Bits 31 through 9 of all S5 virtual addresses act as the TB tag. The replacement algorithm 
implemented is Not-Last-Used. 

See Section 12.5.1.3 for more information. 

12.2.10 MME_DATAPATH 

The MME_DATAPATH (Memory Management Datapath) is used to process most memory’ man- 
agement functions performed by the Mbox. Specifically, it performs the following functions: 

• Creates read references of PTEs in order to obtain virtual address translations not currently 
cached in the TB. 

• Creates TB fill references in order to write PTE data into the TB. 

• Stores memory management internal processor registers. 

• Stores virtual addresses associated with memory management faults or TB parity errors. 

The MME_DATAPATH implements these functions with a register file and an ALU. See Section 12.5.1 
for a more complete description of the MME_D ATAPATH . 

1 2.2.1 1 ARBITRATION LOGIC 

The ARBITRATION LOGIC is responsible for determining which reference source drives its 
reference packet into the S5 pipe. (See Section 12.3.4 for more information about reference 
arbitration.) 

12.2.12 S6_PIPELATCH 

The S6_PIPELATCH is the buffer between the S5 and S6 stages of the Mbox pipeline. It latches 
the S5 reference packet, modifies it appropriately, and drives it as an S6 reference packet into 
the S6 pipe. M_QUE%S5JDATAJB<31:0> is driven onto both the upper and lower halves of B%S6_ 
DAIA_H<63:0>. M%S6_CMD_H<4:0> is either: 

1. driven by the M_QUE^S5_CMD_H<4:0> 

2. is changed into a NOP 
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1 2.2.1 3 DMISS_LATCH and IMISSJLATCH 

The DMISS_LATCH stores the currently outstanding D-stream read. That is, a D-stream read, 
which missed in the Pcache, is stored in the DMISSJLA.TCH until the corrsponding Pcache block 
fill operation completes. The DMISS_LATCH also stores 3PR_RDs to be processed by the Cbox 
until the Cbox supplies the data. I-stream reads are handled analogously by the IMISS_LATCH 
except that IPR_RDs are never handled by the IMISS_LATCH. 

The following figure illustrates the structure of the DMISSJLATCH and the IMISSJLATCH: 

Figure 12-10: DM!SS_LATCH and IMISS_LATCH 



These two latches have comparators built in in order to detect the following conditions: 

* If the hexaword address of an invalidate matches the hexaword address stored in either 
MISS JLATCH, the corresponding MISSJLATCH sets a bit to indicate that the corresponding 
fill operation is no longer cacheable in the Pcache. 
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• Address<ll:5> addresses a particular Pcache index (corresponding to two Pcache blocks). If 
addres9<8:5> of the DMISS_LATCH matches the corresponding bits of the physical address 
of an S5 I-stream read, the S5 1-stream read is stalled until the entire D- stream fill operation 
completes. This prevents the possibility of causing a D-stream fill sequence to a given Pcache 
block from simultaneously happening with an I-stream fill sequence to the same Pcache block. 

• By the same argument, address<8:5> of the EMISS_LATCH is compared against S5 D-stream 
reads to prevent another simultaneous I-stream/D-stream fill sequence to the same Pcache 
block. 

• Address<8:5> of both miss_latches is compared against any S5 memory write operation. This 
is necessary to prevent the write from interfering with the cache fill sequence. 

See Section 12.3.5.1 for a more complete understanding of the DMISS_LATCH/IMISS_LATCH 
functions in the context of overall Mbox operation. 

1 2.2.1 4 MD_BUS_ROTATOR 

The function of the MD_BUS__ROTATOR is to right-justify read data and drive it on the M<7cMD_ 
BUS_H. For unaligned reads (see Section 12.3.17.1) the MD_BUS_ROTATOR is designed to as- 
semble read data from two read references and drive it on the M9cMD_BUS_H in right-justified 
form. This rotator coupled with the Mbox decomposition of unaligned references into two aligned 
references, allows the Ibox and Ebox to issue unaligned D-stream reads and receive the requested 
data aligned to the Ebox datapath. 

The MD_BUS_RO TATOR is illustrated below: 
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Figure 12-11: MD_BUS_ROTATOR 



Although the diagram above describes the MD_BUS_ROTATOR as an 8-way byte barrel shifter, 
its actual design is a functional subset of a full barrel shifter. The lower four bytes of the output 
of the rotator are designed as a full 8-way byte barrel shifter in order to right-justify D-stream 
longword data. However, the upper four bytes always directly pass M%MD_BUS_H<63:32> since 
these bytes are only used when aligned I-stream quadword data is sent to the VIC. 

12.2.15 Pcache 

The Pcache is a two-way set associative, read allocate, no-write allocate, write through, physical 
address cache of I-stream and D-stream data. It stores 8192 bytes (8K) of data and 256 tags 
corresponding to 256 hexaword blocks (1 hexaword = 32 bytes). Each tag is 20 bits wide corre- 
sponding to bits <31:12> of the physical address. There are four quadword subblocks per block 
with a valid bit associated with each subblock. The access size for both Pcache reads and writes 
is one quadword. Byte parity is maintained for each byte of data (32 bits per block). One bit of 
parity is maintained for every tag. The Pcache has a one cycle access and a one cycle repetition 
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rate for both reads and writes (note however, that the entire Mbox latency is two cycles due to 
the two stage Mbox pipeline). 

The Pcache represents the first level of D-stream memory hierarchy and the second level of I- 
stream memory hierarchy in all NVAX computer systems. Pcache entries must be invalidated in 
order to maintain cache coherency with higher levels of the memory hierarchy. See Section 12.4 
for more information on the Pcache. 
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12.3 REFERENCE PROCESSING 

This section discusses how references are processed by the Mbox, and how the Mbox functional 
components interact to carry out reference processing. 

12.3.1 REFERENCE DEFINITIONS 

The following table describes all types of references processed by the Mbox: 


Table 12-1: Reference Definitions 


Name 

Value (hex) 

Reference Source 

Description 

IREAD 

OE 

Ibox 

Aligned quadword I -stream read 

DREAD 

1C 

Ibox, Ebox, Mbox 

Variable length D- stream read 

DREAD_MODIFY 

ID 

Ibox 

Variable length D- stream read with 
modify intent as a result of Ibox- 
decoded modify specifiers 

DREAD_LOCK 

IF 

Ebox 

Variable length D- stream read with 
atomic memory lock 

WRITE_UNLOCK 

1A 

Ebox 

Variable length write with atomic 
memory unlock 

WRITE 

IB 

Ebox 

Variable length write 

DEST.ADDR 

OD 

Ibox 

Supplies address of a write-only 
destination specifier 

STORE 

19 

Ebox 

Supplies write data corresponding 
to a previously translated destina- 
tion specifier address. 

IPR_WR 

06 

Ebox 

Internal Processor Register Write 

IPR_RD 

07 

Ebox 

Internal Processor Register Read 

IPR_DATA 

04 

Mbox 

Transfers Mbox IPR data to Ebox 

LOAD_PC 

05 

Ebox 

Transfers a PC value to Ibox via 
m%md_bus_h<3 1 :0> 

PROBE 

09 

Ebox 

Mbox returns ACV/TNV/M=0 sta- 
tus of specified address to Ebox. 

MME_CHK 

08 

Ebox, Mbox 

Performs ACV/TNV/M=0 check on 
specified address and invokes the 
appropriate memory management 
exception 

TBJTAGJFILL 

OC 

Ebox, Mbox 

Writes a TB tag into a TB entry. 

TB_PTE_FILL 

14 

Ebox, Mbox 

Writes PTE data into a TB entry. 
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Table 12-1 (Cont.): Reference Definitions 


Name 

Value (hex) 

Reference Source 

Description 

TBIS 

10 

Ebox 

Invalidates a specific PTE entry in 
the TB. 

TBIA 

18 

Ebox,Mbox 

Invalidates all entries in TB. 

TBIP 

11 

Ebox 

Invalidates all PTE entries in TB 
corresponding to process-space trail 
lations. 

D_CF 

03 

Cbox 

D- stream quad word Pcache fill 

I_CF 

02 

Cbox 

I- stream quadword Pcache fill 

INVAL 

01 

Cbox 

Hexaword invalidate of a Pcache 
entry 

STOP_SPEC_Q 

OF 

Ibox 

Stops processing of specifier refer- 
ences. 

NOP 

00 

Ibox, Ebox, Mbox 

No operation 


12.3.2 SIMPLE MBOX PIPELINE FLOW 

A major Mbox design consideration was to return requested read data to the Ibox and Ebox as 
quickly as possible in order to minimize macropipeline stalls. If the Ebox pipeline is stalled 
because it is waiting for a memory operand to be loaded into its register file (md_stall condition), 
then the amount of time the Ebox remains stalled is related to how quickly the Mbox can return 
the data. In order to minimize Mbox read latency, a two-cycle pipeline organization is used. This 
organization allows requested read data to be returned in a minimum of two cycles after the read 
reference is shipped to the Mbox. 

The timing diagram below illustrates the basic sequential processing within the two-cycle Mbox 
pipeline. 
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Figure 12-12: Basic Mbox Timing 
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At the start of the S5 cycle, the Mbox drives the highest priority reference into the S5 pipe. The 
Mbox arbitration logic determines which reference should be driven into S5 at the end of the 
previous cycle. The first half of the S5 cycle is used to translate the virtual address to a physical 
address via the TB. 

The Pcache access is started during phase two of S5 and continues into the first quarter of S6. 

If the reference should cause data to be returned to the Ibox or Ebox, the first three phases of 
the S6 cycle is used to rotate the read data (if the data is not right-justified) and to transfer the 
data back to the Ibox and/or Ebox. 

Thus, assuming an aligned read reference is issued in cycle x by the Ibox or Ebox, the Mbox can 
return the requested data in cycle x+2 provided that 1) the translated read address was cached 
in the TB, 2) no memory management exceptions occurred, 3) the read data was cached in the 
Pcache, and 4) no other higher priority or pending reference inhibited the immediate processing 
of this read. 

12.3.3 REFERENCE ORDER RESTRICTIONS 

Due to the macropipeline structure of NVAX, the Mbox can receive "out-of-order" references 
from the Ibox and Ebox. That is, the Ibox can send a reference corresponding to an opcode 
decode before the Ebox has sent all references corresponding to the previous opcode. Issuing 
references "out-of-order" in a macropipeline introduces complexities in the Mbox to guarantee 
that all references will be processed correctly within the context of the VAX architecture, the 
NVAX macropipeline, and the Mbox hardware. Many of these complexities take the form of 
restrictions on how and when references can be processed by the Mbox. 

The following synchronization example is useful to illustrate several of the reference order 
restrictions. 
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Figure 12-13: 2 Processor Synchronization Example 


PROCESSOR 1 


PROCESSOR 2 


MOVX #1,C 
MOVE #1, T 


10$ BLBC T, 10$ 
MO VI C,R0 


This example illustrates two processors operating in a multiprocessor environment. Initially, 
processor 1 owns the critical section corresponding to memory location T. Processor 1 will modify 
memory location C since it currently has ownership. Subsequently, processor 1 will release 
ownership by writing a 1 into T. Meanwhile, processor 2 is "spinning" on location T waiting 
for T to become non-zero. Once T is non-zero, processor 2 will read the value of C. 

Note that this example is not the preferred way to implement synchronization. A better way 
would be to use VAX interlocked instructions which guarantee atomicity. This is, however, a 
valid example under current SRM rules because it does not disallow an NVAX multiprocessor 
system from supporting this synchronization structure. 

The following discussion explains the Mbox reference order restrictions. 

12.3.3.1 No D-stream hits under D-stream misses 

"No D-stream hits under D-stream misses” refers to the fact that the Mbox will not allow a 
D-stream read reference, which hits in the Pcache, to execute as long as requested data for a 
previous D-stream read has not yet been supplied. 

Consider the code that processor 2 executes in the example above. If the Mbox allowed D-stream 
hits under D-stream misses, then it is possible for the Ibox read of C to hit in the Pcache during a 
pending read miss sequence to T. In doing so, the Mbox could supply the value of C before processor 
1 modified C. Thus, processor 2 would get the old C with the new T causing the synchronization 
code to operate improperly. 

Note that, while D-stream hits under D-stream misses is prohibited, the Mbox will execute a 
D-stream hit under a D-stream fill operation. In other words, the Mbox will supply data for a 
read which hit in the Pcache while a Pcache fill operation to a previous missed read is in progress, 
provided that the missed read data has already been supplied. 

I -stream and D-stream references are handled independently of each other. That is, I-stream 
processing can proceed regardless of whether a D-stream miss sequence is currently executing, 
assuming there is not Pcache index conflict. 

12.3.3.2 No i-stream hits under l-stream misses 

This is the analogous case for I-stream read references. This restriction is necessary to guarantee 
that the Ibox will always receive its requested I-stream reference first, before any other I-stream 
data is received. 
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12.3.3.3 Maintain the order of writes 

Consider the example shown above. If the Mbox of processor 1 were to reorder the write to C 
with the write to T, then processor 2 could read the old value of C before processor 1 updated C. 
Thus, the Mbox must never re-order the sequence of writes generated by the Ebox microcode. 

12.3.3.4 Maintain the order of Cbox references 

Again consider the example above. Processor 2 will receive an invalidate for C as a result of 
the write done by processor 1 in the MOVL #1,C instruction. If this invalidate were not to be 
processed until after processor 2 did the read of C then, the wrong value of C has been placed in 
R0. 

Strictly speaking we must guarantee that the invalidate to C happens before the read of C. 
However, since C may be in the Pcache of processor 2, there is nothing to stop the read of C from 
occurring before the invalidate is received. Thus from the point of view of processor 2, the real 
restriction here is that the invalidate to C must happen before the invalidate to T which must 
happen before the READ of T which causes processor 2 to fall throught the loop. As long as the 
Mbox does not re-order Cbox references, the invalidate to C will occur before a non-zero value of 
T is read. 

12.3.3.5 Preserve the order of Ibox reads relative to any pending Ebox writes to the same 
quadword address 

Consider the following example: 

Figure 12-14: Memory Scoreboard Example 


MOVL #i,C 
MOVL C,R0 


In the NVAX macropipeline, the Ibox prefetches specifier operands. Thus, the Mbox receives a 
read of C corresponding to the "MOVL C,R0" instruction. This read, however, cannot be done 
until the write to C from the previous instruction completes. Otherwise, the wrong value of C 
will be read. 

In general, the Mbox must ensure that Ibox reads will only be executed once all previous writes 
to the same location have completed. 

12.3.3.6 I/O Space Reads from the Ibox must only be executed when the Ebox Is executing the 
corresponding Instruction 

Unlike memory reads, reads to certain I/O space addresses can cause state to be modified. As a 
result, these I/O space reads must only be done in the context of the instruction execution to which 
the read corresponds. Due to the macropipeline structure of NVAX, the Ibox can issue an I/O 
space read to prefetch an operand of an instruction which the Ebox is not currently executing. 
Due to branches in instruction execution, the Ebox may in fact never execute the instruction 
corresponding to the I/O space read. Therefore, in order to prevent improper state modification. 
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the Mbox must inhibit the processing of I/O space reads issued by the Ibox until the Ebox is 
actually executing the instruction corresponding to the I/O space read. 

12.3.3.7 Reads to the same Pcache block as a pending read/fill operation must be inhibited 

The organization of the Pcache is such that one address tag corresponds to four subblock valid 
bits. Therefore, the validated contents of all four subblocks must always correspond to the tag 
address. If two distinct Pcache fill operations are simultaneously filling the same Pcache block, 
it is possible for the fill data to be intermixed between the two fill operations. As a result, an 
IREAD to the same Pcache block as a pending D-stream read/fill is inhibited until the pending 
read/fill operation completes. Similarly, a D-stream read to the same Pcache block as a pending 
I-stream read/fill is also inhibited until the fill completes. 

12.3.3.8 Writes to the same Pcache block as a pending read/fill operation must be inhibited until 
the read/fli! operation completes 

As in the above, this restriction is necessary in order to guarantee that all valid subblocks contain 
valid up-to-date data. Consider the following situation. The Mbox executes a write to an invalid 
subblock of a Pcache block which is currently being filled. One cycle later, the cache fill to that 
same subblock arrives at the Pcache. Thus, the latest subblock data, which came from the write, 
is overwritten by older cache fill data. This subblock is now marked valid with "old” data. To 
avoid this situation, writes to the same Pcache block as a pending read/fill operation are inhibited 
until the cache fill sequence completes. 

12.3.4 REFERENCE ARBITRATION 

The Mbox maintains seven different reference storage devices in S5. The purpose of these devices 
is to buffer pending references, which originate from different sections of the chip, until they can 
be processed by the Mbox. In order to optimize performance of the NVAX pipeline, and to maintain 
functional correctness of reference processing in light of the Mbox hardware configuration and 
reference order restrictions, the Mbox services references from these queues in a prioritized 
fashion. 

12.3.4.1 Arbitration Priority 

During every Mbox cycle, the reference arbitration logic is responsible for determining which 
unserviced references should be processed next cycle. The reference sources are listed below from 
highest to lowest priority: 

1. CBOXJLATCH 

2. RTY_DM3SS_LATCH 

3. MME.LATCH 

4. VAP_LATCH 

5. EM_LATCH 

6. SPEC.QUEUE 

7. IREF.LATCH 

8. nothing can be driven = => Mbox drives a NOP command into S5 
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This prioritized scheme does not directly indicate which pending reference will be driven next, 
but instead indicates in what order the pending references should be tested to determine which 
one will be processed. Conceptually, the highest pending reference which satisfies all conditions 
for driving the reference is the one which is allowed to execute during the subsequent cycle. 

The rationale behind this priority scheme can be explained as follows. All references coming from 
the Cbox are always serviced as soon as they are available. Since Cbox references are guaranteed 
to complete in S5 in one cycle, we eliminate the need to queue up Cbox references and to provide 
a back-pressure mechanism to notify the Cbox to stop sending references. 

A D-stream read reference in the RTY_DMISS_LATCH is guaranteed to have cleared all potential 
memory management problems. Therefore, any reference stored in this latch is the second 
consideration for processing. 

If a reference related to memory management processing is pending in the MMEJLATCH, it 
is given priority over the remaining four sources because the Mbox is designed to clear all 
memory management exceptions through the use of the MME_LATCH before normal processing 
can resume. 

The VAPJLATCH stores the second reference of an unaligned reference pair. Since we desire 
to complete the entire unaligned reference before starting another reference, the VAPJLATCH 
has next highest priority in order to complete the unaligned sequence that was initiated from a 
reference of lesser priority. 

The EM_LATCH stores references from the Ebox. It is given priority over the SPEC_QUEUE 
and IREF_LATCH sources because Ebox references are physically further along in the pipe than 
Ibox references. The presumed implication of this fact is that the Ebox has a more immediate 
need to satisfy its reference requests than the Ibox, since the Ebox is always performing real 
work and the Ibox is prefetching operands that may, in fact, never be used. 

The SPEC_QUEUE stores Ibox operand references. It is next in line for consideration. The 
SPEC_QUEUE has priority over the IREF_LATCH because specifier references are again 
considered further along in the pipeline than I-stream prefetching. 

If no other reference can currently be driven, the IREF_LATCH can drive an I-stream read 
reference in order to supply data to the Ibox. 

If no reference can currently be driven into S5, the Mbox automatically drives a NOP command. 
12.3.4.2 Arbitration Algorithm 

Based on the priority scheme discussed above, the arbitration logic tests each reference to see 
whether it can be processed next cycle by evaluating the current state of the Mbox. The test 
associated with each latch is described below: 

• CBOXJLATCH: Since Cbox references always want to be processed immediately, a validated 
CBOXJLATCH always causes the Cbox reference to be driven before all other pending 
references. 

• RTY_DMISS_LATCH: A pending D-stream read reference will be driven from this latch once 
the final D_CF command has been retired from the S5 pipe. 

• MMEJLATCH: A pending MME reference will be driven when the contents of the 
MMEJLATCH is validated. 

• VAPJLATCH: A reference from the VAP_LATCH will be driven provided that the VAPJLATCH 
is validated. 
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• EM_LATCH: A reference from the EM_LATCH will be driven provided that the EMJLATCH 
is validated. 

• SPEC_QUEUE : A vahdated reference in the SPEC_QUEUE will be driven provided that 
the SPEC_QUEUE has not been stopped due to explicit Ebox writes in progress (see 
Section 12.3.20). 

• IREFJLATCH: A reference from the IREF_LATCH will be driven provided that the 
IREF_LATCH has not been stopped due to a pending READ_LOCK/WRITEJUNLOCK 
sequence (See Section 12.3.19.2). 

If none of the conditions above are satisfied, the Mbox will drive a NOP command onto 
M_QUE%S5_CMD_H<4:0> causing the S5 pipe to become idle. 

12.3.5 READS 

12.3.5.1 Generic Read-hit and Read-miss/Cache_fiii Sequences 

In order to orient the reader as to how memory reads are processed by the Mbox, this section will 
describe the "vanilla" read sequence. It does not discuss reads which TB_MISS, or otherwise are 
stalled for a variety of different reasons. 

The byte mask generator generates the corresponding 

byte mask by looking at M_QUE9iS5_VA_H <2:0> and M_QUE%S5_DL_H < 1 : 0 > and then drives the 
byte mask data onto M%S€_BYTE_MASK_H<7:0> during the subsequent cycle. Byte mask data is 
generated on a read operation in order to supply the byte alignment information to the Cbox on 
an I/O space read. 

When a read reference is initiated in the So pipe, the address is translated by the TB (assuming 
the address was virtual) to a physical address during the first half of the S5 cycle. The Pcache 
initiates a cache lookup sequence using this physical address during the second half of the S5 
cycle. This cache access sequence overlaps into the following S6 cycle. During phase four of the 
S6 cycle, the Pcache determines whether the read reference is present in its array. 

If the Pcache determined that the requested data is present, a "cache hit” or "read hit” condition 
occurs. In this event, the Pcache drives the requested data onto B%S€_DATA W H<63:0>. The signal, 
M%CBOX_REF_ENABLE_L, is de- asserted to inform the Cbox that it should not process the S6 read 
since the Mbox will supply the data from the Pcache. 

If the Pcache determined that the requested data is not present, a "cache miss" or "read 
miss" condition occurs. In this event, the read reference is loaded into the IMISS_LATCH or 
DMISSJLATCH (depending on whether the read was I -stream or D- stream) and the Cbox is 
instructed to continue processing the read by the Mbox assertion of M%CBOX b .REF.ENABLE_L. At 
some point later, the Cbox obtains the requested data. The Cbox will then send four quad words 
of data using the I_CF (I-stream cache fill) or D_CF (D-stream cache fill) commands. The four 
cache fill commands together are used to fill the entire Pcache block corresponding to the hexaword 
read address. In the case of D-stream fills, one of the four cache fill command will be qualified 
with C%REQ_DQW_H indicating that this quadword fill contains the requested D-stream data 
corresponding to the quadword address of the read. When this fill is encountered, it will be 
used to supply the requested read data to the Mbox, Ibox and/or Ebox. 

If, however, the physical address corresponding to the I_CF or D_CF command falls into I/O 
space, only one quadword fill is returned and the data is not cached in the Pcache. Only memory 
data is cached in the Pcache. 
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Each cache fill command sent to the Mbox is latched in the CBOX_LATCH. Note that neither 
the entire cache fill address nor the fill data are loaded into the CBOXJLATCH. The address in 
the IMISS JLATCH or DMISS JLATCH, together with two quadword alignment bits latched in the 
CBOX_LATCH are used to create the quadword cache fill address when the cache fill command 
is executed in S5. When the fill operation propagates into S6, the Cbox drives the corresponding 
cache fill data onto B%S6_DAIA_H<63:0> in order for the Pcache to perform the fill. 

12.3.5.1.1 Returning Read Data 

Data resulting from a read operation is driven on B%S6_DATA_H by the Pcache (in the cache hit 
case) or by the Cbox (in the cache miss case). This data is then driven on M%MD_BUS_H<63:0> 
by the MD_BUS_ROTATOR in right-justified form. The signals M%YIC_DAIA_L, M%mox_DAIAJL, 
M%EBOXJPR_WR_H, M%EBOXJ)ATAJEL, MScMBOX_DATA, are conditionally asserted with the data to 
indicate the destination(s) of the data. 

12.3.5.1.1.1 Pcache Data Bypass 

In order to return the requested read data to the Ibox and/or Ebox as soon as possible, the Cbox 
implements a Pcache Data Bypass mechanism. When this mechanism is invoked, the requested 
read data can be returned one cycle earlier than when the data is driven for the S6 cache fill 
operation. The bypass mechanism works by having the Mbox inform the Cbox that the next S6 
cycle will be idle, and thus the B<£S6_DAIAJB bus will be available to the Cbox. When the Cbox is 
informed of the S6 idle cycle, it drives the B%S6_DATA._H bus with the requested read data if read 
data is currently available (if no read data is available during a bypass cycle, the Cbox drives 
some indeterminent data and no valid data is bypassed). The read data is then formatted by the 
MD_BUS_ROTATOR and transferred onto the M < *MD_BUS_H to be returned to the Ibox and/or 
Ebox, qualified by M<TcVICJDAIA_L, M%IBOX_DATA_L, and/or M%EBOX_DATA_H. 

12.3.5.2 1-stream Read Processing 

Memory access to all I-stream code is implemented by the Mbox on behalf of the Ibox. The Ibox 
uses the I-stream data to load its prefetch queue and to fill the VIC (Virtual Instruction Cache). 

When the Ibox requires I-stream data which is not stored in the prefetch queue or the VIC, the 
Ibox issues an I-stream read request which is latched by the IREF_LATCH. The Ibox address is 
always interpreted by the Mbox as being an aligned quadword address. Depending on whether 
the read hits or misses in the Pcache, the amount of data returned varies. The Ibox continually 
accepts I-stream data from the Mbox until the Mbox qualifies I-stream MDJBUS data with the 
M%LAST_FTLL_H signal. M%LAST_FILL_H informs the Ibox that the current fill terminates the 
initial IREAD transaction. 


12.3.5.2.1 l-stream Read Hits 

When the requested data hits in the Pcache, the Mbox turns the IREF JLATCH reference into a 
series of I-stream reads to implement a VIC "fill forward" algorithm. The fill forward algorithm 
generates increasing quadword read addresses from the original address to the highest quadword 
address of the original hexaword address. In other words, the Mbox generates read references so 
that the hexaword VIC block corresponding to the original address is filled from the point of the 
request to the end of the block. The theory behind this fill forward scheme is that it only makes 
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sense to supply I-stream data following the requested reference since I-stream execution causes 
monotonically increasing I-stream addresses (neglecting branches). 

The fill forward scheme is implemented by the IREFJLATCH. Once the IREFJLATCH read 
completes in S5, the IREFJLATCH quadword address incrementor modifies the stored address 
of the IREFJLATCH so that its contents becomes the next quadword IREAD. Once this "new” 
reference completes in S5, the next IREAD reference is generated. When the IREFJLATCH finally 
issues the IREAD corresponding to the highest quadword address of the hexaword address, the 
forward fill process is terminated by invalidating the IREF_LATCH. 

12.3.5.2.2 I-stream Read Misses 

The fill forward algorithm described above is always invoked upon receipt of an IREAD. However, 
when one of the IREADs is found to have missed in the Pcache, the subsequent IREAD 
references are flushed out of the So pipe and the IREF_LATCH. The missed IREAD causes 
the IMISSjLATCH to be loaded and the Cbox to continue processing the read. When the Cbox 
returns the resulting four quadwords of Pcache data, all four quadwords are transferred back 
to the Ibox qualified by M^cMC.DATA^L. This in effect, results in a VIC "fill full" algorithm since 
the entire VIC block will be filled. Fill full is done instead of fill forward because it costs little 
to implement. The Mbox must allocate a block of cycles to process the four cache fills; therefore, 
all the Pcache fill data can be shipped to the VIC with no extra cost in Mbox cycles since the 
M'TcMD.BUS.H would otherwise be idle during these fill cycles. 

Note that the Ibox is unaware of what fill mode the Mbox is currently operating in. The 
VIC continues to fill I-stream data from the M<£MD_BUS_H whenever MScVICJDAIAJ. is asserted 
regardless of the Mbox fill mode. The Mbox asserts the M%LAST_FELL_H signal to the Ibox during 
the cycle which the Mbox is driving the last I-stream fill to the Ibox. M%LAST_FILL_H informs 
the Ibox that is is receiving the final VIC fill this cycle and that it should not expect any more. 
In fill forward mode, the Mbox asserts M%LAST_FILL_H when the quadword alignment equals 11 
(i.e. the upper-most quadword of the hexaword). In fill full mode, the Mbox receives the last fill 
information from the Cbox and transfers it to the Ibox through the M%LAST_FILL_E signal. 

It is possible to start processing I-stream reads in fill forward mode, but then switch to fill full. 
This could occur because one of the references in the chain of fill forward IREADs misses due to 
a recent invalidate or due to displacement of Pcache I-stream data by a D- stream cache fill. In 
this case, the Ibox will receive more than four fills but will remain in synchronization with the 
Mbox because it continually expects to see fills until M%LAST_FILL_H is asserted. 

12.3.5.2.3 I/O Space I-stream Reads 

See Section 12.3.5.4. 

12.3.5.3 D-stream Read Processing 

Memory access to all D-stream references is implemented by the Mbox on behalf of the Ibox 
(for specifier processing), the Mbox (for PTE references), and the Ebox (for all other D-stream 
references). 

In general D-stream read processing behaves the same way as I-stream read processing except 
that there is no fill forward or fill full scheme. In other words, only the requested data is shipped 
to the initiator of the read. From the Pcache point of view, however, a D-stream fill full scheme 
is implemented since four D_CF commands are still issued to the Pcache. 
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D-stream reads can have a data length of byte, word, longword or quadword. With the exception 
of the cross-page check function, a quadword read is treated as if its data length were a longword. 
Thus a D-stream quadword read returns the lower half of the referenced quadword. The source 
of most D-stream quadword reads is the Ibox. The Ibox will issue a D-stream longword read to 
the upper half of the referenced quadword immediately after issuing the quadword read. Thus, 
the entire quadword of data is accessed by two back-to-back D-stream read operations. 

A DREADJLOCK command always forces a Pcache read miss sequence regardless of whether 
the referenced data was actually stored in the Pcache. This is necessary in order that the read 
propagate out to the Cbox so that the memory lock/unlock protocols can be properly processed. 

12.3.5.3.1 Reads under Fills 

The Mbox will attempt to process a DREAD after the requested fill of a previous D-stream fill 
sequence has completed. This mechanism, called "reads under fills” is done to try to return read 
data to the Ibox and/or Ebox as quickly as possible, without having to wait for the previous fill 
sequence to complete. 

If the attempted read hits in the Pcache, the data is returned and the read completes. If the 
read misses in the S6 pipe, the corresponding fill sequence is not immediately initiated for two 
reasons: 

• A D-stream cache fill sequence for this read cannot be started because the DMISS_LATCH 
is full corresponding to the currently outstanding cache fill sequence. 

• The D-stream read may hit in the Pcache once the current fill sequence completes because 
the current fill sequence may supply the data necessary to satisfy the new D-stream read. 

Because this DREAD has already propagated through the S5 pipe, the read must be stored 
somewhere in order that it can be restarted in S5. The RTY_DMISS_LATCH is the mechanism 
by which the S6 read is saved and restarted in the S5 pipe. 

Once the read is stored in the RTYJDMISSJLATCH, it will be retried in S5 after the final D_CF 
reference is retired from S5 (the final D_CF completes the previous D-stream fill sequence). The 
RTY_DMISS_LATCH is invalidated when the retried reference is retired from S5. 

12.3.5.4 I/O Space Reads 

I/O space reads are defined as reads which address I/O space. Therefore, a read is an I/O read 
when the physical address bits, addr<31:29>, are set. I/O space reads are treated by the Mbox 
in exactly the same way as any other read, except for the foUowing differences: 

• I/O space data is never cached in the Pcache. Therefore, an I/O space read always generates 
a read-miss sequence and causes the Cbox to process the reference. 

• Unlike, a memory space miss sequence, which returns a hexaword of data via four I_CF or 
D_CF commands, an I/O space read returns only one piece of data via one I_CF or D_CF 
command. Thus the Cbox always asserts C%LAST_FIIX_H on the first and only I_CF or D_CF 
I/O space operation. If the I/O space read is D-stream, the returned D_CF data is always less 
than or equal to a longword in length. 
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• I/O space D-stream reads are never prefetched ahead of Ebox execution. An I/O space 
D-stream read issued from the Ibox is only processed when the Ebox is known to be stalling 
on that particular I/O space read (see Section 12.3.18.1.1). 

NVAX RESTRICTION 

I-stream I/O space reads must return a quadword of data. Execution of an I-stream 
I/O space read which does not return a quadword of data is unpredicatable. 

12.3.6 WRITES 

All writes are initiated by the Mbox on behalf of the Ebox. The Ebox microcode is capable of 
generating write references with data lengths of byte, word, longword, or quadword. With the 
exception of cross-page checks (see Section 12.5.1.5.4), the Mbox treats quadword write references 
as longword write references because the Ebox datapath only supplies a longword of data per 
cycle. Ebox writes can be unaligned. 

The Mbox performs the following functions during a write reference: 

• Memoiy Management checks: The Mbox checks to be sure the page or pages referenced have 
the appropriate write access and that the valid virtual address translations are available. 
(See Section 12.5 ) 

• The supplied data is properly rotated to the memoiy aligned longword boundaiy. 

• Byte Mask Generation: The Mbox generates the byte mask of the write reference by 
examining the write address and the data length of the reference. 

• Pcache writes: The Pcache is a write-through cache. Therefore, writes are only written into 
the Pcache if the write address matches a validated Pcache tag entry. 

The one exception to this rule is when the Pcache is configured in force D-stream hit mode. 
In this mode, the data is always written to the Pcache regardless of whether the tag matches 
or mismatches. 

• All write references which pass memory management checks are transferred to the Cbox via 
B%S6_DATA_H <63 : 0 > . The Cbox is responsible for processing writes in the Bcache and for 
controlling the protocols related to the write-back memoiy subsystem. 

When write data is latched in the EM_LATCH, the 4-way byte barrel shifter associated with the 
EMJLATCH rotates the EMJLATCH data into proper alignment based on the lower two bits of 
the corresponding address. The diagram below illustrates the barrel shifter function: 
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Figure 12-15: Barrel Shifter Function 
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The result of this data rotation is that all bytes < 
relative to memory longword boundaries. 



When write data is driven from the EM_LATCH, M_ 
of the barrel shifter so that data will always be prt 

Note that, while the M_QUETcS5_DAIA_H bus is i 
quadword wide. B9eS6JDA3A_H is a quad word wi 
The quadword access size facilitates Pcache and 

half of B%S6_DAIA._H<63 :0> is ever used to write the Pcache since au wm, c / 

a longword or less of data. When a write reference propagates from S5 to S6, the longword 
aligned data on M_QUE%S5_DATA._H <3 1 :0> is transferred onto both the upper and lower halves of 
B%S6_DATA_H<63:0> to guarantee that the data is also quadword aligned to the Pcache and Cbox. 
The byte mask corresponding to the reference will control which bytes of B%S6_DAIA^H<63:0> 
actually get written into the Pcache or Bcache. 

Write references are formed through two distinct mechanisms described below. 


12.3.6.1 Destination Specifier Writes 

Destination specifier writes are those writes which are initiated by the Ibox upon decoding a 
destination specifier of an instruction. When a destination specifier to memory is decoded, the 
Ibox issues a reference packet corresponding to the destination address. Note that no data is 
present in this packet because the data is generated when the Ebox subsequently executes the 
instruction. The command field of this packet is either a DEST_ADDR command (when the 
specifier had access type of write) or a DREAD_MODIFY command (when the specifier had access 
type of modify). 

The address of this command packet is translated by the TB, memory management access checks 
are performed, and the corresponding byte mask is generated. The physical address, DL and 
other qualifer bits are loaded into the PA_QUEUE. When the DEST_ADDR command completes 
in S5, it is turned into a NOP command in S6 because no further processing can take place 
without the actual write data. 


DIGITAL CONFIDENTIAL 


The Mbox 12-35 




NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


When the Ebox executes the opcode corresponding to the Ibox destination specifier, the 
corresponding memory data to be written is generated. This data is sent to the Mbox by a 
STORE command. The STORE packet contains only data. When the Mbox executes the STORE 
command in S5, the corresponding PA_QUEUE packet is driven into the S5 pipe. The data in 
the EM_LATCH is rotated into proper longword alignment using the byte rotator and the lower 
two bits of the corresponding PA_QUEUE address and are then driven into S5. In effect, the 
DEST_ADDR and STORE commands are merged together to form a complete physical address 
WRITE operation. This WRITE operation propagates through the S5/S6 pipeline to perform the 
write in the Pcache (if the address hits in the Pcache) and in the memory subsystem. 

12.3.6.2 Explicit Writes 

The term explicit writes defines writes generated solely by the Ebox. That is, writes which do 
not result from the Ibox decoding a destination specifier but rather writes which are explicitly 
initiated and fully generated by the Ebox. An example of an explicit write is a write performed 
during a MO VC instruction. In this example, the Ebox generates the virtual write address of 
every write as well as supplying the corresponding data. The PA_QUEUE is never involved in 
processing an explicit write. 

Explicit writes are transferred to the Mbox in the form of a WRITE command issued by the Ebox. 
These writes directly execute in S5 and S6 in the same manner as when a write packet is formed 
from the PA_QUEUE contents and the STORE data. 

12.3.6.3 Writes to I/O Space 

I/O space writes are defined as a write command which addresses I/O space. Therefore, a write 
is an I/O space write when the physical address bits, addr<31:29>, are set. I/O space writes 
are treated by the Mbox in exactly the same way as any other write, except for the following 
differences: 

• I/O space data is never cached in the Pcache; therefore, an I/O space write always misses in 
the Pcache. 

12.3.6.4 Byte Mask Generation 

Since memory is byte-addressable, all memory storage devices must be able to selectively write 
specified bytes of data without writing the entire set of bytes made available to the storage device. 

The byte mask field of a write reference packet specifies which bytes within the quadword Pcache 
access size get written. The byte mask is generated in the Mbox by the byte mask generation 
logic based on M_QUE%S5_VAJH<2 :0> and the data length of the reference. 

Byte mask data is generated on a read as well as a wriate in order to supply the byte alignment 
information to the Cbox on an I/O space read. The following table illustrates the behavior of the 
byte mask generator for all aligned reads and writes: 
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Table 12-2: Byte Mask Logic for Aligned References 


addr<2:0> 

BM 

(DLabyte) 

BM 

(DLsword) 

BM 

(DLwlong) 

BM (DLvquad) 

000 

00000001 

00000011 

00001111 

00001111 

001 

00000010 

00000110 

00011110 

00011110 

010 

00000100 

00001100 

00111100 

00111100 

Oil 

00001000 

00011000 

01111000 

01111000 

100 

00010000 

00110000 

11110000 

11110000 

101 

00100000 

01100000 

unaligned 

unaligned 

110 

01000000 

11000000 

unaligned 

unaligned 

111 

10000000 

unaligned 

unaligned 

unaligned 


See Section 12.3.17.3 for a description of byte mask generator for unaligned references. 

12.3.7 IPR PROCESSING 

12.3.7.1 MBOX IPRS 

The Mbox maintains the following internal processor registers: 


Table 12-3: Mbox IPRs 

IPR Address 

Register Name (in hex) 

MPOBR (Mbox PO Base Register) 1 EO 

MPOLR (Mbox PO Length Register) 1 El 

MP1BR (Mbox PI Base Register) 1 E2 

MP1LR (Mbox PI Length Register) 1 E3 

MSBR (Mbox System Base Register) 1 E4 

MSLR (Mbox System Length Register) 1 E5 

MMAPEN (Map Enable Bit) 1 E6 

PAMODE (Address Mode) E7 

MMEADR (MME Faulting Address Register) 1 E8 

MMEPTE (PTE Address Register) 1 E9 

MME STS (status of memory management exception) 1 EA 

TBADR (address of reference causing TB parity error) EC 

TBSTS (status of TB parity error) ED 

PC ADR (address of reference causing Pcache parity error) F2 

PC STS (status of Pcache parity error and PTE hard errors) F4 

PCCTL (control state of Pcache operation) F8 


1 Testability and diagnostic use only; not for software use in normal operation. 
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Table 1 2-3 (Cont.): Mbox IPRs 


IPR Address 

Register Name 

(in hex) 

PCTAG 

01800000 .. 01801 FE< 

PCDAP 

0 1 C 00000 . . 0 ICO IFF 


The first thirteen IPRs listed above (memory management IPRs) are stored in the S5 pipe in 
the register file of the MMEJDATAPATH. All other IPRs are stored in the S6 pipe. Note that 
when an Mbox IPR, other than a Pcache tag, is addressed, the actual IPR address is received on 
M_QUE%S5_VA W H<9:2> (the table above is written such that all addresses start at bit<0>). 

The following is the format description of each Mbox IPR. Each format illustrates the format 
visible at the programmer level. The formats do not necessarily illustrate the internal hardware 
storage format. 

Figure 12-16: iPR EO (hex), MPOBR 


31 30 29 28|27 26 25 24 | 23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04 | 03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| 1| 0| system virtual page address of P0 page table I 0| 0| 0| 0| 0| 0| 0| 0| 0 | :MPOBR 

+ + — + + + + + — + + + + + + + + + — 4 + + 4 + + + + + — + + — + + + + + + 


Figure 12-17: iPR El (hex), MP0LR 


31 30 29 28127 26 25 24 1 23 22 21 20 1 1 9 18 17 16 1 15 14 13 12|11 10 09 08107 06 05 04|03 02 01 00 

+ + — + + + + + — + + — + — + + + + + + — + + + — H + + + — + + — + + — + + — + + + + 

| 0 1 0| 0 1 0| 0 1 0 | 0| 0| 0| 0 | length of PO page table in longwords I :MP0LR 

+ + — + + + + + — + + + + + + + — + + — + ^ + 4 + + — + — + + + + — + + — + + + + 
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Figure 12-15: Barrel Shifter Function 


original 
4 bytes of 
Ebox data 



barrel shifter 
output when 

K_QUS%S5_VA_H<1 : 0> - 01 




+ 

1 

+ 


barrel shifter 
output when 

M QUE%£5 V>. H<1:0> - 10 


+— — — + — A — + 


I 2 I 1 I 4 I 3 I 

-r — — p 


barrel shifter 
output when 

K QUE%S5 VS. H<1:0> « 11 



! 4 ! 3 


I 



The result of this data rotation is that all bytes of data are now in the correct byte positions 
relative to memory long-word boundaries. 

When write data is driven from the EM_LATCH, M_QUE%S5_DATA W H<31:0> is driven by the output 
of the barrel shifter so that data will always be properly aligned to memory longword addresses. 

Note that, while the M_QUE < TcS5_DAIA_H bus is a longword wide, the B%S6_DAIA_H bus is a 
quadword wide. B%S6_DAIA_H is a quadword wide due to the quadword Pcache access size. 
The quadword access size facilitates Pcache and VIC fills. However for all writes, at most 
half of B%S6_DAIA_H<63:0> is ever used to write the Pcache since all write commands modify 
a longword or less of data. When a write reference propagates from S5 to S6, the longword 
aligned data on M_QUE9cS5_DAIA_H<3 1:0> is transferred onto both the upper and lower halves of 
B%S€_DATA._H<63:0> to guarantee that the data is also quadword aligned to the Pcache and Cbox. 
The byte mask corresponding to the reference will control which bytes of B%se_DAIA u .H<63:0> 
actually get written into the Pcache or Bcache. 

Write references are formed through two distinct mechanisms described below. 

12.3.6.1 Destination Specifier Writes 

Destination specifier writes are those writes which are initiated by the Ibox upon decoding a 
destination specifier of an instruction. When a destination specifier to memory is decoded, the 
Ibox issues a reference packet corresponding to the destination address. Note that no data is 
present in this packet because the data is generated when the Ebox subsequently executes the 
instruction. The command field of this packet is either a DEST_ADDR command (when the 
specifier had access type of write) or a DREAD_MODIFY command (when the specifier had access 
type of modify). 

The address of this command packet is translated by the TB, memory management access checks 
are performed, and the corresponding byte mask is generated. The physical address, DL and 
other qualifier bits are loaded into the PA_ QUEUE. When the DEST_ADDR command completes 
in S5, it is turned into a NOP command in S6 because no further processing can take place 
without the actual 'write data. 
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When the Ebox executes the opcode corresponding to the Ibox destination specifier, the 
corresponding memory data to be written is generated. This data is sent to the Mbox by a 
STORE command. The STORE packet contains only data. When the Mbox executes the STORE 
command in S5, the corresponding PA_QUEUE packet is driven into the S5 pipe. The data in 
the EMJLATCH is rotated into proper longword alignment using the byte rotator and the lower 
two bits of the corresponding PA_QUEUE address and are then driven into S5. In effect, the 
DEST_ADDR and STORE commands are merged together to form a complete physical address 
WRITE operation. This WRITE operation propagates through the S5/S6 pipeline to perform the 
write in the Pcache (if the address hits in the Pcache) and in the memory subsystem. 

12.3.6.2 Explicit Writes 

The term explicit writes defines writes generated solely by the Ebox. That is, writes which do 
not result from the Ibox decoding a destination specifier but rather writes which are explicitly 
initiated and fully generated by the Ebox. An example of an explicit write is a write performed 
during a MOVC instruction. In this example, the Ebox generates the virtual write address of 
every write as well as supplying the corresponding data. The PA_ QUEUE is never involved in 
processing an explicit write. 

Explicit writes are transferred to the Mbox in the form of a WRITE command issued by the Ebox. 
These writes directly execute in S5 and S6 in the same manner as when a write packet is formed 
from the PA_QUEUE contents and the STORE data. 

12.3.6.3 Writes to I/O Space 

I/O space writes are defined as a write command which addresses I/O space. Therefore, a write 
is an I/O space write when the physical address bits, addr<31:29>, are set. I/O space writes 
are treated by the Mbox in exactly the same way as any other write, except for the following 
differences: 

• I/O space data is never cached in the Pcache; therefore, an I/O space write always misses in 
the Pcache. 

12.3.6.4 Byte Mask Generation 

Since memory is byte-addressable, all memory storage devices must be able to selectively write 
specified bytes of data without writing the entire set of bytes made available to the storage device. 

The byte mask field of a write reference packet specifies which bytes within the quadword Pcache 
access size get written. The byte mask is generated in the Mbox by the byte mask generation 
logic based on M_QUE%S5_VA^H<2:0> and the data length of the reference. 

Byte mask data is generated on a read as well as a wriate in order to supply the byte alignment 
information to the Cbox on an VO space read. The following table illustrates the behavior of the 
byte mask generator for all aligned reads and writes: 
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Rgure 12-18: IPR E2 (hex), MP1 BR 


31 30 29 28127 26 25 24|23 22 21 20 1 19 18 17 16 1 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — , — + — + — h — + — + — + — + — + — + — + — + — .( + — + — + — + — + — + — + — + — + — + — + — + — H — + — + — + — + — + 

I 1 1 0 1 system virtual page address of PI page table ! 0| 0| 0| 0| 0| 0| 0| 0| 0|:MP1BR 


Rgure 1 2-1 9: IPR E3 (hex), MP1 LR 


31 30 29 28|27 26 25 24|23 22 21 20119 18 17 16115 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ — + + + + + + H + + + + + + 4 + 4 + 4 4- 4 4- 4- + + 4- 4- 4- 4- — 4 4- + 4- 

I 0| 0| 0! 0| 0| 0| 0| 0| 0| 0| length of (2**21) - PI page table in longwords | :MP1LR 

+ 4 4 4 + — + 4 — 4 4 4 + 4 4 4 4 4 4 4 — 4 4 4 4 4- 4 4 4- 4 4- 4 — 4 4- 4 4 


Rgure 12-20: IPR E4 (hex), MSB R 


31 30 29 28127 26 25 24|23 22 21 20119 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

4 + 4 4 4 — 4 + — 4 4 4 4 ^ 4 4 H 4 4 4 4 4 4 4 4 4 4 4 4 4 4 — h 4 4 4 

I physical page address of system page table ! 0| 0| 0| 0| 0| 0| 0| 0| 0 | :MSBR 

4 — 4 — 4— — | 4 1- — 4 — 4 — 4 — 4 — + — 4 4 — 4— I + — -t + — ■) 4 — H 4 — + — 4 + — + + — + — + — ■( + — + — + 


Rgure 12-21 : IPR E5 (hex), MSLR 


31 30 29 28127 26 25 24|23 22 21 20119 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

4 4 4 , 4 4 4 4 4 4 4 -4 4 + -i + H 4 4 4 H + + 4 4 + + H + + + + — + 

I 01 0 1 0 1 0 1 0 1 Oj 0 1 0 | 0 1 0 1 length of system page table in longwords I : MSLR 

4 4 4 H 4 H 4 1 - 4 4 4—4 4 4 4 4 4 4 4 4--H 4 + 4 4 4 H 4 + H 4 4 + 
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Figure 12-22: IPR E6 (hex), MMAPEN 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16 1 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + h — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0 1 0 | 0 1 0| 0 1 0 1 M| rMMAPEK 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


Table 12-4: MMAPEN Field Descriptions 


Name 

Extent Type 

Description 

M 

0 RW 

When 0, disables Mbox memory management. When 1, enables 
Mbox memory management. 


Figure 12-23: IPR E7 (hex), PAMODE 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 l 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — +— + — + — + — + — + — H + — + — + 

I 01 0| 0| 01 01 0| 0| 0| 0| 0| 0| 0| 0| 0! 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| | .-PAMODE 

+ + + + + — + + + + + + — + + + + + + + + h + + + h + — + + — H + + K + + 

I 

MODE + 


Tabie 12-5: PAMODE Field Descriptions 


Name 

Extent Type 

Description 

MODE 

0 RW 

When 0, maps addresses from a 30-bit physical address space. When 
1, maps addresses from a 32-bit physical address space. 
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Figure 12-24: IPR E8 (hex), MMEADR 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 

+ — + + + + + + (. + + + + + + — + + + — + + — + + + + — + + — H + + + — + + + + 

| address associated with recorded MME fault I :MMEADR 

+ + + + + + + + + h + + + + + + +' + + + + + + + + + 1- + + + + + + 


Figure 12-25: IPR E9 (hex), MMEPTE 


31 30 29 28|27 26 25 24123 22 21 20 | 19 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04103 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| PTE address associated with an address corresponding to a modify fault I : MMEPTE 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + ► — + — + — + — + — + — + 


Figure 12-26: IPR EA (hex), MMESTS 


31 30 29 28|27 26 25 24|23 22 21 20119 18 17 16115 14 13 12111 10 09 08 | 07 06 05 04|03 02 01 00 

+ + + + + + + + + + + + + + + + + + + H + + + + + + h + + + + + + 

I I SRC I 0| 0| 0| 0| 0| 0| 0| 0| 0| 0 | FAULT | 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| M| |LV|:MMESTS 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

< + > | 

I I 

+ LOCK PTE REF — + 


Table 12-6: MMESTS Reid Descriptions 


Name 

Extent 

Type 

Description 

LV 

0 

RO 

Indicates ACV fault occurred due to length violation. 

PTE.REF 

1 

RO 

Indicates ACV/TNV fault occurred on PTE reference corresponding 
to MMEADR. 

M 

2 

RO 

Indicates corresponding reference had write or modify intent. 

FAULT 

15:14 

RO 

Indicates nature of memory management fault. See Fault bit 
encodings below 

SRC 

28:26 

RO 

Complemented shadow copy of LOCK bits. However, the SRC bits 
do not get reset when the LOCK bits are cleared. 

LOCK 

31:29 

RO,0 

Indicates the lock status of MMESTS. See LOCK encodings below. 
This field is cleared on e^flush_mbox w h. 


See Section 12.5.1.5.3.5 for information on how these fields are encoded. 
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Figure 12-27: IPR EC (hex), TBADR 


31 30 29 28127 26 25 24 | 23 22 21 20|19 18 17 16 ! 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I virtual address associated with the recorded TB parity error I : TBADR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


Figure 12-28: IPR ED (hex), TBSTS 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16(15 14 13 12|11 10 09 08|07 06 05 04103 02 01 00 

+ — + — + — + — + — + — + — + 1 - — + — + — + — + — +. — -| + — + — + — + — + — + — + (. — + — + — + — + — + — + — + — + — + — + 

I SRC | 0| 0| 01 0| 0| 0| 0( 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| CMD I I I I I : TBSTS 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I I I I 

EM_VAL + I | I 

TP ERR + I | 

DP ERR + | 


Table 12-7: TBSTS Field Descriptions 


Name 

Extent 

Type 

Description 

LOCK 

0 

WC 

Lock Bit. When set, validates TBSTS contents and prevents any 
other field from further modification. When clear, indicates that no 
TB parity error has been recorded and allows TBSTS and TBADR 
to be updated. 

DPERR 

1 

RO 

Data Error Bit. When set, indicates a TB data parity error. 

TPERR 

2 

RO 

Tag Error Bit. When set, indicates a TB tag parity error. 

EM_VAL 

3 

RO 

EM_LATCH valid bit. Indicates if EM_LATCH was valid at the time 
of the error TB parity error detection. This helps the software error 
handler determine if a write operation may have been lost due to 
the TB parity error. 

CMD 

8:4 

RO 

S5 command corresponding to TB parity error. 

SRC 

31:29 

RO 

Indicates the original source of the reference causing TB parity error. 


See Section 12.6.4.1 for information on how these fields are encoded. 
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Figure 12-29: IPR F2 (hex), PCADR 


31 30 29 28 i 27 26 25 24|23 22 21 20119 18 17 16 1 15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I quadword physical address associated with the recorded Pcache parity error I 0| 0| 0|:PCADR 

+ + + + + — + + — + + h + — + + + + H + + y + — + + + — + h — + + + + + + + + 


Figure 12-30: IPR F4 (hex), PCSTS 


31 30 29 28127 26 25 24(23 22 21 20119 18 17 16|15 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + t- — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I 11 11 1|1| 1|1| 11 11 11 11 11 II 11 1|1| 1|1| 1|1| 1|1| | | CMD I I I I I: PCSTS 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


PTE_ER + | 

PTE_ER_WR + 

LEFT BANK 


RIGHT_BANK- 

DPERR 

LOCK 


•+ I I 

+ | 


I 


+ 


Table 1 2-8: PCSTS Field Descriptions 


Name 

Extent 

Type 

Description 

LOCK 

0 

WC 

Lock Bit. When set, validates PCSTS<8:1> contents and prevents 
modification of these fields. When dear, invalidates PCSTS<8:1> 
and allows these fields and PCADR to be updated. 

DPERR 

1 

RO 

Data Error Bit. When set, indicates a Pcache data parity error. 

RIGHT.BANK 

2 

RO 

Right Bank Tag Error Bit. When set, indicates a Pcache tag parity 
error on the right bank. 

LEFT.BANK 

3 

RO 

Left Bank Tag Error Bit. When set, indicates a Pcache tag parity 
error on the left bank. 

CMD 

8:4 

RO 

S6 command corresponding to Pcache parity error. 

PTE_ER_WR 

9 

WC 

Indicates a hard error on a PTE DREAD which resulted from a TB 
miss on a WRITE or WRITE_UNLOCK 

PTE_ER 

10 

WC 

Indicates a hard error on a PTE DREAD. 


Note that the state of PCSTS<31:11> are "don’t cares" during an IPR write operation. 
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Figure 1 2-31 : IPR F8 (hex), PCCTL 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + H , H + + + — + + + + + + + -I + — + — + + + + + + — + + + + + + 

I 1| 1| II 1| 1| 1! 1| 1| 1| 1| 11 1| 1| 1|1| II 1| II 1| 1| 1| 1| | I PMM | | | | | | : PCCTL 

+ + + + + — H + + + + — H + + — + + + + + + — + + + + + + + — + + + + + + 


RED_ENABLE + | 

ELEC_DISABLE + 

P_ENABLE 

BANK_SEL 

FORCE_HIT 

I_ENABLE 

D ENABLE 


+ 1111 

+ I I I 

+ I I 

+ I 

+ 


Table 12-9: PCCTL Field Descriptions 


Name 

Extent 

Type 

Description 

D.ENABLE 

0 

RW,0 

When set, enables Pcache for all INVAL operations and for 
all D- stream read/write/fill operations, qualified by other control 
bits. When clear, forces a Pcache miss on all Pcache D- stream 
read/write/fill operations. Note, however, that an ACV/TNV/M=0 
condition overrides a desasserted D_ENABLE in that it will force a 
Pcache hit condition with D_ENABLE=0. 

I_ENABLE 

1 

RW,0 

When set, enables Pcache processing of INVAL, IREAD and I_CF 
commands. When dear, forces a Pcache miss on IREAD operations 
and prevents state modification due to an I_CF operation. Note, 
however, that an ACV/TNV/M=0 condition overrides a desasserted 
I ENABLE in that it will force a Pcache hit condition with 
I_ENABLE=0. 

FORCE_HIT 

2 

RW,0 

When set, forces a Pcache hit on all reads and writes when Pcache 
is enabled for I or D- stream operation. 

BANK_SEL 

3 

RW,0 

When set with FORCE_HIT=l, selects the "right bank" of the 
addressed Pcache index. When clear with FORCE_HIT=l, selects 
the "left bank" of the addressed Pcache index. BANK_SEL is a don’t 
care when FORCE_HIT=0. NOTE: BANK_SEL never affects bank 
selection during IPR reads and IPR writes to the Pcache tags or 
Pcache data parity bits; bank selection for these commands is always 
determined by the specified IPR address. 

PJENABLE 

4 

RW,0 

When set, enables detection of Pcache tag and data parity errors. 
When deasserted, disables Pcache parity error detection. 

PMM 

7:5 

RW,0 

Specifies Mbox performance monitor mode (see Section 12.10). Note 
that this field does not control or affect the operation of the Pcache 
in any way. PMM is placed in PCCTL for the convenience of the 
hardware implementation. 
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Table 12-9 (Cont.): PCCTL Field Descriptions 


Name 

Extent 

Type 

Description 

ELEC_DISABLE 

8 

RW,0 

When set, the Pcache is disabled electrically to reduce power 
dissipation. NOTE: This bit should only be set when the Pcache 
is functionally turned off by the deassertion of both IJENABLE and 
D_ENABLE. UNPREDICTABLE operation will result when this bit 
is set when either I_ENABLE or D_ENABLE is also set. Also note 
that Pcache tag or parity IPRs will not function properly when this 
bit is unconditionally set. 

RED.ENABLE 

9 

RO 

When set, indicates that one or more Pcache redundancy elements 
are enabled (see Section 12.4.11 for more information). 


Note that the state of PCCTL<31:10> are "don’t cares" during an IPR write operation. 


Figure 12-32: 

IPRs 01800000 thru 01801 FE0 (hex), PCTAG 

31 30 29 28127 26 25 24 | 23 22 21 

20|19 18 17 16115 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

1 


tag 

I 1| 1| 1| 1| 1| 1| PI valid bitsl A|:PCTAG 





Table 12-10: 

PCTAG Field Descriptions 

Name 

Extent 

Type 

Description 

A 

0 

RW 

Allocation Bit corresponding to index of this tag. 

valid bits 

4:1 

RW 

Valid Bits corresponding to the four data subblocks. PCTAGk4> 
corresponds to uppermost quadword in block. PCTAG<1> 

corresponds to lowermost quadword in block. 

P 

5 

RW 

Even Tag Parity 

tag 

31:12 

RW 

Tag Data 


Note that the state of PCTAG<11:6> are "don’t cares” during an IPR write operation. 
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Figure 12-33: iPRs OICOOOOO thru 01C01FF8 (hex), PCDAP 


31 30 29 28127 26 25 24|23 22 21 20 1 19 18 17 16115 14 13 12111 10 09 08|07 06 05 04 1 03 02 01 00 


+ — + — + — +- 
1 11 11 11 

11 11 11 11 1| 11 11 11 1| 1! li 1| 11 11 11 1| 11 11 11 11 11 DATAJPARITY | : PCDAP 


Table 12-11: 

PCDAP Reid Descriptions 

Name 

Extent Type Description 

DATA_PARITY 

7.0 RW Even byte parity corresponding to addressed quadword of data. Bit 

n represents parity for byte n of addressed quadword. 


Note that the state of PCDAP<31:8> are "don’t cares" during an IPR write operation. 

12.3.7.2 Hardware MBOX IPR Format 

The IPR formats listed above reflect the formats used by the programmer to execute IPR read 
and write operations. However, due to the specific structure of the Mbox memory management 
datapath, four memory management registers are internally stored in a different format in order 
to facilitate all length violation checks and PI space PTE calculations. The following describes 
the hardware formats of these registers: 

Figure 12-34: MP0LR Register 


31 30 29 28127 26 25 24 | 23 22 21 20 | 1 9 18 17 16|15 14 13 12|11 10 09 08 | 07 06 05 04 | 03 02 01 00 

+ — + — + — + f — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + (• — + — + — + — + — + — + — + — + — + — + — + — + 

| 0 | length of P0 page table in longwords I 0| 0| 0| 0| 0| 0| 0| 0| 0| :MP0LR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 
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Rgure 12-35: MP1LR Register 


31 30 29 28127 26 25 24123 22 21 20|19 18 17 16|15 14 13 12111 10 09 08 | 07 06 05 04103 02 01 00 

4*— — +•— +— — -h— — +— — *4— —4— >4-— '+——*4— +"4— •■4'— , — 4 ,, »— 4-*“*- *f— — 4 — ’ 4 — — 4 " 4 — — 4 " > 4 — — 4 “ 4 — 

I (length of (2**21) - PI page table in longwords) + lr_bias I 0| 0| 0| 0| 0| 0| 0| 0| 0|:MP1LR 

+ *■ + H 4- I h y b f + -I 4 4 4 4 h 4 K + -i -i ! f 4 I- n f 


Figure 12-36: MSLR Register 


31 30 29 28127 26 25 24)23 22 21 20)19 18 17 16)15 14 13 12ill 10 09 08107 06 05 04103 02 01 00 
0: length of system page table in longwords ■ 0| Cl Oi 0) 0) 01 0i Cj OisMSLP. 


The re-formating operation necessary to convert the program-level format to the hardware-level 
format is handled by microcode. When IPR writes are done to these registers, the microcode 
shifts the length register data 9 bits to the left before delivering the IPRJWRITE reference to 
the Mbox. In the MP1LR case, the microcode adds a bias value to the data following the shift 
operation. This is done in order to compensate for the "l" which will occur in virtual_addr<30> 
position during length check subtraction operations for all PI space virtual references. 

The microcode reverses the format operation to convert the Mbox IPR data back into the 
program-level format during MxLR IPR_READ operations. 

The hardware format for MP1BR is shown below: 

Figure 12-37: MP1BR Register 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 06|07 06 05 04|03 02 01 00 

4 t— 4 4 4*— 4— -4~ 4— -4~+~ 4--4— -4-- 4— -4~ 4— -4— -4--4— -4— '4— -4~ 4--4~4~4-—4~4-- 4~4~4— 4— ’4 

I system virtual page address of PI page table - br_bias I 0 | 0 | 0 | 0 | 0| 0| 0| 0 | 0 | :MP1BR 

4 ^ -I i. I I K— — | H I -H H 4 — 4- 4 — 4 4 b — — I H 4 4 H i I H 4 4— -4 4— -4 — 4 


Before sending the IPRJWRITE data to the Mb ox, the microcode substracts a different bias value 
from the PI space base register. This is done in order to compensate for the "1" which will occur 
in virtual_addr<30> position during PI space PTE address calculations. 

The microcode reverses this format operation to convert the Mbox IPR data back into the 
program-level format during MP1BR IPRJREAD operations. 

12.3.7.3 IPR Reads 

IPR reads (internal processor register reads) are issued to the Mbox by the Ebox using the IPR_ED 
command. The Ebox issues an IPRJRD in order to obtain the contents of an NVAX internal 
processor register existing somewhere in the system other than the Ebox. 
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12.3.7.3.1 Mbox IPR Reads 

When the Ebox issues an IPR_RD to an Mbox S5 IPR, the MME_DAIAPATH will respond by 
accessing the appropriate register and loading it into the data field of the MME_LATCH. The 
MMEJLATCH is then validated with an IPRJDATA. command. Subsequently, the IPR_DATA 
command will execute in the Mbox pipe by passing the requested IPR data back to the Ebox on 
M%MD_BUS_H<31:0>, qualified by M%EBOX^DAIA w H. 

All Mbox S6 IPRs return their data directly on M%MD_BUS_H<31:0>, qualified by M%EBOX_DATA_H, 
during the S6 execution of the IPRJRD command. 

Any IPR address in the range EO-FF which is not specified above is called a reserved Mbox IPR 
(reserved for any future Mbox IPR functional requirements). An IPRJRD to a reserved Mbox IPR 
will cause the assertion of M%EBOXJDA3A_H in order to unstall the Ebox which is waiting for IPR 
data to be returned. Note however, that the returned data is UNPREDICATABLE. 

12.3.7.3.2 Non-Mbox IPR Reads 

The Ebox will issue an IPR_RD command to the Mbox to access IPRs existing in other sections 
of the NVAX computer system. Specifically, IPRJRD commands are issued to address IPRs in the 
Ibox, Cbox, NDAL and memory subsystem. 

IPRJRD s to the Ibox (IPR addresses DO-DF) are treated as NOPs. That is, execution of an Ibox 
IPRJRD command performs no Mbox function and does not modify any Mbox state. This behavior 
facilitates the Ebox microcode decode of IPR commands by allowing Ibox IPR JtDs to be issued 
to the Mbox even though the Mbox does not play a role in returning Ibox IPR data. 

IPR_RDs which do not address the Ibox or the Mbox are transferred to the Cbox for further 
processing by asserting M%CBOX w BEF_ENABLE_L when the IPR_RD is in S6. These IPR_RDs 
are handled by the Mbox in a manner similar to a DREAD which misses in the Pcache. The 
IPR.RD command is loaded into the DMISS.LATCH as the command is transferred to the Cbox. 
DMISS_LATCH state is set to indicate that the reference is not cacheable. Subsequently, the 
Cbox responds to the IPR_RD by sending back the requested data via one D_CF command. The 
IPRJRD sequence is similar to an I/O space READ miss sequence in that only one D_CF command 
is sent rather than four, and the returned data is not loaded in the Pcache even though a D_CF 
command was used to return the data. 

12.3.7.4 IPR WRITES 

IPR writes (internal processor register writes) are issued to the Mbox by the Ebox using the 
IPR_WR command. The IPRJWR command modifies the contents of an internal processor register 
which is located in the Ibox, Mbox, Cbox, NDAL or memory subsystem. The addressed register 
is modified using the longword of data associated with the IPRJWR command. 

12.3.7.4.1 Mbox IPR Writes 

All Mbox IPRs located in S5 reside in the MMEJDATAPATH. These IPRs are written by the 
IPRJWR command during the cycle after the IPRJWR executes in S5. All other Mbox IPRs 
reside in S6 and are written during the cycle when the IPRJWR executes in S6. See Table 12-3 
for a description of the Mbox IPR registers. 

An IPR_WR to an Mbox reserved IPR causes no action to be taken. 
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12.3.7.4.2 Non-Mbox IPR Writes 

Unlike Ibox IPR reads, the Mbox plays a role in processing Ibox IPR writes. The Mbox recognizes 
all Ibox IPR writes (addresses DO-DF) and passes the data through the Mbox pipeline onto 
M%MD_BUS_H<31:0> qualified by M%IBOXLIPR_WR. The Ibox receives the IPR write data and stores 
it in the Ibox IPR specified by information received directly from the Ebox. Processing Ibox IPR 
writes via the Mbox allows the M%MD_BUS_H to be used to transfer Ibox IPR write data without 
the need for a special Ebox-Ibox data bus. 

The Mbox asserts M%CBOX_REF_ENABLE_L to the Cbox when the addressed IPR falls outside of 
the Ibox and Mbox IPR address space. This causes the Cbox to continue processing the IPR_WR. 

12.3.8 LOAD_PC 

The LOAD_PC command is used to transfer a new Program Counter value from the Ebox to the 
Ibox via the Mbox. This PC value propagates through the Mbox in order to transfer the Ibox data 
across M%MD_BUS_H<31:0>. Using the M9£MDJBUS_H for this purpose eliminates the need for a 
special Ebox-Ibox data bus. 

The LOAD_PC command operates in a manner identical to an Ibox IPRJWR command. The only 
difference between a LOAD_PC and an Ibox IPR_WR command is that no IPR address need be 
decoded. The LOAD_PC command directlv specifies the destination of the data as being the Ibox 
PC. 

12.3.9 INVALIDATES 

The Pcache must always be a coherent cache with respect to the Bcache. In other words, the 
Pcache must always contain a strict subset of the data cached in the Bcache. If cache coherency 
were not maintained, incorrect computational sequences could result from reading "stale" data 
out of the Pcache in multi-processor system configurations. 

An invalidate is the mechanism by which the Pcache is kept coherent with the Bcache. A Pcache 
invalidate operation occurs when data is displaced from the Bcache or when Bcache data is 
invalidated. The Cbox initiates an invalidate by specifying a hexaword physical address qualified 
by the INVAL command. The INVAL command is latched by the Mbox in the CB OX_LATCH. 

Execution of an INVAL command guarantees that data corresponding to the specified hexaword 
address will not be valid in the Pcache. If the hexaword address of the INVAL command 
does not match to either Pcache tag in the addressed index, no operation takes place. If the 
hexaword address matches one of the tags, the four corresponding subblock valid bits are cleared 
to guarantee that any subsequent Pcache accesses of this hexaword will miss until this hexaword 
is re-validated by a subsequent Pcache fill sequence. If a cache fill sequence to the same hexaword 
address is in progress when the INVAL is executed, a bit in the corresponding MISS_LATCH is 
set to inhibit any further cache fills from loading data or validating data for this cache block. 

Also note that an assertion of C%CBOX w .HARD_ERR_H during a cache fill command causes the cache 
fill operation to be processed as if it were an INVAL operation. 
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12.3.10 CACHE FILL COMMANDS 

See Section 12.3.5.1 for a discussion of cache fill operations. 

1 2.3.1 1 MME CHECK COMMANDS 

Two commands exist for the purpose of checking references for possible memory management 
exceptions. 

12.3.11.1 MME_CHK 

The function of the MME_CHK command is to obtain the allowed access rights for a specified 
page, and to compare it against an intended access mode specified by M_QUE%S 5 _AT_H< l: 0 > . The 
MME_CHK command causes a TB access of the PTE corresponding to the MME_CHK address. 
If the PTE is not cached in the TB, the Mbox first fetches the PTE from memory. Once the PTE 
information is accessed, ACV7TNV/M=0 checks are performed. If an ACV, TNV or M=0 fault is 
detected, the appropriate memory management fault response is invoked (See Section 12.5.1.5.3 
for a description of ACV/TNV/M=0 faults). 

12.3.11.2 PROBE 

The PROBE command is used when the microcode must determine the accessibility of a page 
before changing any state (e.g. PROBER, PROBEW. CHMx macro instructions). It functions 
exactly as an MME_CHK command except for three differences: 

• If an ACV, TNV, or M=0 condition is detected, no ACV, TNV, or M=0 response is invoked. That 
is, a PROBE merely detects the condition without actually causing a memory management 
exception. The PROBE command will update MMESTS based on the probe information if 
MMESTS is unlocked. However, a PROBE command will never lock MMESTS. 

• The PROBE command returns status to the Ebox which indicates the nature of any memory 
management condition the PROBE may have detected. 

• If M_QUE%S5_AT_H<lsO>=s00 corresponding to the 

PROBE reference, then the MME_DATAPATH tb_miss sequence is not invoked when the 
TB detects a miss. 

Status is returned to the Ebox on the M9«MD_BUS_H in the following format: 

• M%MD_BUS_H<3 > is set when the PROBE reference hits in the TB. 

• M%MD_BUS_H<2> is set when the PROBE reference corresponds to an ACV fault. 

• M%MD_BUS_H<1> is set when the PROBE reference corresponds to an TNV fault. 

• M%MD_BUS_H<0> is set when the PROBE reference corresponds to an M=0 fault. 

• All other M%MD_BUS_H bits are undefined. 

NOTE 

One exception to this PROBE status format exists. When M%MD_BUS_H<2:0> = Oil, 
the meaning of this code indicates that a TNV has occurred on the PPTE (Process Page 
Table Entry) corresponding to the PROBE address. It does NOT mean that a TNV and 
M=0 fault have simultaneously occurred on the PROBE address (this would not make 
sense). 
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The following tables summarizes all possible PROBE status encodings. 

Table 12-12: Probe Status Encodings 


M%MD_BU8_H<3*Jk>QUE < »B5_AT_H< 1 :OProb e Status 


xooo 

at A =00 

No fault. 

X001 

at A =00 

Modify fault 

X010 

at A =00 

TNV fault. 

X011 

at A =00 

TNV fault on PPTE reference. 

X100 

at A =00 

ACV fault 

X101 

at A =00 

illegal status (will never be generated) 

X110 

at A =00 

illegal status (will never be generated) 

Xlll 

at A =00 

illegal status (will never be generated) 

oxxx 

at=00 

PROBE missed in TB. Lower three bits are a don’t care. 

1XXX 

at=00 

PROBE hit in TB. Lower three bits are a don’t care. 


If memory management is turned off (i.e. MAPEN=0) execution of the PROBE command returns 
a status of M%MD_BU S_H <2 : 0>=0 indicating that no fault was detected (M%MD_BUS_H<3 > will vary 
based on hit/miss TB status). 

12.3.12 TB Fills 

12.3.12.1 TB Tag Oils 

The TB_TAG_FILL command is used in conjunction with the TB_PTE_FILL command to cache 
a PTE in the TB. The data associated with the TB_TAG_FILL command corresponds to a virtual 
byte address in some virtual page. The TB_TAG_FILL command causes the page address on 
M_QUE%S5_VA_H<3 1 ^> of the TB_TAG_FILL data to be written into the tag field of the TB entry 
pointed to by the NLU TB allocation pointer (see Section 12.5.1.3 for information about the NLU 
TB allocation pointer). The TB valid bit (TBV) of the entry is cleared. 

When TB_TAG_FILLs occur from the MMEJLATCH, the tag data is driven onto M_QUE%S 5 _VA_H 
in the following format: 
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Figure 12-38: TB_TAG_FILL Format (from MME_LATCH) 


31 30 29 28|27 26 25 24|23 22 21 20il9 18 17 16 115 14 13 12 111 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + h — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I VPN | 0| 0| 0| 0| 0| 0| 0| 0| 0| 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 1 - — + — + — + — + — + — + — + — + — + — + — + — + — + 


Table 12-13: TB TAG FILL Definition 


Name 

Extent 

Type 

Description 

VPN 

31:9 

W 

Virtual page address used to fill a TB tag field. 


During the TB_TAG_FILL, the TB logic will automatically generate even tag parity corresponding 
to PTE<31:9>. This parity will be written into the TB during the TB_TAG_FILL operation. 

When TB_TAG_FILLs occur from the Ebox, the tag data is supplied from the address field of the 
EM_LATCH and is driven onto M^QUE%S 5 _VAJH in the following format: 

Figure 12-39: TB_TAG_FILL Format (from EM_LATCH): IPR 7E (hex), MTBTAG 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04103 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| VPN | 0| 0| 0| 0| 0| 0| 0| 0 1 TP 1 : MTBT.fi 

+ + + + + + + + + + + + h + + + + + + + + + + + + h + + + + + + + 


Table 12-14: MTBTAG Field Descriptions 


Name 

Extent 

Type 

Description 

TP 

0 

W 

Even tag parity bit. 

VPN 

31:9 

W 

Virtual page address used to fill a TB tag field. 


In this case, the even tag parity corresponding to the VPN is specified in bit<0> of the data 
field for the TB_TAG_FILL. This mechanism allows correct or incorrect parity to be deliberately 
written into the TB tag array for testability purposes by invoking the TB_TAG_FILL operation 
through the appropriate MTPR instruction. 

12.3.12.2 TB PTE Fills 

The TB_PTE_FILL operation drives the PTE data onto M_QUE%S5_VA^H<31:0> in order that this 
data can be written into the data array of the TB. The data is written into the entry pointed 
to by the NLU TB allocation pointer. The TB valid bit (TBV bit) of the entry is set (Note 
that a TB_TAG_FILL command will not be issued by the Mbox if PTE<31> is clear in order to 
guarantee that only validated PTEs are ever cached in the TB). The NLU TB allocation pointer 
is incremented after the fill is done. 
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When TB_PTE_FILLs occur from the MME_LATCH, the PTE data is driven onto M_QUE%S5_VA W H 
during a TB_PTE_FILL in the following format: 


Rgure 12-40: TB PTE FILL Data Format (from MMEJJVTCH) 


31 3C 

) 29 28|27 26 25 24 1 23 22 21 

20|19 18 17 16|15 14 13 12|11 10 09 08 | 07 06 05 04 | 03 02 01 00 

1 11 

PROT | M| 0| 0| 0| 

PFN | 


Table 12- 

15: TB_PTE_RLL Definition 

Name 

Extent Type 

Description 

PFN 

22:0 W 

Page frame address 

0 

25:23 

Forced to 0 by MME_LATCH 

M 

26 W 

PTE modify bit 

PROT 

30:27 W 

PTE protection field. 

1 

31 

Valid bit of PTE (must be a "1". See below) 


Only bits <30:26>, <22:0> and the corresponding PTE parity bit are actually written into the 
TB array during a TB_PTE_FILL. TBJPTEJFILLs from the MME.LATCH will only be issued 
for validated PTEs. Therefore, PTE<31> will always be set. The TB logic will automatically 
generate even parity to be written during the fill corresponding to PTE<31:0>. Note that the 
parity generator includes PTE<31> in this calculation even though this bit is not written into the 
TB. Since PTE<31> is always a "T during a TB_PTE_FILL, the stored parity can be thought of 
as odd parity on bits <30:0>. 

When TB_PTE_FILLs occur from the EM_LATCH, the PTE data is driven onto M_QUE%S5_VAja[ 
during a TB_PTE_FILL in the following format: 
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Figure 12-41 : TB_PTE_FJLL Data Format (from EM LATCH): IPR 7F (hex), MTBPTE 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16(15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — +-- + — + — + — + — + — + — + — + — + — + — + — 4 - — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| 1| PROT | M| 0| P| 0| PFN | :MTBPT 

+ + — + — + + + + — + + + + + + H + + — + — + — + + — + + + + + + + — + + H + + — + 


Table 12-16: MTBPTE Field Descriptions 


Name 

Extent 

Type 

Description 

PFN 

22:0 

W 

Page frame address 

0 

23 


Assumed to be a "0" for parity calculation. 

P 

24 

W 

User-settable even parity corresponding to PTE<31:26> and 
PTE<22:0>. 

0 

25 


Assumed to be a "0" for parity calculation. 

M 

26 

w 

PTE modify bit 

PROT 

30:27 

w 

PTE protection field. 

1 

31 


Assumed to be a "1" for parity calculation. (See below) 


Bits <30:26>, <22:0> are written into the TB array during a TB_PTE_FILL. Bit<24> is interpreted 
as the corresponding PTE parity and is directly written into the TB as such. This gives the user 
the flexibility of writing correct or incorrect PTE parity for testability purposes. Note however 
that while PTE<31> is not written into the TB, it must be assumed that this bit is set when the 
user calculates even parity on PTE<31:0>. Similarly, PTE<25> and PTE<23> must be cleared 
for proper parity calculation. 

See Section 12.5.1.5.2 for a description of TB fill sequences. 

12.3.13 TBIS 

The TBIS (TB Invalidate Single) command invalidates the PTE entry corresponding to the 
specified virtual address, providing that the PTE is cached in the TB. If the PTE is not cached in 
the TB, no action is taken. 

12.3.14 TBIP 

The TBIP (TB Invalidate Process) command invalidates all the PTE entries corresponding to 
P0 or PI space translations which are currently cached in the TB. This command is used when 
the CPU changes process context. It allows a new process translation state to be set up for the 
new process context without being polluted by old translations corresponding to the old process 
context. TBIP does not invalidate PTEs corresponding to system space translations because these 
translations are valid across all processes. 
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12.3.15 TBIA 

The TBIA (TB Invalidate All) command invalidates all PTE entries in the TB and resets the NLU 
TB allocation pointer to a known state. This is done for CPU initialization purposes, when the 
operating system reconfigures its system space translations, and when the Mbox clears the TB 
after encountering a TB parity error. 

12.3.16 STOP_SPEC_Q 

The STOP_SPEC_Q command is sent by the Ibox to inform the Mbox that no subsequent Ibox 
specifier references should be processed until the Ebox sends the proper synchronization. This 
command decrements the SPEC_Q_SYNC_CTR. In all other respects, it is treated as a NOP by 
the Mbox. See Section 12. 3.20 to understand the context of the use of STOP_SPEC_Q. 

12.3.17 UNALIGNED REFERENCES 

An unaligned reference is a D-stream memory read or memory write reference that refers to 
data which crosses a quadword-aligned boundary (note that unaligned I/O space references 
are defined to cause UNPREDICTABLE behavior). A quadword boundary is the appropriate 
address resolution because the Pcache and Cbox read and write aligned quadwords of data. If a 
reference crosses a quadword-aligned boundary 7 , the unaligned reference must be translated into 
two references— one for each distinct quadword memory access. 

Detection of an unaligned reference is done in So by the unaligned detection logic and is a function 
of M_QUE%S5_VA_H <2 : 0> and M_QUE%S5J>L_H<1:0> of the S5 reference packet. The following table 
summarizes all possible unaligned configurations: 


DL 

addh<2K)> 

word 

111 

longword 

101, 110, 111 

quadword 

101, 110, 111 


When an unaligned D-stream read, STORE or WRITE is detected, the Mbox does the following: 

* The address of the unaligned reference is used to reference the aligned quadword 
corresponding to the lower portion of the data. 

* The Mbox generates a second reference corresponding to the aligned quadword corresponding 
to the upper portion of the reference. 

* In the case of reads, once both references have been executed, the requested data is extracted 
from the two quadwords and aligned to M%MD_BUS_H<31:0>. 

The implication of unaligned processing by the Mbox is that unaligned references are functionally 
invisible to the Ibox and Ebox. That is, the Ibox and Ebox can perform reads and writes without 
regard to alignment. Note that Mbox-generated references and I-stream reads are always aligned 
references. 
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12.3.17.1 Unaligned Reads 

When an S5 read is determined to be unaligned, the S5 command packet is loaded into the 
YAP.LATCH. However, M_QUE%S5_VA W H<3 1:0> is not directly loaded. Instead the quadword 
incrementor associated with the VAPJATCH increments the M_QUE%S5_VA W H quadword address. 
This new address is loaded and is used to reference the upper half of the unaligned data. 

Meanwhile, the current S5 read command is allowed to execute. When this read successfully 
completes in S5, the YAPJLATCH is validated indicating that it contains the upper half of 
the unaligned reference and that it can now be executed. Subsequently, the VAP.LATCH 
reference will be processed in the S5 pipe. Once it successfully completes in S5, the VAP_LATCH 
is invalidated. Note that if the read originated from the EMJLATCH, the EM_LATCH was 
invalidated as the first reference of the unaligned pair successfully completed. However, if the 
read came from the SPEC_QUEUE, the SPEC_QUEUE is not invalidated until the VAPJLATCH 
reference successfully completes (See Section 12.3.19.1). 

When data for the first read is available on B%S6_DATAJH<63 :0> (either from the Pcache or the 
Cbox), the data is rotated by the MDJ3US.ROTATOR based on M%S6_PA W H <2 : 0> and latched 
in the hlD.BUS_ROTA.TOR latches. Since the VAP.LATCH read was executed after the initial 
read, its data is guaranteed to be available during some cycle after the initial data is latched by 
the MD.BUS_ROTA.TOR. When the second data arrives in S6, the data is rotated by the same 
number of bytes as was done for the first reference. The lower one, two, or three bytes of the 
M c TcMD_BUS_H is then driven from the MD.BUS_ROT.ATOR latches which contain valid data from 
the first reference while the remaining bytes of M%MD_BUS_H are driven directly from the rotator. 
The effect of this sequence is to assemble the data from the two reads in a right-justified manner 
on the M%MD_BUS_H. When the assembled data is driven, M%IBOX ta .DAIA w L and/or M%EBOSLDA£A 1 _H 
are asserted to indicate the destination of the data. 

The RTY.DMISS.LATCH always contains a physical address because it stores retried reads from 
the S6 pipe. The implication of this fret on unaligned reads is that an unaligned sequence is never 
initiated from the RTY_DMISS_LATCH because the RTYJDMISS.LATCH address is physical. 
If an unaligned reference crosses a page boundary, the physical address of the second reference 
is not guaranteed to be a quadword incremented version of the first reference since the first and 
second references are associated with different address translations. 

12.3.17.2 Unaligned Writes 

Like unaligned reads, unaligned writes are processed by breaking the reference into two aligned 
quadword references such that the YAPJLATCH always generates and stores the upper portion. 
When this EMJLATCH command successfully completes in S5, the YAPJLATCH generates the 
upper portion of the unaligned write reference in the same manner as an unaligned read. The 
data driven on M_QUE%S5_DAIAJS<3 1:0> from the EMJLATCH byte rotator during the first write 
is latched in the YAP.LA.TCH. Thus, when the YAPJLATCH write executes, the same data is 
again driven onto M_QUE%S5_DAIAJH <3 1 :0> . It is the different byte masks and addresses of the 
two aligned writes which cause the proper bytes to be written into the proper bytes of memory. 
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12.3.17.3 Byte Mask Generation for Unaligned Writes 

The byte mask generator must understand whether a given reference is the first or second 
reference of an unaligned reference pair in order to generate the appropriate byte mask. 
M_QUE%S5_QUAL_H<3> is used to determine this. 

The following table illustrates examples of the behavior of the byte mask generator for aligned 
and unaligned writes: 


Table 12-17: Byte Mask Logic for Aligned and Unaiigned References 


ref 

addr<2:0> 

BM 

(DL«byte) 

BM 

(DL*word) 

BM 

(DLslong) 

BM (DLvquad) 

1st 

000 

00000001 

00000011 

00001111 

00001111 

2nd 

000 

— 

— 

— 

— 

1st 

001 

00000010 

00000110 

00011110 

00011110 

2nd 

001 

— 

— 

— 

— 

1st 

010 

00000100 

00001100 

00111100 

00111100 

2nd 

010 

— 

— 

— 

— 

1st 

Oil 

00001000 

00011000 

01111000 

01111000 

2nd 

Oil 

— 

— 

— 

— 

1st 

100 

00010000 

00110000 

11110000 

11110000 

2nd 

100 

— 

— 

— 

— 

1st 

101 

00100000 

01100000 

11100000 

11100000 

2nd 

101 

— 

— 

00000001 

00000001 

1st 

110 

01000000 

11000000 

11000000 

11000000 

2nd 

110 

— 

— 

00000011 

00000011 

1st 

111 

10000000 

10000000 

10000000 

10000000 

2nd 

111 

— 

00000001 

00000111 

00000111 


Since the VAPJLATCH always increments the virtual address by eight, the lower three bits of 
the VAP_LATCH address will always be the same as the original address. However, the lower 
three bits of the address sent to the Cbox (M%C_S6_PA<2 :0> ) are always zeroed on the second half 
of an unaligned reference in order that the address that is sent off chip is consistent with the 
corresponding byte mask value. 
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12.3.17.4 Unaiigned Destination Specifier Writes 

When an unaiigned DEST_ADDR or unaligned DREAD_M ODIFY command is latched in the 
SPECJQUEUE, the unahgned detection logic flags the unaiigned condition and thus, the reference 
is split into two aligned references by the mechanism described previously. As each one of the 
pair of commands executes, one entry will be added to the PA_QUEUE. 

When the corresponding data arrives in the EM_LATCH via the STORE command, the data 
is rotated based on the lower two address bits output from the PA_QUEUE. The rotated 
data is then matched up with the reference driven from the PA_QUEUE to form a newly 
assembled WRITE command. Since the reference driven from the PA_QUEUE indicates 
that M_QUE%S5_QUAL_H<4>= 1 (i.e. this reference is the first part of an unaiigned pair), the 
VAPJLATCH latches and validates a copy of the STORE command with the rotated STORE 
data. When this newly assembled WRITE command successfully completes in S5, the bottom 
entry of the PA_ QUEUE is retired. When the VAP_LATCH subsequently executes the second 
STORE reference, the second entry 7 in the PA_ QUEUE is matched with it and retired. In effect, 
the STORE data is split into two STORE commands so that each STORE is merged with each 
PA_QUEUE entry to form two WRITE commands. 

12.3.17.5 Implication of Ebox unaiigned references on m%em_lat_full_h 

The EM_LATCH is invalidated whenever the EM_LATCH reference successfully completes in So. 
However, if the EMJLATCH reference was unahgned, the second half of the reference still awaits 
processing in the VAP_LATCH even though the EM_LATCH has been invalidated. Clearing the 
EMJLATCH while the second half of an unahgned Ebox reference is still pending could release 
the EM_STALL condition causing the Ebox microcode to advance even though the Mbox has not 
completed processing of the second part of the previous unahgned reference. 

This scenario is undesireable since the Ebox microcode makes synchronization assumptions based 
on references being retired from the EMJLATCH. Tb preserve these assumptions, the Mbox 
will assert M%EM_LAT_FULL_H until both halves of the unaiigned reference have been retired 
even though the EM_LATCH will have been invalidated earher. Note that this applies to both 
unahgned reads and unahgned writes. 

12.3.18 ABORTING REFERENCES 

The Mbox abort operation is used to cancel the current S5 operation. When an abort is executed, 
the S5 state, which would normally be updated due to execution of the current S5 reference, is not 
updated. The aborted S5 reference is not propagated into S6. Instead, a NOP is introduced into 
the S6 pipe. In effect, an aborted S5 reference is equivalent to a NOP command being executed 
in S5. 

Note that the abort operation should be viewed as only cancelling the current execution of 
a reference. In most cases, aborting an operation does not invalidate the existence of the 
corresponding reference, which will still be stored in one of the reference sources and retried 
at a later point. 

The abort operation is executed when M_S5C _ABT%ABORT_L is asserted. The following changes to 
Mbox state are inhibited during the cycle in which M_S5C_ABT%ABORT_L is asserted: 

• The reference source which drove the aborted command into S5 does not invalidate the 
corresponding command. Thus, the reference still exists to be retried during a subsequent 
cycle. 
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NOTE 

There are two exceptions to this rule. The CBOXJLATCH is always invalidated 
after it drives a command into S5. The EM_LATCH will be invalidated if the Ebox 
has explicitly requested it to be (via the E%EM_ABORT_L signal). 

• Loading the PA_QUEUE with a DEST_ADDR or DREAD_MODIFY co mman d is inhibited. 
Emptying the PA_QUEUE when a STORE command is driven in S5 is inhibited. 

• If the unaligned detection logic detected an unaligned reference during the aborted cycle, the 
VAP_LATCH is not validated to contain the second portion of the unaligned sequence. 

12.3.18.1 Conditions for Aborting References 

In general, references are aborted for five reasons: 

• The reference is aborted to prevent a reference order restriction from occurring (see 
Section 12.3.18.1.1). 

• The reference is aborted because insufficient hardware resources are available to complete 
processing of the current command. 

• The reference is aborted because a memory management operation must be performed prior 
to execution of the current reference. 

• The reference is aborted in order to avoid a deadlock condition related to unaligned references. 

• The reference is aborted due to an external flush condition. 

The following describes the specific conditions which can invoke an abort operation for each of 

the five categories listed above. 

12.3.18.1.1 Aborting to Maintain Reference Order Restrictions 

• Aborting D-stream hits under D-stream misses: Consider the case where two D-stream reads 
are executed in back-to-back cycles. In this case, the second D-stream read will be aborted 
in S5 if the first D-stream read misses in the Pcache in S6. This prevents the possibility of 
propagating the second read into S6 and having it hit and return data before the first read 
returns data. 

Note that this condition applies to all D-stream "read-like’’ references (i.e. references which 
return data to the Ebox). Specifically, this condition applies to DREAD, DREAD_M ODIFY, 
DREAD_LOCK, IPR_RD, and PROBE commands. 

• Aborting I-stream hits under I-stream misses: The Mbox initiates an IREAD sequence 
by issuing consecutive IREAD commands via the I-stream "fill forward" mode (See 
Section 12.3.5.2.1). If the first IREAD in this sequence misses in the Pcache in S6 while 
the second IREAD is executing in S5, the second IREAD is aborted. This is done to handle 
I-stream reads in an analogous fashion to D-stream reads. 

• Aborting to preserve order of Ibox reads relative to Ebox writes: As explained previously, the 
PA_QUEUE is the structure used to store pending destination specifier addresses until the 
Ebox cam supply the corresponding data to complete the write reference. Once the Ebox 
supplies the data, the write executes and the corresponding entry in the PA_QUEUE is 
invalidated. 
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The comparator function built into the PA_QUEUE is used to detect address matches on 
bits<8:3> between Ibox D-stream read references and any of the valid PA_QUEUE entries. 

Consider the example shown in Figure 12-14. 

In this example, the Ibox would decode the destination specifier of the first MOVL instruction 
which causes a DEST_ADDR command to be sent to the PA_QUEUE. Subsequently, the Ibox 
would decode the first specifier of the second MOVL, causing a read to be issued to the Mbox. 
When this read is started in the S5 pipe, a PA_QUEUE comparator will detect an address 
conflict between the read and the pending destination address. As a result, the read is aborted 
and is not successfully executed until the write completes. Thus, all reads originating from 
the SPE C_QUEUE are aborted if the PA_QUEUE detects an address conflict. 

Note that the PA_QUEUE must always detect physical address conflicts. Detecting virtual 
address conflicts is not sufficient since two or more different virtual pages could be mapped 
to the same physical page causing two or more different virtual addresses to conflict on the 
same physical longword. 

Also note that the PA_QUEUE is capable of detecting false conflicts because only address 
bits <8:3> are compared rather than the entire address. Performance data indicates that 
the number of false conflicts using addr<8:3> is sufficiently low to have an insignificant 
performance degradation. Bits <8:3> are used since they are untranslated address bits and, 
therefore, are immediately available for use without waiting for the address to be translated. 
The lower three bits are not used because the PA_QUEUE must detect conflicts at quadword 
resolution. The following diagram illustrates why quadword resolution must be used: 

Figure 12-42: PA.QUEUE conflict detection 


-- memory aliened craadword 


< FA_QU£UE entry addresses this longword— > 

< + > 


A DREAD is issued which 
addresses this byte — 


PA_QDEUE addr<2:0>: 010 
DREAD addr<2 : 0> : 101 


The diagram above illustrates eight bytes of memory within a memory aligned quadword. In 
this example, the PA_QUEUE contains a destination address which references a longword. 
While this reference is not longword aligned, it is handled as an aligned reference because the 
reference does not cross an aligned quadword boundary. Consider the byte DREAD shown 
above which is issued by the SPEC_QUEUE and is executed in S5 in the presence of the 
PA_QUEUE entry. While a PA_QUEUE address conflict clearly exists on the fifth byte within 
this quadword, the lower three bits of the PA_QUEUE address do not match the lower three 
bits of the DREAD address. Thus, the the lower three bits cannot be used for the purposes 
of PA_QUEUE conflict detection. 

DREAD_MODIFY references with DL=quadword pose a special problem for the PA_QUEUE 
conflict logic. Quadword memory operands are requested by the Ibox by issuing a D-stream 
reference with DL=quadword followed by another D-stream reference with DL=longword. 
The first reference causes the lower half of the quadword operand to be returned on 
M%MD_BUS_H<31:0> (i.e. all quadword DREADs only return a longword of data). The 
second reference addresses the upper half of the quadword causing the upper half of the 
operand to be returned on M%MD_BUS_H<31:0>. If the quadword operand is aligned, both 
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the quadword and the longword references have the same quadword address. Thus, when 
the DREAD_MODIFY longword reference is executed in S5, a PA_QUEUE address conflict 
could be detected against the DREAD_MODIFY quadword reference previously loaded. If this 
were to happen, a deadlock state would exist within the NVAX chip because the corresponding 
STORE data for the quadword operand cannot be generated to clear the PA_QUEUE until 
the Ebox receives the entire requested quadword operand, which cannot happen as long as 
a PA_QUEUE address conflict is detected. A similar deadlock situation could result from an 
unaligned DREAD_MODIFY quadword operand. 

Tb avoid this deadlock problem, the PA_QUEUE control logic stores a state bit for each entry 
to indicate whether the DL is quadword. If the last entry loaded contains a quadword, the 
PA_QUEUE address conflict logic associated with that PA_QUEUE entry is inhibited. This 
avoids deadlock by preventing the PA_QUEUE conflict logic from detecting a conflict between 
the first half and the second half of the same DREADJMODIFY quadword specifier. 

• I/O space reads prefetched by the Ibox which are destined for the Ebox must be inhibited 
until the Ebox is stalling on that particular I/O space read: Since certain I/O devices can 
cause their state to change based on a read reference to that device, the possibility exists 
for I/O device state to be improperly modified based on Ibox prefetching of operands. We 
must guarantee that any state change only occurs within the context of Ebox execution of the 
corresponding instruction. 

Thus, I/O space reads are aborted in S5 until we can guarantee that the Ebox is executing 
the instruction corresponding to the I/O space read. This function is implemented by aborting 
any I/O space read originating from the SPEC_QUEUE which returns data to the Ebox when 
either of the following two conditions is true: 

1. E%STAET_EBOX_IO_RD_H is deasserted. E%START_IBOXJO_RD_H is an Ebox signal that 
informs the Mbox that the S3 Ebox pipe is currently in MDJSTALL waiting for an 
operand to be returned. Thus, the deassertion of this signal indicates that the Ebox 
cannot currently be stalling on the I/O space operand. 

2. A NOP command does not currently exist in the S6 pipe. This condition is necessary to 
account for a timing boundary condition which can exist between the Mbox and Ebox. 
It is possible for the Ebox to be MD_STALLing on an S6 reference corresponding to a 
previous instruction when the I/O read is in S5. In this case, E%START_EBOX_IO_RD_H 
could be asserted in reference to the previous MD data which may exist in the S6 pipe 
while the I/O space reference exists in the S5 pipe. Tb avoid this potential problem, the 
I/O space reference is aborted until a NOP is detected in S6 which indicates that this 
boundary condition cannot exist. 

Note that it is necessary to stipulate that this abort condition only afreet Ibox I/O space 
DREAD references which directly return data to the Ebox. This is because it is conceivable 
that a deferred mode destination specifier could cause the DREAD of the address of the 
operand to map to I/O space. In this situation, the Ebox will never MDJSTALL on 
this reference since it corresponds to a destination specifier. Thus, the pipeline could 
hang if the Mbox unconditionally aborted all Ibox I/O space DREADSs. By conditioning 
M_QUE%S5_DEST_H into this abort equation, this deadlock condition is avoided by only 
applying this abort condition to DREADs which return data to the Ebox 

• Aborting reads to the same Pcache index as a pending read/fill operation: As stated in 
Section 12.2.13, allowing two Pcache fill sequences to simulataneously operate on the same 
Pcache block creates the possibility of corrupting this Pcache block. Tb prevent this, address 
bits <8:5> of the DMISS_LATCH are compared against M_QUE%S5_PA W H<8:5> when S5 
contains an IREAD and the DMISS_LATCH is validated. If there is a match, the S5 IREAD 
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is aborted in order that a potential I-stream fill sequence does not pollute the Pcache block 
associated with the D-stream fill already in progress. 

Note that address bits<8:5> are used to detect a Pcache index address conflict even though 
bits<ll:5> represents the entire Pcache index. The upper three bits of the Pcache index are 
not used because these can be translated address bits which are not available in time for 
the address comparator circuit. By only using bits <8:5>, some false address conflicts may 
occur. A false address conflict will needlessly delay processing of a read or write reference, 
however, the NVAX performance model has shown that this has a negligible impact on overall 
performance. 

Even if a true Pcache index conflict is detected, it is possible that there is no block conflict 
because the 2-way set associative Pcache contains two blocks per index. In order to reduce 
hardware complexity however, a block conflict is assumed to have occurred whenever an index 
conflict is detected even though the references may address different blocks within the index. 

By the same rationale, the same address bits of a valid IMISS_LATCH are compared against 
M_QUE%S5_PA_H < 8 : 5 > when S5 contains a D-stream read. If a match is found, the S5 read is 
aborted in order to let the I-stream fill proceed without possible corruption. 

• Aborting writes or STORESs to the same Pcache index as a pending read/fill operation: As 
stated in Section 12.3.18.1.1, writes should be inhibited from executing if they map to the 
same Pcache block as a Pcache fill already in progress. Otherwise, the memory write data 
could miss in the Pcache block during a fill sequence before the Cbox supplied the fill data. 
When this subblock is filled by the Cbox, this Pcache subblock would be validated with old 
data. Therefore, the write data which was processed by the Mbox would not be reflected in 
the Pcache. 

Avoiding this situation is accomplished by the comparators built into the DMISS_LATCH and 
IMISS_LATCH. If either of these latches are valid, and bits <8:5> of the fill address equals 
M_ QUE9cS5_PA_H <8 : 5 > of an S5 write or S5 STORE, then the S5 write is aborted. Note that 
since the entire write address is not compared, we may abort writes when there was not 
a true address conflict. This is done however, for circuit speed reasons and does affect the 
overall CPU performance appreciably. 

12.3.18.1.2 Aborting due to lack of hardware resources 

• Aborting a "read-like” reference when the RTY_DMISSJLATCH is full: Consider the situation 
where a D-stream fill is executing and the RTY_DMISS_LATCH stores the next read to be 
executed. If a third read is started in S5, it is automatically aborted. If the third read were 
not aborted two incorrect scenarios would result. The third read could miss in S6 with no 
where to put it, since both the DMISSJLATCH and the RTY_DMISS_LATCH are full. If 
the third read hit, its data would be returned before the data of the second read, which is 
equivalent to an illegal "hit under miss” scenario. 

For the purposes of the above discussion, a "read-like" reference is defined as any reference 
which returns data to the Ebox. Thus, a read-like reference is a DREAD, DREAD_MODIFY, 
DREAD_LOCK, IPR_RD, or PROBE command. 

• Aborting DEST.ADDR or DREAD_M ODIFY due to insufficient room in PA_QUEUE: If a 
destination specifier reference is executing in S5, but there are insufficient PA_QUEUE 
entries to store the reference, the Mbox has no choice but to abort the S5 reference and 
retry it later when more PA_QUEUE entries free up. If the S5 reference is unaligned, the 
abort logic tests for two empty slots in the PA_QUEUE since two will be required for the 
unaligned reference. If the S5 reference is aligned, only one slot need be available. 
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• Aborting an S5 write, STORE or Cbox IPR_WR due to Cbox back-pressure: All S6 Cbox writes 
are automatically transferred to a write buffer in the Cbox. The Cbox uses this write buffer to 
store the writes until they can be written into the Cbox, Bcache or main memory. If this write 
buffer becomes sufficiently full so that we cannot guarantee that the S5 write or STORE can 
be loaded into the write buffer when it propagates to S6, the S5 command is aborted. The 
Cbox asserts write buffer back-pressure to the Mb ox by asserting C%WE_BUF_BACK w PRES_H. 


12.3.18.1.3 Aborting due to memory management operation 

When a tb_miss or cross-page condition is detected, a memory management operation must be 
processed before the S5 reference can be allowed to complete. Thus, detection of a tbjmiss 
or cross-page condition causes the S5 command to be aborted until the memory management 
operation finishes. This also prevents the possibility of having to handle a second memoiy 
management sequence before the first memory management sequence completes. 

The two specific abort conditions are: 

• Aborting an S5 reference due to TB_MISS condition: If the virtual address of the S5 reference 
is not found in the TB, the corresponding physical address cannot be immediately derived. 
Therefore, the reference is aborted until the translation can be cached in the TB (See 
Section 12.5.1.5.2 for information on memory management). 

• Aborting an S5 reference due to CROSS_PAGE condition: If an unaligned S5 reference 
references two pages, a CROSS_PAGE condition has been detected. In this situation, access 
checks of both pages must be made before the reference is allowed to complete. Therefore, 
the reference is aborted and retried after the CROSS_PAGE check has tested the upper page 
(See Section 12.5.1.5.4). 

In either situation described above, all but two reference types from the Ibox or Ebox references 
will be continually aborted until the memoiy management sequence completes. The two 
exceptions are the STOP_SPEC_Q and STORE commands. Since these references are guaranteed 
not to require any memory management function, these references are allowed to proceed. Note 
that while a STOPJ3PE C_Q command is never aborted, it is transformed into a NOP command 
as it enters the S6 pipe. This is allowable since no S6 function is performed by this command 
and it offers an extra S6 data bypass opportunity. 

12.3.18.1.4 Aborting due to an external flush condition 

This abort condition will be explained in the discussion of flushes. 

1 2.3.1 9 MB OX PIPELINE DEADLOCK AVOIDANCE SCENARIOS 

Two special considerations have been designed into the Mbox in order to avoid two possible 
pipeline deadlock conditions. 
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12.3.19.1 Unaligned Reference Deadlock Condition 

Consider the situation where the second part of an unaligned D-stream read is driven into S5 
from the VAP_LATCH. If this read conflicts with the quadword address of a valid PA_QUEUE 
entry, this read will be aborted based on PA_ QUEUE address conflict detection. 

If the VAP_LATCH is not cleared, a pipeline deadlock situation has occurred because the 
YAPJLATCH command will always execute before an EM_LATCH command. However, a STORE 
command originating from the EM_LATCH is the only way the PA_QUEUE conflict can be 
eli mina ted. Therefore, in addition to aborting the YAPJLATCH reference during a PA_QUEUE 
conflict, the YAPJLATCH must be invalidated in order that the arbitration logic can select the 
EM_LATCH STORE command to dear the PA_QUEUE conflict condition. 

Clearing the YAP_LATCH due to PA_QUEUE conflict detection has several implications. It means 
that the unaligned sequence must be restarted from the beginning in order to re-generate the 
YAPJLATCH reference. This is why the corresponding SPEC_QUEUE entry is not invalidated 
until the entire unaligned sequence successfully completes in S5. A side effect of this is that the 
first read of the unaligned sequence will be re-executed causing two read references to the same 
data. This, however, is harmless if the read is to memory. This may not be harmless if the read is 
to I/O space, however, unaligned I/O space reads are defined to yield UNPREDICTABLE results. 

Another implication of avoiding this pipeline deadlock is that the bottom entry of the PA_QUEUE 
must be invalidated if the YAPJLATCH command was a DREAD_MODIFY command. If it was 
a DREAD_MODIFY. the first reference of the unaligned pair had already introduced an entry 
into the PA_ QUEUE. Since the first reference will be re-executed, the corresponding PA_QUEUE 
entry is invalidated to avoid replicating the same PA_QUEUE entry twice. 

12.3.1 9.2 READJ.OCK/WRITE_UNLOCK Deadlock Condition 

Once a READ_LOCK command has been passed to the Cbox, the Cbox will not process any 
subsequent D-stream read references until the corresponding WRITE_UNLOCK command has 
been executed. This behavior introduces a deadlock consideration. 

Consider the situation where a DREAD_LO CK has been sent to the Cbox. Before the EM_LATCH 
is loaded with the corresponding WRITE_UNLO CK, the Mbox starts processing an IREAD 
reference which misses in the TB. The resulting memory management sequence will issue a 
D-stream PTE read which the Cbox will not process until it has received the WRITE JUNLOCK 
command. However, the Mbox will never send the WRITE_UNLOCK (or any other Ebox or Ibox 
reference) until the memory management sequence completes, which can not occur until the PTE 
DREAD completes. 

This deadlock condition is avoided by the arbitration logic by disabling IREF_LATCH selection 
once a DREAD JLOCK command has successfully been retired from the S5 pipe. Thus, no IREAD 
TBJMISS can occur between the READ_LOCK and WRITE JUNLOCK, thus avoiding the deadlock 
situation. 

The arbitration logic will re-enable IREF_LATCH selection on either of the following two 
conditions: 

1. A WRITE_UNLO CK reference has been retired from the S5 pipe. This will cause the Cbox 
to resume D-stream read processing, thus eliminating the deadlock condition. 
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2. E%FT.USH_MBOX_H is asserted by the Ebox due to a hard error. This condition should 
occur much more infrequently than the above condition because a WRITE JUNLOCK must 
normally be issued after a READ_LOCK_ However, if an error occurred sometime between 
the READ_LOCK and WRITEJCJNLOCK, a hard error microtrap will result preventing a 
WRITE_UNLO CK from being issued. The microtrap will generate E%FLUSH_MBOX_H which 
re-enables IREF_LATCH selection because no WRITE_UNLOCK will follow. 

Note that the Cbox state, which prevents subsequent D-stream reads from being processed 
before the WRITE_UNLOCK, will be cleared by an IPRJWRITE during the error handler. 

Note that the analogous deadlock condition involving a SPEC_QUEUE reference cannot occur 
because Ibox processing will have been halted prior to the READ_LOCKAVRITE_UNLOCK 
sequence. The analogous deadlock condition involving an EM_LATCH reference will not 
occur because Ebox microcode will never issue a D-stream read in the middle of a 
READ_LOCK/WRITE_UNLOCK sequence. 

12.3.20 THE SPEC_Q_SYNCLCTR 

The PA_QUEUE address comparator function can maintain the relative order of specifier reads 
and destination specifier writes because both the reads and the writes originate from the same 
Ibox pipeline stage and are loaded into the same reference queue. However, when the Ebox issues 
reads or writes independently of the Ibox destination specifier decodes, the PA_QUEUE cannot 
be used since there is no implied ordering between the Ibox reads and Ebox reads or writes from 
two different pipeline stages. In this case, an 8-state counter, called the SPEC_Q_SYN C_CTR, is 
used to prevent Ibox memory operand prefetching when the Ebox can be writing to memory. 

When the Ibox decodes an instruction that can cause explicit Ebox writes which are independent 
of the Ibox destination specifier decodes (e.g. MOVC), the Ibox loads the SPEC_QUEUE with a 
STOP_SPEC_Q command after all specifer references for the same instruction have been loaded. 
Execution of STOPJ3PEC_Q in S5 causes the SPEC_Q_SYN C_CTR to be decremented. The 
nominal state of this counter is one. Whenever, the value of SPEC_Q__SYNC_CTR is zero, the 
arbitration logic will not select a SPEC_QUEUE reference as the source for the S5 pipe for 
the next cycle. The effect achieved is to stop all Ibox specifier references from occurring after 
the STOP_SPEC_Q command has executed. When the Ebox completes all explicit writes for 
the instruction which caused the Ibox to issue the STOP_SPEC_Q command, the Ebox asserts 
the E%RESTART_SPEC_QUEUE_H signal. Each assertion of E%REST^T_SPEC_QUEUE_H causes the 
SPEC_Q_SYN C_CTR to be incremented. Subsequent specifier reference processing resumes 
when the value of SPEC_Q_SYN C_CTR is positive. Thus, the SPEC_Q_SYN C_CTR acts as 
a synchronization device to stop processing of specifier references whenever the Ebox may be 
independently modifying memory state. 

Note that a value of zero in the SPEC_Q_SYNC_CTR only prevents the arbitration logic from 
selecting the SPEC_QUEUE as the S5 reference source. It does not prevent the Ibox from loading 
additional references into empty SPEC_QUEUE entries. 

The SPEC_Q_SYNC_CTR is an 8-state unsigned counter which can store values from 0 to 7. 
A counter function must be used for this synchronization function because pipeline behavior 
can cause the Ebox to assert E%EESTAJRT_SPEC_QUEUE_H multiple times before the Mbox ever 
processes any STOP_SPEC_Q commands. For example, if the Mbox is executing a TB_MISS flow 
while the Ebox is retiring multiple instructions associated with this synchronization scheme, 
multiple assertions of E%RESTART_SPEC_QUEUE_H will result even though no STOP_SPEC_Q 
commands have been processed yet due to the on-going memory management sequence. 
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Thus, the SPEC_Q_SYN C_CTR buffers up the E%RESTART_SPEC_QUEUE_H assertions until the 
corresponding STOP_SPEC_Q commands are processed from the SPEC_QUEUE . Note that there 
is no need for the SPEC_QJ5YNC_CTR to buffer up multiple instances of STOP_SPEC_Q because 
the SPEC_QUEUE intrinsically buffers these instances. 

The 8-state SPEC_Q_SYN C_CTR can buffer up to six E%RESTAET_SPEC_QUEUE_H assertions 
(SPEC_Q_SYNC_CTR values 2 through 7). Six buffer states are sufficient to buffer all pending 
instructions which could result in the Ebox assertion of E%KESTAET_SPEC_QUEUE_H because at 
most six of these instructions can be issued to the Ebox before the Ibox is back-pressured from 
decoding the next instruction of this type. Six buffered states are derived from the fact that 
the Ibox must fill its four-stage pipeline in addition to the 2-entry SPEC_QUEUE before it is 
back-pressured by the SPEC_QUEUE from issuing any further instructions which the Ebox could 
assert E%RESTART_SPEC_QUEUE_H in response to. 

12.3.21 FLUSHING REFERENCES FROM THE MBOX PIPE 

Flushing the Mbox pipeline refers to altering the state of the Mbox in a controlled way so that 
certain pending and currently executing references are eliminated from the Mbox. There are 
two distinct mechanisms that cause different types of references to be flushed. One type of flush 
originates from the Ibox and the other type from the Ebox. 

12.3.21.1 Ibox Flushes 

If the Ibox VIC is in the process of being filled by a previously requested IREAD, and the 
Ibox has determined, or has been forced, to start decoding instructions at a new point in the 
I-stream requiring another VIC fill, the Ibox asserts the signal, I%FLUSH_IKEF_LAT_H, to the 
Mbox. From the Ibox point of view, assertion of I%FLUSH_IREF_LAT_H indicates that the current 
VIC fill operation will be immediately cancelled. This allows the Ibox to invoke a new VIC fill 
operation via a new IREAD, without having to wait for the current VIC fill operation to complete. 

From the Mbox point of view, assertion of I%FLUSH_IBEF_LAT_H aborts all pending and currently 
executing I-stream activity by performing the following actions: 

1. The IREFJLATCH is invalidated. Any IREAD sent to the Mbox during the cycle 
I9'cFLUSH_EREF_LAT_H is asserted is not validated. 

2. If the current S5 reference is an IREAD or an I_CF, it is aborted. 

3. The IMISSJLAXCH is invalidated and all state indicating an outstanding I-stream fill is 
cleared. If the IMISS_LATCH is being loaded during the cycle that I%FLUSH_IREF_LAT_H is 
asserted, the EM3SS_LATCH is not validated. 

4. The signal, M%ABORT_CBOXJDRDJH, is asserted to the CBOX to indicate that the Mbox does 
not want any more I_CF references which may have been pending in the Cbox. 

If I%FLUSH_IREF_LAT_H is asserted during a cycle with an outstanding istream read or fill, the 
Mbox logic guarantees that the M%VIC_D.AIAJL signal will not be asserted in response to the 
IREAD during any subsequent cycles. However, M%VIC_DAIAJL. may be asserted dialing the same 
cycle that I%FLUSH_IREF_LAT_H is asserted. It is the responsibility of the Ibox to ignore the 
corresponding data in this case. 
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12.3.21.2 Ebox Flushes 

1 2.3.21 .2.1 Rushing due to E%EM_ABORT_L 

Due to the construction of the microcode, it is possible for the Ebox to issue a reference to the 
Mbox only to discover during the following cycle that the reference should not have been issued. 
In this case, the Ebox asserts E%EM_AB ORT_L during the cycle following when the reference was 
issued. E%EM_ABORT_L causes the Mbox to unconditionally clear the EM_LATCH and to abort 
the S5 reference if that reference was driven from the EM.LATCH. The net effect is to flush out 
all Mbox state associated with this Ebox reference. 

12.3.21 .2.2 Flushing due to E%FLUSH_MBOX_H 

When the Ebox determines that a branch misprediction took place, or that process context is to 
be changed, or that an exception or interrrupt has occured, the macropipeline must be flushed in 
order that no processor state changes as a result of subsequent pipeline operations. As part of 
this flush operation, all pending or currently executing references in the Mbox which correspond 
to flushed instructions are immediately and permanently aborted. The Ebox informs the Mbox 
of this situation by asserting E^cFLUSE.MBOX.H. 

The assertion of E<*FLUSH_MBOX_H invokes the following Mbox actions: 

1. The SPEC. QUEUE is invalidated. Any reference sent to the Mbox SPEC.QUEUE during 
the cycle in which E^cFLUSH_MBOX_H is asserted is not validated. 

2. The SPE C_ Q.SYN C.CTR is unconditionally reset to the value of 0. The effect of this is to 
inhibit further SPE C_QUE UE reference processing by never selecting the SPE C.QUEUE 
as the S5 reference source (See Section 12.3.20). It does not inhibit the Ibox from loading 
references into the SPEC. QUEUE during subsequent cycles, however. This function is 
associated with the scheme for flushing the PA.QUEUE. See Section 12.3.21.2.3. 

3. If the current S5 reference was driven from the SPEC.QUEUE, it is aborted. 

4. If the EM.LATCH contains any type of read, IPR.RD, probe or MME.CHK, it is invalidated. 
Any reference sent to the EM.LATCH during the cycle that E%FLUSH_MBOXJ3 is asserted is 
not validated. 

5. If the current S5 reference was driven from the EM.LATCH, and this reference is any type 
of read, IPR.RD, probe or MME.CHK it is aborted. 

6. If the VAP.LATCH contains any type of read or DEST.ADDR, it is invalidated. If a read or 
DEST.ADDR is being loaded into the VAP.LATCH during the cycle that E%FLUSH.MROX w H 
is asserted, the VAP.LATCH is not validated. 

7. If the current S5 reference was driven from the VAP.LATCH, and this reference is any type 
of read or DEST.ADDR, it is aborted. 

8. If the RTY.DMISS.LATCH contains any type of an Ibox or Ebox read, it is invalidated. If 
an Ibox or Ebox read is being loaded into the RTY.DMISS.LATCH during the cycle that 
E%FLUSH_MBOXJEI is asserted, the RTY.DMISS.LATCH is not validated. 

9. If the current S5 reference was driven from the RTY.DMISS.LATCH, and this reference is 
an Ibox or Ebox read, it is aborted. 

10. If the DMISS.LATCH contains a currently outstanding Ibox or Ebox read, the 
DMISS.LATCH state is modified to indicate that the data should not be sent to the Ibox 
or Ebox when the data becomes available. 

11. MMESTS<31:29> are cleared. This unlocks the MMESTS reg. 
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The effect of items 1 through 10 above can be summarized as follows. All Ibox and Ebox D- stream 
reads, which have not yet propagated into S6, are blown away. Note that Mbox D-stream reads 
(PTE references) are not affected by E%FLUSH_MBOX_H. Any outstanding D-stream fill sequence 
corresponding to an Ibox or Ebox D-stream read is allowed to complete in order that the D-stream 
data is filled in the Pcache. However, the requested data will not be returned to the Ibox 
and/or Ebox. Any WRITE or STORE reference which existed in one of the Mbox reference 
sources PRIOR to the E%FLUSH_MBOX_H assertion is allowed to complete in the presence of the 
E%FLUSH_MBOX_H assertion. This is necessary because any write data existing in the Mbox prior 
to the E9cFLUSH_MBOX_H assertion represents a memory modification corresponding to an action 
before the Ebox decided to flush. 

If E%FLUSH_MBOX_H is asserted during a cycle with an outstanding D-stream read or 
D-stream fill, the Mbox logic guarantees that the M9UBOX_DAEAJL and M^cEBOX.DATA^H signals 
will not be asserted in response to the D-stream read/fill during any subsequent cycles. 
However, M%IBOX_DAEAJL or M < TcEBOX_DATA u .E may be asserted during the same cycle that 
E'?cFLUSH_MBOX_H is asserted. It is the responsibility of the Ibox and Ebox to ignore the 
corresponding data in this case. 

Note that I 9 cFLUSH_IEEF_LAT_H causes an outstanding I -stream fill sequence to be completely 
stopped, but E<7eFLUSH_MBOX_H allows an outstanding D-stream fill sequence to continue without 
returning data to the Ibox and/or Ebox. These two cases are handled differently based on 
performance model data which indicates that it is beneficial to future references to complete 
the D-stream fill, but allowing the I-stream fill to complete only hinders the immediate need of 
accessing different I-stream data. 

12.3.21.2.3 Ebox Flushing of the PA_QUEUE 

The function of E%FLUSH_MBOX_H described above is to clear out reference state associated with 
instructions that had not yet been started by the Ebox Note however, that E%FLUSH_MBOX_H 
does not flush the PA_ QUEUE even though the PA_QUEUE may contain reference state that 
should be logically flushed by E%FLUSH_MBOX_H. This is because the PA_QUEUE may also contain 
reference state associated with the currently executing Ebox instruction. The PA_QUEUE entries 
associated with the currently executing Ebox instruction must be retired from the PA_QUEUE 
in the normal fashion before the remaining PA_QUEUE entries may be flushed. 

Thus, flushing the PA_QUEUE is a two-step process described as follows: 

1. As described in Section 12.3.21.2, E%FLUSHJMBOX.H inhibits the Mbox arbitration logic from 
selecting SPEC_QUEUE references for processing during subsequent cycles. This function 
guarantees that no more PA_QUEUE entries can be filled during subsequent cycles. 

2. Once the Ebox has issued all STOREs corresponding to state modifications that must occur 
before the Mbox is completely flushed, the Ebox issues another reference which is qualified 
with the E%FLUSHJPA W QUEUE_H signal. Once this EMJLATCH reference executes in S5, 
the Mbox is guaranteed to have completed all subsequent STORE references. Thus, when 
this EMJLATCH reference executes, the remaining entries in the PA_QUEUE are flushed. 
Note that both halves of an unaligned STORE will complete before the ,, E%FLUSH_PA_QUEUE" 
reference is executed because the second half of the reference is stored in the \AP_LATCH, 
which has higher priority than the EM_LATCH. 
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The Ebox will assert E%EESTART_SPEC_QUEUE_H once the , ‘E%FX 1 USH_PA W QUEIJE” reference 
has been latched in the EMJLATCH. E%RESTART_SPEC_QUEUE_H re-enables Mbox processing 
of SPE C_QUEUE references during subsequent cycles. 

MICROCODE RESTRICTION 


E9cFLUSH_MBOX l _H 

has been asserted, E%FLUSH_PA_QUEUE_H and E%RESTART_SPEC_QUEUE_H must be 
asserted before the Ibox or Ebox require further Mbox processing of Ibox or Ebox 
D-stream references. E%FLUSH_PA W QUEUE_H and E%RESTART_SPEC_QUEUE_H must be 
asserted during a cycle subsequent to the assertion of E%FLUSH_MBOX_H, and only 
when the microcode guarantees that all corresponding STORE commands have been 
retired by the EMJLATCH. 
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12.4 THEPCACHE 

Hie Pcache is a two-way set associative, read allocate, no-write allocate, write through, physical 
address cache of I-streaxn and D-stream data. The Pcache has a one cycle access and a one 
cycle repetition rate for both reads and writes. It stores 8192 bytes (8K) of data and 256 
tags corresponding to 256 hexaword blocks (1 hexaword = 32 bytes). Each tag is 20 bits wide 
corresponding to bits <31:12> of the physical address. There are four quadword subblocks per 
block with a valid bit associated with each subblock. The access size for both Pcache reads and 
writes is one quadword. Even byte parity is maintained for each byte of data (32 bits per block). 
One bit of even parity is maintained for every tag. 

The logical orgainization of the Pcache is shown below: 

Figure 12-43: Logical Pcache Organization 
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Allocation bit. Indicates whether the left or right bank was last allocated. 
1 bit of even tag parity. 

20 bits of tag address. 

4 valid bits. Each bit corresponds to 8 bytes of data. 

8 bytes of data with 8 bits of even byte parity (72 total bits) . 


The Pcache is logically organized into 128 direct mapped indexes, where each index consists of 
two blocks, and each block consists of: 20-bit tag, 1-bit tag parity, 4 valid bits, 256 bits of data, 
and 32 bits of data parity. In addition, each index also contains a one bit allocation pointer. 

The breakdown of address bits for Pcache decoding is shown below: 
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Figure 12-44: Pcache Address Breakdown 
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where: tag address - bits loaded into or compared with tag. 

index address « addresses 1 of 126 indexes. 

subblk address « addresses 1 of 4 aligned guadworas within the hexaword data block. 


12.4.1 PCCTL 

The PCCTL controls the mode of operation of the Pcache. PCCTL is accessible by IPRJRD and 
IPR_WR operations. See Figure 12-31 for the definition of this register. 

Note that Pcache operation is further qualified by the state of PCSTS<0> (See Section 12.6 for 
more information about PCSTS). If this bit is non-zero, Pcache operation is automatically forced 
to behave as if I_ENABLE=0 and D_ENABLE=0. regardless of the actual state of I_ENABLE 
and D_ENABLE. Effectively, this shuts down normal Pcache operation due to the presence of a 
previous Pcache parity error. 

Note that Pcache invalidate operations are only disabled if both D_ENABLE=0 and I_ENABLE=:0, 
or if PCSTS<0> is set. 

Note that the ELEC_DISABLE bit of PCCTL is intended for debug use only. This bit 
electrically disables the Pcache to reduce power dissipation. This bit should only be set when 
the Pcache is functionally turned off by the deassertion of both I_ENABLE and D_ENABLE. 
UNPREDICTABLE operation will result when this bit is set when either I_ENABLE or 
D_ENABLE is also set. Any further discussion concerning Pcache function assumes that 
ELECJDISABLE is inactive. 

Also note that all Pcache IPR_RD and IPR_WR operations will function correctly regardless of the 
state of IJENABLE or DJENABLE or PCSTS<0>. However, Pcache array IPRs will not function 
if ELEC.DISABLE is set. 

If either D_ENABLE or IJENABLE are to be toggled to the on state, the Pcache array must 
be initialized prior to such action. See Section 12.82.1 for more information about Pcache 
initialization. 

When the FORCE JEDT (Force Hit) bit is set and I-stream or D-stream operation is enabled, all 
enabled memory space read and write references are forced to hit in the Pcache regardless of the 
value of the stored tag. The BANKJ3EL bit specifies which tag of the pair of tags addressed is 
forced to hit. Thus when FORCE_HIT=l, the Pcache becomes a 4K direct mapped cache with all 
reads and writes forced to hit in the Pcache. Toggling BANKJ3EL causes the other half of the 
8K Pcache to become accessible in this direct mapped mode. Note that BANKJ5EL never affects 
bank selection during IPR reads and 3PR writes to the Pcache tags or Pcache data parity bits; 
bank selection for these commands is always determined by the specified IPR address. Also note 
that the FORCE JEHT bit only affects memory space references. I/O space references still miss in 
the Pcache regardless of the state of the FORCE JEDT bit. 
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The FORCE_HIT feature is designed to facilitate testing the Pcache data array and to 
make diagnostic tests easily loadable within the Pcache by simple WRITE operations. When 
FORCE JHIT=0, the Pcache is configured as an 8K 2-way set associative cache, no reads or writes 
are forced to hit, and the BANK_SEL bit is a don’t care. 

The P_ENABLE (Parity Enable) bit allows the detection of Pcache tag and data parity errors to 
be enabled or disabled. If P_ENABLE=0, Pcache parity errors will not be detected. Thus when 
PJENABLEsO, no Pcache error will be recorded in POSTS or will be reported to the Ebox. 

Note however, that when FORCE_HIT=l, Pcache tag parity is never checked regardless of the 
state of P_ENABLE. 

12.4.2 Pcache Hit/Miss Determination 

12.4.2.1 Hit/Miss Determination by Tag Comparison 

When an IREAD, DREAD, DREAD_MODIFY, WRITE, WRITE.UNLOCK, or INVAL operation 
is executed, the Pcache must determine if the referenced data is present in its array. To do this, 
physical address bits<ll:5> are input to the Pcache row decoders in order to determine which 
one of the 128 direct mapped indexes is being addressed. Subsequently, all 629 bits within the 
addressed index are accessed by the assertion of the corresponding word line. The two accessed 
tag values are simultaneously compared to physical address bits<31:12>. A Pcache hit condition 
occurs when all of the following conditions are simultaneously true: 

• The contents of one of the two addressed tags matches the data on M%S6JPAJ3<31:12>. 

• The valid bit corresponding to both the matched tag and to the addressed subblock (specified 
by physical address bits<4:3>) is set. 

• The stored tag parity corresponding to the matched tag is the same as the value calculated 
off of M%S6_PAJB<3 1: 12>. 

If an address match is detected on one of the tags and the valid bit which corresponds to both 
the matched tag and the addressed subblock (specified by physical address bits<4:3>) is set, then a 
Pcache hit condition has been detected on the corresponding Pcache tag. The absence of the Pcache 
hit condition causes a Pcache miss condition. 

12.4.2.2 Conditions which force Pcache Miss 

The Pcache miss condition is forced to override the tag determination of hit/miss described above 
when any one of the following conditions is satisfied: 

• If PCSTS<0> is set, the Pcache miss condition is forced due to a previous Pcache parity error. 

• If an IREAD or I_CF operation is accessing the Pcache and I_ENABLE=0, the Pcache miss 
condition is forced. 

• If a D-stream read or D_CF operation is accessing the Pcache and D_ENABLE=0, the Pcache 
miss condition is forced. 

• If a DREAD_LO CK operation is executing, the Pcache miss condition is forced. This 
guarantees that the read will propagate to the Cbox for synchronization purposes. 

9 If an I_CF operation is executing and the IMISS_LATCH state indicates that the reference 
cannot be cached, the Pcache miss condition is forced. 
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• If a D_CF operation is executing and the DMISS_LATCH state indicates that the reference 
cannot be cached, the Pcache miss condition is forced. 

12.4.2.3 Conditions which force Pcache Hit 

The Pcache hit condition is forced to override the tag determination of hit/miss described above 
when any one of the following conditions is satisfied. Note that unless explicitly stated to the 
contrary, the forced Pcache miss conditions above take precedence over the forced Pcache hit 
conditions described below. 

• If a read reference is tagged as having a memory management fault or hard error associated 
with it (i.e. M_QUE_MS2%S6_QUAL_H<0> = 1 or M_QUE_MS2%S6_QUAL_H<1> = 1), a Pcache hit 
condition is forced. NOTE: This force hit condition takes precedence over any force miss 
condition described above. 

• If the operation is a DREAD, DREAD_MODIFY, WRITE, or WRITE_UNLOCK, and 
D_ENABLE=1 and FORCE_HIT=l, the Pcache hit condition is forced on the tag corresponding 
to both the addressed Pcache index and the bank specified by the BANKJ3EL bit EXCEPT 
when the address maps to I/O space. I/O references must never hit in the Pcache regardless 
of the state of FORCE JHIT. 

• If the operation is an IREAD and I_ENABLE=1 and FORCE_HIT=l, the Pcache hit condition 
is forced on the tag corresponding to both the addressed Pcache index and the bank specified 
by the BANK_SEL bit. 

• If the operation is a D_CF and D_ENABLE= 1 and the DMISS_LATCH state indicates that 
the reference is cacheable, the Pcache hit condition is forced and the bank is specified by the 
allocation field of the DMISS_LATCH. 

• If the operation is a I_CF and I_ENABLE=1 and the IMISS_LATCH state indicates that the 
reference is cacheable, the Pcache hit condition is forced and the bank is specified by the 
allocation field of the IMISSJLATCH. 

12.4.3 Pcache Read Operation 

A Pcache read operation is initiated by a DREAD, DREAD_MODIFY, or IREAD reference. A 
Pcache read begins by determining the Pcache hit or miss condition described above. If a Pcache 
hit is detected, the quadword of data corresponding to both the tag in which the hit occurred and 
to physical address bits<4:3> is driven out of the Pcache. 

If a Pcache miss condition is asserted, all the data driven out of the Pcache is ignored except for 
the allocation bit. The allocation bit is stored in the DMISS_LATCH (in the case of a D-stream 
read) or in the IMISSJLATCH (for an IREAD). This bit will be used during a cache fill operation 
to select the appropriate block to be filled (See Section 12.4.6 for information about allocating and 
filling blocks). 
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12.4.4 Pcache Write Operation 

A Pcache write operation is initiated by a STORE, WRITE or WRITE_UNLOCK reference. A 
Pcache write begins by determining the Pcache hit or miss condition described above. If a Pcache 
hit is detected, the data present on B%S6JDAIA,_H<63:0> is selectively written into the quadword 
corresponding to both the tag in which the hit occurred and to physical address bits<4:3>. The 
data is selectively written by using M%S6_BYTE_MAS^_H<7 :0> as a write enable for the eight 
respective bytes of data. The corresponding data parity is also written in the same manner for 
each corresponding byte which is written. 

If a Pcache miss condition occurs, no Pcache write operation takes place. However, the write 
reference is forwarded to the Cbox for processing regardless of the hit/miss condition in the 
Pcache. 

12.4.5 Pcache Replacement Algorithm 

When a Pcache miss occurs during a read operation, it must be decided which one of two blocks 
will be allocated for the subsequent Pcache fill sequence. When the Pcache miss occurred because 
no validated tag field matched the read address, the state of the corresponding allocation bit 
indicates which bank (left or right) should be used for the resulting fill sequence. The value of 
each allocation bit changes according to the "not-last-used" algorithm. That is, the allocation bit 
always points to the bank within the index that was not last accessed. 

When a read miss occurs because no validated tag field matched the read address, the value of the 
allocation bit is latched in the MISS_LATCH corresponding to the read miss. This latched value 
will be used as the bank select input during the subsequent fill sequence. As each fill operation 
takes place, the inverse of the allocation value stored in the MISSJLATCH is written into the 
allocation bit of the addressed Pcache index. During Pcache read or write operations, the value 
of the allocation bit is set to point to the opposite bank that was just referenced because this is 
now the new "not-last-used" bank. 

The one exception to this algorithm occurs during an invalidate. When an invalidate clears the 
valid bits of a particular tag within an index, it only makes sense to set the allocation bit to point 
to the bank select used during the invalidate regardless of which bank was last allocated. By 
doing so, we guarantee that the next allocated block within the index will not displace any valid 
tag because the allocation bit points to the tag that was just invalidated. 

12.4.6 Pcache Fill Operation 

A Pcache fill operation is initiated by the I_CF (I- stream cache fill) or D_CF (D-stream cache fill) 
reference. A fill operation can be considered to be a specialized form of a write operation. A fill 
is functionally identical to a Pcache write operation except for the following differences: 

• The bank within the addressed Pcache index is selected by the following algorithm. If a 
validated tag field within the addressed index matches the cache fill address, then the block 
corresponding to this tag is used for the fill operation. If this is not true, then the value of 
the corresponding allocation bit selects which block will be used for the fill. 

• The first fill operation to a block causes all four valid bits of the selected bank to be written 
such that the valid bit of the corresponding fill data is set and the other three are cleared. 
All subsequent fills cause only the valid bit of the corresponding fill data to be set. 
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• Any fill operation causes the fill address bits<31:12> to be written into the tag field of the 
selected bank. Tag parity is also written in a analogous fashion. 

• A fill operation causes the allocation bit to be written with the complement of the value 
latched by the corresponding MISSJLATCH during the initial read miss event. 

• A fill operation forces every bit of the corresponding byte mask field to be set. Thus, all eight 
bytes of fill data are always written into the Pcache array on a fill operation. 

12.4.7 Pcache Invalidate Operation 

A Pcache invalidate operation is initiated by the INVAL reference. The invalidate operation is 
interpreted as a NOP by the Pcache if the address does not match either tag field in the addressed 
Pcache index. If a match is detected on either tag, an invalidate will occur on that tag. Note that 
this determination is made based only on a match of the tag field bits rather than on satisfying 
all criteria for the Pcache hit condition (Pcache hit factors in valid bits and verified tag parity 
into the equation). 

When an invalidate is to occur, the four valid bits of the matched tag are written with zeros and 
the allocation bit is written with the value of the bank select used during the current invalidate 
operation. 

Also note that an assertion of C%CBOX u _HARD_ERR_H during a cache fill command causes the cache 
fill operation to be processed as if it were an INVAL operation. 

12.4.8 Pcache IPR Access 

For testability reasons it is important to verify that every Pcache storage bit can be read and 
written in both "0" and "1" states. The easiest way to do this is to provide a mechanism to directly 
read and write every bit in the Pcache array. The data field is already accessible through read 
and write commands. The tag field, tag parity, valid bits and data parity are directly accessible 
through IPR_RD and IPR_WR operations to the Pcache IPRs defined below: 
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Figure 12-45: I PR Address Space Mapping 


Normal IPR Address 
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Pcache TAG IPR Address 

31 30 29 28127 26 25 24|23 22 21 20 | 19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + y — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I SBZ | 1 | 1 | 0 | SBZ | B I pcache index addr | SBZ | 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

where: B « 0 ««> select the left bank of the specified index. 

1 ««> select the right bank of the specified index. 

Pcache Data Parity IPR Address 

31 30 29 28|27 26 25 24 | 23 22 21 20(19 18 17 16(15 14 13 12 | 11 10 09 08107 06 05 04|03 02 01 00 
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where: B - 0 -«> select the left bank of the specified index. 

1 —> select the right bank of the specified index. 

SBA - subblock address selection 


The format of a Pcache tag IPR is shown in Figure 12-32. 

The tag parity bit is included in the Pcache tag IPR format to allow the user to write bad tag 
parity into the array in order to verify the tag parity logic. Further, the valid bits and allocation 
bit are also included so that the Pcache can be initialized to a known state. 

The format of a Pcache Data Parity IPR is shown in Figure 12-33. This IPR allows the Pcache 
data parity to be directly read and written for testability purposes. 

12.4.9 Pcache IPR Summary 

The following table summaries all IPRs associated with the Pcache: 


Table 1 2-18: Pcache IPRs 


Register Name 

PCADR (quadword address of reference causing Pcache parity error) 
POSTS (status of Pcache parity error) 

PCCTL (control state of Pcache operation) 

PCTAG 

PCDAP 


IPR Address 
(in hex) 

F0 

FI 

F2 

01800000.. 0 180 1FE0 
01C00000..01C01FF8 


See Section 12.6 for a description of the PCADR and POSTS registers. Note that with the 
exception of the Pcache tag IPRs, the addresses of the three other Pcache IPRs are driven into 
the Mbox shifted left two bits. This fact is not reflected in the above table. 
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12.4.10 Pcache States Resulting in UNPREDICTABLE operation 

The capability of arbitrarily altering Pcache state through IPR write operations allows for the 
possibility of putting the Pcache into obscure states which cannot be achieved by "normal" 
operation. Two of these states will cause UNPREDICTABLE behavior: 

1. Setting the ELEQJDISABLE bit in PCCTL will cause IPR read operations to the Pcache 
tag or Pcache data parity bits to return incorrect data. Setting the ELEQJDISABLE bit 
will cause IPR write operations to the Pcache tag or Pcache data parity bits to be disabled. 
Setting ELEQJDISABLE with either IJENABLE or DJENABLE set may cause Pcache read 
operations to return incorrect data. Setting ELEQJDISABLE with either IJENABLE or 
D JSNABLE set will cause Pcache write, invalidate and cache fill functions to be disabled. 

2. Through explicit Pcache tag IPR write operations, a user could write both blocks of a Pcache 
index with the same tag, tag parity and valid bit data. If this condition occurs with one or 
more sub-block valid bits set, the Pcache will return invalid data on references corresponding 
to the written tag (note that normal Pcache operation precludes this situation from ever 
occurring). 

12.4.11 Pcache Redundancy Logic 

Due to the extreme density of the Pcache array, the Pcache has a high susceptibility to 
manufacturing defects. As a result, redundancy logic was designed in order to provide a 
mechanism which would allow the Pcache to function correctly in the presence of a small number 
of manufacturing defects. 

The redundancy logic consists of hardware which supports the operation of sixteen extra indicies 
which exist in addition to the 128 "regular” indicies. If a defect exists in an index which does 
not disturb the function of any column logic, the redundancy logic allows the bad index to be 
replaced by one of the 16 extra indicies. If an index is determined to be malfunctioning during 
chip test, a redundant index can be substituted for the bad index by blowing specific fuses on the 
chip through the use of a lazer. Blowing these fuses creates logic state transitions on redundancy 
control signals which disable the operation of a set of 4 "regular" indicies and will enable the 
operation of 4 redundant indicies in their place. 

Four sets of four redundancy fuses exist. Each set controls 4 of the 16 redundant indicies. Each 
set can map its 4 redundant indicies into one of 8 different sets of 4 "regular" indices. The 
redundancy mapping is shown below: 
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Figure 12-46: Pcache Address Redundancy Mapping 


31 30 29 28|27 26 25 24|23 22 21 20)19 18 17 16|15 14 13 12|11 10 09 08)07 06 05 04)03 02 01 00 

+ — + — + — + — + — + — + — + — h + — + — + — + — + — + — + — + f — + — + — + — -t + — + — + — + f — + — + — + — + — + — + 

I I RS | X | RED_ADDR | X| | 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

where: RS represents the address bits corresponding to the four sets of four redundancy fuses. 

The two X' s represent the address bits corresponding to the set of four indicies which 
get replaced. 

RED_ADDR represents the lazer-programmable address bits that specify which one of 8 sets 
of 4 "regular" indicies are to be replaced. 


Each set of 4 redundancy fuses consists of three bits to specify the address mapping (specified by 
RED_ADDR above) and 1 bit to enable the redundant indicies to operate in place of the specified 
set of "regular" indicies. When one or more redundancy elements are blown, another fuse is also 
blown which will set the REDJENABLE bit in PCCTL (see Figure 12-31). Thus, by reading the 
PCCTL IPR one can determine if one or more redundancy elements has been enabled. 
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12.5 MEMORY MANAGEMENT 

The Mbox, the Ebox microcode, and the VMS memory management software implement VAX 
memory management. The Mbox performs the hardware memory management functions 
necessary to process most references in a quick efficient manner. The operating system 
software performs all other functions. For a description of the hardware end of VAX memory 
management, the reader is referred to the Memory Management chapter of the "VAX Architecture 
Standard" (DEC STD 032). For a complete description of the software end of VAX/VMS memory 
management, the reader is referred to the Memory Management chapters of "VAX/VMS Internals 
and Data Structures". 

The Mbox is responsible for the following memory management functions: 

• Performing virtual-to-physical address translations. 

• Maintaining a cache of PTEs to perform the quick translations. 

• Performing access mode checks on memory references. 

• Performing TNV checks on memory references. 

• Performing M=0 checks on memory references. 

• Directly or indirectly invoking a software memory management exception handler due to ACV 
(Access Violation) or TNV (Translation not Valid) or M=0 faults. 

• Detecting cross-page conditions and performing the corresponding access mode checks. 
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12.5.1 NVAX MEMORY STRUCTURE 

12.5.1.1 Virtual Address Space 

The NVAX virtual address space conforms with the description of the VAX virtual address space. 
The space contains four gigabytes (2**32) of memory divided into four regions as shown below: 

Figure 12-47: Virtual Address Space Layout 
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NOTE 

NVAX CPU chips at revision 1 implement the original VAX memory management 
architecture in which any reference to a virtual address above BFFFFFFF (hex) falls 
into a reserved region and causes a length violation. NVAX CPU chips at revision 2 or 
later implement the extended SO space addressing described above. 
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12.5.1.2 Physical Address Spaces 

The NVAX hardware addresses a physical address space defined by another four gigabyte region. 
The first seven-eighths of it addresses physical memory. The top one-eighth of this space addresses 
I/O space. Thus, all I/O space addresses can be distinguished by physical address bits<31:29> = 
111 (binary). 

Figure 12-48: Physical Address Space of the NVAX Hardware 
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12.5.1.2.1 Physical Address Space Mappings 

The Mbox is designed to accommodate both a 30-bit and 32-bit physical address space as seen at 
the program level while maintaining one physical address space as seen by all NVAX hardware 
external to the Mbox (shown above). These two program level physical address spaces are mapped 
by Mbox hardware into the NVAX physical address space according to the value of the PAMODE 
register. See Figure 12-23 for a description of PAMODE. 

The PAMODE register is accessible by the IPRJRD and IPR_WR commands. When PAMODE=0, 
the 30-bit physical address space seen at the program level is translated into the NVAX physical 
address space as follows: 
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Figure 12-49: 30-bit Physical Address Mapping 
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Logically speaking, this mapping is accomplished by the Mbox by sign-extending physical 
address<29> into physical address<31:29>. 

When PAMODE=l, the 32-bit physical address space seen at the program level is directly 
translated into the NYAX physical address space: 
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Figure 12-50: 32-blt Physical Address Mapping 
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1 2.5.1 .3 ADDRESS TRANSLATION AND THE TB 

For a complete description of VAX virtual address translation, the reader is referred to the 
Memory Management chapter of the "VAX Architecture Standard" (DEC STD 032). An overview 
of this process can be found in Section 2.6 of this specification. 

The Mbox performs virtual-to-physical address translations in the S5 pipe when the following 
two conditions are satisfied: 

1. The MAPEN bit is set (MAPEN enables virtual address translations). 

2. M_QUE%S5_QUAL_H<6> indicates that the S5 reference is a virtual reference. 

When both of these conditions are met, the address in M_QUE%S5_VA_H<31K)> is translated by 
the Mbox, and the resulting physical address is driven on M_QUE%S5_PAJH<31:0> . If both these 
conditions are not satisfied, the contents of M_QUE%S5_VA t _H<3 1 *>> is treated as a physical address 
and is directly transferred to M^QUE%S5_PAja<3l:0>. 

The TB (translation buffer) is the mechanism by which the Mbox performs quick 
virtual-to-physical address translations. It is a 96-entry read allocate fully associative cache 
of PTEs (Page Table Entries). 

The format of a page table entry and a TB entry are shown below. 
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Figure 1 2-51 : PTE and TB format 


Page Table Entry 
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+ + — + + + + + + + + — + — + + + + + — + — + — + + + + + + + — + + — + + + K + + 

I V | PROT I M| S| Physical Page Frame Address I 

+ + + + H + + + + + + — + + + + + + + + + + + + + h — + + — + + + 1. + + 

where: V « valid bit 

PROT * authorized access modes 
M « modify bit 
S - reserved bit 


TB Entry 


55 55 222222 

43 21 985432 0 

+ + + + + + + + + 

I TBV | TP | TP_BAR | TAG | PROT | M j DP | PFN | 

+ + + + + h + + + 


where : 


TBV - 


TB entry valid bit 


TP - 

even tag parity bit 

TP_BAR - 

complement of TP 

TAG - 

virtual address<31: 9> 

PROT - 

authorized access modes 

M - 

modify bit 

DP - 

even parity for validated PTE field 

PFN - 

physical page frame address 


Note that the TB entxy stores all but three bits of the PTE field. The TB entry does not store the 
S bit because it is not used, and the TB entry does not store the upper two bits of the PTE PFN 
because these bits correspond to a larger physical address space than NYAX uses. The tag field 
stores the virtual page frame address. The TBV bit indicates whether the corresponding entry is 
valid. If TBV is set, then PTE<31> is valid because the TB only caches PTEs whose valid bit is 
set. 

The associativity of each TB entry is implemented by the use of comparators on the TBV and 
tag fields. When a virtual address is driven onto M_QUE%S5_VA W H<3 1 : 0> at the start of a cycle, 
each TB tag comparator, whose corresponding TBV bit is set, looks for a match between the 
M_QUE%S5_VA_H virtual page frame address and its corresponding tag. If no comparator finds a 
match, the TB_MISS condition has occurred indicating that no TB entry contains a translation 
for the specified address (see Section 12.5.1.5.2 for discussion of TB_MISSes). 

If one of the entries detects a match (TB_HIT condition), the PFN, PROT, and M fields of 
the corresponding TB entry are read out of the TB. M_QUE%S5JPAJH<31:9> are driven with the 
contents of the accessed PFN. M_QUE%S5_PA_H < 8 : 0 > are the untranslated bits addressing a byte 
within a page; therefore, these bits are driven directly from M_QUE%S5_VA_H <8 : 0 > . 

The PROT, and M fields, which were driven out of the TB with the PFN, are used by the 
memory management exception detection logic to determine ACV and M=0 conditions (See 
Section 12.5.1.5.3). 

TB entries are allocated using a NLU (Not-Last-Used) TB allocation pointer. The TB entry pointed 
to by the NLU allocation pointer is allocated and validated during a TB_TAG_FILIVTB_PTE_FILL 
sequence. The allocation pointer increments in round robin fashion around every TB entry when 
a TB lookup accesses the entry pointed to by the allocation pointer or when a TB_PTE_FILL 
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operation is done. Because the allocation pointer is guaranteed not to point to the last entry 
referenced, this scheme implements a not-last-used allocation scheme. 

TB entries can be invalidated in the following ways: 

• An entry can be invalidated by being displaced from the TB by allocation of another PTE to 
the same TB entry. 

• An entry can be invalidated by execution of the TBIS (TB Invalidate Single) command. If the 
specified TBIS virtual address matches a TB tag, the TBV bit corresponding to the matched 
tag is cleared. Clearing the TBV bit invalidates the TB entry (See Section 12.3.13 ). 

• Entries can be invalidated by execution of the TBIP (TB Invalidate Process) command. TBIP 
causes the most significant bit of all the tag fields to be examined. If this bit is cleared, 
the corresponding TBV bit is cleared. The effect of this operation is to invalidate all PTEs 
corresponding to PO or PI space translations (See Section 12.3.14 ). 

• All entries can be invalidated by the execution of the TBIA (TB Invalidate All) command. 
This command resets the TBV bit of every TB entiy (See Section 12.3.15 ). 

12.5.1.4 30-blt to 32-blt Physical Address Translations 

When PAMODE=0, the NVAX system is configured such that only 30-bit physical addresses are 
processed at the program level. Since the Mbox and Cbox hardware is designed assuming a 32-bit 
hardware address space, the Mbox must appropriately translate all 30-bit physical addresses into 
32-bit physical addresses based on the mapping scheme shown in Figure 12-49. This is done in 
two ways. 

1. When the Mbox receives a physical address from one of its reference sources, the mapping is 
implemented by an address sign extension scheme involving the upper three address bits. In 
this scheme, address<31:30> are forced to the state of address<29>. 

2. When the Mbox receives a virtual address, virtual address translation occurs normally 
without any sign extension of the resulting physical address. This is possible because the 
corresponding sign extension function is preprocessed on the upper three bits of page frame 
address which is written into the TB during the TB_TAG_FILL operation. 

Note that restrictions exist about how the PAMODE register can be modified. See Section 12.8.2 
for more information. 

1 2.5.1 .5 MEMORY MANAGEMENT EXCEPTIONS 

1 2.5.1 .5.1 MME_D ATAPATH 

The MME_DATAPATH (Memory Management Datapath) is used to process most memory 
management functions performed by the Mbox. Specifically, it performs the following functions: 

• Creates read references of PTEs in order to obtain virtual address translations not currently 
cached in the TB (See VAX Architecture Standard, DEC STD 032, for a description of this 
process). 

• Creates TB fill operations in order to fill tag and PTE data in the TB. 

• Stores most Mbox internal processor registers. 

• Stores virtual addresses associated with memory management faults. 

• Stores PTE addresses associated with M=0 faults. 
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The MME_DATAPATH is illustrated below: 

Figure 12-52: MME Datapath 



1 2.5.1 .5.1 .1 MME Register File 

The register file has one write port and two read ports (one for each input to the ALU). The 
register file contains the following longword registers: 


Reg Name Definition 

PAMODE Address Mode Register: enables 30 or 32-bit address mapping 
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Reg Name 

MMAPEN 12 

MSLR 12 

MSBR 1 

MPOLR 12 

MPOBR 1 

MP1LR 12 

MP1BR 1 

MMEADR 1 

MMEPTE 1 

MMESTS 1 

TBADR 

TBSTS 

TMP1 

TMP2 


De finit ion 

Mbox Map Enable Register turns on/off virtual translations 

Mbox System Length Register Length of System Page Table 

Mbox System Base Register: Addr of System Page Table 

Mbox PO Length Register: Length of PO Page Table 

Mbox PO Base Register: Addr of PO Page Table 

Mbox PI Length Register: Length of PI Page Table 

Mbox PI Base Register: Addr of Pi Page Table 

MME Faulting Address Register 

PTE Address Register 

Status of memory management exception 

Address of reference causing TB parity error 

Status of TB parity error 

Scratch Register 1 

Scratch Register 2 


1 Testability and diagnostic use only; not for software use in normal operation. 

2 Ebox ucode sends and receives this data to/from the MME reg file shifted left 9-bits. 


Note that the datapath associated with this register file performs all bit shifts associated with 
MME processing except for 9-bit shifts required on MMAPEN, MSLR, MPOLR, and MP1LR 
registers. The Ebox microcode sends pre-formatted data to these registers such that the data 
has been pre-shifted left nine bit positions. This facilitates the MME datapath implementation. 
IPR_RD operations from these registers send data back to the Ebox in the same format. Thus, the 
Ebox microcode will re-format the data back into the standard formats illustrated in Table 12-3. 

Note that a 9-bit left shift is performed on MMAPEN so that the contents of MMAPEN can be 
used to increment a virtual address by a page in order to perform cross page check operations. 

The MME_ADDR latch stores the address which was driven on M_QUE%S5_VAJH<3 1 :0> 
during the previous cycle. The MME_DATA latch stores the data which was driven on 
M_QUE%S5_DAIA_H<3 1 :0> during the previous cycle. The A input to the ALU is either driven 
from MME_ADDR, MME_DATA, or the A read port of the register file. 

12.5.1.5.1.2 MME ALU 

The ALU (Arithmetic Logic Unit) performs the following functions: 

• pass A used for receiving addresses and data from main S5 pipe. 

• pass B: used for reading/writing registers 

• A + B: used to generate PTE addresses (note 9-bit right shift on A input) 

• A - B: used for page table length checks of PO and SO space references (note 7-bit right shift 
on A input) 
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The output of the ALU can write the following: 

• address field of the MMEJLATCH (to generate PTE reads, TB tag fills and TB pte fills) 

• data field of the MMEJLATCH (to return requested IPR read data) 

• the register file 

12.5.1.5.1.3 MME_SEQ 

The MMEJ3EQ is a state machine which controls sequencing of the MME_DATAPATH. It controls 
which devices drive and latch data in the MMEJDATAPATH, what ALU function is to be executed, 
and what command gets generated and latched in the MME_LATCH, The possible MME state 
sequences of the MME_SEQ are illustrated by the following two diagrams below: 
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Figure 12-53: 


MME Sequences 


START OF TB_MISS 
SEQUENCE 


■DOUBLE TB MISS SEOUENCE- 



GOTO ACV/TNV SEQUENCE 


■DOUBLE TB MISS SEQUENCE- 
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Figure 12-54: MME Sequences Cont’d 


START OF MME IPR_WR SEQUENCE START OF ACV/TNV/M-0 SEQUENCE 



END OF IPR.RD SEQUENCE 


There are five distinct entry points into the MME sequences: 

• TB_MISS Entry Point: Whenever a TB_MISS condition is detected on an Ibox or Ebox 
reference, the MME_SEQ executes the sequence defined by the TB_MISS Entry Point. 

• Cross Page Entry Point: The MME_SEQ executes the Cross Page Sequence in order to check 
for MME faults which may exist on the upper page of a reference that crosses a page boundary. 

• ACVyTNV/M=0 Entry Point: The MME_SEQ can execute this sequence when an ACV, TNV, 
or M=0 condition is detected on an S5 reference, or when an ACV or TNV condition is detected 
during the TB miss sequence. 

• MME IPR_RD Entry Point: The MME_SEQ executes this flow when an Mbox IPR register 
located in the MMEJDATAPATH is addressed by an IPRJRD command. 

• MME IPR_WR Entry Point: The MME_SEQ executes this flow when an Mbox IPR register 
located in the MME_DATAPATH is addressed by an IPR_WR command. 

Once an MME sequence starts, the processing of all Ibox and Ebox references is inhibited until 

the sequence completes. Once the MME sequence terminates, normal processing resumes and 

the original reference which initiated the MME sequence will be retried. 
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12.5.1 .5.2 TB MISS SEQUENCE 

When memory management is enabled (MAPEN=1) and no valid tag entry in the TB matches 
the corresponding virtual page frame address applied on M_QUE%S5_VA_H<3 1 :9>, the TB does not 
contain the necessary translation information to convert the address to physical space. In this 
situation, the TB asserts its TB_MISS signal which initiates a series of sequential events that 
will cause the proper PTE to be written into the TB. 

1 2.5.1 .5.2.1 Single Miss Sequence 

A single miss sequence is defined as a TB miss sequence with only one TB miss occurring 
during the sequence. The following series of events characterizes a single TB miss sequence 
(see Figure 12-53 for a flow chart description of this sequence): 

• cycle 1: TB asserts TB_MISS. S5 reference is aborted (will be retried later). MME_ADDR 
latches M_QUE%S5_VA_H . 

• cycle 2: TMP1 is loaded from MME_ADDR in order to store the TB miss address in the MME 
register file. 

• cycle 3: The proper page table length check is performed using TMP1, the appropriate XLR 
and a subtract ALU operation. If a length violation exists, the execution sequence continues 
in the ACV/TNV/M=0 sequence (See Section 12.5.1.5.3.6). 

• cycle 4: The address field of the MME_LATCH is loaded with the TMP1 fault address and 
the MME_LATCH is validated with a TB_TAG_FILL command. 

• cycle 5: The TB_TAG_FILL command executes in S5 (assuming no Cbox reference took 
priority) to allocate a TB entry corresponding to the TB miss address. 

The corresponding PTE address is formed using TMP1, the appropriate XBR and the A+B 
ALU operation. The PTE DREAD is loaded into the MMEJLATCH. 

• cycle 6: The PTE DREAD is started in S5 (assuming no Cbox reference took priority). If 
this is an SPTE (System Page Table Entry) DREAD, this reference is physical and, therefore, 
cannot have a TB_MISS and/or TNV condition associated with it. If this is a PPTE DREAD 
(Process Page Table Entry) DREAD, this reference is virtual and can have a TB_MISS and/or 
TNV condition associated with it. Since a single miss sequence is being described here, a 
PPTE DREAD hits in the TB by definition (see Section 12.5.1.5.2.2 for a description of when 
this reference misses). 

Note that no ACV protection checks are performed on this DREAD because it is an Mbox PTE 
DREAD. No TNV checks are performed because only PTEs with PTE<31> set are cached in 
the TB. No M=0 check is performed since this is strictly a read operation. Assuming TB miss 
problems occurred, the address is now properly translated and the DREAD continues into S6. 

• cycle x: The PTE data is available on the M%MD_BUS_H<31:0>. This data is latched in the 
address field of the MMEJLATCH. ACV/TNV checks are performed on the protection and 
valid bit fields of the incoming PTE data. If an ACV/TNV condition is detected, the memory 
management sequence continues in the ACV/TNV/M==0 sequence (See Section 12.5.1.5.3.6). 
If neither condition is detected, the MMEJLATCH is validated with the TB_PTE_FILL 
command. 

• cycle x+1: The TB_PTE_FILL command is executed in S5 (assuming no other Cbox command 
took priority) to load the PTE into the TB and validate the TB entry. Normal processing 
resumes and the reference which causes the original TB miss will be retried. 
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12.5.1.5.2.2 Double Miss Sequence 

When the MME_DATAPATH generates a PPTE DREAD in order to resolve a TB miss, the PPTE 
address is itself a system virtual address. Therefore, it is possible for the PPTE DREAD to 
generate a second TB miss. In this case, the PPTE DREAD TB miss must be processed first in 
order to translate the PPTE DREAD address. Following this, the original TB miss sequence can 
resume in order to translate the initial faulting address. This scenario is called a double TB miss 
and is shown below (see Figure 12-53 for a flow chart description of this sequence): 

• cycle 1: TB asserts TB_MISS. S5 reference is aborted (will be retried later). MME_ADDR 
latches M_QUE%S5_VA_H. 

• cycle 2: TMP1 is loaded from MME_ADDR in order to store the TB miss address in the MME 
register file. 

• cycle 3: The proper page table length check is performed using TMP1, the appropriate PXLR 
and a subtract ALU operation. If a length violation exists, the execution sequence continues 
in the ACV/TNV/M=0 sequence (See Section 12.5.1.5.3.6). 

• cycle 4: The data field of the MME_LATCH is loaded with the TMP1 fault address as the 
MME_LATCH is validated with a TB_TAG_FILL command. 

• cycle 5: The TB_TAG_FILL command executes in S5 (assuming no Cbox reference took 
priority) to allocate a TB entry corresponding to the TB miss address. 

The corresponding PPTE address is formed using TMP1, the appropriate PXBR and the A+B 
ALU operation. The PPTE DREAD is loaded into the MME_LATCH. Note that because the 
Mbox generated a PPTE DREAD as part of a TB miss sequence, the virtual reference is loaded 
into the MME_LATCH with the ACV/M=0 reference qualifier cleared so that ACV checks will 
not be performed on the reference. 

• cycle 6: The PPTE DREAD is started in S5 (assuming no Cbox reference took priority). The 
TB asserts TB_MISS again because the PPTE address translation was not present in the TB. 
MME_ADDR latches the PPTE DREAD address and the DREAD is aborted. 

• cycle 7: TMP2 is loaded from the MME_ADDR with the PPTE DREAD address. 

• cycle 8: The system page table length check is performed using TMP2, SLR and the A-B ALU 
operation. If a length violation exists, the execution sequence continues in the ACV/TNV/M=0 
sequence (See Section 12.5.1.5.3.6 ). 

• cycle 9: The address field of the MME_LATCH is loaded with the TMP2 PPTE fault address 
as the MME_LATCH is validated with a TB_TAG_FILL command. 

• cycle 10: The TB_TAG_FILL command executes in S5 (assuming no Cbox reference took 
priority) to allocate a TB entry corresponding to the TB miss address. Note that the TB entry 
that is allocated destroys the previous TB entry allocation for the original TB miss because 
the NLU TB allocation pointer has not moved. 

The corresponding SPTE address is formed using TMP2, SBR and the A+B ALU operation. 
The SPTE DREAD is loaded into the MMEJLATCH. 

• cycle 11: The SPTE DREAD is started in S5 (assuming no Cbox reference took priority). Note 
that this DREAD has a physical address. Therefore, no memory management problem can 
occur on this read. 

• cycle x: The SPTE data is available on the M%MD_BUS_H<31:0>. This data is latched in the 
address field of the MME_LATCH. ACV/TNV checks are performed on the protection and 
valid bit fields of the incoming PTE data. If an ACV/TNV condition is detected, the memory 
management sequence continues in the ACV/TNVZM=0 sequence (See Section 12.5.1.5.3.6). 
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If neither condition is detected, the MME_LATCH is validated with the TB_PTE_FILL 
command. 

• cycle x+1: The TB_PTE_FILL command is executed in S5 (assuming no other Cbox command 
took priority) to load the SPTE into the TB and validate the TB entxy. Note that the NLU 
TB allocation pointer is incremented on a TB_PTE_FILL operation. 

In order to re-allocate a TB entry for the original TB miss address, the address field of the 
MME_LATCH is loaded with TMP1 while the command field is loaded with a TB_TAG_FILL 
command. 

• cycle x+2: The TB_TAG_FILL command is executed in S5 (assuming no other Cbox command 
took priority) to re-allocate a TB entry corresponding to the original TB miss. 

The original PPTE address is re-generated using TMP1, the appropriate PXBR and the A+B 
ALU operation. The PPTE DREAD is loaded into the MME_LATCH (ACV checks are once 
again disabled for this reference). 

• cycle x+3: The PPTE DREAD is started in S5 (assuming no Cbox reference took priority). 
Note that no ACV protection checks are performed on this DREAD because it is an Mbox PTE 
DREAD. No TNV checks are performed because only PTEs with PTE<31> set are cached in 
the TB. No M=0 check is performed since this is strictly a read operation. The PPTE DREAD 
address is now properly translated. 

• cycle y: The PPTE data is available on M%MD_BUS_H<31:0>. This data is latched in the 
address field of the MME_LATCH. ACV/TNV checks are performed on the protection and 
valid bit fields of the incoming PTE data. If an ACV/TNV condition is detected, the memory 
management sequence continues in the ACV/TNV/M=0 sequence (See Section 12.5.1.5.3.6). 
If neither condition is detected, the MME_LATCH is validated with the TB_PTE_FILL 
command. 

• cycle y+1: The TB_PTE_FELL command is executed in S5 (assuming no other Cbox command 
took priority) to load the PPTE into the TB and validate the TB entry. Normal processing 
resumes and the reference which caused the original TB miss will be retried. 


MICROCODE RESTRICTION 

To avoid a potential infinite loop case whereby the Mbox is stuck in the TB double 
miss sequence forever, the Ebox microcode must guarantee that it issues a non-STORE 
instruction other than TBIA, TBIS, or TB_TAG_FILL during the cycle immediately 
preceding the cycle it issues either a TBIA, TBIS or TB_TAG_FILL instruction. 

1 2.5.1 .5.3 ACV/TNV/M=0 

12.5.1.5.3.1 ACV/TNV/M=0 Fault Handling: 

In order for an ACV, TNV, or M=0 fault to be processed, the following steps must occur: 

1. The Mbox must detect the ACV /TNV/M = 0 condition. 

2. The Ebox microcode must be invoked to start processing the condition. 

3. The Ebox microcode must probe Mbox state in order to determine which fault occurred and 
how it should be processed. 

4. The Ebox microcode must service the fault condition directly, or it must invoke an operating 
system memory management service routine to service the fault. 
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5. If the memory management fault was not fatal to the process, normal instruction execution 
resumes by restarting the instruction corresponding to the memory management fault after 
servicing the fault. 

1 2.5.1 .5.3.2 ACV detection: 

The protection field of a PTE indicates the authorized access rights for each execution mode. 
When a reference causes the TB to access a PTE, the protection field of the PTE corresponding 
to the reference is driven out of the TB. The ACV (Access Violation) detection logic uses the PTE 
protection field, M_QUE%S5_AT_H<1:0>, and the appropriate CPU execution mode from the Ebox 
(i.e. user, supervisor, executive, kernel) to detect access violations. If, for example, the protection 
field indicates a "read-only" access in user mode, the CPU execution mode specifies user mode, 
and M_QUE%S6_ 1 AT_H<1:0> indicates write access, then an ACV condition is flagged since a write 
reference is not allowed to this page in user mode. 

A 2:1 MUX controls the source of the CPU execution mode. The CPU execution mode information 
is normally taken directly from the current mode field of the PSL (PSL<25:24>). On PROBE 
references, however, the CPU execution mode is driven from E%MMGT_MODE_H<1:0> in order to 
check for ACV conditions for an execution mode which the CPU is not currently in. 

An ACV condition is also generated when a PTE reference fails to satisfy the page length check 
corresponding to the virtual space of the reference or when the virtual reference falls into reserved 
page region of virtual memeory (FFFFFEOO-FFFFFFFF). Either condition is reported as an ACV 
length violation. 

An ACV check is also performed on the protection field of all PTEs which have just been sent to 
the Mbox due to an earlier Mbox DREAD issued during the TB_MISS sequence. 

ACV protection and length checks are performed on all Ibox and Ebox references and on all 
MME_CHKs. ACV page length checks are performed on all PTE addresses. However, ACV 
protection checks are never performed on PTE read references generated by the Mbox. 

Note that the ACV protection condition is disabled from occurring during any cycle where the 
reference is aborted. 

When an ACV condition occurs, the MMEJ3EQ is invoked to execute the ACV/TNV /M =0 sequence. 
ACV checks only occur on virtual addresses when memory management is enabled and when the 
reference indicates that memory management checks should be done (i.e. M_QUE%S5_QUAL_H<2> 
= 1 ). 


1 2.5.1 .5.3.3 TNV detection 

When the PTE valid bit is clear, it indicates that the corresponding PTE page frame address 
translation is not valid. This is called a Translation Not Valid Fault (TNV). TNV detection 
only occurs during the TB_MISS sequence when the Mbox receives PTE data from the Pcache 
or Cbox such that the PTE valid bit (PTE<31>) is clear. When a TNV fault is detected, the 
MMEJ3EQ interrupts the TB_MISS sequence and invokes the ACV/TNV/M=0 sequence. By 
doing so, the invalid PTE is never cached in the TB and a memory management fault is recorded 
(See Section 12.5.1.5.3.5 on recording memory management faults). 
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12.5.1.5.3.4 M=0 detection: 

When a virtual reference causes the TB to access a PTE, the modify bit of the PTE is read 
out of the TB. A cleared modify bit indicates that the corresponding page has not been written 
to. If the valid bit of the PTE is set, and the modify bit is clear and the access type of the S5 
reference indicates an intention to modify the page (e.g. write or modify access type), then the 
Mbox must initiate the proper sequence of events to process this "M=0" condition. The M=0 check 
is performed when memoiy management is enabled and a virtual reference hits in the TB. 

Note that the M=0 condition is disabled from occurring during any cycle where the reference is 
aborted. 

1 2.5.1 .5.3.5 Recording ACV/TNV/M=0 Faults 

In order for the microcode to determine the nature of the memory management fault detected 
by the Mbox, the Mbox must record the necessary fault information. The fault information is 
recorded in Mbox IPRs which can be read by Ebox microcode. The fault information is stored in 
three of the registers in the MME register file which are accessible to microcode by IPR reads 
and writes: 

• The MMEADR register stores the virtual address associated with the ACV, TNV or M=0 fault. 
As per SRM requirements, if the ACV7TNV fault occurred by referencing a PTE during a TB 
miss sequence, the MMEADR stores the original address and not the PTE address. 

• The MMEPTE register stores the virtual or physical address of the Page Table Entry 
corresponding to a virtual reference upon which an M=0 condition has been detected. 

• The MMESTS register stores state which indicates to the microcode the context and type of 
fault corresponding to the ACV/TNV/M=0 condition. The format of MMESTS is shown below: 


Figure 12-55: IPR EA (hex), MMESTS 
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Table 12-19: MMESTS Reid Descriptions 


Name 

Extent 

Type 

Description 

LV 

0 

RO 

Indicates ACV fault occurred due to length violation. 

PTE.REF 

1 

RO 

Indicates ACV/TNV fault occurred on PTE reference corresponding 
to MMEADR. 

M 

2 

RO 

Indicates corresponding reference had write or modify intent. 

FAULT 

15:14 

RO 

Indicates nature of memory management fault. See Fault bit 
encodings below 


DIGITAL CONFIDENTIAL 


The Mbox 12-95 






NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Table 12-19 (Cont.): MMESTS Held Descriptions 


Name 

Extent 

Type 

Description 

SRC 

28:26 

RO 

Complemented shadow copy of LOCK bits. However, the SRC bits 
do not get reset when the LOCK bits are cleared. 

LOCK 

31:29 

RO 

Indicates the lock status of MMESTS. See LOCK encodings below. 
This field is cleared on e%flusblmbox_h. 


Table 12-20: 

LOCK Encodings 

Defined LOCK values 

(binary) 

Definition 

000 

MMESTS, MMEADR and MMEPTE are unlocked. 

001 

valid IREAD fault is stored (no other IREAD fault can overwrite MMESTS, 
MMEADR, or MMEPTE). 

Oil 

valid Ibox specifier fault is stored (only an Ebox reference fault can overwrite 
MMESTS, MMEADR, or MMEPTE). 

111 

valid Ebox fault is stored (MMESTS, MMEADR, and MMEPTE are 
completely locked). 


Note that the encodings for the SRC bits are the complemented version of the the LOCK bits. Thus, 
for example, a fully locked SRC encoding is 000. 

Table 1 2-21 : FAULT Encodings 

Defined FAULT values 

(binary) Definition 

01 ACV Fault. This is the highest priority fault in the presence of multiple 

simultaneous faults. 

10 TNV Fault. This is the next highest priority fault. 

11 M=s0 Fault. This is the lowest priority fault. 


Due to the macropipeline design, the MMEADR, MMEPTE and MMESTS registers must be 
conditionally loaded in a prioritized fashion. These registers are loaded depending on the relative 
states of their current contents and on the context of the current fault. If the MMESTS register 
is empty, the current fault state is always loaded. If the MMESTS register contains a valid 
fault condition, the MMEADR, MMEPTE and MMESTS are only loaded if the current fault is 
associated with a pipe stage further along in the pipe than the stage corresponding to the stored 
MMESTS state. This loading priority is necessary because these memory management faults 
must be reported within the context of the execution of the instruction they are associated with. 
A fault detected on an Ebox reference is loaded provided that another Ebox reference fault is 
not already loaded. Faults detected on Ibox specifier references are only loaded if no Ebox or 
Ibox specifier reference fault is currently stored. Faults on Ibox I-stream references are only 
loaded if the MMESTS register is empty. In effect, the MMESTS register captures the first 
memory management exception that will be associated with Ebox execution. Stated differently, 
it captures the fault which occurs farthest along in the macropipeline. 
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The LOCK field of MMESTS specifies the source of the faulting reference currently stored 
in MMESTS. Thus, the decision to load another faulting reference into MMESTS is made by 
examining the bits of the LOCK field. 

The FAULT field is set in a prioritized manner. That is, an ACV fault takes precedence over 
a TNV or M=0 fault. A TNV fault takes precedence over an M=0 fault. Therefore, if multiple 
pending fault conditions are true, only the fault condition with the highest priority is reported in 
the MMESTS register. 

When the Ebox starts the memory management exception microflow, it issues an IPRJRD to the 
MMESTS to determine the nature of the memory management fault. The MMESTS register is 
automatically unlocked by resetting the LOCK field when the E%FLUSH_MBOX w H signal is asserted 
by the Ebox. 

1 2.5.1 .5.3.6 ACV/TNV/M=0 MME_D ATA PATH Sequence 

When an ACV/TNV/M=0 condition occurs the MME_DATAPATH performs the following actions 
in order to record the fault for subsequent use by the Ebox microcode. 

• cycle 1: ACV, TNV, or M=0 condition is detected. MME_ADDR latches M_QUE%S5_VA_H 
address. Note that the S5 reference is NOT aborted. 

If the faulting reference is associated with an Ebox reference, M%MME_TRAP_L is asserted to 
the microsequencer to generate a memory management microtrap. If the faulting reference 
was associated with a DEST_ADDR command, the MME fault is logged in the corresponding 
PA_QUEUE entry. In all other cases (IREADs and Ibox D-stream reads) M%MME_FAULT_H 
qualifies the M%MD_BUS_H indicating that the requested data had a memory management 
problem. 

• cycle 2: If this ACV/TNV/M=0 sequence was not invoked from a previous MME_SEQ flow, the 
contents of MME_ADDR are loaded into TMP1. If this sequence was invoked from another 
MME_SEQ flow, TMP1 is not loaded because it already contains the original address that 
must be reported for this ACV/TNV condition. 

• cycle 3: The source of the reference which directly/indirectly invoked the MME fault is 
compared to MMESTS<31:29> (the LOCK field) to determine whether this fault should be 
recorded in MMEADR, MMEPTE, and in MMESTS. If a previous fault of equal or greater 
priority is already stored in MMESTS, MMESTS, MMEADR, and MMEPTE are not updated. 

If the LOCK field indicates that this fault should be recorded, MMEADR is loaded from TMP1 
and MMESTS is updated as follows: 


Table 12-22: MMESTS State Update 

fault type MMESTS<15:14> MME STS<2 K)> 

ACV without MMEJ3EQ active (no modify intent) 01 000 

ACV without MMEJ3EQ active (modify intent) 01 100 

M=0 11 100 

length violation on ref during TB_MISS seq (no modify) 01 001 

length violation on ref during TB_MISS seq (modify intent) 01 101 
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Table 12—22 (Cont.): MMESTS State Update 


fault type 

MMESTSkl5:14> 


length violation on PTE ref during TB_MISS seq (no modify 
intent on original reference) 

01 

on 

length violation on PTE ref during TB_MISS seq (modify 
intent on original reference) 

01 

in 

TNV on PTE ref dining TB_MISS seq (no modify intent on 
original reference) 

10 

010 

TNV on PTE ref dining TB_MISS seq (modify intent on 
original reference) 

10 

no 


The LOCK field of MMESTS is updated appropriately. 

• cycle 4: If MMESTS was updated during cycle 3, and the fault was M=0, the corresponding 
PTE address is formed using TMP1, the appropriate XBR and A+B ALU operation. The PTE 
address is then loaded into MMEPTE. 

1 2.5.1 .5.3.7 Microcode Invocation of ACV/TNV/M=0 

Microcode is invoked for ACV/TNV /M=0 faults in three different ways: 

• If the faulting reference originated from the Ebox, then the Mbox asserts M%MME_TRAP_L to 
invoke a memory management microtrap. M%MME_TRAP_L is asserted at the end of the cycle 
in which the ACT/TNV/M=0 fault was detected. Thus, from a microcode point of view, the 
microtrap happened before the EM_LATCH contents were retired. This microtrap invokes 
the ACV /TNV /M=0 microflow which handles the fault in the context of the reference executing 
in the Ebox. 

• If the faulting reference is a read sourced by the Ibox (either a D-stream or I-stream read), 
M_QUE%S5_QUAL_H<0> is set indicating that a memory management fault should be forced 
on this read. When the read propagates into S6, the Mbox forces the Pcache to hit and 
returns invalid data. This data, however, will be qualified with the M%MME_FAULT_H signal 
to indicate that the data is invalid and that an ACV/TNV/M=0 fault is associated with this 
data. When the Ebox references the corresponding D-stream operand, or requires the decode 
of the corresponding I-stream data, a microtrap is generated by the Ebox to invoke the 
ACV/TNV/M=0 microflow. 

If an MME fault occurs on the address of the address of an operand (i.e. Ibox decoding a 
deferred specifier), the Mbox records the fault in MMEADR and MMESTS in the usual way 
and returns data qualified by M%MME_FAULT_H. In some instances, the Ibox must issue a 
second reference to the Mbox based on the address returned by the first reference. Due to 
the fault however, the Ibox cannot issue a valid operand read address since the data returned 
by the first reference was invalid. In this case, the Ibox issues a read qualified with the 
I%FORCE _MME_FAULT_H signal. This causes the Mbox to "fake" an ACV/TNV violation by 
qualifying the returned data with M9cMME_FAULT_H . This reference is trapped on when the 
Ebox references the operand. 

Note that when the Mbox "fakes" an ACV/TNV /M=0 violation, the MME_DATAPATH does 
not invoke a memory management response to either an ACT/TNV /M=0 problem or to a 
TB_MISS. Further, no state update is performed for either the MMESTS or MME_ADDR. 
Thus, these registers still record the true ACV/TNV error. 
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• If the faulting reference is a DEST_ADDR, an ACV/TNV/M=0 bit in the PA_QUEUE is set 
in the corresponding PA_QUEUE entry. When the Ebox microcode checks for the validity 
of the PA_QUEUE in order to send the corresponding STORE data, the Ebox detects the 
ACV/TNV/M=0 condition and generates the microtrap. 

The PA_QUEUE hardware must guarantee that the first PA_QUEUE entry of an unaligned 
pair of entries must be marked with the ACV/TNV7M=0 condition regardless of which of the 
two references caused the fault. This is necessary so that the microcode takes the proper 
action at the start of the reference. 

If an ACV length violation or a TNV fault is generated on an Mbox PTE reference, the original 
reference (i.e. the reference that caused the memory management sequence which generated the 
PTE reference) must be marked as having an MME fault associated with it. Thus, when the 
original reference is retried after the memory management sequence completes, the reference 
will be treated as if the MME fault was associated with it. Note that the MMESTS register 
records the fact that the actual fault was associated with the PTE reference and not the original 
reference. 

12.5.1.5.3.8 Microcode Processing of ACV/TNV/M=0: 

The NVAX macropipeline design can cause synchronization problems related to operating system 
processing of PTEs. The SRM states that "software is not required to flush TB entries after 
changing PTEs that were already invalid." Consider the case where an Ibox read prefetches 
an invalid PTE from a page table. Just after this read, the Ebox completes the previous 
macroinstruction by updating, validating and writing the same PTE back to memory. When 
the Ebox references the prefetched PTE operand, an invalid TNV fault will be generated because 
the PTE has just been validated. 

To prevent this scenario from occurring, the memory management fault microcode must re-test 
for fault conditions before invoking the actual fault sequence. If no fault is detected at this 
time, no fault processing occurs. Microcode re-tests the fault conditions by first asserting 
E%FLU SH_MB OX_H , which unlocks MMESTS and clears pending Mbox references. Following this, 
the microcode reads the fault address from MMEADR via an IPR_RD command and then issues 
a TBIS command corresponding to this faulting reference. The TBIS will clear out the potentially 
out-of-date PTE in the TB which is associated with the fault. The microcode will then issue a 
PROBE command to the same address. The PROBE will cause the updated PTE to be cached 
in the TB (unless a TNV fault is detected) and will record the new fault status in MMESTS 
and return the status to the Ebox. Note that the PROBE command does not lock MMESTS. If 
the microcode detects a valid fault upon reading the PROBE status, microcode fault processing 
continues. Otherwise, the instruction is restarted without causing a memoxy management fault. 

If a real ACV or TNV fault was detected, it re-reads MMESTS to get the updated status based on 
the last PROBE operation. The microcode constructs and pushes the memory management fault 
stack frame consisting of the fault status, the contents of MMEADR, the PC of the corresponding 
instruction, and the PSL at the time of the fault. The microcode then reads the appropriate 
SCB (System Control Block) vector corresponding to either the ACV or TNV fault. Based on 
this vector, the microcode sets the appropriate CPU execution mode and redirects the PC to 
the appropriate operating system memory management macrocode fault handler. This software 
fault handler reads the fault status and the faulting address from the stack and processes the 
ACV or TNV fault based on this information. Once the fault is processed, an REI is executed, the 
macropipeline is flushed, and normal instruction processing resumes by restarting the instruction 
that originally caused the fault. 
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If the microcode read MMESTS and determined the fault to be an M=0 condition, the microcode 
processes the fault without the aid of operating system sofware. Tb do this, the microcode performs 
the following actions: 

1. A TBIS command is issued which references the faulting address. This reference will cause 
the PTE, which was used to detect the M=0 fault, to be invalidated from the TB. 

2. The microcode will then test the faulting address to determine whether it was a process or 
system space reference. If it was a system space reference, the corresponding SPTE address 
must be a physical address. If it was a process space reference, the corresponding PPTE 
address must be a virtual address. 

3. The microcode then issues a DREAD using the PTE address it read from MMEPTE. 
If the microcode determined the PTE to be an SPTE, the read is issued with 
M_QUE%S5_QUAL_H <6 > =0 indicating a physical read. If the microcode determined the PTE to 
be a PPTE, the read is issued with M_QUE%S5_QUAL_H<6>=1 and M_QUE%S5_QUAL_H<2>= 1 
indicating a virtual read with ACV and M=0 checks disabled because the Mbox must not 
perform M=0 checks and ACV protection checks on PTE references. 

4. When the PTE data is received, the Ebox sets the modify bit of the PTE indicating that 
the corresponding page is written. The new PTE is then written back into the page table 
in memory by issuing a physical WRITE or a virtual write with ACV/M=0 checks disabled, 
depending on the physical or virtual nature of the PTE. 

5. The microcode then flushes the macropipeline and resumes normal instruction processing by 
restarting the instruction corresponding to the M=0 fault. 

Note that when the address which caused the M=0 fault is restarted after the M=0 fault was 
serviced, the Mbox will generate a TB_MISS condition since the old PTE was invalidated from the 
TB. Subsequently, a TB_MISS sequence will be invoked which will cause the new PTE to be read 
into the Mbox and cached in the TO. 

1 2.5.1 .5.3.9 Pipeline implications of ACV/TNV/M=0 condition 

12.5.1.5.3.9.1 Pipeline Effects for MME Faults on Write References 

If an ACV, TNV or M=0 condition occurs on a write reference, the faulting write is transformed 
into a NOP command in the S6 pipe. Thus, the Pcache and Bcache are prevented from modifying 
any memory state as a result of a memory management fault detected in S5. 

12.5.1.5.3.9.2 Pipeline Effects for MME Faults on Read References 

If the faulting reference is a read, the read must be prevented from leaving the Mbox pipe since a 
read to I/O space could cause detrimental state changes. This is handled by forcing the deassertion 
of M%CBOX l _REF_ENABLE_L which causes the Cbox to ignore the read. 

12.5.1.5.3.9.3 Pipeline Effects of e%flush_mbox_h on MME State 

A more subtle implication involving the NVAX macropipeline exists which affects updating 
recorded Mbox MME state. Since the MME_SEQ executes independently of the Ebox microcode, 
the MME_SEQ must appropriately synchronize to Ebox execution such that MME state will not 
be updated for references that will never be processed by the Ebox. 
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Consider the following situation. A tb_miss sequence has begun on a specifier reference. During 
this sequence, the Ebox detects a branch mispredict which causes redirection of the processing 
stream. As the PTE data is returned to the Mbox, a TNV condition is detected. This TNV must 
not be recorded because it corresponds to a reference which the Ebox will not see due to the 
redirection of the execution stream. 

From the Mbox point of view, handling this scenario can be generalized as follows. If the Mbox 
receives a E%FLUSH_MBOX signal during any memoiy management sequence which may update 
mme state, one of three possibilities will happen: 

1. If E%FLUSH_MBOX is received after MME state has been updated, E%FLUSH_MBOX will unlock 
MMESTS so that only MME state corresponding to the redirected execution stream will be 
recorded. 

2. If E%FLUSH_MBOX is received during the cycle that an mme state update is being done, 
the functional effect of E%FLUSH_MBOX will predominate, thus causing the MMESTS to be 
unlocked. 

3. If E%FLUSH_MBOX is received before the state update, MMESTS will be cleared by 
E%FLUSH_MBOX and a state bit will be set which will inhibit any mme state updates during 
the remaining mme sequence. 

Note that the analogous problem exists when processing a memory management sequence on an 
IREAD when I%FLUSH_IREF_LAT_H is asserted. In this case, the following three possibilities can 
occur: 

1. If I%FLU SH_IREF_LAT_H is asserted when MMESTS contains a validated fault on an IREAD, 
I%FLUSH_LEIEF_LAT_H will unlock MMESTS. 

2. If I%FLUSH_IREF_LAT_H is asserted during the cycle that an mme state update is being done 
on an IREAD reference, the functional effect of I%FLUSH_IREF_LAT_H will predominate, thus 
causing MMESTS to be unlocked. 

3. If I%FLUSH_IREF_LAT_H is received before a MMESTS update but during a memory 
management fault sequence invoked from an IREAD, MMESTS will be cleared by 
I%FLUSH_IREF_LAT_H and a state bit will be set which will inhibit the subsequent mme state 
update. 

Note that while a special state bit is necessary to synchronize MME updates with Ebox execution 
stream redirection, no special mechanism is required to keep TB state synchronized. There 
are two reasons for this. First, the TB never validates a PTE whose PTE valid bit is clear. 
Secondly, the Mbox arbitration logic prevents Ebox references such as TBIS, TBIP, and TBIA 
from executing when a memory management sequence is executing. Therefore, TB state updates 
are always serialized with respect to TB invalidates generated by the Ebox microcode. 

12.5.1.5.3.9.4 Pipeline Effects of e%flush_mbox_h on m%mme_trap_l 

Just as E%FLUSH_MBOXJH must be examined in order that MME state remains synchonized 
to Ebox execution, E%FLUSH_MBOX_H must also be factored into the logic which generates 
M%MME_TRAP_L. This prevents the following scenario from occurring. If the Ebox has issued a 
DREAD which misses in the Pcache as a result of a MOVC instruction, the Mbox will propagate 
the reference forward to the Cbox. While the read is pending, the Ebox issues an MME_CHK 
command which TB misses causing the Mbox to initiate a TB miss sequence. During this 
sequence, the Cbox returns the read data qualified by C%CBOX_HARD_ERR_H . This causes the 
Ebox to microtrap into the error handler resulting in the assertion of E%FLUSH_MBOX_H If the 
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Mbox were to subsequently assert M%MME_TRAP_L based on a memory management fault on the 
MME_CHK command, the Ebox would microtrap out of the error handler and initiate MME fault 
sequence that should never occur. 

Thus, the assertion of E%FLUSHJMBOX^H during a memory management sequence inhibits 
the assertion of M%MMDE_TRAP_L during that cycle or any subsequent cycles of the memory 
management sequence. 

12.5.1.5.4 Cross Page Sequence 

When an unaligned virtual reference falls across a page boundary, ACV/TNV/M=0 checks must 
be performed on both pages before the Mbox can determine if the reference passes or fails ACV 
checks. The function of the cross-page sequence is to generate an MME_CHK reference to check 
the second page (i.e. the upper page) for ACV/TNV/M=0 problems. As long as the MME_CHK 
clears memory management checks before the reference is allowed to execute, the reference can 
be processed in the normal manner because ACV7TNV/M=0 checks on the first page (i.e. the 
lower page) will naturally occur as they do on all virtual references. If an ACV/TNV problem is 
found on either page, an ACTWTNV condition is flagged for the reference. 

When the cross-page detection logic flags a cross-page condition, the following cross-page sequence 
is invoked: 

• cycle 1: The cross-page condition is detected. The S5 reference is aborted. The MME_ADDR 
latches the M_QUE%S5_VA W H address. 

• cycle 2: The MME_DATAPATH adds 512 to the address in MME_ADDR. The resulting 
address is guaranteed to fall into the upper page of the original reference for all byte, word, 
longword and quadword references. This address is loaded into the MMEJLATCH qualified 
by an MME_CHK command. The MME_CHK reference (with DL=byte) will perform memory 
management checks on the upper page. 

• cycle 3: The MME_CHK is executed in S5 (assuming no Cbox reference took priority). If 
a TB_MISS occurs, the TB_MISS sequence is first invoked to obtain the proper translation. 
Once the TB has been updated based on the TB_MISS, the original MME_CHK reference will 
be restarted and the cross-page sequence will be re-invoked from the beginning. 

When the translation of the MME_CHK reference has properly occurred, ACV/M=0 checks are 
performed (note that TNV checks are only performed when the PTE is to be filled in TB). If an 
ACV/TNV/M=0 fault is detected during the MME_CHK processing, M_QUE%S5_QUAL_H<0> of 
the original reference, which caused the cross-page sequence, is set. Thus, when this reference 
is restarted, an MME fault will be reported. If no ACV/TNV/M=0 condition was detected on 
the upper page, the original reference is marked as having passed the cross-page condition 
(M_QUE%S5_QUAL_H<5> is set). 

• cycle x: The original reference is restarted. If no ACV /TNV /M=0 fault occurred on the upper 
page the reference executes normally without further cross-page checks. 

If the reference was marked as having an MME fault, the reference fault will be reported in 
the previously-described fashion (see Section 12.5.1.5.3.7). 

The cross-page sequence is only invoked on a virtual reference when memory management is 
enabled. 
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12.6 MBOX ERROR HANDLING 

12.6.1 Types of Errors Handled 

Mbox plays a role in the processing of the following types of errors: 

• TB tag parity errors. 

• TB data parity errors. 

• Pcache tag parity errors. 

• Pcache data parity errors. 

• Errors encountered by the Cbox while processing a memory read, I/O space read, or IPR_RD 
which were transferred from the Mbox to the Cbox. Note that these errors could originate 
from the Bcache, NDAL or memory subsystem. 

All other possible errors are handled without Mbox involvement. 

12.6.2 TB parity error detection 

12.6.2.1 TB tag parity error detection 

Conceptually, a single bit of even parity representing TB tag parity is stored in each TB entry. 
Whenever a valid tag entry matches the S5 virtual page address, the corresponding tag parity 
data is accessed and driven out of the TB array for a subsequent parity check. Thus tag parity 
errors are only detected on the entry which causes a TB hit condition. 

The value of tag parity with which the stored parity data is compared to is calculated in parallel 
with the TB access by using the virtual page address found on M_QUE%S5_VA U _H<3 1 :9> . This 
scheme eliminates the need to drive out the matched tag entry in order to calculate parity. 
If the tag matched the virtual page address, then the correct parity value can be derived from 
M_QUE%S5_VAJB<3 1:9> instead of from the stored tag. This scheme is called predicted parity. 

Tag parity in a fully associative cache can cause several different failure modes since the tag 
state directly determines which entry (or entries) are selected during each TB access. Assuming 
a single bit soft failure occurs in a single TB tag (i.e. a tag bit accidentally toggles due to some 
transient failure mode), three possible failure modes are possible: 

1. A single bit tag error can cause no TB entry to match because the tag no longer compares 
with the virtual page address that it should have compared to. Thus, a TB_MISS condition 
is generated which causes the PTE data to be accessed from memory. This PTE data, along 
with its corresponding tag, will be written into a TB entry. In effect, this scenario causes the 
single bit tag error to remain undetected, but does not corrupt the virtual address translation 
process. 

2. A single bit tag error may cause exactly one TB entry to match because the incorrect tag 
entry happens to match a virtual page address which is not already cached in the TB. In 
this situation, the tag parity read out of the TB is guaranteed not to match the virtual page 
address parity. Thus a TB tag parity error will be correctly detected. 

3. A single bit tag error may cause two TB entries to match because the incorrect tag entry 
happens to match a virtual page address which is already cached in the TB. Thus, the correct 
tag entry detects a match at the same time as the incorrect tag entry detects a match. 
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Due to the wired OR function implicit in accessing data off of a shared bit line within the TB 
array, it is possible that the tag parity read out of the array matches the parity of the virtual 
page address causing no tag parity error to be detected. In this case, the wired OR function on 
the PTE bit lines will OR the two accessed PTE entries together causing an incorrect PTE to 
be read out. If an even number of PTE bits were corrupted by the simultaneous PTE access, 
the parity logic associated with the PTE data will not detect a problem. This is a disatrous 
situation to the currently-executing CPU process because the TB will produce an incorrect 
translation without producing a parity error. 

As a result of the undetected fatal parity error discussed in this third case, a single bit of tag 
parity is stored in both its true and complement form in each TB entry. For a single entry 
match, these two parity lines always produce a "01" or "10" value. Due to the wired OR access, a 
two-entry TB match due to a single bit tag parity error, produces a "11" parity access indicating 
a multiple tag match and a tag parity error. 

TB tag parity is written along with the tag during a TB_TAG_FILL operation. 

12.6.2.2 TB data parity error detection 

Data parity error detection is conceptually simpler than tag parity detection. When a TB hit 
condition occurs the accessed PTE data is driven out of the TB along with the corresponding 
stored data parity. Parity is then calculated on the data and compared with the stored parity. A 
miscompare results in a TB data parity error. TB data parity is a single bit corresponding to the 
entire stored PTE field. 

TB data parity is written along with the PTE data during a TB _PTE_FILL operation. 

12.6.3 Pcache parity error detection 

12.6.3.1 Pcache tag parity error detection 

Pcache tag parity is stored and checked as a single bit representing even parity across the entire 
20-bit tag field. Unlike the TB implementation however, true and complement versions of single 
bit tag parity are not implemented— only the true version is implemented. 

There are two separate aspects to Pcache tag parity error detection. The first aspect employs 
the "predicted parity" scheme which was used for the TB. However, the Pcache does not use 
predicted parity to directly detect tag parity errors. Instead, predicted tag parity is factored into 
the Pcache hit logic such that a Pcache miss will be forced if the tag parity does not agree with 
the parity calculated on the input address. By doing so, the tag parity design does not have to 
handle the case of a Pcache hit causing data to be returned to the Ibox, Ebox or Mbox in the 
presence of a Pcache tag parity error. Pcache predicted tag parity works by generating parity 
on M%S6JPA_H<31:12> at the same time as the Pcache access is taking place. If a validated 
tag matches the address on M%S6_PAja<31:12>, but the tag parity does not match the predicted 
parity, a Pcache miss is forced. 

The second aspect of Pcache tag parity error detection explicitly detects the tag error condition 
after the Pcache access has completed. Both banks of the tag store have their own tag parity 
generator. When both tags of the addressed Pcache index are driven out of the tag store, the two 
parity generators calculate tag parity based on the two accessed tags. These calculated values are 
compared to the corresponding stored tag parity which was accessed from the tag store with the 
tag data. If a miscompare occurs, a tag parity error is flagged. Note that this mechanism allows 
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miscomparing tags to be flagged as tag parity errors while the other tag may simultaneously 
generate a Pcache hit or miss. 

Pcache tag parity is checked on both tags on all Pcache I-stream read operations only when 
I_ENABLE=1 and FORCE_HIT=0 in the PCCTL. Pcache tag parity is checked on both tags on 
all Pcache D-stream read and write operations only when D_ENABLE=1 and FORCE_HIT=0 
in the PCCTL. When FORCE_HIT=l, tag parity is never checked. Pcache tag parity is never 
checked on an IPR_RD operation to a Pcache tag. Tag parity is written on a cache fill operation 
or on an IPR_WR to a Pcache tag. 

12.6.3.2 Pcache data parity error detection 

Byte parity is maintained for each Pcache hexaword block. Therefore, each block contains 32 bits 
of parity— one bit of even parity for each byte of data. 

Pcache data parity is checked on the same conditions as Pcache tag parity checks except for two 
differences: 

1. Unlike tag parity, Pcache data parity errors are only detected during a Pcache hit condition. 
One exception to this rules exists though. If the Pcache force hit condition exists due to a 
memory management fault or hard fault, then Pcache data parity is not checked in spite of 
the Pcache hit condition. 

2. Unlike tag parity, data parity is written into the array during a Pcache write operation rather 
than checked. M%S6_BYTE_MASK l _H<7K)> enables writing data parity into the Pcache in the 
same manner as M%S6_BYTE_MASK_H<7:0> enables writing data into the Pcache. Therefore, 
each data parity bit is only updated as its corresponding byte of data is updated in the Pcache 
array. 

The Pcache data parity check begins following the completion of the Pcache read access. Correct 
parity is generated on all eight data bytes read out of the Pcache. Each bit of generated data 
parity is compared to its corresponding stored parity. If one or more mismatches is found, a 
Pcache data parity error has occurred. Note that the parity check is independent of which bytes 
of the eight accessed bytes were actually requested by the read reference. Therefore, a Pcache 
data parity error can occur even though the requested bytes of data have correct parity. 

12.6.4 Recording Mbox errors 

When any hard error is detected within the system, the error is recorded in one of many error 
status registers located throughout the NVAX system. When the operating system error handler 
routine is invoked from a microtrap or interrupt, the handler can read the state of all the error 
registers through IPR_RD operations to determine what error or errors were present when the 
error handler was invoked. 

The Mbox contains four of these error registers. Two are used to record TB parity errors and the 
other two are used to record Pcache parity errors. 
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12.6.4.1 TBSTS and TBADR 

The TB status register is shown below: 

Figure 12-56: IPR ED (hex), TBSTS 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ H + + + + + — + + — + — + — + + + — + + — + + — + + — + + + + + — + + — + + 1. + + , 

I SRC | 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0| 0! 0| 01 0| 0| 0| 0| 0| CMD I I I I 1 : TBSTS 

+ — +—+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — +-- + — + — + — + — + — + — + — + — + h — + — + — + 


EM_VAX + | | | 

TP ERR + | | 

DP ERR + I 

LOCK + 


Table 12-23: TBSTS Field Descriptions 


Name 

Extent 

Type 

Description 

LOCK 

0 

wc 

Lock Bit. When set, validates TBSTS contents and prevents any 
other field from farther modification. When clear, indicates that no 
TB parity error has been recorded and allows TBSTS and TBADR 
to be updated. 

DPERR 

1 

RO 

Data Error Bit. When set, indicates a TB data parity error. 

TPERR 

2 

RO 

Tag Error Bit. When set, indicates a TB tag parity error. 

EM_VAL 

3 

RO 

EMJLATCH valid bit. Indicates if EMJLATCH was valid at the time 
of the error TB parity error detection. This helps the software error 
handler determine if a write operation may have been lost due to 
the TB parity error. 

CMD 

8:4 

RO 

S5 command corresponding to TB parity error. 

SRC 

31:29 

RO 

Indicates the original source of the reference causing TB parity error. 

Table 12-24: 

SRC Encodings 


Defined SRC values 


Definition 

110 


valid IREAD error is stored 

100 


valid Ibox specifier reference error is stored 

000 


valid Ebox reference error is stored 


See Figure 12-27 for the format description of TBADR. 

When a TB parity error is detected with LOCK=0, TBADR is loaded with the virtual address 
which caused the TB parity error, and all fields of TBSTS are updated to record the nature of 
the TB parity error. Note that both the TPERR and DPERR bits can be set at the same time if 
these two error conditions occurred during the same cycle. When a TB parity error is recorded, 
the LOCK bit is set to validate the contents of both TBSTS and TBADR registers. When LOCK 
is set, all bits of both registers are frozen and cannot be changed until the LOCK bit is cleared. 
Thus, any subsequent error is not recorded if LOCK=l. 
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When the operating system error handler is invoked, TBSTS and TBADR will be read through an 
IPR_RD command in order to determine if any TB parity errors were recorded. If the state of the 
LOCK bit was read to be a zero, then no error has occurred and the remaining state information 
in these two registers is invalid. If the LOCK bit was found to be set, then the remaining error 
state of these two registers characterizes the nature of the recorded error. 

Once the error handler has read these registers, it re-enables TBSTS to record any new errors by 
clearing the LOCK bit. Clearing the LOCK bit is accomplished by writing a ”1" to LOCK through 
an IPR_WR operation. 

12.6.4.2 PCSTS and PCADR 

The PCSTS register is shown below: 

Figure 12-57: IPR F4 (hex), PCSTS 
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Table 12-25: PCSTS Field Descriptions 


Name 

Extent 

Type 

Description 

LOCK 

0 

WC 

Lock Bit. When set, validates PCSTS<8:1> contents and prevents 
modification of these fields. When dear, invalidates PCSTS<8:1> 
and allows these fields and PCADR to be updated. 

DPERR 

1 

RO 

Data Error Bit. When set, indicates a Pcache data parity error. 

RIGHT JBANK 

2 

RO 

Right Bank Tag Error Bit. When set, indicates a Pcache tag parity 
error on the right bank. 

LEFT.BANK 

3 

RO 

Left Bank Tag Error Bit. When set, indicates a Pcache tag parity 
error on the left bank. 

CMD 

8:4 

RO 

S6 command corresponding to Pcache parity error. 

PTEJERJWR 

9 

WC 

Indicates a hard error on a PTE DREAD which resulted from a TB 
miss on a WRITE. 

PTE_ER 

10 

WC 

Indicates a hard error on a PTE DREAD. 


The PCSTS and PCADR record Pcache tag and data parity errors. The function and operation 
of these registers is identical to the TBSTS and TBADR registers except that the PCADR stores 
physical quadword addresses rather than virtual byte addresses, and it also records PTE hard 
error events. The definitions of these registers are shown in Figure 12-29 and Figure 12-30. 
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Note however, that when PCSTS<0> is set, Pcache memory reads, writes and invalidates are 
disabled. 

The PCSTS is a partial misnomer in that it also records hard error state associated with fatal 
errors occurring on Mbox PTE DREAD references. These hard errors have nothing to do with 
Pcache parity errors, however, they are included in PCSTS for implementation simplicity. 

The PTE_ER bit of PCSTS will set whenever the Cbox has returned fatal error status on a 
requested PTE DREAD. The PTE_ER_WR bit of PCSTS will set whenever the Cbox has returned 
fatal error status on a requested PTE DREAD which was due to a TB miss on a WRITE reference. 
Both of these bits may be set independently of the LOCK bit of PCSTS. Further, the state of these 
bits are always valid regardless of the state of the LOCK bit. These two bits can only be cleared 
by a write-one- to-clear operation to each bit. 

12.6.5 Mbox Error Processing 

12.6.5.1 Processing TB parity errors 

TB tag parity errors can be detected on all commands which cause a TB tag lookup to occur (See 
Section 12.6.5.4). TB data parity errors can be detected on all commands in which data can be 
read out of the TB (See Section 12.6.5.4). 

For hardware simplicity, the detection of any TB parity error will cause the Mbox to generate a 
hard error microtrap and will cause the faulting reference and all pending Ibox, Ebox and Mbox 
references to be cleared. Thus, any TB parity error is fatal in the sense that it is non-recoverable 
and will cause a machine check. 

The following describes the specific sequence of events which occur following the detection of a 
TB tag parity error, or a TB data parity error: 

1. If the TBSTS register is locked, TBSTS state is not updated. Assuming the TBSTS is not 
locked, the TB parity condition is recorded in the TBSTS and the associated virtual address 
is loaded into TBADR. TBSTS and TBADR are subsequently locked by setting TBSTS<0>. 

The Mbox asserts M%TB_PERR_TRAP_L to invoke a hard error microtrap. 

The valid bits of the IREFJLATCH, SPEC.QUEUE, EM.LATCH, VAP_LATCH, and 
RTY_DMISS_LATCH are unconditionally cleared to eliminate all pending references which 
might involve a subsequent TB operation. 

2. The TB parity error detection causes the MM E_DATAPATH to invoke the TB parity error 
sequence. As a result, the MME_DATAPATH issues a TBIA command. 

The reference which caused the TB parity error is transformed into a NOP command as it 
propagates into the S6 pipe. Thus, this reference will not modify any Pcache, Bcache or Cbox 
state. 

3. The TBIA command executes in S5 causing all TB entries to be invalidated and for the NLU 
pointer to be reset. All TB entries are invalidated rather than just the one which caused the 
parity error. This is done based on the premise that a single soft failure in the TB may affect 
more than one entxy. Thus, each distinct soft failure will only be detected and reported once. 
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12.6.5.2 Processing Pcache parity errors 

Pcache tag parity errors can be detected on all commands which cause a Pcache tag lookup to 
occur (See Section 12.6.5.4). Pcache data parity errors can be detected on all commands in which 
data is read out of the Pcache (See Section 12.6.5.4). 

The strategy behind processing Pcache parity errors is to turn off the Pcache and let the Cbox 
process the reference from the Bcache or from main memory. Thus, in the absence of any of 
errors from the Cbox or memory subsystem, a Pcache parity error never causes an error fatal to 
the currently executing process. 

The following describes the specific sequence of events which occur following the detection of a 
PCACHE tag parity error: 

1. The Pcache tag parity error is recorded in it and the corresponding physical address is 
recorded in PCADR. PCADR and PCSTS are subsequently locked by setting the LOCK bit of 
PCSTS. Locking PCSTS automatically disables the Pcache from performing any subsequent 
non-IPR operations. 

The Mbox asserts M%MBOX k _S_ERROR_H to flag an interrupt which will guarantee that the 
parity error will be recorded as a soft error at some future time. 

If the Pcache operation is a write, the Cbox will automatically continue processing the 
reference independent of any parity error condition. In the case of read operations, the 
predicted parity mechanism guarantees that a Pcache miss condition will occur when a tag 
parity error is detected. Thus, M%CBOX_REF_ENABLE_L is asserted in response to the Pcache 
miss condition causing the Cbox to continue to process the read reference. 

The following describes the specific sequence of events which occur following the detection of a 
PCACHE data parity error: 

1. The Pcache data parity error is recorded in it and the corresponding physical address is 
recorded in PCADR. PCADR and PCSTS are subsequently locked by setting the LOCK bit of 
PCSTS. Locking PCSTS automatically disables the Pcache from performing any subsequent 
non-IPR operations. 

The Mbox asserts M%MBOX w S_ERROB_H to flag an interrupt which will guarantee that the 
parity error will be recorded as a soft error at some future time. 

If the Pcache operation was a read in the absence of an outstanding fill operation, then 
M%CBOX_LATE_EN_H is asserted to inform the Cbox that it must continue to process the S6 
reference because of the Pcache data parity error. M%CBOX u LATE_EN_H may be asserted in 
spite of the fact that M%CBOX_REF_ENABLE_L was deasserted earlier in the cycle because 
M%CBOX_REF_ENABLE_L is dependent on the Pcache hit condition but not on the parity error 
detection. The Pcache read reference is loaded into the corresponding MI SSJLATCH and the 
read is treated in subsequent cycles as a normal Pcache miss sequence. 

If the Pcache operation was a D- stream read which occurred during an outstanding fill 
operation, M9SCBOXjLATE_EN_H is not asserted because the Mbox and Cbox are unable to 
handle another fill at this point. When the the fill sequence completes, this reference will be 
retried (from the RTY_DMISS_LATCH), and M%CBOXLLATE_EN_H will be issued. 

Note that M%CBOXJLAIE_EN_H is never asserted during a Pcache write operation. 
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12.6.5.3 Processing Cbox errors on Mbox-initfated read-like sequences 

The Cbox detects errors that occur in the Bcache, NDAL or memory subsystem. When the Cbox 
detects one of these errors, and it is associated with an Mbox-initiated reference that requires 
data to be returned (e.g. memory read, I/O space read, or IPR read), the Mbox must transfer the 
error status of the reference back to the destination corresponding to the reference. The Mbox 
never records a Cbox-detected error in Mbox error registers because the error is logged in Cbox 
error registers. 

12.6.5.3.1 Cbox-detected ECC errors 

The Cbox returns requested data through a I_CF or D_CF command to the Mbox while 
simultaneously checking the error-correction code to check for a possible Bcache error. If an ECC 
error is found, the Cbox asserts C%CBOSLECC_ERR_H. This causes the Mbox to latch a NOP in 
the CBOXJLATCH rather than the cache fill. As a result, the Mbox does not perform any Pcache 
state updates resulting from the bad data nor does it assert M%VICJDAIAJL, M%IBOXLDATA_L, 
M%EBOX_DAIAja, or M%MBOX_DATA to indicate the presence of valid data. 

During subsequent cycles, the Cbox will determine if the ECC error is correctable or not. If it 
is, the data will be corrected and returned. If the data is not correctable, a Cbox-detected hard 
error has occurred and will be dealt with as described below. 

Note that the ECC detection mechanism is what verifies the validity of the data. The Cbox does 
not send any parity information in order for the Mbox to check the validity of the received data. 

12.6.5.3.2 Cbox-detected hard errors on requested fill data 

If the Cbox has determined that the requested data cannot be returned for some reason, the 
Cbox drives a cache fill command qualified by C%CBOX w HARD_ERR_H. When this happens, the 
Mbox performs the following actions: 

1. The assertion of C%CBOX_HARD_ERR_H indicates to the Mbox that the cache fill data is invalid. 
Thus, the Mbox returns the invalid data on the M%MD_BUS_H in the same manner that all 
data is returned except that the data is further qualified by M%HARD_ERR_H. M%HARD_ERR_H 
informs the receiver that the data is invalid and that the requested data cannot be returned 
due to a hard error. 

2. Once the Cbox detects a hard error on the requested data, the Cbox immediately terminates 
the pending fill sequence by the assertion of C%LAST_FELL_H . Thus, no further data 
corresponding to the same fill sequence will be returned and the Mbox fill sequence 
corresponding to the error is terminated by invalidating the corresponding MISS_LATCH. 

3. An I_CF or D_CF command which is qualified by C%CBOX_HARD_ERR_H is interpreted by the 
Pcache as an INVAL command. Thus the invalid data is not filled in the Pcache. 
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12.6.5.3.3 Cbox-detected hard errors on non-requested fill data 

The Cbox performs the same actions as described above to indicate the presence of a hard error 
regardless of whether the data is the requested data or just one of the other three pieces of fill 
data for the corresponding Pcache block. If the data is non-requested fill data, the Mbox performs 
the following actions: 

1. Once the Cbox detects a hard error on the non-requested data, the Cbox immediately 
terminates the pending fill sequence by the assertion of C%LAST_FILL_H . Thus, no further 
data corresponding to the same fill sequence will be returned and the Mbox fill sequence 
corresponding to the error is terminated by invalidating the corresponding MISSJLATCH. 

2. An I_CF or D_CF command which is qualified by C%CBOX_HARD_ERR_H is interpreted by the 
Pcache as an INVAL command. Thus the invalid fill data is not filled in the Pcache and 
all previous fills to the same block are invalidated. This is necessary in order to maintain 
coherency between the Pcache and Bcache because a Bcache data block will only be validated 
if all the data within the block is error-free. 

12.6.5.3.4 Microcode invocation on Cbox-detected Hard Errors 

When the Cbox indicates a hard error on requested read data, invalid data is driven on the 
M%MD_BUS_H qualified by M%HARD_ERR_H to indicate that the data is invalid due to a hard error. 
When the Ebox references the corresponding data a microtrap is generated by the Ebox to invoke 
the hard error microflow. 

If the hard error occurs on the address of the address of an operand (i.e. Ibox decoding a deferred 
specifier), the Mbox returns data qualified by M%HARD_ERR_H in the normal manner. However, 
in some instances, the Ibox must issue a second reference to the Mbox based on the address 
returned by the first reference. Due to the hard error however, the Ibox cannot issue a valid 
operand read since the data returned by the first reference was invalid. In this case, the Ibox 
issues a read qualified with the I%FORCE_HARD_FAULT_H signal. 

If this deferred specifier is a source operand, the Mbox "fakes" a hard error on this read by forcing 
a Pcache hit and by qualifying the returned data with M%HARD _ERR_H . This reference is trapped 
on when the Ebox references the operand. 

If this deferred specifier is a destination specifier, the Mbox sets the corresponding hard error 
bit in the the PA_QUEUE. The hard error condition is then propagated to the Ebox through 
m%pa_q_status_h<2>. 

If a hard error is generated on an Mbox PTE reference, this fact is recorded in the POSTS 
register (see Section 12.6.4.2), the tbjmiss sequence is immediately terminated, and the original 
reference (i.e. the reference that caused the memory management sequence which generated the 
PTE reference) is tagged as having the hard error associated with it. 

When the original reference is retried after the memory management sequence completes, the 
reference will be treated as if the hard error actually occurred on it. 

If the original reference was a read from the Ibox, the Mbox asserts M%HARD_ERR_H as it returns 
the invalid data to notify the Ibox or Ebox of the problem. The error handler will be invoked by 
the Ebox once the Ebox references the invalid data. The error handler will then read all error 
registers in the system to determine the nature of the error (note that the Cbox has recorded the 
physical PTE address of the fatal read). 
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Hard errors on PTE DREADs resulting from a TB miss on a DEST_ADDR get reported through 
the M%PA_(£_STATUS_H<2> mechanism described above. 

Thus, any hard error on a PTE reference invoked by an Ibox reference will always be reported 
within the context of the executing instruction. However, fatal errors on PTE DREADs resulting 
from MME_CHK and WRITE references pose a more difficult problem than PTE errors resulting 
from reads. Since both of these references do not cause the Ebox to wait for a response from the 
Mbox, a more involved sequence is implemented in order to maximize the ability to report the 
fatal error within the context of the corresponding instruction execution. 

Thus, when a PTE error is detected on ANY Ebox reference except for PROBEs, the following 
sequence will take place: 

1. The Mbox will immediately assert M%MME_TRAP_L (unless the Ebox has previously asserted 
E%FLUSH_MBO^_H during the tb miss sequence). 

The MME sequencer will update MMEADR to record the original address of the reference 
which resulted in the tb miss sequence— it does not record the PTE address. The MME 
sequencer will update MMESTS<2> to indicate whether the original address had modify 
intent. The FAULT, PTE_REF, and LV fields of MMESTS are UNPREDICTABLE in this 
context. 

2. The assertion of M^MME_TRAP_L will cause the Ebox to immediately trap to the mme 
microflow. 

3. The mme microflow will examine MMESTS <2> and issue a PROBE command to the address 
in MMEADR to determine to nature of the mme fault. 

4. The PROBE will invoke another TB miss. If the PTE error does not reoccur, valid PROBE 
status will be returned to the Ebox indicating the absence or presence of a true mme fault. 
In this case, Ebox processing of the current instruction will continue with no consequences 
due to the transient hard error. 

If the PTE error does reoccur on the TB miss during PROBE processing, the PROBE status 
returned to the Ebox will be qualified with M%HARD_ERR_H indicating that a fatal error 
occurred during the PROBE reference. This will invoke the error handler within the context 
of the executing instruction. 


12.6.5.4 Mbox Error Processing Matrix 

The following table summaries all Mbox error handling. A blank entry in the table means that 
the corresponding error cannot occur for the given reference. 

Table 12-26: Mbox Error Handling Matrix 

P cache 

TB tag TB data Pcache tag data parity Cbox hard 
Command parity error parity error parity error error error 

Ibox references 


IREAD A A B D F 
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Table 12-26 (Cont.): Mbox Error Handling Matrix 


Command 

TB tag 

parity error 

TB data 

parity error 

Pcache tag 
parity error 

Pcache 
data parity 
error 

Cbox hard 
error 

DREAD 

A 


A 

B 

D 

F 

DREAD.MODIFY 

A 


A 

B 

D 

F 

DESTADDR 

STOP_SPEC_Q 

A 


A 




Ebox references 







DREAD 

A 


A 

B 

D 

F 

DREAD_LOCK 

A 


A 

B 


F 

STORE 




C 



WRITE 

A 


A 

C 



WRTTE.UNLOCK 
IPR_RD (to Pcache) 
IPR_RD (non-Mbox) 
IPR.WR (to Pcache) 

A 


A 

C 


F 

IPR_WR 

(non-Mbox) 







PROBE 

A 


A 




MME.CHK 

TB_TAG_FILL 

TB_PTE_FILL 

TBIS 

TBIP 

TBIA 

LOAD_PC 

A 


A 




Mbox references 







PTE DREAD 

A 


A 

B 

D 

G 

TB_TAG_FILL 

TB_PTE_FILL 

IPR_DATA 

A 
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Table 12-26 (Con t.): Mbox Error Handling Matrix 


Command 

TB tag 

parity error 

TB data 

parity error 

Pcache tag 
parity error 

Pcache 
data parity 
error 

Cbox hard 
error 

MME_CHK 

A 

A 




Cbox references 






INVAL 



E 



D_CF 





H 

I_CF 





H 


LEGEND: 

A 

• Mbox microtraps Ebox by assertion of M%TB_PERR_TRAP_L during cycle error was 
detected. 

• The faulting reference and all pending Ibox and Ebox references are blown away 

• TBIA command is issued to invalidate entire TB. 

• TBSTS and TBADR are updated appropriately. 

B. 

• A Pcache miss condition is forced to occur on this read reference causing the assertion 
of M%CBOX_REF_ENABLE_L. This instructs the Cbox to continue processing the read 
reference. 

• M%MBOX_S_ERROR_H is asserted to post a soft error interrupt. 

• POSTS and PCADR are updated appropriately (a side effect of this operation turns off 
the Pcache). 

C. 

• The Cbox continues to process the write reference, as is done on all write operations 
regardless of a Pcache parity error. 

• M%MBOX,_S_ERROR_H is asserted to post a soft error interrupt. 

• POSTS and PCADR are updated appropriately (a side effect of this operation turns off 
the Pcache). 

D. 

• M%CBOXJLATE_EN_H is asserted to instruct the Cbox to continue processing the reference 
which caused the Pcache parity error. 

• M%MBOX_S_ERROR_H is asserted to post a soft error interrupt. 

• PCSTS and PCADR are updated appropriately (a side effect of this operation turns off 
the Pcache). 
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E. 

• The invalidate operation takes place in spite of the tag parity error because the invalidate 
is only a function of matching all tag bits. 

• M%MBOX w S_ERROR_H is asserted to post a soft error interrupt. 

• PCSTS and PCADR are updated appropriately (a side effect of this operation turns off 
the Pcache). 

F. 

• The Cbox indicated a hard error for a non-PTE read or IPR_ED operation by the assertion 
Of C%CBO^_HARD_ERR_H and C%LAST_FILL_H. 

• If the hard error corresponded to the data explicitly requested by the Mbox reference, 
M%HARD_ERR_H qualifies M%MD_BUS_H data indicating to the M%MDJBUS_H receiver that 
a hard error occurred while accessing the requested data. 

• The fill sequence is immediately terminated by the assertion of C%LAST_ETLL_H. and the 
entire Pcache block corresponding to the fill is invalidated. 

G. 

• The hard error detected by the Cbox on this Mbox-issued PTE DREAD is recorded in 
PCSTS. The tb miss sequence is immediately terminated. 

IF the error resulted from an Ibox reference, the error is tagged back to the appropriate 
Ibox reference latch. The error is then signaled via M%HARD_ERR_H when the 
requested data is returned on M%MD_BUS_H, or is reported through PAQ_STATUS<2> (for 
DEST_ADDR commands). 

If the original reference came from the Ebox, M%MME_TRAP_L is asserted (in all cases 
except for PROBE references). This will invoke the memory management fault handler 
in order to try to report the hard error within the context of the execution of the instruction 
(see Section 12.6.5.3.4 for more information). 

• The fill sequence is immediately terminated by the assertion of C%LAST_FELL_H . and the 
entire Pcache block corresponding to the fill is invalidated. 

H. C%CBOX_HARD_ERR_H was asserted by the Cbox during an I_CF or D_CF command. This is 

the mechanism by which the Cbox informs the Mbox of a hard error during a read or IPR_RD 

operation where the Cbox must return data. Thus, see the error responses specified by F and 

G for the error response within context of the original read operation. 
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12.7 MBOX INTERFACES 

The Mb ox passes data and/or control information to four other sections of the NYAX chip. These 

sections are: 1) Ibox, 2) Ebox, 3) Useq and 4) Cbox. This section will describe the interfeces to 

each of these sections. 

1 2.7.1 IBOX INTERFACE 

12.7.1.1 Signals from Ibox 

• I%IBOX_CMD_L<4, 1 :0> : Command field of reference sent by Ibox. 

• i%IBOX uj addr_h<3 1 :0>: Transfers addresses of Ibox references to Mbox. 

• I%IBOXLTAG_L<2:0> : Ebox reg file destination of reference sent by Ibox. 

• I%EBOX W AT_L<1:0>: Access type of reference sent by Ibox. 

• I%IBOX_DL_L< 1 : 0> : Data length of reference sent by Ibox. 

• I%EBOX^REF_DEST_L< 1 : 0> : Indicates the destinations) of the requested Ibox reference. 

• 

• I%IREF_REQ_H : When asserted, indicates that a valid IREAD reference is present on the 
MBOX _ADDR_H<3 1 :0> bus. 

• I%SPEC_REQ_H: When asserted, indicates that a vahd specifier reference is being issued to 
the Mbox. 

• I%FORCE_MME_FAULT_H : Indicates that the associated Ibox reference should be forced to "look" 
like a memory management fault from the Ibox point of view. 

• I%FORCE_HARD_FAULT_H: Indicates that the associated Ibox reference should be forced to 
"look" like a hardware fault from the Ibox point of view. 

• I%FLUSH_IREF_LAT_H : Indicates that any current IREAD sequence in Mbox should be 
immediately cleared. 

12.7.1.2 Signals to Ibox 

• M%SPEC_Q_FULL_H: Informs Ibox that the SPEC_QUEUE is full and cannot accept any new 
references. 

• M%LAST_FELL_H: Qualifies I_CF data being returned to Ibox. It indicates that this data is the 
last fill data for the current fill sequence. 

• 

• M%MD_BUS_H<63:0>: Transfers data back to Ibox. 

• M%MD_BUS_QW_PARITY_L: Quadword parity for M%MD_BUS_H. 

• M%QW_AUGNMENT_H<1:0>: Indicates the relative aligned quadword position of VIC fill data 
within the aligned hexaword. 

• M%VIC_DATAJL: When asserted, indicates that M%MD_BUS_H<63 :0> contains VIC fill data. 

• M%EBOXJDATA l _L: When asserted, indicates that M%MD_BUS_H<3 1 : 0 > contains requested Ibox 
data. 

• M%EBOX_IPR_WR_H : When asserted, indicates that M%MDJBUS_H<31:0> contains Ibox IPR 
write data. 
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• M%MME_FAULT_H : When asserted in conjunction with M%VIC_DATA W L or M%IBOX_DATA w L, 
indicates that data on M%MD_BUS_H is invalid and that the corresponding reference was 
associated with a memory management exception. 

• M%HARD_ERR_H: When asserted in conjunction with M%VICJDAIAJL or M%IBOX_DAIA_L, 
indicates that data on M%MD_BUS_H is invalid and that the corresponding reference was 
associated with a hard error condition. 

12.7.2 EBOX INTERFACE 

12.7.2.1 Signals from Ebox 

• E%EBOX_CMD_H<4:0>: Command field of reference sent by Ebox. 

• E%VAJBUS_L<3 1:0>: Transfers addresses of Ebox references to Mbox. 

• E%WBUS_H<31:0>: Transfers data of Ebox references to Mbox. 

• E%EBOX_TAG_H <4 : 0 > : Ebox reg file destination of reference sent by Ebox. 

• E%EBOX_AT_H < 1 : 0 > : Access type of reference sent by Ebox. 

• E%EBOX_DL_H < 1 : 0 > : Data length of reference sent by Ebox. 

• E%EBOX_VIRT_ADDR_H: Indicates whether address is virtual or physical. 


• E%MMGT_MODE_H< 1 :0> : Execution mode to be used for ACV checks on PROBE references. 

• E%CUR_MODE_H<1:0>: Execution mode to be used for ACV checks on all non-PROBE 
references. 

• E%EREF_REQ_H: When asserted, indicates that a valid Ebox reference is currently being 
issued. 

• E%EM _AB ORTJL: Indicates that the current EM_LATCH reference should be disregarded. 

• E%FLUSH_MBOX_H: Indicates that certain references and reference state in the Mbox should 
be cleared (See Section 12.3.21.2 ). 

• E%FLUSH_PA_QUEUE_H: Indicates that the PA_QUEUE should be flushed (See 

Section 12.3.21.2 ). 

• E%START_EBOX_IO_RD_H: Indicates that the Ebox is md stalling on the corresponding 
SPEC_QUEUE read. If this SPEC_QUEUE read is an I/O space read and 
E%START_EBOX_IO_RD_H is not asserted, the read is aborted until it is asserted. 

• E%RESTART_SPEC_QUEUE_H : Indicates that Ebox has sent all explicit writes for the current 
instruction to the Mbox and, therefore, causes the SPEC_Q_SYNC_CTR to be incremented. 

• E%NO_MME_CHECK_H: Indicates that the corresponding EMJLATCH reference should not be 
tested for ACV or M=0 conditions. 

12.7.2.2 Signals to Ebox 

• M%EM_LAT_FTJLL_H: Indicates that EM_LATCH is currently full and cannot accept any new 
references. 

• M%PA_Q_STATUS_H<2> : indicates that the corresponding address in the PA_QUEUE is 
associated with a hard error. 

• M%PA^Q_STATUS_H< 1> : indicates that the corresponding address in the PA_QUEUE is 

associated with a memory management exception. 


DIGITAL CONFIDENTIAL 


The Mbox 12-117 



NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


• M%PA w Q_STATUS_H<0> : indicates that sufficient physical address data is present in the 
PA_QUEUE to initiate an Ebox STORE command. 

• M%MD_BUS_H<31:0>: Transfers data back to Ebox. 

• M%MD_TA.G_H<4:0>: Ebox reg file destination of reference on M%MD_BUS_H < 3 1 :0 > . 

• M%EBOX l _DATA_H: When asserted, indicates that M%MD_BUS_H<31:0> contains requested Ebox 
data. 

• M%MME_FAULT_H: When asserted in conjunction with M%EBOXJDA3A_H, indicates that data on 
M%MD_BUS_H is invahd and that the corresponding reference was associated with a memory 
management exception. 

• M%HARD_ERR_H : When asserted in conjunction with M%EBOX_DAIAJB, indicates that data on 
M%MD_BUS_H is invalid and that the corresponding reference was associated with a hard error 
condition. 

• M%PMUXO_H: Mbox performance data signal (see Section 12.10). 

• M%PMUXl_H: Mbox performance data signal (see Section 12.10). 

12.7.3 INTERRUPT SECTION INTERFACE 

12.7.3.1 Signals to Interrupt Section 

• M<%MBOXJ3_ERROR_H: Indicates that the Mbox has logged a hard error in the POSTS register 
and thus, is posting an interrupt. 

12.7.4 USEQ INTERFACE 

12.7.4.1 Signals to Useq 

• M%MME_TRAP_L: Indicates to the Useq that a memory management exception is to be invoked. 

• M%TB_PERR_TRAP_L: Indicates to the Useq that a tb parity error has been detected. 

12.7.5 CBOX INTERFACE 

12.7.5.1 Signals from Cbox 

• C%CBOX y .CJMD_H<l:0>: Command field of Cbox reference sent to Mbox. 

• c%CBOX_ADDR_H<3 1:5 >: Hexaword address of Cbox reference sent to Mbox. 

• C%MBOXjraJL_QW_H<4 :3> : Indicates the aligned quadword within the aligned hexaword. 

• C%REQ_DQW_H: Qualifies the current D_CF to indicate that this is the requested data. 

• B%S6_DATA L _H<63:0>: Data of Mbox reference seen by Cbox. 

• c%S6_DP_H<7:0>: Even data parity corresponding to B%S6_DATAja<63:0> during cache fill 
references. 

• C%LAST_FHX_H: When asserted, indicates that this is the last fill sent for the current 
sequence. 

• C%CBOX_HARD_ERR_H: When asserted when Cbox is driving data onto the B%S6JDATAJB Bus, 
it indicates that data on M%MD_BUS_H is associated with a non-recoverable hard error. 
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• C%CBOX_ECC_ERR_H: Indicates that an ECC error is associated with the Cbox data being 
returned. 

• C%WR_BUF_BACKLPRES_H: Indicates that Cbox cannot accept any more entries in its write 
buffer. 

12.7.5.2 Signals to Cbox 

• M%S6_CMD_H<4:0>: Command field of Mbox reference seen by Cbox. 

• M%S6_PA_H<31:3>: Quadword physical address of Mbox reference seen by Cbox. 

• M%C_S6_PA_H<2:0> : Address within addressed quadword of Mbox reference seen by Cbox. 

• B%S6_DATA_H<63 :0>: Data of Mbox reference seen by Cbox. 

• M%S6_BYTE_MASBLH<7:0>: Byte mask field of Mbox reference seen by Cbox. 

• M%CBOX_REF_ENABLE_L: Indicates that current S6 read reference packet should be latched 
and processed by the Cbox. This signal is a don’t care on write operations. 

• M%CBOX_LATE_EN_H: Asserted at the end of a cycle to indicate that a Pcache parity error was 
detected. As a result, the Cbox must continue to process this reference regardless of what 
M%CBOX_REF_ENABLE_L indicated. 


• M%ABORT_CBOX_IRD_H: Indicates that any IREAD which the Cbox may be processing should 
be immediately terminated. 

• M%CBOXJBYPASS_ENABLJ2_H: Indicates that the Cbox may drive B%S6_DAEA s .H<63:0> during 
the following cycle in order to attempt a data bypass. 
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12.8 INITIALIZATION 

12.8.1 Power-up Initialization 

The signal, K_M%RESET_L is asserted during the power-up reset sequence. The following state is 
forced whenever KJtf%RESET_L is asserted: 

• EMJLATCH valid bit is cleared. 

• VAP_LATCH valid bit is cleared. 

• MME_LATCH valid bit is cleared. 

• RTYJDM3SS_LAT valid bit is cleared. 

• DMISSJLATCH valid bit is cleared. 

• MME state machine is forced to the home state. 

• PCCTL<8:0> are cleared (this disables the Pcache). 

The power-up reset sequence also causes the assertion of E%FLUSH_MBOX. E%FLUSH_MBOX will 
cause the following state to be forced within the context of the power-up sequence: 

• The SPEC_QUEUE valid bits are cleared. 

• The SPEC_.Q_SYNC_.CTR is reset to 0. Note that a subsequent E%RESTART_SPEC_Q signal is 
expected to enable SPEC_QUEUE arbitration. 

• MMESTS<3 1:29> are cleared. This invalidates and unlocks the MMESTS register. 

See Section Section 12.3.21.2 for a complete description of all state changes due to E%FLUSHJVlBOX. 

Once E%FLUSHJMBOX has been asserted, E%FLUSH_PA_QUEUE will be asserted during a 
subsequent cycle. E%FLUSH_PA_QUEUE will cause all PA_QUEUE vahd bits to be cleared. 

The power-up reset sequence also causes the assertion of I%FLU SH_EREF_LAT . I%FLUSH_IREF_tAT 
will cause the following state to be forced within the context of the power-up sequence: 

• The IREFJLATCH vahd bit is cleared. 

• The IMISS.LATCH vahd bit is cleared. 

See Section Section 12.3.21.1 for a complete description of all state changes due to I%FLUSH_IREF_LAT. 

12.8.2 Initialization by Microcode and Software 

It is the responsibility-of the power-up microcode to perform an IPR_WRITE operation to clear 
MAPEN before any virtual memory references are issued to the Mbox from either the Ebox or 
Ibox. Failure to clear MAPEN could result in UNDEFINED behavior prior to complete memory 
management state initialization. 

PAMODE is also cleared by the power-up microcode via an IPR_WRITE command. If the system 
configuration requires a 32 bit program-visible physical address space, setting the PAMODE value 
via an IPR_WRITE must be done under very controlled conditions because writes to the PAMODE 
processor register affect both physical address generation and interpretation of PTEs. With the 
possible exception of certain diagnostic code, writes to the PAMODE processor register should 
not be performed while memory management is enabled. With memory management disabled. 
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writes to the PAMODE processor register should not be performed unless the PC of the MTPR 
instruction which writes to the register is in one of the following (hex) address ranges: 

00000000. . 1FFFFFFF 
EOOOOOOO. .FFFFFFFF 


By restricting PC to one of these address ranges, changes to the PAMODE register do not cause 
the generated physical address to change in going from 30-bit mode to 32-bit mode, or vice versa. 
At powerup, microcode fetches the initial instruction from the boot ROM at address E0040000 
(hex), which is in the second of the ranges shown above. Therefore, the console code in the boot 
ROM may write to the PAMODE processor register, and it is expected that this is the place where 
the PAMODE processor register will be initialized. 

In uncontrolled conditions, writes to the PAMODE processor register can cause UNDEFINED 
results. 

12.8.2.1 Pcache Initialization 

The Pcache is disabled by the power-up initialization sequence. In order to enable the Pcache, 
the following sequential actions must be performed: 

1. Pcache IPR_WRITE operations must be performed to each Pcache tag to write the tag field 
to a known state, set the tag parity bit to the corresponding value, and clear the subblock 
valid bits. 

2. The lock bit in POSTS must be cleared so that a locked POSTS will not inhibit turning on 
the Pcache. 

3. An IPR_WRITE to the PCCTL must be done to enable the Pcache in the desired operation 
mode. This step effectively turns the Pcache on. 

Note that the data array need not be initialized because correct parity will be written into the data 
array whenever fill data is validated, and data parity is only checked on validated sub-blocks. 

12.8.2.2 Memory Management initialization 

Memory management is disabled by MAPEN being cleared by the power-up microcode. Before 
memory management can be turned on, the following actions must be performed: 

• The Ebox must issue a TBIA command to invalidate the TB and reset the NLU pointer to a 
known state. This is done as part of the microcode processing of an MTPR to MAPEN. 

• The Ebox must write the appropriate values into the six memory base and length registers 
via IPR_WR1TE commands. 

Once this is done, the Ebox may turn on memory management by setting MAPEN through an 
IPR_WRITE command. 
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12.9 Mbox Testability Features 

This section describes what testability features are made use of for Mbox testability, and what 
Mbox signals are used for each testability function. For a global understanding of NVAX 
testability, and for a detailed description of each testability strategy and hardware mechanism, 
the reader is referred to Chapter 19. 

12.9.1 Internal Scan Register and Data Reducers 

The following lists Mbox signals which are captured in the internal scan chain. The signals are 
listed in the order in which they are serially shifted out. Therefore, the first signal listed is the 
first signal shifted out. If a bus of signals is listed in the form signal<x:y>, y represents the first 





Note that only M W QUE%S5_PAJH<31:0> contains a data reducer. Implementing a data reducer on this 
bus should provide coverage for the Mbox S5 pipe as well as coverage for the Ibox, Ebox and Cbox 
logic which issue references to the Mbox. 
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12.9.2 Nodes on Parallel Port 

The following signals are observable via the Parallel Port: 

— M_QUE%S5_CMD_H <4 : 0 > 

— Current Reference Source (3 encoded bits). The encodings are as follows: 


Reference Source 


Encoding 

NOP or PA.QUEUE (when and = STORE) 

000 


IREF.LATCH 

001 


SPEC.QUEUE 

010 


EM.LATCH (when and A = STORE) 

Oil 


VAPJLATCH (when cmd A = STORE) 

100 


MMEJATCH 

101 


RTY_DMISSJLATCH 

110 


CBOX_LATCH 

111 


M_QUE_QU5%ABORT_P4_H 
M_MME JMMD%TB_MISS_L3_H 
M_PC_BSL%PCACHE_HIT_P4_H 

MME state machine state bits (4 encoded bits). The encodings 

are as follows: 

State Name 


Encoding 

home 

0000 


tb_miss_l 

0001 


tb_miss_2 

0010 


tb_miss_3 

0011 


tb_miss_4 

0100 


tb_miss_5 

0101 


doub_tb_miss_l 

0110 


doub_tb_miss_2 

0111 


doub_tb_miss_3 

1000 


doub_tb_miss_4 

1001 


mme_l 

1010 


mme_2 

1011 


ipr_rd_l_tb_per_2 

1100 


xpage_l 

1101 


tb_per_l 

1110 


undefined 

1111 



— MD_BUS Qualifiers (3 encoded bits). The encodings are as follows: 
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Event 


Encoding 

undefined 

000 


Ibox data 

001 


Ebox data 

010 


Ibox and Ebox data 

on 


VIC data 

100 


Ibox IPR data 

101 


undefined 

no 


Mbox data 

111 



— M%MME_FAULT_H 

12.9.3 Nodes on Top Metal 

tbd 

12.9.4 Architectural features 

The following is a brief description of all the Mbox architectural features which are relevant to 
verification, debug, and chip test. All of these features are invoked through the use of IPRs which 
are defined at the NVAX instruction set level. All of these IPRs can be invoked through the use 
of MTPR or MFPR macroinstructions. See the Architectural Summary Chapter for a list of all 
Mbox IPR addresses. Note that Mbox IPR addresses referenced through the MxPR instruction 
are translated by the Ebox microcode into IPR_RD, IPR_WR, TBIS, TBIA, or PROBE operations 
before being issued to the Mbox. 

12.9.4.1 Translation Buffer Testability 

The diagnostic user can invalidate the entire TB array by executing an MTPR instruction which 
addresses the TBIA IPR. This operation will also reset the NLU pointer. The user can invalidate 
any virtual page address which may cached in the TB by executing a MTPR addressing the TBIS 
IPR. 

The diagnostic user can explicitly query the TB to determine if a given tag is validated and 
stored in the TB. This is accomplished by addressing the Translation Buffer Check IPR through 
the MTPR instruction. 

Every TB entry can be explicitly filled and validated by the diagnostic user through the use of the 
TB_TAG_FILL and TB_PTE_FILL commands. The entry on which these two commands operate 
at any given time is addressed by the NLU pointer. The NLU pointer is a round robin pointer 
which increments when a TB_PTE_FILL is executed or when a tag match is detected on the entry 
which the NLU pointer is currently pointing to. The NLU pointer is reset to point to the Oth 
entry whenever a TBIA command is executed. 
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It is the responsbility of the diagnostic user to set his/her tests up such that normal I-stream and 
D-stream references generated in the macropipeline do not interfere with the TB state under test. 
Specifically, the user must guarantee that all relevant pages of the diagnostic program reside in 
the TB before the test begins, such that accessing these pages will not cause modification of the 
TB state while the diagnostic program is explicitly probing and changing TB state. 

See Section 12.5.1.3 for a complete description of TB function as it relates to testability. See 
Section 12.3.11.2 for a description of the PROBE command which can be invoked through the 
Translation Buffer Check IPR. 

12.9.4.2 Pcache Testability 

Every bit in the Pcache can be read and written by the user through DREAD, WRITE, IPR_RD 
and IPR_WR operations. Pcache is accessed by DREADs and WRITES. All other bits (tag, valid 
bits and parity bits) are accessed through Mbox IPRs. 

The operational mode of the Pcache can be changed to accomodate testing the array. The mode 
is controlled by the Pcache Control Register (PCCTL) which can be read and written as an Mbox 
IPR. The PCCTL allows the user to: 

1. Enable/disable D-stream and/or I-stream operations to the Pcache. 

2. Allow the Pcache to operate in a direct mapped force hit mode. 

3. Enable/disable Pcache parity checks. 

See Section 12.4 for a complete description of Pcache function as it relates to testability. 

12.9.5 M-BOX Miscellaneous Features 

— tbd 
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12.10 Mbox Performance Monitor Hardware 

Hardware exists in the Mbox to support the NVAX Performance Monitoring Facility See 
Chapter 18 for a global description of this facility 

The Mbox hardware generates two signals, M%PMUX0_H and M%PMUXi_H, which are driven to the 
central performance monitoring hardware residing in the Ebox. These two signals are used to 
supply Mbox performance data for the purpose of recording performance statistics. Seven Mbox 
performance monitoring functions exist. The function to be executed is specified by the PMM 
field of the PCCTL register (see Figure 12-31). 

The following describes the seven Mbox performance monitor modes: 


Table 12-27: Mbox Performance Monitor Modes 


PCCTL<7:5> 

Performance Monitor Mode 

000 

TB hit rate for SO Space I-stream Beads 1 

001 

TB hit rate for SO Space D-stream Reads 1 

010 

TB hit rate for P0/P1 Space I-stream Reads 1 

Oil 

TB hit rate for P0/P1 Space D-stream Reads 1 

100 

Pcache hit rate for I-stream Reads 

101 

Pcache hit rate for D-stream Reads 

110 

illegal mode— Results are UNPREDICTABLE 

111 

ratio of unaligned virtual reads and virtual writes to total virtual reads 
and virtual writes 


1 TB hit count is unconditionally incremented when MAPEN=0 


12.10.1 TB hit rate Performance Monitor Modes 

The TB hit rate modes work by asserting M%PMUXO_H during the cycle in which a specific type 
of virtual read reference is first attempted in the S5 execution pipe. During the same cycle, 
M%PMUXl_H will transfer the TB hit status corresponding to this read execution event. 

It is important to capture this data only on the first execution of the read in order that the TB 
hit statistics are not skewed by multiple retries of the same reference due to aborted cycles and 
tb_miss sequences. 

One low probability scenario exists in which this scheme will not accurately record the TB hit/miss 
data for the reference. Consider the case where the read is initially executed and is found to hit 
in the TB while simultaneously being aborted due to some abort condition (e.g. Pcache Index 
Conflict). During the following cycle, another reference is executed which invokes a TB miss 
sequence. If the TB miss sequence displaces the PTE corresponding to the first read, then the 
read will subsequently be retried as a TB miss event even though it has already been recorded 
as a TB hit event. However, the frequency of this scenario should normally be so low that the 
accuracy of the TB hit ratio statistics will not be affected. 
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12.10.1.1 TB hit rate for P0/P1 l-stream Reads 

In this mode, M%PMUX0_H is asserted during the cycle in which the IREF_LATCH first attempts 
to drive a virtual process space IREAD into the S5 pipe. Note that M%PMUX 0 _H is only asserted 
in response to IREAD execution events caused by Ibox-generated IREADs. This avoids recording 
Mbox- generated "fill forward" IREADs which would abnormally boost the TB hit rate. During 
the same cycle, M%PMUX1_H will transfer the TB hit status corresponding to the same IREAD 
execution event. 

12.10.1.2 TB hit rate for P0/P1 D-stream Reads 

In this mode, M%PMUXO_H is asserted during the cycle in which the SPEC_QUEUE, EMJLATCH, 
YAPJLATCH or MMEJLATCH first attempts to drive a virtual process space read into the S5 
pipe. During the same cycle, M%PMUXl_H will transfer the TB hit status corresponding to the 
same read execution event. 

12.10.1.3 TB hit rate for SO l-stream Reads 

In this mode, M%PMUX0_H is asserted during the cycle in which the IREF_LATCH first attempts 
to drive a system space IREAD into the S5 pipe. Note that M%PMUXO_H is only asserted in 
response to IREAD execution events caused by Ibox-generated IREADs. This avoids recording 
Mbox-generated "fill forward" IREADs which would abnormally boost the TB hit rate. During 
the same cycle, M%PMUX1_H will transfer the TB hit status corresponding to the same IREAD 
execution event. 

12.10.1.4 TB hit rate for SO D-stream Reads 

In this mode, M%PMUX0_H is asserted during the cycle in which the SPEC_QUEUE, EMJLATCH, 
VAP_LATCH or MME_LATCH first attempts to drive a virtual system space read into the S5 
pipe. During the same cycle, M%PMUXl_H will transfer the TB hit status corresponding to the 
same read execution event. 

12.10.2 Pcache hit rate Performance Monitor Modes 

The Pcache hit rate modes work by asserting M%PMUX 0 _H during the cycle in which a specific 
type of S6 physical read reference is executed in the Pcache. During the same cycle, M%PMUX1_H 
will transfer the Pcache hit status corresponding to this read execution event. 

12.10.2.1 Pcache hit rate for l-stream Reads 

In this mode, M%PMUXO_H is asserted during the cycle in which an IREAD is executing in 
the S6 pipe. M%PMUXO_H is only asserted in response to IREAD execution events caused by 
Ibox-generated IREADs. This avoids recording Mbox-generated "fill forward” IREADs which 
would abnormally boost the Pcache hit rate. M%PMUXl_H will transfer the Pcache hit status 
corresponding to the same IREAD execution event during the cycle which M%PMUXO_H is asserted. 
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12.10.2.2 Pcache hit rate for D-stream Reads 

In this mode, M%PMUX 0 _H is asserted during the cycle in which a D-stream read is executing 
in the S6 pipe. M%PMUX0_H is only asserted in response to the first Pcache lookup attempt of 
a D-stream read executing in the S6 pipe. This avoids skewing the performance data based on 
the same reference being retried in the Pcache due to the "read under fill" function. Therefore, 
S6 reads originating from the RTYJDMISS_LATCH do not cause the assertion of M%PMUXO_H. 
M%PMUX 1 _H will transfer the Pcache hit status corresponding to the same read execution event 
during the cycle which M%PMUXo_H is asserted. 

1 2.1 0.3 Unalig ned reference statistics 

This mode allows the user to obtain the percentage of references processed by the Mbox which 
are unaligned. 

In this mode, M%PMUX0_H is asserted on any virtual read, virtual DEST_ADDR, or virtual 
WRITE reference driven from the SPEC_QUEUE or EM_LATCH. The reference must virtual 
to be recorded due to the nature of the hardware implementation. M%PMUX1_H is asserted on the 
same conditions as M%PMUXO_H, except that it is further qualified by the fact that the reference 
is unaligned. 
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12.11 Mbox Signal Name Cross-Reference 

All signal names referenced in this chapter have appeared in bold and reflect the actual name 
appearing in the NVAX schematic set. For each signal appearing in this chapter, the table below 
lists the corresponding name which exists in the behavioral model. 


Table 12-28: Cross-reference of all names appearing In the Mbox chapter 

Schematic Name Behavioral Model Name 


b%s«_daxa 1 _h< 63 :0> 
C^fcCBOX^CMD _H< 1 :0> 

c%cboxju)dk_h<3 1 :5 > 
c%mbox_fxlx._qw_h<4:3> 

C%HEQ_DQW_H<> 

c%se_DPja<7 :0> 

C%LAST_FILL_H 

C%CBOX.HAJBD_KHK_H 

C%CBOX.KCC_KRa.H 

C%WR_BUF_BACK 1 _FRES_H 

e%kbox_cmd_h<4:0> 
E%VA_BU8 _l<31:0> 
e%wbds_h<3 1 :0> 
b%kbox w tag_h<4K)> 
e%ebox m at_h< 1 :0> 
£%EBOXJ>L_H< 1 :0> 

K%EBOX_VIRT _A»DB^H 
K%MMGT_MODK_H< l.*0> 
E%CUR_MODK_H< 1 K)> 
E%KRKF_REQ_H 
K%KMJVBORT_L 
E^FLUSBLMBOX^H 
E%FLOSHJPAjQOBOK_H 
E%START_IBOXJK) JRDJH 
E^RKSTART_SPKC_QUEUE _H 
E%NO_MME_CHECKJS 

i%ebox_cmd_l<4, 1 :0> 
i%ibox _addr_h<3 1 :0> 
i%iboxjeagjl<2 : 0 > 
i%iboxjwp_k1 : 0 > 


B%S6_DATA._H<63 :0> 

C%CBOX_CMD_H< 1 :0> 

C%CBOX_ADDR_H<31:5> 

C%MBOX_FILL_QW_H<4:3> 

C%REQ_DQW_H 

C%S6_DP_H<7 :0> 

C%LAST_FILL_H 

C%CBOX_HARD_ERR_H 

C%CBOX_ECC_ERR_H 

C%WR_BUF_BACK_PRES_H 

E%EBOX_CMD_H<4.-0> 

E%VA_BUS_H<31:0> 

E%WBUS_H<31K)> 

E%EBOX_TAG_H<4:0> 

E%EBOX_AT_H< 1 :0> 

E%EBOX_DL_H<1:0> 

E%EBOX_VIRT_ADDR_H 

E%MMGT_MODE_H< 1 :0> 

E %CUR_MODE_H< 1 :0> 

E%EREF_REQ_H 

E%EM_ABORT_H 

E%FLUSH_MBOX_H 

E%FLUSH_PA_QUEUE_H 

E%START_IB OX_1 0_RD_H 

E%RESTART_SPEC_QUEUE_H 

E%NO_MME_CHECK_H 

I%IBOX_CMD_H <4 :0> 

I%IBOX_ADDR_H<3 1 :0> 

I%IBO3LTAG_H<2:0> 

I%IBOX_AT_H<1:0> 
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Table 12-28 (Cont.): Cross-reference of all names appearing in the Mbox chapter 

Schematic Name Behavioral Model Name 


mhboxjmjx: 1:0> 

I%IBOXJKKFJBEST_L< 1 :0> 

I%IRKF_KEQ_H 

I%SPEC_REQ_H 

I%FOBCK JMMK_FAULT_H 

I%FORCK_HAKD_FAULT_H 

I%FLUSH W IRKF_LAT_H 

M%ABORT_CBOX_IRD_H 

m%c_S6_pa 1 _h<2 :0> 

M%C BOX^B YPASS JKNABLE JH 

M%CBOX_LATE _KN_H 

M%CBOX_RKFJENABLE_L 

M%EBOX_DATAJ3 

M%KM W LAT_FUIX_H 

UKEUaDJUB^H 

M%IBOXJDAIA 1 _L 

M%EBOX_rPR_WRja 

m%xast jrnx^H 

M%MBOX_S_EKBORJS 

m%md_bus_h<63 K)> 

M%MD_BUB_QW_PARTIY_L 

m%md_tag_h<4:0> 

M%MMK_FAULT_H 

m%pa.q_8xatus_h<2 :0> 

M%PMUXD_H 

M%PMDX1_H 

M%QW_AUGNMKNT_H< 1:0> 
M%SPEC_Q_FUUUja: 
M%S€_BYTE_MASK W H< 7 K)> 

m%s«_cmx)_h<4 :0> 
m%86_pajs<3 1:0> 

M%VIC JJATAJL. 

M_QUE%8«_at_h< 1:0> 
M_QUB%s«_CMDja[<4:0> 
m^quk%s«_data w h<31:0> 
MLQUE%SS_DK8T_H< 1 :0> 


I%IBOX_DL_H< 1 :0> 

I%IBOXJREF_DEST_H<1:0> 

I%IREF_REQ_H 

I%SPEC_REQ_H 

I%FORCE_MME_FAULT_H 

I%FORCE_HARD_FAULT_H 

I%FLUSH_IREF_LAT_H 

M%ABORT_CBOX_IRD_H 

M%C_S6_PA_H<2:0> 

M%CB OX_BYPASS_ENAJBLE_H 

M%CBOX_LATE_EN_H 

M%CBOX_REF_ENABLE_H 

M%EBOX_DATA_H 

M%EM_LAT_FULL_H 

M%HARD_ERR_H 

M%IBOX_DATA_H 

M%IBOX_IPR_WR_H 

M9oLAST_FILL_H 

M%MBOX_S_ERROR_H 

M%MDJBUS_H<63:0> 

M%MD_BUS_QW_PARITY_H 

M%MD_TAG_H<4.-0> 

M%MME_FAULT_H 

M%PA_Q_STATUS_H<2:0> 

M%PMUXO_H 

M%PMUX1_H 

M%QW_ALIGNMENT_H<1:0> 

M%SPEC_Q_FULL_H 

M%S6_B YTE_MASK_H< 7 :0> 

M%S6_CMD_H<4:0> 

M%S6_PA_H<31:0> 

M%VIC_DATA_H 

M_QUE%S5_AT_H< 1 :0 > 

M_QUE%S5_CMD_H<4:0> 

M_QUE%S5_DATA_H<31:0> 

M_QUE%S5_DEST_H< 1 :0> 
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Table 12-28 (Cont.): Cross-reference of all names appearing In the Mbox chapter 


Schematic Name 

Behavioral Model Name 

MJ4OT%S5_DI<_a< 1:0> 

M_QUE%S5_DL_H<1:0> 

MLQUB»S5_RAja<3 1 :0> 

M_QUE%S5_PADP_H<3 1 :0> 

wlqdb%s8_qual_h<6 :0> 

M_QUE%S5_QUAL_H<6:0> 

mlquk%s«_tag_h<4 :0> 

M_QUE%S5_TAG_H<4 :0> 

mjiue%S6_vajb<3 1 :0> 

M_QUE%S5_VA_H<31:0> 

M^S5C _>BT%ABOH,T_L 

M_S5C%AB0RT_H 
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12.12 Revision History 


Who 

When 

Description of change 

Mike Uhler 

12-Sep-1991 

Correct TB selections in the PMM field of PCCTL 

Bill Wheeler 

26-Jul-1991 

correct an inconsistency in spec 

Bill Wheeler 

21-May- 1991 

add an mbox ucode restriction 

Bill Wheeler 

26-Apr-1991 

final tweaks 

Bill Wheeler 

25-Feb-1991 

tweaked description of ucode biasing of mm regs 

Bill Wheeler 

22-Feb-1991 

described ucode biasing of mm regs 

Bill Wheeler 

20-Feb-1991 

Changed text to reflect expaned SO space configuration 

Bill Wheeler 

20-Sep-1990 

Other tweaks; add signal xref table 

Bill Wheeler 

8-May-1990 

Other tweaks 

Bill Wheeler 

27-Feb-1990 

Add perf monitor hardware. Other tweaks 

Bill Wheeler 

15-Jan-1990 

Signal name change 

Bill Wheeler 

20-Nov-1989 

Final Changes prior to review for Rev 1.0 Release 

Bill Wheeler 

23- Aug- 1989 

More Updates 

Bill Wheeler 

31-Jul-1989 

Spec Update 

Bill Wheeler 

06-Mar-1989 

For External Release 

Bill Wheeler 

30-Nov-1988 

Initial Release 


12-132 The Mbox 


DIGITAL CONFIDENTIAL 






Chapter 13 
The Cbox 

13.1 Terminology 


Term 

Meaning 

Error transition mode (ETM) 

Mode where the backup cache only services CPU requests to blocks which 
are valid-owned. All other CPU requests, including those to valid-unowned 
blocks, are ignored by the backup cache and are forwarded to memory. 
The purpose is to use the cache as little as possible because of previously 
detected errors. 

Cache coherence transaction 

A transaction hum the external system which interrogates the backup cache 
and may cause a block invalidate and/or a block writeback. 

Deallocate 

The actions necessary to allocate a new block because of a read miss or 
a write miss. A writeback is required if the block is valid-owned. An 
invalidate is required if the block is valid, whether owned or unowned. A 
cache coherency request which results in a hit also causes a deallocate. 

Longword 

4 bytes of data 

Quadword 

8 bytes of data 

Hexaword 

32 bytes of data 


13.2 Functional Overview of the Cbox and Backup Cache 

The Cbox is that section of the NVAX CPU chip which controls the backup cache and interfaces 
to the external bus. The Cbox includes the BIU functions for the NVAX CPU. The backup cache 
is a writeback cache. Cache tags and cache data are stored in off-chip static RAMs (off-the-shelf 
parts). The Cbox implements the control for the cache tags; control for the cache data; and control 
for the external pin bus, the NDAL. 

The Mbox sends read requests and writes to the Cbox; the Cbox sends fills and invalidates to the 
Mbox. The Cbox ensures that the Pcache is a subset of the backup cache through invalidates. 

The Cbox communicates with the memory subsystem (everything beyond the backup cache) via 
the NDAL. The Cbox generates reads and receives fills; it receives cache coherence transactions 
from the NDAL to which it responds with invalidates and writebacks, as appropriate. 

The reader is assumed to be familiar with Chapter 3, which describes the NDAL. 
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Cache coherence in an NVAX system is based upon the concept of ownership. A hexaword block 
of memory may be owned either by memory or by an NVAX backup cache. In a multiprocessor 
system, only one of the caches or memory can own the block at a time. Several of the planned 
NVAX systems implement an explicit ownership bit for each hexaword block of memory; it would 
also be possible to build an NVAX system without explicit ownership bits in memory. 


13.2.1 The Cbox and the System 

The Cbox has a tightly coupled internal interface with the Mbox. It has separate external busses 
which communicate with the backup cache tag RAMs, the backup cache data RAMs, and the 
memory interface, as shown in Figure 13—1. 


Figure 13-1 : The Cbox in the System 
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13.2.2 Writeback Cache and Ownership Concepts 

There is one fundamental difference between a writeback cache and a writethrough cache. When 
a write is received by a write-through cache, the data may be written into the cache and is 
always written to memory as well. When a write is received by a writeback cache, the write is 
not necessarily forwarded to memory; the write may be done only into the cache. The data is 
written back to memory only if another element in the system needs that data, or if the block is 
displaced (deallocated) from the cache. 

The NVAX backup cache is a writeback design in which a cache block may exist in one of three 
states: invalid, valid-unowned, and valid-owned. A block which is valid-unowned is a read-only 
copy of memory data. A block which is valid-owned may be written by NVAX, and if it has been 
written since being put into the cache, is the only up-to-date copy of the data in the system. The 
NVAX cache makes no distinction between valid-owned blocks it has written and those which it 
has not written. 

A valid-unowned copy of a given cache block may reside in one or more backup caches in an 
NVAX multiprocessor system. No NVAX backup cache may contain a valid cache block which is 
valid-owned by another backup cache in the system. The Cbox design relies upon the system bus 
and/or the system bus interface to support XDAL Ownership Read/Disown Write pairs to ensure 
cache coherency. 

The most straightforward way to implement a memory for NVAX is to have an ownership bit 
associated with each hexaword of data. When this memory receives an Ownership Read (OREAD) 
for a hexaword, ownership is passed to the requesting CPU, and the data is returned to the CPU. 
If another Ownership Read arrives for that hexaword from a second CPU, memory does not 
return the data since the hexaword is not owned by memory but by the first CPU. The first CPU 
recognizes the second OREAD as a cache coherence transaction and writes back the data from 
its cache, using the Disown Write command. The data is then available for the second CPU. 

During normal operation, the Cbox issues an OREAD to the memory interface and receives 
ownership of the block before it performs a write to that block in the backup cache. The Cbox 
relinquishes ownership of the data when a cache coherence transaction requesting a writeback 
appears on the NDAL. 

13.2.3 Backup Cache Operating Modes 

The backup cache has four distinct modes of operation. 

• Cache ON. Normal operation. Most of this chapter describes Cbox operation when the backup 
cache is on. 

• Cache OFF. Reset puts the backup cache into the OFF state. The backup cache may be 
enabled/disabled (turned ON/OFF) by software through the Cbox control IPR. Cache off mode 
is described in Section 13.9.1. 

• Force Hit. The Cbox forces all memory space reads and writes to hit in the backup cache. 
This mode is used for testing and initialization purposes. Force Hit mode is described in 
Section 13.9J2. 

• Error Transition Mode. The Cbox enters Error Transition Mode upon recognition of some 
error conditions or when put into ETM explicitly by an IPR write. Error Transition Mode is 
described in Section 13.9.3. 
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13.3 NVAX Backup Cache Organization and interface 

The backup cache is configurable based on the size and speed of the cache RAMs used to imple- 
ment the cache on the board. 

The backup cache may be configured to be one of four sizes: 128 kilobytes, 256 kilobytes, 512 
kilobytes, or 2 megabytes. This iB controlled by the SIZE field in the CCTL register, as described 
in Section 13.5.1. The smallest RAMs which may be used to achieve each configuration are shown 
in Table 13—1. 


Table 13-1: Backup Cache Size and RAMs Used 


Cache size 

Tag RAM Size 

Data RAM Size Number of Tags 

Valid Bits Per Tag 

128 Kilobytes 

4Kx4 

16K x 4 

4K 

1 

256 Kilobytes 

SK x 8 1 

32K x 8 1 

8K 

1 

512 Kilobytes 

16Kx 4 

64Kx4 

16K 

1 

2 Megabytes 

64Kx 4 

256K x 4 

64K 

1 

1 Usmg x8 parts means the cache no longer takes advantage of the nibble protection feature of the cache ECC design 


Regardless of configuration, the cache has a block size of 32 bytes and has no subblocks. The 
data bus to the cache is 8 bytes wide, so in order to read out an entire block, 4 accesses are done. 
Each block contains 32 bytes of data and has associated with it a tag, a valid bit, and an owned 
bit. ECC protection is provided on each quadword in the cache. ECC protection is also provided 
on the tag store. 

Each of address bits <20:17> serves either as an index bit or as a tag bit, based on the cache size 
configured. Table 13—2 shows how the bits are used. 


Table 13-2: Tag and Index Interpretation based on cache size 


Cache size 

Tag bits used 

Index bits used 

128 kilobytes 

Tag<31:17> 

Index<16:5> 

256 kilobytes 

Tag<31:18> 

Index<17:5> 

512 kilobytes 

Tag<31:19> 

Index<18:5> 

2 megabytes 

Tag<31:21> 

Index<20:5> 


The backup cache speed may also be configured based on the access time of the RAMs used to 
implement the tag store and the data store. The TAG_SPEED and DATAJ3PEED fields of the 
Cbox control register, CCTL, are used to control the number of NVAX cycles used by the Cbox to 
access the RAMs. The relationship between TAGJ3PEED, DATAJ3PEED, NVAX cycle time, and 
the cache RAM access times required is shown in Table 13-3. 
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NOTE 

Table 13—3 is based upon simulations of the XNP (XMI-based system) board. These 
numbers may only be applied directly to an environment which is very dose to that of 
the XNP. 


Table 13-3: Backup Cache RAM Speeds and NVAX Cycle Time 


Tag RAM 

CCTL access 

TAG_SPEED time 

tag read 
(access) 
rep rate 

1 

tag write 1 

reprate 1 

Data RAM 

1 CCTL access 

DATA_SPEED time 

data read 
rep rate 

data write 
reprate 

RAM Speeds required for 16 ns NVAX cycle time 

0 

0 - 21ns 

(2) 3 cycles 

3 cycles 1 

OO 1 

0 - 19.5ns 

2 cycles 

3 cycles 

l 1 

22 - 37ns 

(3)4 cycles 

4 cycles 1 

01 

20 • 35.5ns 

3 cycles 

4 cycles 




1 

10 

36 -51.5ns 

4 cycles 

5 cycles 

RAM Speeds required for 14 ns NVAX cycle time 

0 

0 - 17.5ns 

(2)3 cycles 

3 cycles 1 

OO 1 

0 - 16 ns 

2 cycles 

3 cycles 

l 1 

IS -31.5ns 

(3)4 cycles 

4 cycles 1 

01 

17 - 30 ns 

3 cycles 

4 cycles 




1 

10 

31 - 44 ns 

4 cycles 

5 cycles 

RAM Speeds required for 12 ns NVAX cycle time 

0 

0 - 14ns 

(2) 3 cycles 

3 cycles 1 

OO 1 

0 - 13 ns 

2 cycles 

3 cycles 

l 1 

15 - 26ns 

(3)4 cycles 

4 cycles 1 

01 

14 - 25 ns 

3 cycles 

4 cycles 




1 

10 

26 - 37 ns 

4 cycles 

5 cycles 

RAM Speeds required for 10 ns NVAX cycle time 

0 

0 - 10.5ns 

(2) 3 cycles 

3 cycles 1 

00 1 

0 • 9.5 ns 

2 cycles 

3 cycles 

l 1 

11 - 20.5ns 

(3)4 cycles 

4 cycles 1 

01 

10 - 19.5 ns 

3 cycles 

4 cycles 




1 

10 

20 - 29.5 ns 

4 cycles 

5 cycles 


1 TAG_SPEED= 1 cannot be used with DATA_SPEED=00, as file NVAX Cbox cannot function with tag rams whose read 
access time is longer than the data ram read access time. 


Extensive simulations of the NVAX chip, package, and XNP board were done in order to determine 
the drive times of the cache pins in this environment. The drive times are measured from the internal 
NVAX dock to the signal being valid at the cache pin. The drive times for TT (typical speed) parts 
under worst-case conditions are shown in Table 13—4. These drive times would be met under worst- 
case conditions in the 14ns system. These drive times only apply to the XNP board, and cache drive 
times and performance would be different in a different environment. 
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Table 13-4: Cache pin drive times In the XNP environment 


NVAX Cache Interface Pin 


P9cTS_TAG H<31:17>,P%TSJBCC H<5:0>, 
P%TS_OWNED_H, P9cTS_VALID_H 

P%TS_TAG_H<31:17>, P%TS ECC H<5K)>, 
P%TS_OWNED_H. P9cTS_VALJD_H 

P%TS_INDEX_H<1 0:0> 
P%TS_INDEX_H<20:11 > 

P%TS_OE_L 

P%TS_WE_L 

P^cDR_IXDEX_H<20:3> 

P9cDR_OE_L 

P9cDR_WE_L 

P9cD R_D ATA_H <63 :0> , P%DR_ECC_H<7:0> 
P%DRJDATA_H<63:0>, PT c DR_ECC_H<7K)> 


Starting clock 


BLPAD%PHI_4_H 


S_PAD%FHI_4_H 


a_PAD%PHI_S_H 


K^PADL<SPHI_3_H 

K W PADL%PHI_1_H 
BLPADL«PHI_4_H 1 

E w PADL^cPHI_S_H 
K W PADL%PHI_1_H I 

B w PADLS»P(m_8_H 

K.PADL%PHI_1_H 
K_PADL%PHI_4_H I 

K_PADL%PHI_3_H 
K_PADL*PHI_1_H I 

K_PADLSrPHI_4_H 

K_PADL*SPHI_4_H 


(aBBerfcion), 

(deassertion) 

(assertion), 

(deassertion) 


(assertion), 

(deassertion) 

(assertion), 

(deassertion) 


Tune to signal valid 
at cache RAM 


8.5 ns 


1.5 ns (tristate time) 


8.0 ns 
8.0 ns 
8.0 ns 


8.0 ns 


8.0 ns 
8.0 ns 


8.0 ns 


8.5 ns 

1.5 ns (tristate time) 


Figure 13-2 and Figure 13—3 show the timing of cache tag transactions and of cache data transactions. 
The symbols shown in the timing diagrams are defined in Table 13—5. 

Table 13-5: Cache pin timing symbol definitions 
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13.3.1 Backup Cache interface 

This section describes the NVAX pins dedicated to the backup cache interface. These are listed 
in Table 13—6. 


Table 13-6: NVAX Backup Cache Interface Pins 


Signal 

Number 

Input/output 

Type 

BACKUP CACHE TAG STORE SIGNALS (41 total) 

P%TS_INDEX_H<20:5> 

16 

Output 

One driver, six receivers 

P%TS_OE_L 

1 

Output 

One driver, six receivers 

P%TS_WEJL 

1 

Output 

One driver, six receivers 

P9cTS_TAG_H<31:17> 

15 

Input/Output 

Tiistate, seven drivers/receivers 

P*7cTS_ECC_H<5:0> 

6 

Input/Output 

Tristate, seven drivers/receivers 

P%TS_OWNED_H 

1 

Input/Output 

Tristate, seven drivers/receivers 

P9cTS_VALID_H 

1 

Input/Output 

Tristate, seven drivers/receivers 


BACKUP CACHE DATA RAM SIGNALS (92 total) 


P%DR_INDEX_H<20:3> 

18 

Output 

One driver, eighteen receivers 

P%DR_OE_L 

1 

Output 

One driver, eighteen receivers 

P^DR_WE_L 

1 

Output 

One driver, eighteen receivers 

P%DR_DATA_H<63:0> 

64 

Input/Output 

Tristate, nineteen drivers/receivers 

P%DRJECC_H<7:0> 

8 

Input/Output 

Tristate, nineteen drivers/receivers 


The pins listed are described in the sections which follow. 

13.3.1.1 P%TSJNDEX_H<20:5> 

These pins drive the address lines of the tag RAMs, thus indexing into one row of the tag store. 
The value driven depends upon the corresponding bits in the address of the memory or IPR 
reference being done. 

P%TS_INDEX_H<16^> are used for every cache configuration. P%TS_INDEX_H<20:17 > are 
used based on the cache size selected. When the cache size selected is smaller than 2 megabytes, 
some or all of these four bits are driven to 0 rather than to the value given in the address. This 
is shown in Table 13-7. 


DIGITAL CONFIDENTIAL 


The Cbox 13-9 







NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Table 1 3-7: Usage of P%TSJNPEX_H<20:5> based on cache size 


Cache size 

P%TS_INDEX_H bits driven 
unconditionally to 0 

P%TS_IND EX_H bits used 

128 kilobytes 

P%TS_INDEX_H<20:17> 

P%TS_INDEXJH<16:5> 

256 kilobytes 

P%TS_INDEX_H<20:18> 

P%TS_ENDEX_H<17:5> 

512 kilobytes 

P%TS_INDEX_H<20:19> 

P%TS_INDEX_H<18:5> 

2 megabytes 

None 

P%TS_ENDEX_H<20:5> 


P%TS_INDEX_H<205> are driven by NVAX and received by up to 6 RAM chips. 

13.3.1.2 P%TS_OE__L 

P9cTS_OE_L (Tag Store Output Enable) is an output pin which controls the tag store RAMs. 
It enables the RAMs to drive their outputs. It is asserted (driven low) when the tag store 
is being read, and allows the tag store to drive P%TS_TAG_H <3 1 :1 7 > , P%TSJECC_H<5:0>, 
P%TS_OWNED_H and P%TS_VAUD_H. When the tag store is being written, P%TS_OE_L is 
deasserted (driven high). 

P%TS_OE_L is driven by NVAX and received by up to 6 RAM chips. 

13.3.1.3 P%TS_WE_L 

P%TS_WEJL (Tag Store Write Enable) is an output pin which, when asserted, enables the tag 
store RAMs to be written. It is asserted (driven low) during writes of the tag store. 

P%TS_WE_L is driven by NVAX and received by up to 6 RAM chips. 

1 3.3.1 .4 P%TS_TAG_H<31 :1 7> 

P%TS_TAG_H<3 1 : 1 7> are I/O pins which are used to transfer the cache tag to and from the tag 
store RAMs. When the tag store is being written, P%TS_TAG_H<3 1 :17> are used as outputs; 
when the tag store is being read, P%TS_TAG_H<3 1 :1 7> are used as inputs. 

Some of the tag lines are not used when the cache is bigger than 128 kilobytes, as shown in 
Table 13—8. When this is the case, the board designer does not need to connect the pin at all on 
the board. The pin is pulled low through a resistor in the pad so that internal to the Cbox, the 
unused tag lines are recognized as zeros when the tag is read. 


Table 13-8: Usage of P%TS_TAG_H<20:1 7> based on cache size 


Cache size 

Unused P%TS_TAG_H pins 

128 kilobytes 

None 

256 kilobytes 

P9fcTS_TAG_H<l 7 > 

512 kilobytes 

P%TS_TAG_H<18:17> 

2 megabytes 

P%TS_TAG_H<20a7> 
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All of the P%TS_TAG_H <3 1 : 1 7> pads are built with internal resistors, for chip layout consis- 
tency. 

Each P%TS_TAG_H pin is connected to one RAM I/O pin. A system designer who intends to 
run NVAX only in 30-bit mode can leave P%TS_TAG_H<3 1 :29> unconnected, and they will be 
pulled low internally so that the Cbox sees a zero value. 

1 3.3.1 .5 P%TS_ECC__H<5 :0> 

P%TS_ECC_H<5:0> are I/O pins which are used to transfer the ECC check bits to and from the 
tag store RAMs. When the tag store is being written, P%TS_ECC_H<5:0> are used as outputs; 
when the tag store is being read, P%TS_ECC_H<5K)> are used as inputs. 

Each P%TS_ECC_H pin is connected to one RAM I/O pin. 

1 3.3.1 .6 P%TS_OWN ED_H 

P%TS_OWNED__H is an I/O pin which is used to transfer the ownership bit to and from the tag 
store RAMs. When the tag store is being written, P%TS_OWNED_H is used as an output; when 
the tag store is being read, P%TS_OWNED_H is used as an input. 

P9cTS_OWNED_H is connected to one RAM I/O pin. 

1 3.3.1 .7 P%TS_VALI D_H 

P%TS_VAI JD_H is an I/O pin which is used to transfer the valid bit to and from the tag store 
RAMs. When the tag store is being written, P%TS_VALTD_H is used as an output; when the 
tag store is being read, P%TS_VALJD_H is used as an input. 

P%TS_VAIjID_H is connected to one RAM I/O pin. 

1 3.3.1 .8 P%DR JNDEX_H<20:3> 

These pins drive the address lines of the data RAMs, thus indexing into one row of the data store. 
The value driven depends upon the corresponding bits in the address of the memory reference 
being done. 

P9cDR_INDEX_H<16:3> are used for every cache configuration. P%DR_INDEX_H<20:17> are 
used based on the cache size selected. When the cache size selected is smaller than 2 megabytes, 
some or all of these four bits are driven to 0 rather than to the value given in the address. This 
is shown in Table 13—9. 

Table 1 3-9: Usage of P%DR_INDEX_H<20:5> based on cache size 

P%DR_INDEX_H bits driven 

Cache size unconditionally to 0 P%DR_INDEX_H bits used 

128 kilobytes P9teDR_INDEX_H<20:17> P%DR_INDEX_H<16:5> 

256 kilobytes P%DR_INDEX_H<20:18> P%DR_INDEX_H<1 7:5> 

512 kilobytes P%DR_INDEX_H<20:19> P%DR_INDEX_H<18:5> 
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Table 13-9 (Cont.): Usage of P%PRJNDEX_H<20:5> based on cache size 


Cache size 

P%DR_INDEX_H bits driven 
unconditionally to 0 

P%DR_INDEX_H bits used 

2 megabytes 

None 



P%DR_INDEX_H < 16 :5 > are driven by NVAX and received by 18 RAM chips. 

13.3.1.9 P%DR__OE_L 

P%DR_OE_L (Data RAM Output Enable) is an output pin which controls the data RAMs. It 
enables the RAMs to drive their outputs. It is asserted (driven low) when the data RAMs are being 
read, and allows the data RAMs to drive P%DR_D ATA_H <63 :0> and P%DR_EC C_H< 7 :0> . 
When the data RAMs are being written, P%DR_OE_L is deasserted (driven high). 

P%DR_OE_L is driven by NVAX and received by 18 RAM chips. 

13.3.1.10 P%DR_WE_L 

P9cDR_WE_L (Data RAM Write Enable) is an output pin which, when asserted, enables the data 
RAMs to be written. It is asserted (driven low) during writes of the data RAMs. 

P%DR_WE_L is driven by NVAX and received by 18 RAM chips. 

13.3.1.11 P%DR_DATA_H<63:0> 

P%DR_DATA_H<63 :0> are I/O pins which are used to transfer the cache data to and from 
the data RAMs. When the data RAMs are being written, P%DR_DATA_H<63:0> are used as 
outputs; when the data RAMs are being read, P%DR_DATA_H<63:0> are used as inputs. 

Each one of P%DR_DATA_H<63:0> is connected to one RAM I/O pin. 

1 3.3.1 .1 2 P%DR_ECC_H<7:0> 

P%DR_ECC_H<7 :0> are I/O pins which are used to transfer the data ECC to and from the data 
store. When the data store is being written, P%DR_ECC_H<7K)> are used as outputs; when the 
data store is being read, P%DR_ECC_H<7 :0> are used as inputs. 

Each one of P%DR_ECC_H<7:0> is connected to one RAM I/O pin. 
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13.3.2 Backup Cache Block Diagrams 

Figure 13—4 and Figure 13—5 show the connections to the tag store and data RAMs and the way 
the address is used for the 128-kilobyte cache. 

Figure 13-4: Tags and Data for 128-Kilobyte Cache 
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Figure 19-9: Address as used for 128-Kilobyte Cache 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16(15 14 13 12 1 11 10 09 08(07 06 05 04 1 03 02 01 00 

+ 4— 4— — t— -4— -•+—-+ +~ 4— +—4— 4— 4— 4— -+—t—4-“— (—4 

I tag - 15 bits I data and tag store index - 12 blts| I UNUSED I 

4—4—+--+—+--+--+—-+—+—-+--+-—+— 4— —f— 

I 

used to address data quadword within hexaword — ' 
unused for tag store 
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Figure 13-6 and Figure 13—7 show the connections to the tag store and data RAMs and the way 
the address is used for the 256-kilobyte cache. 


Figure 13-6: Tags and Data for 256-Kiiobyte Cache 



Figure 13-7: Address as used for 256-Kilobyte Cache 


31 30 29 28|27 26 25 24123 22 21 20119 18 17 16|15 14 13 12 111 10 09 08|07 06 05 04 1 03 02 01 00 

— * 4 ^ , ** 4 — 4 - 

I tag - 14 bits I data and tag store Index - 13 bits | I UNUSED I 

+-- 4 + H +—+—+“+—+ 

I 

used to address data guadword within hexaword — ' 
unused for tag store 
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Figure 13-8 and Figure 13-9 show the connections to the tag store and data RAMs and the way 
the address is used for the 512-kilobyte cache. 


Figure 13-6: Tags and Data for 512-Kiiobyte Cache 



Figure 13-9: Address as used for 512-Kiiobyte Cache 


31 30 29 26127 26 25 24 |23 22 21 20|19 18 17 16|15 14 13 12 i 11 10 09 08|07 06 05 04 | 03 02 01 00 


tag - 13 bits I data and tag store index - 14 bits j I UNUSED ! 


used to address data guadword within hexaword— ' 
unused for tag store 
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Figure 13-10 and Figure 13-11 show the connections to the tags and data RAMs and the way the 
address is used for the 2-megabyte cache. 


Figure 13-10: Tags and Data for 2-Megabyte Cache 



Figure 13-11: Address as used for 2-Megabyte Cache 


31 30 29 28127 26 25 24|23 22 21 20119 18 17 16|15 14 13 12(11 10 09 08(07 06 05 04 | 03 02 01 00 

4 — -+— 4 —+--+—+—+— + -t + + I ■+ I I •+ + + + + H I + I K +~H 

tag - 11 bits | data and tag store index - 16 bits I I UNUSED | 


used to address data quadword within hexaword — ' 
unused for tag store 
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13.4 The Cbox Datapath 

The Cbox includes datapath and control for interfacing to the Mbox, the cache RAMs, and to the 
NDAL. The portion of the Cbox which primarily interfaces to the Mbox and the cache RAMs will 
be referred to here as the Cbox proper, while the portion of the Cbox which primarily interfaces 
to the NDAL will be referred to as the BIU. 

The Cbox datapath is organized around a number of queues and latches, an address bus and a 
data bus in the Cbox proper, and an address bus and a data bus in the BIU. Separate access is 
provided to the tag store and the data RAMs. 

Table 13—10 lists the Cbox queues and the major latches. Each is covered in more detail later in 
the section. The IPRs are not covered here, as they are covered in Section 13.5. 


Table 13-10: Cbox Queues and Major Latches 


Queue/Latch 

Entries Address/Data 


Function 

CM.OUTJLATCH 

1 

Address<31:3> 

data<63:0> 

and 

Holds fill data or an invalidate address 
being sent to the Mbox. 

FILL.DATA.PIPEs 

2 

Dat.a<63:0> 


Pipeline data destined for the Mbox 

DREAD.LATCH 

1 

Address<31:0> 


Holds a data -stream read request from 
the Mbox. 

IREAD.LATCH 

1 

Address<31:0> 


Holds an instruction-stream read request 
from the Mbox 

WRITE.PACKER 

1 

Address<31:0> 

data<63:0> 

and 

Compresses sequential memory writes to 
the same quadword. 

WRITE.QUEUE 

8 

Address<31.*0> 

data<63:0> 

and 

Queues write requests horn the Mbox 

FILL.CAM 

2 

Address<31:3> 


Holds addresses for read or write misses 
which have resulted in a read to 
memory; one may hold the address of an 
in-progress DREAD.LOCK which has no 
memory request outstanding. 

NDAL_IN_QUEUE 

10 

Address<31:5> 

data<63:0> 

or 

Holds up to 8 quadword fills and up to 2 
coherence transactions from the NDAL. 

WRITEBACK.QUEUE 

2 

Address <3 1:3> and 
data<63.*0> times 4 

Holds writeback addresses and data to be 
driven on the NDAL. The queue holds up 
to 2 hexaword writebacks. It is also used 
for quadword WDISOWNs. 

NON_WRITEBACK_QUEUE 2 

Address<31K)> 

data<63K)> 

and 

The N ON.WRITEB ACK.QUEUE holds 
all non-WDISOWN transactions destined 
for the NDAL. This indudes reads, I/O 
space transactions, and normal writes 
which are done when the cache is off or 
in ETM. 


It can be seen from Table 13—10 that some of the queues contain address and data entries 
in parallel (CM.OUT.LATCH, WRITE.PACKER, WRITE.QUEUE, WRITEBACK_QUEUE, 
NON_WRITEBACK_QUEUE), some contain either addresses or data (NDAL_IN_QUEUE), some 
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contain only data (FILL_DATA_PIPE ), and some contain only addresses (DREAD LATCH, 
IREAD_LATCH, FILL.CAM). 

The Cbox is organized around an address datapath and a data datapath. A block diagram of the 
data datapath is given in Figure 13-12, and a block diagram of the address datapath is given in 
Figure 13—13. 

There are five major busses in the Cbox: C_BUS%DBUS_H<63K)>, C_BUS%BIU_DATA_H<63:0>, 

C_ADC9cABUS_H<31K>>, C_ADC%BIU_ADDR_OUT_H<31K)> and C_BIU%ADC_ADDR_IN_H<31K)>. The first 
two transfer data, and the last three transfer addresses. From the block diagrams, it can be seen 
which of the latches and queues are connected to which busses. Transfers between address and 
data are connected only through the Abus/Dbus Xfer block, which is in the BIU. 

The data flows may be understood by examining Figure 13—12. Write data enters the Cbox 
through the WRITE_QUEUE and is written into the data RAMs. When a writeback of a block 
occurs, data is read out of the data RAMs, transferred to the WRITEBACK_QUEUE in the BIU, 
and is driven onto the NDAL. 

When read data is read from the backup cache, it is sent to the Mbox through the 
CM_OUT_LATCH. When read data returns from memory, it enters the Cbox through the 
NDAL_IN_QUEUE, is driven across C_BUS9eBIU_DAIA w H<63:0> to C_BUS%DBUS_H<63:0> and into 
the data RAMs, as well as to the Mbox through the CM_OUT_LATCH. 

When the Bcache is off, write data is sent from the WRITE_QUEUE directly to the 
N ON_WRITEBACK_QUEUE and to memory, bypassing the cache entirely. 

The last data flow of significance has to do with the reading and writing of IPRs. The Dbus IPRs 
and the NDAL IPRs are read and written directly from the data datapath. 

The address flows may be understood by examining Figure 13-13. Address bits <31:3> are used 
for memory space reads and writes, which always address a quadword boundary. Address bits 
<31:0> are used for I/O space reads and writes, which may address individual bytes. 

Read addresses arrive through the IREADJLATCH and the DREAD_LATCH, and write addresses 
arrive via the WRITE_QUEUE. Each address is driven across C_ADC%ABUS_H<3iKh> to the tag 
RAMs, where it is looked up so that hit may be calculated. The index portion of the address is 
also driven to the data RAMs in case of a hit. 

If a read or a write results in a hit, the data is sent back to the Mbox via the CM_OUT_LATCH. 
The requested quadword is always sent first on a Bcache hit. Bits <4:3> are driven onto 
C%MBOX_FILL_QW_H<4^> to enable the Mbox to distinguish between quadwords within a 
hexaword. The most significant bits are not driven for fill data, as the Mbox knows from its 
miss latches and the fill command (D_CF or I_CF) which hexaword address the data corresponds 
to. 

If the read or write does not result in a Bcache hit, the miss address is loaded into the FILL_CAM, 
which holds addresses of outstanding read and write misses; the address is also driven to the 
BIU, where it enters the N ON_ W R1TEB ACK_QUEUE to be driven onto the NDAL. When the 
fill data returns, the value of the NDAL signal P%ID_H<0> is used to locate the correct one of 
the two addresses in the FILL_CAM so that the data RAMs and the tag RAMs may be written. 
The address is driven out of the FILL_CAM to index the tag and data RAMs. 
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Another address-type operation occurs when a cache coherency transaction appears on the NDAL. 
In this case, the address comes in through the NDAL_IN_QUEUE and is driven from the BIU 
to the CBOX proper through the CB OX_BIU_INTERFACE . The address is looked up in the tag 
RAMs, and if it hits, the address is sent through the CM_OUT_LATCH to the Mbox for a Pcache 
invalidate. If necessary, the VALID and/or OWNED bit is cleared for the Bcache entry. Only 
address bits <31:5> are used for invalidates, as the invalidate is always to a hexaword. 

If a writeback is required, the index is driven to the data RAMs so the data can be read out. The 
address is then driven to the WRITEBACK_QUEUE for the writeback; it is followed shortly by 
the writeback data on the data busses. 

When Abus IPRs are read or written, the address busses and the data busses come into 
play. When an Abus IPR is read, the data is driven onto C_ADC%ABUS_H<3 in> and then to 
C_ADC%BIU_AI>DR_OUT_H<3 1 : 0 >. The BIU uses the Abus/Dbus XFER block to transfer the data to 
C_BUS%BIU_DATA w H<63n> ; it then goes to C_BUS9'cDBUS_H<63K>> and back to the Mbox through the 
CM_OUT_LATCH. 

When an Abus IPR is written, the data is driven from the Mbox through the WEITE_QUEUE, 
to C_BUS‘7cDBUS_H<63K)>, and to C_BUS%BIU_DATA w H<63.*o> . The Abus/Dbus XFER block transfers 
the data to C_ADC^Bru_ADDR_OUT_H<3 1 *>> , and it is then driven to C_ADC%ABUS_H<31H)> so that 
it can be written into the register. 

The byte mask is received from the Mbox for writes and I/O space reads. It is passed through the 
Cbox and onto the NDAL for writes when the cache is off or in ETM, and it is passed through to 
the NDAL for all I/O space transactions. 


13-20 The Cbox 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Figure 13-12: Cbox block diagram with DATAJBUS 


C%S6 DP H<7:0> 


B % S 6 DATA H<63:0> 
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Rgure 13-13: Cbox block diagram with ADDR ESS_B US 


C%CBOX_ADDR_H<31 :5>, 

C%MBOX_FILL_OW_H<4:3> M%S6_PA_H<31 :3>, M%C_S6_PA_H<2:0> 
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1 3.4.1 Mbox Interface 

All NVAX CPU chip transactions for the Cbox arrive through the Cbox-Mbox interface. Reads 
come from the Mbox to the Cbox through the read latches. Writes arrive through the 
WRITE_PACKER and the WRITE_QUEUE . All fills returning from the Cbox to the Mbox go 
through the CM_OUT_LATCH. 

A block diagram of the Mbox interface is shown in Figure 13—14. 

Figure 13-14: Mbox Interface 


B%S6_DATA_H<63:0> 



When the Mbox has a command for the Cbox, the command appears on M%S6_CMD_H<4K)> . 
M%CBOX_REF_ENABLE_L is asserted for all reads, IPR_RDs, and IPR_WRs. It is not asserted 
for writes since the Cbox accepts all writes from the Mbox. The Cbox loads the address from 
M%S6_PA,_H<3l^> and M%C_S6_PAJH<2:0> into either the IREAD_LATCH, the DREAD_LATCH, or 
the WRITE_PACKER. If the command is a write, the Cbox loads the data from B%S6_DAIAJH and 
the byte enable from M%S6_BYTE_MASKJ3 into the WRITE_PACKER. 

Table 13-11 shows the commands which pass between the Mbox and the Cbox. 
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Table 13-11: Mbox-Cbox Commands 


Command 

Description 

Cbox datapath element involved 

Mbox to Cbox commands driven on M%86_caaD_H<4io> 

IREAD 1 

Instruction stream read 

IREADJLATCH 

DREAD 1 

Data stream read 

DREAD_LATCH 

DREAD_MODIFY 1 

Data stream read with modify 
intent 

DREAD JLATCH 

DREAD.LOCK 1 

Interlocked data stream read 

DREAD.LATCH 

WRITE.UNLOCK 

Write which releases lock 

WRITE.PACKER, WRITE_QUEUE 

WRITE 

Normal write 

WRITE.PACKER, WRITE.QUEUE 

IPR.RD 1 

Read of an internal or 
external processor register 

DREAD.LATCH 

IPR.WR 1 

Write of an internal or 
external processor register 

WRITE.PACKER, WRITE.QUEUE 

Cbox to Mbox commands driven on c*cbox_cmd_h<«>> 

D_CF 

Data stream cache fill 

CM_OUT_LATCH 

I_CF 

Instruction stream cache fill 

CM_OUT_LATCH 

INVAL 

Hexaword invalidate 

CM.OUT.LATCH 

NOP 

No operation. 



1 Qualified by m<s>cbox w hef_enable_l. 
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13.4.1.1 Mbox to Cbox Transactions 

The Mbox commands and accompanying control and data signals are shown in Table 13—12. 
M%CBOX_EEF_ENABLE_L and M%CBOX_LATE_EN_H are used to enable certain transactions coming 
to the Cbox; M%CBOSLLATE_EN_H is only used for transactions which may hit in the Pcache. From 
the table, is may be seen that the assertion of M%CBOX_REF_ENABLE_L is not necessary for writes 
and write unlocks; and that M%CBOX_LATE_ElN_H is only used for DREADs, IREADs, and HEAD 
MODIFYs. M%S6_BYTE_MASK W H<7K)> is valid for all transactions, although B%S6_DA3!A W H<63K)> is 
not valid for read transactions. 

Table 13-12: Mbox to Cbox Command Matrix 

Mbox-driven Signal or Bus 

M%S€_CMD_H<4iO> M%CBOX_RKT_KNABUE_L M<*S6_PA b H<31i3> M%S6_BYTE_MASK_H<7«> 




M c SCBOX_LATE_EN_H 

M*C_S6_PA_H<2jO> 


B%S6JDATAJS«83«0> 

DREAD 

valid 1 

valid 

valid 

valid 

X 2 

READ 

MODIFY 

valid 

valid 

valid 

valid 

X 

IREAD 

valid 

valid 

valid 

valid 

X 

READ 

LOCK 

valid 

0 s 

valid 

valid 

X 

IPR READ 

valid 

0 

valid 

valid 

X 

IPR 

WRITE 

valid 

0 

valid 

valid 

valid 

WRITE 

X 

X 

valid 

valid 

valid 

WRITE 

UNLOCK 

X 

X 

valid 

valid 

valid 

OTHER 

X 

X 

X 

X 

X 


1 "valid" denotes that the signal is either asserted or deasserted by the Mbox, and the Cbox interprets it appropriately. 
2 ”X" denotes that the Mbox may drive any value to the Cbox, and the Cbox does not care what value is driven. 

3 "0" denotes that the Mbox never asserts the signal in this case. 


1 3.4.1 .1 .1 The IREADJLATCH and the DREAD_LATCH 

When the Mbox has a read command for the Cbox, the Cbox loads the address from from 
M%S6JP4_H<31:3> and M%C_S6_PA W H<2K>> into either the IREAD_LATCH or the DREADJLATCH, 
depending on the command. Only IREADs are loaded into the IREADJLATCH. The 
DREADJLATCH is used for DREAD, DREAD.MODIFY, DREAD JLOCK, and IPRJtEAD. 

The Mbox only has one outstanding IREAD and one outstanding DREAD at a time, so no 
backpressure for the latches is needed. When the DREADJLATCH is valid, the Mbox does 
not start the next DREAD- type transaction until all fill data from the previous command is 
returned to the Mbox. When the IREADJLATCH is valid, the Mbox does not start the next 
IREAD transaction until either the IREAD has been aborted or all fill data from the IREAD is 
returned to the Mbox. 
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The Cbox services a read hit from the read latch; a read miss is transferred to the FILL_CAM 
where it awaits the arrival of data from memory. Table 13-13 and Table 13—14 show the fields 
which are contained in the two read latches. 


Table 13-13: IREAD LATCH Fields 


Field 

Purpose 

ADDRESS<31:0> 

Physical address of the read request. 

CMD<4:0> 

Specific command being done (IREAD). 

Table 13—14: DREAD, 

LATCH Reids 

Field 

Purpose 

CMD<4:0> 

Specific command being done (DREAD, DREAD.MODIFY, DREAD.LOCK, 
IPR.READ). 

ADDRESS<31:0> 

Physical address of the read request. 


When the Mbox asserts M t £ABORT_CBOX_IRD_H, the Cbox clears the IREAD_LATCH entry if the 
reference has not yet started. If the CBOX is in the middle of the tag store lookup or in the middle 
of a hit sequence and returning the Iread fill data, it aborts the lookup or the data sequence. If a 
miss has already been initiated, the CBOX continues with the fills to the backup cache but does 
not send any data to the Mbox. 

1 3.4.1 .1 .2 WRITE__PACKER and WRITE_QUEUE 

Writes from the Mbox go through the WRITE.PACKER and into the WRITE_QUEUE. The 
WRITE_PACKER holds one quadword of data; the WRITE_QUEUE consists of 8 entries, each 
of which contains a quadword of data. The purpose of the WRITE.PACKER is to accumulate 
memory-space writes to the same quadword which arrive sequentially, so that only one write has 
to be done into the cache. Performance modelling shows that this can reduce by 70% the number 
of writes done to the backup cache. 

Only normal WRITE commands to the same quadword are packed together. Other writes 
pass immediately from the WRITE.PACKER into the WRITE_QUEUE. The WRITE_PACKER 
is flushed at the following times: 

• When a memory-space WRITE to a different quadword arrives. The new quadword then 
remains in the write packer until a write packer flush condition is met. 

• When a WRITE JUNLOCK arrives. The WRITE.UNLOCK is then passed immediately from 
the WRITE JPACKER to the WRITE_QUEUE. 

• When an I/O space write arrives. The I/O space write is then passed immediately firom the 
WRITE_PACKER to the WRITE_QUEUE . 

• "When an IPRJWRITE arrives. The IPR_WRITE is then passed immediately from the 
WRITE JPACKER to the WRITE. QUEUE. 

• If an IREAD or a DREAD arrives to the same hexaword as that of the entry in the 
WRITE JPACKER. 
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• Whenever any condition for flushing the write queue is met on the entry in the 
WRITE JPACKER. 

• If the DISABLE JPACK bit in the CCTL IPR is set. In this case, every write passes directly 
through the WRITE_PACKER without delay. 

THREE-CYCLE LATENCY THROUGH THE WRITE_QUEUE 

If the WRITE_QUEUE and the WRITE_PACKER are empty, the latency of any write 
through them is 3 cycles. The implication of this is that if any reads which flush 
the WRITE_QUEUE are done alternately with writes, their execution will be greatly 
slowed. This applies to IPR reads and writes and may be an issue in testing the chip. 

Table 13-15 describes the fields in the WRITE_QUEUE . 


Table 13-15: WRITE QUEUE Fields 


Field 

Purpose 

VALID 

Indicates that the entry contains valid information. 

DWR.CONFLICT 

Indicates that this write conflicts with a DREAD, giving the WRITE_QUEUE 
priority’. Check is done using hexaword address. 

IWR.CONFLICT 

Indicates that this write conflicts with an IREAD, giving the WRITE_QUEUE 
priority’. Check is done using hexaword address. 

CMD<4:0> 

Specific command being done. 

ADDRESS<31:0> 

Physical address of the write. 

B YTE_EN<7 :0> 

Byte enable for the write. 

DATA<63:0> 

Data to be written. 


When a quadword of data is moved into the WR1TE_QUEUE, it is serviced by the Cbox arbiter 
as the lowest-priority task, unless special conditions exist. 

Servicing writes separately from reads allows reads to take higher priority and gets read data 
back to the CPU faster. However, a read which follows a write to the same hexaword must 
not be allowed to complete before the write completes. To prevent this there are conflict bits, 
DWR_CONFLICT<8:0> and IWR_CONFLICT<8:0>, implemented in the WRITE_QUEUE and 
WRITE JPACKER, one for each entry. The conflict bits ensure correct ordering between writes 
and a DREAD or an IREAD to the same hexaword. 

When a DREAD arrives, the hexaword address is checked against all entries in the 
WRITE_QUEUE and WRITE JPACKER. Any entry with a matching hexaword address has 
its corresponding D WR_CONFLI CT bit set. The DWR_CONFLICT bit is also set if the 
WRITE_QUEUE entry is an IPR_ WRITE, a WRITE JLJNLO CK, or an I/O space write. If any 
D WR_CONFLI CT bit is set, the WRITE_QUEUE takes priority over DREADs, allowing the writes 
up to the point of the conflicting write to complete first. 

When an IREAD arrives, the hexaword address is checked against all entries in the 
WRITE_QUEUE and WRITE_PACKER. Any entry with a matching hexaword address has 
its corresponding IWR_CONFLICT bit set. The IWR_CONFLICT bit is also set if the 
WRITE_QUEUE entry is an IPR_ WRITE, a WRITEJJNLOCK, or an I/O space write. If any 
IWR_CONFLICT bit is set, the WRITE_QUEUE takes priority over IREADs, allowing the writes 
up to the point of the conflicting write to complete first. 
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As each write is done, the conflict bits and valid bit of the entry are cleared. When the last write 
which conflicts with a DREAD finishes, there are no more DWR_CONFLICT bits set, and the 
DREAD takes priority again, even if other writes arrived after the DREAD. In this way a DREAD 
which conflicts with previous writes is not done until those writes are done, but once those writes 
are done, the DREAD proceeds. 

The analogous statement is true for an IREAD which has a conflict. If IWR_CONFLICT is set and 
the IREAD is aborted before the conflicting write queue entry is processed, the WRITE_QUEUE 
continues to take precedence over the IREAD_LATCH until the conflicting entry is retired. 

If both a DREAD and an IREAD have a conflict in the WRITE_QUEUE , writes take priority until 
one of the reads no longer has a conflict. If the DREAD no longer has a conflict, the DREAD is 
then done. Then the WRITE_QUEUE continues to have priority over the IREAD JLATCH since 
the IREAD has a conflict, and when the conflicting writes are done, the IREAD may proceed. If 
another DREAD arrives in the meantime, it may be allowed to bypass both the writes and the 
IREAD if it has no conflicts. 

This mechanism is used for other cases to enforce read/write ordering. Cases where the 
WRITE_QUEUE (and the WRITE JPACKER) must be flushed before proceeding are listed below: 

1. DREAD.LOCK and WRITE JJNLOCK. 

2. All IPRJREADs and IPRJWRITEs (includes Clear Write Buffer). 

3. All I/O space reads and I/O space writes. 

4. Dread or Iread conflict with a write (checked to hexaword granularity, on address bits <3 1:5>). 

When a DREAD JLOCK arrives from the MB OX, DWR_CONFLICT bits for all valid writes in the 
WRITE_QUEUE and WRITE_PACKER are set so that all writes preceding the DREAD_LOCK 
are done before the DREAD JLOCK is done. 

When any IPR_READ arrives, all DWR_CONFLICT bits for valid entries in the WRITE_QUEUE 
and WRITE JPACKER are set, forcing the writes to complete before the IPRJEtEAD completes. 
This ensures that IPR reads and writes are executed in order. 

When any D- stream I/O space read arrives, all DWR_CONFLI CT bits for valid entries in the 
WRITE_QUEUE and WRITE_PACKER are set, so that previous writes complete first. 

When any I-stream I/O space read arrives, all IWR_CONFLICT bits for valid entries in the 
WRITE_QUEUE and WRITE_PACKER are set, so that previous writes complete first. 

Note that when a WRITE JDNLOCK arrives, the WRITE_QUEUE is always empty as it was 
previously flushed before the READ_LOCK was serviced. 

When a new entry for the DREAD JLATCH arrives, it is checked for conflicts with the 
WRITE_QUEUE. At this time the DWR.CONFLICT bit is set on any WRITE.QUEUE entry 
which is an I/O space write, an IPR_WRITE, or a WRITE JJNLOCK. Similarly, when a new 
entry for the IREAD JLATCH arrives, it is checked for conflicts with the WRITE_QUEUE . At this 
time the IWR.CONFLICT bit is set on any WRITE_QUEUE entiy which is an I/O space write, 
an IPR_ WRITE, or a WRITE_UNLOCK 

Thus, all transactions from the Mbox except memory space reads and writes unconditionally 
force the flushing of the WRITE_QUEUE . Memory space reads cause a flush if they conflict with 
a previous write. 

If the WRITE_QUEUE fills up, the Cbox asserts C%WR_BUF_BACK_PRES_H . The Mbox then stops 
sending more writes to the Cbox until C%WE_BUF_BACELPRES_H is deasserted. 
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13.4.1.2 Cbox to Mbox Transactions 

The Cbox sends fills and invalidates to the Mbox. The signals which the Cbox drives in doing 
this are shown in Table 13—16. 


Table 13-16: Cbox to Mbox interface signals 

Field Purpose 


c%c»ox_caaD_H<i«o> 

C%CBOX_ADDR_H<31s5> 

CSeBEQJOQWJH 


C'SLAS T_FILL_H 
OSCBOX w HABD_ERR_H 


CflrCBOX_ECC_ERR_H 


C^MB03LFHX_QW_B<4i3> 

B«3>S6_IlA3A_H<6SO> 

C^S6_DP_H<7iO> 


Specific command being done: either D_CF, I_CF, INVAL, or NOP. 

Hexaword address for invalidate sent to Mbox 

Indicates that the quadword of fill data being returned was the requested 
quadword of data: the quadword to which the original address corresponded. 
It is also asserted if c%cbox w hard_err_h is asserted and the requested quadword 
has not yet been returned; the Mbox then notifies the Ibox and/or Ebox that 
the requested data has been returned so that the machine does not hang. 

Indicates that this is the last data being sent for the read request. 

Indicates that an unrecoverable error is associated with the data. This bit only 
qualifies fills, not invalidates. When o*cbox w habd_err_h is asserted, the Cbox 
also asserts c < *iast_fill_h as no more fills follow. c*cbox_hard_err_h may be 
asserted as the result of an uncorrectable error in the Bcache or as the result 
of RDE on the NDAL. 

Indicates that a correctable backup cache ECC error is associated with the 
current fill data and the data should be ignored. Valid for fills only, not 
invalidates. Corrected data will follow. 

Address bits to indicate to which quadword within the hexaword the current 
fill data belongs. 

Bus used to receive data from the Mbox and to send fill data to the Mbox. 
Byte data parity for b«s6_daxa w h«8%o>. 


Table 13-17 shows what signals are driven and valid for every Cbox-to-Mbox transaction. 

If an error in the backup cache or on the NDAL happens while fill data is being retrieved, the 
Cbox notifies the Mbox using C%CBO^_HARD_EER_H or C%CBOX_ECC_ERR_H. Table 13—18 shows 
how both normal cases and error cases are handled by the Mbox. 
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Table 13-17: Cbox to Mbox Command Matrix 


C%CBOX w CMD_H<liO> 

Cbox-driven Signal 


or Bus 

NOP (00) 

INVAL (01) 

I_CF (10) 

D_CF (11) 

C%CBOX w Al>DK.H<31i6> 

X 1 

valid 2 

X 

X 

C%REQ_DQW_H 

0 s 

0 

valid 4 

valid 

C%LAST_FHX._E 

0 

0 

valid 

valid 

CScCBOX w HAHD_ERR_B 

0 

0 

valid 

valid 

C%CBOX_ECC_KRR_H 

X 

X 

valid 

valid 

CW«BOXjraX_QW_H<4i3* 

X 

X 

valid 

valid 

B%S6_DAI*JH«83iO» 

not driven 

not driven 

driven 

driven 

C%S6_DP_H<7«0> 

not driven 

not driven 

driven 

driven 


1 ’X' denotes that the Cbox may drive any value to the Mbox, and the Mbox does not care what value is driven. 

2 ’ valid” denotes that the signal is either asserted or deasserted by the Cbox, and the Mbox interprets it appropriately. 
3 "0” denotes that the Cbox never asserts the signal in this case. 

4 The Mbox ignores the value driven by the Cbox in this case. 


Table 13-18: Cbox to Mbox commands and resulting Mbox actions 

c*wCbox_cmd_h<i io> Qualifiers 1 Mbox Action 


NOP 

Qualifiers do not apply. 

I_CF or D_CF 

None asserted. 

I_CF or D_CF 

c%last_fill_h asserted 

I_CF or D_CF 

C^fcCBOX_HAKD_KKR ^H, 


C%LAST_Fnii_H 

I_CF or D_CF 

CTK30XJBCCJERHJB 

I_CF or D_CF 

c«CBOx.KocjEBXtjB and 


CVLABTjmJUM 

I_CF or D_CF 

C9bCBOX w KCC_KHB._H and 


C«CB(n.IUKDJSBJ 

INVAL 

Qualifiers do not apply. 


INVAL to outstanding fill Qualifiers do not apply. 


Take no action. 

Accept fill data for outstanding IREAD or DREAD; 
expect more. 

Accept fill data for outstanding IREAD or DREAD; 
expect no more. 

Perform invalidate, expect no more fills for this 
read. (c%last_fiujb is always asserted when 
c%CBOxjEWBD_KRit_H is asserted.) 

Ignore this fill data, expect fill later. 

Ignore this fill data, expect fill later. 

This case never happens, and is disallowed. 

Perform invalidate. 

Perform invalidate, expect fill data. Do not 
validate the data in the Pcache when it returns. 


1 Qualifiers covered in this table are: CftCBQXjBUUmjOKBjE, c%LAST_FILLja, and c*cbok w bcc.XRBJH. 
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13.4.1.2.1 CM_0 UTJJVTCH 

The CM_OUT_LATCH holds fill data and invalidate addresses which are destined for the Mbox. 
The Mbox never backpressures the Cbox (it can always receive a command from the Cbox) so a 
queue is not needed. The latch has an address portion and a data portion. The fields are shown 
in Table 13—19. 


Table 13-19: CM OUT LATCH Reids 


Field 

Purpose 

CMD<1:0> 

ADDR<31:5> 

FILL_QW<4:3> 

DATA<63:0> 

Specific command being done. 

Physical address of the invalidate. This field is not used for fills. 
Quadword alignment of the fill. This field is not used for invalidates. 
Fill data. 


The CM_OUT_LATCH is loaded with an invalidate when the backup cache deallocates a valid 
block or when it performs an invalidate due to a cache coherency transaction on the NDAL. The 
CM_OUT_LATCH is loaded with cache fill data when the NDAL returns fill data which was 
requested by the Mbox or when a read request hits in the backup cache. Cbox control ensures 
that both events never happen in the same cycle. 

The command from the CM_OUT_LATCH is driven on C%CBOX_CMD_H<l: 0 >. If the command is an 
invalidate, the address is driven on C%CBOX_ADDR_H<3i :5>, and no data is driven to the Mbox. If 
the command is a fill, the quadword alignment is driven on C9' c MBOX_FELL_QW_H<4^> . (The Mbox 
has the hexaword address during these cycles.) Fill data is piped through the FILL__DATA_PIPEs 
and driven on B%S6_DATA_H<63K)>. The Cbox calculates byte parity on the fill data and drives it 
on C%S6_DP_H<7sO>. 

If an IREAD is in progress in the Cbox and the MBOX asserts M%ABORT_CBOX_IRD_H, the Cbox 
prevents any further command, address, or data for that Iread from being driven to the Mbox, 
as described in Section 13.4.1.2.3. 
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13.4.1.2.2 FILL_DATA_PIPE1 and FILL_DATA_PIPE2 

The FILL_DATA_PIPEs are used to pipeline the fill data for two cycles so that the Cbox drives 
B%S6JDAXAJH<63:0> coincidentally with the write-enable of the Pcache. If there is a free cycle on 
B%S6_DATAJB<63:0>, the Cbox may bypass the fill data from the FILL_DATA_PIPE 1 (to achieve a 
one-cycle bypass). This allows the Mbox to return data to the Ibox or the Ebox one cycle early. 
The cache fill to the Pcache is done in the normal cycle, driven from FILL_DATA_PIPE2, even if 
Ebox or Ibox data was bypassed in an earlier cycle. The timing relationships for one cache fill 
are shown in Figure 13—15. 

Figure 13-15: b%S6_data_h<€3.-o> bypass tinning 


©ne-cyole diets bypass date written to Pcache 
cycle 1 I cycle 2 \ cycle 3 I cycle 4 I 

— + ! r | ++-T-T+ | -+—*■+ j — k ! — r I — j I -r-fc-i— - j -.^-r-r | t***- | -+ | +++-r+ | | +->■+++ | 


I ! ! ! 

i I I B%S6_DAIA l _E valid 

I ! (for Pcache fill) 

i B^eS6_DArA_H<63K)> valid (to J3_3US) 

i M^cCBOX^BYPASS_ENABLE_H 

CVoCBOX CMD_E 
C9cMBOX_FILL_QW_H<4:3> 


In this example, a fill is just arriving in cycle 1, so the Cbox drives C<7cCB OX_CMD_H and 
C9cMBOX_FILL_QW_H<4:3> . 

The Mbox drives M%CBOX_BYPASS_ENABLE_E to the Cbox in cycle 2 to indicate that B < 7cS6_DATAJB 
is free during the current cycle. This causes the Cbox to bypass data from FILL_DATA_PIPE1 
to B%S6_DAIA,_H to achieve a one- cycle bypass. 

In cycle 3 the Cbox drives the data from FILL_DATA_PIPE2 to the Pcache for the write. It does 
this even though the bypass was done previously, because the Pcache is always written in the 
third cycle after C%CBOX_CMD_E is driven with the fill command. 

The rules for the Cbox driving data on B%S6_DAIA,_H are as follows: 

1. IF FILL_DATA_PIPE2 contains valid data, drive B%S6_DA!IA_H from FILL_DATA_PIPE2 

2. ELSE IF M%CBOX_BYPASS_ENABLE_E is asserted and FILL_D ATA_PIPE 1 contains valid data, 
drive from FILL_DATA V _PIPE 1 to achieve a one- cycle bypass. 

The Mbox keeps enough state to know what the Cbox will be bypassing in any given cycle. 

When the Cbox drives B%S6_DAIA^H, it also generates byte parity and drives C%S6_DP_H with the 
same timing. 
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The fields of the FILL_DATA_PIPEs are shown in Table 13—20. 


Table 13-20: 

Reids Of FILL_DATA_PIPE1 and FILL_DATA_PIPE2 

Field 

Purpose 

IREAD 

DATA<63:0> 

Indicates that fill data is for an IREAD. 
Fill data. 


The IREAD field is necessary in case of an IREAD abort, as described in Section 13.4.1.2.3. 
If M%ABORT_CBOXJQ£D_H is asserted and the data in either FILL_D ATA_PIPE 1 or 
FILL_DATA_PIPE2 is for an IREAD, that FILL_DATA_PIPE must be cleared so that data is 
not driven back to the Mbox. 
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13.4.1.2.3 IREAD Aborts 

The Mbox asserts the signal M%ABORT_CBOX_IRD_H to notify the Cbox to abort any IREAD which 
it is currently processing. This may happen because of a branch mispredict where the Istream 
has been prefetching from one branch and has to change over to the other. The Mbox then aborts 
all outstanding IREADs so that a new IREAD can begin. 

When the Cbox receives the abort signal, the read in question may be anywhere in the Cbox read 
sequence. The exact action taken depends on where the read is, as shown in Table 13—21. 


Table 13-21: Cbox Action Upon Receiving m%abort_cbox_ird_h 
State of the IREAD Action Taken by the Cbox 


No IREAD outstanding 

IREAD.LATCH valid 
but not started 

IREAD.LATCH 
valid and hit calculation 
in progress 

IREAD.LATCH valid 
and read hit in progress 

IREAD valid in 

FILL.CAM 

IREAD fill data 

in CM_OUT_LATCH or 
FILL.DATA.PEPEs 


No action taken. 

Clear the IREAD.LATCH so the request will not be started. 

Abort the hit calculation immediately. This frees the tag store and data RAMs 
for another request. 

Abort the data RAM sequence immediately. The tag store and data RAMs are 
freed up for another request. 

Clear the TO.MBOX bit in the FILL.CAM entry. When the fill data returns 
from memory, validate it in the backup cache but don’t send the data to the 
Mbox. 

Clear the entry containing IREAD data so that the data is not returned to the 
Mbox. 


Figure 13—16 shows an example of timing for the Cbox abort response. In cycle 1, 
M%ABORT_CBOX_IRD_H is asserted during phase 2. The Cbox is ready to drive the I.CF command 
and B%S6_DATA_H during phase 4. The assertion of M%ABORT_CBOX.IED_H prevents both of those 
actions. 

The next IREAD may appear two cycles after the abort. 

Figure 13-16: m%abort_cbox_ird_h Timing 
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| +++++ 1 +++++ 1 +++++ 1 +++++ 1 +++++ 1 +++++ 1 +++++ 1 +++++ | +++++ | +++++ 1 +++++ 1 +++++ 1 
I I I I 


I I | Mbox may send next IREAD 

l I B%S6_DAIA_H for I CF not driven due to abort 
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M%ABORT_CBOXJRD_H 
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13.4.2 ECC Datapaths 1 

The backup cache tag store and data store are both protected by error-detect-and-correct codes 
(ECC). ECC was chosen for its capability to correct errors because the cache is writeback and 
may contain the only copy of data in the system. 

The codes employed detect and/or correct the following errors: 

1. Detect and correct single-bit errors. 

2. Detect double-bit errors. 

3. Detect three and four bit failures if within one nibble. 

4. Detect some addressing failures. 

5. Detect all-zero’s failure on all protected bits. 

6. Detect all-one’s failure on all protected bits. 

In general, ECC works as follows: Some number of check bits are generated. Each check bit is 
parity calculated over some subset of the data bits to be protected. The data bits and the check 
bits together are known as a code word. 

When data is written, the check bits are calculated and stored with the data; when data is read 
the check bits are regenerated and compared against the stored check bits. The result of the 
comparison is called the syndrome; if it is all zeros there is no error. The syndrome is passed 
through the syndrome decoder, which decodes one of N states. Each of the N states corresponds 
to one of the data or check bits being protected by ECC. 

If the syndrome does not decode successfully, the error is recognized as uncorrectable. If it does 
decode successfully, the output of the decoder indicates which bit is in error and that bit is inverted 
to achieve the data correction. 

13.4.2.1 Backup Cache Tag Store ECC 

Figure 13-17 shows a block diagram of the ECC datapath for tag store ECC. 
P%TS_TAG_H<3 1 : 1 7> , P%TS_OWNED_H, and P%TS_VALED_H are protected directly by 
ECC. 

When the tag store is written, the generated check bits are written into the RAMs with the tag, 
valid and owned bits. When the tag store is read, the check bits are regenerated on the stored 
tag, valid and owned bits and compared with the stored check bits. The result of the comparison 
is the syndrome, which decodes to tell the hardware which bit is in error. 


1 see Steve EUdud’s memo of 31 January 1989, ECC Codes for NVAX Bcache, for more detail about the codes chosen. 
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Figure 13-17: Tag Store ECC Block Diagram 


NOTE: EACH PARITY TREE HAS DIFFERENT SUBSETS OF DATA LINES AS INPUTS; 
EACH PARITY TREE PRODUCES ONE CHECK BIT. 

TAG<31 :17>, VALID, OWN ED, ADDRESS_P ARITY 



A failure in addressing the RAMs is covered indirectly in the following way: When an 
entry is written into the tag store, even parity is generated on the on-chip version of 
P%TS_INDEX_H<20^>. This is the address parity bit. (Those bits of P%TS_INDEX_H<20:17> 
which are not required to address the RAMs, based on cache sizeselection, are zero’d during 
parity generation.) The address parity bit, P%TS_TAG_H<20:5>, P%TS_OWNED_H, and 
P%TS_VALID_H are all used in generating the check bits to be stored. The address parity 
bit itself is not actually stored. Ca /-J 2 f ■ "~ 7 

When an entry is read from the tag store, parity on P%TS_INDEX_H<20^> is recalculated and 
used in the regeneration of the check bits, which are then compared with the stored check bits. 
If there was an addressing failure in either reading or writing the RAMs, and the regenerated 
check bits do not match the stored check bits, the output of the syndrome decoder indicates that 
the address bit is in error. Addressing failures are only detected if the failure was such that 
incorrect parity is produced from the address. 
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The ECC datapath makes a "predictive" ECC possible which is used in the hit calculation. While 
the tag RAMs are being accessed, the six predictive ECC check bits are calculated on the expected 
tag, valid, and owned bits. This predictive ECC is then compared with the actual ECC check bits 
read from the TAG RAMs during the hit calculation. In this way, an ECC error prevents a cache 
hit, so that a hit is never detected and then rescinded due to an error. 


The code used for tag ECC is shown in Figure 13-18. The check bit which is marked with a "1" in 
each row is generated by a parity tree whose inputs are the Tag, Valid, Owned, and AP (address 
parity) bits which are marked with a "1" in that row. 


Figure 13-18: Tag Store Error Correcting Code Matrix 
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Sn - (generated Cn) XOR (stored Cn) 


In a tag store read operation, a non-zero syndrome indicates an error. If the syndrome generated 
matches one of the columns in the matrix, the error is correctable and the matching column 
indicates the bit to be corrected. For example, if syndrome<5:0> equals OlllOO(BIN), then tag bit 
<31> must be inverted to correct the problem. Any syndrome value which is non-zero and does 
not match a column in the matrix indicates an uncorrectable error. 

This code has the property that if any three or four bits in one nibble are in error, the syndrome 
produced will not match any matrix column. This means that an uncorrectable error will be 
flagged for a single 4-bit-wide RAM failure. It does not necessarily protect against single RAM 
failures if 8-bit-wide RAMs are used. 


NOTE 

Nibble protection only works if the bits in each nibble shown in the matrix are 
physically stored in the same RAM chip. The board designer must ensure that this is 
the case. 


DIGITAL CONFIDENTIAL 


TheCbox 13-37 



NYAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Odd parity is used for check bits 1 and 4 to protect against the all-zeros failure mode. Otherwise, 
all-zeros would be a valid code word. The choice of odd and even parity bits prevents all-ones 
from being a valid code word as well. 

13.4.2.2 Backup Cache Data Store ECC 

Figure 13-19 shows a block diagram of the ECC datapath for data ram ECC. 
P%DR_DATA_H<63:0> are protected directly by ECC. Address failure is covered indirectly in 
the same manner as it is covered on the tag store. When data is written into the data RAMs, 
parity is generated on the on-chip version of P%DR_INDEX_H<20:3> and used as an additional 
data bit in generating the check bits to be stored. The address parity bit is not actually stored. 
I When an entry is read from the data RAMs, parity on P%DR_INDJEX_H<20^> is recalculated 

I and used in the regeneration of the check bits, which are then compared (XOR’d)with the stored 

check bits to produce the syndrome for the transaction. (If a cache size is selected which does not 
use some or all of P%DR_INDEX_H<20:17>, those bits are zero’ed during the parity calculation.) 
In many cases an address failure is detected because the check bits will not match and an error 
is flagged. 

The syndrome is used to calculate whether there was an error, and if so, and it was a correctable 
error, the syndrome tells which bit needs to be corrected. 

The code used for data ECC is shown in Figure 13—20. The check bit (C) which is marked with 
a "1" in each row is generated by a parity tree whose inputs are the data bits marked with a "1” 
in that row. 

I As in tag store ECC, any syndrome value which is non-zero and does not match a column in 

the table indicates an uncorrectable error. A correctable error is indicated when the syndrome 
matches a column in the table. For example, data bit <44> must be inverted to correct the error 
if syndrome<7:0> equals lOOOOOll(BIN). 

This code has the property that if any three or four bits in one nibble are in error, the syndrome 
produced will not match any matrix column. This means that an uncorrectable error will be 
flagged for a single 4-bit-wide RAM failure. 


NOTE 

Nibble protection only works if the bits in each 4-bit nibble shown in the matrix are 
physically stored in the same RAM chip. The board designer must ensure that this is 
the case. If x8 RAMs are used, the failure of an entire RAM chip is not protected by 
the code. 

Odd parity is used in check bits 3 and 7 to prevent all-ones and all-zeros from being valid code 
words. 
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Figure 13-19: Data RAM ECC Block Diagram 
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Figure 13-20: Backup Cache Data Store Error Correcting Code Matrix 
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AP is not stored in the RAMs. 


Even parity - CO, Cl, C2, C4, C5, C6 

Odd parity - C3, C7 

Sn - (generated Cn) XOR (stored Cn) 
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13.4.3 The BIU 

The BIU contains the NDAL pads, the NDAL_IN_QUEUE , the WRITEBACK.QUEUE, the 
NON_WRITEBACK_QUEUE, the BIU IPRs, and timeout counters for outstanding reads. The 
pads are run on the NDAL clocks, while the rest of the BIU is run on the NVAX internal clocks. 

The BIU IPRs are described in Section 13.5; the rest of the BIU is described here. 

13.4.3.1 NDAL_IN_QUEUE 

The NDAL_IN_QUEUE receives fill data and cache coherency requests from the NDAL. It consists 
of 8 quadword entries for fill data and two entries for cache coherency addresses. Queue control 
ensures that each entry is processed in the order in which it was received, so that fills and 
coherency requests are always processed in order. 

The BIU also uses the NDAL_IN_QUEUE mechanisms to inform the FILL_CAM that a read 
transaction was not acknowledged or timed out before the fill data returned. 

The 8 fill data slots ensure that there is always room in the queue for CPU fill data being returned 
from memory. 

The two cache coherency slots are managed through the assertion of P%CPU_SUPPRESS_L. 
The BIU asserts P%CPU_SUPPRESS_L on the NDAL to prevent the cache coherency slots 
from overflowing. When one slot fills, the BIU must assert P%CPU_SUPPRESS_L immediately 
because the next NDAL cycle may be another cache coherency cycle, which would fill both queue 
slots. This means that two cache coherency commands may be received only if they are on 
back-to-back cycles; if only one is received, P%CPU_SUPPRESS_L is asserted until that one is 
handled by the Cbox. This should happen quickly since the NDAL_IN_QUEUE is serviced by the 
Cbox as the highest priority task. 

The BIU deasserts P%CPU_SUPPRESS_L when it is able to accept more cache coherency 
commands. Note that fill data may always return, whether or not P%CPU_SUPPRESS_L is 
asserted, as there is always room in the queue for fill data. 

The ND AL_IN_QUE UE is loaded with a valid entry to be processed by the Cbox (1) whenever 
there is a valid memory address cycle on the NDAL, where P%ID_H<2:1> is not equal to the 
NVAX ID, and which is accompanied by one of the following commands: IREAD, DREAD, OREAD, 
or WRITE (cache coherency cycles); (2) whenever there is a Read Data Return or Read Data Error 
cycle on the NDAL and P%ID_H<2:1> indicates that it belongs to the CPU; (3) when the BIU 
detects NACK for an outgoing read; (4) when a read transaction times out before data is returned. 

The fields of the two portions of the NDAL_IN_QUEUE are shown in Table 13—22. 
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Table 13-22: NDAL_IN_QUEUE Fields 

Field 

Purpose 

Fill entries 

VALID 

DATA<63:0> 

Indicates that the entry contains valid information. 
Pill data being returned. 

Cache coherency entries 

VALID 

ADDRESS<3 1 :5 > 

Indicates that the entry contains valid information. 
The address of the cache coherency request. 


When the BIU sends a transaction from the NDAL_IN_QUEUE to the Cbox proper, it is 
accompanied by one of the commands shown in Table 13-23. 


Table 1 3-23: BIU commands sent to Cbox proper 

Command name Meaning 


C_BIU%%NOP_CMD 

C_BIU%%FILL_0_CMD 

C_BIU%%FILL_1_CMD 

C_BIU%%RDE_0_CMD 

C_BIU%%RDE_1_CMD 

C_BIU%%NACK_0_CMD 

CJBIU%%NACK_1_CMD 

C_BIU%%TIMO_0_CMD 

C_BIU%%TIMO_l_CMD 

C_BIU%%INVAL_R_CMD 

C_BIU%%INVAL_0_CMD 


No operation. 

Pill for FILL.CAM entry 0. 

Pill for FILL_CAM entry 1. 

Read Data Error for FILL_CAM entry 0. 

Read Data Error for FILL_CAM entry 1. 

No NDAL acknowledgement received for read from FILL_CAM entry 0. 

No NDAL acknowledgement received for read from FILL_CAM entry 1. 

Read from FILL_CAM entry 0 has timed out. 

Read from FILL_CAM entry 1 has timed out. 

Cache coherency request resulting from a DREAD or an IREAD on the NDAL. 
Cache coherency request resulting from an OREAD or a WRITE on the NDAL. 


No address is returned for fills, as the NDAL P%ID_H<0> which is returned tells the Cbox which 
FILL_CAM entry was used for the read address. This information is encoded in the commands 
in Table 13-23. The Cbox uses the backup cache index from the FILL_CAM to write the correct 
locations in the tag store and data RAMs. 

There are four separate NDAL Read Data Return commands to allow the Cbox to identify the 
quadwords within the hexaword as they return. The lower two bits of the NDAL command 
are encoded to represent bits <4:3> of a quadword address. The BIU passes these bits to the 
CB OX_BIU_INTERFACE , which drives them onto C ^ADC%ABUS_H<4^> when the data is driven 
onto C_BUS%DBUS_H<63:0>. The information is then driven to the Bcache and to the Mbox. In this 
way the correct quadword cache entry is written in both caches. 
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1 3. 4. 3.2 NON_WRITEBACK_QUEUE 

All outgoing commands except disown writes pass through the NON_WRITEBACK_QUEUE . 
When the backup cache is on, the NON_WRITEBACK_QUEUE contains read misses, OREADs 
due to write misses, and I/O space reads and writes. When the backup cache is off, all transactions 
except quadword disown writes (which result from WRITE_UNLOCKs) go out through the 
NON_WRITEBACK_QUEUE. 

The NON_WRITEBACK_QUEUE has two entries. The fields of each entry in the queue are 
shown in Table 13—24. 


Table 13-24: NON WRITEBACK QUEUE Reids 


Field 

Purpose 

VALID 

Indicates that the entry contains valid information. 

CMD<3:0> 

Specific command being done. 

IDO 

Identification, driven onto P%ID_H<0>, for outgoing reads only. 

ADDRESS<3 1 :0> 

Address of the outgoing command. 

LENGTH<63 :62> 

Length of the outgoing command. 

BYTE_ENABLE<47 :40> 

Byte enable. 

DATA<63:0> 

Data, used if the outgoing command is a write. 


The format of the address field corresponds to that of an address cycle on the NDAL, which is 
described in Section 3. 3.4.1. 

Writes from this queue are always byte-enabled quadword writes whether to memory space or 
I/O space. 

The NON_WRITEBACK_QUEUE has a backpressure signal so that when it gets full, the Cbox 
stalls transactions from the Mbox until there is room in the queue to proceed. Fills and cache 
coherency transactions continue normally. 


1 3.4. 3.3 WRITEBACK_QUEUE 

The WRITEBACK_QUEUE holds addresses and data for write disowns to memory. It contains 
two entries, each consisting of address and data for either a hexaword or a quadword disown 
write. 

Table 13-25 shows the fields in the WRITEBACK.QUEUE. 


Table 13-25: WRITEBACK_QUEUE Fields 

Field Purpose 


VALID 
CMD<3:0> 
ADDRESS<63 :0> 
DATA0<63:0> 


Indicates that the entry contains valid information. 
Specific command being done. 

Address cycle for the writeback. 

First quadword of writeback data. 
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Table 13-25 (Cont.): 

WRITEBACK_QUEUE Fields 

Field 

Purpose 

DATA1<63:0> 

Second quadword of writeback data. 

DATA2<63:0> 

Third quadword of writeback data. 

DATA3<63:0> 

Fourth quadword of writeback data. 

BYTE_ENABLE<7 :0> 

Byte enable for quadword disown writes. 


The format of the address field corresponds to that of an address cycle on the NDAL, which is 
described in Section 3.3.4.I. 

When a disown write is done, the ADDRESS field is first loaded. CMD<3:0> is loaded with the 
WDISOWN command. Four quadwords of write data are loaded if the transaction is hexaword 
length; if the transaction is quadword length, one quadword of data is loaded. 

All writeback data is read from the data RAMs before the NDAL transaction is started, to simplify 
error handling. If a quadword of data is read out with an uncorrectable error, the command field 
sent with that data cycle is changed from WDATA to BADWDATA 

The WRITEBACK_QUEUE always takes priority over the NON_WRITEBACK_QUEUE in 
driving the NDAL. 

The WRITEBACK_QUEUE backpressures the Cbox control when it gets full, causing the 
following: 

1. All reads from the Mbox are prevented. 

2. All writes from the Mbox are prevented. 

3. All fills are prevented. 

4. All cache coherency lookups are prevented. 


13-44 The Cbox 


DIGITAL CONFIDENTIAL 






NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


13.4.3.4 Timeout counters 

The BIU has two timeout counters, one for each read request which may be outstanding. If all 
the fills for an outstanding read have not completed when the associated timeout counter expires, 
the BIU notifies the FILL_CAM of the error and it is handled as described in Chapter 3. 

The NVAX timeout counters are shown in Figure 13—21. The Ebox contains the Ebox base counter 
and the Ebox counter, which counts Ebox stall cycles. The Cbox contains two read counters which, 
in normal mode, are driven from the Ebox base counter. The Ebox counters are described in detail 
in Chapter 8. 

Three IPR bits control the operation of the timeout counters. When ECR<TIMEOUT_EXT>, 
ECR<S3_TIMEOUT_TEST>, and CCTL<TIMEOUT_TEST> are all cleared, the counters are 
in normal mode. When ECR<TIMEOUT_EXT> is set, an external timebase may be used to 
lengthen the timeout period; when CCTL<TIMEOUT_TEST> is set, the read timeout counters 
are placed in test mode, under which the read timeout values are shortened; and when 
ECR<S3_TIMEOUT_TEST> is set, the Ebox counter is put in test mode, under which the S3 
timeout value is shortened. 
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Figure 13-21: N VAX Timeout Counters 



In normal mode, the Cbox and the Ebox share the base counter, which is run from the internal 
NVAX clock. The 12-bit Ebox counter and the 8-bit Cbox read counters are clocked with the 
global signal, E%TEVIEOUT_ENAJBLE_H, which is generated from the 16-bit base counter. In 
normal mode, E%TIMEOUT_ENABLE_H is asserted for one NVAX internal cycle when the Ebox 
base counter overflows; if an external timebase is used (if ECR<TIMEOUT_EXT> is asserted), 
E%TTMEOUT_ENABLE_H is asserted for one cycle of the external timebase when the counter 
overflows. E%TIMEOUT_BASE_H is always asserted when the timeout counter is in normal mode; if 
ECR<TIMEOUT_EXT> is asserted, E%TIMEOUT_BASE_H is asserted for one NVAX internal cycle 
when the input clock transitions high. 

The timeout values for normal mode are shown in Table 13—26. 


1 3-46 The Cbox 


DIGITAL CONFIDENTIAL 





NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Table 13-26: NVAX Timeout Values In Normal Mode 

Timeout 


Cycle time 

Granularity 

Read timeout 1 

Ebox timeout 1 



10- ns 
NVAX 

655 microseconds 

167.117 (minimum) to 167.772 
(max) milliseconds 

2.6837 (minimum) 
(max) seconds 

to 

2.68345 

12- ns 
NVAX 

786 microseconds 

200.54 (minimum) to 201.327 
(max) milliseconds 

3.22044 (minimum) 
(max) seconds 

to 

3.22123 

14-n8 

NVAX 

917 microseconds 

233.964 (minimum) to 234.881 
(max) milliseconds 

3.75718 (minimum) 
(max) seconds 

to 

3.7581 


lr The timeout logic is in normal mode when ECR<TIMEOUTJEXT>, CCTL<TIMEOUT_TEST>, and 
ECR<S3_TIMEOUT_TEST> are all cleared. 


Each Cbox read counter is initialized to zero when it is not enabled with either 
C_BIU_NO€_5%BXI_TIMO_0_EN_H or C_BIU_NOC_5%BXI_TIMO_i_EN_H, and counts as long as the read 
is outstanding. If all the fills do not return within the timeout period, the counter overflows and 
C_Bru_NOC%BXI_TIMO_ 0 _LAT_H or C_BIU_NOC%BXI_TIMO_l_LAT_H is asserted. As a result, the read 
is aborted, the timeout counter is reset to zero, and the error is handled as described in Chapter 3. 

If a system designer needs to lengthen the timeout values, an external timebase, K%EXT_TMBS_H, 
can be selected by setting ECR<TEMEOUT_EXT> in the Ebox control register. In this case, 
the Ebox base counter is clocked with the external timebase, which enters the chip through 
P%OSC_TCl_H. 

The counters are configurable for use at chip test and at power-up test. At chip test and/or 
during power-up diagnostics, the read counters can be tested in the following way: Set 

CCTL<TIMEOUT_TEST> so that the Cbox counters run off the internal NVAX clock. Clear 
ECR<S3_TIMEOUT_TEST>. Do a read of a memory or I/O space location which will not respond 
within the timeout period. A read timeout should occur. This must be done for each timeout 
counter. 

The timeout values for the Cbox and Ebox counters in test mode are shown in Table 13—27. 

Table 13-27: NVAX Timeout Values in Test Mode 

Timeout 


Cycle time 

Granularity 

Read timeout 1 


Ebox timeout 2 

10-ns 

NVAX 

10 nanoseconds 

2.55 (minimum) to 2.56 (max) 
microseconds 

40.95 (minimum) to 40.96 (max) 
microseconds 

12-ns 

NVAX 

12 nanoseconds 

3.06 (minimum) to 
(max) microseconds 

3.072 

49.14 (minimum) to 49.152 (max) 
microseconds 

14-ns 

NVAX 

14 nanoseconds 

3.57 (minimum) to 
(max) microseconds 

3.584 

57.33 (minimum) to 57.344 (max) 
microseconds 


1 Read timeout test is done under these conditions: ECR<TIMEOUT_EXT> and ECR<S3_TIMEOUT_TEST> cleared; 
CCTL<TIMEOUT_TEST> set 

2 Ebox timeout test is done under these conditions: ECR<TIMEOXJT_EXT> and CCTL<TrMEOUT_TEST> cleared; 
ECR<S3_TIMEOUT_TEST> set 
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Forcing timeouts cannot be done by reading nonexistant memory or I/O: NDAL designers respond 
to nonexistant memory and I/O space with either NACK or RDE, which happen well before the 
timeout counters expire. A timeout can be accomplished in the following way: 

1. Do a write or a read-modify-write which causes an OREAD to bring owned data into the 
backup cache. 

2. Do an IPR WRITE to clear the owned bit in the backup cache tag store. 

3. Perform another operation which requires ownership in the Bcache. This OREAD will timeout 
because it won’t hit in the backup cache and memory won’t respond because it believes the 
backup cache owns it. 

4. Do an IPR WRITE to the Bcache tag store to put it back into the owned state. 

The list which follows describes a scenario in which read data takes a long time to return to the 
Ebox. This case should not approach the Ebox timeout value; it is given to illustrate what can 
keep data from returning quickly to the Ebox. 

1. The Cbox write queue is full. 

2. A Dread, call it Dread A, enters the Cbox and has a conflict with the last write queue entry, 
Write A, which means that the whole write queue must be cleared out before Dread A can 
proceed. 

3. The writes in the write queue all miss in the Bcache, and each one requires a writeback from 
another CPU which owns the block. As each writeback is done, the data is returned to the 
Bcache, ownership is passed to the Bcache, and the write queue is emptied of one write. In 
this scenario, eight writebacks are required before Read A can be processed. 

4. After the Oread for Write A reaches the NDAL, an invalidate arrives for A After the data 
is returned and Write A is processed, the block will be written back, due to the previous 
invalidate. 

5. Now Dread A will miss in the Bcache, and it will have to wait for another writeback. 
Eventually this read data will return, and the Ebox gets its data. 

DERIVATION OF TIMEOUT VALUES 


The timeout values given on the previous pages were derived from NVAX cycles as 
follows: 


Table 13-28: Derivation of NVAX Timeout Values 


NVAX 

mode 

Timeout 

Granularity 

(in NVAX cycles) 

Read timeout 
(in NVAX cycles) 

Ebox timeout 
(in NVAX cycles) 

Normal 

2**16 

2**24— 2**16 

(minimum) 

2**28— 2**16 



to 2**24 (max) 


(minimum) to 2**28 





(max) 

Test 

1 

2**8— 1 

(minimum) 

2**12 — 1 (minimum) to 



to 2**8 (max) 


2**12 (max) 
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13.4.3.5 BIU clocking: Relating internal cycles to external cycles 

Three NVAX internal cycles take place in the time of one NDAL cycle. The BIU relates internal 
cycles to external cycles by naming the internal cycles according to where they fall relative to the 
external cycle. This is shown in Figure 13—22. 

Figure 13-22: BIU cycle counts 


BIU CYCLE COUNT: 


NVAX INTERNAL CYCLES: 


NDAL EXTERNAL CYCLE: 


C BIUY.CYCLE 1_H 


_C BIU%CYCLE 2 H 


_C BIUY.CYCLE 3 H 


PH 1 1 . PH 12 . PHI3 . PH 14 

PHI1 . PHI2 . PH 13 . PH 14 | PHI1 . PH 12 . PHI3 . PH 14 

1 T 

NDAL PH M 



NDAL PH 12 

T 1 
NDAL PH 13 

NDAL PH 14 






The BIU has a shift register which asserts only one of the signals C_BIU%CYCLE_1_H, 
C_BIU%CYCLE_2_H, and C_BIU%CYCLE_3_H during any given NVAX cycle. This shift register is 
initialized properly by K_CE%RESET_H, which comes from the clock section of the chip. During 
reset, the clock section asserts BLCE%RESET_H during every NDAL phase 4, allowing the BIU to 
initialize the shift register properly. 

Only the NVAX internal clocks are used in the Cbox and BIU, while only the external clocks 
are used in the pad ring. Through the use of C_BIU%CYCLE_i_H, C_BIU%CYCLE_2_H, and 
CJBIU%CYCLE_3_H, the BIU is able to properly drive and receive the NDAL to and from the 
pad ring. 

There is a delay in the NDAL clocks as they travel from NVAX to the other NDAL chips and also 
back to NVAX. The delay from the NVAX output pin, P%PH312_OUT_H, to the NVAX input pin, 
P%PHH2_IN_H, may be as little as Ons or as much as three internal NVAX phases (one NDAL 
phase). This delay is shown graphically in Figure 13-23. 
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Figure 13-23: NVAX time relative to NDAL time 
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K_MCB%PHI_l_H, KJVICB%PHI_2_H, EJVICB%PHI W 3_H, and KJV1CB%PHI_4_H are the internal NVAX 
clocks which are used in the Cbox. Figure 13-23 shows that the NDAL clocks at the input pins 
(P%PM12_IN_H, P%PHI23_IN_H, P%PHI34_IN_H, and P%PHI41_IN_H) may be delayed by 
up to three internal NVAX phases. The NDAL always operates with respect to the clocks as 
received at each NDAL driver/receiver, so if the NDAL clocks are delayed, the entire operation 
of the NDAL is delayed. 
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The CBOX BIU is designed so that even if the NDAL is operating with three full phases of delay 
from the internal NVAX clocks, the BIU is able to drive and receive the NDAL properly. For 
example, P%NDAL_H<63:0> are valid at the beginning of NDAL phase 3. NVAX receives this 
bus using an NDAL latch which is open while P%PHI23_IN_H is asserted. The output of this 
latch is sent from the NVAX pad ring to a latch in the NVAX BIU which is open during NVAX 
phase 4 of BIU cycle 3. This timing allows 2 NVAX phases of delay to get the signal from the 
pad ring to the BIU. Thus, the NDAL is properly received for the entire range of possible NDAL 
delay. Once the NDAL is latched by the phase 4, cycle 3 latch, the BIU operates entirely using 
the internal NVAX clocks; the NDAL clocks are only used in the pad ring itself. 
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13.4.4 The F1LL_CAM 

The FILL_CAM has two entries, each of which is used for an outstanding read to memory or for 
a DREADJLOCK in progress. Its depth limits the number of outstanding reads to memory at a 
time. The fields in each FILL_CAM entry are described in Table 13-29. 


Table 1 3-29: FILL_CAM Reids 

Field Purpose 


ADDRESS<3 1:3> 
RDLK 
IREAD 
OREAD 

WRITE 

TO_MBOX 

RIP 

OIP 

DNF 

RDLK_FL_DONE 

REQ_FILL_DONE 

COUNT<1:0> 

VALID 


Quadword-aligned address of the read request. 

Indicates that a READ_LOCK is in progress. 

This is an I stream read from the Mbox which may be aborted. 

This is an outstanding OREAD; block ownership bit should be set when the 
fill returns. 

This read was done for a write; write is waiting to be merged with the fill. 
Data is to be returned to the Mbox. 

READ invalidate pending. 

OREAD invalidate pending. 

Do not fill - data is not to be written into the cache or validated when the fill 
returns. 

Indicates that the last fill for a READ_LOCK arrived. 

Indicates that the requested quadword of data was received from the NDAL. 
Counts the number of fill quadwords that have been successfully returned. 
Indicates that the entry contains valid information. 


The FILL_CAM backpressures the Cbox control so that if it is full, any read or write request 
stalls until an entry is free. 

When the read miss first occurs and the FILL_CAM entry is loaded, the following bits are cleared: 
RIP, OIP, RDLK_FL_DONE, and REQ_FILL_DONE. VALID is set and the ADDRESS field is 
loaded. IREAD, RDLK, OREAD, WRITE, and TO_MBOX are loaded with the correct information. 
If the cache is off, in ETM, or the miss is for an I/O reference, DNF is set; otherwise it is cleared. 
COUNT is set to 0 if four fill quadwords are expected; it is set to 3 if only one quadword is 
expected. 

As each fill returns successfully, COUNT is incremented so that when the final fill returns and 
COUNT=3, the Cbox updates the tag store appropriately. 

If an abort request arrives from the Mbox, and the entry is marked IREAD, the TO_MBOX bit is 
cleared. When the data returns, it will be written into the backup cache (if DNF is not set) but 
it will not be sent to the Mbox. 

If a coherence request arrives from the NDAL which matches the address of a FILL_CAM entry, 
RIP or OIP may be set. Table 13-30 shows when each is set. 
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Table 1 3-30: Cbox Response to Coherence Transactions to FILL_CAM Entries 



Coherence 


State of OREAD bit 

Transaction 

Cbox Action 

OREAD set or clear 

OREAD, READLK, any 
write 

Set OIP. Send invalidate immediately to the 
Pcache. 

OREAD set 

DREAD, IREAD 

Set RIP. 

OREAD clear 

DREAD, IREAD 

Take no action. 


When all the fills for an outstanding miss have completed, a cache coherence transaction is 
initiated if either RIP or OIP is set and DNF is not set. This is done immediately after the fill 
and the validate of the cache are done, and cannot be interrupted by any other transaction. 

When a WRITE_UNLOCK completes successfully and RIP or OIP is set, the cache coherence 
transaction is initiated immediately. 

There are several error cases where RIP or OIP may be set, indicating the need for a cache 
coherence transaction, but the Cbox will not perform the transaction, possibly causing the system 
element to time out. These cases are as follows: 

1. The fill sequence fails by ending in RDE or timeout. If the fill was meant for the Pcache and 
ends in an error, the Pcache invalidates itself. 

2. A READJLOCK sequence does not conclude with a WRITE_UNLOCK but with a 
write-one-to-clear to the RDLK bit in CEFSTS. 

As shown in the table above, when an ownership-type coherence transaction arrives, an invalidate 
is sent immediately to the Pcache and OIP is set. When the cache coherence transaction to the tag 
store is processed immediately after all the fills have arrived, a second invalidate will be issued 
to the Pcache, although it is not strictly necessary. The first invalidate is sent immediately so 
that the block in the Pcache is invalidated as soon as possible, to prevent the stale data from 
being accessed before the rest of the fills return. 

13.4.4.1 Block-conflict In the FILL_CAM 

Every new read or write from the Mbox is checked against valid FILL_CAM entries so that any 
transaction with a cache block conflict is stalled until all the fills return for the outstanding 
read, clearing the conflicting FILL_CAM entry. In this way, cache accesses to a block with an 
outstanding fill are prevented. 

When the cache is off or in ETM, writes are not checked for block conflict but are sent immediately 
to memory. 

13.4.4.2 The FILL_CAM and DREAD_LOCKs 

Each DREAD_LOCK from the Mbox is held in the FILL_CAM until the associated 
WRITE_UNLOCK completes, regardless of whether the read hits or misses in the backup 
cache. Only one DREAD_LOCK/WRITE_UNLOCK transaction is in progress at a time. A 
DREAD_LOCK which does not produce an owned hit in the backup cache results in an OREAD 
on the NDAL to gain ownership of the block so that the write can be done. 
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By holding the DREAD JLOCK address in the FILL_CAM from the time the DREADJLOCK starts 
until the WRITE_UNLOCK completes, the Cbox prevents the block from being written back to 
memory during that time. This guarantees that the DREAD_LOCK7WRITE_UNLOCK sequence 
will not be interrupted by another CPU requesting ownership of the block. The CPU depends on 
no other state in memory once the OREAD is done in order to complete the WRITE JJNLOCK, 
so no deadlock can arise. 

Every new transaction is checked against the FILL_CAM to ensure that the block is not 
inaccessable due to an outstanding fill or DREADJLOCK 

If either RDLK bit is set in the FILL_CAM, IREADs and DREADs are not processed. Incoming 
fills and coherency transactions continue normally; and the WRIT E_QUEUE is serviced normally. 
The only transaction which should appear in the WRITE_QUEUE (when either RDLK bit is set) 
is the WRITE JJNLOCK corresponding to the READ JLOCK 

The one exception to this is when the READJOCK terminates in an error. In this case 
an IPRJWRITE to CEFSTS is the next transaction which appears in the WRITE_QUEUE. 
Specifically, a write-one-to-clear of the RDLK bit in CEFSTS has the side effect of clearing any 
RDLK bit in the FILL_CAM which is set. If one of the RDLK bits is cleared in the FILL_CAM, 
hardware also clears the corresponding valid bit, freeing the entry for a new transaction. 

When the RDLK bit is cleared by a normal WRITE_UNLO CK, a cache coherency transaction is 
initiated if RIP or OIP was set on the entry. RIP and OIP are ignored when the RDLK bit is 
cleared by the "IPR write unlock” method. 
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13.5 Cbox Internal Processor Registers 

The processor registers that are implemented by the NVAX Cbox are logically divided into three 
groups, as follows: 

• Normal — Those IPRs that address individual registers in the NVAX CPU chip or system 
environment. 

• Bcache tag DPRs — The read-write block of IPRs that allow direct access to the Bcache tags. 

• Bcache deallocate IPRs — The write-only block of IPRs by which a Bcache block may be 
deallocated. 

Each group of IPRs is distinguished by a particular pattern of hits in the IPR address, as shown 
in Figure 13—24. 

Figure 13-24: iPR Address Space Decoding as seen by Software 


Normal IPR Address 

31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 | 15 14 13 12 | 11 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 
I SB2 I 0| SB2 | IPR Number | 

+ 1 - — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

Bcache Tag IPR Address 

31 30 29 28127 26 25 24|23 22 21 20)19 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 
I SB2 I 1 1 0 1 0 1 x | Bcache Tag Index I SB2 I 

+ f h + — H + + + + + + — + + + + — + — + + + + + + + + h + + + + — + + — + + 

Bcache Deallocate IPR Address 

31 30 29 28127 26 25 24|23 22 21 20 1 19 18 17 16)15 14 13 12 1 11 10 09 08|07 06 05 04|03 02 01 00 

+ (- + + + + + + + + + + + + + + + f + + + + + + + + + + + + h + + 

| SB2 I 1| 0| 1] x| Bcache Tag Deallocate Index I SB2 I 

+ + h + — + + + — + + + + — + + — + + — + — + + — + + + + + + — + + + + + — + h + + 
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The numeric range for each of the three groups is shown in Table 13-31. 

Table 19-31: IPR Address Space Decoding 

EPR Address 

IPR Group Mnemonic 1 Range (hex) Contents 

Normal 000 00000.. OOOOOOFF 256 individual IPRs. 

Bcache Tag BCTAG 01000000..011FFFE0 2 64k Bcache tag IPRs, each separated by 20(hex) 

from the previous one. 

Bcache Deallocate BCFLUSH 0 1400000. .015 FFFEO 2 64k Bcache tag deallocate IPRs, each separated 

by 20(hex) from the previous one. 


1 The mnemonic is for the first IPR in the block 

2 Unused fields in the IPR addresses for these groups should be zero. Neither hardware nor microcode detects and faults on 
an address in which these bits are non-zero. Although non-contiguous address ranges are shown for these groups, the entire 
IPR address space maps into one of the these groups. If these fields are non-zero, the operation of the CPU is UNDEFINED. 


NOTE 

The address ranges shown above are those used by the programmer. When processing 
normal IPRs, the microcode shifts the IPR number left by 2 bits for use as an IPR 
command address. This positions the IPR number to bits <9:2> and modifies the 
address range as seen by the hardware to 0..3FC, with bits <1:0>=00. No shifting 
is performed for the other groups of IPR addresses. 

Because of the sparse addressing used for IPRs in groups other than the normal group, valid IPR 
addresses are not separated by one. Rather, valid IPR addresses are separated by 20(hex). For 
example, the IPR address for Bcache tag 0 is 01000000 (hex), and the IPR address for Bcache tag 
1 is 01000020 (hex). In this group, bits <4:0> of the IPR address are ignored, so IPR numbers 
01000001 through 0100001F all address Bcache tag 0. 

Processor registers in all groups except the normal group are processed entirely by the NVAX 
CPU chip and will never appear on the NDAL. This is also true for a number of the IPRs in 
the normal group. IPRs in the normal group that are not processed by the NVAX CPU chip are 
converted into I/O space references and passed to the system environment via a read or write 
command on the NDAL. 

The processor registers implemented by the NVAX Cbox are are shown in Table 13—32. 
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Table 13-32: Cbox Processor Registers 


Register Name 

Number 

Mnemonic (Dec) (Hex) 

Type 

Cbox 

Loc 1 

Cbox 

Addr 2 

Cbox Control Register 

CCTL 

160 

A0 

RW 

Abus 

280 

Reserved for Cbox 


161 

A1 




Bcache Data ECC 

BCDECC 

162 

A2 

W 

Dbus 

288 

Bcache Error Tag Status 

BCETSTS 

163 

A3 

RW 

Abus 

28C 

Bcache Error Tag Index 

BCETIDX 

164 

A4 

R 

Abus 

290 

Bcache Error Tag 

BCETAG 

165 

A5 

R 

Abus 

294 

Bcache Error Data Status 

BCEDSTS 

166 

A6 

RW 

Dbus 

298 

Bcache Error Data Index 

BCEDIDX 

167 

A7 

R 

Abus 

29C 

Bcache Error Data ECC 

BCEDECC 

168 

A8 

R 

Dbus 

2A0 

Reserved for Cbox 


169 

A9 




Reserved for Cbox 


170 

AA 




Fill Error Address 

CEFADR 

171 

AB 

R 

Abus 

2AC 

Fill Error Status 

CEFSTS 

172 

AC 

RW 

Abus 

2B0 

Reserved for Cbox 


173 

AD 




NDAL Error Status 

NESTS 

174 

AE 

RW 

BIU 

2B8 

Reserved for Cbox 


175 

AF 




NDAL Error Output Address 

NEOADR 

176 

B0 

R 

BIU 

2C0 

Reserved for Cbox 


177 

B1 




NDAL Error Output Command 

NEOCMD 

178 

B2 

R 

BIU 

2C8 

Reserved for Cbox 


179 

B3 




NDAL Error Data High 

NEDATHI 

180 

B4 

R 

BIU 

2D0 

Reserved for Cbox 


181 

B5 




NDAL Error Data Low 

NEDATLO 

182 

B6 

R 

BIU 

2D8 

Reserved for Cbox 


183 

B7 




NDAL Error Input Command 

NEICMD 

184 

B8 

R 

BIU 

2E0 

Reserved for Cbox 


185 

B9 




Reserved for Cbox 


186 

BA 




Reserved for Cbox 


187 

BB 




Reserved for Cbox 


188 

BC 




Reserved for Cbox 


189 

BD 




Reserved for Cbox 


190 

BE 




Reserved for Cbox 


191 

BF 




Bcache Tag (01000000 - 011FFFE0 HEX) 

BCTAG 



RW 

Abus 



1 Each Cbox IPR is located in the Cbox Abus datapath, the Cbox Dbus datapath, or the Cbox BIU datapath. 

2 The address given is as it is seen in the Cbox, after microcode has shifted the software address left by two bits. 
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Table 13-32 (Cont.): Cbox Processor Registers 

Number Cbox Cbox 

Register Name Mnemonic (Dec) (Hex) Type Loc 1 Addr 2 

Bcache Deallocate (01400000 - 015FFFE0 HEX) BCFLUSH W Abus 


1 Each Cbox IPR is located in the Cbox Abus datapath, the Cbox Dbus datapath, or the Cbox BIU datapath. 

2 The address given is as it is seen in the Cbox, after microcode has shifted the software address left by two bits. 
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IPRs in the system and in the Cbox are accessed through IPR_READs and IPR_WRITEs from 
the Mbox to the Cbox. When the Cbox recognizes a valid IPR_READ on M%S6_CMD_H<4*>>, it 
loads the read into the DREADJLATCH to be processed. The Mbox guarantees that only one 
DREAD or IPR_READ may be outstanding at a time, so that the DREADJLATCH will not be 
overwritten. A valid IPR_WRITE is loaded into the WRITE_PACKER and proceeds immediately 
to the WRITE_QUEUE. 

All IPR reads and writes to the Cbox flush the WRITE_QUEUE before completing. Any 
IPR.READ sets DWR.CONFLICT bits in all valid entries in the WRITE.QUEUE so that any 
preceding writes of any kind will complete before the IPR_READ. An IPR_WRITE is placed in 
the WRITE_QUEUE after the preceding writes so that the ordering takes place naturally. If a 
read arrives after the IPR_WRITE and before it has been processed, the WRITE_QUEUE conflict 
bits are set so that the WRITE_QUEUE takes priority over the read. 

If the IPR_READ addresses one of the Cbox registers, the Cbox returns the data from the register 
through the CM_OUT_LATCH, in the usual way that it would return data for a read hit. The only 
difference is that it returns just one quadword or less of data, rather than the usual 4 quadwords. 

The Cbox asserts C%LAST_FILL_H so the Mbox does not expect any more fills. 

If a write-only Cbox register is read, the Cbox returns UNPREDICTABLE data. Reading an 
unimplemented Cbox register returns UNPREDICTABLE data; if an unimplemented register is 
written, the write is discarded by the Cbox and normal operation continues. 

If the Cbox receives an IPR access to a legal IPR address which is not within the Cbox block of I 
IPR addresses, it converts it to an I/O space read or write. The Cbox merges the IPR address 
with E1OO0OOO hex, effectively adding the base I/O space address of the IPR block to the IPR 
address. This is done in hardware by forcing bits <31:29> and bit <24> to l’s. (The other upper 
bits are expected to be received as zero’s.) 

From this point on, the transaction is treated as an I/O space transaction by the Cbox. It sends 
the request off-chip to the NDAL through the NON_WRITEBACK_QUEUE . When the fill data 
returns, the data is returned to the Mbox but is not cached by the Cbox. I/O space reads and 
writes are never cached in the primary cache or the backup cache. 
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13.5.1 Cbox Control IPR (CCTL) 

CCTL is a read/write register which contains bits controlling the behavior of the Cbox. The bits 
are detailed in Figure 13—25 and Table 13—33. 

Figure 13-25: IPR AO (hex), CCTL 


31 30 29 28127 26 25 24 | 23 22 21 20|19 18 17 16(15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| | I X| x| x| x| x| x| x| x| x| x| x| x| x| 1 I I I I I I I I III :CCTL 

+ + + + + + + + + + + + + + H + — + + + + + + — + + + + + + + — + + + + 


1 1 
1 1 

| '-SW ETM 
'-HW_ETM 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

| 

1 

1 

1 

1 

1 

1 

I 

1 1 1 1 1 1 1 II 

1 1 I 1 I I | | '-ENABLE 

1 1 1 1 1 I I '-TAG SPEED 

1 1 1 1 1 1 1 

I I I I I | '-DATA SPEED 

1 1 1 1 1 '-SIZE 


1 

1 

1 

1 

i 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

i 1 1 1 i 

I I I I '-FORCE_HIT 

I I I ' -DISABLE_ERRORS 

I | '-SW ECC 
| ' -TIMEOUT_TEST 

'-DISABLE PACK 


I | '-PM_ACCESS_TYPE 

I '-PM_HIT_TYPE 
'-FORCE NDAL PERR 


Table 13-33: CCTL Reid Descriptions 


Name 

Extent 

Type 

Description 

ENABLE 

0 

RW,0 

Turns the bcache on and off. 

TAG.SPEED 

1 

RW,0 

Controls time to access the tag RAMs. 

DATA.SPEED 

3:2 

RW,0 

Controls time to access the data RAMs. 

SIZE 

5:4 

RW,0 

Selects one of four backup cache sizes. 

FORCE_HIT 

6 

RW,0 

Forces memory reads and writes to hit in the backup cache. 

DISABLEJERRORS 

7 

RW,0 

Disables all backup cache ECC errors. 

SW_ECC 

8 

RW,0 

Enables use of ECC check bits as given by software for the tag 
store and data RAMs. 

TIMEOUT_TEST 

9 

RW,0 

Puts the Cbox read timeout counters into test mode. 

DISABLEJPACK 

10 

RW,0 

Disables the Cbox write packer. 

PM_ACCESS_TYPE 

13:11 

RW,0 

Selects type of Bcache access for the performance monitoring 
hardware. 

PMJHTTYPE 

15:14 

RW,0 

Selects type of Bcache hit for the performance monitoring 
hardware. 

FORCE_NDAL_PERR 

16 

RW,0 

Forces a parity error in the command field of the next outgoing 
NDAL transaction. 

SW_ETM 

30 

RW,0 

Used by software to put the backup cache into ETM. 

HW_ETM 

31 

wc 

Used by hardware to put the backup cache into ETM. 
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13.5.1.1 ENABLE 

When ENABLE = 1, the backup cache is enabled for operation. When ENABLE=0, the backup 
cache is off and all references are treated as misses and are not looked up in the backup cache. 
When the backup cache is off, FORCE_HIT, SW_ETM and HW_ETM are ignored. Reset clears 
this bit so that the Bcache is off when the chip is reset. 

13.5.1.2 TAG_SPEED 

The Cbox provides this bit to select the speed of the tag rams. Table 13-34 shows the relationship 
of the value of TAG_SPEED and the access time of the tag RAMs, given in NVAX cycles. This 
is the total RAM access time including internal Cbox processing time. For information on the 
actual cache ram access times required, see Section 13.3.1. Reset clears this bit so that the tag 
access repetition rate is 3 cycles when the chip is reset. 


Table 13-34: TAG SPEED 



tag read 

tag write 


TAGJSPEED 

rep rate 

rep rate 

comments 

0 

3 cycles 

3 cycles 


1 

4 cycles 

4 cycles 

may not be used when DATA_SPEED=00 


13.5.1.3 DATA_SPEED 

The Cbox provides this bit to select the speed of the data rams. Table 13—35 shows the relationship 
of the value of DATAJ3PEED and the access time of the data RAMs, given in NVAX cycles. This 
is the total RAM access time including internal Cbox processing time. For information on the 
actual cache ram access times required, see Section 13.3.1. Reset clears these bits so that the 
data read rep rate is 2 cycles when the chip is reset. 


Table 13-35: DATA SPEED 


DATA_SPEED<1 10> 

data read 
rep rate 

data write 
rep rate 

comments 

00 

2 cycles 

3 cycles 

may not be used when TAG_SPEED=1 

01 

3 cycles 

4 cycles 


10 

4 cycles 

5 cycles 


11 

unused 1 

unused 1 


1 Cbox response in this mode 

i is UNDEFINED. 




The fastest DATAJ3PEED may not be selected with the slowest TAG_SPEED, for in this 
configuration the result of the cache hit calculation is not known in time for the Cbox state 
machines to operate correctly. 
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13.5.1.4 SIZE 

Four backup cache sizes are selectable by using the SIZE bits, as shown in Table 13—36. These 
bits are cleared on reset so that when the chip is reset, the 128-kilobyte cache is selected by 
default. 


TablG 1 3-36: 

SIZE 

SXZE<1:0> 

Backup cache size 

00 

128 kilobytes 

01 

256 kilobytes 

10 

512 kilobytes 

11 

2 megabytes 


13.5.1.5 FORCE_HIT 

When FORCEJHIT is set, all memory references, both Dstream and Istream reads and writes, 
are forced to hit in the backup cache. The tag store state is not changed but data is always read 
or written. Reset clears this bit. 

The backup cache must be enabled when the cache is used in FORCEJEIT mode. 

This mode is expected to be used for testing purposes only. 

1 3.5.1 .6 DISABLE_ERRORS 

When DISABLE_ERRORS is set, all ECC errors from the backup cache are ignored. Neither 
C%CBOX_H_ERR_H nor C%CBOX_S_ERR_H is asserted. C%C BOX_HARD_ERR_H is not asserted for 
data returning to the Mbox. The backup cache data syndrome is loaded into BCEDECC on 
every cache access; the behavior of BCETSTS, BCETIDX, BCETAG, BCEDSTS, and BCEDIDX 
is unpredictable. This feature allows operation of the backup cache even if the error detection 
and correction logic is faulty. It also allows access to the backup cache syndrome for the purposes 
of testing the ECC logic. Reset clears this bit. 

13.5.1.7 SW_ECC 

When SW_ECC is clear, the Cbox generates correct ECC check bits for all writes to the tag store 
and data RAMs. When SW_ECC is set, the Cbox does not generate the check bits when the 
backup cache is written with data, but uses the check bit values as specified by software and 
written in the BCDECC register. Note that if a read or write reference misses in the Bcache 
when SWJECC is set, all four fills will be written with the ECC given in BCDECC when they 
return. 

When SW_ECC is set and the tag store is written using an IPR write to BCTAG, the Cbox uses 
the check bits for the tag store as given through the IPR write. The value of SW_ECC does not 
affect tag store transactions other than IPR writes. 

Reset clears this bit. 
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13.5.1.8 TIMEOUTTEST 

When TIMEOUT_TEST is set, the Cbox uses the internal clock to clock its read timeout counter. 
When TIMEOUT_TEST is clear, the Cbox uses E%TTMEOUT_BASE_H to dock its timeout counters. 
Reset clears this bit. 

1 3.5.1 .9 DISAB LE_PACK 

When DISABLE_PACK is set, the Cbox does not pack quadword writes together. Instead, the 
write packer passes every write it receives directly into the write queue. When the bit is clear, 
the Cbox write packer operates normally. DISABLE_PACK is intended for testing purposes only. 
Reset dears this bit. 

1 3.5.1 .1 0 PM_ACCESS_TYPE 

PM_ACCESS_TYPE selects the type of Bcache access for the performance monitoring hardware.. 
The function of these three bits is fully described in Section 13.11. Reset clears these bits. 

13.5.1.11 PM_HIT_TYPE 

PM_H3T_TYPE selects the type of Bcache hit for the performance monitoring hardware. The 
function of these two bits is fully described in Section 13.11. Reset dears these bits. 

1 3.5.1 .1 2 FORCE_NDAL_PERR 

When a 1 is written to FORCE_NDAL_PERR, a parity error is caused in the command field 
of the next outgoing NDAL transaction. The parity error is caused by inverting the value of 
P%PARITY_H<2>. 

Setting this bit causes only one parity error. The parity error does not occur until NVAX is granted 
the NDAL for its next outgoing transaction. If software sets FORCE_NDAL_PERR and clears it 
before NVAX is granted the bus, NVAX will still force a parity error on the next transaction. In 
order to produce a second parity error on the bus, FORCE_NDAL_PERR must be deared and set 
again by software. 

Reset clears this bit. 

13.5.1.13 SW_ETM 

This is a software-writeable bit to put the backup cache into Error Transition Mode. When the 
cache is on and software ascertains that the cache is producing errors, it can set this bit in order 
to turn off the cache while ensuring cache coherency. Software can then flush owned data through 
use of the Bcache Deallocate IPR, BCFLUSH. In this manner, the unique data can be extracted 
from the cache before it is turned off completely. Reset clears this bit. 

13.5.1.14 HW_ETM 

Hardware sets this bit when an uncorrectable error is detected in the backup cache tag store or 
data rams, unless DISABLE_ERRORS is set. Hardware sets the bit to put the backup cache into 
Error Transition Mode. 

Software dears HW_ETM by writing a one to it. 
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13.5.2 IPR A2 (hex), BCDECC 

Figure 13-26: Format of the BCDECC 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + + — + h + + + + + H + +■ + + + + + + + + + + + — + + — + — + 1- + 

I x| x| x| x| x | x| ECCHI | x | x | X| x| x| x| x| x| x | x| x | x | ECCLO | x| x| x| x| x| x| : BCDECC 

+ — + — + — + — + — + — + — + — + — + + — + — + — + — + — + — + — + — + — + — + — + — + + — + — + — + — + — + — + — + — + — + 


The ECCHI field corresponds to data check bits <7:4>. The ECCLO field corresponds to data 
check bits <3:0>. 

This register is written by software. It is a write only register. 

Software writes BCDECC using an IPR_WRITE. The value in the register is then used to explicitly 
write ECC into the data RAMs during any write of the data RAMs, but only if SW_ECC is set in * 
the control register. If SW_ECC is not set, hardware ignores the value in BCDECC and generates 
the check bits to be written using the ECC syndrome generator. 

BCDECC is expected to be used during testing only. It allows software to explicitly write bad 
ECC into the data RAMs in order to test Cbox error detection logic. Note that BCDECC will 
be used as the source of the ECC check bits during any write of the backup cache data RAMs, 
including those done for fills. Cache transactions must be carefully controlled while this register 
is being used in order to obtain the expected results. BCDECC will probably be most useful when 
used in FORCE_HIT mode, so that no fills are generated. 

Reset does not affect this register. 
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13.5.3 Backup Cache Tag Store Error Registers (BCETSTS, BCETIDX, BCETAG) 

On some tag store errors, hardware overwrites the corrupted values so that they cannot be 
diagnosed by reading the tag store directly. For this reason there are tag store error registers 
which hold the relevant data, so that software can understand the problem. 

The tag store error registers are loaded when any tag store error occurs. Their contents are 
not changed during reset. The status bits in BCETSTS indicate what sort of error happened. 
Correctable errors are indicated by the CORK bit; the UNCORR and BAD_ADDR errors are both 
uncorrectable-type errors. 

If no error is yet logged in the registers, the registers are loaded when either a correctable or an 
uncorrectable error occurs. Once the registers are loaded with information from a correctable 
error, they are locked against further correctable errors, and are only loaded again if an 
uncorrectable error happens. At this time either UNCORR or BAD_ADDR is set. The LOCK 
bit in BCETSTS is set as well. In this way, information from the first correctable error is held in 
the registers, and is only overwritten if an uncorrectable error happens later. 

The error registers are cleared and unlocked by software. If the error registers hold data from 
a non-correctable error and yet another non-correctable error happens before the error registers 
are unlocked, the LOST_ERR bit is set. This indicates to software that it does not have sufficient 
information in the error registers to recover from all uncorrectable errors which have occurred. 


13.5.3.1 Bcache Error Tag Status (BCETSTS) 

The BCETSTS register gives the general status of an error in the tag store, indicating the 
transaction which was taking place at the time and the type of error. The register is written 
by hardware and read by software. Hardware does not clear the error bits in this register; this 
must be done by software using write-one-to-clear to the bottom 5 bits of the register. The contents 
of the register are not changed during reset. 


Figure 13-27: IPR A3 (hex), BCETSTS 


V../ O'* 

31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + + + + + H + + + + h + + + + + + + + + + + + + + + + + + 

I x | x| x I x | x | x | x | x t x | x | Xl x | x | x | x | x | xl x | x | x | x | x | TS_CMD | I C 1 I I >| : BCETSTS 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I 1 I I I 

till '-LOCK 
I | | '-CORK 

I | '-UNCORR 

I '-BAD_ADDR 
'-LOST ERR 


Table 13-37: 

BCETSTS Reid Descriptions 

Name 

Extent 

Type 

Description 

LOCK 

0 

WC 

Lock bit. Indicates that BCETSTS (except LOSTJERR), 

BCETIDX, and BCETAG are locked. 

CORK 

1 

wc 

Indicates that a correctable ECC error was encountered. 
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Table 13-37 (Cont.): BCETSTS Reid Descriptions 


Name 

Extent 

Type 

Description 

UNCORR 

2 

WC 

Indicates that an uncorrectable ECC error was encountered. 

BAD_ADDR 

3 

WC 

Indicates that an addressing error was detected. This is an 
uncorrectable error. 

LOSTJERR 

4 

WC 

Indicates that more than one uncorrectable error occurred which 
was not recorded in the error registers. 

TS_CMD 

9:5 

R 

Indicates what tag store command was being processed at the 
time the error occurred. 


13.5.3.1.1 LOCK 

Whenever the tag store error registers are locked due to an uncorrectable error, the LOCK bit is 
set. At this time either UNCORR or BAD_ADDR is also set to indicate the type of uncorrectable 
error. When the LOCK bit is set, the BCETSTS, BCETIDX, and BCETA.G registers are all locked. 
Clearing the lock bit unlocks all three registers. The LOCK bit is set by hardware and it is cleared 
by software. It is a wiite-one-toclear bit. 

13.5.3.1.2 CORR 

CORR is set when the tag store ECC decoder detects a correctable error. When this occurs, the 
Bcache Tag Store Error registers are loaded and are locked against further correctable errors. 
They are not locked against an uncorrectable error which follows. BCETSTS<LOCK> is not set. 

If a correctable error is followed by an uncorrectable error, the CORR bit remains set. 

The CORR bit is set by hardware and it is cleared by software. It is a write-one-to-clear bit. 

13.5.3.1.3 UNCORR 

UNCORR is set when the tag store ECC decoder detects an uncorrectable error. When this occurs, 
the Bcache Tag Store Error registers are loaded and locked. 

The UNCORR bit and the BAD_ADDR bit are exclusive: only one of them is set for a given error 
which sets the LOCK bit. If the other type of error occurs later, the related bit is not set since 
the register is already locked. In this case, LOST_ERR is set instead. 

The UNCORR bit is set by hardware and it is cleared by software. It is a write-one-to-clear bit. 

13.5.3.1.4 BAD_ADDR 

BAD_ADDR is set when the tag store ECC decoder detects an error in the address bit, indicating 
some problem with the address lines going to the tag rams. This is an uncorrectable error, thus, 
when it occurs, the Bcache Tag Store Error registers are loaded and locked. 

The UNCORR bit and the BAD_ADDR bit are exclusive: only one of them is set for a given error 
which sets the LOCK bit. If the other type of error occurs later, the related bit is not set since 
the register is already locked. In this case, LOST_ERR is set instead. 


1 3-66 The Cbox 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


The BAD_ADDR bit is set by hardware and it is cleared by software. It is a write-one- to-clear 
bit. 


13.5.3.1.5 LOST_ERR 

LOSTJERR indicates that after the first uncorrectable error was recorded in the tag store error 
registers, an additional uncorrectable error occurred for which state was not saved. LOSTJERR 
is set by hardware and is cleared by software. It is a write-one-to-clear bit. 

13.5.3.1.6 TS_CMD 

The TS_CMD field indicates what the tag store was doing when the error was detected. Its values 
are listed in Table 13—38. 


Table 1 3-38: Interpretation of TS_CMD 


TS_CMD 

NAME 

Tag Store Operation 

00111 

DREAD 

Data-stream (DREAD) or DREAD_MODIFY tag lookup 

00011 

IREAD 

Instruction-stream tag lookup 

00010 

OREAD 

Ownership-read tag lookup for a write or a READ_LOCK 

01000 

WUNLOCK 

Ownership-read tag lookup for a WRITE JJNLOCK (lookup done 
only in ETM) 

01101 

RJNVAL 

Cache coherency tag lookup as the result of NDAL DREAD or 
IREAD 

01001 

OJNVAL 

Cache coherency tag lookup as the result of NDAL OREAD or 
WRITE 

01010 

IPR.DEALLOC 

Tag lookup for an explicit IPR deallocate operation 


There are three tag store operations which do not cause any sort of errors: tag store update after 
a fill, ipr write of the tag store, ipr read of the tag store. Thus, these commands will not appear 
in BCETSTS. 

1 3.5. 3.2 Bcache Error Tag Index (BCETIDX) 

This register is loaded and locked when a tag store error occurs. If a correctable error is followed 
by a second error which is not correctable, the register is loaded with information from the second, 
more serious error. Except for this case, once it is locked, it is not changed until software explicitly 
unlocks the register. This register is written by hardware and read by software. Its contents are 
not changed during reset. 
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Figure 13-28: IPR A4 (hex), BCETIDX 


31 30 29 28|27 26 25 24123 22 21 20|19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + H + + + + + + + — + + — + — + — + + + + H + + + + + + + + + — + + 

| Backup Cache Tag Store Address I 0| 0| 0| 0| 0| : BCETIDX 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


BCETIDX contains the complete hexaword address corresponding to a tag store request which 
resulted in an error. Since the full address is saved, both the cache index and the cache tag of 
the request are known. Thus, this register shows what index was being accessed when the error 
occurred as well as showing what the tag of the request was. Software can compare this tag with 
the actual tag read from the RAMs, which is saved in BCETAG. 

On a BCFLUSH which incurs an error, the address used to flush the cache is captured in 
BCETIDX, not the memory address of the block. 

13.5.3.3 Bcache Error Tag (BCETAG) 

This register is loaded when a tag store error occurs. It is locked when an uncorrectable error 
occurs on a tag store access. Once the register is locked, it is not overwritten until it is unlocked 
by software. BCETAG is written by hardware and read by software. It is a read-only register 
from the software point of view. The contents of BCETAG au*e not changed during reset. 

The register holds the data which was read from the tag store and produced the error, as shown 
in Figure 13—29. 


Figure 13-29: IPR A5 (hex), BCETAG 


31 30 29 28127 

26 25 24123 

l 22 21 20|19 

18 17 16|15 14 13 12|11 10 09 08 | 07 06 05 04|03 02 01 00 

1 

TAG 

1 

| ECC I | |0|0|0|0|0|0|0|0|0| -.BCETAG 

1 1 I 

'-TAG or 0, based I '-VALID 

on cache size '-OWNED 

Table 13-39: 

BCETAG Field Descriptions 

Name 

Extent Type 

Description 

VALID 

9 

RO 

Valid bit 

OWNED 

10 

RO 

Ownership bit 

ECC 

16:11 

RO 

ECC check bits 

TAG 

31:17 

RO 

Backup cache tag 
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13.5.3.3.1 VALID 

VALID is the bit read from the tag RAMs which indicates whether the block is valid in the Bcache. 

13.5.3.3.2 OWNED 

OWNED is the bit read from the tag RAMs which indicates whether the Bcache owns the block 
in question. 

13.5.3.3.3 ECC 

The ECC field contains the check bits as read from the tag RAMs during the tag access which 
produced the error. 

13.5.3.3.4 TAG 

The TAG field of BCETAG is the cache tag as read from the tag RAMs. It must be interpreted 
based on the cache size being used, as shown in Table 13—40. When certain address bits are not 
used as tag bits for the cache size given, their value in BCETAG is 0. 


Table 13-40: TAG interpretation 


Cache size 

Tag bits used 

Unused tag bits 

128 kilobytes 

TAG<31:17> 

None 

256 kilobytes 

TAG<31:18> 

TAG<17> 

512 kilobytes 

TAG<31:19> 

TAG<18:17> 

2 megabytes 

TAG<31:21> 

TAG<20:17> 
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13.5.4 Backup Cache Data RAM Error Registers (BCEDSTS, BCEDIDX, 
BCEDECC) 

The data RAM error registers hold data relevant to errors in the backup cache data RAMs, so 
that software can understand the problem. 

BCEDSTS holds the general status of the problem. BCEDIDX holds the data RAM index being 
used when the problem occurred. BCEDECC holds the syndrome bits as calculated on the data 
which was read from the RAMs when the problem occurred. 

If no error is yet logged in the data RAM error registers, the registers are loaded when either 
a correctable or an uncorrectable error occurs. Once the registers are loaded with information 
from a correctable error, they are locked against further correctable errors, and are only loaded 
again if an uncorrectable error happens. If an uncorrectable error happens, the LOCK bit in 
BCEDSTS is set and the registers are not overwritten until software clears the error bits. In this 
way, information from the first correctable error is held in the registers, and is only overwritten 
if an uncorrectable error happens later. 

If the registers are locked, any subsequent non-correctable error causes the LOSTJERR bit to be 
set, but does not modify any other information in the registers. LOST_ERR indicates to software 
that it does not have sufficient information in the error registers to recover from all uncorrectable 
errors which have occurred. 

Of the backup cache data RAM error registers, only BCEDSTS is writable by software. Software 
clears the error and lock bits which reenables all the Data RAM error registers to record the next 
error which occurs. 

The contents of BCEDSTS, BCEDIDX, and BCEDECC are not affected by reset. 

13.5.4.1 Bcache Error Data Status (BCEDSTS) 

Figure 13-30: IPR A6 (hex), BCEDSTS 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16(15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I x | x | x | x ( x| x | Xi x | x ( x | x i x | x | x| x | x | x | x ( x | x | DR_CMD |0(0|0| | | | | | : BCEDSTS 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — +. — + — + — + — + — -i + — + — + — + — + — + — + — + — + (. 

I I I I I 

I I I I '-LOCK 

| | | '-CORR 

| | '-UNCORR 

I '-BAD_ADDR 
'-LOST ERR 


Table 13-41: BCEDSTS Reid Descriptions 


Name 

Extent 

Type 

Description 

LOCK 

0 

WC 

Lock bit. Indicates that the BCEDSTS, BCEDIDX, and BCEDECC 
registers are locked. 

CORR 

1 

wc 

Indicates that a correctable ECC error was encountered. 
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Table 13-41 (Cont.): BCEDSTS Held Descriptions 


Name 

Extent 

Type 

Description 

UNCORR 

2 

WC 

Indicates that an uncorrectable ECC error was encountered. 

BAD_ADDR 

3 

wc 

Indicates that an addressing error was detected. 

LOSTJERR 

4 

WC 

Indicates that a second uncorrectable error occurred; it was not 
recorded in the error registers. 

DR_CMD 

11:8 

R 

Indicates what command was being processed by the data RAMs at 
the time the error occurred. 


The LOCK bit is set when an error which was not correctable has occurred. If the CORR bit is set, 
the data ram error registers are locked unless an uncorrectable error occurs. On an uncorrectable 
error, the LOCK bit is set and the registers are permanently locked until unlocked by software. 

The contents of BCEDSTS are not affected by reset. I 

13.5.4.1.1 LOCK 

Whenever the data RAM error registers are loaded with an uncorrectable error, the LOCK bit is 
set. At this time either UNCORR or BAD_ADDR is also set to indicate the type of uncorrectable 
error. (A correctable error does not set BCEDSTS<LOCK>.) When the LOCK bit is set, the I 
BCEDSTS, BCEDIDX, and BCEDECC registers are all locked. Clearing the lock bit unlocks 
all three registers. The LOCK bit is set by hardware and it is cleared by software. It is a 
write-one-to-clear bit. 

13.5.4.1.2 CORR 

CORR is set when the data ECC decoder detects a correctable error. When this occurs, the Bcache 
Data Error registers are loaded and locked against further correctable errors; BCEDSTS<LOCK> | 

is not set. The CORR bit is set by hardware and it is cleared by software. It is a write-one-to-clear I 
bit. 

13.5.4.1.3 UNCORR 

UNCORR is set when the data ECC decoder detects an uncorrectable error. When this occurs, 
the Bcache Data Error registers are loaded and locked. The UNCORR bit is set by hardware and 
it is cleared by software. It is a write-one-to-clear bit. 

13.5.4.1.4 BAD_ADDR 

BAD_ADDR is set when the data ECC decoder detects an error in the address bit, indicating 
some problem with the address lines going to the data rams. This is an uncorrectable error, thus, 
when it occurs, the Bcache Data Error registers are loaded and locked. The BAD_ADDR bit is 
set by hardware and it is cleared by software. It is a write-one-to-clear bit. 
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13.5.4.1.5 LOST_ERR 

LOSTJERR indicates that after the first uncorrectable error was recorded in the data error 
registers, an additional uncorrectable error occurred for which state was not saved. LOST_ERR 
is set by hardware and is cleared by software. It is a write-one- to-clear bit. 

13.5.4.1.6 DR_CMD 

The DR_CMD field indicates what the data RAMs were doing when the error was detected. Its 
values are listed in Table 13-42. 


Table 13-42: 

Interpretation of DR_ 

_CMD 

DR_CMD<11:8> Name 

Data RAM operation 

0111 

DREAD 

Data lookup for a Dstream read 

0011 

IREAD 

Data lookup for an Istream read 

0100 

WBACK 

Data lookup for a writeback 

0010 

RMW 

Data lookup for a read-modify- write (done for normal writes and 
WRITE.UNLOCKs.) 


There are two data RAM operations which do not cause any sort of errors: full quadword writes 
and fills. Thus, these commands will not appear in BCEDSTS. 

DR_CMD is only written by hardware. It is read-only for software. 

13.5.4.2 Bcache Error Data Index (BCEDIDX) 

This register holds the index of a data RAM transaction; it is loaded when an error is detected 
on a data RAM access. The index loaded due to a correctable error is not overwritten unless an 
uncorrectable error occurs afterwards. If an uncorrectable error occurs, BCEDIDX is loaded and 
locked. BCEDIDS is unlocked by software; the lock bit is in the BCEDSTS register. 

BCEDIDX is read-only from software’s point of view. Its contents are not affected by reset. 
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Figure 13-31: IPR A7 (hex), BCEDIDX 


31 30 29 28127 

26 25 24|23 22 21 20|19 18 17 

16115 14 13 12|11 10 09 08 | 07 06 05 04 | 03 02 01 00 

1 0| 0| 0| 0| 0| 

0| 0| 0| 0| 0| 0| 

| Backup cache data RAM index | 0 | 0 | 0 | :BCEDIDX 

1 

'-index or undefined, based on cache size 

BCEDIDX must be interpreted based on the cache size being used, as shown in Table 13—43. 

When certain address bits are not used as index bits for the cache size given, their value in 

BCEDIDX is undefined. 


Table 13-43: 

BCEDIDX interpretation 


Cache size 

Index bits used 

undefined index bits 

128 kilobytes 

BCEDIDX<16:3> 

BCEDIDX<20:17> 

256 kilobytes 

BCEDIDX<17:3> 

BCEDIDX<20:18> 

512 kilobytes 

BCEDIDX<18:3> 

BCEDIDX<20:19> 

2 megabytes 

BCEDIDX<20:3> 

None 


13.5.4.3 Bcache Error Data ECC (BCEDECC) 

This register holds the syndrome as calculated on the backup cache data and check bits. It is 
loaded when an error occurs on a data RAM access. Then it follows the same lock rules that 
the other Bcache Data Error registers follow. It is unlocked by software. The lock bit is in the 
BCEDSTS register. The contents of BCEDECC are not affected by reset. I 

When DISABLE_ERRORS is set, BCEDECC is loaded on every quadword read from the cache. 
This provides a way of testing the ECC logic by reading the results of the syndrome calculation. 
Note that because 4 quadwords are read from the Bcache at a time, BCEDECC will contain the 
syndrome from the LAST quadword read after the 4-qw transaction is complete. Software can 
control which quadword is read last by varying the requested quadword of a transaction; the 
Bcache controller always returns the requested quadword first, then returns the remaining 3 
quadwords in wraparound order. For example, if the programmer wants to see the contents of 
BCEDECC after quadword 2, she would do a read to quadword 3 of the block, and the quadwords 
would be read out in the order 3-0- 1-2. 

Software can use BCDECC to write known check bits to the data RAMs; when the RAMs are 
read, the syndrome is captured by BCEDECC. Once the syndrome is known, the check bits which 
were calculated by the ECC hardware can be deduced, because the check bits read from the RAMs 
were known. The syndrome is simply the XOR of the calculated check bits and the check bits 
which were read from the RAMs. 

If the programmer wants to learn what the correct checkbits for a particular data pattern should 
be, she can write data to the cache while BCDECC contains all zero’s and CCTL<SW_ECC> is 
set. This forces checkbits of zero to be written to the cache with the data. When the data is read 
back, BCEDECC will contain the correct checkbits for the data (the XOR of the checkbits read 
and the checkbits calculated by hardware). 
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BCEDECC is read-only from software’s point of view. 


Figure 19-32: IPR A8 (hex), BCEDECC 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

1 x| x| x | x | x 1 xl ECCHI | x | x j x | x | x t x j x | x 1 x | x | x | x | ECCLO I x| x| x| x j x | Xl : BCEDECC 

+ + + + + + — + + + + + + + + + — + — + + — + + — + + + + + + + + + — h + — + + 


The ECCHI field corresponds to syndrome bits <7:4>. The ECCLO field corresponds to syndrome 
bits <3:0>. 
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13.5.5 Fill Error Registers (CEFADR, CEFSTS) 

Some errors are related to outstanding reads to memory. These errors may be diagnosed using 
the CEFSTS and CEFADR registers. CEFSTS holds general information about the type of read 
outstanding; CEFADR holds the address of the outstanding read. The contents of these these 
registers are not changed during reset. 

13.5.5.1 Cbox Error Fill Status (CEFSTS) 

The CEFSTS register holds information related to a problem on a read which was sent to memory. 
If a read request to memory times out or is terminated with RDE, the CEFSTS register and the 
CEFADR register are loaded and locked. 

The register is read-write. Only the lowest five bits and the UNEXPECTED_FILL bit may be 
written, and then only to clear them after an error. CEFSTS is not affected by reset. 

Figure 13-33: IPR AC (hex), CEFSTS 


31 30 29 28|27 26 25 24|23 22 21 20 1 19 18 17 16 1 15 14 13 12 1 11 10 09 08 1 07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I x| x i x| x | x ! x i x j x | x| x | | x | x | x | x | COUNT 1 ! I I I I I I I I I ! I I I I :CEFSTS 

-) + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I I I I I I I I I I I I I I I I 

! I I i i I I I I I I I I I I '-RDLK 

I I I I I I I I I I I I I I '-LOCK 

I I I I I I I I I I I I I '-TIMEOUT 

I I I I | I I I I | | I '-RDE 

I I I I I I I I I I I '-LOST_ERR 

I | I I | I | | | I '-IDO 

I I I I I I I I I '-IREAD 

I I I I I I I I '-OREAD 

I I I I I I I '-WRITE 

| | | | | | '-TO_MBOX 

i I I I I '-RIP 

I III '-OIP 

I I | '-DNF 

| | '-RDLK_FL_DONE 

'-UNEXPECTED_FILL '-REQ FILL DONE 


Table 13-44: CEFSTS Field Descriptions 


Name 

Extent 

Type 

Description 

RDLK 

0 

wc 

Indicates that a READ_LOCK was in progress. 

LOCK 

1 

wc 

Indicates that an error occurred and the register is locked. 

TIMEOUT 

2 

wc 

FILL failed due to transaction timeout. 

RDE 

3 

wc 

FILL failed due to Read Data Error. 

LOSTJERR 

4 

wc 

Indicates that more than one error related to fills occurred. 

IDO 

5 

RO 

NDAL identification bit for the read request. 

IREAD 

6 

RO 

This is an Istream read from the Mb ox which may be aborted. 

OREAD 

7 

RO 

This is an outstanding OREAD. 

WRITE 

8 

RO 

This read was done for a write. 
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Table 13-44 (Cont.): CEFSTS Reid Descriptions 


Name 

Extent 

Type 

Description 

TO_MBOX 

9 

RO 

Data is to be returned to the Mbox. 

RIP 

10 

RO 

READ invalidate pending. 

OIP 

11 

RO 

OREAD invalidate pending. 

DNF 

12 

RO 

Do not fill - data not to be written into the cache or validated 
when the fill returns. 

RDLK_FL_DONE 

13 

RO 

Indicates that the last fill for a READ_LOCK arrived. 

REQ_FILL_DONE 

14 

RO 

Indicates that the requested quadword was successfully returned 
from the NDAL. 

COUNT 

16:15 

RO 

For a memory space transaction, indicates how many of the fill 
quadwords have been successfully returned. For I/O space, is set 
to ll(BIN) when the transaction starts as only one quadword will 
be returned. 

UNEXPECTED_FILL 

21 

WC 

Set to indicate that an unexpected fill was received from the 
NDAL. 


13.5.5.1.1 RDLK 

RDLK is set to show that a READJLOCK is in progress. This bit is write-one- to-clear. The side 
effect of performing a write-one-to-clear to this bit is to clear the VALID bit for an entry which had 
its RDLK bit set; this has the effect of clearing out the FILL_CAM entry. This is the same action 
which is taken when a WRITEJLJNLOCK is received. Microcode uses this functionality during 
certain error sequences; the bit is implemented in the zero position to make the microcoding as 
efficient as possible. r , 

This bit is normally not read as a one by software, because the microcode ensures that the 
READ_LOCK-WRITE_UNLOCK sequence is an indivisible operation. I£ however/ the first 
quadword of a READ_LOCK is returned successfully and then the transaction either times out 
or is terminated in RDE, CEFSTS is loaded with the RDLK bit set. 

13.5.5.1.2 LOCK 

The LOCK bit is set when a read transaction which has been sent to memory terminates in Read 
Data Error or in Timeout. At the same time, all information corresponding to the read is loaded 
from the FILL_CAM into the CEFSTS register. When the LOCK bit is set, one of TIMEOUT, 
RDE, or UNEXPE CTED_FILL is also set to indicate the type of error. Once the LOCK bit is 
set, none of the information in CEFSTS or CEFADR changes, with the possible exception of 
LOSTJERR, until the LOCK bit is cleared. 

Hardware sets the LOCK bit and software clears it by writing a one to that location. 

13.5.5.1.3 TIMEOUT 

TIMEOUT is set when a read transaction which was sent to the NDAL times out for some reason. 
When TIMEOUT is set, the LOCK bit is also set. 

Hardware sets the TIMEOUT bit and software clears it by writing a one to that location. 
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13.5.5.1.4 RDE 

RDE (Read Data Error) is set when a read transaction which was sent to the NDAL terminates in 
RDE. When the RDE bit is set, the LOCK bit is also set. The UNEXPECTED_FILL bit will be set 
as well, if the RDE was actually unexpected (no read corresponding to the RDE was outstanding 
when that RDE was received). 

Hardware sets the RDE bit and software clears it by writing a one to that location. 

13.5.5.1.5 LOST_ERR 

The LOST_ERR bit is set when CEFSTS is already locked and another RDE, timeout, or 
unexpected fill error occurs. This indicates to software that multiple errors have happened and 
state has not been saved for every error. 

Hardware sets the LOST_ERR bit and software clears it by writing a one to that location. 

13.5.5.1.6 IDO 

IDO corresponds to the NDAL signal, P%ID_H<0>, which was issued with the read that failed. 
It also indicates which one of the two FILL_CAM entries was used to save information about the 
transaction while it was outstanding. 

13.5.5.1.7 IREAD 

IREAD indicates that the transaction in error was an IREAD. 

13.5.5.1.8 OREAD 

OREAD indicates that the transaction in error was an OREAD; the OREAD may have been done 
for a write, a READ_LOCK, or a read modify. 

13.5.5.1.9 WRITE 

WRITE indicates that the transaction in error was an OREAD done because of a write request. 

13.5.5.1.10 TO_MBOX 

TO_MBOX indicates that data returning for the read was to be sent to the MBOX. 

13.5.5.1.11 RIP 

RIP (Read Invalidate Pending) is set when a cache coherency transaction due to a read on the 
NDAL is requested for a block which has Oread fills outstanding at the time. This triggers a 
writeback of the block when the fill data arrives; a valid copy of the data is kept in the cache. 

13.5.5.1.12 OIP 

OIP (Oread Invalidate Pending) is set when a cache coherency transaction due to an OREAD or 
a WRITE on the NDAL is requested for a block which has OREAD fills outstanding at the time. 
This triggers a writeback and invalidate of the block when the fill data arrives. 
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13.5.5.1.13 DNF 

DNF (Do Not Fill) is set when data for a read is not to be written into the Bcache. This is the 
case when the cache is off, in ETM, or when the read is to I/O space. The assertion of this bit 
prevents the block from being validated in the cache. 

13.5.5.1 .14 RDLK_FL_DONE 

This bit is set in the fill cam when a READJLOCK hits in the Bcache or the last fill arrives from 
the BIU for a READJLOCK. Once this is set, the corresponding WRITE JLJNLOCK is allowed to 
proceed. This overrides the FILL_CAM block conflict on the WRITE_UNLOCK which is inevitable 
since the READJLOCK is held in the FILL_CAM until the WRITEJCJNLOCK is done. 

1 3.5.5.1 .1 5 R EQ_FI LL_DON E 

REQJFTLL_DONE is set when the requested quadword of data was successfully received from 
the NDAL. This is used to allow error handling software to differentiate between an error which 
occurred before the requested data was received, and an error which occurred after the requested 
data was received. 

If the error occurs while the requested data is being returned, such as the requested data being 
returned with RDE, it is as if the requested data was not received. REQ_FILL_DONE will not 
be set because the requested data was not successfully received. 

13.5.5.1.16 COUNT 

These two bits indicate how many of the expected four quadwords have been returned successfully 
from memory for this read. If they are OO(BIN), no quadwords have returned, if they are Ol(BIN), 
one quadword has returned, etc. If the entry was for a quadword read, the count bits are set to 
ll(BIN) when the reference is sent out. 

As an example, if RDE is returned before any other RDR returns for a hexaword request, COUNT 
will be OO(BIN), to indicate that no quadwords of data were successfully returned. 

13.5.5.1 .17 UNEXPECTED__FILL 

UNEXPECTED_FILL is set to indicate that an RDE or an RDR cycle was received from the 
NDAL with an ID for which the FILL__CAM entry was not valid. When UNEXPECTED_FILL is 
set, CEFSTS and CEFADR are loaded and locked. RDE will also be set if the unexpected fill was 
an RDE rather than an RDR. 

UNEXPE CTED_FILL is a write-one- to-clear bit which is set by hardware and cleared by software. 


13.5.5.2 Fill Error Address (CEFADR) 

The CEFADR register holds the original quadword read address of a fill which ended in an error 
condition. It is loaded when an error is detected on a fill. It is a read-only register. 
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CEFADR is locked when CEFSTS is locked. Its contents are not changed during reset. 

Figure 13-34: IPR AB (hex), CEFADR 


31 30 29 28|27 26 25 24 |23 22 21 20|19 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

4 f — — +~" , 4 4" ,, "'“4*— "“4— — 4 f — — 4— — 4— — 4— —+ h f — — 4-— —4-— “4 — —4‘“—4— *■— 4-——4" 1 " — 4*— — 4 h-“—4 — —4"“ —+“■“* 4‘“**"4-““4— “4- 

| Fill error address I 0| 0| 0| : CEFADR 

4- + 1- + — 4 + — + — + + — 4- 4. — 4. 4. 4. — 4. 4. — 4. 4. 4. 4- — 4- 4- 4- 4- 4- 4- 4- — 4- 4 4- 1- — 4- 4- 
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13.5.6 NDAL Error Registers (NESTS, NEOADR, NEOCMD, NEDATHI, NEDATLO, 
NEICMD) 

The NDAL error registers hold information related to NDAL errors. NESTS, NDAL Error Status, 
holds error bits relating to any problems encountered. 

NEOADR, NDAL Error Output Address, holds the address corresponding to the cycle which was 
in error. NEOCMD, NDAL Error Output Command, holds the command bits corresponding to 
the cycle in error. 

NEDATHI, NDAL Error Data High Longword, and NEDATLO, NDAL Error Data Low Longword, 
hold the data from an NDAL cycle where NVAX detected a parity error on the bus. NEICMD, 
NDAL Error Input Command, holds the command bits corresponding to a cycle with a parity 
error. 

The NDAL error registers are not affected by reset: their contents are not changed during reset. 


13.5.6.1 NDAL Error Status IPR (NESTS) 

The NESTS register holds information about any errors which happened on the NDAL. All six 
bits in this register are write-one- to-clear. Reset does not affect this register. Power-up does not 
initialize the register. 

Figure 1 3-35: IPR AE (hex), NESTS 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08107 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 
|x|x|x|x|x|x|x|x|x|x|x|xix|x|x|x|x|x|x|x|x|x|x|x|x|x| | | | | | | : NESTS 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


I I | I I '-NOACK 
! | | I '-BADWDATA 

I | | '-LOST_OERR 

I | '-PERR 
I '-INCON_PERR 
'-LOST PERR 


Table 1 3-45: NESTS Field Descriptions 


Name 

Extent 

Type 

Description 

NOACK 

0 

WC 

Indicates that P%ACK_L was not asserted for an outgoing NVAX 
cycle. This bit locks NEOADR and NEOCMD. 

BADWDATA 

1 

wc 

Indicates that an outgoing data cycle was accompanied by the 
BADWDATA command. This bit locks NEOADR and NEOCMD. 

LOST.OERR 

2 

WC 

Indicates that multiple outgoing errors, either NOACK or 
BADWDATA were detected. 

PERR 

3 

wc 

Indicates that a parity error was detected on the NDAL. This bit 
locks NEDATHI, NEDATLO, AND NEICMD. 
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Table 13-45 (Cont.): NESTS Field Descriptions 


Name 

Extent 

Type 

Description 

INCON_PERR 

4 

WC 

Inconsistent parity error. 

LOST_PERR 

5 

wc 

Indicates that multiple NDAL parity errors were detected. 


13.5.6.1.1 NOACK 

NOACKis set when NVAX detects that P%ACKJL was not asserted on the NDAL for an outgoing 
NVAX cycle. When NOACK is set, NEOADR and NEOCMD are locked so that software can read 
them to see what transaction was being attempted when the error occurred. 

NOACK is set on any outgoing NVAX cycle which is not acknowledged, whether it was an address 
cycle or a data cycle. The information which is locked in NEOADR and NEOCMD corresponds 
to the address cycle of the transaction. For example, if an outgoing write data cycle is not 
acknowledged, the address cycle for that write operation is saved in NEOADR and NEOCMD. 

NOACK is not set if there was a previous BADWDATA If a BADWDATA cycle is NOACKd, both 
BADWDATA and NOACK are set. 

NOACK is cleared by a write-one-to-clear. 

13.5.6.1.2 BADWDATA 

BADWDATA is set when the BIU receives data for a writeback from the cache which had an 
uncorrectable ECC error, and thus is being issued on the NDAL with the BADWDATA command. 
When BADWDATA is set, NEOADR and NEOCMD are locked so that software can read them to 
retrieve the information about the failure. 

The address for the write operation is captured in NEOADR, and the command information for 
the cycle is captured in NEOCMD. 

BADWDATA is not set if there was a previous NOACK If a BADWDATA cycle is NOACKd, both 
BADWDATA and NOACK are set. 

13.5.6.1.3 LOST_OERR 

LOST_OERR is set when NOACK or BADWDATA is already set and another one of those errors 
occurs. It notifies software that state was saved only for the first outgoing error. 

LOST_OERR is cleared by a write-one-to-clear. 

13.5.6.1.4 PERR 

PERR is set when NVAX detects a parity error on the NDAL. When PERR is set, NEDATHI, 
NEDATLO, and NEICMD are locked so that software can read them to see what was on the 
NDAL when the error occurred. 

Since NVAX calculates parity on every cycle, PERR will be set on both its own transfers and the 
transfers of other devices which fail the parity check. 

PERR is cleared by a write-one-to-clear. 
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13.5.6.1.5 INCON_PERR 

IN CON_PERR (Inconsistent parity error) is set when an NDAL parity error is detected on a cycle 
which is also acknowledged with P%ACK_L. This means that NVAX detected a parity error but 
some other device acknowledged the transfer. 

INCON_PERR is only set in conjunction with PERR. It is not set unless PERR is set. If one 
NDAL parity error has already occurred, setting PERR, but INCON_PERR was not set for that 
cycle, a subsequent cycle with an inconsistent parity error will not cause INCON_PERR to be set. 

INCON_PERR is cleared by a write-one- to-clear. 

13.5.6.1.6 LOST_PERR 

LOSTJPERR is set when PERR is already set and another NVAX transfer fails the parity check. 
LOSTJPERR notifies software that multiple NVAX transfers have failed the parity check; state 
was saved only for the first. 

LOST_PERR is cleared by a write-one-to-clear. 

13.5.6.2 NDAL Error Output Address IPR (NEOADR) 

The NEOADR register is loaded for every address cycle which the Cbox drives onto the NDAL, 
unless it is locked. It is loaded during the cycle when the corresponding P%ACKJL should be 
asserted on the NDAL. It is locked when the NOACK bit in the NESTS register is set. 

When NEOADR is locked, it contains the address information for the first transaction which 
failed. If it is read when it is not locked, it contains information from the last address cycle 
which was acknowledged on the NDAL. 

The format of NEOADR matches the low longword of the NDAL during an address cycle. 
NEOADR is read-only to software. Its contents are not changed during reset. 

Figure 18-36: IPR BO (hex), NEOADR 


31 30 29 28|27 26 25 24|23 22 21 20119 18 17 16)15 14 13 12 | 11 10 09 08|07 06 05 04 | 03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| NDAL address I : NEOADR 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


13.5.6.3 NDAL Error Output Command (NEOCMD) 

The NEOCMD register is loaded and locked exactly as NEOADR is loaded and locked. The 
format of NEOCMD is similar to that of the high longword of the NDAL during an address cycle. 
The high quadword byte enable positions are NOT included, since NVAX only uses quadword 
byte-enabled transactions; and the NDAL ID and command are added in the lower four bits of 
the longword. 
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The contents of NEOCMD are not affected by reset. 


Figure 13-37: IPR B2 (hex), NEOCMD 


31 30 29 28 |27 

26 25 24 | 23 22 21 20 1 

19 18 17 16115 14 13 12)11 10 09 08|07 06 05 04)03 02 01 00 


1 LEN | x | x | x 1 

x| x| x| x| 

x| x| x| 

X| X ] x | x { BYTE_EN | 0| ID | CMD | : NEOCMD 






Table 13-46: 

NEOCMD Field Descriptions 


Name 

Extent 

Type 

Description 


CMD 

3.-0 

RO 

NDAL command as driven by NVAX during the transaction, 
specific values, see Section 3.3.4.2. 

For 

ID 

6:4 

RO 

Commander ID as driven by NVAX during the transaction, 
specific values, see Section 3. 3.4.3. 

For 

BYTE.EN 

15:8 

RO 

Byte enable as driven by NVAX during the transaction. For specific 
values, see Section 3.3.4.I. 

LEN 

31:30 

RO 

Length of the NDAL transaction. For specific values, 

Section 3. 3.4.1. 

see 


The meanings of these fields are described in Chapter 3. 

13.5.6.4 NDAL Error Input Command (NEICMD) 

NEICMD, NEDATHI, and NEDATLO are loaded at the same time and they are locked at the 
same time. They are all loaded when a parity error occurs; at this time the PEER bit is set in 
NESTS, which locks the three registers. If a second NDAL parity error happens, the registers are 
not loaded again; they are not loaded again until after they are unlocked when software clears 
PEER. 

NEICMD contains the P%CMD_H<3:0>, P%ID_H<2:0>, and P%PARITY_H<2 :0> bits from the 
failed transfer. 

NEICMD is a read-only register. Its contents are not changed during reset. 
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Figure 13-38: IPR B8 (hex), NEICMD 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16 J 15 14 13 12 1 11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + + + + + + + + + + + + H + + h + + + + + + + + + + + + + 

| x| x| X| xi x| X| X| x| x| x| x| X| x| X| x| x| X| X| x| x| x| x| PARITY | ID I CMD I : NEICMD 

+ + + + — + + — + + + — + + + h + + + — + + — + i- — + + + + — + + + + + — + + — + + 


13.5.6.4.1 PARITY 

The PARITY field corresponds to the NDAL lines P%PARJLTY_H<2 K)> . 

13.5.6.4.2 ID 

The ID field corresponds to the NDAL fines P%ED_H<2:0>. 

13.5.6.4.3 CMD 

The CMD field corresponds to the NDAL lines P%CMD_H<2:0>. 

13.5.6.5 NDAL Error Data High and NDAL Error Data Low (NEDATHI and NEDATLO) 

NEDATHI and NEDATLO behave analogously to NEICMD. They capture P%ND AL_H< 63 :0> 
during a cycle with a parity error. NEDATHI contains the high longword of data from the 
NDAL (P%NDAL_H<63:32>); NEDATLO contains the low longword of data from the NDAL 
(P%NDAL_H<31 :0>). 

The format of NEDATHI and NEDATLO must be interpreted based on the CMD found in 
NEICMD. If the CMD field shows that the cycle was a data cycle, the registers contain two 
longwords of data. If the CMD field shows that the cycle was an address cycle, the registers are 
in the format of an NDAL address cycle, as shown in Figure 13-39 and Figure 13-40. 

The contents of NEDATHI and NEDATLO are not affected by reset. 
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Figure 1 £-39: IPR B4 (hex), NEDATHI 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 
+ — + — + , — + (. — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| LEN | UNDEFINED I BYTE_EN | UNDEFINED | : NEDATHI 

+ — + — + (. — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — ^ + — + — + — + — + — + 


Figure 13-40: IPR B6 (hex), NEDATLO 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 1 15 14 13 12 1 11 10 09 08|07 06 05 04103 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

| address I : NEDATLO 

+ — + — + (. — + — + — + — + — + — + — + — + — + — + — + — + — + — + — ^ + — + — + — + — + — + — + — + — + — + — +. — + — + — + 
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13.5.7 Backup Cache Tag Store Access Through IPR Reads and Writes (BCTAG) 

Direct access to the backup cache tag store is provided to aid in error recovery and diagnosis and 
to assist testing. These accesses work whether the cache is on or off, in ETM or in force hit mode. 

If there is a valid FILL_CAM entry for the same cache block which is being accessed through an 
IPR read or write, the IPR read or write is stalled until the fills return and the FILL_CAM entry 
is no longer valid. 

When the backup cache tag store is being accessed through IPR reads and writes, address bits 
<24:22> = 100 (BINARY). Address bits <20:5> are used as the index into the tag store RAMs; 
these indicate which backup cache location is to be written or read. 

Figure 13-41 : Backup Cache Tag Store IPR Addressing Format 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08 | 07 06 05 04)03 02 01 00 

+ + + + + + + — + + + + + + — + + + + + + + — + — + + + H + + — + + + + + + 

I SBZ | 1 0 0 1 x | I BCTAG Index I SBZ I 

+ — + — + + — + + — + — H + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I 

'-BCTAG Index or SBZ, based on cache size. 


Some or all of bits <20:17> are not actually used as the index if the cache is smaller than 2 
megabytes. This is set out explicitly in Table 13-48. 

The format for reading and writing the backup cache tag store as an IPR is described in 
Figure 13—42 and Table 13—47. 

Figure 13-42: IPRs 01000000 thru 011FFFE0 (hex), BCTAG 


31 30 29 28|27 26 25 24|23 22 21 20119 18 17 16)15 14 13 12)11 10 09 08|07 06 05 04|03 02 01 00 

+ + + + + + + + + + + H + + + + + + + + — + — + + + — + + + — + + + + + + 

I TAG | | ECC I | | X) X| X| X | X | X) x| X ) X) : BCTAG 

+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I I I 

'-TAG or 0, based I '-VALID 

on cache size '-OWNED 


Table 13-47: BCTAG Field Descriptions 


Name 

Extent 

Type 

Description 

VALID 

9 

RW 

Valid bit 

OWNED 

10 

RW 

Ownership bit 

ECC 

16:11 

RW 1 

ECC check bits 

TAG 

31:17 

RW 

Tag data 

1 The ECC bits are written from the value given in the IPR_WRITE only if the SW_ECC bit of the CCTL IPR is set. 
Otherwise, the Cbox generates and writes correct ECC for the tag, owned and valid values being written. 
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Some or all of TAG<20:17> are not actually used as tag if the cache is larger than 128 kilobytes. 
This is set out in Table 13-48. 


Table 13-48: Tag and Index Interpretation for BCTAG IPR 


Cache size 

Tag bits used 

Index bits used 

128 kilobytes 

TAG<31:17> 

Index<16:5> 

256 kilobytes 

TAG<31:18> 

Index<17:5> 

512 kilobytes 

TAG<31:19> 

Index<18:5> 

2 megabytes 

TAG<31:21> 

Index<20:5> 


The tag store must be initialized to a known state when the chip is powered up. This is done 
through IPRJWRITEs to BCTAG. 

When the tag store is read, the ECC check bits are read out directly from the tag store in the 
format shown. ECC is not checked on IPR accesses to the tag store; no errors can occur during 
these accesses. 

Some care must be taken if IPR reads of the tag store are done while other transactions are in 
progress. The tag information read out may not be what the programmer expects if cache misses 
or cache coherency transactions are in progress on the block which is being read. For example, 
if a cache miss is in progress, the new tag will be in the tag store but the valid and owned bits 
will be clear. 
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13.5.8 Backup cache deallocates through IPR access (BCFLUSH) 

The Backup Cache Deallocate IPR is a write-only register which software uses to explicitly request 
the deallocation of a cache block. For example, this register may be used when hardware has put 
the cache into ETM and software wants to request writeback of the owned blocks to memory. 

If there is a valid FILL_CAM entry for the same cache block which is being flushed, the flush is 
stalled until the fills return and the FILL_CAM entry is no longer valid. 

Figure 18-43: IPRs 01400000 thru 015FFFE0 (hex), BCFLUSH 


31 30 29 28|27 26 25 24123 22 21 20)19 18 17 16|15 14 13 12 | 11 10 09 08|07 06 05 04 | 03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 

I SBZ I 1| 0 | 1| x| Bcache Tag Deallocate Index I SBZ I :BCFLUSH 

+~“+~ — +“~ + — - ~ +““4 — “ +— — +“ — + — “ +— — +— — +“ — — 4-“ — +— — 4— .— 4 .— +— — f— •— +— — +— — +— — - •+— — 4 >« +— — f — — — + 


When BCFLUSH is written, the Cbox accesses the tag store. If the block is invalid, no further 
action is taken. If the block is valid but not owned, the Cbox sends a block invalidate to the Mbox 
and invalidates the entry in the Bcache tag store. If the block is valid and owned, it sends a 
block invalidate to the Mbox, performs a writeback of the data, and invalidates the entry in the 
tag store. 

This behavior takes place whether the cache is on, off in ETM, or in FORCEJHIT mode. In 
FORCEJEUT mode, BCFLUSH does a real lookup of the tag store and does not force the access 
to hit. Software must take care not to force deallocates when cache state is not consistent with 
the state of memory. For example, when the cache is off valid and owned bits may be set for 
blocks which are no longer up-to-date with respect to memory. 

When a deallocate is done, the VALID and OWNED bits will be cleared as necessary, and the 
value of the stored TAG is modified. Its value is UNPREDICTABLE. Correct ECC is stored on 
the tag store entry. 

A BCFLUSH operation never changes the data stored in the data RAMs. 

Errors are detected and reported during BCFLUSH operations. 

The index given is interpreted as in Table 13-48, based on the size of the cache. 

BCFLUSH may be used when the Bcache is on, as the Pcache is kept a subset of the Bcache 
during these operations. However, new blocks may be allocated due to memory reads and writes 
as the cache is being flushed. 
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13.6 Cbox Control Description 

The Cbox control consists of the following sections: 

• Mbox Interface. Controls receiving commands from the Mbox including checking for 
read/write conflicts, and sending data and invalidates back to the Mbox. 

• Cbox Arbiter. Decides which Cbox request should be serviced next. 

• Tag Store Control. Controls access to the tag store RAMs, hit calculation, ECC generation 
and checking for tag RAMs, tag RAM error handling. 

• Data Ram Control. Controls access to the data RAMs, ECC generation and checking for data 
RAMs, data RAM error handling. 

• NDAL interface. Controls access to the NDAL queues and implements the NDAL protocol 
described in Chapter 3. 

The tag store controller is a state machine which executes any of the following tasks, upon 

instruction from the arbiter: 

• C_TAG%%DREAD_CMD. Performs a lookup for a data-stream read. Hits if tag matches and 
is valid. 

• C_TAG%%IREAD_CMD. Performs a lookup for an instruction-stream read. Hits if tag 
matches and is valid. The operation may be cancelled midstream if the IREAD is aborted. 

• C _TAG% % ORE AD_CMD . Performs a lookup which requires ownership. Hits if tag matches 
and is valid and owned. 

• C_TAG%%R_INVAL_CMD . Performs a cache coherency lookup as the result of an NDAL 
DREAD or IREAD; clears OWNED if necessary. 

• C_TAG%%0_INVAL_CMD. Performs a cache coherency lookup as the result of an NDAL 
OREAD or WRITE; clears VALID and/or OWNED if necessary. 

• C_TAG%%FILL_CMD. Sets the VALID and/or OWNED bit for a fill which has completed. 

• C_TAG%%IPR_DEALLOC_WRITE_CMD. Performs a lookup for a deallocate; clears VALID 
and OWNED bits if the block was owned. 

• C_TAG%%IPR_TAG_WRITE_CMD. Writes the tag store with given data. 

• C_TAG%%IPR_TAG_READ_CMD. Reads the tag store from the location requested. 

When the command given has been executed, the tag store controller notifies the arbiter that it 

has finished. 

The data RAM controller is a state machine which executes any of the following tasks, upon 

instruction from the arbiter: 

• C_D AT% %DREAD_CMD . Reads four quadwords of data-stream data from the Bcache and 
sends them to the Mbox interface. 

• C_DAT%%IREAD_CMD . Reads four quadwords of instruction-stream data from the Bcache 
and sends them to the Mbox interface. The operation may be cancelled midstream if the 
Iread is aborted. 

• C_DAT%%WB_CMD. Reads four quadwords of data from the Bcache and sends them to the 
WRITEBACK_QUEUE . 

• C_DAT%%EM_WRITE_CMD. Performs a read-modify-write operation on the Bcache 
quadword. 
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• C_DAT%%WRITE_BMO_CMD. Performs a full quadword write on the Bcache. 

• C_D AT% %FILL_CMD . Writes fill data into the Bcache; merges write data with the fill if 
necessary. 

When the command given has been executed, the data RAM controller notifies the arbiter that 
it has finished. 

The arbiter looks at the DREAD_LATCH, the IREAD_LATCH, the WRITE_QUEUE, and 
incoming transactions from the CBOX_BIU_INTERFACE to decide which to service next. It 
notifies the tag store controller and data RAM controller of which command to execute next. 

Fills and cache coherency requests both arrive in the NDAL_IN_QUEUE and are sent to the 
Cbox proper through the CBOX_BIU_INTERFACE. They are processed in order; therefore, one 
does not have priority over the other. 

When a transaction such as a read miss causes a cache block to be deallocated, the 
deallocate always takes place as the next data RAM transaction. Transactions in the 

CBOX_BIU_INTERFACE take next-highest priority. In the normal case, the DREAD_LATCH 
takes next priority, the IREAD_LATCH next, and the WRITE_QUEUE takes lowest priority. 
These priorities change if there are special circumstances, as shown in the tables which follow. 

Table 13-49: Cbox Task Priority Under Normal Conditions. 

Priority Source of Transaction 

1 Deallocate caused by previous transaction. 

2 CBOX_BIU_INTERFACE (Pills and cache coherency requests) 

3 DREAD JLATCH 

4 IREAD_LATCH 

5 WRITE_QUEUE 


Table 13-50: Cbox Task Priority When DWR_CONFLICT Bits are Set in the WRITE_QUEUE. 

Priority Source of Transaction 

1 Deallocate caused by previous transaction. 

2 CBOX_BIU_INTERFACE (Fills and cache coherency requests) 

3 IREAD_LATCH 

4 WRITE_QUEUE 

5 DREAD_LATCH - not serviced until DWR_CONFLICT bits are clear 
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Table 1S-51: Cbox Task Priority When IWR_CONFUCT Bits are Set in the WR1TE_QUEUE. 

Priority Source of Transaction 

1 Deallocate caused by previous transaction. 

2 CBOX_BIU_INTERFACE (Fills and cache coherency requests) 

3 DREAD_LATCH 

4 WRITE_QUEUE 

5 IREAD_LATCH - not serviced until IWR_CONFLICT bits are clear 


Table 13-52: Cbox Task Priority When a DREAD_LOCK is in progress until the 
WRITEJJNLOCK is done. 

Priority Source of Transaction 

1 Deallocate caused by previous transaction. 

2 CBOX_BIU_INTERFACE (Fills and cache coherency requests) 

3 WRITE_QUEUE - the WRITEJJNLOCK corresponding to the DREADJLOCK is the 
only write which will arrive unless an error occults; in this case the IPR_WRITE clearing 
the RDLK bit in the FILL_CAM is the next write to arrive. 

4 DREAD_LATCH - not serviced until the WRITE_UNLOCK completes or the 
FILL_CAM RDLK bit is cleared. 

5 IREAD_LATCH - not serviced until the WRITE_UNLOCK completes or the FILL_CAM 
RDLK bit is cleared. 


There are various resources in the Cbox which must be available for the start of a transaction. 
The necessary conditions vary, depending on the transaction in question. 

Necessary conditions before servicing a fill from the CBOX_BIU_INTERFACE are as follows: 

1. The data RAMs and the tag store must be free. The tag store is only strictly necessary for 
the last fill but for implementation simplicity, both are required for all fills. 

2. The WRITEBACK_QUEUE must not be full. A writeback may be necessary at the completion 
of the fill. 

Necessary conditions before servicing a cache coherency request from the 
CBOX_BIU_INTERFACE are as follows: 

1. The tag store must be free. 

2. The WRITEBACK_QUEUE must not be full. 

Necessary conditions before servicing a transaction from the DREADJLATCH or the 
IREADJLATCH are as follows: 

1. The data RAMs and the tag store must be free. 

2. A FILL_CAM entry must be available, in case the read misses. 

3. There must be an available entry in the NON_WRITEBACK_QUEUE, in case the read misses. 

4. There must be no valid entry in the FILL_CAM for the same cache block as that of the new 
request. 
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5. There must be no RDLK bit set in the FILL_CAM, indicating that a READJLOCK - 
WRITE_UNLOCK sequence is in progress. 

6. There must be no block conflict with any WRITE_QUEUE entry. 

7. The WRITEBACK_QUEUE must not be full. 

Necessary conditions before servicing a full quadword write from the WRITE_QUEUE are as 
follows: 

1. The tag store must be free. 

2. If a read lock is not outstanding, a FILL_CAM entry must be available, in case the write 
misses and requires an OREAD. 

3. If a read lock is not outstanding, there must be an available entry in the 
NON_WRITEBACK_QUEUE, in case the write misses. 

4. There must be no valid entry in the FILL_CAM for the same cache block as that of the new 
request, unless the new request is a WRITE_UNLOCK. 

5. If there is a READ_LOCK in the FILL_CAM, the fills for the READJLOCK must have 
completed. 

6. The WRITEBACK_ QUEUE must not be full. 

The tag store lookup for a full quadword write may be done while the data RAMs are busy with 
another transaction. When the data RAMs free up, the full quadword write is done. If full 
quadword writes are streaming through the WRITE_QUEUE, this effectively pipelines the tag 
store accesses and the data RAM accesses so that the writes take place at the maximum write 
rep rate of the data RAMs. This would not be the case if the arbiter required both the data RAMs 
AND the tag store to be free before starting the full quadword write. 

Necessary conditions before servicing any WRITE_QUEUE entry other than a full quadword 
write are as follows: 

1. The tag store and the data RAMs must be free. 

2. If a read lock is not outstanding, A FILL_CAM entry must be available, in case the write 
misses and requires an OREAD. 

3. If a read lock is not outstanding, there must be an available entry in the 
NON_WRITEBACK_QUEUE, in case the write misses. 

4. There must be no valid entry in the FILL_CAM for the same cache block as that of the new 
request, unless the new request is a WRITE JJNLOCK 

5. If there is a READJLOCK in the FILL_CAM, the fills for the READJLOCK must have 
completed. 

6. The WRITEBACK.QUEUE must not be full. 

From the above lists, the following is true: 

1. When the data RAMs are busy, the only tag store operations which may proceed are cache 
coherency requests and full quadword write requests. 

2. No transaction from the Mbox which produces a block conflict with the FILL_CAM 
may proceed, except a WRITE_UNLOCK This includes I/O space transactions and IPR 
transactions, for implementation simplicity. 
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13.7 Transaction Descriptions 

13.7.1 IPR Reads and IPR Writes 

These transactions are described in Section 13.5. 

13.7.2 I/O Space 

I/O space references are recognized when address bits <31:29> are equal to all ones. Address 
bits <31:0> are used for I/O space reads and writes, which may reference bytes. All bits of the 
address are driven onto the NDAL. 

In addition, the byte enable field is valid for all I/O space reads and writes, as described in 
Chapter 3. When the Cbox receives an I/O space read or write, it passes the byte enable from 
the Mbox out through the BIU to the NDAL. 

I/O space references are never cached in the Bcache. All such references are passed directly to 
the NDAL. I/O space fill data which returns is passed directly to the Mbox. 

I/O space references are always quadword length. When the quadword returns on the NDAL, 
the Cbox returns it directly to the Mbox and asserts C%LAST_FILL_H so the Mbox does not expect 
any more fills. 

I/O space references also result from IPRJREADs and IPR_WRITEs to the Cbox which are not 
in Cbox register space. The Cbox converts these to I/O space reads and writes, as described in 
Section 13.5. 

Before an I/O space read is allowed to proceed, the WRITE_QUEUE is flushed. I/O space 
writes are naturally ordered with respect to previous I/O space writes since they go into the 
WRITE_QUEUE behind any previous I/O space writes. They are also ordered with respect to 
previous reads and subsequent reads through the write conflict bit mechanism. 

There are situations where I/O space writes will appear out of order with respect to memory 
space writes. See Section 13.14 for an explanation of when this may happen. 

READ_LOCKs and WRITE_UNLOCKs to I/O space are not supported by the Cbox. If software 
issues these transactions through the Mbox, the Cbox converts them to normal DREADs and 
WRITES on the NDAL. 

1 3.7.3 Clear Write Buffer 

In previous systems, Clear Write Buffer (CWB) was implemented as a separate command. 
NVAX implements this as an IPR read or write which the Cbox converts into an I/O space 
read or write on the NDAL. As this transaction passes through the Cbox, it has the effect 
of clearing previous entries in the WRITE.QUEUE, the NON_WRITEBACK_QUEUE, and the 
WRITE BACK_QUEUE . 

An IPR_READ to clear the write buffers causes all the DWR_CONFLICT and IWR_CONFLICT 
bits in the WRITE_QUEUE to be set. All writes are flushed as top priority, and then the I/O space 
read is issued to the NDAL and system. Which device responds to the read is system-dependent. 
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An IPR_WRITE to clear the write buffers goes into the WRITE_QUEUE . If any reads are 
outstanding, they complete first due to their higher priority and then the writes complete. If 
a new read arrives while the IPR_WRITE is still in the WRITE_QUEUE, the conflict bit is set 
for that entry so the read does not complete until after the IPR_WRITE to clear the write buffer. 
After that IPR_WRITE completes, read/write priority goes back to the default behavior. 

The Clear Write Buffer has the effect of clearing both the WRITEBACK_QUEUE and the 
N ON_WRITE B ACK_QUEUE , as follows: the CWB, whether issued as an IPR_READ or an 
IPR.WRITE, enters the NON_WRITEBACK_QUEUE. Since the WRITEBACK.QUEUE takes 
priority over the NON_WRITEBACK_QUEUE, any previous writebacks will be issued to the 
NDAL before the CWB is issued from the N ON_ WRITEB ACK_QUEUE . Any entries which were 
already in the N ON_WRITEBACK_QUEUE will be issued before the CWB as transactions in the 
queue are always issued in order. Thus, before the CWB completes, both outgoing NDAL queues 
are flushed of all previous transactions. If the CWB is issued as an IPR_READ, software receives 
positive acknowledgement that the queues were cleared when the fill returns. 

The IPR_WRITE is issued to the NDAL as an I/O space write. As with the I/O space read to clear 
the write buffers, the device which responds is system-dependent. 
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13.7.4 Memory Read Hit 

Several different kinds of memory reads may arrive from the Mbox, as shown in the following 
table. 


Read Cbox action 

IREAD hits if tag matches and valid bit is set 

DREAD hits if tag matches and valid bit is set 

DREAD_MODIFY hits if tag matches and valid bit is set 

DREADJLOCK hits if tag matches, valid bit is set, and ownership bit is set 


When the Mbox asserts M%CBOX_REF_ENABLE_L, the Cbox takes the command from M%S6_CMD_H. 
If the backup cache is occupied with another transaction, the Cbox puts an IREAD into the 
IREAD_LATCH or a DREAD into the DREAD_LATCH for later processing. Otherwise, the read 
bypasses the read latches and is started immediately. 

When both the tag store and the data RAMs are free, the transaction starts. The tag lookup is 
done in parallel with the data lookup. If the read hits, data is driven from the backup cache RAMs 
back through the CM_OUT_LATCH. The fill command is sent to the Mbox on C%CBOX_CMD_H<lK>>. 
Two cycles later, the Pcache fill is done while the Cbox drives data onto B%S6_DATA_H<63K)>. 

Using the fastest RAM speed configuration, the backup cache access incurs an additional 4-cycle 
latency penalty beyond the Pcache access. Each subsequent quadword in the block takes an extra 
two cycles from the previous quadword. 

On a read hit in the backup cache, the requested quadword is always returned first to the Mbox. 
The subsequent quadwords are sent in wrapped order as shown in Table 13—53. 

Table 13-53: Order of quadwords read from the Bcache 

Requested QW 2nd QW returned 3rd QW returned 4th QW returned 




QW2 

QW3 



QW3 

QWO 

QW2 

QW3 

QWO 

QW1 

QW3 

QWO 

QW1 

QW2 
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13.7.5 Read Miss and Fill 

At the same time the tag store access is done for a read, the address is put in the FILL_CAM. If the 
read misses, that entry is validated and the address is sent to the NON_WRITEBACK_QUEUE. 

If the read command was DRE AD_M ODIFY and missed, it is converted to an OREAD on the 
NDAL. All other reads are sent as either IREADs or DREADs on the NDAL. 

From the N ON_WRITEB ACK_QUEUE the request goes across the NDAL to the memory 
interface. When the memory interface returns the fill, the Cbox puts the fill into the 
NDAL_IN_QUEUE . Since the block size is 32 bytes and the NDAL is 8 bytes wide, four fill 
transactions on the NDAL result from the read request. 

The arbiter services the CBOX_BIU_INTERFACE, and thus the fill, as highest priority. At this 
time, Cbox control takes the fill from the CBOX_BIU_INTERFACE and puts the data in the 
CM_OUT_LATCH. At the same time it starts writing the backup cache RAMs with the data, 
which takes at least three cycles, depending on RAM access time. The fill data is driven to the 
Mbox from the CM_OUT_LATCH as described in the cache hit section preceding. 

As fill data returns, the Cbox keeps track of how many quadwords have been received with a 
two-bit counter in the FILL_CAM. If two read misses are outstanding, fills from the two misses 
may return interleaved, so each entry in the FILL_CAM has a separate counter. When the last 
quadword of a read miss arrives, the new tag is written and the valid bit is set in the cache. The 
owned bit is set if the fill was for an Ownership Read. The FILL_CAM is made available for the 
next cache miss. 

If the RIP or OIP bit is set (and DNF is not set) in the FILL_CAM when the last fill returns, the 
arbiter immediately notifies the tag store control to start a cache coherency transaction on that 
block; nothing intervenes between the last fill and the cache coherency transaction. 

13.7.6 Write Hit 

A write from the WRITE_QUEUE is begun by accessing the tag store. It is a write hit if the tag 
matches, the valid bit is set, and the ownership bit is set. In this case the write data may be 
written into the data RAMs. The data RAMs are not accessed for the write until it is determined 
that the write hit. 

The write is somewhat complicated because we have ECC across 8 bytes in the data RAMs. If 
all bytes in the quadword are not to be written with new data, the old data is read out of the 
data RAMs during the tag store lookup and before the write is done. The new data is merged 
with the old so that ECC can be calculated across the new quadword. This action is known as 
read-modify-write. 

If byte enable indicates that the write is a full quadword write, the read-modify-write is not 
necessary. In this case, the tag store lookup may proceed even if the data RAMs are not available; 
when the RAMs then become available, the write is done (assuming the tag store access resulted 
in hit-owned). This allows sequential full quadword writes to be effectively pipelined, as the tag 
store lookup for the next write may proceed while the current write is being done into the data 
RAMs. If the fastest RAM configuration is used, this achieves a three-cycle repetition rate for 
full quadword writes. 

When the write is complete, the entry is removed from the WRITE_QUEUE. 
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*13.7.7 Write Miss 

If the tag store lookup for a write is done and the ownership bit is not set or the tag does not match, 
an ownership read is issued to the memory subsystem through the NON_WRITEBACK_QUEUE. 
At the same time, the new tag is written to the backup cache tag store with cleared VALID and 
OWNED bits. When the requested quadword returns through the NDAL_IN_QUEUE, the write 
data is merged with the fill data, ECC is calculated, and the new data is written to the cache 
RAMs. At this time the write is removed from the WRITE_QUEUE . When the fourth quadword 
returns, the valid bit and the ownership bit are set in the tag store. None of the fill data is sent 
to the Mbox, since the request originated from a write rather than from an Mbox read. 

13.7.8 Deallocates Due to CPU Reads and Writes 

When any tag lookup for a read or a write results in a miss, the cache block is deallocated to 
allow the fill data to take its place. If the block is not valid, no action is taken for the deallocate. 
If the block is valid but not owned, the block is invalidated in the backup cache tag store and 
an invalidate is sent to the Pcache. If the block is valid and owned, the block is written back 
to memory, invalidated in the tag store, and an invalidate is sent to the Pcache. The Hexaword 
Disown Write command is used to write the data back. 

If a writeback is necessary, it is done immediately after the read or write miss occurs. The miss 
and the deallocate are contiguous events and are not interrupted for any other transaction. 

When the block is invalidated or deallocated at the time of the miss, the VALID and OWNED bits 
are cleared. The TAG is written with a value corresponding to the address of the read or write 
which just missed. When the fill returns, the VALID and OWNED bits are written appropriately. 

The four quadwords for the deallocate are read out from the bcache in the order shown in 
Table 13—53. They are driven on the NDAL in order from QWO to QW3, however, as required by 
the NDAL protocol for hexaword writes. 

13.7.9 DREAD J.OCK and WRITEJJNLOCK 

The Cbox receives DREAD_LOCK/WRITE_UNLOCK pairs from the Mbox. It never issues those 
commands on the NDAL. The Cbox always uses Ownership Read-Disown Write on the NDAL 
and depends on use of the ownership bit in memory to accomplish interlocks. 

When the cache is on, a DREADJLOCK which produces an owned hit in the backup cache causes 
no memory access. All four quadwords are read out of the Bcache and sent to the Mbox. The 
address is placed in the FILL_CAM to prevent any access of the block until the WRITE_UNLOCK 
is done. 

A DREADJLOCK which does not produce an owned hit in the backup cache results in an OREAD 
on the NDAL, whether the cache is on or off. When the cache is on, the WRITEJJNLOCK is 
written into the backup cache and is only written to memory if requested through a coherence 
transaction or due to a deallocate. When the cache is off the WRITEJJNLOCK becomes a 
Quadword Disown Write on the NDAL. 

When a DREADJLOCK arrives in the DREADJLATCH, the WRITE_QUEUE is flushed before 
the DREADJLOCK is started. All transactions from the IREADJLATCH or the DREADJLATCH 
are prevented until the WRITEJJNLOCK takes place or until the RDLK bit in the FILL_CAM 
is cleared through an IPR_WRITE to the CEFSTS IPR. 


DIGITAL CONFIDENTIAL 


The Cbox 13-97 



NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


During READ_LOCKAVRITE_UNLOCK processing, the NDAL_IN_QUEUE is serviced 
normally, so if the cache is on, the NDAL may see some writebacks while the 
DREAD_LOCK/WRITE_UNLOCK is in progress. 

When the Bcache is running in normal mode, a WRITE_UNLOCK is not looked up in the tag 
store as it is guaranteed to be owned in the cache. The arbiter initiates a read-modify- write 
directly to the data RAMs without any tag store access at all. If the Bcache is in ETM, the 
W r RITE_UNLOCK is looked up, as the block may or may not be owned in the cache. 

When the Bcache is off, a WRITE_UNLOCK which is done without a preceding READJLOCK 
will be sent directly to the NDAL. In any other mode of Bcache operation, the WRITE_UNLOCK 
is expected to be preceded by a READJLOCK When the cache is off, a WRITE_UNLOC K without 
a preceding READJLOCK may be useful for error handling (this is not currently implemented in 
the microcode). 


13.8 Cache Coherency 

Since NVAX is used in multiprocessor systems, cache coherency requests requiring invalidates 
and/or writebacks arrive on the NDAL. These may require action in the Bcache and/or the Pcache. 
Under normal conditions, the Cbox ensures that the Pcache is a subset of the Bcache, as explained 
below. Thus, it is able to filter invalidate requests so that not all are sent to the Pcache. 

Table 13-54 shows the actions taken in the Bcache, based on the NDAL command which arrives 
and matches a cache block. 


Table 13-54: NVAX Backup Cache Invalidates and Writebacks 


NDAL Command 

Invalid block 

Valid & Unowned 

Valid & Owned 

IREAD, DREAD 

- 

- 

Writeback, set Bcache to 
valid-unowned state 

OREAD 

- 

Invalidate 

Writeback, Invalidate 

WRITE 

- 

Invalidate 

Writeback, Invalidate 

WDISOWN 

- 

- 

- 


Whenever an invalidate is necessary in the Bcache, according to Table 13—54, an invalidate is 

also sent to the Pcache. . 

Invalidates are sent to the Pcache under the following circumstances: 

1. When an invalidate is necessary in the Bcache, due to a cache coherency request, the 
invalidate is also forwarded to the Pcache. 

2. When a cache miss causes a Bcache deallocate, a corresponding invalidate is forwarded to 
the Pcache. 

3. When a write to BCFLUSH causes a bcache deallocate, a corresponding invalidate is 
forwarded to the Pcache. 

4. When a OREAD or WRITE cache coherency request matches an entry in the FILL_CAM, 
the invalidate is forwarded immediately to the Pcache. "When the last fill returns, a second 
invalidate is forwarded to the Pcache. 
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5. When the Bcache is off or in FORCE_HIT mode, ALL cache coherency requests result in 
invalidates to the Pcache. It is not strictly necessary to send invalidates for IREAD and 
DREAD cache coherency requests, as multiple caches may contain read-only copies of data, 
but for implementation reasons they ARE sent as invalidates to the Pcache. 

6. When the Bcache is in ETM, all OREAD and WRITE cache coherency requests result in 
invalidates to the Pcache. (IREAD and DREAD cache coherency requests do not result in 
invalidates to the Pcache.) A second invalidate is passed to the Pcache if the normal Bcache 
lookup conditions are met. 

NOTE 

When a cache coherency request hits in the cache and either VALID or OWNED is 
modified, the tag which is written to the cache is the same as the tag which was there 
originally. 
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13.9 Abnormal conditions 

This section describes the various modes of Bcache behavior as well as Cbox response when it 
detects an error. 

The Bcache has four operating states which are controlled by the following bits in the CCTL 
register: ENABLE, FORCE_HIT, SWJETM, and HWJETM. The four states are ON, OFF, ETM, 
and FORCE_HIT. The four states are determined and prioritized as follows: 

1. OFF. If the ENABLE bit is cleared in CCTL, the Bcache is OFF and those conditions take 
precedence. 

2. FORCE_HIT. If the ENABLE bit is set and FORCE_HIT is set, the Bcache is in FORCE_HIT 
mode and those conditions take precedence. 

3. ETM. If the ENABLE bit is set, FORCE_HIT is cleared, and either SW_ETM or HW_ETM is 
set, the cache is in ETM mode and those conditions take precedence. 

4. ON. If the ENABLE bit is set and FORCEJEHT, SW.ETM, and HW_ETM are cleared, the 
cache is ON. 

The ON state is the normal operating condition of the cache. OFF, FORCE_HIT, and ETM modes 
are described in the sections which follow. A summary of the backup cache behavior when it is 
ON and incurring no errors is given in Table 13-55. 
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Table 13-55: Backup cache behavior while it is ON 

Cache Cache Respoi 


Transaction 

Miss 

Invalid 

Miss Valid 

Miss Owned 

Hit Valid 

Hit Owned 

CPU IREAD, 
DREAD 

READ 

memory 

Read 
memory, 
Pcache inval 

Read 
memory, 
Pcache 
inval, Bcache 
dealloc 

Read cache 

Read cache 

CPU Read 
Modify 

OREAD 

memory 

ORead 
memory, 
Pcache inval 

OREAD 
memory, 
Pcache 
inval, Bcache 
dealloc 

Read cache 

Read cache 

CPU 

READ.LOCK 

OREAD 

memory 

ORead 
memory, 
Pcache inval 

OREAD 
memory, 
Pcache 
inval, Bcache 
dealloc 

OREAD 
memory, 
Pcache inval 

Read cache 

CPU Write 

OREAD 

memory 

OREAD 
memory, 
Pcache inval 

OREAD 
memory, 
Pcache 
inval, Bcache 
dealloc 

OREAD 
memory, 
Pcache inval 

Write cache 


CPU No tag store lookup; write Bcache unconditionally- 

WRITE .UNLOCK 


Fill for — Write cache with fill data and write data; set TS valid-owned 

OREAD for 

Write 

Fill for Write cache with fill data; set TS valid-owned 

OREAD 

Fill for Write cache with fill data; set TS valid 


READ 




NDAL 

No action for a miss 

No Action 

Writeback, set 

IREAD, 



Bcache 

DREAD 



valid-unowned 

NDAL 

No action for a miss 

Bcache inval. 

Writeback, Bcache 

OREAD, 


Pcache inval 

inval, Pcache inval 

WRITE 
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1 3.9.1 Cbox Behavior When the Backup Cache is OFF 

The backup cache may be off for three reasons: the chip has just powered up, the system contains 
no backup cache, or software has disabled the cache by clearing the ENABLE bit in the Cbox 
control register. 

When the cache is off, no accesses to the backup cache are done. Errors are not detected and 
cache state is UNCHANGED unless explicitly changed by software through IPR reads and writes. 

When the backup cache is off, all Ownership-Invalidate cache coherency requests (as the result 
of OREADs or WRITEs) which arrive are forwarded as invalidates to the Mbox, as the data may 
be valid in the Pcache. All reads from the Mbox go directly to the NON_WRITEBACK_QUEUE, 
and an entry in the FILL_CAM is allocated. Fills which return are sent directly to the Mbox 
without accessing the Bcache, and when the last fill for a block arrives, the FILL_CAM entry is 
cleared. All writes except WRITE_UNLOCKs go directly to the NON_WRITEBACK_QUEUE. 1 

When the cache is off, a DREAD_LOCK/WRITE_UNLOCK pair from the Mbox becomes Hexaword 
Ownership Read/Quadword Disown Write on the NDAL. 

All writes issued from NVAX when it is operating without a backup cache are of quadword 
length. Memory reads are of hexaword length since the Pcache block size is a hexaword. Even if 
the Pcache is off, a hexaword of data is returned to the Mbox. 

A DREADJMODIFY command from the Mbox normally becomes an OREAD on the NDAL when 
it misses in the cache. However, when the cache is off, a normal DREAD is used on the NDAL. 


1 If P%CPU_WB_ONLY_L is asserted, the WRITE_UNLOCK must be allowed to proceed. Only the 
WRITEBACK_QUEUE continues when P%CPU_WB_ONLY_L is asserted, so the WRITE_UNLOCK must go through 
the WRITEBACK.QUEUE. 
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13.9.2 Cbox Behavior When the Backup Cache is in FORCE_HIT Mode 

FORCE_HIT mode is intended to be used for testing purposes only. It is used when the cache is 
enabled. 

When FORCEJHIT is set, all memory space reads and writes to the Bcache, both Istream and 
Dstream, are forced to hit. Tag store state is not changed at all; the data RAMs are accessed as 
if the tag store access produced an owned-valid hit. Cache coherency transactions are treated as 
they are when the cache is off: they are not looked up in the backup cache, they are all forwarded 
to the Mbox, and cache state is not changed as the result of the cache coherency requests. 

When the Bcache is in FORCE_HIT mode, deallocates are not done. Even if the tag matches and 
the VALID and OWNED bits are set, the block is not written back. The implication of this is that 
if FORCEJHIT mode is being used while running in a multiprocessor environment, the Bcache 
must be flushed of all owned blocks beforehand. 

Tag store and data RAM ECC errors are detected in FORCE_HIT mode if DISABLE_ERRORS 
in the CCTL register is not set, resulting in the usual error handling. 

Suppose the ECC logic for the data RAMs is to be tested. Put the cache in FORCEJHIT mode. 
Set SW_ECC in the Cbox control register. Write the desired ECC into BCDECC. Do a Dstream 
write to the desired location, and the location will be written using ECC from BCDECC rather 
than from Cbox-generated ECC. Suppose the ECC written is such that when the data is read, an 
ECC error will be flagged. 

Now perform a read of the location while FORCEJHIT is still set. The read will result in an ECC 
error, showing that the logic is working correctly. The data ram error registers may be read and 
will correspond to the induced error. 

13.9.3 Cbox Behavior When the Backup Cache is in Error Transition Mode 

When the Cbox detects certain errors, as described in Chapter 3 and Section 13.4.2, it puts itself 
into Error Transition Mode. 

The goals of the Cbox design during ETM are the following: 

1. Preserve the state of the cache as much as possible for diagnostic software. 

2. Honor Mbox references which hit owned blocks in the backup cache since this is the only 
source of data in the system. 

3. Respond to NDAL cache coherency requests normally. 

Once the Cbox enters Error Transition Mode, it remains in ETM until software explicitly disables 
or enables the cache. Tb ensure cache coherency, the cache must be completely flushed of valid 
blocks before it is re-enabled because some data can become stale while the cache is in ETM. 

Table 13-56 describes how the backup cache behaves while it is in ETM. 
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Table 13-56: Backup cache behavior during ETM 

Cache Cache Response- 

Transaction Miss Valid hit 


CPU IREAD, DREAD 
CPU Read Modify 
CPU READ.LOCK 


Read memory 
Read memory 
OREAD memory 


Read memory 
Read memory 
OREAD memory 


CPU Write 


Write memory 


Write memory 


CPU Write memory Write memory 

WRITE JJNLOCK 


Owned hit 

Read cache 
Read cache 

Oread memory, Bcache 
dealloc 1 

Write memory, Bcache 
dealloc 1 

Write cache 1 


Fill (from read started Normal cache behavior 

before ETM) 

Fill (from read started Do not update backup cache; return data to Mbox 

during ETM) 

NDAL cache coherency Normal cache behavior except that o-inval always goes to Pcache 2 

request 


1 Done to preserve write ordering; no invalidate is sent to the Pcache. For the READJLOCK (or WRITE), the block 
writeback may be done before OR after the OREAD (or WRITE). 

2 The tag store controller looks up the invalidate request normally; if the lookup was an o-inval (due to an OREAD or a 
WRITE on the NDAL), the Cbox arbiter unconditionally forwards an invalidate to the Pcache. If the hit conditions are 
met in the cache, a second invalidate for the same block is forwarded to the Pcache (the tag store controller behaves as 
it does in normal mode.) 


Any reads or writes which do not hit valid-owned during ETM are sent to memory: read data is 
retrieved from memory, and writes are written to memory, bypassing the cache entirely. 

The cache supplies data for Ireads, Dreads, and Dread Modifys which hit valid-owned; this is 
normal cache behavior. 

If a write hits a valid-owned block in the cache, the block is written back to memory and the write 
is also sent to memory. The write leaves the Cbox through the NON_WRITEBACK_QUEUE, 
enforcing write ordering with previous writes which may have missed in the cache. 

If a READ_LOCK hits valid-owned in the cache, a writeback of the block is forced and the 
READJLOCK is sent to memory (as an OREAD on the NDAL). This behavior enforces write 
ordering between previous writes which may have missed in the cache and the WRITE_UNLOCK 
which will follow the READJLOCK. 

The write ordering problem to which the previous two paragraphs allude is as follows: Suppose 
the cache is in ETM. Also suppose that under ETM, writes which hit owned in the cache are 
written to the cache while writes which miss are sent to memory. Write A misses in the cache 
and is sent to the non-writeback queue, on its way to memory. Write B hits owned in the cache 
and is written to the cache. A cache coherency request arrives for block B and that block is placed 
in the writeback queue. If Write A has not yet reached the NDAL, Writeback B can pass it since 
the writeback queue has priority over the non-writeback queue. If that happens, the system sees 
write B while it is still reading old data in block A, because write A has not yet reached memory. 
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Referring again to Table 13-56, note that a WRITE_UNLOCK that hits owned during ETM is 
written directly to the cache. There is only one case where a WRITE_UNLO CK will hit owned 
during ETM: if the READ_LOCK which preceded it was performed before the cache entered ETM. 
(Either the READJLOCK itself or an invalidate performed between the READJLOCK and the 
WRITE_UNLOCK caused the entry into ETM.) In this case, we know that no previous writes are 
in the non-writeback queue because writes are not put into the non-writeback queue when we 
are not in ETM. (There may be I/O space writes in the non-writeback queue but ordering with 
I/O space writes is not a constraint.) Therefore there is not a write ordering problem as in the 
previous paragraph. 

Table 13—56 shows that during ETM, cache coherency requests are treated as they are during 
normal operation. 

Fills as the result of any type of read originated before the cache entered ETM are processed in 
the usual fashion. If the fill is as a result of a write miss, the write data is merged, as usual, 
as the requested fill returns. Fills caused by any type of read originated during ETM are not 
written into the cache or validated in the tag store. 

During ETM, the state of the cache is modified as little as possible. Table 13-57 shows how each 
transaction modifies the state of the cache. 

Table 13-57: Backup cache state changes during ETM 

Cache Cache State Modified 


Transaction 

Miss 

Valid hit 

Owned hit 

CPU IREAD, DREAD, 
Read Modify 

None. 

None. 

None. 

CPU READJLOCK 

None. 

None. 

Clear VALID & 

OWNED; change 

TS_ECC accordingly. 

CPU Write 

None. 

None. 

Clear VALID & 

OWNED; change 

TS_ECC accordingly. 

CPU 

WRITE JJNLOCK 

None. 

None. 

Write new data, change 
DR_ECC accordingly. 


Fill (from read started -Write new TS_TAG, TS_VALID, TS.OWNED, TS_ECC, DRJDATA, DRJECC- 
before ETM) 

Fill (from read started None. 

during ETM) 

NDAL cache coherency Clear VALID & OWNED; change TS_ECC accordingly 

request 


13.9.4 Cbox transition into Error Transition Mode 

When the BIU encounters an error which induces ETM, it sends an explicit transaction to 
the arbiter requesting that the Cbox enter ETM. When the arbiter services this transaction, 
CCTL<HW_ETM> is set. The next transaction serviced by the arbiter will be under ETM. 
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When the backup cache tag store or data RAM controller encounters an ETM-inducing error, it 
sets CCTL<HW_ETM> immediately. 

The arbiter picks up the new value of CCTL<HW_ETM> whenever it starts a new transaction. 
The tag store controller picks up the new value whenever the arbiter instructs it to start a new 
transaction. For a given transaction, the arbiter and the tag store always see the same value of 
ETM. Since they pick up the state of ETM at the beginning of every transaction, the Cbox always 
enters ETM in a predictable way. 

Although the data ram controller may cause the assertion of HW_ETM, it does not use ETM in 
processing its transactions. 

In general, if a transaction starts when the Bcache is operating normally, and it encounters an 
ETM-inducing error, the next transaction is handled in ETM. There is one exception: If a read 
is looked up in the tag store and hits, the data RAM controller looks up the data in the backup 
cache. While the data is being read out of the RAMs, the tag store controller may start a lookup 
for a quadword write. If the quadword write hits, the write WILL be done to the backup cache 
even if the read data encounters an ETM-inducing error before the write is done to the Bcache. 
This sequence would be as follows: 

1. Tag store lookup and Data RAM lookup for READ A start. 

2. Tag store lookup for READ A completes. 

3. Tag store lookup for Quadword Write B starts. 

4. Data RAM lookup for Read A encounters an ETM-inducing error. 

5. Tag store lookup for Quadword Write B completes; it was a hit. 

6. Data RAM lookup for Read A completes. 

7. Data RAM write for Quadword Write B is carried out to the Bcache. 

Quadword Write B completed as if the Bcache were operating normally. If the tag store lookup for 
the Quadword Write had not started until after the ETM-inducing error had been encountered, 
then the Quadword Write would have been carried out under ETM, and the write would have 
been done directly to memory. 
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13.9.5 How to turn the Bcache off 

Because the Bcache is a writeback cache, care must be taken to maintain cache coherency when 
turning it off. 

If the cache is running normally and software wishes to turn it off, it must do the following: 

1. Write CCTL to set SW_ETM. In this mode, the Bcache will not allocate any new blocks and 
will send all cache coherency requests to the Mbox as invalidates. 

2. Use the BCFLUSH register to flush all owned blocks out of the cache. 

3. Turn off the Bcache by writing CCTL to clear ENABLE and SW_ETM simultaneously. If an 
error was encountered during the deallocate process, HWJETM may be set and if so, should 
be cleared as well. 

If the Bcache encounters an uncorrectable ECC error, the Cbox sets HW_ETM in the CCTL 
register. If software wishes to turn off the cache, it must do the following: 

1. Use the BCFLUSH register to flush all owned blocks out of the cache. 

2. Write CCTL to clear ENABLE and clear HW_ETM simultaneously. This turns off the Bcache. 

If Bcache errors are happening, but only in part of the cache, software may be able to avoid the 
errored portion of the cache by disabling it through use of the SIZE field in CCTL. If part of the 
cache is faffing, a smaller cache size may be selected so that only part of the cache RAMs are 
being used. The cache must be flushed before changing the cache size so that the tags are correct. 

This only works if the smallest cache size is not being used to begin with, and if the failing areas 
of cache do not fall within the range of the smaller cache size selected. 

13.9.6 How to turn the Bcache on 

When NVAX powers up, garbage data is stored in the Bcache tags and data. This would result 
in ECC errors if the cache were turned on immediately. 

Through IPR writes, every Bcache tag store entry must be written with cleared OWNED and 
VALID bits. The value written to the TAG is irrelevant, as long as correct ECC is written to the 
TAG store. 

The Bcache data RAMs must also be initialized with correct ECC on powerup. FORCEJEUT 
mode may be used to initialize the Bcache data RAMs with correct ECC. If full quadword writes 
are used, no data RAM errors will be detected during this process, since the RAMs are written 
without being read first. If partial quadword writes are used, errors will be detected because of 
the read-modify-write which is necessary. If the programmer sets the DISABLE_ERRORS bit in 
the CCTL register, the Cbox will ignore these errors. 

Once the tag store and data RAMS have been initialized, the cache may be enabled by setting 
ENABLE in the CCTL register. 

If the Bcache is in ETM, it may be incoherent with respect to other CPUs and memory because 
of how it treats writes which hit valid but not owned in the cache (see Table 13—66). In addition, 
the Pcache, if enabled, is no longer a subset of the backup cache. The procedure for turning on 
the Pcache and the Bcache described in Chapter 16 must be followed. 

If the Bcache is operating normally and is turned off for some reason, the programmer must 
ensure that when it is reenabled, all the OWNED and VALID bits are cleared. 
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13.9.7 Assertion of P%CPU_WB_ONLY_L 

When P%CPU_WB_ONLY_L is asserted, NVAX may only arbitrate in order to issue Disown 
Writes on the NDAL. When P%CPU_WB_ONLY_L is asserted, the Cbox continues to process 
transactions from the NDAL_IN_QUEUE normally, performing writebacks as necessary. With 
one exception described below, the Cbox arbiter prevents all new reads and writes from the Mbox 
while P%CPUJWB_ONLYJL is asserted. Therefore, if P%CPU_WB_ONLY_JL is asserted for 
long periods of time, CPU performance could be adversely impacted. 

I The exception to the rule is the following: If a READJLOCK from the Mbox is in progress when 

P%CPU_WB_ONLY_L is asserted, the WRITE_UNLOCK from the write queue must be allowed 
to complete. Otherwise, deadlock could occur if the system asserted P%CPU_WB_ONUY_L until 
it received data from the WRITE_UNLOCK. 

Therefore, while P%CPU_WB_ONLY_L s asserted, the write queue is permitted to continue if a 
REAJDJLOCK is in progress. The READ_LOCK is completed when either the WRITEJUNLOCK 
is issued and completed, or an "IPR WRITE_UNLO CK" to CEFSTS is issued and completed. 

During the cycle in which P%C PU_WB_0 NLY_L is asserted, the Cbox may issue a non-writeback 
I command on the NDAL. It is up to the NDAL arbiter not to grant to NVAX again during 

that cycle, so that the Cbox does not issue another non-writeback command in the following 
I cycle. If the NDAL arbiter does assert P%CPU_GRANT_L during the same cycle in which 

P%CPU_W B_ONLY_L is asserted, NVAX may drive another non-writeback command on the 
NDAL in the following cycle which was granted. 

There is one interesting error case which can occur when P%CPU_WB_ONLY_L is asserted. It 
is as follows: 

Normally, when the Cbox has a READJLOCK outstanding and it receives an 0_INVAL cache 
coherency request (OREAD or WRITE to the block), it sets the OIP bit in the FILL_CAM 
(0_INVAL pending). If the Cbox receives an R_INVAL cache coherency request, it sets the RIP 
bit in the FILL_CAM (R_INVAL pending). When the Ebox issues the WRITE_UNLOCK and the 
Cbox arbiter sees that RIP or OIP is set, it issues a block writeback to the NDAL. This is done 
even if P%CPU_WB_ONLY_L s asserted. 

If some error occurs which prevents the Ebox from issuing the WRITE_UNLOCK, it sends the 
Cbox an "IPR WRITEJUNLOCK" to dear the READ.LOCK out of the FILL.CAM. This "IPR 
WRITE_UNLOCK" clears the FILL_CAM entry but the Cbox arbiter DOES NOT check the status 
of RIP and OIP to see if we need to do a writeback. 

The implication is that if the Cbox is in the middle of a READ_LOCK-WRITE_UNLOCK 
and a cache coherency transaction arrives for the block, AND the Ebox never issues the 
WRITE JJNLOCK due to some error (see below), the Cbox will NOT write back that block in 
response to the former invalidate. (The Cbox would write the block back if a subsequent cache 
coherency request arrived.) The following error would cause this situation: TB parity error after 
issuing the read lock; Ebox S3 stall timeout after issuing the read lock; an uncorrectable error in 
the Backup cache data RAMs on the first quadword of the read lock. 

This could cause a deadlock in a system if the system had asserted P%CPU_WB_ONLY_L 
because it was waiting for the writeback. NVAX might never issue the writeback and the Cbox 
stops processing after the "IPR write unlock", until P%CPU_WB_ONLY_L is deasserted. 
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One solution to the deadlock is for the system element which is waiting for the writeback 
to have a timeout counter, so that it does not wait forever. Once the element times out, 
P%CPU_WB_ONLY_L should be deasserted and the system can continue to operate. Or if 
the cache coherency transaction is reissued on the NDAL after the completion of the "IPR 
WRITE_UNLOCK", the Cbox WILL service it. 
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1 3.9.8 Backup Cache Errors 

In general, the Cbox logs as much state as possible concerning errors and notifies the Ebox and/or 
Mbox that an error has occurred. For every error, the Cbox asserts either C%CBOX_H_ERR_H or 
C%CBOXL.S_ERR._H to notify the interrupt section of a hard error or a soft error, respectively. The 
Cbox also notifies the Mbox if the error occurred on a fill to the Mbox. 

The backup cache goes into Error Transition Mode when it detects any uncorrec table error from 
the cache RAMs. 


Table 1 3-58: Backup Cache ECC Errors and NVAX CPU Error Responses 

General Problem Specific Situation and Action Taken by NVAX CPU 


Correctable 

ECC error in the read hit for writeback 
data RAMs or read hit for 

deallocate IPR 
read hit for Mbox 


read for write hit 

miss 

any 

read or write except 
WUNLOCK (hit or 
miss) 


Correctable 

ECC error in the tag 

store 


WRITE_UNLOCK 

cache coherence 

transaction miss 

cache coherence 

transaction hit 


Cbox asserts c^cbox_s_kkejb[. The data for the writeback 
is corrected and the writeback continues normally. 

Cbox asserts c<*cboxj3_kkr_h. c%ctoxjscc_kh3bjh is asserted 
to tell the Mbox to ignore the uncorrected data. When 
the data has been corrected, it is driven to the Mbox 
Hardware does not correct the error in the cache. 

Cbox asserts c^cbox^s^ebrjb. The corrected data is merged 
with the write data and written into the RAMs. 

No error is reported. 


Cbox asserts c%cbox.s_krr_h, assumes the transaction 
missed, and sends a READ or an OREAD to memory. If 
the location was owned, making a deallocate necessary, 
the outgoing address is corrected for the writeback. Note 
that if the transaction actually hit-owned, the read or 
oread is sent to the NDAL followed by a writeback of the 
same block. The errored location is corrected by hardware 
when the tag and valid bit are written for the fill. 

No tag store lookup is done, so this case does not occur. 

Cbox asserts c%cbox.s_E38R_h. Hardware does not correct 
the bad location; it may be done by software. 

Cbox asserts c%cbox_sjsrr_h. Writes the corrected tag, 
valid, and owned bits back into the tag store when 
invalidating the entry. Uses corrected address for the 
writeback if necessary. 
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Table 13-^58 (Cont.): Backup Cache ECC Errors and NVAX CPU Error Responses 
General Problem Specific Situation and Action Taken by NVAX CPU 


Uncorrectable ECC 
error in the data 
RAMs (includes 
addressing errors) 


read for writeback or 
deallocate IPR 

VALID-OWNED or 
VALID-UNOWNED 
read for Mbox 

VALID-OWNED 
DREAD_LOCK for 
Mbox, first quadword 
fails 


VALID-OWNED 
DREADJLOCK 
for Mbox, quadword 
other than the first 
one fails 

read for 

write or write- unlock, 
valid-owned hit 


miss 

Uncorrectable ECC 

error in the rea d for Mbox 

tag store (includes 

addressing errors) 

write 


WRITE JJNLOCK 

cache coherence 
transaction 


Cbox asserts c%cbox_s_krk_h, puts backup cache into ETM. 
The data cycle command for the NDAL is changed to 
BADWDATA and the writeback continues normally. 

Cbox asserts c%cbox^s_krr_h, puts backup cache into 
ETM. The CM_OUT_LATCH is loaded with the data and 
marked bad by asserting c^cbox_hakd_krr_h. 

Cbox asserts c%cboxls_ehkjh, puts backup cache into 
ETM The CM_OUT_LATCH is loaded with the data 
and marked bad by asserting c%cbox_hard_krr_h. The 
DREAD_LOCK entry remains in the FILL_CAM until 
microcode issues the "IPR write unlock". If RIP or OIP is 
set, it is not processed. 

Cbox asserts c%cbox w s_krr_h, puts backup cache into 
ETM The CM_OUT_LATCH is loaded with the data 
and marked bad by asserting c%cbox_habd_krr_h. The 
Ebox/Mbox issues the WRITE_UNLOCK since data for 
the DREAD_LOCK was returned. 

Cbox asserts c%cbox_hjekelh, puts backup cache into 
ETM. When the error is detected, write data has already 
been merged with the corrupted data. The Cbox inverts 
two of the ECC check bits (bits 3,7) which gives a 
high probability that when the data is read again, an 
uncorrectable error will be detected. See description after 
this table. 

No error is reported. 


Cbox asserts c%cbox_s_err_h, puts backup cache into ETM. 
The read is sent to memory; if the backup cache actually 
owned the block the read will time out. If fill data is 
returned, the fill is done to the Bcache and the fill data 
is sent to the Mbox. 

Cbox asserts c%cboxl.s_krk_h, puts backup cache into ETM. 
The Oread for the write is sent to memory. If the cache 
actually owned the block, the read will time out and the 
write will then be sent to memory. The write will then 
time out as well unless error handling software cleans up 
the problem. If the cache did not own the block, the Oread 
will complete, the write will be merged with it, and the 
merged data will be written to the cache. 

No tag store lookup is done, so this case does not occur. 

Cbox asserts c%cbo3LS_kre_h, puts backup cache into ETM. 
Transaction is treated as a miss with regard to the backup 
cache; the invalidate is forwarded to the Mbox if the cache 
coherence transaction was due to an OREAD or a WRITE. 
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One action noted in the table deserves further explanation. When an uncorrectable ECC error is 
detected in the data RAMs during a read-modify-write, the Bcache controller has already begun 
to write the new data into the cache, overwriting the errored data. The new data may have been 
corrupted by the errored data which was read from the cache. If this were allowed to be written 
into the cache with correct ECC, it might be read back later with no errors and incorrect data 
would be returned to the CPU. 

In order to prevent this from occurring, the Bcache controller inverts two of the checkbits which 
are being written to the cache to deliberately cause errored data to be written. This increases 
the likelihood that when the data is read back, an uncorrectable error will be detected whether 
the data is read back as written or with single-bit or multiple-bit errors. 

Due to layout constraints, only checkbits 3,6, and 7 were potential candidates to be inverted in 
the circumstance described. The probabilities for reading the data back as uncorrectable are 
shown in Table 13-59. 


Table 13-59: Probability of reading data with an uncorrectable error after writing it with 
inverted checkbits 


Bits 

no error 

single bit 

double bit 

triple single 

quad single 

Inverted 

read back 

error read 

error read 

nibble error 

nibble 

error 



back 

back 

read back 

read back 

3,6 

1.00 

.3425 

.9909 

.4306 

.6111 

3,7 

1.00 

.3973 

.9916 

.4861 

.6667 

6,7 

1.00 

.1233 

.9878 

1.0000 

1.0000 

3, 6,7 

0.00 

.9863 

.4429 

1.0000 

1.0000 


Choosing bits 3 and 7 results in uncorrectable errors a high percentage of the time if you assume 
a high likelihood that the data will be read back with no error (as it would be if the original 
error were transient) or with a double-bit error (as it would be if the original error were a hard 
double-bit error). 
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13.9.9 Backup Cache Errors incurred While in Error Transition Mode 

Table 13-60 describes error handling when the backup cache is already in ETM. 

NOTE 

The table below only describes ETM error cases which differ from error handling when 
the cache is in normal mode. 

Table 13-60: Backup Cache ECC Error handling during ETM 
General Problem Specific Situation and Action Taken by NVAX CPU 
Correctable 

ECC error in the tag WRITE_UNLOCK c^cbox_s_krr_h. The error is corrected 

store and the WRITE_UNLOCK is handled as it normally is 

in ETM: it is written to the Bcache if it hits owned, and 
it is written to memory if it misses or hits valid. 

Cbox asserts c%cbox_s_err_h, puts backup cache into ETM. 
The read is sent to memoiy; if the backup cache actually 
owned the block the read will time out. If fill data is 
returned, the fill is not done to the Bcache but is sent to 
the Mbox. 

write c%cB 03 LS_jBBjt. The write is sent to memoiy. If the 

cache actually owned the block, the write will time out 
in the memory interface unless software forces the Cbox 
to disown the block If the cache did not own the block, 
the system handles the write as it normally does for a 
cache which is off. 

WRITE_UNLOCK c%ctbo5LS_krr_h. The write is sent to memory as a 

QW WDISOWN. Since the READ_LOCK was done just 
previously, memory always believes that we own the 
block In most cases, the cache itself does not have 
a record of owning the block since a READ_LOCK to 
an owned block during ETM forces a writeback of the 
block In these cases the WRITE_UNLOCK handling 
is very consistent. There is only one case where the 
cache does own the block: if we entered ETM on or after 
the READJLOCK and before the WRITEJJNLOCK. In 
this case, the cache may contain previously written data 
which is not now reflected into memory. This may be 
handled by software. 


1 3.9.1 0 NDAL Parity Errors 

The Cbox response to NDAL parity errors is described in Chapter 3. 


Uncorrectable ECC 

error in the rea d for Mbox 

tag store (includes 

addressing errors) 
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13.10 Testability 

The testability features provided in the Cbox make key Cbox control visible for debug purposes. 
The testability features do not specifically address fault coverage for manufacturing, since Cbox 
activity is very visible on the NDAL and cache interface pins. 

Many of the Cbox IPRs should be useful for testing and debug. The IPRs are described in 
Section 13.5. This section describes additional Cbox testability features. 

13.10.1 Parallel port 

The parallel port is useful for real-time debugging and for manufacturing test. The Cbox does 
not control any nodes using the parallel port; it is used for observation only. C%PP_DATAJB<ll:7> 
are driven as shown in Table 13-61. The Mbox contains the circuitry which enables 
C%PP_DATAJH<ll:7> to drive the parallel port when T%MBOXJDR_PP_H is asserted. 


Table 13-61: Cbox Parallel Port Connections 


Parallel port 


signal 

Cbox signal 

Cbox Signal Meaning 

C%PPJDA3M^H<U> 

BC_TS_CMD<2> Given in Table 13-62 

C%PP_PATA_H<10> 

BC_TS_CMD<1> Given in Table 13-62 

C*PP JDATA^Hc 9> 

BC_TS_CMD<0> Given in Table 13-62 

C%PP_DATA_H< 8> 

DEALLOC 

Asserted when the tag store starts a deallocate. 

C^PP_DATA_H< 7» 

BCJEHT 

Backup cache hit; factors in the type of request with VALID, 
OWNED, and the result of the tag compare. 

BC_TS_CMD<2:0> is decoded as follows: 

Table 13-62: 

Interpretation of BC_TS_CMD<2:0> 

BC_TS_CMD 

Name 

Tag store operation 

000 

DREAD 

Data -stream tag lookup 

001 

IREAD 

Instruction-stream tag lookup 

010 

OREAD 

Ownership-read tag lookup for a write or a READJLOCK 

Oil 

WUNLOCK 

Ownership-read tag lookup for a WRITE_UNLOCK (done only under 
ETM) 

100 

RJNVAL 

Cache coherency tag lookup as the result of NDAL DREAD or IREAD 

101 

OJENVAL 

Cache coherency tag lookup as the result of NDAL OREAD or write 

110 

IPRJDEALLOC 

Tag lookup for an explicit IPR deallocate operation 

111 

unused 
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13.10.2 Internal scan chain 

A scan chain is provided on both entries of the FILL_CAM. A Linear Feedback Shift Register is 
provided on this scan chain. This serves two purposes: it helps the debug effort and it increases 
fault coverage in manufacturing. The scan chain bits are loaded when M%C_ISR_LOAD_L is 
asserted; they are shifted out when it is deasserted. The LFSR is enabled when M%C_ISR_LFSR_L 
is asserted. When M%C_ISR_LFSR_L is not asserted, the scan chain becomes an observe-only 
register. 

The FILL_CAM gives cycle-by-cycle information on what is happening in the Cbox, as every 
potential cache miss is loaded into the FILL_CAM before the miss actually occurs. There is 
information relating to cache coherency requests as well. 

The Cbox scan chain covers the following bits of the FILL_CAM: 


Table 13-63: FILL CAM scan chain 


Name 

Extent 

Type 

Description 

RDLK_0 

0 

WC 

Indicates that the outstanding read is a READ_LOCK 

IREAD_0 

1 

RO 

This is an I stream read from the Mbox which may be aborted. 

OREAD_0 

2 

RO 

This is an outstanding OREAD. 

WRITEO 

3 

RO 

This read was done for a write. 

TO_MBOX_0 

4 

RO 

Data is to be returned to the Mbox. 

RIP.O 

5 

RO 

READ invalidate pending. 

OIPO 

6 

RO 

OREAD invalidate pending. 

DNFO 

7 

RO 

Do not fill - data not to be written into the cache or validated 
when the fill returns. 

RDLK_FL_DONE_0 

8 

RO 

Indicates that the last fill for a READ_LOCK arrived. 

REQ_FILL_DONE_0 

9 

RO 

Indicates that the requested quadword was successfully received. 

COUNT.O 

11:10 

RO 

How many of the fill quadwords have been returned successfully. 

VALID.0 

12 

WC 

Indicates that an error occurred and the register is locked. 

RDLK_1 

13 

WC 

Indicates that the outstanding read is a READ_LOCK. 

IREAD_1 

14 

RO 

This is an Istream read from the Mbox which may be aborted. 

OREAD_l 

15 

RO 

This is an outstanding OREAD. 

WRITE_1 

16 

RO 

This read was done for a write. 

TO_MBOX_l 

17 

RO 

Data is to be returned to the Mbox. 

RIP_1 

18 

RO 

READ invalidate pending. 

OIP_l 

19 

RO 

OREAD invalidate pending. 

DNF_1 

20 

RO 

Do not fill - data not to be written into the cache or validated 
when the fill returns. 

RDLK_FL_DONE_l 

21 

RO 

Indicates that the last fill for a READ_LOCK arrived. 

REQ_FILL_DONE_l 

22 

RO 

Indicates that the requested quadword was successfully received. 

COUNT_l 

24:23 

RO 

How many of the fill quadwords have been returned successfully. 
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Table 13-63 (Cont.): F1LLCAM scan chain 


Name 

Extent Type 

Description 

VALID.l 

25 WC 

Indicates that an error occurred and the register is locked. 


There are two FILL_CAM entries. Thirteen bits in each are covered, for a total of 26 bits in this 
scan path. 

The Cbox scan chain is connected in the order shown in the table, with bit <0> shifted out first 
and sent to the Mbox scan chain. When the Cbox scan chain is in shift mode, a ”0" is shifted 
into bit <25> of the Cbox scan chain. Bit <0> is driven onto C%ISR2_TDO_H, which is input to the 
Mbox scan chain. 
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13.11 Performance Monitoring 

The Cbox sends two signals, C%PMUXO_H and c%PMUXl_H to the 
performance counters. CCTL<PM_ACCESS_TYPE> controls the mux which outputs C%PMUXO_H. 
CCTL<PM_HIT_TYPE> controls the mux which outputs C%PMUX1_H. 

The correspondence between CCTL<PM_ACCESS_TYPE> and C%PMUXO_H is shown in 
Table 13—64. 


Table 13-64: Cbox Performance Monitoring Control 


CCTL: 

PM_ACCESS_TYPE<13:11> 

Signal mused 
onto C%PMUX0_H 

Signal functionality 

000 

BC_COH 

Bcache coherency access (as a result of an NDAL 
DREAD, IREAD, OREAD, or WRITE) 

001 

BC_COH_READ 

Bcache coherency access as a result of an NDAL 
DREAD or IREAD 

010 

BC.COHOREAD 

Bcache coherency access as a result of an NDAL 
OREAD or WRITE 

Oil 

unused 


100 

BC_CPU 

Bcache CPU access (as a result of an NVAX Iread, 
Dread, or Oread) 

101 

BC_CPU_IREAD 

Bcache CPU access as a result of an NVAX Iread 

110 

BC_CPU_DREAD 

Bcache CPU access as a result of an NVAX Dread 
or Dread-modify 

111 

BC_CPU_OREAD 

Bcache CPU access as a result of an NVAX Oread 
due to a read lock, a write, or a write unlock. 


The correspondence between CCTL<PM_HIT_TYPE> and C%PMUXl_H is shown in Table 13-65. 


Table 13-65: Cbox Performance Monitoring Control 


CCTL: 

PM_HIT_TYPE < 1 5 :1 4> 

Signal muxed 
onto C%PMUX1_H 

Signal functionality 


00 

BC_HIT 

Bcache hit; factors in VALID and OWNED as 
necessary, based on the transaction. 

01 

BC_HIT_OWNED 

Bcache hit owned; tag matched, VALID 
OWNED were set. 

and 

10 

BCJHTVALID 

Bcache hit valid; tag matched, VALID was 
OWNED was either set or clear. 

set, 

11 

BC_MISS_OWNED 

Bcache miss; tag did not match, VALID 
OWNED were set (triggers writeback). 

and 


The HIT signals which produce C%PMUXl_H are valid during the same cycle in which the ACCESS 
signals which produce C%PMUXO_H are asserted. They must be valid at the same time because in 
the central performance monitoring hardware, C%PMUX1_H is conditioned with C%PMUXO_H. 
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13.12 Initialization 

When the CPU powers up, K_C%RESET_L and K%RESET_CCTL_L are asserted, clearing the main 
queues and latches in the Cbox and putting the Cbox state machines into their idle states. The 
only Cbox IPR which is initialized on reset is the Cbox control register, CCTL. It is initialized as 
described in Section 13.5.1. 

K k _C%RESET_L is also asserted when the Ebox timeout counter expires. At this time 
K%RESET_CCTL_L is not asserted. Thus, the Cbox is initialized just as on power-up except that 
CCTL is not changed. 

K_C%RESET_L must be asserted for 18 internal cycles (6 NDAL cycles) in order to properly reset 
the Cbox. 

The backup cache must be initialized and turned on as described in Section 13.9.6. Software 
must write CCTL to the desired state. The W1C error registers should be cleared so that they 
are starting with no error bits set. 

When the CPU powers up, K%EXT_RESET_L is asserted which puts the pads into their reset state: 

• Tristates P%NDAL_H<63*)>, P%CMD_H<3:0>, P%ID_H<2:0>, and P%PARITY_H<2:0> . 
This occurs when internal reset is asserted, and is not qualified with any clock. 

• Releases P%ACK_L. is occurs when internal reset is asserted, and is not qualified with any 
clock. 

• Deasserts P%CPU_REQ_L, P%CPU_HOLD_L, and P%CPU_SUPPRESS_L. This occurs 
when K%EXT_RESET_L is asserted, and is not qualified with any dock. 

• Deasserts P%TS_OE_L, P%TS_WE_L, P%DR_OE_L, and P%DR_WEJL. This occurs when 
K%EXT_RESET_L is asserted, and is not qualified with any clock. 

• Tristates P%TS_TAG_H<31:17>,P%TS_ECC_H<5K)>,P%TS_VALID_H, 

P%TS_OWNED_H, P%DRJDATA_H<63:0>, and P%DR_ECC_H<7:0> This occurs when 
K%EXT_RESET_L is asserted, and is not qualified with any clock. 
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13.13 Cbox I nterf aces 

The Cbox interfaces with the Mbox, the NDAL, the backup cache, the Interrupt section, and the 
Clock section. The signals the Cbox uses for each of these interfaces are listed here. 


Table 13-66: CBOX interface signals 


Signal 

Number 

I/O 

Description 

NDAL SIGNALS (80 total) 

P%CPU_REQ_L 

1 

o 

Requests the NDAL. 

P%CPU_HOLD_L 

1 

o 

Holds the NDAL. 

P%CPU_GRANT_L 

1 

I 

Grants NYAX the NDAL. 

P%CPU_SUPPRESS_L 

1 

o 

Suppresses the NDAL. 

P%CPU_WB_ONLY_L 

1 

I 

Suppresses non-writeback NYAX transactions. 

P%NDAL_H<63 s0> 

64 

I/O 

NDAL address/data, multiplexed lines. 

P%CMD_H<3:0> 

4 

I/O 

NDAL command. 

P%ID_H<2.*0> 

3 

I/O 

Identifies the NDAL driver. 

P%PARITY_H<2 K)> 

3 

I/O 

Parity on the NDAL. 

P%ACK_L 

1 

I/O 

Acknowledges NDAL cycles as correctly received. 


BACKUP CACHE TAG STORE SIGNALS (41 total) 


P%TS_INDEX_H<20:5> 

16 

O 

Index into the tag store. 

P%TS_OE_L 

1 

O 

Tag Store Output Enable. 

P%TS_WE_L 

1 

O 

Tag Store Write Enable. 

P%TS_TAG_H<3 1:1 7 > 

15 

I/O 

Backup cache tag. 

P%TS_ECC_H< 5 K)> 

6 

I/O 

Tag store ECC. 

P%TS_OWNED_H 

1 

I/O 

Indicates ownership of the block. 

P%TS_VAUD_H 

1 

I/O 

Indicates the block is valid. 


BACKUP CACHE DATA RAM SIGNALS (92 total) 


P%DR_INDEX_H<20:3> - 

18 

O 

Index into the data rams. 

P%DR_OE_L 

1 

O 

Data RAM output enable. 

P%DR_WE_L 

1 

o 

Data RAM write enable. 

P%DR_DATA_H<63K)> 

64 

I/O 

Backup cache data. 

P%DR_ECC_H<7.-0> 

8 

I/O 

Backup cache data ECC. 
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Table 13-66 (Con t.): CBOX Interface signals 


Signal 

Number 

I/O 

Description 

CLOCK PINS (4 total) 

P%PHH2_IN_H 

1 

I 

NDAL clock used in the pads. 

P%PHI2 3_IN_H 

1 

I 

NDAL dock used in the pads. 

P%PHI34_IN_H 

1 

I 

NDAL clock used in the pads. 

P%PHI41_IN_H 

1 

I 

NDAL dock used in the pads. 

CLOCK SECTION INTERFACE (5 total) 

KJWCB%PHU_H 

1 

I 

Clock used in the Cbox. 

KJMC B**>PHI_2_H 

1 

I 

Clock used in the Cbox. 

K_MCB%PHI_3_H 

1 

I 

Clock used in the Cbox. 

K_MCB%PHI_4_H 

1 

I 

Clock used in the Cbox. 

BLPAD%PHI_l_a 

1 

I 

Clock used in the upper pad ring. 

K W PAD%PHI_3_H 

1 

I 

Clock used in the upper pad ring. 

K_PAIWfcPHI_4_H 

1 

I 

Clock used in the upper pad ring. 

BLPADL«*PH1_1_H 

1 

I 

Clock used in the lower pad ring. 

K_PADL%PHI_2_H 

1 

I 

Clock used in the lower pad ring. 

K^PADL%PHI_3_H 

1 

I 

Clock used in the lower pad ring. 

KJPADL%PHI_4H 

1 

I 

Clock used in the lower pad ring. 

K'X>KXT_RKSET_L 

1 

I 

Puts the cache and NDAL pads into their reset 
state. 

BLC%KKSKT_L 

1 

I 

Resets the Cbox except for CCTL. 

K%RBSET_CCTL_L 

1 

I 

Resets the Cbox control register, CCTL. 

K_CE%RESET_H 

1 

I 

Resets the BIU cycle counter which relates internal 
to external time. 


EBOX INTERFACE SIGNALS (2 total) 


0*dCBOXJBLERR_H 

1 

o 

Indicates a hard error in the backup cache or on the 
NDAL. 

C%CBOX_S_ERB_H 

' 1 

o 

Indicates a soft error in the backup cache or on the 
NDAL. 

E%TMEOUTJRASX_H 

1 

I 

Controls the NDAL read timeout counters. 

E%TIMEOUTJ5NABLJ5L.H 

1 

I 

Controls the NDAL read timeout counters. 
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Table 13-66 (Cont.): 

CBOX interface signals 


Signal 

Number 

I/O 

Description 

TEST AND PERFORMANCE MONITORING SIGNALS (10 total) 

C%PPJ)ATAJB<11«7> 

5 

0 

Cbox internal state, driven to the Mbox, where it is 
driven to the parallel port when selected. 

CS>ISR2_TDO_H 

1 

o 

Cbox internal scan chain output which hooks up to 
the Mbox scan chain. 

M%C_ISR_IX»AD_L 

1 

I 

Tells the Cbox LFSR/intemal scan chain whether 
to load or shift. 

M%C_ISR_LFSR_L 

1 

I 

Puts the Cbox LFSR/intemal scan chain into Linear 
Feedback Shift Register mode. 

t_jtg%drcubll 

1 

I 

Clocks the boundary scan cells. 

T_JTG%DRCLBLH 

1 

I 

Clocks the boundary scan cells. 

T_JTG'*CAPTURK_L 

1 

I 

When asserted, the boundary scan cells are in load 
mode; otherwise, they are in shift mode. 

T_JTG%BSR_KXTKST_L 

1 

I 

When asserted, the pins are driven with data from 
the boundary scan cells rather than with NVAX 
internal data. 

T_JTG**BSR_UPDATE_L 

1 

I 

Controls the update of the cache I/O pads, when 
driven by JTAG. 

C_PAD _N‘X>BSR_NDAL_H<83> 

1 

O 

Boundary scan chain output from the Cbox pads. 

E_PAD_ENT%B S R _MACHINB_CHBCK_L 1 

I 

Boundary scan chain input from the Ebox pads. 

K_PAD_CK2^DISABLK_OUT_H 

1 

I 

Asynchronously disables all NVAX outputs 
from driving; equivalent to the inversion of 

P%DISABLE_OUT_L. 

C%PMCX0_H 

1 

o 

Cbox performance monitoring output. 

C%PMUX1_H 

1 

0 

Cbox performance monitoring output. 
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Table 1 3-66 (Cont.): CBOX Interface signals 


Signal 

Number 

I/O 

Description 

MBOX INTERFACE SIGNALS (157 total) 

M%S6_CMD_H<4jO> 

5 

I 

Mbox reference command field. 

M%S6_PA_H <3 1 13> 

29 

I 

Physical address of Mbox reference. 

M%C_S«_PA t .H<20> 

3 

I 

Physical address of Mbox reference, lower three 
bits. 

M%Se_BYTE_MASBLH<70> 

8 

I 

Byte enable field of Mbox reference. 

M%CBOXJREFJSNABLE_L 

1 

I 

Indicates that the current S6 reference packet 
should be latched and processed by the Cbox; not 
asserted for writes as all writes are processed by 
the Cbox. 

M%CBOX _XATK_KN_H 

1 

I 

This is equivalent to m%cbox_rkf_knable_l , but 
driven to the Cbox with later timing, after the Mbox 
detects a Pcache parity error. It indicates that 
the S6 reference packet should be processed by the 
Cbox. 

M%ABORT_CBOX_IRD_H 

1 

I 

Indicates that any IREAD which the Cbox may be 
processing should be immediately terminated. 

M%CB05LBYPASS_KNABLK_H 

1 

I 

Indicates that the Cbox may drive b%s«jdaiajs<63i0> 
during the following cycle in order to attempt a fill 
data bypass. 

B%S®_DAEA w H<63iO» 

64 

I/O 

Bus used to receive data from the Mbox and to send 
data to the Mbox. 

C<&S«_DP_H<7i0> 

8 

o 

Byte data parity for b%ssj>axajb<63i0>. 

C<*CBOX_CMD_H<l «0> 

2 

o 

Command field of Cbox reference sent to Mbox 

C%CBOX LJ ADDR_H<31rfS> 

27 

0 

Hexaword address for invalidate sent to Mbox 

C^fcMBOX^FIU^Q W_H <4s3> 

2 

0 

Address bits to indicate to which quadword within 
the hexaword the current fill data belongs. 

C%RKQ_XHiWja 

1 

0 

Indicates that the requested quadword of data is 
being returned. This is asserted for both DREADs 
and IREADs; it is also asserted if a hard error 
occurs on fill data and the requested quadword has 
not yet been returned. 

C%LAST_FTLL_H 

1 

o 

Indicates that this is the last fill sent for the read 
being processed 

C<XCBOX_HARD_KER^H 

1 

0 

Indicates that a hard error is associated with the 
data being returned. The Mbox treats this as a fill 
with an error. 

C%CBOX_KCC_KRRja 

1 

0 

Indicates that an ECC error is associated with the 
data being returned. The Mbox ignores the data 
and waits for another fill from the Cbox. 

C«fcWRJ8UFJ8ACK k .PBKSja 

1 

0 

Indicates that the Cbox cannot accept any more 
entries in its WRITE_QUEUE . 
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13.14 Resolved Issues 

1. Issue: Does the Cbox need to check for conflicts between writes into the Istream and IREADs? 
Resolution: Yes, it does. The following case illustrates why. 

Suppose that the Cbox did not check for conflicts between writes and Istream reads. Also 
note that the SRM requires that an REI be done after any write into the instruction stream. 
REI flushes all write buffers and flushes the VIC. 

Suppose that the Ibox is prefetching and issues IREAD A, IREAD A+l. A and A+l are 
adjacent hexawords. Around the same time the Ebox is doing unaligned WRITE A,A+1,REI 
which was caused by Istream previous to that now being fetched by the Ibox. 

Suppose the sequence as seen by the Mbox is IREAD A, unaligned WRITE A_A+1, IREAD 
A+l, REI. The first IREAD is prefetching Istream data and should retrieve the new A. If 
the first IREAD misses in the VIC and the Pcache, the Bcaehe will return old data for the 
IREAD. The write will then be done into the Pcache, since it is write- through, and into the 
WRITE_QUEUE. At this point the new data for A is in the Pcache. 

Now the second IREAD misses the Pcache and appears in the IREAD_LATCH in the Cbox. 
It is serviced before the write since no conflict checking is done for IREADs, and they take 
priority over writes. Old data is returned to the Pcache for the second IREAD. Then the 
Clear Write Buffer command appears in the Cbox because the Ebox is executing the REI so 
the write is done. 

At this point the VIC has old data for the IREADs. This is ok because the REI flushes the 
VIC. Location A is updated in the Pcache because the write was done after the first IREAD. 
However, the Pcache has old data for A+l because the Bcache returned the old data after the 
write missed into the Pcache. 

When the Istream re-fetches A+l, it will get old data from the Pcache. This is not the behavior 
we want. Thus, the Cbox implements conflict checking for IREADs and prevents the IREAD 
of A+l from bypassing the write to A+l. 

2. Issue: Is it ok that the Cbox reorders I/O space writes with respect to memory space writes? 
Resolution: Yes, it is OK per VAX ECO 95, Allow Write-and-Run to I/O space. 

This is the scenario where the Cbox may reorder I/O space writes with respect to memory 
writes: The Mbox issues Memory Write A followed by I/O Write B. Memory Write A hits owned 
in the backup cache and is written. I/O Write B goes to the NON_WRITEBACK_QUEUE. 

The NDAL is busy or P%CPU_WB_ONLY_L is asserted, so I/O Write B stays 
in the NON_WRITEBACK_QUEUE. Meantime, a cache coherency request arrives for 
memory location A. The data is retrieved from the backup cache and put into the 
WRITEBACK.QUEUE. 

Since 

the WRITEBACK_QUEUE contains a cache coherency request (or P%CPU_WB_ONLY_L 
is asserted), the WRITEBACK.QUEUE has priority over the NON_WRITEBACK_QUEUE. 
Therefore Memory Data A reaches the NDAL before I/O Write B, effectively reordering the 
writes. 


DIGITAL CONFIDENTIAL 


The Cbox 13-123 



NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


13.15 NVAX CBOX Signal Name Cross-Reference 

All CBOX signal names and pin names referenced in this chapter have appeared in bold and reflect 
the actual name appearing in the NVAX schematic set, with the exception of K%EXT_RESET_L, 
which is a behavioral model name only. For each signal and pin appearing in this chapter, the 
table below lists the corresponding name which exists in the behavioral model. 


Table 13-67: Cross-reference of all names appearing In the CBOX chapter 

Schematic Name Behavioral Model Name 


B%8«_DATAja<63iO> 
C%CBOX w ADDR_H<31t5> 
C%CBOX_CMD_H<l &> 
C%CBOXJKCC_KRR_H 
C%CTBOXJBLARD_EKR_H 
C%CBOXJ3 _KRR_H 
C%CBOX_S JERR_H 
C%ISR2LTDO _H 
C%LASTJFXLL_H 
C%MBOX_FDX_QW_H<4 i 3> 

c%pmuxo_h 

C%PMUX1_H 

C%PPJ>AT\.H<11»7> 

C%REQ_DQW_H 

C%S«_DP_H<7iO> 

C%WR_BUF_BAC^_PKES_H 

C_ADC %ABUS _H<31(0> 

C _ADC%BTU_ADDR_OUT_H<31 i 0> 
C_BIU%ADC _ADDR_IN ja<31>0> 
C_BIU%CYCLE_l_H 
C_BIU%CYCLE_2_H 
C_BTU%CYCUK__3 J5 
C_BIU_NOC%BXI_TIMO_OJLAT_H 
C_BIU_NOC^HBXI w TIMO_l _XAT _H 
C_BIU_NOC_6q®XX_TIMO_0_^NJS 
C_BIU JNOC_5%BXI_TIMO_l _RN_H 
C_BUS«BIUJDAXA^H<83«0> 
C_BU8%DBUS_H<«3iO> 
C_PAD_N%B8R _NDAL_H<63> 
E%TIMEOUTJBASE_H 


B%S6_DATA_H<63jO> 

C%CBOX w ADDR_H<31«6* 

C%CBOX.CMDJB<1«0> 

C%CBOX.BCC_KRR.JB 

C%CBOX.HABD_ERR._H 

C%CBOX_H_ERR_H 

C%CBOX_S_ERR_H 

C%ISR2_TDO_H 

C%LAST_FILL_H 

C%MBOX_FTLX u Q'W_H<4i3> 

C%PMOXO ja 

C%PMUX1 ja 

C%PP_DATA_H<11i7> 

C%REQ_DQW_H 

C%S6_DP_H<7«0> 

C%WRJBUP_BACELPRES_H 

C_BUS%ABUS_H<3XiO> 

C_ADC%BTU _ADDR_OUT_H<31iO> 

C_BIU%ADCJU)DR_IN_H<31 ) 0> 

C_BItr%CYCLE_l_H 

C_BTU%CYCLK_2_H 

C_BIU%CYCLE_3_H 

C_BTU _NOC%BXI_TIMO_0_LAT_H 

C_BIU_NOC%BXI_TIMO_l_LAT _H 

C_BIU JN©C%BXI_TIMO_0_KNJH 

C_BIU_NOC%BXI_TUWO_X_KN_H 

C_BUS%BIU_DATA_H<63jO> 

C_BUS%DBUS_H<630> 

T _BSR%NDAL_HI_H<63> 
E%TXMEO UT_BASK_H 
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Table 13-67 (Cont.): Cross-reference of all names appearing in the CBOX chapter 

Schematic Name Behavioral Model Name 


E^TXMKOUT_KNABLE_H 

K_PAD_INT%BSR_MACHINK_CHKCK^L 

K%EXT_TMBS_H 

K%RKSET_CCTL_L 

K_C%RKSET_L 

R_CE%RKSET_H 

R_MCB%PHI_1_H 

K_MCB < 5>PHI_2_H 

K_MCB%PHI_3_H 

K_MC B%PH3_4_H 

K_PAD%PHI_1_H 

K_PAD%PHI_3_H 

K_PAD%PHI_4_H 

K_PADL%PHI_X_H 

BLPADL%PHI_2_H 

K_PADL%PHI_3_H 

K_PADL%PHI_4_H 

K_PAD_CK2%DISABUE_OUT_H 

K_PAD%KXT_RKSET_TOP_L 

BLPAD%KXT_RKSET_BOT_L 

M%ABORT_CBOX_IRD_H 

M%CBOX^BYPASS_KNABLK_H 

M^C BOX w LATK_KN_H 

M t *CBOX_REF_KNABLE_L 

M%C_ISR_LPSR_L 

M<*C_ISR_LOAD_L 

M%C_S6_PA_H<2«0> 

M%Se_BYTK_MASK^_H<7tO> 

M%S6_CMD_H<4e> 

M%S€_PA_H<31 13> 

T%MBOX.DR_PP_H 
T_JTG%BSR_EXTEST_L 
T_JTG%B SR_UPDATK_L 
T_JTG%CAPTURE_L 
T_JTG%DRCLK_H 
T_ JTG%D RC LK_L 


K%TTMKOUT_KNABLE_H 

T_BSR%MACHTNE_CHRCK_H 

K_PAD%KXT_TMBS_H 

K%RESET_L 

K_C%KESET_L 

K_CB%RKSET_H 

K%PHI_1_H 

K%PHI_2_H 

K%PHI_3_H 

K%PH3_4_H 

K%PHI_1_H 

K%PHI_3_H 

K%PHI_4_H 

K%PHI_1_H 

K%PHI_2_H 

K%PHI_3_H 

K%PHI_4_H 

P%DISABLE_OUT _L 

K%KXT_RESET_L 

K%KXT_RESET_L 

M%ABORT_CBOX_IRD_H 

M<SCBOX_BYPASS_KNABLE_H 

M%CBOX^LATK_KN_H 

M%C BOX JREF_ENABLE_H 

T%ISR_LFS R_H 

T%ISRJLOAD_H 

M%C_S6_PA_H<2jO> 

M%S6^BYTE_MASK_H<7jO> 

M%S8_CMD_H<4«0> 

M%S6_PA_H<31i3> 

T%MBOX_DR_PP_H 

T%BSR_KXTEST_H 

T%BSR_UPDATK_H 

T%CAPTURK_H 

T_JTG_TAP%DR_CLKKN_H 

T_JTG_TAP%DR_CLKEN_H 
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Table 1 3-67 (Cont.): Cross-reference of all names appearing in the CBOX chapter 

Schematic Name Behavioral Model Name 


P%ACK_L 

P%CMD_H<3:0> 

P%CPU_GRANT_L 

P%CPU_HOLD_L 

P%C PU JREQJL 

P%CPU_SUPPRESS_L 

P%CPU_WB_ONLY_L 

P%DISABLE_OUT_L 

P%DR_D ATA_H<63 :0> 

P%DR_ECC_H<7.-0> 

P%DR_ENDEX_H<20:3 > 

P%DR_OE_L 

P%DR_WE_L 

P%ED_H<2K)> 

P%NDAL_H<63 K)> 

P%OSC_TCl_H 

P%PARITY_H<2:0> 

P%PHI12_INH 

P%PHI23_IN_H 

P%Pffl34_EN_H 

P%PHI41_IN_H 

P%PHU2_OUT_H 

P%TS_ECC_H<5rf)> 

P%TS_ENDEX_H<20:5> 

P%TS_OE_L 

P%TS_OWNED_H 

P%TS_TAG_H<31:17> 

P%TS_VALID_H 

P%TS_WE_L 


P%ACK_L 

P%CMD_H<3:0> 

P%CPU_GRANT_L 

P%CPU_HOLD_L 

P%CPU JREQJL 

P%CPU_SUPPRESS_L 

P%CPU_WB_ONLY_L 

P%DISABLE_OUT_L 

P%DRJDATA_H<63:0> 

P%DR_ECC_H<7:0> 

P%DR_INDEX_H<20^> 

P%DR_OE_L 

P%DR_WE_L 

P%ED_H<2K)> 

P%NDAL_H<63 K)> 

P%OSC_TCl_H 

P%PARITY_H<2 K)> 

P%PHI12_IN_H 

P%PHI23_IN_H 

P%PHI34_IN_H 

P%PHI41_IN_H 

P%PH£12_OUT_H 

P%TS_ECC_H<5K)> 

P%TSJNDEX_H<20:5> 

P%TS_OE_L 

P%TS_OWNED_H 

P%TS_TAG_H<3 1 :1 7> 

P%TS_VALED_H 

P%TS_WEJL 
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13.16 Revision History 


Table 1 3-68: Revision History 

Who When Description of change 


Rebecca Stamm 
Rebecca Stamm 


Rebecca Stamm 


Rebecca Stamm 
Rebecca Sta mm 


Rebecca Stamm 
Rebecca Stamm 


9-Oct-1991 

16-Aug-1991 


20-Feb-1991 


14-Aug-1990 

4-Jul-1990 


3-Jun-1990 
17-May- 1990 


Made the following change: Bcache data MUST be initialized with 
correct ECC on powerup, contrary to what was in previous revisions. 

Minor updates and clarifications. RDE and UNEXPECTED_FILL are 
both set if an unexpected RDE arrives on the NDAL. During ETM, a 
read modify that does not hit owned causes a read to memory, NOT 
an OREAD to memory. On uncorr error on RMW, checkbits 3 and 7 
are inverted rather than 3,6,7. Added description of why the bits are 
inverted. 

Correct TS_CMD and DR_CMD encodings. Clarify some sections. 
Add description of NVAX- NDAL timing. Add statements that the 
contents of the Cbox error registers are not changed during reset. 
Added cache timing information. Added table of cache behavior while 
it is ON. Appended P% to the beginning of all pin names, since those 
match the schematics and the beh model. Add assertion levels to 
signal names. 

Remove e%memory_keskt, add k%resetjcctl Lj l. 

Correct description of k%mkmoky_reset. Added k_ce%reskt_h. Added 
CCTL<FORCE_NDAL_PERR>. Update description of Cbox behavior 
when P%CPU_WB_ONLY_L is asserted. Update conditions for 
servicing the write queue. Update cache coherency section with 
bug correction. Added to cache ram speed table, 16ns. Clarify 
CEFSTS<COUNT>. Clarify BCFLUSH during FORCE_HIT mode. 
Update handling of DREAD lock which fails on an uncorrectable error 
on the first quadword. Clarify handling of correctable error in the tag 
store. Added section about the FILL_CAM and block conflicts. 

Clarify handling of write, readlock in etm. Make 

CEFSTS<UNEXPECTED_FILL> W1C. 

Clarify invalidate handling 

sections. Always give the WRITEBACK_QUEUE priority over the 
N ON_WRITEB ACK_QUEUE. Change bit definitions in CEFSTS. 
Change WR_MRG_DONE to REQ_FILL_DONE in CEFSTS and 
FILL_CAM. Clarify stalling of IPR accesses to the tag store while 
a FILL_CAM entry to the same block is valid. 
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Table 13-68 (Con t.): Revision History 


Who 

When 

Description of change 

Rebecca Stamm 

20-Feb-1990 

Update error table. Add complete description of timeout counters. 
Change CCTL<TIMEOUT_EXT> 

to CCTL<TIMEOUT_TEST>, update description of that bit. Add 
K%TratKOtrr_BASK_H to Cbox interface signal list. Add control signal 
names for scan chain, updated scan chain section, removed two bits 
from the scan chain. Add control signal names for parallel port, 
updated parallel port section. Update description of CEFSTS RDLK 
bit. Clarified description of CEFADR. Clarified tag store actions 
on deallocates. Update performance monitoring hardware section 
and added control bits to CCTL. Correct clock names. Bcache read 



quadwords returned in wrapped order rather than in Grey code order. 
WRITE B AC K_QUEUE full prevents all transactions from starting. 
Add BC_TS_CMD decodings for the parallel port. Added TS_CMD 
encodings to BCETSTS. Added DR_CMD encodings to BCEDSTS. 
More detail on NESTS bit descriptions. Better explanation of use 
of BCDECC register. Add detail to WRITE_UNLOCK explanation. 

Rebecca Stamm 

3-Feb-1990 

External release. Eliminated BCEDHI and BCEDLO IPRs. Made 
updates based on internal review. 

Rebecca Stamm 

19-Jan-1990 

Release for internal review. 

Rebecca Stamm 

13-Jan-1990 

Intermediate release. Many edits. Eliminated backup cache data 
RAM access through IPR reads and writes. Updated Cbox internal 
bussing diagrams and description. Write queue is 8 entries. 

Rebecca Stamm 

2 1-Mar- 1989 

Release for external review 

Rebecca Stamm 

16-Mar-1989 

Release for internal review 


13-128 TheCbox 


DIGITAL CONFIDENTIAL 




Chapter 14 
Vector Interface 


14.1 Description 

The NVAX CPU chip does not fully support the VAX vector instruction set and any attempt to 
execute a vector instruction will result in a reserved instruction fault. Vector instructions are 
listed in Table 14—1. 

Table 14-1: Vector Instruction Set 


Opcode Instruction 


31FD 

MFVP regnum.rw, dst.wl 

34FD 

VLDL cntrl.rw, base.ab, stride.rl 

35FD 

VGATHL cntrl-rw, base.ab 

36FD 

VLDQ cntrl.rw, base.ab, stride.rl 

37FD 

VGATHQ cntrl.rw, base.ab 

80FD 

WADDL cntrl.rw 

81FD 

VSADDL cntrl.rw, scaLrl 

82FD 

WADDG cntrLrw 

83FD 

VSADDG cntrl.rw, scal.rq 

84FD 

WADDF cntrl.rw 

85FD 

VSADDF cntrLrw, scaLrl 

86FD 

WADDD cntrl-rw 

87FD 

VSADDD cntrl.rw, scal.rq 

88FD 

WSUBL cntrLrw 

89FD 

VSSUBL cntrLrw, scal.rl 

8AFD 

WSUBG cntrLrw 

8BFD 

VSSUBG cntrLrw, scaLrq 

8CFD 

WSUBF cntrl.rw 

8DFD 

VSSUBF cntrl.rw, scal.rl 
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Table 14-1 (Cont.): Vector Instruction Set 


Opcode 

Instruction 


8EFD 

WSUBD cntrl.rw 


8FFD 

VSSUBD cntrl.rw, scal.rq 


9CFD 

VSTL cntrl.rw, base.ab, stride.rl 


9DFD 

VSCATL cntrl.rw, base.ab 


9EFD 

VSTQ cntrl.rw, base.ab, stride.rl 


9FFD 

VSCATQ cntrl.rw, base.ab 


AOFD 

WMULL cntrl.rw 


A1FD 

VSMULL cntrl.rw, scal.rl 


A2FD 

WMULG cntrl.rw 


A3FD 

VSMULG cntrl.rw, scal.rq 


A4FD 

WMULF cntrl.rw 


A5FD 

VSMULF cntrl.rw, scal.rl 


A6FD 

VVMULD cntrl.rw 


A7FD 

VSMULD cntrl.rw, scal.rq 


A8FD 

VSYNC regnum.rw 


A9FD 

MTVP regnum.rw, src.rl 


AAFD 

WDIVG cntrl.rw 


ABFD 

VSDIVG cntrl.rw, scal.rq 


ACFD 

WDIVF cntrl.rw 


ADFD 

VSDIVF cntrl.rw, scal.rl 


AEFD 

WDIVD cntrl.rw 


AFFD 

VSDIVD cntrl.rw, scal.rq 


COFD 

WCMPL cntrl.rw 


C1FD 

VSCMPL cntrl.rw, scaLrl 


C2FD 

WCMPG cntrl.rw 


C3FD 

VSCMPG cntrl.rw, scal.rq 


C4FD 

WCMPF cntrl.rw 


C5FD 

VSCMPF cntrl.rw, scaLrl 


C6FD 

WCMPD cntrl.rw 


C7FD 

VSCMPD cntrl.rw, scal.rq 


C8FD 

WBISL cntrl.rw 


C9FD 

VSBISL cntrl.rw, Bcal.rl 


CCFD 

WBICL cntrl.rw 
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Table 14-1 (Cont.): Vector Instruction Set 


Opcode Instruction 


CDFD 

VSBICL cntrLrw, scaLrl 

EOFD 

WSRLL cntrl.rw 

E1FD 

VSSRLL cntrl.rw, scal.rl 

E4FD 

WSLLL cntrl.rw 

E5FD 

VSSLLL cntrl.rw, scaLrl 

E8FD 

WXORL cntrl.rw 

E9FD 

VSXORL cntrl.rw, scaLrl 

ECFD 

WCVT cntrl.rw 

EDFD 

IOTA cntrLrw, scal.rl 

EEFD 

WMERGE cntrLrw 

EFFD 

VSMERGE cntrLrw, scal.rq 


Although the vector instruction set is not fully implemented, some residual support is included 

in the NVAX CPU chip and should be considered: 

• The Ibox, under control of the IROM, decodes the vector instructions listed above, including 
parsing and processing the instruction specifiers. If a memory management exception is 
detected on the instruction or one of the specifiers, the Ibox will report it to the Ebox, which 
will ignore it in favor of reporting a reserved instruction fault instead. However, if a hardware 
error is detected during the processing of the vector instruction or specifiers, that error will 
be reported in the usual way. 

• The ECR<VECTOR_PRESENT> bit remains in the hardware, but a reserved instruction fault 
will result if a vector instruction is executed, independent of the state of this bit. 

• A vector disabled fault will never be generated by the NVAX CPU chip microcode. 

• References to vector processor registers in the range 90-97 (hex) are intercepted by the mi- 
crocode and are not transmitted on the NDAL as is the normal case for an unimplemented 
processor register. Rather, writes to these registers are ignored, and reads from these registers 
return 0. The operating system depends on this behavior. 
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1 4.2 Revision History 


Table 14-2: 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

06- Jan- 1990 

Initial release 

Mike Uhler 

02-Feb-1991 

Update after pass 1 PG. 
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Chapter 15 
Error Handling 


This chapter describes the NYAX CPU error exceptions and interrupts as seen from the macrocoder’s 
point of view. It is organized with respect to the SCB vectors through which the event is dis- 
patched. The SCB layout and SCB vector format are described in Chapter 2. Exceptions and 
interrupts that are a result of normal system operation are described in Chapter 2. 

15.1 Terminology 


Term 

Meaning 

Fill 

Any quadword of data returned to the NVAX CPU chip in response to read-type 
operation. The quadword containing the requested data is a fill. 

Ownership bit 

In the B cache and the memory, a bit is stored with each hexaword called the owner- 
ship bit. In the Bcache it indicates the Bcache owns the block; it has the one valid 
copy of the data. In memory it indicates some cache or bus interface has the one 
good copy of the block, not the memory. 

Memory cache state 

In memory in various system environments, a certain amount of state is kept for 
each hexaword in memory. This state always includes the ownership bit. In some 
system environments, it includes additional information. 

ETM 

Error transition mode in the Bcache: in this mode the Bcache is not used except if 
it owns the addressed block. It continues to respond to NDAL coherency requests 
which require writeback. 


15.2 Error handling Introduction and Summary 

This chapter discusses all levels of hardware and microcode-detected errors. Errors notification 

occurs through one of the following events, listed in order of decreasing severity. 

• Console error halt — A halt to console mode is caused by one of several errors such as Interrupt 
Stack Not Valid. For certain halt conditions, the console prompts for a command and waits 
for operator input. For other halt conditions, the console may attempt a system restart or a 
system bootstrap as defined by DEC Standard 032. The actual algorithms used are outside 
of the scope of this document. 

• Machine check — A hardware error occurred synchronously with respect to the execution of 
instructions. Instruction-level recovery and retry may be possible. 

• Power fail — The power supply asserted the power fail signal. 
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• Hard error interrupt — A hardware error occurred asynchronously with respect to the execu- 
tion of instructions. Usually, data is lost or state is corrupted, and instruction-level recovery 
may not be possible. 

• Soft error interrupt — A hardware error occurred asynchronously with respect to the execution 
of instructions. The error is not fetal to the execution of instructions, and instruction-level 
recovery is usually possible. 

• Kernel stack not valid — During exception processing, a memory management exception oc- 
curred while trying to push information on the kernel stack. 

This chapter explains in detail several of the SCB entry points. The purpose is to help the 
operating system programmer determine exactly what error occurred and to recommend an error 
recovery method. Since this chapter is only concerned with errors which are generic to all system 
environments, it may be used as the basis for a specification of error handling and recovery for 
particular systems based on the NVAX CPU chip. 

The following information is given in this chapter for each SCB entry point: 

• What parameters are pushed on the stack. 

• What failure codes are defined. 

• What additional information exists and should be collected for analysis. 

• How to determine what error(s) actually occurred. 

• How to restore the state of the machine, and what level of recovery is possible. 

Table 15—1 shows the general error categories associated with each of these error notifications. 

Table 15-1: Error Summary By Notification Entry Point 

SCB Index 

Entry Point (hex) General Error Categories 

Console Halt N/A 


Machine Check 04 


Power Fail 0C 

Soft Error 54 

Interrupt 


Interrupt Stack not valid, kernel-mode halt, 
double error, illegal SCB vector, 
initial Power up, HALTJL assertion 

Memory management, interrupt, microcode detected CPU errors, 
CPU stall timeout, 

TB parity errors, VIC tag or data parity errors, 

B cache uncorrectable data read errors, 

memory/NDAL read errors (no-ACK, timeout, or RDE from system 
environment) 

system environment notification via PWRFLJL 

VIC tag or data parity errors, 

Pcache tag or data parity errors, 

B cache uncorrectable tag errors, 

B cache uncorrectable data read errors 
B cache uncorrectable data errors in writebacks, 

B cache correctable tag and data errors, 

memory/NDAL read errors (no-ACK, timeout, or RDE on reads), 
NDAL parity errors, 

system environment notification via S_ERR_L 
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Table 15-1 (Cont.): Error Summary By Notification Entry Point 


Entry Point 

SCB Index 

(hex) 

General Error Categories 

Hard Error 
Interrupt 

60 

B cache uncorrectable data errors on write operations, 

NDAL no-ACK on writes, 

B cache fill errors in NDAL ownership reads after merging write data 

in the cache data RAMs, 

system environment notification via H_EER_L 


15.3 Error Handling and Recovery 

All errors (except those resulting in console halt) go through SCB vector entry points and are 
handled by service routines provided by the operating system. A console halt transfers control to 
a hardware-prescribed IO-space address. Software driven recovery or retry is not recommended 
for errors resulting in console halt. 

Software error handling (by operating system routines) can be logically divided into the following 
steps: 

• State collection. 

• Analysis. 

• Recovery. 

• Retry. 

These steps are discussed in general in the next four sections. After that, details are supplied on 
analysis, recovery and retry for each error event which results in an exception or interrupt. This 
information is organized by SCB entry point. 

15.3.1 Error State Collection 

Before error analysis can begin, all relevant state must be collected. The stack frame provides 
the PC/PSL pair for all exceptions and interrupts. For machine checks, the stack frame also 
provides details about the error. 

In addition to the stack frame, machine checks and hard and soft error interrupts usually require 
analysis of other registers. It is strongly recommended that all the state listed below be read 
and saved in these cases. State is saved prior to analysis so that analysis is not complicated by 
changes in state in the registers as the analysis progresses, and so that errors incurred during 
analysis and recovery can be processed with that context. 

Ibox 

ICSR: Ibox (VIC) control and status register. 

VMAR: VIC memory address register. 

Ebox 

ECR: Ebox control and status register. 
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Mbox 

TBSTS: TB status register. 

TBADR: TB address register. 

PCSTS: Pcache status register. 

PCADR: Pcache address register. 

Cbox 

CCTL: Cbox Control Register. 

BCEDSTS: Bcache data error status register. 
BCEDIDX: Bcache data error index register. 
BCEDECC: Bcache data error ECC/syndrome register. 
BCETSTS: Bcache tag error status register. 

BCETIDX: Bcache tag error index/address register. 
BCETAG: Bcache errored tag register. 

CEFSTS: Read and Bcache fill status register. 
CEFADR: Read and Bcache fill address register. 
NESTS: NDAL error status register. 

NEOADR: NDAL error output address register. 
NEOCMD: NDAL error output command register. 
NEICMD: NDAL error input command register. 
NEDATHI: NDAL error input data register (HI). 
NEDATLO: NDAL error input data register (LO). 


System environment 

All states (i.e., CSRs) which report error conditions or events. 

For the purposes of the rest of this chapter, it is assumed that each of these states is saved in a 
variable whose name is constructed by prepending "S_” to the register name. For example, the 
ICSR would be saved in the variable S_ICSR. 

The following example shows allocation of memory storage for the error state. 


; ERROR STATE COLLECTION DATA STORAGE 


£_ICSR: 

.LONG 

0 

XBOX 

XBOX VXC CONTROL AND STATUS REGISTER 


S_VMAR: 

.LONG 

0 

XBOX VIC ERROR ADDRESS REGISTER 


S_ECR: 

.LONG 

0 

EBOX 

EBOX CONTROL AND STATUS REGISTER 


S__TBSTS : 

.LONG 

0 

MBOX 

TB STATUS REGISTER 


£~TBADR: 

.LONG 

0 

TB ERROR ADDRESS REGISTER 


S_PCSTS : 

.LONG 

0 

PCACHE STATUS REGISTER 


S_PCADR: 

.LONG 

0 

PCACHE ERROR ADDRESS REGISTER 
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S_CCTL: 

S~ BCEDSTS : 

S_BC£DIDX: 

£_BCEDECC: 

£~ BCETSTS : 

S~BC£TIDX: 

S_BCETAG : 

S~C£FSTS : 

S~CEFADR: 

S_NESTS: 

S_NE0ADR: 

S_NEOCMD : 

S_NEICMD: 

S_NEDATHI: 

£ NEDATLO: 


.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 


CBOX 

CBOX CONTROL REGISTER 

B CACHE DATA RAM ERROR STATUS REGISTER 

B CACHE DATA RAM ERROR INDEX REGISTER 

B CACHE DATA RAM ECC/ SYNDROME REGISTER 

B CACHE TAG RAM ERROR STATUS REGISTER 

B CACHE TAG RAM ERROR INDEX REGISTER 

B CACHE TAG RAM ERRORED TAG REGISTER 

READ AND B CACHE FILL ERROR STATUE REGISTER 

READ AND B CACHE FILL ERROR ADDRESS REGISTER 

NDAL ERROR STATUS REGISTER 

NDAL OUTPUT ERROR ADDRESS REGISTER 

NDAL OUTPUT ERROR COMMAND REGISTER 

NDAL INPUT ERROR COMMAND REGISTER 

NDAL INPUT ERROR ADDRESS REGISTER (HI) 

NDAL INPUT ERROR ADDRESS REGISTER (LO) 


; SYSTEM ENVIRONMENT: 

; ERROR REGISTERS FROM THE SYSTEM ENVIRONMENT (MODULE, MEMORY (S), BUS INTERFACE (S) ) 
; ARE SAVED HERE 


The following example shows collection of error state which would normally be done early in 
the error handling routine. Note the handling of error registers which may be overwritten in 
the event of a more severe error. For example, after a correctable B cache data RAM error, 
BCEDIDX would hold the index of the correctable error. If an uncorrectable Bcache data RAM 
error occurs, BCEDIDX would be reloaded with the index of the more sever uncorrectable error, 
lb ensure the data in BCEDIDX and BCEDECC matches the report in BCEDSTS, a conditional 
test is performed and these two registers are recaptured if both an uncorrectable and correctable 
error are reported in BCEDSTS. Otherwise, BCEDIDX and BCEDECC could reflect a previous 
correctable error even though BCEDSTS reports a more severe error. 


SAVE STATE: 


10 $: 


;SAi-a ALL ERROR S- A.«i 


MFPR 

MFPR 


MFPR 


MFPR 

MFPR 

MFPR 

MFPR 


MFPR 

MFPR 

MFPR 

MFPR 

BICL3 

CMPL 

BNEQ ' 

MFPR 

MFPR 


#PR19£ ICSR, S ICSR 
# PR1 9 $__VMAR, S~VMAR 


#PR19$_ECR,S_ECR 


;IBOX 


;£BOX 


;MB0X 

#PR19$_TBSTS, SJTBSTS 
#PR1 9 $_TBADR, S~TBADR 
#PR19$JPCSTS, S_PCSTS 
#PR19$_PCADR, S~PCADR 


;CB0X 


# PR1 9 $_CCTL , S_CCTL 
#PR19$JBCEDIDX, SJBCEDIDX 
♦ PR1 9 $_BCEDECC , £_BCEDECC 
#PR19$_BC£DSTS, SJ3CEDSTS 

#~C<BCEDSTS$M_CORR ! BCEDSTS$M_LOCK> , S_BCEDSTS , RO 
RO, #BCEDSTS$M~CORR ! BCEDSTS$M~LOCK 
10 $ 

#PR19$_BCEDIDX, S_BCEDIDX 

# PR1 9 $_BCEDECC , S_BCEDECC 


MFPR # PR1 9 $_BCETIDX , S_BCETIDX 

MFPR . #PR19$_BC£TAG,S icETAG 
MFPR #PR19$_BCETSTS,5 BCETSTS 

BICL3 # A C<BCETSTS$M_CORR ! BCETSTS$M_LOCK>, S_BCETSTS, RO 

CMPL RO, *BCETSTS$M_CORR ! BCETSTS $M_LOCK 

BNEQ 20$ 

MFPR #PR1 9 $_BCETIDX, S_BCETIDX 

MFPR *PR19$~BCETAG r S_BCETAG 
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20$: MFPR 

MFPR 
MFPR 
MFPR 
MFPR 
MFPR 
MFPR 
MFPR 


#PR19$_CEFSTS r S_CEFSTS 
#PR1 9 $_CEF ADR, S_CEFADR 
#PR1 9 $~NESTS , S_NESTS 
*PR19$“NE0ADR, s_neoadr 
#PR 1 9 $~NE0CMD , S~NEOCMD 
#PR19$_NEICMD, S_NEICMD 
♦PR19 $_NEDATH I f S_NEDATHI 
♦PR1 9 $_NEDATL0 , S NEDATLO 


; SYSTEM ENVIRONMENT 

; COLLECTION OF SYSTEM ENVIRONMENT ERROR REGISTERS GOES HERE 

Additional state collection is recommended while/ after flushing the Bcache because certain errors 
may occur as a result of the flush operation. The following state should be collected immediately 
after flushing each Bcache location. 

Cbox 

CCTL: Cbox Control Register. 

BCEDSTS: Bcache data error status register. 

BCEDIDX: Bcache data error index register. 

BCEDECC: Bcache data error ECC/syndrome register. 

BCETSTS: Bcache tag error status register. 

BCETIDX: Bcache tag error index/address register. 

BCETAG: Bcache errored tag register. 

NESTS: NDAL error status register. 

NEOADR: NDAL error output address register. 

NEOCMD: NDAL error output command register. 


System environment 

All states (i.e., CSRs) which report the event of NYAX sending a BADWDATA cycle on the 
NDAL. 


For the purposes of the rest of this chapter, it is assumed that each of these states is saved in a 
variable whose name is constructed by prepending "SS_" to the register name. For example, the 
BCEDSTS register would be saved in the variable SS_BCEDSTS. 

The following example shows allocation of memory storage for additional error state collected 
while/after flushing the Bcache. 


; ADDITIONAL ERROR STATE COLLECTION DATA STORAGE FOR AFTER BCACHE FLUSH 


SS_CCTL: 

SS~BCEDSTS: 

SS_BCEDIDX: 

SS_BCEDECC: 

SS~BCETSTS: 

SS_BCETIDX: 

SS_BCETAG: 

SS NESTS: 

SS~NEOADR: 

SS NEOCMD: 


.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 
.LONG 0 


CBOX 

CBOX CONTROL REGISTER 
BCACHE DATA RAM ERROR STATUS REGISTER 
BCACHE DATA RAM ERROR INDEX REGISTER 
BCACHE DATA RAM ECC/SYNDROME REGISTER 
BCACHE TAG RAM ERROR STATUS REGISTER 
BCACHE TAG RAM ERROR INDEX REGISTER 
BCACHE TAG RAM ERRORED TAG REGISTER 
NDAL ERROR STATUS REGISTER 
NDAL OUTPUT ERROR ADDRESS REGISTER 
NDAL OUTPUT ERROR COMMAND REGISTER 


SYSTEM ENVIRONMENT: 

ADDITIONAL ERROR STATE COLLECTION DATA STORAGE FOR AFTER BCACHE FLUSH 

REGISTERS WHICH ARE AFFECTED BY A BADWDATA CYCLE FROM NVAX ARE SAVED HERE 
AFTER THE BCACHE FLUSH 
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The following example shows collection of error state which would normally be collected during 
and just after flushing the Bcache. 


AFTER BCFLUSH: 


MFPR 

MFPR 

MFPR 

MFPR 

BICL3 

CMPL 

BNEQ 

MFPR 

MFPR 


;CBOX 


# PR1 9 $_CCT1 , SS__CCTL 
#PR19$_BCEDIDX, SS_BC£DIDX 
#PR1 9 S JBCEDECC , SS _ BC£DECC 
#PR1 9 $~BCEDSTS , SSJBCEDSTS 

#^C<BC£DSTSSM_CORR ! BCEDSTS$M_LOCK>, SS_BC£DST£ , RO 

RO, *BCEDSTSSH~CORR ! BCSDSTSSMJLOCK 

30$ 

#PR1 9S_BCEDIDX, SS BCEDIDX 
♦PR1 9 $ BCEDECC , SE _ BCEDECC 


30$: 


MFPR #PR19$_BCETIDX r S£_BCETIDX 

MFPR #?R19$_BCETAG,SS_BCETAG 

MFPR #PR19$ BCETSTS £$ BCETSTS 

EICL3 #~C<BCETSTSSM_CORR ! BCET£TSSM_LOCK>, SS_BCETSTS , RO 
CMP1 RO, #BCETSTSSK~CORR ! BCETSTS $K~LOCK 

BNEQ 40$ 

MFFR #P?.19S BCETTDX ££ BCETIEX 

MFPR #?RX9$~BCETAG, SS_BCETAG 

>”?R #??.19S NESTS, ££ I^ESTS 

MFPR *FR.19S~NECAT>R, £$_NEOADR 

’•E’PR. #?R.19£ NEOCME £s”"kEOCJ-IE 

; SYSTEM E1TV1RONMSNT 


15.3.2 Error Analysis 

With the error state obtained during the collection process, the error condition can be analyzed. 
The purpose is to determine what error event caused the particular notification being handled (to 
the extent possible), and what other errors may also have occurred. Analysis of machine checks 
and hard and soft error interrupts should be guided by the parse trees given in the appropriate 
sections below. 

NOTE 

Errors detected in or by one of the caches usually result in the cache automatically 
being disabled. However, to minimize the possibility of nested errors, it is suggested 
that error analysis and recovery for memory or cache-related errors be performed with 
the Pcache disabled and the Bcache in ETM. 

In some cases, a notification for a single error occurs in two ways. For example, an uncorrectable 
error in the Bcache data RAMs will cause a soft error interrupt and may also cause a machine 
check. Software should handle cases where a machine check handler dears error bits and then 
the soft error handler is entered with no error bits set. 

In certain cases one error event results in two related reports. For example, a Bcache 
uncorrectable data error during a writeback will be reported in NESTS as a BADWDATA event. 
In this case, the BADWDATA event captures the full address of the errored data (that is why 
BADWDATA is an error event). Cases like this are handled as single error events. 

In general an error reporting register can report events which lead to machine check, soft error, 
or hard error. A given error event can result in machine check and soft error interrupt, or in 
just one or the other. Events which lead to hard error interrupts generally can not also cause 
machine check or soft error interrupt. Sometimes an error event which leads to machine check or 
soft error interrupt is dosely related to an event which leads to hard error interrupt (e.g., Bcache 
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fill error on first quadword of a fill for an OREAD done for a write causes soft error interrupt, 
but the same error on a later quadword causes hard error interrupt). 

Multiple simultaneous errors may make useful recovery impossible. However, in cases where 
no conflict exists in the reporting of the multiple errors (i.e., no one error register is used to 
report two errors), and recovery from each error is possible, then recovery from the set of errors 
is accomplished by recovering from all of them. For example, recovery from a Pcache tag parity 
error and a B cache correctable data error being reported together is possible by following the 
recovery procedures for each error in sequence. 

The error cause determination parse tree for machine check exception is directed at causes or 
possible causes of machine checks. It ignores errors which lead to hard or soft error interrupts 
but not to machine checks. Similarly, the hard error interrupt cause determination ignores 
errors which lead to machine check or soft error interrupt, and the soft error interrupt cause 
determination ignores errors which lead to machine check or hard error interrupt. 

There is a natural order between machine check, hard error interrupt, and soft error interrupt 
because the IPL for hard error interrupts is higher than that of soft error interrupts and the IPL 
in the machine check exception is higher than either of the error interrupts. This hierarchy is 
important because knowledge of which notification event occurred is used to discriminate between 
certain error events (e.g., an error on the initial fill quadword for a read-lock is distinguished from 
a fill error on a subsequent quadword by the fact of machine check notification). 

1 5.3.3 Error Recovery 

Recovery from errors consists of clearing any latched error state, repairing damaged state 
(if necessary and possible), and restoring the system to normal operation. There are special 
considerations involved in analysis and recovery from cache or memory errors, which are covered 
in the next sections. 

Recovery from multiple error scenarios is possible when there is no conflict in the error registers 
which report the errors and there is no conflict in the recovery procedures for the errors. However 
all recovery procedures in this chapter assume that only one error is present. None of the 
procedures are valid in multiple error scenarios without further analysis. 

In some instances, it may be desirable to stop using the hardware which is the source of a large 
number of errors. For example, if a cache reports a large number of errors, it may be better to 
disable it. It is suggested that software maintain error counts which should be compared against 
error thresholds on every error report. If the count (per unit time) exceeds the threshold, the 
hardware should be disabled. 


NOTE 

Hard failures of one bit in the tag store can lead to unrecoverable errors requiring a 
full system crash. It would be appropriate to have an extremely low threshold for tag 
store correctable errors, especially if they recur in the same location or bit position. 


NOTE 

NYAX CPU utilization of the NDAL and memory is extremely high if the Bcache is 
disabled. In multiprocessor systems a CPU should probably be removed from the 
system rather than being used with the Bcache off. In a single processor system there 
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may be effects to 10 subsystem performance and latency due to the high NDAL and 
memory utilization. 

15.3.3.1 Special Considerations for Cache and Memory Errors 

Cache and memory error recovery requires special considerations: 

• Cache and memory error recovery should always be done with the Pcache and VIC off and 
the Bcache in error transition mode (ETM). (In certain cases, the last part of recovery must 
be done with the Bcache off.) See Section 15.3.3.1.1.1, Cache Enable, Disable, and Flush 
Procedures. 

• Bcache flush is necessary before re-enabling the Bcache whenever it is in ETM. See 
Section 15.3.3.1.1, Cache Coherence in Error Handling. 

• Bcache flush should be always be done one block at a time, recapturing the relevant error 
registers between each block flush. 

• Cache coherence requires a specific procedure for re-enabling the caches. See 
Section 15.3.3.1.1, Cache Coherence in Error Handling. 

• Error recovery should be performed starting with the most distant component and working 
toward the CPU and Ebox. System environment memory errors should be processed first, 
followed by NDAL errors, Bcache fill errors, Bcache tag store and data RAM errors, Pcache 
errors, TB errors, and, finally, VIC errors. 

• NDAL errors are cleared by writing the write-one-to-clear bits in NESTS. The suggested way 
to do this is to write a one to the specific error bit. 

• Bcache fill errors are cleared by writing the write-one-to-clear bits in CEFSTS. The suggested 
way to do this is to write a one to the specific error bit. Special recovery procedures may be 
necessary after Bcache fill errors. See Section 15.3.3.1.2, Special Writeback Cache Recovery 
Situations and Procedures. 

• Bcache tag store errors are cleared by writing the write-one-to-clear bits in BCETSTS. The 
suggested way to do this is to write a one to the specific error bit. Special recovery procedures 
may be necessary after Bcache uncorrectable tag store errors. See Section 15.3.3.1.2, Special 
Writeback Cache Recovery Situations and Procedures. 

• Bcache data RAM errors are cleared by writing the write-one-to-clear bits in BCEDSTS. The 
suggested way to do this is to write a one to the specific error bit. Special recovery procedures 
may be necessary after Bcache uncorrectable data RAM errors. See Section 15.3.3.1.2, Special 
Writeback Cache Recovery Situations and Procedures. 

• Hardware ETM is cleared by writing the write-one-to-clear bit in CCTL. The suggested way 
to do this is to write the value saved during error state collection back to the register. 

• Pcache tag and data store errors are cleared by writing the write-one-to-clear bits in PCSTS. 
The suggested way to do this is to write a one to the specific error bit. Pcache flush is necessary 
after Pcache tag store parity errors. See Section 15.3.3.1.1.1, Cache Enable, Disable, and 
Flush Procedures. 

• TB errors are cleared by writing the write-one-to-clear bits in TBSTS. The suggested way to 
do this is to write a one to the specific error bit. 

• PTE read errors are cleared by writing the PTE error write-one-to-clear bits in PCSTS. The 
suggested way to do this is to write a one to the specific error bit. 
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• VIC errors are cleared by writing the write-one- to- clear bits in ICSR. The suggested way 
to do this is to wxite a one to the specific error bit. VIC flush and re-enable is necessary 
after VIC tag store parity errors. See Section 15.3.3.1.1.1, Cache Enable, Disable, and Flush 
Procedures. 

15.3.3.1.1 Cache Coherence in Error Handling 

Certain procedures must be followed in order to maintain cache coherence while enabling NVAX 
caches. Since many errors cause caches to be disabled, and since cache and memory error recovery 
is normally done with the Pcache and VIC off and the Bcache in ETM, the complete cache enable 
procedure is done as part of recovery from all cache and memory errors. 

Once the Bcache is in ETM mode, it will not be coherent with memory if it is re-enabled 
before being flushed. This is because writes (from the Mbox) to blocks which happen to be 
VALID_UN OWNED in the Bcache are not copied into the Bcache data RAMs. These writes are 
only sent out on the NDAL. Once the Bcache is put in ETM by hardware or software action, a 
Bcache flush must be done before re-enabling the Bcache. The procedure is described in the next 
section. 

While the Bcache in in ETM or off, the Pcache will stay coherent with memory However, before 
the Bcache is re-enabled, the Pcache must be disabled. After the Bcache is re-enabled, the Pcache 
must be flushed before it is re-enabled. The procedure is described in the next section. If a Pcache 
tag parity error occurred, the flush procedure given is sufficient to clean up the Pcache tag store. 

The VIC (virtual instruction cache) is not automatically kept coherent with memory. It is flushed 
as a side effect of the REI instruction (as required by the VAX architecture). Normally in error 
recovery, there is no definite need to flush the VIC. For consistency and for the sake of beginning 
error retxy in a known state, flushing the VIC during error recovery is recommended. However, 
in the event of VIC tag parity errors, the complete VIC flush procedure described in the next 
section must be done. 

The TB is not automatically kept coherent with memory. Software uses the TBIS and TBIA 
functions to maintain coherence, and the LDPCTX instruction dears the process PTEs in the 
TB. Normally in error recovery, there is no definite need to flush the TB. For consistency and 
for the sake of beginning error retry in a known state, flushing the TB during error recovery is 
recommended. When a TB parity error occurs, Mbox hardware flushes the TB by itself (via an 
internally generated TBIA), but it would be appropriate for software to test the TB after a parity 
error. This is discussed in Section 15.3.3.1.3. 

15.3.3.1.1.1 Cache Enable, Disable, and Rush Procedures 

lb enable the NVAX caches, the caches are flushed and enabled in a specific order. The ordering is 
necessary for coherence between the Bcache, Pcache, and memory. For simplidty, one procedure 
is given for enab ling the NVAX caches, even though variations on the procedure may also produce 
correct results. Disabling the caches can be done in any order, though one procedure is given 
here. 

In error handling, the VIC and Pcache are disabled while the Bcache is placed in ETM. The 
Bcache flush from ETM procedure is done to turn off the Bcache altogether. The cache enable 
procedure assumes that the Bcache is completely off at the start. 
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15.3.3.1.1.1.1 Disabling the NVAX Caches for Error Handling (Leaving the Bcache in ETM) 

This is the procedure for disabling the NVAX caches (placing the Bcache in ETM): 

NOTE 

These procedures will be supplied with MACRO coding examples. 

• Disable the VIC: 

TBS (MTPR to ICSR) 

• Disable the Pcache: 

TBS (MTPR to PCCTL) 

• Put the Bcache in software ETM: 

TBS (KT ??. zo CCTL) 

15.3.3.1.1.1.2 Flushing and Disabling the Bcache 

This is the procedure for flushing the Bcache and disabling it: 

• Flush and disable the Bcache: 

Errors can occur as a result of flushing the Bcache. Before carrying out the procedure, 
BCEDSTS and BCETSTS should be dear of unrecoverable errors, and NESTS should be dear 
of unrecoverable outgoing errors. The MTPRs to BCFLUSH IPRs should be done one block at 
a time, checking the BCEDSTS and BCETSTS error registers after each one. (The MFPR from 
BCEDSTS or BCETSTS will not finish until all the Bcache accesses which result from the MTPR 
to BCFLUSH are done.) Otherwise any unrecoverable error which occurs during the flush may 
become a lost unrecoverable error and a system crash will most likely be necessary. 

Errors which occur while flushing the Bcache are separate errors and should be handled 
independently of the initial error. However, certain errors may be expected during the flush 
procedure, based on the initial error. Also, the successful outcome of the Bcache flush procedure 
is important in determining whether to retry or restart the interrupted or machine checked 
instruction stream. 

1 5.3.3.1 .1 .1 .3 Enabling the NVAX Caches 

The procedure for enabling the NVAX caches after an error is the same as is used to initialize 
the caches after power-up. See Section 16.4, Cache initialization). This procedure ensures that 
error retry/restart occurs with the caches in a known state. The procedure is outlined below. 

• The caches must all be disabled and the Bcache must be disabled (not just in ETM). 
Follow the above procedures to reach this state. 

• Flush the Bcache (Loop on MTPR to BCTAG IPRs). 

• Enable the Bcache (MTPR to CCTL). 

• Flush the Pcache (Loop on MTPR to PCTAG IPRs). 

• Enable the Pcache (MTPR to PCCTL). 
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• Flush the TB: 

MTPR #0, #PR19$_TBIA 

• Flush the VIC (Loop on MTPRs to VMAR and VTAG, writing an initial value). 

• Enable the VIC (MTPR to ICSR). 

15.3.3.1.2 Special Writeback Cache Recovery Situations and Procedures 

Writeback caching can lead to a couple of special error cases. Some of them can be recovered. 
Sometimes, further state determination or state capture is required after the error cause 
determination guided by the parse trees in the sections on machine check exceptions and hard 
and soft errors. Further analysis may also be necessary. 

15.3.3.1.2.1 Bcache Uncorrectabie Error During Writeback 

When a Bcache uncorrectabie data RAM error occurs in a writeback, the status, cache index, and 
error syndrome are captured in BCEDSTS, BCEDIDX, and BCEDECC. As it is written back., the 
data is tagged-bad via the BADWDATA NDAL command. However, the address of the lost data is 
not captured in the Bcache error registers (for implementation reasons). For this reason, sending 
BADWDATA on the NDAL is treated as if it were an error by the bus interface unit (BIU). This 
means the full address is captured in NEOADR while the status is captured in NESTS. This 
writeback can sit in the writeback queue in the BIU for an indefinite amount of time. If a Bcache 
uncorrectabie error on writeback is detected, but NESTS does not show any outgoing error status, 
the writeback queue must be drained to continue the analysis and recovery. This is most easily 
accomplished by the following IPR write. 

MFPR #?R19$_CWB,R0 

S_NESTS should be reloaded from NESTS after this operation. If S_NESTS does not show the 
the BADWDATA error status after draining the writeback queue, and it shows no other outgoing 
error, then there is a serious inconsistency and the system should be crashed. 

1 5.3.3.1 .2.2 Memory State 

Memory in NVAX systems supports the writeback cache by maintaining some amount of state for 
each hexaword (each cachable block) in memory. In XMI2 systems with XMA2 memory modules, 
an ownership bit, and interlock bit, and an owner ID is stored for each hexaword. In OMEGA 
systems, only an ownership bit is stored for each block. Other system environments are possible. 

The effect of a given error on the stored ownership bit in memory is system specific. Since the 
system environment is not directly aware of errors which occur inside the NVAX CPU chip, the 
system specific behavior is limited to the result of system environment errors. 

It is always assumed that a an ownership read command no-ACKed on the NDAL doesn’t affect 
the ownership bit in memory. Depending on the system, the state of memory’s ownership bit 
(and other such state) may be UNPREDICTABLE or determinate after errors in data returned 
for ownership reads. If it is determinate, it may be set or reset, possibly depending on which fill 
quadword had the error and on the sort of error that occurred. 

This specification assumes that memory does not reset a set ownership bit on a WDISOWN until 
all four quadwords have been successfully received by memory (as is stated in Chapter 3). 
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15.3.3.1 .2.2.1 Accessing Memory State 

In recovering from certain errors it is necessary to read (or access by some means) the 
state memory has stored with each hexaword. This specification assumes a routine called 
MEMORY_STATE exists which returns this state given a block address. 

MEMORY_STATE may have system specific errors and side effects. For example, in XMI2 
systems this routine may cause a read timeout error in the memory module and a corresponding 
machine check. Software must be prepared to handle this. Before calling MEM ORY_STATE , 
software should confirm that all registers which may end up reporting expected errors are clear 
of errors. This helps minimize the possibility that an unrelated error event is ignored because it 
appears to be an expected error. In the XMI2 example, within the NVAX CPU, CEFSTS is the 
register to check because a memory read timeout is the only error which is expected as a side 
effect of MEMORYJ3TATE. 

15.3.3.1.2.2.2 Repairing Memory State (Fill Errors) 

In recovering from various Bcache fill errors it is necessary to reset the ownership state in memory. 
In some system environments, this can be done without writing the data in memory. In others 
reseting the ownership state may have the side effect of altering the data stored in the memory 
block. 

In cases where the fill error resulted from "lost" 1 data which can not be recovered, the ownership 
bit may still be set in memory while no cache owns the block. If the data is private to one 
process, then the system may be able to continue operating after killing that one job. The system 
dependent procedure is then used to reset the ownership bit. 

For certain Bcache fill errors, an attempt is made to reset the ownership bit in memory, while 
maintaining or restoriong the correct data to the memory block. 

• All the data is in memory. One or more quadwords of (the same) data are also in the cache. 
Memory’s ownership bit is set (meaning it "thinks” a cache owns the block). The owner ID 
stored with the block in memory indicates this CPU. The cache tag for the block does not 
indicate the block is owned. (In general, if no writes to this block timeout, and the block is 
private to one process, then the repair can be done.) 

• All the data is in memory. One or more quadwords of data are also in the cache, and one 
quadword has been altered by the Cbox in processing a write to that block from the Mbox. 
Memory’s ownership bit is set (meaning it "thinks" a cache owns the block). The owner ID 
stored with the block in memory indicates this CPU. The cache tag for the block does not 
indicate the block is owned. (In general, if no writes to this block timeout, and the block is 
private to one process, then the repair can be done.) 

NOTE 

If an own©* ID for each block is not stored in memory, then recovery of the lost data 
is not recommended. The data should be treated as lost, and the appropriate system 
actions should be taken. 


1 In this case the more general sense of "lost" is implied. That is, memory’s ownership hit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
’'thinks” owns the data, but it is often not possible to determine which error caused this situation to arise. 
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lb recover from the first situation listed above in an XMI2 system, for instance, one of the correct 
quadwords in the Bcache is accessed (see Section 15.3.3.1.2.3) and used in the XMI2 procedure 
for reseting mekorys ownership bit. The side effect of this procedure is the the data extracted 
from the Bcache is written to memory. Given that the block is private to one process and no 
writes have timed out in memory, this data is still correct. (Note that software must somehow 
ensure that no writes to this block are pending in the memory before beginning the repair. This 
can be done by waiting an amount of time equal to an XMA2 write timeout time.) 

To recover from the second situation listed above in an XMI2 system, the same procedure is 
followed, but the data written back is part of the known-altered quadword. The remainder of the 
known-altered quadword is written to the block after the repair. 

15.3.3.1.2.2.3 Repairing Memory State (Tagged-Bad Locations) 

In recovering from Bcache uncorrectable data RAM errors on writebacks is necessary to reset 
the tagged-bad-data state for a block in memory. This is a system specific procedure. In general, 
before clearing the tagged-bad data state of memory, software must first ensure that no more 
accesses to the block can occur. Otherwise there is the danger that some process on some other 
processor or a DMA 10 device will see incorrect data and not detect an error. 

In XMI2, a sequence of operations involving writes to registers in a memory module followed by 
a write to the memory block in question is required. To do this the Bcache should be off, because 
NVAX will not issue a write to memory 7 when the cache is enabled (or is in ETM and the block’s 
tag indicates VALID- OWNED). 

In OMEGA, reseting tagged-bad-data state in memory requires that a full quadword write to the 
tagged-bad quadword be accomplished. The most straightforward way for NVAX software to do 
this is to fill in the Bcache tag store and data RAMs with a VALID-OWNED block and force a 
writeback (via a MTPR to BCFLUSH). 

15.3.3.1.2.3 Extracting Data from the Bcache 

Tb extract data from the Bcache, the Bcache is placed in FORCE_HIT mode. Before this is done, 
the Bcache must be off. 

With the Bcache flushed and disabled, set the Bcache in FORCE_HIT mode and extract the data. 
Note that the code which executes this procedure and its local data must be in 10 space. The 
TB entries (PTEs) which map this code and local data must be fixed in the TB. (This is most 
easily done by flushing the TB via an MTPR to TBIA and then accessing all the relevant pages in 
pages in sequence.) Otherwise Bcache FORCEJEHT will interfere with instruction fetch, operand 
access, and PTE fetches in TB miss sequences. 

The following instruction places the Bcache in FORCE_HIT mode: 

TBS (MTPR to CCTL) 

With the Bcache in FORCE JEDT mode, a read in memory space of any address whose index portion 
matches the index of the cache data will return the data (provided there is no uncorrectable data 
RAM error). This is most easily accomplished by reading from the true address of the data. 
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NOTE 

In FORCE_HIT mode, Bcache data RAM ECC errors are detected (unless 
CCTL<DISABLE_ERRORS> is set). Software should prepare for an ECC error 
(BCEDSTS unrecoverable error bits should be dear). 

The Bcache is restored to the disabled state by: 

TBS (MTPR to CCTL) 


15.3.3.1.2.4 Address Determination Procedure for Recovery from Uncorrectable Bcache Data 
RAM Errors 

After an uncorrectable data RAM error in the Bcache, only the index of the block is stored, not 
the complete physical address. The procedure for constructing the physical address of the error 
is given here. It depends on the assumption that the block has not been replaced. The detailed 
error descriptions only refer to this procedure when this assumption is valid. 

This is the procedure for constructing a physical address from the contents of S_BCEDIDX and the 
tag indicated by that register. It uses the Bcache tag ECC check routine found in Section 15.10. If 
an unrecoverable ECC error if found in the tag, then the address can not be determined directly. 


NOTE 

The above procedure is used in the event of a Bcache data RAM error. If it fails 
because the tag also has an uncorrectable error, then the error should be considered 
unrecoverable. However, the search procedure described in the next section could be 
used to obtain useful information for the error log (specifically, which blocks this CPU 
has marked owned in memory for this cache index). 

15.3.3.1 .2.5 Special Address Determination Procedure for Recovery from Uncorrectable Bcache 
Tag Store Errors 

An uncorrectable tag store error in the Bcache can cause certain interesting error cases. In some 
of these cases data may be lost (the copy in the Bcache was overwritten). In other cases, the 
data is still good in the cache. In all cases, the address of the lost data is not directly known. A 
special procedure must be used to determine this address. 

This section describes the generic address determination procedure for use in recovering from 
uncorrectable tag store errors. Specific error event descriptions in Section 15.5.2, Section 15.7.1, 
and Section 15.8.1 refer to this procedure for address determination. The possible outcomes of 
this procedure are: 

• The single address of a lost data block is found. Retry and recovery information for the error 
is found in the specific error event description which referred to this address determination 
procedure. 

• No address is found. It can be assumed that no block was owned by the Bcache (or the error 
was transient). Retry and recovery information for the error is found in the specific error 
event description which referred to this address determination procedure. 


DIGITAL CONFIDENTIAL 


Error Handling 15—15 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


• Multiple addresses are found. This is a multiple unrecoverable error situation, and the system 
should be crashed. 

The procedure for determining the address of a lost data block follows. Note that this procedure 
assumes the relevant tag in the Bcache is not (correct or correctable) VALID- OWNED . This 
procedure is for analyzing the result of errors in that tag. 

This procedure assumes that MEM ORY_STATE will return the ownership state and the physical 
ID of the CPU which memory "thinks” owns the block. If memory does not store an owner ID 
and there is exactly one writeback cache in the system, then the lack of an owner ID might not 
prevent error recovery. 

• The Bcache should be in ETM. 

• Search for the address: 

(Search all memory block addresses whose index portion matches the index of the Bcache tag with the 
error. Check memory state for the block. If this C?“ is the owner of that block, then the block is lost 
Continue the search even if one lost block is found. Zero, one, or multiple lost blocks could be preset 
Kcte that in systems with no owner II bits in memory and exactly one CPI, it may or may not be possible 
to assume that every owned block is owned by the CPC. It may be necessary to confirm, each set owned bit 
reading the marked location. If it is owned by this CPC, the read should timeout.; 


NOTE 

This procedure is specific to recovering from tag store errors in one CPU. So when 
the memory state for a block indicates another cache in the system owns a particular 
block, that block is not counted as lost. That block may be ’lost" in the more general 
sense (if the cache indicated as the owner no longer "knows” that it owns the block or 
is somehow unable to write it back.) The purpose here is only to find blocks that are 
definitely lost as a result of errors involving this CPU. 

15.3.3.1.3 Cache and TB Test Procedures 


TBS 


OUTLINE OF TO-BE-SPECIFIED TEST PROCEDURES 

Testing is generally done using the force hit mode of a cache. The code and data 
of the test procedure must reside in 10 space. Assuming memory management is 
enabled during this procedure, the needed PTEs must be in the TB before entering 
force bit mode in the Pcache or Bcache. For the Bcache, testing should be done 
with errors disabled. The ECC logic should be tested thoroughly on one location by 
forcing various check bit patterns and examining the syndrome latched on the read 
(BCEDECC is loaded on every read in Bcache disable-errors mode). Pcache and VIC 
parity checking should be tested by writing bad parity into the arrays. TB testing may 
be accomplished by writing to MTBTAG and MTBPTE (with care to not change any 
TB entry necessary for the test code and data and not to cause two TB entries to exist 
for one address). PROBER and PROBEW (setting PSL<PRV_MOD>) are then used to 
verify the protection bits. Testing the modify bit would be difficult, though approaches 
exist. 
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15.3.4 Error Retry 

Error retry is a function of the error notification (machine check or error interrupt), error type, 
and error state. The sections below specify the conditions under which the instruction stream 
may be restarted. 

If retry is to be attempted, the stack must be trimmed of all parameters except the PC/PSL pair. 
This is necessary only for machine checks, because error interrupts do not provide any additional 
parameters on the stack. An REI will then restart the instruction stream and retry the error. 
Some form of software loop control should be provided to limit the possibility of an error loop. 
Note that pending error interrupts may be taken before the retry occurs, depending on the IPL 
of the interrupted or machine checked code. 

Strictly speaking, an REI from a hard or soft error interrupt handler is not a retry since these 
interrupts are recognized between macroinstructions. A machine check exception is an instruction 
abort, and an REI from the handler will cause the fading instruction to be retried (provided retry 
is indicated by analysis). What these cases all have in common is that the interrupted instruction 
stream is restarted. This is only done when the result of error analysis and recovery is such that 
ail damaged state has been repaired and there is no reason to suspect that incorrect results will 
be produced if the image is restarted and another error does not occur. 

If complete recovery from one or more errors is not possible (i.e.. some state is lost or it is 
impossible to determine what state is lost), possibly the entire system will have to be crashed, a 
single process will have to be deleted, or some other action will have to be taken. Software must 
determine if the error is fatal to the current process, to the processor, or to the entire system, 
and take the appropriate action. 

It is expected that software handles machine checks, soft error interrupts, and hard error 
interrupts independently. For example, after handling a machine check from which retry is to 
occur, software does not check for errors which might cause a pending hard or soft error interrupt. 
The machine check handler is exited via REI (after trimming the machine check information off 
the stack). If the IPL of the machine checked instruction stream is low enough, any pending hard 
or soft error interrupt is taken before the retry occurs. However, if the interrupted instruction 
stream was running at high IPL, then it will continue oblivious of remaining errors. 

15.3.4.1 General Multiple Error Handling Philosophy 

Multiple errors may be reported at the same time. In some cases the NVAX CPU pipeline will 
contain multiple operand prefetches to the same memory block. This can cause multiple errors 
from a single non-transient failure. It could also occur that two separate errors occur at nearly 
the same time and are thus reported simultaneously. 

Multiple error scenarios may be grouped into the following three classes: 

1. Multiple distinct errors for which no error report interferes with the analysis of any other 
(e.g., no lost error bits set). 

2. Multiple errors which could have been caused by the NVAX CPU pipeline issuing more than 
one reference to a given block before the error interrupt or machine check forced a pipeline 
flush. 

3. Multiple errors for which analysis is complicated because the reports interfere with each 
other. 
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It is the intent of this chapter to recover from class 1 (above) by simply treating the errors as 
separate and recovering from each in turn. Retry or restart evaluation is based on the cumulative 
result of the recovery and repair procedures for each error. 

For class 2, specific cases are identified in which lost errors are tolerated. These cases are 
selected because the NVAX pipeline can easily cause them (given one error), and because sufficient 
safeguards exist to ensure that correct operation is maintained. Section 15.3.4.2 lists these cases. 

Class 3 scenarios are generally not considered recoverable. The system is simply crashed in those 
cases. 

Note that lost correctable errors are not considered serious problems since hardware recovers 
from those automatically. 

15.3.4.2 Retry Special Cases 

The multiple error scenarios which are handled are listed below. They are made likely by the 
NVAX pipeline’s tendency to prefetch operands. The safeguard that exists in all cases is that 
errors inconsistent with correct operation after the error (such as lost data) will invariably cause 
a hard error interrupt or be detectable by the analysis accompanying the machine check or soft 
error interrupt. 

• Lost Bcache data RAM uncorrectable ECC errors and addressing errors. 
(BCEDSTS<LOST_ERR>) 

• Lost Bcache fill errors (timeouts and RDEs). (CEFSTS<LOST_ERR>) 

• Lost NDAL output errors (No-ACKs). (NESTS<LOST_OERR>) 

NOTE 

Retry from a machine check is done even when a hard error interrupt might be pending. 

If the machine checked I-stream were running at high enough IPL, it would not be 
interrupted immediately. Typical hard error causes are write errors. They can not 
cause a machine check. So the fact that a serious error is ignored in the machine 
check retry equation is not considered a problem. The other error would probably have 
occurred anyway and it would not have interrupted the I-stream until IPL was lowered. 
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15.4 Console Halt and Halt Interrupt 

A console halt is not an exception, but rather a transfer of control by the NVAX CPU microcode 
directly into console macrocode at the boot ROM address E0040000 (hex). Console halts are 
initiated at powerap, by certain microcode-detected double error conditions, and by the assertion 
of the external halt interrupt pin, HALT_L. 

There is no exception stack frame associated with a console halt. Instead, the SAVPC and SAVPSL 
processor registers provide the necessary information. The format of SAVPC (IPR 42) is shown 
in Figure 15-1. 

Figure 15-1 : IPR 2A (hex), SAVPC 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16 | 15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

+ — + — + — + h — + — + — + — + — + — + — + — + — + — + — + — + 1- — + — + — + — + — + — + — + — + — + — + — + — + — -t — + — + 

| Saved PC | : SAVPC 

+ — + — + — + h — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + 


The PSL, halt code, MAPEN<0>, and a validity bit are saved in SAVPSL (IPR 43). The format 
of SAVPSL is shown in Figure 15—2. The halt codes are shown in Table 15—2. 

Figure 15-2: IPR 2B (hex), SAVPSL 


31 30 29 28127 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12|11 10 09 08|07 06 05 04|03 02 01 00 

| PSL<31:16> I I ! Halt Code | PSL<7:0> I : SAVPSL 

+ — + — + — + 1- — + — + — + — + — + — + — + — + + — + — + — + — + — + — + — + — + — + — 4- — + — H + — + — + — + — + — + — + 

I I 

MAPEN<0> — + | 

Invalid SAVPSL if 1 — + 


The possible halt codes that may appear in SAVPSL<13:8> are listed in Table 15-2. 


Table 1 5-2: Console Halt Codes 

Mnemonic 

Code (Hex) 

Meaning 

ERR_HLTPIN 

02 

HALTJL pin asserted 

ERR_PWRUP 

03 

Initial power up 

ERR_INTSTK 

04 

Interrupt stack not valid 

ERRJDOUBLE 

05 

Machine check during exception processing 

ERR_HLTINS 

06 

HALT instruction in kernel mode 

ERR_ILLVEC 

07 

Illegal SCB vector (bits <1:0> = 11) 

ERR_WCSVEC 

08 

WCS SCB vector (bits <1:0> = 10) 

ERR_CHMFI 

OA 

CHMx on interrupt stack 

ERR_IE0 

10 

ACV/TNV during machine check processing 

ERR.IEl 

11 

ACV/TNV during kernel-stack- not- valid processing 
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Table 15-2 (Cont.): Console Halt Codes 


Mnemonic 

Code (Hex) 

Meaning 

ERRJLE2 

12 

machine check during machine check processing 

ERR_IE3 

13 

machine check during kemel-stack-not-valid 
processing 

ERR_EE_PSL_26_24_101 

19 

PSL<26:24> = 101 during interrupt or exception 

ERR_IE_PSL_26_24_110 

1A 

PSL<26:24> = 110 during interrupt or exception 

ERR_IE_PSL_26_24_111 

IB 

PSL<26:24> = 111 during interrupt or exception 

ERR_REI_PSL_26_24_ 101 

ID 

PSL<26:24> = 101 during REI 

ERR_REI_PSL_26_24_110 

IE 

PSL<26:24> = 110 during REI 

ERR_REI_PSL_26_24_111 

IF 

PSL<26:24> = 111 during REI 


NOTE 

In certain error conditions detected during the execution of a string instruction, the 
state packup sequence leaves the FPD bit set in the SAVPSL register, but the SAVPC 
register pointing at the instruction following the string instruction, rather than at 
the string instruction itself. If the FPD bit is no set in the SAVPSL register, SAVPC is 
correct. As error halts are not normally restartable, this is not a problem. For a console 
halt due to the assertion of the HALTJL pin, which is the only normally restartable 
console halt, SAVPC is always correct, even if the halt interrupt was detected during 
the execution of a string instruction. 

At the time of the halt, the current stack pointer is saved in the appropriate IPR (0 to 4), 
and SAVPSL<31:16,7:0> are loaded from PSL<31:16,7:0>. SAVPSL<15> is set to MAPEN<0>. 
SAVPSL<14> is set to 0 if the PSL is valid and to 1 if it is not (SAVPSL<14> is undefined after 
a halt due to a system reset). SAVPSL<13:8> is set to the console halt code. 

Tb complete the hardware restart sequence and thereby pass control to the console macrocode, 
the state shown in Table 15-3 is initialized. 

Table 15-3: CPU State Initialized on Console Halt 


State Initialized Value 


SP 

IPR 4 (IS) 

PSL 

041F0000 (hex) 

PC 

E 0040000 (hex) 

MAPEN 

0 

ICCS 

0 (after reset, code=3, only) 

SISR 

0 (after reset, code=3, only) 

ASTLVL 

4 (after reset, code=3, only) 

PAMODE 

0 (after reset, code=3, only) 

BPCR<31:16> 

FECAChex) (after reset, code=3, only) 
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Table 15-3 (Cont.): 

CPU State Initialized on Console Halt 

State 

Initialized Value 

CPUID 

0 (after reset, code=3, only) 

all else 

undefined 
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15.5 Machine Checks 

The machine check exception indicates a serious system error. Under certain conditions, the error 
may be recoverable by restarting the instruction. The recoverability is a function of the machine 
I check code, the VAX Restart bit (VR) in the machine check stack frame, the opcode, the state of 

PSL<FPD>, the state of certain second-error bits in internal error registers, and most probably, 
the external error state. 

A machine check results from an internally detected consistency error (e.g., the microcode reaches 
an "impossible” state), or a hardware detected error (e.g., an uncorrectable Bcache ECC error on 
a data read). 

A machine check is technically a macro instruction abort. The NVAX CPU microcode attempts to 
convert the condition to a fault by unwinding the current instruction, but there is no guarantee 
that the instruction can be properly restarted. As much diagnostic information as possible is 
pushed on the stack and provided in other error registers. The rest of the error parsing is then 
left to the operating system. 

When the software machine check handler receives control, it must explicitly acknowledge receipt 
[ of the machine check via a write of any value to the MCESR processor register with the following 

instruction: 

MTPR #0, #PR19$_MCESR 

Figure 15-3: IPR 26 (hex), MCESR 


31 30 29 28|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12 | 11 10 09 08 | 07 06 05 04|03 02 01 00 
+ — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — + — .+ — + — + — + — + — + — + — + — + — + — + — + — + — + 
|xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx| : MCESR 
4 + — + + + + — + + 4 + + — + + — + + + — + 4 — + 4 + + + + — + + + — 4 4 4 4 — 4 4 


15.5.1 Machine Check Stack Frame 

The machine check stack frame is shown in Figure 16-4. The fields of the stack frame are 
described in Table 15-4, and the possible machine check codes are listed in Table 15-5. The 
contents of all fields not explicitly defined in Table 15-4 are UNDEFINED. 
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Figure 15-4: Machine Check Stack Frame 
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Table 15-4: Machine Check Stack Frame Fields 

Longword Bits Contents 

(SP)+0 31:0 Byte count — This longword contains the size of the stack frame in bytes, not 

including the PC, PSL, or the byte count longword. Stack frame PC and PSL 
values should always be referenced using this count as an offset from the stack 
pointer. 


(SP)+4 31:29 

23:16 

7:0 


ASTLVL — This field contains the current value of the VAX ASTLVL register. 

Machine check code — This longword contains the reason for the machine check, 
as listed in Table 15-5. 

CPUID — This field contains the current value of the VAX CPUID register. 


(SP)+8 31:0 INT.SYS register — This longword contains the value of the INT.SYS register 

and read onto the Abus by the microcode. The fields in this register are 
described in Chapter 10. 


(SP}+ 12 3 1:0 SAVEPC — This field contains the SAVEPC register which is loaded by microcode 

with the PC value in certain circumstances. It is used in error handling for PTE 
read errors with PSL<FPD> set in this stack frame. 


(SP)+ 16 3 1:0 YA register — This longword contains the contents of the Ebox YA register, which 

may be loaded from the output of the ALU. 
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Table 15-4 (Cont.): Machine Check Stack Frame Reids 


Longword 

Bits 

Contents 

(SP)+20 

31:0 

Q register — This longword contains the contents of the Ebox Q register, which 
may be loaded from the output of the shifter. 

(SP)+24 

31:28 

Rn — This field contains the value of the Rn register, which is used to obtain the 
register number for the CVTPL and EDIV instructions. In general, the value 
of this field is UNPREDICTABLE. 


25:24 

Mode — This field contains a copy of PSL<CUR_MOD>. 


23:16 

Opcode — This field contains bits <7:0> of the instruction opcode. The FD bit is 
not included. 


7 

VR — This field contains the VAX Restart bit, which is used to communicate 
restart information between the microcode and the operating system. If this 
bit is set, no architectural state has been changed by the instruction which was 
executing when the error was detected. If this bit is not set, architectural state 
was modified by the instruction. 


Table 15-5: Machine Check Codes 


Mnemonic 

Code (Hex) 

Meaning 

MCHK_UNKNOWN_MSTATUS 

01 

Unknown memory management fault parameter 
returned by the Mbox (see Section 15.5.2.1) 

MCHK_INT.ID_VALUE 

02 

Illegal interrupt ID value returned in INT.SYS (see 
Section 15.5.2.2) 

MCHK_CANT_GET_HERE 

03 

Illegal microcode dispatch occurred (see 
Section 15.5.2.3) 

MCHKJMOVC.STATUS 

04 

Illegal combination of state bits detected during 
string instruction (see Section 15.5.2.4) 

MCHKASYNC_ERROR 

05 

Asynchronous hardware error occurred (see 
Section 15.5.2.5) 

MCHK_SYNC_ERROR 

06 

Synchronous hardware error occurred (see 
Section 15.5.2.6) 


15.5.2 Events Reported Via Machine Check Exceptions 

This section describes all the errors which can cause a machine check exception. A parse tree is 
given which shows how to determine the cause of a given machine check. After that, there is a 
description of each error. For each error, the recovery procedure is given. Where appropriate, the 
conditions for retiy are given. See Section 15.3.3 and Section 15.3.4 for more on error recovery 
and error retry. 
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Figure 15—5 is a parse tree which should be used to analyze the cause of a machine check 
exception. The errors shown in the parse tree are described in detail in the sections following 
the figure. The section is indicated in parenthesis with each error. Note that it is assumed 
that the state being analyzed is the saved state, as described in Section 15.3.1. Otherwise the 
state could change during the analysis procedure, leading to possibly incorrect conclusions. (See 
Section 15.3.2 for general information about error analysis.) 
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Figure 15-6: Cause Parse Tree for Machine Check Exceptions 


MACHINE CHECK 
+ (select one) 


i MCHK_AS YNC_ERROR 

+ + (select all, at least one) 

I I 

I | S_TBSTS<10CK> 

I + + (select all) 

I I I 

i | IS TBSTS<DPERR> 


MCHK UNKNOWN MSTATUS 


MCHK INT.ID VALUE 


MCHK CANT GET HERE 


MCHK MOVC. STATUS 


I I 

I | S_TBSTS<TPERR> 

| + 

I I 

I I none of the above 

I + 


I S ECR<S3 STALL TMEOUT> 


1 none of the above 
+ 


| MCHK_SYNC_ERROR 
+ + (select all, at least one) 


I S_ICSR<LOCK> 

+ + (select all, at least one) 


| S ICSR<DPERR> 


I S_ICSR<TPERR> 
+ 


I none of the above 


-> Unknown memory management status error (Section 15. 5 .2 . 1) 


-> Illegal interrupt ID error (Section 15.5.2.2) 


•> Presumed impossible microcode address reached 
(Section 15.5.2.3) 

-> MOVCx status encoding error (Section 15 . 5 .2 . 4) 


-> TB PTE data parity error (Section 15.5.2.5.1) 


-> TB tag parity error (Section 15 . 5.2 . 5. 1) 


■> Inconsistent status (no TBSTS error bits set) 
(Section 15.5.2.7) 


-> S3 stall timeout error (Section 15.5.2 .5.2) 


-> Inconsistent status (no asynchronous machine check error 
set) (Section 15.5.2.7) 


-> VIC (virtual instruction cache) data parity error 
(Section 15.5.2.6.1) 

-> VIC tag parity error (Section 15.5.2. 6.1) 


-> Inconsistent status (no ICSR error bits set) 
(Section 15.5.2.7) 


Figure 15-5 Cont’d on next page 
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Figure 15-5 (Coni): Cause Parse Tree for Machine Check Exceptions 


1 2 


v 


V 

1 


V 

I S_BCEDSTS<LOCK> AND 
I NOT S_PCSTS<PTE_ER> 

+ h (select one) 

I I 

I | S_BCEDSTS<BAD_ADDR> 

| + + (select one) 

I I I 

| | | S_BCEDSTS<DR_CMD>-DREAD 


I S_BCEDSTS<DR_CMD>-IREAD 


| otherwise 


| S_BCEDSTS<UNCORR> 
+ + (select one) 


> Bcache data RAM addressing error on D-stream read 
or read-lock (Section 15 . 5 .2 . 6 .2 ) 

> Bcache data RAM addressing error on I-stream read 
(Section 15.5.2.6.2) 

•> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 


I | S_BCEDSTS<DR_CMD>«DREAD 

| + 

I I 

I | S_BCEDSTS<DR_CMD>-IREAD 

| + 

I I 

| | otherwise 

I + 

I 

I none of the above 
+ 

S_BCEDSTS<LOST_ERR> AND 
NOT S PCSTS<PTE ER> 


I S_CEFSTS<LOCK> AND 
I NOT S_PCSTS<PTE_ER> 
+ t- (select one) 


•> Bcache data RAM uncorrectable ECC error on D-stream read 
or read-lock (Section 15.5.2 .6.2) 

•> Bcache data RAM uncorrectable ECC error on I-stream read 
(Section 15.5.2.6.2) 

■> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 

■> Inconsistent status (no BCEDSTS unrecoverable error bits 
set) (Section 15.5.2.7) 


■> Lost unrecoverable Bcache data RAM error 
(Section 15.5.2.6.3) 


I S_CEF S TS <T IMEOUT > 

+ + (select one) 

I I 

I | S_CEFSTS<TO_MBOX> AND 

| | (NOT S_CEFSTS<REQ_FILL_DONE» 

I + + (select one) 


v v 

2 3 


I S_CEFSTS<IR£AD> 

+ > I-stream NDAL read timeout error (Section 15 . 5 .2 . 6 .4) 


I I S_CEFSTS<OREAD> 

I + 

I I 

I I otherwise 

I + 

I 

| otherwise 

+ 


■> D-stream NDAL ownership read timeout error 
(Section 15.5.2.6.4) 

■> D-stream NDAL read timeout error (read only operand) 
(Section 15.5.2.6.4) 

■> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 


Figure 15-5 Cont’d on next page 
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Figure 15-5 (Coni): Cause Parse Tree for Machine Check Exceptions 


I S_CEFSTS<RDE> 

+ + (select one) 


I S_CEFSTS< TO_MBOX> AND 
I (NOT S_CEFSTS<REQ_FILL_DONE» 
+ ► (select one) 

I I 

I | S CEFSTS<IR£AD> 


S CEFSTS<OREAD> 


otherwise 


otherwise 


S CEFSTS<UNEXPECTED FILL> 


otherwise 


S_CEFSTS<LOST_ERR> AND 
NOT S PCSTS<PTE ER> 


| S_NESTS<NOACK> AND 
I NOT S_PCSTS<PTE_ER> 

+ + 

I I 

I 1 S NEOCMD<CMD >— TREAD 


I S_NEOCMD<CMD>-DREAD 
+ 


I S_NEOCMD<CMD>-OREAD 
+ 


I otherwise 


S_NESTS<LOST_OERR> AND 
NOT S PCSTS<PTE ER> 


-> I-stream NDAL read data error (Section 15. 5 . 2 . 6. 5) 


-> D-stream NDAL ownership read data error 

(modify operand or read-lock) (Section 15. 5.2. 6. 5) 

-> D-stream NDAL read data error (read only operand) 

(Section 15.5.2.6.5) 

-> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 

-> Not a synchronous machine check cause (see soft error 
interrupt events) 

-> Inconsistent status (either CEFSTS<RDE>, CEFSTS<TIMEOUT>, 
or CEFSTS<UNEXPECTED_FILL> should be set) 

(Section 15.5.2.7) 


> Lost Bcache fill error (Section 15 . 5 .2 . 6 .6) 


-> Unacknowledged I-stream NDAL read (Section 15 . 5 .2 . 6 . 7) 


S NEOCMD<CMD>« WRITE OR WDISOWN 


-> Unacknowledged D-stream NDAL read (read only operand) 
(Section 15.5.2.6.7) 

-> Unacknowledged D-stream NDAL read (modify operand or reac 
(Section 15.5.2.6.7) 

•> Not a synchronous machine check cause (see hard error 
interrupt events) 

-> Inconsistent status (invalid command in NEOCMD<CMD>) 
(Section 15.5.2.7) 


— > Lost unrecoverable NDAL output error (Section 15 . 5 .2 . 6 . 8) 


Figure 15-5 Cont’d on next page 
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Figure 15-5 (Cont): Cause Parse Tree for Machine Check Exceptions 


I S_BCEDS TS<LOCK> AND 
I S_PCSTS<PTE_ER>1 

H + (select one) 

I I 

| | S_BCEDSTS<BAD_ADDR> 

| + + (select one) 

I I I 

| | |S BCEDSTS<DR_CMD>-DREAD 


I S_BCEDSTS<DR_CMD>-IREAD 

+ + (select one) 

I I 

I I S_BCEDSTS<LOST_ERR> 

| + 

I I 

I I otherwise 

I + 

I 

I otherwise 

+ + (select one) 

I 

I S_BCEDSTS<LOST_ERR> 


I otherwise 


I S_BCEDSTS<UNCORR> 

+ + (select one) 

I I 

I | S_BCEDSTS<DR_CMD>«DR£AD 

j + 

I I 

| | S_BCEDSTS<DR_CMD>- IREAD 

| + + (select one) 

I I I 

I | | S_BCEDSTS<LOST_ERR> 

| | + 

I I I 

I I I otherwise 

I | + 

I I 

I I otherwise 

I + + (select one) 

I I 

I I S_BCEDSTS<10ST_ERR> 

| + 

I I 

I I otherwise 

I + 

I 

I none of the above 
+ 


> Bcache data RAM addressing error on PTE read 
(Section 15.5.2.6.9.2) 


■-> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

— > Bcache data RAM error addressing error on 1-stream read 
(Section 15.5.2. 6.2) 


•> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 


> Bcache data RAM uncorrectable ECC error on PTE read 
(Section 15.5.2.6.9.2) 


> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Bcache data RAM error uncorrectable error on I-stream read 
(Section 15.5.2.6.2) 


> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 

■> Inconsistent status (no BCEDSTS unrecoverable error bits 
set) (Section 15.5.2.7) 


Figure 15-5 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.5.2.7). Some of the outcomes 
indicate a potential synchronous machine check cause which is not a potential PTE read error cause. These errors should 
be treated separately. 
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Figure 15-5 (Cont): Cause Parse Tree for Machine Check Exceptions 


1 2 

v v 

| | S_CEFSTS<LOCK> AND 

| | S_PCSTS<PTE_ER>1 

| + + (select one) 

I I I 

I | | S_CEFSTS<TIMEOUT> 

| | H + (select one) 

I I I I 

| I I I S_CEFSTS<TO_MBOX> AND 

I I | I (NOT S_CEF STS<R£Q_F ILL_DONE>) 

( | | + + (select one) 

I I I I I 

| | | | | S_CEF STS< IREAD> 

| | I I + + (select one) 

I I I I I I 

| | | | | | S_CEFSTS<LOST_ERR> 

| | | | | + 

I I I I I I 

I I I I I I otherwise 

| | | | | + — 

I ! I I I 

| | | | | S_CEFSTS<OREAD> 

| | I | + + (select one) 

I I I I I I 

| | | I | | S_CEFSTS<LOST_ERR> 

| | | | | + 

I I I I I I 

I I I I I I otherwise 

I I I I I + 

I I I I I 

I I I I I otherwise 

I I I | + 

I I I I 

I I I I otherwise 

I I I + + (select one) 

III I 

III I S_CEFSTS<LOST_EKR> 

| | | + 

III I 

III ! otherwise 

I I I + 


> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

> I-stream NDAL read timeout error (Section 15. 5.2. 6.4) 


> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

> D-stream NDAL ownership read timeout error 
(Section 15.5.2.6.4) 

> D-stream NDAL read timeout error (PTE read) 
(Section 15.5.2.6.9.3) 


> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 


v v v 
12 3 


Figure 15-5 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.5.2.7). Some of the outcome* 
indicate a potential synchronous machine check cause which is not a potential PTE read error cause. These errors should 
be treated separately. 
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Figure 15-5 (Coni): Cause Parse Tree for Machine Check Exceptions 


1 2 

v v 


v v 

1 2 


3 

v 

| S_CEFSTS<RDE> 

+ + (select one) 

I I 

| | S_CEFSTS<TO_MBOX> AND 

| | (NOT S_CEFSTS<REQ_FILI_DONE>) 

I + + (select one) 

I I I 

| | | S_CEFSTS<IREAD> 

I I +-— + (select one) 

I I I I 

| | I I S_CEFSTS<LOST ERR> 


I otherwise 


I S_CEFSTS<OREAD> 

■t k (select one) 

I I 

I | S_CEFSTS<LOST_ERR> 


| otherwise 


otherwise 


I otherwise 
+ + (select one) 


•> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

•> I-stream NDAX read data error (Section 15 . 5 .2 . 6 . 5) 


■> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> D-stream NDA1 ownership read data error 
(Section 15.5.2.6.5) 

•> D-stream NDAI read timeout error (PTE read) 
(Section 15.5.2.6.9.4) 


I I S_CEFSTS<LOST_ERR> 

| + 

I I 

I I otherwise 

I + 

I 

I S_CEF S TSCUNEXP EC TED_F ILL> 

+ + (select one) 


■> ifialtiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Not a synchronous machine check cause (see soft and 
hard error interrupt events) 


| | S_CEFSTS<LOST_ERR> 

| + 

I I 

| I otherwise 

( + 

I 

| otherwise 

+ 


■> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Not a synchronous machine check cause (see hard error 
interrupt events) 

■> Inconsistent status (either CEFSTS<RDE>, CEFSTS<TIMEOUT>, 
or CEFSTS<UNEXPECTED_FILL> should be set) 

(Section 15.5.2.7) 


Figure 15-5 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.5.2.7). Some of the outcomes 
indicate a potential synchronous machine check cause which is not a potential PTE read error cause. These errors should 
be treated separately. 
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Figure 15-5 (Coni): Cause Parse Tree for Machine Check Exceptions 


1 2 


I S_NESTS<NOACK> AND 
| S_PCSTS<PTE_ER>1 

+ + 

I I 

| I S_NEOCMD<CMD >- IREAD 

I + + (select one) 

I I I 

I | | S_NESTS<LOST_OERR> 

I I +~ — — — - — — > Multiple errors in context of PTE read error 

I I I (Section 15.5.2.6.9.6) 

I I I otherwise 

I I + > Unacknowledged I-stream NDAL read (Section 15.5.2.6.7) 

I I 

I I S_NEOCMD<CMD >— DREAD 

I h > Unacknowledged D- stream NDAL read (PTE read) 

I I (Section 15.5.2.6.9.5) 

| I S_NEOCMD<CMD >-OREAD 

I + + (select one) 

I I I 

I | | S_NESTS<LOST_OERR> 

| | + > Multiple errors in context of PTE read error 

I I I (Section 15.5.2.6.9.6) 

I 1 I otherwise 

| | + > Unacknowledged D-stream NDAL read (modify operand or rea< 

I I (Section 15.5.2.6.7) 

I I S_NEOCMD<CMD>- WRITE OR WDISOWN 

| + + (select one) 


I I I | S_NESTS<LOST_OERR> 

I i | + 

I I I I 

I I I I otherwise 

I I I + 

1 I I 

I 1 I otherwise 

| | + 

I I 

I i none of the above 

I + 

I 

I otherwise 

+ 


•> Multiple errors in context of PTE read error 
(Section 15.5.2.6.9.6) 

■> Not a synchronous machine check cause (see hard error 
interrupt events) 

■> Inconsistent status (invalid command in NEOCMD<CMD>) 
(Section 15.5.2.7) 

■> Inconsistent status (no cause found for synchronous mach: 
(Section 15.5.2.7) 

■> Inconsistent status (unknown machine check code) 

(Section 15.5.2.7) 


Notation: 

(select one) 

(select all) 

(select all, at least one) 


otherwise 

none of the above 


Exactly one case must be true. If zero or more than one is 
true, the status is inconsistent. 

More than one case may be true. 

All the cases are possible causes of a particular machine check. 
More than one may be true. At least one must be true or the status 
is inconsistent. A case is not considered true if it evaluates to 
"Not a machine check cause". 

fall-through case for (select one) if no other case is true, 
fall-through case for (select all) or (select all, at least one) 
if no other case is true. 


NOTE 

References to VR and PSL<FPD> in the "retry condition" parts of the following 
descriptions of machine check causes should be understood to refer to the named bit 
in the machine check stack frame. 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.5.2.7). Some of the outcomes 
indicate a potential synchronous machine check cause which is not a potential PTE read error cause. These errors should 
be treated separately. 
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15.5.2.1 MCHK_UNKNOWN_MSTATUS 

Description: An unknown memory management status was returned from the Mbox in response 
to a microcode memory management probe. This is probably due to an internal error in the Mbox, 
Ebox, or microsequencer. 

Recovery procedures: No explicit error recovery is required in response to this error. 

Retry condition: This error can only happen in microcode processing of memory management 
faults for a virtual memory reference. Retry if: 

(VR = 1) OR (PSL<FPD> = 1). 


1 5. 5. 2.2 MCHK _INT.ID_VALUE 

Description: An illegal interrupt ID was returned in INT.SYS during interrupt processing 
in microcode. This is probably due to an internal error in the interrupt hardware, Ebox, or 
microsequencer. 

Recovery procedures: No explicit error recovery is required in response to this error. 

Retry condition: This error can only happen in microcode processing of interrupts which occurs 
between instructions or the middle of interruptable instructions. Retry if: 

(VR = 1) OR (PSL<FPD> = 1). 

1 5. 5.2.3 MCHK_CANT_GET_HERE 

Description: Microcode execution reached a presumably impossible address. This is probably 
due to a microcode bug or an internal error in the Ebox or microsequencer. 

Recovery procedures: No explicit error recovery is required in response to this error. 

Retry condition: Retry if: 

(VR = 1) OR (PSL<FPD> = 1). 


1 5.5.2.4 MCHK_MOVC.STATUS 

Description: During the execution of MOVCx, the two state bits that encode the state of the 
move (forward, backward, fill) were found set to the fourth (illegal) combination. This is probably 
due to an internal error in the Ebox or microsequencer. 

Recovery procedures: No explicit error recovery is required in response to this error. 

Retry condition: Because the state bits encode the operation, the instruction can not be 
restarted in the middle of the MOVCx. If software can determine that no specifiers have been 
over-written (MOVCx destroys R0-R5 and memory due to string writes), the instruction may be 
restarted from the beginning by clearing PSL<FPD>. This should be done only if the source and 
destination strings do not overlap and if: 

(PSL<FPD> = 1). 
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1 5. 5. 2.5 MCHK_ASYNC_ERROR 

This machine check code reports serious errors which interrupt the microcode at an arbitrary 
point. Many internal machine states (e.g., bits in the PSL, the PC or SP) are questionable. 
Recovery is typically not possible. 

15.5.2.5.1 TB Parity Errors 

Description: Parity errors in tags and PTE data in the TB cause an asynchronous machine 
check by directly forcing a microtrap in the microsequencer. The reference being processed by 
the Mbox may be for and explicit Ebox reference, an operand prefetch or DEST_ADDR reference 
from the specifier queue, or an instruction prefetch from the IREF latch. Also the reference could 
be a read generated by the Mbox within a TB miss for a process space virtual address since 
process page tables are stored in virtual memory (system space). 

Description (TB PTE Data Parity Error): A parity error in the PTE data portion of a TB 
entry which hit had a parity error. 

Description (TB Tag Parity Error): A parity error in the tag portion of a TB entry which hit 
had a parity error. 

Recovery procedures: To recover, clear TBSTS<LOCK>. 

Retry condition: Since the Ibox is nearly always able to issue instruction prefetches, TB parity 
errors could occur at practically any time. This makes it impossible to determine what machine 
state is incorrect. There is no guarantee that all writes with a different PSL<CUR_MOD> 
completed successfully. Therefore even the stack frame PSL<CUR_MOD> can’t be used to 
determine whether system data is uncorrupted. 

So retry is not possible. Crash the system. 

15.5.2.5.2 Ebox S3 Stall Timeout Error 

Description: S3 stall timeout errors occur when the Ebox microcode is stalled waiting for some 
result or action which will probably never occur. S4 stalls in the Ebox cause S3 stalls and therefore 
can lead to S3 stall timeout. Additionally, field queue stall and instruction queue stall can cause 
this timeout. (These last two situations are not Ebox pipeline stalls, but they are similar in 
effect.) The timeout can occur in any microflow for a number of reasons. Machine state may be 
corrupted. This timeout is probably due to an internal error in the NVAX CPU such that one 
box is waiting for another to do something which it isn’t going to do. An example would be if the 
Ebox microcode expected one more source specifier than the Ibox delivered. The Ebox will stall 
until the timeout occurs waiting for the Ibox to deliver one more source operand via the source 
queue. 

S3 timeout errors can be caused by failures of various pipeline control circuits in the Ebox. Also 
a deadlock within a box or across multiple boxes can cause this error. 

Recovery procedures: Tb recover, dear the S3_STALL_TIMEOUT bit in ECR. 

Retry condition: Because this error can occur at any time, it is not possible to determine what 
machine state is incorrect. Also, this error should never happen and indicates either a serious 
failure in the NVAX CPU chip or a design bug. So retry is not possible. Crash the system. 
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1 5. 5. 2.6 MCHK_SYNC_ERROR 

This machine check code reports errors which occur in memory or 10 space instruction fetches or 
data reads. Except in the case of PTE read errors, core machine state should be consistent since 
microcode has to explicitly access an operand or instruction in order incur this error. Microcode 
does not access memory results or dispatch for a new instruction execution with core machine 
state in an inconsistent state. 

PTE read errors on write transactions can cause a microtrap at an arbitrary time, and so core 
machine state may be inconsistent. 

Many of the error events described below for synchronous machine check are possible causes. If 
more than one is present, there is no way to determine which actually caused the machine check. 
If exactly one possible cause is discovered, then the machine check may be attributed to that 
cause. The reason multiple causes may be present is that the NVAX CPU prefetches instructions 
and data. If the CPU branches or takes an exception before using data it has requested, then 
the pending machine check is taken as a soft error interrupt (though it might not be recoverable 
in the final analysis). 

If multiple errors occur, recovery and retry may be possible. It is recommended that retry from 
multiple errors be done only if one error report does not interfere with analysis of, and recovery 
from, another error. 

An example of such interference is when S_BCEDSTS reports a Bcache data RAM uncorrectable 
error on a writeback while S_NESTS is reporting a NDAL command no-ACK error. Normally, 
S_NE STS <B AD WD ATA> would be reported by the writeback error and S_NEOADR would report 
the address of the lost writeback. The no-ACK error makes recovery from the writeback error 
much more difficult. But there it is unlikely that these two errors would occur together since 
they are understood to be uncorrelated events. So this case is considered unrecoverable. 

If two errors are entirely separate, neither interfering with the analysis and recovery of the 
other, then it is acceptable to retry from these errors provided all the error analyses and recovery 
procedures result in a retry indication,. 

In several cases, lost errors are tolerated. See Section 15.3.4.2 for a list of these special cases. 
In each case, the strong tendency to prefetch data exhibited by the NVAX pipeline makes the 
particular lost error likely, given that one error of that kind occurred. Also, in each case, if data 
is lost in the lost error, a hard error interrupt is posted. So these errors are tolerated as long as 
they do not cause a hard error interrupt. 

Errors in opcode or operand specifier fetching are always detected before architecturally visible 
state within the CPU is modified. This means the VR bit from the machine check stack frame 
should be 1. This error handling analysis attempts to recover from multiple errors, so the retry 
condition for each error is made as general as possible. If the machine check handler finds only 
errors of the kind listed here, then VR should be 1 and it is an inconsistent report if it is not (see 
Section 15.5.2.7). 

• VIC parity errors. 

• Bcache data RAM uncorrectable ECC and addressing errors in I-stream reads. 

• Bcache timeout errors and fill read data errors in I-stream reads. 

• Unacknowledged NDAL I-stream reads 
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15.5.2.6.1 VIC Parity Errors 

Description: A parity error was detected in the VIC tag or data store in the Ibox. VIC parity 
errors cause a machine check when the Ebox microcode requests dispatch to a new instruction 
execution microflow or attempts to access an operand within an instruction execution microflow. 

VIC Data Parity Errors: A parity error occurred in the data portion of the VIC. 

VIC Tag Parity Errors: A parity error occurred in the tag portion of the VIC. 

In all cases, the quadword virtual address of the error is in VMAR. 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures: Tb recover, disable and flush the VIC by re-writing all the tags (using 
the procedure in Section 15.3.3.1.1.1). Also, clear ICSR<LOCK>. 

Retry condition: Retry if: 

(VR = 1) OR (PSL<FPD> = 1). 

15.5.2.6.2 Bcache Data RAM Uncorrectable ECC Errors and Addressing Errors 

Description (addressing errors): A Bcache addressing error was detected by the Cbox in an 
I-stream or D-stream read during a Bcache hit. Addressing errors are the result of a mismatch 
between the address the Cbox drives to the RAMs for a read access and the address used to write 
that location. A multiple bit data error can appear to be addressing error, though it is extremely 
unlikely. 

Description (uncorrectable ECC errors): A Bcache uncorrectable data error was detected by 
the Cbox in an I-stream or D-stream read during a Bcache hit. Uncorrectable data errors are the 
result of a multiple bit error in the data read from the Bcache. An addressing error with a single 
bit data error will appear as an uncorrectable data error. 

Description (all cases): The Bcache is in ETM. p JBCEDIDX contains the cache index of the 
error, and S_BCEDECC contains the syndrome calculated by the ECC logic. 

The physical address of the reference can be found by reading the tag for the data block (using 
the procedure in Section 15.3.3.1.2.4). (If the physical address is found to be in 10 space, it is an 
inconsistent status. See Section 15.5.2.7.) If the block’s tag is found to contain an uncorrectable 
ECC error, then the address can not be determined. 

It should never be the case that both S_BCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.5.2.7). 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures (addressing errors): To recover, clear BCEDSTS<LOCK, BAD_ADDR>. 

Recovery procedures (uncorrectable ECC errors): To recover, clear BCEDSTScLOCK, 
UNCORR>. 

Recovery procedures (both cases): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing 
the Bcache). If the data is owned by the Bcache and if the error repeats itself (is not transient), 
then a writeback error will result from the flush procedure. Software should prepare for this by 
clearing NESTS and BCEDSTS errors. 
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Retry condition: If no writeback error occurs in the Bcache flush, retry if: 

(VR = 1) OR (PSL<FPD> = 1). 

If a writeback error occurs in the Bcache flush, then the data is presumed to be unrecoverable. See 
Section 15.8.1.10 for a description of handling an error in a writeback. Given that the address is 
available (no error in the tag store), software should determine if the error is fatal to one process 
or the whole system and take appropriate action. Otherwise, crash the system. 

15.5.2.6.3 Bcache Lost Data RAM Access Error 

Description: A lost Bcache data RAM error may have been a machine check cause. It also 
might not have been. Lost Bcache data RAM errors which cause machine checks are always read 
errors, and can be retried unless the aborted instruction has altered essential state. Whether or 
not it is a machine check cause, the error will have caused either a soft or hard error interrupt. 
Lost Bcache data RAM errors which can not have caused a machine check are dealt with in the 
sections on hard and soft error interrupts. 

Lost Bcache data RAM errors may be caused by more than one operand prefetch to the same 
cache block. 

Recovery for lost Bcache data RAM errors depends on whether the pending interrupt is a hard or 
soft error interrupt. The machine check error handling software should defer recovery until the 
expected hard or soft error interrupt occurs. Once the interrupt is taken, the error recovery and 
restart instructions found in the hard error interrupt and soft error interrupt sections should be 
referenced. See Section 15.7.1.3.2 and Section 15.8.1.15. 

Software should employ some mechanism to record that an interrupt for a lost Bcache data RAM 
error is pending. This mechanism should allow detection of a case in which an expected interrupt 
does not occur (once IPL is lowered). If the expected interrupt does not occur when IPL is lowered, 
then a serious inconsistency exists and the system should be crashed. 

The Bcache in in ETM. 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 

Recovery procedures: No specific recovery action is required. 

Note that BCEDSTS<LOST_ERR> is not cleared. It will be cleared by the hard or soft error 
interrupt handler. Also, the Bcache must remain in ETM until the error interrupt occurs. 

Retry condition: Retry only if: 

(VR = 1) OR (PSL<FPD> = 1). 

15.5.2.6.4 NDAL 1-Stream or D-Stream Read or D-Stream Ownership Read Timeout Errors 

Description: An I-stream or D-stream read or D-stream ownership read timed out before any 
fill quadword was received. This is not an accepted means for a system environment to notify the 
NVAX CPU of "non-existent memory or 10 location”. The error could be caused by an error in the 
system environment or an NDAL parity error on the returned data. It also could be caused by 
some previous error in the system environment or this CPU which leaves a cache block marked 
as owned in memory and not marked as owned in any cache in the system. 
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S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binaiy) if the address is in IO space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 

I- stream read: The Bcache is not in ETM, 

I-stream errors cause a machine check when the Ebox microcode requests dispatch to a new 
instruction execution microflow or attempts to access an operand within an instruction execution 
microflow where the I-stream data with the error is required for the dispatch or access. 

D- stream read: The Bcache is not in ETM. 

D- stream read errors cause a machine check when the Ebox microcode accesses prefetched 
operand data or when the Mbox returns data tagged with an error indication to the Ebox register 
file. 

D-stream ownership read: The Bcache is in ETM. No write data has been merged with the 
returning fills. 

The address should not be in IO space. If it is, it is an inconsistent status (see Section 15.5.2.7). 

D-stream ownership read errors cause a machine check when the Ebox microcode accesses 
prefetched operand data or when the Ebox issues a read-lock. 

Pending Interrupts (all cases): A soft error interrupt should be pending. 

Recovery procedures (all cases): Clear CEFSTS<LOCK,TEMEOUT>. 

Additional Recovery procedures for D-stream ownership read: Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block. 
The data in memory is presumably still good. The Bcache block is marked invalid in the Bcache 
tag store. 

If S_CEFSTS<COUNT> is greater than 0, then part of the data also is in the Bcache. In general, 
it is not possible to determine which quadwords are valid. However, if the S_CEFSTS<COUNT> 
is 11 (binary) and S_CEFSTS<REQ_FILL_DONE> is not set, then the three quadwords in the 
Bcache block other than the quadword pointed to by S_CEFADR are valid. 

If S_CEFSTS<COUNT> is greater than 0, and the address in S_CEFADR is not in IO space, 
then the block was not owned before the operation began. In this case, use the procedures in 
Section 15.3.3.1.2.2 to determine if memory’s ownership bit is set and this CPU owns the block. 
If so, use the system specific procedure (see Section 15.3.3. 1.2.2.2) to reset it. In some systems 
(the XMI2 for example) this may require a quadword of correct data be written to memory to 
reset the ownership bit. Section 15.3.3.1.2.3 describes procedures for extracting data from the 
Bcache data RAMs in this case. 

If memoiy’s ownership bit was left set as a result of this error and no non-destructive procedure 
exists for restoring it, then the hexaword block is lost. 

Retry condition (I-stream or D-stream read): Retry if the address is not in IO space and: 

(VR = 1) OR (PSL<FPD> = 1). 
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Retry condition (D-stream ownership read): Given that no data is lost, retiy if the memory 
state repair procedure is successful or not called for and if: 

(VR = 1) OR (PSL<FPD> = 1). 

If the hexaword block could not be repaired or data is lost, software must determine if the error 
is fatal to one process or the whole system and take appropriate action. (If it is fatal only to one 
process, use the system dependent procedure for reseting memory’s ownership bit.) 

Post Retry Recovery: If the same fill error recurs on retry, then the block is probably "lost". 1 
Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then retry once more. 

NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the retry actually 
occurs, fortuitously repairing the cause of the fill error. 

15.5.2.6.5 NDAL i-Stream or D-Stream Read or D-Stream Ownership Read Data Errors 

Description: An I-stream or D-stream read or D-stream ownership read ended with 

an RDE (read data error) NDAL cycle before any the fill quadwords were received. If 
S_CEFSTS<COUNT> is 0 or the address in S_CEFADR is an 10 space address, this is an accepted 
means for a system environment to notify the NVAX CPU of "non-existent memory or IO location". 
Otherwise, the error could be caused by an error in the system environment. It also could be 
caused by some previous error in the system environment or this CPU which leaves a cache block 
marked as owned in memory and not marked as owned in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in 10 space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 
I-stream read: The Bcache is not in ETM. 

I-stream errors cause a machine check when the Ebox microcode requests dispatch to a new 
instruction execution microflow or attempts to access an operand within an instruction execution 
microflow where the I-stream data with the error is required for the dispatch or access. 

D-stream read: The Bcache is not in ETM. 

D-stream read errors cause a machine check when the Ebox microcode accesses prefetched 
operand data or when the Mbox returns data tagged with an error indication to the Ebox register 
file. 


1 In this case the more general sense of ’lost" is implied. That is, memory’s ownership hit is set hut no cache writes the 
data hack when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks” owns the data, but it is often not possible to dete rmin e which error caused this situation to arise. 
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D-stream ownership read: The Bcache is in ETM. No write data has been merged with the 
returning fills. 

The address should not be in 10 space. If it is, it is an inconsistent status (see Section 15.5.2.7). 

D-stream ownership read errors cause a machine check when the Ebox microcode accesses 
prefetched operand data or when the Ebox issues a read-lock. 

Pending Interrupts (all cases): A soft error interrupt should be pending. 

Recovery procedures (all cases): Clear CEFSTS<LOCK,RDE>. 

Additional Recovery procedures for D-stream ownership read: Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block. 
The data in memory could still be good. The Bcache block is marked invalid in the Bcache tag 
store. 

If S_CEFSTS<COUNT> is greater than 0, then part of the data also is in the Bcache. In general, 
it is not possible to determine which quadwords are valid. However, if the S_CEFSTS<COUNT> 
is 11 (binary) and S_CEFSTS<REQ_FILL_DONE> is not set, then the three quadwords in the 
Bcache block other than the quadword pointed to by S_CEFADR are valid. 

If S_CEFSTS<COUNT> is greater than 0, and the address in S_CEFADR is not in IO space, 
then the block was not owned before the operation began. In this case, use the procedures in 
Section 15.3.3.1.2.2 to determine if memory’s ownership bit is set and this CPU owns the block. 
If so, use the system specific procedure (see Section 15.3.3. 1.22.2) to reset it. In some systems 
(the XMI2 for example) this may require a quadword of correct data be written to memory to 
reset the ownership bit. Section 15.3.3.1.2.3 describes procedures for extracting data from the 
Bcache data RAMs in this case. 

If memory’s ownership bit was left set as a result of this error and no non-destructive procedure 
exists for restoring it, then the hexa^ord block is lost. 

Retry condition (I-stream or D-stream read): Retry if the address is not in IO space and: 

(VR = 1) OR (PSL<FPD> = 1). 

Retry condition (D-stream ownership read): Given that no data is lost, retry if the memory 
state repair procedure is successful or not called for and if: 

(VR = 1) OR (PSL<FPD> = 1). 

If the hexaword block could not be repaired or data is lost, software must determine if the erroi 
is fatal to one process or the whole system and take appropriate action. (If it is fatal only to one 
process, use the system dependent procedure for reseting memory’s ownership bit.) 

Post Retry Recovery: If the same fill error recurs on retry, then the block is probably "lost".- 1 
Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure foi 
reseting memory’s ownership bit.) 


1 In this case the more general sense of "lost” is implied. That is, memory’s ownership bit is set but no cache writes th< 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memon 
"thinks" owns the data, but it is often not possible to determine which error caused this situation to arise. 
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NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then retry once more. 


NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the retry actually 
occurs, fortuitously repairing the cause of the fill error. 

15.5.2.6.6 Lost Bcache Fill Error 

Description: Some number of fill errors occurred and were not latched because CEFSTS and 
CEFADR already contained a report of an unrecoverable error. There is no guarantee this error 
could have caused a machine check, though it may be a cause. Lost Bcache fill errors which 
cause machine checks are always read errors, and can be retried unless the aborted instruction 
has altered essential state. If it is a machine check cause, the error will have caused a a soft 
error interrupt. Lost Bcache fill errors which can not have caused a machine check are dealt with 
in the sections on hard and soft error interrupts. 

Lost Bcache fill errors may be caused by more than one operand prefetch to the same cache block. 

Recovery for lost Bcache fill errors depends on whether the pending interrupt is a hard or soft 
error interrupt. The machine check error handling software should defer recovery until the 
expected hard or soft error interrupt occurs. Once the interrupt is taken, the error recovery and 
restart instructions found in the hard error interrupt and soft error interrupt sections should be 
referenced. See Section 15.7.1.3.2 and Section 15.8.1.15. 

Software should employ some mechanism to record that an interrupt for a lost Bcache fill error 
is pending. This mechanism should allow detection of a case in which an expected interrupt does 
not occur (once IPL is lowered). If the expected interrupt does not occur when IPL is lowered, 
then a serious inconsistency exists and the system should be crashed. 

The Bcache may be in ETM (S_CCTL<HW_ETM> will be set if it is). 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 

Recovery procedures: No specific recovery action is required. Note that CEFSTS<LOST_ERR> 
is not cleared. It will be cleared by the hard or soft error interrupt handler. Also, the Bcache 
must remain in ETM (if it is already) until the error interrupt occurs. 

Retry condition: Retry only if: 

(VR = 1) OR (PSL<FPD> = 1). 

15.5.2.6.7 Unacknowledged NDAL 1-Stream or D-Stream Read or D-Stream Ownership Read 

Description: An I-stream or D-stream read or D-stream ownership read was no-ACKed by the 
system environment. This could be because the external components) received bad NDAL parity 
or it could be due to a system-specific notification of "non-existent memory or 10 location". The 
physical address is in S_NEOADR. 

I-stream read: The Bcache is not in ETM. 
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I-stream errors cause a machine check when the Ebox microcode requests dispatch to a new 
instruction execution microflow or attempts to access an operand within an instruction execution 
microflow where the I-stream data with the error is required for the dispatch or access. 

D-stream read: The B cache is not in ETM, 

D-stream read errors cause a machine check when the Ebox microcode accesses prefetched 
operand data or when the Mbox returns data tagged with an error indication to the Ebox register 
file. 

D-stream ownership read: The B cache is in ETM. 

The address should not be in 10 space. If it is, it is an inconsistent status (see Section 15.5.2.7). 

D-stream ownership read errors cause a machine check when the Ebox microcode accesses 
prefetched operand data. 

Pending Interrupts (all cases): A soft error interrupt should be pending. 

Recovery procedures (all cases): Clear NESTS<NOACK>. 

Additional Recovery procedure for D-stream ownership read: Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). 

Retry condition: Retry if: 

(VR = 1) OR (PSL<FPD> = 1). 

15.5.2.6.8 Lost NDAL Output Error 

Description: Some number of NDAL output errors occurred and were not latched because 
NESTS, NEOADR, NEDATHI, and NEDATLO already contained a report of an unrecoverable 
error. There is no guarantee this error could have caused a machine check, though it may be a 
cause. Lost NDAL output errors which cause machine checks are always read errors, and can be 
retried unless the aborted ins iction has altered essential state. If it is a machine check cause, 
the error will have caused a a soft error interrupt. Lost NDAL output errors which can not have 
caused a machine check are dealt with in the sections on hard and soft error interrupts. 

Recovery for lost NDAL output errors depends on whether the pending interrupt is a hard or 
soft error interrupt. The machine check error handling software should defer recovery until the 
expected hard or soft error interrupt occurs. Once the interrupt is taken, the error recovery and 
restart instructions found, in the hard error interrupt and soft error interrupt sections should be 
referenced. See Section 15.7.1.5 and Section 15.8.1.17. 

Software should employ some mechanism to record that an interrupt for a lost NDAL output error 
is pending. This mechanism should allow detection of a case in which an expected interrupt does 
not occur (once IPL is lowered). If the expected interrupt does not occur once IPL is lowered, 
then a serious inconsistency exists and the system should be crashed. 

The Bcache may be in ETM (S_CCTL<EtW_ETM> will be set if it is). 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 

Recovery procedures: No specific recovery action is required. Note that NESTS<LOST_ERR> 
is not cleared. It will be cleared by the hard or soft error interrupt handler. Also, the Bcache 
must remain in ETM (if it is already) until the error interrupt occurs. 
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Retry condition: Retry only if: 

(VR = 1) OR (PSL<FPD> = 1). 


15.5.2.6.9 PTE read errors 

The following sections describe error handling for PTE read errors. PTE read errors are read 
errors which happen in reads issued by the Mbox in handling a TB miss. Handling of these errors 
is different from handling the same underlying error (Bcache data RAM error, Bcache fill error, 
or NDAL no-ACK error) when PTE read isn’t the cause. 

If S_PCSTS<PTE_ER> is set, then a PTE read issued by the Mbox in processing a TB miss had 
an unrecoverable error. The TB miss sequence was aborted because of the error. The original 
reference can be any I-stream or D-stream read or write. If the original reference was issued by 
the Ebox, then the PTE read which incurred the error will have been retried once (because of a 
special hardware/microcode mechanism for handling PTE read errors on Ebox references). 

PTE read errors are difficult to analyze, partly because the read error report in the Cbox does 
not directly indicate that the failing read was a PTE read. Because of this and because PTE read 
errors should be rare (a very small percentage of the reads issued by the Mbox are PTE reads), 
multiple errors which interfere with the analysis of the PTE error are not considered recoverable. 

The mechanism for reporting PTE read errors on Ebox references involves the Mbox forcing the 
Ebox (via a microtrap) into the microcode routine which normally handles memory management 
faults. This routine probes the address of the original reference, effectively retrying the faffing 
PTE read. Assuming the error is not transient, the probe by microcode will cause a machine check. 
If the error does not occur on the probe, microcode restarts the current instruction stream. So 
machine checks caused by PTE read errors can easily occur with the particular PTE read error 
having occurred twice (with a lost error bit set in the relevant Cbox error register). The analysis 
here tolerates these particular multiple error reports and allows retry in those cases, provided 
the remainder of the error analysis indicates retry is appropriate. (Note that there is no way to 
tell from the information available to the machine check handler whether the original reference 
was an Ebox or Ibox reference.) 

If the reference which incurs the PTE read error is a write, S_PCSTS<PTE_ER_WR> will be set. 
In this case the original write is lost. No retry is possible partly because the instruction which 
took the machine check may be subsequent to the one which issued the failing write. Also, PTE 
read errors on write transactions can cause a machine check at a practically arbitrary time in a 
microcode flow, and core machine state may not be consistent. 

15.5.2.6.9.1 PTE Read Errors in interruptabie Instructions 

Another special case associated with PTE read errors exists for interruptabie instructions 
(specifically CMPC3, CMPC5, LOCC, MOVC3, MOVC5, SCANC, SKPC, and SPANC). For these 
instructions, if the PTE read error occurred for an Ebox reference, the PC in the machine 
check stack frame points to the instruction following the interrupted instruction. In this 
case, the SAVEPC element in the machine check stack frame is the PC of the interrupted 
instruction. However in all other cases, SAVEPC is UNPREDICTABLE. This case is not 
considered recoverable because analysis of the error information can not unambiguously conclude 
that this case is present. To tell that this case might be present, the error handler examines the 
FPD bit in the PSL in the machine check stack frame. If FPD is set in the stack frame (in the 
case of a PTE read error) then one of the following is true: 
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• One of the interruptable instructions listed above incurred the PTE read error. In this case, 
SAVEPC from the machine check stack frame points to the interrupted instruction, and PC 
in the stack frame points to the next instruction. 

• An REI instruction loaded a PSL with FPD set and a certain PC. The Ibox incurred the PTE 
read error in fetching the opcode pointed to by that PC. In this case, the PC in the stack 
frame points to the instruction which was the target of the REI and SAVEPC from the stack 
frame is unpredictable. 

It is not possible to determine with certainty which of the two above cases is the cause of a machine 
check with S_PCSTS<PTE_ER> set and stack frame PSL<FPD> set. Retry is not possible since 
software can not tell which PC to restart with. However, software may wish to probe the location 
pointed to by the PC in the stack frame, expecting a possible machine check as a result. If 
a machine check does occur, that is information indicating that the second case occurred (not 
totally unambiguously, of course). A very good guess may be made by a person examining the 
error report if the machine check stack frame and the result of this probe is available in the 
report. 

15.5.2.6.9.2 Bcache Data RAM Uncorrectable ECC Errors and Addressing Errors on PTE Reads 

Description (addressing errors): A Bcache addressing error was detected by the Cbox in a PTE 
read during a Bcache hit. Addressing errors are the result of a mismatch between the address 
the Cbox drives to the RAMs for a read access and the address used to write that location. A 
multiple bit data error can appear to be addressing error, though it is extremely unlikely. 

Description (uncorrectable ECC errors): A Bcache uncorrectable data error was detected 
. by the Cbox in a PTE read during a Bcache hit. Uncorrectable data errors are the result of a 
multiple bit error in the data read from the Bcache. An addressing error with a single bit data 
error will appear as an uncorrectable data error. 

Description (all cases): The Bcache in in ETM. S_BCEDIDX contains the cache index of the 
error, and BCEDECC v ltains the syndrome calculated by the ECC logic. The physical address 
of the PTE read can be found by reading the tag for the data block (using the procedure in 
Section 15.3.3.1.2.4). (If the physical address is found to be in 10 space, it is an inconsistent 
status. See Section 15.5.2.7.) 

If the block’s tag is found to contain an ECC error, then the address can not be determined. 

S_BCEDSTS<LOST_ERR> may be set. This error is probably due to the same PTE error 
occurring more than once. This is an acceptable assumption unless a hard error interrupt occurs 
after handling this error. 

It should never be the case that both SJBCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.5.2.7). 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures (addressing errors): Tb recover, clear BCEDSTS<LOCK, BAD_ADDR>. 

Recovery procedures (uncorrectable ECC errors): To recover, clear BCEDSTScLOCK, 
UNCORR>. 
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Recovery procedures (both cases): Flush the B cache. Clear CCTL<HW_ETM> (after flushing 
the Bcache). Clear PCSTS<PTE JER>. If the data is owned by the Bcaehe and if the error repeats 
itself (is not transient), then a writeback error will result from the flush procedure. Software 
should prepare for this by clearing NESTS and BCEDSTS errors. 

Retry condition: If no writeback error occurs in the Bcache flush, retry if: 

(VR = 1) AND (PSL<FPD> = 0) AND (S_PCSTS<PTE_ER_WR> = 0). 

If 


(PSL<FPD> = 1) OR (S_PCSTS<PTE_ER_WR> = 1), 

crash the system. 

If a writeback error occurs in the Bcache flush, then the data is presumed to be unrecoverable. See 
Section 15.8.1.10 for a description of handling an error in a writeback (software must determine 
if the error is fatal to one process or the whole system and take appropriate action). 


15.5.2.6.9.3 NDAL PTE Read Timeout Errors 

Description: A PTE read timed out before any fill quadword was received. This is not an 
accepted means for a system environment to notify the NVAX CPU of "non-existent memory or 
10 location". The error could be caused by an error in the system environment or an NDAL 
parity error on the returned data. It also could be caused by some previous error in the system 
environment or this CPU which leaves a cache block marked as owned in memory and not marked 
as owned in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in 10 space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 

The Bcache is not in ETM. The read was not an ownership read, so this error can not have caused 
the ownership bits in memory to be left in the wrong state. 

S_CEFSTS<LOST_ERR> may be set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures: Clear CEFSTS<LOCK, TIMEOUT>. Clear PCSTS<PTE_ER>. 

Retry condition: Retry if: 

(VR = 1) AND (PSL<FPD> = 0) AND (S_PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

Post Retry Recovery: If the same fill error recurs on retry, then the block is probably "lost". 1 
Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


1 In this case the more general sense of ’lost” is implied. That is, memofys ownership bit is set but no cache writes the 
data hack when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
’’thinks” owns the data, but it is often not possible to determine which error caused this situation to arise. 
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NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then retry once more. 


NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the retry actually 
occurs, fortuitously repairing the cause of the fill error. 

15.5.2.6.9.4 NDAL PTE Read Data Errors 

Description: A PTE read ended with an RDE (read data error) NDAL cycle before any the fill 
quadwords were received. If S_CEFSTS<COUNT> is 0 or the address in S_CEFADR is an 10 
space address, this is an accepted means for a system environment to notify the NVAX CPU of 
"non-existent memory or 10 location". Otherwise, the error could be caused by an error in the 
system environment. It also could be caused by some previous error in the system environment 
or this CPU which leaves a cache block marked as owned in memory and not marked as owned 
in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in 10 space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 

The physical address of the PTE is in S_CEFADR. The Bcache is not in ETM. The read could not 
have been an ownership read, so this error can not have caused the ownership bits in memory to 
be left in the wrong state. 

S_CEFSTS<LOST_ERR> may be set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures: Clear CEFSTScLOCK, RDE>. Clear PCSTS<PTE_ER>. 

Retry condition: Retry if: 

(VR = 1) AND (PSL<FPD> = 0) AND (S_PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

Post Retry Recovery: If the same fill error recurs on retiy, then the block is probably "lost". 1 
Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


1 In this case the more general sense of ’lost” is implied. That is, memory’s ownership bit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks” owns the data, but it is often not possible to determine which error caused this situation to arise. 
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NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then retry once more. 


NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the retry actually 
occurs, fortuitously repairing the cause of the fill error. 

15.5.2.6.9.5 Unacknowledged NDAL PTE Read 

Description: A PTE read was no-ACKed by the system environment. This could be because the 
external component(s) received bad NDAL parity or it could be due to a system-specific notification 
of "non-existent memory or 10 location". 

The physical address of the PTE is in S_NEOADR. The Bcache is not in ETM. 

S_CEFSTS<LOST_OERR> maybe set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Pending Interrupts: A soft error interrupt should be pending. 

Recovery procedures: Clear NESTS <NOACK>. Clear PCSTS<PTE_ER>. 

Retry condition: Retry if: 

(VR = 1) AND (PSL<FPD> = 0) AND (S_PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

15.5.2.6.9.6 Multiple Errors Which interfere with Analysis of PTE Read Error 

Because PTE read errors lead to several unusual cases, retry is not recommended in the event 
that other errors cloud the analysis of the PTE read error. 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 
Recovery procedures: No specific recovery action is called for. 

Retry condition: No retry is possible. Crash the system. 

15.5.2.7 Inconsistent Status in Machine Check Cause Analysis 

Description: A presumed impossible error report was found in the error registers. This could 
be due to a hardware failure or bug, or to incomplete analysis in this spec. 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 

Recovery procedures: No specific recovery action is called for. 

Retry condition: No retry is possible. The integrity of the entire system is questionable. Crash 
the system. 
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15.6 Power Fail Interrupt 

Power fail interrupts are requested to report imminent loss of power to the CPU. Power fail 
interrupts are requested via the PWEFLJL pin at IPL IE (hex) and are dispatched to the operating 
system through SCB vector OC (hex). 

The stack frame for a power fail interrupt is shown in Figure 15-6. 

Figure 15-6: Power Fail Interrupt Stack Frame 
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15.7 Hard Error Interrupts 

Hard error interrupts are requested to report an error that was detected asynchronously with 
respect to instruction execution. This results in an interrupt at IPL ID (hex) to be dispatched 
through SCB vector 60 (hex). Typically, these error indicate that machine state has been corrupted 
and that retry is not possible. 

The stack frame for a hard error interrupt is shown in Figure 15—7. 

Figure 15-7: Hard Error Interrupt Stack Frame 
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15.7.1 Events Reported Via Hard Error Interrupts 

This section describes all the errors which can cause a hard error interrupt. A parse tree is given 
which shows how to determine the cause of a given hard error. After that, there is a description 
of each error. For each error, the recovery procedure is given. Where appropriate, the conditions 
for restart are given. See Section 15.3.3 and Section 15.3.4 for more on error recovery and error 
retry. 

Figure 15—8 is a parse tree which should be used to analyze the cause of a hard error interrupt. 
It is assumed that the state being analyzed is the saved state, as described in Section 15.3.1. 
Otherwise the state could change during the analysis procedure, leading to possibly incorrect 
conclusions. (See Section 15.3.2 for general information about error analysis.) 
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Figure 15-8: Cause Parse Tree for Hard Error Interrupts 


HARD ERROR INTERRUPT 
+ (select all, at least one) 


! £_BCEDSTS<LOCK> 

h h (select one) 

I I 

I | S_BCEDS TS <BAD_ADDR> 

| + + 

I I 1 

| | | S_BCEDSTS<DR_CMD>-RMW 

| | + 

I I I 

| | | otherwise 

I | + 

I I 

| I $_BCEDSTS<UNCORR> 

| + + 

I I I 

| | ( S_BCEDSTS<DR_CMD>-RMW 


I otherwise 


| I none of the above 

I + 

I 

I S_BCEDSTS<LOST_ERR> 

+- 

I 

| £_CEFSTS<LOCK> 

+ h (select one) 


> Bcache data RAM addressing error on a write or write-unlc 
from Mbox (Section 15.7.1.1) 

■> Not a hard error interrupt cause (see soft error interruj 
events) 


-> Bcache data RAM uncorrectable ECC error on a write or wrj 
unlock from Mbox (Section 15.7.1.1) 

-> Not a hard error interrupt cause (see soft error interruj 
events) 

-> Inconsistent status (no BCEDSTS unrecoverable error bits 
set) (Section 15.7 .1.7) 

— > Lost unrecoverable Bcache data RAM error 
(Section 15.7.1.2) 


| | S_CEFSTS<TIMEOUT> AND S_CEFSTS<REQ_FILL_DONE> 

| | AND S_CEFSTS<WRITE> AND S_CEFSTS<OREAD> 

| + > NDAX timeout on OREAD for write from Mbox after write dat 

| | merged with fill data in cache (Section 15.7.1.3) 

I | S_CEFSTS<RDE> AND S_CEFSTS<R£Q_FIL1_D0NE> 

| | AND S_CEFSTS<WRITE> AND S_CEFSTS<OREAD> 

| ' + > NDA1 read data error on OREAD for write from Mbox after 

I write data merged with fill data in cache (Section 15 . 7 . 1 

I | S_CEFSTS<UNEXPECTED_FILL> 

| + > Unexpected NDAL fill received. 

| | (Section 15.7.1.3.1) 

| I otherwise 

| + > Not a hard error interrupt cause (see soft error interruj 

| events) 

| £_CEFSTS<LOST_ERR> 

+ > Lost Bcache fill error 

! (Section 15.7.1.3.2) 


Figure 15-8 Cont’d on next page 
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Figure 15-8 (Cont.): Cause Parse Tree for Hard Error Interrupts 


i 

V 

I S_NESTS<NOACK> 

+ + {select one) 

I I 

I | S_NEOCMD<CMD>-WRITE 

I + > no-ACK on WRITE command or data cycle 

I | (Section 15.7.1.4) 

| | S_NEO CMDCCMD >«WD I S OWN 

I + — > no-ACK on WDISOWN command or data cycle 

I I (Section 15. 7 .1. 4) 

| | otherwise 

I + > Not a hard error interrupt cause (see soft error interrupt 

I events) 

I S_NESTS<LOST_OERR> 

+ > Lost no-ACK error 

I (Section 15.7.1.5) 

| (status consistent with hard error interrupt v 

I in system environment error registers) 

+ > Hard error interrupt from system environment 

I (Section 15.7.1.6) 

| otherwi se 

+ > Inconsistent status (Section 15 . 7 . 1 . 7) 


Notation: 

(select one) 

(select all) 

(select all, at least one) 


otherwise 

none of the above 


Exactly one case must be true. If zero or more than one is 
true, the status is inconsistent. 

More than one case may be true. 

All the cases are possible causes of a hard error interrupt. 

More than one may be true. At least one must be true or the status 
is inconsistent. A case is not considered true if it evaluates to 
"Not a hard error interrupt cause". 

fall-through case for (select one) if no other case is true, 
fall-through case for (select all) or (select all, at least one) 
if no other case is true. 


15.7.1.1 Uncorrectabie Data Errors and Addressing Errors During Write or Write-Unlock 
Processing 

Description: In processing a write or write-unlock, the Cbox detected an addressing error or 
an uncorrectabie ECC error on the data read from the Bcache data RAMs. The write data has 
already been merged with the corrupted Bcache data and the write of the merged ("bad") data 
occurred. Data from the write is lost. 

There are two types of uncorrectabie Bcache data RAM errors: addressing errors and 

uncorrectabie ECC errors. Both are detected through the ECC check logic. Uncorrectabie ECC 
errors indicate that two or more bits of the stored data quadword have changed and the error 
correcting code can not correct the data. A multiple-bit data error can appear to be addressing 
error, though it is extremely unlikely. A single-bit error combined with an addressing error 
appears as an uncorrectabie error. 

Addressing errors indicate that the location read from the data RAM was probably written using a 
different address than the one used to read it out. The actual hardware failure could have occurred 
in the previous data RAM write or the current read. Addressing errors are more serious than 
uncorrectabie ECC errors since they indicate the integrity of the entire Bcache is questionable. 
Also, there is less than a 100% chance that a given addressing error will result in recognition 
of an addressing error. This is because addressing errors are recognized by encoding the parity 
of the address with the data and checking it on read back. All single-bit addressing errors are 
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detectable. Note that addressing errors on writes are never detected if that data is never read 
out again. 

The Cbox inverts three of the check bits being written back into the data RAMs to ensure that 
if the data is read again an uncorrectable error will be detected. If a subsequent read occurs, 
SJBCEDSTS<LOST_ERR> should be set, and the instruction which issued the read will machine 
check. However this mechanism is not fully reliable at ensuring that a subsequent read will 
detect the error (see Section 15.11.1, Note On Tagged-Bad Data Mechanisms). 

For either case, the physical address is determined from the contents of S_BCEDIDX using the 
procedure in Section 15.3.3.1.2.4. (If the physical address is found to be in 10 space, it is an 
inconsistent status. See Section 15.7.1.7.) S_BCEDECC contains the syndrome calculated by the 
ECC logic. The Bcache is in ETM. 

If the block’s tag is found to contain an ECC error, then the address can not be determined. 

It should never be the case that both S_BCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.7.1.7). 

Recovery procedures (addressing error): Clear BCEDSTS<BAD_ADDR, LOCK>. 

Recovery procedures (uncorrectable ECC error): Clear BCEDSTScUNCORR, LOCK>. 

Recovery procedures (both cases): The data in this block is lost. Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). Flushing the Bcache should cause a writeback 
error (in which BADWDATA will be sent on the NDAL), so BCEDSTS and NESTS should be 
cleared beforehand. Then use the system specific procedure to clear the tagged-bad state from 
this block in memory. 

It is possible that no writeback error will occur, or that it will happen at the wrong address. This 
would occur if an error in the data RAMs caused the data to appear as correctable or without 
error even though it was written with three ECC bits inverted. Also, this could occur if the data 
was written to a different location than intended (addressing error). If this happens, then the 
block in memory will incorrectly appear to be good data. 

NOTE 

When clearing the tagged-bad data state of memory, software must first ensure that no 
more accesses to the block can occur. Otherwise there is the danger that some process 
on some other processor or a DMA 10 device will see incorrect data and not detect an 
error. 

Restart condition (addressing error): Addressing errors occur on data RAM reads and writes. 
Because the Cbox writes "bad" data back into the location, there is no way to distinguish transient 
read errors from transient write errors. Therefore, the worst case has to be assumed: some 
previous write was written to the wrong place in the Bcache or the failing write has been written 
to the wrong location in the Bcache. In other words, not only is the block whose address is known 
corrupted, but another block is as well. No restart is possible. The integrity of the entire system 
is questionable. Crash the system. 

Restart condition (uncorrectable ECC error): If the address of the data is available and no 
unexpected writeback errors occurred during the Bcache flush, software must determine if the 
lost data is fatal to one process or the whole system and take the appropriate action. 

If the address of the data could not be determined or unexpected errors occurred during the 
Bcache flush, crash the system. 
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15.7.1.2 Lost Bcache Data RAM Hard Errors 

Description: Some number of unrecoverable Bcache data RAM errors occurred and were not 
latched because BCEDSTS already contained a report of an unrecoverable error. There is no 
guarantee this error could have caused a hard error interrupt, though it may be a cause. 

Lost Bcache data RAM errors may be caused by more than one operand prefetch to the same 
cache block. 

Bcache data RAM errors which cause hard error interrupt indicate that write data has been lost. 
Specifically, a read-modify-write operation for a write or write-unlock had an uncorrectable ECC 
error or an addressing error. The data was written back into the RAMs with three check bits 
inverted. 

The Bcache is in ETM. 

Pending interrupts: A soft error interrupt may be pending. 

Recovery procedures: Clear BCEDSTS<LOST_ERR>. Flush the Bcache. Clear 

CCTL<HW_ETM> (after flushing the Bcache). 

Restart condition: No restart is possible since the errors which were not recorded could 
potentially have caused lost write data and no indication of what data is lost exists (based on 
the fact that this error was reported by hard error interrupt). Also, the possibility exists that a 
subsequent read to any location which had this error could receive incorrect data with no error 
indication. Crash the system. 


NOTE 

The lost data should be marked bad through the Bcache tagged-bad scheme. But there 
is a significant probability of an error converting that tagged-bad location back to good 
data. This is because precisely the location which had the data error is being depended 
on to store a different value without an error. The Bcache tagged-bad scheme does 
not reliably preserve the bad data status of the location in the presence of errors (see 
Section 15.11.1, Note On Tagged-Bad Data Mechanisms). So the tagged-bad locations 
may appear good to a subsequent reader. This is why the system must be crashed. 

15.7.1.3 • Bcache Timeout or Read Data Error in Quadword OREAD Rll After Write Data Merged 

Description: A D-stream ownership read for a write or write-unlock timed out or terminated 
receiving an RDE fill response after the requested quadword was received. The error could be 
sue to an error in the system environment or to any previous error in the system environment or 
this CPU which leaves a cache block marked as owned in memory and not marked as owned in 
any cache in the system. 

The quadword physical address is in S_CEFADR. The address should not be in IO space. If it 
is, it is an inconsistent status (see Section 15.7.1.7). The merged data is in the Bcache in the 
quadword indicated in S_CEFADR. The ownership and valid bits in the Bcache are not set. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.7.1.7). 

Recovery procedures: Clear CEFSTS<LOCK>. Clear CEFSTS<TIMEOUT> if the error is a 
timeout, and CEFSTS<RDE> if it is a read data error. Flush the Bcache. Clear CCTL<HW_ETM> 
(after flushing the Bcache). 
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Depending on the system environment, memoiy may have set its ownership bit for this block. 
This should be predictable for the given system environment because at least one quadword of 
data was received successfully. If the bit is set, then subsequent reads and writes to the same 
location may fail while the error is being handled. 

The data in memory should be unchanged. The quadword containing the merged data is in the 
Bcache. 

In general, the memory block can not be repaired. However, assuming the memory block is 
left owned, no writes to the block have timed out in memory, and the block is private to the 
interrupted job, it can be repaired by the following procedure. 

• Extract the addressed quadword from the Bcache (see Section 15.3.3.1.2.3). 

• Reset memory’s ownership state (see Section 15.3.3.1.2.2.2) and write the extracted quadword 
to memory. 


NOTE 

Software must somehow ensure that no writes to this block are pending in the memory 
before beginning the repair. This can be done by waiting an amount of time equal to a 
memory subsystem write timeout time.) 

If memory’s ownership bit is not set, the block can not be repaired. 

Restart condition: If memory state repair is successful, restart. Otherwise, software must 
determine if the lost data is fatal to one process or the whole system and take the appropriate 
action. 


15.7.1.3.1 Unexpected Fill Error 

Description: At least one fill was received when none for that transaction ID was expected by 
the NVAX CPU. This can only occur if a serious NDAL error has occurred. Reads previous to this 
event may have received incorrect data. 

If S_CEFSTS<RDE> is set, the unexpected fill was an RDE NDAL transaction. 

The Bcache is in ETM. S.CEFADR is UNPREDICATBLE. 

Recovery procedures: Clear CEFSTScLOCK, UNEXPECTED_FILL>. Flush the Bcache and 
clear CCTL<HW_ETM> (in that order). 

Restart condition: Data may have been corrupted in memory because of incorrect read data 
being processed. Crash the system. 

15.7.1.3.2 Lost Bcache Fill Error 

Description: Either at least one fill error occurred in an OREAD after write data was merged 
or an unexpected fill was received. The error was not latched because CEFSTS and associated 
registers already contained a report of an unrecoverable error. There is no guarantee this error 
could have caused a hard error interrupt, though it may be a cause. 

The Bcache may be in ETM. Read S_CCTL<HW_ETM> to find out. 

Pending interrupts: A soft error interrupt may be pending. 
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Recovery procedures: Clear CEFSTS<LOST_ERR>. If the Bcache is in ETM, flush it and clear 
CCTL<HW_ETM> (in that order). 

Restart condition: Data has been corrupted but the address is unknown. Crash the system. 

15.7.1.4 NDAL No-ACK During WRITE or WDISOWN 

Description: When the Cbox issues an NDAL WRITE or WDISOWN on the NDAL and it is 
not acknowledged, the Cbox requests a hard error interrupt. This could be because the external 
components) received bad NDAL parity or it could be due to a system-specific notification of 
"non-existent memory or 10 location". The transaction is not retried by hardware, so the data is 
lost. Typically, for writebacks, the Bcache location is overwritten soon after this error, so there is 
no way to recover the data from the Bcache. 

The Bcache is in ETM. S_NEOADR contains the physical address. S_NEOCMD contains the byte 
mask and NDAL command. 

Recovery procedures: Clear NESTS<NOACK>. Flush the Bcache. Clear CCTL<HWJETM> 
(after flushing the Bcache). 

Retry condition: Software must determine if the lost data is fatal to one process or the whole 
system and take the appropriate action. 

15.7.1.5 Lost NDAL No-ACK Hard Errors 

Description: Some number of outgoing NDAL WRITE or 'WDISOWN commands were not 
acknowledged and were not latched because NESTS, NEOCMD, and NEOADR already contained 
a report of an NDAL output error. There is no guarantee this error could have caused the hard 
error interrupt, though it may be a cause. 

Pending interrupts: A soft error interrupt may be pending. 

Recovery procedures: Clear NESTS<LOST_NOACK>. 

Restart condition: No restart is possible since the errors which were not recorded could 
potentially have caused lost write data. No indication of what data is lost exists. Crash the 
system. 

15.7.1.6 System Environment Hard Error interrupts 

Description: Errors which occur in the system environment and result in loss of data and 
which can not notify the NVAX CPU by returning RDE notify the CPU of the error by asserting 
H_ERR_L (e.g., write errors). Errors which can be signaled by RDE should not use hard error 
interrupt notification. Errors which are corrected automatically by hardware and do not result 
in loss of data should use soft error interrupt notification instead. 

NOTE 

It is very important that components in the system environment which assert 
H_ERR_L have a CPU accessible register which unambiguously reports the H_ERR_L 
assertion. Otherwise, system specific error handling for the hard error interrupt would 
always crash the system (every time). 
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It is also strongly recommended that an address be stored where applicable. This may 
allow the operating system to kill one process or job instead of crashing the system in 
the event of that hard error. 

Recovery procedures: Clear the error status bits in the system registers and perform any 
necessary system dependent recovery procedure. 

Restart condition: Depends on the error. If the system environment reports the address of the 
lost data (where applicable) software may be able to kill just one process instead of crashing the 
system. 

15.7.1.7 Inconsistent Status in Hard Error interrupt Cause Analysis 

Description: A presumed impossible error report was found in the error registers. This could 
be due to a hardware failure or bug. 

Recovery procedures: No specific recovery action is called for. 

Restart condition: No retry is possible. The integrity of the entire system is questionable. 
Crash the system. 
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15.8 Soft Error Interrupts 

Soft error interrupts are requested to report errors which were detected, but did not affect 
instruction execution. This results in an interrupt at IPL 1A (hex) to be dispatched through 
SCB vector 54 (hex). 

The stack frame for a soft error interrupt is shown in Figure 15—9. 

Figure 15-9: Soft Error Interrupt Stack Frame 
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15.8.1 Events Reported Via Soft Error interrupts 

This section describes all the errors which can cause a soft error interrupt. A parse tree is given 
which shows how to determine the cause of a given soft error. After that, there is a description 
of each error. For each error, the recovery procedure is given. Where appropriate, the conditions 
for restart are given. See Section 15.3.3 and Section 15.3.4 for more on error recovery and error 
retry. 

Figure 15—10 is a parse tree which should be used to analyze the cause of a soft error interrupt. 
It is assumed that the state being analyzed is the saved state, as described in Section 15.3.1. 
Otherwise the state could change during the analysis procedure, leading to possibly incorrect 
conclusions. (See Section 15.3.2 for general information about error analysis.) 

Note that many errors which cause a soft error interrupt may also lead to a machine check 
exception. For this reason, a soft error interrupt with no apparent cause is not an inconsistent 
state unless the CPU has executed an instruction while IPL was lower than 1A (hex) since the 
most recent machine check exception. 

When a soft error interrupt is the only notification for any memory read error which could cause 
a machine check, the error didn’t cause a machine check for one of the following reasons. 

• The error did not occur on the quadword the Ebox or Ibox requested (Pcache fill error). 

• The Ebox took an interrupt before accessing an instruction or operand which was prefetched 
by the Ibox. (It could be this soft error interrupt.) 

• A prefetched instruction or operand belonged to an instruction following a mispredicted 
branch, so the Ebox never executed the instruction (and it was flushed from the pipeline 
when the branch mispredict was recognized). 

• The Ebox took an exception for a different reason before attempting to use an instruction 
execution dispatch or access an operand prefetched by the Ibox. (The pipeline was flushed 
because of the exception.) 
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Figure 15-10: Cause Parse Tree for Soft Error Interrupts 


SOFT ERROR INTERRUPT 
+ (select all, at least one) 


i S_ICSR<LOCR> 

h K (select all, at least one) 


I S_PCSTS<LOCK> 

+ + (select all, at least one) 

I I 

I | S PCSTS<DPERR> 


S ICSR<DPERR> 


S ICSR<TPERR> 


I none of the above 


S PCSTS<RIGHT BANK> 


S PCSTS<LEFT BANK> 


otherwise 


I S_BCETSTS<LOCK> 
+ 1- (select one) 


I S_BCETSTS<UNCORR> 
-i h (select one) 


S BCETSTS<TS CMD>=DR£AD 


S BCETSTS<TS CMD>«IR£AD 


S BCETSTS<TS CMD>“OREAD 


S BCETSTS<TS CMD>«R I NVAX- 


S BCETSTS<TS CMD>»0 I NVAX 


S BCETSTSCTS CMD>-IPR DEAXXOCATE 


otherwise 


-> VIC (virtual instruction cache) data parity error 
(Section 15.8.1.1) 

-> VIC tag parity error (Section 15.8.1.1) 


-> Inconsistent status (no ICSR error bits set) 
(Section 15.8.1.22) 


-> Pcache data parity error (Section 15.8.1.2) 


-> Pcache tag parity error in right bank 
(Section 15.8.1.2") 

-> Pcache tag parity error in left bank 
(Section 15.8.1.2) 

-> Inconsistent status (no PCSTS error bits set) 
(Section 15.8.1.22) 


I S BCETSTS<TS CMD>-WUNXOCK 


-> Bcache tag store uncorrectable ECC error on D-stream rea 
(Section 15.8.1.3) 

-> Bcache tag* store uncorrectable ECC error on I-stream rea 
(Section 15.8.1.3) 

-> Bcache tag store uncorrectable ECC error on write or 
read-lock (Section 15. 8. 1.3) 

-> Bcache tag store uncorrectable ECC error on write-unlock 
(done only in ETM) (Section 15.8.1.3) 

-> Bcache tag store uncorrectable ECC error on writeback 
request type of NDAX operation (Section 15.8.1.3) 

-> Bcache tag store uncorrectable ECC error on 

writeback-and-invalidate type of NDAX operation (Section 

-> Bcache tag store uncorrectable ECC error on software 
forced deallocate (Section 15.8.1.3) 

-> Inconsistent status (invalid command) 

(Section 15.8.1.22) 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


1 2 

v v 

I I S_BCETSTS<BAD_ADDR> 

I h f (select one) 

I I I 

I | I S_BCETSTS<TS_CMD>«=DREAD 

| | + 

I I I 

| | | S_BCETSTS<TS_CMD>«IREAD 

i | + — z r — 

i i i 

| | | S_BCETSTS<TS_CMD>«OREAD 

| | + 

I I I 

I | IS BCETSTSCTS CMD>«WUNLOCK 


I S_BCETSTS<TS_CMD>«R_INVAL 
+ 

I 

I S_BCETSTS<TS_CMD>«0_INVAL 
+ 

I 

I S_BCETSTS<TS_CMD>=IPR_DEALLOCATE 
H 

i 

I otherwise 


I I otherwise 

I + 

I 

I S_BCETSTS<LOST_ERR> 

+ 

I 

v 

1 


> Bcache tag store addressing error on D-stream read 
(Section 15.8.1.3) 

> Bcache tag store addressing error on I-stream read 
(Section 15.8.1.3) 

> Bcache tag store addressing error on write or 
read-lock (Section 15.8.1.3) 

> Bcache tag store addressing error on write-unlock 
(done only in ETM) (Section 15 .8 . 1 .3) 

•> Bcache tag store addressing error on writeback 
request type of NDAL operation (Section 15.8.1.3) 

■> Bcache tag store addressing error on 

writeback-and-invalidate type of NDAL operation (Section 15. 8.1.3) 

> Bcache tag store addressing error on software 
forced deallocate (Section 15. 8 . 1 . 3) 

■> Inconsistent status (invalid command) 

(Section 15.8.1.22) 

■> Inconsistent status (no BCETSTS error bits set) 

(Section 15.8.1.22) 

■> Lost unrecoverable Bcache tag store error 
(Section 15.8.1.4) 


Figure 15-10 Cont’d on next page 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error interrupts 


I S_BCETSTS<CORR> 

+ + (select one) 

I I 

I I S_BCETSTS<LOCK> 

I + > Lost Bcache tag store correctable error 

I | (Section 15.8.1.6) 

| I otherwise 

I h + (select one) 

I I 

| I S_BCETSTS<TS_CMD>« DREAD 

I + > Bcache tag store correctable ECC error on D-stream read 

I I (Section 15.8.1.5) 

I | S_BCETSTS<TS_CMD>-IREAD 

I + > Bcache tag store correctable ECC error on 1-stream read 

I I (Section 15. 8.1.5) 

I | S_BCETSTS<TS_CMD>-OREAD 

I + > Bcache tag store correctable ECC error on write or 

I I read-lock (Section 15 . 8 . 1 . 5) 

| | S_BCETSTS<TS_CMD>«WUNLOCK 

| +— > Bcache tag store correctable ECC error on write-unlock 

I I (done only in ETM) (Section 15 . 8 .1 . 5) 

I I S_BCETSTS<TS_CMD>=R_INVAL 

! + > Bcache tag store correctable ECC error on writeback 

I I request type of NDAL operation (Section 15 .8 . 1 . 5) 

I I S_BCETSTS<TS_CND>-0_INV&X 

I + > Bcache tag store correctable ECC error on 

I I writeback-and-invalidate type of NDAX operation (Section 

I I S_BCETSTS<TS_CMD>-IPR_DEALLOCATE 

I + > Bcache tag store correctable ECC error on software 

I i forced deallocate (Section 15 . 8 . 1. 5) 

| | otherwise 

I + > Inconsistent status (invalid command) 

I (Section 15.8.1.22) 

v 
1 


Figure 15-10 Cont’d on next page 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


i 

V 

I S_BCEDS TS<CORR> 

+ + {select one) 

I I 

I | S BCEDSTS<LOCK> 

, + 


| otherwise 

+ + (select one) 

I 

I S_BCEDSTS<DR_CMD>«= DREAD 

+ 

I 

| S_BCEDSTS<DR_CMD>-IREAD 
+ 


| S_BCEDSTS<DR_CMD>« WRITEBACK 


I S_BCEDSTS<DR_CMD>=RMW 
+ 


| | otherwise 

I + 

I 

| S_BCEDSTS<LOCK> AND 
I NOT S_PCSTS<PTE_ER> 

-t + (select one) 

I I 

| | S_BCEDSTS<UNCORR> 

I + + (select one) 

I I I 

| | | S_BCEDSTS<DR_CMD>*=DREAD 

| , + 


I S_BCEDSTS<DR_CMD>=IREAD 


| S_BCEDSTS<DR_CMD>“ WRITEBACK 
+ 


I otherwise 
+ 


v 

1 


V 

2 


•> Lost Bcache data RAM correctable error 
(Section 15.8.1.8) 


> Bcache data RAM correctable error on D-stream read 
(Section 15.8.1.7) 

> Bcache data RAM correctable error on I -stream read 
(Section 15.8.1.7) 

> Bcache data RAM correctable error on writeback 
(Section 15.8.1.7) 

> Bcache data RAM correctable error on read-modif y-write 
for write or write-unlock (Section 15 . 8 .1 . 7) 

•> Inconsistent status (invalid command) 

(Section 15.8.1.22) 


■> Bcache data RAM uncorrectable ECC error on D-stream read 
(or Pcache fill for read-lock) (Section 15 . 8 .1 . 9) 

> Bcache data RAM uncorrectable ECC error on I- stream, read 
(Section 15.8.1.9) 

•> Bcache data RAM uncorrectable ECC error on writeback 
(Section 15.8.1.10) 

•> Inconsistent status (all other cases cause hard error 
interrupt) (Section 15.8 .1.22) 


Figure 15-10 Cont’d on next page 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error interrupts 


1 2 

v v 

I | S_BCEDSTS<BAD_ADDR> 

I + + (select one) 

I I I 

| | | S_BCED S T S<DR_CMD >**DR£AD 


I S_BCEDSTS<DR_CMD>“ IREAD 

+ 

I 

| S_BCEDSTS<DR_CMD >-WRI TEBACK 


I 

I otherwise 


1 I otherwise 

I + 

I 

I S_BCEDSTS<LOST_ERR> AND 
| NOT S_PCSTS<PTE_ER> 

+ + 


■> Bcache data RAM addressing error on D-stream read 
(or Pcache fill for read-lock) (Section 15 . 8 . 1 . 9) 

•> Bcache data RAM addressing error on I-stream read 
(Section 15.8.1.9) 

■> Bcache data RAM addressing error on writeback 
(Section 15.8.1.10) 

■> Inconsistent status (all other cases cause hard error 
interrupt) (Section 15 .8 .1 .22) 

■> Inconsistent Status (no error bits set in BCEDSTS) 
(Section 15.8.1.22) 


I | S_NESTS<BADWDATA> OR S_NESTS<LOST_OERR> 

I + > Lost unrecoverable Bcache data RAM error with possible 

I I lost writeback error (Section 15 . 8 .1 . 11) 

| I otherwise 

| + > lost unrecoverable Bcache data RAM error 

I (Section 15.8.1.12) 

| S_CEFSTS<LOCK> AND 
| NOT S_PCSTS<PTE_ER> 

+ f (select one) 


v 

1 


I S_CEFSTS<TIMEOUT> 

+ + (select one) 

I I 

I ( S_CEFSTS<OREAD> 

| H + (select one) 

I I I 

I | | S_CEFSTS<WRIT£> AND 

I | | NOT S_CEFSTS<T0_MB0X> 

| I + + (select one) 


v v 

2 3 


I | S_CEFSTS<REQ_FILL_DONE> 

I H > Inconsistent status (should cause hard error interrupt) 

I I (Section 15.8.1.22) 

I I otherwise 

I + > D-stream NDAL ownership read for Mbox write timeout 

I error before write data merged with fill data (Section 15 

I S_CEFSTS<T0_MB0X> 

+ > D-stream NDAL ownership read timeout error 

I (modify operand or read-lock) (Section 15. 8.1.13) 

I otherwise 

+ > inconsistent status (either WRITE or TO_MBOX, but not bo 1 

should be set) (Section 15.8.1.22) 


Figure 15-10 Cont’d on next page 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


12 3 


V V V 

I I I otherwise 

I I + + (select one) 

I I I 

| | I £_CEFSTS<IREAD> 

| I + > I-stream NDAL read timeout error (Section 15.8.1.13) 


I S CEFSTS<TO_MBOX> 


I otherwise 


I S_CEF ST S<RDE> 

+ 1- (select one) 

I i 

| | S_CEFSTS<OR£AD> 

I + + (select one) 

I I I 

I I I S_CEFSTS<WRITE> 

! | I AND NOT S_CEF STS<TO_MBOX> 

| | + + (select one) 


> D-stream NDAL read timeout error (read only operand) 
(Section 15.8.1.13) 

■> Inconsistent status (TO_MBOX should be set) 

(Section 15.8.1.22) 


I | S_CEFSTS<R£Q_FILL_DONE> 

| + 

I I 

] | otherwise 

I + 

• 

I S_CEFSTS<TO MB0X> 


otherwise 


| otherwise 
+ + (select one) 


■> Inconsistent status (should cause hard error interrupt) 

(Section 15.8.1.22) 

•> D-stream NDAL ownership read for Mdox write read data 

error before write data merged with fill data (Section 15 . 8 . 1 . 14 ) 

■> D-stream NDAL ownership read read data error 

(modify operand or read-lock.) (Section 15 . 8 . 1 . 14) 

■> Inconsistent status (either WRITE or TO_MBOX, but not both, 
should be set) (Section 15.8 .1.22) 


I I S_CEFSTS<IR£AD> 

| + 

I I 

I I S_CEFSTS<TO_MBOX> 

| + 

I I 

I I otherwise 

I + 

I 

| otherwise 

+ 


I S_CEFSTS<LOST_ERR> AND 
| NOT S_PCSTS<PTE_ER> 

+ 

I 

v 

1 


•> I-stream NDAL read read data error 
(Section 15.8.1.14) 

•> D-stream NDAL read read data error (read only operand) 
(Section 15.8.1.14) 

•> Inconsistent status (T0_MB0X should be set) 

(Section 15.8.1.22) 

■> Inconsistent status (either CEFSTS<RDE> or CEFSTS<TIMEODT> 
should be set or, if CEFSTS<UNEXPECT£D_FILL> is set, it 
should cause a hard error interrupt) (Section 15.8.1.22) 


> Lost Bcache fill error 
(Section 15.8.1.15) 


Figure 15-10 Cont’d on next page 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


i 

V 

I S_N£STS<NOACK> AND 
I NOT S_PCSTS<PTE_ER> 

+ y (select one) 

I I 

I I S_NEOCMD<CMD>-IREAD 

| + 

I I 

I | S_NEOCMXCMD>» DREAD 

| + 

I I 

I | S_NEOCMD<CMD>-OREAD 

| + 

I I 

I | S_NEOCMD<CMD>«WRITE or WDISOWN 
| + 

I I 

I I otherwise 

I + 

I 

I S_NEST5<L0ST_0ERR> AND 
I NOT S_PCSTS<PTE_ER> 

+ 


I S_BCEDS TS <L0CK> AND 
I S_PCSTS<PTE_ER> 1 
+ + (select one) 

I ! 

I I S_BCEDSTS<UNCORR> 

I + + (select one) 

I I I 

[ | | S_BCEDSTS<DR_CMD>-DREAD 


I | | S_BC£DSTS<DR_CMD>- IREAD 

I | + Y (select one) 

I I I I 

I | | | S_BCEDSTS<LOST_ERR> 

| | | + 

III! 

I | | | otherwise 

I I I + 

I I I 

V V V 

12 3 


■> Unacknowledged I-stream NDAL read (Section 15 . 8 . 1 . 16) 


•> Unacknowledged D- stream NDAL read (read only operand) 
(Section 15.8.1.16) 

•> Unacknowledged D- stream NDAL read (modify operand or re; 
(Section 15.8.1.16) 

■> Inconsistent status (should cause hard error interrupt) 
(Section 15.8.1.22) 

•> Inconsistent status (invalid command in NEOCMD<CMD>) 
(Section 15.8.1.22) 


■> Lost NDAL output error (Section 15. 8. 1.17) 


> Bcache data RAM uncorrectSble EC C error on PTE read 
(Section 15.8.1.18.1) 


> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■> Bcache data RAM uncorrectable ECC error on I-stream reac 
(Section 15.8.1.9) 


Figure 15-10 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.8.1.22). Some of the outcomes 
indicate a potential soft error interrupt cause which is not a potential PTE read error cause. These errors should be 
treated separately. 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


i 




V 

1 


S_BCEDSTS<DR_CMD>«WRI TEBACK 
— + (select one) 

I 

I S_BCEDSTS<LOST_ERR> 

+ 

I 

| otherwise 

+ — 

otherwise 

I + 

I 

I S_BCEDSTS<BAD_ADDR> 

+ + (select one) 

I I 

I | S_BCED S T S<DR_CMD >« D READ 

| + 

I I 

| | S_BCEDSTS<DR_CMD >= I READ 

I + + (select one) 

I I I 

I | | S_BCEDSTS<LOST_ERR> 

| | + 

I I I 

| I I otherwise 

I | + 

I I 

I I S_BCEDSTS<DR_CMD>**WRI TEBACK 

| + + (select one) 

I I I 

I | | S_BCEDSTS<LOST_ERR> 

I | + 

I I I 

| | | otherwise 

I | + 

I I 

I I otherwise 

I + 

I 

i otherwise 



> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

> Bcache data RAM uncorrectable ECC error on writeback 
(Section 15.8.1.10) 

> Inconsistent status (all other cases cause hard error 
interrupt) (Section 15.8 .1.22) 


■> Bcache data RAM addressing error on PTE read 
(Section 15.8.1.18.1) 


> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

•> Bcache data RAM addressing error on I-strearo read 
(Section 15.8.1.9) 


> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

> Bcache data RAM addressing error on writeback 
(Section 15.8.1.10) 

> Inconsistent status (all other cases cause hard error 
interrupt) (Section 15 . 8 .1 .22) 

■> Inconsistent Status (no error bits set in BCEDSTS) 
(Section 15.8.1.22) 


Figure 15-10 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.8.1.22). Some of the outcomes 
indicate a potential soft error interrupt cause which is not a potential PTE read error cause. These errors should be 
treated separately. 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


i 

V 

I S_CEFSTS<LOCK> AND 
I S_PCSTS<PTE_ER> 1 

+-■ 1- (select one) 

I I 

I | S_CEFSTS<TIMEOUT> 

I + + (select one) 

I I I 

| | | S_CEFSTS<OREAD> 

I I + + (select one) 

I I I I 

| I | | S_CEFSTS<WRITE> AND 

| I | I NOT S_CEFSTS<TO_MBOX> 

| I I + + (select one) 

I I I I I 

| | 1 I | S_CEFSTS<REQ_FIU;_DONE> 


I otherwise 

H h (select one) 

I 

| S_CEFSTS<LOST_ERR> 


I I otherwise 

I + 

I 

I S_C£FSTS<T0_MB0X> 

+ + (select one) 

I I 

| | £ CEFSTSCLOST_ERR> 


I I I otherwise 

I ! + 

I I 

| | otherwise 

I + 

I 

| otherwise 
+ + (select one) 

I 

I S_CEFSTS<IR£AD> 

+ + (select one) 

I I 

I | S_CEFSTS<LOST_ERR> 

I + 

I I 

| | otherwise 

I + 

I 

| S_CEFSTS<TO_MBOX> 


| | | otherwise 

, | + 

I I 

v v 

1 2 


> Inconsistent status (should cause hard error interrupt) 
(Section 15.8.1.22) 


— > Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

•-> D-stream NDA1 ownership read for Mbox write timeout 

error before write data merged with fill data (Section 1 


■> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■> D-stream NDAL ownership read timeout error 

(modify operand or read-lock) (Section 15 . 8 . 1 . 13 ) 

■> Inconsistent status (either WRITE or TO_MBOX, but not b 
should be set) (Section 15.8.1.22) 


■> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■> I-stream NDA1 read timeout error (Section 15.8.1.13) 


•> D-stream NDAL read timeout error (PTE read) 
(Section 15.8.1.18.2) 

■> Inconsistent status (TO_MBOX should be set) 
(Section 15.8.1.22) 


Figure 15-10 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.8.1.22). Some of the outcomes 
indicate a potential soft error interrupt cause which is not a potential PTE read error cause. These errors should b« 
treated separately. 
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Figure 19-2: Internal Scan Register Operation Timing 
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Note that the initial packets of 1SR data contain data from before the load event from the last 
bit on the chain. After one or two samples, this data is all valid sampled data. The bits from the 
scan chain are serial-to-parallel converted as shown in Table 19—3. Note that for ISR1, 9 bits are 
always visible. Every third NVAX cycle, they shift up by three bit positions. 


Table 19-3: Serial to Parallel Conversion of Scan Data 


PP.DAIAH Bit 


Bit from Scan Chain 


ISR1 PP_DAIA<5> 

PP_DAIA_H<4> 

PP_DATA_H<3> 

PPJDATA_H<8:6> 

PP_DATA_H<11:9> 


Most recently received bit 

Second most recently received bit 

Third most recently received bit 

Last PP_DATA_H<5:3> (from 3 NVAX cycles 

Last PPJDAIA_H<8r6> (from 3 NVAX cycles 


ago) 

ago) 


ISR2 PP_DATA_H<2> 
PP_DATA_H<1> 
PP_DATA_H<0> 


Most recently received bit 
Second most recently received bit 
Least recently received bit 
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Observe MAB 

For full speed MAB observation, an internal clock is provided which will allow synchronous 
capture by a DAS in any debug environment. Figure 19—3 shows the the self-relative timing 
during Observe MAB mode. 

Figure 19-3: Self Relative Timing in Observe MAB Mode 


P?_DATA<10 : 0> 

PP DATA< 1 1 > 
(NVAX PHI 2) 


1 NVAX cycle 
H 


x>c 


50000C 


DOCOCC 


^oooocn 


777A\\\ 
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Force MAB 

During Force MAB mode an internal 11 bit counter forces address on the microaddress bus. The 
counter is initialized internally by the Ebox. It gets incremented each time FORCE MAB mode 
is entered, thus allowing it to go through all control store addresses. Refer to the testability 
sections of Micro-Sequencer chapter for further details of Force MAB operation. 

Observe Box Signals 

The timing for observing internal signals from boxes follows the basic pattern as that for observing 
MAB. Note that PP_DATA_H<11> may be used for observing box-specific signal. Details of the 
signals observed may be found in the testability section of each box chapter. 


19.5 Test Pads 

This port consists of strategic internal nodes brought out to top level of metal in the form of 
3x3 micron test pads. These pads will be accessed by probes during chip debug and wafer probe 
manufacturing tests. The access may primarily provide observability of these nodes, however, con- 
trollability may also be provided where appropriate. See the testability sections in box chapters 
for the list of nodes brought out on the top metal layer. 


19.6 System Port 

This is simply the normal system I/O of the chip. It is identified as a test access port because of 
two reason: 

• It is used to provide the read/write access to testability features via the VAX architecture’s 
MFPR and MTPR instructions. 
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• It provides the natural resource for testing the chip via the macro-code based tests. 

See the individual box chapters for the list of specific architectural features provided. 

1 9.7 Serial P-cache Port 

Instruction stream data may be serially loaded into the P-cache by supplying data on the TEST_ 
DATA_H pin and strobing it with the TESTJ3TR0BEJH pin. Chip microcode collects the bit- 
serial data, packs it into longwords, and writes the longwords into the P-cache. After loading the 
P-cache, the microcode passes control to the first MACRO instruction in P-cache. 

The serial load follows this flow: 

• TEST_STROBE_H is de-asserted while ASYNCH_RESET_L is asserted. TEST_STROBE_H 
is normally pulled up through on-chip resistors. 

• When AS YNCH_RE SET_L is de-asserted, the on-chip power-up microcode enters the special 
bum-in flow. 

• When MCHK_H is asserted, TEST_STROBE_H should be de-asserted. The chip is now ready 
to receive serial data input. 

• The first bit of instruction stream data should be placed on TEST_DATA_H, Then TEST_ 
STROBE_H should be asserted. 

• TEST_STROBE_H should then be de-asserted. TE ST_D ATA_H can change on the same edge 
as the TEST_STROBE de-assertion. 

• TEST_STROBE_H may transition at a maximum rate of 1/10 the internal chip clock fre- 
quency. There is no minimum rate. 

• 32K bits of instruction stream data must be loaded into cache. At this time, MCHK_H will be 
de-asserted, signifying the cache load is complete. The chip then jumps to the first location 
in P-cache, attempting to execute an instruction at that location. 

It is difficult to achieve high test coverage in the the burn-in and life-test environments due to 
limited test pattern bandwidth and the difficulty in synchronizing test equipment to the NVAX 
chip. Using this serial port, buro-in and life-test programs can load the real "test program" into 
P-cache, where the chip can perform a self-test. 

This scheme minimizes test pattern bandwidth, allows for asynchronous transmission of the serial 
data, provides a means to stimulate multiple chips under test which are running asynchronously, 
and supplies a means to achieve high test coverage. 


19.8 IEEE 1149.1 (JTAG) Serial Test Port 

The Serial Test Port is a 4-pin test access interface based on IEEE 1149.1 standard. (See [2], [31.) 
In NVAX it is used for accessing and controlling the boundary scan register. The port supports 
EXTEST, SAMPLE and BYPASS instructions. 
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Figure 19-4: Serial Port Timing 



The block diagram of the port logic together with the boundary scan register is shown in 
Figure 19-5. The port logic shown represents all the logic used in the definition of Common 
Tfest Interface (see [2]). It consists of the four-wire Test Access Port (TAP), a TAP controller, an 
instruction register (IR) and a bypass register (BPR). 

The four pins in test access port are TDI_H, TDO_H, TMS_H, and TCK_H. These pins conform 
to all requirements of the standard. The port also uses PP_CMD_H< 0 > pin as pseudo-TRSTJL 
pin. When asserted low, this pin resets the JTAG test logic. See Section 19.8.5 for more details. 

The TAP Controller is a state machine which interprets IEEE 1149.1 protocols received on TMS 
line and generates appropriate clocks and control signals for the testability features under its 
jurisdiction. 
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Figure 19-5: IEEE 1149.1 Serial Port (the Basic CTI) 
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TDI H 


TMS_H 
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The Instruction Register resides on a scan path. Its contents are interpreted as test instructions 
and are used to select the testability inodes and features. 

The Bypass Register is a one bit shift register which provides a single-bit serial connection through 
the port (chip) when no other test path is selected. 

19.8.1 TAP Controller State Machine 

The TAP Controller is a synchronous finite-state state machine that interprets IEEE 1149.1 
protocols received on TMS line. The state transitions in the controller are caused by the TMS 
signal on the rising edge of TCK. In each state, the controller generates appropriate docks and 
control signals that control the operation of the testability features. Appropriate actions of the 
testability features are initiated on the rising edge of TCK following the entry into a state. 

The TAP controller states provide the four basic actions required for testing: transportation of 
test data (Shift), stimulus application (Update), test execution (Run-Test), and response capture 
(Capture). Test data are transported generally in the beginning and at the end of a test. 

The state diagram for the TAP controller is shown in Figure 19-6. The TAP controller causes 
appropriate actions to occur only in the testability features selected by the current instruction in 
the instruction register. All other testability features maintain status quo. Status quo means that 
the registers either retain their previous state or continue to operate in their previously selected 
mode. 


DIGITAL CONFIDENTIAL 


Testability Micro-Architecture 19-9 









NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


A Scan Sequence begins with entry into the Capture State and end with the exit from the Update 
State. The Scan Sequence entered from Select-DR-Scan controls the instruction register, and 
the one entered from Select-DR-Scan controls the testability feature selected by the instruction 
register. The actions caused by the states in the two scan sequences are identical. The following 
is the brief description of each state. 

Figure 19-6: TAP Controller State Machine 


Values Shown are TMS 



• Test-Logic-Reset: This state disables the test logic. The chip performs normal system 
operation. Testability features are either inactive or are performing normal system operation. 
The TAP controller is forced into this state at power-up and it continues to remain in this 
state as long as TMS is held high. 

* Run-Test/Idle: This is a combined controller state between scan operations when the test 
logic is either idle or a particular test is running. 

For example, upon entry into this state, an internal test (such as self-test or macrocode 
test involving data reducers etc.) selected by the current instruction is executed. All other 
testability features (not involved in the current test) maintain status quo. 
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• Select-DR-Scan: This is a temporary controller state in which all test registers (instruction 
register as well as testability features) maintain status quo. If TMS is held low when the 
controller is in this state, then a scan sequence for the selected test feature is initiated. 

• Select-QL-Scan: This is a temporary controller state in which all test registers maintain 
status quo. If TMS is held low when the controller is in this state, then a scan sequence for 
the Instruction Register is initiated. 

• Capture: In this controller state, the chip data is parallel loaded into the selected test 
register (Instruction Register or testability feature). This is the state in which the observe 
action takes place. 

• Shift: In this state the selected test register shifts data one stage towards its serial output 
on each rising edge of TCK. 

• Exitl: This is a temporary controller state where all test registers maintain status quo. 

• Pause: This controller state allows shifting of the selected test register to be temporarily 
halted. All test registers maintain status quo. 

• Exit2: This is a temporary controller state. All test registers maintain status quo. 

• Update: The selected test register updates its outputs by transferring data from the shifter- 
stage into parallel output stage. This update action is initiated on the first falling edge of 
TCK upon entry into the state. All other registers maintain status quo. 

19.8.2 Instruction Register 

The JTAG Instruction Register on NVAX CPU consists of 2 bits. The two bits are interpreted as 

per Table 19-4 to select and control the operation of boundary scan register. During Caoture-IR 

state, the shift register stage of IR is loaded with data *01’. This automatic load feature is useful 

for testing the integrity of the JTAG scan chain on module. 


Table 19-4: Instruction Register 


IR< 1.-0 > 

Test Register Selected 

Test Instruction/ Operation 

00 

Boundary Scan Register 

extest. Also forces reset to internal chip logic. 

01 

Boundary Scan Register 

SAMPLE 

10 

Bypass Register 

BYPASS 

11 

Bypass Register 

bypass. Default 


A cell used in the instruction register is shown in Figure 19—7. The ir_cell operations are con- 
trolled by m_CAPTURE_H, IR_SHEFT_Cl, IR_SHIFT_C2, ER_UPDATE_H and ER_RESET_L signals. These 
signals are described later. 
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Figure 19-7: JTAG Instruction Register Cell 



19.8.3 Bypass Register 

The bypass register provides a one bit scan route though the NVAX chip during a scan-shift 
operations. It provides a means for effectively bypassing the NVAX CPU chip’s test logic during 
testing at module and system levels. 

When the bypass register is selected, a CAPTUKE-DR controller state loads a ’0’ in the bypass 
register. When the JTAG instruction selects the Bypass operation. Bypass register is selected for 
the scan operation. 

19.8.4 Control Dispatch Logic 

Dispatch logic generates signals to control operations of JTAG circuitry, including the the instruc- 
tion register and the driver on TDO_H pin. It decodes the current instruction in the IR and the 
current TAP controller state information and dispatches the control signals to the bypass and 
boundary scan registers. The control signals dispatched are described below.. 

Dispatch to Boundary Scan Register 

• BSR_EXTEST_H: Asserted high when the instruction selects EXTEST instruction. This allows 
boundary scan cells to drive data on output and I/O pins. BSR_EXTEST_H also forces an 
internal reset to chip logic. This makes chip’s internal logic insensitive to test patterns used 
for interconenction test. 

• BSR_C APTURE_H : The signal is asserted when TAP controller enters the CAPTURE-DR state 
and deasserted when the TAP Controller exits CAPTURE-DR state. The signal causes data 
to be observed into the boundary scan register, 

• BSR_SHIFT_C l : Issues a pulse with the falling edge of TCK_H during CAPTURE-DR and 
SHIFT-DR states. 

• BSR_SHIFT_C2: Unconditionally issues a pulse with each rising edge of TCK_H. 

• BSR_UPDATE_H: Issues a pulse with the falling edge of TCK_H during UPDATE-DR state. 
This pulse loads new data into the parallel output latch in mdjbceUs described later. 
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Dispatch to Bypass Register 

Dispatch to Bypass Register consists of BSR_CAPTURE_H, BSR_SHBPT_C1, and BSR_SB3FT_C2 sig- 
nals. Note that these are subset of signals dispatched to the boundary scan register. 

Dispatch to Instruction Register 

• m_CAPTURJE_H: The signal is asserted when TAP controller enters the CAPTURE-IR state 
and deasserted when the TAP Controller exits CAPTURE-IR state. The signal causes status 
data COD to be observed into IR, 

• m_SHIFT_Cl: Issues a pulse with the falling edge ofTCKJEt during CAPTURE-IR and SEUFT- 
IR state. 

• ER_SH1FT_C2: Unconditionally issues a shift pulse with each rising edge of TCK_H. 

Note that the data shifts from the most significant bit to least significant bit. The least 
significant bit is at TDOJEL 

• nt_UPDATE_H: Issues a pulse with the falling edge of TCK_H during UPDATE-IR state. This 
pulse loads new instruction into the parallel output latches of IR. 

• m_RESET_L: This signal initializes the instruction registers output latches. When asserted 
low, all IR output latches are set high to force BYPASS instruction. IR_RESET_L is asserted low 
when the TAP Controller enters the Test-Logic-Reset state. 

Dispatch to TDO Multiplexers and Driver 

Multiplexer control is dispatched by decoding the instruction register as per Table 19—4. ENABLE. 
TDO.H is generated as follows. 

• ENABLE_TDO_H : This signal is asserted high when the TAP controller is in SHIFT-IR or 
SHIFT-DR states. The signal enables TDO_H pin driver whenever a shift operation is in 
progress and keeps it disabled all other times. 

Figure 19-8 and Figure 19-9 show the timing diagram of the signals dispatched by the Control 
Dispatch Logic and the behavior of the Boundaxy Scan Register and the Instruction Register 
during the IR-Scan and DR-Scan sequences. 

Notice that the implementation must meet the standard’s requirement that the changes on TDO_ 
H occur with falling edge of TCK_H signal. In NVAX CPU this requirement is met by including a 
timing latch at the TDO JH pin. The latch opens when the TCKJH is low and closes when TCK_H 
is high. 
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1 9.8.5 Initialization 

The TAP Controller and the Instruction Register’s output latches are initialized by PP_CMD_ 
H<0>. When PP_CMD_H<0> pin is asserted low, the TAP controller is forced to enter the 
Ttest-Logic-Rest state and the IR is forced to BYPASS instruction. 

During Test-Logic-Reset state, all JTAG logic, including boundary scan register, is in inactive 
state. That is, the chip performs normal system functions. The boundary scan logic is set to a 
passive sample (observe) mode. TAP controller leaves this state only when a JTAG test operation 
is desired and appropriate sequence is sent on TMS_H and TCK_H pins. 

NOTE 

Note that PP_CMD_H< 0 > pin on NVAX CPU acts like a pseudo-TRST_L pin. Since 
this pin is internally pulled-up, a system designer must make provision to assert 
the pin low, at least during the power-up operation. This will keep all JTAG 
circuits inactive and allow system to wake up normally in system mode. 

19.9 Boundary Scan Registers 

The NVAX CPU chip’s boundary scan register primarily facilitates interconnection test on module 
during module manufacturing and field service. Uses during other life cycle testing phases may 
also be possible. 

The boundary scan register is a single shift register formed by boundary scan cells placed at most 
of the chip’s signal pins. The register is accessed via the JTAG prat’s TDI_H and TDO_H pins. 
Its operation is controlled by the control dispatch received from the JTAG Port. 

19.9.1 Boundary Scan Register Ceils 

The NVAX chip uses four main types of boundary scan cells. 


in__bcell: Used on input-only pins. Figure 19-10 shows the block diagram. The bcell basically 
consists of 1-bit shift register. The cell supports Sample and Shift functions. The cell is used at 
input-only pins. 

OUt_bcell: Used on output-only pins. Figure 19-11 show the block diagram. Besides the shift 
register, the cell has an output multiplexer. The cell supports the following functions: Sample, 
Shift, Drive outputs. The cell is used at miscellaneous output-only pins. 

io_bcell: Used on bi-directional pins. Figure 19-12 show the block diagram. The cell is identical 
to the out_bcell cell except that it captures test data from the incoming data line. The cell supports 
Sample, Shift, Drive output functions. It is used at all I/O pins. 
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md_bcell: Used on certain special pins and internal signals. For example, this cell is used on 
TS_WE_L, TS_OE_L, DR_WE_L, DR_OE_L pins and on internal driver enable signals for bi- 
directional busses. Figure 19-13 show the block diagram of an md.bcell. The cell builds upon the 
out_bcell. It has a third output latch which holds data at output steady while a shift operation 
is in progress. The cell supports Sample, Shift, Drive output, and Hold output functions. 

Figure 19-10: injacell Boundary Scan Cell 



Figure 19-11: out_bceli Boundary Scan Ceii 
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Figure 19-12: io_bcell Boundary Scan Cell 



Figure 19-13: md_bceil Boundary Scan Cel! 



NOTE 

Caution: In NVAX CPU chip, when Boundary Scan Register is shifting data in EXTEST 
mode (that is, when bsr_extest_h is asserted) the shifting of data is transferred to the 
pins and is visible to the other components connected to the pins. 

Since the back-up cache interface pins are connected to RAMs which do not have bound- 
ary scan on them, the protection is provided by extra logic in the bcells on R/W bits. 
This is explained later. 
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19.9.2 Boundary Scan Register Organization 

The boundary scan register on NVAX CPU chip is 243 bits long. Table 19—5 lists all the signal 
pins and the associated boundary scan register cell type. Hie pins are hsted in the order of 
their connection from TDI_H pin to to TDOJH pin. Thus, cell on the internal signal on signal 
C_PAD_N %NDAL_OUT_DRV_H is closest to TDI_H pin and the cell on pin CH3P_3D_H<11> is 
farthest from the TDI_H pin. In an entry with more than one pin, the cell on the first pin is closer 
to the TDI_pin. On-chip fuses provide a means to program each die with a unique ID number 
which can be used to trace a packaged part back to the lot, wafer, and die location of origin for 
yield analysis. Although it is not part of the chip boundary, the twelve bit CHDP_ID_H<11> is 
connected to boundary scan chain so that the ID can be easily accessed through the JTAG port. 


Table 19-5: Boundary Scan Register Organization 


BSR Cell 

Signal Name Count Pin type Type 


C_PAD_N%NDAL_OUT_DRV_H 

1 

Int signal 

md_bcell 

NDAL_H< 32:63 > 

32 

I/O, tri, 4 pts 

io_bcell 

OSC_H, OSC_L 

2 

In 

none 

OSCJTESTH 

1 

In 

none 

OSC_TCl_H, OSC_TC2_H 

2 

In 

none 

PHI12_OUT_ir, PHI23_OUT_H 

2 

Out, ID, 4R 

none 

PHI41_OUT_H, PHI34_OUT_H 

2 

,Out, ID, 4R 

none 

SYS_RESET_L 

1 

w Out 

md_bcell 

async_reset_l 

1 

In, ID, 3R 

in_bcell 

DISABLE_OUT_L 

1 

In, ID, 3R 

in_bcell 

TEST_STROBE_H 

1 

In, ptp 

in_h^ell 

TEST_DATA_H 

1 

In, ptp 

in_bcell 

IRQ_L< 0:3 > 

4 

In, Op dr, 3D, 1R 

in_bcell 

H_ERR_L, S_ERR_L 

2 

In, Op dr, 3D, 1R 

in_bcell 

INT_TIM_L 

1 

In, ptp 

in_bcell 

PWRFL_L, HALT.L 

2 

In, ptp 

in_bcell 

MACHINE_CHECK_H 

1 

Out, ptp 

out_bcell 

TEMP_H 

1 

Out 

none 

PP_CMD_H< 0:2 > 

3 

In, pull-up 

none 

PP_DATA_H< 0:11 > 

12 

Out 

none 

TS_TAG_H< 17:31 > 

15 

I/O, tri 7 pts 

io_bcell 

TS_ECC_H< 0:5 > 

6 

I/O, tri 7 pts 

io_bcell 

TS_OWNED_H, TS_VALID_H 

2 

I/O, tri, 7 pts 

io_bcell 

C_PAD_T%EN_TS_DRV_H 

1 

Int. signal 

md_bcell 

TS_INDEX_H< 5:20 > 

16 

Out, 6 pts 

out_bcell 


Remarks 
Int Signal 


Int signal 


DIGITAL CONFIDENTIAL 


Testability Micro-Architecture 19—19 




NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Table 19-5 (Cont.): Boundary Scan Register Organization 


Signal Name 

Count 

Pin type 

BSR Cell 
Type 

Remarks 

TS_OE_L, TS_WE_L 

2 

Out, 6 pts 

mdjacell 


DR_INDEX_H< 3:20 > 

18 

Out, 8 pts 

out_bcell 


DR_OE_L, DR_WE_L 

2 

Out, 8 pts 

md_bcell 


C_PAD_D%EN_DR_DRV_H 

1 

Internal sig 

md_bcell 

Int Signal 

DR_DATA_H< 0:23 > 

24 

I/O, tri, 19 pts 

io_bcell 


DR_ECC_H< 0:7 > 

8 

I/O, tri, 19 pts 

io_bcell 


DRJDATA_H< 24:63> 

40 

I/O, tri, 19 pts 

io_bcell 


CPU_WB_ONLY_L 

1 

In, Op dr 

injbcell 


ACKL 

1 

I/O, Op dr, 4 pts 

io_bcell 


CPU_SUPRESS_L 

1 

Out, ptp 

outjocell 


CPU_HOLD_L 

1 

Out, ptp 

out_bcell 


CPU_REq_L 

1 

Out, ptp 

out_bcell 


CPU_GRANT_L 

1 

In, ptp 

in_bcell 


CMD_H< 0:3 > 

4 

I/O, tri, 4 pts 

io_bcell 


ID_H< 0:2 > 

3 

I/O, tri, 4 pts 

io_bcell 


PARITY_H< 0:2 > 

3 

I/O, tri, 4 pts 

io_bcell 


NDAL_H< 0:31 > 

32 

I/O, tri, 4 pts ' 

io_bcell 


CHIP_ID_H<0:11> 

12 

Int signal 

in_bcell 

Int Signal 

PHI12_IN_H, PHI23_IN_H 

2 

In, ID, 4R 

none 


PHI41_IN_H, PHI34_IN_H 

2 

In, ID, 4R 

none 


TMS_H 

1 

In, pull-up 

none 


TCK_H 

1 

In, pull-down 

none 


TDO_H 

1 

Out, tri, 2D 

none 


TDI_H 

1 

In, ptp, pull-up 

none 



Some of the boundary scan register cells in NVAX are grouped together to form sections. A section 
is simply a collection of pins that are identical in nature and have identical boundary scan cells 
on them. A section is generally controlled and operated identically during certain test modes. 
The pins in a section may also be logically related and may be located physically together. Some 
such sections are described below. 

BSR at TAG Store Interface 

The boundary scan register at TAG Store interface consists of 4 sections: WE/OE bits, a driver 
enable bit on C_PAD_T%EN_TS_DRV_H signal, 23 data bits (tag, ECC and own), and 16 address 
(index) bits. Figure 19—14 shows the block diagram. The boundary scan cell type used in each 
segment is listed in Table 19—5. ( The figure does not show the actual order of connection.) 
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The following are some specific requirements. 

WE/OE Bits: The WE/OE Bits use md_bcells with additional logic to allow proper operation of 
RAMs during interconnection testing. When bsr_extest_h is asserted, the test data is injected on 
pins is as follows: 

• TS_WE_L bit: Data injected is the logical OR of the value stored in the md_bcelTs output 
latch and the complement of bsr_update_h signal. 

• TS_OE_L bit: Data injected is the logical OR of the value stored in the mdJbceU’s output 
latch and the complement of bsr_capture_h signal. 

Idea is to assert these two signals appropriately in a non-overlapping manner and only when the 
boundary scan is not shifting the data. This enhancement allows the test operation to meet the 
timing constraints in accessing RAMs. (See reference [4].) It also protects RAM interface from 
the shifting data pattern. 

BSR at Data RAM Interface 

The BSR section at Data RAM interface also consists of 4 segments: WE/OE bits, a driver enable 
bit on C_PAD_D%EN_DR_DRV_H ) signal, 72 Data bits, and 18 Index bits. The block diagram and 
operation of BSR at Data RAM interface are exactly same as the BSR at TAG Store interface. 

BSR at NDAL interface 

The BSR section at NDAL data interface has a driver enable bit on the internal signal C_PAD_ 
N%NDAL_OUT_DRV_H. It allows the drivers on bi-directional NDAL pins to be controlled by JTAG 
during testing. 
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19.10 Internal Scan Register and LFSR Reducer 

NVAX CPU chip has several internal nodes observable via internal scan registers. This observ- 
ability facilitates chip debug. Some internal scan register sections turned into LFSR Reducers to 
enhance fault coverage and reduce test vectors during chip manufacturing tests. 


19.10.1 Internal Scan Register Cells 

Figure 19-15 shows the block diagrams of two types of cells used in NVAX. ISR cell is used for 
Scan-only registers and ISL is used for implementing Scan-cum-LFSR registers. 

Figure 19-15: Cells for Internal Scan Registers 


pi 



pi 



ISR Cell ISL C e 1 1 

Cell for Scan-only Register Cell for Scan-cum-LFSR Register 


Figure 19—16 shows how an LFSR is constructed by using ISL cells and an ISR. The ISR cell used 
in the left-most bit position represents a dummy bit. The cell provides the multiplexer function 
required to enable feedback during LFSR operation. (Note that this cell can be replaced by an 
ordinary multiplexer. The feedback taps for the LFSRs are based on primitive characteristic 
polynomial. (The actual taps used will be documented in respective box chapters when LFSR 
size and other constraints are known.) 

Internal Scan register’s operations are controlled by internal NVAX clocks and by two signals 
received from the parallel port as follows: 

— PHI_ 4 _H and PHI_ 2 _H are internal NVAX clocks. The PHI_4_H loads the master and PHIJ2_H 
loads the slave. 
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Figure 19-16: An ISR section turned into LFSR 


Pl<n> P!<n-1> 


Pl<0> 



— When lSR_LOAD_H is asserted high the master latches in ISR and ISL cells capture/observe 
data from internal signals. When ISR_LOAD_H is asserted low the internal scan register 
shifts data. Note that the shift occurs independent of assertion on ISR_LFSR_H. ISR_LOAD_H 
is latched in phase PHI_3 before using it to control the ISRs. 

— When both ISR_LFSR_H and ISR_LOAD_H are asserted high, the internal scan register sections 
containing ISL cells operate as LFSRs to and compress data. ISR_LFSR_H is a;so latched in 
phase PHI_3 before using it to control the internal LFSRs. 

19.10.2 Internal Scan Register Organization 

The Internal Scan Registers are divided into 2 groups: ISR1 and ISR2. The ISR1 consists of the 
scan register on the control store. It is used for patching the control store as well as reading out 
the control store during testing. 

ISR2 consists of all the other internal scan registers. Specific nodes included on the internal scan 
registers are listed in individual box chapters under their testability sections. The individual box 
scan registers are chained together, and are shifted out in the following order: Ibox, Ebox, Mbox, 
Cbox. 

Both ISR1 and ISR2 operate at the internal clock rate. However, they are read out at the parallel 
port at NDAL clock rate. See Section 19.4.1 for details of ISR1 and ISR2 operation. 


19.11 Output Pin Tri-state Control 

NVAX CPU chip has a dedicated pin disable_out_l. When asserted low, the CPU chip tri-states 
output drivers on all output-only and bi-directional pins, except those listed below. When asserted, 
the pin also forces internally a reset to the NVAX CPU chip. 
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The only exceptions are the TDO_H pin and NDAL clock output pins which are not tristated by 
the disable_out_l pin. Not tristating clock output pins has been approved by the stage- 1 module 
test engineers. 

Leaving out the TDO__H pin allows the JTAG circuits to operate while chip tristate is in effect. 
This affords additional flexibility for the module manufacturing test. For example, during the 
interconnection test, the NVAX outputs may be allowed to drive only during the CAPTURE-DR 
state and kept in tristate in all other states. This can eliminates the effect of shifting patterns, 
as well as drastically reduces the duration of time for which the drivers may see an interconnect 
short fault. 

The single pin tristate function is used only during testing. 

Note that the drivers on bi-directional I/O pins are also tristated by internal Cbox logic during 
RESET and by the boundary scan register during the interconnection test (EXTEST mode).. The 
order of precedence is as follows: DISABLE_OUT_L, Boundary scan register, and the Cbox logic. 

19.12 Operating Speed of Test Logic 

The IEEE 1149.1 Port and the boundary scan register are designed to be operable in the range 
0 to 10 MHz at least. Internal scan registers operate at internal clock rate. A higher speed of 
10 MHz (instead of 5 MHz) has been set to make the boundary scan register usable during the 
wafer probe testing. 


NOTE 

The JTAG circuitry design must account for the fact that TCK_H will not be driven in 
the running system. 
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Table 19-5: 

Revision History 


Who 

When 

Description of change 

Dilip Bhavsar 

06-Mar-1989 

Release for external review. 

Dilip Bhavsar 
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Dilip Bhavsar 

15-Jan-1990 

3rd Release. 

Dilip Bhavsar 

16-Mar-1990 

Spec error in WE and OE bcells corrected. 

Dilip Bhavsar 

21-May- 1990 

(3.2) bcell on SYS_REST pin changed to md_bcell. IR and speed spec 
updated. Clock tristating removed. Serial port for PCache intro- 
duced. 

Dilip Bhavsar 

14-June-1990 

(3.3) Parallel port modes changed. JTAG Reset added. Box control- 
lability removed. 

Dilip Bhavsar 

03-Julv-1990 

(3.4) JTAG Reset finalized, bcell and other figures updated to reflect 
actual implementation. Timing on JTAG control signals changed to 
be consistent with edge-trigger design. Pins listed in order of their 
connection in BSR. 

John F. Brown 

03-Jul-1990 

Serial PCache Port details added. 

Dilip Bhavsar 

30-Jul-1990 

Reset actions by JTAG EXTEST instruction and DISABLE_OUT_ 
L pin added. Timing diagrams added. Parallel Port operation de- 
tails added. ISR/ISL clocking changed to PHI_4 (master) and Phi_2 
(slave). Final Edits for Rev 3.4. (See NITS 314, 330, 337, 351, 360) 

John F: Brown 

23-Aug-90 

Timing diagram for Serial P-cache port added 

Dilip Bhavsar 

28- Sep-90 

Rev 3.5. PPort timing changed (NITS # 385). More description for 
PPort operationAlso, the boundary scan order updated to reflect im- 
plementation. 

John F. Brown 

20-Feb-91 

Rev 3.6. Updates for spec release: PPort fields & scan chain order 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error interrupts 
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■> Inconsistent status (should cause hard error interrupt) 
(Section 15.8.1.22) 


— > Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■-> D-stream NDAX ownership read for Mbox write read data 

error before write data merged with fill data (Section 15 . 8. 


•> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■> D-stream NDAX ownership read read data error 

(modify operand or read-lock) (Section 15 . 8. 1 . 14) 

■> Inconsistent status (either WRITE or T0_MB0X, but not both, 
should be set) (Section 15.8.1.22) 


•> Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

■> I-stream NDAX read read data error 
(Section 15.8.1.14) 

■> D-stream NDAX read read data error (PTE read) 

(Section 15.8.1.18.3) 

•> Inconsistent status (TO_MBOX should be set) 

(Section 15.8.1.22) 

•> Inconsistent status (either CEFSTS<RDE> or CEFSTS<TIMEOUT> 
should be set or, if CEFSTS<UNEXPECTED_FIXX> is set, it 
should cause a hard error interrupt) (Section 15.8 .1 .22) 


Figure 15-10 Confd on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.8.1.22). Some of the outcomes 
indicate a potential soft error interrupt cause which is not a potential PTE read error cause. These errors should be 
treated separately. 
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Figure 15-10 (Cont): Cause Parse Tree for Soft Error interrupts 


i 

V 

i S_NESTS<NOACK> AND 
I S_PCSTS<PTE_ER>1 

H + (select one) 

I I 

I | £_NEOCMD<CMD>-IREAD 

I + + (select one) 

I I I 

I I I S_NESTS<LOST OERR> 

| | + 

I I 1 

I I I otherwise 

I | + 

I I 

| | S_NEOCMD<CMD>-DREAD 

| + 

I I 

| | S_NEOCMTKCMD>-OREAD 

I + + (select one) 

I I I 

I | I S_NESTS<LOST_OERR> 

| | + 

I I I 

| 1 I otherwise 

I | + 

I I 

I | S_NEOCMD<CMD>“ WRITE or WDISOWN 

| + 

I I 

| I otherwise 

I + 

I 

I S_NESTS<PERR> 

+ + (select one) 

I I 

I I S_NESTS<INCON_PERR> 

| + 

I I 

| | otherwise 


> Multiple errors in context of PTE read error 
(Section 15* 8. 1.18. 5) 

•> Unacknowledged I-stream NDAL read (Section 15 . 8 .1 . 16) 


■> Unacknowledged D-stream NDAL read (PTE read) 
(Section 15.8.1.18.4) 


— > Multiple errors in context of PTE read error 
(Section 15.8.1.18.5) 

— > Unacknowledged D-stream NDAL read (modify operand or re 
(Section 15.8.1.16) 

— > Inconsistent status (should cause hard error interrupt) 
(Section 15.8.1.22) 

— > Inconsistent status (invalid command in NEOCMD<CMD>) 
(Section 15.8.1.22) 


■> NDAL inconsistent parity error 
(Section 15.8.1.19) 

■> NDAL parity error (Section 15.8.1.19) 


I S_NESTS<LOST_PERR> 

+ > Lost NDAL parity error or inconsistent parity error 

| (Section 15.8.1.20) 

I (status consistent with soft error interrupt 
I in system environment error registers) 

+ > Soft error interrupt from system environment 

| (Section 15.8.1.21) 

| none of the above 

+ > Inconsistent status (possible machine check or hard err 

interrupt during soft error interrupt processing) 
(Section 15.8.1.22) 


Figure 15-10 Cont’d on next page 


1 At least one potential PTE cause must be found or the status is inconsistent (see Section 15.8.1.22). Some of the outcomes 
indicate a potential soft error interrupt cause which is not a potential PTE read error cause. These errors should b( 
treated separately. 
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Figure 15-10 (Cont.): Cause Parse Tree for Soft Error Interrupts 


Notation: 

(select one) 

(select all) 

(select all, at least one) 


otherwise 

none of the above 


Exactly one case must be true. If zero or more than one is 
true, the status is inconsistent. 

More than one case may be true. 

All the cases are possible causes of a soft error interrupt. 

More than one may be true. At least one must be true or the status 
is inconsistent . A case is not considered true if it evaluates to 
"Not a soft error interrupt cause". 

fall-through case for (select one) if no other case is true, 
fall-through case for (select all) or (select all, at least one) 
if no other case is true. 


15.8.1 .1 VIC Parity Errors 

Description: A parity error was detected in the VIC tag or data store in the Ibox. 

VIC Data Parity Errors: A parity error occurred in the data portion of the VIC. 

VIC Tag Parity Errors: A parity error occurred in the tag portion of the VIC. 

In all cases, the quadword virtual address of the error is in S_VMAR. 

Recovery procedures: To recover, disable and flush the VIC by re-writing all the tags (using 
the procedure in Section 15.3.3.1.1.1). Also, clear ICSR<LOCK>. 

15.8.1.2 Pcache Parity Errors 

Description: A parity error was detected in the Pcache. Either a tag parity error or a data 
parity error is reported, though tag parity errors in both the left and right banks may be reported 
simultaneously. The reference, whether it was a read or write, was passed to the Cbox as if the 
Pcache had missed. No data is lost. The Pcache is disabled because PCSTS<LOCK> is set. 

S_PCADR contains the physical address of operation incurring the error. The address should not 
be in 10 space. If it is, it is an inconsistent status (see Section 15.8.1.22). 

Recovery procedures: Clear PCSTS<LOCK>. Flush the Pcache and initialize the Pcache tag 
store (see Section 15.3.3.1.1.1.2). 

15.8.1.3 Bcache Tag Store Uncorrectabie Errors 

Description: An uncorrectabie ECC error or an addressing error resulted from reading the 
Bcache tag store. The Bcache is in ETM. The hexaword physical address of the transaction 
incurring the error is in S_BCETIDX. (If the physical address is found to be in IO space, it is 
an inconsistent status. See Section 15.8.1.22.) SJBCETAG contains the actual tag data and 
check bits read during the failing access. Software may use the routine TAG_ECC_CHECK in 
Section 15.10 to check the tag data and determine the syndrome. The result of this check should 
give the result expected from S_BCETSTS<UNCORR,BAD_ADDR>. 

It should never be the case that both S_BCETSTS<BAD_ADDR> and S_BCETSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.8.1.22). 
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For any normal Mbox command (i.e., not BCFLUSH), this error leads to a fill of the block whose 
tag had the error. This is because the Cbox converts uncorrectable tag store errors into misses 
and sends the associated reference to memory. For reads, the reference sent out is a read or an 
ownership read, and when the data returns it is loaded in the Bcache. For writes, an ownership 
read is sent, and when the data returns the write is merged with it and it is loaded in the Bcache. 
When the fill finishes successfully, the tag is updated (overwriting the bad tag). If the fill times 
out, the tag is not overwritten. 

In some cases, this error leads to an NVAX CPU read timeout and/or a write timeout in memory. 
This occurs when the block was VALID-OWNED in the Bcache and is the same block that is being 
accessed by the failing operation. Errors resulting from these lost blocks are handled separately. 

Write-unlocks are a special case. No tag lookup is done for write-unlocks unless the Bcache is in 
ETM. If the Bcache is in ETM, and the tag store error occurs for that transaction, the write-unlock 
is sent to memory. 

Recovery procedure (all cases): Clear BCETSTS<LOCK>. If it is an addressing error, clear 
B CETSTS<B AD_ADDR> . Otherwise, clear BCETSTS<UNCORR>. 

1 5.8.1 .3.1 Case: BCETSTS<TS_CMD>=WUNLOCK 

Recovery procedure: Write a INVALID tag with good ECC to the tag with the error (using the 
BCTAG access path). Then flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 
Software should prepare for another tag error during the Bcache flush by clearing BCETSTS of 
unrecoverable errors. 

Restart conditions: 

The Bcache was in ETM at the time the write-unlock arrived. The data is in memory may be 
corrupt and memory’s ownership bit was cleared. Memory is corrupted at the location indicated 
by S_BCETIDX. Software must determine if the error is fatal to one process or the whole system 
and take appropriate action. 

1 5.8.1 .3.2 Case: BCETSTS<TS_CMD>=DREAD,IREAD,OREAD 

Recovery procedure: Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 
Software should prepare for another tag error during the Bcache flush by clearing BCETSTS of 
unrecoverable errors. After flushing the Bcache, it is necessary to determine if any block is "lost". 
If a block’s memory ownership bit is set and no writeback cache in the system has it owned, then 
the block is said to be lost. Use the procedure in Section 15.3.3.1.2.5. This procedure can result 
in finding no lost blocks, one lost block, or multiple lost blocks. 

Restart conditions: If there is one lost block, it is not recoverable. Software must if the lost 
data was fatal to one process or the whole system and take appropriate action. 

If multiple blocks are lost (this isn’t expected), crash the system. 
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15.8.1 .3.3 Case: BCETSTS<TS_CMD>=RJNVAL,OJNVAL,IPR_DEALLOCATE 

Recovery procedure: Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 
Software should prepare for another tag error during the Bcache flush by clearing BCETSTS of 
unrecoverable errors. After flushing the Bcache, it is necessary to determine if any block is ‘'lost". 
If a block’s memory ownership bit is set and no writeback cache in the system has it owned, then 
the block is said to be lost. Use the procedure in Section 15.3.3.1.2.5. This procedure can result 
in finding no lost blocks, one lost block, or multiple lost blocks. 

If exactly one block is lost, memory’s owner ID information indicates this CPU, write a 
VALID-OWNED tag with the address of the lost block into the tag which had the error (using 
the BCTAG access means). Then flush this location to memory. An error could occur with this 
flush, in which case the data is not recoverable. 

NOTE 

If memory does not store an owner ID with each block in a particular system, then this 
recovery method is not recommended. Instead, the data should be considered lost. 

Restart conditions: If there is one lost block, and the repair procedure didn’t incur an error, 
restart. 

If the repair procedure was not successful, the data is not recoverable. Software must if the lost 
data was fatal to one process or the whole system and take appropriate action. 

If multiple blocks are lost (this shouldn’t result from one tag store error), crash the system. 

15.8.1.4 Lost Bcache Tag Store Errors 

Some number of unrecoverable Bcache tag store errors occurred and were not latched because 
BCETSTS already contained a report of an unrecoverable error. All unrecoverable tag store errors 
cause soft error interrupt, so this is definitely a cause of the soft error interrupt. 

* Lost Bcache tag store errors may be caused by more than one operand prefetch to the same cache 
block. 

The Bcache is in ETM. 

Unrecoverable tag store errors can cause lost data by overwriting blocks in the Bcache. 

Unrecoverable tag store errors in ETM on write-unlocks can cause corrupted memory data. 

Recovery procedure: Clear BCETSTS<LOST_ERR>. Flush the Bcache. Clear 

CCTL<HW_ETM> (after flushing the Bcache). Software should prepare for another tag error 
during the Bcache flush by clearing BCETSTS of unrecoverable errors. 

Restart conditions: Lost write-unlock errors may have corrupted memory Crash the system. 

15.8.1.5 Bcache Tag Store Correctable ECC errors 

Description: A correctable error occurred in accessing the Bcache tag store. The Bcache is 
not in ETM. S_BCETIDX contains the physical address of the error. (If the physical address 
is found to be in 10 space, it is an inconsistent status. See Section 15.8.1.22.) (The index 
portion of S_BCETTDX indicates which tag store entry had the error.) S_BCETAG contains the 
actual tag data and check bits read during the failing access. Software may use the routine 
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TAG_ECC_CHECK in Section 15.10 to check the tag data and determine the syndrome. The 
result of this check should be a correctable single-bit error. 

Recovery procedures: Clear BCETSTS<CORR>. 

If the operation was anything but a tag lookup for an explicit IPR deallocate operation (i.e., 
BCFLUSH), software should flush that one location by writing the BCFLUSH IPR. 

TBS (MTPR to (BCFLDSH + (S_BCETIDX & INDEX_MASK) ) ) 

This effectively scrubs the Bcache tag store location by invalidating it and forcing it to be written 
back if it is owned. This may be done without putting the Bcache in software ETM. 

15.8.1.6 Lost Bcache Tag Store Correctable ECC errors 

Description: A correctable error occurred in accessing the Bcache tag store, but it is lost because 
of an uncorrectable tag store error which also occurred. 

Recovery procedures: Clear BCETSTS<CORR>. 

The Bcache should be flushed (and it would be because of the uncorrectable error in any case). 
This effectively scrubs the Bcache tag store location by invalidating it. 

15.8.1.7 Bcache Data RAM Correctable ECC Errors 

Description: A correctable error occurred in accessing the Bcache data RAM. The Bcache is 
not in ETM. S_BCEDIDX contains the cache index of the error, and S_BCEDECC contains the 
syndrome calculated by the ECC logic. It is not possible to reliably determine the physical address 
of the error, since the Bcache is not in ETM and therefore the block can be overwritten at any 
time after the error. 

Recovery procedures: Clear BCEDSTS<CORR>. 

If the operation was a read (S_BCEDSTS<DR_CMD>=DREAD or IREAD), >ftware should flush 
that one location using the BCFLUSH IPR. 

TBS (MTPR to ( BCFLUSH_BASE + (BCEDIDX & INDEX_MASK> ) ) 

This effectively scrubs the Bcache data RAM location by invalidating it and forcing it to be written 
back if it is owned. This may be done without putting the Bcache in software ETM. 

15.8.1.8 Lost Bcache Data RAM Correctable ECC Errors 

Description: A correctable error occurred in accessing the Bcache data RAM, but it is lost 
because of an uncorrectable data RAM error which also occurred. The address and syndrome of 
the error are not known. 

Recovery procedures: Clear BCEDSTS<CORR>. 

The Bcache should be flushed (and it would be because of the uncorrectable error in any case). 
This effectively scrubs the Bcache data RAM location by invalidating it and forcing it to be written 
back if it is owned. 
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15.8.1.9 Bcache Data RAM Uncorrectable ECC Errors and Addressing Errors on I -Stream or 
D-Stream Reads 

Description (addressing error): A Bcache addressing error was detected by the Cbox in an 
I-stream or D-stream read during a Bcache hit. Addressing errors are the result of a mismatch 
between the address the Cbox drives to the RAMs for a read access and the address used to write 
that location. A multiple bit data error can appear to be addressing error, though it is extremely 
unlikely. 

Description (uncorrectable ECC error): A Bcache uncorrectable ECC error was detected by 
the Cbox in an I-stream or D-stream read during a Bcache hit. Uncorrectable data errors are the 
result of a multiple bit error in the data read from the Bcache. An addressing error with a single 
bit data error will appear as an uncorrectable data error. 

Description (both cases): The Bcache in in ETM. S_BCEDIDX contains the cache index of 
the error, and S_BCEDECC contains the syndrome calculated by the ECC logic. The physical 
address of the reference can be found by reading the tag for the data block (using the procedure 
in Section 15.3.3.1.2.4). (If the physical address is found to be in 10 space, it is an inconsistent 
status. See Section 15.8.1.22.) 

If the block’s tag is found to contain an ECC error, then the address can not be determined. 

It should never be the case that both S_BCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.8.1.22). 

Recovery procedures: To recover, clear BCEDSTS<LOCK>. Also, if it is an addressing error, 
clear BCEDSTS<BAD_ADDR>. Otherwise, clear BCEDSTS<UNCORR>. 

Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). If the data is owned by 
the Bcache and if the error repeats itself (is not transient), then a writeback error will result 
from the flush procedure. Software should prepare for this by clearing NESTS and BCEDSTS 
errors. 

Restart Conditions: If a writeback error occurs in the Bcache flush, then the data is presumed 
to be unrecoverable. See the next section for a description of handling an error in a writeback. 
Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. 

If the address of the error in the flush is not the same as that of the original error, this is a 
multiple error case in the data RAMs and is a serious failure. Crash the system. 

15.8.1.10 Bcache Data RAM Uncorrectable ECC Errors and Addressing Errors on Writebacks 

Description (addressing error): A Bcache addressing error was detected by the Cbox in an 
writeback. Addressing errors are the result of a mismatch between the address the Cbox drives 
to the RAMs for a read access and the address used to write that location. A multiple bit data 
error can appear to be addressing error, though it is extremely unlikely. The NDAL WDATA 
cycle was converted to a BADWDATA cycle. Memory should have tagged the location as bad and 
unreadable by an implementation specific mechanism. 

Description (uncorrectable ECC error): A Bcache uncorrectable ECC error was detected by 
the Cbox in an writeback. Uncorrectable data errors are the result of a multiple bit error in 
the data read from the Bcache. An addressing error with a single bit data error will appear as 
an uncorrectable data error. The NDAL WDATA cycle was converted to a BADWDATA cycle. 
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Memory should have tagged the location as bad and unreadable by an implementation specific 
mechanism. 

Description (both cases): The Bcache in in ETM. S_NESTS<BADWDATA> should be set. If 
it isn’t, and S_NESTS<LOST_,OERR> and S_NESTS<NOACK> aren’t set, then the writeback 
which incurred the error is still in the writeback queue in the BIU. Software should force the 
writeback queue to be drained (causing the second error event to occur) by reading from the CWB 
register. 

MFPR #PR19$_CWB,R0 

After this, NESTS, NEOADR, and NEOCMD should be captured again. 

If S_NESTS<BADWDATA> is set, then S_NEOADR contains the physical address of the lost 
writeback data. (If the physical address is found to be in 10 space, it is an inconsistent status. 
See Section 15.8.1.22.) 

If S_NESTS<BADWDATA> isn’t set but S_NESTS<LOST_OERR> is, then the address of the lost 
writeback data is not available. 

If after draining the writeback queue, S_NESTS<BADWDATA> isn’t set, then an inconsistency 
exists (see Section 15.8.1.22). 

It should never be the case that both S_BCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (see Section 15.8.1.22). 

Recovery procedures: To recover, clear BCEDSTS<LOCK> and NESTS<BADWDATA>, 
if it is set. If it is an addressing error, clear BCEDSTS<BAD_ADDR>, otherwise clear 
BCEDSTS<UNCORR>. Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 
Then use the system specific memory repair procedure to undo the tagged-bad data in memory 
(see Section 15.3.3.1.2.2.3). 


NOTE 

When clearing the tagged-bad data state of memory, software must first ensure that no 
more accesses to the block can occur. Otherwise there is the danger that some process 
on some other processor or a DMA 10 device will see incorrect data and not detect an 
error. 

Restart Conditions: The data is lost, software must determine if the error is fatal to one 
process or the whole system and take appropriate action. If the address of the lost data could not 
be determined, crash the system. 

15.8.1.11 Lost Bcache Data RAM Errors With Possible Lost Writebacks 

Description: Lost Bcache data RAM errors which cause only a soft error interrupt (when 
S_NESTS indicates the possibility of a lost writeback error) indicate that data errors occurred 
on reads or writebacks, but no new write data was lost. S_NESTS reports the writeback error, 
unless multiple NDAL output errors have occurred. 

The Bcache in in ETM. 

Lost Bcache data RAM errors of this kind can be caused by an operand prefetch from a Bcache 
block followed by a write to the same block. 
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If S_NESTS<BADWDATA> is set, then S_NEOADR contains the physical address of a writeback. 
(If the physical address is found to be in 10 space, it is an inconsistent status. See 
Section 15.8.1.22.) 

Recovery procedures: Tb recover, clear BCEDSTS<LOST_OERR>. Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). Writeback errors may occur during the flush. 
Software should prepare for this by clearing NESTS and BCEDSTS errors. 

If S_NE STS<BADWDATA> is set, clear NESTS<B AD WD ATA> . Use the system specific memory 
repair procedure to undo the tagged-bad data in memory (see Section 15.3.3.1.2.2.3) (the Bcache 
must be flushed before this repair procedure). 

NOTE 

When clearing the tagged-bad data state of memory, software must first ensure that no 
more accesses to the block can occur. Otherwise there is the danger that some process 
on some other processor or a DMA 10 device will see incorrect data and not detect an 
error. 

Restart condition (S_NESTS<LOST_OERR> set): There is no way to determine how many 
writebacks failed. They all should have gone to memory with BADWDATA cycles, where memory 
would have them marked as tagged-bad data. So an unknown block may be tagged-bad in memory. 
If so, the next access to that block could come from the system itself, even if it "belonged" only to 
one process. This will cause the system to crash. But there is a chance that the next access will 
come from a user process. This would allow the system to stay up, though that process would 
have to be deleted. 

If the system’s implementation of tagged-bad data is not reliable (see Section 15.11.1, Note On 
Tagged-Bad Data Mechanisms), software should crash the system. If it is reliable, restart. 

Restart condition (S_NESTS<LOST_OERR> not set): 

The writeback data is lost but the address is known. Software must determine if the error is 
fatal to one process or the whole system and take appropriate action. 

15.8.1.12 Lost Bcache Data RAM Errors Without Lost Writebacks 

Description: Lost Bcache data RAM errors which cause only a soft error interrupt (when 
S_NESTS indicates no possibility of writeback error) indicate that data errors occurred on reads. 
No write data was lost. 

Lost Bcache data RAM errors may be caused by more than one operand prefetch to the same 
cache block. 

The Bcache in in ETM. 

Recovery procedures: To recover, clear BCEDSTS<LOST_OERR>. Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). Writeback errors may occur during the flush. 
Software should prepare for this by clearing NESTS and BCEDSTS errors. 

Restart condition: Only reads from the Bcache failed. Restart is possible unless any error 
encountered during Bcache flush is fatal. 
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15.8.1.13 NDAL 1-Stream or D-Stream Read or D-Stream Ownership Read Timeout Errors 

Description: An I -stream or D-stream read or D-stream ownership read timed out before all 
the fill quadwords were received. This is not an accepted means for a system environment 
to notify the NVAX CPU of "non-existent memory or 10 location". The error could be caused 
by an error in the system environment or an NDAL parity error on the returned data. It 
also could be caused by some previous error in the system environment or this CPU which 
leaves a cache block marked as owned in memory and not marked as owned in any cache in 
the system. S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in 10 space. If the address 
is in memory space, S_CEFSTS<COUNT> indicates the number of quadwords received.) The 
physical address is in S__CEFADR. 

I-stream or D-stream read: The Bcache is not in ETM. 

D-stream ownership read: The Bcache is in ETM. No write data has been merged with the 
returning fills. 

The address should not be in 10 space. If it is, it is an inconsistent status (see Section 15.8.1.22). 

If the ownership read was for an Mbox write, the write was sent on the NDAL after the OREAD 
timed out. 

If the ownership read was for a read-lock, the corresponding write-unlock should have been 
received from the Ebox. The write-unlock is sent as a quadword WDISOWN by the Cbox, so no 
memory location is left owned. (If the error was on the requested quadword, a machine check 
would definitely have resulted. If a separate error prevents the write-unlock, that will be reported 
either in other error registers.) 

Recovery procedures (all cases): Clear CEFSTScLOCK, TIMEOUT>. 

Additional Recovery procedures for D-stream ownership read (S_CEFSTS<WRTTE> 
set): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block. If 
so the write data must have been lost, and a hard error interrupt is expected. Use the system 
dependent procedure for reseting the ownership bit in memory. 

If memoxy would not have set its ownership bit for this block, memory’s state may be correct and 
up to date. 

Additional Recovery procedures for D-stream ownership read (S_CEFSTS<WRTTE> not 
set): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block 
The data in memory is presumably still good. The Bcache block is marked invalid in the Bcache 
tag store. However, if the error occurred on a read-lock, the corresponding write-unlock should 
have occurred and it will have cleared the ownership bit for this block. 

If S_CEFSTS<COUNT> is greater than 0, then part of the data also is in the Bcache. 
In general, it is not possible to determine which quadwords are valid. However, if 
S_CEFSTS<REQ_FILL_DONE> is set, then the quadword in the Bcache block pointed to by 
S_CEFADR is valid (except in the case of a read-lock, but the data shouldn’t be needed for 
memory repair in that case). 
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If S_CEFSTS<COUNT> is greater than 0, and the address in S_CEFADR is not in 10 space, 
then the block was not owned before the operation began. In this case, use the system dependent 
procedures (see Section 15.3.3.1.2.2.1) to determine if memory’s ownership bit is set and this CPU 
owns the block. If so, use the system specific procedure (see Section 15.3.3.1.2.2.2) to reset it. In 
some systems (the XMI2 for example) this may require a quadword of correct data be written to 
memory to reset the ownership bit. Section 15.3.3.1.2.3 describes procedures for extracting data 
from the Bcache data RAMs in this case. 

If memory’s ownership bit was left set as a result of this error and no non-destructive procedure 
exists for restoring it, then the hexaword block is lost. 

Restart condition: Restart if the memory state repair procedure is successful or no repair is 
called for, no data is lost, and the address is not in 10 space. If the hexaword block could not be 
repaired or data is lost, software must determine if the error is fatal to one process or the whole 
system and take appropriate action. 

Post Restart Recovery: If the same fill error recurs on restart, then the block is probably 
"lost”. 1 Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memoiy’s ownership bit.) 

NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then restart once more. 


NOTE 

It may be that another error (such as an uncorreetable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the restart actually 
occurs, fortuitously repairing the cause of the fill error. 

15.8.1.14 NDAL 1-Stream or D-Stream Read or D-Stream Ownership Read Data Errors 

Description: An I-stream or D-stream read or D-stream ownership read terminated with an RDE 
(read data error) NDAL cycle before all the fill quadwords were received. If S_CEFSTS<COUNT> 
is 0 or the address is an 10 space address, this is an accepted means for a system environment 
to notify the NVAX CPU of "non-existent memory or 10 location". Otherwise, the error could be 
caused by an error in the system environment. It also could be caused by some previous error 
in the system environment or this CPU which leaves a cache block marked as owned in memory 
and not marked as owned in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in 10 space.) 

In any case, the physical address is in S_CEFADR. 

I-stream or D-stream read: The Bcache is not in ETM. 

D-stream ownership read: The Bcache is in ETM. No write data has been merged with the 
returning fills. 


1 In this case the more general sense of ’lost" is implied. That is, memory’s ownership bit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks" owns the data, but it is often not possible to determine which error caused this situation to arise. 
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The address should not be in 10 space. If it is, it is an inconsistent status (see Section 15.8.1.22). 

If the ownership read was for an Mbox write, the write was sent on the NDAL after the OREAD 
was aborted. 

If the ownership read was for a read-lock, the corresponding write-unlock should have been 
received from the Ebox. The write-unlock is sent as a quadword WDISOWN by the Cbox, so no 
memory location is left owned. (If the error was on the requested quadword, a machine check 
would definitely have resulted. If a separate error causes prevent the write-unlock, that will be 
reported either in other error registers.) 

Recovery procedures (all cases): Clear CEFSTS<LOCK, RDE>. 

Additional Recovery procedures for D-stream ownership read (S_CEFSTS<WRTTE> 
set): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block. If 
so the write data must have been lost, and a hard error interrupt is expected. Use the system 
dependent procedure for reseting the ownership bit in memory. 

If memory would not have set its ownership bit for this block, memory’s state may be correct and 
up to date. 

Additional Recovery procedures for D-stream ownership read (S_CEFSTS<WRITE> not 
set): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing the Bcache). 

Depending on the system environment, memory may have set its ownership bit for this block. 
The data in memory could still be good. The Bcache block is marked invalid in the Bcache tag 
store. However, if the error occurred on a read-lock, the corresponding write-unlock should have 
occurred and it will have cleared the ownership bit for this block. 

If S_CEFSTS<COUNT> is greater than 0, then part of the data also is in the Bcache. 
In general, it is not possible to determine which quadwords are valid. However, if 
S_CEFSTS<REQ_FILL_DONE> is set, then the qua ^ord in the Bcache block pointed to by 
S_CEFADR is valid (except in the case of a read-lock, but the data shouldn’t be needed for 
memory repair in that case). 

If S_CEFSTS<COUNT> is greater than 0, and the address in S_CEFADR is not in 10 space, 
then the block was not owned before the operation began. In this case, use the procedures 
in Section 15. 3. 3. 1.2.2 to determine if memory’s ownership bit is set. If so, use the system 
specific procedure (see Section 15.3.3.1.2.2.2) to reset it. In some systems (the XMI2 for example) 
this may require a quadword of correct data be written to memory to reset the ownership bit. 
Section 15.3.3.1.2.3 describes procedures for extracting data from the Bcache data RAMs in this 
case. 

If memory’s ownership bit was left set as a result of this error and no non-destructive procedure 
exists for restoring it, then the hexaword block is lost. 

Restart condition: Restart if the memory state repair procedure is successful or no repair is 
called for, no data is lost, and the address is not in 10 space. If the hexaword block could not be 
repaired or data is lost, software must determine if the error is fatal to one process or the whole 
system and take appropriate action. 
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Post Restart Recovery: If the same fill error recurs on restart, then the block is probably 
"lost". 1 Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then restart once more. 


NOTE 

It may be that another error (such as an imcorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the restart actually 
occurs, fortuitously repairing the cause of the fill error. 

15.8.1.15 Lost Bcache Fill Error 

Description: Some number of fill errors occurred and were not latched because CEFSTS and 
CEFADR already contained a report of an unrecoverable error. Lost Bcache fill errors which do 
not cause hard error interrupts are always read errors. 

Lost Bcache fill errors may be caused by more than one operand prefetch to the same cache block. 

Lost Bcache fill errors may leave blocks marked owned by this CPU in memory without the 
Bcache actually owning the block. 

The Bcache may be in ETM. Read S_CCTL<HW_ETM> to find out. 

Recovery procedures: Clear CEFSTS<LOST_ERR>. If the Bcache is in ETM, flush the Bcache 
and clear CCTL<HW_ETM> (in that order). 

Restart condition: Lost Bcache fill errors may leave blocks marked owned by this CPU in 
memory without the Bcache actually owning the block. In systems where the ownership bits are 
very reliably maintained (see Section 15.11.2, Note On Ownership Mechanism), restart. 

In systems where the ownership bits are not very reliably maintained, crash the system. 

15.8.1.16 Unacknowledged NDAL 1-Stream or D-Stream Read or D-Stream Ownership Read 

Description: An I-stream or D-stream read or D-stream ownership read was no-ACKed by the 
system environment. This could be because the external components) received bad NDAL parity 
or it could be due to a system-specific notification of "non-existent memory or 10 location". The 
physical address is in S_CEFADR. 

I-stream or D-stream read: The Bcache is not in ETM. 

D-stream ownership read: The Bcache is in ETM. 

The address should not be in 10 space. If it is, it is an inconsistent status (see Section 15.8.1.22). 


1 In this case the more general sense of ’lost” is implied. That is, memory’s ownership bit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks” owns the data, but it is often not possible to dete rmin e which error caused this situation to arise. 
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If the ownership read was for an Mbox write, the write was sent on the NDAL after the OREAD 
timed out. If the write was also no-ACKed, a hard error interrupt would have been posted. That 
is handled as a separate error. 

Recovery procedures (all cases): Clear NESTS<NOACK>. 

Additional Recovery procedure for D -stream ownership read: Flush the Bcache. Clear 
CCTL<HW_ETM> (after flushing the Bcache). No error is expected during the Bcache flush. 

15.8.1.17 Lost NDAL Output Error 

Description: Some number of NDAL output errors occurred. Some number of read no-ACKs 
and/or BADWDATAs were missed. Hard error interrupt would have occurred if a write or 
writeback was no-ACKed. 

Lost NDAL output errors may be caused by more than one operand prefetch to the same cache 
block. 

The Bcache may be in ETM. read S_CCTL<HW_ETM> to find out. 

Recovery procedure: Clear NESTS<LOST_OERR>. If CCTL<HW_ETM> is set, flush the 
Bcache and clear CCTL<HW_ETM> (in that order). 

Restart conditions: Lost NDAL output errors may leave tagged bad locations in memory. In 
systems where the method of implementing tagged-bad data is reliable (see Section 15.11.1, Note 
On Tagged-Bad Data Mechanisms), restart. 

If a tagged-bad block is not reliable in the particular system, crash the system. 

15.8.1.18 PTE read errors 

The following sections describe error handling for PTE read errors. PTE read errors are read 
errors which happen in reads issued by the Mbox m handling a TB miss. Handling of these errors 
is different from handling the same underlying error (Bcache data RAM error, Bcache fill error, 
or NDAL no-ACK error) when PTE read isn’t the cause. 

If S_PCSTS<PTE_ER> is set, then a PTE read issued by the Mbox in processing a TB miss had 
an unrecoverable error. The TB miss sequence was aborted because of the error. The original 
reference can be any I-stream or D-stream read or write. 

PTE read errors are difficult to analyze, partly because the read error report in the Cbox does 
not directly indicate that the failing read was a PTE read. Because of this and because PTE read 
errors should be rare (a very small percentage of the reads issued by the Mbox are PTE reads), 
multiple errors which interfere with the analysis of the PTE error are not considered recoverable. 

If the reference which incurs the PTE read error is a write, S_PCSTS <PTE_E R_WR> will be set. 
In this case the original write is lost. No retry is possible partly because the instruction which 
took the machine check may be subsequent to the one which issued the failing write. Also, PTE 
read errors on write transactions can cause a machine check at a practically arbitrary time in a 
microcode flow, and core machine state may not be consistent. 
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15.8.1.18.1 Bcache Data RAM Uncorrectable ECC Errors and Addressing Errors on PTE Reads 

Description (addressing errors): A Bcache addressing error was detected by the Cbox in a PTE 
read during a Bcache hit. Addressing errors are the result of a mismatch between the address 
the Cbox drives to the RAMs for a read access and the address used to write that location. A 
multiple bit data error can appear to be addressing error, though it is extremely unlikely. 

Description (uncorrectable ECC errors): A Bcache uncorrectable data error was detected 
by the Cbox in a PTE read during a Bcache hit. Uncorrectable data errors are the result of a 
multiple bit error in the data read from the Bcache. An addressing error with a single bit data 
error will appear as an uncorrectable data error. 

Description (all cases): The Bcache in in ETM. S_BCEDIDX contains the cache index of the 
error, and S_BCEDECC contains the syndrome calculated by the ECC logic. The physical address 
of the PTE read can be found by reading the tag for the data block (using the procedure in 
Section 15.3.3.1.2.4). (If the physical address is found to be in 10 space, it is an inconsistent 
status. See Section 15.8.1.22.) 

If the block’s tag is found to contain an ECC error, then the address can not be determined. 

S_BCEDSTS<LOST_ERR> may be set. This lost error is probably due to the same PTE error 
occurring more than once. This is an acceptable assumption unless a hard error interrupt occurs 
after handling this error. 

It should never be the case that both S_BCEDSTS<BAD_ADDR> and S_BCEDSTS<UNCORR> 
are set. If they are, it is an inconsistent status (Section 15.5.2.7). 

Recovery procedures (addressing errors): To recover, clear BCEDSTScLOCK, BAD_ADDR>. 

Recovery procedures (uncorrectable ECC errors): To recover, dear BCEDSTScLOCK, 
UNCORRx 


Recovery procedures (both cases): Flush the Bcache. Clear CCTL<HW_ETM> (after flushing 
the Bcache). Clear PCSTS<PTE_ER>. If the data is owned by the Bcache and if the error repeats 
itself (is not transient), then a writeback error will result from the flush procedure. Software 
should prepare for this by clearing NESTS and BCEDSTS errors. 

Restart condition: If no writeback error occurs in the Bcache flush, restart if: 

(S_PCSTS<PTE_ER_WR> = 0). 


If 


(S_PCSTS<PTE_ER_WR> = 1), 

crash the system. 

If a writeback error occurs in the Bcache flush, then the data is presumed to be unrecoverable. See 
Section 15.8.1.10 for a description of handling an error in a writeback (software must determine 
if the error is fatal to one process or the whole system and take appropriate action). 
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15.8.1.18.2 NDAL PTE Read Timeout Errors 

Description: A PTE read timed out before any fill quad word was received. This is not an 
accepted means for a system environment to notify the NYAX CPU of "non-existent memory or 
10 location". The error could be caused by an error in the system environment or an NDAL 
parity error on the returned data. It also could be caused by some previous error in the system 
environment or this CPU which leaves a cache block marked as owned in memory and not marked 
as owned in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in IO space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 

The physical address of the PTE is in S_CEFADR. The Bcache is not in ETM. The read could not 
have been an ownership read, so this error can not have caused the ownership bits in memory to 
be left in the wrong state. 

S_CEFSTS<LOST_ERR> may be set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Recovery procedures: Clear CEFSTScLOCK, TIMEOUT>. Clear PCSTS<PTE_ER>. 

Restart condition: Restart if: 


(S_PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

Post Restart Recovery: If the same fill error recurs on restart, then the block is probably 
"lost". 1 Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then restart once more. 


NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the restart actually 
occurs, fortuitously repairing the cause of the fill error. 


1 In this case the more general sense of ’lost” is implied. That is, memory's ownership bit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks" owns the data, but it is often not possible to dete rmin e which error caused this situation to arise. 
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15.8.1.18.3 NDAL PTE Read Data Errors 

Description: A PTE read ended with an RDE (read data error) NDAL cycle before any the fill 
quadwords were received. This is an accepted means for a system environment to notify the 
NVAX CPU of "non-existent memory or 10 location". Otherwise, the error could be caused by an 
error in the system environment. It also could be caused by some previous error in the system 
environment or this CPU which leaves a cache block marked as owned in memory and not marked 
as owned in any cache in the system. 

S_CEFSTS<COUNT> indicates the number of quadwords received before the error. 
(S_CEFSTS<COUNT> should always be 11 (binary) if the address is in IO space.) The physical 
address is in S_CEFADR. 

CEFSTS<WRITE> should not be set. If it is, it is an inconsistent status (see Section 15.5.2.7). 

The physical address of the PTE is in S_CEFADR. The Bcache is not in ETM. The read could not 
have been an ownership read, so this error can not have caused the ownership bits in memory to 
be left in the wrong state. 

S_CEFSTS<LOST_ERR> may be set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Recovery procedures: Clear CEFSTScLOCK, RDE>. Clear PCSTS<PTE_ER>. 

Restart condition: Restart if: 


(S_PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

Post Restart Recovery: If the same fill error recurs on restart, then the block is probably 
"lost". 1 Software must determine if the error is fatal to one process or the whole system and take 
appropriate action. (If it is fatal only to one process, use the system dependent procedure for 
reseting memory’s ownership bit.) 


NOTE 

It may be appropriate in this case to first cause each CPU in the system to flush its 
Bcache, and then restart once more. 

NOTE 

It may be that another error (such as an uncorrectable tag store error on a coherence 
request) will be repaired by the soft error interrupt handler before the restart actually 
occurs, fortuitously repairing the cause of the fill error. 


1 In this case the more general sense of 'lost” is implied. That is, memory’s ownership bit is set but no cache writes the 
data back when a read is done to that location. In some systems, it may be possible to identify which CPU memory 
"thinks" owns the data, but it is often not possible to determine which error caused this situation to arise. 
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15.8.1.18.4 Unacknowledged NDAL PTE Read 

Description: A PTE read was no-ACKed by the system environment. This could be because the 
external components) received bad NDAL parity or it could be due to a system-specific notification 
of "non-existent memory or 10 location". 

The physical address of the PTE is in S_NEOADR. The Bcache is not in ETM. 

S_CEFSTS<LOST_OERR> may be set. This error is probably due to the same PTE error occurring 
more than once. This is an acceptable assumption unless a hard error interrupt occurs after 
handling this error. 

Recovery procedures: Clear NESTS<NOACK>. Clear PCSTS<PTE_ER>. 

Restart condition: Restart if: 


(PCSTS<PTE_ER_WR> = 0). 

Otherwise, crash the system. 

15.8.1.18.5 Multiple Errors Which interfere with Analysis of PTE Read Error 

Because PTE read errors lead to several unusual cases, restart is not recommended in the event 
that other errors cloud the analysis of the PTE read error. 

Pending Interrupts: A hard or soft error interrupt should be pending, or possibly both. 
Recovery procedures: No specific recovery action is called for. 

Restart condition: No restart is possible. Crash the system. 

1 5.8.1 .1 9 NDAL Parity Errors 

Description: A cycle with a parity error was received by the NVAX CPU chip from the NDAL. If 
it is an inconsistent parity error, another node acknowledged the transaction despite the parity 
error seen by the NVAX chip. The Bcache is in ETM. The Bcache is coherent with memory 
because it only accesses VALID-OWNED locations in the Bcache data RAMs once in ETM. Some 
other node’s request may timeout because the Cbox missed a coherency request for writeback. 
The Pcache may now be incoherent since an NDAL write to a Bcache VALID-UNOWNED location 
may have been missed. 

In some systems (e.g., OMEGA), a no-ACK on an NDAL command implies no effect from that 
command took place. This makes NDAL parity errors very recoverable. In other systems (e.g., 
XMI2), a no-ACK on an NDAL command does not imply this (for invalidates forwarded from the 
XMI2 bus), and all parity errors imply possible lost invalidates and incoherent Pcache. 

Recovery procedure: Clear NESTS<PERR> and NESTS<INCON_PERR>. Flush the Bcache. 
Clear CCTL<HW_ETM> (after flushing the Bcache). 

Restart condition: If no-ACK in the specific system implies a command was not effective, and 
if the error was not an inconsistent parity error, restart. Otherwise, It isn’t possible to determine 
whether the interrupted instruction stream may have seem the effect of out of order writes 
because of the Pcache missing an invalidate. Crash the system. 


15-84 Error Handling 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


1 5.8. 1 .20 Lost Parity Errors 

Description: Some number of cycles with parity errors were received by the NVAX CPU chip 
from the NDAL. Some may have been inconsistent parity errors. The Bcache is in ETM. The 
Bcache is coherent with memoxy because it only accesses YALID-OWNED locations in the Bcache 
data RAMs once in ETM. Some other node may timeout because the Cbox missed a coherency 
request for writeback. The Pcache may now be incoherent since an NDAL write to a Bcache 
VALID-UNOWNED location may have been missed. 

Recovery procedure: Clear NESTS<LOST_PERR>. Flush the Bcache. Clear 

CCTL<HW_ETM> (after flushing the Bcache). 

Restart condition: It isn’t possible to determine whether the interrupted instruction stream 
may have seem the effect of out of order writes because of the Pcache missing an invalidate. 
Crash the system. 

15.8.1.21 System Environment Soft Error Interrupts 

Description: Errors which occur in the system environment and do not result in loss of data or 
which can notify the NVAX CPU by returning RDE also notify the CPU of the error by asserting 
SJERRJL (e.g., read errors). Errors which are corrected automatically by hardware and do not 
result in loss of data should use soft error interrupt notification. 

NOTE 

It is important that components in the system environment which assert SJERRJL 
have a CPU accessible register which reports the SJERRJL assertion. 

Attention should be given to the robustness tagged-bad data schemes. If error detection 
for these schemes is good enough, then error recovery may be able to ignore lost soft 
errors. Lost soft errors are very possible in NVAX systems because the first error doesn’t 
normally prevent NVAX from continuing to issue new requests (sue to macropipelining). 

Similarly, good error detection schemes on the ownership bits in memory may facilitate 
recovery from lost soft errors. 

It is also recommended that an address be stored where applicable. They allow software 
to do improve the systems chance of surviving an error event without crashing by 
cleaning up tagged-bad locations and the like. For example, a write timeout clearing a 
page in the VMS page handler may be unrecoverable, while clearing that tagged-bad 
data location before it ever got to the page handler might be quite recoverable. 

Recovery procedures: Clear the error status bits in the system registers and perform any 
necessary system dependent recovery procedure. 

Restart condition: Typically, restart is possible, though in cases where data is lost software 
may have to kill one process or crash the system. 

15.8.1.22 Inconsistent Status in Soft Error Interrupt Analysis 

Description: A presumed impossible error report was found in the error registers. This could 
be due to a hardware failure or bug. 

Recovery procedures: No specific recovery action is called for. 
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Restart condition: No restart is possible. The integrity of the entire system is questionable. 
Crash the system. 


NOTE 

This status can result if machine check occurs. Software may employ some mechanism 
for determining that this occurred, but it must be sure that mechanism can’t ever falsely 
indicate that an inconsistent status is acceptable. Inconsistent status is a serious 
problem and should not be ignored. 
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1 5.9 Kernel Stack Not Valid Exception 

A Kernel Stack Not Valid Exception occurs when a memory management exception is detected 
while attempting to push information on the kernel stack during microcode processing of another 
exception. Note that a console halt with an error code of ERRJfNTSTK is taken if a memory 
management exception is encountered while attempting to push information on the interrupt 
stack. 

The Kernel Stack Not Valid exception is dispatched through SCB vector 08 (hex) with the stack 
frame shown in Figure 15—11. 

Figure 15-11: Kernel Stack Not Valid Stack Frame 
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15.10 Error Recovery Coding Examples 

To be supplied. 


15.11 Miscellaneous Background Information 

This section contains miscellaneous background information relevant to this error handling 
chapter. 

15.11.1 Note On Tagged-Bad Data Mechanisms 

Writebacks which are sent as BADWDATA are supposed to appear as tagged-bad data in memory, 
and further reads to that block should fail. In some systems, tagged bad data is implemented by 
a mechanism as reliable as that used to store data. In at least one system (OMEGA), tagged-bad 
data is implemented by altering the ECC code of the data as it is written. Some single-bit and 
many double-bit errors in this data can make it appear to be correctable or correct when read. 
This is less protection from error than valid data has. In such a system, an error which results 
in a lost tagged-bad-data block is reason to crash the system. In systems with reliable storage 
of "tagged-bad-data", operation can continue after such an error because it is essentially certain 
that any process which accesses that data will see an RDE error for that block and will machine 
check before it uses the bad data. 

The Bcaehe data RAMs in NVAX use the above relatively unreliable mechanism for tagged-bad 
data. Three ECC check bits are flipped in the stored value. This mechanism would often prevent 
a subsequent read from succeeding, but it is not sufficiently reliable to allow missing tagged-bad 
blocks in the Bcache to be tolerated. As a result, all errors which may have left a tagged-bad 
block in the Bcache without some error address register pointing it out are cause to crash the 
system. 

15.11.2 Note On Ownership Mechanism 

In the absence of additional errors, the memory/cache ownership mechanism ensures that no 
other process can access the block whose ownership bit is set in memory and is not owned by any 
cache. Cache coherence in the system depends on this mechanism. In some systems, memory 
error detection and correction for ownership bits is as reliable as for data. This is true of XMI2 
based systems. However, in some systems the mechanism is less reliable. One example is the 
OMEGA system, where the ownership bits are stored with a single-bit-error-detect-and-correct 
scheme which can not detect most double bit errors and therefore interprets most double bit errors 
as correctable single bit errors. In such a system, error situations in which unknown blocks in 
memory may be owned should be taken as a system crash. 

In OMEGA there is a proposal make up for the non-robust ownership bit error detection scheme 
by flushing the cache on every "correctable” ownership bit error in the NMC. If the "correctable" 
error really is an uncorrectable error, this may be detected by a WDISOWN to an unowned 
memory location. This is because some uncorrectable errors are seen as correctable errors, so 
one ownership bit is flipped by memory’s error correction hardware and at least two bits were 
wrong to start with. There is a chance that the "correction" flips one of the bad bits, but it could 
also flip one of the remaining correct bits. This leaves the memory with one or three incorrect 
ownership bits after an uncorrectable "correctable" error. If every cache is flushed immediately 
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after a "correctable" error, then writebacks to apparently unowned locations may result if the 
error is inadvertently made worse by the correction scheme. These are detectable protocol errors 
and should lead to a system crash. If the effect of the error correction was to mark block(s) as 
owned when no cache owns them, then eventually some process will attempt to access that data 
and time out. If the error was successfully corrected, then flushing the caches causes a pause 
in processing and no bad effects. If these errors are infrequent, this seems an acceptable loss in 
performance in exchange for increased reliability. 
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15.12 Revision History 


Table 15-6: 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

06-Mar- 1989 

Release for external review. 

Mike Uhler 

19-Dec-1989 

Update for second-pass release. 

John 

Edmondson 

12-Feb-1990 

Update with error handling information. 

John 

Edmondson 

30-Jun-1990 

Update further after internal review and resolution of many issues. 

John 

Edmondson 

31-May-1991 

Minor updates for pass 2 changes. 
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Chapter 16 
Chip Initialization 


16.1 Overview 

This chapter describes the hardware initialization process for the NVAX CPU chip. The hardware 
and microcode start the initialization, and then pass control to the console macrocode at address 
E0040000 for further initialization. 

Much of the job of initialization involves setting the NVAX internal processor registers (IPRs) 
to a known state, or using NVAX IPRs to perform functions such as cache initialization. See 
Chapter 2 for a list of the NVAX IPRs. Also, see the individual box chapters for a more in depth 
definition of many of the IPRs. 

16.2 Hardware/Microcode initialization 

The NVAX Chip hardware initializes to the following state on powerup or the assertion of chip 
reset: 

1. The VIC, Pcache, and Bcache are disabled. 

2. The RLOG is cleared. 

3. The Fbox and vector unit are disabled. 

4. The microstack is cleared. 

5. The Mbox and Cbox are reset, and all previous operations are flushed. 

6. The Fbox is reset. 

7. The Ibox is stopped, waiting for a LOAD PC. 

8. All instruction and operand queues are flushed. 

9. All MD valid bits are cleared, and all Wn valid bits are set. 

10. A powerup microtrap is initiated which starts the Ebox at the label IE .POWERUP.. 

The NVAX Chip microcode then does the following: 

1. Hardware interrupt requests are cleared. 

2. ICCS<6> is set to 0. 

3. SISR<15:1> is set to 0. 

4. ASTLVL is set to 4. 
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5. The Mbox PAMODE IPR is set to 30-bit physical address mode. 

6. CPUID is set to 0. 

7. The BPCR branch history algorithm is reset to the default value. 

8. Backup PC is retrieved from the Ibox and saved in SAVPC. 

9. PME is cleared. 

10. The current PSL, halt code, and value of MAPEN are saved in SAVPSL. 

11. MAPEN is cleared (memory management is disabled). 

12. All state flags are cleared. 

13. PSL is loaded with 04 1F0000. 

14. PC is loaded with E0040000 (the address of the start of the console code). 

16.3 Console initialization 

The console macrocode has the job of filling the gap between the initialized state described above 
and the initial state needed for the operating system. To that end, the console code does the 
following: 

1. Set CPUID to the correct value from the system environment. 

2. Set ECR (Ebox Control Register) as follows: 

1. Set FBOX_ENABLE to enable the Fbox. 

2. Set S3_TIMEOUT_EXT as required by the system environment. 

3. Set FBOX_ST4_BYPASS_ENABLE to enable Fbox stage 4 bypass. 

4. Write one to S3_STALL_TEMEOUT to clear any error. 

5. Set ICCS_EXT as required by the system environment. 

3. Set I 00 'R (Ibox Control Status Register) as follows: 

1. Clear ENABLE to leave the VIC disabled. 

2. Write one to LOCK to clear any error. 

4. Set the PAMODE register MODE bit as required by the system. 

5. Write one to clear the LOCK bit in TBSTS (Translation Buffer Status). 

6. Initialize the PCSTS (Pcache Status) Register: 

1. Write one to clear the LOCK bit. 

2. Write one to clear PTE_ER_WR. 

3. Write one to clear PTE_ER. 

7. Set CCTL (Cbox Control) as follows: 

1. Clear ENABLE to leave the Bcache disabled. 

2. Set TAG_SPEED, DATA_SPEED, and SIZE to reflect the Bcache RAM configuration in 
the system. 

3. Clear FORCE JHIT. 

4. Clear DISABLEJERRORS. 

5. Clear SWJECC. 

6. Clear TIMEOUT_TEST. 

7. Clear DISABLE_PACK to allow the write packing feature. 
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8. Clear SW_ETM. 

9. Write one to clear HW_ETM. 

8. Clear the various Cbox error registers: 

1. BCETSTS (Bcache Error Tag Status): Write one to LOCK, CORR, UNCORR, BAD.ADDR, 
and LOST_ERR to clear any errors. 

2. BCEDSTS (Bcache Error Data Status): Write one to LOCK, CORR, UNCORR, BAD_ 
ADDR, and LOST_ERR to clear any errors. 

3. CEFSTS (Cbox Error Fill Status): Write one to RDLK, LOCK, TIMEOUT, RDE, and 
LOSTJSRR to clear any errors. 

4. NESTS (NDAL Error Status): Write one to NOACK, BADWDATA, LOST_OERR, PERR, 
INCON_PERR, and LOST_PERR to clear any errors. 

16.4 Cache initialization 


Either the console code or the operating system will do the following final initialization steps 
(code examples are given): 

1. Initialize the VIC 

; This code initializes the VIC by writing all 128 tags with 

; good parity and all valid bits clear. 


movl 

#''x00000020. 

rO 

; tag index increment = 1 hexaword block 

movl 

#0, 

rl 


; tag init value 

movl 

#0, 

r2 


; VIC tag starting address 

movl 

#'-x00000800. 

r3 

; VIC tag ending address + 1 block 

movl 

#PR19$_VMAR, 

r4 

; VIC memory address register (VMAR) 

movl 

#PR19$_VTAG, 

r5 

; VIC tag register (VTAG) 

P: 

mtpr 

r2. 

r4 


; write current index to VMAR 

mtpr 

rl. 

r5 


; write the tag via VTAG 

addl2 

rO, 

r2 


; increment index by the block size 

cmpl 

r3. 

r2 


; check if done 

bneq 

vic_ 

_loop 


; 


2. Enable the VIC 


mtpr #<icsr$m_enable+icsr$m_lock>, #PR19$_ICSR 

3. Initialize the Bcache tags 


This code initializes the Bcache by writing all tags with good 
ECC and all valid and owned bits clear. This example initializes 
a 512Kb Bcache. This code can be changed to init the other legal 
Bcache sizes by changing the value in R3. SW_ECC in CCTL is clear, 
so the CBOX will generate correct ECC for the tag/valid/owned bits 


movl 

#' v x00000020. 

rO 

movl 

#0, rl 


movl 

#~x01000000. 

r2 

movl 

#'"‘X01080000, 

r3 


tag index increment « 1 hexaword block 

tag init value 

Bcache tag starting address 

Bcache tag ending address + 1 block 

for 512Kb Bcache 


bcache_loop: 


mtpr 

rl, r2 

; write tag to current tag address 

addl2 

rO, r2 

; increment index by the block size 

cmpl 

r3, r2 

; check if done 

bneq 

bcache_loop 
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4. Initialize the Bcache data 

.SBTTL ZERO_BCACHE_DAT.fi, 

;++ 

; ZERO_BCACHE_DATA - Write zero data and good ECC to the BCACHE data rams 


BYTES_PER_QUADWORD - 8 
BYTES_PER_PAGE - 512 

QUADWORD S_PER_PAGE - B YTE£_P ER_P AGE / BYTES_PER_QUADWORD 
ZERO_BCACHE_DATA : 

PUSHR #~M<R0,R1,R2,R3,R4,R5,R6> ; Save registers 
MFPR #PR$_CPUID, R5 ; XMI node id 

MOVL SYSL$L_BACKUP_CACHE_C0NSTANT[R5] ,R1 ; Formative cache constant 
MTPR Rl, #PR13$_CCTL ; Set cache with default constant 

EXTZV #PR13_CCTL$V_SIZE,#PR13_CCTL$S_SIZE,R1,R2 ; Extract backup cache size 
MOVE SYSL$L_BCACHE_PAGE_CONSTANT [ R2 ] , R5 ; Cache page count 
CLRL R6 ; "A0B" index 

CLRQ Rl ; Quadword data to be written to BCACHE rams 
10 $: 

MULL3 #BYTES_PER_PAGE,R6,R3 ; BCACHE page index to write 
BSBW MAP_PHYSICAL_ADDRESS ; Map R3 PA to R4 VA 
CLRL R3 ; "AOB" index 
20 $: 

JSB @IO_WRIT£_BCACHE_DATA ; Write BCACHE data 
ADDL2 #BYTES_PER_QUADWORD,R4 ; Update VA 
AOBLSS #QUADWORDS_PER_PAGE,R3 f 20$ ; Loop 'til done 
AOBLSS R5,R6,10$ ; Loop 'til done 

MFPR #PR$_CPUID, R5 ; XMI node id 

MOVL SYSL$L_BACKUP_CACHE_CONSTANT[R5] ,R1 ; Formative cache constant 
MTPR Rl, #PR13$_CCTL ; Set cache with default constant 
POPR #' V M<R0,R1,R2,R3,R4,R5,R6> ; Restore registers 
RSB ; Return 


•SBTTL MAP_PHYS ICAL_ADDRESS 
++ 

MAP_PHYSICAL_ADDRESS - Map a physical address with a system VA 
INPUTS: 

R3 - Physical address to map to system VA 
OUTPUTS : 

R4 - System VA of physical address in R3 


MAP_PHYS ICAL_ADDRESS : 

PUSHR # A M<R0,R1,R9> ; Save registers 

BSBW GET_XNP_NUMBER ; CPU number to R9 
MOVAL @SYSL0A_SPTE[R9] , RO ; Address of this CPU's SPTE 
BICL2 # P TE $M_VAL ID , (RO) ; Invalidate SPTE 

INVALIDATE_TB ENVIRON-UNMAPPED ; Invalidate this TB 

MOVL (RO) ,R1 ; SPTE 

EXTZV #VA$V_VPG, #PTE$S_PFN,R3,R4 ; Address PFN 
INSV R4, #PTE$V_PFN,#PTE$S_PFN,R1 ; Insert the PFN 
BISL3 #<PTE$M_VALID!PTE$M_MODIFY!PTE$C_KW>,Rl, (RO) ; Map PFN 
EXTZV #VA$V_BYTE,#VA$S_BYTE,R3,R0 ; Address byte offset 
MULL3 #512 , R9, Rl ; This CPU's page offset 

MOVAB @SYSL0A_SPTE_VA[R1] ,R4 ; VA that this CPU's SPTE maps 
INSV RO, #VA$V_BYTE,#VA$S_BYTE,R4 ; A VA that maps physical address 
POPR #~M<R0,R1,R9> ; Restore registers 

RSB ? Return 
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++ 

INPUTS : 

R1 - Lo longword data to be written to BCACHE 
R2 » Hi longword data to be written to BCACHE 
R4 « Virtual address that maps physical address corresponding 
to secondary cache index to be written. 

OUTPUTS : 

RO LBS indicates BCACHE data written, otherwise clear 


•★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★★It* 

? This routine cannot be stepped through using XDELTA. The FORCEHIT bit 
; in the backup cache control is set and will cause erroneous hits to 
; occur in the secondary cache. 

f 

.ALIGN LONG 

IO_WRITE_BCACHE_DATA_ROUTINE : 

MOVL R3, IO_S AVED_REG I STER ; Save register 
MTPR #0, #PR$_TBIA ; Reset TB allocation pointer 
CLRL RO ; Signal failure 
TSTL 10$ ; Ensure TB hit 

TSTL 30$ ; Ensure TB hit 

TSTL <R4) ; Ensure TB hit 

TSTL B'-4(R4) ; Ensure TB hit 

MOVAB 10$, R3 ; Address to check 
MTPR R3, #PR$_TBCHK ; In TB 
BVC 20$ ; If VC no 

MOVAB 30$, R3 ; Address to check 
MTPR R3, #PR$_TBCHK ; In TB 
BVC 20$ ; If VC no 

MOVAL (R4) ,R3 ; Address to check 

MTPR R3, #PR$_TBCHK ; In TB 
BVC 20$ ; If VC no 

MOVAL B A 4(R4),R3 ; Address to check 

MTPR R3, #PR$_TBCHK ; In TB 
BVC 20$ ; If VC no 

10 $: 

MFPR *PR13$_CCTL,R3 ; Read CCTL 
BICL2 #<- ; Form a mask 

<l@PR13_CCTL$V_FORC£_HIT>!- ; Force hit mode 
<l§PR13_CCTL$V_DISABLE_ERRORS>!- ; Disable errors 
<0>- ; 

>,R3 ; Local copy control register 

BISL3 #<- ; Form a mask 

<1@PR13_CCTL$V_ENABLE>!- ; Enable BCACHE 
<l@PR13_CCTL$V_FORCE_HIT> ! - ; Force hit mode 
<l@PR13_CCTL$V_DISABLE_ERRORS>!- ; Disable errors 
<0>- ; 

>,R3,R0 ; Local copy control register 

MTPR R0, #PR13$_CCTL ; Enable Bcache - FORCE HIT, DISABLE ERRORS 
MFPR #PR13$_CCTL, R0 ; Allow the dust to settle... 

MOVQ Rl, (R4) ; Write BCACHE data 

MTPR R3, #PR13$_CCTL ; BCACHE off 

MFPR #PR13$_CCTL,R3 ; Allow the dust to settle... 

MOVL # SS $_NORMAL , R0 ; Signal success 
20$: 

MOVL IO_SAVED_REGISTER, R3 ; Restore register 
RSB ; Return 
30$: 

5. Initialize the Pcache 


This code initializes the Pcache by writing all 256 tags with 
good parity and all valid bits clear. 


movl 

#~x00000020. 

r0 

; tag index increment - 1 hexaword block 

movl 

#0, rl 


; tag init value 

movl 

#~x01800000. 

r2 

; Pcache tag starting address 

movl 

# A x01802000, 

r3 

; Pcache tag ending address + 1 block 
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pcache_loop: 

mtpr rl, r2 ; write tag to current tag address 

addl2 rO, r2 ; increment index by the block size 

cmpl r3, r2 ; check if done 

bneq pcache_loop ; 

6. Enable the Bcache and the Pcache 

NVAX cache coherency requires that the Pcache is always a subset of the Bcache. This code 
to enable the caches is arranged to insure that this is true. Thus, the Bcache is enabled first, 
and an REI is executed between the Bcache enable and the Pcache enable. The purpose of 
the REI is to synchronize data prefetching such that the Pcache will not perform any fills to 
addresses that were not also filled in the Bcache. 


mfpr 

#PR19$_CCTL, r6 


get current value in Cbox CTL IPR 

bisl2 

#<cctl$m enable>, r6 


set the Bcache enable bit 

mtpr 

r6, #PR19$_CCT1 


write the new Cbox CTL IPR 

movpsl 

-(sp) 


push the psl 

moval 

init_cont, - (sp) 


and the next PC 

rei 



branch to the next PC 




flushing the VIC 




and aborting all 




previous IREADS 




Now that state is synchronized,, enable 




the Pcache 


init_cont: 

mtpr #<pcctl$ro_d_enable+pcctl$m_i_enable+pcctl$m_p_enable>, #PR19$_PCCTL 


16.5 Miscellaneous Information 


There is no need to explictly initialize the Translation Buffer as the NVAX microcode performs 
an internal TBIA on any MTPR to the MAPEN IPR. 

There is no need to explictly initialize the data portions of the VIC or Pcache as long as the tags 
are initialized with all valid bits dear. Both Bcache tags and Bcache data must be initialized 
before the cache is enabled. 
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16.6 Revision History 


Table 1 6-1 : Revision History 


Who 

When 

Description of change 

Debra Bernstein 

9-May- 1990 

Initial edit 

Debra Bernstein 

19-Nov-1990 

Add Miscellaneous Information section. Add true code 
examples for cache init. Add information on the 
ordering of cache enable. 

Debra Bernstein 

ll-Mar-1991 

Update to pests, tbsts 

Rebecca Stamm 

9-Oct-1991 

Bcache data must be initialized as well as the Bcache 
tags. 


DIGITAL CONFIDENTIAL 


Chip Initialization 1 6-7 







Chapter 17 


Chip Clocking 


17.1 Overview of the NVAX Clocking System 

The NVAX CPU generates all the clock signals required to operate the CPU and the NDAL 
interface. The clocks are derived from a high frequency oscillator signal that is supplied to the 
chip. Td allow for flexible logic design the chip implements a four phase clocking sj r stem. The 
four internal NVAX clock phases are generated on-chip by dividing the frequency of the external 
oscillator by four. 

The NVAX chip generates and drives the NDAL clocks which are used to clock the peripheral 
chips on the NDAL bus. The NDAL also uses a four phase clock scheme, but runs three times 
slower than the internal NVAX clocks. 

17.2 Receiving the NVAX Externa! Oscillator Signal 

The NVAX chip can receive the external clock from one of two sources depending on the state of the 
O SC_TEST_H pin. When OSC_TEST_H is asserted the clock is received by the 0SC_TC1JB 
and OSC_TC2_H pins. These pins are configured to use standard 3V CMOS signal levels. When 
OSC_TEST_H is deasserted the dock is received by the OSC_H and OSCJL pins. These pins 
use a differential amplifier circuit to receive the dock signal from an ECL ostillator. Figure 17—1 
shows the NVAX dock interface circuitry. 

EXTERNAL OSCILLATOR 

Detailed information concerning the design of the external oscillator can be found in 
the NVAX Signal Integrity Specification. 

17.2.1 The System Environment 

During normal system operation OSCJTESTJEL is tied low and the OSC_H and OSCJL pins are 
used to receive the external dock source. The NVAX CPU is designed to operate at a maximum 
internal dock speed of 100 MHz. This requires the external oscillator to deliver a 400 MHz 
dock. At these frequences the generation and interconnection of signals is extremely complex 
and specialized circuitry must be used. 
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Figure 17-1: NVAX CPU Interface Circuitry 
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The NVAX oscillator generates a pair of clock signals that are 180 degrees out of phase. The 
oscillator does not supply standard CMOS logic levels. The signals have a peak to peak voltage 
swing of .5 volts centered at 3.5 volts - therefore, a standard CMOS input buffer cannot be used 
on the chip to receive the signals. Instead, a differential amplifier is used and the signals are AC 
coupled and level shifted before they are received by the amplifier. 

17.2.2 The Chip Test Environment 

The chip tester, used during chip manufacturing to functionally verify the part, cannot supply 
a 400 MHz clock. The two pins OSC_TCl_H and OSC_TC2_H offer an alternative method for 
supplying the chip with clocks. The pin OSC_TEST_H is used to select between the system and 
test clocking modes. When the pin is asserted the test clock pins supply the clock to the chip. 
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The test clock pins are supplied ■with two dock signals that are 90 degrees out of phase. They 
are XORed on-chip to generate the internal 2X dock signal K_PAD_CK1%ZZ. Figure 17—2 shows 
the relationship between K_PAD_CK1%ZZ and the test dock input signals. 

Figure 17-2: On-Chip XOR Test Functionality Waveforms 
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In addition to the frequency doubling feature of the test dock input circuitry, the pins use CMOS 
differential amplifiers to receive the clock signals. Hence, the test oscillator dock inputs can be 
used to drive the chip at slower than maximum speeds using standard 3 volt CMOS logic levels. 

17.3 On-Chip Clocks 

17.3.1 Clock Generation/Distribution Overview 

Figure 17—3 illustrates the overall structure of the dock generation/distribution system. The 
docks are distributed across the chip in two stages. The global dock generator receives the 
master clock signal and generates the following global clocks that are driven to various sections 
of the nvax chip: 

• eight single phase matched docks (true and complement) K%PHI_l:4_H & L 

• four double phase matched docks K%PHIjL2s4l_H 

• four NDAL matched clocks K_GLB%PHI12 j41_OUT_H 

• two specially timed single phase clocks E W P%PHI_SE and KJV%PHI_3E 

For purposes of defining dock specifications in different parts of the NVAX chip, clock section (or 
simply, section ) is defined for the remainder of the chapter to be one of the chip sections shown 
in Table 17-1. 


Table 1 7-1 : NVAX CPU Clock Sections 


Section Name 

Symbol 

Cbox 

MCB 

Ebox 

IEB 

Fbox 

F 

Ibox 

I 

Mbox 

M 

Pcache 

P 
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Table 17-1 (Cont.): 

NVAX CPU Clock Sections 

Section Name 

Symbol 

VIC 

V 

Upper I/O Pad Logic 

PAD 

Lower I/O Pad Logic 

PADL 

Global Reset Logic 

K 


Figure 17-3: On-Chip Clock Distribution 
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The global dock signals are received and driven into each section by local clock buffers. It is 
these local docks that are used to control logic sequencing throughout the chip. Note that the 
active high single phases are used by all sections, while the double phases and active low single 
phases are used only in the Fbox. NDAL clocks are driven to the pads where they are buffered 
and driven off chip. 


1 where X is a dock section symbol. 
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17.3.2 Global Clock Distribution 

In this two stage distribution scheme, dock generation and distribution are very tightly controlled 
at the global level. Delays seen by each section are minimized and equalized to reduce global 
skew. Global dock signals have matched buffer delays from the generator, matched interconnect, 
and matched section loads. 

Load matching on global dock signals is implemented using dummy loads - MOSFET capacitors 
added to global distribution lines to balance section driver loads seen by the global dock generator. 
Dummy loads are added to global dock signals at each section input, matching the section load 
on that signal with the most heavily loaded clock signal at that section input. Global routing of 
the dock signals is carefully controlled to both minimize EC delays and to match the delays of 
all signals arriving at a common receiver. 

lb provide flexibility in global clock distribution, global dock signals are organized into four 
groups. Interconnect and loads are matched between the signals within each group. The four 
groups are designed to have very similar edge rates and delay characteristics. These groups 
consist of: 

1. K%PHI_l:4_H - active high CPU clocks 

2. K<7cPBLt_i:4_L and K^cPHI_i2:4l_H - active low and double phase CPU clocks 

3. K_GLB9'cPHIi2:4i_OUT_H - double phase NDAL docks 

4. K_P < TcPHI_3E_H and K_WcPHI_3E_H - special CPU clocks 


1 7.3.3 Section Clock Distribution 

Section clock distribution rules are more flexible than global rules to allow for stringent routing 
requirements at the section level. Primary requirements for section-level distribution are 1) 
maximum 125 pS RC delay between section drivers and any receiver, and 2) adherence to NVAX 
methodology which specifies the use of only fully complementary receivers. A detailed description 
of the rules relating to the use of the NVAX on-chip docks can be found in the NVAX CPU Chip 
Design Methodology document. 

17.3.4 Global Clock Waveforms 

Eight single phase and four double phase dock signals are globally distributed on the chip. Four 
NDAL clocks are driven to the pads where they are buffered and driven off chip. The single 
and double phase CPU clocks have a period of one NVAX cycle. The NDAL clock cycle is three 
NVAX cydes in length. Both rising and falling dock transitions occur at the boundaries of each of 
the four phases of an NVAX dock cycle. Waveforms for the globally-distributed dock signals are 
shown in Figure 17—4. The use of these global dock signals is RESTRICTED to interconnecting 
the section clock drivers. 

Clock signals K_P%PHI_3E_L and K_V %PB3_3E_L are used for sense amplifier timing within 
the Pcache and VIC, respectively. These signals are "early" versions of K%PHI_3_H and are 
carefully tuned in relation to other dock signals. For this reason, waveforms for these docks are 
not depicted in Figure 17-4. These signals are discussed further in the next section. 
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Figure 17-4: Global Clock Waveforms 
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1 7.3.5 Section Clock Waveforms 

The section clocks are buffered versions of the globally distributed dock signals. Ten sections 
on the chip receive clocks K%PHI_l: 4 _H, while the Fbox is the only receiver of K%PH3_l.*4_L 
and K%PHI_l2:4l_H. NDAL clocks are received only at the pads and are driven off chip as 
PHI12:41_OUTja. 

Clock signals K_P%PHI_3E_L and KJV%PHI W 3E_L are received only in the Pcache and VIC sections, 
respectively. These clocks are used to trigger sense amplifiers and must be tuned such that their 
buffered, section level edges precede the normal section level phase 3 edges (e.g. KJP%PHI,„3_H 
and K_V %PHI_3_H) by approximately 1.2 nS. 

All section buffers have identical internal delays. To insure this, standard dock drivers are used 
in each section (except the Fbox). The standard dock driver is designed to be used in a distributed 
fashion: multiple identical parallel drivers are used, with inputs, outputs, and primary internal * 
nodes being individually strapped together within each section. 
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17.3.6 Clock Skews and Rise/Fall Times of the Section Clocks 

Because of the tightly controlled delays in the first stage of the distribution network, dock skew 
specifications are the same in most sections of the chip. The only exception to this is in the Fbox, 
where leverage of the layout from the Rigel Fbox necessitates specification of a lower-tolerance 
skew. This higher skew figure is due to larger allowable RC delays in the Fbox section level dock 
distribution network. 

Table 17-2 specifies the skews and rise/fall times for the edges of the single phase clock signals. 
These values are for a TT part running at 100°C and 3.0 volts. Clock Skew is the uncertainty in 
time from when any clock edge crosses the 50% Vdd point to when any other dock edge crosses 
the 50% Vdd point. The rise and fall times are measured from the 10% to 90% points of the full 
voltage transition of the dock signal. Adjacent clock phases can overlap or underlap due to clock 
skew. 


Table 17-2: Skews and Rise/Fall Times 1 


Skew Within 
Any Section 2 

Skew Within 
Fbox 

Skew Between 
Any Two 

Sections 2 

Skew Between 
Fbox and Any 
Section 

Rise/F all Times 

0.5 nS 

1.0 nS 

0.5 nS 

1.0 nS 

0.5 nS 


1 2 

1 7.4 The NDAL Interface timing system 
17.4.1 NDAL Clocks 

The NVAX CPU provides four double phase low skew clocks that are used by the memory interface 
to communicate with the CPU via the NDAL. The NDAL runs at one third the speed of the internal 
CPU cycle. The NDAL clocks are generated by dividing the internal clock frequency by three. 
The interconnect used for these signals must be well controlled to avoid excessive delay, ringing, 
and skew. 

The relationship of the four docks to the internal CPU dock cycle is shown in Figure 17-5. The 
timing diagram also indicates the timing of the NDAL signals. The NDAL changes in # 12 , is valid 
during £ 3 , and goes tristate in # 4 . All NDAL signal transitions are referenced to the RISING 
transitions of the docks. 


1 These skews are not valid for the NDAL clocks. See Section 1.4 for specific NDAL dock skew information. 

2 Excluding the Fbox. 
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17.4.2 Controlling Inter-Chip Clock Skew 

The distribution of the NDAL clocks across the module is critical to the performance and 
functionality of the CPU. At the specified operating frequencies of the CPU, the module 
interconnect acts as a transmission line. It has a characteristic impedance and delay. The 
interconnect used for the clock signals must be carefully matched to avoid skew. Note that skews 
and signal delays are measured from the point where the waveform reaches VDD/2 (nominally 
1.65V). 


MODULE INTERCONNECT 

Detailed information concerning the design of the module interconnectivity can be 
found in the NVAX Module Signal Integrity Handbook. 


Figure 17-5: Relationship of Internal and NDAL Clock Cycles 
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17.4.2.1 Self Skew 

Each NDAL clock is distributed to a number of receivers on the CPU board. In a perfect electrical 
environment each chip would receive the clocks at exactly the same time. Unfortunately, due to 
mismatched interconnect lengths and variations in the electrical properties of the interconnect, 
a clock signal will not arrive at the different receivers at the same time. For example, refer to 
Figure 17—6. The dock signal is driven from the NVAX CPU to four dock receivers. Due to 
interconnect length mismatches it will be received at points A, B, C, and D at different times. 


17-8 Chip Clocking 


DIGITAL CONFIDENTIAL 



NVAX CPU Chip Functional Specification, Revision 1.0, February 1991 


Figure 17-6: Self Skew 
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The maximum difference in the arrival time of a particular clock transition at different locations 
is defined as the self-skew of the clock. Self-skew is the maximum possible difference between 
the actual clock transition and the specified clock transition. For the NVAX CPU to operate at 
its maximum performance the following rules must be obeyed. 

1. The rising transition of each NDAL clock occurs at any receiver within 1.0ns of when it occurs 
at any other receiver. For example, refer to the diagram above. The $12 rising transition 
occurs at point A, point B, point C and point D, and the transitions at each separate point 
occur within 1.0ns of the transitions at evexy other point. 

2. Rule 1 must also hold for NDAL falling edge transitions. 

These rules imply that if a clock transition appears at one receiver 0.5ns before the specified time, 
the same clock transition cannot appear at another receiver more than 0.5ns after the specified 
time: this would violate rule 1. 

17.4.2.2 Inter-Clock Skew 

At the dock receivers, each NDAL clock transition is specified to appear at some time relative 
to any of the other NDAL clock transitions. In an ideal design, all clock transitions would occur 
at the specified time. Unfortunately, due to device, processing, and interconnect mismatches, the 
clock signals will arrive at times different from those specified. The uncertainty in arrival times 
is defined as the inter-clock skew. For the NVAX CPU to operate at its maximum performance 
the following inter-clock skew rules must be obeyed. 

1. The skew between any two rising NDAL dock transitions at any two receivers is +/-0.5ns. 
For example, if the transitions are defined to be 15ns apart, the clock design guarantees that 
they are between 14.5 and 15.5 ns apart. 

2. Skew between falling clock transitions is +/-0.5ns. 

3. The skew between a rising transition and a falling transition is +/-0.75ns. 

17.4.3 Driving and Receiving NDAL signals 

Detailed information regarding NDAL clocking and NDAL skew considerations can be found in 
Chapter 3. 
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17.4.4 information Transfer between the NDAL clock system and the on-chip 
clock system 

Detailed information regarding information transfer between the NDAL clock system and the 
on-chip clock system can be found in Chapter 13. 

17.5 Initializing the NVAX system. 

ASYNC_RESET_L is an asynchronous input to the NVAX chip. It is used to force the NVAX 
CPU into a known state. The assertion of ASYN C_RESET_L occurs during NVAX system 
initialization. ASYNC_RESET_L must be asserted for a minimum of 7 NDAL cycles. 

SYSJRESETJL is both an asynchronous and synchronous output. SYS_RESET_L is 
asynchronously asserted whenever ASYNC_RESET_L is asserted. When asserted, it places 
the NVAX system chips in their initial power-up states. 

SYSJE£ESET_L is asserted for a minimum of 7 NDAL cycles. The deassertion of the signal is 
synchronized to the NDAL clocks. It is deasserted on the rising edge of PHI12_OUT_H and is 
valid at the NDAL receivers in time to be latched in NDAL # 4 . Figure 17—7 shows the relationship 
between ASYNC_RESET_L and SY S_RE SET_L signals. 

Figure 17-7: System Reset Timing 
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*************************** ************* ********* 


17.5.1 Internal NVAX Reset 

The ASYNC_RESET_L pin is used to generate several internal reset signals which reset 
various parts of the NVAX chip. ASYNC_RESET_L is synchronized with NDAL # 3 , 
then latched after settling with NDAL $ 1 . This synchronized signal is piped to NVAX 
#4 to produce KJPAD%SYNCJRESET. The internal, buffered version of ASYNCJRESET_L is 
K_PAD%ASYNCJRESET. 
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lb satisfy various logic timing constraints, several reset signals are produced and distributed 
throughout the NVAX chip. The primary internal NVAX reset is K<£RESET. This signal 
is asserted asynchronously and deasserted synchronously following assertion/deassertion of 
ASYNC_RESET_L or DISABLE_OUTJL, or during the BSR External Test. Buffered versions 
of K%RESET are used by the Ebox, Ibox, VIC, and Fbox to reset local logic. Detailed information 
regarding the functions of DISABLE_OUT_L and the BSR External Test can be found in the 
NVAX Testability Specification. 

The Mbox, Pcache, and Cbox (excluding BIU) receive buffered versions of K_MC%RESET. This 
signal functions the same as K%RESET, except it is also asserted following an Ebox S3 timeout 
(see individual box chapters of this specification for detailed information). 

The I/O Pad logic receives buffered versions of K9cEXT_ RESET. This signal is the same as E&BESET, 
except it is not asserted with DISABLE_OUT_L or during BSR External Test as K%RESET is. 

E_CE%RESET is asserted during NDAL $3 and piped to NVAX internal A buffered version of 
this is used to reset BIU logic in the Cbox to the proper NDAL sequencing state during the reset 
sequence (see CBOX chapter for detailed information). 
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17.5.2 Generation of Clocks During Power-up 

The NVAX chip generates its internal clocks and the NDAL clocks by dividing down a high 
frequency external oscillator signal. The external system oscillator is powered from the module 
5 volt power supply Its dock signals must be valid before 3 volt power is supplied to the NVAX 
chip. The oscillator takes a maximum of 10 mS of initialization time before its clocks can be 
considered free running. Hence, the module power supply must be designed to guarantee that 
the 3 volt supply is not valid until 10 mS after the 5 volt supply is stable. 

The NVAX clock generator derives free running docks from the external oscillator dock. The 
dock generator is self-initializing and is not affected by the assertion of ASYNC_RESET_L, 
except for clock generator reset test features (see CLOCK GENERATOR RESET, next section). 
The clock generator requires a maximum of 3 oscillator dock cydes to initialize itsdf after the 
3 volt module power supply has become valid. Figure 17-8 shows the NVAX Chip and external 
oscillator power-up sequence. 

Figure 17-8: Clock State During initial Power-up 
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17.5.3 Clock Generator Reset 

The NVAX chip incorporates a clock generator reset feature for use in verifying chip timing. The 
generator can be reset to a known cycle and phase in order to verify various signals against their 
specified timing. 
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WARNING 

Use of the dock generator reset feature must follow these specific sequencing and 
timing constraints. Deviation from these specifications will have undesirable results, 
and can result in physical damage to the NVAX chip. Contact a member of the NVAX 
clock design team for further information about this feature. 

Figure 17—9 shows the proper signal timing for effecting a reset of the dock generator, lb begin 
the dock generator reset sequence, the chip is powered up using normal high speed oscillator 
inputs supplied through OSC_H and OSC_L. This is the normal powerup mode, and allows the 
internals of the chip to reach a deterministic operating state. 

Following a normal powerup reset sequence, the oscillator input is turned off briefly (1-2 mS) 
to switch the oscillator input to the test clocks. Following the switch to the test clocks, the 
chip is again reset to restore any internal state lost during the test dock switch. Note that 
AS YN C_RESET_L is held asserted through the duration of the clock generator reset sequence. 

Following this second chip reset sequence, the test clocks are stopped briefly (500 nS MAX). The 
states of test clocks OSC_TCl_H and OSC_TC2_H when stopped must be the same, either both 
high or both low (as shown). TE ST_D ATA_H should be driven low as shown in Figure 17—9 to 
effect the clock generator reset. This immediately places the dock generator into NVAX and 
NDAL TE ST_D ATA_H is then driven high and clocking of the chip is resumed. On the first 

osdllator cycle following resumption of clocking, the generator will transition into NVAX $3 and 
begin normal sequencing. AYSYNC_RESET_L must remain asserted for at least 7 NDAL cycles 
following resumption of clocking. 
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Figure 17-9: Clock Generator Reset Timing 
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Timing Notes: 

1 . ECL pin inputs OSC_H and OSCJL must be used to supply clocks to chip prior 

to and during power-up. Inputs 0SC_TC2_H and OSC_TC2_H must be held low in order to 
prevent latch -up. 

2. Switch to test clocks 0SC_TC1_H and OSC_TC2_H . Start measure out lpat on chip tester. 

3. Clocks restarted to restore internal chip signals prior to clock-reset sequence. 

4. *STHC_RBSET_L must remain asserted for a minimum of ? NDAL cycles 
following restart of clocks. 
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17.6 NVAX Clock Section Signal/Pin Dictionary 
17.6.1 Schematic - Behavioral Translation 


Schematic Name 1 

Behavioral Model Name 1 

• Signals 

K%EXT_RE SET 

K%EXT_RESET 

K%PHI_1_H 

K%PHI_1_H 

K%PHI_2_H 

K%PHI_2_H 

K%PHI_3_H 

K%PHI_3_H 

K%PHI_4_H 

K%PHI_4_H 

K%PHI_1_L 

K%PHI_1_L 

K%PHI_2_L 

K%PHI_2_L 

K%PHI_3_L 

K%PHI_3_L 

K%PHI_4_L 

K%PHI_4_L 

K9cPHI_12_H 

K%PHI_12_H 

K%PHI_23_H 

K%PHI_23_H 

K%PHI_34_H 

K%PHI_34_H 

K%PHI_41_H 

K%PHI_41_H 

K%RESET 

K%RESET 

K_CE%RESET 

K_CE%RESET 

K_GLB%PHU2_OUT_H 

K%NDAL_PHI_12_H 

K_GLB%PHI23_OUT_H 

K%NDAL_PHI_23_H 

K_GLB%PHI34_OUT_H 

K%NDAL_PHI_34_H 

K_GLB %PHI4 l_OUT_H 

K%NDALJPHI_41_H 

K_MC%RESET 

K_MC%RESET 

K_P%PHI_3E 

non-existent 2 

k_pad%async_reset 

K_PAD%ASYNC_RESET 

K_PAD%SYN C_RESET 

KLPAD%SYNC_RESET 

K_SEC%OSC 1_H 

module call 3 

K_V%PHI_3E 

non-existent 2 

- Pins 

ASYNC_RESET_L 

P%ASYNC_RESET_L 

DISABLE_OUT_L 

P%DISABLE_OUT_L 

OSC_TEST_H 

P%OSC_TEST_H 


1 Signals without specified assertion levels may exist in _H and/or _L versions. 

2 These signals are not modeled in the behavioral code. 

3 Any transition is represented in behavioral model by a call to routine n_%master_clock_transition. 
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Schematic Name 1 

Behavioral Model Name 1 

OSC_H 

P%OSC.H 

OSC_L 

P%OSC_L 

OSC.TCl.H 

P%OSC_TCl_H 

OSC_TC2_H 

P%OSC_TC2_H 

PHI12_0UT_H 

P%PHI12_OUT_H 

PHI23_OUT_H 

P%PH323_OUT_H 

PHI34_OUT_H 

P%PHI34_OUT_H 

PHI41_0UT_H 

P%Pffl41_OUT_H 

SYS_RESET_L 

P%SYS_RESET_L 

TEST_DATA_H 

P%TEST_DATA_H 

1 Signals without specified assertion levels may exist in _H and/or _L versions. 

,6.2 Behavioral - 

Schematic Translation 


Behavioral Model Name 4 

Schematic Name 4 

- Signals 


K%EXT_RESET 

K%EXT_RESET 

K%PHI_1_H 

K%PHI_1_H 

K%PHI_2_H 

K%PHI_2_H 

K%PHI_3_H 

K%PHI_3_H 

K%PHI_4_H 

K%PHI_4_H 

K%PHI_1_L 

K%PHI_1_L 

K%PHI_2_L 

K%PHI_2_L 

K%PH3_3_L 

K%PHI_3_L 

K%PHI_4_L 

K%PHI_4_L 

K%PHI_12_H 

K%PHI_12_H 

K%PHI_23_H 

K%PHI_23_H 

K%PHI_34_H 

K%PHI_34_H 

K%PHI_41_H 

K%PHI_41_H 

K%RESET 

K%RESET 

K_CE%RESET 

K_CE%RESET 

K%NDAL_PHI_12_H 

K_GLB%PHI12_OUT_H 

K%NDAL_Pffl_23_H 

K_GLB%PHI23_OUT_H 

K%NDAL_PHI_34_H 

K_GLB%PHI34_OUT_H 


4 Signals without specified assertion levels may exist in _H and/or _L versions. 
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Behavioral Model Name 4 

Schematic Name 4 

K%NDAL_PHI_41_H 

K_GLB%PHI41_OUT_H 

K_MC%RESET 

K_MC%RESET 

K_PAD%ASYNC_RESET 

K_PAD%ASYNC_RESET 

K_PAD%SYN C_RESET 

K_PAD%SYNC_RESET 

• Pins 


P%ASYNC_RE SET_L 

ASYN C_RE SET_L 

P%DISABLE_OUT_L 

DISABLE_OUT_L 

P%OSC_TEST_H 

OSC_TEST_H 

P%OSC_H 

OSC_H 

P%OSC_L 

OSC_L 

P%0SC_TC1_H 

0SC_TC1_H 

P%OSC_TC2_H 

OSC_TC2_H 

P%PHI12_OUT_H 

PHU2_OUT_H 

P9cPHI23_OUT_H 

PHI23_OUT_H 

P%PHI34_OUT_H 

PHI34_OUT_H 

P^PHI41_OUT_H 

PHl41_OUT_H 

P%SYS_RESET_L 

SYS_RESET_L 

P%TESTJDATAJH 

TEST_DATA_H 


4 Signals without specified assertion, levels may exist in _H and/or _L versions. 


17.7 Revision History 


Table 17-3: 

Revision History 


Who 

When 

Description of change 

Bill Bowhill 

28-Jan-1990 

Initial Release 

Tim Fischer 

28-Jan-1991 

Pass 1 Updates Complete 
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Chapter 18 

Performance Monitoring Facility 


1 8.1 Overview 

The NVAX CPU chip contains a facility by which privileged software may obtain performance in- 
formation about the dynamic behavior of the CPU. The facility is implemented with a combination 
of hardware and microcode, and controlled by software using privileged instructions. 

Two 64-bit performance counters called PMCTRO and PMCTR1 are maintained in memory for 
each CPU in the system. The lower 16 bits of each counter are implemented in hardware in the 
CPU, and at specified points, microcode updates the quadwords in memory with the contents of 
the hardware counters. 

The performance monitoring facility may be configured by privileged software to count a number 
of events in the system, from which performance analysis data such as cache and TB hit rates, 
cycles-per-instruction, and stall frequencies may be calculated. 

18.2 Software interface to the Performance Monitoring Faciiity 

The performance monitoring facility makes use of a data structure in memory, and must be 
configured and enabled via a location in the System Control Block, processor register references, 
and the LDPCTX instruction. 

18.2.1 Memory Data Structure 

The two 64-bit performance counters for each CPU are maintained in a data structure in memory. 
This data structure consists of a pair of quadwords for every CPU in the system. The physical 
address of the base of the data structure is obtained from offset 58 (hex) in the System Control 
Block. The format of this location is shown in Figure 18-1. 
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Figure 18-1: Performance Monitoring Data Structure Base Address 


31 30 29 26|27 26 25 24|23 22 21 20|19 18 17 16|15 14 13 12111 10 09 08|07 06 05 04|03 02 01 00 

+ f — + — + — + — + — + — + — + — + — + — + — + 1- — + — + — + — + — + 1- — + — + — + — + — + h — + — + — + — + — + — + — + 

| Physical Address of Performance Monitoring Data Structure |SBZ 0 1 1| :SCB+58(h« 

+ b + + + b + + + + + — + 1- b 1- + — + H + + — + + b + + + + H + + + + + 


NOTE 

A quadword-aligned physical base address is constructed by clearing the lower 3 bits 
of the longword fetched from offset 58 (hex) in the SCB. Microcode will not update the 
block in memory unless bits <2:0> of this longword contain Oil (binary). If these bits 
are found to contain another value, a machine check with code MCHK_PMF_CONFIG 
is performed to notify software that the performance monitoring facility was incorrectly 
configured. If is strongly suggested that the physical address be at least octaword 
aligned, and preferably page aligned. 

The address of the pair of quadwords for an individual CPU is computed by shifting the CPUID 
value left 4 bits and adding this value to the base address. This calculation is shown in equation 
form below (all numbers in these equations are hex). 

phys-base-addr = -SCB [58] AND FFFFFFFO; 


physJblock.addr = { CPUID LSHIFT 4 } + physJ>ase.addr; 


The format of the pair of quadwords for each CPU is shown in Figure 18-2. 

Figure 18-2: Per-CPU Performance Monitoring Data Structure 
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18.2.2 Memory Data Structure Updates 

When the performance monitoring facility is enabled, the memory data structure is updated from 
the hardware counters if the PMCTR0 counter is more than half full and the current processor 
IPL is below IB (hex), if a LDPCTX instruction is executed and the PME bit in the new PCB is 
off, or if the performance monitoring facility is disabled via a write to the PME processor register. 
The PME bit is internally implemented as ECR<PMF_ENABLE>, with conversion handled by 
microcode. 
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When the PMCTRO counter reaches half full, an interrupt at IPL IB (hex) is requested. This 
interrupt request is serviced like any other interrupt if the IPL of the processor is below that 
of the interrupt request IPL. Like any other interrupt, it is serviced between instructions (or in 
the middle of the interruptable string instructions). Unlike other interrupts, the performance 
monitoring interrupt is serviced entirely by microcode, with no software interrupt handler 
required. 

When a performance monitoring interrupt occurs, microcode temporarily disables the facility, 
reads and clears the h ardware counters, then updates the memory data structure with the 
hardware counts. The facility is then re-enabled, the interrupt is dismissed, and the interrupted 
instruction stream is restarted. 


NOTE 

Although the performance monitoring facility is disabled during the memory update 
process, it is re-enabled for the restart of the interrupted instruction stream. Therefore, 
depending on what events were selected, the facility may count events that are part of 
the restart process. 

At the maximum rate (one increment every 14ns CPU cycle), an interrupt is requested every 459 
microseconds. 

If a LDPCTX is executed and the PME bit in the new PCB is off, or if the performance 
monitoring facility is disabled via a write to the PME processor register, the microcode disables 
the performance monitoring facility, reads and clears the hardware counters, and updates the 
memory data structure for the CPU with theTai^watF'^unts. 

NOTE 

The hardware counters are not cleared, and the memory data structures are not 
updated when the performance monitoring facility is disabled via a direct write to 
ECR<PMF_ENABLE>. 


18.2.3 Configuring the Performance Monitoring Facility 

Before the performance monitoring facility is enabled, software must select the source of the event 
to be counted. This is accomplished first by selecting the box that reports the event, and then by 
selecting the event that is to be counted. The box section is made by writing to the PMF_PMUX 
field in the ECR processor register, as indicated by Table 18-1. 


Table 18-1: Performance Monitoring Facility Box Selection 
ECR<PMF_PMUX> 

(binary) Source of Information 


00 

Ibox 

01 

Ebox 

10 

Mbox 

11 

Cbox 


The event selection within the box is made by writing to a processor register within the box, as 
described in subsequent sections, and in the box chapters elsewhere in this specification. 
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The hardware used to implement the 16-bit counters is constructed such that the PMCTR] 
counter increments only if both its selected event, and the PMCTRO selected event are true 
simultaneously As such, PMCTR1 is a strict subset of PMCTRO. As a result, some combinations 
of event selections will not cause PMCTR1 to be incremented. In some boxes, the event selectior 
is specified in such a way that compatible events are automatically selected. In other boxes, the 
user must specify compatible events. Where they are required, compatible events are describee 
in the sections below. 

18.2.3.1 Ibox Event Selection 

The Ibox reports only one event, so if the Ibox is selected, that event is also selected. The Ibos 
inputs to the PMCTRO and PMCTR1 hardware counters are shown in Table 18-2 


Table 18-2: Ibox Event Selection 


PMCTRO Input 

PMCTRl Input 

Description; Use 

VIC Access 

VIC Hit 

VIC hits compared to total VIC accesses; VIC hit ratio. 


18.2.3.2 Ebox Event Selection 

The Ebox reports several events, as selected by the PMF_EMUX field in the ECR processor 
register. The Ebox inputs to the PMCTRO and PMCTR1 counters are shown in Table 18—3. 

Table 18-3: Ebox Event Selection 


ECR<PMF_EMUX> 

(binary) PMCTRO Input PMCTRl Input Description; Use 


000 

Cycles 

S3 Stall 

S3 stalls (source queue, MD, Wn, Fbox scoreboard 
hit, Fbox input) compared to total cycles; S3 stalls 
per unit time. 

001 

Cycles 

EM+PA queue 
Stall 

EM latch and PA queue stalls compared to total 
cycles; EM+PA queue stalls per unit time. 

010 

Cycles 

Instruction 

Retire 

Ebox and Fbox instructions retired compared to total 
cycles; CPI. 

Oil 

Cycles 

Total stall 

Total Ebox stalls compared to total cycles; Stalls pei 
unit time. 

100 

Total stall 

S3 Stall 

S3 stalls compared to total stalls; S3 stalls as a 
percentage of all stalls. 

101 

Total stall 

EM+PA queue 
Stall 

EM latch and PA queue stalls compared to total 
stalls; EM and PA queue stalls as a percentage oi 
all stalls. 
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Table 18-3 (Cont.): Ebox Event Selection 


ECR<PMF_EMUX> 
(binary) PMCTRO Input 

PMCTRl Input 

Description; Use 

111 

S5 Microword 
event 

S5 Microword 
event 

Number of times a microinstruction whose MISC 
field contained INCR.PERF.COUNT reached S5. By 
using the patchable control store, one may count 
microcode events by setting the MISC field of selected 
microwords to this value. If this event is selected, 
writing to the PMFCNT processor register will 
increment the counters via the MISC field decode. 


18.2.3.3 Mbox Event Selection 

The Mbox reports several events, as selected by the PMM field in the PCCTL processor register. 
The Mbox inputs to the PMCTRO and PMCTR1 counters are shown in Table 18-4. 

Table 18-4: Mbox Event Selection 
PCCTL<PMM> 


(binary) 

PMCTRO Input 

PMCTRl Input 

Description; Use 

000 

SO I- stream TB 
access 

SO I-stream TB 
hit 1 

TB hits for SO I-stream references compared to total 
TB accesses for SO I-stream references; SO I-stream 
TB hit ratio. 

001 

SO D-stream TB 
access 

SO D-stream TB 
hit 1 

TB hits for SO D-stream references compared to total 
TB accesses for SO I-stream references; SO D-sfcream 
TB hit ratio. 

010 

P0/P1 I-stream 
TB access 

P0/P1 I-stream 
TB hit 1 

TB hits for P0 and PI I-stream references compared 
to total TB accesses for P0 and PI I-stream 
references; P0/P1 I-stream TB hit ratio. 

Oil 

P0/P1 D-stream 
TB access 

P0/P1 D-stream 
TB hit 1 

TB hits for P0 and Pi D-stream references compared 
to total TB accesses for P0 and PI D-stream 
references; P0/P1 D-stream TB hit ratio. 

100 

I-stream Pcache 
access 

I-stream Pcache 
hit 

Pcache hits for I-stream references compared to total 
Pcache accesses I-stream references; I-stream Pcache 
hit ratio. 

101 

D-stream 
Pcache access 

D-stream 
Pcache hit 

Pcache hits for D-stream references compared to 
total Pcache accesses D-stream references; D-stream 
Pcache hit ratio. 

110 

— 

— 

Selection causes UNPREDICTABLE behavior of the 
performance monitoring hardware. 

111 

Total reads and 
writes 

Unaligned reads 
and writes 

Unaligned virtual reads and writes compared to total 
virtual reads and writes; Unaligned references as a 
percentage of all references. 


1 TB hit count is unconditionally incremented when MAPEN=0 
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18.2.3.4 Cbox Event Selection 

The Cbox reports several events, as selected by the PM_ACCESS_TYPE and PM_HIT_TYPE 
fields in the CCTL processor register. The Cbox inputs to the PMCTRO counter are shown in 
Table 18-5 and the Cbox inputs to the PMCTR1 counter are shown in Table 18-6. For the 
Cbox, all of the PMCTR1 selections shown in Table 18-6 are compatible with all of the PMCTRO 
selections shown in Table 18—5. 

Table 18-6: Cbox PMCTRO Event Selection 

CCTL<PM_ACCESS_TYPE> 

(binary) PMCTRO Input 

000 Bcache coherency access. PMCTRO increments when the Bcache processes any 
coherency request from the NDAL. 

001 Bcache coherency READ access. PMCTRO increments when the Bcache processes a 
IREAD or DREAD coherency request from the NDAL. 

010 Bcache coherency OREAD access. PMCTRO increments when the Bcache processes an 
OREAD OR WRITE coherency request from the NDAL. 

011 Selection causes UNPREDICTABLE behavior of the performance monitoring hardware. 

100 Bcache CPU access. PMCTRO increments when the Bcache processes any reference 
from the CPU. 

101 Bcache CPU IREAD access. PMCTRO increments when the Bcache processes an 
instruction-stream read request from the CPU. 

110 Bcache CPU DREAD access. PMCTRO increments when the Bcache processes an 
data-stream read, or read-with-modify-intent request from the CPU. 

111 Bcache CPU OREAD access. PMCTRO increments when the Bcache processes a 
data-stream read lock, write, or write unlock request from the CPU. 


Table 18-6: Cbox PMCTR1 Event Selection 

CCTL<PM_HIT_TYPE> 

(binary) PMCTRl Input 

00 Bcache hit. PMCTRl increments when a Bcache access results in any hit. 

01 Bcache hit owned. PMCTRl increments when a Bcache access results in an owned hit. 

10 Bcache hit valid. PMCTRl increments when a Bcache access results in a valid hit. 

11 Bcache miss owned. PMCTRl increments when a Bcache access results in a miss in 
which both the valid and owned bits were set. 


18.2.4 Enabling and Disabling the Performance Monitoring Facility 

The performance monitoring facility is enabled or disabled by setting or clearing the Performance 
Monitor Enable (PME) bit in the CPU. This bit may be written in one of three ways: with a write 
to the PME processor register, by loading a new value with a LDPCTX instruction from the PME 
bit in the new PCB, or by a direct write of the ECR<PMF_ENABLE> bit. 
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The format of the PME processor register is shown in Figure 18—3. 

Figure 18-3: IPR 3D (hex), PME 
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If PME<0> is written with a 1, the performance monitoring facility is enabled. If PME<0> 
is written with a 0, the performance monitoring facility is disabled. Direct writes to 
ECR<PMF_ENABLE> are similar to writes to PME<0>, with the exception that the hardware 
counters are not automatically cleared, and the memory counters are not updated on an explicit 
write to E CR<PMF_ENABLE>. 

The CPU PME bit is also loaded by the LDPCTX instruction from PCB+92<31>. 

CAUTION 

The longword at offset 58 (hex) from the SCB and the correct unique CPUID value for 
each CPU must be initialized before the performance monitoring facility is enabled. 
Failure to do so will result in UNDEFINED behavior of the system. 

The CPU PME bit is cleared, and the performance monitoring facility is disabled, at powerup. 

18.2.5 Reading and Clearing the Performance Monitoring Facility Counts 

In normal operation, microcode automatically updates the memory counters by reading the 
current value of the hardware counters, adding these values to the memory counters, and clearing 
the hardware counters. This i$ the preferred mode of operation. 

However, there may be some situations in which software wishes to directly read or clear the 
hardware counters. The current value of the hardware counters may be read from the PMFCNT 
processor register, whose format is shown in Figure 18-4. 
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Figure 18-4: IPR 7B (hex), PMFCNT in PMF Format 
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The current value of the 16-bit hardware PMCTR1 counter is returned in PMFCNT<31:16> and 
the current value of the 16-bit hardware PMCTRO counter is returned in PMFCNT<15:0>. 

The two 16-bit hardware counters may be explicitly cleared by software by writing a 1 to 
ECR<PMF_CLEAR>. If the counters are explicitly cleared, any outstanding interrupt request 
is also cleared. It is strongly suggested that the hardware counters not be cleared while the 
performance monitoring facility is enabled. 

If the performance monitoring facility is configured to select the Ebox microword event 
(ECR<PMF_PMUX>=Ebox, ECR<PMF_EMUX>=S5 microword event, ECR<PMF_ENABLE>=1), 
a write of any value to the PMFCNT processor register will increment both hardware counters. 

TEST NOTE 

The performance monitoring facility hardware incrementers may be tested by clearing 
them via ECR<PMF_CLEAR>, selecting the Ebox S5 microword event, and enabling 
the facility. Each write to the PMFCNT processor register will then increment both 
hardware counters, and the result may be observed by reading the PMFCNT register. 

The interrupt request may be tested by incrementing the PMCTRO hardware counter 
into bit<15>, which will cause an interrupt to be requested. 

NOTE 

If the 16-bit hardware counters are explicitly cleared by writing a 1 to 
ECR<PMF_CLEAR>, any count in these registers is lost and will not be included in 
the memory counters. 


CAUTION 

The performance monitoring hardware also provides the WBUS LFSR function under 
control of ECR<PMF_LFSR>. The operation of the hardware is UNDEFINED if both 
ECR<PMF_ENABLE> and ECR<PMF_LFSR> are on, or if software uses a single 
MTPR write to turn off one bit and turn on the other simultaneously. That is, if 
either bit is on, software must turn off both bits with one MTPR and turn on the other 
with a second MTPR. 


1 8.3 Hardware and Microcode Implementation of the Performance Monitoring 
Facility 

The performance monitoring facility is implemented via both CPU chip hardware and microcode. 
A block diagram of the performance monitoring hardware is shown in Figure 18-5. 
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Figure 18-5: Performance Monitoring Hardware Biock Diagram 



The lower 16 bits of the PMCTRO and PMCTR1 performance counters are implemented as two 
16-bit incrementers in the Ebox. Both incrementers have a common dear line which is driven 
from an S5 decode of MISC/CLR.PERF. COUNT, and each has a separate carry-in input to cause an 
increment in the appropriate counter. The 32-bit concatenated value from the incrementers can 
be read onto EJBUS%ABUS_L (the active-low variant of E%ABUS_H), and the upper bit of PMCTRO 
is used to generate E_PMN%PMON_L, the performance monitoring facility interrupt request. 

The PMCTRO and PMCTR1 carry-in inputs are supplied by PMUXO and PMUX1, with the 
PMCTR1 carry-in signal gated with the PMCTRO carry-in signal. This makes PMCTR1 counter 
a strict subset of the PMCTRO counter. Increments of both counters are suppressed if the 
performance monitoring facility is not enabled, or if the PMCTRO counter has readied its 
mayimnTn value. 
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The top-level selection of events is determined by ECR<PMF_PMUX>, which selects the source 
to PMUXO and PMUX1. This selects the source (Ibox, Ebox, Mbox, Cbox) of the carry-in signals 
to each counter. Distributed in the appropriate boxes are second-level muxes which are selected 
to provide the actual source of the increment events for PMCTRO and PMCTR1. 

18.3.1 Hardware Implementation 

The two 16-bit hardare counters are implemented as side-by-side incrementers in the Ebox 
datapath (this hardware also implements the Wbus LFSR reducer that is described in the 
testability section of Chapter 8). The carry-in signals for each of the counters are driven from two 
4-to-l muxes that are selected by ECR<PMFJPMUX>, and which select the appropriate source 
of inputs to the incrementers. 

Logic in the Ibox, Mbox, and Cbox select the appropriate values to drive the two carry-in signals 
based on processor register fields in the box. The Ebox carry-in signals are selected locally and 
provide the fourth input to the muxes. The PMCTR1 carry-in signal is forced to be a subset of the 
PMCTRO carry-in signal by ANDing the raw PMCTR1 carry-in signal with the PMCTRO carry-in 
signal to produce the final PMCTR1 carry-in signal. 

Because the PMCTR1 increment is a strict subset of the PMCTRO increment, the ultimate source 
of the two carry-in signals align them such that they are valid in the same cycle. For example, 
if the selcted conditions are IREAD P CACHE ACCESS and' PCACHE HIT, these two signals are 
valid in the same cycle, and they refer to the same reference. Therefore the assertion of IREAD 
PCACHE ACCESS is delayed until the cycle in which PCACHE HIT is valid. In addition to 
this, the source of the carry-in signals guarantees that any events that may be retried are only 
recorded once. For example, a particular Pcache access causes only one increment, even if it is 
retried multiple times. 

When the 16-bit PMCTRO counter increments into the high-order bit, an interrupt is requested by 
asserting the E_PMN%PMON_L signal to the interrupt section, unless the hardware is configured 
to enable LFSR mode. This signal is sampled by edge-sensitive logic, so the interrupt request is 
maintained until it is cleared by writing a 1 to the appropriate bit in the INT.SYS register, even 
if the performance monitoring facility hardware counters are subsequently cleared. 

When the 16-bit PMCTRO incrementer reaches its maximum value, subsequent increments of 
either counter are inhibited by blocking the clocks to the logic when a cany-out is detected 
from PMCTRO. In normal operation, this should not occur, but the counter may overflow if the 
interrupt request isn’t serviced within several hundred microseconds, as would be the case if 
software spent an extended period of time a high IPL with the performance monitoring facility 
enabled. 

The 32-bit concatenated value of the two 16-bit hardware incrementers can be read onto 
E_BUS%ABUS_L when selected by an S3 decode of A/PERF. COUNT. This is the mechanisim by 
which microcode retrieves the current values of the two incrementers. The 32-bit concatenated 
value is cleared by an S5 decode of MISC/CLR.PERF. COUNT. The dear is done independent of 
whether the logic is enabled for performance counting or LFSR mode. 
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1 8.3.2 Microcode Interaction with the Hardware 

There are several points at which the microcode interacts with the performance monitoring facility 
hardware. At powerup, microcode clears both of the 16-bit hardware incrementers and any 
potential interrupt request. 

MICROCODE RESTRICTION 

If the performance monitoring facility hardware incrementers are cleared in cycle ‘n’ via 
MISC/CLR.PERF. COUNT, INT.SYS<28> must be written with a 1 no earlier than cycle 
‘n+3’ to guarantee that the interrupt request is cleared. This delay is due to latency 
introduced between the performance monitoring factility hardware and the interrupt 
section. 

Microcode reads the current value of the hardware incrementers via A/PERF. COUNT as a 
byproduct of a read of the PMFCNT processor register, and as part of the process of updating the 
memory counters. 

Microcode clears the hardware incrementers via MISC/CLR.PERF.COUNT when 
ECR<PMF_CLEAR> is written with a 1. Microcode also clears the incrementers after reading 
and updating the memory counters. 

Microcode uses the CPUID processor register value to find the pair of quadwords that contain 
the performance counter values for this CPU. This value must be correctly initialized by either 
console firmware or software before the performance monitoring facility is enabled. The operation 
of the processor is UNDEFINED if CPUID is not correctly initialized. 

The memory counters are updated under three circumstances: when a performance monitoring 
facility interrupt is serviced, when the facility is disabled via a write to the PME processor register, 
and when the facility is disabled by loading a new value of PME is LDPCTX. The memory updates 
are done in a common subroutine by disabling the facility by clearing ECR<PMF_ENABLE>, 
reading the current value of the hardware incrementers and then clearing them, and updating 
each quadword in memory with the appropriate 16-bit hardware value. 
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18.4 Revision History 


Table 1S-7: 

Revision History 


Who 

When 

Description of change 

Mike Uhler 

12-Sep-1990 

Reverse the definition of the TB selections for the Mbox 
performance monitoring mux 

Mike Uhler 

12- Jan- 1990 

Initial release 

Mike Uhler 

02-Jul-1990 

Update to reflect implementation 

Mike Uhler 

13-Feb-1991 

Update to relect pass 1 design 

Mike Uhler 

12-Aug-1991 

Minor updates to clarify interrupt request 
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Chapter 19 

Testability Micro-Architecture 


1 9.1 Chapter Overview 

This chapter describes the NVAX CPU chip’s Testability Micro-Architecture — a framework of 
testability features implemented throughout the NVAX CPU chip. 

The chapter does not detail the motivation for testability features or discuss the actual method 
of their uses in various life cycle testing phases. These is covered elsewhere. (For example, see 
in [1].) 


1 9.2 The Testability Strategy 

The NVAX CPU chip’s testability strategy addresses the broad issue of providing cost-effective 
and thorough testing during many life cycle testing phases. The strategy specifically implements 
test features to support 

• chip debug 

• high fault coverage test at wafer probe and packaged chip test 

• support “reduced probe contact” wafer probe test 

• support for effective chip burn-in test 

• support module interconnection test via boundary scan and in-circuit-test (ICT) via a single 
pin tristate feature. 

The strategy uses a combination of a variety of testability techniques and approaches that are best 
suited to address the specific functional elements in the chip. The cost-effective implementation 
is realized by the appropriate consideration of global issues, by unifying the test objectives, by 
sharing test resources and by exploiting features inherent in the chip. The strategy also relies 
on leveraging off the design verification patterns in developing production test patterns to meet 
the fault coverage goals. 

The test features are implemented such that they have no effect on the targeted performance of 
the chip. 
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19.3 Test Micro-Architecture Overview 

The NVAX CPU chip’s Test Micro-Architecture consists of two principal elements: Test Interface 
Unit and the Testability Features. 

Test Interface Unit 

The Test Interface Unit (TIU) implements a comprehensive test access strategy for the NVAX 
CPU. It permits an efficient access to testability features implemented on the chip. 

Figure 19-1 : Test Interface Unit 



HU shown in Figure 19-1 consists of three ports: an IEEE P1149.1 (JTAG) serial test port, 
a parallel test port and an "invisible" port consisting of test pads. The serial test port is a 4- 
pin dedicated test access port conforming to the IEEE P1149.1 (JTAG) standard. It is used for 
accessing the boundary scan register. 

The parallel test port consists of 15 dedicated pins. This port is used for accessing internal scan 
registers and test features which benefit from parallel access (for example, microaddress bus). 

The Test Pads primarily facilitates micro-probing during chip debug. These pads are located at 
strategic nodes throughout the chip. 

The NVAX CPU also has a special 2-pin serial port consisting of TESTJDATA_H and TEST.. 
STROBEJEI that allow the PCache to be loaded serially under control from special microcode. 
This feature has been provided to support convenient self-test operation during the chip bum-in 
test. For more details see Section 19.7 
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In addition to these test ports, NVAX also uses the normal system port (pins) for test access. This 
access consists of using the VAX instructions to manipulate a testability feature or to perform 
the actual tests on the chip’s logic. 

Table 19-1 summarizes the dedicated test pins for NVAX. 


Table 1 9-1 : NVAX CPU’s Test Pins 


Pin Name 

Pin Type 

Pin Function 

TDI_H 

Input, Pull-up 

IEEE 1149.1 Serial Test Data Input 

TDOJH 

Output, Tri-state, 2 
receivers 

IEEE P1149.1 Serial Test Data Output 

TMS_H 

Input, Pull-up 

IEEE 1149.1 Test Mode Select 

TCK_H 

Input, pull-down 

IEEE 1149.1 Test Clock 

PP_CMD_H<2:0> 

Input, pull-up 

Parallel Port: Command Pins 

PP_D ATA_H< 11 :0> 

Output 

Parallel Port: Data Pins 

DISABLE_OUT_L 

Input, Pull-up 

Disables (tristate) all output drivers 

TEST_DATA_H 

Input, Pull-up 

Data for serially loading PCache 

TEST_STROBE_H 

Input, Pull-up 

Strobe for serially loading PCache 

OSC_TESTH 

Input 

Test clock enable. See Section 3.2.2 

OSC_TCl_H. OSC_TC2_H 

Input 

Test clocks. See Section 3.2.2 

TEMP_H 

Output 

Temperature sensor. See Section 3.2.5 


Testability Features 

The testability features facilitate the testing of the chip, module, or system. The testability 
features are scattered throughout the NVAX CPU chip. The features implemented primarily use 
internal scan registers, LFSR Reducers and boundary scan register. 

1 9.4 Parallel Test Port 

This port allows the critical chip nodes to be either controlled or monitored in parallel. The port 
consists of 15 dedicated test pins as follows: 

— PP_DATA_H<11:0>: A 12 bit output pins that provide control to or observability of various 
internal nodes. 

— PP_CMD_H<2:0>: Selects up to eight different test configurations at the parallel port. 
Table 19-2 lists the Parallel Port’s configurations. 

NOTE 


1. When the parallel port is not in use, internal pull-ups on PP_CMD_H<2:0> pins 
force the port into an inactive (Ebox observe MAB) state. 
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2. PP_CMD_H< 0 > pin is also used as pseudo-TRST_L pin to reset JTAG circuits. 


Table 19-2: Parallel Port Operating Modes 


Command Pins 


Data Pins 

PP_CMD_H<2:0> 

Port Mode 

PP_D ATA_H< 11 rf)> 

Signals controlled/Observed 

111 

Observe MAB (Default) 

PP_DATA_H<11> 

Internal phi_2. 

110 

Observe Mbox 

PPJDATA_H<10:0> 
PP_DATA_H<11 :9> 

Ebox MAB. See Section 9.5. 

S5 Reference Source. See Section 



PP_DATA_H<8:4> 

S5 command. See Table 12—1. 



PP_D ATAJ3<3 > 

M%MMK_FAULT_H . 



PP_DATA_H<2> 

S5 Abort. 



PPJDATAJBkl> 

S5 TB Miss. 

10 1 

Observe Cbox/Mbox 

PP_DATA_H<0> 
PP_DATA_H<11 :9> 

S5 PCache Hit. 

Cbox BC_TS_CMD<2K». See Table 13- 



PP_DATA_H<8> 

Cbox DKALLOC. 



PP_DATA_H<7> 

Cbox BC_HTT. 



PP_DATA_H<6:4> 

Mbox MD Destination. SeeSectioi 

10 0 

Observe Ibox 

PP_DATA_H<3:0> 
PP_DATA_H<11 > 

MboxMME State. See Section 12. 
Internal phi_2. 



PP_DATA_H<10:7> 

Undefined. 

Oil 
0 10 
0 0 1 

Enable LFSR Mode 
Undefined 
Shift ISRs 

PP_D ATA_H<6 :0> 
PP_D ATA_H< 11 :0> 
PP_DATA_H<11K» 
PP_D ATA_H< 11 -J3 > 

I-MAB. See Section 7.11.3. 
Undefined. 

Undefined. 

ISR1 (Control Store data). 

0 0 0 

Force MAB 

PP_DATA_H<2:0> 
PP_DATA V .H<11 K)> 

ISR2 (Other internal scan d'*i). 
Undefined. See Section 9.5. 


1 9.4.1 Parallel Port Operation 


Internal Scan Registers 

When shifting, the ISR bits are serial to parallel converted. They change every third cycle on 
internal PHI_4. This gives usable time with respect to the NDAL clocks. The parallel port 
commands are captured synchronously with respect to the NDAL clocks, in NDAL phase 3. In 
order to give full flexibility in capturing a given internal cycle, a mechanism is provided to delay 
the capture-and-start-shifiing event by 0, 1, or 2 cycles. This delay is determined by the state 
of the parallel port bits PP_CMD< 1:0 > immediately before entering the Shift ISR mode. (’00’ 
corresponds to zero delay, ’01’ corresponds to 1 cycle delay and TO’ correspond to two cycle delays.) 
See the timing diagrams in Figure 19—2 
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Chapter 20 

Electrical Characteristics 


20.1 Introduction 

This chapter specifies the electrical characteristics to which one must adhere in order to incorporate 
the chip in a system. Related information may be obtained from the following documents: 

1. NVAX Module Signal Integrity Handbook. 

2. CMOS-4 Technology File, revision 2.3. 

3. NVAX CPU Module Inter-chip Specification. 

4. NVAX CPU Chip Functional Specification, Chapter 3, Chapter 13, and Chapter 17. 

20.2 NVAX DC Operating Characteristics 
20.2.1 Maximum Ratings 


Table 20-1: Maximum Ratings 


Parameter 

sym 

min 

max 

units 

comments 

internal supply voltage 

VDDi 

3.0 

3.465 

Vdc 

3.3V +5%/-10% including power sup- 
ply ripple 

external supply voltage 

VDDe 

3.0 

3.465 

Vdc 

3.3V +5%/-10% including power sup- 
ply ripple 

power dissipation @ 10ns cycle 



16.3 

watts 

measured at VDDi=VDDe= 3.465V 

power dissipation @ 12ns cycle 



13.8 

watts 

measured at VDDi=VDDe=: 3.465V 

power dissipation @ 14ns cycle 



12.0 

watts 

measured at VDDi=VDDe= 3.465V 

power dissipation @ 18ns cycle 



9.7 

watts 

measured at VDDi=VDDe= 3.465V 

junction temperature 

Tj 

0 

100 

degC 

specific ambient temperature de- 
pends on board design and air flow 
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Table 29-2: Power Dissipation Across Voltage and Cycle Time 


Cycle time 

min@3.2V 

max@3.2V 

max@3.465V max@3.6V 

units 

10ns cycle 

8.3 

13.9 

16.3 

17.6 

watts 

12ns cycle 

7.1 

11.8 

13.8 

14.9 

watts 

14ns cycle 

6.2 

10.3 

12.0 

13.0 

watts 

18ns cycle 

5.0 

8.3 

9.7 

10.4 

watts 


The power dissipation numbers given are worst-case average power dissipation measurements; 
they do not represent the peak instantaneous power dissipated on NVAX. The worst-case average 
power values were developed from the measured power dissipated when a worst-case pattern was 
run on an NVAX chip in a Neptune system. 


20-2 


Electrical Characteristics 


DIGITAL CONFIDENTIAL 




NVAX CPU Chip Functional Specification, Revision 1.2, December 1991 


20.2.2 Pin Driver Impedance 

Table 20—3 contains the acceptable range for output driver impedance, assuming worst case 
environmental skews. 


Table 20-3: NVAX Pin Driver Impedance 


Name 

Rterm 

low 

Rterm 

high 

Rds 

low 

Rds 

high 

Z 

low 

Z 

high 

P%ACK_L 

10 

15 

19 

37 

29 

52 

P%CMD_H<3:0> 

10 

15 

65 

125 

75 

140 

P%CPU_HOLD_L 

12 

18 

20 

41 

32 

59 

P%CPU_REQ_L 

12 

18 

20 

41 

32 

59 

P%CPU_SUPPRESS_L 

12 

18 

20 

41 

32 

59 

P%DR_DATA_H<63:0> 

11 

17 

20 

41 

31 

58 

P%DR_ECC_H<7.*0> 

11 

17 

20 

41 

31 

58 

P%DR_INDEX_H<20:3> 

4 

6 

12 

25 

16 

31 

P%DR_OE_L 

4 

6 

12 

25 

16 

31 

P%DR_WE_L 

4 

6 

12 

25 

16 

31 

P%ED_H <2 :0 > 

10 

15 

65 

125 

75 

140 

P%MACfflNE_CHECK_H 

10 

15 

65 

125 

75 

140 

P%NDAL_H<63 :0> 

10 

15 

65 

125 

75 

140 

P%PARITY_H<2 :0> 

10 

15 

65 

125 

75 

140 

P%PHI12_OUT_H 

8 

12 

8 

23 

16 

35 

P%PHI23_OUT_H 

8 

12 

8 

23 

16 

35 

P%PHI34_OUT_H 

8 

12 

8 

23 

16 

35 

P%PHI41_0UT_H 

8 

12 

8 

23 

16 

35 

P%PP_DATA_H~<11 .*0> 

10 

15 

65 

125 

75 

140 

P%SYS_RESET_L 

12 

18 

20 

41 

32 

59 

P%TDO_H 

10 

15 

65 

125 

75 

140 

P%TS_ECC_H<5:0> 

11 

17 

20 

41 

31 

58 

P%TS_INDEX_H<20:5> 

12 

18 

20 

41 

32 

59 

P%TS_OE_L 

12 

18 

20 

41 

32 

59 

P%TS_OWNED_H 

11 

17 

20 

41 

31 

58 

P%TS_TAG_H<31 :1 7 > 

11 

17 

20 

41 

31 

58 

P%TS WE_L 

12 

18 

20 

41 

32 

59 


Key to pin characteristics: 

Rterm — termination resistance 
Rds — device resistance 
Z — sum of resistance range 

Conditions of test: 

Vdd = 3.465v 

Tj = 0 and 100 degrees Centigrade 

Rds measured with the pin shorted to Vdd=3.465v for measuring N-MOS characteristics 

Rds measured with the pin shorted to Vss=0.0v for measuring P-MOS characteristics 

Pins cannot tolerate shorts for prolonged periods. The above information is provided for test purposes only. 
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20.2.3 Pin Capacitance 


Table 2(M: Maximum Pin Capacitance 


Pin Types 

Rating 

Unit 

I/O and output only pins 


pF 

input only pins except for P%PH1XX_IN_H 


P F 

P%PHiXX_IN_H 


P F 


Conditions of test (in simulation): 

measured as pin capacitance to VSSi with all other pins returned to VSSi 
15 = 27 degrees Centigrade 

measured at DC, zero bias for the junction capacitors 


20.2.4 Pin Operating Levels 

Table 20-5 summarizes the electrical characteristics for various pin operating levels. Table 20-6 
identifies the operating level associated with each unique pin group. 


Table 20-5: NVAX Pin Levels 


Level Type 

Vil 

Vih 

Vol 

Iol 

Voh 

Ioh 

Max Vin 1 

Leakage 

TTL IO 2 

0.8 

2.0 

0.4 

+2mA 

2.5 

-2mA 

6V 

lOOuAmps 

TTL IN 

0.8 

2.0 





4.5V 

lOOuAmps 

TTL IN PU 3 

0.8 

2.0 





Vdd+0.5V 

±200-900uAmps 

P%PP_CMD_ 

0.8 

2.0 





Vdd+0.5V 

lOOOuAmps 

H<2K)> 









CMOS 4 

0.8 

2.0 

0.4 

+2mA 

2.6 

-2mA 

4.5V 

lOOuAmps 

CMOS 5 

0.8 

2.0 

Vss+O.lV 

+40uA 

Vdd-0.1V 

-40uA 

4.5V 

lOOuAmps 

ECL IN 

-0.3V 

+0.3V 





Vdd+0.5V 

lOOuAmps 

ACKIN 6 

0.8V 

2.0 

0.4 

+17mA 



Vdd+0.5V 

lOOuAmps 


1 maximum voltage tolerable without incurring damage 
2 5-volt tolerant 

3 pins with active pull-up or pull-down 
4 with TTL load 
3 with CMOS load 
6 active pull-up to 3.3 volts 


Ct 


■ 7 
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Table 20-6: NVAX Pin Characteristics 


Name 

Type 

Level 

Voltage 

PuU-x 

P%ACK_L 

B,OD 

ACK 

3 


P%ASYNC_RESET_L 

I 

TTL 

3 

+ 

P%CMD_H<3:0> 

B 

TTL 

5 


P%CPU_GRANT_L 

I 

TTL 

3 


P%CPU_HOLD_L 

O 

TTL 

5 


P%CPU_REQ_L 

O 

TTL 

5 


P%CPU_SUPPRESS_L 

o 

TTL 

5 


P%CPU_WB_ONLY_L 

I 

TTL 

3 


P%DISABLE_OUT_L 

I 

TTL 

3 

+ 

P%DR_DATA_H<63:0> 

B 

TTL 

5 

- 

P%DR_ECC_H<7 :0> 

B 

TTL 

5 

- 

P%DR_INDEX_H<20:3> 

0 

TTL 

3 


P%DR_OE_L 

O 

TTL 

3 


P%DR_WE_L 

0 

TTL 

3 


P%HALT_L 

I 

TTL 

3 


P%H_ERR_L 

I 

TTL 

3 


P%ED_H<2:0> 

B 

TTL 

5 


P%INT_TTM_L 

I 

TTL 

3 


P%ERQ_L<3:0> 

I 

TTL 

3 


P%MACHINE_CHECK_H 

0 

TTL 

5 


P9oND AL_H<63 :0 > 

B 

TTL 

5 


P%OSC_H 

I 

ECL 

3 


P%OSC_L 

I 

ECL 

3 


P%OSC_TCl_H 

I 

CMOS 

3 


P%OSC_TC2_H 

I 

CMOS 

3 


P%OSC_TEST_H 

I 

CMOS 

3 

- 

P%PARITY_H<2:0> 

B 

TTL 

5 


P%Pmi2_IN_H 

I 

CMOS 

3 


P%PHI12_OUT_H 

0 

CMOS 

3 


P%Pffl23_IN_H 

I 

CMOS 

3 


P%PHl23_OUT_H 

0 

CMOS 

3 


P%PHI34_IN_H 

I 

CMOS 

3 


P%Pffl34_OUT_H 

0 

CMOS 

3 


P%PHI41_IN_H 

I 

CMOS 

3 


P%PHI41_OUT_H 

0 

CMOS 

3 


P%PP_CMR_H<2 :0> 

I 

TTL 

3 

+ 

P%PP_DATA_H<11 :0> 

o 

TTL 

5 


P%PWRFL_L 

I 

TTL 

3 


P%SYS_RESET_L 

0 

TTL 

5 


P%S_ERR_L 

I 

TTL 

3 


Key to pin characteristics: 


LEVEL — threshold levels as per Table 20-5 

VOLTAGE — (5) 5V tolerant driver, (3) 3V tolerant driver - must not be exposed to 5V signals 

PULL-X — (+) active pull-up, (-) active pull-down 

TYPE — (B) bidirectional, (I) input, (O) output, (OD) open drain 
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Table 20-6 (Cont.): NVAX Pin Characteristics 


Name 

Type 

Level 

Voltage 

Pull-x 

P%TCK_H 

I 

TTL 

3 

- 

P%TDI_H 

I 

TTL 

3 

+ 

P%TDO_H 

0 

TTL 

5 


P%TEMP_H 

o 

< 3V 

3 


P%TEST_.DATA_H 

I 

TTL 

3 

+ 

P%TEST_STROBE_H 

I 

TTL 

3 

+ 

P%TMS_H 

I 

TTL 

3 

+ 

P%TSJECC_H<5:0> 

B 

TTL 

5 

- 

P%TS_ENDEX_H<20:5> 

0 

TTL 

5 


P%TS_OE_L 

0 

TTL 

5 


P%TS_OWNED_H 

B 

TTL 

5 

- 

P%TS_TAG_H<3 1 : 1 7 > 

B 

TTL 

5 

- 

P%TS_VALID_H 

B 

TTL 

5 

- 

P%TS_WE_L 

0 

TTL 

5 



Key to pin characteristics: 


LEVEL — threshold levels as per Table 20-6 

VOLTAGE — (5) 5V tolerant driver, (3) 3V tolerant driver - must not be exposed to 5V signals 

PULL-X — (+) active pull-up, (-) active pull-down 

TYPE — (B) bidirectional, (I) input, (O) output, (OD) open drain 
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20.3 NVAX AC Operating Characteristics 

This section specifies AC timing parameters, but is not intended to illustrate detailed transac- 
tional operation. 

20.3.1 AC Conditions of Test 

1. Tj = 0 to 70 degrees Centigrade 

2. VDDi = 3.3 volts +3.9%/-3% (3.2 to 3.43V) 

3. VDDe = 3.3 volts +3.9%/-3% (3.2 to 3.43V) 

4. Voltage levels used for timing specifications as per Table 20—5. 

5. Pin loading used for timing specifications as per Table 20-7. 


Table 20-7; Pin Loading for AC Tests 





Loading required for 
chip test on Takeda 3381 

Pin 

Total Pin Loading 

Series Resistor 

Series Capacitor 

P%DRJNDEX_H<20:3> 

140 pF 

10 ohms 


100 pF 

P%DR_OE_L 

140 pF 

10 ohms 


100 pF 

P%DR_WE_L 

140 pF 

10 ohms 


100 pF 

P%TS_INDEX_H<20:5> 

60 pF 

15 ohms 


20 pF 

P%TS_OE_L 

60 pF 

15 ohms 


20 pF 

P%TS_WE_L 

60 pF 

15 ohms 


20 pF 

P%PH3XX_OUTH 

70 pF 

22 ohms 


30 pF 

all others 

40 pF 

none 


none 


The AC conditions of test given were designed specifically with the Neptune and Omega systems 
in mind, in order to maximize chip yield. The AC conditions of test may be changed in the future 
depending upon chip yields and the needs of the system partners. 
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20.3.2 NDAL Tinning Specification 

NDAL signal timing is specified as phase and constant offsets from the NDAL clock inputs. The 
chip operating frequency determines the phase time. 

Figure 29-1 : NDAL Pin Timing Relative to the NDAL CLOCKS 
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Tabie 20-8: NDAL AC timing specs 


Input Pin 

Setup Time 1 

Hold Time 

P%NDAL_H<63:0> 
P%CMD_H<3:0> 
P%ED_H<2H)> 
P%PARTTY_H<2 *)> 

1 phase to P%PHI4 1_IN__H R 

ft 

ft 

P%PHI41_INH R + 2ns 2 

P%ACK_L 

0 ns to P%PHI34_IN_H R 

P%PHI34_IN_H R + 1 phase 

P%CPU_WB_ONLY_L 

P%CPU_GRANT_L 

0 ns to P%PHI41_IN_H R 

P%PH341_IN_H R + 1 phase 

Output Pin 

Output Valid 

Output Tristate 

P%NDAL_H<63:0> 
P%CMD_H<3:0> 
P%ID_H<2 :0> 
P%PARITY_H<2K)> 

P%PHI12_IN_H R + 2 phases 

ft 

P%PHI41_IN_H R + 1 phase 

ft 

P%ACK_L 

P%PHI23_IN_H R + 1 phase flow 
transition), P%PHI23_IN_H F + 3 
phasesflrigh transition) 3 

- 

P%CPU_HOLD_L 

P%CPU_SUPPRESS_L 

P%CPUREQ_L 

P%PHI12_IN_H R + 1 phase 

i 

j - 

X R means the rising edge of the dock is used; F means the falling edge of tiie clock is used. 
2 Data may be held capadtively during the hold time. / 

3 P%ACK_L is pulled up to 3.3v through a resistor in the system and in^he test environment. 


i 

/ 



/ | firjTj) 
(C&J 

x 

\ 

-Jrl irJL? } 

v / 
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20.3.3 BCACHE Timing Specification 

Due to the chip’s clocking structure, BCACHE timing is specified relatively between the various 
BCACHE signals. 

Figure 20-2 and Figure 20-3 show the Bcache timing for a generic NVAX system. Table 20-9 and 
Table 20-10 specify the RAM timing constraints under NVAX input requirements subtitle, and 
the guaranteed chip output under NVAX output responses. This data should be used to establish 
chip input requirements and output responses in a generic system environment. Signal delays 
are dependent on chip packaging and board design. 

For the OMEGA system, the chip must meet the input constraints and the output responses spec- 
ified in Table 20-11 and Table 20-12. The OMEGA system operates at a 14ns clock cycle, using a 
128 KB cache with 16Kx4 25ns data RAMs and 4Kx4 25ns tag RAMs. This configuration requires 
the Bcache processor register settings CCTL(DATA_SPEED)=01 and CCTL(TAG_SPEED)=1 to 
allow one slip cycle for both data and tag RAM access. See Chapter 13. 

The specific timing for XNP systems is shown in Figure 20—4 and Figure 20—5. The chip must 
meet the input constraints and the output responses specified in Table 20-13 and Table 20-14. 
The XNP system operates at a 14, 12, or 10ns clock cycle, using a 2 MB cache with 256Kx4 
20ns data RAMs and 64Kx4 15ns tag RAMs. This configuration requires the Bcache processor 
register settings CCTL{DATA_SPEED)=01 and CCTL{TAG_SPEED)=1 to allow one slip cycle for 
both data and tag RAM access. 

The timing constraints for both the OMEGA and XNP systems are based upon the RAM specifi- 
cations rather than upon NVAX predicted behavior. Actual signal delays are dependent on chip 
packaging and board design. 
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Data PAM quadword write followed by read. 
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Table 20-9: Generic Data RAM Timing Specification 



Tto 

Tdw 

Twp 

Taw 

Tnz 

Twr 

Tdh 

Tas 

Tow 


data high-z to OE assertion 
data valid to WE deassertion 
WE pulse 

address valid to end of write 
NVAX tristate time 

write recovery (WE deassertion to 
INDEX change) 

data hold after WE deassertion 
address setup 

OE deassertion to WE assertion 


> 0.0ns 

> (5 phases - P%DRJDAT_H drive-to-valid delay) 

> (6 phases - P%DR_WE_L deasserted-to-asserted delay) 

> (10 phases - P%>DR_INDEX_H drive-to-valid delay) 

< 1 phase 

> 0.0ns 

> 0.0ns 

> 0.0ns 

> 0.0ns 
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Tabie 20-10: Generic Tag RAM Timing Specification 


Par am 

Function 

NVAX Input Requirement 

Taa 

Toe 

address access to RAM data valid 
OE assertion to RAM data valid 

< (7 phases - P%DR_INDEX_H drive-to-valid delay - 1.5ns) 

< (5 phases - P%DR_OE_L drive-to-valid delay - 1.5ns) 

Par am 

Function 

NVAX Output Response 

Tto 

Tdw 

Twp 

Twr 

Tdh 

Tas 

high-z to OE assertion 

data valid to WE deassertion 

WE pulse 

write recovery 

data hold time 

address setup 

> 1.5ns 

> (5 phases - P%TS_TAG_H drive-to-valid delay) 

> (6 phases - P%TS_WE_L drive-to-valid delay) 

> -2.0ns 

> 1.0ns 

> (4 phases - P%TS_IND KX_H drive-to-valid delay) 


DIGITAL CONFIDENTIAL 


Electrical Characteristics 20—15 








NVAX CPU Chip Functional Specification, Revision 1.1, August 1991 


Table 20-11: OMEGA-Speclfic Data RAM Timing Specification 

128KB Bcache, 25ns Data RAMs, 25ns Tag RAMs, 14ns cycle 
NVAX Test Input Requirements 


Par am 

Function 

Timing 

Measuring Point 

Notes 

Taa 

address access to data valid 

> 25.0ns 

INDEX 2.4H/.4L 

must be met before 
tester drives data 

Tbe 

0£ assertion to data valid 

> 12.0ns 

OE .4L 

must be met before 
tester drives data 

Toll 

output hold 

< 3.0ns 

INDEX .4H/2.4L 

tester hold time 

Tohz 

OE deassertion to data high-z 

> 10.0ns 

OE 2.4H 

tester hold time, chip 
overdrives 

Tcycle 

internal cycle time 

14.0ns 




NVAX Test Output Responses 


Par am 

Function 

Timing 

Measuring Point Notes 

Tto 

high-z to OE assertion 

> 0.0ns 

OE 2.4L 

Tdw 

data valid to WE deassertion 

> 10.0ns 

DAT 2.4H/.4L 

Twp 

WE pulse 

> 15.0ns 

WE .4L, WE 2.4H 

Twr 

write recovery 

> 0.0ns 

WE .4L, INDEX .4H/2.4L 

Tdh 

data hold time 

> 0.0ns 

WE 2.4H 

Tas 

address setup 

> 0.0ns 

INDEX 2.4H/.4L, WE 2.4L 

Tow 

OE deassertion to WE assertion 

> 0.0ns 

OE 2.4H, WE .4L 
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Table 20-1 2: OMEGA Specific Tag RAM Timing Specification 


512KB Bcache, 12ns Data RAMs, 12ns Tag RAMs 

NVAX Test Input Requirements 

Par am 

Function 

Timing 

Measuring Point 

Notes 

Taa 

address access to data valid 

> 12.0ns 

INDEX 2.4H/.4L 

must be met before 
tester drives data 

Toe 

OE assertion to data valid 

> 6.0ns 

OE .4L 

must be met before 
tester drives data 

Tcycle 

internal cycle time 

14.0ns 



NVAX Test Output Responses 

Par am 

Function 

Timing 

Measuring Point 

Notes 

Tto 

high-z to OE assertion 

> 0.0ns 

OE 2.4L 


Tdw 

data valid to WE deassertion 

> 6.0ns 

DAT 2.4H/.4L 


Twp 

WE pulse 

> 12.0ns 

WE .4L, WE 2.4H 


Twr 

write recovery 

> 0.0ns 

WE .4L, INDEX .4H/2.4L 


Tdh 

data hold time 

> 0.0ns 

WE 2.4H 

• 

Tas 

address setup 

> 0.0ns 

INDEX 2.4H/.4L, WE 2.4L 
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Dat RAM Pad Timing 



♦ ** ** ****** ****** ********** **♦*•***- ****** ft*********** 

P2 j P3 j P4 Pi j P2 j P3 j P4 

LOOKUP (aborted) . IDLE 


~6 . One 1 >| 

Toh* 


P2 I P3 P4 PI P2 P3 P4 PI I P2 I P3 I P4 


-Tow . 
8 , One- 


P2 I P3 I P4 PI 


P2 j P3 j P4 PI j P2 j PS j P4 PI | P2 | P3 | P4 

HRITE . . IDLE . . LOOKUP 


Tnx-aH N — 4.0n»-H . BAMS driving 

X.5ns I , I 



13.0ns 

r : 
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Table 20-13: XNP Specific Data RAM Timing Specification 

2MB B cache, 20ns Data RAMs, 15ns Tag RAMs 
NVAX Test Input Requirements 


Par am 

Function 

Timing 

Measuring Point 

Notes 

Taa 

address access to data valid 

> 20.0ns 

INDEX 2.4H/.4L 

must be met before 
tester drives data 

Toe 

OE assertion to data valid 

> 10.0ns 

OE .4L 

must be met before 
tester drives data 

Toll 

output hold 

< 5.0ns 

INDEX .4H/2.4L 

tester hold time 

Tohz 

OE deassertion to data high-z 

> 10.0ns 

OE 2.4H 

tester hold time, chip 
overdrives 

Tcycle 

internal cycle time 

14.0, 12.0, 
or 10.0ns 




NVAX Test Output Responses 


Par am 

Function 

Timing 

Measuring Point Notes 

Tto 

high-z to OE assertion 

> 0.0ns 

OE 2.4L 

Tdw 

data valid to WE deassertion 

> 12.0ns 

DAT 2.4H/.4L 

Twp 

WE pulse 

> 14.0ns 

WE .4L, WE 2.4H 

Twr 

write recoveiy 

> 0.0ns 

WE .4L, INDEX .4H/2.4L 

Tdh 

data hold time 

> 0.0ns 

WE 2.4H 

Tas 

address setup 

> 0.0ns 

INDEX 2.4H/.4L, WE 2.4L 

Tow 

OE deassertion to WE assertion 

> 0.0ns 

OE 2.4H, WE .4L 
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Table 20-14: XNP Specific Tag RAM Timing Specification 


2MB B cache, 20ns Data RAMs, 15ns Tag RAMs 

NVAX Test Input Requirements 

Par am 

Function 

Timing 

Measuring Point 

Notes 

Taa 

address access to data valid 

> 15.0ns 

INDEX 2.4H/.4L 

must be met before 
tester drives data 

Toe 

OE assertion to data valid 

> 8.0ns 

OE .4L 

must be met before 
tester drives data 

Tcycle 

internal cyde time 

14.0, 12.0, 
or 10.0ns 



NVAX Test Output Responses 

Par am 

Function 

Timing 

Measuring Point 

Notes 

Tto 

high-z to OE assertion 

> 0.0ns 

OE 2.4L 


Tdw 

data valid to WE deassertion 

> 7.0ns 

TAG 2.4H/.4L 


Twp 

WE pulse 

> 15.0ns 

WE .4L, WE 2.4H 


Twt 

write recovery 

> 0.0ns 

WE .4L, INDEX .4H/2.4L 


Tdh 

data hold time 

> 0.0ns 

WE 2.4H 


Tas 

address setup 

> 0.0ns 

INDEX 2.4H/.4L, WE 2.4L 
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20.3.4 Other Pin Timing Specifications 


20.3.4.1 Clock Timing 

When P%OSC_TEST_H is not asserted the chip receives the master clock through the P%OSC_ 
H and P%OSCJL pins. Operation of the chip at the maximum internal clock speed of 100 MHz 
requires an input clock frequency of 400 MHz. These pins require capadtively-coupled, differen- 
tial waveforms, 180 degrees out of phase at inverted ECL levels. The peak-to-peak differential 
voltage must be at least 600mV, with a differential symmetry of 60/40 or better. The voltage 
should not exceed the absolute value of Vdd plus 500 mV during operation. 

When P%OSC_TEST_H is asserted the chip receives the master clock through the P%OSC_ 
TC1_H and P%0 SC_TC2_H pins. Operation of the chip at the maximum internal clock speed of 
100 MHz requires an input clock frequency of 200MHz. These pins require waveforms that are 
90 degrees out of phase at CMOS input levels (Table 20—5). Each edge must be place within an 
accuracy of ± 24 degrees. 

The chip provides four double phase NDAL clocks on the P%PHIXX_OUT_H pins. The chip also 
receives these clocks through the P%PHEXX_IN_H pins. The relationship of the four clocks to 
the internal CPU clock cycle is shown in Figure 20-6. 


Figure 20-6: Relationship of Internal and NDAL Clock Cycles 


CPU CYCLE 
NDAL CYCLE 


Il|2|3|4|l|2|3|4|l|2|3|4| 
PHI1 PHI2 PHI3 PHI4 

| | | | | 


PHI12 OUT H 


/■ 


/ 


PH 12 3 OUT H 


/■ 


\ 


PHI34 OUT H 


\ 


/• 


\ 


PHI41 OUT H 


\ 


/■ 


The following skew specifications must be met for all NDAL clock receivers. Inter-clock skew is 

dependent on the electrical characteristics of the chip environment. 

1. The rising edge of any clock will be present at all receivers within ± 0.5 ns, as measured from 
the CMOS Vih level (see Table 20—5). 

2. The falling edge of any clock will be present at all receivers within ± 0.5 ns, as measured 
from the CMOS VII level. 

3. The skew between the rising edge of any phase and the falling edge of any other phase will 
be no more than dt 0.75 ns, as measured from Voh to Vol. 

4. The NDAL clocks will have an edge rate of 2.0 ns or better, measured at the receiver, between 
the 10% and 90% points. 
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20.3.4.2 Reset Timing 

P%ASYNCJRESET_L is an asynchronous input. It must be asserted for a minimum 
of 7 NDAL cycles. The P%SYSJRESET_L output is asserted asynchronously whenever 
P%ASYNC_RE SETJL is asserted. P%SYS_RESET_L is deasserted synchronously with the 
rising edge of P%PHI12_OUT_EL Figure 20—7 shows the relationship between the reset signals 
and the clocks. 

Figure 20-7: System Reset Timing 


| NDAL CYCLE | NDAL CYCLE I NDAL CYCLE | 


Pll P2| P3 I P4 | PI 


P%ASYNC_RESET_L ~~\\\ . . . . 

< — Asserted for a minimum of 7 NDAL Cycles > 

P%SYS RESET L — \\\\\\\\\\\ .. .. 


I I 
/////— 


A P%PHI12_ODT_H / 

| P %ASYNC_RESET_L asynchronous + | 

| assertion causes asynchronous P%PHI23_OUT_H /• 

! assertion of P%SYS_RESET_L. + | 

P%PHI34_OUT_H \ 

+ I 

P %P H 1 4 l_OUT_H \ 

+ r 






P2 


P3 | P4 | Pl| P2 I P3 | P4 | 


+ 111 
imiiiini— 
+ iii 
/— \ 






The clock generator can be reset to a known state by using the P%TEST_DATA_H input as shown 
in Figure 20-8. With P%AYSYNC_RESET_L asserted, all clock inputs are stopped briefly (500 
nS MAX). The states of test clocks P%OSC_TCl_H and P%OSC_TC2_H when stopped must 
be the same, either both high or both low. P%TEST_DATA_H should be driven low to effect 
the clock generator reset. This immediately places the clock generator into NVAX #2 and NDAL 
<3>l. P%TEST_DATA_H is then driven high and clocking of the chip is resumed. On the first 
oscillator cycle following resumption of clocking, the generator will transition into NVAX #3 and 
begin normal sequencing. P%AY S YN C_RE SET_L must remain asserted for at least 7 NDAL 
cycles following resumption of clocking. 
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Figure 20-8: Clock Generator Reset Timing 


CPU Phase 
NDAL Phase 

P%OSC_H 

P%OSC_L 

P%OSC_TCl_H 

P%OSC_TC2_H 

INTERNA1 OSC 

P%ASYNC_RESET_L 

P%SYS_RESET_L 

P%TEST_DATA_H 

NDAL Phase 1 


XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX 2 3412341 

XXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXXX 1 | 2 3 







1 






1 


/ — \ / — \ 

/ — \ 

/ — \ 


1 

/ — \ 

/ — \ / — \ /- 


/ — \ / — \ 

/ — \ 

1 

/ — \ 


1 

/ — \ 

/ — \ / — \ 


/~\ /~\ /~\ /~\ 


1 

/-\ /~\ 


1 

/~\ /~\ 


1 1 

1 


1 

1 1 II 

II II 


1 1 


1 

1 1 
««//// / 

1 

/- 

1 1 
1 1 


1 

/ 

1 1 
1 1 

1 

1 



I | Setup Assert Hold 

Note 1 Note 2 Note 3 10 nS 10 nS 10 nS Note 4 

min. min. min. 


* CHIP POWER-UP * 


* CLOCK RESET SEQUENCE * 


- K_SEC%0SC1_K is the internal master clock produced from either the P%OSC_H and 
P%OSCJL inputs, or the P%OSC_TCl_H and P%OSC_TC2_H inputs. P%OSC_TSST_H 

is used to select the clock source as described in this clock specification. 

- S indicates a static (non-changing) NDAL $ i. 

Timing Notes: 

1. ECL pin inputs P%OSC_H and P%OSC_X must be used to supply clocks to chip prior 

to and during power-up. Inputs P%OSC_TCl_H and P%OSC_TC2_H must be held low in order to 
prevent latch -up. 

2. Switch to test clocks P%OSC_TC2_H and P%OSC_TC2_H. Start measure out lpat on chip tester. 

3. Clocks restarted to restore internal chip signals prior to clock-reset sequence. 

4. P%ASYNC_IU5SET_1 must remain asserted for a minimum of 7 NDAL cycles 
following restart of clocks. 


20.3.4.3 Interrupt, Error, and Test Pin Timing 

P%DISABLE_OUT_L and P%TCK_H are an asynchronous inputs. 

P%TEMP_H is an asynchronous output. 

When P%PP_CMD_H<2K)> selects #2 on P%PPJDATA_H<11> (see Chapter 19) then the output 
is asynchronous. 

The timing for the interrupt, parallel port, serial port, and boundary scan, and error pins is 
shown in Table 20—15. 
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Table 20-15: Interrupt, Test, and Boundary Scan Pin AC timing specs 


Input Pin 

Setup Time 1 

Hold Time 

P%PWRFL_L 

P%HALT_L 

P%H_ERR_L 

P%INT_TIM_L 

P%S_EKR_L 

3.0 ns to P%PHI41_IN_H R 
3.0 ns to P%PHI41_IN_H R 
3.0 ns to P%PHI41_IN_H R 
3.0 ns to P%PHI41 JN_H R 
3.0 ns to P%PHI41_IN_H R 

P%Pffi41_IN_H R + 0.0 ns 
P%PHI41_IN_H R + 0.0 ns 
P%Pffl41_IN_H R + 0.0 ns 
P%PHI41_IN_H R + 0.0 ns 
P%PHI41_IN_H R + 0.0 ns 

P%IRQ_L<3 K) > 

1 phase to P%PHI4 1_IN_H R 

P%PHI41_IN_H R + 1 phase 

P%TEST_DATA_H 

P%TEST_STROBE_H 

1 phase to P%PHI41_IN_H R 
1 phase to P%PHI4 1_IN_H R 

P%PHL41_IN_H R + 1 phase 
P%PHI41_IN_H R + 1 phase 

P%PP_CMD_H<2 K) > 

1 phase to P%PHI4 1_IN_H R 

P%PHI41_IN_H R + 1 phase 

P%TDI_H 

P%TMS_H 

3.0 ns to P%TCK 
3.0 ns to P%TCK 

P%TCK F + 3.0 ns 
P%TCK F + 3.0 ns 

Output Pin 

Output Valid 


P%MACHENE_CHECK_H 

P%PHI12_IN_H R + 1 phase 


P%PP_D ATA_H<1 Orf» 

P%PP_DATA_H<11> R + 3 phases 


P%TDO_H 

P%TCK R + 10.0 ns 


1 R means the rising edge of the dock is used; F means the falling edge of the clock is used. 


DIGITAL CONFIDENTIAL 


Electrical Characteristics 20—25 








NVAX CPU Chip Functional Specification, Revision 1.2, December 1991 


20.4 Revision History 


Table 20-16: 

Revision History 


Who 

When 

Description of change 

Rebecca Stamm 

3-Dec- 1991 

Revision 1.2, correct power supply numbers, leakage 
numbers, AC conditions of test 

Rebecca Stamm 

9-Oct-1991 

Revision 1.1, update power numbers and AC test 
conditions 

John F. Brown 

30-Aug-1991 

Revision 1.0, first edition released 

John F. Brown 

20-Jun-1991 

Revision 0.1, first edition for review 

Mike Uhler 

13-Feb-1991 

Revision 0.0, add template 
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Appendix A 

Processor Register Definitions 


This appendix contains the SDL (Structure Definition Language) definitions for the NVAX pro- 
cessor registers. These definitions sure used by chip verification code, and it is strongly recom- 
mended that software groups use the same definitions to minimize errors in the generating new 
definitions. 


NOTE 

The file shown below is maintained by the NVAX CPU chip design group and is con- 
stantly being updated as changes are made to the design. It is included here simply 
as a means to document processor register definitions used in examples throughout 
this specification. The latest machine-readable version of this file should always be 
obtained from the NVAX CPU chip design group. 


modu 1® 5PR1 9DEF ; 


I* 

1 * 

t* 

{* 

{* 

<* 

{*- 


Nvax - Specific Processor Register Definitions 


To convert this file to a macro library, do the following: 

SDL/LAN3DAGE—KACR0 /COPYRIGHT/ VMS_DEVELOPMENT /LIST PR1 9DEF 
LIBRARY/CREATE/MACRO/SQUEEZE PR19DEF PR19DEF 


constant REVISION equals 30 prefix PR195; /* Revision number of this file 

/* In the definitions below, registers are annotated with one of the following 
/* symbols: 

/* 

/* RW - The register may be read and written 

/* RO - The register may only be read 

/* WO - The register may only be written 

/* 

/* For RO and WO registers, all bits and fields within the register are also 
/* read-only or write-only. For RW registers, each bit or field within 
/* the register is annotated with one of the following: 

/* 

/* RW - The bit/field may be read and written 

/+ RO - The bit/field may be read; writes are ignored 

/* WO - The bit/field may be written; reads return an UNPREDICTABLE result. 

/* WZ - The bit/field may be written; reads return a 0 

/* WC - The bit/field may be read; writes cause state to clear 

/* RC - The bit/field may be read, which also causes state to clear; writes are ignored 
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aggregate PR19DEF union prefix PR19; 

/* Architecturally-defined registers which have different characteristics 
/* on this CPC. 


constant TODR equals %xlB tag $; /* Time Of Year Register (RW) 

constant MCESR equals %x26 tag S; /* Machine check error register (WO) 

constant SAVPC equals %x2A tag S; /* Console saved PC (RO) 

constant SAVPSL equals %x2B tag 5; /* Console saved PSL (RO) 

PR29SAVPS1JBITS structure fill prefix SAVPSLS ; 

?S1_L0 bitfield length 8 mask; /* Saved PS1 bits <7:0> 

KALTCODE bitfield length € mask; /* Halt code containing one of the following values 


constant KA1T_HITP2N equals %x2; 
constant KAIT_?WRUF equals %x3; 
constant KAIT_XJJTSTK equals %x4; 
constant EA1T_D075IE equals %xs; 
constant HA1 I_K1 TINS equals %x6; 
constant KA1T_IH.VEC equals ; 
constant HA1T_WCSVEC equals %x8; 
constant HA2T_rHMFI equals %xA; • 
constant KA1T_IE0 equals %slC; 
constant HA1I_IE1 equals %xll; 

constant HALT ?£I PEI LC1 eruais 


/* HALT__1 pin asserted 
/* Initial powerup 
/* Interrupt stack not valid 
/* Machine check during exception processing 
/* Halt instruction in kernel mode 
/» Illegal £CB vector (bitsCl : 0>»11) 

/* WCS SCB vector (bits<2: C>«10) 

/* CKMx on interrupt stack 
/* ACV/TNV during machine check processing 
/* ACV/TNV during ESNV processing 
/* Machine check during machine check processing 
/■' Machine check during ESNV processing 

/* PSK2 6 :24>«1“1 during interrupt cr exce 

%:;lr ; /- PEK2 £ : 1U>-I11 c 
*rxlD; /+ ?SK2€;2i>-i:i duri 




MAPEM bitfield length 1 mask; /» MAPEK<0> 

PEI HI bitfield ler.rth 16 mask; /’ Saved PEI bits <31 :16> 


constant IOPSSET . equals %x37 tag 5; /* I/O system reset register (WO) 

constant PME equals %x3D tag $; /* Performance monitoring enable (RW) 

constant £11 equals %x3E tag 5; /* System identification register (RO) 

PRI9£ID_EITS structure fill prefix SIDS; 

UC0DE_R£V bitfield length 8 mask; /* Microcode (chip) revision number 
NONSTAJOARD_PATCK bitfield length 1 mask; /* PCS loaded with a non-standard patch 
PATCH_REV bitfield length 5 mask; /* Patch revision number 
FIlL_i bitfield length 10 fill tag $$; 

TYPE bitfield length 8 mask; /* CPU type code (19 decimal for NVAX) 
end PR19SID BITS; 
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/* System- level required registers. 

/* These registers are for testability and diagnostics use only. 
/* They should not be referenced in normal operation. 


constant 

IAK14 equals 

%x40 tag 5; 

/* 

Level 

14 

interrupt 

acknowledge 

<R0) 

constant 

IAK15 equals 

%x41 tag 5; 

/* 

Level 

15 

interrupt 

acknowledge 

(R0> 

constant 

IAK16 equals 

%x42 tag 5; 

/* 

Level 

16 

interrupt 

acknowledge 

(R0) 

constant 

IAK17 equals 

%x43 tag 5; 

/* 

Level 

17 

interrupt 

acknowledge 

(RO) 


?R.19IAK_VECT0R structure fill prefix IAKS; /* Vector returned in response to IAKlx read 
IPL17 bitfield length 1 mask; /* Force IPL 17, independent of actual level 
PR bitfield length 1 mask; /* Passive release 

SC5_0Fr SET bitfield length 14 mask; /* LW offset in SC3 of interrupt vector 
FILL_1 bitfield length 16 fill tag $$; 
end ??.l 9 IAK_VECTOP.; 

constant CSv S equals %x44 tag 5; /* Clear write buffers (RV?) 
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/* Ebox registers. 

/* Ebox register definition 

constant INTSYS equals %x7A tag $; /* Interrupt system status register (RW) 

PR19INTSYS_BITS structure fill prefix INTSYSS; 

ICCS6 bitfield length 1 mask; /* ICCS<6> (RO) 

EISR bitfield length 15 mask; /* SISR<15:1> (RO) 

INT_ID bitfield length 5 mask; /* ID of highest pending interrupt (RO) 
constant INT_ID_HALT equals %xlF; /* Halt pin 
constant INT_ID_PWRF1 equals %xlS; /* Power fail 
constant INT_ID_K_ERR equals %xlD; /* Hard error 
constant INT_ID_INT_TIM equals %xlC; /* Interval timer 
constant INI_ID_PMON equals %xlE; /* Performance monitor 
constant IN?_ID_S_ERR equals %xlA; /* Soft error 
constant INT_ID_IRQ3 equals %x!7; 
constant INI ID_IRQ2 equals %xl€; 
constant IKt'id'iROI equals %x!5; 
constant IKT_ID_IRQ0 equals %x!4; 
constant INI ID SISR15 ecuals %xOF 


/* IPI 17 device interrupt 
/’ IPI 16 device interrupt 
/* IPI 15 device interruot 


:onstant INI ID SISR14 e coals %xDE 


constant INI 


___ __ 5R13 equals %zCD 

constant INT_ID_SISSI2 equals %xCC 
constant INI_ID_SISRI1 equals %x"-3 

constant INI_ID_£IS?.S equals %x~-S 
constant H*I_ID_SISRc equals %xDs 

constant INI_II_£ISRi equals %xD« 
constant II*I_ID__SISR3 equals %x!3 

bitfield length's fill tag S'; 

I :tl_I !!•:_? ii-fieic length 1 mask; 
FI1IJ2 bitfield length 2 fill tag S$; 


* IPI 11 device interrupt 
/* SISR<15> 

/* SIS?.<li> 

/’ 3I3?<12> 

/* 5IS?.<12> 

/*• SISR<11> 

/* £ISR<10> 

£!£?.<£> 

/* SIS?,<£> 

3IP?.<"> 

- =!=?.<€> 

" £ISR<5> 

PI3?.<U> 

/T SI£R<3> 

/* £IS?.<2> 

/* £!=?.<!> 


/* Interval timer interrupt reset (WC) 


£_ERR_RESEI bitfield length 1 mask; 
?N0N_RE£EI bitfield length 1 mask; 
K_EP.R_P.ESEI bitfield length I mask; 
PWRFL_RES£T bitfield length 1 mask; 
KAIT_RE£EI bitfield length 1 mask; 
end PR19INTSYS BITS; 


/* Soft error interrupt reset (WC) 

/* Performance monitoring interrupt reset 
/* Hard error interrupt reset (WC) 

/* Power fail interrupt reset (WC) 

/* Halt pin interrupt reset (WC) 


(WC) 
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/* Ebox registers, continued. 

constant PMFCNT equals %x7B tag $; /* Performance monitoring facility count register (RW) 

PR19PMFCNT_BITS structure fill prefix PMFCNT3 ; 

PMCTRO bitfield length 16 mask; /* PMCTRO word 

PMCTR1 bitfield length 16 mask; /* PMCTR1 word 

end PR19PMFCNTJBITS; 

constant PCSCR equals %x7C tag $; /* Patchable control store control register (RW) 

PR19PCSCR_BITS structure fill prefix PCSCRS; 

FILI_1 bitfield length 6 fill tag $3; 

? AR_? ORT_D IS bitfield length 1 mask; /* Disable parallel port control of scan chain (RW) 
PCS_£NB bitfield length 1 mask; /* Enable use of patchable control store (RW) 

PCS_WRITE bitfield length 1 mask; /* Write scan chair, to patchable control store (WO) 
RWL_SKIFT bitfield length 1 mask; /* Shift read-write latch scan chain by one bit (WO) 
DATA bitfield length 1 mask; /* Data to be shifted into the PCS scan chain (RW) 

FILI_2 bitfield length 10 fill tag S3; 

lw”SIAKDARD_PATCH bitfield length 1 mask; /* PCS loaded with a non-standard patch (RW; 
?ATCK_R2V bitfield length 5 mask; /* Patch revision number (RW) 

FIII_3 bitfield length 3 fill tag S3; 
end PR.19PCSCR. BITS; 


constant ECR equals %x“D tag 3 ; /* Ebcx control register (RW) 

TSCTC'R_?R£SEI“ bitfield length I mask; /* Vector unit present (RW) 

FS~X_ST4_5TPASS_EDA31E bitfield length 1 mask; Fhox stage -i conditional bypass enable (RW) 
TIi-30TT_TEST bitfield length 1 mask; /'» Select test mode for S3 stall timeout (RW) 




bitfield length I mask; /’ 
constant ?MJX_IB0X equals %b00; 
constant ?MUX_EBCX equals %b01; 
constant PMDX_>3CX equals %bl0; 
constant ?MTX_C30X equals %bll; 
PMF_EKOX bitfield length 3 mask; /* 


Performance monitoring facility master select (RW) 

/*■ Select Ibox 
/* Select Ebox 
/* Select Mbox 
/* Select Cbox 

Performance monitoring facility Ebox mux select (RW) 
constant £MUX_S3_STALL equals %b000; /* Measure S3 stall against total cycles 
constant EMUX_EM_P A_S TALI equals %b001; /* Measure EM+PA queue stall against total cycles 
constant EMUX_CPi equals %b010; /* Measure instructions retired against total cycles 

constant EMUX_STA1L equals %b011; /* Measure total stalls against total cycles 

constant EMUX_S3_STAIX_PCT equals %bl00; /* Measure £3 stall against total stalls 
constant EMUX_EK_PA_STAL1_PCT equals %bl01; /* Measure EM+PA queue stall against total stalls 
constant EMDX_DWORD equals %blll; /* Count microword increments 
PMFJLFSR bitfield length 1 mask; /* Performance monitoring facility Wbus LFSR enable (RW) 

FILL_3 bitfield length 8 fill tag S3; 

PMF_CLEAR bitfield length 1 mask; /* Clear performance monitoring hardware counters (WO) 
end PR19ECR BITS; 
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/* Mbox TB registers. 

/* These registers are for testability and diagnostics use only. 

/* They should not be referenced in normal operation. 

constant MTBTAG equals %x7£ tag S; /* Mbox TB tag fill (WO) 

PPvl 9MTBTAG_B ITS structure fill prefix MTBTAGS; 

TP bitfield length 1 mask; /* Tag parity bit 
FILL_1 bitfield length 8 fill tag $5; 

VPN bitfield length 23 mask; /* Virtual page number of address (VA<31:9>) 
end PR1 9KTBTAG_E ITS ; 

constant MTBFTE equals %x7F tag S; /* Mbox TB PTE fill (K0) 

?R19MTS?TS_BITS structure fill prefix MTBPTE5 ; /* Format is normal PTE format 
PFN bitfield length 23 mask; /* Page frame number (?A<31:9>) 

FI1L_1 bitfield length 1 fill tag 5$; 

P bitfield length 1 mask; /* PTE parity 
FILI_2 bitfield length 1 fill tag SS; 

K bitfield length 1 mask; /» Modify bit 
PRO? bitfield length 2 mask; /* Protection field 
V bitfield length 1 mask; /* PTE valid bit 
end PR19KT3PTE BITS; 
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/* Vector architecture registers 

constant VPSR equals %x90 tag $; /* Vector processor status register (RM) 

PR1 9VPSR_BIT£ structure fill prefix VPSRS ; 

VEN bitfield length 1 mask; /* Vector processor enabled (RK) 

RST bitfield length 1 mask; /* Vector processor state reset (WO) 

FILL_1 bitfield length 5 fill tag $$; 

AEX bitfield length 1 mask; /* Vector arithmetic exception (WC) 

FILL_2 bitfield length 16 fill tag $$; 

IK? bitfield length 1 mask; /* Implementation-specific hardware error (WC) 
FILL_3 bitfield length 6 fill tag $$; 

BEY bitfield length 1 mask; /* Vector processor busy (RO) 
end ??.19VPSR_BITS; 

constant VAER equals %x91 tag $ ; /* Vector arithmetic exception register (RO) 

??.19VAE?._BI™£ structure fill prefix VAERS; 

F_OKEF bitfield length 1 mask; /* Floating underflow 
F_2IY2 bitfield length 1 mask; /* Floating diviae-by-zerc 

F_R0?R bitfield length 1 mask; /* Floating reserved cperand 

F_0VF1 bitfield length 1 mask; /*■ Floating overflow 

mi l bitfield length 1 fill tag SS; 
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/* Cbox registers . 

constant CCTL equals %xA0 tag 5; /* Cbox control register (RW) 

PR19CCTI_BIT£ structure fill prefix CCTL5; 

ENABLE bitfield length 1 mask; /* Enable Bcaehe (RW) 

TAG_£PE£D bitfield length 1 mask; /♦ Tag RAM speed (RW) 

constant TAG__3_CYCL££ equals 0; /* Select tag RAM speed: 3-cycle read rep/3-cycle write rep 
constant TAG_4_CYCLE£ equals 1; /* Select tag RAM speed: 4-cycle read rep/4-cycle write rep 
DATA_£PEED bitfield length 2 mask; /* Data RAM speed (RW) 

constant DATA_2_CYCL££ equals 0; /* Select data RAM speed: 2-cycle read rep/3-cycle write rep 

constant DATA_3_CYCLE£ equals 1; /* Select data RAM speed: 3-cycle read rep/ 4 -cycle write rep 

constant DATA_4_CYCLE£ equals 2; /* Select data RAM speed: 4-cycle read rep/5-cycie write rep 

SIZE bitfield length 2 mask; /* Bcache si 2 e (RW) 

constant £IZE_126K3 equals 0; /* Select 128KB Bcache 

constant £IZE_256KB equals 1; /* Select 256KB Bcache 

constant £ISE_£12KB equals 2; /* Select 512KB Bcache 

constant £IZE_2MB equals 3; /* Select 2MB Bcache 

F0RCE_KII bitfield length 1 mask; /* Force Bcache hit (RW) 

2ISASLE_SRR0R£ bitfield length 1 mask; /* Disable Bcache ECC errors (RW) 

£W_E2C bitfield length 1 mask; )- Enable use of software ECC (RW) 

rrME2DT_DESD bitfield length 1 mask; /* Enable test of Cbcx read timeout counters (RW) 

DI£AELE_FACK bitfield length I mask; / ir Disable write packing (RW) 

?M_A2 2E£ S_rr?E bitfield length 3 mask; /« Performance monitoring access type (RWi 
constant ?Mr.I_C2E equals 0; /* Coherency access cf either type 

constant ?MAD_C?D equals 4; /* CPC access cf any type 

constant ?MAD__C?D_OREAD equals “; /* CPC access for CFJEAD 

constant ?MEC_Hir_VAlID equals 2; /' Kit on valid block 

constant ?MEI_MI£ 3_2VC“I equals 3; /■* Mi s s on owned block (causes writeback 

FILL_1 bitfield length 13 fill tag 5$; 

£W_ETM bitfield length 1 mask; /* Enter software error transition mode (RW) 

HW_ECK bitfield length 1 mask; /* Error transition mode entered due to error (WC) 

~end PP.1BCCTL EDT£; 

constant BCDECC equals %xA2 tag 5; /* Bcache data ram ECC (WO) 

?R.19BCDECC_BIT£ structure fill prefix BCDECC5; 

FILL_1 bitfield length 6 fill tag 5$; 

ECCLC bitfield length 4 mask; /* ECC check bits <3:0> 

FILL_2 bitfield length 12 fill tag 5$; 

ECCHI bitfield length 4 mask; /* ECC check bits <7:4> 

FIL1_3 bitfield length 6 fill tag $5; 
end PR19BCDECCJBITS; 
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/* Cbox registers, continued 

constant BCETSTS equals %xA3 tag S; /* Bcache error tag status (RW) 

PR19BCETSTS_BITS structure fill prefix BCETSTS5; 

LOCK bitfield length 1 mask; /* Tag store registers are locked due to an error (WC) 

CORK bitfield length 1 mask; /* Correctable error occurred (WC) 

UNCORR bitfield length 1 mask; /* On correct able error occurred (WC) 

BAD_ADDR bitfield length 1 mask; /* Addressing error occurred (WC) 

LOST_ERR bitfield length 1 mask; /* Error occured while register was locked (WC) 

TS_CKD bitfield length 5 mask; /* Tag store command which caused error (RO) 

constant CK[D_DRSAD equals %b00111; /* Command was D- stream tag lookup 

constant CMD_ DREAD equals %b00011; /* Command was I-stream tag lookup 

constant CMD_OREAD equals %b00010; /* Command was OREAD tag lookup for write or read 

constant CMD_WDI!LCCK equals %b01000; /* Command was write unlock tag lookup (done only under 

constant CKD_R_ DUVAL equals %b01101; /* Command was inval tag lookup for KDAL DREAD or DREAD 

constant CKD_0_DNVAD equals %b010Cl; /* Command was inval tag lookup for KDAL OREAD or WRITE 

constant CMD_D?R_DEALLOC equals %b01C10; /* Command was tag lookup for IRR deallocate 



constant BCETIDX equals %xA< tag 5; /* Bcache error tag index (RO) 

constant 3CEDA3 equals %xA5 tag $; /* Bcache error tag (RO) 
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/* Cbox registers, continued 

constant BCEDSTS equals %xA6 tag S; /* Bcache error data status (RW) 
PR19BCEDSTS_BITS structure fill prefix BCEDSTS$; 

LOCK bitfield length 1 mash; /* Data RAM registers are locked due to an error (WC) 

CORR bitfield length 1 mask; /* Correctable ECC error occurred (WC) 

DNCORR bitfield length 1 mask; /* Uncorrectable ECC error occurred (WC) 

BAD_ADDR bitfield length 1 mask; /* Addressing error occurred (WC) 

LOSC_ERR bitfield length 1 mask; /* Error occurred while register was locked (WC) 

mL_l bitfield length 3 fill tag $$; 

DR_CMD bitfield length 4 mask; /* Data RAM command which caused error (RO) 
constant CMD_DRSAD equals %b0111; /* Command was E— stream data iookup 

constant CKD_JRSAD equals %b0011; /* Command was I-stream data lookup 

constant CKD_K5ACK equals %b0100; /* Command was writeback data lookup 

constant CKD_RMW equals %bOC-10; /* Command was read-modify-write data lookup 

F"X_3 bitfield length *20 fill tag £$; 
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f* Cbox registers, continued 

constant CEFADR equals %xAB tag $; /* Fill error address (RO) 

constant CEFSTS equals %xAC tag $; /* Fill error status (RW) 

PR19CEFST£_BITS structure fill prefix CEFSTS? ; 

RDLK bitfield length 1 mask; /* Error occurred during a read lock (WC) 

LOCK bitfield length 1 mask; /* CEFSTS 6 CEFADR registers are locked due to an error (WC) 

TIMEOUT bitfield length 1 mask; /* Fill failed due to transaction timeout (WC) 

RDE bitfield length 1 mask; /* Fill failed due to Read Data Error (WC) 

LOST_ERR bitfield length 1 mask; /* Error occurred while register was locked (WC) 

IDO bitfield length 1 mask; /* NDA1 id<0> for failed read (RO) 

IREAD bitfield length 1 mask; /* Error occured during an IREAD (RO) 

OREAD bitfield length 1 mask; /* Error occurred during an OREAD (RO) 

WRITE bitfield length 1 mask; /* Error occurred during a write (RO) 

TC_1-30X bitfield length 1 mask; /* Data was destined for the Mbox (R C) 

RIP bitfield length 1 mask; /* READ invalidate was pending (RO) 

OIF bitfield length I mask; /* OREAD invalidate was tending (RO) 

CUR bitfield length 1 mask; /* Data was not to be validated when fill completed (RO) 

RDLE_FL_DCDE bitfield length 1 mask; /* Last fill for read lock received (RO! 

RE1_FILL_D0KE bitfield length I mask; /* Requested fill cuadword was received for this read. 

COTUT bitfield length 2 mask; /» Dumber cf requested OW -- fill received (RO) 

TUEXF ECTEI_F III bitfield length 1 mask; /* FEE or FIR was received from the II FI when fill_ram. not valid (WC) 
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/* Cbox registers, continued 

constant NESTE equals %xA£ tag $; /* NEAL error status (RW) 

PR19NESTS_BITS structure fill prefix NESTSS; 

NOACK bitfield length 1 mask; /* Outgoing command was NACKed (WC) 

BADWDATA bitfield length 1 mask; /* BADWDATA cycle transmitted (WC) 

LOST_OERR bitfield length 1 mask; /» Outgoing error was lost while register was locked (WC) 
PERR bitfield length 1 mask; /* NDAL parity error detected (WC) 

INCON_PERR bitfield length 1 mask; /* Inconsistent parity error (parity error detected on 
L0ST_PERP. bitfield length 1 mask; /* NDAL parity error detected while register was locked (WC) 
/* ACKed transaction) (WC) 

FILL_2 bitfield length 26 fill tag $$; 
end PR19NESTS_SITS; 

constant NEOADR equals %x30 tag 5; /* NDAL error output address (RO) 

constant NEOCMD equals %xB2 tag S; /* NDAL error output command (RO) 

PB.19NE0CSC_3ITS structure fill prefix NEC CKDS; 


OO bitfield length 4 mask; /* NDAL command on outgoing error transaction (see below) 
ID bitfield length 2 mask; /* NDAL ID on outgoing error transaction 
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/* Cbox registers, continued 


/* Encoded NDAX length values 


constant L£N_HW 
constant LEN_QW 
constant LEN OW 


equals %b00 prefix 
equals %b!0 prefix 
equals %bll prefix 


NDALS; 

/* 

Length 

NDALS; 

/* 

Length 

NDALS; 

/* 

Length 


hexaword 

quadword 

octaword 


/* encoded NDAL command values 


constant 

constant 

constant 

constant 

constant 

constant 

constant 

constant 

constant 

constant 


CMD_N0? equals %b0000 prefix NDALS ; /* Command - NOP 

CME_W?iITE equals %b0010 prefix NDALS; /* Command « Write 
0£D_KDISOWK equals %b0011 prefix NDALS ; /* Command - Write disown 
CKD_IREAD equals %b0100 prefix NDALS; /* Command - I-read 

CKD_DREAD equals %b0101 prefix NDALS; /* Command - D- read 

CMD_ORSAD equals %b0110 prefix NDALS ; /* Command « 0-read 

CND_RDE equals %b!001 prefix NDALS; /* Command « Read data error 
CND_WDATA equals %blD10 prefix NDALS; / w Command - 'Write data 



equals %b!100 prefix NDALS; 
equals %bllCi prefix 
equals %b!110 prefix ICA1S; 
equals %r 1111 prefix NDALS ; 
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/* Cbox registers, continued 

constant BCTAG equals %x01000000 tag 5; /* First of 64K Bcache tag IPRs (RW) 

constant BCTAG_128KB_MAX equals %x0101FF£0 tag S; /* Last tag IPR for 128KB Bcache 

constant BCTAG_256KB_MAX equals %x0103FFEO tag S; /* Last tag IPR for 256KB Bcache 

constant BCTAG_512KB_MAX equals %x0107FF£0 tag 5; /* Last tag IPR for 512KB Bcache 

constant BCTAG__2MB_MAX equals %x011FFFE0 tag 5; /* Last tag IPR for 2MB Bcache 

constant IPR_INCR equals %x20 prefix BCTAG5; /* Increment between Bcache tag IPR numbers 
PR19BCTAG_BIT£ structure fill prefix BCTAG5; 

FILL_1 bitfield length 9 fill tag $5; 

VALID bitfield length 1 mask; /* Valid bit (RW) 

OWNED bitfield length 1 mask; /* Ownership bit (RW) 

ECO bitfield length € mask; /* ECC bits (RW) 

TAG bitfield length 15 mask; /* tag data (RW) 
end ? ?*1 9 3 C TAG_B ITS; 

constant BCFLUSH equals %x01400000 tag 5; /* First of 64K Bcache tag deallocate IPRs (WO) 

constant BCF1£JSH__126EE_KAX equals %xC14LFFEC tag $; !’ r Last deallocate IPR for 1I3KB Bcache 

constant STFLUSH_256K5_KAX equals %sO!42FFEC tag i; /' Last deallocate IPR for 25SK5 Bcache 

constant 3CFL1SK_ 5 1 2EB_KAX equals Vz0L4"?F£0 tag 5; Last deallocate IP?, for 512KB Bcache 

constant 3CFLU5K__2MB_MAX equals %xG15FFFEC tag S; /* Last deallocate IP?, for 2MB Bcache 

constant I?R_I!*CP. equals %x2D prefix BTFLISKS; Increment b-etvreer. Bcache deallocate IP?, numbers 
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/* Ibox registers. 

constant VMAR equals %xD0 tag $; /* VIC memory address register 

PR19VMAR_BITS structure fill prefix VMAR$; 

FILLJL bitfield length 2 fill tag $S; 

LW bitfield length 1 mask; /* longword within quadword 
SXJB_BLOCK bitfield length 2 mask; /* sub-block indicator 
ROK_INDEX bitfield length 6 mask; /* cache row index 
ADDR bitfield length 21 mask; /* error address 
end PR19VMARJBITS; 

constant VTAS equals %xCl tag 5; /* VI C tag register 

PR1 9 VT AG_B ICS structure fill prefix VTAGS; 

V bitfield length 4 mask; /* data valid bits 
DF bitfield length 4 mask; /* data parity bits 
I? bitfield length 1 mask; /* tag parity bit 
FI11_1 bitfield length 2 fill tag SS; /* unused bits (zero) 

IAS bitfield length 21 mask; /' tag 








branch histcrv bits 


U4-X: ^ ‘ 


FII5:-: BHI bitfield length 1 mask; /'» flush branch history table 
F1ISH~CIR bitfield length 1 mask; /* flush branch hist addr counter 
L0AD_H2ST0?.Y bitfield length 1 mask; /* write new history tc array 
FILL_1 bitfield length 7 fill tag SS; y* unused bits <must be zero) 

5?T_ALG0?.ITHM bitfield length If mask; f branch prediction algorithm 

constant BPU ALGORITHM equals %xFECA; /* default value for B?U_ALGORITHM field 
end PR19BPCR_BIT£; 

/* The following two registers are for testability and diagnostics use only. 

/* They should not be referenced in normal operation. 


constant BPC equals %xD6 tag S; 
constant BPCUNW equals %xD7 tag S; 


/* Ibox Backup PC (RO) 

/* Ibox Backup PC with .RLOG unwind (RO) 
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/* Mbox internal memory management registers. 

/* These registers are for testability and diagnostics use only. 

/* In normal operation, the equivalent architecturally-defined registers 
/* should be used instead. 


constant MPOBR equals %x£0 tag $; 
constant MP01R equals %x£l tag $; 
constant MP1BR equals %x£2 tag S? 
constant MF1LR equals %x£3 tag 5; 
constant MS3R equals %xE4 tag S; 
constant MSLR equals %xE5 tac $? 
constant MKAPEK equals %xE6 tag 3; 


/* Mbox P0 base register (RW) 

/* Mbox P0 length register (RW) 

/* Mbox FI base register (RW) 

/* Mbox PI length register (RW) 

/* Mbox system base register (RW) 

/* Mbox system length register (RK) 

/’ Mbox memory management enable (RW) 
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/* Mbox registers. 

constant PAMODE equals %x£7 tag $; /* Mbox physical address mode (RW) 

PR1 9PAMODE _B ITS structure fill prefix PAMODES; 

MODE bitfield length 1 mask; /* Addressing mode(l - 32bit addressing) (RW) 
constant PA_30 equals 0; /* 30-bit PA mode 

constant PA_32 equals 1; /* 32-bit PA mode 

FILL_1 bitfield length 31 fill tag $$; 
end PR1 9 P AMODE_B ITS; 

constant MMEADR equals %xES tag S; /* Mbox memory management fault address (RO) 

constant MMEPTE equals %xE9 tag S; /* Mbox memory management fault PTE address (RO) 

constant MMSSTS equals %xEA tag $; /* Mbox memory’ management fault status (RO) 

?R1 9MMESES_ETTS structure fill prefix MMESTS S ; 

IV bitfield length 1 mask; / * ACT* fault due to length violation 

?TE_REF bitfield length 1 mask; /* ACV/TNV fault occurred on PFTE reference 

K bitfield length 1 mask; /* Reference had write or modify intent 

FAT1T bitfield length 2 mask; /*■ Fault type, one cf the following: 






EX_VA1 bitfield length 1 mask; EX latch was valid when error occurred (RO) 

03 bitfield length 5 mask; /* Sc command when TB parity error occured (RO) 

Flll_l bitfield length 20 fill tag SS; 

SRC bitfield length 2 mask; /* Source of original refemce (see MSRCS constants below) (RO) 
end PR19T3STS BITS* 

constant IREF_LATCH equals 6 prefix MSRCS; /* Source of fault was IREF latch 
constant SPEC_QTEUE equals 4 prefix MSRCS; /* Source of fault was spec queue 
constant EM_LATCK equals 0 prefix MSRC$; /* Source of fault was EM latch 
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/* Mbox Pcache registers 

constant PCADR equals %xF2 tag 5; /* Mbox Pcache parity error address (RO) 

constant POSTS equals %xF4 tag $; /* Mbox Pcache parity error status (RW) 

PR1 9PCSTS_BXTS structure fill prefix PCSTS5; 

LOCK bitfield length 1 mask; /* Register is locked due to an error (WC) 

DPERR bitfield length 1 mask; /* Data parity error occurred (RO) 

RIGHT_BANK bitfield length 1 mask; /* Right bank tag parity error occurred (RO) 

LEFTJ5ANK bitfield length 1 mask; /* Left bank tag parity error occurred (RO) 

CKD bitfield length 5 mask; /* S6 command when Pcache parity error occured (RO) 

?T£_£R_WR bitfield length 1 mask; /* Hard error on PTE DREAD occurred (orig -ref was WRITE) (WC) 
?TE_ER bitfield length 1 mask; /* Hard error on PTE DREAD occurred (WC) 
mL_l bitfield length 21 fill tag $$; 
end PR.19PCSTS BITS; 

constant PCCT1 equals %xFS tag $; /* Mbox Pcache control (RW) 

Pr.l3?CCTL_BITS structure fill prefix PCCTL S; 

D_EKABLE bitfield length 1 mask; /* Enable for invalidate, D— stream read/vrite/f ill (RW) 

2_SEABLE bitfield length 1 mask; /* Enable for invalidate, 2 -stream, read/fill (RW) 

T0z.Zz._HZZ bitfield length 1 mask; / * Enable force hit on Pcache references (RW) 

BP2“_3E1 bitfield length 1 mask; /* Select left bank if C, right bank if 1 (RW) 

?_EWAB1E bitfield length 1 mask; /* Enable parity checking (P.W) 

?:c< bitfield length 3 mask; /' Mbox performance monitor mode (RW; 

ELSC_D2SAELE bitfield length 1 mask; /* Pcache electrical disable bit (RW; *<' 




end PP.1 9PCIA3 SITS; 


constant PCDA? equals %xO!COOOOO tag $; /* First of 1024 Pcache data parity IPRs (RW) 

constant ?IDAP_J3tX equals %x 01CC1FF6 tag S; /* Last of 1C24 Pcache data parity IPRs 

constant IPR_INCR equals %x8 prefix PCDAPS; /* Increment between Pcache data parity IPR numbers 
PR19PCDAP_BTTS structure fill prefix PCDAPS; 

DATA_?AR2TY bitfield length 8 mask; /* Even byte parity for the addressed quad word (RW) 

FIL1_1 bitfield length 24 fill tag $$; 
end PR19PCDAP_BITS; 

end PR19DEF; 

end module 5PR19DEF; 
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A.1 Revision History 
Table A-1 : Revision History 


Who 

When 

Description of change 

Mike Uhler 

14- Aug-90 

Update to latest version 

Mike Uhler 

Ol-Dec-89 

Initial version 
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Chip Clocking 

Clock Domain Crossing • 17-9 
Clock Skew • 17-7 
Controlling Inter-Chip Skew • 17-7 
External Oscillator • 1 7-1 
Generation and Distribution • 17-3 
Global Clock Distribution* 17-5 
Global Clock Waveforms • 1 7-5 
initialization • 1 7-9 
Inter-Clock Skew • 17-9 
NDAL Clocks* 17-7 
NDAL Signals • 17-9 
Rise and Fall Times • 17-7 
Section Clock Distribution* 17-5 
Section Clock Waveforms • 17-6 
Self Skew* 17-8 
Test Environment • 1 7-2 
Chip Initialization * 16-1 
Cache • 1 6-3 
Cbox* 13-119 
Console • 1 6-2 
Ebox • 8-84 

Hardware and Microcode* 16-1 
Ibox • 7-64 
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Chip initialization (Cont.) 

Mbox • 12-120 
Microsequencer ♦ 9-24 
Chip Overview 

Box and Section Description • 4-1 
Major Buses • 4-4 
The Cbox • 4-4 

The Ebox and Microsequenoer • 4-3 
The Fbox • 4-3 
The Ibox • 4-2 
The Mbox • 4-4 
Chip Reset • 17-10 
Clocking 

See Chip Clocking 
Complex Specifier Unit 
See CSU 

Console Halt • 2-40, 1 5-19 
Halt Codes *15-19 
CPUID • 2-44, 18-2, 18-7, 18-11 
CSRD 

See DEC Standard 032 
CSRS 

See DEC Standard 032 
CSTD 

See DEC Standard 032 
CSTS 

See DEC Standard 032 
CSU • 7-40 

Branch Mispredict Effects • 7-52 
Ibox IPR Transactions • 7-53 
Microcode Control * 7—40 
Microcode Restrictions • 7-53 
Pipeline • 7—41 
RLOG • 7-51 
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Data Types • 2-6 to 2-8 
Destination Queue • 7-32, 8-44 


E 


ECR • S-81 

Electrical Characteristics 
AC Characteristics • 20-7 
AC Conditions of Test • 20-7 
DC Characteristics • 20-1 
Maximum Ratings • 20-1 
Pin Capacitance • 20-4 
Pin Driver Impedance • 20-3 
Pin Levels • 20-4 

Power Dissipation Across Voltage and Cycle 
Time • 20-2 

Error Handling and Recovery « 1 5-3 
Cache and Memory Errors • 1 5-9 
Cache Coherence* 15-10 
Error Analysis • 1 5-7 


Error Handling and Recovery (Cont.) 
Error Recovery 15-8 
Retry • 15-17 
State Collection • 1 5-3 
Errors 

Bcache* 13-111 
Dstream Memory • 7-65 
istream Memory • 7-64 
P cache Parity Error* 12-104 
TB Parity Error • 1 2-1 03 
Error Transition Mode 
See ETM 
ESP 

See DEC Standard 032 
ETM *13-104 
Exceptions ° 2-35 
Arithmetic • 2-36 
Ebox Handling • 8-67 to 8-72 
Emulated Instruction • 2-38 
Fbox Detected • 8-56 
Ibox Detected • 8-51 
Machine Check • 2-40 
Memory Management • 2-37 
Reserved Addressing Mode • 7-65 
Reserved Opcode • 7-65 
Vector • 2-40 
Exception Stack Frame 
General • 2-33 
Minimum • 2-33 
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Fbox Destination Scoreboard • 8-54 
Fbox Disabled Mode • 8-58 
Fbox Result Handling • 8-53 
Fbox Stage 4 Bypass • 11-63 
Field Queue • 8-48 


G 


GPR • 2-4 


H 


Hard Error Interrupts • 15-49 

Event Descriptions ♦ 1 5-51 to 1 5—56 
Parse Tree* 15-50 to 15-51 
Stack Frame • 15-49 


I 


I/O Space Read Synchronization » 8-63, 12-33 

IAK14* 10-3, 10-14 

IAK15* 10-3, 10-14 

IAK16* 10-3, 10-14 

IAK17* 10-3, 10-14 
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Ibox IPR Access • 8-66 
IBU • 7-19 

Branch Displacement Processing • 7-25 
DL Stall • 7-24 

Ebox Assist Processing • 7-25 
Exception and Error Processing • 7—28 
FPD Processing • 7-29 
Index Mode Specifiers • 7-27 
Instruction Context • 7-21 
Instruction Parse Completion • 7-28 
Loading New Opcode * 7—27 
Operand Access Types • 7-23 
PC and Delta PC • 7-24 
Quadword Immediate Specifiers • 7—26 
Reserved Addressing Modes • 7—26 
Reserved Opcodes ♦ 7—28 
Specifier Identification • 7-21 
SPEC_CTRL Bus *7-24 
Stop and Restart Conditions • 7-29 
V Access Mode Operands • 7-28 
ICCS* 10-6, 10-13 
ICR* 10-6, 10-13 
ICSR • 7—16 
IIU • 7—30 

Issue Stall • 7-30 
PC Queue and PC Loads • 7-31 
Initialization 

See Chip Initialization 
Instruction Burst Unit 

See IBU -- 

instruction Context • 7—21 , 8-38, 9-22 
Instruction Issue Unit — 

See IIU 

Instruction Parsing • 7—17 
Instruction Queue • 9-20 
Instruction Set • 2-11 to 2-24 
INT.SYS Register • 8-30 

Internal Processor Registers — , 

See IPRs 

Internal Scan Register 
Cbox * 13-116 
Chip* 19-4 
Ebox • 8-87 
Ibox • 7-69 

Mbox* 12-122 - - 

Microsequencer • 9-26 
Interrupts • 2-33 ' i- 

Interrupt State Register* 10-9 
Interrupt Summary • 1 0-1 0 

Interrupt Vector • 10-3 — _ 

Interval Timer • 10-5 
INTSYS* 10-12, 10-14 
IORESET . \ _ 

See DEC Standard 032 
I PL • 2-34 
IPRs 

ASTLVL 

See DEC Standard 032 


IPRs (Cont.) 

BCDECC* 13-65 
BCEDECC* 13-75 
BCEDIDX* 13-74 
BCEDSTS • 13-71 
BCETAG • 13-69 
BCETIDX • 13-69 
BCETSTS • 13-66 
BCFLUSH • 13-89 
‘ BCTAG • 13-87 
BPCR • 7-60 
CCTL* 13-61 
CEFADR* 13-80 
CEFSTS* 13-76 
CPUID • 2—44, 18-2, 18-7, 18-11 
CSRD 

See DEC Standard 032 
CSRS 

See DEC Standard 032 
CSTD 

See DEC Standard 032 
CSTS 

See DEC Standard 032 
ECR • 8-81 
■ ESP 

See DEC Standard 032 
Full listing * 2-52 to 2-60 
IAK14* 10-3, 10-14 
1 IAK15* 10-3, 10-14 
IAK16* 10-3, 10-14 
IAK17* 10-3, 10-14 
ICCS* 10-6, 10-13 
ICR* 10-6, 10-13 
ICSR *7-16 
INTSYS* 10-12, 10-14 
IORESET 

See DEC Standard 032 
IPL • 2-34 
ISP 

See DEC Standard 032 

KSP 

v See DEC Standard 032 
MAPEN • 2-25 

MCESR* 15-22 ~ 

MMAPEN* 12-40 
MMEADR* 12-41 
MMEPTE* 12-41 
MMESTS* 12-41, 12-95 
MP0BR* 12-38 
MP0LR* 12-39, 12—47 
MP1BR* 12-39, 12—47 
MP1LR* 12-39, 12-47 
MSBR* 12-39 

MSLR* 12-40, 12-47 • 

MTBPTE* 12-54 
MTBTAG * 12-52 
NEDATHl • 13-86 
NEDATLO • 13-86 
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IPRs (Cont.) 

NEICMD* 13-85 
NEOADR • 13-83 
NEOCMD • 13-84 
NESTS -13-81 
NICR • 10—6, 10-13 
POBR • 2-29 
PI BR- 2-30 
PI LR- 2-30 
PAMODE • 2—4, 12-40 
PCADR- 12-43 
PCBB • 2-46 
PCCTL- 12-44, 12-71 
PCDAP- 12-46 
PCSCR • 8-80 
POSTS • 12-43, 12-107 
PCTAG- 12-45 
PME-18-7 
PM FONT • 18-8 
RXCS 

See DEC Standard 032 
RXDB 

See DEC Standard 032 
SAVPC • 2-40, 15-19 
SAVPSL • 2-40, 15-1 3 
SBR • 2-26 
SCBB • 2-41 
SID • 2-44 
SIRR- 2-35, 10-13 
SISR • 2—35, 10-13 
SLR • 2-26 
SSP 

See DEC Standard 032 
TBADR* 12-42 
TBCHK 

See DEC Standard 032 
TBIA* 2—25, 12-55 
TBIS • 2—25, 12-54 
TBSTS* 12-42, 12-106 ' 
TODR 

See DEC Standard 032 
TXCS 

See DEC Standard 032 
TXDB 

See DEC Standard 032 

USP 

See DEC Standard 032 
VAER 

See DEC Standard 032 ,Ji 
VDATA • 7—15 
VMAC 

See DEC Standard 032 
VMAR * 7—14 
VPSR 

See DEC Standard 032 
VTAG • 7—15 
VTBIA 

See DEC Standard 032 


ISP 

See DEC Standard 032 — 
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JTAG Test Port • 1 9-7 
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Kernel Stack Not Valid • 15-87 
Stack Frame • 1 5-87 


KSP 

See DEC Standard 032 


L 


LFSR 

WSUS-8-90 


M 


Machine Check • 2-40, 15-22 
Codes • 1 5-24 

Event Descriptions *1 5-33_ to 15-47 

Parse Tree* 15-25 to 15-32 
Stack Frame • 15-22 

MAPEN • 2-25 ~ 

Mask Processing Unit 
SeeMPU 

Mbox Commands • 12-23 
Mbox Reference Order Restrictions • 12—25 
MCESR* 15-22 
MD Bus Rotator * 1 2-20 

Memory Management Probe Status Encodings • 
12-51 

Microcode Format 

Ebox • 6—1 to 6—4, 8—4 to 8—6, 9—8 

Ibox CSU • 6-4 to S“5 - — ~ ~ 

Ibox iROM and Control PLAs • 6-5 to 6-7 
Microcode Restrictions 
Ebox • 8-91 to 8-96 
Microstack • 9-22 
Microtest Fields • 8-39 
Microtraps • 9-1 3 to 9-1 8 
MMAPEN* 12-40 
MMEADR* 12-41 
MMEPTE* 12-41 
MMESTS • 12-41 , 12-95 3 ? 

MMGT.MODE Register • 8-30 : 

MP0BR* 12-38 
MP0LR* 12-39, 12-47 
MP1BR* 12-39, 12-47 
MP1LR • 12-39, 12-47 
MPU • 8-32 
MSBR* 12-39 
MSLR • 12-40, 12-47 
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MTBPTE • 12-54 
MTBTAG • 12-52 


Parallel Port 

Observe Mbox (Corrt.) 


NDAL 

Arbitration • 3-1 8 
Cache Coherency • 3-54 
Clear Write Buffer • 3-55 
Clocking • 3-1 8 

Description • 3-1 5 - 

Errors • 3-57 to 3-63 
Field Description • 3-27 to 3-37 
Information Transfer • 3-27 
Initialization • 3-64 

Interlock Support • 3-56.. 

Interrupts • 3-55 
Terms • 3-1 7 

Transactions • 3-38 16 3-53 
NEDATHI • 13-86 
NEDATLO • 13-86 

NEICMD* 13-85 

NEOADR • 13-83 

NEOCMD • 13-84 - 

NESTS *13-81 
NICR • 10-6, 10-13 


Operand Queue Unit 
See OQU 

Operand Specifier Processing • 7-32 
OQU ♦ 7-32 

Destination Queue • 7-32 
Destination Queue Interface • 7-37 
MD Allocation • 7— 39 
Queue Entry Allocation • 7-38 
Source Queue • 7-32 
Source Queue Interface • 7-34 


POBR • 2-29 
POLR • 2-29 
PI BR* 2-30 
PI LR* 2-30 

Page Table Entry Format • 2-31 
PAMODE • 2—4, 12-40 
Parallel Port 

Observe Cbox/Mbox • 1 2-1 23 , 1 3-1 15 Zi 
Cbox Tag Store Command • 13-415 
Mbox MD Destination • 12-123 
Mbox MME State • 1 2-123 
Observe Ibox • 7-69 
Observe MAB • 8-87, 9-25 
Observe Mbox • 12-123 
S5 Command • 1 2-23 


S5 Reference Source* 12-123 

, 

■ - ■/> 

Operating Modes • 1 9-4 

••. - 7 *F 

' i .4 

Patchable Control Store 

,P> . Q 

' 

Loading • 9-3 

f8~er • 

~ _ 3 i 

Overview • 9-3 

* 2, , <■ 

,r ,,v; 

Pcache* 12-21, 12-70 


■ V • 

Addressing • 12-70 

oe- : ; 

... -_ta 

Address Redundancy Mapping • 1 2-77 

G£— .i * 


IPR Access • 1 2-75 C- -G ’ 

■ >-S ■ =•? 

/-> c . 

Logical Organization • 1 2— 70 

5 L- 2 * - - 

•; : ^QG 

Redundancy Logic* 12-77 

8^ : : 

-■ 

ra Replacement Algorithm • 1 2-74 

ii-C f 

• 

PCADR* 12-43 

3 a-£ r 

c 

PbB*2-48 

08 ~- • 

>30 

PCBB- 2-46 r _r * 

: r * 

*• c..- 

PCCTL* 12-44, 12-71 


• V C \ 

PCDAP • 12-46 


" 1 

PCSCR • 8-80 

8-8 r • 

3 ?, *-j? 


PCSTS* 12-43, 12-107 

PCTAG • 12-45 > i¥;i -,, JO r 

Performance Monitoring Facility 

Base Address* 18-2 . o- _ v 

Biock Diagram • 1 8-8 .... ■ , 

" Cbox Event Selection • 13-61 , 13-118, 1JB^6 ,)* 
Configuring • 1 8-3 
Ebox Event Selection • 8-83, 18-4 
Enabling and Disabling • 1 8-6 
** ’ Ibox Event Selection • 7-1 6, 1 8-4 - 

Mbox Event Selection* 12-44, 12-126, 1 8-3) 
Memory Data Structure Format • 1 8-2 
Memory Data Structure Updates • 18-2 
PFQ ♦ 7—17 

Physical Address Space • 2-2, 12-81 ^ 

‘Pin Description 

” Cache Interface Pins » 3-10 to 3-12 
Clocking Pins • 3-8 to 3-9 
Clocks • 20-22 ll. " 

Interrupt and Error Pins • 3-9 to 3-10 f - 
■Interrupts • 20-24 
•NDAL *3-4 to 3-7, 20-9 
' Reset *20-23 

^ Test *20-24 - y^src- 

Test Pins • 3—13 to 3-1 4 
Pinout • 3-1 to 3-3 - p 

. - - 'Cfc#* *vi-0 

Pipeline 

vj. Exceptions • 5-1 6 to 5-21 ... . rrst p 

/,rr ‘ c Fundamentals • 5-1 to 5-6 
~ Microtraps, Exceptions, and Interrupts *Jfcrl1 . 

- NVAX Overview* 5-6 to 5-11 

- - Stalls *5-11 to 5-16, 8-10 
PME-18-7 

PMFClVr • 18—8 

' PMFCNT Register* 8-37, 8-91 
Population Counter • 8-36 .■ 

Power Failure Interrupts • 15-48 
Prefetch Queue 

" See’ PFQ . 
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Primary Cache 
See Pcache 

Process Control Block • 2-48 
PSL • 2-5, 8-27 
PTE *12-83 


Q 


Q Register * 8-25 


R 


Register File • 8-1 3 

Bypass* 8-14 

Valid, Fault, end Error Bits • 8-16 
Reset 

See Chip Reset 
Result Bypass • 8-26 
Retire Queue • 8-47 
RMUX • 8-23 
RXCS 

See DEC Standard 032 
RXDB 

See DEC Standard 032 


S 



S3 Stall Timeout * '8-84 
S5 Reference Packet 
Access Type * 1 2-4 
Address • 12—4 
Command *12-4 
Data • 12-4 
Data Length *12-4 
Reference Destination* 12-4 
Reference Qualifiers • 12-5 
Tag* 12— 4 

55 Reference Source 
Arbitration • 12—18, 12—28 
Cbox Latch • 1 2-1 6 

EM Latch *12-9 
Iref Latdr 12-6 1 
MME Latch* 12-12 
PA Queue* 12-17 
Retry Dmiss Latdi • 12-14 
Spec Queue * 1 2-8 
VAP Latch* 12-11 

56 Reference Packet 
Address* 12-5 
Byte Mask • 12-5 
Command • 12-5 
Data • 12-5 

Reference Destination • 12-5 
Reference Qualifiers • 12-5 
SAVPC* 2-40, 15-19 
SAVPSL • 2-40, 15-19 
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SBR • 2-26 

SBU • 7-54 . r , . - . c - 

SCB *2—41 . v . 

SCBB • 2—41 
Scoreboard Unit 
See SBU 

SC Register • 8-29 : * 

Serial- Test Port * 1 9-7 
Shifter • 8-21 
SID *-2-*44 

SIRR • 2-35, 10-13 " . 

SISR * 2-35, 10-13 
SLR *2-26 

Soft Error Interrupts • 15-57 

Event Descriptions • 15-69 to 15-86 
Parse Tree • 1 5-58 to 15-69 
Stack Frame • 15-57 
Source Queue • 7-32, 8-43 
SSP 

See DEC Standard 032 
Stalls 

Ebox • 8-72 to 8-77 
State Flags • 8-30 
System Control Block • 2-41 
Vector *2-41 
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TBADR* 12-42 
TBCHK 

See DEC Standard 032 
TBIA • 2—25, 12-55 
TBIS* 2-25, 12-54 
TBSTS • 12-42, 12-106 
Timeout Counters • 1 3-46 
TODR 

See DEC Standard 032 
TXCS 

See DEC Standard 032 
TXDB 

See DEC Standard 032 
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Unaligned Reference Processing* 12—55 
USP 

See DEC Standard 032 . , - 


V 


VAER 

See DEC Standard 032 
VA Register • 8-25 
VAX Restart Bit *8-37 
VDATA • 7-1 5 

Vector Instruction Support Limitations • 1 4-3 
VIBA • 7-6 
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VIC . 7-5 

Bypass • 7-9 
Control • 7-7 

Control and Error Registers* 7-14 to 7 ia 
E%STOPJBOX_H iLts • 7-1 
Enable *7—13 

Exceptions and Errors • 7-io 
Fills • 7—8 
Rushing • 7-13 
Hits Under Miss • 7— io 
PC Load Effects • 7— i o 

plfefTS 06 Monitorin 9 Hardware * 7-16 
refetch Start Conditions • 7—12 

Prefetch Stop Conditions • 7—12 


Reads • 7-8 
3°--? Writes • 7-9 

; Wrtiial Address Space* 2-1, 12-80 
Virtual Instruction Cache 
See VIC 
•)'••• VMAC 

'■'* S&e CEC Standard 032 - — 

" - VMAR * 7-1 4 

- 

* -See DEC Standard 032 
;VIAG *7-15 

;r- ' c VTBIA - — 

See DEC Standard 032 
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